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(57) A production method of a mold includes: prepar-
ing a plate precursor 10 having a protruding pattern 10A
formed of a plurality of protrusions 12 in a pattern pres-
ence region 10D on a base 10C, and a thermoplastic
resin sheet 20; determining a position at which the plate
precursor 10 is to be pressed against the thermoplastic
resin sheet 20 by moving the plate precursor 10 and the
thermoplastic resin sheet 20 relative to each other; and
forming a recessed pattern 20A on the thermoplastic res-
in sheet 20 by pressing the protrusions 12 of the plate
precursor 10 which is heated against the thermoplastic

resin sheet 20 at a position where a part of the pattern
presence region 10D of the plate precursor 10 excluding
the protrusions 12 is separated from a surface 20B of the
thermoplastic resin sheet 20, cooling the plate precursor
10 in a state in which the pressed protrusions 12 and the
thermoplastic resin sheet 20 are in contact with each oth-
er, and separating the plate precursor 10 from the ther-
moplastic resin sheet 20.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a production
method of a mold, a manufacturing method of a pattern
sheet, a production method of an electroform, and a pro-
duction method of a mold using an electroform.

2. Description of the Related Art

[0002] In recent years, as a novel dosage form capable
of injecting drugs such as insulin, vaccines, and human
growth hormone (hGH) into the skin without pain, a micro-
needle array has been known. The microneedle array is
an array of microneedles (also referred to as fine needles
or small needles) which contain drugs and are biode-
gradable. By attaching this microneedle array to the skin,
each microneedle pierces the skin, these microneedles
are absorbed in the skin such that the drugs contained
in each microneedle can be administered into the skin.
Microneedle arrays are also called percutaneous absorp-
tion sheets.
[0003] In order to produce a formed product having a
fine protruding pattern like the microneedle array as de-
scribed above, a resin mold having the inverted shape
is formed from a plate precursor having a fine protruding
pattern, and a formed product is produced from the mold.
There is a demand for improving the productivity of
formed products having fine patterns, and various pro-
posals have been made.
[0004] JP2007-535343A discloses a production meth-
od of a mold base for manufacturing microneedles. In
the technique described in JP2007-535343A, a mold
base for manufacturing microneedles is produced by
pressing a master model having master model needle
arrays against a mold plate for manufacturing micronee-
dles, and a formed product having a fine pattern is pro-
duced by using the mold base for manufacturing micro-
needles.
[0005] JP2011-083993A discloses transferring a
transfer pattern formed on a mold to a plurality of points
of a thermoplastic resin. In the technique described in
JP2011-083993A, a heated mold is pressed against a
thermoplastic resin and is cooled, and the mold is sepa-
rated from the thermoplastic resin, thereby transferring
the transfer pattern of the mold to the thermoplastic resin.
Furthermore, moving the heated mold, pressing the mold
against the thermoplastic resin and cooling the mold, and
separating the mold from the thermoplastic resin are re-
peated, thereby transferring the transfer pattern of the
mold to the thermoplastic resin.

SUMMARY OF THE INVENTION

[0006] In the technique described in JP2007-535343A,

the master model (plate precursor) having a plurality of
the master model needle arrays (for example, 8 3 8) is
used. That is, a large master model is required, and thus
there is concern that the number of operations for pro-
ducing the master model may increase.
[0007] In the technique described in JP2011-083993A,
the transfer pattern of the mold is transferred to the ther-
moplastic resin while pressing the flat surface of the mold
against the thermoplastic resin. Therefore, there may be
cases where the thermoplastic resin is raised at the end
portion of the mold, and as a result, there is concern that
a step may be formed between the molds. In a case where
a duplicate mold (also called an electroform) is formed
by electroforming or a formed product such as a percu-
taneous absorption sheet is manufactured, there may be
cases where the step adversely affects the precision and
productivity of the duplicate mold or the formed product.
[0008] Fig. 23A illustrates a step 2 formed at an end
portion of a recess pattern of the surface of a produced
mold 1, and Fig. 23B is an enlarged view of the step 2 in
which a part in the circle of Fig. 23A is enlarged. As illus-
trated in Fig. 24, in a case where a duplicate mold 3 (or
formed product) is manufactured by using the mold 1
having the step 2 at the end portion of the recess pattern
of the mold 1, when the mold 1 is peeled away from the
duplicate mold 3 (or formed product), peeling failure such
as a difficulty in the peeling due to the step 2 acting as a
resistance or breaking of the duplicate mold 3 (or formed
product) at the step 2 is likely to occur.
[0009] The present invention has been made taking
the above circumstances into consideration, and an ob-
ject thereof is to provide a production method of a mold,
a manufacturing method of a pattern sheet, a production
method of an electroform, and a production method of a
mold using an electroform, capable of suppressing the
generation of a step at an end portion of a recessed pat-
tern.
[0010] According to an aspect of the present invention,
there is provided a production method of a mold com-
prising: a preparation process of preparing a plate pre-
cursor having a protruding pattern formed of a plurality
of protrusions in a pattern presence region on a base,
and a thermoplastic resin sheet; an alignment process
of determining a position at which the plate precursor is
to be pressed against the thermoplastic resin sheet by
moving the plate precursor and the thermoplastic resin
sheet relative to each other; and a forming process of
forming a recessed pattern having an inverted shape of
the protruding pattern on the thermoplastic resin sheet
by pressing the protrusions of the plate precursor which
is heated against the thermoplastic resin sheet at a po-
sition where a part of the pattern presence region of the
plate precursor excluding the protrusions is separated
from a surface of the thermoplastic resin sheet, cooling
the plate precursor in a state in which the pressed pro-
trusions and the thermoplastic resin sheet are in contact
with each other, and separating the plate precursor from
the thermoplastic resin sheet.

1 2 



EP 3 357 862 A1

4

5

10

15

20

25

30

35

40

45

50

55

[0011] Preferably, a depression is formed in advance
in a pressing surface in the surface of the thermoplastic
resin sheet, against which the protrusions forming the
protruding pattern of the plate precursor are pressed.
[0012] In the present invention, as described above,
alternatively to the aspect in which the depression is
formed in advance in the pressing surface in the surface
of the thermoplastic resin sheet, against which the pro-
truding pattern of the plate precursor is pressed, an as-
pect in which the pressing surface is flat may also be
employed.
[0013] Preferably, in the forming process, in a case
where a heating temperature of the plate precursor is
equal to or lower than a melting point of the thermoplastic
resin sheet, a vertical sectional shape of the depression
is an arcuate shape.
[0014] Preferably, in the forming process, in a case
where a heating temperature of the plate precursor is
equal to or higher than a melting point of the thermoplastic
resin sheet, a vertical sectional shape of the depression
is a rectangular shape.
[0015] Here, the depression having an arcuate vertical
sectional shape refers to a depression having a side sur-
face which is curved with respect to the bottom surface
of the depression. In addition, the depression having a
rectangular vertical sectional shape refers to a depres-
sion having a side surface at a right angle to the bottom
surface of the depression.
[0016] Preferably, the pressing surface in the surface
of the thermoplastic resin sheet, against which the pro-
trusions forming the protruding pattern of the plate pre-
cursor are pressed, is flat, and in the forming process,
the part of the pattern presence region of the plate pre-
cursor excluding the protrusions is stopped before reach-
ing the flat pressing surface.
[0017] Preferably, in a case where the plate precursor
is pressed against the thermoplastic resin sheet, a posi-
tion of the surface of the thermoplastic resin sheet is de-
tected, and the plate precursor is pushed from the posi-
tion of the surface of the thermoplastic resin sheet by a
certain amount.
[0018] Preferably, in a case where the plate precursor
is pressed against the thermoplastic resin sheet, a pres-
sure applied to the plate precursor is measured and is
compared to a certain pressure value which is set, and
the amount of the plate precursor being pushed is deter-
mined.
[0019] Preferably, the protrusion forming the protrud-
ing pattern has a frustum portion and a needle portion
which is tapered, in a direction away from the base of the
plate precursor, and in the forming process, in a case
where the plate precursor is pressed against the thermo-
plastic resin sheet, the frustum portion is brought into
contact with the surface of the thermoplastic resin sheet.
[0020] According to another aspect of the present in-
vention, there is provided a manufacturing method of a
pattern sheet having a protruding pattern, comprising: a
process of producing a mold using the production method

described above; a supplying process of supplying a pol-
ymer solution to a recessed pattern of the mold; a drying
process of drying the polymer solution to form a polymer
sheet; and a polymer sheet peeling process of peeling
the polymer sheet from the mold.
[0021] According to another aspect of the present in-
vention, there is provided a production method of an elec-
troform having a protruding pattern, comprising: a proc-
ess of producing a mold using the production method
described above; an electroforming process of forming
a metal body on a recessed pattern of the mold using an
electroforming method; and a peeling process of peeling
the metal body from the mold.
[0022] According to another aspect of the present in-
vention, there is provided a production method of a mold
using an electroform, comprising: a process of producing
an electroform using the production method described
above; and a process of, by using the electroform having
a protruding pattern, producing a mold which has a re-
cessed pattern which is an inverted shape of the protrud-
ing pattern of the electroform and is made of a resin.
[0023] According to another aspect of the present in-
vention, there is provided a manufacturing method of a
pattern sheet having a protruding pattern, comprising: a
process of producing a mold using the production method
of an electroform described above; a supplying process
of supplying a polymer solution to a recessed pattern of
the mold; a drying process of drying the polymer solution
to form a polymer sheet; and a peeling process of peeling
the polymer sheet from the mold.
[0024] According to the production method of a mold,
the manufacturing method of a pattern sheet, the pro-
duction method of an electroform, and the production
method of a mold using an electroform of the present
invention, the generation of a step at the end portion of
the recessed pattern can be suppressed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025]

Fig. 1A is a diagram of a preparation process of pre-
paring a plate precursor in a process procedure of a
production method of a mold.
Fig. 1B is a diagram of a preparation process of pre-
paring a thermoplastic resin sheet in the process pro-
cedure of the production method of a mold.
Fig. 1C is a diagram of an alignment process in the
process procedure of the production method of a
mold.
Fig. 1D is a diagram of a forming process in the proc-
ess procedure of the production method of a mold.
Fig. 1E is a view of the mold formed by the production
method of a mold.
Fig. 2 is a perspective view of the plate precursor.
Fig. 3 is a perspective view of the plate precursor
and the mold.
Fig. 4 is a schematic configuration diagram of an
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aligning apparatus.
Fig. 5A is a view illustrating raised portions in a proc-
ess of producing a mold using the plate precursor
illustrated in Fig. 2.
Fig. 5B is a view of the mold having the raised por-
tions in the process of producing a mold using the
plate precursor illustrated in Fig. 2.
Fig. 6A is a perspective view of a plate precursor
having a different protrusion shape from that in Fig. 2.
Fig. 6B is a perspective view of another embodiment
of the plate precursor having a different protrusion
shape from that in Fig. 2.
Fig. 7A is a view illustrating a state in which the plate
precursor illustrated in Fig. 6A is pressed against the
thermoplastic resin sheet.
Fig. 7B is a view illustrating a state in which the plate
precursor illustrated in Fig. 6B is pressed against the
thermoplastic resin sheet.
Fig. 8 is a view illustrating a process of forming a
recessed pattern using the plate precursor illustrated
in Fig. 2 in a thermoplastic resin sheet having a de-
pression.
Fig. 9 is a perspective view illustrating the plate pre-
cursor and depressions formed in the thermoplastic
resin sheet.
Fig. 10 is a sectional view taken the line 10-10 of Fig.
9.
Fig. 11A is a sectional view of a preparation process
of preparing the plate precursor and the thermoplas-
tic resin sheet having the depression.
Fig. 11B is a sectional view of an alignment process
and a forming process in which the plate precursor
is aligned with and pressed against the depression
of the thermoplastic resin sheet.
Fig. 11C is a sectional view illustrating the formed
mold with no step.
Fig. 11D is an enlarged sectional view of a mold end
portion of the formed mold.
Fig. 12 is a sectional view illustrating a rectangular
depression formed in the thermoplastic resin sheet.
Fig. 13 is a schematic view illustrating the flow of a
melted resin in a case where the plate precursor is
pressed against the rectangular depression.
Fig. 14 is a schematic view illustrating the flow of a
melted resin in a case where the plate precursor is
pressed against an arcuate depression.
Fig. 15 is a sectional view illustrating the arcuate
depression formed in the thermoplastic resin sheet.
Fig. 16 is a schematic view illustrating raised portions
of the resin in a case where the plate precursor is
pressed against the arcuate depression.
Fig. 17 is a schematic view illustrating raised portions
of the resin in a case where the plate precursor is
pressed against the rectangular depression.
Fig. 18A is a diagram illustrating preparation of a
mold in a process procedure of a manufacturing
method of a pattern sheet using a mold.
Fig. 18B is a diagram illustrating supply of a polymer

solution to a recessed pattern in the process proce-
dure of the manufacturing method of a pattern sheet
using a mold.
Fig. 18C is a diagram illustrating drying of the poly-
mer solution in the process procedure of the manu-
facturing method of a pattern sheet using a mold.
Fig. 18D is a diagram illustrating a polymer sheet
before being peeled away from the mold in the proc-
ess procedure of the manufacturing method of a pat-
tern sheet using a mold.
Fig. 18E is a diagram illustrating the polymer sheet
after being peeled away from the mold in the process
procedure of the manufacturing method of a pattern
sheet using a mold.
Fig. 18F is a diagram illustrating the polymer sheet
before being cut into individual pattern sheets in the
process procedure of the manufacturing method of
a pattern sheet using a mold.
Fig. 18G is a diagram illustrating the polymer sheet
after being cut into individual pattern sheets in the
process procedure of the manufacturing method of
a pattern sheet using a mold.
Fig. 19 is a perspective view of the individual pattern
sheet.
Fig. 20A is a diagram illustrating preparation of a
mold in a process procedure of a production method
of an electroform using a mold.
Fig. 20B is a diagram illustrating electroforming in
the process procedure of the production method of
an electroform using a mold.
Fig. 20C is a diagram illustrating a metal body peeled
away from the mold in the process procedure of the
production method of an electroform using a mold.
Fig. 21A is a diagram illustrating preparation of an
electroform in a process procedure of a production
method of a mold using an electroform.
Fig. 21B is a diagram illustrating an ultraviolet cura-
ble resin which is pressed against the electroform in
the process procedure of the production method of
a mold using an electroform.
Fig. 21C is a diagram illustrating the electroform
which is peeled away from the ultraviolet curable res-
in cured in the process procedure of the production
method of a mold using an electroform.
Fig. 22A is a diagram illustrating preparation of mold
in a process procedure of a production method of a
pattern sheet using a mold produced using an elec-
troform.
Fig. 22B is a diagram illustrating supply of a polymer
solution to a recessed pattern in the process proce-
dure of the production method of a pattern sheet us-
ing a mold produced using an electroform.
Fig. 22C is a diagram illustrating drying of the poly-
mer solution in the process procedure of the produc-
tion method of a pattern sheet using a mold produced
using an electroform.
Fig. 22D is a diagram illustrating a polymer sheet
before being peeled away from the mold in the proc-
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ess procedure of the production method of a pattern
sheet using a mold produced using an electroform.
Fig. 22E is a diagram illustrating the polymer sheet
after being peeled away from the mold in the fixing
procedure of the production method of a pattern
sheet using a mold produced using an electroform.
Fig. 22F is a diagram illustrating the polymer sheet
before being cut into individual pattern sheets in the
process procedure of the production method of a pat-
tern sheet using a mold produced using an electro-
form.
Fig. 22G is a diagram illustrating the polymer sheet
after being cut into individual pattern sheets in the
process procedure of the production method of a pat-
tern sheet using a mold produced using an electro-
form.
Fig. 23A is a view illustrating a step formed in the
production of a mold.
Fig. 23B is an enlarged view of the step.
Fig. 24 is a view of breaking at the step in a case
where a duplicate mold or formed product is peeled
away from a mold.

DESCRIPTION OF THE PREFERRED EMBODI-
MENTS

[0026] Hereinafter, preferred embodiments of the
present invention will be described with reference to the
accompanying drawings. The present invention is de-
scribed by the following preferred embodiments.
[0027] Therefore, all modifications within the scope of
the present invention are included in the appended
claims.
[0028] Here, in the figures, like elements having similar
functions are denoted by like reference numerals.
[0029] In addition, in this specification, in a case where
a numerical value range is expressed using "to", the nu-
merical value range includes the numerical values of the
upper limit and the lower limit indicated by "to".
[0030] [First Embodiment of Production Method of
Mold] Hereinafter, in the surface of a thermoplastic resin
sheet, a surface against which a protruding pattern of a
plate precursor is pressed is referred to as a pressing
surface. A first embodiment of a production method of a
mold of the present invention is applied to a case where
the pressing surface is flat, and a case where, when the
plate precursor is pressed against the surface of the ther-
moplastic resin sheet, a part of a pattern presence region
of the plate precursor excluding protrusions is stopped
before reaching the flat pressing surface.
[0031] In addition, in the first embodiment, since the
pressing surface X of a thermoplastic resin sheet 20 is
flat and flush with a surface 20B, the pressing surface X
can also be referred to as the surface 20B.
[0032] The first embodiment of the present invention
will be described with reference to the drawings. Figs.
1A to 1E are process diagrams illustrating a procedure
of the production method of a mold. In the first embodi-

ment, an example in which a large mold 22 having a
plurality of recessed patterns 20A is produced using a
single plate precursor 10 will be described. Fig. 2 is a
perspective view of the plate precursor.
[0033] Fig. 1A illustrates a preparation process of pre-
paring the plate precursor 10. As illustrated in Figs. 1A
and 2, the plate precursor 10 is constituted by a base
10C part and a protruding pattern 10A part, and the pro-
truding pattern 10A is formed in a pattern formation region
10D on the base 10C.
[0034] Here, the pattern presence region 10D refers
to a region where the protruding pattern 10A is present
in the surface of the base 10C of the plate precursor 10
on the side having the protruding pattern 10A. The sur-
face of the base 10C on the side having the protruding
pattern 10A is formed into a flat surface 10B. The flat
surface 10B may be a perfectly flat surface or may be a
flat surface at first glance.
[0035] The plate precursor 10 has the protruding pat-
tern 10A which is basically the same as a pattern sheet
(a so-called formed product) having a protruding pattern
to be produced.
[0036] The plate precursor 10 having the protruding
pattern 10A is produced, for example, by machining a
metal substrate, which is to become the plate precursor
10, using a cutting tool such as a diamond insert bite. As
the metal substrate, stainless steel, an aluminum alloy,
Ni, or the like may be used.
[0037] The protruding pattern 10A refers to a state in
which protrusions 12 protruding in a direction away from
the flat surface 10B of the plate precursor 10 are disposed
on the flat surface 10B of the plate precursor 10. The
number of the protrusions 12, the arrangement and po-
sitions of the protrusions 12, and the like are not limited.
[0038] As illustrated in Figs. 1A and 2, in this embod-
iment, the protrusion 12 is constituted by a needle portion
12A which is tapered in the direction away from the flat
surface 10B. The protrusion 12 is a so-called cone, and
the cone includes a pyramid, a circular cone, and the like.
In addition, Figs. 1A and 2 are conceptual views of the
plate precursor 10, and Figs. 1A and 2 are different from
each other in the number of protrusions 12 constituting
the protruding pattern 10A.
[0039] For example, the protrusion 12 preferably has
a height of 100 to 2000 mm from the flat surface 10B of
the plate precursor 10 and has a distal end diameter of
Φ50 mm or less. In the case where a plurality of the pro-
trusions 12 are provided, it is preferable that the interval
between adjacent protrusions 12 is 300 to 2000 mm. It is
preferable that the aspect ratio (the height of the protru-
sion / the width of the bottom surface of the protrusion)
of the protrusion 12 is 1 to 5.
[0040] Next, Fig. 1B illustrates a preparation process
of preparing a thermoplastic resin sheet. The thermo-
plastic resin sheet 20 as the material of the mold 22 is
prepared, and the thermoplastic resin sheet 20 is set, for
example, on a table (not illustrated).
[0041] For example, the thermoplastic resin sheet 20
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has a thickness of 0.5 to 2.0 mm and a size of 100 mm
3 100 mm to 300 mm 3 300 mm, and has the surface
20B including the pressing surface X against which the
protruding pattern 10A of the plate precursor 10 is to be
pressed. The recessed patterns 20A to be described later
are formed on the surface 20B side. It is preferable that
the thickness of the thermoplastic resin sheet 20 is equal
to or greater than at least the height of the protrusion 12
of the plate precursor 10.
[0042] The thermoplastic resin forming the thermo-
plastic resin sheet 20 is not particularly limited. For ex-
ample, polyethylene terephthalate, polycarbonate,
polymethyl methacrylate, polystyrene, polyethylene, a
liquid crystal polymer, and polylactic acid may be suitably
used. The thermoplastic resin sheet 20 means a thermo-
plastic resin in a state of having a small film thickness
and a self-supporting property at room temperature.
"Self-supporting property" means that a single body can
hold its form without the support of other members.
[0043] Figs. 1C and 1D show an alignment process, a
forming process of forming a recessed pattern, and the
alignment process and the forming process which are
repeatedly performed. In a case of producing a small
mold 22 having a single plate precursor 10 and a single
recessed pattern 20A, there is no need to repeatedly per-
form the alignment process and the forming process.
[0044] First, a position (for example, a region A1) at
which the plate precursor 10 is pressed against the ther-
moplastic resin sheet 20 is determined by moving the
prepared plate precursor 10 and the thermoplastic resin
sheet 20 relative to each other. For example, the align-
ment is performed by providing, for a table that supports
the thermoplastic resin sheet 20, an X-axis drive mech-
anism and a Y-axis drive mechanism which move in di-
rections perpendicular to each other on the horizontal
plane.
[0045] For accurate alignment, for example, it is pref-
erable to provide alignment marks for alignment on the
surface 20B of the thermoplastic resin sheet 20. Further-
more, in order to detect the plate precursor 10, the ther-
moplastic resin sheet 20, and the alignment marks, it is
preferable to provide an imaging device (charge-coupled
device (CCD) camera) or the like.
[0046] Next, the heated plate precursor 10 is pressed
against the surface 20B side of the thermoplastic resin
sheet 20. Accordingly, the protrusions 12 forming the pro-
truding pattern 10A of the plate precursor 10 are pressed
against the thermoplastic resin sheet 20.
[0047] In the case where the plate precursor 10 is
pressed against the surface 20B side of the thermoplastic
resin sheet 20, the part of the pattern presence region
10D of the plate precursor 10 excluding the protrusions
12 is stopped before reaching the flat pressing surface
X of the thermoplastic resin sheet 20. Accordingly, the
flat surface 10B of the plate precursor 10 and the flat
surface 20B of the thermoplastic resin sheet 20 are sep-
arated from each other. Therefore, not the entire pattern
presence region 10D of the plate precursor 10 is pushed

into the flat surface 20B of the thermoplastic resin sheet
20. Therefore, as indicated by the surrounding circles,
the raising of thermoplastic resin sheet 20 at the end
portions of the plate precursor 10 can be suppressed.
[0048] The plate precursor 10 is heated to a tempera-
ture at which the thermoplastic resin sheet 20 is softened.
Heating is performed by a heater (not illustrated). The
plate precursor 10 is heated to an appropriate tempera-
ture depending on the thermoplastic resin forming the
thermoplastic resin sheet 20.
[0049] For example, a Z-axis drive mechanism which
moves in the vertical direction is provided for the table
(not illustrated) that supports the thermoplastic resin
sheet 20 in order to press the protrusions 12 forming the
protruding pattern 10A of the plate precursor 10 against
the surface 20B side of the thermoplastic resin sheet 20.
In a case where the Z-axis drive mechanism is provided
for the table, the thermoplastic resin sheet 20 is moved
toward the plate precursor 10. Alternatively, the plate pre-
cursor 10 can also be attached by the Z-axis drive mech-
anism that moves in the vertical direction. In this case,
the plate precursor 10 is moved toward the thermoplastic
resin sheet 20.
[0050] While pressing the protrusions 12 of the heated
plate precursor 10, the side of the surface 20B of the
thermoplastic resin sheet 20 is heated for a certain period
of time. Next, in a state in which the pressed protrusions
12 and the thermoplastic resin sheet 20 are brought into
contact with each other, the plate precursor 10 is cooled
until the thermoplastic resin sheet 20 is cooled to the
softening temperature or lower.
[0051] Next, as illustrated in Fig. 1D, the plate precur-
sor 10 and the thermoplastic resin sheet 20 are separated
from each other, thereby forming the recessed pattern
20A having the inverted shape of the protruding pattern
10A on the surface 20B side of the thermoplastic resin
sheet 20. The separation of the plate precursor 10 from
the thermoplastic resin sheet 20 can be performed by
the above-described Z-axis drive mechanism.
[0052] The recessed pattern 20A refers to a state in
which recesses extending from the surface 20B of the
thermoplastic resin sheet 20 toward the other surface are
disposed on the surface 20B side of the thermoplastic
resin sheet 20. The number of recesses, the arrangement
of the recesses, the depth of the recesses, and the like
are not limited. Since the recessed pattern 20A is the
inverted shape of the protruding pattern 10A, the size,
number, and arrangement of the recesses of the re-
cessed pattern 20A are basically the same as those of
the protrusions 12 pushed into the thermoplastic resin
sheet 20.
[0053] In a case where the formation of the recessed
pattern 20A in the region A1 is completed as illustrated
in Fig. 1D, alignment (here, a region A2) between the
plate precursor 10 and the thermoplastic resin sheet 20
is performed. In the region A2, the heated plate precursor
10 is pressed against the surface 20B side of the ther-
moplastic resin sheet 20. Accordingly, the protrusions 12
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forming the protruding pattern 10A of the plate precursor
10 are pressed against the surface 20B side of the ther-
moplastic resin sheet 20.
[0054] As in the case of the region A1, in the region
A2, the part of the pattern presence region 10D of the
plate precursor 10 excluding the protrusions 12 is also
stopped before reaching the flat pressing surface X of
the thermoplastic resin sheet 20 in the case where the
plate precursor 10 is pressed against the surface 20B
side of the thermoplastic resin sheet 20.
[0055] In the region A2, while pressing the protrusions
12 of the heated plate precursor 10, the side of the surface
20B of the thermoplastic resin sheet 20 is heated for a
certain period of time. Next, in a state in which the pressed
protrusions 12 and the thermoplastic resin sheet 20 are
brought into contact with each other, the plate precursor
10 is cooled until the thermoplastic resin sheet 20 is
cooled to the softening temperature or lower. The plate
precursor 10 and the thermoplastic resin sheet 20 are
separated from each other, thereby forming the recessed
pattern 20A having the inverted shape of the protruding
pattern 10A on the surface 20B of the thermoplastic resin
sheet 20.
[0056] Furthermore, in the case of the regions A1 and
A2, in a region A3, alignment (here, the region A3) be-
tween the plate precursor 10 and the thermoplastic resin
sheet 20 is performed, and the heated plate precursor
10 is pressed against the surface 20B of the thermoplas-
tic resin sheet 20.
[0057] The alignment process of the plate precursor
10 and the thermoplastic resin sheet 20 and the forming
process of forming the recessed pattern 20A having the
inverted shape of the protruding pattern 10A of the plate
precursor 10 on the thermoplastic resin sheet 20, which
are described with reference to Figs. 1C and 1D, are
repeated.
[0058] As illustrated in Fig. 1E, in a case where the
formation of the predetermined recessed pattern 20A on
the surface 20B side of the thermoplastic resin sheet 20
is completed, the mold 22 is produced from the thermo-
plastic resin sheet 20.
[0059] Fig. 3 is a perspective view of the plate precur-
sor 10 and the mold 22. The mold 22 which has 3 3 3
recessed patterns 20A and is made of a resin is produced
using the plate precursor 10 having one protruding pat-
tern 10A. In this embodiment, in a case where the mold
22 which has 3 3 3 recessed patterns 20A and is made
of a resin is produced, a large plate precursor having 3
3 3 protruding patterns is not produced. Therefore, in
this embodiment, the number of operations for producing
the plate precursor 10 can be reduced. Although the mold
22 which has 3 3 3 recessed patterns 20A and is made
of a resin is exemplified, the number of recessed patterns
20A is appropriately determined.
[0060] Furthermore, in this embodiment, the genera-
tion of a step (see Figs. 23A and 23B) between adjacent
recessed patterns 20A (for example, S1 and S2) can be
suppressed. That is, the surface 20B of the mold 22 be-

comes substantially flat. By causing the surface 20B of
the mold 22 to be substantially flat, in a case where a
formed product having a protruding pattern is produced
using the mold 22, for example, the recessed pattern 20A
of the mold 22 can be accurately filled with a polymer
solution.
[0061] Next, a method of controlling the plate precursor
10 in the case where the plate precursor 10 is pressed
against the thermoplastic resin sheet 20 will be de-
scribed. Fig. 4 is a schematic configuration diagram of
an aligning apparatus. An aligning apparatus 30 includes
a Z-axis drive mechanism 32 which drives the plate pre-
cursor 10 in a Z-axis direction, a connection portion 34
connected to the Z-axis drive mechanism 32, a holding
portion 36 attached to the connection portion 34, a table
38 which supports the thermoplastic resin sheet 20, an
X-axis drive mechanism 40 which drives the table 38 in
an X-axis direction, a Y-axis drive mechanism 42 which
drives the table 38 in a Y-axis direction, a stand 44, a
control system 46, and a laser displacement meter 48.
In addition, the plate precursor 10 is held by the holding
portion 36.
[0062] According to a first control method, first, align-
ment between the plate precursor 10 and the thermo-
plastic resin sheet 20 is performed by driving the X-axis
drive mechanism 40 and the Y-axis drive mechanism 42.
[0063] In the case where the heated plate precursor
10 is pressed against the thermoplastic resin sheet 20,
the position of the surface 20B of the thermoplastic resin
sheet 20 is measured. That is, before moving the plate
precursor 10, for example, the control system 46 meas-
ures the distance between the protruding pattern 10A of
the plate precursor 10 and the surface 20B of the ther-
moplastic resin sheet 20 by using the laser displacement
meter 48. By measuring the distance, the position of the
surface 20B of the thermoplastic resin sheet 20 can be
detected.
[0064] On the basis of the measured distance, the con-
trol system 46 determines the amount of the protruding
pattern 10A pushed from the position of the surface 20B
of the thermoplastic resin sheet 20. The control system
46 drives the Z-axis drive mechanism 32, and the Z-axis
drive mechanism 32 moves the plate precursor 10 to the
position of the surface 20B of the thermoplastic resin
sheet 20 and further pushes the plate precursor 10 to-
ward the thermoplastic resin sheet 20 side by a certain
amount (the pushing amount determined).
[0065] According to a second control method, first,
alignment between the plate precursor 10 and the ther-
moplastic resin sheet 20 is performed by driving the X-
axis drive mechanism 40 and the Y-axis drive mechanism
42. The control system 46 drives the Z-axis drive mech-
anism 32, and the Z-axis drive mechanism 32 moves the
plate precursor 10 to the position of the surface 20B of
the thermoplastic resin sheet 20. The control system 46
measures the pressure applied to the plate precursor 10
while the plate precursor 10 is moved by the Z-axis drive
mechanism 32. The pressure measurement method is
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not particularly limited. For example, a load cell may be
disposed between the plate precursor 10 and the holding
portion 36, and the pressure applied to the plate precur-
sor 10 may be measured by the load cell. The load cell
is a measuring instrument that can measure a compres-
sive force in the thickness direction thereof.
[0066] The control system 46 compares the measured
pressure with a preset pressure. In a case where the
measured pressure reaches the preset pressure, the
control system 46 determines that the protruding pattern
10A has reached the surface 20B of the thermoplastic
resin sheet 20.
[0067] The control system 46 determines the amount
of the protruding pattern 10A pushed from the position
of the surface 20B of the thermoplastic resin sheet 20.
The control system 46 drives the Z-axis drive mechanism
32 to push the plate precursor 10 toward the thermoplas-
tic resin sheet 20 by a certain amount (the pushing
amount determined).
[0068] According to a third control method, first, align-
ment between the plate precursor 10 and the thermo-
plastic resin sheet 20 is performed by the control system
46 by driving the X-axis drive mechanism 40 and the Y-
axis drive mechanism 42. The control system 46 drives
the Z-axis drive mechanism 32, and the Z-axis drive
mechanism 32 moves the plate precursor 10 to the po-
sition of the surface 20B of the thermoplastic resin sheet
20. The control system 46 measures the pressure applied
to the plate precursor 10 while the plate precursor 10 is
moved by the Z-axis drive mechanism 32.
[0069] The control system 46 compares the measured
pressure with a preset pressure. In the third control meth-
od, the relationship between the pressure applied to the
plate precursor 10 and the amount (depth) of the protrud-
ing pattern 10A pushed into the thermoplastic resin sheet
20 is previously obtained.
[0070] The control system 46 compares the measured
pressure with a preset pressure. In a case where the
measured pressure reaches the set pressure, the control
system 46 determines that the protruding pattern 10A
has reached a desired pushing amount from the surface
20B of the thermoplastic resin sheet 20. In this embodi-
ment, the control system 46 calculates the pushing
amount from the previously obtained relationship based
on the measured pressure.
[0071] In a case where the pushing amount calculated
from the pressure is a desired pushing amount with re-
spect to the thermoplastic resin sheet 20, the plate pre-
cursor 10 is not pushed into the thermoplastic resin sheet
20. That is, the control system 46 measures a pressure
applied to the plate precursor 10, compares the meas-
ured pressure with a certain pressure value which is set,
and determines the pushing amount of the plate precur-
sor 10 as "0".
[0072] In a case where the pushing amount calculated
from the pressure is smaller than the desired pushing
amount with respect to the thermoplastic resin sheet 20,
the control system 46 determines the amount of the pro-

truding pattern 10A of the plate precursor 10 pushed into
the thermoplastic resin sheet 20 based on the current
position of the plate precursor 10. The control system 46
drives the Z-axis drive mechanism 32 to push the plate
precursor 10 toward the thermoplastic resin sheet 20 by
a certain amount (the pushing amount determined).
[0073] According to the above-described control meth-
ods, it becomes possible to accurately push the protru-
sions 12 forming the protruding pattern 10A of the plate
precursor 10 into the thermoplastic resin sheet 20. Ac-
cordingly, the part of the pattern presence region 10D of
the plate precursor 10 excluding the protrusions 12 can
be accurately stopped before reaching the flat pressing
surface X of the thermoplastic resin sheet 20.
[0074] Next, the plate precursor 10 having the protru-
sions 12 with a shape that is different from the shape of
the protrusions 12 forming the protruding pattern of the
plate precursor 10 illustrated in Fig. 2 and further sup-
presses the generation of a step will be described.
[0075] Fig. 5A is a view illustrating a case of producing
the mold 22 using the plate precursor 10 illustrated in
Fig. 2. As illustrated in Fig. 5A, the protrusion 12 included
in the protruding pattern 10A of the plate precursor 10 is
constituted by a needle portion 12A which is tapered in
the direction away from the flat surface 10B.
[0076] Therefore, as illustrated in Fig. 5A, although de-
pending on the shape of the protrusion 12, as indicated
by the surrounding circle, there may be cases where the
surface 20B of the thermoplastic resin sheet 20 is raised
at the root portion of the protrusion 12. In a case where
the thermoplastic resin sheet 20 is cooled in this state,
as illustrated in Fig. 5B, there is concern that steps may
be generated on the surface 20B in the region of the
recessed pattern 20A of the mold 22.
[0077] That is, as described below, in the production
method of a mold of the first embodiment, the generation
of steps can be further suppressed by changing the
shape of the protrusions 12 constituting the protruding
pattern 10A of the plate precursor 10.
[0078] Here, as described above, the step means a
protrusion that protrudes from the surface 20B to an ex-
tent that the flatness of the surface 20B of the thermo-
plastic resin sheet 20 is affected. There may be cases
where the step affects the productivity in a case where
a formed product is manufactured or the precision of the
formed product.
[0079] On the other hand, Figs. 6A and 6B illustrate
the plate precursor 10 in which the shape of the protrusion
12 is different from that in Fig. 2.
[0080] The protrusion 12 included in the protruding pat-
tern 10A illustrated in Fig. 6A is constituted by a frustum
portion 12B and the tapered needle portion 12A in the
direction away from the flat surface 10B. The frustum
portion 12B includes a square frustum, a circular cone
frustum, and the like. Another frustum portion may be
included between the frustum portion 12B and the needle
portion 12A.
[0081] For example, the protrusion 12 preferably has
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a height of 100 to 2000 mm from the flat surface 10B of
the plate precursor 10 and has a distal end diameter of
Φ50 mm or less. In the case where a plurality of the pro-
trusions 12 are provided, it is preferable that the interval
between adjacent protrusions 12 is 300 to 2000 mm. It is
preferable that the aspect ratio (the height of the protru-
sion / the width of the bottom surface of the protrusion)
of the protrusion 12 is 1 to 5.
[0082] The ratio of the height of the needle portion 12A
to the height of the frustum portion 12B (the height of the
needle portion 12A / the height of the frustum portion
12B) is preferably 1 to 10. The angle between the side
surface of the frustum portion 12B and the flat surface
10B is preferably 10° to 60°.
[0083] In addition, the protrusion 12 included in the pro-
truding pattern 10A of the plate precursor 10 illustrated
in Fig. 6B is constituted by the frustum portion 12B, a
columnar portion 12C, and the needle portion 12A which
is tapered, in the direction away from the flat surface 10B.
Here, the columnar portion 12C means a shape having
two opposing parallel bottom surfaces, as represented
by a cylinder or a rectangular parallelepiped, in which the
areas of the two bottom surfaces are the same.
[0084] For example, the protrusion 12 preferably has
a height of 100 to 2000 mm from the flat surface 10B of
the plate precursor 10 and has a distal end diameter of
Φ50 mm or less. In the case where a plurality of the pro-
trusions 12 are provided, it is preferable that the interval
between adjacent protrusions 12 is 300 to 2000 mm. It is
preferable that the aspect ratio (the height of the protru-
sion / the width of the bottom surface of the protrusion)
of the protrusion 12 is 1 to 5.
[0085] The ratio of the total height of the needle portion
12A and the columnar portion 12C to the height of the
frustum portion 12B (the total height of the needle portion
12A and the columnar portion 12C / the height of the
frustum portion 12B) is preferably 1 to 10. In addition, the
ratio of the height of the needle portion 12A to the height
of the columnar portion 12C (the height of the needle
portion 12A / the height of the columnar portion 12C) is
preferably 0.25 to 10. The angle between the side surface
of the needle portion 12A and the flat surface 10B is pref-
erably 45° to 85°. Furthermore, the angle between the
side surface of the frustum portion 12B and the flat sur-
face 10B is preferably 10° to 60°.
[0086] Figs. 7A and 7B illustrate states in which the
plate precursors 10 illustrated in Figs. 6A and 6B are
pressed against the thermoplastic resin sheet 20. In Fig.
7A, the plate precursor 10 having the protrusion 12 con-
stituted by the frustum portion 12B, and the tapered nee-
dle portion 12A, in the direction away from the flat surface
10B illustrated in Fig. 6A is used. As illustrated in Fig.
7A, in the case where the plate precursor 10 is pressed
against the thermoplastic resin sheet 20, by bringing the
frustum portion 12B of the protrusion 12 into contact with
the surface 20B of the thermoplastic resin sheet 20, the
raising of the surface 20B of the thermoplastic resin sheet
20 is suppressed as indicated by the surrounding circle.

[0087] In Fig. 7B, the plate precursor 10 having the
protrusion 12 constituted by the frustum portion 12B, the
columnar portion 12C, and the tapered needle portion
12A, in the direction away from the flat surface 10B illus-
trated in Fig. 6B is used. As illustrated in Fig. 7B, in the
case where the plate precursor 10 is pressed against the
thermoplastic resin sheet 20, by bringing the frustum por-
tion 12B of the protrusion 12 into contact with the surface
20B of the thermoplastic resin sheet 20, raising of the
surface 20B of the thermoplastic resin sheet 20 is sup-
pressed as indicated by the surrounding circle.
[0088] Next, a second embodiment of the production
method of a mold as another method to solve the concern
of the step described with reference to Fig. 5 will be de-
scribed.
[0089] Second Embodiment of Production Method of
Mold] The second embodiment of the production method
of a mold of the present invention refers to a case where
the surface of the thermoplastic resin sheet 20 is the
pressing surface X against which the protruding pattern
10A of the plate precursor 10 is pressed and a depression
24 is formed in the pressing surface X in advance. In
other words, as illustrated in Fig. 8, the second embod-
iment refers to a case where the depression 24 is formed
in the region where the recessed pattern 20A is formed.
That is, the pressing surface X is the region where the
recessed pattern 20A is formed in the surface 20B of the
thermoplastic resin sheet 20 against which the protru-
sions 12 forming the protruding pattern 10A of the plate
precursor 10 are pressed.
[0090] Fig. 9 is a view corresponding to Fig. 3, and
refers to a case where the depressions 24 are formed in
advance in the nine (3 3 3) pressing surfaces X in which
the protruding patterns 20A of the thermoplastic resin
sheet 20 are to be formed. Accordingly, the surface of
the thermoplastic resin sheet 20 is constituted by the
pressing surfaces X in which the depression 24 is formed
and a flat outer surface Y in which the depression 24 is
not formed. In the case of Fig. 9, the mold 22 which has
3 3 3 recessed patterns 20A and is made of a resin can
be produced using the plate precursor 10 having one
protruding pattern 10A. In addition, Fig. 10 is a sectional
view taken along the line 10-10 of Fig. 9 and the region
corresponding to the pattern presence region 1OD of the
plate precursor 10.
[0091] The depression 24 may be the depression 24
having an arc hole shape as illustrated in Fig. 8. However,
as illustrated in Figs. 9 and 10, the depression 24 having
a rectangular hole shape constituted by a bottom surface
24B which is the flat pressing surface X and a side surface
24A is preferable, and the following description will be
provided using the depression 24 having a rectangular
hole shape as an example.
[0092] Figs. 11A to 11C are process diagrams illustrat-
ing a procedure of the production method of a mold in
which the thermoplastic resin sheet 20 having the de-
pression 24 with a rectangular hole shape formed therein
is used. Fig. 11D is an enlarged view of a mold end portion
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of the produced mold 22.
[0093] As illustrated in Fig. 11A, the plate precursor 10
having the protruding pattern 10A on the flat surface 10B,
and the thermoplastic resin sheet 20 in which the depres-
sion 24 is formed in the pressing surface X in which the
recessed pattern 20A is to be formed are prepared (prep-
aration process). In addition, the position at which the
plate precursor 10 is to be pressed against the thermo-
plastic resin sheet 20 is determined by moving the plate
precursor 10 and the thermoplastic resin sheet 20 relative
to each other to cause the protruding pattern 10A of the
plate precursor 10 to be positioned immediately above
the pressing surface X of the thermoplastic resin sheet
20 (alignment process).
[0094] Next, as shown in Fig. 11B, the heated plate
precursor 10 is pressed against the thermoplastic resin
sheet 20. In this case, the flat surface 10B of the plate
precursor 10 and the outer surface Y of the thermoplastic
resin sheet 20 are brought into close contact with each
other. Next, after the plate precursor 10 is cooled while
the plate precursor 10 is pressed, the plate precursor 10
and the thermoplastic resin sheet 20 are separated from
each other, thereby forming the recessed pattern 20A
having the inverted shape of the protruding pattern 10A
on the thermoplastic resin sheet 20 (forming process).
[0095] In addition, the alignment process and the form-
ing process are repeatedly performed for the nine de-
pressions 24.
[0096] In the process of producing the mold described
above, in the case where the plate precursor 10 is
pressed against the thermoplastic resin sheet 20, as il-
lustrated in Fig. 11B, the pressing surface X of the ther-
moplastic resin sheet 20 is raised. However, since the
depression 24 is formed in advance in the thermoplastic
resin sheet 20, even though the pressing surface X of
the thermoplastic resin sheet 20 is raised, the raised por-
tion is absorbed by the depression 24, and the generation
of a step is suppressed. The size (volume) of the depres-
sion 24 is appropriately set in consideration of the size
of the raised portion of the pressing surface X in a case
where the protrusions 12 of the plate precursor 10 are
pushed into the thermoplastic resin sheet 20.
[0097] Therefore, as illustrated in Fig. 11C, the flatness
of the outer surface Y of the thermoplastic resin sheet 20
is maintained. Accordingly, as illustrated in Fig. 11D, the
formation of steps at the end portions of the recessed
pattern 20A of the mold 22 in which needle-like recesses
22A are two-dimensionally arranged can be suppressed.
[0098] That is, in the second embodiment of the pro-
duction method of a mold, by forming the depression 24
in the pressing surface X of the thermoplastic resin sheet
20, the formation of steps caused by pressing the plate
precursor 10 against the thermoplastic resin sheet 20 at
a position at which the flat surface 10B of the plate pre-
cursor 10 and the pressing surface X of the thermoplastic
resin sheet 20 are separated from each other is sup-
pressed.
[0099] Fig. 12 is an enlarged view illustrating an end

portion surrounded by the circle in the depression 24 hav-
ing a rectangular hole shape in Fig. 10.
[0100] In the forming process described above, in a
case where the heating temperature of the plate precur-
sor 10 is equal to or higher than the melting point of the
thermoplastic resin sheet 20 and the recessed pattern
20A is transferred by the flow of the melted resin, as
illustrated in Fig. 12, the depression 24 having a rectan-
gular vertical sectional shape in which the side surface
24A is provided at a right angle to the bottom surface
24B (the pressing surface X) of the depression is prefer-
able.
[0101] This is because, as illustrated in the schematic
view of Fig. 13, in the case where the protrusion 12 of
the plate precursor 10 heated to a temperature equal to
or higher than the melting point of the thermoplastic resin
sheet 20 is pushed into the thermoplastic resin sheet 20,
the thermoplastic resin sheet 20 in the periphery of the
protrusion 12 is melted. The melted resin P is pushed
away by the pressing force of the protrusion 12 and flows
into the depression 24. In this case, in the case where
the depression 24 is rectangular, the melted resin P flow-
ing into the depression 24 is blocked by the side surface
24A of the depression 24. This makes it difficult for the
melted resin P to flow to the outer surface Y of the ther-
moplastic resin sheet 20. Therefore, the formation of
steps at the mold end portions of the produced mold 22
can be further suppressed.
[0102] Contrary to this, as illustrated in the schematic
view of Fig. 14, in a case of the depression 24 having the
side surface 24A which is curved with respect to the bot-
tom surface 24B (the pressing surface X), in other words,
having an arcuate vertical sectional shape, there may be
cases where the melted resin P flowing into the depres-
sion 24 climbs up the side surface 24A of the depression
24 and flows to the outer surface Y of the thermoplastic
resin sheet 20.
[0103] Accordingly, there may be cases where steps
are formed at the end portions of the recessed pattern
20A of the produced mold 22.
[0104] On the other hand, in a case where the heating
temperature of the plate precursor 10 is equal to or lower
than the melting point of the thermoplastic resin sheet 20
and the recessed pattern 20A is transferred by plastic
deformation of the thermoplastic resin sheet 20, as illus-
trated in Fig. 15, the depression 24 having the side sur-
face 24A which is curved with respect to the bottom sur-
face 24B (the pressing surface X) (having an arcuate
vertical sectional shape) is preferable.
[0105] This is because, as illustrated in the schematic
view of Fig. 16, in the case where the protrusion 12 of
the plate precursor 10 heated to a temperature equal to
or lower than the melting point of the thermoplastic resin
sheet 20 is pushed into the thermoplastic resin sheet 20,
the thermoplastic resin sheet 20 is plastically deformed
and the pressing surface X is raised. In this case, in the
case where the depression 24 is arcuate, the pressing
surface X is raised along the curved side surface 24A,
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and raised portions Q which are raised throughout the
entire space between the protrusions 12 and the depres-
sion 24 are easily formed. Accordingly, it is easy to ef-
fectively use the space of the depression 24 which ab-
sorbs the raised portions of the thermoplastic resin sheet
20, and it becomes difficult for the raised portion Q to
reach the outer surface Y of the thermoplastic resin sheet
20. Therefore, the formation of steps at the end portions
of the recessed pattern 20A of the produced mold 22 can
be further suppressed.
[0106] Contrary to this, as illustrated in the schematic
view of Fig. 17, in a case of the rectangular depression
24, the raising force is more likely to be cut off by the side
surface 24A at a right angle than the arcuate shape, and
the raised portions Q having a mountain shape are easily
formed in the space between the protrusions 12 and the
depression 24. Accordingly, it is difficult to effectively use
the space of the depression 24 that absorbs the raised
portion of the thermoplastic resin sheet 20, so that there
may be cases where the raised portion Q reaches the
outer surface Y of the thermoplastic resin sheet 20.
Therefore, there may be cases where steps are formed
at the end portions of the recessed pattern 20A of the
produced mold 22.
[0107] The aligning apparatus 30 and the control meth-
od described in the first embodiment can also be applied
to the second embodiment. Furthermore, it is preferable
that as in the first embodiment, the plate precursor 10
having the protrusions 12 having the shapes described
with reference to Figs. 6A and 6B is used in the second
embodiment.
[0108] Next, a manufacturing method of a pattern
sheet having a protruding pattern which is an example
of a formed product having a fine pattern using the mold
22 produced in the first embodiment or the second em-
bodiment will be described. Figs. 18A to 18G are process
diagrams illustrating a procedure of the manufacturing
method of a pattern sheet using the mold 22.
[0109] Fig. 18A illustrates a state in which the mold 22
is prepared. The mold 22 is produced by the production
method of a mold described above, and the recessed
patterns 20A are formed on the surface 20B of the mold
22.
[0110] Fig. 18B illustrates a supplying process of sup-
plying a polymer solution to the recessed patterns 20A
of the mold 22.
[0111] First, a polymer solution 200 is prepared. As a
material of the resin polymer used for the polymer solu-
tion 200, it is preferable to use a biocompatible resin. As
such resins, sugars such as glucose, maltose, pullulan,
sodium chondroitin sulfate, sodium hyaluronate, hydrox-
yethyl starch, and hydroxypropyl cellulose, proteins such
as gelatin, and biodegradable polymers such as polylac-
tic acid and a lactic acid-glycolic acid copolymer are pref-
erably used. Among these, since gelatin-based materials
have adhesion to many base materials and have a strong
gel strength in a case of being used as a gelating material,
the gelatin-based materials can be brought into close

contact with a base material in a peeling process, which
will be described later, and a polymer sheet can be peeled
away from the mold 22 using the base material, so that
the gelatin-based materials can be suitably used.
[0112] Furthermore, a drug may be contained in the
polymer solution 200. The drug to be contained in the
polymer solution 200 is not particularly limited as long as
the drug is a substance having a physiological activity.
The drug is preferably selected from peptides, proteins,
nucleic acids, polysaccharides, vaccines, pharmaceuti-
cal compounds, or cosmetic ingredients. In addition, it is
preferable that the pharmaceutical compound belongs
to a water-soluble low molecular weight compound. Here,
the low molecular weight compound is a compound hav-
ing a molecular weight range of several hundreds to sev-
eral thousands.
[0113] Although the concentration varies depending
on the material, it is preferable that the concentration is
set so that the resin polymer is contained at 10 to 50
mass% in the polymer solution 200 which does not con-
tain the drug. The solvent used for dissolution may be
warm water or may be volatile, and methyl ethyl ketone,
alcohol, or the like may be used. In addition, it is possible
to dissolve the drug, which is supplied into the body ac-
cording to the application, in the solution of the polymer
resin. The polymer concentration of the polymer solution
200 containing the drug (the concentration of the polymer
excluding the drug in a case where the drug itself is a
polymer) is preferably in a range of 0 to 40 mass%.
[0114] As a method of preparing the polymer solution
200, in a case where a water-soluble polymer (such as
gelatin) is used, a water-soluble powder may be dis-
solved in water and the drug may be added after the
dissolution. Otherwise, a powder of a water-soluble pol-
ymer may be dissolved in a liquid in which the drug is
dissolved. In a case where it is difficult to dissolve the
polymer in water, heating may be performed for dissolu-
tion. The temperature can be appropriately selected de-
pending on the kind of the polymer material, and it is
preferable that heating is performed at a temperature of
about 60°C or lower. For the solution containing the drug,
the viscosity of the solution of the polymer resin is pref-
erably 100 Pa·s or less, and more preferably 10 Pa·s or
less. For a solution which does not contain a drug, the
viscosity is preferably 2000 Pa·s or less, and more pref-
erably 1000 Pa·s or less. By appropriately adjusting the
viscosity of the solution of the polymer resin, injecting the
solution into a needle-like recess of a mold is facilitated.
For example, the viscosity of the solution of the polymer
resin can be measured with a capillary viscometer, a fall-
ing ball viscometer, a rotational viscometer, or a vibra-
tional viscometer.
[0115] As illustrated in Fig. 18B, the polymer solution
200 is supplied to the mold 22 such that the recessed
patterns 20A are filled with the polymer solution 200. That
is, the recesses constituting the recessed patterns 20A
are filled with the polymer solution 200.
[0116] As a method for filling the recessed patterns
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20A with the polymer solution 200, a method of perform-
ing filling using a spin coater, a method of performing
filling by moving a squeegee, a method of performing
filling while moving a slit nozzle, a method of filling the
recesses of the recessed patterns 20A using a dispenser,
or the like may be employed.
[0117] As disclosed in WO2014/077242, it is prefera-
ble that in a state in which the slit nozzle is brought into
contact with the surface of the mold 22, the polymer so-
lution 200 is supplied to the recessed patterns 20A while
moving the slit nozzle and the mold 22 relative to each
other. In the case where the slit nozzle and the mold 22
are moved relative to each other in the state in which the
slit nozzle is brought into contact with the surface of the
mold 22, the surface of the mold 22 preferably has flat-
ness.
[0118] A case where it is difficult for the polymer solu-
tion 200 to reach the corner of the recess of the recessed
pattern 20A of the mold 22 due to the presence of the air
is considered. Therefore, the supplying process is pref-
erably performed under an environment at reduced pres-
sure. The environment at reduced pressure means a
state at or below atmospheric pressure. For example, by
setting the mold 22 in a depressurization device (not il-
lustrated) and supplying the polymer solution 200 to the
mold 22, the polymer solution 200 can be supplied to the
distal end of the recessed pattern 20A while the air is
released from the recess under the environment at re-
duced pressure. This is particularly effective in a case
where the mold 22 is a gas permeable material.
[0119] As another method, the mold 22 supplied with
the polymer solution 200 is placed in a pressure vessel.
After heating the inside of the pressure vessel to 40°C
using a heating jacket, compressed air is injected into
the pressure vessel from a compressor. The air in the
recess is removed by holding the inside of the pressure
vessel at a pressure of 0.5 MPa for 5 minutes and apply-
ing a pressure to the mold, thereby enabling the polymer
solution 200 to be supplied to the distal end of the re-
cessed pattern 20A of the mold 22.
[0120] Fig. 18C illustrates a drying process of drying
the polymer solution 200 to form the polymer sheet 210.
For example, the polymer solution 200 supplied to the
mold 22 can be dried by blowing air thereto.
[0121] Drying is divided into, for example, four zones,
and by setting conditions including (1) set dry at 15°C
(low humidity, wind speed 4 m/sec), (2) light wind drying
at 35°C (low humidity, wind speed 8 m/sec), (3) strong
wind drying at 50°C (wind speed 12 m/sec), and (4) strong
wind drying at 30°C (wind speed 20 m/sec), efficient dry-
ing can be performed.
[0122] The applied polymer solution 200 is dried, or
the polymer solution 200 is gelated and then dried to
solidify, thereby obtaining the polymer sheet 210. By ge-
lating the polymer solution 200, the shape thereof can
be reduced and a property of peeling the polymer solution
200 from the mold 22 can be enhanced. In this case, the
polymer solution 200 can be gelated by flowing cold air

at a low humidity. In order to completely gelate the pol-
ymer solution 200, cold air at 10 to 15 [°C] is blown for a
longer period of time than in the above case, and there-
after air is blown in the same manner as above. In addi-
tion, in this case, in a case where hot air at a high tem-
perature is flowed for subsequent drying, if the temper-
ature of hot air is too high, gelation of the polymer solution
200 is cancelled or the effect of the drug may change
due to decomposition of the drug through heating. There-
fore, the temperature of the blown air requires attention.
[0123] By forming the polymer sheet 210, the polymer
sheet 210 is reduced in size compared to the state in a
case where the polymer solution 200 is injected. Partic-
ularly, in a case where gelation is performed, the polymer
sheet 210 is significantly reduced in size. Accordingly,
peeling of the polymer sheet 210 from the mold 22 de-
scribed later is facilitated.
[0124] The polymer sheet 210 means a state after a
desired drying treatment is applied to the polymer solu-
tion 200. The moisture content of the polymer sheet 210
and the like are appropriately set.
[0125] Figs. 18D and 18E illustrate a polymer sheet
peeling process of peeling the polymer sheet 210 from
the mold 22. As illustrated in Fig. 18D, a sheet-like base
material 300 having a pressure sensitive adhesive layer
formed thereon is attached to the surface of the polymer
sheet 210 opposite to the mold 22. The surface of the
base material 300 may be subjected to a surface activa-
tion treatment so as to be bonded. Furthermore, after the
base material 300 is brought into close contact, the pol-
ymer solution may be applied thereto from above the
base material 300 to bury the base material 300 therein.
As a material of the sheet-like base material 300, for ex-
ample, polyethylene terephthalate (PET), polypropylene
(PP), polycarbonate (PC), or polyethylene (PE), may be
used.
[0126] As illustrated in Fig. 18E, after the base material
300 is attached to the polymer sheet 210, the base ma-
terial 300 and the polymer sheet 210 are simultaneously
peeled away. A sucker (not illustrated) is placed on the
surface of the base material 300 opposite to the bonding
surface of the polymer sheet 210, and is pulled up verti-
cally while sucking the base material 300 with air. The
polymer sheet 210 is peeled away from the mold 22,
thereby forming a pattern sheet 220 having a protruding
pattern 220A.
[0127] It is preferable that the material forming the mold
22 is made of a material which can be very easily peeled
away. Furthermore, by using a highly elastic and soft
material as the material forming the mold 22, stress ap-
plied to the protruding pattern 220A of the pattern sheet
220 during peeling can be relieved.
[0128] The protruding pattern 220A of the pattern sheet
220 has the inverted shape of the recessed pattern 20A
of the mold 22. Here, the pattern sheet 220 is basically
the same as the polymer sheet 210 peeled away from
the mold 22.
[0129] Figs. 18F and 18G illustrate a cutting process
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of cutting the pattern sheet 220 into the individual pattern
sheets 220.
[0130] As illustrated in Fig. 18F, the pattern sheet 220
having the protruding pattern 220A and the base material
300 peeled away from the mold 22 are set in a cutting
device (not illustrated). The positions to cut the pattern
sheet 220 are determined. Basically, the cutting position
is determined for each protruding pattern 220A.
[0131] As illustrated in Fig. 18G, the pattern sheet 220
is cut into a plurality of the individual pattern sheets 220.
In this embodiment, the example in which the pattern
sheet 220 and the base material 300 are simultaneously
cut is described, but the present invention is not limited
thereto.
[0132] For example, the base material 300 may be
peeled away from the pattern sheet 220 and the base
material 300 peeled away from the mold 22, and the pat-
tern sheet 220 may be cut into the individual pattern
sheets 220.
[0133] In this embodiment, the case where the polymer
sheet 210 is formed by filling the recessed pattern 20A
with the polymer solution 200 and drying the polymer
solution 200 is described, but the present invention is not
limited thereto.
[0134] For example, a polymer sheet can be formed
by filling the recessed pattern 20A with the polymer so-
lution 200 containing the drug, drying the polymer solu-
tion 200, filling the recessed pattern 20A with the polymer
solution 200 which does not contain a drug, and drying
the polymer solution 200.
[0135] As long as the polymer solution 200 capable of
forming the pattern sheet 220 is supplied, the number of
times the polymer solution 200 is supplied and the pres-
ence or absence of the drug in the polymer solution 200
can be appropriately changed.
[0136] Fig. 19 is a perspective view of the individual
pattern sheet 220. The individual pattern sheet 220 has
the protruding pattern 220A on one surface. In addition,
the pattern sheet 220 has the base material 300 on the
surface opposite to the surface on which the protruding
pattern 220A is formed.
[0137] Next, a method of producing an electroform us-
ing the mold 22 will be described. Figs. 20A to 20C are
process diagrams illustrating a procedure of the produc-
tion method of an electroform using the mold 22.
[0138] Fig. 20A illustrates a state in which the mold 22
is prepared. The mold 22 is produced by the above-de-
scribed production method of the mold 22, and the re-
cessed pattern 20A is formed on the surface 20B of the
mold 22.
[0139] Fig. 20B is a process diagram illustrating an
electroforming process in which metal is buried in the
recessed pattern 20A of the mold 22 by an electroforming
method. In the electroforming process, first, a conduction
treatment is performed on the mold 22. Metal (for exam-
ple, nickel) is sputtered onto the mold 22 to deposit the
metal on the surface of the mold 22 and the recessed
pattern 20A.

[0140] Next, the mold 22 subjected to the conduction
treatment is held at a cathode. Metal pellets are held in
a metallic case as an anode. The cathode holding the
mold 22 and the anode holding the metal pellets are im-
mersed in an electroforming liquid to cause electricity to
flow. The metal is buried in the recessed pattern 20A of
the mold 22 by the electroforming method, thereby form-
ing a metal body 400. The electroforming method refers
to a method of depositing metal on the surface of a mold
by an electroplating method.
[0141] Fig. 20C is a process diagram illustrating a peel-
ing process of peeling the metal body 400 from the mold
22. As illustrated in Fig. 20C, the metal body 400 is peeled
away from the mold 22, thereby producing an electroform
410 having a protruding pattern 410A. Peeling means
the separation of the metal body 400 from the mold 22.
The protruding pattern 410A has the inverted shape of
the recessed pattern 20A of the mold 22. Here, the elec-
troform 410 is basically the same as the metal body 400
peeled away from the mold 22.
[0142] In this embodiment, the mold 22 is produced
using the plate precursor 10 illustrated in Fig. 2, and the
electroform 410 is produced using the mold 22 illustrated
in Figs. 20A to 20C. Therefore, the electroform 410 hav-
ing a larger area than the plate precursor 10 can be ob-
tained. The electroform 410 has the same function as
the plate precursor 10 in terms of being used as a plate
precursor in a case where the mold 22 is produced, and
has a larger area than the plate precursor 10. That is,
since a plate precursor having a large area can be ob-
tained by an electroforming method other than machining
such as grinding, the costs for producing the plate pre-
cursor having a large area can be reduced.
[0143] Next, a method of producing a mold using the
electroform 410 will be described. Figs. 21A to 21C are
process diagrams illustrating a procedure of the produc-
tion method of the mold 26 using the electroform 410.
[0144] Fig. 21A illustrates a state in which the electro-
form 410 is prepared. The electroform 410 is produced
by the above-described production method of the elec-
troform 410. The electroform 410 has the protruding pat-
tern 410A on one side.
[0145] Figs. 21B and 21C are process diagrams illus-
trating a process of producing a mold 26 which has a
recessed pattern 26A which has the inverted shape of
the protruding pattern 410A of the electroform 410 and
is made of a resin, by using the electroform 410 having
the protruding pattern 410A. The recessed pattern 26A
refers to a state in which recesses extending from one
surface of the mold 26 toward the other surface are dis-
posed on one surface of the mold 26. The number of
recesses, the positions of the disposed recesses, and
the like are not limited.
[0146] A method of producing the mold 26 using the
electroform 410 will be described. The mold 26 having
the recessed pattern 26A can be produced by the follow-
ing first to third methods.
[0147] First, the first method will be described. An ul-
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traviolet curable resin which is cured by being irradiated
with ultraviolet rays is prepared. The protruding pattern
410A of the electroform 410 is pressed against the ultra-
violet curable resin. In the state in which the electroform
410 is pressed against the ultraviolet curable resin, the
ultraviolet curable resin is irradiated with ultraviolet rays
such that the ultraviolet curable resin is cured. The elec-
troform 410 is peeled away from the ultraviolet curable
resin which is cured. The mold 26 having the recessed
pattern 26A which has the inverted shape of the protrud-
ing pattern 410A of the electroform 410 and is made of
the resin can be produced.
[0148] The second method will be described. A ther-
moplastic resin sheet as the material of the mold 26 is
prepared. The electroform 410 having the protruding pat-
tern 410A is heated. The protruding pattern 410A of the
heated electroform 410 is pressed against the surface of
the thermoplastic resin sheet. Since the surface of the
thermoplastic resin is softened, the protruding pattern
410A is transferred onto the thermoplastic resin sheet.
[0149] In the state in which the electroform 410 is
pressed against the thermoplastic resin sheet, the ther-
moplastic resin sheet and the electroform 410 are cooled.
The thermoplastic resin sheet is cured by cooling the
electroform 410. Thereafter, the electroform 410 is
peeled away from the thermoplastic resin sheet to which
the protruding pattern 410A has been transferred. The
mold 26 having the recessed pattern 26A which has the
inverted shape of the protruding pattern 410A of the elec-
troform 410 and is made of the resin can be produced.
[0150] Next, the third method will be described. A sili-
cone resin is prepared by adding a hardener to PDMS
(polydimethylsiloxane, for example, SYLGARD 184
manufactured by Dow Corning Corporation, SYLGARD:
trademark). The protruding pattern 410A of the electro-
form 410 is pressed against the silicone resin. In the state
in which the electroform 410 is pressed against the sili-
cone resin, the silicone resin is heated and cured at
100°C. The electroform 410 is peeled away from the
cured silicone resin. The mold 26 having the recessed
pattern 26A which has the inverted shape of the protrud-
ing pattern 410A of the electroform 410 and is made of
the resin can be produced.
[0151] Since the recessed pattern 26A has the inverted
shape of the protruding pattern 410A, the size of each
recess of the recessed pattern 26A is substantially the
same as the size of the protrusion of the protruding pat-
tern 410A. However, the method of producing the mold
26 is not limited to the first to third methods.
[0152] Next, a manufacturing method of a pattern
sheet having a protruding pattern using the mold 26 will
be described. Figs. 22A to 22G are process diagrams
illustrating a procedure of the manufacturing method of
the pattern sheet 220 using the mold 26. The process
diagrams illustrating the procedure of the manufacturing
method of the pattern sheet in Figs. 18A to 18G and the
process diagrams illustrating the procedure of the man-
ufacturing method of the pattern sheet in Figs. 22A to

22G are basically the same except for the difference be-
tween the mold 22 and the mold 26. Therefore, like con-
figurations which are similar to those of the process dia-
grams illustrated in Figs. 18A to 18G are denoted by like
reference numerals, and the description thereof may be
omitted in some cases.
[0153] Fig. 22A illustrates a state in which the mold 26
is prepared. As illustrated in Figs. 21A to 21C described
above, the mold 26 is produced using the electroform
410. The mold 26 has the recessed pattern 26A on one
side.
[0154] Fig. 22B illustrates a supplying process of sup-
plying the polymer solution 200 to the recessed pattern
26A of the mold 26. The polymer solution 200 is basically
the same as the polymer solution 200 described with ref-
erence to Figs. 18A to 18G. As illustrated in Fig. 22B, the
polymer solution 200 is supplied to the mold 26 such that
the recessed pattern 26A is filled with the polymer solu-
tion 200. That is, the recesses constituting the recessed
pattern 26A are filled with the polymer solution 200. As
a method of filling the recesses of the recessed pattern
26A with the polymer solution 200, the filling methods
described with reference to Figs. 18A to 18G may be
applied.
[0155] Fig. 22C illustrates a drying process of drying
the polymer solution 200 to form the polymer sheet 210.
For example, the polymer solution 200 supplied to the
mold 26 can be dried by blowing air thereto. The drying
method, conditions, and the like described with reference
to Figs. 18A to 18G can be applied.
[0156] Figs. 22D and 22E illustrate a polymer sheet
peeling process of peeling the polymer sheet 210 from
the mold 26. As illustrated in Fig. 22D, the sheet-like base
material 300 having a pressure sensitive adhesive layer
formed thereon is attached to the surface of the polymer
sheet 210 opposite to the mold 26.
[0157] As illustrated in Fig. 22E, after the base material
300 is attached to the polymer sheet 210, the base ma-
terial 300 and the polymer sheet 210 are simultaneously
peeled away. A sucker (not illustrated) is placed on the
surface of the base material 300 opposite to the bonding
surface of the polymer sheet 210, and is pulled up verti-
cally while sucking the base material 300 with air. The
polymer sheet 210 is peeled away from the mold 26,
thereby forming the pattern sheet 220 having the pro-
truding pattern 220A.
[0158] It is more preferable that the material forming
the mold 26 is made of a material which can be very
easily peeled away. Furthermore, by using a highly elas-
tic and soft material as the material forming the mold 26,
stress applied to the protruding pattern 220A of the pat-
tern sheet 220 during peeling can be relieved.
[0159] The protruding pattern 220A of the pattern sheet
220 has the inverted shape of the recessed pattern 26A
of the mold 26. Here, the pattern sheet 220 is basically
the same as the polymer sheet 210 peeled away from
the mold 26.
[0160] Figs. 22F and 22G illustrate a cutting process
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of cutting the pattern sheet 220 into the individual pattern
sheets 220.
[0161] As illustrated in Fig. 22F, the pattern sheet 220
having the protruding pattern 220A and the base material
300 peeled away from the mold 26 are set in a cutting
device (not illustrated). The positions to cut the pattern
sheet 220 are determined. Basically, the cutting position
is determined for each protruding pattern 220A.
[0162] As illustrated in Fig. 22G, the pattern sheet 220
is cut into a plurality of the individual pattern sheets 220.
In this embodiment, the example in which the pattern
sheet 220 and the base material 300 are simultaneously
cut is described, but the present invention is not limited
thereto.
[0163] For example, the base material 300 may be
peeled away from the pattern sheet 220 and the base
material 300 peeled away from the mold 26, and the pat-
tern sheet 220 may be cut into the individual pattern
sheets 220.
[0164] In this embodiment, the case where the polymer
sheet 210 is formed by filling the recessed pattern 20A
with the polymer solution 200 and drying the polymer
solution 200 is described, but the present invention is not
limited thereto.
[0165] For example, a polymer sheet can be formed
by filling the recessed pattern 20A with the polymer so-
lution 200 containing the drug, drying the polymer solu-
tion 200, filling the recessed pattern 20A with the polymer
solution 200 which does not contain a drug, and drying
the polymer solution 200.
[0166] As long as the polymer solution 200 capable of
forming the pattern sheet 220 is supplied, the number of
times the polymer solution 200 is supplied and the pres-
ence or absence of the drug in the polymer solution 200
can be appropriately changed.
[0167] As described above, according to this embodi-
ment, the generation of a step between recessed pat-
terns can be suppressed, the number of operations of
producing the plate precursor can be reduced, and the
productivity can be improved.

Explanation of References

[0168]

1: mold
2: step
3: duplicate mold
10: plate precursor
10A: protruding pattern
10B: flat surface
12: protrusion
12A: needle portion
12B: frustum portion
12C: columnar portion
20: thermoplastic resin sheet
20A: recessed pattern
20B: surface

22: mold
24: depression
24A: side surface
24B: bottom surface
26: mold
26A: recessed pattern
30: aligning apparatus
32: Z-axis drive mechanism
34: connection portion
36: holding portion
38: table
40: X-axis drive mechanism
42: Y-axis drive mechanism
44: stand
46: control system
48: laser displacement meter
200: polymer solution
210: polymer sheet
220: pattern sheet
220A: protruding pattern
300: base material
400: metal body
410: electroform
410A: protruding pattern
X: pressing surface
Y: outer surface
P: melted resin
Q: raised portion

Claims

1. A production method of a mold comprising:

a preparation process of preparing a plate pre-
cursor having a protruding pattern formed of a
plurality of protrusions in a pattern presence re-
gion on a base, and a thermoplastic resin sheet;
an alignment process of determining a position
at which the plate precursor is to be pressed
against the thermoplastic resin sheet by moving
the plate precursor and the thermoplastic resin
sheet relative to each other; and
a forming process of forming a recessed pattern
having an inverted shape of the protruding pat-
tern on the thermoplastic resin sheet by pressing
the protrusions of the plate precursor which is
heated against the thermoplastic resin sheet at
a position where a part of the pattern presence
region of the plate precursor excluding the pro-
trusions is separated from a surface of the ther-
moplastic resin sheet, cooling the plate precur-
sor in a state in which the pressed protrusions
and the thermoplastic resin sheet are in contact
with each other, and separating the plate pre-
cursor from the thermoplastic resin sheet.

2. The production method of a mold according to claim
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1,
wherein a depression is formed in advance in a
pressing surface in the surface of the thermoplastic
resin sheet, against which the protrusions forming
the protruding pattern of the plate precursor are
pressed.

3. The production method of a mold according to claim
2,
wherein, in the forming process, in a case where a
heating temperature of the plate precursor is equal
to or lower than a melting point of the thermoplastic
resin sheet, a vertical sectional shape of the depres-
sion is an arcuate shape.

4. The production method of a mold according to claim
2,
wherein, in the forming process, in a case where a
heating temperature of the plate precursor is equal
to or higher than a melting point of the thermoplastic
resin sheet, a vertical sectional shape of the depres-
sion is a rectangular shape.

5. The production method of a mold according to claim
1,

wherein a pressing surface in the surface of the
thermoplastic resin sheet, against which the pro-
trusions forming the protruding pattern of the
plate precursor are pressed, is flat, and
in the forming process, the part of the pattern
presence region of the plate precursor excluding
the protrusions is stopped before reaching the
flat pressing surface.

6. The production method of a mold according to any
one of claims 1 to 5,
wherein, in a case where the plate precursor is
pressed against the thermoplastic resin sheet, a po-
sition of the surface of the thermoplastic resin sheet
is detected, and the plate precursor is pushed from
the position of the surface of the thermoplastic resin
sheet by a certain amount.

7. The production method of a mold according to any
one of claims 1 to 5,
wherein, in a case where the plate precursor is
pressed against the thermoplastic resin sheet, a
pressure applied to the plate precursor is measured
and is compared to a certain pressure value which
is set, and the amount of the plate precursor being
pushed is determined.

8. The production method of a mold according to any
one of claims 1 to 5,
wherein the protrusion has a frustum portion and a
needle portion which is tapered, in a direction away
from the base of the plate precursor, and in the form-

ing process, in a case where the plate precursor is
pressed against the thermoplastic resin sheet, the
frustum portion is brought into contact with the sur-
face of the thermoplastic resin sheet.

9. A manufacturing method of a pattern sheet having
a protruding pattern, comprising:

a process of producing a mold using the produc-
tion method according to any one of claims 1 to
8;
a supplying process of supplying a polymer so-
lution to a recessed pattern of the mold;
a drying process of drying the polymer solution
to form a polymer sheet; and
a polymer sheet peeling process of peeling the
polymer sheet from the mold.

10. A production method of an electroform having a pro-
truding pattern, comprising:

a process of producing a mold using the produc-
tion method according to any one of claims 1 to
8;
an electroforming process of forming a metal
body on a recessed pattern of the mold using
an electroforming method; and
a peeling process of peeling the metal body from
the mold.

11. A production method of a mold using an electroform,
comprising:

a process of producing an electroform using the
production method according to claim 10; and
a process of, by using the electroform having a
protruding pattern, producing a mold which has
a recessed pattern which is an inverted shape
of the protruding pattern of the electroform and
is made of a resin.

12. A manufacturing method of a pattern sheet having
a protruding pattern, comprising:

a process of producing a mold, which is made
of a resin, using the production method accord-
ing to claim 11;
a supplying process of supplying a polymer so-
lution to a recessed pattern of the mold;
a drying process of drying the polymer solution
to form a polymer sheet; and
a peeling process of peeling the polymer sheet
from the mold made of a resin.
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