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(57) The present technology relates to an information
processing device, an information processing method,
and a program that make it possible to decrease reduc-
tion in a recognition rate corresponding to the amount of
exercise of a user wearing a wearable device.

Acceleration information is acquired as exercise
state information, and movement speed is calculated. If
the movement speed exceeds certain speed, a plurality
of pieces of information is displayed in a time-division
manner for a certain amount of information each with
which amount a recognition rate is not decreased, where-
by a plurality of pieces of information is displayed while
reduction in the recognition rate is controlled. The present
technology can be applied to a wearable device.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to an information
processing device, an information processing method,
and a program, and more particularly, to an information
processing device, an information processing method,
and a program configured to minimize the reduction in a
user’s visibility when exercising while wearing an eye-
glasses-style wearable device that displays various in-
formation.

BACKGROUND ART

[0002] Recently, technical development related to in-
formation processing devices worn on the head is being
conducted. Such information processing devices include
a function of displaying various images to a user wearing
the wearable device, as typified by a head-mounted dis-
play (HMD), for example.
[0003] More specifically, a device that acquires action
information, sets a display item corresponding to the ac-
tion information, and switches to high-priority information
for display, for example, has been proposed as the above
information processing device (see Patent Document 1).
[0004] In addition, a device that plays back and dis-
plays a captured video has also been proposed as the
above information processing device. In this case, there
is also proposed a device that edits the playback speed
during playback of the video on the basis of information
about the position where the video was captured, and
plays back the captured video at the edited playback
speed (Patent Document 2) .

CITATION LIST

PATENT DOCUMENT

[0005]

Patent Document 1: JP 2014-071811A
Patent Document 2: JP 2015-128206A

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0006] However, in the case of an information process-
ing device worn by the user, such as a wearable device,
the user views a displayed imaged while performing var-
ious actions with the device being worn, but if the amount
of information being displayed is large, visibility is re-
duced with the technologies proposed in Patent Docu-
ments 1 and 2 above, and there is a risk of the user being
unable to recognize information appropriately.
[0007] The present technology was devised in light of
such circumstances, and in particular, is able to minimize

the reduction of visibility in an information processing de-
vice worn by a user, even when a large amount of infor-
mation is displayed in various activity conditions.

SOLUTIONS TO PROBLEMS

[0008] An information processing device of an embod-
iment of the present technology is an information
processing device including: an activity state information
acquisition unit configured to acquire activity state infor-
mation; and a display mode setting unit configured to set
a display mode from among a plurality of display modes
on the basis of the activity state information acquired by
the activity state information acquisition unit, in which the
plurality of display modes includes a first display mode
of simultaneously displaying first information and second
information different from the first information, and a sec-
ond display mode of displaying the first information and
the second information at different timing.
[0009] The plurality of display modes can include the
first display mode of simultaneously displaying the first
information and the second information, and the second
display mode of displaying the first information and the
second information at different timing in separate time
periods.
[0010] The plurality of display modes can include the
first display mode of simultaneously displaying the first
information and the second information, and the second
display mode of displaying the first information at first
timing and displaying the second information at second
timing different from the first timing, the first timing and
the second timing not being overlapped with each other.
[0011] The activity state information can include user’s
exercise intensity.
[0012] The user’s exercise intensity can be specified
by measurement of movement speed, vibration, gaze,
heart rate, body temperature, perspiration, brain waves,
or myoelectric potential of the user.
[0013] The display mode setting unit can set the first
display mode of simultaneously displaying the first infor-
mation and the second information in a case where the
exercise intensity is weaker than a first certain threshold
value, and can set the second display mode of displaying
the first information and the second information at differ-
ent timing in separate time periods in a case where the
exercise intensity is stronger than the first certain thresh-
old value.
[0014] The display mode setting unit can set display
time, during which the first information and the second
information are displayed, according to the exercise in-
tensity in a case where the exercise intensity is stronger
than the first certain threshold value and the second dis-
play mode of displaying the first information and the sec-
ond information at different timing in separate time peri-
ods is set.
[0015] In a case where the exercise intensity is strong-
er than the first certain threshold value and the second
display mode of displaying the first information and the
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second information at different timing in separate time
periods is set, the display mode setting unit can set that
the certain number of pieces of information are displayed
each for first display time if the exercise intensity is weak-
er than a second certain threshold value larger than the
first certain threshold value, and can set that the first in-
formation and the second information are displayed for
second display time if the exercise intensity is stronger
than the second certain threshold value.
[0016] The first display time can be shorter than the
second display time.
[0017] The first display time can be longer than the
second display time.
[0018] In a case where the exercise intensity is strong-
er than the first certain threshold value and the second
display mode of displaying the first information and the
second information at different timing in separate time
periods is set, the display mode setting unit can set that
the certain number of pieces of information are displayed
each for first display time if the exercise intensity is weak-
er than a second certain threshold value larger than the
first certain threshold value, and can set that the first in-
formation and the second information are displayed for
second display time if the exercise intensity is stronger
than the second certain threshold value larger than the
first certain threshold value.
[0019] The display mode setting unit can set display
time, during which the first information and the second
information are displayed, according to importance of in-
formation to be displayed.
[0020] The plurality of display modes can include the
first display mode of simultaneously displaying the first
information and the second information, and the second
display mode of displaying the first information and the
second information at different timing according to the
exercise intensity on the basis of user’s operation con-
tents.
[0021] A display image generation unit configured to
generate an image according to the display mode set by
the display mode setting unit can be further provided.
[0022] A display unit configured to display an image
that can be seen along with an outside world can be fur-
ther provided, and the display unit can display, as the
display image, the image generated by the display image
generation unit according to the display mode set by the
display mode setting unit.
[0023] The display unit can further include displaying
of the display image displayed by an eyepiece optical
system in which a length in a direction, which is shorter
than the other directions, of a region where light is emitted
towards user’s pupil is shorter than or equal to an upper
limit of pupil diameter variation.
[0024] The display mode setting unit can control dis-
playing of a mobile terminal.
[0025] An information processing method of an em-
bodiment of the present technology includes the steps
of: acquiring activity state information; and setting a dis-
play mode from among a plurality of display modes on

the basis of the acquired activity state information, in
which the plurality of display modes includes a first dis-
play mode of simultaneously displaying first information
and second information different from the first informa-
tion, and a second display mode of displaying the first
information and the second information at different tim-
ing.
[0026] A program of an embodiment of the present
technology is a program including: an activity state infor-
mation acquisition unit to acquire activity state informa-
tion; and a display mode setting unit to set a display mode
from among a plurality of display modes on the basis of
the activity state information acquired by the activity state
information acquisition unit, in which the plurality of dis-
play modes includes a first display mode of simultane-
ously displaying first information and second information
different from the first information, and a second display
mode of displaying the first information and the second
information at different timing.
[0027] In an embodiment of the present technology,
activity state information is acquired and a display mode
is set from among a plurality of display modes on the
basis of the acquired activity state information. The plu-
rality of display modes includes a first display mode of
simultaneously displaying first information and second
information different from the first information, and a sec-
ond display mode of displaying the first information and
the second information at different timing.
[0028] An information processing device of an embod-
iment of the present technology may be an independent
device or a block that functions as an information
processing device.

EFFECTS OF THE INVENTION

[0029] According to an embodiment of the present
technology, in an information processing device worn by
a user, it is possible to minimize a reduction of visibility
even in various activity conditions.

BRIEF DESCRIPTION OF DRAWINGS

[0030]

FIG. 1 is a diagram explaining the exterior appear-
ance of an information processing device applying
an embodiment of the present technology.
FIG. 2 is a perspective view illustrating an example
configuration of a light guide unit of the information
processing device of FIG. 1.
FIG. 3 is a cross-section view illustrating an example
configuration of a light guide unit of the information
processing device of FIG. 1.
FIG. 4 is a diagram illustrating an example of a state
in which the information processing device of FIG. 1
is worn by a user.
FIG. 5 is a block diagram explaining a first embodi-
ment of functions realized by the information
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processing device of FIG. 1.
FIG. 6 is a diagram explaining a procedure when a
user wearing the information processing device of
FIG. 1 views something.
FIG. 7 is a diagram explaining the relationship be-
tween the layout when information is displayed by
the information processing device of FIG. 1, and the
recognition rate depending on the activity state.
FIG. 8 is a diagram explaining a simultaneous dis-
play mode and a time-division display mode.
FIG. 9 is a flowchart explaining a display control proc-
ess by the information processing device of FIG. 5.
FIG. 10 is a display example by an application used
when running, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 5.
FIG. 11 is a display example by an application used
when cycling, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 5.
FIG. 12 is a display example by an application used
when playing tennis, presented on a display image
displayed by a display control process by the infor-
mation processing device of FIG. 5.
FIG. 13 is a display example by an application used
when playing golf, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 5.
FIG. 14 is a diagram explaining the relationship be-
tween the layout when information is displayed by
the information processing device of FIG. 1, and the
recognition rate depending on whether or not labels
and units are omitted.
FIG. 15 is a block diagram explaining a second em-
bodiment of functions realized by the information
processing device of FIG. 1.
FIG. 16 is a flowchart explaining a display control
process by the information processing device of FIG.
15.
FIG. 17 is a flowchart explaining a display control
process by the information processing device of FIG.
15.
FIG. 18 is a display example on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 15.
FIG. 19 is a display example by an application used
when running, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 15.
FIG. 20 is a display example by an application used
when cycling, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 15.
FIG. 21 is a display example by an application used
when playing tennis, presented on a display image
displayed by a display control process by the infor-
mation processing device of FIG. 15.
FIG. 22 is a display example by an application used

when playing golf, presented on a display image dis-
played by a display control process by the informa-
tion processing device of FIG. 15.
FIG. 23 is a diagram explaining an example of graph-
ics displayed by the information processing device
of FIG. 1.
FIG. 24 is a diagram explaining the difference in rec-
ognition rates between standing still and moving for
the example graphics of FIG. 23.
FIG. 25 is a diagram explaining the difference in rec-
ognition rates between standing still and moving for
the example graphics of FIG. 23.
FIG. 26 is a block diagram explaining a third embod-
iment of functions realized by the information
processing device of FIG. 1.
FIG. 27 is a flowchart explaining a display control
process by the information processing device of FIG.
26.
FIG. 28 is a flowchart explaining a display control
process by the information processing device of FIG.
26.
FIG. 29 is a flowchart explaining a display control
process by the information processing device of FIG.
26.
FIG. 30 is a flowchart explaining a display control
process by the information processing device of FIG.
26.
FIG. 31 is a block diagram illustrating another func-
tional configuration example of the first embodiment
to the third embodiment.
FIG. 32 is a block diagram illustrating yet another
functional configuration example of the first embod-
iment to the third embodiment.
FIG. 33 is a diagram explaining an example config-
uration of a general-purpose personal computer.

MODE FOR CARRYING OUT THE INVENTION

<First embodiment>

[0031] First, an overview of an information processing
device according to the first embodiment of the present
technology will be described with reference to FIG. 1.
[0032] FIG. 1 is an exterior view of an information
processing device according to the first embodiment of
the present technology.
[0033] The information processing device 31 is
equipped with an image display function, and is worn on
the head of the human body. Specifically, the information
processing device 31 is a wearable device having an
image display function of emitting image light directly on-
to the user’s eyes through a lens, and the formed virtual
image is recognized by the user as an image. In other
words, the information processing device 31 functions
as a head-mounted display (HMD). Furthermore, an eye-
piece optical system that shines image light is positioned
in front of the user’s eye when the information processing
device 31 is worn by the user, and is smaller than the
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average human pupil diameter. For this reason, not only
image light but also outside light shines on the pupil of
the user wearing the information processing device 31,
and thus both an image and the outside world enter the
user’s field of vision.
[0034] For example, as illustrated in FIG. 1, the infor-
mation processing device 31 includes a main unit 41, an
arm 42, and a light guide reflection unit 43 having an
eyepiece window that emits image light. Additionally, the
light guide reflection unit 43 is provided as an eyepiece
optical system so that the length in a direction whose
length is shorter than the other directions in the region
of the light guide reflection unit 43 where light is emitted
towards the user’s pupil (hereinafter also called the width
in the short direction) is narrower than the pupil diameter.
Note that the information processing device 31 may be
attached to eyeglasses 11 or the like.
[0035] The main unit 41 is connected to the arm 42
and the eyeglasses 11. Specifically, the lengthwise edge
of the main unit 41 is joined to the arm 42, and one side
face of the main unit 41 is attached to the eyeglasses 11
via a connecting member. Note that the main unit 41 may
also be worn directly on the head of the human body.
[0036] In addition, the main unit 41 includes a built-in
control board for controlling the operation of the informa-
tion processing device 31. Specifically, the main unit 41
includes a control board including components such as
a central processing unit (CPU) and random access
memory (RAM), and is connected to the light guide re-
flection unit 43 through the arm 42 using signal wires or
the like.
[0037] The arm 42 connects the main unit 41 and the
light guide reflection unit 43, and supports the light guide
reflection unit 43. Specifically, the arm 42 is respectively
joined to one end of the main unit 41 and one end of the
light guide reflection unit 43, and secures the light guide
reflection unit 43. Also, the arm 42 includes built-in signal
wires for communicating image-related data provided
from the main unit 41 to the light guide reflection unit 43.
[0038] The light guide reflection unit 43 projects image
light outside the information processing device 31. Spe-
cifically, the light guide reflection unit 43 projects image
light provided from the main unit 41 via the arm 42 outside
the information processing device 31 through an eye-
piece lens 61 (FIG. 2), or in other words, towards an eye
of the user wearing the information processing device 31.
[0039] In addition, an operating unit 41a made up of a
touch sensor is provided on the top face as seen in the
drawing. The operating unit 41a accepts operating input,
such as a swipe in the direction of the solid arrow in the
drawing, or a tap in the direction of the dashed arrow,
and produces a corresponding operation signal.
[0040] Note that the configuration of the operating unit
41a may include not only the configuration enabling touch
operations such as swiping and tapping as discussed
above, but also another configuration able to accept op-
erating input. For example, the operating unit 41a may
also be configured to accept an input operation per-

formed by contacting a physically configured operating
button or the like, or be configured to accept non-con-
tacting operating input. For example, the operating unit
41a may be a combination of all or some of an infrared
(IR) communication or capacitive sensor (proximity sen-
sor), a camera (image sensor), and a photodiode.
[0041] In addition, on the end on the main unit 41 con-
nected to the arm 42, an outward-facing camera 42b able
to capture images of the user’s nearby environment is
provided, and images captured by this outward-facing
camera 42b may be emitted and projected onto the pupil
by the light guide reflection unit 43, or captured images
may be used to detect objects in the user’s nearby envi-
ronment, as well as to detect the position and orientation
of such objects.
[0042] Next, FIGS. 2 to 4 will be referenced to describe
an example configuration of the light guide reflection unit
43 in detail. FIG. 2 is a perspective view illustrating an
example of a diagrammatic configuration of the light
guide reflection unit 43 in the information processing de-
vice 31 according to the present embodiment, while FIG.
3 is a cross-section view illustrating an example of a di-
agrammatic configuration of the light guide reflection unit
43 in the information processing device 31 according to
the present embodiment. Also, FIG. 4 is a diagram illus-
trating an example of a state in which the light guide re-
flection unit 43 of the information processing device 31
according to the present embodiment is worn by the user.
[0043] As illustrated in FIGS. 2 and 3, the light guide
reflection unit 43 includes, as an eyepiece optical system,
a projection unit 71, a light guide unit 51, a reflection unit
72, an eyepiece lens 61, and an imaging unit 73.
[0044] The projection unit 71 emits image light towards
the light guide unit 51. For example, the projection unit
71 is a display panel that displays an image provided
from the main unit 41 as illustrated in FIG. 3, and by the
display of an image, emits light towards the light guide
unit 51.
[0045] The light guide unit 51 guides incident image
light to the reflection unit 72. For example, the light guide
unit 51 is a columnar member as illustrated in FIG. 2, and
guides image light so that the image light projected from
the projection unit 71 reaches the reflection unit 72, as
illustrated in FIG. 3. Note that the light guide unit 51 may
be a tubular member which a hollow interior, or a trans-
parent member that transmits image light.
[0046] The reflection unit 72 reflects arriving image
light towards the eyepiece lens 61. For example, as il-
lustrated in FIG. 3, the reflection unit 72 reflects image
light guided by the light guide unit 51 to head towards
the position of the eyepiece lens 61.
[0047] The eyepiece lens 61 enlarges the image. Spe-
cifically, the eyepiece lens 61 refracts the image light
reflected by the reflection unit 72 to enlarge the image
according to the image light.
[0048] In addition, the light guide reflection unit 43 is
formed so that the length in a direction whose length is
shorter than the other directions in the region where light
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is emitted towards the user’s pupil is a length less than
or equal to the upper limit of pupil diameter variation.
Specifically, the light guide reflection unit 43 is formed
so that the width in the short direction of the light guide
reflection unit 43 is less than or equal to an average pupil
diameter. For example, as illustrated in FIG. 4, the light
guide reflection unit 43 is formed so that the width L2 in
the short direction of the light guide reflection unit 43 is
less than or equal to the average pupil diameter L1. Note
that since the pupil diameter L1 of a person generally
varies over a range from approximately 2 mm to 8 mm,
L2 is configured to be 8 mm or less, such as approxi-
mately 4 mm, for example. Also, the shape of the light
guide reflection unit 43, namely the region from which
light is emitted, may be not only rectangular, but also
circular, elliptical, or some other polygonal shape.
[0049] To recognize the user’s gaze direction, the im-
aging unit 73 captures the user’s eye, particularly the
position of the eye, and supplies the captured image to
the information processing device 31.
[0050] Note that in FIG. 1, the information processing
device 31 uses a method (hereinafter also called the eye-
division method) enabling the user to view an image
(hereinafter also called the display image) displayed by
projection with the light guide reflection unit 43 onto a
partial region of the user’s eye, while also enabling the
user to view the outside world in all other regions.
[0051] However, the information processing device 31
may also use a method other than the eye-division meth-
od insofar as the configuration enables the user to view
the outside world and the display image simultaneously.
For example, the information processing device 31 may
also use a method that displays a display image on a
partial region of the lens part of the eyeglasses, and en-
ables viewing of the outside world by allowing light from
the outside world to be transmitted from all other regions
(transmissive method), or a method that presents a dis-
play image in part of an image of the outside world for
display on a display provided so as to cover the entire
surface of the eye (video see-through method).

<Example configuration of functions realized by informa-
tion processing device of FIG. 1>

[0052] Next, FIG. 5 will be referenced to describe an
example configuration of the functions of the information
processing device 31 according to the present embodi-
ment. FIG. 5 is a block diagram for explaining the func-
tions realized by the information processing device 31
according to the present embodiment.
[0053] As illustrated in FIG. 5, the information process-
ing device 31 is equipped with an activity state informa-
tion acquisition unit 101, a display control unit 102, a dis-
play unit 103, an operating unit 104, a storage unit 105,
and a gaze detection unit 106.
[0054] The activity state information acquisition unit
101 acquires activity state information indicating the ac-
tivity state of the user. Specifically, the activity state in-

formation includes an exercise intensity indicating the
strenuousness of a person’s activity state, according to
which the user’s gaze varies.
[0055] Herein, exercise intensity is, for example, the
user’s movement speed (including acceleration and
speed in a certain direction, or alternatively, a speed com-
puted using an acceleration obtained from a time series
of position information), vibration (include amplitude and
period), as well as biosensing results such as gaze, heart
rate, body temperature, amount of perspiration, brain
waves, or myoelectric potential.
[0056] More specifically, a strong exercise intensity
means that the strenuousness of a person’s activity state
is strong (high), indicating a state in which the user’s
movement speed is fast, the number of vibrations is high,
the heart rate is high, the body temperature is high, or
the amount of perspiration is large, for example. Con-
versely, a weak exercise intensity means that the stren-
uousness of a person’s activity state is weak (low), and
is a state in which the user’s movement speed is slow,
the number of vibrations is low, the heart rate is low, the
body temperature is low, or the amount of perspiration
is small, for example.
[0057] In addition, the activity state information acqui-
sition unit 101 may also be configured to be able to rec-
ognize the user’s actions on the basis of activity state
information, namely the exercise intensity. Specifically,
the activity state information acquisition unit 101 may be
configured to recognize a specific exercise state, such
as the user walking, running, or taking an elevator, on
the basis of activity state information including exercise
intensity.
[0058] In addition, the activity state information acqui-
sition unit 101 acquires content set manually by the user
according to operation content of the operating unit 104.
More specifically, the activity state information acquisi-
tion unit 101 is able to recognize a type of application
from among tennis, running, and cycling applications as
content information according to operation content of the
operating unit 104. For example, a communication device
(not illustrated) such as Bluetooth (registered trademark)
may be provided, and when communication is enabled
between this communication device and a sensor pro-
vided in a shoe or the like, such as a position information
detecting sensor, an acceleration sensor, or a vibration
sensor, for example, the activity state information acqui-
sition unit 101 is able to recognize that the type of appli-
cation corresponds to running.
[0059] Note that the following description will proceed
under the supposition that the activity state information
is an exercise intensity indicating the strenuousness of
exercise according to the user’s activity state. Namely,
suppose that the activity state information acquisition unit
101 acquires the movement speed of the information
processing device 31 as the exercise intensity, and sup-
plies the acquired movement speed to the display control
unit 102. Also, the acceleration may be acquired as the
exercise intensity, and the movement speed may be
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computed from the acquired acceleration.
[0060] The operating unit 104, upon receiving an op-
eration signal supplied by the operating unit 41a, recog-
nizes operation content, and supplies information about
the recognized operation content to the display control
unit 102.
[0061] The storage unit 105 stores image format infor-
mation about the format of images to be displayed by an
application. The display control unit 102 reads out an
image format stored in the storage unit 105, performs
processing such as adding information depending on the
application, and outputs to the display unit 103 for display.
[0062] The gaze detection unit 106 recognizes the us-
er’s gaze direction on the basis of an eye image supplied
by the imaging unit 73, and supplies information about
the recognized gaze direction to the display control unit
102.
[0063] The display control unit 102 controls the display
on the display unit 103 by generating a display image to
be displayed on the basis of the activity state information
supplied by the activity state information acquisition unit
101, the operation content supplied by the operating unit
104, the gaze direction supplied by the gaze detection
unit 106, and an image that acts as the format set per
application and stored in the storage unit 105, and out-
putting to the display unit 103 for display.
[0064] More specifically, the display control unit 102 is
equipped with a mode determination unit 102a and a dis-
play image generation unit 102b. The mode determina-
tion unit 102a determines and sets a display mode for
the display image, on the basis of the activity state infor-
mation, namely the exercise intensity. In addition, on the
basis of the activity state information, the mode determi-
nation unit 102a may recognize the user’s activity con-
tent, namely an activity such as walking, running, playing
tennis, or playing golf, for example, and determine the
display mode of the display image according to the rec-
ognized activity content. The display image generation
unit 102b generates a display image corresponding to
the display mode set by the mode determination unit
102a, and displays the display image on the display unit
103. Note that the display mode will be discussed in detail
later.
[0065] The display image generation unit 102b recog-
nizes a display-related instruction by the user on the basis
of the operation content, and controls the display image
according to the recognized instruction content.
[0066] The display control unit 102b recognizes the
gaze direction, recognizes which information among the
information being displayed as the display image on the
display unit 103 is being focused on, for example, and
controls the display image on the basis of the recognized
information being focused on.
[0067] The display unit 103 displays images on the ba-
sis of instructions from the display control unit 102. Spe-
cifically, the display unit 103 acts as the projection unit
71, projects image light according to a display image in-
dicated for display by the display control unit 102, and

focuses the image onto the user’s retina.
[0068] The display image generation unit 102b con-
trols the display image to be displayed next according to
the display image displayed previously.

<Recognition procedure for image displayed by informa-
tion processing device of FIG. 1>

[0069] A recognition procedure by which the user
wearing the above information processing device 31 of
FIG. 1 as a wearable device recognizes an image dis-
played by the information processing device 31 will be
described.
[0070] Suppose that in the state St1, with respect to a
gaze direction as indicated by the dashed line in FIG. 6,
an image display area in which a display image is dis-
played by the information processing device 31 does not
exist, and the user wearing the information processing
device 31 is directing his or her gaze towards the outside
world. Note that FIG. 6 is drawn from a perspective above
the user wearing the information processing device 31,
in which the arrow indicated by the dashed line indicates
the gaze direction, and the image display region P indi-
cates an image made up of a virtual image viewed by the
user with image light emitted by the information process-
ing device 31.
[0071] Subsequently, for some reason, the state
switches the state St1 to the state St2, and the user di-
rects his or her gaze towards the image display region
P. At this point, the user’s eye is still not focused on the
image display region P, and is unable to recognize infor-
mation in the image display region P.
[0072] In the state St2, the user focuses in the gaze
direction, and as indicated by the state St3, when the
focus point aligns with the image display region P, the
user is able to recognize the image display region P.
[0073] Additionally, after recognizing the image display
region P, in the state St4, the user recognizes the infor-
mation being displayed in the image display region P.
[0074] The user recognizes the image display region
P emitted by the information processing device 31 in four
steps from the states St1 to St4 described with reference
to FIG. 6. In other words, the user wearing the information
processing device 31 ordinarily may be said to be switch-
ing between the action of looking at the outside world in
the state St1 and the action of recognizing the image
display region P in the state St4, depending on the situ-
ation.
[0075] At this point, the user wears the information
processing device 31 and looks at the information in the
image display region P as necessary while looking at
information in the outside world, but when attempting to
look at the image display region P in conjunction with an
activity such as walking or running, the user looks at the
image display region P and reads information with a low-
ered recognition rate due to the need to look at the outside
world during an activity such as walking or running.
[0076] For this reason, depending on the user’s activ-
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ity, such as walking or running, and the surrounding en-
vironment, in some cases the user may need to look at
the image display region P for an extremely short time,
and recognize and read the displayed information. In oth-
er words, the information displayed in the image display
region P may need to be easily recognizable even in an
extremely short time, and by making the information eas-
ily recognizable in this way, a reduction in the recognition
rate due to exercise may be minimized.

<Recognition rate of information in image displayed by 
information processing device during exercise>

[0077] FIG. 7 illustrates the recognition rate of infor-
mation in the image display region P emitted by the in-
formation processing device 31 during exercise by the
user wearing the information processing device 31, com-
pared among different amounts of exercise, amounts of
information, and layouts.
[0078] Note that the image display region refers to the
region in which a display image viewable together with
the visual field of the outside world is displayed by being
projected onto the eye with the light guide reflection unit
43, but in the following, the simple term "image display
region" will be used to denote the display state in the
image display region when a display image is displayed.
[0079] In FIG. 7, the display image displayed in the
image display region P includes a maximum of four types
of information, namely the current time, the distance
traveled, the average time per kilometer, and the heart
rate, and assuming that at least one of the four types is
displayed in the display image, the recognition rates for
eight layouts from ID1 to ID8 are compared.
[0080] More specifically, in the layout ID1, the current
time is displayed centered in the horizontal direction and
the vertical direction.
[0081] In the layout ID2, the current time and the dis-
tance traveled are displayed at a center position in the
vertical direction, arranged from left to right in the hori-
zontal direction.
[0082] In the layout ID3, the current time and the dis-
tance traveled are displayed at a center position in the
horizontal direction, arranged from top to bottom in the
vertical direction.
[0083] In the layout ID4, the distance traveled, the cur-
rent time, and the average time per kilometer are dis-
played at a center position in horizontal direction, ar-
ranged from top to bottom in the vertical direction.
[0084] In the layout ID5, the current time is displayed
to the left in the horizontal direction at a center position
in the vertical direction, while the distance traveled and
the average time per kilometer are displayed to the right
in the horizontal direction and arranged from top to bot-
tom in the vertical direction.
[0085] In the layout ID6, the current time is displayed
on an upper row in the vertical direction and centered in
the horizontal direction, while the distance traveled and
the average time per kilometer are displayed on a lower

row in the vertical direction and arranged from left to right
in the horizontal direction.
[0086] In the layout ID7, the current time is displayed
on an upper row in the vertical direction and centered in
the horizontal direction, while the distance traveled, the
average time per kilometer, and the heart rate are dis-
played on a lower row in the vertical direction and ar-
ranged from left to right in the horizontal direction.
[0087] In the layout ID8, the current time and the dis-
tance traveled are displayed on an upper row in the ver-
tical direction and arranged from left to right in the hori-
zontal direction, while the average time per kilometer and
the heart rate are displayed on a lower row in the vertical
direction and arranged from left to right in the horizontal
direction.
[0088] In addition, for each of the layouts from ID1 to
ID8, FIG. 7 illustrates bar graphs from left to right as the
amount of exercise is varied among three types, namely
a walk, a slow run, and a fast run.
[0089] As illustrated in FIG. 7, for the layouts ID1 to
ID3 having two types of information, a good recognition
rate is ensured, without changing depending on the
amount of exercise.
[0090] Also, as indicated by the layouts ID4 to ID8, if
three or more types of information are displayed, the re-
duction in the recognition rate becomes pronounced, and
the overall trend is for the recognition rate to drop as the
amount of exercise increases.
[0091] Furthermore, as indicated by the layouts ID6
and ID7, if three or more types of information are dis-
played arranged in the vertical direction and arranged in
the horizontal direction, the reduction in the recognition
rate becomes pronounced. In particular, a large drop in
the reduction rate when exercising at a fast run is dem-
onstrated.
[0092] From the above, to ensure a good recognition
rate irrespective of the amount of exercise, keeping the
information displayed simultaneously in the image dis-
play region P to two types or less may be considered
suitable.
[0093] However, since this example only compares ar-
rangements of text information in the horizontal direction
and the vertical direction, the amount of information is
not necessarily required to be two types.
[0094] For example, there is a possibility of improve-
ment by adding changes of color or the like. Also, in cases
where the information to present is not text but instead
some kind of graphic image or icon, for example, there
is a possibility of improvement in the recognition rate.
[0095] In any case, however, regarding information
whose display is considered necessary, there may be a
need to experimentally compute the number of informa-
tion types that are simultaneously recognizable from
among the information that can be displayed at once,
such as by varying the layout and colors, and limit the
information accordingly.
[0096] The following description supposes that for the
case of displaying the four types of text-based informa-
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tion in FIG. 7, only up to two types of information are
displayed at once as a general rule, and that by switching
the classes of information by successive time division for
display, a reduction in the recognition rate during exer-
cise may be minimized. However, even if information is
presented in groups of some other number depending
on the classes of information and the methods of display,
a reduction in the recognition rate during exercise may
still be minimized.

<Display control process by information processing de-
vice of FIG. 5>

[0097] Accordingly, in the information processing de-
vice 31 applying an embodiment of the present technol-
ogy, only up to two types of information are displayed
simultaneously in a single display image displayed in the
image display region P, for example, and in the case of
displaying a greater number of information types, the
number of information types included in a single display
image is kept to a certain number for each, and the in-
formation is displayed split up over multiple display im-
ages by shifting the respective display timings (time-di-
vision display). In other words, a certain number of infor-
mation types are displayed at a time, and as time passes,
the information types are switched successively and dis-
played.
[0098] In the following, the term "simultaneous display
mode" denotes a display mode that displays multiple in-
formation types simultaneously in a single display image,
whereas the term "time-division display mode" denotes
a display mode that splits up multiple information types
by a certain number for display in multiple display images
by shifting the respective display timings (time-division
display).
[0099] In other words, for example, when the total
amount of information is three types of information, such
as "distance traveled", "current time", and "average time
per kilometer", the simultaneous display mode is a dis-
play mode in which the three types of "distance traveled",
"current time", and "average time per kilometer" are in-
cluded in a single display image and displayed simulta-
neously as "3.2km", "15:01", and "6’05"/km", respective-
ly, as indicated by the image display region PA in the left
part of FIG. 8, and as time passes, display images pre-
senting changed information are successively switched
one at a time and displayed (displayed in a time series).
In other words, in the case of the simultaneous display
mode, display images presenting these three types of
information simultaneously are successively displayed
while varying the information as time passes.
[0100] On the other hand, when displaying three types
of information such as "distance traveled", "current time",
and "average time per kilometer" not with the simultane-
ous display mode but instead with the time-division dis-
play mode, as the time passes over times t1, t2, t3, and
so on, at the first timing at the time t1, "3.2km" is displayed
as the "distance traveled", as indicated by the display

image in the image display region Pa in the right part of
FIG. 8, while at the next timing at the time t2, "15:01" is
displayed as the "current time", as indicated by the dis-
play image in the image display region Pb, and at the
next timing at the time t3, "6’05"/km" is displayed as
the "average time per kilometer", as indicated by the dis-
play image in the image display region Pc, with the above
display images being displayed in order as time passes
(displayed by time division). In other words, in the case
of the time-division display mode, three types of display
images, namely the image display regions Pa, Pb, and
Pc, are displayed at respectively shifted timings, and in
addition, the information that changes as time passes is
displayed repeatedly, three images at a time (displayed
by time division and in a time series).
[0101] In other words, in the case of the time-division
display mode, among the three types of display images,
namely the image display regions Pa, Pb, and Pc, the
display image to be displayed is set by switching with
shifted timings, so that at each timing, a display image
of the information to be displayed is displayed, while dis-
play images other than the display image of the informa-
tion to be displayed are not displayed. Furthermore, the
display is switched as time passes (in a time series) in
units of the three types of display images, namely the
image display regions Pa, Pb, and Pc.
[0102] In other words, the display images displayed in
the image display regions Pa, Pb, and Pc are a first dis-
play image to a third display image, and in the case of
supposing that the timings at which to change in the time
direction are the times t11, t12, and t13, with the time
division display mode, at the timing of the time t11, for
example, the first display image is set as the display im-
age to be displayed, and the display enters a state in
which the first display image is displayed, whereas the
second and third display images are not displayed. Next,
at the timing of the time t12, the second display image is
set as the display image to be displayed, and the display
enters a state in which the second display image is dis-
played, whereas the first and third display images are
not displayed. Furthermore, at the timing of the time t13,
the third display image is set as the display image to be
displayed, and the third display image is displayed,
whereas the first and second display images are not dis-
played. Additionally, by repeating the operation from the
time t11 to the time t13 as time passes, the three types
of display images are displayed in a time series.
[0103] Note that when the three types of display imag-
es are a first image, a second image, and a third image,
the three images may not only be displayed repeatedly
one at a time in a fixed order in units of "first image, sec-
ond image, third image", such as in the order of the first
image, the second image, the third image, the first image,
the second image, the third image, and so on, but may
also be displayed two or more times within a repeating
unit, as long as the three types of display images are
used. For example, the three images may also be dis-
played repeatedly in units of "first image, second image,
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third image, second image, third image", such as in the
order of the first image, the second image, the third im-
age, the second image, the third image, the first image,
the second image, the third image, the second image,
the third image, and so on.
[0104] According to such a process, the recognition
rate is guaranteed by limiting the number of information
types displayed in a single display image displayed in
the image display region, while in addition, when display-
ing a number of information types greater than the limited
number, the information types are split up over multiple
display images and given respectively shifted timings
(different timings) for display (that is, displayed by time
division), thereby making it possible to minimize a reduc-
tion in the recognition rate during exercise.
[0105] In other words, the information processing de-
vice 31 of FIG. 5 executes a display control process that,
for up to two types of information, uses the simultaneous
display mode that displays information simultaneously in
a single display image, whereas for more types of infor-
mation, uses the time-division display mode, in which all
information types are successively split up into informa-
tion that is less than the number of recognizable infor-
mation types in a single display image, and the multiple
display images respectively presenting the split-up
number of information types are switched and displayed
at different timings (with respectively shifted timings). Ac-
cordingly, at this point, the display control process by the
information processing device 31 of FIG. 5 will be de-
scribed with reference to the flowchart in FIG. 9.
[0106] Also, this embodiment describes an example in
which up to two information types are displayed simulta-
neously in the simultaneous display mode, whereas for
more types of information, one type of information at a
time is displayed in the time-division display mode. How-
ever, if the number of simultaneously recognizable infor-
mation types is a certain number equal to or greater than
two, the simultaneous display mode may also be config-
ured display the certain number of simultaneously rec-
ognizable information types in a single display image si-
multaneously, and switch the display as time passes (that
is, display the display images one at a time in a time
series).
[0107] On the other hand, if the number of information
types exceeds the certain number of simultaneously rec-
ognizable information types, the time-division display
mode may also be configured to display multiple display
images presenting information split up into the number
of simultaneously recognizable information types or a
smaller number with respectively shifted timings, and dis-
play the information while switching in units of the multiple
display images as time passes (that is, display the mul-
tiple display images by time division and in a time series).
[0108] Namely, in step S11, the mode determination
unit 102a of the display control unit 102 initializes a coun-
ter n for counting a sequence of images to be displayed
in a time series on the display unit 103 as the image
display region P.

[0109] In step S12, the mode determination unit 102a
controls the activity state information acquisition unit 101
to acquire activity state information, or in other words,
information about speed as the exercise intensity, for ex-
ample, thereby acquires the movement speed of the user
wearing the information processing device 31, and de-
termines whether or not the movement speed is greater
than a certain speed v0.
[0110] Herein, the speed v0 is taken to be a speed of
0 indicating a stopped state, or a speed close to a stopped
state extremely close to a speed of 0, for example. In
other words, in step S12, it is determined whether or not
the user’s movement speed is a speed of 0, or in other
words, whether or not the user’s exercise intensity is com-
pletely 0.
[0111] As discussed earlier, the exercise intensity in-
dicates the strenuousness of the user’s activity. In this
example, speed is used as the activity state information,
and thus as the speed becomes faster, the exercise in-
tensity becomes stronger (higher), and at this point, the
amount of information the user is able to recognize si-
multaneously when looking at a single image display re-
gion decreases, and the recognition rate falls. Converse-
ly, as the activity state information, namely the speed,
becomes slower, the exercise intensity becomes weaker
(lower), the amount of information the user is able to rec-
ognize simultaneously when looking at a single image
display region increases, and the recognition rate rises.
[0112] In addition, when using factors such as the
amount of vibration, the amount of exercise, or the heart
rate as the activity state information, as the vibrations
become more intense, as the amount of exercise be-
comes greater, and as the heart rate rises, the exercise
intensity becomes stronger, and the recognition rate falls.
Conversely, as the activity state information, namely the
vibrations become smaller, as the amount of exercise
becomes smaller, and as the heart rate falls, the exercise
intensity becomes weaker, and the recognition rate rises.
[0113] Consequently, since the exercise intensity is set
according to the activity state information, and the rec-
ognition rate varies according to the exercise intensity,
a display mode, such as the simultaneous display mode
or the time-division display mode, is switched according
to the activity state information, or in other words, accord-
ing to the exercise intensity.
[0114] In step S12, if the user’s movement speed is
less than the speed v0 and treated as being a stopped
state, or in other words, if the exercise intensity is 0, the
process proceeds to step S16.
[0115] In step S16, the mode determination unit 102a
sets the display mode to the simultaneous display mode,
and supplies the display mode setting to the display im-
age generation unit 102b.
[0116] In step S17, the display image generation unit
102b generates a display image presenting all displaya-
ble information simultaneously, and controls the display
unit 103 to display the display image. In other words, in
this case, the exercise intensity based on the activity state
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information is weak and the user is barely moving at all,
or in other words, the user is treated as standing still, for
example. Thus, the user is judged to be capable of rec-
ognizing more information, and an image is displayed in
which the four types of displayable information, such as
those corresponding to the layout ID8 in FIG. 7, for ex-
ample, are all displayed.
[0117] On the other hand, in step S12, if the speed is
greater than the speed v0 and treated as at least not a
stopped state, the process proceeds to step S13.
[0118] In step S13, the mode determination unit 102a
determines whether or not a display switching mode is
active. In other words, herein, the display switching mode
refers to a mode that switches the display according to
the amount of exercise (exercise intensity) irrespectively
of the intent of the user wearing the information process-
ing device 31, switching to the simultaneous display
mode that displays all information simultaneously when
the exercise intensity is greater than 0 but less than a
certain value, and switching to time-division display mode
that automatically decreases the amount of information
to display and displays information successively by time
division when the exercise intensity becomes greater
than the certain value. Note that in the flowchart in FIG.
9, if the display switching mode is not active (if the display
switching mode is not on), the display mode is constantly
set to the simultaneous display mode irrespective of the
exercise intensity, but another configuration may allow
the display mode setting to be locked to either the simul-
taneous display mode or the time-division display mode
irrespective of the exercise intensity.
[0119] In step S13, if the display switching mode is not
active, the process proceeds to step S14.
[0120] In step S14, the mode determination unit 102a
controls the display unit 103 to display an image asking
whether or not to turn on the display switching mode.
[0121] In step S15, the mode determination unit 102a
determines, on the basis of information from the operat-
ing unit 104, whether or not the operating unit 41a was
operated and an operation turning on the display switch-
ing mode is performed. For example, if an operation turn-
ing on the display switching mode is not performed, the
process proceeds to steps S16 and S17. In other words,
in this case, the display mode is set to the simultaneous
display mode irrespective of the activity state, and imag-
es that present all information constantly continue to be
displayed.
[0122] On the other hand, in step S15, if the operating
unit 41a is operated and the display switching mode is
treated as being turned on, or if the display switching
mode is on in step S13, the process proceeds to step S18.
[0123] In step S18, the mode determination unit 102a
sets the display mode to the time-division display mode,
and supplies the display mode setting to the display im-
age generation unit 102b.
[0124] In step S19, the mode determination unit 102a
determines whether or not the gaze direction supplied
by the gaze detection unit 106 has been fixed in a specific

direction for a certain amount of time or more. In step
S19, in the case of determining that the gaze direction
has not been fixed in a specific direction for a certain
amount of time or more, the process proceeds to step
S20.
[0125] In step S20, the mode determination unit 102a
determines whether or not the movement speed obtained
as the activity state information acquired by the activity
state information acquisition unit 101 is equal to or greater
than a speed v1 (where v1 > v0) of approximately walking
speed. In step S20, it is determined whether or not the
user’s movement speed is equal to or greater than walk-
ing speed, namely the speed v1 (for example, if the user’s
movement speed is approximately the speed of a slow
run). In step S20, if the user appears to be moving at a
movement speed that is equal to or greater than the
speed v1 (for example, if the user’s movement speed is
approximately the speed of a slow run), the process pro-
ceeds to step S21.
[0126] In step S21, the display image generation unit
102b determines whether or not a certain time t1 has
passed since the last timing when an image was dis-
played, and repeats a similar process until the time t1
passes. Subsequently, after the certain time t1 has
passed since the last timing when an image was dis-
played, the process proceeds to step S23.
[0127] In addition, in step S20, if the movement speed
is not equal to or greater than the speed v1, and the user
is judged to be moving at approximately the speed of
walking, for example, the process proceeds to step S22.
[0128] In step S22, the display image generation unit
102b determines whether or not a certain time t2 (where
t2 < t1) has passed since the last timing when an image
was displayed, and repeats a similar process until the
time t2 passes. Subsequently, after the certain time t2
has passed since the last timing when an image was
displayed, the process proceeds to step S23.
[0129] In step S23, the display image generation unit
102b determines whether or not an interrupt display im-
age exists. In other words, as the exercise intensity,
namely the user’s movement speed, becomes faster, the
amount of information that can be recognized tends to
decrease. Thus, at this point, although the display mode
is the time-division display mode that successively
switches and displays images containing respective
amounts of information that can be recognized at once,
it is determined whether or not there exists an interrupt
display image to be displayed in addition to the images
continually displayed successively in a time series, even
by interrupting with a particularly relevant image, only
when approaching a feature such as turn or an intersec-
tion as part of route navigation or the like, for example.
[0130] In step S23, if an interrupt display image does
not exist, the process proceeds to step S24.
[0131] In step S24, the display image generation unit
102b reads out image format information stored in the
storage unit 105, generates an image containing the in-
formation to be displayed in the nth place from among
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the images to be displayed by switching in a time series,
and causes the display unit 103 to display the generated
image.
[0132] In step S25, the display image generation unit
102b determines whether or not the counter n has
reached a maximum value, and if not the maximum value,
increments the counter n by 1 in step S26. Also, in step
S25, if the counter n is judged to have reached the max-
imum value, the counter n is reset to 0 in step S27.
[0133] In step S28, the mode determination unit 102a
determines whether or not the process has ended, and
if not ended, the process returns to step S12. Also, in
step S28, in the case of judging that the process has
ended, the process ends.
[0134] In other words, between the case in which the
movement speed is a walking speed and the case in
which the movement speed is faster than walking speed,
such as a running speed, for example, it becomes pos-
sible to switch the display switching time for images to
be displayed by switching in a time series, so that for the
case in which the movement speed is a running speed,
since the recognition rate is lower than when moving at
a walking speed, the display time during which the same
image is displayed may be switched to become longer
as the movement speed rises.
[0135] As a result, as the movement speed rises, the
time during which the same image is displayed becomes
longer to the extent that the recognition rate falls, thereby
making it possible to decrease the reduction in the rec-
ognition rate by using the display time to compensate for
the recognition rate that falls according to the movement
speed. Also, likewise in this case, the information to be
displayed successively is displayed so that two types
change at a time, for example, thereby making it possible
to display information while minimizing the reduction in
recognition rate, even for information for which the rec-
ognition rate would fall if four types or the like were dis-
played all at once.
[0136] Meanwhile, in step S21, if an interrupt display
image exists, the process proceeds to step S27.
[0137] In step S27, the display control unit 102 reads
out image information stored in the storage unit 105, gen-
erates a relevant interrupt display image, and causes the
display unit 103 to display the generated interrupt display
image.
[0138] In other words, in addition to the information to
be displayed in a time series, it becomes possible to dis-
play an interrupt display image as needed. In this case,
it becomes possible to display, at appropriate timings,
interrupt display images to be displayed at appropriate
timings, while also minimizing a reduction in the visual
recognition rate according to the user’s movement
speed.
[0139] Note that the information to be displayed in a
time series is information such as the movement speed,
the distance traveled, the current time, and the average
speed per kilometer, for example, and is information that
changes from moment to moment as time passes. How-

ever, since the amount of information that is recognizable
in a single display image changes according to the user’s
exercise intensity, even the information displayed in a
time series is displayed in the simultaneous display mode
in some cases, and displayed in the time-division display
mode in other cases.
[0140] In the case of the simultaneous display mode,
multiple types of information are displayed simultaneous-
ly, as indicated by the image display region PA in the left
part of FIG. 8, for example, and as long as an interrupt
display image does not exist, the information that chang-
es from moment to moment will be displayed continually
at time intervals according to the exercise intensity as a
general rule. In contrast, in the case of the time-division
display mode, multiple types of information are displayed
individually in the order of the image display regions Pa,
Pb, and Pc in the right part of FIG. 8, for example, and
as long as an interrupt display image does not exist, the
information will be switched and displayed continually at
time intervals according to the exercise intensity as a
general rule. In this case, the three images of the image
display regions Pa, Pb, and Pc are respectively displayed
while being switched at time intervals according to the
exercise intensity, while in addition, the three types of
information displayed in this three-image set are repeat-
edly displayed continually while changing the information
as time passes.
[0141] Furthermore, unlike such time series informa-
tion, the interrupt display image is an image displayed
only when a specific condition is met, such as guide dis-
play information to be displayed only at a timing of ap-
proaching an intersection or the like as part of navigation
or the like, for example, and thus is information different
from the information that is repeatedly displayed in a time
series.
[0142] Furthermore, in step S19, if the gaze direction
has been fixed in a certain direction for a certain amount
of time or more, the process proceeds to step S30.
[0143] In step S30, the display image generation unit
102b generates an image that selectively displays the
information displayed in the gaze direction, and causes
the display unit 103 to display the generated image.
[0144] In other words, in the case of displaying all in-
formation, for example, when four types of information
made up of the time, the distance traveled, the average
time per kilometer, and the heart rate are displayed as
indicated by the layout ID8 in FIG. 7, if the gaze direction
becomes fixed for a certain amount of time or more in
the display region of the distance traveled indicated in
the upper-right part of the region in which the image dis-
play region P is displayed, the user’s intent is taken to
be a desire to display information about the distance
traveled, and the information about the distance traveled
is displayed.
[0145] According to such operation, regarding current-
ly-displayed information that changes in a time series
about which the user wants to know, by fixing one’s gaze
direction in a position corresponding to the display posi-
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tion of that information, it is possible to prompt the infor-
mation processing device 31 to display that information,
and in response to the request, it is possible to display
an image desired for display according to the user’s re-
quest.
[0146] The movement speed v1 that acts as a thresh-
old value in step S20 may also be switched dynamically
according to factors such as the activity state information.

<First example of application used when running>

[0147] According to the process described with refer-
ence to the flowchart in FIG. 9, in the case of an appli-
cation used when running, for example, images like those
illustrated in FIG. 10 are displayed successively.
[0148] In other words, for the image display region P
displayed by the display unit 103, as indicated by the
image display region P1 in FIG. 10, the movement speed
is displayed on a top row, the running duration is dis-
played on a bottom row, and the line extending horizon-
tally to divide the two types of information is treated as a
gauge indicating the current position with respect to the
entire route (color is added according to the distance
traveled). The image display region P2 illustrates infor-
mation that guides (navigates) the user along the route
set as the course to run. The image display regions P3,
P5, P6, P8, and P9 are information in which the move-
ment speed and the duration indicated by the image dis-
play region P1 are successively switched and displayed
in a time series (continuously displayed as time passes).
The image display region P4 displays "Speed Up", and
is an image encouraging the user to run faster because
the current movement speed is lower than a speed set
as the running speed. The image display region P7 is an
image encouraging the user to keep running in the same
way, since the current movement speed has reached the
set speed.
[0149] In other words, according to the above process,
after movement speed, the duration, and information
about the current position with respect to the entire route
when starting out is displayed in the image display region
P1, the image display region P2 is displayed as an inter-
rupt display image at the next timing. Consequently, the
user is able to check the route to run. Subsequently, the
movement speed, the duration, and information about
the current position with respect to the entire route which
are displayed repeatedly in a time series are displayed
by the image display region P3. At this point, since the
movement speed is lower than the set speed, the image
display region P4 is displayed as an interrupt display im-
age. After that, the image display regions P5 and P6 are
displayed successively in a time series, by which the
movement speed, the duration, and information about
the current position with respect to the entire route are
displayed. At this point, the set speed is reached, and
thus the image display region P7 is displayed as an in-
terrupt display image, by which information encouraging
the user to keep moving at the current speed is displayed.

Subsequently, the image display regions P8 and P9 are
displayed successively in a time series, by which the
movement speed, the duration, and information about
the current position with respect to the entire route are
displayed.
[0150] In this case, the time during which the image
display regions P1 to P9 are successively displayed be-
comes longer as the movement speed becomes faster,
thereby making it possible to minimize a reduction in the
recognition rate according to the movement speed. Also,
regarding the information being displayed in a time se-
ries, the information that changes from moment to mo-
ment as time passes, as opposed to the slowly-changing
information about the current position with respect to the
entire route, is the two types of information of the move-
ment speed and the duration, thereby making it possible
to minimize a reduction in the recognition rate like that
illustrated in FIG. 7. Furthermore, information relevant at
respective timings depending on the situation is dis-
played at appropriate timings as interrupt display images
such as the image display regions P4 and P7, thereby
making it possible to display appropriate information at
appropriate timings.

<First example of application used when cycling>

[0151] In addition, according to the process described
with reference to the flowchart in FIG. 9, in the case of
an application used when cycling, for example, images
like those illustrated in FIG. 11 are displayed successive-
ly.
[0152] For the image display region P displayed by the
display unit 103, first, as indicated by the image display
region P21 in FIG. 11, a graphical map is displayed, the
entirety of the upcoming route is displayed, and a com-
pass-shaped icon indicating the forward direction at the
current position is displayed. The image display region
P22 is an enlarged display of the route near the current
position. The image display region P23 displays an en-
larged view of the nearby route in the left part, and in the
right part, indicates "12%" as the gradient at the current
position. The image display regions P24 and P25 display
an enlarged view of the route near the current position
in the left part, and in the right part, indicate "35 km/h"
and "10 km/h", respectively, as the current movement
speed.
[0153] The image display regions P26 and P27 are
graphical images indicating that a right turn is required
on the route. The image display region P28 is an image
displaying the names of mountains (Mt. Garan, Mt. Daru-
ma) which act as landmarks on the route.
[0154] The image display regions P29 and P30 display
an enlarged view of the route near the current position
in the left part, and in the right part, indicate that the move-
ment speed is "1 km/h" and "19 km/h", respectively. The
image display region P31 displays the entire route, and
displays a compass-shaped icon indicating the forward
direction at the current position.
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[0155] Herein, images of the entire route and enlarged
display images of the route near the current position, as
indicated by the image display regions P21 and P22, as
well as images that display an enlarged view of the route
near the current position in the left part and display the
movement speed in the right part, as indicated by the
image display regions P24, P25, P29, and P30, may be
displayed successively and repeatedly in a time series,
whereas all other images may be treated as interrupt
display images.
[0156] As a result, after the image of the entire route
is displayed by the image display region P21, next, an
enlarged image of the route near the current position is
displayed by the image display region P22. At this point,
if information indicating a gradient is detected in the ac-
tivity state information, the image display region P23,
which displays an enlarged image of the route near the
current position in the left part and indicates that the gra-
dient at the current position is "12%" in the right part, is
displayed as an interrupt display image.
[0157] After that, the image display regions P24 and
P25 are displayed in a time series, and at the timing of
making a right turn, images encouraging the user to make
a right turn, as indicated by the image display regions
P26 to P28, are displayed as interrupt display images.
At this point, the names of mountains that act as land-
marks are displayed after a certain time passes from
when the image encouraging the user to make a right
turn was displayed. As a result, it is possible to enable
the user to recognize important information, such as mak-
ing a right turn, and after that, enable the user to recog-
nize the names of mountains that act as landmarks. After
that, images are displayed in a time series again by the
image display regions P29 to P31.
[0158] With such a display, the display time of each
image likewise becomes longer as the movement speed
becomes faster, and thus a reduction in the recognition
rate may be decreased. Also, since a maximum of two
types of information are displayed simultaneously, a re-
duction in the recognition rate may be decreased. Fur-
thermore, regarding information relevant at respective
timings depending on the situation, interrupt display im-
ages are displayed at appropriate timings, thereby mak-
ing it possible to display appropriate information.

<First example of application used when playing tennis>

[0159] Furthermore, according to the process de-
scribed with reference to the flowchart in FIG. 9, in the
case of an application used when playing tennis, for ex-
ample, images like those illustrated in FIG. 12 are dis-
played successively. Note that the activity state informa-
tion in this case is information about a pressure distribu-
tion on the racquet face of a tennis racquet used by the
user, and an image depicting the rotation of a tennis ball.
[0160] For the image display region P displayed by the
display unit 103, first, as indicated by the image display
region P51, the position on the racquet face as well as

the pressure distribution when the tennis ball hits the rac-
quet during a serve are indicated.
[0161] Next, at the timing of returning the ball, as indi-
cated by the image display region P52, the position where
the ball was returned on the racquet face is indicated.
Subsequently, at the next timing, as indicated by the im-
age display region P53, the speed of the returned ball (in
the drawing, 102 km/h) and the level of spin (in the draw-
ing, +3 spin) are displayed.
[0162] Thereafter, a similar process is repeated, and
at the timing of returning the ball again, as indicated by
the image display region P54, the position where the ball
was returned on the racquet face is indicated. Subse-
quently, at the next timing, as indicated by the image
display region P55, the speed of the returned ball (in the
drawing, 72 km/h) and the level of spin (in the drawing,
+1 spin) are displayed.
[0163] Subsequently, when the next serve is played,
as indicated by the image display region P56, the position
on the racquet face as well as the pressure distribution
when the ball hits the racquet during the serve are indi-
cated.
[0164] In other words, while strokes are repeated in
this way, the image display regions P52, P53, P54, and
P55 are repeatedly displayed in a time series, while the
image display regions P51 and P56 during a serve are
displayed as interrupt display images.
[0165] With such a display, the display time of each
image likewise becomes longer as the movement speed
becomes faster, and thus a reduction in the recognition
rate may be decreased. Also, since a maximum of two
types of information are displayed simultaneously, a re-
duction in the recognition rate may be decreased. Fur-
thermore, information relevant at respective timings de-
pending on the situation is displayed at appropriate tim-
ings as interrupt display images, thereby making it pos-
sible to present appropriate information.

<First example of application used when playing golf>

[0166] In addition, according to the process described
with reference to the flowchart in FIG. 9, in the case of
an application used when playing golf, for example, im-
ages like those illustrated in FIG. 13 are displayed suc-
cessively. Note that the activity state information in this
case is the user’s position on the golf course, the course
layout of the golf course, and the wind speed.
[0167] For the image display region P displayed by the
display unit 103, first, as indicated by the image display
region P71, the distance from the user’s current position
to a center position of the green (displayed as 167 yd in
the drawing) and the distance to the edge of the green
(displayed as 155 yd in the drawing) are displayed.
[0168] Next, as indicated by the image display region
P72, the distance from the user’s current position to the
center position of the green (displayed as 165 yd in the
drawing) and the distance to the edge of the green (dis-
played as 153 yd in the drawing) are displayed.
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[0169] Next, as indicated by the image display region
P73, the 7 iron (displayed as 7I in the drawing) is indicated
as being the recommended club for the approach from
the current position given the course layout.
[0170] Furthermore, as indicated by the image display
region P74, the layout around the green is displayed more
specifically by graphics, while in addition, the position of
the hole on the green in the is displayed graphically as
distances from the edges of the green. More specifically,
in the drawing, provided that the upward direction on the
layout is the northern direction, the distance from the
eastern edge to the hole is indicated as 8 yd, while the
distance from the southern edge to the hole is indicated
as 30 yd.
[0171] Next, as indicated by the image display region
P75, the wind speed and direction of wind on the green
is indicated, and in the drawing is indicated as a north-
northwest wind having a speed of 8 m/s.
[0172] Next, as indicated by the image display region
P76, the distance from the user’s current position to the
hole (displayed as 162 yd in the drawing) is displayed.
[0173] Thereafter, the image display regions P77 to
P79 are displayed similarly to the image display regions
P71 to P73.
[0174] In other words, in this example, like the image
display regions P71 to P76, an image displaying the dis-
tance from the user’s position to the center of the green
and the distance to the green edge, an image displaying
the recommended type of club, an image of the layout
on the green, an image displaying the wind speed and
wind direction, and an image displaying the distance from
the user to the hole are displayed successively in a time
series.
[0175] With such a display, the display time of each
image likewise becomes longer as the movement speed
becomes faster, and thus a reduction in the recognition
rate may be decreased. Also, since a maximum of a cer-
tain number of types of information (in this embodiment,
two types) are displayed simultaneously, a reduction in
the recognition rate may be decreased, while also dis-
playing more information by switching to enable recog-
nition.
[0176] Note that the above describes examples that
enable easier recognition of more information while also
decreasing a reduction in the recognition rate by switch-
ing between a simultaneous display mode and a time-
division display mode for information to be displayed in
a time series and information to be displayed as interrupt
display images, depending on activity state information,
namely the exercise intensity.
[0177] In addition, regarding display images displayed
in the image display region, the display time is configured
to be switched according to the movement speed, but
the display time may also be switched according to fac-
tors other than the movement speed. For example, the
time allocated for the display of information displayed in
the image display region may be switched according to
the condition by which the information is displayed, or

the importance of the information. For example, informa-
tion such as instructions to take emergency avoidance
action due to the occurrence of a disaster or an accident
may be processed to have a longer display time or the
like.
[0178] Furthermore, the length of the display time may
also be set according to an exercise intensity other than
the movement speed, and may be varied according to
factors such as vibration, gaze, heart rate, body temper-
ature, amount of perspiration, brain waves, or myoelec-
tric potential, for example. In such cases, if the exercise
intensity becomes stronger, the recognition rate is con-
sidered to fall and the display time may be lengthened,
whereas if the exercise intensity becomes weaker, the
drop in the recognition rate is considered to be small, and
the display time may be shortened.
[0179] Also, in the case of setting the length of the dis-
play time according to the exercise intensity, the thresh-
old value for switching the length of the display time may
also be varied according to the situation. In other words,
the process discussed above describes an example of
switching the display time according to whether or not
the movement speed is greater than the speed v1, but
the display time may also be varied according to condi-
tions such as the class of information being displayed in
the display images, the exercise intensity, or the appli-
cation.

<Second embodiment>

[0180] The foregoing describes an example in which,
when the user’s exercise intensity is small, all information
is displayed in the simultaneous display mode, whereas
when the user’s exercise intensity is large and there is
too much displayed information to recognize simultane-
ously, the information is split up into a number of infor-
mation types for which the recognition rate can be main-
tained at a glance, and displayed by being switched suc-
cessively, thereby presenting information to the user
without lowering the recognition rate, even if there is a
large amount of information.
[0181] However, regarding features such as the class
of displayed information, once a person memorizes the
position of the information, he or she recognizes the class
of information in association with the position, and thus
the recognition rate is unaffected even if the information
is displayed with the units or label omitted.
[0182] In other words, as illustrated in FIG. 14, when
displaying the overall average travel time per kilometer
in an upper row and the current travel time per kilometer
in a lower row of the same image, with regard to the
display of labels such as "Current" and "Average" dis-
played in front of the numerical values indicating the ac-
tual information, or the display of units such as "min/km"
displayed behind, the recognition rate is relatively unaf-
fected even if such labels or units are displayed smaller
or even omitted.
[0183] More specifically, even in the case of a small
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display as illustrated in the left part of FIG. 14, the case
of a small display of just the units as illustrated in the
center part of FIG. 14, or the case of omitting the display
in front and presenting a small display behind as illus-
trated in the right part of FIG. 14, the recognition rate is
still roughly 90%, indicating that the recognition rate is
unaffected.
[0184] In other words, by omitting unchanging informa-
tion such as labels and units from display according to
the movement speed, and displaying only the changing
information that is substantially relevant, a reduction in
the recognition rate may be minimized.

<Configuration of second embodiment of information 
processing device>

[0185] Next, FIG. 15 will be referenced to describe an
example configuration of a second embodiment of the
information processing device 31, which is configured to
omit the display of information whose display content
does not change, such as labels and units, according to
the movement speed. Note that in the information
processing device 31 of FIG. 15, components equipped
with the same functions as components in the information
processing device 31 of FIG. 5 are denoted using the
same names and the same signs, respectively, and the
description of such components may be reduced or omit-
ted where appropriate.
[0186] Namely, the information processing device 31
of FIG. 15 differs from the information processing device
31 of FIG. 5 in that a display control unit 121 is provided
instead of the display control unit 102. The basic function
of the display control unit 121 is similar to the display
control unit 102, but as the movement speed becomes
faster, the display control unit 121 switches to a display
mode that omits the display of information that does not
change after being displayed once, such as labels and
units attached to information.
[0187] More specifically, the display control unit 121 is
equipped with a mode determination unit 121a and a dis-
play image generation unit 121b. The basic operation of
the mode determination unit 121a is similar to the mode
determination unit 102a, but as discussed above, the
mode determination unit 121a switches the display mode
to omit the display of information that does not change
after being displayed once, such as labels and units. In
other words, in this example, the display is switched
among four types of display modes: the simultaneous
display mode and the time-division display mode, as well
as a simultaneous abbreviated display mode and a time-
division abbreviated display mode that do not display in-
formation with unchanging display content.
[0188] In addition, herein, information with unchanging
display content refers to information including unchang-
ing information that is not linked to changes in exercise
intensity detected as the activity state information, as well
as labels or units, for example.
[0189] However, regarding the units or labels of infor-

mation such as the distance traveled, in which the infor-
mation is displayed in units of meters (m) in the time
period immediately after the start, and displayed is units
of kilometers (km) after the distance exceeds 1000 m, or
information such as the elapsed time, in which the infor-
mation is displayed in minutes at first but then displayed
in units of hours after exceeding 60 min, such units or
labels may also be treated as information with unchang-
ing display content as long as the display does not
change.
[0190] Consequently, the information with unchanging
display content referred to herein may be, if units of
length, a unit such as "m" under the condition of being
from 0 m to 999 m or "km" under the condition of exceed-
ing 1000 m, or if a unit of speed, a unit such as "m/s"
under the condition of being from 0 m/s to 999 m/s or
"km/s" under the condition of exceeding 1000 m, or if a
unit of time, a unit such as "min" under the condition of
being from 0 min to 59 min or "h" under the condition of
exceeding 60 min, or the like. Thus, information with un-
changing display content referred to herein includes in-
formation such as units and labels that do not change
under certain conditions.
[0191] In other words, even if a unit or label changes,
insofar as the unit or label does not change under a cer-
tain condition, that unit or label is treated as information
with unchanging display content under the certain con-
dition. Note that the display image generation unit 121b
is equipped with the same function as the display image
generation unit 102b.

<Display control process by information processing de-
vice of FIG. 15>

[0192] Next, the flowcharts in FIGS. 16 and 17 will be
referenced to describe a display control process by the
information processing device 31 of FIG. 15. Note that
the processing in steps S41 to S45, S47, S48, S51 to
S55, step S57, steps S60 to S63, S65, and S69 in the
flowcharts in FIGS. 16 and 17 is similar to the processing
in steps S11 to S24, and steps S25 to S30 in FIG. 9, and
thus description thereof will be reduced or omitted.
[0193] In other words, if the display switching mode is
not active according to the processing from steps S41 to
S45, in step S46 (FIG. 16), the mode determination unit
121a determines whether or not the display in the simul-
taneous display mode has continued for a certain amount
of time. If the display switching mode is not active, in the
initial processing, the display in the simultaneous display
mode has not continued for a certain period of time, and
thus a display image presenting all information simulta-
neously is displayed in the simultaneous display mode
according to the processing of steps S47 and S48.
[0194] If the state of the display switching mode being
inactive continues, the display in the simultaneous dis-
play mode is continued, thereby causing the processing
of step S46 to be repeated, and when the duration in the
simultaneous display mode reaches the certain amount
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of time, the process proceeds to step S49.
[0195] In step S49, the mode determination unit 121a
sets the display mode to the simultaneous abbreviated
display mode, and supplies the display mode setting to
the display image generation unit 121b.
[0196] In step S50, the display image generation unit
121b switches to an abbreviated display that displays all
displayable information simultaneously, while also re-
ducing the size of or omitting information such as labels
and units that the user has likely memorized and does
not need to look at anymore, since such information has
been displayed continually without change for a certain
amount of time.
[0197] The display image generation unit 121b gener-
ates a display image, and controls the display unit 103
to display the display image. In other words, since a cer-
tain amount of time has elapsed in the state of all infor-
mation being displayed, in this case, since the user is in
a state allowing for the recognition more information, and
since features such as the units and label of each infor-
mation type have been displayed continually, the user is
assumed to have memorized such features, and thus a
display image presenting all information but with the units
omitted is generated and made to be displayed on the
display unit 103.
[0198] For example, in the case of displaying "current
time", "distance traveled", "average time per kilometer"
and "heart rate", in the simultaneous display mode, as
indicated by the image display region P91 in FIG. 18, the
units are not indicated for the current time, but "km" is
displayed as the units of "distance traveled", "/km" is dis-
played as the units of "average time per kilometer", and
"bpm" is displayed as the units of "heart rate". In contrast,
in the simultaneous abbreviated display mode, as indi-
cated by the image display region P92 in FIG. 18, "km"
as the units of "distance traveled", "/km" as the units of
"average time per kilometer", and "bpm" as the units of
"heart rate" are all omitted.
[0199] In this way, by displaying in the simultaneous
display mode, all information with the classes of informa-
tion already recognized is displayed in the user’s field of
vision, thereby making it possible to minimize a reduction
in the recognition rate of the information to display. Ad-
ditionally, after the information is displayed for a certain
amount of time in the simultaneous display mode, in a
situation in which the user is likely to have memorized
the units and labels, the units and labels are not dis-
played, thereby making it easier to recognize the actual
numerical values.
[0200] In addition, according to the processing from
step S41 to S55, if the gaze direction is not fixed and a
display is presented while a time t1 or t2 elapses from
the previous display time, or in other words, if there is no
interrupt display, the process proceeds to step S57 (FIG.
17).
[0201] In step S57, the mode determination unit 121a
determines whether or not the user’s current movement
speed supplied by the activity state information acquisi-

tion unit 101 is faster than a certain speed v2, and if faster,
the process proceeds to step S59. The speed v2 is faster
than the speed v1. Consequently, being faster than the
speed v2 indicates, in the assumed case of running, for
example, a state of a particularly fast run.
[0202] In step S59, the mode determination unit 121a
switches the display mode setting from the time-division
display mode to the time-division abbreviated display
mode, and supplies the display mode setting to the dis-
play image generation unit 121b.
[0203] In step S60, the display image generation unit
121b reads out image format information stored in the
storage unit 105, generates an image containing the in-
formation to be displayed in the nth place from among
the images to be displayed by switching in a time series,
additionally omits features such as labels and units, and
causes the display unit 103 to display the generated im-
age.
[0204] In other words, moving at particularly high
speed may be said to be a state in which the recognition
rate falls particularly easily. Accordingly, in such cases,
the display is switched to an abbreviated display that re-
duces the size of or omits information such as labels and
units which was already displayed at low speed and
which the user has likely memorized and does not need
to look at anymore. In this way, only a minimum neces-
sary level of information is displayed with the classes of
information already recognized in the user’s field of vi-
sion, thereby making it possible to minimize a reduction
in the recognition rate of the information to display.
[0205] Additionally, at this point, in step S57, if the cur-
rent movement speed is slower than the speed v2, in
step S58, the display image generation unit 121b reads
out image format information stored in the storage unit
105, generates an image containing the information to
be displayed in the nth place from among the images to
be displayed by switching in a time series, and displays,
on the display unit 103, the generated image which in-
cludes the usual labels and units.
[0206] Furthermore, in step S56, if interrupt display in-
formation exists, the process proceeds to step S65.
[0207] In step S65, the mode determination unit 121a
determines whether or not the user’s current movement
speed supplied by the activity state information acquisi-
tion unit 101 is faster than the certain speed v2, and if
faster, the process proceeds to step S67.
[0208] In step S67, the mode determination unit 121a
switches the display mode setting from the time-division
display mode to the time-division abbreviated display
mode, and supplies the display mode setting to the dis-
play image generation unit 121b.
[0209] In step S68, the display image generation unit
121b reads out image information stored in the storage
unit 105, generates a relevant interrupt display image,
additionally omits features such as labels and units, and
causes the display unit 103 to display the generated in-
terrupt display image.
[0210] In other words, even in the case in which an

31 32 



EP 3 358 445 A1

18

5

10

15

20

25

30

35

40

45

50

55

interrupt display image exists, by displaying only a min-
imum necessary level of information with the classes of
information already recognized, it is possible to minimize
a reduction in the recognition rate of the information to
display.
[0211] On the other hand, in step S61, if the movement
speed is slower than the speed v2, in step S62, the dis-
play image generation unit 121b reads out image format
information stored in the storage unit 105, generates a
relevant interrupt display image, and causes the display
unit 103 to display the interrupt display image which in-
cludes the usual labels and units.
[0212] Furthermore, in step S51, if the gaze direction
has been fixed for a certain amount of time or more, the
process proceeds to step S69.
[0213] In step S69, the mode determination unit 121a
determines whether or not the user’s current movement
speed supplied by the activity state information acquisi-
tion unit 101 is faster than the certain speed v2, and if
faster, the process proceeds to step S71.
[0214] In step S71, the mode determination unit 121a
switches the display mode setting from the time-division
display mode to the time-division abbreviated display
mode, and supplies the display mode setting to the dis-
play image generation unit 121b.
[0215] In step S72, the display image generation unit
121b generates an image that selectively displays the
information displayed in the gaze direction, additionally
omits features such as labels and units, and causes the
display unit 103 to display the generated image.
[0216] In other words, even in the case of displaying
an image of the information in the gaze direction, by dis-
playing only a minimum necessary level of information
with the classes of information already recognized, it is
possible to minimize a reduction in the recognition rate
of the information to display.
[0217] On the other hand, in step S65, if the movement
speed is slower than the speed v2, in step S66, the dis-
play image generation unit 121b generates an image se-
lectively displaying the information displayed in the gaze
direction, and causes the display unit 103 to display the
generated image which includes the usual labels and
units.
[0218] Although the foregoing describes an example
of omitting features such as labels and units from display
according to the movement speed, the information with
changing display content may also be displayed larger
or be made to blink so as to emphasize the display and
make such information easier to recognize than features
such as the labels and units. Alternatively, both the ab-
breviated display and the emphasizing display may be
executed.

<Second example of application used when running>

[0219] In other words, according to the process de-
scribed with reference to the flowcharts in FIGS. 16 and
17, in the case of the application used when running as

discussed earlier, for example, at low speeds, images
like those illustrated in FIG. 10 are successively dis-
played, whereas at high speeds, the display of units such
as "km/h" is omitted, as indicated by the image display
regions P103, P105, P106, and P108 in FIG. 19. Note
that the image display regions P101 to P109 in FIG. 19
correspond to the image display regions P1 to P9 in FIG.
10.

<Second example of application used when cycling>

[0220] In addition, according to the process described
with reference to the flowcharts in FIGS. 16 and 17, for
the case of an application used when cycling, for exam-
ple, when the movement speed is fast, the entirety of the
route is displayed as indicated by the image display re-
gion P121 in FIG. 20, whereas at low speeds, a zoomed-
in view of just the route near the current position is dis-
played, and in addition as indicated by the image display
region P122, and in addition, a scale in units of 1 km is
displayed as illustrated in the right part of the drawing.
Furthermore, at low speeds, a zoomed-in view of just the
nearby route is displayed together with the current speed,
as indicated by the image display region P123, and when
a high speed is reached again, the speed is omitted from
display, as indicated by the image display region P124.

<Second example of application used when playing ten-
nis>

[0221] Furthermore, according to the process de-
scribed with reference to the flowcharts in FIGS. 16 and
17, for the case of an application used when playing ten-
nis, for example, when a rally goes back and forth slowly
and the user’s movement speed is low, units such as the
units "km/h" for the speed of the ball and "spin" displayed
as the units of spin for the ball are displayed, as indicated
by the image display region P141 in FIG. 21. In contrast,
for example, when a rally goes back and forth quickly
and the user’s movement speed is high, units such as
the units "km/h" for the speed of the ball and "spin" dis-
played as the units of spin for the ball are omitted from
the display, as indicated by the image display region
P142 in FIG. 21.

<Second example of application used when playing golf>

[0222] In addition, according to the process described
with reference to the flowcharts in FIGS. 16 and 17, for
the case of an application used when playing golf, for
example, when moving by walking or by cart between
rounds and the user’s movement speed is comparatively
fast, the display switches from an image displaying the
distances to the center and the edge of the green as
indicated by the image display region P161 in FIG. 22 to
information about a recommended club as indicated by
the image display region P162, which is displayed as an
interrupt display image. On the other hand, when the us-
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er’s movement has stopped and the user is assumed to
be entering the release, in order to concentrate on the
play, the display may be switched from the display of the
distances to the center and the edge of the green as
indicated by the image display region P163 in FIG. 22 to
a state in which nothing is displayed as indicated by the
image display region P164, which is displayed as an in-
terrupt display image.
[0223] Although the foregoing describes an example
of omitting the display of some information to display ac-
cording to the exercise intensity, the class of sports that
the user is currently playing, such as tennis, running, or
golf, may be analyzed on the basis of multiple pieces of
information included in the exercise intensity, an appli-
cation corresponding to a sport according to the analysis
result may be activated, and a threshold value for con-
figuring whether or not to omit information from display
may be set depending on the application program.
[0224] In addition, when the exercise intensity is high,
information is omitted from display as a general rule, but
in cases in which the gaze is directed towards the image
display region even for a moment according to gaze de-
tection, information may be displayed without omission.
[0225] Furthermore, in cases in which the gaze is di-
rected towards the image display region for a certain
amount of time or longer, labels and units may be dis-
played regardless of the exercise intensity.
[0226] In addition, according to the usage frequency
of an application, such as if the usage frequency is low,
for example, information may be displayed without omis-
sion, whereas conversely, if the usage frequency is high,
information may be omitted from display.

<Third embodiment>

[0227] The foregoing describes an example in which
the information presented by the images displayed by
the display unit 103 is graphics and text, but in some
cases, information is displayed in a more easily recog-
nizable manner with images resembling instrument me-
ters or gauges enabling the recognition of approximate
degree.
[0228] Examples of the display of graphics displayed
in an image display region resembling such instrument
meters or gauges are illustrated in FIG. 23.
[0229] For example, the image display regions G1,
G11, and G21 in FIG. 23 illustrate graphics displaying a
bar graph depending on the numerical value along the
horizontal axis. Herein, the position on the horizontal axis
of the apex of the inverted white triangle in the illustrations
represents a target value. The case of being lower than
the target value (Under) is displayed in the image display
region G1, while the case of matching the target value
(OK) is displayed in the image display region G11, and
the case of being higher than the target value (Over) is
displayed in the image display region G21.
[0230] Similarly, the image display regions G2, G12,
and G22 in FIG. 23 illustrate graphics displaying a bar

graph depending on the numerical value along the ver-
tical axis. Herein, the position on the vertical axis of the
apex of the inverted white triangle in the illustrations rep-
resents a target value. The case of being lower than the
target value is displayed in the image display region G2,
while the case of matching the target value is displayed
in the image display region G12, and the case of being
higher than the target value is displayed in the image
display region G22.
[0231] In addition, the image display regions G3, G13,
and G23 in FIG. 23 illustrate graphics displaying a solid-
line circle whose radial size with respect to the center
position depends on the numerical value. Herein, the dis-
tance from the center of the dashed-line circle in the il-
lustrations represents a target value. The case of being
lower than the target value is displayed in the image dis-
play region G3, while the case of matching the target
value is displayed in the image display region G13, and
the case of being higher than the target value is displayed
in the image display region G23. Note that although an
example of expressing the numerical value with the radial
size of a true circle is illustrated in FIG. 23, a true circle
is not strictly necessary. For example, an ellipse or a
square shape made of a polygon may also be used. The
outer shape may also be some other freeform shape,
insofar as the shape in at least a first direction and a
second direction changes depending on the numerical
value. In other words, it is sufficient to have a graphic
figure made up of a shape which is expressed in a two-
dimensional plane and whose respective widths in at
least two directions or more can express the magnitude
of a numerical value.
[0232] Also, the two directions referred to herein are,
in the case of the shape being an ellipse, the directions
of the major axis and the minor axis, for example. In this
case, the major axis and the minor axis are set and the
shape is expressed according to the numerical value.
Also, the axes in the two directions are orthogonal to
each other in the case of an ellipse, but may also be non-
orthogonal. Furthermore, the positions at which the major
axis and the minor axis are set may also be eccentric.
Meanwhile, a true circle is an ellipse for which the major
axis and the minor axis are the same.
[0233] Furthermore, the image display regions G4,
G14, and G24 in FIG. 23 illustrate graphics displaying a
bar-shaped needle that rotates with respect to a lower
center position by an angle depending on the numerical
value. Herein, the position of the inverted white triangle
in the illustrations represents a target value. The case of
being lower than the target value is displayed in the image
display region G4, while the case of matching the target
value is displayed in the image display region G14, and
the case of being higher than the target value is displayed
in the image display region G24.
[0234] In addition, the image display regions G5, G15,
and G25 in FIG. 23 illustrate graphics displaying an arrow
in different directions and a circle depending on the nu-
merical value. Herein, in the case of being lower than the
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target value, an upward-facing arrow is displayed as in-
dicated by the image display region G5, while in the case
of matching the target value, a circle is displayed as in-
dicated by the image display region G15, and in the case
of being higher than the target value, a downward-facing
arrow is displayed as indicated by the image display re-
gion G25.
[0235] Furthermore, as indicated by the image display
regions G6, G16, and G26 in FIG. 23, the respective spe-
cific target value (in the illustrations, displayed as 5 km/h)
and current numerical values are displayed as text infor-
mation. In the image display regions G6, G16, and G26
in FIG. 23, 2 km/h, 5 km/h, and 9 km/h are displayed,
respectively.
[0236] Regarding these display examples, FIG. 24 il-
lustrates the results of statistically comparing the ease
of recognition when still (when not exercising) and the
ease of recognition when exercising according to the re-
spective recognition rates.
[0237] As a result, the ranking by recognition rate when
still becomes the image display regions G4, G2, G1, G3,
G5, and G6 from highest to lowest, as indicated in the
left part of FIG. 24. However, the ranking by recognition
rate when exercising becomes the image display regions
G3, G1, G4, G2, G5, and G6 from highest to lowest, as
indicated in the right part of FIG. 24.
[0238] In other words, the display example with highest
recognition rate is the image display region G4 when still,
but becomes the image display region G3 when exercis-
ing, thereby indicating that there is a difference between
the graphics with the highest recognition rate between
when still and when exercising.
[0239] A possible explanation for this is because, as
illustrated in FIG. 25, for the image display region G4 that
expresses the numerical value by using an angle, the
position pointed to by the tip of the bar indicating the
value becomes difficult to see, whereas the image display
region G3 that expresses the numerical value by using
surface area is easy to recognize even if looking while
shaking with respect to the center position.
[0240] Given the above, by switching to graphics that
are easy to see according to the exercise intensity, name-
ly the movement speed, conceivably it is possible to min-
imize a reduction in the recognition rate due to exercise.

<Configuration of third embodiment of information 
processing device>

[0241] Next, FIG. 26 will be referenced to describe an
example configuration of a third embodiment of the in-
formation processing device 31, which is configured to
switch the graphics for display according to the move-
ment speed. Note that in the information processing de-
vice 31 of FIG. 26, components equipped with the same
functions as components in the information processing
device 31 of FIG. 5 are denoted using the same names
and the same signs, respectively, and the description of
such components may be reduced or omitted where ap-

propriate.
[0242] Namely, the information processing device 31
of FIG. 26 differs from the information processing device
31 of FIG. 5 in that a display control unit 141 is provided
instead of the display control unit 102. The basic function
of the display control unit 141 is similar to the display
control unit 102, but the display control unit 141 varies
the graphics used to express information for display ac-
cording to the movement speed. More specifically, the
display control unit 141 is equipped with a mode deter-
mination unit 141a and a display image generation unit
141b. When displaying graphics, the mode determination
unit 141a switches the display mode among the simulta-
neous display mode that displays multiple types of infor-
mation simultaneously, the time-division display mode
that display multiple types of information by time division,
as well as a high-speed graphics display mode, and a
low-speed graphics display mode. The display image
generation unit 141b basically is equipped with the same
function as the display image generation unit 102b, but
additionally generates and displays on the display unit
103 a display image using graphics in the display mode
set by the mode determination unit 141a.
[0243] Note that the display image generation unit
141b generating a display image using graphics means
that the display control unit 141 generates display control
information for controlling the display unit 103 to display
a display image using graphics. Consequently, the dis-
play control unit 141 controls the display image genera-
tion unit 141b to generate display control information and
controls the display on the display unit 103 in accordance
with the generated display control information, thereby
causing a display image using graphics to be displayed
on the display unit 103. Also, the display control informa-
tion referred to herein includes video signal (analog video
signal or digital video signal) streaming packets, or in-
struction information (markup language (Hypertext
Markup Language (HTML), Extensible Markup Lan-
guage (XML))).
[0244] Note that in the following, graphics having a high
recognition rate at high speeds are simply designated
high-speed graphics, and similarly, graphics having a
high recognition rate at low speeds are simply designated
low-speed graphics.

<Display control process by information processing de-
vice of FIG. 26>

[0245] Next, the flowcharts in FIGS. 27 to 30 will be
referenced to describe a display control process by the
information processing device 31 of FIG. 26. Note that
the processing in steps S81 to S96 and steps S102 to
S105 in the flowcharts in FIGS. 27 to 30 is similar to the
processing in steps S41 to S56 in FIGS. 16 and 17, and
thus description thereof will be reduced or omitted.
[0246] In other words, according to the processing from
step S81 to S96, if the gaze direction is not fixed and a
display is presented while a time t1 or t2 elapses from
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the previous display time, and if there is no interrupt dis-
play, the process proceeds to step S97.
[0247] In step S97 (FIG. 28), the mode determination
unit 141a determines whether or not the user’s current
movement speed supplied by the activity state informa-
tion acquisition unit 101 is faster than a certain speed v2,
and if not faster, the process proceeds to step S98.
[0248] In step S98, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the low-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0249] In step S99, the mode determination unit 141a
determines whether or not, in the display image displayed
immediately previously, a display image using graphics
with a high recognition rate when the movement speed
is fast is being displayed. At this point, in the immediately
previous display, for example, if the image display re-
gions G3, G13, and G23 in FIG. 23 were used as the
graphics with a high recognition rate when the movement
speed is fast, for example, high-speed graphics are being
displayed, and thus the process proceeds to step S100.
[0250] In step S100, the display image generation unit
141b varies the display to make a visually recognizable
change from high-speed graphics to low-speed graphics
in the image being displayed. In other words, the display
control unit 141 varies the display to make the process
of changing from the graphics that were displayed ac-
cording to any of the image display regions G3, G13, and
G23 in FIG. 23, for example, to graphics with a high rec-
ognition rate at low speeds, such as the corresponding
graphics of the image display regions G4, G14, and G24,
for example, visually recognizable.
[0251] More specifically, display images in which the
shapes of the graphics displayed in the image display
regions G3, G13, and G23 gradually change, such as by
animated moving images, for example, are generated
and displayed on the display unit 103, thereby causing
the display unit 103 to display the shapes changing. The
reason for varying the display to make the change visually
recognizable in this way is because it is desirable to
present the same information with completely different
graphics, and thus if the graphics changed suddenly,
there is a risk of the user becoming confused as to what
information is being presented. Consequently, the graph-
ics before and after the change may be enclosed by the
same column or the like to explicitly express that the
graphics have changed, for example.
[0252] In step S101, the display image generation unit
141b causes the display unit 103 to display the nth display
information based on the current activity state information
using the changed low-speed graphics.
[0253] Note that in step S99, if high-speed graphics
are not being used, or if low-speed graphics are already
being used, the processing in step S100 is skipped, and
the nth display information based on the current activity
state information is displayed using low-speed graphics.
[0254] On the other hand, in step S97, in the case of

determining that the movement speed is fast, the process
proceeds to step S106.
[0255] In step S106, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the high-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0256] In step S107, the mode determination unit 141a
determines whether or not, in the display image displayed
immediately previously, a display image using graphics
with a high recognition rate when the movement speed
is slow is being displayed. At this point, in the immediately
previous display, for example, if the image display re-
gions G4, G14, and G24 in FIG. 23 were used as the
graphics with a high recognition rate when the movement
speed is slow, for example, low-speed graphics are being
displayed, and thus the process proceeds to step S101.
[0257] In step S108, the display image generation unit
141b varies the display to make a visually recognizable
change from low-speed graphics to high-speed graphics
in the image being displayed. In other words, the display
control unit 141 causes the display unit 103 to vary the
display to make the process of changing from the graph-
ics that were displayed according to any of the image
display regions G4, G14, and G24 in FIG. 23, for exam-
ple, to graphics with a high recognition rate at high
speeds, such as the corresponding graphics of the image
display regions G3, G13, and G23, for example, visually
recognizable.
[0258] In step S109, the display image generation unit
141b causes the display unit 103 to display the nth display
information based on the current activity state information
using the changed high-speed graphics.
[0259] Note that in step S107, if low-speed graphics
are not being used, or if high-speed graphics are already
being used, the processing in step S108 is skipped, and
the nth display information based on the current activity
state information is displayed using high-speed graphics.
[0260] In step S96, if interrupt display information is
determined to exist, the process proceeds to step S110.
[0261] In step S110 (FIG. 29), the mode determination
unit 141a determines whether or not the user’s current
movement speed supplied by the activity state informa-
tion acquisition unit 101 is faster than a certain speed v2,
and if not faster, the process proceeds to step Sill.
[0262] In step S111, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the low-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0263] In step S112, the display image generation unit
141b determines whether or not, in the display image
displayed immediately previously, a display image using
graphics with a high recognition rate when the movement
speed is fast is being displayed. In step S112, if a display
image is being displayed using high-speed graphics, the
process proceeds to step S113.
[0264] In step S113, the display image generation unit
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141b causes the display unit 103 to vary the display to
make a visually recognizable change from high-speed
graphics to low-speed graphics in the image being dis-
played.
[0265] In step S114, the display image generation unit
141b causes the display unit 103 to display the interrupt
display information using the changed low-speed graph-
ics.
[0266] Note that in step S112, if high-speed graphics
are not being used, or if low-speed graphics are already
being used, the processing in step S113 is skipped, and
low-speed graphics are used to display the interrupt dis-
play information.
[0267] On the other hand, in step S110, in the case of
determining that the movement speed is fast, the process
proceeds to step S115.
[0268] In step S115, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the high-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0269] In step S116, the display image generation unit
141b determines whether or not, in the display image
displayed immediately previously, a display image using
graphics with a high recognition rate when the movement
speed is slow is being displayed. In step S116, if a display
image is being displayed using low-speed graphics, for
example, the process proceeds to step S117.
[0270] In step S117, the display image generation unit
141b causes the display unit 103 to vary the display to
make a visually recognizable change from low-speed
graphics to high-speed graphics in the image being dis-
played.
[0271] In step S118, the display image generation unit
141b causes the display unit 103 to display the interrupt
display information using the changed high-speed graph-
ics.
[0272] Note that in step S116, if low-speed graphics
are not being used, or if high-speed graphics are already
being used, the processing in step S117 is skipped, and
high-speed graphics are used to display the interrupt dis-
play information.
[0273] In step S92 (FIG. 27), in the case of determining
that the gaze direction is fixed, the process proceeds to
step S119.
[0274] In step S119 (FIG. 30), the mode determination
unit 141a determines whether or not the user’s current
movement speed supplied by the activity state informa-
tion acquisition unit 101 is faster than a certain speed v2,
and if not faster, the process proceeds to step S120.
[0275] In step S120, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the low-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0276] In step S121, the display image generation unit
141b determines whether or not, in the display image
displayed immediately previously, a display image using

graphics with a high recognition rate when the movement
speed is high is being displayed. In step S121, if a display
image is being displayed using high-speed graphics, the
process proceeds to step S122.
[0277] In step S122, the display image generation unit
141b causes the display unit 103 to vary the display to
make a visually recognizable change from high-speed
graphics to low-speed graphics in the image being dis-
played.
[0278] In step S123, the display image generation unit
141b causes the display unit 103 to display the display
information in the gaze direction using the changed low-
speed graphics.
[0279] Note that in step S121, if high-speed graphics
are not being used, or if low-speed graphics are already
being used, the processing in step S122 is skipped, and
low-speed graphics are used to display the display infor-
mation in the gaze direction.
[0280] On the other hand, in step S119, in the case of
determining that the movement speed is fast, the process
proceeds to step S124.
[0281] In step S124, the mode determination unit 141a
switches the display mode setting from the time-division
display mode to the high-speed graphics display mode,
and supplies the display mode setting to the display im-
age generation unit 141b.
[0282] In step S125, the display image generation unit
141b determines whether or not, in the display image
displayed immediately previously, a display image using
graphics with a high recognition rate when the movement
speed is slow is being displayed. In step S125, if a display
image is being displayed using low-speed graphics, for
example, the process proceeds to step S126.
[0283] In step S126, the display image generation unit
141b causes the display unit 103 to vary the display to
make a visually recognizable change from low-speed
graphics to high-speed graphics in the image being dis-
played.
[0284] In step S127, the display image generation unit
141b causes the display unit 103 to display the display
information in the gaze direction using the changed high-
speed graphics.
[0285] Note that in step S125, if low-speed graphics
are not being used, or if high-speed graphics are already
being used, the processing in step S126 is skipped, and
high-speed graphics are used to display the display in-
formation in the gaze direction.
[0286] According to the above process, it becomes
possible to switch to graphics with a high recognition rate
for display according to the movement speed, thereby
making it possible to minimize a reduction in the recog-
nition rate due to the activity state. In addition, when
changing the graphics, the way the shape of the graphics
changes is made to be visually recognizable, thereby
making it possible to minimize misunderstanding of what
kind of information the displayed information is, even
when the shape of the graphics changes.
[0287] Note that any of the first embodiment to the third
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embodiment discussed above may also be combined.
[0288] Also, the foregoing describes an example in
which, as the movement speed becomes faster, the dis-
play time of images displayed by being switched succes-
sively in a time is lengthened, or in other words, the frame
rate is lowered, thereby making text and characters eas-
ier to recognize and minimizing a reduction in the recog-
nition rate even while the user is active.
[0289] However, in the case of graphics such as the
layout G3 in FIG. 23 or the like, it is possible to roughly
visualize the approximate degree without reading the de-
tailed position, and thus rather than performing control
to lower the frame rate, raising the frame rate to make
the shapes expressed by the graphics vary at high speed
may possibly allow for expression with a sense of imme-
diacy. Accordingly, for images displayed successively in
a time series, depending on the format in which to display
information, the display time may be shortened as the
movement speed becomes faster, or conversely, the dis-
play time may be lengthened as the movement speed
becomes faster.
[0290] Furthermore, although the foregoing describes
an example of displaying a maximum of four different
types of information, for the case of displaying more types
of information, for example, even if the information is split
up and displayed two types at a time, there is a risk of a
reduction in the recognition rate due to overlooking the
desired information. Accordingly, multiple information
types may be split up for display, and in addition, the
same information may be repeatedly displayed multiple
times. According to such a configuration, if the informa-
tion can be read at least once out of the multiple times
that information is displayed, it becomes possible to min-
imize overlooking, and as a result, it becomes possible
to minimize a reduction in the recognition rate.
[0291] In addition, although the foregoing describes an
example of controlling the display of images displayed
on the display unit 103 by the display control unit 102,
121, or 141 in the information processing device 31, the
configuration corresponding to the display control unit
102, 121, or 141 is not required to be built into the infor-
mation processing device, and may also be provided on
the Internet or on a local network, for example, so that
only the information of images to be displayed is dis-
played by the information processing device 31 worn on
the eyeglasses 11.
[0292] The foregoing describes an example of switch-
ing graphics according to the exercise intensity, but
graphics may also be switched according to a component
in the vibration direction. For example, if the graphics G1
in FIG. 23, for which change in the value is easy to rec-
ognize in the horizontal direction, is being used and dis-
played, when vibration in the horizontal direction is de-
tected, the graphics may be switched to graphics having
a vertical component as the axis that expresses the value,
such as the graphics G2 or G3 in FIG. 23, for example.
Conversely, for example, if the graphics G2 in FIG. 23,
for which change in the value is easy to recognize in the

vertical direction, is being used and displayed, when vi-
bration in the vertical direction is detected, the graphics
may be switched to graphics having a horizontal compo-
nent as the axis that expresses the value, such as the
graphics G1 or G3 in FIG. 23, for example.
[0293] Furthermore, the information processing device
31 may also be provided on a network and be configured
to control the display unit 103 on the eyeglasses 11
through the network (the Internet, or a local network).
[0294] In addition, the first to the third embodiments
discussed above may also be configured as follows.
[0295] For example, as illustrated in FIG. 31, an HMD
201 equipped with the activity state information acquisi-
tion unit 101, the display unit 103, the operating unit 104
the storage unit 105 and the gaze detection unit 106 may
be configured as a separate device from the information
processing device 31 equipped with any of the display
control unit 102, 121, or 141, and the separate devices
may be configured to communicate with each other by
wired communication, or by wireless communication us-
ing a protocol such as Wi-Fi or Bluetooth. In this case,
the information processing device 31 is configured as a
mobile terminal, such as a smartphone, for example.
[0296] Furthermore, as illustrated in FIG. 32, the HMD
201 and the information processing device 31 may also
be connected over a network 221, such as the Internet
or an intranet. In this case, the information processing
device 31 is configured as a server on the network or the
like, for example.

<Execution by Software>

[0297] Incidentally, the above series of processes can,
for example, be executed by hardware, or can be exe-
cuted by software. In the case where the series of proc-
esses is executed by software, a program configuring
this software is installed in a computer included in dedi-
cated hardware, or a general-purpose personal compu-
ter which can execute various functions when various
programs are installed, etc., from a recording medium.
[0298] FIG. 33 shows an example configuration of a
general-purpose personal computer. The computer in-
cludes a CPU (Central Processing Unit) 1001. An in-
put/output interface 1005 is connected to the CPU 1001
through a bus 1004. A ROM (Read Only Memory) 1002
and a RAM (Random Access Memory) 1003 are con-
nected to the bus 1004.
[0299] An input unit 1006 including an input device,
such as a keyboard, a mouse, etc., which is used by the
user to input an operation command, an output unit 1007
which outputs a process operation screen or an image
of a process result to a display device, a storage unit
1008 including a hard disk drive etc. which stores a pro-
gram or various items of data, and a communication unit
1009 including a LAN (Local Area Network) adaptor etc.
which performs a communication process through a net-
work typified by the Internet, are connected to the in-
put/output interface 1005. Also, connected is a drive 1010
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which reads and writes data from and to a removable
medium 1011, such as a magnetic disk (including a flex-
ible disk), an optical disk (including a CD-ROM (Compact
Disc-Read Only Memory) and a DVD (Digital Versatile
Disc)), an magneto-optical disk (including an MD (Mini
Disc)), or a semiconductor memory, etc.
[0300] The CPU 1001 executes various processes ac-
cording to a program stored in the ROM 1002 or a pro-
gram which is read from the removable medium 1011,
such as a magnetic disk, an optical disk, a magneto-op-
tical disk, or a semiconductor memory, etc., is installed
in the storage unit 1008, and is loaded from the storage
unit 1008 to the RAM 1003. The RAM 1003 also stores
data which is necessary when the CPU 1001 executes
various processes, etc., as appropriate.
[0301] In the computer configured as described above,
the CPU 1001 loads a program that is stored, for exam-
ple, in the storage unit 1008 onto the RAM 1003 via the
input/output interface 1005 and the bus 1004, and exe-
cutes the program. Thus, the above-described series of
processing is performed.
[0302] Programs to be executed by the computer (the
CPU 1001) are provided being recorded in the removable
medium 1011 which is a packaged medium or the like.
Also, programs may be provided via a wired or wireless
transmission medium, such as a local area network, the
Internet or digital satellite broadcasting.
[0303] In the computer, by inserting the removable me-
dium 1011 into the drive 1010, the program can be in-
stalled in the storage unit 1008 via the input/output inter-
face 1005. Further, the program can be received by the
communication unit 1009 via a wired or wireless trans-
mission medium and installed in the storage unit 1008.
Moreover, the program can be installed in advance in the
ROM 1002 or the storage unit 1008.
[0304] It should be noted that the program executed
by a computer may be a program that is processed in
time series according to the sequence described in this
specification or a program that is processed in parallel
or at necessary timing such as upon calling.
[0305] Further, in the present disclosure, a system has
the meaning of a set of a plurality of configured elements
(such as an apparatus or a module (part)), and does not
take into account whether or not all the configured ele-
ments are in the same casing. Therefore, the system may
be either a plurality of apparatuses, stored in separate
casings and connected through a network, or a plurality
of modules within a single casing.
[0306] An embodiment of the disclosure is not limited
to the embodiments described above, and various
changes and modifications may be made without depart-
ing from the scope of the disclosure.
[0307] For example, the present disclosure can adopt
a configuration of cloud computing which processes by
allocating and connecting one function by a plurality of
apparatuses through a network.
[0308] Further, each step described by the above-
mentioned flow charts can be executed by one apparatus

or by allocating a plurality of apparatuses.
[0309] In addition, in the case where a plurality of proc-
esses are included in one step, the plurality of processes
included in this one step can be executed by one appa-
ratus or by sharing a plurality of apparatuses.
[0310] Additionally, the present technology may also
be configured as below.

<1> An information processing device including:

an activity state information acquisition unit con-
figured to acquire activity state information; and
a display mode setting unit configured to set a
display mode from among a plurality of display
modes on the basis of the activity state informa-
tion acquired by the activity state information ac-
quisition unit,
in which the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.

<2> The information processing device according to
<1>, in which the plurality of display modes includes
the first display mode of simultaneously displaying
the first information and the second information, and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods.
<3> The information processing device according to
<2>, in which the display mode setting unit sets the
first display mode of simultaneously displaying the
first information and the second information, and the
second display mode of displaying the first informa-
tion at first timing and displaying the second infor-
mation at second timing different from the first timing.
<4> The information processing device according to
<2>, in which the plurality of display modes includes
the first display mode of simultaneously displaying
the first information and the second information, and
a second display mode of displaying the first infor-
mation at first timing and displaying the second in-
formation at second timing different from the first tim-
ing, the first timing and the second timing not being
overlapped with each other.
<5> The information processing device according to
<4>, in which the display mode setting unit sets a
simultaneous display mode of simultaneously dis-
playing the first information and the second informa-
tion, and a time-division display mode of displaying
the first information at first timing and displaying the
second information at second timing different from
the first timing by time division.
<6> The information processing device according to
any one of <1> to <5>, in which the activity state
information includes user’s exercise intensity.
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<7> The information processing device according to
<6>, in which the user’s exercise intensity is speci-
fied by measurement of movement speed, vibration,
gaze, heart rate, body temperature, perspiration,
brain waves, or myoelectric potential of the user.
<8> The information processing device according to
<1>, in which the display mode setting unit sets the
first display mode of simultaneously displaying the
first information and the second information in a case
where the exercise intensity is weaker than a first
certain threshold value, and sets the second display
mode of displaying the first information and the sec-
ond information at different timing in separate time
periods in a case where the exercise intensity is
stronger than the first certain threshold value.
<9> The information processing device according to
<8>, in which the display mode setting unit sets dis-
play time, during which the first information and the
second information are displayed, according to the
exercise intensity in a case where the exercise in-
tensity is stronger than the first certain threshold val-
ue and the second display mode of displaying the
first information and the second information at differ-
ent timing in separate time periods is set.
<10> The information processing device according
to <8>, in which in a case where the exercise intensity
is stronger than the first certain threshold value and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods is set, the display mode set-
ting unit sets that the certain number of pieces of
information are displayed each for first display time
if the exercise intensity is weaker than a second cer-
tain threshold value larger than the first certain
threshold value, and sets that the first information
and the second information are displayed for second
display time if the exercise intensity is stronger than
the second certain threshold value.
<11> The information processing device according
to any one of <1> to <10>, in which the first display
time is shorter than the second display time.
<12> The information processing device according
to <10>, in which the first display time is longer than
the second display time.
<13> The information processing device according
to <6>, in which in a case where the exercise intensity
is stronger than the first certain threshold value and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods is set, the display mode set-
ting unit sets that the certain number of pieces of
information are displayed each for first display time
if the exercise intensity is weaker than a second cer-
tain threshold value larger than the first certain
threshold value, and sets that the first information
and the second information are displayed for second
display time if the exercise intensity is stronger than
the second certain threshold value larger than the

first certain threshold value.
<14> The information processing device according
to any one of <1> to <13>, in which the display mode
setting unit sets display time, during which the first
information and the second information are dis-
played, according to importance of information to be
displayed.
<15> The information processing device according
to any one of <1> to <14>, in which the plurality of
display modes includes the first display mode of si-
multaneously displaying the first information and the
second information, and the second display mode
of displaying the first information and the second in-
formation at different timing according to exercise
intensity on the basis of user’s operation contents.
<16> The information processing device according
to any one of <1> to <15>, further including a display
image generation unit configured to generate an im-
age according to the display mode set by the display
mode setting unit.
<17> The information processing device according
to <16>, further including a display unit configured
to display an image which can be seen along with
an outside world,
in which the display unit displays, as the display im-
age, the image generated by the display image gen-
eration unit according to the display mode set by the
display mode setting unit.
<18> The information processing device according
to any one of <1> to <17>, in which the display unit
further includes displaying of the display image dis-
played by an eyepiece optical system in which a
length in a direction, which is shorter than the other
directions, of a region where light is emitted towards
user’s pupil is shorter than or equal to an upper limit
of pupil diameter variation.
<19> The information processing device according
to any one of <1> to <18>, in which the display mode
setting unit controls displaying of a mobile terminal.
<20> An information processing method including
the steps of:

acquiring activity state information; and
setting a display mode from among a plurality
of display modes on the basis of the acquired
activity state information,
in which the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.

<21> A program causing a computer to function as:

an activity state information acquisition unit con-
figured to acquire activity state information; and
a display mode setting unit configured to set a
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display mode from among a plurality of display
modes on the basis of the activity state informa-
tion acquired by the activity state information ac-
quisition unit,
in which the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.

REFERENCE SIGNS LIST

[0311]

11 eyeglasses
31 information processing device
41 main unit
41a operating unit
42 arm
43 light guide reflection unit
51 light guide unit
61 eyepiece lens
71 projection unit
72 reflection unit
101 activity state information acquisition unit
102 display control unit
102a display control unit
102b display image generation unit
103 display unit
104 operating unit
105 storage unit
106 gaze detection unit
121 display control unit
121a mode determination unit
121b display image generation unit
141 display control unit
141a mode determination unit
141b display image generation unit

Claims

1. An information processing device comprising:

an activity state information acquisition unit con-
figured to acquire activity state information; and
a display mode setting unit configured to set a
display mode from among a plurality of display
modes on the basis of the activity state informa-
tion acquired by the activity state information ac-
quisition unit,
wherein the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.

2. The information processing device according to
claim 1,
wherein the plurality of display modes includes the
first display mode of simultaneously displaying the
first information and the second information, and the
second display mode of displaying the first informa-
tion and the second information at different timing in
separate time periods.

3. The information processing device according to
claim 2,
wherein the plurality of display modes includes the
first display mode of simultaneously displaying the
first information and the second information, and the
second display mode of displaying the first informa-
tion at first timing and displaying the second infor-
mation at second timing different from the first timing,
the first timing and the second timing not being over-
lapped with each other.

4. The information processing device according to
claim 1,
wherein the activity state information includes user’s
exercise intensity.

5. The information processing device according to
claim 4,
wherein the user’s exercise intensity is specified by
measurement of movement speed, vibration, gaze,
heart rate, body temperature, perspiration, brain
waves, or myoelectric potential of the user.

6. The information processing device according to
claim 1,
wherein the display mode setting unit sets the first
display mode of simultaneously displaying the first
information and the second information in a case
where the exercise intensity is weaker than a first
certain threshold value, and sets the second display
mode of displaying the first information and the sec-
ond information at different timing in separate time
periods in a case where the exercise intensity is
stronger than the first certain threshold value.

7. The information processing device according to
claim 6,
wherein the display mode setting unit sets display
time, during which the first information and the sec-
ond information are displayed, according to the ex-
ercise intensity in a case where the exercise intensity
is stronger than the first certain threshold value and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods is set.

8. The information processing device according to
claim 6,
wherein in a case where the exercise intensity is
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stronger than the first certain threshold value and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods is set, the display mode set-
ting unit sets that the certain number of pieces of
information are displayed each for first display time
if the exercise intensity is weaker than a second cer-
tain threshold value larger than the first certain
threshold value, and sets that the first information
and the second information are displayed for second
display time if the exercise intensity is stronger than
the second certain threshold value.

9. The information processing device according to
claim 8,
wherein the first display time is shorter than the sec-
ond display time.

10. The information processing device according to
claim 8,
wherein the first display time is longer than the sec-
ond display time.

11. The information processing device according to
claim 4,
wherein in a case where the exercise intensity is
stronger than the first certain threshold value and
the second display mode of displaying the first infor-
mation and the second information at different timing
in separate time periods is set, the display mode set-
ting unit sets that the certain number of pieces of
information are displayed each for first display time
if the exercise intensity is weaker than a second cer-
tain threshold value larger than the first certain
threshold value, and sets that the first information
and the second information are displayed for second
display time if the exercise intensity is stronger than
the second certain threshold value larger than the
first certain threshold value.

12. The information processing device according to
claim 1,
wherein the display mode setting unit sets display
time, during which the first information and the sec-
ond information are displayed, according to impor-
tance of information to be displayed.

13. The information processing device according to
claim 1,
wherein the plurality of display modes includes the
first display mode of simultaneously displaying the
first information and the second information, and the
second display mode of displaying the first informa-
tion and the second information at different timing
according to exercise intensity on the basis of user’s
operation contents.

14. The information processing device according to

claim 1, further comprising a display image genera-
tion unit configured to generate an image according
to the display mode set by the display mode setting
unit.

15. The information processing device according to
claim 14, further comprising a display unit configured
to display an image which can be seen along with
an outside world,
wherein the display unit displays, as the display im-
age, the image generated by the display image gen-
eration unit according to the display mode set by the
display mode setting unit.

16. The information processing device according to
claim 1,
wherein the display unit further includes displaying
of the display image displayed by an eyepiece optical
system in which a length in a direction, which is short-
er than the other directions, of a region where light
is emitted towards user’s pupil is shorter than or
equal to an upper limit of pupil diameter variation.

17. The information processing device according to
claim 1,
wherein the display mode setting unit controls dis-
playing of a mobile terminal.

18. An information processing method comprising the
steps of:

acquiring activity state information; and
setting a display mode from among a plurality
of display modes on the basis of the acquired
activity state information,
wherein the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.

19. A program causing a computer to function as:

an activity state information acquisition unit con-
figured to acquire activity state information; and
a display mode setting unit configured to set a
display mode from among a plurality of display
modes on the basis of the activity state informa-
tion acquired by the activity state information ac-
quisition unit,
wherein the plurality of display modes includes
a first display mode of simultaneously displaying
first information and second information differ-
ent from the first information, and a second dis-
play mode of displaying the first information and
the second information at different timing.
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