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(54) VEHICLE CONTROL DEVICE AND VEHICLE CONTROL METHOD

(57) A controller is a control device for a vehicle in-
cluding an engine, an automatic transmission, and an oil
pump and executes a sailing stop control that stops the
engine and brings the automatic transmission into a neu-
tral state when a sailing stop condition is satisfied. The
controller cancels the sailing stop control to start the en-
gine when a road inclination becomes larger than a pre-
determined value during the sailing stop control.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a control device
for a vehicle and a control method for the vehicle.

BACKGROUND ART

[0002] JP2013-213557A discloses a technique corre-
sponding to a sailing stop control which stops a driving
source and brings an automatic transmission into a neu-
tral state when a sailing stop condition is satisfied.

SUMMARY OF INVENTION

[0003] When a vehicle travels on an uphill road and
similar road, it is preferred that a speed ratio of the au-
tomatic transmission is on a low side, that is, a large side.
This is because the larger the speed ratio of the automatic
transmission is, the larger a vehicle propulsion is ob-
tained.
[0004] However, during the sailing stop control, in re-
lation to performing freewheeling, a vehicle speed is at
a medium-high speed, and the speed ratio of the auto-
matic transmission is set to a high side, that is, a small
side. During the sailing stop control, a driving source is
stopped; therefore, a hydraulic pressure cannot be gen-
erated with an oil pump driven by a power of the driving
source.
[0005] In view of this, when the sailing stop control is
cancelled on the uphill road, it is possible to fail to ensure
a hydraulic pressure sufficient for controlling the auto-
matic transmission for a reacceleration, for example, a
hydraulic pressure sufficient for a downshift of the auto-
matic transmission and a clutch engagement of the au-
tomatic transmission. As a result, it is possible that the
vehicle propulsion for the reacceleration becomes insuf-
ficient or a generation of the vehicle propulsion delays.
[0006] The present invention has been made in con-
sideration of such problem. The object is to provide a
control device for a vehicle and a control method for the
vehicle configured to appropriately control the automatic
transmission even when entering a steep road during a
driving-source-stop-while-traveling control including a
sailing stop control.
[0007] A control device for a vehicle according to a
certain aspect of the present invention includes a first
control unit and a second control unit. The vehicle in-
cludes a driving source, an automatic transmission cou-
pled to the driving source, and an oil pump driven by a
power of the driving source and constituting a hydraulic
pressure source of a supplied hydraulic pressure to the
automatic transmission. The first control unit is config-
ured to execute a driving-source-stop-while-traveling
control when a driving-source-stop-while-traveling con-
dition is satisfied and the driving-source-stop-while-
traveling control stops the driving source and brings the

automatic transmission into a neutral state. The second
control unit is configured to cancel the driving-source-
stop-while-traveling control to start the driving source
when a road inclination becomes larger than a predeter-
mined value during the driving-source-stop-while-
traveling control.
[0008] According to another aspect of the present in-
vention, a control method for a vehicle is provided. The
vehicle includes a driving source, an automatic transmis-
sion coupled to the driving source, and an oil pump driven
by a power of the driving source and constituting a hy-
draulic pressure source of a supplied hydraulic pressure
to the automatic transmission. The control method for
the vehicle includes executing a driving-source-stop-
while-traveling control when a driving-source-stop-while-
traveling condition is satisfied and the driving-source-
stop-while-traveling control stops the driving source and
brings the automatic transmission into a neutral state.
The control method for the vehicle also includes cancel-
ling the driving-source-stop-while-traveling control to
start the driving source when a road inclination becomes
larger than a predetermined value during the driving-
source-stop-while-traveling control.
[0009] With these aspects, before the road inclination
becomes steep, the driving-source-stop-while-traveling
control can be cancelled to start the driving source. In
view of this, before the road inclination becomes steep,
the hydraulic pressure sufficient for controlling the auto-
matic transmission for the reacceleration can be ensured.
Accordingly, even when entering the steep road during
the driving-source-stop-while-traveling control, the auto-
matic transmission can be appropriately controlled.

BRIEF DESCRIPTION OF DRAWINGS

[0010]

FIG. 1 is a schematic configuration diagram of a ve-
hicle according to an embodiment.
FIG. 2 is a drawing illustrating an exemplary control
according to the embodiment with a flowchart.
FIG. 3 is a drawing illustrating an exemplary timing
chart corresponding to a control according to the em-
bodiment.

DESCRIPTION OF EMBODIMENTS

[0011] The following describes an embodiment of the
present invention with reference to attached drawings.
[0012] Regarding states of a clutch, this description
appropriately uses terms of disengage, standby, slip, and
engage for the following meanings. Disengage means a
state where no hydraulic pressure is supplied to the clutch
and the clutch does not have a torque capacity. Standby
means a state where the clutch does not have the torque
capacity while the hydraulic pressure is supplied to the
clutch. Slip means a state where the clutch has an input
output rotation difference while the hydraulic pressure is
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supplied to the clutch and the clutch has the torque ca-
pacity. Engage means a state where the clutch has no
input output rotation difference while the hydraulic pres-
sure is supplied to the clutch and the clutch has the torque
capacity.
[0013] The state where the clutch does not have the
torque capacity is, in other words, a state where the clutch
does not transmit a power, and the state where the clutch
has the torque capacity is, in other words, a state where
the clutch transmits the power. Slip is, in other words, a
state where the clutch has the torque capacity smaller
than an input torque, and engage means, in other words,
a fully engaged state where the clutch has the torque
capacity larger than the input torque.
[0014] FIG. 1 is a schematic configuration diagram of
a vehicle according to the embodiment. The vehicle in-
cludes an engine 1, a torque converter 2, a forward/re-
verse switching mechanism 3, a continuously variable
transmission 4, a hydraulic pressure control circuit 5, an
oil pump 6, an engine controller 10, and a transmission
controller 11. In the vehicle, a rotation generated by the
engine 1 as a driving source is transmitted to a wheel
(not illustrated) via the torque converter 2, the forward/re-
verse switching mechanism 3, the continuously variable
transmission 4, a gear set 8, and a differential gear unit 9.
[0015] The torque converter 2 includes a lock-up clutch
2a. Engagement of the lock-up clutch 2a directly couples
an input shaft to an output shaft of the torque converter
2 to cause the input shaft and the output shaft to rotate
at an identical speed. Hereinafter, the lock-up clutch 2a
is referred to as the LU clutch 2a.
[0016] The forward/reverse switching mechanism 3 in-
cludes a double pinion planetary gear set as a main com-
ponent. Its sun gear is coupled to the engine 1 via the
torque converter 2 and a carrier is coupled to a primary
pulley 4a. The forward/reverse switching mechanism 3
further includes a forward clutch 3a that directly couples
between the sun gear and the carrier of the double pinion
planetary gear set and a backward brake 3b that secures
a ring gear.
[0017] The forward/reverse switching mechanism 3 di-
rectly transmits an input rotation via the torque converter
2 from the engine 1 to the primary pulley 4a when the
forward clutch 3a is engaged. The forward/reverse
switching mechanism 3 transmits the input rotation via
the torque converter 2 from the engine 1 to the primary
pulley 4a under reversing and decelerating when the
backward brake 3b is engaged. The forward clutch 3a
constitutes a forward engaging element that con-
nects/disconnects a transmission of the power from one
to the other of the engine 1 and a driving wheel.
[0018] The continuously variable transmission 4 in-
cludes the primary pulley 4a, a secondary pulley 4b, and
a belt 4c. In the continuously variable transmission 4, the
hydraulic pressure supplied to the primary pulley 4a and
the hydraulic pressure supplied to the secondary pulley
4b are controlled, thus changing a contact radius be-
tween each of the pulleys 4a and 4b and the belt 4c to

shift the speed ratio.
[0019] The continuously variable transmission 4 is a
variator. The continuously variable transmission 4 con-
stitutes an automatic transmission 15, which is coupled
to the engine 1, together with the torque converter 2 and
the forward/reverse switching mechanism 3. The auto-
matic transmission 15 may be indirectly coupled to the
engine 1 via another structure. The forward/reverse
switching mechanism 3 may, for example, be disposed
between the continuously variable transmission 4 and
the gear set 8.
[0020] The hydraulic pressure control circuit 5 is con-
stituted of a plurality of flow passages and a plurality of
hydraulic control valves. The hydraulic pressure control
circuit 5 controls the plurality of hydraulic control valves
to switch a supply passage of the hydraulic pressure on
the basis of a shift control signal from the transmission
controller 11 and adujsts a necessary hydraulic pressure
from a hydraulic pressure generated by an oil discharged
from the oil pump 6, and then supplies this to each site
of the continuously variable transmission 4, the for-
ward/reverse switching mechanism 3, and the torque
converter 2.
[0021] The rotation of the engine 1 is input to the oil
pump 6 to drive the oil pump 6 using a part of the power
of the engine 1. The driving of the oil pump 6 supplies
the oil discharged from the oil pump 6 to the hydraulic
pressure control circuit 5. It should be noted that when
the engine 1 is stopped, the oil pump 6 is not driven and
the oil is not discharged. At this time, an electric oil pump
is used. Both the oil pump 6 and the electric oil pump
constitute a hydraulic pressure source of the supplied
hydraulic pressure to the automatic transmission 15.
[0022] The transmission controller 11 is constituted of
a CPU, a ROM, a RAM, and the like. In the transmission
controller 11, the CPU reading and executing a program
stored in the ROM provides a function of the transmission
controller 11.
[0023] A signal from an engine rotation speed sensor
20 that detects a rotation speed Ne, a signal from a pri-
mary pulley pressure sensor 21 that detects a primary
pulley pressure Ppri, a signal from a secondary pulley
pressure sensor 22 that detects a secondary pulley pres-
sure Psec, a signal from an accelerator position sensor
23 that detects an accelerator position APO, a signal from
a brake sensor 24 that detects a brake pedal force based
on a brake pedal depression amount BRP, a signal that
relates to an engine torque Te from the engine controller
10 that manages to control the engine 1, and similar sig-
nal are input to the transmission controller 11.
[0024] Other than these, a signal from an inhibitor
switch 25 that detects an operation position of a shift
lever, a signal from a PRI rotational speed sensor 26 that
detects a rotation speed Npri of the primary pulley 4a, a
signal from a SEC rotational speed sensor 27 that detects
a rotation speed Nsec of the secondary pulley 4b, and
similar signal are input to the transmission controller 11.
The transmission controller 11 can detect a vehicle speed

3 4 



EP 3 357 774 A1

4

5

10

15

20

25

30

35

40

45

50

55

Vsp on the basis of the signal from the SEC rotational
speed sensor 27.
[0025] The transmission controller 11 constitutes a
controller 12 with the engine controller 10. The controller
12 is constituted as a control module that controls the
engine 1 and the automatic transmission 15.
[0026] In the vehicle, a sailing stop control is per-
formed. Hereinafter, the sailing stop, which is an example
of a driving-source-stop-while-traveling, is simply re-
ferred to as SS. An SS control stops the engine 1 and
brings the automatic transmission 15 into a neutral state
when an SS condition is satisfied. The SS control ensures
an improvement of a fuel efficiency of the engine 1 by a
stop of the engine 1 and an extended coasting distance.
[0027] The SS condition includes the vehicle speed
Vsp being higher than a set vehicle speed, no pressing
of an accelerator pedal, no pressing of a brake pedal,
and a forward range being selected in the automatic
transmission 15. The set vehicle speed is set so as to
devide a low speed and a medium-high speed. The set
vehicle speed can be preliminarily set, for example, by
an experiment.
[0028] When the vehicle travels on the uphill road and
similar road, the speed ratio of the automatic transmis-
sion 15 is preferred to be large. However, during the SS
control, the vehicle speed Vsp is at the medium-high
speed and corresponding to this, the speed ratio of the
automatic transmission 15 is set to the high side. During
the SS control, the engine 1 is stopped. Therefore, the
hydraulic pressure cannot be generated with the oil pump
6.
[0029] In view of this, when the SS control is cancelled
on the uphill road, it is concerned that the hydraulic pres-
sure necessary for the downshift of the automatic trans-
mission 15 and the engagement of the clutch of the au-
tomatic transmission 15 cannot be supplied. As a result,
it is concerned that a vehicle propulsion for the reaccel-
eration becomes insufficient and a generation of the ve-
hicle propulsion delays.
[0030] In view of such circumstances, in this embodi-
ment, the controller 12 performs a control as described
below.
[0031] FIG. 2 is a drawing illustrating an exemplary
control performed by the controller 12 with a flowchart.
The controller 12 performs a process in this flowchart
when a road inclination RG is zero or more. The controller
12 may perform the process in this flowchart when the
road inclination RG is larger than a value at which an
acceleration occurs during the SS control. The controller
12 can repeatedly execute the process in this flowchart
at every minute time.
[0032] At Step S1, the controller 12 determines wheth-
er the SS condition is satisfied or not. When a negative
determination is made at Step S1, the process in this
flowchart is once terminated. When a positive determi-
nation is made at Step S1, the process proceeds to Step
S2.
[0033] At Step S2, the controller 12 executes the SS

control. In view of this, at Step S2, the engine 1 is stopped
and the automatic transmission 15 is brought into the
neutral state. Specifically, the automatic transmission 15
is brought into the neutral state by disengaging the for-
ward clutch 3a of the forward/reverse switching mecha-
nism 3.
[0034] At Step S3, the controller 12 determines wheth-
er the road inclination RG is larger than a predetermined
value RG1 or not. The determination at Step S3 is per-
formed, when a deceleration is occurring, by determining
whether a magnitude of the deceleration, that is, an ab-
solute value is larger than a predetermined magnitude
or not. The predetermined value RG1 can be, for exam-
ple, a value of zero or more. The determination of the
Step S3 may be determined by an appropriate technique
including a publicly-known technique. When a positive
determination is made at Step S3, the process proceeds
to Step S4.
[0035] At Step S4, the controller 12 cancels the SS
control. Accordingly, in this embodiment, one of SS can-
cellation conditions that cancel the SS control is that the
road inclination RG is larger than the predetermined val-
ue RG1. At Step S4, cancelling the SS control starts the
engine 1. As a result, the oil pump 6 also operates.
[0036] At Step S5, the controller 12 causes the contin-
uously variable transmission 4 to downshift. Specifically,
the controller 12 causes the continuously variable trans-
mission 4 to downshift by controlling the speed ratio of
the continuously variable transmission 4 to be a target
speed ratio. The target speed ratio is set to be variable
corresponding to the road inclination RG. Specifically,
the larger the road inclination RG is, the larger the target
speed ratio is set.
[0037] At Step S6, the controller 12 sets an idle rotation
speed Ne1 of the engine 1. The idle rotation speed Ne1
is a rotation speed set for the engine 1 when there is no
acceleration request for the engine 1. The controller 12
sets the idle rotation speed Ne 1 to be variable on the
basis of the speed ratio of the continuously variable trans-
mission 4 before a start of downshifting and the target
speed ratio. Specifically, the smaller a difference D be-
tween the speed ratio of the continuously variable trans-
mission 4 before the start of downshifting and the target
speed ratio is, the smaller the idle rotation speed Ne1 is
set.
[0038] At Step S7, the controller 12 determines wheth-
er the speed ratio of the continuously variable transmis-
sion 4 is at the target speed ratio or not. When a negative
determination is made at Step S7, the process returns
to Step S5. This causes the downshift of the continuously
variable transmission 4 to continue until the speed ratio
of the continuously variable transmission 4 becomes the
target speed ratio. When the speed ratio of the continu-
ously variable transmission 4 becomes the target speed
ratio, the downshifting of the continuously variable trans-
mission 4 completes and a positive determination is
made at Step S7. In this case, the process proceeds to
Step S8.
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[0039] At Step S8, the controller 12 engages the for-
ward clutch 3a. Specifically, the controller 12 performs a
synchronous control in addition to engaging the forward
clutch 3a. The synchronous control synchronizes an in-
put side rotation and an output side rotation of the forward
clutch 3a. After Step S8, the process in this flowchart is
once terminated.
[0040] When the negative determination is made at
Step S3, the process proceeds to Step S9. At Step S9,
the controller 12 determines whether the SS cancellation
condition is satisfied or not. The SS cancellation condition
is the unsatisfied SS condition. The SS cancellation con-
dition further includes that the road inclination RG is larg-
er than the predetermined value RG1.
[0041] At Step S9, the road inclination RG is equal to
or less than the predetermined value RG1. Therefore,
the unsatisfied SS condition satisfies the SS cancellation
condition. When a negative determination is made at
Step S9, the process is once terminated. When a positive
determination is made at Step S9, the process proceeds
to Step S10.
[0042] At Step S10, the controller 12 cancels the SS
control. This starts the engine 1 and operates the oil pump
6. At Step S11, the controller 12 engages the forward
clutch 3a. Specifically, the controller 12 performs the syn-
chronous control in addition to engaging the forward
clutch 3a similarly to Step S8.
[0043] At Step S12, the controller 12 causes the con-
tinuously variable transmission 4 to downshift similarly
to Step S5. At Step S13, the controller 12 sets the idle
rotation speed Ne1 of the engine 1 similarly to Step S6.
At Step S14, the controller 12 determines whether the
speed ratio of the continuously variable transmission 4
is at the target speed ratio or not. When the negative
determination is made at Step S14, the process returns
to Step S12. When the positive determination is made at
Step S14, the process in this flowchart is once terminat-
ed.
[0044] When the negative determination is made at
Step S3 and the positive determination is made at Step
S9, the controller 12 performs the process at and after
Step S12 following Step S11 to cause the continuously
variable transmission 4 to downshift after the engage-
ment of the forward clutch 3a, and then completes the
downshift.
[0045] When completing the downshift of the continu-
ously variable transmission 4 after the engagement of
the forward clutch 3a, the controller 12 may start the
downshift of the continuously variable transmission 4 dur-
ing a period from a start of engaging the forward clutch
3a at Step S11 to a completion of engaging the forward
clutch 3a.
[0046] The controller 12 is a control device of the ve-
hicle. The controller 12 functions as a first control unit by
performing the process at Step S2 and functions as a
second control unit by performing the process from Step
S4 to Step S8 and the process from Step S10 to Step
S14. The controller 12 includes the first control unit and

the second control unit by functioning as the first control
unit and the second control unit. It may be regarded that
the control device for the vehicle is constituted by further
including the hydraulic pressure control circuit 5 and var-
ious kinds of sensors and switches described above,
such as the engine rotation speed sensor 20.
[0047] Next, a main operational effect of the controller
12 will be described.
[0048] FIG. 3 is a drawing illustrating an exemplary tim-
ing chart corresponding to the control performed by the
controller 12. In FIG. 3, for parameters other than a road
surface height, time is indicated for horizontal axes. For
the road surface height, a running distance correspond-
ing to time is indicated for a horizontal axis in order to
illustrate the road inclination RG. In FIG. 3, dashed lines
are also illustrated for the case of a comparative example.
[0049] Before a time point T1, the SS control is being
performed. In view of this, the rotation speed Ne is zero
and a clutch supply hydraulic pressure, which is a sup-
plied hydraulic pressure to the forward clutch 3a, is
drained. Accordingly, the forward clutch 3a is disen-
gaged. The vehicle propulsion is zero, and the speed
ratio of the continuously variable transmission 4 is set to
the high side, that is, the small side. During the SS control,
the speed ratio is, for example, set to a minimum speed
ratio. The road inclination RG is zero, and the vehicle
speed Vsp gradually decreases. During the SS control,
the electric oil pump supplies the necessary hydraulic
pressure.
[0050] At the time point T1, the road inclination RG
becomes larger than the predetermined value RG1. In
view of this, at the time point T1, the SS control is can-
celled, and the engine 1 starts. As a result, the rotation
speed Ne becomes the idle rotation speed Ne1. The oil
pump 6 operates to enable a hydraulic pressure supply
by the oil pump 6.
[0051] At the time point T1, the target speed ratio of
the continuously variable transmission 4 is changed. The
target speed ratio is set to larger than that before the time
point T1. In view of this, at the time point T1, the downshift
of the continuously variable transmission 4 is started. As
indicated by a two-dot chain line, the larger the road in-
clination RG is, the larger the target speed ratio is set.
[0052] When the downshift of the continuously variable
transmission 4 is performed, the idle rotation speed Ne1
is set. The smaller the difference D between the speed
ratio of the continuously variable transmission 4 before
the start of the downshift and the target speed ratio is,
the smaller the idle rotation speed Ne1 is set.
[0053] At a time point T2, the speed ratio of the con-
tinuously variable transmission 4 becomes the target
speed ratio, and the downshift completes. In view of this,
at the time point T2, the clutch supply hydraulic pressure
is increased, and the forward clutch 3a is engaged. From
the time point T2, the synchronous control is started, and
the rotation speed Ne increases.
[0054] At a time point T3, the synchronous control is
completed. At the time point T3, corresponding to a com-
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pletion of the synchronous control, the vehicle speed Vsp
and the vehicle propulsion starts to increase. A discharge
amount of electric oil pump starts to decrease by a stop
command.
[0055] In the case of the comparative example, the SS
control is not cancelled even when the road inclination
RG becomes larger than the predetermined value RG1
at the time point T1. In view of this, the engine 1 is not
started at the time point T1, and the rotation speed Ne
does not increase. In the case of the comparative exam-
ple, the SS cancellation condition is satisfied at the time
point T2. As a result, the engine 1 starts and the oil pump
6 operates at the time point T2. In response to the oper-
ation of the oil pump 6, the engagement of the forward
clutch 3a and the synchronous control are started.
[0056] However, in the case of the comparative exam-
ple, at a time point T3 just after the time point T2 when
the engine 1 is started, the hydraulic pressure sufficient
for engaging the forward clutch 3a cannot be generated
with the oil pump 6. As a result, the completion of the
synchronous control is delayed to a time point T4.
[0057] In the case of the comparative example, even
the hydraulic pressure sufficient for shifting of the con-
tinuously variable transmission 4 cannot be obtained until
the time point T4. In view of this, the speed ratio of the
continuously variable transmission 4 is continuously
small until the time point T4. Therefore, a large vehicle
propulsion cannot be obtained even though an acceler-
ation is performed from the time point T4.
[0058] In view of such circumstances, the controller 12
as the control device for the vehicle including the engine
1, the automatic transmission 15, and the oil pump 6 ex-
ecutes the SS control that stops the engine 1 and brings
the automatic transmission 15 into the neutral state when
the SS condition is satisfied. The controller 12 cancels
the SS control to start the engine 1 when the road incli-
nation RG becomes larger than the predetermined value
RG1 during the SS control.
[0059] The controller 12 having such a configuration
ensures cancelling the SS control to start the engine 1
before the road inclination RG becomes steep. In view
of this, the hydraulic pressure sufficient for controlling the
automatic transmission 15 for the reacceleration can be
ensured before the road inclination RG becomes steep.
Accordingly, even when entering a steep road during the
SS control, the automatic transmission 15 can be appro-
priately controlled.
[0060] In this embodiment, the automatic transmission
15 has a configuration including the continuously variable
transmission 4, and the controller 12 cancels the SS con-
trol to start the engine 1 and causes the continuously
variable transmission 4 to downshift when the road incli-
nation RG becomes larger than the predetermined value
RG 1.
[0061] The controller 12 having such a configuration
ensures causing the continuously variable transmission
4 to downshift before the road inclination RG becomes
steep, thereby ensuring a quick generation of the vehicle

propulsion for the reacceleration. The driving of the en-
gine 1 ensures generating the hydraulic pressure suffi-
cient for causing the continuously variable transmission
4 to downshift.
[0062] In this embodiment, the automatic transmission
15 has a configuration further including the forward clutch
3a, and the controller 12 engages the forward clutch 3a
after the downshift of the continuously variable transmis-
sion 4 is completed.
[0063] The controller 12 having such a configuration
ensures obtaining a sufficient acceleration during the
reacceleration since the downshift of the continuously
variable transmission 4 is completed when the forward
clutch 3a is engaged.
[0064] The controller 12 cancels the SS control to start
the engine 1 and engage the forward clutch 3a, and com-
pletes the downshift of the continuously variable trans-
mission 4 after the engagement of the forward clutch 3a
in a case where the SS cancellation condition is satisfied
when the road inclination RG is smaller than the prede-
termined value RG 1.
[0065] The road inclination RG when the SS cancella-
tion condition is satisfied may be a positive inclination
smaller than the predetermined value RG1 or an inclina-
tion smaller than the predetermined value RG1 and larger
than a value at which the acceleration occurs during the
SS control. A positive lower limit value may be set for the
road inclination RG when the SS cancellation condition
is satisfied.
[0066] The controller 12 having such a configuration
ensures performing the synchronous control in a state
where the speed ratio of the continuously variable trans-
mission 4 is smaller than that when the downshift is com-
pleted in a case where the vehicle does not rapidly de-
celerate due to the road inclination RG. Accordingly, the
rotation speed Ne for the synchronization requires less
than that when the downshift is completed, and the syn-
chronous control can be performed with a shortened pe-
riod to increase the input side rotation speed of the for-
ward clutch 3a, thereby ensuring a shortened period for
the synchronization.
[0067] In this embodiment, the target speed ratio when
the continuously variable transmission 4 downshifts is
set to be variable corresponding to the road inclination
RG. This ensures a shortened period for the downshift
when the road inclination RG is small by, for example,
setting the target speed ratio small when the road incli-
nation RG is small. It is possible to obtain the large vehicle
propulsion when the road inclination RG is large.
[0068] In this embodiment, the idle rotation speed Ne1
is set to be variable on the basis of the difference D be-
tween the speed ratio of the continuously variable trans-
mission 4 before the start of the downshift and the target
speed ratio when the continuously variable transmission
4 downshifts. This ensures achieving an improved fuel
efficiency while ensuring the necessary hydraulic pres-
sure by, for example, setting the idle rotation speed Ne1
small when the difference D is small.
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[0069] The embodiment of the present invention de-
scribed above is merely illustration of a part of application
example of the present invention and not of the nature
to limit the technical scope of the present invention to the
specific constructions of the above embodiment.
[0070] The above-described embodiment has de-
scribed the case where the SS is the driving-source-stop-
while-traveling. However, the driving-source-stop-while-
traveling may be, for example, a coast stop. Specifically
speaking, the controller 12 may perform, instead of the
SS control, for example, a coast stop control that is ex-
ecuted when a follow coast stop condition is satisfied and
cancelled when a follow coast stop cancellation condition
is satisfied.
[0071] The coast stop condition includes the vehicle
speed Vsp being less than a predetermined vehicle
speed, no pressing of the accelerator pedal, pressing of
the brake pedal, and the forward range being selected
in the automatic transmission 15. The predetermined ve-
hicle speed is, for example, a vehicle speed at which the
lock-up clutch 2a is disengaged. The coast stop cancel-
lation condition is, for example, unsatisfaction of any of
these constituent conditions that constitute the coast stop
condition.
[0072] The above-described embodiment has de-
scribed the case where the automatic transmission 15 is
configured by including the continuously variable trans-
mission 4. However, the automatic transmission 15 may
be configured by including, for example, a stepped au-
tomatic transmission, that is, what is called, an automatic
transmission. The continuously variable transmission 4
may be, for example, a toroidal continuously variable
transmission instead of a belt-type continuously variable
transmission.
[0073] The above-described embodiment has de-
scribed the case where the automatic transmission 15
includes the forward clutch 3a of the forward/reverse
switching mechanism 3 as a forward engaging element.
However, the automatic transmission 15 may be config-
ured, for example, by including a sub-transmission mech-
anism and a forward engaging element of the sub-trans-
mission mechanism as the forward engaging element.
[0074] The above-described embodiment has de-
scribed the case where the engine 1 is the driving source.
However, the driving source may be, for example, a motor
or a motor and the engine 1.
[0075] The above-described embodiment has de-
scribed the case where the controller 12 is configured by
the engine controller 10 and the transmission controller
11. However, the controller 12 may be configured by fur-
ther including another controller or may be a single con-
troller.
[0076] The present application claims a priority based
on Japanese Patent Application No. 2015-197041 filed
with the Japan Patent Office on October 2, 2015, all the
contents of which are hereby incorporated by reference.

Claims

1. A control device for a vehicle including a driving
source, an automatic transmission coupled to the
driving source, and an oil pump driven by a power
of the driving source and constituting a hydraulic
pressure source of a supplied hydraulic pressure to
the automatic transmission, the control device for
the vehicle comprising:

a first control unit configured to execute a driv-
ing-source-stop-while-traveling control when a
driving-source-stop-while-traveling condition is
satisfied, the driving-source-stop-while-
traveling control stopping the driving source and
bringing the automatic transmission into a neu-
tral state; and
a second control unit configured to cancel the
driving-source-stop-while-traveling control to
start the driving source when a road inclination
becomes larger than a predetermined value dur-
ing the driving-source-stop-while-traveling con-
trol.

2. The control device for the vehicle according to claim
1, wherein
the automatic transmission includes a variator, and
the second control unit cancels the driving-source-
stop-while-traveling control to start the driving
source and causes the variator to downshift when a
road inclination becomes larger than the predeter-
mined value.

3. The control device for the vehicle according to claim
2, wherein
the automatic transmission further includes a for-
ward engaging element, and
the second control unit engages the forward engag-
ing element after the downshift of the variator is com-
pleted.

4. The control device for the vehicle according to claim
3, wherein
the second control unit cancels the driving-source-
stop-while-traveling control to start the driving
source and engages the forward engaging element
to complete the downshift of the variator after the
engagement of the forward engaging element in a
case where a driving-source-stop-while-traveling
cancellation condition is satisfied when a road incli-
nation is smaller than the predetermined value.

5. The control device for the vehicle according to any
one of claims 2 to 4, wherein
the variator has a target speed ratio at a time of down-
shifting, the target speed ratio being set to be variable
corresponding to a road inclination.
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6. The control device for the vehicle according to claim
5, wherein
when the downshift of the variator is performed, an
idle rotation speed as a rotation speed set for the
driving source when the driving source is not re-
quested to accelerate is set to be variable on the
basis of a difference between a speed ratio of the
variator before the start of the downshift and the tar-
get speed ratio.

7. A control method for a vehicle including a driving
source, an automatic transmission coupled to the
driving source, and an oil pump driven by a power
of the driving source and constituting a hydraulic
pressure source of a supplied hydraulic pressure to
the automatic transmission, the control method for
the vehicle comprising:

executing a driving-source-stop-while-traveling
control when a driving-source-stop-while-
traveling condition is satisfied, the driving-
source-stop-while-traveling control stopping the
driving source and bringing the automatic trans-
mission into a neutral state; and
cancelling the driving-source-stop-while-
traveling control to start the driving source when
a road inclination becomes larger than a prede-
termined value during the driving-source-stop-
while-traveling control.
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