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(54) DRIVE CONTROL BY SELF-LOAD OF TRANSPORT MEANS HAVING TWO OR MORE 
MOTOR-DRIVEN WHEELS

(57) The present invention relates to controlling a
speed of each wheel required for riding in a curved sec-
tion or an unexpected situation for a motorcycle which is
realized in "Korean Patent Number 10-0873537 titled a
two-wheel moving body and a motorcycle having the
same" and to which an electric motor is applied, and for
a motorcycle or a transport means which is motor-driven,
wherein two or more independent drive motors are ap-
plied to a front wheel and/or a rear wheel thereof. When
a motor-driven transport means having three or more
wheels runs in a curved section, since a rotational speed
of a wheel disposed on an outer side from a center of a
curve radius must be higher than a rotational speed of a
wheel disposed on an inner side, riding stability can be
seriously affected if the motors are not individually con-
trolled to change the speeds. Accordingly, precise control
for each motor is required. The present invention re-
solves the problem by using a physical phenomenon
which occurs in the transport means when riding in a
curved section and unique properties of a BLDC motor
without using an additional controller. The motorcycle
and the transport means mentioned above use the motor
of an independent drive form for each wheel to consume
less energy than when maneuvering the transport means

with one motor and improve maneuverability and energy
efficiency.
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Description

TECHNICAL FIELD

[0001] In relation to a means of transportation realized through the invention of "Korean Patent Number 10-0873537
titled a two-wheel moving body and a motorcycle having the same" and a means of transportation (a motorcycle, an
automobile etc.) which is driven by electricity and has two or more independent drive wheels at a front wheel and/or a
rear wheel, the present invention relates to a method for automatically controlling differences in speed of each wheel,
which are caused due to distances between each wheel and the center of a radius of gyration when a means of trans-
portation runs in a curved section, without a separate control device by means of unique features of a motor and physical
phenomena that take place when the means of transportation runs in a curved section.
[0002] Additionally, the present invention relates to a method for improving mobility and energy efficiency by using a
plurality of motors rather than one motor when the means of transportation needs great power to be started and to climb
up an incline.

RELATED ART

[0003] In general, means of transportation such as an electric automobile, an electric motorcycle etc. attract public
attention as an environmentally friendly means of transportation, thereby helping prevent air pollution because such
means of transportation do not use fossil fuels.
[0004] However, the question is that how far these electric automobiles and electric motorcycles that are driven by
electricity travel once the batteries are charged. The range of electric vehicles is closely connected to battery capacity
together with the efficiency of the electricity-driven system.
[0005] In general, when means of transportation run in a curved section, speed and loads of each wheel differs
depending on a radius of gyration and centrifugal force. To solve this problem, means of transportation driven by the
engine use the differential gear. However, if means of transportation driven by electricity use the differential gear, energy
efficiency may not be achieved. Further, in the case of a motorcycle, there is no enough room to apply the differential gear.
[0006] A plurality of small and medium-sized motors may be used as a means to solve the above-described problems,
thereby helping improve energy efficiency.

DETAILED DESCRIPTION OF THE INVENTION

TECHNICAL PROBLEMS

[0007] The problem is that when an electric motor is applied to drive a motorcycle realized through the invention of
"Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same" and a means
of transportation (a motorcycle, an automobile etc.) which is driven by two or more independent drive wheels at a front
wheel and/or a rear wheel, in the situation where the motorcycle and the means of transportation need great power to
be started and to climb up an incline, a large capacity motor is needed to drive the motorcycle and the means of
transportation in a normal way. In this case, although a large capacity motor is used to drive the motorcycle and the
means of transportation, a moving apparatus with a small body such as a motorcycle has the problem of space limitations.
[0008] Additionally, in general, a rotational speed of a wheel disposed on an inner side and a rotational speed of a
wheel disposed on an outer side from the center of a radius of gyration, as illustrated in FIG. 3, are different depending
on differences in a radius of gyration when a means of transportation runs in a curved section. Accordingly, this causes
differences in centrifugal force and in loads of each wheel. In particular, controlling the speed of the wheel is important
in ensuring driving stability. To this end, while means of transportation such as conventional automobiles use differential
gears, means of transportation, which are driven by electricity and have independent drive motors, must link each of the
drive motors to control (synchronize) them.
[0009] Accordingly, in terms of means of transportation driven by electricity, motor control technologies are necessary
to solve the above-described problems. Additionally, the durability and stability of the control device should be ensured
considering that in general, the condition of a means of transportation is heavily dependent on the driver’s habits.

TECHNICAL SOLUTIONS

[0010] A means of transportation in relation to the present invention is configured to be a motorcycle realized through
the invention of "Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same"
and a means of transportation (a motorcycle, an automobile etc.) which is driven by electricity and has two or more
independent drive wheels at a front wheel and/or a rear wheel, and is configured to be equipped with independently
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driven electric motors at each wheel or two or more independently driven electric motors.
[0011] In the event that large capacity motors necessary for means of transportation may not be used due to the
problems of space limitations etc. with the above-described means of transportation, a plurality of small and medium
capacity motors rather than one large capacity motor are used for each drive wheel in an independent drive form as a
means to solve the problem of space limitations, thereby improving mobility and energy efficiency.
[0012] In this case, the drive wheels are driven by means of motors equipped outside or inside each of the drive
wheels. In particular, in the case of a wheel with a built-in motor - a wheel into which a motor is built, a loss of energy
in the process of transmitting power may be avoidable by means of a simplified power transmission system.
[0013] Further, as illustrated in FIG. 3, when the above-described means of transportation runs in a curved section,
a rotational speed of a wheel disposed at an outer side from the center of a curve radius must be higher than a rotational
speed of a wheel disposed at an inner side depending on differences in the radius of gyration. Accordingly, controlling
the speed of each motor to make changes in the speed depending on the circumstances is important in ensuring driving
stability.
[0014] Additionally, the wheel disposed at an outer side from the center of a radius of gyration has a higher load due
to centrifugal force generated by rotation. However, when running in a curved section, a motorcycle realized through
the invention of Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same
and ordinary motorcycles tilt the bodies thereof toward the center of the radius of gyration so as not to be affected by
centrifugal force, thereby ensuring stability. Then, the center of gravity moves close to the radius of gyration, and the
wheel disposed close to the center of the radius of gyration has a higher load.
[0015] The present invention may ensure easy control and stability without a separate controller by associating cen-
trifugal force naturally exerted on each wheel and differences in loads at each wheel which are caused by the center of
weight displaced not to be affected by centrifugal force and to ensure stability with unique features (a higher load leading
to a lower speed and a lower load leading to a higher speed) of a motor.
[0016] Brushless DC (BLDC) motors are expensive relative to other motors. However, BLDC motors are excellent in
that a voltage is proportionate to rotation frequency per minute and that current is proportionate to load (torque) - i.e.
speed to torque. 

[0017] Additionally, BLDC motors have no brush, no electrical noise (flame), no mechanical noise and no abrasion,
while having great reliability and a long life span. Accordingly, BLDC motors are appropriate for a high-speed rotation.
[0018] The above-described features of BLDC motors in combination with physical phenomena are applied to a means
of transportation according to the present invention. Above all, power of each motor is made the same and power is
supplied to a controller by using one power supply device such that the amount of power supplied to each motor remains
the same. Additionally, correlation between speed and loads in the above-described state is used such that the motor
may control itself, thereby ensuring easy control and stability.
[0019] More precisely, the same amount of power is supplied to motors installed at the wheels of a means of trans-
portation such as a motorcycle etc., which are disposed at an inner side and disposed at an outer side from the center
of a radius of gyration, as described above.
[0020] Additionally, when the means of transportation runs in a curved section, the displacement of the center of weight
leads the wheel disposed in the inner side to have a higher load. Accordingly, the motor installed at the wheel needs
more current to secure more power. 
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[0021] Then, according to formula 2, more current leads to lower voltages. Additionally, according to formula 1, lower
voltages lead to lower speed.
[0022] In conclusion, motors with the same power are used and the same amount of power is supplied to a motor
controller of each wheel. As a result, distances in speed and loads of each wheel, which are caused at the time of a
drive in a curved section, may be controlled without a separate control device by means of unique features of a motor
and physical phenomena taking place at the time of a drive in a curved section.

ADVANTAGEOUS EFFECTS

[0023]

1. In general, when a motorcycle and a means of transportation with three more wheels realized through the invention
of "Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same" are
driven by a plurality of motors rather than one motor, speed of each wheel is controlled to be the same at the time
when the motorcycle and the means of transportation run in a straight section, and is controlled to be different at
the time when the motorcycle and the means of transportation run in a curved section. In doing so, among other
methods, a control method according to the present invention may be used to ensure easy control and stability
without a separate device by means of unique features of a motor and physical phenomena.
2. In general, energy consumption per hour of electric vehicles shows the same pattern as in FIG. 2. That is, electric
vehicles rapidly consume a large amount of energy from the moment they are started to the moment their speed
reaches a certain level. However, electric vehicles consume less energy when the speed reaches a certain level
and a stable level (steady state).

[0024] A means of transportation according to the present invention shows the same pattern of energy consumption.
When applying motors at each wheel and using two or more wheels rather than one large motor, the means of trans-
portation shows improvement in energy efficiency. That is, under the same situation, the means of transportation driven
by using two or more motors rather than one motor consumes less energy.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025]

FIG.1 is a side view illustrating a structure of an electric motorcycle according to an embodiment of the present
invention.
FIG. 2 is a graph illustrating energy consumption of an electric motorcycle according to an embodiment of the present
invention.
FIG. 3 is a view illustrating the difference in a radius of gyration and the difference in centrifugal force when an
electric motorcycle runs in a curved section.
FIG. 4 is a view illustrating the displacement of the center of gravity on the basis of rotation.
FIG. 5 is a view illustrating an example of a rear wheel of a means of transportation with an independent motor
installed inside each wheel.

MODE FOR CARRYING OUT THE INVENTION

[0026] Below, embodiments of the present invention will be described in detail with reference to the accompanying
drawings such that those skilled in the art to which the present invention pertains can easily embody the present invention.
However, the invention may be embodied in various different forms, and should not be construed as being limited to the
embodiment set forth herein.
[0027] In order to describe the present invention in detail, in the drawings, those that are not associated with the
description of the present invention will be omitted. Like reference numerals denote like elements throughout the spec-
ification.
[0028] Throughout the specification, when one element comprises another element, it implies the inclusion of another
element but not the exclusion of any other element unless otherwise described.
[0029] As illustrated in FIG. 1, an electric motorcycle according to this embodiment may be a two-wheel motorcycle
or a multi-wheel motorcycle such as a three or more-wheel motorcycle. Additionally, like an ordinary electric motorcycle,
the electric motorcycle has a rechargeable battery. The battery will not be described herein because the battery is
identical with a batter that is commonly used.
[0030] Next, the structure in which the wheels are arranged and connected with the main body, the steering system,
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the shock absorption system etc. will not be described herein because the structure, the steering system, the shock
absorption system etc. are substantially similar to those that are commonly used for a motorcycle.
[0031] However, a means of transportation with three or more wheels such as a motorcycle realized through the
invention of "Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same" is
configured to have two or more wheels out of the entire wheels, which are driven by independent motors. To be sure,
the entire wheels may be configured to be driven by independent wheels.
[0032] Additionally, each of the independent motor-driven wheels of a motorcycle according to this embodiment is
preferably configured to be a wheel with a built-in motor - a wheel into which an electric motor is built.
[0033] Wheels with built-in motors used for this embodiment will not be described because the wheels with built-in
motors are substantially the same as those that are commonly used.

i) When the above-described means of transportation with two or three or more wheels runs in straight sections,
each of the wheels has the same speed, but when the above-described means of transportation with two or three
or more wheels runs in curved sections, each of the wheels have different speeds.
The reason is that the distances between each of the wheels and the center of a curve radius, as illustrated in FIG.
3, are different, when a means of transportation runs in a curved section. This means that a rotational speed of a
wheel disposed at an outer side from the center of a curve must be higher than a rotational speed of a wheel disposed
at an inner side according to a greater radius of curvature (circumference = 2 πr, r = radius of gyration). Accordingly,
controlling the speed of the wheel, disposed at the outer side, and the wheel, disposed at the inner side to make
changes in the speed depending on the circumstances, is important in ensuring driving stability. To this end, it is
necessary to precisely control (synchronize) each motor.
Further, the durability and stability of the control device is an important factor considering that in general, the condition
of a means of transportation is heavily dependent on the driver’s driving habits and driving environment.
To this end, the present invention uses physical load generated by a means of transportation itself instead of a
separate controller and uses a BLDC motor among other motors so as to make use of the unique features of a
BLDC motor.
Additionally, when it comes to a means of transportation applied in this embodiment, easy control and stability may
be ensured by using correlation between speed and load, in the same state in which power of each motor is made
the same and power is supplied to a motor controller by using the same supply line, such that the motor may control
itself.
To be precise, as in formula 1, under the assumption that power is supplied to each motor controller through one
supply line, in the event that the features of a BLDC motor that a voltage is proportionate to rotation frequency of a
motor and that current intensity is proportionate to load are used, load leads to a reduction in speed and accordingly,
more power is needed.
From physics perspectives, (formula 3) kinetic energy (E) = 1/2 3 mv2, v2 (speed) = 2 3 kinetic energy (E) / m
(mass, weight) may be obtained. According to formula 3, in the event that the kinetic energy remains constant (fixed
value), weight is inversely proportionate to the square of speed.
Additionally, as in FIG. 3, when a means of transportation such as a motorcycle etc. realized through the invention
of "Korean Patent Number 10-0873537 titled a two-wheel moving body and a motorcycle having the same" runs in
a curved section, the means of transportation must automatically tilt the vehicle body thereof toward the center of
the curve radius so as not to be affected by centrifugal force, thereby ensuring stability. Then, as in FIG. 4, the
center of gravity of the means of transportation moves towards the center of the radius of gyration, and more weight
is exerted to a wheel disposed close to the center of the radius of gyration. That is, the means of transportation has
a higher load. If so, the speed of the wheel disposed at an inner side of the radius of gyration is lowered because
of a greater weight (load) according to the unique features of BLCD motors.
That is, when the means of transportation runs a curved section, the speed of the wheel disposed at the inner side
is naturally lowered without a separate control device because of the unique features of BLDC motors and the
physical phenomena. On the contrary, when the means of transportation runs a curved section, the speed of the
wheel disposed at the outer side goes up because of a lower load resulting from the displacement of the center of
weight caused by centrifugal force.
ii) In general, the energy consumption of a means of transportation driven by a motor is indicated as in FIG.2. That
is, a high load is provided to the motor of a means of transportation from the moment that the means of transportation
is started to the moment that the speed of the means of transportation reaches a certain level, and the means of
transportation rapidly consumes a large amount of energy. However, the means of transportation consumes less
energy when the speed of the means of transportation reaches a certain level and a stable level (steady state).

[0034] An electric motor cycle according to the present invention shows the same pattern of energy consumption.
However, when driven by using wheels equipped with two independent drive motors rather than one motor (FIG. 2), the
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motorcycle consumes less energy as illustrated in FIG. 2. That is, in the event that the motorcycle is driven by using two
or more independent drive wheels (equipped with motors), the total amount of energy consumed by all the motors of
each of the wheels is less than the amount of energy consumed by a motor under the same situation (see. formula in
FIG. 2).
[0035] It should be understood that the embodiments are provided as examples and the present invention should not
be limited to the embodiments set forth herein. For instance, each element described as a unified one may be embodied
as a separate one and each element described as a separate one may be embodied as a combined one.
[0036] The present invention should be considered as limited only by the scope of the appended claims and all the
changes and modifications derived from the meaning and scope of the appended claims and equivalents thereof should
be construed as being included in the scope of the present invention.

[Description of the Symbols]

[0037]

Two-wheel motorcycle body
Battery
Front wheel equipped with a motor
Rear wheel equipped with a motor
Curve of energy consumption when using one motor
Curve of energy consumption when using two motors

Claims

1. A method of control in relation to differences between speed and in loads of each drive wheel, which are caused
when a motorcycle realized through the invention of "Korean Patent Number 10-0873537 titled a two-wheel moving
body and a motorcycle having the same" and a means of transportation (motorcycle etc.) with two or more inde-
pendent drive wheels which are independently driven by electricity at a front wheel and/or a rear wheel run in a
curved section,
if power of each motor applied to a wheel at the same side at a front side and a rear side is made the same and
one power supply device is used to supply the same amount of power to each motor controller, speed and loads
may be controlled without a separate control device in a stable manner by means of unique features of a motor (a
higher load leading to a lower speed, a lower load leading to a higher speed) and physical phenomena (a phenomenon
in which a means of transportation must displace the center of gravity not to affected by centrifugal force generated
when running in a curved section thereby ensuring stability) affecting each wheel of a means of transportation at
the time of a drive in a rotation section.

2. The method according to claim 1,
brushless DC (BLDC) motors, which have little electrical noises (flames), little mechanical noises and little abrasion
and have great durability and stability, are used to maximize effectiveness when the motor is selected to be applied
to each wheel of the means of transportation because BLDC motors are excellent in features of speed to loads and
do not apply brushes.

3. The method according to claims 1 and 2,
the independent drive wheel is configured to be a wheel with a built-in motor - a wheel into which a motor is built to
improve energy efficiency.

4. A means of transportation driven by electricity such as an electric motorcycle with two or more wheels etc. shows
less energy consumption and improvement in energy efficiency when using two or more motors rather than one
motor depending on the circumstances.
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