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(54) METHOD AND DEVICE FOR TRANSMITTING SIGNAL OF BASE STATION IN WIRELESS 
COMMUNICATION SYSTEM

(57) A method for transmitting a signal of a base sta-
tion in a wireless communication system, according to
an embodiment of the present invention, comprises the
steps of: transmitting transmission standby traffic indica-
tion information to a node when a first traffic is received
in a first duration; and determining whether to transmit
the transmission standby traffic indication information to
the node in a second duration, on the basis of whether
the transmission standby traffic indication information
has been transmitted in the first duration and whether a
second traffic has been received in the second duration.
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Description

[Technical Field]

[0001] The present invention relates to a signal trans-
mission method and device of a base station in a wireless
communication system and, in particular, to a signal
transmission method and device of a base station that is
capable of exchanging information on the traffic waiting
to be transmitted in the base station in consideration of
backhaul delay between base stations.

[Background Art]

[0002] Research and standardization activities are be-
ing conducted on inter-base station coordinated multi-
point transmission and reception (CoMP) technologies
in order to improve the throughput of a wireless commu-
nication system and user-experienced quality. The inter-
base station CoMP is a term that collectively refers to the
techniques implemented based on the coordination of
transmission points or reception points that are deployed
far from each other geographically.
[0003] The 3GPP LTE Release 12 specifies the base
station operation and signaling in association with inter-
base station CoMP (inter-eNB CoMP) as follows.
[0004] A serving base station generates a reference
signal received power (RSRP) measurement report in-
formation element (IE) based on the measurement report
information collected from the terminals it serves and
transmits the corresponding information to neighboring
base stations.
[0005] Each neighboring base station determines a
CoMP information IE based on the information collected
from multiple base stations including the serving base
station and transmits the corresponding information to
the multiple base stations including the serving base sta-
tion.
[0006] The CoMP information IE includes a CoMP hy-
pothesis IE as hypothetical resource allocation informa-
tion, a benefit metric related thereto, and a CoMP Infor-
mation Start Time IE indicating the time point when the
CoMP information IE is applicable.
[0007] The CoMP hypothesis IE indicates interfer-
ence-protected resource and resource with no utilization
constraint by physical resource block (PRB). The benefit
metric indicates the magnitude of usefulness that is pre-
dicted under the assumption that a related CoMP hypoth-
esis IE is applied. The CoMP information start time IE
indicates a time point when the CoMP information IE is
applicable.
[0008] The serving base station may perform radio re-
source management (RRM) including inter-base station
CoMP based on the received CoMP information IE. For
example, the serving base station may allocate radio re-
sources to the terminal and perform base station-terminal
link adaptation based on the CoMP information IE.
[0009] However, there may be a backhaul delay be-

tween the serving base station and the neighboring base
station, and a backhaul delay may restrict the data trans-
mission chances of the serving base station more than
necessary or make the base station perform link adap-
tation passively, resulting in radio resource management
inefficiency.

[Disclosure of Invention]

[Technical Problem]

[0010] The present invention aims to provide a signal
transmission method and device of a base station that is
capable of exchanging information on the traffic in the
base station waiting to be transmitted in consideration of
backhaul delay between base stations.

[Solution to Problem]

[0011] In accordance with an aspect of the present in-
vention, a signal transmission method of a base station
in a wireless communication system includes transmit-
ting, when first traffic is received, transmission-waiting
traffic indication information to a node in a first period and
determining whether to transmit the transmission-waiting
traffic indication information to the node in a second pe-
riod based on whether the transmission-waiting traffic
indication information is transmitted in the first period and
whether second traffic is received in the second period.
[0012] Preferably, the signal transmission method fur-
ther includes determining, when the transmission-waiting
traffic indication information is transmitted in the first pe-
riod and the second traffic is not transmitted in the second
period, to skip transmission of the transmission-waiting
traffic indication information to the node in the second
period.
[0013] Preferably, the signal transmission method fur-
ther includes determining, when the second traffic is re-
ceived in the second period, to transmit the transmission-
waiting traffic indication information to the node in the
second period.
[0014] Preferably, the signal transmission method fur-
ther includes receiving, at the base station, coordinated
multi-point transmission(CoMP) information correspond-
ing to the transmission-waiting traffic indication from the
node and performing, at the base station, radio resource
management based on the CoMP information.
[0015] In accordance with another aspect of the
present invention, a base station in a wireless commu-
nication system includes a transceiver configured to com-
municate a signal with a terminal and a node and a con-
troller configured to control to transmit, when first traffic
is received, transmission-waiting traffic indication infor-
mation to a node in a first period and determine whether
to transmit the transmission-waiting traffic indication in-
formation to the node in a second period based on wheth-
er the transmission-waiting traffic indication information
is transmitted in the first period and whether second traffic
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is received in the second period.

[Advantageous Effects of Invention]

[0016] The signal transmission method and device of
a base station is advantageous in terms of improving
radio resource management efficiency in a wireless com-
munication system by allowing exchange of information
on the traffic in the base station waiting to be transmitted
in consideration of backhaul delay between base sta-
tions.

[Brief Description of Drawings]

[0017] A brief description of each drawing is provided
in order to more fully understand the drawings cited in
the detailed description of the present invention.

FIG. 1 is a diagram for explaining a procedure for
processing traffic in inter-base station CoMP;
FIG. 2 is a diagram for explaining an inter-base sta-
tion CoMP communication procedure in a wireless
communication system according to an embodiment
of the present invention;
FIG. 3 is a flowchart illustrating a transmission-wait-
ing traffic indication information generation proce-
dure of a base station according to an embodiment
of the present invention;
FIG. 4 is a flowchart illustrating a CoMP procedure
of a base station according to an embodiment of the
present invention;
FIG. 5 is a flowchart illustrating a transmission-wait-
ing traffic indication information transmission proce-
dure of a base station according to an embodiment
of the present invention;
FIG. 6 is a diagram illustrating a transmission-waiting
traffic indication information generation and trans-
mission device of a base station according to an em-
bodiment of the present invention;
FIG. 7 is a diagram illustrating transmission-waiting
traffic indication information of a base station accord-
ing to an embodiment of the present invention; and
FIG. 8 is a diagram illustrating a configuration of a
base station according to an embodiment of the
present invention.

[Mode for the Invention]

[0018] Exemplary embodiments of the present inven-
tion are described in detail with reference to the accom-
panying drawings. The same reference numbers are
used throughout the drawings to refer to the same or like
parts. Detailed descriptions of well-known functions and
structures incorporated herein may be omitted to avoid
obscuring the subject matter of the present invention.
[0019] Although the description is directed to an ad-
vanced E-UTRA (or LTE-A) system supporting carrier
aggregation, it will be understood by those skilled in the

art that the present invention can be applied even to other
communication systems having the similar technical
background and channel format. For example, the
present invention is applicable to multicarrier HSPA sup-
porting carrier aggregation.
[0020] Detailed descriptions of technical specifications
well-known in the art and unrelated directly to the present
invention may be omitted to avoid obscuring the subject
matter of the present invention. This aims to omit unnec-
essary description so as to make clear the subject matter
of the present invention.
[0021] For the same reason, some elements are ex-
aggerated, omitted, or simplified in the drawings and, in
practice, the elements may have sizes and/or shapes
different from those shown in the drawings. Throughout
the drawings, the same or equivalent parts are indicated
by the same reference numbers.
[0022] Advantages and features of the present inven-
tion and methods of accomplishing the same may be
understood more readily by reference to the following
detailed description of exemplary embodiments and the
accompanying drawings. The present invention may,
however, be embodied in many different forms and
should not be construed as being limited to the exemplary
embodiments set forth herein. Rather, these exemplary
embodiments are provided so that this invention will be
thorough and complete and will fully convey the concept
of the invention to those skilled in the art, and the present
invention will only be defined by the appended claims.
Like reference numerals refer to like elements throughout
the specification.
[0023] It will be understood that each block of the flow-
charts and/or block diagrams, and combinations of
blocks in the flowcharts and/or block diagrams, can be
implemented by computer program instructions. These
computer program instructions may be provided to a
processor of a general-purpose computer, special pur-
pose computer, or other programmable data processing
apparatus, such that the instructions, which are executed
via the processor of the computer or other programmable
data processing apparatus, create means for implement-
ing the functions/acts specified in the flowcharts and/or
block diagrams. These computer program instructions
may also be stored in a non-transitory computer-readable
memory that can direct a computer or other programma-
ble data processing apparatus to function in a particular
manner, such that the instructions stored in the non-tran-
sitory computer-readable memory produce articles of
manufacture embedding instruction means that imple-
ment the function/act specified in the flowcharts and/or
block diagrams. The computer program instructions may
also be loaded onto a computer or other programmable
data processing apparatus to cause a series of opera-
tional steps to be performed on the computer or other
programmable apparatus to produce a computer imple-
mented process such that the instructions, which are ex-
ecuted on the computer or other programmable appara-
tus, provide steps for implementing the functions/acts
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specified in the flowcharts and/or block diagrams.
[0024] Furthermore, the respective block diagrams
may illustrate parts of modules, segments, or codes in-
cluding at least one or more executable instructions for
performing specific logic function(s). Moreover, it should
be noted that the functions of the blocks may be per-
formed in a different order in several modifications. For
example, two successive blocks may be performed sub-
stantially at the same time, or may be performed in re-
verse order according to their functions.
[0025] According to various embodiments of the
present disclosure, the term "module", means, but is not
limited to, a software or hardware component, such as a
Field Programmable Gate Array (FPGA) or Application
Specific Integrated Circuit (ASIC), which performs cer-
tain tasks. A module may advantageously be configured
to reside on the addressable storage medium and be
executed on one or more processors. Thus, a module
may include, by way of example, components, such as
software components, object-oriented software compo-
nents, class components and task components, process-
es, functions, attributes, procedures, subroutines, seg-
ments of program code, drivers, firmware, microcode,
circuitry, data, databases, data structures, tables, arrays,
and variables. The functionality provided for in the com-
ponents and modules may be combined into fewer com-
ponents and modules or further separated into additional
components and modules. In addition, the components
and modules may be implemented such that they exe-
cute one or more CPUs in a device or a secure multimedia
card.
[0026] In the following description, the term "module"
may be intended to mean a hardware for executing a
function and operation corresponding to its name, a com-
puter program code for executing a particular function
and operation, or an electronic recording medium, e.g.,
a processor, storing a computer program code for exe-
cuting a particular function and operation.
[0027] FIG. 1 is a diagram for explaining a procedure
for processing traffic in inter-base station CoMP. In ref-
erence to FIG. 1, the base stations 100, 110, and 120
may perform inter-base station CoMP in a manner cen-
tralized to the first base station 100.
[0028] For convenience of explanation, it is assumed
that the inter-base station backhaul delay is 2 transmis-
sion time intervals (TTIs), and the hypothetical resource
allocation processing delay is 0 TTI, and the second base
station 110 has been waiting for 4 TTIs before the first TTI.
[0029] In the following description, transmission-wait-
ing traffic indication information may mean the informa-
tion indicating the presence of traffic waiting to be trans-
mitted in the transmission buffer of the base station.
[0030] If traffic A, which can be transmitted in unit of
one TTI, arrives at the second base station 110 in the
first TTI, the second base station 110 may transmit a
transmission-waiting traffic indication information "a" to
the first base station 100.
[0031] The first base station 100 may receive the trans-

mission-waiting traffic indication information "a" in the
third TTI delayed as much as the inter-base station back-
haul delay of 2 TTIs and transmit the hypothetical re-
source allocation information corresponding to the trans-
mission-waiting traffic indication information "a" to the
second base station 110 in the third TTI.
[0032] The second base station 110 may receive the
hypothetical resource allocation information in the fifth
TTI delayed as much as the inter-base station backhaul
delay of 2 TTIs. The second base station 110 may not
transmit the traffic "A" to a terminal before receiving the
hypothetical resource allocation information from the first
base station and may transmit to the first base station
100 the transmission-waiting traffic indication information
"a," "b," "c," and "d" in the first to fourth TTIs in sequence.
[0033] The second base station 110 may perform
packet scheduling and link adaptation based on the hy-
pothetical resource allocation received in the fifth TTI.
The second base station 110 may transmit traffic "A" to
the terminal based on the hypothetical resource alloca-
tion information.
[0034] If traffic U, which can be transmitted in unit of
one TTI, arrives at the third base station 110 in the third
TTI, the third base station 120 may transmit the trans-
mission-waiting traffic indication information "u" to the
first base station 100.
[0035] The first base station 100 may receive the trans-
mission-waiting traffic indication information "u" in the
fifth TTI delayed as much as the inter-base station back-
haul delay of 2 TTIs and transmit the hypothetical re-
source allocation information corresponding to the trans-
mission-waiting traffic indication information "u" to the
third base station 120 in the fifth TTI.
[0036] The third base station 120 may receive the hy-
pothetical resource allocation information in the seventh
TTI delayed as much as the inter-base station backhaul
delay of 2 TTIs. The third base station 120 may not trans-
mit traffic "B" to the terminal before receiving the hypo-
thetical resource allocation information from the first base
station 100 and may transmit the transmission-waiting
traffic indication information "u," "v," "w," and "x" in the
third to sixth TTIs in sequence.
[0037] The third base station 120 may perform packet
scheduling and link adaptation based on the hypothetical
resource allocation received in the seventh TTI. The third
base station 120 may transmit traffic "U" to the terminal
based on the hypothetical resource allocation.
[0038] Suppose that the second base station 110 com-
pletes transmitting traffic "A" to the terminal for 1 TTI in
the fifth TTI. In this case, the third base station 120 per-
forms link adaptation under the assumption that the sec-
ond base station 110 transmits traffic A in the seventh
TTI based on the hypothetical resource allocation infor-
mation received from the first base station 100, even
though the second base station 100 actually transmits
no traffic, resulting in inefficiency of link adaptation.
[0039] Suppose that the second base station 110 com-
pletes transmitting traffic "A" for 1 TTI in the fifth TTI and
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the third base station 120 completes transmitting traffic
"U" for 1 TTI in the seventh TTI. In this case, the first base
station 100 performs link adaptation under the assump-
tion that both the second and third base stations 110 and
120 transmit traffic in the eighth TTI even though the sec-
ond and third base stations 110 and 120 actually transmit
no traffic, resulting in inefficiency of link adaptation.
[0040] FIG. 2 is a diagram for explaining an inter-base
station CoMP communication procedure in a wireless
communication system according to an embodiment of
the present invention. In reference to FIG. 2, the base
stations 200, 210, 220, and 230 may perform inter-base
station CoMP in a manner centralized to the first base
station 200.
[0041] However, the inter-base station CoMP commu-
nication procedure is not limited to the centralized mode,
and it may be applied to the case where the base stations
200 to 230 perform the inter-base station CoMP in a dis-
tributed manner.
[0042] The base stations 200 to 230 may communicate
among each other through an inter-base station backhaul
interface (X2 interface), and the terminal 240 may com-
municate with the serving base station 210 through a
wireless access interface (Uu interface).
[0043] The UE 240 may transmit first information
(RSRP Measurement Report) including reference signal
received power (RSRP) and second information (CSI Re-
port) including channel state information (CSI) to its serv-
ing base station, i.e., the second base station 210,
through a terminal-base station interface at step 200.
[0044] The second base station 210 may determine
the presence/absence of traffic waiting to be transmitted
in the second base station 210 based on at least one of
the first and second information.
[0045] The base station 210 may generate third infor-
mation (RSRP Measurement Report IE) corresponding
to the first information and fourth information (CSI Report
IE) corresponding to the second information based on
the first and second information and the determination
result and transmit the third and fourth information to the
first base station 200 through the inter-base station in-
terface at step S210.
[0046] The fourth information may include transmis-
sion-waiting traffic indication information for indicating
presence of the traffic waiting to be transmitted in the
transmission buffer of the second base station 210.
[0047] The first base station 200 may adjust radio re-
source allocation based on the information (e.g., the third
information and the fourth information) received from at
least one base station including the second base station
210 and generate a CoMP Information IE including the
adjusted radio resource allocation information.
[0048] The first base station 200 may transmit the
CoMP information to the second base station 210
through the inter-base station interface at step S220. The
first base station 200 may transmit the CoMP information
to the third base station 220 through the inter-base station
interface at step S230 or an nth base station 230 (here,

n is a natural number greater than 3) through the inter-
base station interface at step S240.
[0049] Each of the second base station 210, the third
base station 220, and the nth base station 230 may per-
form radio resource management based on the CoMP
information.
[0050] Alternatively, the base stations 200 to 230 may
perform inter-base station CoMP in a distributed manner
and, in this case, each of the base stations 200 to 230
may perform the functions of both the first and second
base stations 200 and 210.
[0051] FIG. 3 is a flowchart illustrating a transmission-
waiting traffic indication information generation proce-
dure of a base station according to an embodiment of
the present invention. The base station may determine
whether to transmit the transmission-waiting traffic indi-
cation information to another base station at an inter-
base station message transmission timing based on the
transmission-waiting traffic indication information history
for a predetermined time period and amount of radio re-
sources necessary for transmitting the traffic waiting to
be transmitted in the transmission buffer of the base sta-
tion.
[0052] In reference to FIGs. 2 and 3, the base station
may determine whether to transmit the transmission-
waiting traffic indication information whenever transmit-
ting the fourth information (CSI Report IE) to another base
station.
[0053] The base station may calculate accumulated
transmission-waiting traffic amount R based on the trans-
mission-waiting traffic indication information history for a
predetermined period D at step S300. 

[0054] According to an embodiment of the present in-
vention, the accumulated transmission-waiting traffic
amount R may be determined by Equation 1. In Equation
1, D denotes transmission-waiting traffic indication infor-
mation history, I denotes a transmission resource index
in the transmission-waiting traffic indication information
history, I[i] is set to 0 for the case where the transmission-
waiting traffic indication information is false in the radio
resource and 1 for the case where the transmission-wait-
ing traffic indication information is true in the radio re-
source.
[0055] For example, D may denote a period starting at
the time point when the base station generates and trans-
mits the CSI Report IE information to another base station
and ending at the time point when the base station re-
ceives the CoMP Information IE related to the corre-
sponding information from the other base station.
[0056] According to an embodiment of the present in-
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vention, the unit of the accumulated transmission-waiting
traffic amount R may be a resource block, a subframe,
or multiple subframes.
[0057] The base station may calculate a required radio
resource amount E predictable for transmitting the traffic
waiting to be transmitted in the transmission buffer of the
base station at step S310. 

[0058] According to an embodiment of the present in-
vention, the required radio resource amount E may be
determined by Equation 2. In Equation 2, U denotes a
set of terminals being served by the base station, u de-
notes one of terminals being served by the base station,
Bu denotes traffic amount waiting to be transmitted to
terminal u in the transmission buffer, and ru denotes the
allowed data rate of the terminal u.
[0059] According to an embodiment of the present in-
vention, the unit of required radio resource amount E may
be a resource block, a subframe, or multiple subframes.
[0060] The base station may compare the accumulat-
ed transmission-waiting traffic amount R and the required
radio resource amount E at step S320. As a result of the
comparison, if the required radio resource amount E is
greater than the accumulated transmission-waiting traffic
amount R, this means that the transmission-waiting traffic
indication information is true; thus, the base station may
generate the transmission waiting traffic indication infor-
mation at step S330.
[0061] As a result of the comparison, if the accumulat-
ed transmission-waiting traffic amount R is equal to or
greater than the required radio resource amount E, this
means that the transmission-waiting traffic indication in-
formation is false, and the base station may not generate
the transmission-waiting traffic indication information at
step S340.
[0062] The base station may update the transmission-
waiting traffic indication information history at step S350
based on whether the transmission-waiting traffic indica-
tion information is true or false.
[0063] FIG. 4 is a flowchart illustrating a CoMP proce-
dure of a base station according to an embodiment of
the present invention. In reference to FIGs. 2 to 4, if the
transmission-waiting traffic indication information is true,
the base station may transmit the CSI Report IE including
the transmission-waiting traffic indication information to
another base station at step S400.
[0064] According to an alternative embodiment, if the
transmission waiting traffic indication information is false,
the base station may transmit a message including no
transmission-waiting traffic indication information to an-

other base station.
[0065] The base station may receive a CoMP Informa-
tion IE corresponding to the CoMP Report IE from the
other base station at step S410. The CoMP Information
IE may be the CoMP information determined in consid-
eration of the traffic waiting to be transmitted in the neigh-
boring base stations including the other base station.
[0066] The base station may perform radio resource
management based on the CoMP Information IE at step
S420. The radio resource management may include
packet scheduling and link adaptation.
[0067] FIG. 5 is a flowchart illustrating a transmission-
waiting traffic indication information transmission proce-
dure of a base station according to an embodiment of
the present invention.
[0068] In reference to FIGs. 2 to 5, if the base station
receives first traffic in the first period, it may transmit the
transmission-waiting traffic indication information to a
node at step S500.
[0069] The node may mean at least one function unit
connected to a data transmission path or another base
station different from the base station. The first period
may be one or more TTIs, and the first traffic may be
transmitted to a terminal.
[0070] According to an alternative embodiment, if the
first traffic is not received, the base station may not trans-
mit the transmission-waiting traffic indication information
to the node in the first period.
[0071] The base station may check at step S510
whether second traffic is received in the second period.
The second period may be one or more TTIs, and the
second traffic may be transmitted to the terminal.
[0072] As a result of determinationif it is determined at
step 520 that the second traffic is received in the second
period, the base station may determine at step S530 to
transmit the transmission-waiting traffic indication infor-
mation in the second period.
[0073] As a result of the determination, if it is deter-
mined at step S520 that the second traffic is not received
in the second period, the base station may determine at
step S540 to skip transmitting the transmission-waiting
traffic indication information to the node. That is, if the
base station has transmitted the transmission-waiting
traffic indication information to the node in the first period,
it may determine whether to transmit the transmission-
waiting traffic indication information to the node depend-
ing on whether the traffic is received in the second period.
[0074] According to an embodiment of the present in-
vention, the first traffic and the second traffic may be iden-
tical with each other. According to an alternative embod-
iment, the first traffic and the second traffic may different
from each other.
[0075] The base station may receive CoMP informa-
tion corresponding to the transmission-waiting traffic in-
dication information from the node and perform radio re-
source measurement based on the CoMP information.
[0076] FIG. 6 is a diagram illustrating a transmission-
waiting traffic indication information generation and
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transmission device of a base station according to an
embodiment of the present invention. In reference to FIG.
6, the base station may include a transmission-waiting
traffic indication information generation and transmission
device 600.
[0077] The transmission-waiting traffic indication infor-
mation generation and transmission device 600 may in-
clude a transmission-waiting traffic indication information
generation module 610, a transmission buffer manage-
ment module 620, a packet scheduler module 630, a
message generation module 640, a terminal report infor-
mation management module 650, and an X2 interface
module 660.
[0078] The transmission-waiting traffic indication infor-
mation generation module 610 may receive transmis-
sion-waiting traffic amount information from the transmis-
sion buffer management module 620 and determine (or
generate) transmission-waiting traffic indication informa-
tion using the transmission-waiting traffic amount infor-
mation and allowed data rate.
[0079] The transmission-waiting traffic indication infor-
mation generation module 610 may transmit the deter-
mined (or generated) transmission-waiting traffic indica-
tion information to the message generation module 640.
[0080] The transmission-waiting traffic indication infor-
mation generation module 610 may include a transmis-
sion-waiting traffic indication information history man-
agement unit 611, a transmission-waiting traffic indica-
tion information determination unit 613, and a required
resource amount calculation unit 615.
[0081] The transmission-waiting traffic indication infor-
mation history management unit 611 may receive trans-
mission-waiting traffic indication information from the
transmission-waiting traffic indication information deter-
mination unit 613 and manage the transmission-waiting
traffic indication information history.
[0082] The transmission-waiting traffic indication infor-
mation history management unit 611 may process the
transmission-waiting traffic indication information to up-
date the transmission-waiting traffic indication informa-
tion history. The transmission-waiting traffic indication in-
formation history management unit 611 may transmit the
updated transmission-waiting traffic indication informa-
tion history to the transmission-waiting traffic indication
information determination unit 613.
[0083] The transmission-waiting traffic indication infor-
mation determination unit 613 may receive the transmis-
sion-waiting traffic indication information history from the
transmission-waiting traffic indication information history
management unit 611 and the required resource amount
information from the required resource amount calcula-
tion unit 615 and determine (or generate) transmission-
waiting traffic indication information using the transmis-
sion-waiting traffic indication information history and the
required resource amount information.
[0084] According to an embodiment of the present in-
vention, the transmission-waiting traffic indication infor-
mation determination unit 613 may calculate an accumu-

lated transmission-waiting traffic amount (R of FIG. 3)
from the transmission-waiting traffic indication informa-
tion and compare the accumulated transmission-waiting
traffic amount (R of FIG. 3) and the required resource
amount (E of FIG. 3) to determine (or generate) the trans-
mission-waiting traffic indication information.
[0085] The transmission-waiting traffic indication infor-
mation determination unit 613 may transmit the deter-
mined (or generated) transmission-waiting traffic indica-
tion information to the message generation module 640.
[0086] The required resource amount calculation unit
615 may receive the transmission-waiting traffic amount
information from the transmission buffer management
module 620 and the allowed data rate from the packet
scheduler module 630 and process the transmission-
waiting traffic amount information and the allowed data
rate to calculate (or estimate) required resource amount.
The required resource amount may be the required radio
resource amount E described with reference to FIG. 3.
[0087] The transmission buffer management module
620 may manage the transmission buffer and send the
information on the traffic amount buffered in the trans-
mission buffer to the required resource amount calcula-
tion unit 615.
[0088] The packet scheduler module 630 may esti-
mate an allowed data rate available for the terminal and
transmit the allowed data rate to the required resource
amount calculation unit 615.
[0089] The message generation module 640 may re-
ceive the transmission-waiting traffic indication informa-
tion from the transmission-waiting traffic indication infor-
mation determination unit 613, process the transmission-
waiting traffic indication information and the terminal re-
port information to generate a message, and transmit the
message via the X2 interface module 660.
[0090] The terminal report information management
module 650 may collect and manage CSI and RSRP in-
formation reported by a terminal and process the CSI
and RSRP information to generate terminal report infor-
mation. The terminal report information management
module 650 may send the terminal report information to
the message generation module 650.
[0091] The X2 interface module 660 may receive the
message from the message generation module 640 and
transmit an X2-AP corresponding to the message to
neighboring base stations.
[0092] FIG. 7 is a diagram illustrating transmission-
waiting traffic indication information of a base station ac-
cording to an embodiment of the present invention. In
reference to FIG. 7, the base station may include a trans-
mission-waiting traffic indication information reception
device 700.
[0093] The transmission-waiting traffic indication infor-
mation reception device 700 may include an X2 interface
module 710, a message interpretation module 720, a
packet scheduler module 730, a terminal report informa-
tion management module 740, a transmission buffer
management module 750, and a physical layer 760.
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[0094] The X2 interface module 710 may receive an
X2-AP message from a neighboring base station and
send a message corresponding to the X2-AP message
to the message interpretation module 720.
[0095] The message interpretation module 720 may
interpret the message and send inter-base station CoMP
information corresponding to the message to the packet
scheduler module 730 according to the interpretation re-
sult.
[0096] The packet scheduler module 730 may receive
the inter-base station CoMP information from the mes-
sage interpretation module 720, terminal report informa-
tion from the terminal report information management
module 740, and transmission buffer information from
the transmission buffer management module 750.
[0097] The packet scheduler module 730 may perform
packet scheduling based on the inter-base station CoMP
information, terminal report information, and transmis-
sion buffer information. The packet scheduling may in-
clude radio resource allocation and link adaptation. The
packet scheduler module 730 may send the packet
scheduling result to the physical layer 760.
[0098] The terminal report information management
module 740 may manage the terminal channel status
information reported by the terminal and send the termi-
nal report information corresponding to the terminal
channel status information to the packet scheduler mod-
ule 730.
[0099] The transmission buffer management module
750 may manage the transmission buffer and send trans-
mission buffer information to the packet scheduler mod-
ule 730.
[0100] The physical layer 760 may receive the packet
scheduling result from the packet scheduler module 730
and perform coding, physical layer HARQ processing,
modulation, multiantenna processing, and signal map-
ping to physical time-frequency resource
[0101] FIG. 8 is a diagram illustrating a configuration
of a base station according to an embodiment of the
present invention. In reference to FIG. 8, the base station
800 may include a transceiver 810, a controller 820, and
a storage unit 830.
[0102] The transceiver 810 may perform a data trans-
mission/reception function for radio communication of
the base station 800. The transceiver 810 may commu-
nicate signals with a terminal or a node. The transceiver
810 may include an RF transmitter for up-converting and
amplifying a signal to be transmitted and an RF receiver
for low-noise-amplifying and down-converting a received
signal.
[0103] The transceiver 810 may also receive data over
a radio channel and output the data to the controller 820
and transmit data output from the controller 820 over the
radio channel.
[0104] The controller 820 may control signal flows
among the components to implement the operations ac-
cording to embodiments of the present invention. In de-
tail, if the first traffic is received in the first period, the

controller 820 may transmit transmission-waiting traffic
indication information to another base station (or node)
and determine whether to transmit the transmission-wait-
ing traffic indication information to another base station
(or node) in the second period based on whether the
transmission-waiting traffic indication information has
been transmitted in the first period and whether second
traffic is received in the second period.
[0105] The controller 820 may also include a transmis-
sion-waiting traffic indication information processing unit
821 to perform the above function. The transmission-
waiting traffic indication information processing unit 821
may generate transmission-waiting traffic indication in-
formation indicating whether there is traffic waiting to be
transmitted in the transmission buffer of the base station
800.
[0106] The storage unit 830 stores programs and data
necessary for the operation of the base station 800 and
may be divided into a program region and a data region.
[0107] Although preferred embodiments of the inven-
tion have been described using specific terms, the spec-
ification and drawings are to be regarded in an illustrative
rather than a restrictive sense in order to help understand
the present invention. It is obvious to those skilled in the
art that various modifications and changes can be made
thereto without departing from the broader spirit and
scope of the invention.

Claims

1. A signal transmission method by a base station in a
wireless communication system, the method com-
prising:

transmitting, when first traffic is received, trans-
mission-waiting traffic indication information to
a node in a first period; and
determining whether to transmit the transmis-
sion-waiting traffic indication information to the
node in a second period based on whether the
transmission-waiting traffic indication informa-
tion is transmitted in the first period and whether
second traffic is received in the second period.

2. The method of claim 1, wherein the period comprises
a transmission time interval (TTI).

3. The method of claim 1, wherein the first and second
traffic are transmitted to a terminal.

4. The method of claim 1, wherein the transmission-
waiting traffic indication information indicates pres-
ence of traffic waiting to be transmitted in a trans-
mission buffer of the base station.

5. The method of claim 1, wherein the first traffic is iden-
tical with the second traffic.
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6. The method of claim 1, wherein the first traffic is dif-
ferent from the second traffic.

7. The method of claim 1, further comprising determin-
ing, when the transmission-waiting traffic indication
information is transmitted in the first period and the
second traffic is not transmitted in the second period,
to skip transmission of the transmission-waiting traf-
fic indication information to the node in the second
period.

8. The method of claim 1, further comprising determin-
ing, when the second traffic is received in the second
period, to transmit the transmission-waiting traffic in-
dication information to the node in the second period.

9. The method of claim 1, further comprising:

receiving coordinated multi-point (CoMP) infor-
mation corresponding to the transmission-wait-
ing traffic indication from the node; and
performing radio resource management based
on the CoMP information.

10. A base station in a wireless communication system,
the base station comprising:

a transceiver configured to communicate a sig-
nal with a terminal and a node; and
a controller configured to control to transmit,
when first traffic is received, transmission-wait-
ing traffic indication information to a node in a
first period and determine whether to transmit
the transmission-waiting traffic indication infor-
mation to the node in a second period based on
whether the transmission-waiting traffic indica-
tion information is transmitted in the first period
and whether second traffic is received in the sec-
ond period.

11. The base station of claim 10, wherein the period com-
prises a transmission time interval (TTI).

12. The base station of claim 10, wherein the first and
second traffic are transmitted to a terminal.

13. The base station of claim 10, wherein the transmis-
sion-waiting traffic indication information indicates
presence of traffic waiting to be transmitted in a trans-
mission buffer of the base station.

14. The base station of claim 10, wherein the controller
is configured to determine, when the transmission-
waiting traffic indication information is transmitted in
the first period and the second traffic is not transmit-
ted in the second period, to skip transmission of the
transmission-waiting traffic indication information to
the node in the second period.

15. The base station of claim 10, wherein the controller
is configured to control to determine, when the sec-
ond traffic is received in the second period, to trans-
mit the transmission-waiting traffic indication infor-
mation to the node in the second period.

15 16 



EP 3 358 878 A1

10



EP 3 358 878 A1

11



EP 3 358 878 A1

12



EP 3 358 878 A1

13



EP 3 358 878 A1

14



EP 3 358 878 A1

15



EP 3 358 878 A1

16



EP 3 358 878 A1

17



EP 3 358 878 A1

18

5

10

15

20

25

30

35

40

45

50

55



EP 3 358 878 A1

19

5

10

15

20

25

30

35

40

45

50

55



EP 3 358 878 A1

20

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

