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(54) FILTERING UNIT AND FILTER

(57) A filtering unit is provided, and the filtering unit
includes two mutually coupled slow-wave resonance
units. Each resonance unit includes a CPW transmission
line, a tapered CPW transmission line, and a ground stub,
and can generate a slow-wave feature to push a high-or-
der harmonic wave of a baseband signal to a high fre-
quency, so as to implement a wide stopband feature. In

addition, a slow-wave effect is used to properly design a
size of a filter, to reduce an entire area of the filter and
reduce costs. Moreover, two resonance units are cou-
pled, to enhance passband performance of the filter, in-
crease bandwidth, increase in-passband flatness, and
reduce an insertion loss.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of com-
munications technologies, and in particular, to a filtering
unit and a filter.

BACKGROUND

[0002] With development of communications technol-
ogies, an operating frequency band of a communications
system is increasingly wide, and the communications
system also receives more unwanted signals and various
types of noise. Therefore, a modern communications
system needs to strongly suppress out-of-band signals,
and has a more complex design. A filter having a favo-
rable out-of-band suppression function can greatly sim-
plify complexity of the communications system, simplify
a design, and reduce costs. In an existing filter with a
wide stopband, a high-order harmonic wave of a base-
band signal is suppressed by increasing transmission
zeroes in many designs. In addition, in some filters, a
wide stopband is generated in an SIR (Stepped Imped-
ance Resonator, stepped impedance resonator) manner.
[0003] In a prior-art solution, a series of short-circuit
lines is added to a quarter-wave CPW (Coplanar
Waveguide, coplanar waveguide) resonator, to generate
extra out-of-passband transmission zeroes. These trans-
mission zeroes may be used to suppress harmonic
waves, to implement relatively favorable out-of-band
suppression. In addition, multiple identical resonators are
cascaded in this solution, to enhance an out-of-band har-
monic-wave suppression effect. However, a stopband in
this solution can be expanded to only five times of a base-
band signal. Moreover, a filter area designed in this tech-
nical solution is relatively large, and costs are relatively
high.
[0004] In another solution, a hybrid structure of a micro-
strip and a CPW is used. The microstrip and the CPW
may be mutually converted to generate extra open-circuit
lines, to generate transmission zeroes. Likewise, these
transmission zeroes can be used to suppress a high-
order harmonic wave of a baseband signal. However, in
this technical solution, similarly, a stopband can be sup-
pressed to only 6.52 times of a baseband signal, and an
area is relatively large. This causes higher costs of an
entire filter.

SUMMARY

[0005] The present invention provides a filtering unit
and a filter, so as to improve a wide stopband feature of
the filtering unit, and reduce an area of the filtering unit,
thereby facilitating miniaturization development of the fil-
tering unit.
[0006] To achieve the foregoing effects, the present
invention provides a filtering unit, where the filtering unit

includes: two coupled coplanar waveguide CPW slow-
wave resonance units, where each resonance unit in-
cludes: a substrate, and a CPW transmission line, a ta-
pered CPW transmission line, and a ground stub that are
disposed on the substrate; the CPW transmission line
includes a first central signal line and a first ground plane
arranged on each of two sides of the first central signal
line, and a first insulation slot with an invariable width is
disposed between the first central signal line and the first
ground plane; the tapered CPW transmission line in-
cludes a second central signal line connected to the first
central signal line and a second ground plane arranged
on each of two sides of the second central signal line,
and a second insulation slot with a tapered width is dis-
posed between the second central signal line and the
second ground plane; and the ground stub is connected
between second central signal lines of the two slow-wave
resonance units, and one end of the ground stub which
is far away from the second central signal line is connect-
ed to the second ground plane.
[0007] In the foregoing technical solution, a resonance
unit that includes a CPW transmission line, a tapered
CPW transmission line, and a ground stub is used to
generate a slow-wave feature, to push a high-order har-
monic wave of a baseband signal to a high frequency,
so as to implement a wide stopband feature. In addition,
a slow-wave effect is used to properly design a size of a
filter, to reduce an entire area of the filter and reduce
costs.
[0008] In a specific configuration manner, an edge of
the second insulation slot which is far away from the sec-
ond central signal line is a straight line or an arc line. That
is, a width of the second insulation slot only needs to
gradually change. A width of an end close to the CPW
transmission line may be greater than a width of an end
far away from the CPW transmission line, or a width of
an end close to the CPW transmission line may be less
than a width of an end far away from the CPW transmis-
sion line. The edge of the second insulation slot which is
far away from the second central signal line may be in
different shapes, for example, different shapes such as
the foregoing arc line and the foregoing straight line.
[0009] In addition, in a specific implementation, the two
coupled slow-wave resonance units are symmetrically
disposed. The filtering unit is easily disposed by symmet-
rically configuring the two coupled slow-wave resonance
units, and performance of the filtering unit is improved.
[0010] Preferably, the first ground plane and the sec-
ond ground plane on a same side of the first central signal
line and the second central signal line are connected to-
gether. In this way, the ground plane is easily disposed.
[0011] The present invention further provides a filter,
including at least one filtering unit described above. Two
adjacent filtering units in multiple filtering units (if there
are such units) are electrically coupled or magnetically
coupled. The filter further includes a transmission line
with a stepped impedance change, and the transmission
line with the stepped impedance change is used as an
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output transmission line or an input transmission line, to
couple with at least one slow-wave resonance unit in the
filtering unit.
[0012] In the foregoing technical solution, a filtering unit
that includes a CPW transmission line, a tapered CPW
transmission line, and a ground stub is used to generate
a slow-wave feature, to push a high-order harmonic wave
of a baseband signal to a high frequency, so as to imple-
ment a wide stopband feature. In addition, a slow-wave
effect is used to properly design a size of a filter, to reduce
an entire area of the filter and reduce costs. In addition,
a low-pass filter feature is obtained in a signal transmis-
sion manner from a low impedance to a high impedance,
to introduce multiple transmission zeroes, and enhance
a stopband suppression degree; and a relatively large
reflection coefficient is obtained on a high frequency
band, and radiation generated by the slow-wave reso-
nance unit is suppressed. In a specific implementation,
the transmission line with the stepped impedance change
is a T-shaped transmission line, and there is a third
ground plane on each of two sides of the T-shaped trans-
mission line.
[0013] In a specific configuration manner, the filter is
a passband filter.
[0014] Preferably, the first ground plane, the second
ground plane, and the third ground plane that are on a
same side of the first central signal line, the second cen-
tral signal line, and the T-shaped transmission line are
connected together. In this way, the ground plane is eas-
ily disposed.
[0015] Moreover, to improve performance of the filter-
ing unit, the first ground plane on each of two sides of
the first central signal line, the second ground plane on
each of two sides of the second central signal line, and
the third ground plane on each of two sides of the T-
shaped transmission line are connected together by us-
ing a connection component. Electric potentials of
grounds on two sides are equal by using the connection
component, to implement better filter performance.
[0016] The connection component may be specifically
disposed by using different structures. In a specific so-
lution, the connection component is a metal jumper wire
or an air bridge.
[0017] When the connection component is disposed
on the filtering unit, two ends of the connection compo-
nent are respectively disposed on two sides of the T-
shaped transmission line, and the connection component
crosses the T-shaped transmission line and is insulated
from the T-shaped transmission line.
[0018] A specific manner of coupling between two fil-
tering units is as follows: When two adjacent filtering units
are magnetically coupled, two adjacent CPW transmis-
sion lines in the two adjacent filtering units are connected
together.
[0019] When the two adjacent filtering units are elec-
trically coupled, there is a gap between first signal lines
between two adjacent CPW transmission lines in the two
adjacent filtering units.

BRIEF DESCRIPTION OF DRAWINGS

[0020]

FIG. 1 is a schematic structural diagram of a filter
according to an embodiment of the present inven-
tion;
FIG. 2 is a side view of a filter according to an em-
bodiment of the present invention;
FIG. 3 is another schematic structural diagram of a
filter according to an embodiment of the present in-
vention;
FIG. 4 is a schematic structural diagram of a T-
shaped transmission line of a filter according to an
embodiment of the present invention;
FIG. 5 shows an emulation frequency response of a
filter according to an embodiment of the present in-
vention;
FIG. 6 shows an emulation frequency response of a
filter when a frequency is from 0 to 5 GHz in FIG. 5;
FIG. 7 is a comparison diagram of an emulation result
and a test result of a filter according to an embodi-
ment of the present invention;
FIG. 8 is a comparison diagram of an emulation result
and a test result of a filter when a frequency is from
0 to 5 GHz in FIG. 7;
FIG. 9 is a schematic structural diagram of another
filter according to an embodiment of the present in-
vention;
FIG. 10 is a schematic structural diagram of a filter
obtained by means of cascading according to an em-
bodiment of the present invention;
FIG. 11 is another schematic structural diagram of
a filter obtained by means of cascading according to
an embodiment of the present invention;
FIG. 12 shows an emulation frequency response of
a filter obtained by means of cascading according to
an embodiment of the present invention; and
FIG. 13 shows an emulation frequency response of
a filter obtained by means of cascading when a fre-
quency is from 0 to 5 GHz in FIG. 12.

Reference numerals:

[0021]

1: Substrate; 2: Metal layer; 3: Slow-wave resonance
unit
10: CPW transmission line; 11: First central signal
line; 12: First ground plane
13: First insulation slot; 20: Tapered CPW transmis-
sion line; 21: Second central signal line
22: Second ground plane; 23: Second insulation slot;
24: Edge
30: T-shaped transmission line; 40: Ground stub; 50:
Connection component
60: Filtering unit; 61: Gap
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DESCRIPTION OF EMBODIMENTS

[0022] To make the objectives, technical solutions, and
advantages of the present invention clearer, the following
further describes the present invention in detail with ref-
erence to the accompanying drawings. Apparently, the
described embodiments are merely a part rather than all
of the embodiments of the present invention. All other
embodiments obtained by a person of ordinary skill in
the art based on the embodiments of the present inven-
tion without creative efforts shall fall within the protection
scope of the present invention.
[0023] As shown in FIG. 1, FIG. 2, and FIG. 3, FIG. 1
and FIG. 3 are two schematic structural diagrams of a
filter according to an embodiment of the present inven-
tion, and FIG. 2 is a side view of a filtering unit according
to an embodiment of the present invention. Optionally,
the filter may be a second-order filter.
[0024] To achieve the foregoing effects, an embodi-
ment of the present invention provides a filtering unit.
The filtering unit includes two coupled coplanar
waveguide CPW slow-wave resonance units 3. Each
slow-wave resonance unit 3 includes a substrate 1, and
a CPW transmission line 10, a tapered CPW transmis-
sion line 20, and a ground stub 40 that are disposed on
the substrate 1.
[0025] The CPW transmission line 10 includes a first
central signal line 11 and a first ground plane 12 arranged
on each of two sides of the first central signal line 11, and
a first insulation slot 13 with an invariable width is dis-
posed between the first central signal line 11 and the first
ground plane 12;
the tapered CPW transmission line 20 includes a second
central signal line 21 connected to the first central signal
line 11 and a second ground plane 22 arranged on each
of two sides of the second central signal line 21, and a
second insulation slot 23 with a tapered width is disposed
between the second central signal line 21 and the second
ground plane 22; and
the ground stub 40 is connected between second central
signal lines 21 of the two slow-wave resonance units 3,
and one end A of the ground stub 40 which is far away
from the second central signal line 21 is connected to the
second ground plane 22.
[0026] In the foregoing embodiment, a filtering unit that
includes a CPW transmission line 10, a tapered CPW
transmission line 20, and a ground stub 40 is used to
generate a slow-wave feature, to push a high-order har-
monic wave of a baseband signal to a high frequency,
so as to implement a wide stopband feature. In addition,
a slow-wave effect is used to properly design a size of a
filter, to reduce an entire area of the filter and reduce
costs.
[0027] To easily understand a structure and a principle
of the filtering unit provided in this embodiment, the fol-
lowing describes the filtering unit in detail with reference
to a specific accompanying drawing and embodiment.
[0028] Continuing to refer to the filtering unit that in-

cludes two coupled slow-wave resonance units 3 and
that is provided in the embodiment in FIG. 1, specifically,
the filtering unit includes two CPW transmission lines 10,
two tapered CPW transmission lines 20, and two ground
stubs 40. The foregoing structures are formed on one
substrate 1. Specifically, as shown in FIG. 2, a metal
layer 2 is formed on the substrate 1, and the foregoing
structures are formed by means of etching. In addition,
the two slow-wave resonance units 3 may be specifically
disposed by using a symmetric structure, or by using an
asymmetric structure. Preferably, the two slow-wave res-
onance units 3 are symmetrically disposed, to facilitate
configuration of the filtering unit, and improve perform-
ance of the filtering unit.
[0029] The two CPW transmission lines 10 are con-
ventional CPW transmission lines, a width and a length
of the first central signal line 11 of the CPW transmission
line 10 are W1 and L1, and widths of the first insulation
slots 13 on two sides of the first central signal line 11
remain unchanged and are g2.
[0030] In the two tapered CPW transmission lines 20,
a width and a length of the second central signal line 21
are W2 and L2, and slot widths of the second insulation
slots 23 on two sides of the second central signal line 21
linearly change. In the structure shown in FIG. 1, the slot
width of the second insulation slot 23 gradually changes
from L3+g2 to Ls.
[0031] Widths and lengths of two ground stubs 40 on
two sides of the second central signal line 21 are Ws and
Ls.
[0032] A center frequency of a filter is decided by a
physical size of the resonance unit in the foregoing em-
bodiment. A total sum of electrical lengths is L
(L=W1+L1+L2+L3+Ls), that is, approximate to 90 de-
grees in the center frequency of the filter. In addition, a
longer actual physical length corresponds to a longer
electrical length in a specific frequency. Therefore, the
center frequency of the band-pass filter can be reduced
by increasing the sizes of W1, L1, L2, L3, and Ls.
[0033] Within a stopband range of the filter, an electric
field is mainly on two sides that are of the first central
signal line 11 and are close to a ground, an edge of the
tapered CPW transmission line 20, and an edge of the
ground stub 40; a magnetic field is mainly on an edge of
the first central signal line 11 which is close to the second
insulation slot 23. This means that when the foregoing
filtering unit is used to form a filter, an extremely strong
equivalent capacitance and equivalent inductance
(where the electric field corresponds to the equivalent
capacitance, and the magnetic field corresponds to the
equivalent inductance) is formed between a signal input
port and a ground point, so that signals within the stop-
band flow into a ground (GND) from the input port by
using a ground point A. In this way, a slow-wave feature
is generated, and a high-order harmonic wave of a base-
band signal is pushed to a high frequency, so as to im-
plement a wide stopband feature. In addition, a slow-
wave effect is used to properly design a size of a filter,
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to reduce an entire area of the filter and reduce costs.
[0034] In the foregoing embodiment, two vertically
symmetric slow-wave resonance units 3 with a same size
are mutually coupled, to enhance passband performance
of the filter, increase a bandwidth, increase in-passband
flatness, and reduce an insertion loss. Strength of cou-
pling between the two resonance units may be described
by using a coupling coefficient k, and both the length Ls
and the width Ws of the ground stub 40 affect the coupling
coefficient k between the two resonance units. The cou-
pling coefficient k is increased when Ls is increased or
Ws is decreased, so as to increase a bandwidth of the
filter.
[0035] In the foregoing embodiment, the width of the
second insulation slot 23 in the tapered CPW transmis-
sion line 20 gradually changes. In an example of one
second insulation slot 23 thereof, two ends of the second
insulation slot 23 are respectively a first end (an end with
a width of L1+g2 shown in FIG. 1) close to the first central
signal line 11 and a second end (an end with a width of
Ls shown in FIG. 1) far away from the first central signal
line 11. In this change, a width of the first end may be
greater than a width of the second end (as shown in FIG.
1), or a width of the first end may be less than a width of
the second end (as shown in FIG. 3). In addition, during
specific configuration, an edge 24 of the second insula-
tion slot 23 which is far away from the second central
signal line 21 may be in different shapes. For example,
the edge 24 of the second insulation slot 23 which is far
away from the second central signal line 21 is a straight
line or an arc line. When the edge 24 is an arc line, the
arc line may be a concave arc line or a convex arc line.
Specifically, the shape may be designed according to an
actual performance requirement of the filter.
[0036] In a specific configuration process, as shown in
FIG. 1, the ground planes between the CPW transmis-
sion lines 10 and the tapered CPW transmission lines 20
are an integrated structure (in a ground on a same side
of the first central signal line 11), and the first insulation
slot 13 and the second insulation slot 23 are also con-
nected.
[0037] Continuing to refer to FIG. 1 and FIG. 3, in this
embodiment, the first ground plane 12 and the second
ground plane 22 that are on a same side of the first central
signal line 11 and the second central signal line 21 are
connected together. That is, the first ground plane 12 and
the second ground plane 22 on the same side are an
integrated structure, so that electric potentials (that is,
voltages) of the first ground plane 12 and the second
ground plane 22 are equal, to implement better filter per-
formance.
[0038] Continuing to refer to FIG. 1, FIG. 2, and FIG.
3, an embodiment of the present invention further pro-
vides a filter. The filter includes at least one filtering unit
described above. If there are multiple filtering units, two
adjacent filtering units thereof are electrically coupled or
magnetically coupled. The filter further includes a trans-
mission line with a stepped impedance change, and the

transmission line is used as an output transmission line
or an input transmission line or as an input/output port,
to couple with at least one slow-wave resonance unit 3
in the filtering unit.
[0039] In the foregoing embodiment, referring to both
FIG. 1 and FIG. 3, a filtering unit 60 that includes a CPW
transmission line 10, a tapered CPW transmission line
20, and a ground stub 40 is used to generate a slow-
wave feature, to push a high-order harmonic wave of a
baseband signal to a high frequency, so as to implement
a wide stopband feature. In addition, a slow-wave effect
is used to properly design a size of a filter, to reduce an
entire area of the filter and reduce costs. In each filtering
unit, two vertically symmetric slow-wave resonance units
3 with a same size are mutually coupled, to enhance
passband performance of the filter, increase a band-
width, increase in-passband flatness, and reduce an in-
sertion loss. Strength of coupling between the two reso-
nance units may be described by using a coupling coef-
ficient k, and both the length Ls and the width Ws of the
ground stub 40 affect the coupling coefficient k between
the two resonance units. The coupling coefficient k is
increased when Ls is increased or Ws is decreased, so
as to increase a bandwidth of the filter.
[0040] In addition, a low-pass filter feature is obtained
in a signal transmission manner from a low impedance
to a high impedance, to introduce multiple transmission
zeroes, and increase a stopband suppression degree;
and a relatively large reflection factor is obtained on a
high frequency band, to suppress radiation generated by
the slow-wave resonance units 3. In a specific implemen-
tation, the transmission line with a stepped impedance
change is a T-shaped transmission line 30, and a third
ground plane is disposed on each of two sides of the T-
shaped transmission line 30. The T-shaped transmission
line 30 of a stepped impedance change is used as an
input or output port. In the T-shaped transmission line
30, a section with a width of W is a 50-ohm CPW trans-
mission line, and a slot width on each of two sides of the
50-ohm CPW transmission line is g1, to meet a radio-
frequency circuit standard. A signal is transmitted in a
manner in which gap coupling is performed between a
section Wt2 and the slow-wave resonance unit 3. In a
section Lt1 of the T-shaped transmission line 30, a char-
acteristic impedance (greater than 50 ohms) of this sec-
tion of the CPW transmission line 10 may be increased
when Wt1 is decreased and gt1 is increased. A low-pass
filter feature is obtained in a signal transmission manner
from a low impedance (with a width of W) to a high im-
pedance (with a width of Wt1), to introduce multiple trans-
mission zeroes, and increase a stopband suppression
degree; and a relatively large reflection factor is obtained
on a high frequency band, to suppress radiation gener-
ated by the slow-wave resonance units 3. The T-shaped
transmission line 30 of a step impedance is used as an
input port or an output port, and affects an external quality
factor Qe of the filter. A definition of the external quality
factor Qe is as follows: 
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where
f0 represents a center frequency of the filter, and Δf3dB
represents 3 dB bandwidth of the filter. The external qual-
ity factor Qe is decreased when Wt2 is increased, and
gc is decreased, so as to increase a bandwidth of the
filter. In a specific embodiment, the filter is a passband
filter.
[0041] To easily understand effects of the filter provid-
ed in this embodiment, a filter that includes a slow-wave
coplanar waveguide resonance unit is emulated in the
following, and an emulation result is shown in FIG. 5 and
FIG. 6. The emulation result shows that for the filter that
includes the filtering unit provided in this embodiment, a
center frequency of a passband is 2.1 GHz, a stopband
may be expanded to 11.9 times of a baseband, and a
suppression degree reaches -21.9 dB.
[0042] S21 and S11 are S parameters, S21 represents
a transmission factor from a port 2 (an output port) to a
port 1 (an input port), and S11 represents a reflection
factor observed from the port 1. Both the two parameters
are greater than 0 and are not greater than 1, and usually
use dB as measurement. Larger S21 indicates that more
energy is transmitted from the port 1 to the port 2. Rela-
tively large S11 means that most of energy inputted from
the port 1 is reflected, and does not arrive at the port 2.
Therefore, the passband of the filter has relatively large
S21 and relatively small S11, and S21 closer to 0 dB
indicates a less energy loss in a transmission process;
and the stopband of the filter has relatively small S21 and
relatively large S11, and smaller S21 indicates a higher
stopband suppression degree.
[0043] As shown in FIG. 7 and FIG. 8, the band-pass
filter based on the slow-wave coplanar waveguide reso-
nance unit with a wide stopband is processed and tested
by using a high-frequency board RT5880 (with a relative
permittivity of 2.2 and a thickness of 0.508 mm), and com-
parison between a test result and an emulation result is
shown in FIG. 7 and FIG. 8. It can be seen from FIG. 7
and FIG. 8 that for the filter provided in this embodiment,
the stopband is expanded to 14.2 times of a baseband
signal, a stopband suppression degree reaches -21.5 dB,
and an insertion loss is less than 1.13 dB.
[0044] As shown in FIG. 9, to improve performance of
the filtering unit, ground planes on two sides of the first
central signal line 11 are connected together by using a
connection component 50. That is, the first ground plane
21, the second ground plane 22, and the third ground
plane that are on a same side of the first central signal
line 11, the second central signal line 21, and the T-
shaped transmission line 30 are connected together, so
that electric potentials (that is, voltages) of the ground
planes on the same side are the same. Preferably, the
ground planes on two sides of the first central signal line

11 are connected together by using the connection com-
ponent 30. Grounds separated on up and down sides are
connected by using the connection component 50, so
that electric potentials of the grounds on two sides are
equal, to implement better filter performance.
[0045] The connection component 50 may be specifi-
cally disposed by using different structures. In a specific
solution, the connection component 50 is a metal jumper
wire or an air bridge. During specific configuration, two
ends of the connection component 50 are respectively
disposed on the third ground planes on two sides of the
T-shaped transmission line, or two ends of the connec-
tion component 50 are respectively disposed on the first
ground planes 12 or the second ground planes 22 on two
sides of the first central signal line 11 or the second cen-
tral signal line 21. That the connection component 50 is
disposed on the third ground planes on two sides of the
T-shaped transmission line is only a better solution. As
shown in FIG. 9, the connection component 50 crosses
the T-shaped transmission line and is insulated from the
T-shaped transmission line. In a specific embodiment,
as shown in FIG. 9, metal jumper wires are disposed on
two sides of the T-shaped transmission line 30. It should
be understood that a location of a single air bridge or a
single metal jumper wire is not limited to the location
shown in the foregoing figure. When being connected to
the grounds on two sides, the single air bridge or the
single metal jumper wire may be moved on the ground
towards left, right, up or down, and may be rotated by a
specific degree. A quantity of air bridges and a quantity
of metal jumper wires that are used are not limited.
[0046] In addition, when multiple filtering units are
used, the multiple filtering units are coupled. Specifically,
as shown in FIG. 10 and FIG. 11, FIG. 10 and FIG. 11
show a filter formed by coupling two filtering units. Spe-
cifically, when filtering units 60 are specifically connect-
ed, the filtering units 60 may be cascaded in a magnetic
coupling or electric coupling manner. As shown in FIG.
10 and FIG. 1, when adjacent filtering units 60 are mag-
netically coupled, adjacent CPW transmission lines 10
in the two adjacent filtering units 60 are connected to-
gether, and overall performance is improved in a mag-
netic coupling manner. In addition, as shown in FIG. 11
and FIG. 1, band-pass filters may be cascaded in an elec-
tric coupling manner. When adjacent filtering units 60 are
electrically coupled, there is a gap 61 between first signal
lines between two adjacent CPW transmission lines 10
in the two adjacent filtering units 60. That is, the filters
are not directly connected, but connected in a gap cou-
pling manner. Both the two cascading manners are ap-
plicable to a combination of multiple filtering units 60
(whose quantity may be 2, but is not limited to 2).
[0047] In addition, in this embodiment, as shown in
FIG. 12 and FIG. 13, an emulation result of a high-per-
formance filter formed by cascading two band-pass filters
is shown in the figures when a metal jumper wire is used.
A center frequency of the filter is 2.1 GHz, a stopband
may be expanded to over 14.2 times of a baseband, and
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a suppression degree reaches -30.1 dB.
[0048] Obviously, a person skilled in the art can make
various modifications and variations to the present inven-
tion without departing from the spirit and scope of the
present invention. The present invention is intended to
cover these modifications and variations provided that
they fall within the scope of protection defined by the
following claims and their equivalent technologies.

Claims

1. A filtering unit, comprising two coupled coplanar
waveguide CPW slow-wave resonance units,
wherein each slow-wave resonance unit comprises:
a substrate, and a CPW transmission line, a tapered
CPW transmission line, and a ground stub that are
disposed on the substrate; wherein
the CPW transmission line comprises a first central
signal line and a first ground plane arranged on each
of two sides of the first central signal line, and a first
insulation slot with an invariable width is disposed
between the first central signal line and the first
ground plane;
the tapered CPW transmission line comprises a sec-
ond central signal line connected to the first central
signal line and a second ground plane arranged on
each of two sides of the second central signal line,
and a second insulation slot with a tapered width is
disposed between the second central signal line and
the second ground plane; and
the ground stub is connected between second cen-
tral signal lines of the two slow-wave resonance
units, and one end of the ground stub which is far
away from the second central signal line is connect-
ed to the second ground plane.

2. The filtering unit according to claim 1, wherein an
edge of the second insulation slot which is far away
from the second central signal line is a straight line
or an arc line.

3. The filtering unit according to claim 1 or 2, wherein
the two coupled slow-wave resonance units are sym-
metrically disposed.

4. The filtering unit according to any one of claims 1 to
3, wherein the first ground plane and the second
ground plane that are on a same side of the first
central signal line and the second central signal line
are connected together.

5. A filter, comprising at least one filtering unit accord-
ing to any one of claims 1 to 4; wherein
the filter further comprises a transmission line with
a stepped impedance change, and the transmission
line with the stepped impedance change is used as
an output transmission line or an input transmission

line, to couple with at least one slow-wave resonance
unit in the filtering unit.

6. The filter according to claim 5, wherein the transmis-
sion line with the stepped impedance change is a T-
shaped transmission line, and there is a third ground
plane on each of two sides of the T-shaped trans-
mission line.

7. The filter according to claim 6, wherein the first
ground plane, the second ground plane, and the third
ground plane that are on a same side of the first
central signal line, the second central signal line, and
the T-shaped transmission line are connected to-
gether.

8. The filter according to claim 7, wherein the first
ground plane on each of two sides of the first central
signal line, the second ground plane on each of two
sides of the second central signal line, and the third
ground plane on each of two sides of the T-shaped
transmission line are connected together by using a
connection component.

9. The filter according to claim 8, wherein the connec-
tion component is a metal jumper wire or an air
bridge.

10. The filter according to claim 8 or 9, wherein two ends
of the connection component are respectively dis-
posed on two sides of the T-shaped transmission
line, and the connection component crosses the T-
shaped transmission line, and is insulated from the
T-shaped transmission line.

11. The filter according to any one of claims 5 to 10,
wherein when two adjacent filtering units are mag-
netically coupled, two adjacent CPW transmission
lines in the two adjacent filtering units are connected
together.

12. The filter according to any one of claims 5 to 11,
wherein when two adjacent filtering units are electri-
cally coupled, there is a gap between two adjacent
CPW transmission lines in the two adjacent filtering
units.

13. The filter according to any one of claims 5 to 12,
wherein the filter is a passband filter.
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