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(54) HIGH-VOLTAGE POWER SOURCE DEVICE

(57) A switch circuit (4) is turned ON and switch cir-
cuits (3, 17, and 18) are turned OFF to apply a negative
direct-current voltage from a negative voltage generating
unit (2) to a flight tube (5), and while a measurement is
conducted, a switch circuit (15) is turned ON, and a ca-
pacitor (13) is charged by an auxiliary positive voltage
generating unit (11). When the polarity of the applied volt-
age is switched from negative to positive, the switch cir-
cuit (4) is turned OFF and the switch circuit (17) is turned
ON to supply a large current from the capacitor (13) to
the flight tube (5), thus the capacitance of the flight tube
(5) is charged to a positive potential quickly. After that,
the switch circuit (17) is turned OFF and the switch circuit
(3) is turned ON to apply a stable positive direct-current
voltage from a positive voltage generating unit (1) to the
flight tube (5). By quickly charging and discharging the
capacitance of the flight tube (5) when the positive and
negative polarities are switched in this way, a rising time
to apply a stable voltage can be shortened even if a re-
straint is imposed on the maximum output current of the
voltage generating units (1 and 2).
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Description

TECHNICAL FIELD

[0001] The present invention relates to a high-voltage
power supply device, and more particularly to a high-
voltage power supply device suitable for applying a di-
rect-current high voltage to a capacitive load having a
relatively high capacitance, such as a flight tube of a time-
of-flight mass spectrometer.

BACKGROUND ART

[0002] A time-of-flight mass spectrometer (hereinafter,
referred to as "TOFMS" in accordance with the common
usage) measures a time-of-flight required for various ions
derived from a sample to fly in a flight space formed in a
flight tube from when the ions have been emitted from
an ion emitting unit. Since flying ions have a speed de-
pending on their mass-to-charge ratio m/z, the above-
described time-of-flight depends on respective mass-to-
charge ratios of the ions, thus a mass-to-charge ratio can
be found from a time-of-flight of each ion.
[0003] As disclosed in Patent Literature 1, for example,
in a TOFMS, a flight tube is applied with a direct-current
high voltage of about a few to a dozen kilovolts, whose
polarity differs depending on the polarity of an ion to be
analyzed, from a high-voltage power supply device ca-
pable of switching and outputting direct-current high volt-
age of both positive and negative polarities. If the poten-
tial of the flight tube changes during execution of analysis,
the flight time of the ion varies, which may decrease the
mass accuracy and the mass resolution. Furthermore, in
some reflectron TOFMSs, the potential of the flight tube
serves as a reference potential of the reflectron, which
forms a reflection electric field for reflecting ions; in such
a case, the influence of a change in the potential of the
flight tube during execution of analysis on the mass ac-
curacy is even greater.
[0004] Accordingly, the above-described high-voltage
power supply device is required to output a direct-current
high voltage of about a few to a dozen kilovolts at high
stability with a voltage fluctuation of about a few parts
per million or less. Furthermore, in a TOFMS capable of
repeatedly and alternately conducting a measurement of
positive ions and a measurement of negative ions,
switching of the polarity of an output voltage from a high-
voltage power supply device needs to be performed with-
in a short period; therefore, it is also required to decrease
the time as much as possible to stabilize the voltage when
the polarity of the output voltage is switched.
[0005] Fig. 6 is a schematic configuration of a conven-
tional, general high-voltage power supply device for a
flight tube and an explanatory diagram of its operation.
[0006] As shown in Fig. 6A, this high-voltage power
supply device includes a positive voltage generating unit
1 that outputs a positive-polarity direct-current high volt-
age with a voltage value of H [V], a negative voltage gen-

erating unit 2 that outputs a negative-polarity direct-cur-
rent high voltage with a voltage value of -H [V], a positive-
side switch circuit 3 provided on a line electrically con-
necting the positive voltage generating unit 1 and a flight
tube 5, which is a load, and a negative-side switch circuit
4 provided on a line electrically connecting the negative
voltage generating unit 2 and the flight tube 5. In general,
the switch circuits 3 and 4 each include one or more MOS-
FETs as a semiconductor switching device. Furthermore,
as the positive voltage generating unit 1 and the negative
voltage generating unit 2, a booster circuit having voltage
doubler rectifier circuits, such as Cockcroft-Walton cir-
cuits, connected in multiple stages is used in many cases.
The voltage value 6H of the direct-current high voltage
is generally about 65 to 610 [kV]. The flight tube 5 is a
metallic, substantially cylindrical tube with a length of
about 1 to 2 [m], and is a capacitive load having a capac-
itance of Ca [F].
[0007] In a TOFMS, when a high voltage applied to the
flight tube 5 is alternately switched between positive and
negative to alternately perform a measurement of posi-
tive ions and a measurement of negative ions, the posi-
tive-side switch circuit 3 and the negative-side switch cir-
cuit 4 are alternately turned ON and OFF. However, in
order to prevent turning both of the switch circuits 3 and
4 into ON state simultaneously, these switch circuits 3
and 4 are generally controlled so that after one of the
switch circuits (for example, the positive-side switch cir-
cuit 3) is switched from ON state to OFF state, the other
switch circuit (for example, the negative-side switch cir-
cuit 4) is switched from OFF state to ON state.
[0008] Now, if the positive-side switch circuit 3 is turned
ON from a state where both of the switch circuits 3 and
4 are OFF, a current i1 flows from the positive voltage
generating unit 1 to the flight tube 5 through the positive-
side switch circuit 3, and the capacitance of the flight tube
5 is charged (see Fig. 6A). When the capacitance is fully
charged, the potential of a voltage-applied-side end 5a
of the flight tube 5 becomes stable at +H [V], and in that
state, a measurement is conducted (see Fig. 6B). After
the measurement ends, in order to switch so that a neg-
ative high voltage is applied to the flight tube 5, first, the
positive-side switch circuit 3 is turned OFF, and then the
negative-side switch circuit 4 is turned ON. Then, a cur-
rent i2 based on the charge previously accumulated in
the capacitance of the flight tube 5 flows from the flight
tube 5 to the negative voltage generating unit 2 through
the negative-side switch circuit 4. And then, the capaci-
tance is charged to the opposite polarity (see Fig. 6C).
When the capacitance is fully charged to the opposite
polarity, the potential of the voltage-applied-side end 5a
of the flight tube 5 becomes stable at -H [V], and in that
state, a measurement is conducted (see Fig. 6D).
[0009] Although the capacitance of the flight tube 5 de-
pends on its size, etc., it is generally about a few hundreds
of picofarads to a few nanofarads. A stabilization time ts
required for the potential of the voltage-applied-side end
5a of the flight tube 5 to be stabilized depends on the
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current supply capacity of the voltage generating unit 1
or 2 and its responsiveness to a change in the load, where
the stabilization time ts is the time from a point of time at
which the switch circuits 3 and 4 are switched to ON state
to a point of time when the potential of the voltage-ap-
plied-side end 5a of the flight tube 5 is stabilized in a
positive direction or a negative direction. If the current
supply capacity is increased (i.e., if the current i1 or i2 is
increased), the stabilization time ts is shortened. But the
larger the current supply capacity is increased, the higher
the cost of the voltage generating unit 1 or 2 becomes.
Furthermore, if the responsiveness of the voltage gen-
erating unit 1 or 2 to a change in the load is increased,
the stabilization time ts is shortened, but the stability in
a direct-current voltage may decrease. Due to such re-
straints, there are limitations to increase the current sup-
ply capacity of the voltage generating unit 1 or 2 and its
responsiveness to a change in the load. Thus, in a case
where the capacitance of the flight tube 5 is about a few
nanofarads, the stabilization time ts in a conventional
high-voltage power supply device is about a few hun-
dreds of milliseconds, and this length of time is a signif-
icant restraint on shortening the time to switch the polarity
of an applied voltage to the flight tube 5, i.e., shortening
a measurement period with which a measurement of pos-
itive ions and a measurement of negative ions are alter-
nately conducted.
[0010] Furthermore, such problems occur not only
when the polarity of an output voltage is switched be-
tween positive and negative, but also when application
of the voltage is started from a state where application
of the voltage is at a stop, i.e., when an applied voltage
is risen from zero to +H [V] or -H [V].
[0011] Moreover, not only a high-voltage power supply
device that applies a high voltage to the flight tube 5, but
also a high-voltage power supply device that applies a
stable direct-current high voltage to a load (a capacitive
load) having a relatively large capacitance has similar
problems.

CITATION LIST

PATENT LITERATURE

[0012] Patent Literature 1: JP 2006-80031 A

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0013] The present invention has been made to solve
the above-described problems, and is mainly intended,
in a high-voltage power supply device that applies a sta-
ble high voltage to a capacitive load, to shorten the time
of voltage rise when an application of the voltage is start-
ed from a halted state or when the polarity of the applied
voltage is switched while suppressing the increase in de-
vice cost.

SOLUTION TO PROBLEM

[0014] The present invention made to solve the above-
described problems is a high-voltage power supply de-
vice that applies a direct-current high voltage to a load,
and includes:

a) a main voltage generating unit configured to gen-
erate a predetermined direct-current high voltage;
b) a switch unit configured to open and close a line
connecting a voltage output terminal of the main volt-
age generating unit and the load; and
c) an auxiliary power supply unit configured to charge
a capacitance of the load by supplying the load with
a larger current than a current being able to be sup-
plied by the main voltage generating unit before or
immediately after the switch unit is closed when ap-
plication of the direct-current high voltage to the load
by the main voltage generating unit is started by clos-
ing the switch unit being in an open state.

[0015] In the high-voltage power supply device accord-
ing to the present invention, when the switch unit being
in an open state is closed, the main voltage generating
unit and the load are connected through the switch unit,
and the direct-current high voltage generated by the main
voltage generating unit is applied to the load. At this time,
the auxiliary power supply unit supplies the load with a
larger current than a current being able to be supplied
by the main voltage generating unit immediately before
or immediately after the switch unit is closed for a short
time. In a case where the direct-current high voltage ap-
plied to the load is positive, the auxiliary power supply
unit should supply the load with a positive current (i.e.,
cause the current to flow into the load); on the other hand,
in a case where the direct-current high voltage applied
to the load is negative, the auxiliary power supply unit
should supply the load with a negative current (i.e., draw
out the current from the load). The capacitance of the
load is rapidly charged with this current supplied from the
auxiliary power supply unit, thus charge of the capaci-
tance by current supply from the main voltage generating
unit to the load becomes unnecessary or reduced, and
the potential of the load is settled to an intended value in
a short time after the switch unit is closed.
[0016] In a case where a less-fluctuating, stable direct-
current high voltage is applied to the load, as described
above, the current supply capacity of the main voltage
generating unit is subjected to restraints because of cost
factors, etc. On the other hand, the auxiliary power supply
unit is mainly intended to charge the capacitance of the
load at the time of voltage rise alone, thus may be con-
figured to be able to supply a large current only for a short
time.
[0017] Accordingly, in the high-voltage power supply
device according to the present invention, the auxiliary
power supply unit may be configured to include a capac-
itor, a charge power supply unit configured to charge the
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capacitor, and a first auxiliary switch unit configured to
open and close a line connecting the capacitor and the
load.
[0018] In this configuration, before application of the
direct-current high voltage to the load by the main voltage
generating unit is started by switching the switch unit from
an open state to a closed state, the capacitor is charged
by the charge power supply unit in advance. Then, by
closing the first auxiliary switch unit for a short time, for
example, immediately before the switch unit is switched
from an open state to a closed state, a current generated
by the charge accumulated in the capacitor is supplied
to the load through the first auxiliary switch unit to charge
the capacitance of the load. After the first auxiliary switch
unit is again opened, and the capacitor is separated from
the load, the switch unit is closed, and the direct-current
high voltage generated by the main voltage generating
unit is applied to the load. By opening the first auxiliary
switch unit, the charge accumulated in the capacitor is
discharged, and a large current can be supplied to the
load though briefly. Accordingly, the potential of the load
can be increased in a short time, and, after the main
voltage generating unit is connected to the load, can be
quickly stabilized at the direct-current high voltage gen-
erated by the main voltage generating unit.
[0019] According to an aspect of the high-voltage pow-
er supply device having the above-described configura-
tion, the auxiliary power supply unit can be configured to
further include a second auxiliary switch unit configured
to open and close a line connecting the charge power
supply unit and the capacitor, and is closed during a pe-
riod in which the first auxiliary switch unit is open and is
opened when the first auxiliary switch unit is closed.
[0020] In this configuration, when the first auxiliary
switch unit is closed, the second auxiliary switch unit is
open, and the charge power supply unit is separated from
the capacitor, thus a large current based on the charge
accumulated in the capacitor immediately before this can
be supplied to the load.
[0021] According to another aspect of the high-voltage
power supply device having the above-described config-
uration, the auxiliary power supply unit can be configured
to further include a resistance unit that is provided on a
line connecting the charge power supply unit and the
capacitor, and limits the current from the charge power
supply unit through the first auxiliary switch unit when the
first auxiliary switch unit is closed.
[0022] That is, in this aspect, the second auxiliary
switch unit in the above-described aspect is replaced with
the resistance unit. In this configuration, when the first
auxiliary switch unit is closed, the capacitor and the
charge power supply unit are connected through the re-
sistance unit. However, if a resistance value of the re-
sistance unit is set at a relatively large value, a current
is less likely to flow from the charge power supply unit to
the load through the resistance unit; therefore, when the
first auxiliary switch unit is closed, a large current based
on the charge accumulated in the capacitor can be sup-

plied to the load.
[0023] The high-voltage power supply device accord-
ing to the present invention may be a single-polarity pow-
er supply device that applies a direct-current high voltage
of either positive or negative polarity, but is also applica-
ble to a positive/negative-polarity switchable power sup-
ply device that can selectively apply a direct-current high
voltage of positive polarity and a direct-current high volt-
age of negative polarity to the load.
[0024] That is, the high-voltage power supply device
according to the present invention can be configured in
such a way that the main voltage generating unit includes
a positive-side main voltage generating unit configured
to generate a direct-current high voltage of positive po-
larity and a negative-side main voltage generating unit
configured to generate a direct-current high voltage of
negative polarity; the switch unit includes a positive-side
switch unit configured to open and close a line connecting
a voltage output terminal of the positive-side main voltage
generating unit and the load and a negative-side switch
unit configured to open and close a line connecting a
voltage output terminal of the negative-side main voltage
generating unit and the load; and the auxiliary power sup-
ply unit includes a positive-side auxiliary power supply
unit configured to charge the capacitance of the load to
positive polarity by supplying the load with a larger current
than a current being able to be supplied by the positive-
side main voltage generating unit before or immediately
after the positive-side switch unit is closed when appli-
cation of the direct-current high voltage to the load by the
positive-side main voltage generating unit is started by
closing the positive-side switch unit being in an open
state, and a negative-side auxiliary power supply unit
configured to charge the capacitance of the load to neg-
ative polarity by supplying the load with a larger current
than a current being able to be supplied by the negative-
side main voltage generating unit before or immediately
after the negative-side switch unit is closed when appli-
cation of the direct-current high voltage to the load by the
negative-side main voltage generating unit is started by
closing the negative-side switch unit being in an open
state.
[0025] According to this configuration, not only when
a positive or negative voltage is started being applied to
the load with no voltage applied, but also when the po-
larity of the direct-current high voltage applied to the load
is switched from positive to negative or vice versa, the
capacitance of the load can be quickly charged to a po-
larity opposite to the previous polarity, thus a voltage after
the switching can be quickly stabilized.
[0026] For example, in a TOFMS, a measurement
needs to be conducted after the potential of a flight tube
whose polarity is switched in accordance with the polarity
of an ion to be analyzed is sufficiently stabilized; however,
by using the high-voltage power supply device according
to the present invention as a power supply device, switch-
ing of the potential of the flight tube is quickly performed,
thus it is possible to shorten a measurement period with
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which a measurement of positive ions and a measure-
ment of negative ions are alternately executed.

ADVANTAGEOUS EFFECTS OF INVENTION

[0027] In the high-voltage power supply device accord-
ing to the present invention, a dedicated auxiliary power
supply unit, which is different from a main voltage gen-
erating unit having high stability in an output voltage,
quickly charges the capacitance of a load when applica-
tion of the voltage is started from a halted state or when
the polarity of the applied voltage is switched; therefore,
even if a restraint is imposed on the output current of the
main voltage generating unit, the potential of the load
can be statically determined to an intended stable value
quickly. Accordingly, the output current of the main volt-
age generating unit having the high voltage stability can
be suppressed, thus the increase in cost can be sup-
pressed. Furthermore, it is not necessary to increase the
responsiveness to a load change more than is necessary;
therefore, it is possible to apply a stable direct-current
high voltage to the load.

BRIEF DESCRIPTION OF DRAWINGS

[0028]

Fig. 1 is a schematic configuration diagram of a high-
voltage power supply device according to a first em-
bodiment of the present invention.
Fig. 2 is an explanatory diagram of an operation of
the high-voltage power supply device according to
the first embodiment when switching the polarity of
an output voltage.
Fig. 3 is a schematic configuration diagram of a high-
voltage power supply device according to a second
embodiment of the present invention.
Fig. 4 is a timing chart of a control signal when the
polarity of an output voltage is switched in the high-
voltage power supply device according to the second
embodiment.
Fig. 5 is an explanatory diagram of an operation of
the high-voltage power supply device according to
the second embodiment when switching the polarity
of the output voltage.
Fig. 6 is a schematic configuration of a conventional
high-voltage power supply device and an explana-
tory diagram of its operation.

DESCRIPTION OF EMBODIMENTS

[First Embodiment]

[0029] In the following, a first embodiment of a high-
voltage power supply device according to the present
invention is described with reference to accompanying
drawings. Fig. 1 is a schematic configuration diagram of
the high-voltage power supply device according to the

first embodiment. Fig. 2 is an explanatory diagram of an
operation of the high-voltage power supply device ac-
cording to the first embodiment when switching the po-
larity of an output voltage. In Fig. 1, a component identical
or equivalent to the conventional high-voltage power sup-
ply device shown in Fig. 6 is assigned the same reference
numeral.
[0030] In the high-voltage power supply device accord-
ing to the present embodiment, the positive voltage gen-
erating unit 1, the negative voltage generating unit 2, the
positive-side switch circuit 3, the negative-side switch cir-
cuit 4, and the flight tube 5, which is a load, are exactly
the same as the conventional high-voltage power supply
device shown in Fig. 6; besides these, an auxiliary power
supply unit 10 is further added.
[0031] The auxiliary power supply unit 10 includes an
auxiliary positive voltage generating unit 11 that outputs
a positive-polarity direct-current high voltage with a volt-
age value of +(H+α) [V], an auxiliary negative voltage
generating unit 12 that outputs a negative-polarity direct-
current high voltage with a voltage value of -(H+α) [V], a
first capacitor 13 whose one end is grounded, and a sec-
ond capacitor 14 whose one end is grounded, a positive-
side second auxiliary switch circuit 15 provided on a line
electrically connecting the auxiliary positive voltage gen-
erating unit 11 and the other end of the first capacitor 13,
a positive-side first auxiliary switch circuit 17 provided on
a line electrically connecting the other end of the first
capacitor 13 and the flight tube 5, a negative-side second
auxiliary switch circuit 16 provided on a line electrically
connecting the auxiliary negative voltage generating unit
12 and the other end of the second capacitor 14, and a
negative-side first auxiliary switch circuit 18 provided on
a line electrically connecting the other end of the second
capacitor 14 and the flight tube 5.
[0032] All of the switch circuits 15 to 18 in the auxiliary
power supply unit 10 can include one or more semicon-
ductor switching devices such as MOSFETs, as with the
switch circuits 2 and 4. Furthermore, other than semicon-
ductor switching device(s), for example, electromagnetic
relay(s) or the like can also be used. Moreover, a control
unit 20 controls respective on (closed) and off (open)
operations of the switch circuits 3, 4, and 15 to 18, and
generally includes mainly a microcomputer containing a
microprocessor, a ROM, a RAM, etc.
[0033] The voltage value +(H+α) [V] of the direct-cur-
rent high voltage that is an output of the auxiliary positive
voltage generating unit 11 is higher by α [V] than the
voltage value H [V] of the direct-current high voltage that
is an output of the positive voltage generating unit 1. Like-
wise, the voltage value -(H+α) [V] of the direct-current
high voltage that is an output of the auxiliary negative
voltage generating unit 12 is higher in the absolute value
by α [V] than the voltage value H [V] of the direct-current
high voltage that is an output of the negative voltage gen-
erating unit 2. As will be described later, α [V] is appro-
priately determined in accordance with respective capac-
ities of the first and second capacitors 13 and 14, a ca-

7 8 



EP 3 525 231 A1

6

5

10

15

20

25

30

35

40

45

50

55

pacitance value Ca of the capacitance of the flight tube
5, etc.
[0034] The operation of this high-voltage power supply
device when switching the polarity of an applied voltage
to the flight tube 5 is described with reference to Fig. 2.
[0035] Now, with the negative-side switch circuit 4 in
ON state, the positive-side switch circuit 3 in OFF state,
and the first auxiliary switch circuits 17 and 18 both in
OFF state, the potential of the voltage-applied-side end
5a of the flight tube 5 is assumed to be stable at -H [V].
At this time, the positive-side second auxiliary switch cir-
cuit 15 is in ON state, and the first capacitor 13 is charged
with the output voltage +(H+α) [V] of the auxiliary positive
voltage generating unit 11 (see Fig. 2A). When fully
charged, a voltage between both ends of the first capac-
itor 13 becomes +(H+α) [V].
[0036] When the applied voltage to the flight tube 5 is
switched from the negative polarity to the positive polar-
ity, first, the negative-side switch circuit 4 and the posi-
tive-side second auxiliary switch circuit 15 are put into
OFF state, and the positive-side first auxiliary switch cir-
cuit 17 is turned ON. Then, the first capacitor 13 and the
flight tube 5 are connected through the positive-side first
auxiliary switch circuit 17, and a current based on the
charge accumulated in the first capacitor 13 flows into
the flight tube 5 (see Fig. 2B). Until immediately before
this, the capacitance of the flight tube 5 has been charged
so that the voltage-applied-side end 5a has the negative
polarity; however, it is rapidly charged to the positive po-
larity by the inflow of the current.
[0037] At this time, a voltage H’ [V] at the voltage-ap-
plied-side end 5a, a capacity Cb [F] of the first capacitor
13, a capacitance value Ca [F] of the capacitance of the
flight tube 5, and α [V] are in the following relationship. 

[0038] Therefore, if Ca and Cb are already known, α
[V] that allows H’ [V] to be H [V] is found. For example,
if Ca = 1 [nF], Cb = 7 [nF], and H [V] = 67 [kV], α = (2/7)
3 7 = 2 [kV]. That is, the output voltage of the auxiliary
positive voltage generating unit 11 may be 9 [kV].
[0039] After the capacitance of the flight tube 5 has
been charged with the current supplied from the first ca-
pacitor 13, the positive-side first auxiliary switch circuit
17 is turned OFF, and the positive-side switch circuit 3
and the positive-side second auxiliary switch circuit 15
are turned ON. Accordingly, the positive voltage gener-
ating unit 1 is connected to the flight tube 5, thus a stable
direct-current voltage with a voltage value of H [V] is ap-
plied to the flight tube 5 (see Fig. 2C). Meanwhile, al-
though the charging voltage is reduced by discharge of
the first capacitor 13, the positive-side second auxiliary
switch circuit 15 is turned ON, and therefore the first ca-
pacitor 13 and the auxiliary positive voltage generating
unit 11 are connected again, and the first capacitor 13 is

charged until a voltage between its both ends becomes
+(H+α) [V]. A measurement is conducted in a state where
a stable direct-current voltage from the positive voltage
generating unit 1 is applied to the flight tube 5 (see Fig.
2D). At the time of execution of the measurement, the
negative-side second auxiliary switch circuit 16 is put into
ON state, thus the second capacitor 14 is charged with
the output voltage -(H+α) [V] of the auxiliary negative
voltage generating unit 12, and a voltage between both
ends of the second capacitor 14 becomes -(H+α) [V].
[0040] When the measurement is finished, to switch
the applied voltage to the flight tube 5 from the positive
polarity to the negative polarity, the control unit 20 puts
the positive-side switch circuit 3 and the negative-side
second auxiliary switch circuit 16 into OFF state, and
turns the negative-side first auxiliary switch circuit 18 ON.
Then, the second capacitor 14 and the flight tube 5 are
connected through the negative-side first auxiliary switch
circuit 18, and a current based on the charge accumu-
lated in the second capacitor 14 flows from the flight tube
5 to the second capacitor 14 (see Fig. 2E). Until imme-
diately before this, the capacitance of the flight tube 5
has been charged so that the voltage-applied-side end
5a has the positive polarity; however, it is rapidly charged
to the negative polarity by the outflow of the current.
[0041] After the capacitance of the flight tube 5 has
been charged to the negative polarity by drawing out of
the current by the second capacitor 14, the control unit
20 turns the negative-side first auxiliary switch circuit 18
OFF, and turns the positive-side switch circuit 3 and the
negative-side second auxiliary switch circuit 16 ON. Ac-
cordingly, the negative voltage generating unit 2 is con-
nected to the flight tube 5, thus a stable negative direct-
current voltage is applied to the flight tube 5 (see Fig.
2F). Meanwhile, although the charging voltage is reduced
by discharge of the second capacitor 14, the negative-
side second auxiliary switch circuit 16 is turned ON, and
therefore the second capacitor 14 and the auxiliary neg-
ative voltage generating unit 12 are connected again,
and the second capacitor 14 is charged until a voltage
between its both ends becomes -(H+α) [V]. A measure-
ment is conducted in a state where a stable direct-current
voltage from the negative voltage generating unit 2 is
applied to the flight tube 5 (see Fig. 2A).
[0042] As described above, in the high-voltage power
supply device according to the first embodiment, when
the voltage applied to the flight tube 5 is switched from
the positive polarity to the negative polarity or vice versa,
in the auxiliary power supply unit 10, a current based on
the charge accumulated in the first capacitor 13 or the
second capacitor 14 in advance is supplied to the flight
tube 5, and the capacitance of the flight tube 5 is charged
to a value around the direct-current high voltage of a po-
larity intended to be switched to. The current supplied
from the first capacitor 13 or the second capacitor 14
does not have restraints like those put on the current
supplied from the voltage generating unit 1 or 2, and,
basically, a large current determined in accordance with
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a resistance value of an internal resistance (or in a case
where a protective resistance or the like is connected in
series to the internal resistance, a series resistance value
to the resistance) of the first auxiliary switch circuit 17 or
18 flows. Accordingly, charge of the capacitance of the
flight tube 5 is performed quickly, and therefore the time
(the stabilization time) to become a stable direct-current
voltage when the polarity is switched also becomes short-
er than a case where there is no auxiliary power supply
unit 10.

[Second Embodiment]

[0043] A second embodiment of a high-voltage power
supply device according to the present invention is de-
scribed with reference to Figs. 3 to 5. Fig. 3 is a schematic
configuration diagram of the high-voltage power supply
device according to the second embodiment. Fig. 4 is a
timing chart of a control signal when the polarity of an
output voltage is switched in the high-voltage power sup-
ply device according to the second embodiment. Fig. 5
is an explanatory diagram of an operation of the high-
voltage power supply device according to the second em-
bodiment when switching the polarity of the output volt-
age. In Fig. 3, a component identical or equivalent to the
high-voltage power supply device according to the first
embodiment shown in Fig. 1 is assigned the same refer-
ence numeral. Furthermore, Figs. 5A to 5F correspond
to Figs. 2A to 2F, respectively.
[0044] In the high-voltage power supply device accord-
ing to the second embodiment, the two second auxiliary
switch circuits 15 and 16 in the high-voltage power supply
device according to the first embodiment are replaced
with resistors 105 and 106, respectively. These resistors
105 and 106 have a high resistance value of about a few
hundreds of kilo-ohms to a few mega-ohms. That is, in
the high-voltage power supply device according to the
second embodiment, the auxiliary positive voltage gen-
erating unit 11 and the first capacitor 13 are constantly
connected through the resistor 105, and the auxiliary
negative voltage generating unit 12 and the second ca-
pacitor 14 are constantly connected through the resistor
106.
[0045] As shown in Fig. 5A, with the negative-side
switch circuit 4 in ON state, the positive-side switch circuit
3 in OFF state, and the first auxiliary switch circuits 17
and 18 both in OFF state, when the potential of the volt-
age-applied-side end 5a of the flight tube 5 is stable at
-H [V], a voltage between both ends of the first capacitor
13 connected to the auxiliary positive voltage generating
unit 11 through the resistor 105 is charged with +(H+α)
[V]. After that, when the applied voltage to the flight tube
5 is switched from the negative polarity to the positive
polarity, the negative-side switch circuit 4 is put into OFF
state, and the control unit 20 gives the positive-side first
auxiliary switch circuit 17 a control signal shown in Fig.
4A to turn it on only for a short time (in the present ex-
ample, 1 ms). Then, the first capacitor 13 and the flight

tube 5 are connected through the positive-side first aux-
iliary switch circuit 17, and a current based on the charge
accumulated in the first capacitor 13 flows into the flight
tube 5 (see Fig. 5B). Until immediately before this, the
capacitance of the flight tube 5 has been charged so that
the voltage-applied-side end 5a has the negative polarity;
however, it is rapidly charged to the positive polarity by
the inflow of the current. When the positive-side first aux-
iliary switch circuit 17 is ON, it is also connected to the
auxiliary positive voltage generating unit 11 and the flight
tube 5 through the resistor 105; however, the resistance
value of the resistor 105 is high, thus, by making a time
in which the positive-side first auxiliary switch circuit 17
is ON sufficiently short as compared with a below-de-
scribed ON time of the positive-side switch circuit 3, a
current flowing from the auxiliary positive voltage gener-
ating unit 11 to the flight tube 5 can be mostly ignored.
[0046] After the capacitance of the flight tube 5 has
been charged with the current supplied from the first ca-
pacitor 13, the control unit 20 turns the positive-side first
auxiliary switch circuit 17 OFF, and gives the positive-
side switch circuit 3 a control signal shown in Fig. 4B to
turn it ON. This ON time is 24 ms in the present example,
and, as described above, is sufficiently long as compared
with the ON time of the positive-side first auxiliary switch
circuit 17. Accordingly, the positive voltage generating
unit 1 is connected to the flight tube 5, thus a stable direct-
current voltage with a voltage value of H [V] is applied to
the flight tube 5 (see Fig. 5C). Meanwhile, although the
charging voltage is reduced by discharge of the first ca-
pacitor 13, the first capacitor 13 and the auxiliary positive
voltage generating unit 11 are connected through the re-
sistor 105; therefore, after the discharge, the first capac-
itor 13 is started being charged, and is charged until a
voltage between its both ends becomes +(H+α) [V]. A
measurement is conducted in a state where a stable di-
rect-current voltage from the positive voltage generating
unit 1 is applied to the flight tube 5 (see Fig. 5D). Mean-
while, in a state where the negative-side first auxiliary
switch circuit 18 is OFF, a voltage between both ends of
the second capacitor 14 is charged to -(H+α) [V] by the
auxiliary negative voltage generating unit 12.
[0047] When the measurement is finished, to switch
the applied voltage to the flight tube 5 from the positive
polarity to the negative polarity, the control unit 20 puts
the positive-side switch circuit 3 into OFF state, and turns
the negative-side first auxiliary switch circuit 18 ON only
for a short time (in this example, 1 ms). Then, the second
capacitor 14 and the flight tube 5 are connected through
the negative-side first auxiliary switch circuit 18, and a
current based on the charge accumulated in the second
capacitor 14 flows from the flight tube 5 to the second
capacitor 14 (see Fig. 5E). Until immediately before this,
the capacitance of the flight tube 5 has been charged so
that the voltage-applied-side end 5a has the positive po-
larity; however, it is rapidly charged to the negative po-
larity by the outflow of the current.
[0048] After the capacitance of the flight tube 5 has
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been charged to the negative polarity by drawing out of
the current by the second capacitor 14, the control unit
20 turns the negative-side first auxiliary switch circuit 18
OFF, and turns the positive-side switch circuit 3 ON. Ac-
cordingly, the negative voltage generating unit 2 is con-
nected to the flight tube 5, thus a stable negative direct-
current voltage is applied to the flight tube 5 (see Fig.
5F). Meanwhile, although the charging voltage is reduced
by discharge of the second capacitor 14, when the neg-
ative-side first auxiliary switch circuit 18 is turned OFF,
the second capacitor 14 is again charged until a voltage
between its both ends becomes -(H+α) [V]. A measure-
ment is conducted in a state where a stable direct-current
voltage from the negative voltage generating unit 2 is
applied to the flight tube 5 (see Fig. 5A).
[0049] As described above, in the high-voltage power
supply device according to the second embodiment, by
making respective ON times of the first auxiliary switch
circuits 17 and 18 sufficiently short as compared with
respective ON times of the switch circuits 3 and 4, broadly
similar effects to those in the first embodiment are
achieved. In a circuit simulation performed by the present
inventors, it was confirmed that the stabilization time was
shortened from about 40 ms to about 10 ms.
[0050] It is to be noted that in the above description,
the auxiliary power supply unit 10 is used when polarity
of a voltage applied to the flight tube 5 is switched; need-
less to say, rising of the voltage can be speeded up by
using the auxiliary power supply unit 10 also when ap-
plication of a positive or negative high voltage is started
from a state where no voltage has been applied.
[0051] Furthermore, the above-described configura-
tion of the high-voltage power supply device is merely an
example of the present invention, and it is a matter of
course that any modifications, additions, and alterations
made appropriately within the gist of the present inven-
tion are also embraced in the scope of the claims of the
present application.
[0052] Moreover, it is obvious that the high-voltage
power supply device according to the present invention
not only can be used for a purpose of applying a high
voltage to a flight tube of a TOFMS, but also can be used
for various purposes and apparatuses that require
switching of a high voltage of about 6 several [kV] at high
speed.

REFERENCE SIGNS LIST

[0053]

1... Positive Voltage Generating Unit
2... Negative Voltage Generating Unit
3... Positive-Side Switch Circuit
4... Negative-Side Switch Circuit
5... Flight Tube
5a... Voltage-Applied-Side End
10... Auxiliary Power Supply Unit
11... Auxiliary Positive Voltage Generating Unit

12... Auxiliary Negative Voltage Generating
Unit

13... First Capacitor
14... Second Capacitor
15... Positive-Side Second Auxiliary Switch Cir-

cuit
16... Negative-Side Second Auxiliary Switch

Circuit
17... Positive-Side First Auxiliary Switch Circuit
18... Negative-Side First Auxiliary Switch Cir-

cuit
105, 106... Resistor
20... Control Unit

Claims

1. A high-voltage power supply device that applies a
direct-current high voltage to a load, the high-voltage
power supply device comprising:

a) a main voltage generating unit configured to
generate a predetermined direct-current high
voltage;
b) a switch unit configured to open and close a
line connecting a voltage output terminal of the
main voltage generating unit and the load; and
c) an auxiliary power supply unit configured to
charge a capacitance of the load by supplying
the load with a larger current than a current being
able to be supplied by the main voltage gener-
ating unit before or immediately after the switch
unit is closed when application of the direct-cur-
rent high voltage to the load by the main voltage
generating unit is started by closing the switch
unit being in an open state.

2. The high-voltage power supply device according to
claim 1, wherein the auxiliary power supply unit in-
cludes: a capacitor; a charge power supply unit con-
figured to charge the capacitor; and a first auxiliary
switch unit configured to open and close a line con-
necting the capacitor and the load.

3. The high-voltage power supply device according to
claim 2, wherein the auxiliary power supply unit fur-
ther includes a second auxiliary switch unit config-
ured to open and close a line connecting the charge
power supply unit and the capacitor, and is closed
during a period in which the first auxiliary switch unit
is open, and is opened when the first auxiliary switch
unit is closed.

4. The high-voltage power supply device according to
claim 2, wherein the auxiliary power supply unit fur-
ther includes a resistance unit that is provided on a
line connecting the charge power supply unit and the
capacitor, and limits a current from the charge power

13 14 



EP 3 525 231 A1

9

5

10

15

20

25

30

35

40

45

50

55

supply unit through the first auxiliary switch unit when
the first auxiliary switch unit is closed.

5. The high-voltage power supply device according to
any one of claims 1 to 4, wherein
the main voltage generating unit includes a positive-
side main voltage generating unit configured to gen-
erate a direct-current high voltage of positive polarity,
and a negative-side main voltage generating unit
configured to generate a direct-current high voltage
of negative polarity,
the switch unit includes a positive-side switch unit
configured to open and close a line connecting a
voltage output terminal of the positive-side main volt-
age generating unit and the load, and a negative-
side switch unit configured to open and close a line
connecting a voltage output terminal of the negative-
side main voltage generating unit and the load, and
the auxiliary power supply unit includes a positive-
side auxiliary power supply unit configured to charge
the capacitance of the load to positive polarity by
supplying the load with a larger current than a current
being able to be supplied by the positive-side main
voltage generating unit before or immediately after
the positive-side switch unit is closed when applica-
tion of the direct-current high voltage to the load by
the positive-side main voltage generating unit is
started by closing the positive-side switch unit being
in an open state, and a negative-side auxiliary power
supply unit configured to charge the capacitance of
the load to negative polarity by supplying the load
with a larger current than a current being able to be
supplied by the negative-side main voltage generat-
ing unit before or immediately after the negative-side
switch unit is closed when application of the direct-
current high voltage to the load by the negative-side
main voltage generating unit is started by closing the
negative-side switch unit being in an open state.
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