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A sensor is disclosed. The sensor according to
an embodiment of the present invention may include a
substrate; a first electrode pattern disposed on one side
of the substrate to form a layer; a second electrode pattern disposed on the one side of the substrate to form a
layer and separated from the first electrode pattern; a
sensing layer located on the one side of the substrate
and covering the first electrode pattern and the second
electrode pattern and containing a semiconductor; a protective layer located on the one side of the substrate and
covering at least a part of the sensing layer, and containing a material different from that of the sensing layer; a
first electrode pad disposed on the one side of the substrate to form a layer and electrically connected to the
first electrode pattern; a second electrode pad disposed
on the one side of the substrate and electrically connected to the second electrode pattern; and a housing accommodating the substrate and including a filter spaced
apart from the substrate, wherein the substrate includes
an opening formed adjacent to an outer boundary of the
first and second electrode patterns.
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Description
[Technical Field]
[0001] The present invention relates to a sensor, and
more particularly, to a gas sensor capable of sensing a
gas.
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[Background Art]
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trode pad disposed on the one side of the substrate to
form a layer and electrically connected to the first electrode pattern; a second electrode pad disposed on the
one side of the substrate and electrically connected to
the second electrode pattern; and a housing accommodating the substrate and including a filter spaced apart
from the substrate, wherein the substrate includes an
opening formed adjacent to an outer boundary of the first
and second electrode patterns.
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[0002] A sensor senses a state or a change in the state
in a given environment, and provides a corresponding
signal. The sensor is a type of transducer that can provide
various types of signals but can provide mainly electrical
or optical signals.
[0003] A gas sensor is a device that can sense composition of a gas or distribution of the gas in a given environment. The gas sensor is very important because
they can sense many gases that can be harmful to living
things such as humans and animals.
[0004] Recently, with development of miniaturization
technology, such a sensor has been downsized, and the
size of the sensor has been reduced from millimeter to
micrometer unit. The miniaturization technology of the
sensor can be used not only to reduce the size of the
sensor finely but also to maintain sensitivity of the sensor,
responsiveness of the sensor, durability of the sensor,
and economical efficiency of sensor manufacturing.
[Detailed Description of Invention]

[Advantageous Effects]
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[Description of Drawings]
[0014]
30

[Technical Problem]
[0005] The present invention aims to solve the abovementioned problems and other problems. Another object
may be to provide a gas sensor capable of improving gas
sensitivity characteristics.
[0006] A third object may be to provide a gas sensor
capable of improving durability.
[0007] A fourth object may be is to provide a gas sensor
in which gas can easily flow into or out of the sensor.
[0008] The fifth object may be to provide a gas sensor
that removes an input noise gas.
[Technical Solution]
[0009] According to one aspect of the present disclosure, there is provided a sensor including a substrate; a
first electrode pattern disposed on one side of the substrate to form a layer; a second electrode pattern disposed on the one side of the substrate to form a layer
and separated from the first electrode pattern; a sensing
layer located on the one side of the substrate and covering the first electrode pattern and the second electrode
pattern and containing a semiconductor; a protective layer located on the one side of the substrate and covering
at least a part of the sensing layer, and containing a material different from that of the sensing layer; a first elec-

[0010] According to at least one of embodiments of the
present invention, it is possible to provide a gas sensor
capable of improving gas sensitivity characteristics.
[0011] According to at least one of embodiments of the
present invention, it is possible to provide a gas sensor
capable of improving durability.
[0012] According to at least one of embodiments of the
present invention, it is possible to provide a gas sensor
in which gas can easily flow into or out of the sensor.
[0013] According to at least one of embodiments of the
present invention, it is possible to provide a gas sensor
that removes a noise gas.
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FIGS. 1 and 2 are diagrams illustrating a gas sensor
according to an embodiment of the present invention.
FIG. 3 is a diagram illustrating a substrate according
to an embodiment of the present invention.
FIGS. 4 to 7 are diagrams illustrating examples of
electrodes 120 according to an embodiment of the
present invention.
FIGS. 8 and 9 are diagrams illustrating examples of
cross sections of a sensor according to an embodiment of the present invention.
FIGS. 10 to 17 are diagrams illustrating examples of
sensors according to an embodiment of the present
invention.
FIG. 18 is a diagram illustrating a cross section of a
sensor including a substrate on which an opening is
formed according to an embodiment of the present
invention.
FIGS. 19 to 22 are diagrams illustrating examples of
sensing effects of a sensor according to an embodiment of the present invention.
[Mode for Invention]
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[0015] Hereinafter, embodiments of the present invention will be described in detail with reference to the accompanying drawings, however, the same or similar elements are denoted by the same reference numerals
regardless of the reference numerals, and redundant de-
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scription thereof will be omitted.
[0016] The suffixes "module" and "part" for components used in the following description are given or mixed
in consideration of ease of specification, and do not have
their own meaning or role.
[0017] Further, in describing the embodiments disclosed in this specification, when it is determined that the
detailed description of the related art is likely to blur the
gist of the embodiment disclosed in this specification, a
detailed description thereof will be omitted.
[0018] Also, the accompanying drawings are only for
the purpose of easily understanding the embodiments
disclosed in the present specification, and the technical
idea disclosed in the present specification is not limited
by the accompanying drawings, it should be understood
that the present invention include all modifications, equivalents and substitutes included within the spirit and technical scope of the present invention.
[0019] The terms ’first’, ’second’, etc. may be used to
describe various components, but the components are
not limited by such terms. The terms are used only for
the purpose of distinguishing one component from other
components.
[0020] When an arbitrary component is described as
"being connected to" or "being linked to" another component, this should be understood to mean that still another component(s) may exist between them, although
the arbitrary component may be directly connected to, or
linked to, the second component. In contrast, when an
arbitrary component is described as "being directly connected to" or "being directly linked to" another component, this should be understood to mean that no component exists between them.
[0021] A singular expression can include a plural expression as long as it does not have an apparently different meaning in context.
[0022] In the present application, the terms "include"
and "have" should be understood to be intended to designate that illustrated features, numbers, steps, operations, components, parts or combinations thereof exist
and not to preclude the existence of one or more different
features, numbers, steps, operations, components, parts
or combinations thereof, or the possibility of the addition
thereof.
[0023] Gas sensors may be classified into solid electrolyte type, contact combustion type, electrochemical
type, and semiconductor type sensors. The semiconductor type gas sensor may be referred to as a semiconductor type micro gas sensor. When a specific gas is adsorbed to a sensing material of the sensor, the semiconductor type gas sensor can detect presence or absence
of gas above a certain concentration by measuring a
change in electrical conductivity of the sensing material.
[0024] Hereinafter, the semiconductor type gas sensor
will be described as an example, but the use of the abovementioned other types of gas sensors is not excluded.
[0025] The gas sensor can sense carbon monoxide
(CO), methane (CH4), ethanol (CH2H6O), and the like.
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The types of gases that can be detected or sensed by
the gas sensor vary widely and are not limited to the
gases mentioned above.
[0026] In other words, the gas sensor can detect or
sense harmless or beneficial gases to the human body
as well as harmful gases to the human body. For example, the gas sensor can sense air quality in a given environment, which means that the air quality can include
beneficial gases such as oxygen as well as harmful gases.
[0027] FIGS. 1 and 2 are diagrams illustrating a gas
sensor 10 according to an embodiment of the present
invention.
[0028] Referring to FIG. 1, a plate 210 appears. A cap
310 may be mounted on top of the plate 210. A filter 320
may be located on one side of the cap 310. The plate
210 and the cap 310 may form an inner space. Connection parts 221, 223, 225, and 227 may be located in the
inner space (hereinafter, referred to as ’inner space’)
formed by the plate 210 and the cap 310. The plate 210
and the cap 310 may be a housing having the inner space.
The housing 210 and 310 can accommodate a substrate
110. The cap 310 may be made of metal.
[0029] At least one hole may be formed in the plate
210. The connection parts 221, 223, 225, and 227 may
pass through the holes formed in the plate 210. The hole
formed in the plate 210 may be a passage through which
gases pass.
[0030] The connection parts 221, 223, 225, and 227
passing through the holes may be electrically connected
to other electronic components. The other electronic
components may be, for example, a data acquisition device (DAQ device) and/or an alarm device.
[0031] The connection parts 221, 223, 225 and 227
may be physically and/or electrically connected to the
substrate 110 in the inner space formed by the plate 210
and the cap 310. The connection parts 221, 223, 225 and
227 and the substrate may be fixed by metal paste.
[0032] A sensing material (not shown) for sensing a
gas and an electrode (not shown) electrically connected
to the sensing material (not shown) may be stacked on
one side of the substrate 110. The gas input from the top
of the cap 310 may react with the sensing material (not
shown) stacked on the substrate 110 to affect the electrode (not shown).
[0033] FIG. 2 may be a cross-sectional view of FIG. 1.
Referring to FIG. 2, an external gas may pass through
the filter 320 installed in the cap 310. The external gas
may be referred to as a first gas. The first gas may pass
through the filter 320 and become a second gas. The
second gas may mean a gas other than a gas filtered by
the filter 320 in the first gas. A gas to be sensed by the
sensor 10 may be referred to as a target gas. A noise
gas may mean a gas which may cause a malfunction of
the sensor 10 or/and a gas which lowers sensitivity of
the sensor 10. The gas filtered by the filter 320 may be
the noise gas.
[0034] The filter 320 may include carbon fibers. Silicon

5

EP 3 524 970 A1

dioxide (SiO2) or the like may be adsorbed on the carbon
fibers contained in the filter 320. The silicon dioxide adsorbed on the carbon fibers contained in the filter 320
may be coated on the carbon fibers in a sol state. The
filter 320 may, for example, adsorb ethanol to remove at
least a part of the noise gas.
[0035] For example, the target gas may be a hydrofluorocarbon (HFC) gas. The HFC gas may be used
as a refrigerant gas. The HFC gas may be, for example,
CF2H2 or/and CHF2CF3. For example, the noise gas may
be a hydroxyl group. For example, the noise gas may be
an ethanol gas and/or a methanol gas. The second gas
may mean a gas in a state in which at least a part of the
noise gas is removed from the first gas. The second gas
may move toward the substrate 110.
[0036] The substrate 110 may be electrically connected to the connection parts 221 and 225. For example,
the metal paste MP may electrically connect the substrate 110 to the connection parts 221 and 225. Further
the metal paste MP may fix the substrate 110 to the connection parts 221 and 225.
[0037] The electrode 120 may be stacked on one side
of the substrate 110. The electrode 120 may include a
pattern (not shown) formed on the substrate 110. The
electrode 120 may be electrically connected to the connection parts 221 and 225. A sensing layer 160 may be
stacked on one side of the substrate 110 while covering
at least a part of the electrode 120. The sensing layer
160 may be in contact with the electrode 120. The sensing layer 160 may be responsive to a gas above a certain
temperature. For example, the sensing layer 160 may be
responsive to a gas at about 300°C or more. The electrode 120 may provide heat to the sensing layer 160.
Thermal conductivity of the substrate 110 may be related
to energy efficiency of the sensor 10.
[0038] At least a part of the electrode 120 and the sensing layer 160 may constitute a sensing circuit (not shown).
Here, the sensing circuit (not shown) may refer to a circuit
that obtains another electric signal depending on whether
or not it is reacted with the gas. The sensing layer 160
can react with the target gas. An electrical signal obtained
by the sensing circuit (not shown) when the sensing layer
160 reacts with the target gas may be different from an
electrical signal obtained by the sensing circuit (not
shown) when the sensing layer 160 does not react with
the target gas.
[0039] A protective layer 170 may be stacked on one
side of the substrate 110 while covering the sensing layer
160. The protective layer 170 can filter the gas. For example, the protective layer 170 may filter the second gas
input into the inner space to provide a third gas to the
sensing layer 160. The third gas may mean a gas in a
state in which at least a part of the noise gas is removed
from the second gas. A content ratio of the target gas
contained in the third gas may be greater than a content
ratio of the target gas contained in the second gas. By
the protective layer 170, a sensitivity characteristic of the
sensor 10 can be improved.

5

10

15

20

25

30

35

40

45

50

55

4

6

[0040] FIG. 3 is a diagram illustrating a substrate according to an embodiment of the present invention. Referring to FIG. 3, a substrate 110 may have a flat plate
shape. A thickness of the substrate 110 may be thin. That
is, the substrate 110 may be a thin film type. The substrate
110 may be porous. The substrate 110 may include anodized aluminum oxide (AAO).
[0041] The substrate 110 may include one side 111
and other side 112. In FIG. 3, the one side 111 of the
substrate is observed. The other side 112 of the substrate
may mean an opposite side of the one side 111 of the
substrate.
[0042] Referring to FIG. 3, a part of the one side 111
of the substrate is enlarged. A plurality of depressions
DPR may be formed on a surface of the one side 111 of
the substrate 110. The depression (DPR) may be in a
form of an empty space inside the substrate 110. The
empty space may be formed on the surface and inside
of the substrate 110, and the empty space may have an
effect of blocking heat.
[0043] FIGS. 4 to 7 are diagrams illustrating examples
of electrodes 120 according to an embodiment of the
present invention.
[0044] Referring to FIG. 4, a first electrode pattern 121,
connection electrodes 131 and 132, and first electrode
pads 141 and 142 are observed. The first electrode pattern 121, the connection electrodes 131 and 132 and the
first electrode pads 141 and 142 may form a heating electrode 120a.
[0045] The first electrode pattern 121 may be formed
of metal having an electrical resistance. For example,
the first electrode pattern 121 may include platinum. For
example, the first electrode pattern 121 may have a resistance of 100 Ω.
[0046] The first electrode pattern 121 may wind. The
first electrode pattern 121 may be bent at a plurality of
strokes. Accordingly, the first electrode pattern 121 can
increase a heat generating area per unit area.
[0047] The first electrode pads 141 and 142 may be
provided with a plurality of pads. For example, the first
electrode pads 141 and 142 may include a first heating
electrode pad 141 and a second heating electrode pad
142. The first heating electrode pad 141 may be electrically connected to one side of the first electrode pattern
121 and the second heating electrode pad 142 may be
electrically connected to the other side of the first electrode pattern 121.
[0048] The connection electrodes 131 and 132 may
electrically connect the first electrode patterns 121 to the
first electrode pads 141 and 142. For example, a first
connection electrode 131 may electrically connect the
first electrode pattern 121 to the first heating electrode
pad 141. For example, a second connection electrode
132 may electrically connect the first electrode pattern
121 to the second heating electrode pad 142.
[0049] The first electrode pattern 121, the connection
electrodes 131 and 132, and the first electrode pads 141
and 142 may be formed as one unit. For example, the
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first electrode pattern 121, the connection electrodes 131
and 132, and the first electrode pads 141 and 142 may
be formed on one side of the substrate 110 (see FIG. 3)
by screen printing.
[0050] Referring to FIG. 5, the first electrode pattern
121 may include a flat plate part 121b and winding parts
121a and 121c. The flat plate part 121b may be a flat
plate of a thin film. The winding parts 121a and 121c may
include a first winding part 121a and a second winding
part 121c. The first winding part 121a may be connected
to one side of the flat plate part 121b. The second winding
part 121c may be connected to the other side of the flat
plate portion 121b. The flat plate part 121b may be located between the first winding part 121a and the second
winding part 121c. The flat plate part 121b and the winding parts 121a and 121c may be formed as one unit.
[0051] Referring to FIG. 6, a second electrode pattern
126a, a third electrode pattern 126b, a second electrode
pad 143, a third electrode pad 144, a third connection
electrode 133, and a fourth connection electrode 134 appear. The second electrode pattern 126a, the third electrode pattern 126b, the second electrode pad 143, the
third electrode pad 144, the third connection electrode
133, and the fourth connection electrode 134 may form
a sensing electrode 120b.
[0052] The second electrode pattern 126a, the third
electrode pattern 126b, the second electrode pad 143,
the third electrode pad 144, the third connection electrode 133, and the fourth connection electrode 134 may
form a part of a sensing circuit (not shown). The second
electrode pattern 126a, the third electrode pattern 126b,
the second electrode pad 143, the third electrode pad
144, the third connection electrode 133, and the fourth
connection electrode 134 may be formed on one side of
the substrate 110 (see FIG. 3) by screen printing.
[0053] The second electrode pattern 126a may wind.
The third electrode pattern 126b may wind in a pair with
the second electrode pattern 126a. The third electrode
pattern 126b may be spaced apart from the second electrode pattern 126a or separated from the second electrode pattern 126a. That is, the third electrode pattern
126b may not be connected to the second electrode pattern 126a. The second electrode pattern 126a and the
third electrode pattern 126b may form a maze shape.
[0054] One side of the second electrode pattern 126a
may be electrically connected to the second electrode
pad 143 through the third connection electrode 133. One
side of the third electrode pattern 126b may be electrically
connected to the third electrode pad 144 through the
fourth connection electrode 134.
[0055] The sensing layer 160 (see FIG. 2) may connect
the second electrode pattern 126a to the third electrode
pattern 126b. Physical properties of the sensing layer
160 (see FIG. 2) may vary depending on reaction with
the gas. Electrical signal or electrical connection between
the second electrode pattern 126a and the third electrode
pattern 126b may vary depending on the physical properties of the sensing layer 160 (see FIG. 2).
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[0056] Referring to FIG. 7, the heating electrode 120a
may overlap the sensing electrode 120b. The heating
electrode 120a may be adjacent to the sensing electrode
120b to provide heat to the sensing layer 160 (see FIG.
2). The sensing electrode 120b can detect or sense gas
at or above a certain temperature.
[0057] FIGS. 8 and 9 are diagrams illustrating examples of cross sections of a sensor according to an embodiment of the present invention.
[0058] Referring to FIG. 8, at least a part of the heating
electrode 120a may be stacked on the substrate 110.
For example, the first electrode pattern 121 may be
stacked on the substrate 110. An insulating layer 150
may cover at least a part of the first electrode pattern
121. The insulating layer 150 may electrically insulate
the heating electrode 120a from the sensing electrode
120b. The insulating layer 150 may electrically insulate
the heating electrode 120a from a sensing layer 160.
[0059] The sensing electrode 120b may be located on
an upper surface of the insulating layer 150. The sensing
electrode 120b may be vertically disposed with respect
to the heating electrode 120a. For example, the second
electrode pattern 126a or the third electrode pattern 126b
may be located on the upper surface of the insulating
layer 150 and may be electrically isolated from the heating electrode 120a.
[0060] The sensing layer 160 may cover at least a part
of the sensing electrode 120b. The sensing layer 160
may cover at least a part of the insulating layer 150. The
sensing layer 160 may include an N-type semiconductor.
For example, the sensing layer 160 may include tin oxide
(SnO2).
[0061] At temperatures above a certain temperature,
for example above 300°C, a part of the oxygen molecules
in the air is decomposed into oxygen atoms, and some
of the oxygen atoms may be adsorbed to the sensing
layer 160. The oxygen atoms adsorbed to the sensing
layer 160 may be oxygen negative ions by obtaining electrons from the sensing layer 160. The sensing layer 160,
which has lost the electrons from the oxygen atoms, may
form a depletion layer. In this state, the electrical resistance of the sensing layer 160 may be relatively high.
[0062] The target gas may be a reducing gas. That is,
the target gas may react and/or combine with the oxygen
negative ions located on a surface of the sensing layer
160 to provide the electrons to the sensing layer 160.
The electrical resistance of the sensing layer 160, which
has received the electrons from the target gas, may be
relatively low. In other words, the electrical resistance of
the sensing layer 160 exposed to the target gas may be
lower than the electrical resistance of the sensing layer
160 exposed to ambient air.
[0063] The sensing layer 160 may include a P-type
semiconductor. For example, the sensing layer 160 may
include nickel oxide. The nickel oxide and tin oxide may
be a P-N junction. The sensing layer 160 including tin
oxide and nickel oxide may contain a relatively large depletion layer.
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[0064] The sensing layer 160 may react with the target
gas by attaching the oxygen negative ions to the surface.
A noise gas may be attached to the surface of the sensing
layer 160 to prevent the oxygen negative ions from being
attached to the sensing layer 160. For example, hydro
oxide ions may compete with the oxygen negative ions
as the noise gas. When the hydro oxide ions are attached
to the sensing layer 160, since a reaction cross section
of the target gas and the oxygen negative ions can be
reduced, removal of the noise gas may be required. In
addition, when the sensing layer 160 is directly exposed
to outside, there is a risk of being exposed to various
pollutants.
[0065] The protective layer 170 may cover at least a
part of the sensing layer 160. The protective layer 170
may protect the sensing layer 160 from the noise gases
and/or various pollutans. The protective layer 170 may
filter the noise gas. The protective layer 170 may filter
gases including, for example, the hydroxyl group. For
example, the protective layer 170 may filter the ethanol
gas and/or the methanol gas.
[0066] For example, aluminum oxide (or aluminum oxide) may be included. In addition, the protective layer 170
may include, for example, silicon dioxide. The protective
layer 170 may include a metal catalyst. For example, the
protective layer 170 may include palladium (Pd) and/or
tungsten (W).
[0067] Referring to FIG. 9, the heating electrode 120a
may be formed on an upper side of the substrate 110.
The sensing electrode 120b is formed on the upper side
of the substrate 110 and may be separated from the heating electrode 120a. In other words, the sensing electrode
120b may be horizontally disposed with respect to the
heating electrode 120a.
[0068] The insulating layer 150 may be formed on the
upper side of the substrate 110. The insulating layer 150
may insulate the heating electrode 120a from the sensing
electrode 120b. The sensing layer 160 may cover at least
a part of the sensing electrode 120b. The sensing layer
160 may cover the insulating layer 150. The sensing layer
160 may be electrically connected to the sensing electrode 120b. The sensing layer 160 may be insulated from
the heating electrode 120a by the insulating layer 150.
The protective layer 170 may cover the sensing layer 160.
[0069] FIGS. 10 to 17 are diagrams illustrating examples of sensors according to an embodiment of the
present invention.
[0070] Referring to FIG. 10, a substrate 110 may have
a rectangular shape as a whole. The substrate 110 may
be an insulator. The substrate 110 may have openings
AR1 and AR2. The openings AR1 and AR2 are provided
with a plurality of openings. For example, the openings
AR1 and AR2 may include a first opening AR1 and a
second opening AR2. The first opening AR1 may be symmetrical with the second opening AR2. Electrode patterns 121, 126a, and 126b may be formed on the substrate 110. The electrode patterns 121, 126a, and 126b
may be in a shape surrounded by the openings AR1 and
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AR2 as a whole.
[0071] The substrate 110 may include an outer substrate 110a and an inner substrate 110b. The outer substrate 110a may have a shape that surrounds the inner
substrate 110b. The openings AR1 and AR2 may be located between the outer substrate 110a and the inner
substrate 110b. The electrode patterns 121, 126a, and
126b may be located on the inner substrate 110b. Electrode pads 141, 142, 143, and 144 may be located on
the outer substrate 110a. The electrode pads 141, 142,
143, and 144, for example, may be adjacent to each corner of the outer substrate 110a.
[0072] A first electrode pattern 121 located on the inner
substrate 110b may generate heat. The heat generated
by the first electrode pattern 121 may be used to form
oxygen negative ions. When heat energy generated by
the first electrode pattern 121 is transmitted to outside,
energy loss may occur. The openings AR1 and AR2 located between the inner substrate 110b and the outer
substrate 110a can prevent the heat generated in the
inner substrate 110b from being conducted to the outer
substrate 110a.
[0073] The openings AR1 and AR2 may have a rectangular shape. For example, the openings AR1 and AR2
may have a shape of a quadrilateral, a rectangle, a parallelogram, a trapezoid, or a combination thereof.
[0074] Bridges BR1 and BR2 may connect the outer
substrate 110a to the inner substrate 110b. The bridges
BR1 and BR2 may be provided with a plurality of bridges.
Each of the bridges BR1 and BR2 may be located between the openings AR1 and AR2. The bridges BR1 and
BR2 may include a first bridge BR1 and a second bridge
BR2. Connection electrodes 131, 132, 133, and 134 may
be located on the bridges BR1 and BR2.
[0075] The connection electrodes 131, 132, 133 and
134 located on the bridges BR1 and BR2 may electrically
connect the electrode patterns 121, 126a and 126b located on the inner substrate 110b to the electrode pads
141, 142, 143, 144 located on the outer substrate 110a.
For example, a first connection electrode 131 may connect one side of the first electrode pattern 121 to a first
heating electrode pad 141. For example, a second connection electrode 132 may connect the other side of the
first electrode pattern 121 to a second heating electrode
pad 142. For example, a third connection electrode 133
may connect a second electrode pattern 126a to a second electrode pad 143. For example, a fourth connection
electrode 134 may connect a third electrode pattern 126b
to a third electrode pad 144.
[0076] Referring to FIG. 11, openings AR1, AR2 and
AR3 may include a first opening AR1, a second opening
AR2, and a third opening AR3. Bridges BR1, BR2 and
BR3 may include a first bridge BR1, a second bridge BR2
and a third bridge BR3. Each of the bridges BR1, BR2,
and BR3 may be located between the openings AR1,
AR2, and AR3. The bridges BR1, BR2, and BR3 may
connect an inner substrate 110b to an outer substrate
110a.
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[0077] The first opening AR1 may be relatively adjacent to a first heating electrode pad 141 and a second
heating electrode pad 142. The second opening AR2
may be relatively adjacent to the second heating electrode pad 142 and a third electrode pad 144. The third
opening AR3 may be relatively adjacent to the first heating electrode pad 141 and a second electrode pad 143.
[0078] The first bridge BR1 may be located between
the first opening AR1 and the third opening AR3. A first
connection electrode 131 may be located on the first
bridge BR1. The second bridge BR2 may be located between the first opening AR1 and the second opening
AR2. A second connection electrode 132 may be located
on the second bridge BR2. The third bridge BR3 may be
located between the second opening portion AR2 and
the third opening portion AR3. Third and fourth connection electrodes 133 and 134 may be located on the third
bridge BR3.
[0079] Referring to FIG. 12, openings AR1, AR2, AR3
and AR4 may include a first opening AR1, a second opening AR2, a third opening AR3 and a fourth opening AR4.
A substrate 110 may have a generally rectangular shape.
Each of electrode pads 141, 142, 143, and 144 may be
located at each corner of the substrate 110.
[0080] The first opening AR1 may be relatively adjacent to a first heating electrode pad 141 and a second
heating electrode pad 142. The first opening AR1 may
be formed in parallel with one side of the substrate 110
adjacent to the first heating electrode pad 141 and the
second heating electrode pad 142.
[0081] The second opening AR2 may be relatively adjacent to the second heating electrode pad 142 and a
third electrode pad 144. The second opening AR2 may
be formed in parallel with one side of the substrate 110
adjacent to the second heating electrode pad 142 and
the third heating electrode pad 144.
[0082] The third opening AR3 may be relatively adjacent to a second electrode pad 143 and the third electrode pad 144. The third opening AR3 may be formed in
parallel with one side of the substrate 110 adjacent to
the second electrode pad 143 and the third electrode pad
144.
[0083] The fourth opening AR4 may be relatively adjacent to the first heating electrode pad 141 and the second electrode pad 143. The fourth opening AR4 may be
formed in parallel with one side of the substrate 110 adjacent to the first heating electrode pad 141 and the second electrode pad 143.
[0084] A first bridge BR1 may be located between the
fourth opening AR4 and the first opening AR1. A second
bridge BR2 may be located between the first opening
AR1 and the second opening AR2. A third bridge BR3
may be located between the third opening AR3 and the
fourth opening AR4. A fourth bridge BR4 may be located
between the second opening portion AR2 and the third
opening portion AR3. The bridges BR1, BR2, BR3, and
BR4 may extend from an inner substrate 110b and be
connected to an outer substrate 110a.
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[0085] Referring to FIG. 13, an inner substrate 110b
may have a circular shape. An outer substrate 110a may
be rectangular. The outer substrate 110a may form a
circular hollow space at a center thereof. The inner substrate 110b may be located in the hollow space.
[0086] A substrate 110 may include openings AR1 and
AR2. The openings AR1 and AR2 may be provided with
a plurality of openings. For example, the openings AR1
and AR2 may include a first opening AR1 and a second
opening AR2. The second opening AR2 may be relatively
adjacent to a first heating electrode pad 141 and a second
electrode pad 143. The first opening AR1 may be relatively adjacent to a second heating electrode pad 142
and a third electrode pad 144.
[0087] Bridges BR1 and BR2 may connect the inner
substrate 110b to the outer substrate 110a. The bridges
BR1 and BR2 may be located between the openings AR1
and AR2. A first connection electrode 131 and a second
connection electrode 132 may be located on a first bridge
BR1. A third connection electrode 133 and a fourth connection electrode 134 may be located on a second bridge
BR2.
[0088] Referring to FIG. 14, a substrate 110 may include openings AR1, AR2, and AR3. The openings AR1,
AR2 and AR3 may have a shape of a part of a circle or
a part of a sector. A first opening AR1 may be located
between a first connection electrode 131 and a second
connection electrode 132. A second opening AR2 may
be located between the second connection electrode 132
and a fourth connection electrode 134. A third opening
AR3 may be located between a third connection electrode 133 and the first connection electrode 131. The
third opening AR3 may be symmetrical with the second
opening AR2.
[0089] Bridges BR1, BR2, and BR3 may connect an
inner substrate 110b and an outer substrate 110a. The
first connection electrode 131 may be located on a first
bridge BR1. The second connection electrode 132 may
be located on a second bridge BR2. The third connection
electrode 133 and the fourth connection electrode 134
may be located on a third bridge BR3.
[0090] Referring to FIG. 15, a substrate 110 may include openings AR1, AR2, AR3, and AR4 having a shape
of a part of a circle or a part of a sector. A first opening
AR1 may be located between a first connection electrode
131 and a second connection electrode 132. A second
opening AR2 may be located between the second connection electrode 132 and a fourth connection electrode
134. A third opening AR3 may be located between the
fourth connection electrode 134 and a third connection
electrode 133. A fourth opening AR4 may be located between the third connection electrode 133 and the first
connection electrode 131.
[0091] Bridges BR1, BR2, BR3, BR4 may be located
between the openings AR1, AR2, AR3, AR4. The first
connection electrode 131 may be located on a first bridge
BR1. The second connection electrode 132 may be located on a second bridge BR2. The third connection elec-
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trode 133 may be located on a third bridge BR3. The
fourth connection electrode 134 may be located on a
fourth bridge BR4.
[0092] A first electrode pattern 121 may have a shape
formed by stacking a plurality of arcs. A second electrode
pattern 126a and a third electrode pattern 126b may be
disposed between the first electrode patterns 121. The
second electrode pattern 126a and the third electrode
pattern 126b may be spaced apart from the first electrode
pattern 121.
[0093] Referring to FIG. 16, an outer substrate 110a
may have a rectangular shape and an inner substrate
110b may have a circular shape. Bridges BR1, BR2, and
BR3 may connect the inner substrate 110b to the outer
substrate 110a. Openings AR1, AR2 and AR3 may be
located between the bridges BR1, BR2 and BR3. A first
connection electrode 131 may be located on a first bridge
BR1. A second connection electrode 132 may be located
on a second bridge BR2. A third connection electrode
133 may be located on a third bridge BR3.
[0094] Electrode pads 141, 142, and 143 may be located on one side of the outer substrate 110a. The electrode pads 141, 142, and 143 may include a first electrode
pad 141 and 142 and a second electrode pad 143. The
first electrode pad 141 and 142 may include a first heating
electrode pad 141 and a second heating electrode pad
142.
[0095] Electrode patterns 121 and 126 may be located
on the inner substrate 110b. One side of a first electrode
pattern 121 may be electrically connected to the first heating electrode pad 141 through the first connection electrode 131. The other side of the first electrode pattern
121 may be connected to the second heating electrode
pad 142 through the second connection electrode 132.
One side of a second electrode pattern 126 may be connected to the second electrode pad 143 through the third
connection electrode 133.
[0096] When a current flows through the first electrode
pattern 121, the first electrode pattern 121 may generate
heat. That is, if a potential of the first heating electrode
pad 141 is different from a potential of the second heating
electrode pad 142, the first electrode pattern 121 may
generate heat. The heat generated in the first electrode
pattern 121 may dissociate oxygen molecules in the air
to form oxygen negative ions. The first electrode pattern
121 may wind. The second electrode pattern 126a may
be adjacent to and spaced apart from the first electrode
pattern 121.
[0097] The first heating electrode pad 141 may be a
first sensing electrode pad 141. The second electrode
pad 143 may be a second sensing electrode pad 143. In
other words, the first sensing electrode pad 141, the first
electrode pattern 121, the sensing layer 160 (see FIG.
2), the second electrode pattern 126, and the second
sensing electrode pad 143 may form a part of a sensing
circuit (not shown). By using the first heating electrode
pad 141 as the first sensing electrode pad 141, power
efficiency of the sensor 10 can be increased.
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[0098] The sensing layer 160 (see FIG. 2) may have
an electrical resistance between the first electrode pattern 121 and the second electrode pattern 126. The sensing layer 160 (see FIG. 2) may have a relatively low electrical resistance when it reacts with the gas, and a sensing
circuit (not shown) may sense a change in the electrical
resistance of the sensing layer 160 (see FIG. 2).
[0099] Referring to FIG. 17, an outer substrate 110a
may have a hexagonal shape. An inner substrate 110b
may have a circular shape. Electrode pads 141, 142, and
143 may be arranged to be symmetrical with respect to
each other on the outer substrate 110a. Openings AR1,
AR2, and AR3 may be arranged to be symmetrical with
respect to each other on a substrate 110. The openings
AR1, AR2, and AR3 may be arranged to be symmetrical
with respect to the electrode pads 141, 142, and 143.
The openings AR1, AR2 and AR3 and the electrode pads
141, 142 and 143 are arranged symmetrically so that the
heat generated in the inner substrate 110b can be effectively prevented from being conducted to the outer substrate 110a.
[0100] Since the outer substrate 110a has the hexagonal shape, manufacturing costs of the substrate 110
can be reduced. Triangles, squares, and hexagons may
be considered as a shape of the substrate 110. This is
because the triangles, squares, and hexagons can continuously form a pattern on the substrate 110. Among the
triangles, squares, and hexagons, the shape of the hexagon may be a shape closest to the shape of the circle.
[0101] FIG. 18 is a diagram illustrating a cross section
of a sensor including a substrate on which an opening is
formed according to an embodiment of the present invention.
[0102] Referring to FIG. 18, openings AR2 and AR3
may be passages for a gas. For example, an input gas
may pass through a protective layer 170 through the
openings AR2 and AR3 to reach or pass through a sensing layer 160. The openings AR2 and AR3 can smoothly
move the gas flowing into and out of a sensor 10.
[0103] The input gas may include a target gas. A part
of the input gas may make a chemical reaction in the
sensing layer 160 to change the electrical properties of
the sensing layer 160. For example, the part of the input
gas can change the electrical resistance of the sensing
layer 160.
[0104] The part of the input gas may escape to the
outside of the protective layer 170. A part of the chemically reacted gas in the sensing layer 160 may escape
to the outside of the protective layer 170. That is, an output gas may escape to the outside of the protective layer
170.
[0105] FIGS. 19 to 22 are diagrams illustrating examples of sensing effects of a sensor according to an embodiment of the present invention.
[0106] Referring to FIG. 19, a graph illustrating a temperature according to an input power is shown. In the
graph, the dotted line indicates a case where there is no
opening in a substrate, and the solid line indicates a case
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where there is an opening in the substrate. A temperature
measurement point is one point of a sensing layer.
[0107] Referring to FIG. 19, even when the same power is applied, a relatively high temperature can be
reached when an opening is provided in the substrate.
In other words, a power required up to a target temperature in the case where there is an opening in the substrate may be lower than a power required up to a target
temperature in the case where there is no opening in the
substrate. For example, when the target temperature is
400 °C, 160 mW of power is required when there is no
opening in the substrate, but 120 mW of power may be
required when there is an opening in the substrate.
[0108] Referring to FIG. 20, a resistance value of the
sensing layer is shown in a graph according to each case.
C11 and C12 are cases in which no nickel oxide is added
to the sensing layer. C21 and C22 are cases in which
nickel oxide is added to the sensing layer. C11 and C21
are cases in which the sensing layer does not react with
the gas. C12 and C22 are cases in which the sensing
layer reacts with the gas. The vertical axis of the graph
shown in FIG. 20 may be expressed by a log-scale.
[0109] In the case of C11 and C12, the resistance values of the sensing layer are about 1 kΩ and 0.55 kΩ,
respectively. In terms of sensitivity (a ratio of a resistance
value in non-response to a resistance value in response),
the sensitivity of the sensing layer is about 1.9 when nickel oxide is not added to the sensing layer.
[0110] In the case of C21 and C22, the resistance values of the sensing layer are about 42.5 kΩ and 13.7 kΩ,
respectively. In terms of the sensitivity, the sensitivity of
the sensing layer is about 3.1 when nickel oxide is added
to the sensing layer.
[0111] From the graph of FIG. 20, the sensitivity of the
sensing layer may be relatively high when nickel oxide
is added to the sensing layer. When nickel oxide is added
to the sensing layer containing tin oxide as described
above, a relatively large number of depletion layers may
be formed. That is, the depletion layer can affect the sensitivity of the sensing layer.
[0112] Referring to FIG. 21, resistance values with time
are shown by dividing a case where there is a protective
layer and a case where there is no protective layer. FIG.
21 (a) shows the case where there is no protective layer,
and FIG. 21 (b) shows the case where there is the protective layer. In FIG. 21, the solid line represents the case
where the sensing layer does not react with the gas, and
the dotted line in FIG. 21 represents the case where the
sensing layer reacts with the gas. In FIG. 21, data after
a certain time has passed is displayed. For example, FIG.
21 displays data from 8 days after the sensor is activated.
[0113] Referring to FIG. 21 (a), the resistance value of
the sensing layer decreases when the sensing layer does
not react with the gas over time. Also, the sensitivity of
the sensing layer decreases over time.
[0114] Referring to FIG. 21 (b), the resistance value of
the sensing layer is relatively high when the sensing layer
does not react with the gas over time. Also, the sensitivity
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of the sensing layer tends to be relatively constant over
time.
[0115] Referring to the graph of FIG. 21, the protective
layer can maintain the sensitivity of the sensing layer. As
described above, the protective layer can remove the
noise gas and protect the sensing layer from various pollutants. FIG. 21 shows this effect of the protective layer.
[0116] Referring to FIG. 22, sensitivity to various gases
(G1, G2, G3) of the sensor is shown according to the
concentration. For the various gases (G1, G2, G3), the
sensors according to one embodiment of the present invention can indicate sensitivity. Therefore, it is possible
to determine whether or not the sensor senses the gas
by reflecting the data of FIG. 22 according to the gas to
be measured.
[0117] Certain embodiments or other embodiments of
the present invention described above are not mutually
exclusive or distinct from each other. The certain embodiments or other embodiments of the present invention
described above may be used together or combined with
each other in configuration or function.
[0118] The present invention is not limited to the embodiments described, and it will be apparent to those
skilled in the art that various modifications and variations
can be made in the present invention without departing
from the spirit and scope thereof. Accordingly, such modifications or variations are intended to fall within the scope
of the claims of the present invention.
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A sensor comprising:
a substrate;
a first electrode pattern disposed on one side of
the substrate to form a layer;
a second electrode pattern disposed on the one
side of the substrate to form a layer and separated from the first electrode pattern;
a sensing layer located on the one side of the
substrate and covering the first electrode pattern
and the second electrode pattern and containing
a semiconductor;
a protective layer located on the one side of the
substrate and covering at least a part of the
sensing layer, and containing a material different from that of the sensing layer;
a first electrode pad disposed on the one side
of the substrate to form a layer and electrically
connected to the first electrode pattern;
a second electrode pad disposed on the one
side of the substrate and electrically connected
to the second electrode pattern; and
a housing accommodating the substrate and including a filter spaced apart from the substrate,
wherein the substrate includes an opening
formed adjacent to an outer boundary of the first
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formed from the plate and connected to the second electrode pad.

and second electrode patterns.
2.

The sensor of claim 1, wherein the first electrode pad
includes:
5

a first heating electrode pad connected to one
end of the first electrode pattern, and
a second heating electrode pad connected to
other end of the first electrode pattern.
10

3.

The sensor of claim 2, wherein when a potential difference between the first heating electrode and the
second heating electrode is generated, the first electrode pattern heats the sensing layer.

4.

The sensor of claim 2, wherein the first heating electrode pad, the first electrode pattern, the sensing layer, the second electrode pattern, and the second
electrode pad sequentially form a sensing circuit.

5.

The sensor of claim 2, further comprising:

15

20

6.

7.

8.

a third electrode pattern formed on the one side
of the substrate and separated from the first and
second electrode patterns, and
a third electrode pad electrically connected to
the third electrode pattern.

25

The sensor of claim 1, wherein the sensing layer
includes tin dioxide and nickel oxide, and reacts with
hydrofluorocarbon (HFC).

30

The sensor of claim 1, wherein the protective layer
includes at least one of silicon dioxide and aluminum
oxide, and reacts with a hydroxyl group material.

35

The sensor of claim 7, wherein the protective layer
includes at least one of palladium (Pd) and tungsten
(W).
40

9.

The sensor of claim 1, wherein the opening is provided with a plurality of openings,
wherein the first electrode pattern is extended between the plurality of openings and is connected to
the first electrode pad, and
the second electrode pattern is extended between
the plurality of openings and is connected to the second electrode pad.

10. The sensor of claim 1, wherein the housing further
includes:
a plate facing the one side of the substrate and
spaced apart from the substrate;
a first connection part being extended and
formed from the plate and connected to the first
electrode pad; and
a second connection part being extended and
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11. The sensor of claim 1, wherein the filter includes silicon dioxide and a carbon fiber.
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