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(54) BEAM MEASUREMENT METHOD AND APPARATUS

(57) Disclosed are a beam measurement method
and apparatus. The method comprises: a terminal meas-
uring at least one beam according to measurement con-
figuration information, wherein the measurement config-
uration information is used for measuring the at least one
beam; and the terminal determining a target beam and/or
a target cell according to a measurement result of the at
least one beam, wherein the target beam and/or the tar-

get cell is (are) a beam and/or a cell in which the terminal
can reside. By a terminal determining a target beam
and/or a target cell in which the terminal can reside ac-
cording to a measurement result of at least one beam, a
network side device is not required to determine the tar-
get beam and/or the target cell in which the terminal can
reside for the terminal, thereby reducing the burden on
the network side device.
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Description

TECHNICAL FIELD

[0001] Embodiments of the disclosure relate to the field
of communications, and more particularly, to a method
and device for beam measurement.

BACKGROUND

[0002] In a Long Term Evolution (LTE) system, after a
terminal accesses a cell, a network device to which the
cell belongs allocates a beam suitable for data transmis-
sion of the terminal for the terminal and the network de-
vice may regulate beamforming of the beam according
to position information of the terminal, thereby improving
signal quality and/or signal strength for signal transmis-
sion of the terminal. However, when a large number of
terminals access the network device, and are distributed
in a wide range and move fast, adoption of only the meth-
od that the network device regulates beamforming to im-
prove the signal transmission quality of the terminal may
increase a burden of the network device.

SUMMARY

[0003] The disclosure provides a method and device
for beam measurement, so as to reduce the phenomenon
that a network device only regulates beamforming to im-
prove signal transmission quality of a terminal to increase
a burden of the network device.
[0004] In a first aspect, there is provided a method for
beam measurement, which may include that: a terminal
measures at least one beam according to measurement
configuration information, here, the measurement con-
figuration information is used in measuring the at least
one beam; and the terminal determines at least one of a
target beam where the terminal can camp or a target cell
where the terminal can camp, according to a measure-
ment quantity of the at least one beam.
[0005] The terminal determines at least one of the tar-
get beam or the target cell for camping on according to
the measurement quantity of the at least one beam, so
that a network device is not required to determine at least
one of the target beam or target cell for camping on for
the terminal and a burden of the network device is re-
duced.
[0006] In combination with the first aspect, in a possible
implementation mode of the first aspect, the method may
further include that: the terminal receives the measure-
ment configuration information sent by a network device.
[0007] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the at
least one beam may belong to a same cell.
[0008] The terminal selects the target beam for camp-
ing from multiple beams in a cell according to the meas-
urement quantity of the at least one beam in the cell,

thereby improving quality of communication between the
terminal and the network device.
[0009] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the at
least one beam may comprises multiple beams and the
multiple beams may belong to multiple cells.
[0010] The terminal selects the target beam for camp-
ing from the multiple beams in the multiple cells according
to measurement quantities of the multiple beams in dif-
ferent cells, thereby improving the quality of communi-
cation between the terminal and the network device.
[0011] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the measurement quantity of
the at least one beam may include that: the terminal de-
termines measurement quantities of the multiple cells ac-
cording to measurement quantities of the multiple beams;
and the terminal determines the target cell from the mul-
tiple cells according to the measurement quantities of the
multiple cells.
[0012] The terminal determines the measurement
quantities of the cells to which the beams belong accord-
ing to the measurement quantities of the beams and se-
lects a cell in which the multiple beams have relatively
high overall signal transmission quality as the target cell,
so that the condition that when the target cell is deter-
mined only according to the measurement quantity of a
certain beam, the overall signal transmission quality of
the target cell to which the target beam selected by the
terminal belongs is relatively low is avoided.
[0013] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the
method may further include that: the terminal determines
the target beam from the beams in the target cell accord-
ing to the measurement quantities of the beams in the
target cell.
[0014] The terminal selects the target beam from the
cell in which the multiple beams have relatively high over-
all signal transmission quality, so that the condition that
when the target cell is determined only according to the
measurement quantity of a certain beam, the overall sig-
nal transmission quality of the target cell to which the
target beam selected by the terminal belongs is relatively
low is avoided.
[0015] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the
method may further include that: the terminal determines
at least one of: at least one backup beam where the ter-
minal can camp when the target beam is not suitable or
at least one backup cell where the terminal can camp
when the target cell is not suitable, according to the meas-
urement quantity of the at least one beam.
[0016] The terminal, when determining at least one of
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the target cell or the target beam, also determines at least
one of the backup cell or the backup beam, thereby im-
proving continuity of communication between the termi-
nal and the network device.
[0017] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the measurement quantity of
the at least one beam may include that: the terminal de-
termines the at least one of the target beam or the target
cell according to at least one of signal strength or signal
quality of the at least one beam.
[0018] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the at least one of the signal
strength or the signal quality of the at least one beam
may include the following operations.
[0019] The terminal determines a beam, that has a
maximum signal strength, of the at least one beam ac-
cording to the signal strength of the at least one beam,
here, the beam that has the maximum signal strength is
the target beam. Or the terminal determines a beam, that
has maximum signal quality, of the at least one beam
according to the signal quality of the at least one beam,
here, the beam that has the maximum signal quality is
the target beam. Or the terminal determines a beam, that
has maximum signal strength and signal quality, of the
at least one beam according to the signal strength and
the signal quality of the at least one beam, here, the beam
that has the maximum signal strength and signal quality
is the target beam.
[0020] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the
measurement configuration information may include at
least one of: a frequency priority, a first signal strength
threshold, a first signal quality threshold, a second signal
strength threshold, or a second signal quality threshold,
here, the frequency priority is used to indicate a priority
of a frequency of a beam or of a frequency of a cell, the
first signal strength threshold is used to indicate a mini-
mum threshold of signal strength required for signal
transmission of a beam, the first signal quality threshold
is used to indicate a minimum threshold of signal quality
required for signal transmission of a beam, the second
signal strength threshold is used to indicate a threshold
at which the terminal starts measuring a beam and the
second signal quality threshold is used to indicate a
threshold at which the terminal starts measuring a beam.
[0021] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the at least one of the signal
strength or the signal quality of the at least one beam

may include that: the terminal determines the at least one
of the target beam or the target cell according to the at
least one of the signal strength or the signal quality of
the at least one beam, and at least one of the first signal
strength threshold or the first signal quality threshold.
[0022] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength threshold
or the first signal quality threshold may include the fol-
lowing operations.
[0023] The terminal determines at least one of a cell
set or a beam set according to the signal strength of the
at least one beam and the first signal strength threshold;
and the terminal determines a cell, that has a maximum
signal strength, in the cell set the target cell, or deter-
mines a cell, that has a beam with a maximum signal
strength, in the cell set as the target cell, or determines
a beam, that has a maximum signal strength, in the beam
set as the target beam. Or the terminal determines at
least one of a cell set or a beam set according to the
signal quality of the at least one beam and the first signal
quality threshold; and the terminal determines a cell, that
has maximum signal quality, in the cell set as the target
cell, or determines a cell, that has a beam with maximum
signal quality, in the cell set as the target cell, or deter-
mines a beam, that has maximum signal quality, in the
beam set as the target beam. Or the terminal determines
at least one of a cell set or a beam set according to the
signal strength and the signal quality of the at least one
beam, and the first signal strength threshold and the first
signal quality threshold; and the terminal determines a
cell, that has maximum signal strength and signal quality,
in the cell set as the target cell, or determines a cell, that
has a beam with maximum signal strength and signal
quality, in the cell set as the target cell, or determines a
beam, that has maximum signal strength and signal qual-
ity, in the beam set as the target beam.
[0024] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength threshold
or the first signal quality threshold may include the fol-
lowing operations.
[0025] The terminal determines a cell set or a beam
set according to the signal strength of the at least one
beam and the first signal strength threshold; and the ter-
minal sorts cells in the cell set according to a criterion
and determines the target cell according to a sorting re-
sult, or the terminal sorts beams in the beam set accord-
ing to a criterion and determines the target beam accord-
ing to a sorting result. Or the terminal determines a cell
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set or a beam set according to the signal quality of the
at least one beam and the first signal quality threshold;
and the terminal sorts cells in the cell set according to a
criterion and determines the target cell according to a
sorting result, or the terminal sorts beams in the beam
set according to a criterion and determines the target
beam according to a sorting result. Or the terminal de-
termines a cell set or a beam set according to the signal
strength and the signal quality of the at least one beam,
and the first signal strength threshold and the first signal
quality threshold; and the terminal sorts cells in the cell
set according to a criterion and determines the target cell
according to a sorting result, or the terminal sorts beams
in the beam set according to a criterion and determines
the target beam according to a sorting result.
[0026] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal determines the at least one of the target beam or
the target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength threshold
or the first signal quality threshold may include the fol-
lowing operations.
[0027] The terminal determines a cell set or a beam
set according to the signal strength of the at least one
beam and the first signal strength threshold; and the ter-
minal determines the target cell from the cell set accord-
ing to frequency priorities or determines the target beam
from the beam set according to frequency priorities, here,
the frequency priorities are used to indicate frequency
priorities of frequencies of the cells or frequency priorities
of frequencies of the beams. Or the terminal determines
a cell set or a beam set according to the signal quality of
the at least one beam and the first signal quality thresh-
old; and the terminal determines the target cell from the
cell set according to frequency priorities or determines
the target beam from the beam set according to frequen-
cy priorities, here, the frequency priorities are used to
indicate frequency priorities of frequencies of the cells or
frequency priorities of frequencies of the beams. Or the
terminal determines a cell set or a beam set according
to the signal strength and the signal quality of the at least
one beam, and the first signal strength threshold and the
first signal quality threshold; and the terminal determines
the target cell from the cell set according to frequency
priorities or determines the target beam from the beam
set according to frequency priorities, here, the frequency
priorities is used to indicate frequency priorities of fre-
quencies of the cells or frequency priorities of frequencies
of the beams.
[0028] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the
method may further include the following operations.
[0029] Before the terminal determines the measure-
ment quantity of the at least one beam, the terminal de-
termines that a signal strength of a cell serving the ter-

minal is less than the second signal strength threshold,
or that signal quality of a cell serving the terminal is less
than the second signal quality threshold, or that a signal
strength of a cell serving the terminal is less than the
second signal strength threshold and signal quality of a
cell serving the terminal is less than the second signal
quality threshold, or the terminal determines that a signal
strength of a beam serving the terminal is less than the
second signal strength threshold, or that signal quality of
a beam serving the terminal is less than the second signal
quality threshold, or that a signal strength of a beam serv-
ing the terminal is less than the second signal strength
threshold and signal quality of a beam serving the termi-
nal is less than the second signal quality threshold.
[0030] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal receives the measurement configuration informa-
tion of the at least one beam sent by the network device
may include that: the terminal receives dedicated sign-
aling sent by the network device, here, the dedicated
signaling includes the measurement configuration infor-
mation of each of the at least one beam.
[0031] In combination with the first aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the first aspect, the ter-
minal receives the measurement configuration informa-
tion of the at least one beam sent by the network device
may include that: the terminal receives system informa-
tion sent by the network device, here, the system infor-
mation includes the measurement configuration informa-
tion of each of the at least one beam.
[0032] In a second aspect, there is provided a method
for beam measurement, which may include that: a net-
work device sends measurement configuration informa-
tion of at least one beam to a terminal, here, the meas-
urement configuration information is used in measuring
the at least one beam; and the network device sends
information through at least one of a target beam where
the terminal can camp or a target cell where the terminal
can camp, here, the at least one of the target beam or
the target cell is determined according to a measurement
quantity, obtained by measurement of the at least one
beam by the terminal according to the measurement con-
figuration information of the at least one beam, of the at
least one beam .
[0033] The terminal determines at least one of the tar-
get beam or target cell for camping according to the
measurement quantity of the at least one beam, so that
the network device is not required to determine at least
one of the target beam or target cell for camping for the
terminal and a burden of the network device is reduced.
[0034] In combination with the second aspect, in a pos-
sible implementation mode of the second aspect, the at
least one beam may belong to a same cell.
[0035] The terminal selects the target beam for camp-
ing from multiple beams in a cell according to the meas-
urement quantity of the at least one beam in the same
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cell, thereby improving quality of communication be-
tween the terminal and the network device.
[0036] In combination with the second aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the second aspect, the
at least one beam may comprises multiple beams and
the multiple beams may belong to multiple cells.
[0037] The terminal selects the target beam for camp-
ing from the multiple beams in the multiple cells according
to measurement quantities of the multiple beams in dif-
ferent cells, thereby improving the quality of communi-
cation between the terminal and the network device.
[0038] In combination with the second aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the second aspect, the
measurement configuration information may include at
least one of: a frequency priority, a first signal strength
threshold, a first signal quality threshold, a second signal
strength threshold, or a second signal quality threshold,
here, the frequency priority is used to indicate a priority
of a frequency of a beam or of a frequency of a cell, the
first signal strength threshold is used to indicate a mini-
mum threshold of signal strength required for signal
transmission of a beam, the first signal quality threshold
is used to indicate a minimum threshold of signal quality
required for signal transmission of a beam, the second
signal strength threshold is used to indicate a threshold
at which the terminal starts measuring a beam and the
second signal quality threshold is used to indicate a
threshold at which the terminal starts measuring a beam.
[0039] In combination with the second aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the second aspect, the
network device sends the measurement configuration in-
formation of the at least one beam to the terminal may
include that: the network device sends dedicated signal-
ing to the terminal, here, the dedicated signaling includes
the measurement configuration information of the at least
one beam.
[0040] In combination with the second aspect or any
abovementioned possible implementation mode, in a
possible implementation mode of the second aspect, the
network device sends the measurement configuration in-
formation of the at least one beam to the terminal may
include that: the network device sends system informa-
tion to the terminal, here, the system information includes
the measurement configuration information of the at least
one beam.
[0041] In a third aspect, there is provided a device for
beam measurement, which includes modules configured
to execute the method in the first aspect.
[0042] In a fourth aspect, there is provided a device for
beam measurement, which includes modules configured
to execute the method in the second aspect.
[0043] In a fifth aspect, there is provided a device for
beam measurement, which includes a memory, a proc-
essor, an input/output interface, a communication inter-
face and a bus system. The memory, the processor, the

input/output interface and the communication interface
are connected through the system bus. The memory is
configured to store an instruction that, when is executed
by the processor, cause the processor to implement the
method in the first aspect through the communication
interface and control the input/output interface to receive
input data and information and to output data such as an
operation result.
[0044] In a sixth aspect, there is provided a device for
beam measurement, which includes a memory, a proc-
essor, an input/output interface, a communication inter-
face and a bus system. The memory, the processor, the
input/output interface and the communication interface
are connected through the system bus. The memory is
configured to store an instruction that, when executed by
the processor, cause the processor to implement the
method in the second aspect through the communication
interface and control the input/output interface to receive
input data and information and to output data such as an
operation result.
[0045] In a seventh aspect, there is provided a com-
puter-readable storage medium, which is configured to
store a program code for a search request sending meth-
od, the program code is configured to execute a method
instruction in the first aspect.
[0046] In an eighth aspect, there is provided a compu-
ter-readable storage medium, which is configured to
store a program code for a search request sending meth-
od, the program code is configured to execute a method
instruction in the second aspect.

BRIEF DESCRIPTION OF DRAWINGS

[0047] In order to describe the technical solutions of
the embodiments of the disclosure more clearly, the
drawings required to be used in the embodiments of the
disclosure will be simply introduced below. It is apparent
that the drawings described below are only some em-
bodiments of the disclosure. Other drawings may further
be obtained by those of ordinary skill in the art according
to these drawings without creative work.

FIG. 1 is a schematic diagram of an application sce-
nario of a method for beam measurement according
to an embodiment of the disclosure.
FIG. 2 is a schematic diagram of an application sce-
nario of a method for beam measurement according
to another embodiment of the disclosure.
FIG. 3 is a schematic flowchart of a method for beam
measurement according to an embodiment of the
disclosure.
FIG. 4 is a schematic flowchart of a method for beam
measurement according to another embodiment of
the disclosure.
FIG. 5 is a schematic block diagram of a device for
beam measurement according to an embodiment of
the disclosure.
FIG. 6 is a schematic block diagram of a device for
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beam measurement according to an embodiment of
the disclosure.
FIG. 7 is a schematic block diagram of a device for
beam measurement according to an embodiment of
the disclosure.
FIG. 8 is a schematic block diagram of a device for
beam measurement according to an embodiment of
the disclosure.

DETAILED DESCRIPTION

[0048] The technical solutions in the embodiments of
the disclosure will be clearly and completely described
below in combination with the drawings in the embodi-
ments of the disclosure. It is apparent that the described
embodiments are not all embodiments but part of em-
bodiments of the disclosure. All other embodiments ob-
tained by those of ordinary skill in the art on the basis of
the embodiments in the disclosure without creative work
shall fall within the scope of protection of the disclosure.
[0049] It is to be understood that the technical solutions
of the disclosure may be applied to various communica-
tion systems, for example, a Global System of Mobile
Communication (GSM), a Code Division Multiple Access
(CDMA) system, Wideband Code Division Multiple Ac-
cess (WCDMA) system, a General Packet Radio Service
(GPRS), LTE and 5th-Generation (5G) New Radio (NR).
[0050] It is also to be understood that a terminal may
be called User Equipment (UE), may also be called a
mobile terminal, a mobile user device and the like and
may communicate with one or more core networks
through a Radio Access Network (RAN). The UE may be
a mobile terminal, for example, a mobile phone (or called
a "cellular" phone) and a computer with a mobile terminal,
may be, for example, a portable, pocket, handheld, com-
puter-embedded or vehicle-mounted mobile device and
performs language and/or data exchange with the RAN.
[0051] It is also to be understood that a network device
may be a device, for example, a network device, config-
ured to communicate with a mobile device. The network
device may be an Access Point (AP) in a Wireless Local
Area Network (WLAN), a Base Transceiver Station (BTS)
in the GSM or CDMA, may also be a NodeB (NB) in WCD-
MA, and may further be an Evolutional Node B (eNB or
eNodeB) in LTE, or a relay station or AP, or a vehicle-
mounted device, a wearable device, a network device in
a future 5G network, a network device in a future evolved
Public Land Mobile Network (PLMN) or the like.
[0052] For convenient comprehension, an application
scenario of a method for beam measurement according
to the embodiments of the disclosure will be introduced
at first.
[0053] FIG. 1 is a schematic diagram of an application
scenario of a method for beam measurement according
to an embodiment of the disclosure. From the application
scenario illustrated in FIG. 1, it can be seen that in a cell,
there may exist a beam (not illustrated in FIG. 1) config-
ured for signaling transmission of a control channel and

multiple beams (referring to a beam 1 and beam 2 in FIG.
1) configured for data transmission of a data channel.
That is, in the cell, the whole cell may be covered by a
"wide beam" configured for signaling transmission of the
control channel and the whole cell may be covered by
multiple "narrow beams" configured for signaling trans-
mission of the data channel.
[0054] FIG. 2 is a schematic diagram of an application
scenario of a method for beam measurement according
to another embodiment of the disclosure. From the ap-
plication scenario illustrated in FIG. 2, it can be seen that
there may exist multiple "narrow beams" (referring to a
beam 1 and beam 2 in FIG. 2) configured for control sig-
naling transmission of a control channel in a cell and there
may also exist multiple "narrow beams" (referring to a
beam 3 and beam 4 in FIG. 2) configured for data trans-
mission of a data channel. A terminal 1 may interact with
a network device about control signaling through the
beam 2, the terminal 1 may perform data transmission
with the network device through the beam 3, a terminal
2 may interact with the network device about the control
signaling through the beam 1 and the terminal 2 may
perform data transmission with the network device
through the beam 4. That is, the terminals in an idle state,
when performing signaling interaction with a base station,
may perform signaling interaction with the network device
through the "narrow beams" configured for control sign-
aling transmission of the control channel. The terminals
may also perform data transmission with the network de-
vice through the "narrow beams" configured for data
transmission of the data channel. The beams configured
for control signaling transmission of the control channel
between the terminals and the network device and the
beams configured for data transmission of the data chan-
nel between the terminal and the network device may be
the same beams and may also be different beams. It is
to be understood that FIG. 2 only illustrates the condition
that the beams configured for control signaling transmis-
sion of the control channel between the terminals and
the network device and the beams configured for data
transmission of the data channel between the terminals
and the network device are different as an example.
[0055] It is to be noted that at least one of signal quality
or signal strength for signal transmission between the
terminal and the network device may be improved by use
of a relatively high forming gain of a "narrow beam" rel-
ative to a "wide beam".
[0056] FIG. 3 is a schematic flowchart of a method for
beam measurement according to an embodiment of the
disclosure. It is to be understood that the method illus-
trated in FIG. 3 may be applied to the application sce-
narios illustrated in FIG. 1 and FIG. 2 and may also be
applied to another application scenario and there are no
specific limits made thereto in the embodiment of the
disclosure. The method illustrated in FIG. 3 includes the
following operations.
[0057] In 310, a terminal measures at least one beam
according to measurement configuration information,
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here, the measurement configuration information is used
in measuring the at least one beam.
[0058] Specifically, the at least one beam may be at
least one of a beam configured for signaling transmission
of a control channel or a beam configured for data trans-
mission of a data channel. Furthermore, the beam con-
figured for signaling transmission of the control channel
and the beam configured for data transmission of the
data channel may be the same beam and the beam con-
figured for signaling transmission of the control channel
and the beam configured for data transmission of the
data channel may also be different beams.
[0059] The terminal may be a terminal in an idle state,
which may refer to that there is no Non-Access Stratum
(NAS) or Access Stratum (AS) signaling connection es-
tablished between the terminal and a network device.
[0060] It is to be understood that the at least one beam
may correspond to a piece of measurement configuration
information. For example, the at least one beam meas-
ured by the terminal may include a beam 1, a beam 2
and a beam 3 and the beam 1, the beam 2 and the beam
3 may correspond to a piece of measurement configura-
tion information, that is, the measurement configuration
information may include a beam Identifier (ID) of the
beam 1, a beam ID of the beam 2 and a beam ID of the
beam 3. If the measurement configuration information is
at least one piece of measurement configuration infor-
mation, the at least one beam and the at least one piece
of measurement configuration information may form a
one-to-one correspondence, that is, each piece of meas-
urement configuration information may include a beam
ID of a beam to be measured.
[0061] Optionally, the at least one beam may belong
to a same cell and the at least one beam may also belong
to different cells.
[0062] For example, when the at least one beam in-
cludes multiple beams, part of beams of the at least one
beam may belong to the same cell (for example, a first
cell) and the beams, except the beams belonging to the
first cell, of the at least one beam may belong to another
cell (for example, a second cell). The first cell may be an
adjacent cell of the second cell.
[0063] Optionally, the measurement configuration in-
formation may include: a measurement ID and the meas-
urement ID corresponds to a measurement object ID (for
example, a beam ID); a measurement quantity configu-
ration used to indicate a measurement quantity; a fre-
quency priority used to indicate a priority of a frequency
of a beam or of a frequency of a cell; a second signal
strength threshold used to indicate a threshold at which
the terminal starts measuring a beam; and a second sig-
nal quality threshold used to indicate a threshold at which
the terminal starts measuring a beam.
[0064] It is to be noted that the measurement configu-
ration information is measurement configuration informa-
tion for beam measurement, like measurement configu-
ration information for cell measurement in the related art,
and information contents related to a cell in the cell meas-

urement configuration information may be configured in-
to information contents related to a beam. For example,
a serving cell quality threshold in the cell measurement
configuration information may be configured into a serv-
ing beam quality threshold.
[0065] Optionally, the measurement configuration in-
formation may also include configuration information re-
lated to the beamforming. For example, the measure-
ment configuration information may include information
of a beam transmitting antenna port number and the like.
[0066] In 320, the terminal determines at least one of
a target beam where the terminal can camp or a target
cell where the terminal can camp, according to a meas-
urement quantity of the at least one beam.
[0067] Specifically, each beam corresponds to a cell.
After the terminal determines the target beam for camp-
ing, a cell to which the beam belongs is also determined,
and the cell is the target cell.
[0068] The measurement quantity of the at least one
beam may refer to that the measurement quantity in-
cludes a measurement quantity of each of the at least
one beam and may also refer to that the at least one
beam corresponds to at least one measurement quantity
one to one. There are no specific limits made thereto in
the disclosure.
[0069] Optionally, as an embodiment, the method il-
lustrated in FIG. 3 further includes that: the terminal re-
ceives the measurement configuration information sent
by a network device.
[0070] It is to be understood that the measurement
configuration information may be sent to the terminal by
the network device and may also be measurement con-
figuration information in a measurement configuration
database maintained by the terminal. There are no spe-
cific limits made to a measurement configuration infor-
mation acquisition manner for the terminal in the embod-
iment of the disclosure.
[0071] Optionally, the terminal receives the measure-
ment configuration information of each of the at least one
beam sent by the network device includes that: the ter-
minal receives dedicated signaling sent by the network
device, here, the dedicated signaling includes the meas-
urement configuration information of each of the at least
one beam.
[0072] Optionally, the operation that the terminal re-
ceives the measurement configuration information of
each of the at least one beam sent by the network device
includes that: the terminal receives system information
sent by the network device, here, the system information
includes the measurement configuration information of
each of the at least one beam.
[0073] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the measurement quantity of the at least
one beam includes that: the terminal determines meas-
urement quantities of multiple cells according to meas-
urement quantities of multiple beams; and the terminal
determines the target cell from the multiple cells accord-
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ing to the measurement quantities of the multiple cells.
[0074] Specifically, the measurement quantity of each
of the multiple cells is determined on the basis of the
measurement quantities of the beams in the cell. The
measurement quantity of a cell may be obtained based
on weighted averaging or linear averaging of the meas-
urement quantities of the multiple beams in the cell. When
measuring the beams, the terminal may determine a cell
where a first beam of which the measurement quantity
meets a configured threshold is located as the target cell
(this strategy could be only applied to initial selection of
the target cell by the terminal). After beam measurement
is performed, the terminal may also determine a cell
where a beam with an optimal measurement quantity is
located as the target cell. After beam measurement is
performed, the terminal may also determine a cell with a
highest percent of beams of which the measurement
quantities meet the threshold as the target cell or deter-
mine a cell with a highest number of beams of which the
measurement quantities meet the threshold as the target
cell. It is to be understood that there are no specific limits
made to a manner for determining the measurement
quantities of the cells according to the measurement
qualities of the multiple beams in the embodiment of the
disclosure.
[0075] For example, measurement quantities corre-
sponding to n beams in a cell 1 are Q1, Q2, Q3,......Qn

respectively and then a measurement quantity of the cell

1 is  

[0076] The measurement quantities corresponding to
the n beams in the cell 1 are Q1, Q2, Q3......Qn respec-

tively and then the measurement quantity of the cell 1 is

 where a1, a2,

a3......an represent a weight of each beam in the cell 1.

[0077] It is to be noted that the weights may be config-
ured for the terminal by the network device and may also
be maintained by the terminal. There are no specific limits
made thereto in the disclosure.
[0078] Optionally, as an embodiment, the method fur-
ther includes that: the terminal determines the target
beam from the beams in the target cell according to the
measurement quantities of the beams in the target cell.
[0079] Specifically, the terminal, after determining the
target cell, may select a beam with an optimal measure-
ment quantity from the beams in the target cell as the
target beam, may also randomly select a beam from mul-
tiple beams of which the measurement quantities are
higher than a measurement quantity threshold as the tar-
get beam and may also directly randomly select a beam
from the target cell as the target beam. There are no
specific limits made thereto in the embodiment of the
disclosure.
[0080] Optionally, as an embodiment, the method fur-
ther includes that: the terminal determines at least one
of: at least one backup beam where the terminal can

camp when the target beam is not suitable or at least one
backup cell where the terminal can camp when the target
cell is not suitable, according to the measurement quan-
tity of the at least one beam.
[0081] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the measurement quantity of the at least
one beam includes that: the terminal determines the at
least one of the target beam or the target cell according
to at least one of signal strength or signal quality of the
at least one beam.
[0082] It is to be understood that the measurement
quantity of the beam may refer to at least one of the signal
strength or the signal quality of the beam and may also
refer to at least one of processed signal strength or signal
quality of the beam. For example, the measurement
quantity of the beam may refer to addition of an offset to
at least one of the signal strength or the signal quality of
the beam and the like. There are no limits made to a
specific presentation form of the measurement quantity
in the disclosure.
[0083] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam includes the
following operations.
[0084] The terminal determines a beam, that has a
maximum signal strength, of the at least one beam ac-
cording to the signal strength of the at least one beam,
here, the beam that has the maximum signal strength is
the target beam. Or the terminal determines a beam, that
has maximum signal quality, of the at least one beam
according to the signal quality of the at least one beam,
here, the beam that has the maximum signal quality is
the target beam. Or the terminal determines a beam, that
has maximum signal strength and signal quality, of the
at least one beam according to the signal strength and
the signal quality of the at least one beam, here, the beam
that has the maximum signal strength and signal quality
is the target beam.
[0085] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam includes
that: the terminal determines the at least one of the target
beam or the target cell according to the at least one of
the signal strength or the signal quality of the at least one
beam, and at least one of the first signal strength thresh-
old or the first signal quality threshold.
[0086] It is to be understood that at least one of the
first signal strength threshold or the first signal quality
threshold may be preset and may also be configured for
the terminal by the network device. At least one of the
first signal strength threshold or the first signal quality
threshold may also be sent to the terminal by the network
device through the measurement configuration informa-
tion. There are no specific limits made thereto in the dis-
closure.
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[0087] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam, and the at
least one of the first signal strength threshold or the first
signal quality threshold includes the following operations
[0088] The terminal determines a cell set or a beam
set according to the signal strength of the at least one
beam and the first signal strength threshold; and the ter-
minal determines the target cell from the cell set accord-
ing to cell priorities, or the terminal determines the target
beam from the beam set according to beam priorities. Or
the terminal determines a cell set or a beam set according
to the signal quality of the at least one beam and the first
signal quality threshold; and the terminal determines the
target cell from the cell set according to cell priorities, or
the terminal determines the target beam from the beam
set according to beam priorities. Or the terminal deter-
mines a cell set or a beam set according to the signal
strength and the signal quality of the at least one beam,
and the first signal strength threshold and the first signal
quality threshold; and the terminal determines the target
cell from the cell set according to cell priorities, or the
terminal determines the target beam from the beam set
according to beam priorities.
[0089] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam, and the at
least one of the first signal strength threshold or the first
signal quality threshold includes the following operations.
[0090] The terminal determines a cell set or a beam
set according to the signal strength of the at least one
beam and the first signal strength threshold; and the ter-
minal determines the target cell from the cell set accord-
ing to frequency priorities or determines the target beam
from the beam set according to frequency priorities, here,
the frequency priorities are used to indicate frequency
priorities of frequencies of the cells or frequency priorities
of frequencies of the beams. Or the terminal determines
a cell set or a beam set according to the signal quality of
the at least one beam and the first signal quality thresh-
old; and the terminal determines the target cell from the
cell set according to frequency priorities or determines
the target beam from the beam set according to frequen-
cy priorities, here, the frequency priorities are used to
indicate frequency priorities of frequencies of the cells or
frequency priorities of frequencies of the beams. Or the
terminal determines a cell set or a beam set according
to the signal strength and the signal quality of the at least
one beam and the first signal strength threshold and the
first signal quality threshold; and the terminal determines
the target cell from the cell set according to frequency
priorities or determines the target beam from the beam
set according to frequency priorities, here, the frequency
priorities is used to indicate frequency priorities of fre-
quencies of the cells or frequency priorities of frequencies
of the beams.

[0091] Optionally, as an embodiment, the terminal de-
termines the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam, and the at
least one of the first signal strength threshold or the first
signal quality threshold includes the following operations.
[0092] The terminal determines a cell set or a beam
set according to the signal strength of the at least one
beam and the first signal strength threshold; and the ter-
minal determines a cell, that has a maximum signal
strength, in the cell set as the target cell, or determines
a cell, that has a beam with a maximum signal strength,
in the cell set as the target cell, or determines a beam,
that has a maximum signal strength, in the beam set as
the target beam. Or the terminal determines a cell set or
a beam set according to the signal quality of the at least
one beam and the first signal quality threshold; and the
terminal determines a cell, that has maximum signal qual-
ity, in the cell set as the target cell, or determines a cell,
that has a beam with maximum signal quality, in the cell
set as the target cell, or determines a beam, that has
maximum signal quality, in the beam set as the target
beam. Or the terminal determines at least one of a cell
set or a beam set according to the signal strength and
the signal quality of the at least one beam, and the first
signal strength threshold and the first signal quality
threshold; and the terminal determines a cell, that has
maximum signal strength and signal quality, in the cell
set as the target cell, or determines a cell, that has a
beam with maximum signal strength and signal quality,
in the cell set as the target cell, or determines a beam,
that has maximum signal strength and signal quality, in
the beam set as the target beam.
[0093] Optionally, as an embodiment, the method fur-
ther includes that: before the terminal determines the
measurement quantity of the at least one beam, the ter-
minal determines that a signal strength of a cell serving
the terminal is less than the second signal strength
threshold, or that signal quality of a cell serving the ter-
minal is less than the second signal quality threshold, or
that a signal strength of a cell serving the terminal is less
than the second signal strength threshold and signal
quality of a cell serving the terminal is less than the sec-
ond signal quality threshold, or the terminal determines
that a signal strength of a beam serving the terminal is
less than the second signal strength threshold, or that
signal quality of a beam serving the terminal is less than
the second signal quality threshold, or that a signal
strength of a beam serving the terminal is less than the
second signal strength threshold and signal quality of a
beam serving the terminal is less than the second signal
quality threshold.
[0094] It is to be understood that at least one of the
second signal strength threshold or the second signal
quality threshold may be preset and may also be config-
ured for the terminal by the network device. At least one
of the second signal strength threshold or the second
signal quality threshold may also be sent to the terminal
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by the network device through the measurement config-
uration information. There are no specific limits made
thereto in the disclosure.
[0095] FIG. 4 is a schematic flowchart of a method for
beam measurement according to another embodiment
of the disclosure. The method illustrated in FIG. 4 corre-
sponds to the method illustrated in FIG. 3. For simplicity,
specific details will not be elaborated herein. The method
illustrated in FIG. 4 includes the following operations.
[0096] In 410, a network device sends measurement
configuration information of at least one beam to a ter-
minal, here, the measurement configuration information
is used in measuring the at least one beam.
[0097] In 420, the network device sends information
through at least one of a target beam where the terminal
can camp or a target cell where the terminal can camp,
here, the at least one of the target beam or the target cell
is determined according to a measurement quantity, ob-
tained by measurement of the at least one beam by the
terminal according to the measurement configuration in-
formation of the at least one beam, of the at least one
beam.
[0098] Specifically, the network device sends the in-
formation through the at least one of the target beam or
the target cell may refer to that the network device sends
the information in a broadcast manner through the at least
one of the target beam or the target cell, may also refer
to that the network device sends the information to the
terminal through the at least one of the target beam or
the target cell and may also refer to that the network
device communicates with the terminal through the at
least one of the target beam or the target cell.
[0099] Optionally, as an embodiment, the at least one
beam belongs to a same cell.
[0100] Optionally, as an embodiment, the at least one
beam comprises multiple beams and the multiple beams
belong to multiple cells.
[0101] Optionally, as an embodiment, the measure-
ment configuration information includes at least one of:
a frequency priority, a first signal strength threshold, a
first signal quality threshold, a second signal strength
threshold, or a second signal quality threshold, here, the
frequency priority is used to indicate a priority of a fre-
quency of a beam or a frequency of a cell, the first signal
strength threshold is used to indicate a minimum thresh-
old of signal strength required for signal transmission of
a beam, the first signal quality threshold is used to indi-
cate a minimum threshold of signal quality required for
signal transmission of a beam, the second signal strength
threshold is used to indicate a threshold at which the
terminal starts measuring a beam and the second signal
quality threshold is used to indicate a threshold at which
the terminal starts measuring a beam.
[0102] Optionally, as an embodiment, the network de-
vice sends the measurement configuration information
of the at least one beam to the terminal includes that: the
network device sends dedicated signaling to the terminal,
here, the dedicated signaling includes the measurement

configuration information of the at least one beam.
[0103] Optionally, as an embodiment, the network de-
vice sends the measurement configuration information
of the at least one beam to the terminal includes that: the
network device sends system information to the terminal,
here, the system information includes the measurement
configuration information of the at least one beam.
[0104] The methods for beam measurement according
to the embodiments of the disclosure are described
above in combination with FIG. 1 to FIG. 4 in detail. De-
vices for beam measurement according to the embodi-
ments of the disclosure will be described below in com-
bination with FIG. 5 to FIG. 8 in detail. It is to be under-
stood that the device illustrated in FIG. 5 and FIG. 7 may
implement each operation in FIG. 3 and the device illus-
trated in FIG. 6 and FIG. 8 may implement each operation
in FIG. 4. For avoiding repetitions, no more elaborations
will be made herein.
[0105] FIG. 5 is a schematic block diagram of a device
for beam measurement according to an embodiment of
the disclosure. The device 500 illustrated in FIG. 5 in-
cludes a measurement module 510 and a first determi-
nation module 520.
[0106] The measurement module 510 is configured to
measure at least one beam according to measurement
configuration information, here, the measurement con-
figuration information is used in measuring the at least
one beam.
[0107] The first determination module 520 is config-
ured to determine at least one of a target beam where
the terminal can camp or a target cell where the terminal
can camp, according to a measurement quantity of the
at least one beam.
[0108] Optionally, as an embodiment, the device fur-
ther includes a receiving module, configured to receive
the measurement configuration information sent by a net-
work device.
[0109] Optionally, as an embodiment, the at least one
beam belongs to a same cell.
[0110] Optionally, as an embodiment, the at least one
beam comprises multiple beams and the multiple beams
belong to multiple cells.
[0111] Optionally, as an embodiment, the first deter-
mination module is specifically configured to: determine
measurement quantities of the multiple cells according
to measurement quantities of the multiple beams; and
determine the target cell from the multiple cells according
to the measurement quantities of the multiple cells.
[0112] Optionally, as an embodiment, the device fur-
ther includes a second determination module, configured
to determine the target beam from the beams in the target
cell according to the measurement quantities of the
beams in the target cell.
[0113] Optionally, as an embodiment, the device fur-
ther includes a third determination module, configured to
determine at least one of: at least one backup beam
where the terminal can camp when the target beam is
not suitable or at least one backup cell where the terminal
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can camp when the target cell is not suitable, according
to the measurement quantity of the at least one beam.
[0114] Optionally, as an embodiment, the first deter-
mination module is specifically configured to determine
the at least one of the target beam or the target cell ac-
cording to at least one of signal strength or signal quality
of the at least one beam.
[0115] Optionally, as an embodiment, the first deter-
mination module is further specifically configured to de-
termine a beam, that has a maximum signal strength, of
the at least one beam according to the signal strength of
the at least one beam, here, the beam that has the max-
imum signal strength is the target beam, or determine a
beam, that has maximum signal quality, of the at least
one beam according to the signal quality of the at least
one beam, here, the beam that has the maximum signal
quality is the target beam, or determine a beam, that has
maximum signal strength and signal quality, of the at least
one beam according to the signal strength and the signal
quality of the at least one beam, here, the beam that has
the maximum signal strength and signal quality is the
target beam.
[0116] Optionally, as an embodiment, the measure-
ment configuration information includes at least one of:
a frequency priority, a first signal strength threshold, a
first signal quality threshold, a second signal strength
threshold, or a second signal quality threshold, here, the
frequency priority is used to indicate a priority of a fre-
quency of a beam or a frequency of a cell, the first signal
strength threshold is used to indicate a minimum thresh-
old of signal strength required for signal transmission of
a beam, the first signal quality threshold is used to indi-
cate a minimum threshold of signal quality required for
signal transmission of a beam, the second signal strength
threshold is used to indicate a threshold at which the
terminal starts measuring a beam and the second signal
quality threshold is used to indicate a threshold at which
the terminal starts measuring a beam.
[0117] Optionally, as an embodiment, the first deter-
mination module is further specifically configured to de-
termine the at least one of the target beam or the target
cell according to the at least one of the signal strength
or the signal quality of the at least one beam, and at least
one of the first signal strength threshold or the first signal
quality threshold.
[0118] Optionally, as an embodiment, the first deter-
mination module is further specifically configured to: de-
termine at least one of a cell set or a beam set according
to the signal strength of the at least one beam and the
first signal strength threshold; and determine a cell, that
has a maximum signal strength, in the cell set as the
target cell, or determines a cell, that has a beam with a
maximum signal strength, in the cell set as the target cell,
or determine a beam, that has a maximum signal
strength, in the beam set as the target beam,
or determine at least one of a cell set or a beam set
according to the signal quality of the at least one beam
and the first signal quality threshold; and determine a

cell, that has maximum signal quality, in the cell set as
the target cell, or determines a cell, that has a beam with
maximum signal quality, in the cell set as the target cell,
or determine a beam, that has maximum signal quality,
in the beam set as the target beam,
or determine at least one of a cell set or a beam set
according to the signal strength and the signal quality of
the at least one beam, and the first signal strength thresh-
old and the first signal quality threshold; and determine
a cell, that has maximum signal strength and signal qual-
ity, in the cell set as the target cell, or determines a cell,
that has a beam with maximum signal strength and signal
quality, in the cell set as the target cell, or determine a
beam, that has maximum signal strength and signal qual-
ity, in the beam set as the target beam.
[0119] Optionally, as an embodiment, the first deter-
mination module is further specifically configured to: de-
termine a cell set or a beam set according to the signal
strength of the at least one beam and the first signal
strength threshold; and sort cells in the cell set according
to a criterion and determine the target cell according to
a sorting result, or sort beams in the beam set according
to a criterion and determine the target beam according
to a sorting result,
or determine a cell set or the beam set according to the
signal quality of the at least one beam and the first signal
quality threshold; and sort cells in the cell set according
to a criterion and determine the target cell according to
a sorting result, or sort beams in the beam set according
to a criterion and determine the target beam according
to a sorting result,
or determine a cell set or a beam set according to the
signal strength and the signal quality of the at least one
beam, and the first signal strength threshold and the first
signal quality threshold; and sort cells in the cell set ac-
cording to a criterion and determine the target cell ac-
cording to a sorting result, or sort beams in the beam set
according to a criterion and determine the target beam
according to a sorting result.
[0120] Optionally, as an embodiment, the first deter-
mination module is further configured to: determine a cell
set or a beam set according to the signal strength of the
at least one beam and the first signal strength threshold;
and determine the target cell from the cell set according
to frequency priorities or determine the target beam from
the beam set according to frequency priorities, here, the
frequency priorities are used to indicate frequency prior-
ities of frequencies of the cells or frequency priorities of
frequencies of the beams,
or determine a cell set or a beam set according to the
signal quality of the at least one beam and the first signal
quality threshold; and determine the target cell from the
cell set according to frequency priorities or determine the
target beam from the beam set according to frequency
priorities, here, the frequency priorities are used to indi-
cate frequency priorities of frequencies of the cells or
frequency priorities of frequencies of the beams,
or determine a cell set or a beam set according to the
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signal strength and the signal quality of the at least one
beam and the first signal strength threshold and the first
signal quality threshold; and determine the target cell
from the cell set according to frequency priorities or de-
termine the target beam from the beam set according to
frequency priorities, here, the frequency priorities are
used to indicate frequency priorities of frequencies of the
cells or frequency priorities of frequencies of the beams.
[0121] Optionally, as an embodiment, the device fur-
ther includes a fourth determination module, configured
to determine that a signal strength of a cell serving the
terminal is less than the second signal strength threshold,
or that signal quality of a cell serving the terminal is less
than the second signal quality threshold, or that a signal
strength of a cell serving the terminal is less than the
second signal strength threshold and signal quality of a
cell serving the terminal is less than the second signal
quality threshold. Or the fourth determination module is
further configured to determine that a signal strength of
a beam serving the terminal is less than the second signal
strength threshold, or that signal quality of a beam serving
the terminal is less than the second signal quality thresh-
old, or that a signal strength of a beam serving the ter-
minal is less than the second signal strength threshold
and signal quality of a beam serving the terminal is less
than the second signal quality threshold.
[0122] Optionally, as an embodiment, the receiving
module is specifically configured to receive dedicated
signaling sent by the network device, here, the dedicated
signaling includes the measurement configuration infor-
mation of each of the at least one beam.
[0123] Optionally, as an embodiment, the receiving
module is specifically configured to receive system infor-
mation sent by the network device, here, the system in-
formation includes the measurement configuration infor-
mation of each of the at least one beam.
[0124] FIG. 6 is a schematic block diagram of a device
for beam measurement according to an embodiment of
the disclosure. The device 600 illustrated in FIG. 6 in-
cludes a first sending module 610 and a communication
module 620.
[0125] The first sending module 610 is configured to
send measurement configuration information of at least
one beam to a terminal, here, the measurement config-
uration information is used in measuring the at least one
beam.
[0126] The communication module 620 is configured
to send information through at least one of a target beam
where the terminal camp or a target cell where the ter-
minal can camp, here, the at least one of the target beam
or the target cell is determined according to a measure-
ment quantity, obtained by measurement of the at least
one beam by the terminal according to the measurement
configuration information of the at least one beam, of the
at least one beam.
[0127] Optionally, as an embodiment, the at least one
beam belongs to a same cell.
[0128] Optionally, as an embodiment, the at least one

beam comprises multiple beams and the multiple beams
belong to multiple cells.
[0129] Optionally, as an embodiment, the measure-
ment configuration information includes at least one of:
a frequency priority, a first signal strength threshold, a
first signal quality threshold, a second signal strength
threshold, or a second signal quality threshold, here, the
frequency priority is used to indicate a priority of a fre-
quency of a beam or a frequency of a cell, the first signal
strength threshold is used to indicate a minimum thresh-
old of signal strength required for signal transmission of
a beam, the first signal quality threshold is used to indi-
cate a minimum threshold of signal quality required for
signal transmission of a beam, the second signal strength
threshold is used to indicate a threshold at which the
terminal starts measuring a beam and the second signal
quality threshold is used to indicate a threshold at which
the terminal starts measuring a beam.
[0130] Optionally, as an embodiment, the communica-
tion module is specifically configured to send dedicated
signaling to the terminal, here, the dedicated signaling
includes the measurement configuration information of
the at least one beam.
[0131] Optionally, as an embodiment, the communica-
tion module is further specifically configured to send sys-
tem information to the terminal, here, the system infor-
mation includes the measurement configuration informa-
tion of the at least one beam.
[0132] FIG. 7 is a schematic block diagram of a device
for beam measurement according to an embodiment of
the disclosure. The device 700 for beam measurement
illustrated in FIG. 7 includes a memory 710, a processor
720, an input/output interface 730, a communication in-
terface 740 and a bus system 750. The memory 710, the
processor 720, the input/output interface 730 and the
communication interface 740 are connected through the
bus system 750. The memory 710 is configured to store
an instruction. The processor 720 is configured to exe-
cute the instruction stored in the memory 720 to control
the input/output interface 730 to receive input data and
information and output data such as an operation result
and control the communication interface 740 to send a
signal.
[0133] The processor 720 is configured to measure at
least one beam according to measurement configuration
information, here, the measurement configuration infor-
mation is used in measuring the at least one beam.
[0134] The processor 720 is further configured to de-
termine at least one of a target beam where the terminal
camp or a target cell where the terminal can camp, ac-
cording to a measurement quantity of the at least one
beam.
[0135] It is to be understood that in the embodiment of
the disclosure, the processor 720 may adopt a universal
Central Processing Unit (CPU), a microprocessor, an Ap-
plication Specific Integrated Circuit (ASIC) or one or more
integrated circuits, and is configured to execute a related
program to implement the technical solution provided in

21 22 



EP 3 525 359 A1

13

5

10

15

20

25

30

35

40

45

50

55

the embodiment of the disclosure.
[0136] It is also to be understood that the communica-
tion interface 740 uses, for example, but not limited to, a
transceiver device such as a transceiver to implement
communication between the device 700 and another de-
vice or a communication network.
[0137] The memory 710 may include a Read-Only
Memory (ROM) and a Random Access Memory (RAM)
and provides an instruction and data for the processor
720. A part of the memory 710 may further include a
nonvolatile RAM. For example, the memory 710 may fur-
ther store information of a device type.
[0138] The bus system 750 includes a data bus, and
may further include a power bus, a control bus, a state
signal bus and the like. However, for clear description,
various buses in the figure are marked as the bus system
750.
[0139] In an implementation process, each operation
of the method may be completed by an integrated logic
circuit of hardware in the processor 720 or an instruction
in a software form. The operations of the method for beam
measurement disclosed in combination with the embod-
iments of the disclosure may be directly embodied to be
executed and completed by a hardware processor or ex-
ecuted and completed by a combination of hardware and
software modules in the processor. The software module
may be located in a mature storage medium in this field
such as a RAM, a flash memory, a ROM, a programmable
ROM or electrically erasable programmable ROM and a
register. The storage medium is located in the memory
710. The processor 720 reads information in the memory
710 and completes the operations of the method in com-
bination with hardware. No more detailed descriptions
will be made herein to avoid repetitions.
[0140] Optionally, as an embodiment, the communica-
tion interface is configured to receive the measurement
configuration information sent by a network device.
[0141] Optionally, as an embodiment, the at least one
beam belongs to a same cell.
[0142] Optionally, as an embodiment, the at least one
beam comprises multiple beams and the multiple beams
belong to multiple cells.
[0143] Optionally, as an embodiment, the processor is
specifically configured to determine measurement quan-
tities of the multiple cells according to measurement
quantities of the multiple beams and determine the target
cell from the multiple cells according to the measurement
quantities of the multiple cells.
[0144] Optionally, as an embodiment, the processor is
configured to determine the target beam from the beams
in the target cell according to the measurement quantities
of the beams in the target cell.
[0145] Optionally, as an embodiment, the processor is
configured to determine at least one of: at least one back-
up beam where the terminal can camp when the target
beam is not suitable or at least one backup cell where
the terminal can camp when the target cell is not suitable,
according to the measurement quantity of the at least

one beam.
[0146] Optionally, as an embodiment, the processor is
specifically configured to determine the at least one of
the target beam or the target cell according to at least
one of signal strength or signal quality of the at least one
beam.
[0147] Optionally, as an embodiment, the processor is
further specifically configured to: determine a beam, that
has a maximum signal strength, of the at least one beam
according to the signal strength of the at least one beam,
here, the beam that has the maximum signal strength is
the target beam, or determine a beam, that has maximum
signal quality, of the at least one beam according to the
signal quality of the at least one beam, here, the beam
that has the maximum signal quality is the target beam,
or determine a beam, that has maximum signal strength
and signal quality, of the at least one beam according to
the signal strength and the signal quality of the at least
one beam, here, the beam that has the maximum signal
strength and signal quality is the target beam.
[0148] Optionally, as an embodiment, the measure-
ment configuration information includes at least one of:
a frequency priority, a first signal strength threshold, a
first signal quality threshold, a second signal strength
threshold, or a second signal quality threshold, here, the
frequency priority is used to indicate a priority of a fre-
quency of a beam or a frequency of a cell, the first signal
strength threshold is used to indicate a minimum thresh-
old of signal strength required for signal transmission of
a beam, the first signal quality threshold is used to indi-
cate a minimum threshold of signal quality required for
signal transmission of a beam, the second signal strength
threshold is used to indicate a threshold at which the
terminal starts measuring a beam and the second signal
quality threshold is used to indicate a threshold at which
the terminal starts measuring a beam.
[0149] Optionally, as an embodiment, the processor is
further specifically configured to determine the at least
one of the target beam or the target cell according to at
least one of the signal strength or the signal quality of
the at least one beam, and at least one of the first signal
strength threshold or the first signal quality threshold.
[0150] Optionally, as an embodiment, the processor is
further specifically configured to: determine at least one
of a cell set or a beam set according to the signal strength
of the at least one beam and the first signal strength
threshold; and determine a cell, that has a maximum sig-
nal strength, in the cell set as the target cell, or determines
a cell, that has a beam with a maximum signal strength,
in the cell set as the target cell, or determine a beam,
that has a maximum signal strength, in the beam set as
the target beam,
or determine at least one of a cell set or a beam set
according to the signal quality of the at least one beam
and the first signal quality threshold; and determine a
cell, that has maximum signal quality, in the cell set as
the target cell, or determines a cell, that has a beam with
maximum signal quality, in the cell set as the target cell,
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or determine a beam, that has maximum signal quality,
in the beam set as the target beam,
or determine at least one of a cell set or a beam set
according to the signal strength and the signal quality of
the at least one beam, and the first signal strength thresh-
old and the first signal quality threshold; and determine
a cell, that has maximum signal strength and signal qual-
ity, in the cell set as the target cell, or determines a cell,
that has a beam with maximum signal strength and signal
quality, in the cell set as the target cell, or determine a
beam, that has maximum signal strength and signal qual-
ity, in the beam set as the target beam.
[0151] Optionally, as an embodiment, the processor is
further specifically configured to: determine a cell set or
a beam set according to the signal strength of the at least
one beam and the first signal strength threshold; and sort
cells in the cell set according to a criterion and determine
the target cell according to a sorting result, or sort beams
in the beam set according to a criterion and determine
the target beam according to a sorting result,
or determine a cell set or the beam set according to the
signal quality of the at least one beam and the first signal
quality threshold; and sort cells in the cell set according
to a criterion and determine the target cell according to
a sorting result, or sort beams in the beam set according
to a criterion and determine the target beam according
to a sorting result,
or determine a cell set or a beam set according to the
signal strength and the signal quality of the at least one
beam and the first signal strength threshold and the first
signal quality threshold; and sort cells in the cell set ac-
cording to a criterion and determine the target cell ac-
cording to a sorting result, or sort beams in the beam set
according to a criterion and determine the target beam
according to a sorting result.
[0152] Optionally, as an embodiment, the processor is
further configured to: determine a cell set or a beam set
according to the signal strength of the at least one beam
and the first signal strength threshold; and determine the
target cell from the cell set according to frequency prior-
ities or determine the target beam from the beam set
according to frequency priorities, here, the frequency pri-
orities are used to indicate frequency priorities of frequen-
cies of the cells or frequency priorities of frequencies of
the beams,
or determine a cell set or a beam set according to the
signal quality of the at least one beam and the first signal
quality threshold; and determine the target cell from the
cell set according to frequency priorities or determine the
target beam from the beam set according to frequency
priorities, here, the frequency priorities are used to indi-
cate frequency priorities of frequencies of the cells or
frequency priorities of frequencies of the beams,
or determine a cell set or a beam set according to the
signal strength and the signal quality of the at least one
beam, and the first signal strength threshold and the first
signal quality threshold; and determine the target cell
from the cell set according to frequency priorities or de-

termine the target beam from the beam set according to
frequency priorities, here, the frequency priorities are
used to indicate frequency priorities of frequencies of the
cells or frequency priorities of frequencies of the beams.
[0153] Optionally, as an embodiment, the processor is
further configured to determine that a signal strength of
a cell serving the terminal is less than the second signal
strength threshold, or that signal quality of a cell serving
the terminal is less than the second signal quality thresh-
old, or that a signal strength of a cell serving the terminal
is less than the second signal strength threshold and sig-
nal quality of a cell serving the terminal is less than the
second signal quality threshold. Or the processor is fur-
ther configured to determine that a signal strength of a
beam serving the terminal is less than the second signal
strength threshold, or that signal quality of a beam serving
the terminal is less than the second signal quality thresh-
old, or that a signal strength of a beam serving the ter-
minal is less than the second signal strength threshold
and signal quality of a beam serving the terminal is less
than the second signal quality threshold.
[0154] Optionally, as an embodiment, the communica-
tion interface is specifically configured to receive dedi-
cated signaling sent by the network device, here, the ded-
icated signaling includes the measurement configuration
information of each of the at least one beam.
[0155] Optionally, as an embodiment, the communica-
tion interface is further specifically configured to receive
system information sent by the network device, here, the
system information includes the measurement configu-
ration information of each of the at least one beam.
[0156] FIG. 8 is a schematic block diagram of a device
for beam measurement according to an embodiment of
the disclosure. FIG. 8 is the schematic block diagram of
the device for beam measurement according to the em-
bodiment of the disclosure. The device 800 for beam
measurement illustrated in FIG. 8 includes a memory
810, a processor 820, an input/output interface 830, a
communication interface 840 and a bus system 850. The
memory 810, the processor 820, the input/output inter-
face 830 and the communication interface 840 are con-
nected through the bus system 850. The memory 810 is
configured to store an instruction. The processor 820 is
configured to execute the instruction stored in the mem-
ory 820 to control the input/output interface 830 to receive
input data and information and output data such as an
operation result and control the communication interface
840 to send a signal.
[0157] The communication interface 840 is configured
to send measurement configuration information of at
least one beam to a terminal, here, the measurement
configuration information is used in measuring the at
least one beam.
[0158] The communication interface 840 is further con-
figured to send information through at least one of a target
beam where the terminal can camp or a target cell where
the terminal can camp, here, the at least one of the target
beam or the target cell is determined according to a
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measurement quantity, obtained by measurement of the
at least one beam by the terminal according to the meas-
urement configuration information of the at least one
beam, of the at least one beam.
[0159] It is to be understood that in the embodiment of
the disclosure, the processor 820 may adopt a universal
CPU, a microprocessor, an ASIC or one or more inte-
grated circuits, and is configured to execute a related
program to implement the technical solution provided in
the embodiment of the disclosure.
[0160] It is also to be understood that the communica-
tion interface 840 uses, for example, but not limited to, a
transceiver device such as a transceiver to implement
communication between the signal detection device 800
and another device or a communication network.
[0161] The memory 810 may include a ROM and a
RAM and provides an instruction and data for the proc-
essor 820. A part of the memory 810 may further include
a nonvolatile RAM. For example, the memory 810 may
further store information of a device type.
[0162] The bus system 850 includes a data bus, and
may further include a power bus, a control bus, a state
signal bus and the like. However, for clear description,
various buses in the figure are marked as the bus system
850.
[0163] In an implementation process, each operation
of the method may be completed by an integrated logic
circuit of hardware in the processor 820 or an instruction
in a software form. The operations of the method for beam
measurement disclosed in combination with the embod-
iments of the disclosure may be directly embodied to be
executed and completed by a hardware processor or ex-
ecuted and completed by a combination of hardware and
software modules in the processor. The software module
may be located in a mature storage medium in this field
such as a RAM, a flash memory, a ROM, a programmable
ROM or electrically erasable programmable ROM and a
register. The storage medium is located in the memory
810. The processor 820 reads information in the memory
810 and completes the operations of the method in com-
bination with hardware. No more detailed descriptions
will be made herein to avoid repetitions.
[0164] Optionally, as an embodiment, the at least one
beam belongs to a same cell.
[0165] Optionally, as an embodiment, the at least one
beam comprises multiple beams and the multiple beams
belong to multiple cells.
[0166] Optionally, as an embodiment, the measure-
ment configuration information includes at least one of:
a frequency priority, a first signal strength threshold, a
first signal quality threshold, a second signal strength
threshold, or a second signal quality threshold, here, the
frequency priority being configured to indicate a priority
of a frequency of a beam or a frequency of a cell, the first
signal strength threshold is used to indicate a minimum
threshold of signal strength required for signal transmis-
sion of a beam, the first signal quality threshold is used
to indicate a minimum threshold of signal quality required

for signal transmission of a beam, the second signal
strength threshold is used to indicate a threshold at which
the terminal starts measuring a beam and the second
signal quality threshold is used to indicate a threshold at
which the terminal starts measuring a beam.
[0167] Optionally, as an embodiment, a communica-
tion module is specifically configured to send dedicated
signaling to the terminal, here, the dedicated signaling
includes the measurement configuration information of
the at least one beam.
[0168] Optionally, as an embodiment, the communica-
tion module is further specifically configured to send sys-
tem information to the terminal, here, the system infor-
mation including the measurement configuration infor-
mation of the at least one beam.
[0169] Those of ordinary skill in the art may realize that
the units and algorithm operations of each example de-
scribed in combination with the embodiments disclosed
in the disclosure may be implemented by electronic hard-
ware or a combination of computer software and the elec-
tronic hardware. Whether these functions are executed
in a hardware or software manner depends on specific
applications and design constraints of the technical so-
lutions. Professionals may realize the described func-
tions for each specific application by use of different
methods, but such realization shall fall within the scope
of the disclosure.
[0170] Those skilled in the art may clearly learn about
that specific working processes of the system, device
and unit described above may refer to the corresponding
processes in the method embodiment and will not be
elaborated herein for convenient and brief description.
[0171] In some embodiments provided by the disclo-
sure, it is to be understood that the disclosed system,
device and method may be implemented in another man-
ner. For example, the device embodiment described
above is only schematic, and for example, division of the
units is only logic function division, and other division
manners may be adopted during practical implementa-
tion. For example, multiple units or components may be
combined or integrated into another system, or some
characteristics may be neglected or not executed. In ad-
dition, coupling or direct coupling or communication con-
nection between each displayed or discussed compo-
nent may be indirect coupling or communication connec-
tion, implemented through some interfaces, of the device
or the units, and may be electrical and mechanical or
adopt other forms.
[0172] The units described as separate parts may or
may not be physically separated, and parts displayed as
units may or may not be physical units, and namely may
be located in the same place, or may also be distributed
to multiple network units. Part or all of the units may be
selected to achieve the purpose of the solutions of the
embodiments according to a practical requirement.
[0173] In addition, each function unit in each embodi-
ment of the disclosure may be integrated into a process-
ing unit, each unit may also exist independently, and two

27 28 



EP 3 525 359 A1

16

5

10

15

20

25

30

35

40

45

50

55

or more than two units may also be integrated into a unit.
[0174] When being realized in form of software func-
tional unit and sold or used as an independent product,
the function may also be stored in a computer-readable
storage medium. Based on such an understanding, the
technical solutions of the disclosure substantially or parts
making contributions to the conventional art or part of the
technical solutions may be embodied in form of software
product, and the computer software product is stored in
a storage medium, including a plurality of instructions
configured to enable a computer device (which may be
a personal computer, a server, a network device or the
like) to execute all or part of the operations of the method
in each embodiment of the disclosure. The abovemen-
tioned storage medium includes: various media capable
of storing program codes such as a U disk, a mobile hard
disk, a ROM, a RAM, a magnetic disk or an optical disk.
[0175] The above is only the specific implementation
mode of the disclosure and not intended to limit the scope
of protection of the disclosure. Any variations or replace-
ments apparent to those skilled in the art within the tech-
nical scope disclosed by the disclosure shall fall within
the scope of protection of the disclosure. Therefore, the
scope of protection of the disclosure shall be subject to
the scope of protection of the claims.

Claims

1. A method for beam measurement, comprising:

measuring, by a terminal, at least one beam ac-
cording to measurement configuration informa-
tion, the measurement configuration information
being used in measuring the at least one beam;
and
determining, by the terminal according to a
measurement quantity of the at least one beam,
at least one of a target beam where the terminal
can camp or a target cell where the terminal can
camp.

2. The method of claim 1, further comprising:
receiving, by the terminal, the measurement config-
uration information sent by a network device.

3. The method of claim 1 or 2, wherein the at least one
beam belongs to a same cell.

4. The method of claim 1 or 2, wherein the at least one
beam comprises a plurality of beams and the plurality
of beams belong to a plurality of cells.

5. The method of claim 4, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the measurement quantity of
the at least one beam comprises:

determining, by the terminal, measurement
quantities of the plurality of cells according to
measurement quantities of the plurality of
beams; and
determining, by the terminal, the target cell from
the plurality of cells according to the measure-
ment quantities of the plurality of cells.

6. The method of claim 5, further comprising:
determining, by the terminal, the target beam from
the beams in the target cell according to the meas-
urement quantities of the beams in the target cell.

7. The method of any one of claims 1-6, further com-
prising:
determining, by the terminal according to the meas-
urement quantity of the at least one beam, at least
one of: at least one backup beam where the terminal
can camp when the target beam is not suitable or at
least one backup cell where the terminal can camp
when the target cell is not suitable.

8. The method of any one of claims 1-7, wherein de-
termining, by the terminal, the at least one of the
target beam or the target cell according to the meas-
urement quantity of the at least one beam comprises:
determining, by the terminal, the at least one of the
target beam or the target cell according to at least
one of signal strength or signal quality of the at least
one beam.

9. The method of claim 8, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the at least one of the signal
strength or the signal quality of the at least one beam
comprises one of:

determining, by the terminal, a beam, that has
a maximum signal strength, of the at least one
beam according to the signal strength of the at
least one beam, the beam that has the maximum
signal strength being the target beam,
determining, by the terminal, a beam, that has
maximum signal quality, of the at least one beam
according to the signal quality of the at least one
beam, the beam that has the maximum signal
quality being the target beam, or
determining, by the terminal, a beam, that has
maximum signal strength and signal quality, of
the at least one beam according to the signal
strength and the signal quality of the at least one
beam, the beam that has the maximum signal
strength and signal quality being the target
beam.

10. The method of any one of claims 1-9, wherein the
measurement configuration information comprises
at least one of:

29 30 



EP 3 525 359 A1

17

5

10

15

20

25

30

35

40

45

50

55

a frequency priority, a first signal strength
threshold, a first signal quality threshold, a sec-
ond signal strength threshold, or a second signal
quality threshold,
wherein the frequency priority is used to indicate
a priority of a frequency of a beam or of a fre-
quency of a cell, the first signal strength thresh-
old is used to indicate a minimum threshold of
signal strength required for signal transmission
of a beam, the first signal quality threshold is
used to indicate a minimum threshold of signal
quality required for signal transmission of a
beam, the second signal strength threshold is
used to indicate a threshold at which the terminal
starts measuring a beam and the second signal
quality threshold is used to indicate a threshold
at which the terminal starts measuring a beam.

11. The method of claim 10, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the at least one of the signal
strength or the signal quality of the at least one beam
comprises:
determining, by the terminal, the at least one of the
target beam or the target cell according to at least
one of the signal strength or the signal quality of the
at least one beam, and at least one of the first signal
strength threshold or the first signal quality threshold.

12. The method of claim 11, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength thresh-
old or the first signal quality threshold comprises one
of:

determining, by the terminal, at least one of a
cell set or a beam set according to the signal
strength of the at least one beam and the first
signal strength threshold; and determining, by
the terminal, a cell, that has a maximum signal
strength, in the cell set as the target cell, or de-
termining a cell, that has a beam with a maxi-
mum signal strength, in the cell set as the target
cell, or determining a beam, that has a maximum
signal strength, in the beam set as the target
beam,
determining, by the terminal, at least one of a
cell set or a beam set according to the signal
quality of the at least one beam and the first sig-
nal quality threshold; and determining, by the
terminal, a cell, that has maximum signal quality,
in the cell set as the target cell, or determining
a cell, that has a beam with maximum signal
quality, in the cell set as the target cell, or deter-
mining a beam, that has maximum signal quality,
in the beam set as the target beam, or

determining, by the terminal, at least one of a
cell set or a beam set according to the signal
strength and the signal quality of the at least one
beam, and the first signal strength threshold and
the first signal quality threshold; and determin-
ing, by the terminal a cell, that has maximum
signal strength and signal quality, in the cell set
as the target cell, or determining a cell, that has
a beam with maximum signal strength and signal
quality, in the cell set as the target cell, or deter-
mining a beam, that has maximum signal
strength and signal quality, in the beam set as
the target beam.

13. The method of claim 11, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength thresh-
old or the first signal quality threshold comprises one
of:

determining, by the terminal, a cell set or a beam
set according to the signal strength of the at least
one beam and the first signal strength threshold;
and sorting, by the terminal, cells in the cell set
according to a criterion and determining the tar-
get cell according to a sorting result, or sorting,
by the terminal, beams in the beam set accord-
ing to a criterion and determining the target
beam according to a sorting result,
determining, by the terminal, a cell set or the
beam set according to the signal quality of the
at least one beam and the first signal quality
threshold; and sorting, by the terminal, cells in
the cell set according to a criterion and deter-
mines the target cell according to a sorting re-
sult, or sorting, by the terminal, beams in the
beam set according to a criterion and deter-
mines the target beam according to a sorting
result, or
determining, by the terminal, a cell set or a beam
set according to the signal strength and signal
quality of the at least one beam, and the first
signal strength threshold and the first signal
quality threshold; and sorting, by the terminal,
cells in the cell set according to a criterion and
determines the target cell according to a sorting
result, or sorting, by the terminal, beams in the
beam set according to a criterion and deter-
mines the target beam according to a sorting
result.

14. The method of claim 11, wherein determining, by the
terminal, the at least one of the target beam or the
target cell according to the at least one of the signal
strength or the signal quality of the at least one beam,
and the at least one of the first signal strength thresh-
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old or the first signal quality threshold comprises one
of:

determining, by the terminal, a cell set or a beam
set according to the signal strength of the at least
one beam and the first signal strength threshold;
and determining, by the terminal, the target cell
from the cell set according to frequency priorities
or determining the target beam from the beam
set according to frequency priorities, the fre-
quency priorities being used to indicate frequen-
cy priorities of frequencies of cells or frequency
priorities of frequencies of beams,
determining, by the terminal, a cell set or a beam
set according to the signal quality of the at least
one beam and the first signal quality threshold;
and determining, by the terminal, the target cell
from the cell set according to frequency priorities
or determining the target beam from the beam
set according to frequency priorities, the fre-
quency priorities being used to indicate frequen-
cy priorities of frequencies of the cells or fre-
quency priorities of frequencies of the beams, or
determining, by the terminal, a cell set or a beam
set according to the signal strength and signal
quality of the at least one beam, and the first
signal strength threshold and the first signal
quality threshold; and determining, by the termi-
nal, the target cell from the cell set according to
frequency priorities or determining the target
beam from the beam set according to frequency
priorities, the frequency priorities being used to
indicate frequency priorities of frequencies of
the cells or frequency priorities of frequencies
of the beams.

15. The method of claim 10, further comprising: before
determining, by the terminal, the measurement
quantity of the at least one beam,
determining, by the terminal, that a signal strength
of a cell serving the terminal is less than the second
signal strength, or that signal quality of a cell serving
the terminal is less than the second signal quality
threshold, or that a signal strength of a cell serving
the terminal is less than the second signal strength
threshold and signal quality of a cell serving the ter-
minal is less than the second signal quality threshold;
or
determining, by the terminal, that a signal strength
of a beam serving the terminal is less than the second
signal strength, or that signal quality of a beam serv-
ing the terminal is less than the second signal quality
threshold, or that a signal strength of a beam serving
the terminal is less than the second signal strength
threshold and signal quality of a beam serving the
terminal is less than the second signal quality thresh-
old.

16. The method of any one of claims 1-15, wherein re-
ceiving, by the terminal, the measurement configu-
ration information of the at least one beam sent by
the network device comprises:
receiving, by the terminal, dedicated signaling sent
by the network device, the dedicated signaling com-
prising the measurement configuration information
of each of the at least one beam.

17. The method of any one of claims 1-15, wherein re-
ceiving, by the terminal, the measurement configu-
ration information of the at least one beam sent by
the network device comprises:
receiving, by the terminal, system information sent
by the network device, the system information com-
prising the measurement configuration information
of each of the at least one beam.

18. A method for beam measurement, comprising:

sending, by a network device, measurement
configuration information of at least one beam
to a terminal, the measurement configuration in-
formation being used in measuring the at least
one beam; and
sending, by the network device, information
through at least one of a target beam where the
terminal can camp or a target cell where the ter-
minal can camp, the at least one of the target
beam or the target cell being determined accord-
ing to a measurement quantity, obtained by
measurement of the at least one beam by the
terminal according to the measurement config-
uration information of the at least one beam, of
the at least one beam.

19. The method of claim 18, wherein the at least one
beam belongs to a same cell.

20. The method of claim 18, wherein the at least one
beam comprises a plurality of beams and the plurality
of beams belong to a plurality of cells.

21. The method of any one of claims 18-20, wherein the
measurement configuration information comprises
at least one of:

a frequency priority, a first signal strength
threshold, a first signal quality threshold, a sec-
ond signal strength threshold, or a second signal
quality threshold,
wherein the frequency priority is used to indicate
a priority of a frequency of a beam or of a fre-
quency of a cell, the first signal strength thresh-
old is used to indicate a minimum threshold of
signal strength required for signal transmission
of a beam, the first signal quality threshold is
used to indicate a minimum threshold of signal
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quality required for signal transmission of a
beam, the second signal strength threshold is
used to indicate a threshold at which the terminal
starts measuring a beam and the second signal
quality threshold is used to indicate a threshold
at which the terminal starts measuring a beam.

22. The method of any one of claims 18-21, wherein
sending, by the network device, the measurement
configuration information of the at least one beam to
the terminal comprises:
sending, by the network device, dedicated signaling
to the terminal, the dedicated signaling comprising
the measurement configuration information of the at
least one beam.

23. The method of any one of claims 18-21, wherein
sending, by the network device, the measurement
configuration information of the at least one beam to
the terminal comprises:
sending, by the network device, system information
to the terminal, the system information comprising
the measurement configuration information of the at
least one beam.

24. A device for beam measurement, comprising:

a measurement module, configured to measure
at least one beam according to measurement
configuration information, the measurement
configuration information is used in measuring
the at least one beam; and
a first determination module, configured to de-
termine at least one of a target beam where a
terminal can camp or a target cell where a ter-
minal can camp, according to a measurement
quantity of the at least one beam.

25. The device of claim 24, further comprising:
a receiving module, configured to receive the meas-
urement configuration information sent by a network
device.

26. The device of claim 24 or 25, wherein the at least
one beam belongs to a same cell.

27. The device of claim 24 or 25, wherein the at least
one beam comprises a plurality of beams and the
plurality of beams belong to a plurality of cells.

28. The device of claim 27, wherein the first determina-
tion module is specifically configured to:

determine measurement quantities of the plu-
rality of cells according to measurement quan-
tities of the plurality of beams; and
determine the target cell from the plurality of
cells according to the measurement quantities

of the plurality of cells.

29. The device of claim 28, further comprising:
a second determination module, configured to de-
termine the target beam from the beams in the target
cell according to the measurement quantities of the
beams in the target cell.

30. The device of any one of claims 24-29, further com-
prising:
a third determination module, configured to deter-
mine, according to the measurement quantity of the
at least one beam, at least one of: at least one backup
beam where the terminal can camp on when the tar-
get beam is not suitable or at least one backup cell
where the terminal can camp on when the target cell
is not suitable.

31. The device of any one of claims 24-30, wherein the
first determination module is specifically configured
to:
determine the at least one of the target beam or the
target cell according to at least one of signal strength
or signal quality of the at least one beam.

32. The device of claim 31, wherein the first determina-
tion module is further specifically configured to:

determine a beam, that has a maximum signal
strength, of the at least one beam according to
the signal strength of the at least one beam, the
beam that has the maximum signal strength be-
ing the target beam, or
determine a beam, that has maximum signal
quality, of the at least one beam according to
the signal quality of the at least one beam, the
beam that has the maximum signal quality being
the target beam, or
determine a beam, that has maximum signal
strength and signal quality, of the at least one
beam according to the signal strength and the
signal quality of the at least one beam, the beam
that has the maximum signal strength and signal
quality being the target beam.

33. The device of any one of claims 24-32, wherein the
measurement configuration information comprises
at least one of:

a frequency priority, a first signal strength
threshold, a first signal quality threshold, a sec-
ond signal strength threshold, or a second signal
quality threshold,
wherein the frequency priority is used to indicate
a priority of a frequency of a beam or a frequency
of a cell, the first signal strength threshold is used
to indicate a minimum threshold of signal
strength required for signal transmission of a
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beam, the first signal quality threshold is used
to indicate a minimum threshold of signal quality
required for signal transmission of a beam, the
second signal strength threshold is used to in-
dicate a threshold at which the terminal starts
measuring a beam and the second signal quality
threshold is used to indicate a threshold at which
the terminal starts measuring a beam.

34. The device of claim 33, wherein the first determina-
tion module is further specifically configured to:
determine the at least one of the target beam or the
target cell according to at least one of the signal
strength or the signal quality of the at least one beam,
and at least one of the first signal strength threshold
or the first signal quality threshold.

35. The device of claim 34, wherein the first determina-
tion module is further specifically configured to:

determine at least one of a cell set or a beam
set according to the signal strength of the at least
one beam and the first signal strength threshold;
and determine a cell, that has a maximum signal
strength, in the cell set as the target cell, or de-
termine a cell, that has a beam with a maximum
signal strength, in the cell set as the target cell,
or determine a beam, that has a maximum signal
strength, in the beam set as the target beam, or
determine at least one of a cell set or a beam
set according to the signal quality of the at least
one beam and the first signal quality threshold;
and determine a cell, that has maximum signal
quality, in the cell set as the target cell, or deter-
mining a cell, that has a beam with maximum
signal quality, in the cell set as the target cell, or
determine a beam, that has maximum signal
quality, in the beam set as the target beam, or
determine at least one of a cell set or a beam
set according to the signal strength and the sig-
nal quality of the at least one beam, and the first
signal strength threshold and the first signal
quality threshold; and determine a cell, that has
maximum signal strength and signal quality, in
the cell set as the target cell, or determine a cell,
that has a beam with maximum signal strength
and signal quality, in the cell set as the target
cell, or determine a beam, that has maximum
signal strength and signal quality, in the beam
set as the target beam.

36. The device of claim 34, wherein the first determina-
tion module is further specifically configured to:

determine a cell set or a beam set according to
the signal strength of the at least one beam and
the first signal strength threshold; and sort cells
in the cell set according to a criterion and deter-

mine the target cell according to a sorting result,
or sort beams in the beam set according to a
criterion and determine the target beam accord-
ing to a sorting result, or
determine a cell set or the beam set according
to the signal quality of the at least one beam and
the first signal quality threshold; and sort cells
in the cell set according to a criterion and deter-
mine the target cell according to a sorting result,
or sort beams in the beam set according to a
criterion and determine the target beam accord-
ing to a sorting result, or
determine a cell set or a beam set according to
the signal strength and the signal quality of the
at least one beam, and the first signal strength
threshold and the first signal quality threshold;
and sort cells in the cell set according to a crite-
rion and determine the target cell according to
a sorting result, or sort beams in the beam set
according to a criterion and determine the target
beam according to a sorting result.

37. The device of claim 34, wherein the first determina-
tion module is further configured to:

determine a cell set or a beam set according to
the signal strength of the at least one beam and
the first signal strength threshold; and determine
the target cell from the cell set according to fre-
quency priorities or determine the target beam
from the beam set according to frequency prior-
ities, the frequency priorities being used to indi-
cate frequency priorities of frequencies of the
cells or frequency priorities of frequencies of the
beams, or
determine a cell set or a beam set according to
the signal quality of the at least one beam and
the first signal quality threshold; and determine
the target cell from the cell set according to fre-
quency priorities or determine the target beam
from the beam set according to frequency prior-
ities, the frequency priorities being used to indi-
cate frequency priorities of frequencies of the
cells or frequency priorities of frequencies of the
beams, or
determine a cell set or a beam set according to
the signal strength and the signal quality of the
at least one beam, and the first signal strength
threshold and the first signal quality threshold;
and determine the target cell from the cell set
according to frequency priorities or determine
the target beam from the beam set according to
frequency priorities, the frequency priorities be-
ing used to indicate frequency priorities of fre-
quencies of the cells or frequency priorities of
frequencies of the beams.

38. The device of claim 33, further comprising:
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a fourth determination module, configured to de-
termine that a signal strength of a cell serving
the terminal is less than the second signal
strength threshold, or that signal quality of a cell
serving the terminal is less than the second sig-
nal quality threshold, or that a signal strength of
a cell serving the terminal is less than the second
signal strength threshold and signal quality of a
cell serving the terminal is less than the second
signal quality threshold, or
the fourth determination module, configured to
determine that a signal strength of a beam serv-
ing the terminal is less than the second signal
strength threshold, or that signal quality of a
beam serving the terminal is less than the sec-
ond signal quality threshold, or that a signal
strength of a beam serving the terminal is less
than the second signal strength threshold and
signal quality of a beam serving the terminal is
less than the second signal quality threshold.

39. The device of any one of claims 24-38, wherein the
receiving module is specifically configured to:
receive dedicated signaling sent by the network de-
vice, the dedicated signaling comprising the meas-
urement configuration information of each of the at
least one beam.

40. The device of any one of claims 24-38, wherein the
receiving module is further specifically configured to:
receive system information sent by the network de-
vice, the system information comprising the meas-
urement configuration information of each of the at
least one beam.

41. A device for beam measurement, comprising:

a first sending module, configured to send meas-
urement configuration information of at least one
beam to a terminal, the measurement configu-
ration information is used in measuring the at
least one beam; and
a communication module, configured to send in-
formation through at least one of a target beam
where the terminal can camp or a target cell
where the terminal can camp, the at least one
of the target beam or the target cell being deter-
mined according to a measurement quantity, ob-
tained by measurement of the at least one beam
by the terminal according to the measurement
configuration information of the at least one
beam, of the at least one beam.

42. The device of claim 41, wherein the at least one
beam belongs to a same cell.

43. The device of claim 41, wherein the at least one
beam comprises a plurality of beams and the plurality

of beams belong to a plurality of cells.

44. The device of any one of claims 41-43, wherein the
measurement configuration information comprises
at least one of:

a frequency priority, a first signal strength
threshold, a first signal quality threshold, a sec-
ond signal strength threshold, or a second signal
quality threshold,
wherein the frequency priority is used to indicate
a priority of a frequency of a beam or of a fre-
quency of a cell, the first signal strength thresh-
old is used to indicate a minimum threshold of
signal strength required for signal transmission
of a beam, the first signal quality threshold is
used to indicate a minimum threshold of signal
quality required for signal transmission of a
beam, the second signal strength threshold is
used to indicate a threshold at which the terminal
starts measuring a beam and the second signal
quality threshold is used to indicate a threshold
at which the terminal starts measuring a beam.

45. The device of any one of claims 41-44, wherein the
communication module is specifically configured to:
send dedicated signaling to the terminal, the dedi-
cated signaling comprising the measurement con-
figuration information of the at least one beam.

46. The device of any one of claims 41-44, wherein the
communication module is further specifically config-
ured to:
send system information to the terminal, the system
information comprising the measurement configura-
tion information of the at least one beam.
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