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(54) INFORMATION TRANSMISSION METHOD, ACCESS NETWORK DEVICE, AND TERMINAL 
DEVICE

(57) The present invention provides an information
transmission method, an access network device, and a
terminal device. The method includes: sending, by an
access network device, a CSI-RS configuration param-
eter to UE; and receiving, by the access network device
after sending a CSI-RS signal at each level to the UE

based on a quantity of CSI-RS signals at each level, a
beamforming parameter at each level that is reported by
the UE for the CSI-RS signal at each level. Therefore,
accuracy of a beam direction reported to the access net-
work device is improved.
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Description

TECHNICAL FIELD

[0001] The present invention relates to communica-
tions technologies, and in particular, to an information
transmission method, an access network device, and a
terminal device.

BACKGROUND

[0002] In a conventional fourth-generation mobile
communications system, to better perform downlink data
transmission, channel measurement usually needs to be
performed on a downlink. To be specific, a terminal de-
vice (User Equipment, UE for short) may perform channel
estimation based on a channel state information-refer-
ence signal (Channel State Information-Reference Sig-
nal, CSI-RS for short) delivered by a base station side,
and then perform CSI feedback for the base station side,
so that the base station side can perform downlink data
transmission based on a CSI-RS sequence number or a
beamforming vector that is fed back.
[0003] In the prior art, a base station side may send
CSI-RSs to a terminal device at two levels, and the UE
correspondingly performs CSI feedback at two levels.
Specifically, the base station side defines resources re-
quired for sending a plurality of CSI-RS signals, and when
sending a CSI-RS at a first level, the base station side
performs beamforming on each CSI-RS by using a cor-
responding beamforming factor on a specified resource,
and then sends the CSI-RS to the UE, where CSI-RSs
obtained after beamforming are corresponding to differ-
ent beamforming factors. The UE performs channel es-
timation based on the received CSI-RS signal obtained
after the beamforming, to select a CSI-RS sequence
number (the CSI-RS sequence number may be corre-
sponding to a beam sequence number) corresponding
to a CSI-RS signal with optimal signal quality, and reports
the CSI-RS sequence number to the base station side.
This is first-level CSI feedback of the UE. The base sta-
tion side then performs, based on the CSI-RS sequence
number reported by the UE, beamforming on a to-be-
sent CSI-RS signal at a second level by using a corre-
sponding narrow beam, and delivers the CSI-RS signal
to the UE. The UE continues to perform channel estima-
tion based on the CSI-RS signal delivered at the second
level, to select a CSI-RS sequence number correspond-
ing to a CSI-RS signal with optimal signal quality, and
reports the CSI-RS sequence number to the base station
side. This is second-level CSI feedback of the UE. The
base station side then may learn of a current beamform-
ing direction based on the CSI-RS sequence number fed
back by the UE at the second level, and may further per-
form downlink data transmission by using a waveform in
the direction.
[0004] However, in the prior art, the CSI-RS sequence
number reported by the UE is inaccurate, in other words,

the CSI-RS beamforming direction reported by the UE is
inaccurate. Consequently, average frequency efficiency
of a cell and frequency efficiency of a cell-edge user are
reduced, and unnecessary interference between neigh-
boring cells is caused.

SUMMARY

[0005] Embodiments of the present invention provide
an information transmission method, an access network
device, and a terminal device, to resolve a prior-art prob-
lem that because a CSI-RS sequence number reported
by UE is inaccurate, in other words, a CSI-RS beamform-
ing direction reported by the UE is inaccurate, average
frequency efficiency of a cell and frequency efficiency of
a cell-edge user are reduced and unnecessary interfer-
ence between neighboring cells is caused because a
CSI-RS sequence number reported by UE is inaccurate,
in other words, a CSI-RS beamforming direction reported
by the UE is inaccurate.
[0006] According to a first aspect, an embodiment of
the present invention provides an information transmis-
sion method, including:

sending, by an access network device, a channel
state information-reference signal CSI-RS configu-
ration parameter to a terminal device UE, where the
CSI-RS configuration parameter includes a quantity
of CSI-RS signals to be sent by the access network
device at each level and a sampling rate at each
level; and
receiving, by the access network device after send-
ing, based on the quantity of CSI-RS signals at each
level, a CSI-RS signal corresponding to each level
to the UE, a beamforming parameter at each level
that is reported by the UE for the CSI-RS signal at
each level, where the beamforming parameter at
each level is determined by the UE based on the
CSI-RS signal at each level and the sampling rate
at each level, a width of a beam represented by the
beamforming parameter at each level is less than a
width of beamforming used for delivering the CSI-
RS signal at each level, and a width of beamforming
used for delivering a CSI-RS signal at a current level
is less than or equal to a width of a beam represented
by a beamforming parameter reported at a previous
level.

[0007] According to the information transmission
method provided in the first aspect, the access network
device sends, to the UE, the CSI-RS configuration pa-
rameter that includes the quantity of CSI-RS signals at
each level and the sampling rate at each level, and after
sending, based on the quantity of CSI-RS signals at each
level, the CSI-RS signal corresponding to each level to
the UE, the access network device receives the beam-
forming parameter at each level that is reported by the
UE for the CSI-RS signal at each level. The UE may
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calculate an accurate beamforming parameter based on
the CSI-RS configuration parameter and the CSI-RS sig-
nal delivered at each level, the width of the beam repre-
sented by the beamforming parameter at each level is
less than the width of the beamforming used for delivering
the CSI-RS signal at each level, and the width of the
beamforming used for delivering the CSI-RS signal at
the current level is less than or equal to the width of the
beam represented by the beamforming parameter re-
ported at the previous level. Therefore, there may be a
plurality of beam width decrease processes in this em-
bodiment of the present invention, so that a width of a
beam represented by a beamforming parameter finally
reported by the UE to the access network device is far
less than a width of a beam reported by UE to an access
network device at a second level in the prior art, accuracy
of a beam direction is greatly improved, and the beam is
more directive. Therefore, when the access network de-
vice performs downlink data transmission, interference
between neighboring cells can be obviously avoided, and
average frequency efficiency of a cell and frequency ef-
ficiency of a cell-edge user are greatly improved.
[0008] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0009] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0010] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level, and the receiving, by the access network device
after sending, based on the quantity of CSI-RS signals
at each level, a CSI-RS signal corresponding to each
level to the UE, a beamforming parameter at each level
that is reported by the UE for the CSI-RS signal at each
level specifically includes:

after sending a first CSI-RS signal to the UE based
on the quantity of CSI-RS signals to be sent at the
first level and a preset first beam group, receiving,
by the access network device, a first beamforming

parameter reported by the UE based on the quantity
of CSI-RS signals to be sent at the first level, the
sampling rate at the first level, and the first CSI-RS
signal, where a width of a beam represented by the
first beamforming parameter is less than a width of
a beam in the first beam group, a quantity of beams
in the first beam group is equal to a quantity of first
CSI-RS signals, and all the first CSI-RS signals have
a same beamforming factor;
determining, by the access network device, a second
beam group based on the first beamforming param-
eter, and sending a second CSI-RS signal to the UE
based on the quantity of CSI-RS signals to be sent
at the second level and the second beam group,
where a width of a beam in the second beam group
is less than or equal to the width of the beam repre-
sented by the first beamforming parameter, a quan-
tity of beams in the second beam group is equal to
a quantity of second CSI-RS signals, and all the sec-
ond CSI-RS signals have a same beamforming fac-
tor; and
receiving, by the access network device, a second
beamforming parameter reported by the UE based
on the quantity of CSI-RS signals to be sent at the
second level, the sampling rate at the second level,
and the second CSI-RS signal, where a width of
beamforming represented by the second beamform-
ing parameter is less than the width of the beam in
the second beam group.

[0011] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a
horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0012] According to the information transmission
method provided in the foregoing possible designs, the
access network device sends, to the UE, the CSI-RS
configuration parameter that includes the quantity of CSI-
RS signals at each level and the sampling rate at each
level, and then sends the first CSI-RS signal to the UE
based on the quantity of CSI-RS signals to be sent at the
first level and the preset first beam group, so that the UE
determines the first beamforming parameter based on
the quantity of CSI-RS signals to be sent at the first level,
the sampling rate at the first level, and the first CSI-RS
signal, and reports the first beamforming parameter to
the access network device, and the access network de-
vice then determines the second beam group based on
the first beamforming parameter, and sends the second
CSI-RS signal to the UE based on the quantity of CSI-
RS signals to be sent at the second level and the second
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beam group, so that the UE determines the second
beamforming parameter based on the quantity of CSI-
RS signals to be sent at the second level, the sampling
rate at the second level, and the second CSI-RS signal,
and reports the second beamforming parameter to the
access network device. The UE may calculate the accu-
rate beamforming parameter based on the CSI-RS con-
figuration parameter and the CSI-RS signal delivered at
each level, the width of the beam represented by the
beamforming parameter at each level is less than the
width of the beamforming used for delivering the CSI-RS
signal at each level, and the width of the beamforming
used for delivering the CSI-RS signal at the current level
is less than or equal to the width of the beam represented
by the beamforming parameter reported at the previous
level. Therefore, there may be a plurality of beam width
decrease processes in this embodiment of the present
invention, so that the width of the beam represented by
the beamforming parameter finally reported by the UE to
the access network device is far less than the width of
the beam reported by the UE to the access network de-
vice at the second level in the prior art, accuracy of the
beam direction is greatly improved, and the beam is more
directive. Therefore, when the access network device
performs downlink data transmission, interference be-
tween neighboring cells can be obviously avoided, and
average frequency efficiency of a cell and frequency ef-
ficiency of a cell-edge user are greatly improved.
[0013] In a possible design, the CSI-RS send window
parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0014] According to the information transmission
method provided in the possible design, the access net-
work device sends the CSI-RS signal at the first level in
the time domain window, and sends the CSI-RS signal
at the second level in the frequency domain window.
Therefore, not only coverage performance of the CSI-RS
signal at the first level can be enhanced, but also a meas-
urement rate of the CSI-RS signal at the second level
can be accelerated, thereby improving channel meas-
urement accuracy, and improving a traffic channel trans-

mission rate.
[0015] According to a second aspect, an embodiment
of the present invention provides an information trans-
mission method, including:

receiving, by a terminal device UE, a channel state
information-reference signal CSI-RS configuration
parameter sent by an access network device, where
the CSI-RS configuration parameter includes a
quantity of CSI-RS signals to be sent by the access
network device at each level and a sampling rate at
each level; and
reporting, by the UE to the access network device,
a beamforming parameter at each level based on a
CSI-RS signal at each level and the sampling rate
at each level after receiving the CSI-RS signal at
each level that is sent by the access network device,
where a width of a beam represented by the beam-
forming parameter at each level is less than a width
of beamforming used for delivering the CSI-RS sig-
nal at each level, and a width of beamforming used
for delivering a CSI-RS signal at a current level is
less than or equal to a width of a beam represented
by a beamforming parameter reported at a previous
level.

[0016] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0017] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0018] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level, and the reporting, by the UE to the access network
device, a beamforming parameter at each level based
on a CSI-RS signal at each level and the sampling rate
at each level after receiving the CSI-RS signal at each
level that is sent by the access network device specifically
includes:
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after receiving a first CSI-RS signal sent by the ac-
cess network device based on the quantity of CSI-
RS signals to be sent at the first level and a first beam
group, determining, by the UE, a first beamforming
parameter based on the quantity of CSI-RS signals
to be sent at the first level, the sampling rate at the
first level, and the first CSI-RS signal, and reporting
the first beamforming parameter to the access net-
work device, where a width of a beam represented
by the first beamforming parameter is less than a
width of a beam in the first beam group, a quantity
of beams in the first beam group is equal to a quantity
of first CSI-RS signals, and all the first CSI-RS sig-
nals have a same beamforming factor; and
after receiving a second CSI-RS signal sent by the
access network device based on the quantity of CSI-
RS signals to be sent at the second level and a sec-
ond beam group, determining, by the UE, a second
beamforming parameter based on the quantity of
CSI-RS signals to be sent at the second level, the
sampling rate at the second level, and the second
CSI-RS signal, and reporting the second beamform-
ing parameter to the access network device, where
the second beam group is determined by the access
network device based on the first beamforming pa-
rameter, a width of a beam in the second beam group
is less than or equal to the width of the beam repre-
sented by the first beamforming parameter, a quan-
tity of beams in the second beam group is equal to
a quantity of second CSI-RS signals, all the second
CSI-RS signals have a same beamforming factor,
and a width of beamforming represented by the sec-
ond beamforming parameter is less than the width
of the beam in the second beam group.

[0019] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a
horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0020] In a possible design, the CSI-RS send window
parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start

sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0021] For beneficial effects of the information trans-
mission method provided in the second aspect and the
possible designs of the second aspect, refer to the ben-
eficial effects brought by the first aspect and the possible
designs of the first aspect. Details are not described here-
in.
[0022] According to a third aspect, an embodiment of
the present invention provides an access network device,
including:

a sending module, configured to send a channel
state information-reference signal CSI-RS configu-
ration parameter to a terminal device UE, where the
CSI-RS configuration parameter includes a quantity
of CSI-RS signals to be sent by the access network
device at each level and a sampling rate at each
level; and
a receiving module, configured to: after the sending
module sends, based on the quantity of CSI-RS sig-
nals at each level, a CSI-RS signal corresponding
to each level to the UE, receive a beamforming pa-
rameter at each level that is reported by the UE for
the CSI-RS signal at each level, where the beam-
forming parameter at each level is determined by the
UE based on the CSI-RS signal at each level and
the sampling rate at each level, a width of a beam
represented by the beamforming parameter at each
level is less than a width of beamforming used for
delivering the CSI-RS signal at each level, and a
width of beamforming used for delivering a CSI-RS
signal at a current level is less than or equal to a
width of a beam represented by a beamforming pa-
rameter reported at a previous level.

[0023] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0024] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
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is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0025] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level, and the receiving module specifically includes:

a first receiving unit, configured to: after the sending
module sends a first CSI-RS signal to the UE based
on the quantity of CSI-RS signals to be sent at the
first level and a preset first beam group, receive a
first beamforming parameter reported by the UE
based on the quantity of CSI-RS signals to be sent
at the first level, the sampling rate at the first level,
and the first CSI-RS signal, where a width of a beam
represented by the first beamforming parameter is
less than a width of a beam in the first beam group,
a quantity of beams in the first beam group is equal
to a quantity of first CSI-RS signals, and all the first
CSI-RS signals have a same beamforming factor;
a determining unit, configured to determine a second
beam group based on the first beamforming param-
eter, where
the sending module is further configured to send a
second CSI-RS signal to the UE based on the quan-
tity of CSI-RS signals to be sent at the second level
and the second beam group, where a width of a beam
in the second beam group is less than or equal to
the width of the beam represented by the first beam-
forming parameter, a quantity of beams in the sec-
ond beam group is equal to a quantity of second CSI-
RS signals, and all the second CSI-RS signals have
a same beamforming factor; and
a second receiving unit, configured to receive a sec-
ond beamforming parameter reported by the UE
based on the quantity of CSI-RS signals to be sent
at the second level, the sampling rate at the second
level, and the second CSI-RS signal, where a width
of beamforming represented by the second beam-
forming parameter is less than the width of the beam
in the second beam group.

[0026] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a
horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0027] In a possible design, the CSI-RS send window

parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0028] For beneficial effects of the access network de-
vice provided in the third aspect and the possible designs
of the third aspect, refer to the beneficial effects brought
by the first aspect and the possible designs of the first
aspect. Details are not described herein.
[0029] According to a fourth aspect, an embodiment
of the present invention provides a terminal device, in-
cluding a receiving module, a processing module, and a
sending module, where
the receiving module is configured to receive a channel
state information-reference signal CSI-RS configuration
parameter sent by an access network device, where the
CSI-RS configuration parameter includes a quantity of
CSI-RS signals to be sent by the access network device
at each level and a sampling rate at each level; and
the processing module is configured to: after the receiv-
ing module receives a CSI-RS signal at each level that
is sent by the access network device, determine a beam-
forming parameter at each level based on the CSI-RS
signal at each level and the sampling rate at each level,
and report the beamforming parameter at each level to
the access network device by using the sending module,
where a width of a beam represented by the beamforming
parameter at each level is less than a width of beamform-
ing used for delivering the CSI-RS signal at each level,
and a width of beamforming used for delivering a CSI-
RS signal at a current level is less than or equal to a width
of a beam represented by a beamforming parameter re-
ported at a previous level.
[0030] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0031] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
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rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0032] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level, and the processing module specifically includes:

a first processing unit, configured to: after the receiv-
ing module receives a first CSI-RS signal sent by the
access network device based on the quantity of CSI-
RS signals to be sent at the first level and a first beam
group, determine a first beamforming parameter
based on the quantity of CSI-RS signals to be sent
at the first level, the sampling rate at the first level,
and the first CSI-RS signal, and report the first beam-
forming parameter to the access network device by
using the sending module, where a width of a beam
represented by the first beamforming parameter is
less than a width of a beam in the first beam group,
a quantity of beams in the first beam group is equal
to a quantity of first CSI-RS signals, and all the first
CSI-RS signals have a same beamforming factor;
and
a second processing unit, configured to: after the
receiving module receives a second CSI-RS signal
sent by the access network device based on the
quantity of CSI-RS signals to be sent at the second
level and a second beam group, determine a second
beamforming parameter based on the quantity of
CSI-RS signals to be sent at the second level, the
sampling rate at the second level, and the second
CSI-RS signal, and report the second beamforming
parameter to the access network device by using the
sending module, where the second beam group is
determined by the access network device based on
the first beamforming parameter, a width of a beam
in the second beam group is less than or equal to
the width of the beam represented by the first beam-
forming parameter, a quantity of beams in the sec-
ond beam group is equal to a quantity of second CSI-
RS signals, all the second CSI-RS signals have a
same beamforming factor, and a width of beamform-
ing represented by the second beamforming param-
eter is less than the width of the beam in the second
beam group.

[0033] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a

horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0034] In a possible design, the CSI-RS send window
parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0035] For beneficial effects of the terminal device pro-
vided in the fourth aspect and the possible designs of the
fourth aspect, refer to the beneficial effects brought by
the first aspect and the possible designs of the first as-
pect. Details are not described herein.
[0036] According to a fifth aspect, an embodiment of
the present invention provides an access network device,
including:

a transmitter, configured to send a channel state in-
formation-reference signal CSI-RS configuration pa-
rameter to a terminal device UE, where the CSI-RS
configuration parameter includes a quantity of CSI-
RS signals to be sent by the access network device
at each level and a sampling rate at each level; and
a receiver, configured to: after the transmitter sends,
based on the quantity of CSI-RS signals at each lev-
el, a CSI-RS signal corresponding to each level to
the UE, receive a beamforming parameter at each
level that is reported by the UE for the CSI-RS signal
at each level, where the beamforming parameter at
each level is determined by the UE based on the
CSI-RS signal at each level and the sampling rate
at each level, a width of a beam represented by the
beamforming parameter at each level is less than a
width of beamforming used for delivering the CSI-
RS signal at each level, and a width of beamforming
used for delivering a CSI-RS signal at a current level
is less than or equal to a width of a beam represented
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by a beamforming parameter reported at a previous
level.

[0037] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0038] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0039] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level;
the receiver is specifically configured to: after the trans-
mitter sends a first CSI-RS signal to the UE based on the
quantity of CSI-RS signals to be sent at the first level and
a preset first beam group, receive a first beamforming
parameter reported by the UE based on the quantity of
CSI-RS signals to be sent at the first level, the sampling
rate at the first level, and the first CSI-RS signal, where
a width of a beam represented by the first beamforming
parameter is less than a width of a beam in the first beam
group, a quantity of beams in the first beam group is equal
to a quantity of first CSI-RS signals, and all the first CSI-
RS signals have a same beamforming factor;
the transmitter is configured to send a second CSI-RS
signal to the UE based on the quantity of CSI-RS signals
to be sent at the second level and a second beam group
determined by the processor with reference to the first
beamforming parameter, where a width of a beam in the
second beam group is less than or equal to the width of
the beam represented by the first beamforming param-
eter, a quantity of beams in the second beam group is
equal to a quantity of second CSI-RS signals, and all the
second CSI-RS signals have a same beamforming fac-
tor; and
the receiver is further configured to receive a second
beamforming parameter reported by the UE based on
the quantity of CSI-RS signals to be sent at the second
level, the sampling rate at the second level, and the sec-
ond CSI-RS signal, where a width of beamforming rep-
resented by the second beamforming parameter is less

than the width of the beam in the second beam group.
[0040] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a
horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0041] In a possible design, the CSI-RS send window
parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0042] For beneficial effects of the access network de-
vice provided in the fifth aspect and the possible designs
of the fifth aspect, refer to the beneficial effects brought
by the first aspect and the possible designs of the first
aspect. Details are not described herein.
[0043] According to a sixth aspect, an embodiment of
the present invention provides a terminal device, includ-
ing: a receiver, a processor, and a transmitter, where
the receiver is configured to receive a channel state in-
formation-reference signal CSI-RS configuration param-
eter sent by an access network device, where the CSI-
RS configuration parameter includes a quantity of CSI-
RS signals to be sent by the access network device at
each level and a sampling rate at each level; and
the processor is configured to: after the receiver receives
a CSI-RS signal at each level that is sent by the access
network device, determine a beamforming parameter at
each level based on the CSI-RS signal at each level and
the sampling rate at each level, and report the beam-
forming parameter at each level to the access network
device by using the transmitter, where a width of a beam
represented by the beamforming parameter at each level
is less than a width of beamforming used for delivering
the CSI-RS signal at each level, and a width of beam-
forming used for delivering a CSI-RS signal at a current
level is less than or equal to a width of a beam represent-
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ed by a beamforming parameter reported at a previous
level.
[0044] In a possible design, the quantity of CSI-RS sig-
nals to be sent at each level includes a quantity of CSI-
RS signals that have a same polarization direction in a
horizontal direction and a quantity of CSI-RS signals that
have a same polarization direction in a vertical direction,
and the sampling rate at each level includes a sampling
rate in the horizontal direction and a sampling rate in the
vertical direction.
[0045] In a possible design, the CSI-RS configuration
parameter further includes a CSI-RS send window pa-
rameter, the CSI-RS send window parameter is used to
represent a sending manner of the CSI-RS signal at each
level, and the sending manner includes at least one of
the following manners: a manner in which the CSI-RS
signal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each level
is sent by using a frequency domain window, or a manner
in which the CSI-RS signal at each level is sent by using
both a time domain window and a frequency domain win-
dow.
[0046] In a possible design, the CSI-RS configuration
parameter includes a quantity of CSI-RS signals to be
sent by the access network device at a first level, a quan-
tity of CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the second
level;
the processor is specifically configured to: after the re-
ceiver receives a first CSI-RS signal sent by the access
network device based on the quantity of CSI-RS signals
to be sent at the first level and a first beam group, deter-
mine a first beamforming parameter based on the quan-
tity of CSI-RS signals to be sent at the first level, the
sampling rate at the first level, and the first CSI-RS signal,
and report the first beamforming parameter to the access
network device by using the transmitter, where a width
of a beam represented by the first beamforming param-
eter is less than a width of a beam in the first beam group,
a quantity of beams in the first beam group is equal to a
quantity of first CSI-RS signals, and all the first CSI-RS
signals have a same beamforming factor; and
the processor is further configured to: after the receiver
receives a second CSI-RS signal sent by the access net-
work device based on the quantity of CSI-RS signals to
be sent at the second level and a second beam group,
determine a second beamforming parameter based on
the quantity of CSI-RS signals to be sent at the second
level, the sampling rate at the second level, and the sec-
ond CSI-RS signal, and report the second beamforming
parameter to the access network device by using the
transmitter, where the second beam group is determined
by the access network device based on the first beam-
forming parameter, a width of a beam in the second beam
group is less than or equal to the width of the beam rep-
resented by the first beamforming parameter, a quantity
of beams in the second beam group is equal to a quantity
of second CSI-RS signals, all the second CSI-RS signals

have a same beamforming factor, and a width of beam-
forming represented by the second beamforming param-
eter is less than the width of the beam in the second
beam group.
[0047] In a possible design, the first beamforming pa-
rameter includes an identifier of a first main beam in a
horizontal antenna direction, an identifier of a second
main beam in a vertical antenna direction, an offset rel-
ative to the first main beam in the horizontal antenna
direction, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0048] In a possible design, the CSI-RS send window
parameter includes a first send window parameter and
a second send window parameter, and the first send win-
dow parameter includes a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol or
subframe offset of the CSI-RS signal in time domain, and
a total quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indicate, to
the UE, that the access network device sends a CSI-RS
signal at the first level by using the time domain window;
and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0049] For beneficial effects of the terminal device pro-
vided in the sixth aspect and the possible designs of the
sixth aspect, refer to the beneficial effects brought by the
first aspect and the possible designs of the first aspect.
Details are not described herein.

BRIEF DESCRIPTION OF DRAWINGS

[0050] To describe the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the following briefly describes the accompanying
drawings required for describing the embodiments or the
prior art. Apparently, the accompanying drawings in the
following description show some embodiments of the
present invention, and persons of ordinary skill in the art
may derive other drawings from these accompanying
drawings without creative efforts.

FIG. 1 is a schematic diagram of a scenario of a
mobile communications system according to an em-
bodiment of the present invention;
FIG. 2 is a signaling flowchart of Embodiment 1 of
an information transmission method according to an
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embodiment of the present invention;
FIG. 3 is a signaling flowchart of Embodiment 2 of
an information transmission method according to an
embodiment of the present invention;
FIG. 4 is a schematic diagram of feeding back a
beamforming parameter according to an embodi-
ment of the present invention;
FIG. 5 is a schematic diagram of an antenna model
in a 5G mobile communications system according
to an embodiment of the present invention;
FIG. 6 is a schematic diagram of sending a CSI-RS
according to an embodiment of the present inven-
tion;
FIG. 7 is a schematic structural diagram of Embod-
iment 1 of an access network device according to an
embodiment of the present invention;
FIG. 8 is a schematic structural diagram of Embod-
iment 2 of an access network device according to an
embodiment of the present invention;
FIG. 9 is a schematic structural diagram of Embod-
iment 1 of a terminal device according to an embod-
iment of the present invention;
FIG. 10 is a schematic structural diagram of Embod-
iment 2 of a terminal device according to an embod-
iment of the present invention;
FIG. 11 is a schematic structural diagram of Embod-
iment 3 of an access network device according to an
embodiment of the present invention; and
FIG. 12 is a schematic structural diagram of Embod-
iment 3 of a terminal device according to an embod-
iment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0051] To make the objectives, technical solutions, and
advantages of the embodiments of the present invention
clearer, the following clearly and completely describes
the technical solutions in the embodiments of the present
invention with reference to the accompanying drawings
in the embodiments of the present invention. Apparently,
the described embodiments are some but not all of the
embodiments of the present invention. All other embod-
iments obtained by persons of ordinary skill in the art
based on the embodiments of the present invention with-
out creative efforts shall fall within the protection scope
of the present invention.
[0052] An information transmission method in the em-
bodiments of the present invention is applicable to a
downlink in any mobile communications system in which
a plurality of antennas are used, for example, a 5G com-
munications system in which a plurality of antennas are
used, or a Long Term Evolution (Long Term Evolution,
LTE for short) system in which a multiple-antenna system
is used or an evolved version thereof; and is also appli-
cable to sending of an uplink sounding reference signal.
For example, as shown in FIG. 1, the communications
system in which a plurality of antennas are used may
include an access network device and at least one ter-

minal device. The access network device delivers a CSI-
RS signal to the terminal device, so that the UE performs
CSI feedback for the access network device based on
the CSI-RS signal. In the embodiments of the present
invention, when the UE performs CSI feedback for the
access network device, information that is actually fed
back is a beamforming parameter, and the access net-
work device can perform downlink data transmission
based on the beamforming parameter.
[0053] Optionally, the access network device may be
a base station, or may be another communications de-
vice that can communicate with the UE and that can per-
form downlink scheduling. Optionally, the base station in
this application may be a device that communicates with
a wireless terminal by using one or more sectors on an
air interface in an access network. The base station may
be configured to mutually convert a received over-the-
air frame and an IP packet and serve as a router between
the wireless terminal and a remaining part of the access
network. The remaining part of the access network may
include an Internet protocol (IP) network. The base sta-
tion may further coordinate attribute management of the
air interface. For example, the base station may be an
evolved NodeB (NodeB, eNB, or e-NodeB, evolved
NodeB) in LTE.
[0054] The terminal device in this application may be
a wireless terminal device or a wired terminal device. The
wireless terminal may be a handheld device with a wire-
less connection function, another processing device con-
nected to a wireless modem, or a mobile terminal that
communicates with one or more core networks by using
a radio access network. For example, the wireless ter-
minal may be a mobile phone (or referred to as a "cellular"
phone) or a computer with a mobile terminal. For another
example, the wireless terminal may alternatively be a
portable, pocket-sized, handheld, computer built-in, or
in-vehicle mobile apparatus. For still another example,
the wireless terminal may be user equipment (English:
user equipment, UE for short).
[0055] In the prior art, an access network device deliv-
ers CSI-RS signals to UE at two levels, and the UE per-
forms CSI feedback for the access network device based
on a CSI-RS signal delivered at each level. A basic prin-
ciple of the CSI feedback is as follows: The UE performs
channel estimation based on the CSI-RS signal delivered
at each level, to select a CSI-RS sequence number cor-
responding to a CSI-RS signal with optimal signal quality,
and reports the CSI-RS sequence number to a base sta-
tion side. After receiving the CSI-RS signal, the UE mere-
ly performs simple beam selection. Therefore, in the prior
art, the CSI-RS sequence number reported by the UE is
inaccurate, in other words, a CSI-RS beamforming direc-
tion reported by the UE is inaccurate. Consequently, av-
erage frequency efficiency of a cell and frequency effi-
ciency of a cell-edge user are reduced, and unnecessary
interference between neighboring cells is caused. The
method in the embodiments of the present invention is
intended to resolve the foregoing problem in the prior art.
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[0056] Specific embodiments are used below to de-
scribe in detail the technical solutions of the present in-
vention. The following several specific embodiments may
be combined with each other, and a same or similar con-
cept or process may not be described repeatedly in some
embodiments.
[0057] FIG. 2 is a signaling flowchart of Embodiment
1 of an information transmission method according to an
embodiment of the present invention. This embodiment
relates to a specific process in which an access network
device delivers a CSI-RS configuration parameter and a
CSI-RS signal to UE so that the UE can obtain, through
calculation based on the CSI-RS parameter and a CSI-
RS signal delivered at each level, a beamforming param-
eter corresponding to each level and report the beam-
forming parameter to the access network device. In this
embodiment, a width of a beam represented by the beam-
forming parameter reported by the UE at each level is
less than a width of beamforming used by the UE to de-
liver the CSI-RS signal at the level, to be specific, the
beam represented by the beamforming parameter re-
ported by the UE to the access network device has a
more accurate direction and is more directive. Therefore,
the access network device performs more accurate
downlink data transmission, thereby avoiding interfer-
ence between neighboring cells.
[0058] As shown in FIG. 2, the method includes the
following steps.
[0059] S101. The access network device sends a CSI-
RS configuration parameter to the terminal device UE.
[0060] The CSI-RS configuration parameter includes
a quantity of CSI-RS signals to be sent by the access
network device at each level and a sampling rate at each
level.
[0061] S102. The UE receives the CSI-RS configura-
tion parameter sent by the access network device.
[0062] Specifically, before sending a CSI-RS signal to
the UE, the access network device sends the CSI-RS
configuration parameter to the UE. The CSI-RS config-
uration parameter includes the quantity of CSI-RS sig-
nals to be sent by the access network device at each
level and the sampling rate at each level. The UE may
learn of, based on the CSI-RS parameter, a quantity of
levels that need to be used by the access network device
to deliver CSI-RS signals and the quantity of CSI-RS sig-
nals delivered at each level, so that the UE can accurately
receive all the CSI-RS signals at each level.
[0063] S103. After sending, based on a quantity of CSI-
RS signals at each level, a CSI-RS signal corresponding
to each level to the UE, the access network device re-
ceives a beamforming parameter at each level that is
reported by the UE for the CSI-RS signal at each level.
[0064] The beamforming parameter at each level is de-
termined by the UE based on the CSI-RS signal at each
level and the sampling rate at each level. A width of a
beam represented by the beamforming parameter at
each level is less than a width of beamforming used for
delivering the CSI-RS signal at each level, and a width

of beamforming used for delivering a CSI-RS signal at a
current level is less than or equal to a width of a beam
represented by a beamforming parameter reported at a
previous level.
[0065] Specifically, after the access network device
sends the CSI-RS configuration parameter to the UE, the
access network device may send, based on the quantity
of the CSI-RS signals at each level that is in the CSI-RI
configuration parameter, the CSI-RS signal correspond-
ing to each level to the UE. To be specific, the access
network device sends the CSI-RS signals to the UE at
levels, and for the CSI-RS signal delivered at each level,
the UE reports the beamforming parameter for the CSI-
RS signal at the level. The beamforming parameter is
determined by the UE based on the CSI-RS signal at the
level and the sampling rate at the level. For example, the
UE may determine a precoding codebook based on the
quantity of CSI-RS signals at the level and the sampling
rate at the level, select a beamforming vector (the beam-
forming vector may be one type of the beamforming pa-
rameter) with a maximum downlink transmission rate
from the precoding codebook, and feed back a beam
vector sequence number to the access network device.
For a specific process of determining, by the UE, the
beamforming parameter at the level based on the CSI-
RS signal at the level and the sampling rate at the level,
refer to descriptions in the prior art. This is not limited in
this embodiment of the present invention.
[0066] The access network device delivers the CSI-RS
signals at levels, and therefore the UE reports beamform-
ing parameters to the access network device at levels
for the CSI-RS signals delivered at levels. A simple ex-
ample may be used herein. For example, when the CSI-
RS configuration parameter includes a quantity of CSI-
RS signals to be sent by the access network device at a
first level, a quantity of CSI-RS signals to be sent at a
second level, a quantity of CSI-RS signals to be sent at
a third level, a sampling rate at the first level, a sampling
rate at the second level, and a sampling rate at the third
level, when delivering corresponding CSI-RS signals to
the UE, the access network device first delivers a CSI-
RS signal at the first level to the UE based on the quantity
of CSI-RS signals at the first level, then delivers a CSI-
RS signal at the second level to the UE after receiving a
beamforming parameter at the first level that is reported
by the UE based on the quantity of CSI-RS signals at the
first level and the sampling rate at the first level, and then
delivers a CSI-RS signal at the third level to the UE after
receiving a beamforming parameter at the second level
that is reported by the UE based on the quantity of CSI-
RS signals at the second level and the sampling rate at
the second level, to obtain a beamforming parameter at
the third level that is reported by the UE based on the
quantity of CSI-RS signals at the third level and the sam-
pling rate at the third level. In other words, in this embod-
iment of the present invention, delivery of the CSI-RS
signal at each level is corresponding to reporting of the
beamforming parameter at the level.
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[0067] It should be noted that in this embodiment of
the present invention, the CSI-RS signal at each level
that is delivered by the access network device to the UE
is a signal obtained after beamforming. Optionally, all
CSI-RS signals delivered at each level have a same
beamforming factor. Optionally, when delivering the CSI-
RS signal at each level, the access network device may
further perform a sweeping operation on the CSI-RS sig-
nal, to obtain a plurality of groups of CSI-RS signals. All
CSI-RS signals in each group have a same beamforming
factor, but CSI-RS signals in adjacent groups may have
different beamforming factors.
[0068] In addition, it should be noted that the width of
the beam represented by the beamforming parameter at
each level is less than the width of the beamforming used
for delivering the CSI-RS signal at the level, and the width
of the beamforming used for delivering the CSI-RS signal
at the current level is less than or equal to the width of
the beam represented by the beamforming parameter
reported at the previous level. The foregoing example
continues to be used herein for description. To be spe-
cific, a width of a beam (which is set to a beam a) repre-
sented by the beamforming parameter at the first level
that is reported by the UE is less than a width of beam-
forming (which is set to a beam A) used by the access
network device to deliver the CSI-RS signal at the first
level, a width of a beam (which is set to a beam b) rep-
resented by the beamforming parameter at the second
level that is reported by the UE is less than a width of
beamforming (which is set to a beam B) used by the
access network device to deliver the CSI-RS signal at
the second level, and a width of a beam (which is set to
a beam c) represented by the beamforming parameter
at the third level that is reported by the UE is less than a
width of beamforming (which is set to a beam group C)
used by the access network device to deliver the CSI-
RS signal at the third level. In addition, the width of the
beamforming (namely, the beam B) used by the access
network device to deliver the CSI-RS signal at the second
level is less than or equal to the width of the beam (name-
ly, the beam a) represented by the beamforming param-
eter reported by the UE at the first level, and the width
of the beamforming (namely, the beam C) used by the
access network device to deliver the CSI-RS signal at
the third level is less than or equal to the width of the
beam (namely, the beam b) represented by the beam-
forming parameter reported by the UE at the second lev-
el. A specific relationship is "the width of the beam A">"the
width of the beam a"≥"the width of the beam B">"the width
of the beam b"≥"the width of the beam C">"the width of
the beam c". It may be learned that in the entire process
in which delivery and reporting are performed at levels,
widths of used beams gradually decrease, the beam
(namely, the beam c) represented by the beamforming
parameter finally reported to the access network device
has a minimum width, and the beam has an accurate
beam direction, and is directive. Therefore, when the ac-
cess network device performs downlink data transmis-

sion, interference between neighboring cells can be ob-
viously avoided, and average frequency efficiency of a
cell and frequency efficiency of a cell-edge user are great-
ly improved.
[0069] However, in the prior art, UE merely performs
simple beam selection based on CSI-RS signals deliv-
ered by an access network device at levels. To be spe-
cific, the UE selects, from beams used to deliver the CSI-
RS signals, a beam corresponding to a CSI-RS signal
with high signal quality, and reports a sequence number
of the beam to the access network device, in other words,
a width of a beam used to deliver a CSI-RS signal at a
level is the same as a width of a beam reported to the
access network device at the same level. Consequently,
a beam finally reported to the access network device still
has a relatively large width, and is not directive. For ex-
ample, in the prior art, CSI-RS signals are delivered at
two levels, and CSI-RS sequence numbers are reported
at two levels. It is assumed that the access network de-
vice performs beamforming on CSI-RS signals at a first
level by using a first beam group (the first beam group
includes different beams), and then delivers the CSI-RS
signals, where all the CSI-RS signals delivered at the
first level have different beamforming factors. The UE
then selects, based on the CSI-RS signals at the first
level, a beam (it is assumed that the beam is a beam D
in the first beam group) corresponding to a CSI-RS signal
with optimal signal quality, and reports the beam to the
access network device. The access network device then
determines a relatively narrow second beam group
based on the beam D to continue to deliver a CSI-RS
signal at a second level. The UE selects a beam E from
the second beam group based on a same process. A
width of the beam E is less than a width of the beam D.
The beam D reported at the first level and the beam D
used to deliver a CSI-RS signal at the first level have a
same width, and the beam E reported at the second level
and the beam E used to deliver a CSI-RS signal at the
second level have a same width. Therefore, there is only
one beam width decrease process (to be specific, the
width of the beam E is less than the width of the beam
D) in the prior art. However, in this embodiment of the
present invention, the foregoing example is used. There
is one beam width decrease process (to be specific, "the
width of the beam A">"the width of the beam a") in a
process from delivery at the first level to reporting at the
first level, there may be one beam width decrease proc-
ess ("the width of the beam a"≥"the width of the beam
B") in a process from reporting at the first level to delivery
at the second level, and there is also one beam width
decrease process ("the width of the beam B">"the width
of the beam b") in a process from delivery at the second
level to reporting at the second level. Therefore, there
are a plurality of beam width decrease processes in this
embodiment of the present invention. Therefore, the
width of the beam finally reported to the access network
device in this embodiment of the present invention is far
less than the width of the beam finally reported by the
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UE to the access network device in the prior art, and the
beam has a more accurate beam direction. Therefore,
when the access network device performs downlink data
transmission, interference between neighboring cells
can be obviously avoided, and average frequency effi-
ciency of a cell and frequency efficiency of a cell-edge
user are greatly improved.
[0070] According to the information transmission
method provided in this embodiment of the present in-
vention, the access network device sends, to the UE, the
CSI-RS configuration parameter that includes the quan-
tity of CSI-RS signals at each level and the sampling rate
at each level, and after sending, based on the quantity
of CSI-RS signals at each level, the CSI-RS signal cor-
responding to each level to the UE, the access network
device receives the beamforming parameter at each level
that is reported by the UE for the CSI-RS signal at each
level. The UE may calculate an accurate beamforming
parameter based on the CSI-RS configuration parameter
and the CSI-RS signal delivered at each level, the width
of the beam represented by the beamforming parameter
at each level is less than the width of the beamforming
used for delivering the CSI-RS signal at each level, and
the width of the beamforming used for delivering the CSI-
RS signal at the current level is less than or equal to the
width of the beam represented by the beamforming pa-
rameter reported at the previous level. Therefore, there
may be a plurality of beam width decrease processes in
this embodiment of the present invention, so that the
width of the beam represented by the beamforming pa-
rameter finally reported by the UE to the access network
device is far less than the width of the beam reported by
the UE to the access network device at the second level
in the prior art, accuracy of the beam direction is greatly
improved, and the beam is more directive. Therefore,
when the access network device performs downlink data
transmission, interference between neighboring cells
can be obviously avoided, and average frequency effi-
ciency of a cell and frequency efficiency of a cell-edge
user are greatly improved.
[0071] Optionally, the quantity of the CSI-RS signals
to be sent at each level that is in the CSI-RS configuration
parameter may include a quantity of CSI-RS signals that
have a same polarization direction in a horizontal direc-
tion and a quantity of CSI-RS signals that have a same
polarization direction in a vertical direction, and the sam-
pling rate at each level may include a sampling rate in
the horizontal direction and a sampling rate in the vertical
direction.
[0072] FIG. 3 is a signaling flowchart of Embodiment
2 of an information transmission method according to an
embodiment of the present invention. In this embodi-
ment, a CSI-RS configuration parameter includes a
quantity of CSI-RS signals to be sent by the access net-
work device at a first level, a quantity of CSI-RSs to be
sent at a second level, a sampling rate at the first level,
and a sampling rate at the second level. This embodiment
relates to a specific process in which the access network

device delivers CSI-RS signals at two levels and UE re-
ports beamforming parameters at two levels to improve
accuracy of a beam direction reported to a base station.
Based on the foregoing embodiment, as shown in FIG.
3, the method includes the following steps.
[0073] S201. The access network device sends a CSI-
RS configuration parameter to the UE.
[0074] The CSI-RS configuration parameter includes
a quantity of CSI-RS signals to be sent by the access
network device at a first level, a quantity of CSI-RSs to
be sent at a second level, a sampling rate at the first level,
and a sampling rate at the second level.
[0075] Specifically, in the CSI-RS configuration param-
eter, the quantity of CSI-RS signals to be sent at the first
level includes a quantity of CSI-RS signals that are to be
sent at the first level and that have a same polarization
direction in a horizontal direction and a quantity of CSI-
RS signals that are to be sent at the first level and that
have a same polarization direction in a vertical direction,
the sampling rate at the first level includes a sampling
rate of a CSI-RS signal at the first level in the horizontal
direction and a sampling rate of a CSI-RS signal at the
first level in the vertical direction, the quantity of CSI-RS
signals to be sent at the second level includes a quantity
of CSI-RS signals that are to be sent at the second level
and that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that are to be
sent at the second level and that have a same polarization
direction in a vertical direction, and the sampling rate at
the second level includes a sampling rate of a CSI-RS
signal at the second level in the horizontal direction and
a sampling rate of a CSI-RS signal at the second level
in the vertical direction.
[0076] S202. The access network device sends a first
CSI-RS signal to the UE based on a quantity of CSI-RS
signals to be sent at a first level and a preset first beam
group.
[0077] A quantity of beams in the first beam group is
equal to a quantity of first CSI-RS signals, and all the first
CSI-RS signals have a same beamforming factor.
[0078] Specifically, when sending the CSI-RS signal
at the first level to the UE, the access network device
needs to perform beamforming on the to-be-sent CSI-
RS signal at the first level, in other words, perform beam-
forming on the to-be-sent CSI-RS signal by using a beam
in the preset first beam group. Each to-be-sent CSI-RS
signal becomes the first CSI-RS signal after the beam-
forming, and all the first CSI-RS signals have the same
beamforming factor. The access network device then
sends all the first CSI-RS signals to the UE with reference
to the quantity of CSI-RS signals to be sent at the first
level. For ease of description, it is assumed that the first
beam group includes M beams, and a width of each beam
is P, as shown in a schematic diagram of feeding back
a beamforming parameter in FIG. 4.
[0079] S203. The UE determines a first beamforming
parameter based on the quantity of CSI-RS signals to be
sent at the first level, a sampling rate at the first level,
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and the first CSI-RS signal.
[0080] S204. The UE reports the first beamforming pa-
rameter to the access network device.
[0081] A width of a beam represented by the first beam-
forming parameter is less than a width of the beam in the
first beam group.
[0082] Specifically, after receiving the first CSI-RS sig-
nal sent by the access network device, the UE determines
the first beamforming parameter with reference to the
quantity of CSI-RS signals to be sent at the first level,
the sampling rate at the first level, and all the first CSI-
RS signals, and reports the first beamforming parameter
to the access network device. The width of the beam
represented by the determined first beamforming param-
eter is less than the width of the beam in the first beam
group. Therefore, it may be learned that there is one
beam width decrease process herein.
[0083] It should be noted that for a specific process of
determining the first beamforming parameter, refer to the
prior art. Details are not described herein.
[0084] Optionally, when reporting the first beamform-
ing parameter, the UE may send the first beamforming
parameter through a channel such as a downlink broad-
cast channel or a control channel. The first beamforming
parameter may include an identifier i1,1 of a first main
beam in a horizontal antenna direction, an identifier i1,2
of a second main beam in a vertical antenna direction,
an offset Δi1,1 relative to the first main beam in the hor-
izontal antenna direction, and an offset Δi1,1 relative to
the second main beam in the vertical antenna direction.
The first beamforming parameter may represent a group
of beams, and a width (which is set to p) of each beam
in the group of beams represented by the first beamform-
ing parameter is less than the width P of the beam in the
first beam group. As shown in FIG. 4, m in FIG. 4 is an
identifier of a main beam (the first main beam or the sec-
ond main beam), and k is an offset relative to the main
beam.
[0085] S205. The access network device determines
a second beam group based on the first beamforming
parameter.
[0086] A width of a beam in the second beam group is
less than or equal to the width of the beam represented
by the first beamforming parameter, a quantity of beams
in the second beam group is equal to a quantity of second
CSI-RS signals, and all the second CSI-RS signals have
a same beamforming factor.
[0087] Specifically, after receiving the first beamform-
ing parameter reported by the UE, the access network
device determines the second beam group based on the
beam represented by the first beamforming parameter,
in other words, the second beam group is related to the
first beamforming parameter, and the width of the beam
in the second beam group is less than or equal to the
width of the beam represented by the first beamforming
parameter. Therefore, when the width (which is set to Q)
of the beam in the second beam group determined by
the access network device is less than the width p of the

beam represented by the first beamforming parameter,
there is also one beam width decrease process herein.
[0088] S206. The access network device sends a sec-
ond CSI-RS signal to the UE based on a quantity of CSI-
RS signals to be sent at a second level and the second
beam group.
[0089] Similarly, after the access network device de-
termines the second beam group, the access network
device performs beamforming on a to-be-sent CSI-RS
signal at the second level by using a beam in the second
beam group. Each to-be-sent CSI-RS signal becomes
the second CSI-RS signal after the beamforming, and all
the second CSI-RS signals have the same beamforming
factor. The access network device then sends all the sec-
ond CSI-RS signals to the UE with reference to the quan-
tity of CSI-RS signals to be sent at the second level. For
ease of description, it is assumed that the second beam
group includes N beams, and a width of each beam is
Q, as shown in the schematic diagram of feeding back a
beamforming parameter in FIG. 4.
[0090] S207. The UE determines a second beamform-
ing parameter based on the quantity of CSI-RS signals
to be sent at the second level, a sampling rate at the
second level, and the second CSI-RS signal.
[0091] A width of beamforming represented by the sec-
ond beamforming parameter is less than the width of the
beam in the second beam group.
[0092] S208. The UE sends the second beamforming
parameter to the access network device.
[0093] Specifically, after receiving the second CSI-RS
signal sent by the access network device, the UE deter-
mines the second beamforming parameter with refer-
ence to the quantity of CSI-RS signals to be sent at the
second level, the sampling rate at the second level, and
all the second CSI-RS signals, and reports the second
beamforming parameter to the access network device.
The width (which is set to q) of the beam represented by
the determined second beamforming parameter is less
than the width Q of the beam in the second beam group.
Therefore, it may be learned that there is also one beam
width decrease process herein.
[0094] It should be noted that for a specific process of
determining the second beamforming parameter, refer
to the prior art. Details are not described herein. Option-
ally, when reporting the second beamforming parameter,
the UE may send the second beamforming parameter
through a downlink traffic channel. The second beam-
forming parameter may include an identifier i2,1 of a
beam in the horizontal antenna direction, an identifier
i2,2 of a beam in the vertical antenna direction, and a
phase difference i2,c in two antenna polarization direc-
tions. The second beamforming parameter represents a
narrow beam n, to be specific, the identifier of the beam
in the horizontal antenna direction and the identifier of
the beam in the vertical antenna direction are identifiers
of the narrow beam, as shown in FIG. 4. Optionally, in a
5G mobile communications system, for an antenna mod-
el, refer to FIG. 5.
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[0095] S209. The access network device performs
downlink data transmission based on the second beam-
forming parameter.
[0096] It may be learned from the foregoing descrip-
tions that in this embodiment of the present invention,
"the width P of the beam in the first beam group">"the
width p of the beam represented by the first beamforming
parameter"≥"the width Q of the beam in the second beam
group">"the width q of the beam represented by the sec-
ond beamforming parameter". To be specific, when the
access network device delivers the CSI-RS signals at
two levels, and the UE reports the beamforming param-
eters at two levels, there are a plurality of beam width
decrease processes, so that the width of the beam rep-
resented by the second beamforming parameter finally
reported by the UE to the access network device is far
less than a width of a beam reported by UE to an access
network device at a second level in the prior art, accuracy
of a beam direction is greatly improved, and the beam is
more directive. Therefore, when the access network de-
vice performs downlink data transmission, interference
between neighboring cells can be obviously avoided, and
average frequency efficiency of a cell and frequency ef-
ficiency of a cell-edge user are greatly improved.
[0097] According to the information transmission
method provided in this embodiment of the present in-
vention, the access network device sends, to the UE, the
CSI-RS configuration parameter that includes a quantity
of CSI-RS signals at each level and a sampling rate at
each level, and then sends the first CSI-RS signal to the
UE based on the quantity of CSI-RS signals to be sent
at the first level and the preset first beam group, so that
the UE determines the first beamforming parameter
based on the quantity of CSI-RS signals to be sent at the
first level, the sampling rate at the first level, and the first
CSI-RS signal, and reports the first beamforming param-
eter to the access network device, and the access net-
work device then determines the second beam group
based on the first beamforming parameter, and sends
the second CSI-RS signal to the UE based on the quantity
of CSI-RS signals to be sent at the second level and the
second beam group, so that the UE determines the sec-
ond beamforming parameter based on the quantity of
CSI-RS signals to be sent at the second level, the sam-
pling rate at the second level, and the second CSI-RS
signal, and reports the second beamforming parameter
to the access network device. The UE may calculate an
accurate beamforming parameter based on the CSI-RS
configuration parameter and a CSI-RS signal delivered
at each level, a width of a beam represented by a beam-
forming parameter at each level is less than a width of
beamforming used for delivering a CSI-RS signal at each
level, and a width of beamforming used for delivering a
CSI-RS signal at a current level is less than or equal to
a width of a beam represented by a beamforming param-
eter reported at a previous level. Therefore, there may
be a plurality of beam width decrease processes in this
embodiment of the present invention, so that the width

of the beam represented by the beamforming parameter
finally reported by the UE to the access network device
is far less than the width of the beam reported by the UE
to the access network device at the second level in the
prior art, accuracy of the beam direction is greatly im-
proved, and the beam is more directive. Therefore, when
the access network device performs downlink data trans-
mission, interference between neighboring cells can be
obviously avoided, and average frequency efficiency of
a cell and frequency efficiency of a cell-edge user are
greatly improved.
[0098] Optionally, the CSI-RS configuration parameter
may further include a CSI-RS send window parameter,
the CSI-RS send window parameter is used to represent
a sending manner of a CSI-RS signal at each level, and
the sending manner includes at least one of the following
manners: a manner in which the CSI-RS signal at each
level is sent by using a time domain window, a manner
in which the CSI-RS signal at each level is sent by using
a frequency domain window, or a manner in which the
CSI-RS signal at each level is sent by using both a time
domain window and a frequency domain window. With
reference to the embodiment shown in FIG. 3, the CSI-
RS signal at the first level may be sent by using the time
domain window, or may be sent by using the frequency
domain window, and the CSI-RS signal at the second
level may be sent by using the time domain window, or
may be sent by using the frequency domain window. Op-
tionally, the CSI-RS signals at the first level may be sent
in a same sending manner or different sending manners.
[0099] In a possible implementation of this embodi-
ment, the access network device may send the CSI-RS
signal at the first level in the time domain window, and
send the CSI-RS signal at the second level in the fre-
quency domain window, in other words, the CSI-RS send
window parameter includes a first send window param-
eter and a second send window parameter. The first send
window parameter includes a start sending symbol or
subframe Tstart of a CSI-RS signal in time domain, a
symbol or subframe offset Toffset of the CSI-RS signal
in time domain, and a total quantity Ttotal of symbols or
subframes occupied by the CSI-RS signal in time do-
main, and is used to indicate, to the UE, that the access
network device sends the CSI-RS signal at the first level
by using the time domain window. The second send win-
dow parameter includes a start sending subcarrier, re-
source block, or sub-band Fstart of a CSI-RS signal in
frequency domain, a subcarrier, resource block, or sub-
band offset Foffset of the CSI-RS signal in frequency
domain, and a total quantity Ftotal of subcarriers, re-
source blocks, or sub-bands occupied by the CSI-RS sig-
nal in frequency domain, and is used to indicate, to the
UE, that the access network device sends the CSI-RS
signal at the second level by using the frequency domain
window.
[0100] For details, refer to a schematic diagram of
sending a CSI-RS in FIG. 6. In FIG. 6, a CSI-RS signal
at a first level is sent in a time domain window, and a
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sending period is relatively long. Because a beam used
to perform beamforming on the CSI-RS signal at the first
level is relatively wide, when all CSI-RS signals are sent
in a time division manner, all transmit power may be con-
centrated on a beam corresponding to a CSI-RS signal
for forming, and therefore coverage performance of the
CSI-RS signal at the first level can be enhanced. In ad-
dition, in FIG. 6, CSI-RS signals at a second level are
sent in a same subframe in a frequency division manner.
In this manner, a channel change is small, and a sending
period is relatively short. Because a beam used to per-
form beamforming on a CSI-RS signal at the second level
is relatively narrow, forming gains in this manner are
large. Therefore, each CSI-RS signal may occupy sev-
eral subcarriers in the same subframe for sending, so
that fast channel measurement can be implemented in
one subframe, facilitating traffic channel sending, and
improving a traffic channel transmission rate.
[0101] According to the information transmission
method provided in this embodiment of the present in-
vention, the access network device sends the CSI-RS
signal at the first level in the time domain window, and
sends the CSI-RS signal at the second level in the fre-
quency domain window. Therefore, not only the coverage
performance of the CSI-RS signal at the first level can
be enhanced, but also a measurement rate of the CSI-
RS signal at the second level can be accelerated, thereby
improving channel measurement accuracy, and improv-
ing a traffic channel transmission rate.
[0102] Persons of ordinary skill in the art may under-
stand that all or some of the steps of the method embod-
iments may be implemented by a program instructing
related hardware. The program may be stored in a com-
puter readable storage medium. When the program runs,
the steps of the method embodiments are performed.
The storage medium includes any medium that can store
program code, such as a ROM, a RAM, a magnetic disk,
or an optical disc.
[0103] FIG. 7 is a schematic structural diagram of Em-
bodiment 1 of an access network device according to an
embodiment of the present invention. The access net-
work device may execute the foregoing method embod-
iments. As shown in FIG. 7, the access network device
may include a sending module 10 and a receiving module
11.
[0104] The sending module 10 is configured to send a
channel state information-reference signal CSI-RS con-
figuration parameter to a terminal device UE. The CSI-
RS configuration parameter includes a quantity of CSI-
RS signals to be sent by the access network device at
each level and a sampling rate at each level.
[0105] The receiving module 11 is configured to: after
the sending module 10 sends, based on the quantity of
CSI-RS signals at each level, a CSI-RS signal corre-
sponding to each level to the UE, receive a beamforming
parameter at each level that is reported by the UE for the
CSI-RS signal at each level. The beamforming parameter
at each level is determined by the UE based on the CSI-

RS signal at each level and the sampling rate at each
level, a width of a beam represented by the beamforming
parameter at each level is less than a width of beamform-
ing used for delivering the CSI-RS signal at each level,
and a width of beamforming used for delivering a CSI-
RS signal at a current level is less than or equal to a width
of a beam represented by a beamforming parameter re-
ported at a previous level.
[0106] The sending module 10 may be implemented
by corresponding hardware or software, for example,
may be implemented by a transmitter, a transmit anten-
na, or a transmitter chip. The receiving module 11 may
be implemented by corresponding hardware or software,
for example, may be implemented by a receiver, a receive
antenna, or a receiver chip. This is not limited in this em-
bodiment of the present invention.
[0107] The access network device provided in this em-
bodiment of the present invention may execute the fore-
going method embodiments, and an implementation
principle and a technical effect thereof are similar. Details
are not described herein.
[0108] Optionally, the quantity of CSI-RS signals to be
sent at each level includes a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have a
same polarization direction in a vertical direction, and the
sampling rate at each level includes a sampling rate in
the horizontal direction and a sampling rate in the vertical
direction.
[0109] Optionally, the CSI-RS configuration parameter
further includes a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent a
sending manner of the CSI-RS signal at each level, and
the sending manner includes at least one of the following
manners: a manner in which the CSI-RS signal at each
level is sent by using a time domain window, a manner
in which the CSI-RS signal at each level is sent by using
a frequency domain window, or a manner in which the
CSI-RS signal at each level is sent by using both a time
domain window and a frequency domain window.
[0110] FIG. 8 is a schematic structural diagram of Em-
bodiment 2 of an access network device according to an
embodiment of the present invention. In this embodi-
ment, the CSI-RS configuration parameter includes a
quantity of CSI-RS signals to be sent by the access net-
work device at a first level, a quantity of CSI-RSs to be
sent at a second level, a sampling rate at the first level,
and a sampling rate at the second level. Based on the
foregoing embodiment, the receiving module 11 specif-
ically includes a first receiving unit 111, a determining
unit 112, and a second receiving unit 113.
[0111] The first receiving unit 111 is configured to: after
the sending module 10 sends a first CSI-RS signal to the
UE based on the quantity of CSI-RS signals to be sent
at the first level and a preset first beam group, receive a
first beamforming parameter reported by the UE based
on the quantity of CSI-RS signals to be sent at the first
level, the sampling rate at the first level, and the first CSI-
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RS signal. A width of a beam represented by the first
beamforming parameter is less than a width of a beam
in the first beam group, a quantity of beams in the first
beam group is equal to a quantity of first CSI-RS signals,
and all the first CSI-RS signals have a same beamforming
factor.
[0112] The determining unit 112 is configured to deter-
mine a second beam group based on the first beamform-
ing parameter.
[0113] The sending module 10 is further configured to
send a second CSI-RS signal to the UE based on the
quantity of CSI-RS signals to be sent at the second level
and the second beam group. A width of a beam in the
second beam group is less than or equal to the width of
the beam represented by the first beamforming param-
eter, a quantity of beams in the second beam group is
equal to a quantity of second CSI-RS signals, and all the
second CSI-RS signals have a same beamforming fac-
tor.
[0114] The second receiving unit 113 is configured to
receive a second beamforming parameter reported by
the UE based on the quantity of CSI-RS signals to be
sent at the second level, the sampling rate at the second
level, and the second CSI-RS signal. A width of beam-
forming represented by the second beamforming param-
eter is less than the width of the beam in the second
beam group.
[0115] Further, the first beamforming parameter in-
cludes an identifier of a first main beam in a horizontal
antenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction, and
an offset relative to the second main beam in the vertical
antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0116] Optionally, the CSI-RS send window parameter
includes a first send window parameter and a second
send window parameter, and the first send window pa-
rameter includes a start sending symbol or subframe of
a CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the CSI-
RS signal in time domain, and is used to indicate, to the
UE, that the access network device sends a CSI-RS sig-
nal at the first level by using the time domain window; and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0117] The access network device provided in this em-

bodiment of the present invention may execute the fore-
going method embodiments, and an implementation
principle and a technical effect thereof are similar. Details
are not described herein.
[0118] FIG. 9 is a schematic structural diagram of Em-
bodiment 1 of a terminal device according to an embod-
iment of the present invention. As shown in FIG. 9, the
terminal device includes a receiving module 20, a
processing module 21, and a sending module 22.
[0119] Specifically, the receiving module 20 is config-
ured to receive a channel state information-reference sig-
nal CSI-RS configuration parameter sent by an access
network device. The CSI-RS configuration parameter in-
cludes a quantity of CSI-RS signals to be sent by the
access network device at each level and a sampling rate
at each level.
[0120] The processing module 21 is configured to: after
the receiving module 20 receives a CSI-RS signal at each
level that is sent by the access network device, determine
a beamforming parameter at each level based on the
CSI-RS signal at each level and the sampling rate at each
level, and report the beamforming parameter at each lev-
el to the access network device by using the sending
module 22. A width of a beam represented by the beam-
forming parameter at each level is less than a width of
beamforming used for delivering the CSI-RS signal at
each level, and a width of beamforming used for deliver-
ing a CSI-RS signal at a current level is less than or equal
to a width of a beam represented by a beamforming pa-
rameter reported at a previous level.
[0121] The sending module 22 may be implemented
by corresponding hardware or software, for example,
may be implemented by a transmitter, a transmit anten-
na, or a transmitter chip. The receiving module 20 may
be implemented by corresponding hardware or software,
for example, may be implemented by a receiver, a receive
antenna, or a receiver chip. This is not limited in this em-
bodiment of the present invention. The processing mod-
ule 21 may be implemented by a corresponding proces-
sor or processing chip in the terminal device.
[0122] The terminal device provided in this embodi-
ment of the present invention may execute the foregoing
method embodiments, and an implementation principle
and a technical effect thereof are similar. Details are not
described herein.
[0123] Optionally, the quantity of CSI-RS signals to be
sent at each level includes a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have a
same polarization direction in a vertical direction, and the
sampling rate at each level includes a sampling rate in
the horizontal direction and a sampling rate in the vertical
direction.
[0124] Optionally, the CSI-RS configuration parameter
further includes a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent a
sending manner of the CSI-RS signal at each level, and
the sending manner includes at least one of the following
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manners: a manner in which the CSI-RS signal at each
level is sent by using a time domain window, a manner
in which the CSI-RS signal at each level is sent by using
a frequency domain window, or a manner in which the
CSI-RS signal at each level is sent by using both a time
domain window and a frequency domain window.
[0125] FIG. 10 is a schematic structural diagram of Em-
bodiment 2 of a terminal device according to an embod-
iment of the present invention. In this embodiment, the
CSI-RS configuration parameter includes a quantity of
CSI-RS signals to be sent by the access network device
at a first level, a quantity of CSI-RSs to be sent at a second
level, a sampling rate at the first level, and a sampling
rate at the second level. Based on the foregoing embod-
iment, as shown in FIG. 10, the processing module 21
specifically includes a first processing unit 221 and a sec-
ond processing unit 222.
[0126] The first processing unit 221 is configured to:
after the receiving module 20 receives a first CSI-RS sig-
nal sent by the access network device based on the quan-
tity of CSI-RS signals to be sent at the first level and a
first beam group, determine a first beamforming param-
eter based on the quantity of CSI-RS signals to be sent
at the first level, the sampling rate at the first level, and
the first CSI-RS signal, and report the first beamforming
parameter to the access network device by using the
sending module 22. A width of a beam represented by
the first beamforming parameter is less than a width of
a beam in the first beam group, a quantity of beams in
the first beam group is equal to a quantity of first CSI-RS
signals, and all the first CSI-RS signals have a same
beamforming factor.
[0127] The second processing unit 222 is configured
to: after the receiving module 20 receives a second CSI-
RS signal sent by the access network device based on
the quantity of CSI-RS signals to be sent at the second
level and a second beam group, determine a second
beamforming parameter based on the quantity of CSI-
RS signals to be sent at the second level, the sampling
rate at the second level, and the second CSI-RS signal,
and report the second beamforming parameter to the ac-
cess network device by using the sending module 22.
The second beam group is determined by the access
network device based on the first beamforming param-
eter, a width of a beam in the second beam group is less
than or equal to the width of the beam represented by
the first beamforming parameter, a quantity of beams in
the second beam group is equal to a quantity of second
CSI-RS signals, all the second CSI-RS signals have a
same beamforming factor, and a width of beamforming
represented by the second beamforming parameter is
less than the width of the beam in the second beam group.
[0128] Further, the first beamforming parameter in-
cludes an identifier of a first main beam in a horizontal
antenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction, and
an offset relative to the second main beam in the vertical

antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0129] Optionally, the CSI-RS send window parameter
includes a first send window parameter and a second
send window parameter, and the first send window pa-
rameter includes a start sending symbol or subframe of
a CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the CSI-
RS signal in time domain, and is used to indicate, to the
UE, that the access network device sends a CSI-RS sig-
nal at the first level by using the time domain window; and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0130] The terminal device provided in this embodi-
ment of the present invention may execute the foregoing
method embodiments, and an implementation principle
and a technical effect thereof are similar. Details are not
described herein.
[0131] FIG. 11 is a schematic structural diagram of Em-
bodiment 3 of an access network device according to an
embodiment of the present invention. As shown in FIG.
11, the access network device may include a transmitter
30, a receiver 31, a processor 32, a memory 33, and at
least one communications bus 34. The communications
bus 34 is configured to implement a communication con-
nection between components. The memory 33 may in-
clude a high-speed RAM memory, and may further in-
clude a nonvolatile memory NVM, for example, at least
one magnetic disk memory. The memory 33 may store
various programs, to complete various processing func-
tions and implement the method steps in the embodi-
ments. Optionally, the receiver 31 in this embodiment
may be a radio frequency module or a baseband module
in the access network device, and the transmitter 30 in
this embodiment may also be the radio frequency module
or the baseband module in the access network device.
Optionally, the transmitter 30 and the receiver 31 may
be integrated into a transceiver.
[0132] In this embodiment, the transmitter 30 is con-
figured to send a channel state information-reference sig-
nal CSI-RS configuration parameter to a terminal device
UE. The CSI-RS configuration parameter includes a
quantity of CSI-RS signals to be sent by the access net-
work device at each level and a sampling rate at each
level.
[0133] The receiver 31 is configured to: after the trans-
mitter 30 sends, based on the quantity of CSI-RS signals
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at each level, a CSI-RS signal corresponding to each
level to the UE, receive a beamforming parameter at each
level that is reported by the UE for the CSI-RS signal at
each level. The beamforming parameter at each level is
determined by the UE based on the CSI-RS signal at
each level and the sampling rate at each level, a width
of a beam represented by the beamforming parameter
at each level is less than a width of beamforming used
for delivering the CSI-RS signal at each level, and a width
of beamforming used for delivering a CSI-RS signal at a
current level is less than or equal to a width of a beam
represented by a beamforming parameter reported at a
previous level.
[0134] Optionally, the quantity of CSI-RS signals to be
sent at each level includes a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have a
same polarization direction in a vertical direction, and the
sampling rate at each level includes a sampling rate in
the horizontal direction and a sampling rate in the vertical
direction.
[0135] Optionally, the CSI-RS configuration parameter
further includes a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent a
sending manner of the CSI-RS signal at each level, and
the sending manner includes at least one of the following
manners: a manner in which the CSI-RS signal at each
level is sent by using a time domain window, a manner
in which the CSI-RS signal at each level is sent by using
a frequency domain window, or a manner in which the
CSI-RS signal at each level is sent by using both a time
domain window and a frequency domain window.
[0136] Optionally, the CSI-RS configuration parameter
includes a quantity of CSI-RS signals to be sent by the
access network device at a first level, a quantity of CSI-
RSs to be sent at a second level, a sampling rate at the
first level, and a sampling rate at the second level.
[0137] The receiver 31 is specifically configured to: af-
ter the transmitter 30 sends a first CSI-RS signal to the
UE based on the quantity of CSI-RS signals to be sent
at the first level and a preset first beam group, receive a
first beamforming parameter reported by the UE based
on the quantity of CSI-RS signals to be sent at the first
level, the sampling rate at the first level, and the first CSI-
RS signal. A width of a beam represented by the first
beamforming parameter is less than a width of a beam
in the first beam group, a quantity of beams in the first
beam group is equal to a quantity of first CSI-RS signals,
and all the first CSI-RS signals have a same beamforming
factor.
[0138] The transmitter 30 is configured to send a sec-
ond CSI-RS signal to the UE based on the quantity of
CSI-RS signals to be sent at the second level and a sec-
ond beam group determined by the processor 32 with
reference to the first beamforming parameter. A width of
a beam in the second beam group is less than or equal
to the width of the beam represented by the first beam-
forming parameter, a quantity of beams in the second

beam group is equal to a quantity of second CSI-RS sig-
nals, and all the second CSI-RS signals have a same
beamforming factor.
[0139] The receiver 31 is further configured to receive
a second beamforming parameter reported by the UE
based on the quantity of CSI-RS signals to be sent at the
second level, the sampling rate at the second level, and
the second CSI-RS signal. A width of beamforming rep-
resented by the second beamforming parameter is less
than the width of the beam in the second beam group.
[0140] Further, the first beamforming parameter in-
cludes an identifier of a first main beam in a horizontal
antenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction, and
an offset relative to the second main beam in the vertical
antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0141] Optionally, the CSI-RS send window parameter
includes a first send window parameter and a second
send window parameter, and the first send window pa-
rameter includes a start sending symbol or subframe of
a CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the CSI-
RS signal in time domain, and is used to indicate, to the
UE, that the access network device sends a CSI-RS sig-
nal at the first level by using the time domain window; and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
[0142] The access network device provided in this em-
bodiment of the present invention may execute the fore-
going method embodiments, and an implementation
principle and a technical effect thereof are similar. Details
are not described herein.
[0143] FIG. 12 is a schematic structural diagram of Em-
bodiment 3 of a terminal device according to an embod-
iment of the present invention. As shown in FIG. 12, the
terminal device may include a receiver 40, a transmitter
41, a processor 42, a memory 43, and at least one com-
munications bus 44. The communications bus 44 is con-
figured to implement a communication connection be-
tween components. The memory 43 may include a high-
speed RAM memory, and may further include a nonvol-
atile memory NVM, for example, at least one magnetic
disk memory. The memory 43 may store various pro-
grams, to complete various processing functions and im-
plement the method steps in the embodiments. Option-
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ally, the receiver 40 in this embodiment may be a radio
frequency module or a baseband module in the access
network device, and the transmitter 41 in this embodi-
ment may also be the radio frequency module or the
baseband module in the access network device. Option-
ally, the transmitter 41 and the receiver 40 may be inte-
grated into a transceiver.
[0144] In this embodiment, the receiver 40 is config-
ured to receive a channel state information-reference sig-
nal CSI-RS configuration parameter sent by an access
network device. The CSI-RS configuration parameter in-
cludes a quantity of CSI-RS signals to be sent by the
access network device at each level and a sampling rate
at each level.
[0145] The processor 42 is configured to: after the re-
ceiver 40 receives a CSI-RS signal at each level that is
sent by the access network device, determine a beam-
forming parameter at each level based on the CSI-RS
signal at each level and the sampling rate at each level,
and report the beamforming parameter at each level to
the access network device by using the transmitter 41.
A width of a beam represented by the beamforming pa-
rameter at each level is less than a width of beamforming
used for delivering the CSI-RS signal at each level, and
a width of beamforming used for delivering a CSI-RS
signal at a current level is less than or equal to a width
of a beam represented by a beamforming parameter re-
ported at a previous level.
[0146] Optionally, the quantity of CSI-RS signals to be
sent at each level includes a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have a
same polarization direction in a vertical direction, and the
sampling rate at each level includes a sampling rate in
the horizontal direction and a sampling rate in the vertical
direction.
[0147] Optionally, the CSI-RS configuration parameter
further includes a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent a
sending manner of the CSI-RS signal at each level, and
the sending manner includes at least one of the following
manners: a manner in which the CSI-RS signal at each
level is sent by using a time domain window, a manner
in which the CSI-RS signal at each level is sent by using
a frequency domain window, or a manner in which the
CSI-RS signal at each level is sent by using both a time
domain window and a frequency domain window.
[0148] Optionally, the CSI-RS configuration parameter
includes a quantity of CSI-RS signals to be sent by the
access network device at a first level, a quantity of CSI-
RSs to be sent at a second level, a sampling rate at the
first level, and a sampling rate at the second level.
[0149] The processor 42 is specifically configured to:
after the receiver 40 receives a first CSI-RS signal sent
by the access network device based on the quantity of
CSI-RS signals to be sent at the first level and a first
beam group, determine a first beamforming parameter
based on the quantity of CSI-RS signals to be sent at the

first level, the sampling rate at the first level, and the first
CSI-RS signal, and report the first beamforming param-
eter to the access network device by using the transmitter
41. A width of a beam represented by the first beamform-
ing parameter is less than a width of a beam in the first
beam group, a quantity of beams in the first beam group
is equal to a quantity of first CSI-RS signals, and all the
first CSI-RS signals have a same beamforming factor.
[0150] The processor 42 is further configured to: after
the receiver 40 receives a second CSI-RS signal sent by
the access network device based on the quantity of CSI-
RS signals to be sent at the second level and a second
beam group, determine a second beamforming param-
eter based on the quantity of CSI-RS signals to be sent
at the second level, the sampling rate at the second level,
and the second CSI-RS signal, and report the second
beamforming parameter to the access network device
by using the transmitter 41. The second beam group is
determined by the access network device based on the
first beamforming parameter, a width of a beam in the
second beam group is less than or equal to the width of
the beam represented by the first beamforming param-
eter, a quantity of beams in the second beam group is
equal to a quantity of second CSI-RS signals, all the sec-
ond CSI-RS signals have a same beamforming factor,
and a width of beamforming represented by the second
beamforming parameter is less than the width of the
beam in the second beam group.
[0151] Further, the first beamforming parameter in-
cludes an identifier of a first main beam in a horizontal
antenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction, and
an offset relative to the second main beam in the vertical
antenna direction; and
the second beamforming parameter includes an identifier
of a beam in the horizontal antenna direction, an identifier
of a beam in the vertical antenna direction, and a phase
difference in two antenna polarization directions.
[0152] Optionally, the CSI-RS send window parameter
includes a first send window parameter and a second
send window parameter, and the first send window pa-
rameter includes a start sending symbol or subframe of
a CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the CSI-
RS signal in time domain, and is used to indicate, to the
UE, that the access network device sends a CSI-RS sig-
nal at the first level by using the time domain window; and
the second send window parameter includes a start
sending subcarrier, resource block, or sub-band of a CSI-
RS signal in frequency domain, a subcarrier, resource
block, or sub-band offset of the CSI-RS signal in frequen-
cy domain, and a total quantity of subcarriers, resource
blocks, or sub-bands occupied by the CSI-RS signal in
frequency domain, and is used to indicate, to the UE, that
the access network device sends a CSI-RS signal at the
second level by using the frequency domain window.
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[0153] The terminal device provided in this embodi-
ment of the present invention may execute the foregoing
method embodiments, and an implementation principle
and a technical effect thereof are similar. Details are not
described herein.
[0154] Finally, it should be noted that the foregoing em-
bodiments are merely intended for describing the tech-
nical solutions of the present invention, but not for limiting
the present invention. Although the present invention is
described in detail with reference to the foregoing em-
bodiments, persons of ordinary skill in the art should un-
derstand that they may still make modifications to the
technical solutions described in the foregoing embodi-
ments or make equivalent replacements to some or all
technical features thereof, without departing from the
scope of the technical solutions of the embodiments of
the present invention.

Claims

1. An information transmission method, comprising:

sending, by an access network device, a chan-
nel state information-reference signal CSI-RS
configuration parameter to a terminal device UE,
wherein the CSI-RS configuration parameter
comprises a quantity of CSI-RS signals to be
sent by the access network device at each level
and a sampling rate at each level; and
receiving, by the access network device after
sending, based on the quantity of CSI-RS sig-
nals at each level, a CSI-RS signal correspond-
ing to each level to the UE, a beamforming pa-
rameter at each level that is reported by the UE
for the CSI-RS signal at each level, wherein the
beamforming parameter at each level is deter-
mined by the UE based on the CSI-RS signal at
each level and the sampling rate at each level,
a width of a beam represented by the beamform-
ing parameter at each level is less than a width
of beamforming used for delivering the CSI-RS
signal at each level, and a width of beamforming
used for delivering a CSI-RS signal at a current
level is less than or equal to a width of a beam
represented by a beamforming parameter re-
ported at a previous level.

2. The method according to claim 1, wherein the quan-
tity of CSI-RS signals to be sent at each level com-
prises a quantity of CSI-RS signals that have a same
polarization direction in a horizontal direction and a
quantity of CSI-RS signals that have a same polar-
ization direction in a vertical direction, and the sam-
pling rate at each level comprises a sampling rate in
the horizontal direction and a sampling rate in the
vertical direction.

3. The method according to claim 1 or 2, wherein the
CSI-RS configuration parameter further comprises
a CSI-RS send window parameter, the CSI-RS send
window parameter is used to represent a sending
manner of the CSI-RS signal at each level, and the
sending manner comprises at least one of the fol-
lowing manners: a manner in which the CSI-RS sig-
nal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each
level is sent by using a frequency domain window,
or a manner in which the CSI-RS signal at each level
is sent by using both a time domain window and a
frequency domain window.

4. The method according to claim 3, wherein the CSI-
RS configuration parameter comprises a quantity of
CSI-RS signals to be sent by the access network
device at a first level, a quantity of CSI-RSs to be
sent at a second level, a sampling rate at the first
level, and a sampling rate at the second level, and
the receiving, by the access network device after
sending, based on the quantity of CSI-RS signals at
each level, a CSI-RS signal corresponding to each
level to the UE, a beamforming parameter at each
level that is reported by the UE for the CSI-RS signal
at each level specifically comprises:

after sending a first CSI-RS signal to the UE
based on the quantity of CSI-RS signals to be
sent at the first level and a preset first beam
group, receiving, by the access network device,
a first beamforming parameter reported by the
UE based on the quantity of CSI-RS signals to
be sent at the first level, the sampling rate at the
first level, and the first CSI-RS signal, wherein
a width of a beam represented by the first beam-
forming parameter is less than a width of a beam
in the first beam group, a quantity of beams in
the first beam group is equal to a quantity of first
CSI-RS signals, and all the first CSI-RS signals
have a same beamforming factor;
determining, by the access network device, a
second beam group based on the first beam-
forming parameter, and sending a second CSI-
RS signal to the UE based on the quantity of
CSI-RS signals to be sent at the second level
and the second beam group, wherein a width of
a beam in the second beam group is less than
or equal to the width of the beam represented
by the first beamforming parameter, a quantity
of beams in the second beam group is equal to
a quantity of second CSI-RS signals, and all the
second CSI-RS signals have a same beamform-
ing factor; and
receiving, by the access network device, a sec-
ond beamforming parameter reported by the UE
based on the quantity of CSI-RS signals to be
sent at the second level, the sampling rate at
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the second level, and the second CSI-RS signal,
wherein a width of beamforming represented by
the second beamforming parameter is less than
the width of the beam in the second beam group.

5. The method according to claim 4, wherein the first
beamforming parameter comprises an identifier of a
first main beam in a horizontal antenna direction, an
identifier of a second main beam in a vertical antenna
direction, an offset relative to the first main beam in
the horizontal antenna direction, and an offset rela-
tive to the second main beam in the vertical antenna
direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-
larization directions.

6. The method according to claim 4, wherein the CSI-
RS send window parameter comprises a first send
window parameter and a second send window pa-
rameter, and the first send window parameter com-
prises a start sending symbol or subframe of a CSI-
RS signal in time domain, a symbol or subframe off-
set of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indi-
cate, to the UE, that the access network device sends
a CSI-RS signal at the first level by using the time
domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-
pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.

7. An information transmission method, comprising:

receiving, by a terminal device UE, a channel
state information-reference signal CSI-RS con-
figuration parameter sent by an access network
device, wherein the CSI-RS configuration pa-
rameter comprises a quantity of CSI-RS signals
to be sent by the access network device at each
level and a sampling rate at each level; and
reporting, by the UE to the access network de-
vice, a beamforming parameter at each level
based on a CSI-RS signal at each level and the
sampling rate at each level after receiving the
CSI-RS signal at each level that is sent by the
access network device, wherein a width of a
beam represented by the beamforming param-

eter at each level is less than a width of beam-
forming used for delivering the CSI-RS signal at
each level, and a width of beamforming used for
delivering a CSI-RS signal at a current level is
less than or equal to a width of a beam repre-
sented by a beamforming parameter reported
at a previous level.

8. The method according to claim 7, wherein the quan-
tity of CSI-RS signals to be sent at each level com-
prises a quantity of CSI-RS signals that have a same
polarization direction in a horizontal direction and a
quantity of CSI-RS signals that have a same polar-
ization direction in a vertical direction, and the sam-
pling rate at each level comprises a sampling rate in
the horizontal direction and a sampling rate in the
vertical direction.

9. The method according to claim 7 or 8, wherein the
CSI-RS configuration parameter further comprises
a CSI-RS send window parameter, the CSI-RS send
window parameter is used to represent a sending
manner of the CSI-RS signal at each level, and the
sending manner comprises at least one of the fol-
lowing manners: a manner in which the CSI-RS sig-
nal at each level is sent by using a time domain win-
dow, a manner in which the CSI-RS signal at each
level is sent by using a frequency domain window,
or a manner in which the CSI-RS signal at each level
is sent by using both a time domain window and a
frequency domain window.

10. The method according to claim 9, wherein the CSI-
RS configuration parameter comprises a quantity of
CSI-RS signals to be sent by the access network
device at a first level, a quantity of CSI-RSs to be
sent at a second level, a sampling rate at the first
level, and a sampling rate at the second level, and
the reporting, by the UE to the access network de-
vice, a beamforming parameter at each level based
on a CSI-RS signal at each level and the sampling
rate at each level after receiving the CSI-RS signal
at each level that is sent by the access network de-
vice specifically comprises:

after receiving a first CSI-RS signal sent by the
access network device based on the quantity of
CSI-RS signals to be sent at the first level and
a first beam group, determining, by the UE, a
first beamforming parameter based on the quan-
tity of CSI-RS signals to be sent at the first level,
the sampling rate at the first level, and the first
CSI-RS signal, and reporting the first beamform-
ing parameter to the access network device,
wherein a width of a beam represented by the
first beamforming parameter is less than a width
of a beam in the first beam group, a quantity of
beams in the first beam group is equal to a quan-
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tity of first CSI-RS signals, and all the first CSI-
RS signals have a same beamforming factor;
and
after receiving a second CSI-RS signal sent by
the access network device based on the quantity
of CSI-RS signals to be sent at the second level
and a second beam group, determining, by the
UE, a second beamforming parameter based on
the quantity of CSI-RS signals to be sent at the
second level, the sampling rate at the second
level, and the second CSI-RS signal, and report-
ing the second beamforming parameter to the
access network device, wherein the second
beam group is determined by the access net-
work device based on the first beamforming pa-
rameter, a width of a beam in the second beam
group is less than or equal to the width of the
beam represented by the first beamforming pa-
rameter, a quantity of beams in the second beam
group is equal to a quantity of second CSI-RS
signals, all the second CSI-RS signals have a
same beamforming factor, and a width of beam-
forming represented by the second beamform-
ing parameter is less than the width of the beam
in the second beam group.

11. The method according to claim 10, wherein the first
beamforming parameter comprises an identifier of a
first main beam in a horizontal antenna direction, an
identifier of a second main beam in a vertical antenna
direction, an offset relative to the first main beam in
the horizontal antenna direction, and an offset rela-
tive to the second main beam in the vertical antenna
direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-
larization directions.

12. The method according to claim 10, wherein the CSI-
RS send window parameter comprises a first send
window parameter and a second send window pa-
rameter, and the first send window parameter com-
prises a start sending symbol or subframe of a CSI-
RS signal in time domain, a symbol or subframe off-
set of the CSI-RS signal in time domain, and a total
quantity of symbols or subframes occupied by the
CSI-RS signal in time domain, and is used to indi-
cate, to the UE, that the access network device sends
a CSI-RS signal at the first level by using the time
domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-

pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.

13. An access network device, comprising:

a sending module, configured to send a channel
state information-reference signal CSI-RS con-
figuration parameter to a terminal device UE,
wherein the CSI-RS configuration parameter
comprises a quantity of CSI-RS signals to be
sent by the access network device at each level
and a sampling rate at each level; and
a receiving module, configured to: after the
sending module sends, based on the quantity
of CSI-RS signals at each level, a CSI-RS signal
corresponding to each level to the UE, receive
a beamforming parameter at each level that is
reported by the UE for the CSI-RS signal at each
level, wherein the beamforming parameter at
each level is determined by the UE based on
the CSI-RS signal at each level and the sampling
rate at each level, a width of a beam represented
by the beamforming parameter at each level is
less than a width of beamforming used for de-
livering the CSI-RS signal at each level, and a
width of beamforming used for delivering a CSI-
RS signal at a current level is less than or equal
to a width of a beam represented by a beam-
forming parameter reported at a previous level.

14. The access network device according to claim 13,
wherein the quantity of CSI-RS signals to be sent at
each level comprises a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have
a same polarization direction in a vertical direction,
and the sampling rate at each level comprises a sam-
pling rate in the horizontal direction and a sampling
rate in the vertical direction.

15. The access network device according to claim 13 or
14, wherein the CSI-RS configuration parameter fur-
ther comprises a CSI-RS send window parameter,
the CSI-RS send window parameter is used to rep-
resent a sending manner of the CSI-RS signal at
each level, and the sending manner comprises at
least one of the following manners: a manner in
which the CSI-RS signal at each level is sent by using
a time domain window, a manner in which the CSI-
RS signal at each level is sent by using a frequency
domain window, or a manner in which the CSI-RS
signal at each level is sent by using both a time do-
main window and a frequency domain window.

16. The access network device according to claim 15,
wherein the CSI-RS configuration parameter com-
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prises a quantity of CSI-RS signals to be sent by the
access network device at a first level, a quantity of
CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the sec-
ond level, and the receiving module specifically com-
prises:

a first receiving unit, configured to: after the
sending module sends a first CSI-RS signal to
the UE based on the quantity of CSI-RS signals
to be sent at the first level and a preset first beam
group, receive a first beamforming parameter
reported by the UE based on the quantity of CSI-
RS signals to be sent at the first level, the sam-
pling rate at the first level, and the first CSI-RS
signal, wherein a width of a beam represented
by the first beamforming parameter is less than
a width of a beam in the first beam group, a quan-
tity of beams in the first beam group is equal to
a quantity of first CSI-RS signals, and all the first
CSI-RS signals have a same beamforming fac-
tor;
a determining unit, configured to determine a
second beam group based on the first beam-
forming parameter, wherein
the sending module is further configured to send
a second CSI-RS signal to the UE based on the
quantity of CSI-RS signals to be sent at the sec-
ond level and the second beam group, wherein
a width of a beam in the second beam group is
less than or equal to the width of the beam rep-
resented by the first beamforming parameter, a
quantity of beams in the second beam group is
equal to a quantity of second CSI-RS signals,
and all the second CSI-RS signals have a same
beamforming factor; and
a second receiving unit, configured to receive a
second beamforming parameter reported by the
UE based on the quantity of CSI-RS signals to
be sent at the second level, the sampling rate
at the second level, and the second CSI-RS sig-
nal, wherein a width of beamforming represent-
ed by the second beamforming parameter is less
than the width of the beam in the second beam
group.

17. The access network device according to claim 16,
wherein the first beamforming parameter comprises
an identifier of a first main beam in a horizontal an-
tenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to
the first main beam in the horizontal antenna direc-
tion, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-

larization directions.

18. The access network device according to claim 16,
wherein the CSI-RS send window parameter com-
prises a first send window parameter and a second
send window parameter, and the first send window
parameter comprises a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol
or subframe offset of the CSI-RS signal in time do-
main, and a total quantity of symbols or subframes
occupied by the CSI-RS signal in time domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the first level by
using the time domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-
pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.

19. A terminal device, comprising a receiving module, a
processing module, and a sending module, wherein
the receiving module is configured to receive a chan-
nel state information-reference signal CSI-RS con-
figuration parameter sent by an access network de-
vice, wherein the CSI-RS configuration parameter
comprises a quantity of CSI-RS signals to be sent
by the access network device at each level and a
sampling rate at each level; and
the processing module is configured to: after the re-
ceiving module receives a CSI-RS signal at each
level that is sent by the access network device, de-
termine a beamforming parameter at each level
based on the CSI-RS signal at each level and the
sampling rate at each level, and report the beam-
forming parameter at each level to the access net-
work device by using the sending module, wherein
a width of a beam represented by the beamforming
parameter at each level is less than a width of beam-
forming used for delivering the CSI-RS signal at each
level, and a width of beamforming used for delivering
a CSI-RS signal at a current level is less than or
equal to a width of a beam represented by a beam-
forming parameter reported at a previous level.

20. The terminal device according to claim 19, wherein
the quantity of CSI-RS signals to be sent at each
level comprises a quantity of CSI-RS signals that
have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have
a same polarization direction in a vertical direction,
and the sampling rate at each level comprises a sam-
pling rate in the horizontal direction and a sampling
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rate in the vertical direction.

21. The terminal device according to claim 19 or 20,
wherein the CSI-RS configuration parameter further
comprises a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent
a sending manner of the CSI-RS signal at each level,
and the sending manner comprises at least one of
the following manners: a manner in which the CSI-
RS signal at each level is sent by using a time domain
window, a manner in which the CSI-RS signal at each
level is sent by using a frequency domain window,
or a manner in which the CSI-RS signal at each level
is sent by using both a time domain window and a
frequency domain window.

22. The terminal device according to claim 21, wherein
the CSI-RS configuration parameter comprises a
quantity of CSI-RS signals to be sent by the access
network device at a first level, a quantity of CSI-RSs
to be sent at a second level, a sampling rate at the
first level, and a sampling rate at the second level,
and the processing module specifically comprises:

a first processing unit, configured to: after the
receiving module receives a first CSI-RS signal
sent by the access network device based on the
quantity of CSI-RS signals to be sent at the first
level and a first beam group, determine a first
beamforming parameter based on the quantity
of CSI-RS signals to be sent at the first level,
the sampling rate at the first level, and the first
CSI-RS signal, and report the first beamforming
parameter to the access network device by us-
ing the sending module, wherein a width of a
beam represented by the first beamforming pa-
rameter is less than a width of a beam in the first
beam group, a quantity of beams in the first
beam group is equal to a quantity of first CSI-
RS signals, and all the first CSI-RS signals have
a same beamforming factor; and
a second processing unit, configured to: after
the receiving module receives a second CSI-RS
signal sent by the access network device based
on the quantity of CSI-RS signals to be sent at
the second level and a second beam group, de-
termine a second beamforming parameter
based on the quantity of CSI-RS signals to be
sent at the second level, the sampling rate at
the second level, and the second CSI-RS signal,
and report the second beamforming parameter
to the access network device by using the send-
ing module, wherein the second beam group is
determined by the access network device based
on the first beamforming parameter, a width of
a beam in the second beam group is less than
or equal to the width of the beam represented
by the first beamforming parameter, a quantity

of beams in the second beam group is equal to
a quantity of second CSI-RS signals, all the sec-
ond CSI-RS signals have a same beamforming
factor, and a width of beamforming represented
by the second beamforming parameter is less
than the width of the beam in the second beam
group.

23. The terminal device according to claim 22, wherein
the first beamforming parameter comprises an iden-
tifier of a first main beam in a horizontal antenna
direction, an identifier of a second main beam in a
vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction,
and an offset relative to the second main beam in
the vertical antenna direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-
larization directions.

24. The terminal device according to claim 22, wherein
the CSI-RS send window parameter comprises a first
send window parameter and a second send window
parameter, and the first send window parameter
comprises a start sending symbol or subframe of a
CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a
total quantity of symbols or subframes occupied by
the CSI-RS signal in time domain, and is used to
indicate, to the UE, that the access network device
sends a CSI-RS signal at the first level by using the
time domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-
pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.

25. An access network device, comprising:

a transmitter, configured to send a channel state
information-reference signal CSI-RS configura-
tion parameter to a terminal device UE, wherein
the CSI-RS configuration parameter comprises
a quantity of CSI-RS signals to be sent by the
access network device at each level and a sam-
pling rate at each level; and
a receiver, configured to: after the transmitter
sends, based on the quantity of CSI-RS signals
at each level, a CSI-RS signal corresponding to
each level to the UE, receive a beamforming pa-
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rameter at each level that is reported by the UE
for the CSI-RS signal at each level, wherein the
beamforming parameter at each level is deter-
mined by the UE based on the CSI-RS signal at
each level and the sampling rate at each level,
a width of a beam represented by the beamform-
ing parameter at each level is less than a width
of beamforming used for delivering the CSI-RS
signal at each level, and a width of beamforming
used for delivering a CSI-RS signal at a current
level is less than or equal to a width of a beam
represented by a beamforming parameter re-
ported at a previous level.

26. The access network device according to claim 25,
wherein the quantity of CSI-RS signals to be sent at
each level comprises a quantity of CSI-RS signals
that have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have
a same polarization direction in a vertical direction,
and the sampling rate at each level comprises a sam-
pling rate in the horizontal direction and a sampling
rate in the vertical direction.

27. The access network device according to claim 25 or
26, wherein the CSI-RS configuration parameter fur-
ther comprises a CSI-RS send window parameter,
the CSI-RS send window parameter is used to rep-
resent a sending manner of the CSI-RS signal at
each level, and the sending manner comprises at
least one of the following manners: a manner in
which the CSI-RS signal at each level is sent by using
a time domain window, a manner in which the CSI-
RS signal at each level is sent by using a frequency
domain window, or a manner in which the CSI-RS
signal at each level is sent by using both a time do-
main window and a frequency domain window.

28. The access network device according to claim 27,
wherein the CSI-RS configuration parameter com-
prises a quantity of CSI-RS signals to be sent by the
access network device at a first level, a quantity of
CSI-RSs to be sent at a second level, a sampling
rate at the first level, and a sampling rate at the sec-
ond level;
the receiver is specifically configured to: after the
transmitter sends a first CSI-RS signal to the UE
based on the quantity of CSI-RS signals to be sent
at the first level and a preset first beam group, receive
a first beamforming parameter reported by the UE
based on the quantity of CSI-RS signals to be sent
at the first level, the sampling rate at the first level,
and the first CSI-RS signal, wherein a width of a
beam represented by the first beamforming param-
eter is less than a width of a beam in the first beam
group, a quantity of beams in the first beam group
is equal to a quantity of first CSI-RS signals, and all
the first CSI-RS signals have a same beamforming

factor;
the transmitter is configured to send a second CSI-
RS signal to the UE based on the quantity of CSI-
RS signals to be sent at the second level and a sec-
ond beam group determined by the processor with
reference to the first beamforming parameter,
wherein a width of a beam in the second beam group
is less than or equal to the width of the beam repre-
sented by the first beamforming parameter, a quan-
tity of beams in the second beam group is equal to
a quantity of second CSI-RS signals, and all the sec-
ond CSI-RS signals have a same beamforming fac-
tor; and
the receiver is further configured to receive a second
beamforming parameter reported by the UE based
on the quantity of CSI-RS signals to be sent at the
second level, the sampling rate at the second level,
and the second CSI-RS signal, wherein a width of
beamforming represented by the second beamform-
ing parameter is less than the width of the beam in
the second beam group.

29. The access network device according to claim 28,
wherein the first beamforming parameter comprises
an identifier of a first main beam in a horizontal an-
tenna direction, an identifier of a second main beam
in a vertical antenna direction, an offset relative to
the first main beam in the horizontal antenna direc-
tion, and an offset relative to the second main beam
in the vertical antenna direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-
larization directions.

30. The access network device according to claim 28,
wherein the CSI-RS send window parameter com-
prises a first send window parameter and a second
send window parameter, and the first send window
parameter comprises a start sending symbol or sub-
frame of a CSI-RS signal in time domain, a symbol
or subframe offset of the CSI-RS signal in time do-
main, and a total quantity of symbols or subframes
occupied by the CSI-RS signal in time domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the first level by
using the time domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-
pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.
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31. A terminal device, comprising a receiver, a proces-
sor, and a transmitter, wherein
the receiver is configured to receive a channel state
information-reference signal CSI-RS configuration
parameter sent by an access network device, where-
in the CSI-RS configuration parameter comprises a
quantity of CSI-RS signals to be sent by the access
network device at each level and a sampling rate at
each level; and
the processor is configured to: after the receiver re-
ceives a CSI-RS signal at each level that is sent by
the access network device, determine a beamform-
ing parameter at each level based on the CSI-RS
signal at each level and the sampling rate at each
level, and report the beamforming parameter at each
level to the access network device by using the trans-
mitter, wherein a width of a beam represented by the
beamforming parameter at each level is less than a
width of beamforming used for delivering the CSI-
RS signal at each level, and a width of beamforming
used for delivering a CSI-RS signal at a current level
is less than or equal to a width of a beam represented
by a beamforming parameter reported at a previous
level.

32. The terminal device according to claim 31, wherein
the quantity of CSI-RS signals to be sent at each
level comprises a quantity of CSI-RS signals that
have a same polarization direction in a horizontal
direction and a quantity of CSI-RS signals that have
a same polarization direction in a vertical direction,
and the sampling rate at each level comprises a sam-
pling rate in the horizontal direction and a sampling
rate in the vertical direction.

33. The terminal device according to claim 31 or 32,
wherein the CSI-RS configuration parameter further
comprises a CSI-RS send window parameter, the
CSI-RS send window parameter is used to represent
a sending manner of the CSI-RS signal at each level,
and the sending manner comprises at least one of
the following manners: a manner in which the CSI-
RS signal at each level is sent by using a time domain
window, a manner in which the CSI-RS signal at each
level is sent by using a frequency domain window,
or a manner in which the CSI-RS signal at each level
is sent by using both a time domain window and a
frequency domain window.

34. The terminal device according to claim 33, wherein
the CSI-RS configuration parameter comprises a
quantity of CSI-RS signals to be sent by the access
network device at a first level, a quantity of CSI-RSs
to be sent at a second level, a sampling rate at the
first level, and a sampling rate at the second level;
the processor is specifically configured to: after the
receiver receives a first CSI-RS signal sent by the
access network device based on the quantity of CSI-

RS signals to be sent at the first level and a first beam
group, determine a first beamforming parameter
based on the quantity of CSI-RS signals to be sent
at the first level, the sampling rate at the first level,
and the first CSI-RS signal, and report the first beam-
forming parameter to the access network device by
using the transmitter, wherein a width of a beam rep-
resented by the first beamforming parameter is less
than a width of a beam in the first beam group, a
quantity of beams in the first beam group is equal to
a quantity of first CSI-RS signals, and all the first
CSI-RS signals have a same beamforming factor;
and
the processor is further configured to: after the re-
ceiver receives a second CSI-RS signal sent by the
access network device based on the quantity of CSI-
RS signals to be sent at the second level and a sec-
ond beam group, determine a second beamforming
parameter based on the quantity of CSI-RS signals
to be sent at the second level, the sampling rate at
the second level, and the second CSI-RS signal, and
report the second beamforming parameter to the ac-
cess network device by using the transmitter, where-
in the second beam group is determined by the ac-
cess network device based on the first beamforming
parameter, a width of a beam in the second beam
group is less than or equal to the width of the beam
represented by the first beamforming parameter, a
quantity of beams in the second beam group is equal
to a quantity of second CSI-RS signals, all the sec-
ond CSI-RS signals have a same beamforming fac-
tor, and a width of beamforming represented by the
second beamforming parameter is less than the
width of the beam in the second beam group.

35. The terminal device according to claim 34, wherein
the first beamforming parameter comprises an iden-
tifier of a first main beam in a horizontal antenna
direction, an identifier of a second main beam in a
vertical antenna direction, an offset relative to the
first main beam in the horizontal antenna direction,
and an offset relative to the second main beam in
the vertical antenna direction; and
the second beamforming parameter comprises an
identifier of a beam in the horizontal antenna direc-
tion, an identifier of a beam in the vertical antenna
direction, and a phase difference in two antenna po-
larization directions.

36. The terminal device according to claim 34, wherein
the CSI-RS send window parameter comprises a first
send window parameter and a second send window
parameter, and the first send window parameter
comprises a start sending symbol or subframe of a
CSI-RS signal in time domain, a symbol or subframe
offset of the CSI-RS signal in time domain, and a
total quantity of symbols or subframes occupied by
the CSI-RS signal in time domain, and is used to
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indicate, to the UE, that the access network device
sends a CSI-RS signal at the first level by using the
time domain window; and
the second send window parameter comprises a
start sending subcarrier, resource block, or sub-
band of a CSI-RS signal in frequency domain, a sub-
carrier, resource block, or sub-band offset of the CSI-
RS signal in frequency domain, and a total quantity
of subcarriers, resource blocks, or sub-bands occu-
pied by the CSI-RS signal in frequency domain, and
is used to indicate, to the UE, that the access network
device sends a CSI-RS signal at the second level by
using the frequency domain window.
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