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(54) DATA TRANSMISSION METHOD, NETWORK DEVICE, AND TERMINAL DEVICE

(57) Embodiments of the present invention provide
a data transmission method, a network device, and a
terminal device. A network device configures N groups
of scheduling information based on a requirement of a
terminal device group, configures at least one piece of
downlink data based on M groups of scheduling informa-
tion in the N groups of scheduling information, and sends
first downlink data to a first terminal device in a first trans-
mission time unit. Correspondingly, the first terminal de-
vice determines the N groups of scheduling information,

and detects the first downlink data in the first transmission
time unit based on the N groups of scheduling informa-
tion. In the process, the first downlink data can be suc-
cessfully transmitted through a plurality of transmissions
and one successful detection, thereby implementing
highly reliable data transmission. In addition, not only low
reliability of PDCCH dynamic scheduling is avoided with-
out introducing a large quantity of control overheads, but
also link adaptation can be obtained.
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Description

TECHNICAL FIELD

[0001] Embodiments of the present invention relate to
communications technologies, and in particular, to a data
transmission method, a network device, and a terminal
device.

BACKGROUND

[0002] In a wireless communications system, a termi-
nal device receives downlink data or sends uplink data
based on downlink control information (Downlink Control
Information, DCI) sent by a network device. The DCI in-
cludes scheduling information, power control command
information, and the like. The scheduling information in-
cludes at least resource allocation (Resource Allocation,
RA) information and/or modulation and coding scheme
(Modulation and Coding Scheme, MCS) information.
[0003] In a Long Term Evolution (Long Term Evolution,
LTE) system, the network device mainly adds the DCI to
a physical downlink control channel (Physical Downlink
Control Channel, PDCCH), such as a PDCCH defined in
Release 8 (Release 8, R8) or an enhanced physical
downlink control channel (enhanced Physical Downlink
Control Channel, ePDCCH) defined in Release 11 (Re-
lease, Rll). In a data transmission process, user equip-
ment performs blind detection on the PDCCH or the eP-
DCCH to obtain required DCI, and receives downlink da-
ta or sends uplink data based on the DCI. During blind
detection, an error may occur, and an error occurrence
possibility is referred to as a miss-detection (miss-detec-
tion) probability. Generally, an indicator of a miss-detec-
tion probability of the PDCCH or the ePDCCH in LTE is
10-2.
[0004] Ultra-reliable and low-latency communication
(Ultra Reliable and Low Latency Communication,
URLLC) is introduced into future 5th generation mobile
communication (the 5th Generation Mobile Communica-
tion, 5G). URLLC has two key indicators: 1. A user plane
latency (User plane latency) reaches 0.5 ms. 2. Reliability
reaches a value ranging from 10-5 to 1. If a data trans-
mission mechanism in LTE continues to be used for
URLLC, a reliability indicator of URLLC obviously cannot
be met because the indicator of the miss-detection prob-
ability of the PDCCH or the ePDCCH is 10-2.

SUMMARY

[0005] Embodiments of the present invention provide
a data transmission method, a network device, and a
terminal device, to implement highly reliable data trans-
mission.
[0006] According to a first aspect, an embodiment of
the present invention provides a data transmission meth-
od. The method is described from a perspective of a net-
work device, and the method includes: configuring, by

the network device, N groups of scheduling information
based on a requirement of a terminal device group, con-
figuring at least one piece of downlink data based on M
groups of scheduling information in the N groups of
scheduling information, and sending first downlink data
to a first terminal device in a first transmission time unit;
and correspondingly, determining, by the first terminal
device, the N groups of scheduling information, and de-
tecting the first downlink data in the first transmission
time unit based on the N groups of scheduling informa-
tion.
[0007] In the foregoing method, the first downlink data
includes the at least one piece of downlink data, and the
at least one piece of downlink data carries same infor-
mation. Therefore, as long as the first terminal device
successfully detects one piece of downlink data from the
first downlink data, it indicates that the data is success-
fully received. In this way, the first downlink data can be
successfully transmitted through a plurality of transmis-
sions and one successful detection, thereby implement-
ing highly reliable data transmission. In addition, not only
low reliability of PDCCH dynamic scheduling is avoided
without introducing a large quantity of control overheads,
but also link adaptation can be obtained.
[0008] In a feasible implementation, when each of the
M groups of scheduling information indicates one chan-
nel resource and/or one MCS, the first downlink data in-
cludes M pieces of downlink data, and that the network
device configures the first downlink data based on the M
groups of scheduling information in the N groups of
scheduling information includes at least one of the fol-
lowing two steps: The network device modulates the M
pieces of downlink data based on M modulation and cod-
ing schemes MCSs indicated in the M groups of sched-
uling information, and the network device respectively
maps the downlink data onto M channel resources indi-
cated in the M groups of scheduling information. In the
process, the M pieces of first downlink data carry same
information.
[0009] In the foregoing method, the first downlink data
configured by the network device based on the M groups
of scheduling information includes the M pieces of down-
link data carrying the same information, and the M pieces
of downlink data carrying the same information are sent
to the first terminal device in the first transmission time
unit, so that the first terminal device detects the M pieces
of downlink data. This is mainly applicable to a case in
which M is greater than 1.
[0010] In a feasible implementation, the M groups of
scheduling information include an ith group of scheduling
information in the N groups of scheduling information,
and the ith group of scheduling information indicates Si
channel resources, or the ith group of scheduling infor-
mation indicates Si channel resources and Si MCSs, or
the ith group of scheduling information indicates Si chan-
nel resources, Si MCSs, and S; redundancy versions
RVs, where
[0011] Si is an integer greater than 1.
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[0012] That the network device configures S; pieces
of downlink data included in the first downlink data in-
cludes at least one of the following two steps: The net-
work device modulates the S; pieces of downlink data
based on the S; MCSs indicated in the ith group of sched-
uling information, and the network device respectively
maps the S; pieces of downlink data onto the Si channel
resources.
[0013] In the foregoing method, for the ith group of
scheduling information in the M groups of scheduling in-
formation, the first downlink data configured by the net-
work device includes the Si pieces of downlink data, and
the Si pieces of downlink data carry same information,
so that the first terminal device detects the Si pieces of
downlink data. This is mainly applicable to a case in which
M=1 or M=2.
[0014] In a feasible implementation, the first downlink
data further includes Sj pieces of downlink data, the M
groups of scheduling information include a jth group of
scheduling information in the N groups of scheduling in-
formation, the jth group of scheduling information and the
ith group of scheduling information are different schedul-
ing information, and that the network device configures
the first downlink data based on the M groups of sched-
uling information in the N groups of scheduling informa-
tion includes: configuring, by the network device, the Sj
pieces of downlink data based on the jth group of sched-
uling information, where the Sj pieces of downlink data
carry same information, and the information carried in
the Sj pieces of downlink data is different from the infor-
mation carried in the Si pieces of downlink data, and Sj
is a positive integer.
[0015] In a feasible implementation, the method further
includes: configuring, by the network device, second
downlink data based on P groups of scheduling informa-
tion in the N groups of scheduling information, where P
is a positive integer less than or equal to N; and sending,
by the network device, the second downlink data to a
second terminal device in a second transmission time
unit. The first transmission time unit does not overlap the
second transmission time unit, and the M groups of
scheduling information are the same as, partially the
same as, or different from the P groups of scheduling
information; or the first transmission time unit overlaps
or partially overlaps the second transmission time unit,
and the M groups of scheduling information are different
from the P groups of scheduling information.
[0016] In the foregoing method, the network device
configures the N groups of scheduling information for one
terminal device group, and sends, on one or more chan-
nel resources, downlink data to one or more UEs having
a transmission requirement in the terminal device group.
The plurality of UEs reuse the channel resource, thereby
increasing utilization of the channel resource.
[0017] In a feasible implementation, before the send-
ing, by the network device, first downlink data to a first
terminal device in a first transmission time unit, the meth-
od further includes: sending, by the network device,

scheduling information indication signaling to the first ter-
minal device and/or the second terminal device, where
the scheduling information indication signaling is used to
indicate the N groups of scheduling information, and the
scheduling information indication signaling is higher layer
signaling or physical layer signaling. When the physical
signaling is used, it is convenient to update the schedul-
ing information. When the higher layer signaling is used,
resources are reduced.
[0018] In a feasible implementation, the method further
includes:
sending, by the network device, downlink data indication
signaling to the first terminal device in the first transmis-
sion time unit, where the downlink data indication sign-
aling is used to indicate whether the first downlink data
is sent within the first transmission time, thereby prevent-
ing the terminal device from performing blind detection
on the first downlink data in real time.
[0019] According to a second aspect, an embodiment
of the present invention provides a data transmission
method. The method is described from a perspective of
a first terminal device, and the method includes: deter-
mining, by the first terminal device, N groups of sched-
uling information, where N is a positive integer; and de-
tecting, by the first terminal device, first downlink data in
a first transmission time unit based on the N groups of
scheduling information, where the first downlink data in-
cludes at least one piece of downlink data.
[0020] In the foregoing method, the first downlink data
includes the at least one piece of downlink data, and the
at least one piece of downlink data carries same infor-
mation. Therefore, as long as the first terminal device
successfully detects one piece of downlink data from the
first downlink data, it indicates that the data is success-
fully received. In this way, the first downlink data can be
successfully transmitted through a plurality of transmis-
sions and one successful detection, thereby implement-
ing highly reliable data transmission. In addition, not only
low reliability of PDCCH dynamic scheduling is avoided
without introducing a large quantity of control overheads,
but also link adaptation can be obtained.
[0021] In a feasible implementation, the first downlink
data is configured by the network device based on M
groups of scheduling information in the N groups of
scheduling information, M is a positive integer less than
or equal to N.
[0022] In a feasible implementation, the first downlink
data includes M pieces of downlink data, the M pieces
of downlink data carry same information, and the detect-
ing, by the first terminal device, first downlink data in a
first transmission time unit based on the N groups of
scheduling information includes: extracting, by the first
terminal device in the first transmission time unit, the M
pieces of downlink data from M channel resources indi-
cated in the M groups of scheduling information; and/or
demodulating, by the first terminal device, the M pieces
of downlink data in the first transmission time unit based
on M MCSs indicated in the M groups of scheduling in-
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formation.
[0023] In a feasible implementation, the M groups of
scheduling information include an ith group of scheduling
information in the N groups of scheduling information,
and the ith group of scheduling information indicates Si
channel resources, or the ith group of scheduling infor-
mation indicates Si channel resources and Si MCSs, or
the ith group of scheduling information indicates Si chan-
nel resources, Si MCSs, and Si redundancy versions
RVs, where Si is an integer greater than 1.
[0024] In a feasible implementation, the first downlink
data includes Si pieces of downlink data, and the detect-
ing, by the first terminal device, first downlink data in a
first transmission time unit based on the N groups of
scheduling information includes:
detecting, by the first terminal device, the Si pieces of
downlink data based on the ith group of scheduling infor-
mation, where the Si pieces of downlink data carry same
information.
[0025] In a feasible implementation, the first downlink
data further includes Sj pieces of downlink data, the M
groups of scheduling information include a jth group of
scheduling information in the N groups of scheduling in-
formation, the jth group of scheduling information and the
ith group of scheduling information are different schedul-
ing information, and the detecting, by the first terminal
device, first downlink data in a first transmission time unit
based on the N groups of scheduling information in-
cludes: detecting, by the first terminal device, the Sj piec-
es of downlink data based on the jth group of scheduling
information, where the Sj pieces of downlink data carry
same information, and the information carried in the Sj
pieces of downlink data is different from the information
carried in the Si pieces of downlink data, and Sj is a pos-
itive integer.
[0026] In a feasible implementation, before the detect-
ing, by the first terminal device, first downlink data in a
first transmission time unit based on the N groups of
scheduling information, the method further includes: re-
ceiving, by the first terminal device, scheduling informa-
tion indication signaling sent by the network device,
where the scheduling information indication signaling is
used to indicate the N groups of scheduling information,
and the scheduling information indication signaling is
higher layer signaling or physical layer signaling.
[0027] In a feasible implementation, before the detect-
ing, by the first terminal device, first downlink data in a
first transmission time unit based on the N groups of
scheduling information, the method further includes: re-
ceiving, by the first terminal device, downlink data indi-
cation signaling that is sent by the network device in the
first transmission time unit, where the downlink data in-
dication signaling is used to indicate whether the first
downlink data is sent within the first transmission time.
[0028] According to a third aspect, an embodiment of
the present invention provides a network device, includ-
ing:

a processing module, configured to: configure N
groups of scheduling information, where N is a pos-
itive integer; and configure first downlink data based
on M groups of scheduling information in the N
groups of scheduling information, where the first
downlink data includes at least one piece of downlink
data, M is a positive integer less than or equal to N;
and
a transceiver module, configured to send the first
downlink data to the first terminal device in a first
transmission time unit.

[0029] In a feasible implementation, the first downlink
data includes M pieces of downlink data, the M pieces
of downlink data carry same information, and when con-
figuring the first downlink data based on the M groups of
scheduling information in the N groups of scheduling in-
formation, the processing module specifically and sepa-
rately modulates the M pieces of downlink data based
on M modulation and coding schemes MCSs indicated
in the M groups of scheduling information; and/or respec-
tively maps the M pieces of downlink data onto M channel
resources indicated in the M groups of scheduling infor-
mation.
[0030] In a feasible implementation, the M groups of
scheduling information include an ith group of scheduling
information in the N groups of scheduling information,
and the ith group of scheduling information indicates Si
channel resources, or the ith group of scheduling infor-
mation indicates Si channel resources and Si MCSs, or
the ith group of scheduling information indicates Si chan-
nel resources, Si MCSs, and Si redundancy versions
RVs, where
[0031] Si is an integer greater than 1.
[0032] In a feasible implementation, the first downlink
data includes Si pieces of downlink data, and the process-
ing module specifically configures the Si pieces of down-
link data based on the ith group of scheduling information
when configuring the first downlink data based on the M
groups of scheduling information in the N groups of
scheduling information, where the Si pieces of downlink
data carry same information.
[0033] In a feasible implementation, the first downlink
data further includes Sj pieces of downlink data, the M
groups of scheduling information include a jth group of
scheduling information in the N groups of scheduling in-
formation, the jth group of scheduling information and the
ith group of scheduling information are different schedul-
ing information, and the processing module specifically
configures the Sj pieces of downlink data based on the
jth group of scheduling information when configuring the
first downlink data based on the M groups of scheduling
information in the N groups of scheduling information,
where the Sj pieces of downlink data carry same infor-
mation, where
the information carried in the Sj pieces of downlink data
is different from the information carried in the Si pieces
of downlink data, and Sj is a positive integer.
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[0034] In a feasible implementation, the processing
module is further configured to configure second down-
link data based on P groups of scheduling information in
the N groups of scheduling information, where P is a pos-
itive integer less than or equal to N; and
the transceiver module is further configured to send the
second downlink data to a second terminal device in a
second transmission time unit.
[0035] In a feasible implementation, the first transmis-
sion time unit does not overlap the second transmission
time unit, and the M groups of scheduling information are
the same as, partially the same as, or different from the
P groups of scheduling information; or
the first transmission time unit overlaps or partially over-
laps the second transmission time unit, and the M groups
of scheduling information are different from the P groups
of scheduling information.
[0036] In a feasible implementation, the transceiver
module is further configured to send scheduling informa-
tion indication signaling to the first terminal device and/or
the second terminal device before sending the first down-
link data to the first terminal device in the first transmis-
sion time unit, where the scheduling information indica-
tion signaling is used to indicate the N groups of sched-
uling information, and the scheduling information indica-
tion signaling is higher layer signaling or physical layer
signaling.
[0037] In a feasible implementation, the transceiver
module is further configured to send downlink data indi-
cation signaling to the first terminal device in the first
transmission time unit, where the downlink data indica-
tion signaling is used to indicate whether the first downlink
data is sent within the first transmission time.
[0038] According to a fourth aspect, an embodiment
of the present invention provides a terminal device,
where the terminal device is a first terminal device, and
the first terminal device includes:
a processing module, configured to: determine N groups
of scheduling information, where N is a positive integer;
and detect first downlink data in a first transmission time
unit based on the N groups of scheduling information,
where the first downlink data includes at least one piece
of downlink data.
[0039] In a feasible implementation, the first downlink
data is configured by the network device based on M
groups of scheduling information in the N groups of
scheduling information, M is a positive integer less than
or equal to N.
[0040] In a feasible implementation, the first downlink
data includes M pieces of downlink data, the M pieces
of downlink data carry same information, and when de-
tecting the first downlink data in the first transmission
time unit based on the N groups of scheduling informa-
tion, the processing module is specifically configured to
extract, in the first transmission time unit, the M pieces
of downlink data from M channel resources indicated in
the M groups of scheduling information; and/or the
processing module is specifically configured to demod-

ulate the M pieces of downlink data in the first transmis-
sion time unit based on M MCSs indicated in the M groups
of scheduling information.
[0041] In a feasible implementation, the M groups of
scheduling information include an ith group of scheduling
information in the N groups of scheduling information,
and the ith group of scheduling information indicates Si
channel resources, or the ith group of scheduling infor-
mation indicates Si channel resources and Si MCSs, or
the ith group of scheduling information indicates Si chan-
nel resources, Si MCSs, and Si redundancy versions
RVs, where
[0042] Si is an integer greater than 1.
[0043] In a feasible implementation, the first downlink
data includes Si pieces of downlink data, and the process-
ing module is specifically configured to detect the Si piec-
es of downlink data based on the ith group of scheduling
information when detecting the first downlink data in the
first transmission time unit based on the N groups of
scheduling information, where the Si pieces of downlink
data carry same information.
[0044] In a feasible implementation, the first downlink
data further includes Sj pieces of downlink data, the M
groups of scheduling information include a jth group of
scheduling information in the N groups of scheduling in-
formation, the jth group of scheduling information and the
ith group of scheduling information are different schedul-
ing information, and the processing module is specifically
configured to detect the Sj pieces of downlink data based
on the jth group of scheduling information when detecting
the first downlink data in the first transmission time unit
based on the N groups of scheduling information, where
the Sj pieces of downlink data carry same information,
where
the information carried in the Sj pieces of downlink data
is different from the information carried in the Si pieces
of downlink data, and Sj is a positive integer.
[0045] In a feasible implementation, the first terminal
device further includes:
a transceiver module, configured to: before the process-
ing module detects the first downlink data in the first trans-
mission time unit based on the N groups of scheduling
information, receive scheduling information indication
signaling sent by the network device, where the sched-
uling information indication signaling is used to indicate
the N groups of scheduling information, and the sched-
uling information indication signaling is higher layer sig-
naling or physical layer signaling.
[0046] In a feasible implementation, the transceiver
module is configured to: before the processing module
detects the first downlink data in the first transmission
time unit based on the N groups of scheduling informa-
tion, receive downlink data indication signaling that is
sent by the network device in the first transmission time
unit, where the downlink data indication signaling is used
to indicate whether the first downlink data is sent within
the first transmission time.
[0047] According to a fifth aspect, an embodiment of
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the present invention provides a network device, includ-
ing a processor, a memory, a communications interface,
and a system bus. The memory, the communications in-
terface, and the processor are connected to and com-
municate with each other by using the system bus, the
memory is configured to store a computer execution in-
struction, the communications interface is configured to
communicate with another device, and the processor is
configured to run the computer execution instruction, so
that the network device performs the steps in any one of
the first aspect or the possible implementations of the
first aspect.
[0048] According to a sixth aspect, an embodiment of
the present invention provides a terminal device, where
the terminal device is a first terminal device, and the first
terminal device includes a processor, a memory, a com-
munications interface, and a system bus. The memory,
the communications interface, and the processor are
connected to and communicate with each other by using
the system bus, the memory is configured to store a com-
puter execution instruction, the communications inter-
face is configured to communicate with another device,
and the processor is configured to run the computer ex-
ecution instruction, so that the first terminal device per-
forms the steps in any one of the first aspect or the pos-
sible implementations of the first aspect.
[0049] According to a seventh aspect, an embodiment
of the present invention provides a data transmission
method, including:

sending, by a network device, first downlink data to
a first terminal device in a first transmission time unit,
where at least one transport block included in the
first downlink data includes scheduling information;
configuring, by the network device, second downlink
data based on the scheduling information; and
sending, by the network device, the second downlink
data to the first terminal device in a second trans-
mission time unit, where
the first transmission time unit is earlier than the sec-
ond transmission time unit.

[0050] In a feasible implementation, the first downlink
data includes A transport blocks, and the scheduling in-
formation occupies the first X bits or the last X bits of one
of the A transport blocks; or

the first downlink data includes two transport blocks,
and the scheduling information occupies the first X
bits or the last X bits of each of the two transport
blocks, where
X is an integer greater than or equal to 1, and A is
equal to 1 or 2.

[0051] In a feasible implementation, the transport block
further includes scheduling information indication field in-
formation; and
the first downlink data includes A transport blocks, the

scheduling information indication field information occu-
pies the first Y bits of one of the A transport blocks, and
the scheduling information occupies X bits after the Y
bits of the transport block; or
the first downlink data includes two transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0052] In a feasible implementation, joint coding is per-
formed on all information in the transport block.
[0053] In a feasible implementation, before the send-
ing, by a network device, first downlink data to a first
terminal device in a first transmission time unit, the meth-
od further includes:

configuring, by the network device, N groups of
scheduling information, where N is a positive integer;
and
configuring, by the network device, the first downlink
data based on one of the N groups of scheduling
information.

[0054] According to an eighth aspect, an embodiment
of the present invention provides a data transmission
method, including:

receiving, by a first terminal device, first downlink
data that is sent by a network device in a first trans-
mission time unit, where at least one transport block
included in the first downlink data includes schedul-
ing information;
demodulating, by the first terminal device, second
downlink data in a second transmission time unit
based on the scheduling information, where the sec-
ond downlink data is configured by the network de-
vice based on the scheduling information, where
the first transmission time unit is earlier than the sec-
ond transmission time unit.

[0055] In a feasible implementation, the first downlink
data includes A transport blocks, and the scheduling in-
formation occupies the first X bits or the last X bits of one
of the A transport blocks; or
the first downlink data includes two transport blocks, and
the scheduling information occupies the first X bits or the
last X bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0056] In a feasible implementation, the first downlink
data includes A transport blocks, the scheduling informa-
tion indication field information occupies the first Y bits
of one of the A transport blocks, and the scheduling in-
formation occupies X bits after the Y bits of the transport
block; or
the first downlink data includes two transport blocks, the
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scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0057] In a feasible implementation, joint coding is per-
formed on all information in the transport block.
[0058] In a feasible implementation, the receiving, by
a first terminal device, first downlink data that is sent by
a network device in a first transmission time unit includes:
receiving, by the first terminal device in the first transmis-
sion time unit, the first downlink data configured by the
network device based on one of N groups of scheduling
information.
[0059] According to a ninth aspect, an embodiment of
the present invention provides a network device, includ-
ing:

a transceiver module, configured to send first down-
link data to a first terminal device in a first transmis-
sion time unit, where at least one transport block
included in the first downlink data includes schedul-
ing information; and
a processing module, configured to configure sec-
ond downlink data based on the scheduling informa-
tion, where
the transceiver module is further configured to send
the second downlink data to the first terminal device
in a second transmission time unit; and
the first transmission time unit is earlier than the sec-
ond transmission time unit.

[0060] In a feasible implementation, the first downlink
data includes A transport blocks, and the scheduling in-
formation occupies the first X bits or the last X bits of one
of the A transport blocks; or
the first downlink data includes two transport blocks, and
the scheduling information occupies the first X bits or the
last X bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0061] In a feasible implementation, the transport block
further includes scheduling information indication field in-
formation; and
the first downlink data includes A transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of one of the A transport blocks, and
the scheduling information occupies X bits after the Y
bits of the transport block; or
the first downlink data includes two transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0062] In a feasible implementation, joint coding is per-

formed on all information in the transport block.
[0063] In a feasible implementation, the processing
module is further configured to: configure N groups of
scheduling information before the transceiver module
sends the first downlink data to the first terminal device
in the first transmission time unit, where N is a positive
integer; and configure the first downlink data based on
one of the N groups of scheduling information.
[0064] According to a tenth aspect, an embodiment of
the present invention provides a terminal device, where
the terminal device is a first terminal device, and the first
terminal device includes:

a transceiver module, configured to receive first
downlink data that is sent by a network device in a
first transmission time unit, where at least one trans-
port block included in the first downlink data includes
scheduling information;
a processing module, configured to demodulate sec-
ond downlink data in a second transmission time unit
based on the scheduling information, where the sec-
ond downlink data is configured by the network de-
vice based on the scheduling information, where
the first transmission time unit is earlier than the sec-
ond transmission time unit.

[0065] In a feasible implementation, the first downlink
data includes A transport blocks, and the scheduling in-
formation occupies the first X bits or the last X bits of one
of the A transport blocks; or
the first downlink data includes two transport blocks, and
the scheduling information occupies the first X bits or the
last X bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0066] In a feasible implementation, the first downlink
data includes A transport blocks, the scheduling informa-
tion indication field information occupies the first Y bits
of one of the A transport blocks, and the scheduling in-
formation occupies X bits after the Y bits of the transport
block; or
the first downlink data includes two transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks, where
X is an integer greater than or equal to 1, and A is equal
to 1 or 2.
[0067] In a feasible implementation, joint coding is per-
formed on all information in the transport block.
[0068] In a feasible implementation, the transceiver
module is specifically configured to receive, in the first
transmission time unit, the first downlink data configured
by the network device based on one of N groups of sched-
uling information.
[0069] According to an eleventh aspect, an embodi-
ment of the present invention provides a network device,
including a processor, a memory, a communications in-
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terface, and a system bus. The memory, the communi-
cations interface, and the processor are connected to
and communicate with each other by using the system
bus, the memory is configured to store a computer exe-
cution instruction, the communications interface is con-
figured to communicate with another device, and the
processor is configured to run the computer execution
instruction, so that the network device performs the steps
in any one of the seventh aspect or the possible imple-
mentations of the seventh aspect.
[0070] According to a twelfth aspect, an embodiment
of the present invention provides a terminal device,
where the terminal device is a first terminal device, and
the first terminal device includes a processor, a memory,
a communications interface, and a system bus. The
memory, the communications interface, and the proces-
sor are connected to and communicate with each other
by using the system bus, the memory is configured to
store a computer execution instruction, the communica-
tions interface is configured to communicate with another
device, and the processor is configured to run the com-
puter execution instruction, so that the first terminal de-
vice performs the steps in any one of the seventh aspect
or the possible implementations of the seventh aspect.
[0071] According to a thirteenth aspect, an embodi-
ment of the present invention provides a computer stor-
age medium, configured to store a computer software
instruction used by the network device, where the com-
puter software instruction includes a program designed
to perform any one of the first aspect or the feasible im-
plementations of the first aspect.
[0072] According to a fourteenth aspect, an embodi-
ment of the present invention provides a computer stor-
age medium, configured to store a computer software
instruction used when the terminal device serves as a
first terminal device, where the computer software in-
struction includes a program designed to perform any
one of the first aspect or the feasible implementations of
the first aspect.
[0073] According to a fifteenth aspect, an embodiment
of the present invention provides a computer storage me-
dium, configured to store a computer software instruction
used by the network device, where the computer soft-
ware instruction includes a program designed to perform
any one of the seventh aspect or the feasible implemen-
tations of the seventh aspect.
[0074] According to a sixteenth aspect, an embodi-
ment of the present invention provides a computer stor-
age medium, configured to store a computer software
instruction used when the terminal device serves as a
first terminal device, where the computer software in-
struction includes a program designed to perform any
one of the seventh aspect or the feasible implementa-
tions of the seventh aspect.
[0075] According to the data transmission method, the
network device, and the terminal device that are provided
in the embodiments of the present invention, the network
device configures the N groups of scheduling information

based on the requirement of the terminal device group,
configures the at least one piece of downlink data based
on the M groups of scheduling information in the N groups
of scheduling information, and sends the first downlink
data to the first terminal device in the first transmission
time unit. Correspondingly, the first terminal device de-
termines the N groups of scheduling information, and de-
tects the first downlink data in the first transmission time
unit based on the N groups of scheduling information. In
the process, the first downlink data includes the at least
one piece of downlink data, and the at least one piece of
downlink data carries same information. Therefore, as
long as the first terminal device successfully detects one
piece of downlink data from the first downlink data, it in-
dicates that the data is successfully received. In this way,
the first downlink data can be successfully transmitted
through a plurality of transmissions and one successful
detection, thereby implementing highly reliable data
transmission. In addition, not only low reliability of PD-
CCH dynamic scheduling is avoided without introducing
a large quantity of control overheads, but also link adap-
tation can be obtained.

BRIEF DESCRIPTION OF DRAWINGS

[0076]

FIG. 1 is a schematic diagram of a network architec-
ture to which a data transmission method is applica-
ble according to the present invention;
FIG. 2 is a signaling diagram of Embodiment 1 of a
data transmission method according to the present
invention;
FIG. 3A is a schematic example diagram of sched-
uling information in a data transmission method ac-
cording to the present invention;
FIG. 3B is another schematic example diagram of
scheduling information in a data transmission meth-
od according to the present invention;
FIG. 4A is a schematic example diagram of a trans-
mission time unit and scheduling information in a da-
ta transmission method according to the present in-
vention;
FIG. 4B is another schematic example diagram of a
transmission time unit and scheduling information in
a data transmission method according to the present
invention;
FIG. 4C is a still another schematic example diagram
of a transmission time unit and scheduling informa-
tion in a data transmission method according to the
present invention;
FIG. 5 is a signaling diagram of Embodiment 2 of a
data transmission method according to the present
invention;
FIG. 6A is a schematic diagram of a transport block
including scheduling information in a data transmis-
sion method according to the present invention;
FIG. 6B is a schematic diagram of a transport block
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including scheduling information indication field in-
formation and scheduling information in a data trans-
mission method according to the present invention;
FIG. 7 is a schematic example diagram of a channel
resource indicated in scheduling information in first
downlink data in a data transmission method accord-
ing to the present invention;
FIG. 8 is a signaling diagram of Embodiment 3 of a
data transmission method according to the present
invention;
FIG. 9 is a schematic structural diagram of Embod-
iment 1 of a network device according to the present
invention;
FIG. 10 is a schematic structural diagram of Embod-
iment 1 of a terminal device according to the present
invention;
FIG. 11 is a schematic structural diagram of Embod-
iment 2 of a network device according to the present
invention;
FIG. 12 is a schematic structural diagram of Embod-
iment 2 of a terminal device according to the present
invention;
FIG. 13 is a schematic structural diagram of Embod-
iment 3 of a network device according to the present
invention;
FIG. 14 is a schematic structural diagram of Embod-
iment 3 of a terminal device according to the present
invention;
FIG. 15 is a schematic structural diagram of Embod-
iment 4 of a network device according to the present
invention; and
FIG. 16 is a schematic structural diagram of Embod-
iment 4 of a terminal device according to the present
invention.

DESCRIPTION OF EMBODIMENTS

[0077] In the specification, claims, and accompanying
drawings of the present invention, the terms "first", "sec-
ond", "third", "fourth", and so on (if existent) are intended
to distinguish between similar objects but do not neces-
sarily indicate a specific order or sequence. It should be
understood that the data termed in such a way are inter-
changeable in proper circumstances, so that the embod-
iments of the present invention described herein can be
implemented in orders except the order illustrated or de-
scribed herein. In addition, the terms "include", "contain"
and any other variants mean to cover the non-exclusive
inclusion, for example, a process, method, system, prod-
uct, or device that includes a list of steps or units is not
necessarily limited to those units, but may include other
units not expressly listed or inherent to such a process,
method, system, product, or device.
[0078] Currently, when a PDCCH defined in Release
R8 and an ePDCCH defined in Release Rll are used to
carry DCI in LTE communication, an indicator of a miss-
detection probability is 10-2. However, a reliability indi-
cator of URLLC put forward in 5G reaches a value ranging

from 10-5 to 1. Obviously, if a data transmission mecha-
nism in LTE continues to be used, the reliability indicator
of URLLC is far from being reached.
[0079] In view of this, the embodiments of the present
invention provide a data transmission method, a network
device, and a terminal device, to implement highly relia-
ble data transmission.
[0080] The data transmission method described in the
specification can be applied to various wireless commu-
nications systems in which a plurality of types of terminals
exist. The wireless communications system imposes a
relatively high requirement on data transmission reliabil-
ity, for example, up to a value ranging from 10-5 to 1. For
example, the wireless communications system is a Glo-
bal System for Mobile Communications (Global System
for Mobile Communications, GSM), a Code Division Mul-
tiple Access (Code Division Multiple Access, CDMA) sys-
tem, a Time Division Multiple Access (Time Division Mul-
tiple Access, TDMA) system, Wideband Code Division
Multiple Access (Wideband Code Division Multiple Ac-
cess Wireless, WCDMA), a Frequency Division Multiple
Access (Frequency Division Multiple Addressing, FDMA)
system, an orthogonal frequency division multiple access
(Orthogonal Frequency Division Multiple Access, OFD-
MA) system, a single carrier FDMA (SC-FDMA) system,
a general packet radio service (General Packet Radio
Service, GPRS) system, a Long Term Evolution (Long
Term Evolution, LTE) system, an E-UTRA system, a 5G
mobile communications system, or another communica-
tions system of such a type.
[0081] For example, the terminal device used in the
embodiments of the present invention is a wireless ter-
minal device. The wireless terminal may be a device pro-
viding voice and/or data connectivity for a user, a hand-
held device having a wireless connection function, or an-
other processing device connected to a wireless modem.
The wireless terminal may communicate with one or
more core networks through a radio access network
(such as a RAN, Radio Access Network). The wireless
terminal may be a mobile terminal, such as a mobile
phone (or referred to as a "cellular" phone) and a com-
puter with a mobile terminal. For example, the wireless
terminal may be a portable, pocket-sized, handheld,
computer built-in, or in-vehicle mobile apparatus, which
exchanges voice and/or data with the radio access net-
work. For example, the wireless terminal is a device such
as a personal communications service (Personal Com-
munication Service, PCS) phone, a cordless telephone
set, a Session Initiation Protocol (SIP) phone, a wireless
local loop (Wireless Local Loop, WLL) station, or a per-
sonal digital assistant (Personal Digital Assistant, PDA).
Alternatively, the wireless terminal may be referred to as
a system, a subscriber unit (Subscriber Unit), a subscrib-
er station (Subscriber Station), a mobile station (Mobile
Station), a mobile console (Mobile), a remote station (Re-
mote Station), a remote terminal (Remote Terminal), an
access terminal (Access Terminal), a user terminal (User
Terminal), a user agent (User Agent), a user device (User
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Device), user equipment (User Equipment), a PUE, or a
VUE.
[0082] The network device used in this application may
be a base station, an access point (Access Point, AP),
or the like. The base station may be a device that com-
municates with the wireless terminal over an air interface
in an access network by using one or more sectors. The
base station may be configured to mutually convert a
received over-the-air frame and an IP packet and serve
as a router between the wireless terminal and a rest por-
tion of the access network, where the rest portion of the
access network may include an Internet Protocol (IP) net-
work. The base station may further coordinate attribute
management of the air interface. For example, the base
station may be a 5G gNodeB (gNB, g-NodeB), an evolved
NodeB (NodeB, eNB, or e-NodeB, evolutional NodeB) in
LTE, even a base transceiver station (Base Transceiver
Station, BTS) in GSM or CDMA, or a NodeB (NodeB) in
WCDMA. This is not limited in this application.
[0083] For ease of description and clarity, technical so-
lutions of the present invention are described below in
detail by using an example in which a system architecture
is specifically a 5G URLLC system. For details, refer to
FIG. 1.
[0084] FIG. 1 is a schematic diagram of a network ar-
chitecture to which a data transmission method is appli-
cable according to the present invention. As shown in
FIG. 1, a plurality of terminal device groups (only one
group is shown in FIG. 1) exist in the network architecture,
and a network device establishes a radio communication
connection to each terminal device in the terminal device
group. The data transmission method in the embodi-
ments of the present invention is described below in detail
based on FIG. 1. For details, refer to FIG. 2.
[0085] FIG. 2 is a signaling diagram of Embodiment 1
of a data transmission method according to the present
invention. The data transmission method includes the
following steps.
[0086] 101. A network device configures N groups of
scheduling information, where N is a positive integer.
[0087] In this embodiment of the present invention, the
N groups of scheduling information are configured for
one terminal device group, for example, configured for
one group of URLLC terminal devices for use. In this
step, the network device configures the N groups of
scheduling information for one terminal device group
based on a current requirement of the terminal device
group, where N is greater than or equal to 1. The sched-
uling information includes RA information and/or MCS
information, and any two of the N groups of scheduling
information are different. In this way, for terminal devices
having different channel quality, the network device may
transmit downlink data based on different scheduling in-
formation. For example, N=2. That two groups of sched-
uling information are different means that channel re-
sources respectively indicated in the two groups of
scheduling information are different from each other and
MCSs are different from each other; or that channel re-

sources respectively indicated in the two groups of
scheduling information are different from each other but
MCSs are the same; or that channel resources respec-
tively indicated in the two groups of scheduling informa-
tion are the same but MCSs are different from each other.
[0088] In this embodiment of the present invention, the
N groups of scheduling information are valid in each
transmission time unit within a period of time; or the N
groups of scheduling information are valid in some trans-
mission time units within a period of time. The period of
time is configured by the network device or is preconfig-
ured, and may be a finite time, for example, 100 ms; or
may be an infinite time. A transmission time unit may also
be referred to as a transmission time interval. Any two of
a plurality of transmission time units included in the period
of time have same duration, or at least two of a plurality
of transmission time units included in the period of time
have different duration.
[0089] 102. The network device configures first down-
link data based on M groups of scheduling information
in the N groups of scheduling information, where there
is at least one piece of first downlink data, and M is a
positive integer less than or equal to N.
[0090] In this step, the network device may configure
the first downlink data by using the following two meth-
ods.
[0091] Method 1: If each of the M groups of scheduling
information indicates one channel resource and/or one
MCS, the M groups of scheduling information indicate M
channel resources, M MCSs, and/or M redundancy ver-
sions (RV, redundancy version). The network device con-
figures M pieces of downlink data based on each of the
M groups of scheduling information. The first downlink
data includes the M pieces of downlink data, and the M
pieces of downlink data carry same information. For ex-
ample, M is equal to 5, and N is greater than or equal to
5. It should be noted that when the M pieces of downlink
data carry same information, the M pieces of downlink
data may also be considered as one piece of downlink
data. This is not limited in the present invention. That the
M pieces of downlink data carry the same information
means that the M pieces of downlink data carry same
original information bits. For example, if the M pieces of
downlink data are respectively carried on M PDSCHs,
the M PDSCHs carry same original information bits. How-
ever, after the original information bits are modulated and
encoded based on different MCSs, obtained original in-
formation bits are different.
[0092] Any one of the M channel resources may be a
contiguous or non-contiguous frequency domain re-
source. This is not limited in the present invention. Op-
tionally, the M channel resources are respectively located
in different bands in frequency domain, or the M channel
resources have no correlation with each other.
[0093] Optionally, the M pieces of downlink data carry
same information, and may be separately self-decoded.
Therefore, receiving succeeds as long as the first termi-
nal device successfully detects one of the M pieces of
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downlink data included in one piece of first downlink data.
Assuming that a block error rate (BLER) of downlink data
carried on each channel resource is 0.1, a probability that
all downlink data carried on the M channel resources is
incorrectly sent is 10-M. For example, when M=5, relia-
bility of the first downlink data reaches a value ranging
from 10-5 to 1.
[0094] Method 2: Any one of the M groups of schedul-
ing information is indicated as an ith group of scheduling
information, and the ith group of scheduling information
indicates Si channel resources, Si MCSs, and/or Si RVs.
Si is a positive integer. For example, Si=5. In this case,
the network device configures Si pieces of downlink data
for the ith group of scheduling information in the M groups
of scheduling information, the first downlink data includes
the Si pieces of downlink data, and the Si pieces of down-
link data carry same information. If all the pieces of sched-
uling information indicate a same quantity of channel re-
sources and/or a same quantity of MCSs, the network
device configures M3Si pieces of downlink data. It
should be noted that when the M groups of downlink data
corresponding to the M groups of scheduling information
carry different information, and the Si pieces of downlink
data carry same information, the Si pieces of downlink
data may be considered as one piece of downlink data.
Therefore, the network device configures M3Si pieces
of downlink data that are equivalent to M pieces of down-
link data. This is not limited in the present invention.
[0095] Optionally, the Si pieces of downlink data carry
same information, and may be separately self-decoded.
Therefore, as long as the first terminal device success-
fully detects one of the Si pieces of downlink data included
in the first downlink data, the downlink data correspond-
ing to the ith group of scheduling information is success-
fully received.
[0096] Any one of the Si channel resources may be a
contiguous or non-contiguous frequency domain re-
source. This is not limited in the present invention. Op-
tionally, the Si channel resources are respectively located
in different bands in frequency domain, or the Si channel
resources have no correlation with each other.
[0097] Optionally, the Si pieces of first downlink data
carry same information, and may be separately self-de-
coded. Therefore, as long as the first terminal device suc-
cessfully detects one of the Si pieces of downlink data
included in the first downlink data, the first downlink data
corresponding to the ith group of scheduling information
is successfully received.
[0098] Optionally, in this step, a first downlink data
packet is merely an initially transmitted packet, and there
is no retransmitted packet. In other words, the network
device always considers that the first terminal device cor-
rectly receives the first downlink data. Because the reli-
ability of the first downlink data is a value ranging from
10-5 to 1, there is no need to support a hybrid automatic
repeat request (Hybrid Automatic Repeat Request,
HARQ).
[0099] 103. The network device sends the first down-

link data to a first terminal device in a first transmission
time unit.
[0100] After configuring of the first downlink data, the
network device sends the first downlink data to the first
terminal device in the first transmission time unit. The
first terminal device is one terminal device in the terminal
device group.
[0101] 104. The first terminal device determines the N
groups of scheduling information, where N is a positive
integer.
[0102] The network device may indicate the N groups
of scheduling information to the first terminal device in
the terminal device group by using higher layer signaling
or physical layer signaling. Correspondingly, the first ter-
minal device determines the N groups of scheduling in-
formation configured by the network-side device.
[0103] 105: The first terminal device detects the first
downlink data in the first transmission time unit based on
the N groups of scheduling information.
[0104] In this step, the first terminal device detects the
first downlink data in the first transmission time unit based
on the N groups of scheduling information. Specifically,
the first terminal device performs a cyclic redundancy
check (Cyclic Redundancy Check, CRC) on received da-
ta. If the CRC check succeeds, it is considered that the
first downlink data is detected; or if the CRC check fails,
it is considered that the first downlink data is not detected.
Therefore, execution of step 105 includes two cases. In
a first case, the first terminal device detects no first down-
link data in the first transmission time unit based on the
N groups of scheduling information. In other words, the
first terminal device receives no first downlink data. In a
second case, the first terminal device detects the first
downlink data in the first transmission time unit based on
the N groups of scheduling information. The first downlink
data is configured by the network device based on the
M groups of scheduling information in the N groups of
scheduling information, and the first downlink data in-
cludes at least one piece of downlink data, and M≤N.
[0105] When each of the M groups of scheduling infor-
mation indicates one channel resource and/or one MCS,
the first downlink data includes M pieces of downlink data,
and the M pieces of downlink data carry same informa-
tion. In this case, as long as the first terminal successfully
detects one of the M pieces of downlink data included in
one piece of first downlink data, it indicates that the first
downlink data is successfully received. Alternatively,
when an ith group of scheduling information in the M
groups of scheduling information indicates Si channel re-
sources and/or Si MCSs, the first downlink data includes
Si pieces of downlink data, the first downlink data con-
figured by the network device based on the ith group of
scheduling information includes the Si pieces of downlink
data, and the Si pieces of downlink data carry same in-
formation. In this case, as long as the first terminal suc-
cessfully detects one of the Si pieces of downlink data,
it indicates that the first downlink data configured by the
network device based on the ith group of scheduling in-
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formation is successfully received.
[0106] In a feasible implementation, the first downlink
data includes M pieces of downlink data, and the M piec-
es of downlink data carry same information, and that the
first terminal device detects the first downlink data in the
first transmission time unit based on the N groups of
scheduling information includes the following: The first
terminal device extracts, in the first transmission time
unit, the M pieces of downlink data from M channel re-
sources indicated in the M groups of scheduling informa-
tion; and/or the first terminal device demodulates the M
pieces of downlink data in the first transmission time unit
based on M MCSs indicated in the M groups of sched-
uling information.
[0107] In another feasible implementation, the M
groups of scheduling information include an ith group of
scheduling information in the N groups of scheduling in-
formation, and the first downlink data includes Si pieces
of downlink data, and that the first terminal device detects
the first downlink data in the first transmission time unit
based on the N groups of scheduling information includes
the following: The first terminal device detects the Si piec-
es of downlink data based on the ith group of scheduling
information, where the Si pieces of downlink data carry
same information. The first downlink data further includes
Sj pieces of downlink data, the M groups of scheduling
information further include a jth group of scheduling in-
formation in the N groups of scheduling information, and
the jth group of scheduling information and the ith group
of scheduling information are different scheduling infor-
mation, and that the first terminal device detects the first
downlink data in the first transmission time unit based on
the N groups of scheduling information includes the fol-
lowing: The first terminal device detects the Sj pieces of
downlink data based on the jth group of scheduling infor-
mation, where the Sj pieces of downlink data carry same
information, and the information carried in the Sj pieces
of downlink data is different from the information carried
in the Si pieces of downlink data, and Sj is a positive
integer.
[0108] It should be noted that step 101 to step 105 may
not be performed in an order of 101 to 105. For example,
step 104 may be performed before step 102 or step 103.
This is not limited in the present invention.
[0109] According to the data transmission method pro-
vided in this embodiment of the present invention, the
network device configures the N groups of scheduling
information based on the requirement of the terminal de-
vice group, configures the at least one piece of downlink
data based on the M groups of scheduling information in
the N groups of scheduling information, and sends the
first downlink data to the first terminal device in the first
transmission time unit. Correspondingly, the first terminal
device determines the N groups of scheduling informa-
tion, and detects the first downlink data in the first trans-
mission time unit based on the N groups of scheduling
information. In the process, the first downlink data in-
cludes the at least one piece of downlink data, and the

at least one piece of downlink data carries same infor-
mation. Therefore, as long as the first terminal device
successfully detects one piece of downlink data from the
first downlink data, it indicates that the data is success-
fully received. In this way, the first downlink data can be
successfully transmitted through a plurality of transmis-
sions and one successful detection, thereby implement-
ing highly reliable data transmission. In addition, not only
low reliability of PDCCH dynamic scheduling is avoided
without introducing a large quantity of control overheads,
but also link adaptation can be obtained.
[0110] Optionally, in the foregoing embodiment, each
of the M groups of scheduling information indicates one
channel resource and/or one MCS. For details, refer to
FIG. 3A. FIG. 3A is a schematic example diagram of
scheduling information in a data transmission method
according to the present invention.
[0111] Referring to FIG. 3A, that M=5 is used as an
example. The M groups of scheduling information include
a first group of scheduling information to a fifth group of
scheduling information (shown as portions filled with five
patterns in the figure) that are shown in the figure, the
five groups of scheduling information are respectively lo-
cated in different bands, and a channel resource in each
group of scheduling information is a contiguous frequen-
cy domain resource. In this case, the first downlink data
includes M pieces of downlink data, and that the network
device configures the first downlink data based on the M
groups of scheduling information in the N groups of
scheduling information includes at least one of the fol-
lowing two steps: The network device modulates the M
pieces of downlink data based on M modulation and cod-
ing schemes MCSs indicated in the M groups of sched-
uling information, and the network device respectively
maps the downlink data onto M channel resources indi-
cated in the M groups of scheduling information. In the
process, the M pieces of first downlink data carry same
information.
[0112] In the foregoing embodiment, the first downlink
data configured by the network device based on the M
groups of scheduling information includes the M pieces
of downlink data carrying the same information, and the
M pieces of downlink data carrying the same information
are sent to the first terminal device in the first transmission
time unit, so that the first terminal device detects the M
pieces of downlink data. This is mainly applicable to a
case in which M is greater than 1.
[0113] Optionally, in the foregoing embodiment, any
one of the M groups of scheduling information is indicated
as an ith group of scheduling information, and the ith group
of scheduling information indicates Si channel resources,
or the ith group of scheduling information indicates Si
channel resources and Si MCSs, or the ith group of sched-
uling information indicates Si channel resources, Si MC-
Ss, and Si redundancy versions (Redundancy Version,
RV), where Si is an integer greater than 1. In this case,
the first downlink data includes Si pieces of downlink data.
For example, Si=5, and the Si channel resources are re-
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spectively located in different bands in frequency domain,
or the Si channel resources have no correlation with each
other. A channel resource in each band may be a con-
tinuous or non-contiguous frequency domain resource.
This is not limited in this embodiment of the present in-
vention. In addition, in this embodiment of the present
invention, downlink data carried on the Si channel re-
sources may be separately self-decoded. To be specific,
the network device configures, based on any one of the
foregoing combinations, the Si pieces of downlink data
included in the first downlink data. Then the network de-
vice sends the Si pieces of downlink data on the Si chan-
nel resources. For details, refer to FIG. 3B. FIG. 3B is
another schematic example diagram of scheduling infor-
mation in a data transmission method according to the
present invention.
[0114] Referring to FIG. 3B, that Si=5 is used as an
example. An ith group of scheduling information indicates
Si channel resources, and the Si channel resources are
respectively located in different bands (shown as pat-
terns filled with oblique grids in the figure). In this case,
the first downlink data configured by the network device
includes Si pieces of downlink data for the ith group of
scheduling information in the M groups of scheduling in-
formation, and the Si pieces of downlink data carry same
information. Specifically, the first downlink data corre-
sponding to the ith group of scheduling information in-
cludes the Si pieces of downlink data, and that the net-
work device configures the Si pieces of downlink data
included in the first downlink data includes at least one
of the following two steps: The network device modulates
the Si pieces of downlink data based on Si MCSs indi-
cated in the ith group of scheduling information, and the
network device respectively maps the Si pieces of down-
link data onto the Si channel resources.
[0115] In the foregoing embodiment, assuming that a
block error rate (BLER) of downlink data carried on each
channel resource is 0.1, a probability of an error occurring
when all downlink data carried on the Si channel resourc-
es is sent is 10-Si. For example, when Si=5, reliability of
the first downlink data reaches a value ranging from 10-5

to 1.
[0116] In the foregoing embodiment, a channel re-
source in the ith group of scheduling information is a non-
continuous frequency domain resource. In addition to the
foregoing method, the network device may configure the
first downlink data for the ith group of scheduling infor-
mation in the M groups of scheduling information in an-
other manner. For example, the network device sends
one piece of downlink data included in the first downlink
data only on the non-continuous frequency domain re-
source. To achieve reliability of a value ranging from 10-5

to 1, an extremely low MCS is required. In this case, that
the network device configures the first downlink data
based on the M groups of scheduling information in the
N groups of scheduling information includes at least one
of the following two steps: The network device modulates
one piece of downlink data based on an extremely low

MCS indicated in the ith group of scheduling information,
and the network device maps the piece of downlink data
onto the channel resource indicated in the ith group of
scheduling information.
[0117] In the foregoing embodiment, the network de-
vice processes, in the same manner, scheduling infor-
mation other than the ith group of scheduling information
in the M groups of scheduling information, for example,
a jth group of scheduling information (assuming that sj=5,
sj groups of scheduling information indicated in the jth

group of scheduling information are shown as portions
filled with oblique lines in FIG. 3B). Details are not de-
scribed herein again.
[0118] In the foregoing embodiment, for the ith group
of scheduling information in the M groups of scheduling
information, the first downlink data configured by the net-
work device includes the Si pieces of downlink data, and
the Si pieces of downlink data carry the same information,
so that the first terminal device detects the Si pieces of
downlink data. This is mainly applicable to a case in which
M=1 or M=2.
[0119] Optionally, in an embodiment of the present in-
vention, the data transmission method shown in FIG. 2
further includes: configuring, by the network device
based on P groups of scheduling information in the N
groups of scheduling information, second downlink data
corresponding to the P groups of scheduling information,
where P≤N; and sending, by the network device in a sec-
ond transmission time unit, the second downlink data cor-
responding to the P groups of scheduling information to
a second terminal device, where the second terminal de-
vice is a terminal device other than the first terminal de-
vice in the terminal device group. P is a positive integer
less than or equal to N. In the process, for how the net-
work device configures the second downlink data based
on the P groups of scheduling information, refer to 102.
Details are not described herein again.
[0120] In a feasible implementation, the first transmis-
sion time unit in which the network device sends the first
downlink data configured based on the M groups of
scheduling information does not overlap the second
transmission time unit in which the network device sends
the second downlink data configured based on the P
groups of scheduling information, and the M groups of
scheduling information are the same as, partially the
same as, or different from the P groups of scheduling
information. For details, refer to FIG. 4A and FIG. 4B.
FIG. 4A is a schematic example diagram of a transmis-
sion time unit and scheduling information in a data trans-
mission method according to the present invention, and
FIG. 4B is another schematic example diagram of a trans-
mission time unit and scheduling information in a data
transmission method according to the present invention.
[0121] Referring to FIG. 4A, the first terminal device is
UE 1 located in a first transmission time unit 0, the second
terminal device is UE 2 located in a second transmission
time unit 1, and the first terminal device and the second
terminal device use different scheduling information. Re-
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ferring to FIG. 4B, the first terminal device UE 1 is located
in a first transmission time unit 0, the second terminal
device UE 2 is located in a second transmission time unit
1, and the first terminal device and the second terminal
device use same scheduling information.
[0122] In another feasible implementation, the first
transmission time unit in which the network device sends
the second downlink data configured based on the M
groups of scheduling information overlaps or partially
overlaps the second transmission time unit in which the
network device sends the second downlink data config-
ured based on the P groups of scheduling information,
and the M groups of scheduling information are different
from the P groups of scheduling information. For details,
refer to FIG. 4C. FIG. 4C is still another schematic ex-
ample diagram of a transmission time unit and scheduling
information in a data transmission method according to
the present invention.
[0123] Referring to FIG. 4C, the first terminal device
UE 1 and the second terminal device are both located in
a first transmission time unit 0, but the first terminal device
and the second terminal device use different scheduling
information.
[0124] A URLLC service has a feature of a low latency.
In other words, the service is sent at any time. Therefore,
a resource needs to be reserved for a terminal device.
However, if one or more channel resources are reserved
for each terminal device, and each terminal device can-
not use a channel resource of another terminal device,
a large quantity of reserved resources exist in a URLLC
system. In this embodiment of the present invention, the
network device configures the N groups of scheduling
information for one terminal device group, and sends, on
one or more channel resources, downlink data to one or
more UEs having a transmission requirement in the ter-
minal device group. The plurality of UEs reuse the chan-
nel resource, thereby increasing utilization of the channel
resource.
[0125] Optionally, in the foregoing embodiment, the
network device further sends scheduling information in-
dication signaling to the first terminal device and/or the
second terminal device before sending the first downlink
data to the first terminal device in the first transmission
time unit. The scheduling information indication signaling
is used to indicate the N groups of scheduling information.
The scheduling information indication signaling is higher
layer signaling, such as dedicated RRC signaling or
broadcast signaling. Alternatively, the scheduling sign-
aling may be physical layer signaling. The physical layer
signaling is group-specific physical layer signaling. In oth-
er words, each terminal device group corresponds to one
piece of physical layer signaling. To enable data trans-
mission reliability to reach a value ranging from 10-5 to
1, reliability of the physical layer signaling needs to be
greater than a value ranging from 10-5 to 1. In this em-
bodiment of the present invention, the physical layer sig-
naling may reach the reliability indicator by occupying
more channel resources. Therefore, in comparison with

use of physical layer signaling specific to a terminal de-
vice, use of the group-specific physical layer signaling
may greatly reduce overheads.
[0126] Optionally, correspondingly, before step 104,
the method further includes: receiving, by the first termi-
nal device, the scheduling information indication signal-
ing, where the scheduling information indication signal-
ing is used to indicate the N groups of scheduling infor-
mation.
[0127] In the foregoing embodiment, when sending the
physical layer signaling, the network device may send
the physical layer signaling based on a time period T.
For example, the network device sends the physical layer
signaling to the first terminal device and/or the second
terminal device every other time period T. The time period
T is a positive number, such as 1 ms, 0.5 ms, 0.25 ms,
0.125 ms, 10 ms, 2 ms, one transmission time unit, two
transmission time units, three transmission time units, or
four transmission time units. The time period T is config-
ured by the network device or is predefined.
[0128] In the foregoing embodiment, the network de-
vice may send the physical layer signaling in a semi-
persistent (Semi-Persistent) manner. In this case, the
network device sends the physical layer signaling to the
terminal device based on the time period T. For example,
the network device detects, every other time period T,
whether the physical layer signaling is updated; and if
the physical layer signaling is updated, sends new phys-
ical layer signaling.
[0129] In the foregoing embodiment, the N groups of
scheduling information are preconfigured. Because the
N preconfigured groups of scheduling information do not
need to frequently change, the higher layer signaling may
be used to indicate the N groups of scheduling informa-
tion. In this case, the network device sends the higher
layer signaling for different terminal device groups to in-
dicate the N groups of scheduling information. For ex-
ample, the higher layer signaling is radio resource control
(Radio Resource Control, RRC) signaling or Media Ac-
cess Control (Media Access Control, MAC) signaling.
[0130] In the foregoing embodiment, because a
URLLC service may be triggered at any time, once CRC
check performed on the first downlink data succeeds, it
is considered that the terminal device successfully re-
ceives the first downlink data. To prevent the terminal
device from performing blind detection on the first down-
link data in real time, downlink data indication signaling
is introduced in this embodiment of the present invention.
Specifically, in each transmission time unit for sending
the first downlink data, the network device further sends
the downlink data indication signaling, and the downlink
data indication signaling is used to indicate whether
downlink data is sent within the first transmission time.
The downlink data is used in a general sense, and may
be sent to any terminal device served by the network
device. Once the downlink data indication signaling indi-
cates that downlink data is sent, any terminal device that
may receive a URLLC service and that is served by the

25 26 



EP 3 525 533 A1

15

5

10

15

20

25

30

35

40

45

50

55

network device needs to detect the downlink data. For
example, the network device sends the downlink data
indication signaling in the first transmission time unit. If
the downlink data indication signaling indicates that
downlink data is sent in the first transmission time unit,
even if the downlink data is not sent to the first terminal
device, the first terminal device still performs blind de-
tection on the first downlink data in the first transmission
time unit; otherwise, the first terminal device does not
need to perform blind detection on the first downlink data
in the first transmission time unit. For example, the down-
link data indication signaling is physical layer signaling.
Reliability of the physical layer signaling needs to be ex-
tremely high, for example, greater than a value ranging
from to 10-5 to 1. Correspondingly, the first terminal de-
vice further receives the downlink data indication signal-
ing within the first transmission time.
[0131] FIG. 5 is a signaling diagram of Embodiment 2
of a data transmission method according to the present
invention. The data transmission method includes the
following steps.
[0132] 201. A network device sends first downlink data
to a first terminal device in a first transmission time unit,
where at least one transport block included in the first
downlink data includes scheduling information.
[0133] In this step, the network device sends the first
downlink data including the scheduling information to the
first terminal device in the first transmission time unit, and
the scheduling information is included in the at least one
transport block included in the first downlink data.
[0134] 202. The network device configures second
downlink data based on the scheduling information.
[0135] In this step, the network device configures the
second downlink data based on the scheduling informa-
tion, such as a channel resource, an MCS, or an RB
version indicated in the scheduling information.
[0136] 203. The network device sends the second
downlink data to the first terminal device in a second
transmission time unit, where the first transmission time
unit is earlier than the second transmission time unit.
[0137] In this step, the network device sends the sec-
ond downlink data to the first terminal device in the sec-
ond transmission time unit later than the first transmission
time unit. Correspondingly, the first terminal device re-
ceives the first downlink data in the first transmission time
unit.
[0138] 204. The first terminal device demodulates the
second downlink data in the second transmission time
unit based on the scheduling information.
[0139] In this step, the first terminal device demodu-
lates the received second downlink data in the second
transmission time unit, and the second downlink data is
configured by the network device based on the schedul-
ing information.
[0140] According to the data transmission method pro-
vided in this embodiment of the present invention, the
network device sends the first downlink data to the first
terminal device in the first transmission time unit, where

the at least one transport block included in the first down-
link data includes the scheduling information; configures
the second downlink data based on the scheduling infor-
mation; and sends the second downlink data to the first
terminal device in the second transmission time unit. Cor-
respondingly, the first terminal device demodulates the
received second downlink data in the second transmis-
sion time unit. In the process, the network device first
sends the scheduling information to the first terminal de-
vice, and then sends the downlink data configured based
on the scheduling information to the first terminal device,
so that the first terminal device can detect the downlink
data based on the scheduling information, thereby im-
plementing highly reliable data transmission. In addition,
not only low reliability of PDCCH dynamic scheduling is
avoided without introducing a large quantity of control
overheads, but also link adaptation can be obtained.
[0141] Optionally, the first downlink data includes one
or two transport blocks. One transport block in the first
downlink data includes the scheduling information. The
scheduling information occupies X bits of the transport
block. For example, the scheduling information occupies
the first X bits or the last X bits of the transport block. In
other words, the first X bits or the last X bits of the trans-
port block are the scheduling information. X is an integer
greater than or equal to 1. For details, refer to FIG. 6A.
FIG. 6A is a schematic diagram of a transport block in-
cluding scheduling information in a data transmission
method according to the present invention. Referring to
FIG. 6A, the first X bits of a transport block, for example,
a downlink shared channel (Downlink share channel, DL-
SCH), are the scheduling information.
[0142] Optionally, the first downlink data includes two
transport blocks. The scheduling information occupies X
bits of each of the two transport blocks. For example, the
scheduling information is located in the first X bits or the
last X bits of each of the two transport blocks. In other
words, the first X bits or the last X bits of each of the two
transport blocks are the scheduling information.
[0143] Optionally, in the foregoing embodiment, in ad-
dition to the scheduling information, a transport block
may further include scheduling information indication
field information. The scheduling information indication
field information occupies Y bits of one or two transport
blocks in the first downlink data. For example, the sched-
uling information indication field information occupies the
first Y bits of the one or two transport blocks, and the
scheduling information occupies X bits after the Y bits.
The scheduling information indication field information is
used to indicate whether the scheduling information ex-
ists in the first downlink data. If the scheduling information
indication field information indicates that the first down-
link data includes the scheduling information, the first ter-
minal device considers that the first downlink data in-
cludes the scheduling information; otherwise, the first ter-
minal device considers that the first downlink data does
not include the scheduling information. For details, refer
to FIG. 6B. FIG. 6B is a schematic diagram of a transport
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block including scheduling information indication field in-
formation and scheduling information in a data transmis-
sion method according to the present invention. Referring
to FIG. 6B, the first Y bits of a transport block, for example,
a downlink shared channel (Downlink share channel, DL-
SCH), are the scheduling information indication field in-
formation, and X bits adjacent to the Y bits are the sched-
uling information. Y is equal to 1 or another value. When
the scheduling information is not needed, the network
device may configure the scheduling information indica-
tion field information to indicate that the scheduling infor-
mation is not included, so as to release a resource oc-
cupied by the scheduling information.
[0144] In the foregoing embodiment, joint coding is per-
formed on all information in the transport block carrying
the scheduling information. To be specific, joint coding
is performed on both the scheduling information and DL-
SCH data information, or joint coding is performed on all
of the scheduling information indication information, the
scheduling information, and DL-SCH data information.
Once the first terminal device successfully performs CRC
check, it is considered that the scheduling information
and data information that is in the transport block are
successfully received.
[0145] In the foregoing embodiment, the scheduling in-
formation included in the first downlink data is used to
subsequently transmit downlink data. To be specific, the
network device configures and sends the second down-
link data based on the scheduling information. For de-
tails, refer to FIG. 7. FIG. 7 is a schematic example dia-
gram of a channel resource indicated in scheduling in-
formation in first downlink data in a data transmission
method according to the present invention.
[0146] Referring to FIG. 7, in a first transmission time
unit 0, the first terminal device receives first downlink
data that is sent by the network device on a channel re-
source indicated in a third group of scheduling informa-
tion. A transport block included in the first downlink data
includes scheduling information, and a channel resource
indicated in the scheduling information is located in a
second transmission time unit 1.
[0147] In addition, in this embodiment of the present
invention, data may be transmitted by combining the em-
bodiment shown in FIG. 2 and the embodiment shown
in FIG. 5. For details, refer to FIG. 8. FIG. 8 is a signaling
diagram of Embodiment 3 of a data transmission method
according to the present invention. The data transmission
method includes the following steps.
[0148] 301. A network device configures N groups of
scheduling information, where N is a positive integer.
[0149] 302. The network device configures the first
downlink data based on one of the N groups of scheduling
information, where at least one transport block included
in the first downlink data includes scheduling information.
[0150] 303. The network device sends the first down-
link data to a first terminal device in a first transmission
time unit.
[0151] Correspondingly, the first terminal device re-

ceives, in the first transmission time unit, the first downlink
data configured by the network device based on one of
the N groups of scheduling information.
[0152] 304. The network device configures second
downlink data based on the scheduling information.
[0153] 305. The network device sends the second
downlink data to the first terminal device in a second
transmission time unit.
[0154] 306. The first terminal device determines the N
groups of scheduling information configured by the net-
work device, where N is a positive integer.
[0155] 307. The first terminal device demodulates the
second downlink data in the second transmission time
unit based on the scheduling information.
[0156] For details of step 301 and step 306, refer to
step 101 and step 104. Details are not described herein
again.
[0157] FIG. 9 is a schematic structural diagram of Em-
bodiment 1 of a network device according to the present
invention. The network device provided in this embodi-
ment may implement the steps of the method that is ap-
plied to the network device and that is provided in FIG.
2 and the optional embodiments in the present invention.
A specific implementation process is not described here-
in again. Specifically, the network device provided in this
embodiment includes:

a processing module 11, configured to: configure N
groups of scheduling information, where N is a pos-
itive integer; and configure first downlink data based
on M groups of scheduling information in the N
groups of scheduling information, where the first
downlink data includes at least one piece of downlink
data, M is a positive integer less than or equal to N;
and
a transceiver module 12, configured to send the first
downlink data to the first terminal device in a first
transmission time unit.

[0158] The network device provided in this embodi-
ment of the present invention configures the N groups of
scheduling information based on a requirement of a ter-
minal device group, configures the at least one piece of
downlink data based on the M groups of scheduling in-
formation in the N groups of scheduling information, and
sends the first downlink data to the first terminal device
in the first transmission time unit. Correspondingly, the
first terminal device determines the N groups of sched-
uling information, and detects the first downlink data in
the first transmission time unit based on the N groups of
scheduling information. In the process, the first downlink
data includes the at least one piece of downlink data, and
the at least one piece of downlink data carries same in-
formation. Therefore, as long as the first terminal device
successfully detects one piece of downlink data from the
first downlink data, it indicates that the data is success-
fully received. In this way, the first downlink data can be
successfully transmitted through a plurality of transmis-
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sions and one successful detection, thereby implement-
ing highly reliable data transmission. In addition, not only
low reliability of PDCCH dynamic scheduling is avoided
without introducing a large quantity of control overheads,
but also link adaptation can be obtained.
[0159] Optionally, in an embodiment of the present in-
vention, the first downlink data includes M pieces of
downlink data, the M pieces of downlink data carry same
information, and when configuring the first downlink data
based on the M groups of scheduling information in the
N groups of scheduling information, the processing mod-
ule 11 specifically and separately modulates the M pieces
of downlink data based on M modulation and coding
schemes MCSs indicated in the M groups of scheduling
information; and/or respectively maps the M pieces of
downlink data onto M channel resources indicated in the
M groups of scheduling information.
[0160] Optionally, in an embodiment of the present in-
vention, the M groups of scheduling information include
an ith group of scheduling information in the N groups of
scheduling information, and the ith group of scheduling
information indicates Si channel resources, or the ith

group of scheduling information indicates Si channel re-
sources and Si MCSs, or the ith group of scheduling in-
formation indicates Si channel resources, Si MCSs, and
Si redundancy versions RVs.
[0161] Si is an integer greater than 1.
[0162] Optionally, in an embodiment of the present in-
vention, the first downlink data includes Si pieces of
downlink data, and the processing module 11 specifically
configures the Si pieces of downlink data based on the
ith group of scheduling information when configuring the
first downlink data based on the M groups of scheduling
information in the N groups of scheduling information,
where the Si pieces of downlink data carry same infor-
mation.
[0163] Optionally, in an embodiment of the present in-
vention, the first downlink data further includes Sj pieces
of downlink data, the M groups of scheduling information
include a jth group of scheduling information in the N
groups of scheduling information, the jth group of sched-
uling information and the ith group of scheduling informa-
tion are different scheduling information, and the
processing module 11 specifically configures the Sj piec-
es of downlink data based on the jth group of scheduling
information when configuring the first downlink data
based on the M groups of scheduling information in the
N groups of scheduling information, where the Sj pieces
of downlink data carry same information.
[0164] The information carried in the Sj pieces of down-
link data is different from the information carried in the Si
pieces of downlink data, and Sj is a positive integer.
[0165] Optionally, in an embodiment of the present in-
vention, the processing module 11 is further configured
to configure second downlink data based on P groups of
scheduling information in the N groups of scheduling in-
formation, where P is a positive integer less than or equal
to N.

[0166] The transceiver module 12 is further configured
to send the second downlink data to a second terminal
device in a second transmission time unit.
[0167] Optionally, in an embodiment of the present in-
vention, the first transmission time unit does not overlap
the second transmission time unit, and the M groups of
scheduling information are the same as, partially the
same as, or different from the P groups of scheduling
information; or
the first transmission time unit overlaps or partially over-
laps the second transmission time unit, and the M groups
of scheduling information are different from the P groups
of scheduling information.
[0168] Optionally, in an embodiment of the present in-
vention, the transceiver module 12 is further configured
to send scheduling information indication signaling to the
first terminal device and/or the second terminal device
before sending the first downlink data to the first terminal
device in the first transmission time unit, where the sched-
uling information indication signaling is used to indicate
the N groups of scheduling information, and the sched-
uling information indication signaling is higher layer sig-
naling or physical layer signaling.
[0169] Optionally, in an embodiment of the present in-
vention, the transceiver module 12 is further configured
to send downlink data indication signaling to the first ter-
minal device in the first transmission time unit, where the
downlink data indication signaling is used to indicate
whether the first downlink data is sent within the first
transmission time.
[0170] FIG. 10 is a schematic structural diagram of Em-
bodiment 1 of a terminal device according to the present
invention. The terminal device provided in this embodi-
ment may implement the steps of the method that is ap-
plied to the terminal device and that is provided in FIG.
2 and the optional embodiments in the present invention.
A specific implementation process is not described here-
in again. Specifically, the terminal device provided in this
embodiment includes:
a processing module 21, configured to: determine N
groups of scheduling information, where N is a positive
integer; and detect first downlink data in a first transmis-
sion time unit based on the N groups of scheduling infor-
mation, where the first downlink data includes at least
one piece of downlink data.
[0171] The terminal device provided in this embodi-
ment of the present invention is specifically a first terminal
device. A network device configures the N groups of
scheduling information based on a requirement of a ter-
minal device group, configures the at least one piece of
downlink data based on M groups of scheduling informa-
tion in the N groups of scheduling information, and sends
the first downlink data to the first terminal device in the
first transmission time unit. Correspondingly, the first ter-
minal device determines the N groups of scheduling in-
formation, and detects the first downlink data in the first
transmission time unit based on the N groups of sched-
uling information. In the process, the first downlink data
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includes the at least one piece of downlink data, and the
at least one piece of downlink data carries same infor-
mation. Therefore, as long as the first terminal device
successfully detects one piece of downlink data from the
first downlink data, it indicates that the data is success-
fully received. In this way, the first downlink data can be
successfully transmitted through a plurality of transmis-
sions and one successful detection, thereby implement-
ing highly reliable data transmission. In addition, not only
low reliability of PDCCH dynamic scheduling is avoided
without introducing a large quantity of control overheads,
but also link adaptation can be obtained.
[0172] Optionally, in an embodiment of the present in-
vention, the first downlink data is configured by the net-
work device based on M groups of scheduling information
in the N groups of scheduling information, M is a positive
integer less than or equal to N.
[0173] Optionally, in an embodiment of the present in-
vention, the first downlink data includes M pieces of
downlink data, the M pieces of downlink data carry same
information, and when detecting the first downlink data
in the first transmission time unit based on the N groups
of scheduling information, the processing module 21 is
specifically configured to extract, in the first transmission
time unit, the M pieces of downlink data from M channel
resources indicated in the M groups of scheduling infor-
mation; and/or the processing module 21 is specifically
configured to: when detecting the first downlink data in
the first transmission time unit based on the N groups of
scheduling information, demodulate the M pieces of
downlink data in the first transmission time unit based on
M MCSs indicated in the M groups of scheduling infor-
mation.
[0174] Optionally, in an embodiment of the present in-
vention, the M groups of scheduling information include
an ith group of scheduling information in the N groups of
scheduling information, and the ith group of scheduling
information indicates Si channel resources, or the ith

group of scheduling information indicates Si channel re-
sources and Si MCSs, or the ith group of scheduling in-
formation indicates Si channel resources, Si MCSs, and
Si redundancy versions RVs.
[0175] Si is an integer greater than 1.
[0176] Optionally, in an embodiment of the present in-
vention, the first downlink data includes Si pieces of
downlink data, and the processing module 21 is specifi-
cally configured to detect the Si pieces of downlink data
based on the ith group of scheduling information when
detecting the first downlink data in the first transmission
time unit based on the N groups of scheduling informa-
tion, where the Si pieces of downlink data carry same
information.
[0177] Optionally, in an embodiment of the present in-
vention, the first downlink data further includes Sj pieces
of downlink data, the M groups of scheduling information
include a jth group of scheduling information in the N
groups of scheduling information, the jth group of sched-
uling information and the ith group of scheduling informa-

tion are different scheduling information, and the
processing module 21 is specifically configured to detect
the Sj pieces of downlink data based on the jth group of
scheduling information, where the Sj pieces of downlink
data carry same information.
[0178] The information carried in the Sj pieces of down-
link data is different from the information carried in the Si
pieces of downlink data, and Sj is a positive integer.
[0179] Referring to FIG. 10, the terminal device pro-
vided in this embodiment of the present invention further
includes:
a transceiver module 22, configured to: before the
processing module 21 detects the first downlink data in
the first transmission time unit based on the N groups of
scheduling information, receive scheduling information
indication signaling sent by the network device, where
the scheduling information indication signaling is used to
indicate the N groups of scheduling information, and the
scheduling information indication signaling is higher layer
signaling or physical layer signaling.
[0180] Optionally, in an embodiment of the present in-
vention, the transceiver module 22 is configured to: be-
fore the processing module 21 detects the first downlink
data in the first transmission time unit based on the N
groups of scheduling information, receive downlink data
indication signaling that is sent by the network device in
the first transmission time unit, where the downlink data
indication signaling is used to indicate whether the first
downlink data is sent within the first transmission time.
[0181] FIG. 11 is a schematic structural diagram of Em-
bodiment 2 of a network device according to the present
invention. The network device provided in this embodi-
ment includes a processor 31, a memory 32, a commu-
nications interface 33, and a system bus 34. The memory
32, the communications interface 33, and the processor
31 are connected to and communicate with each other
by using the system bus 34. The memory 32 is configured
to store a computer execution instruction, the communi-
cations interface 33 is configured to communicate with
another device, and the processor 31 is configured to run
the computer execution instruction, so that the network
device performs the steps applied to FIG. 2 or the optional
embodiments.
[0182] FIG. 12 is a schematic structural diagram of Em-
bodiment 2 of a terminal device according to the present
invention. The terminal device provided in this embodi-
ment includes a processor 41, a memory 42, a commu-
nications interface 43, and a system bus 44. The memory
42, the communications interface 43, and the processor
41 are connected to and communicate with each other
by using the system bus 44. The memory 42 is configured
to store a computer execution instruction, the communi-
cations interface 43 is configured to communicate with
another device, and the processor 41 is configured to run
the computer execution instruction, so that the terminal
device performs the steps applied to FIG. 2 or the optional
embodiments.
[0183] FIG. 13 is a schematic structural diagram of Em-
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bodiment 3 of a network device according to the present
invention. The network device provided in this embodi-
ment may implement the steps of the method that is ap-
plied to the network device and that is provided in FIG.
5 and the optional embodiments in the present invention.
A specific implementation process is not described here-
in again. Specifically, the network device provided in this
embodiment includes:

a transceiver module 51, configured to send first
downlink data to a first terminal device in a first trans-
mission time unit, where at least one transport block
included in the first downlink data includes schedul-
ing information; and
a processing module 52, configured to configure sec-
ond downlink data based on the scheduling informa-
tion.

[0184] The transceiver module 51 is further configured
to send the second downlink data to the first terminal
device in a second transmission time unit.
[0185] The first transmission time unit is earlier than
the second transmission time unit.
[0186] The network device provided in this embodi-
ment of the present invention sends the first downlink
data to the first terminal device in the first transmission
time unit, where the at least one transport block included
in the first downlink data includes the scheduling infor-
mation; configures the second downlink data based on
the scheduling information; and sends the second down-
link data to the first terminal in the second transmission
time unit. Correspondingly, the first terminal device de-
modulates the received second downlink data in the sec-
ond transmission time unit. In the process, the network
device first sends the scheduling information to the first
terminal device, and then sends the downlink data con-
figured based on the scheduling information to the first
terminal device, so that the first terminal device can de-
tect the downlink data based on the scheduling informa-
tion, thereby implementing highly reliable data transmis-
sion. In addition, not only low reliability of PDCCH dy-
namic scheduling is avoided without introducing a large
quantity of control overheads, but also link adaptation
can be obtained.
[0187] Optionally, in an embodiment of the present in-
vention, the first downlink data includes A transport
blocks, and the scheduling information occupies the first
X bits or the last X bits of one of the A transport blocks; or
the first downlink data includes two transport blocks, and
the scheduling information occupies the first X bits or the
last X bits of each of the two transport blocks.
[0188] X is an integer greater than or equal to 1, and
A is equal to 1 or 2.
[0189] Optionally, in an embodiment of the present in-
vention, the transport block further includes scheduling
information indication field information.
[0190] The first downlink data includes A transport
blocks, the scheduling information indication field infor-

mation occupies the first Y bits of one of the A transport
blocks, and the scheduling information occupies X bits
after the Y bits of the transport block; or
the first downlink data includes two transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks.
[0191] X is an integer greater than or equal to 1, and
A is equal to 1 or 2.
[0192] Optionally, in an embodiment of the present in-
vention, joint coding is performed on all information in
the transport block.
[0193] Optionally, in an embodiment of the present in-
vention, the processing module 52 is further configured
to: configure N groups of scheduling information before
the transceiver module 51 sends the first downlink data
to the first terminal device in the first transmission time
unit, where N is a positive integer; and configure the first
downlink data based on one of the N groups of scheduling
information.
[0194] FIG. 14 is a schematic structural diagram of Em-
bodiment 3 of a terminal device according to the present
invention. The terminal device provided in this embodi-
ment may implement the steps of the method that is ap-
plied to the terminal device and that is provided in FIG.
5 and the optional embodiments in the present invention.
A specific implementation process is not described here-
in again. Specifically, the terminal device provided in this
embodiment includes:

a transceiver module 61, configured to receive first
downlink data that is sent by a network device in a
first transmission time unit, where at least one trans-
port block included in the first downlink data includes
scheduling information; and
a processing module 62, configured to demodulate
second downlink data in a second transmission time
unit based on the scheduling information, where the
second downlink data is configured by the network
device based on the scheduling information.

[0195] The first transmission time unit is earlier than
the second transmission time unit.
[0196] The terminal device provided in this embodi-
ment of the present invention receives the first downlink
data that is sent by the network device in the first trans-
mission time unit, where the at least one transport block
included in the first downlink data includes the scheduling
information; and receives and demodulates the second
downlink data that is sent by the network device in the
second transmission time unit. In the process, the net-
work device first sends the scheduling information to the
first terminal device, and then sends the downlink data
configured based on the scheduling information to the
first terminal device, so that the first terminal device can
detect the downlink data based on the scheduling infor-
mation, thereby implementing highly reliable data trans-
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mission. In addition, not only low reliability of PDCCH
dynamic scheduling is avoided without introducing a
large quantity of control overheads, but also link adapta-
tion can be obtained.
[0197] Optionally, in an embodiment of the present in-
vention, the first downlink data includes A transport
blocks, and the scheduling information occupies the first
X bits or the last X bits of one of the A transport blocks; or
the first downlink data includes two transport blocks, and
the scheduling information occupies the first X bits or the
last X bits of each of the two transport blocks.
[0198] X is an integer greater than or equal to 1, and
A is equal to 1 or 2.
[0199] Optionally, in an embodiment of the present in-
vention, the first downlink data includes A transport
blocks, the scheduling information indication field infor-
mation occupies the first Y bits of one of the A transport
blocks, and the scheduling information occupies X bits
after the Y bits of the transport block; or
the first downlink data includes two transport blocks, the
scheduling information indication field information occu-
pies the first Y bits of each of the two transport blocks,
and the scheduling information occupies X bits after the
Y bits of each of the two transport blocks.
[0200] X is an integer greater than or equal to 1, and
A is equal to 1 or 2.
[0201] Optionally, in an embodiment of the present in-
vention, joint coding is performed on all information in
the transport block.
[0202] Optionally, in an embodiment of the present in-
vention, the transceiver module 61 is specifically config-
ured to receive, in the first transmission time unit, the first
downlink data configured by the network device based
on one of N groups of scheduling information.
[0203] FIG. 15 is a schematic structural diagram of Em-
bodiment 4 of a network device according to the present
invention. The network device provided in this embodi-
ment includes a processor 71, a memory 72, a commu-
nications interface 73, and a system bus 74. The memory
72, the communications interface 73, the processor 71
are connected to and communicate with each other by
using the system bus 74. The memory 72 is configured
to store a computer execution instruction, the communi-
cations interface 73 is configured to communicate with
another device, and the processor 71 is configured to run
the computer execution instruction, so that the network
device performs the steps applied to FIG. 5 or the optional
embodiments.
[0204] FIG. 16 is a schematic structural diagram of Em-
bodiment 4 of a terminal device according to the present
invention. The terminal device provided in this embodi-
ment includes a processor 81, a memory 82, a commu-
nications interface 83, and a system bus 84. The memory
82, the communications interface 83, the processor 81
are connected to and communicate with each other by
using the system bus 84. The memory 82 is configured
to store a computer execution instruction, the communi-
cations interface 83 is configured to communicate with

another device, and the processor 81 is configured to run
the computer execution instruction, so that the terminal
device performs the steps applied to FIG. 5 or the optional
embodiments.
[0205] Persons of ordinary skill in the art may under-
stand that all or some of the steps of the method embod-
iments may be implemented by a program instructing
related hardware. The program may be stored in a com-
puter readable storage medium. When the program runs,
the steps of the method embodiments are performed.
The foregoing storage medium includes: any medium
that can store program code, such as a ROM, a RAM, a
magnetic disk, or an optical disc.
[0206] Finally, it should be noted that the foregoing em-
bodiments are merely intended for describing the tech-
nical solutions of the present invention, but not for limiting
the present invention. Although the present invention is
described in detail with reference to the foregoing em-
bodiments, persons of ordinary skill in the art should un-
derstand that they may still make modifications to the
technical solutions described in the foregoing embodi-
ments or make equivalent replacements to some or all
technical features thereof, without departing from the
scope of the technical solutions of the embodiments of
the present invention.

Claims

1. A data transmission method, comprising:

configuring, by a network device, N groups of
scheduling information, wherein N is a positive
integer;
configuring, by the network device, first downlink
data based on M groups of scheduling informa-
tion in the N groups of scheduling information,
wherein the first downlink data comprises at
least one piece of downlink data, M is a positive
integer less than or equal to N; and
sending, by the network device, the first down-
link data to the first terminal device in a first trans-
mission time unit.

2. The method according to claim 1, wherein the first
downlink data comprises M pieces of downlink data,
the M pieces of downlink data carry same informa-
tion, and the configuring, by the network device, first
downlink data based on M groups of scheduling in-
formation in the N groups of scheduling information
comprises:

separately modulating, by the network device,
the M pieces of downlink data based on M mod-
ulation and coding schemes MCSs indicated in
the M groups of scheduling information; and/or
respectively mapping, by the network device,
the M pieces of downlink data onto M channel
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resources indicated in the M groups of schedul-
ing information.

3. The method according to claim 1, wherein the M
groups of scheduling information comprise an ith

group of scheduling information in the N groups of
scheduling information, and the ith group of sched-
uling information indicates Si channel resources, or
the ith group of scheduling information indicates Si
channel resources and Si MCSs, or the ith group of
scheduling information indicates Si channel resourc-
es, Si MCSs, and Si redundancy versions RVs,
wherein
Si is an integer greater than 1.

4. The method according to claim 3, wherein the first
downlink data comprises Si pieces of downlink data,
and the configuring, by the network device, first
downlink data based on M groups of scheduling in-
formation in the N groups of scheduling information
comprises:
configuring, by the network device, the Si pieces of
downlink data based on the ith group of scheduling
information, wherein the Si pieces of downlink data
carry same information.

5. The method according to claim 3 or 4, wherein the
first downlink data further comprises Sj pieces of
downlink data, the M groups of scheduling informa-
tion comprise a jth group of scheduling information
in the N groups of scheduling information, the jth

group of scheduling information and the ith group of
scheduling information are different scheduling in-
formation, and the configuring, by the network de-
vice, first downlink data based on M groups of sched-
uling information in the N groups of scheduling infor-
mation comprises:

configuring, by the network device, the Sj pieces
of downlink data based on the jth group of sched-
uling information, wherein the Sj pieces of down-
link data carry same information, wherein
the information carried in the Sj pieces of down-
link data is different from the information carried
in the Si pieces of downlink data, and Sj is a
positive integer.

6. The method according to any one of claims 1 to 5,
further comprising:

configuring, by the network device, second
downlink data based on P groups of scheduling
information in the N groups of scheduling infor-
mation, wherein P is a positive integer less than
or equal to N; and
sending, by the network device, the second
downlink data to a second terminal device in a
second transmission time unit.

7. The method according to claim 6, wherein
the first transmission time unit does not overlap the
second transmission time unit, and the M groups of
scheduling information are the same as, partially the
same as, or different from the P groups of scheduling
information; or
the first transmission time unit overlaps or partially
overlaps the second transmission time unit, and the
M groups of scheduling information are different from
the P groups of scheduling information.

8. The method according to any one of claims 1 to 7,
before the sending, by the network device, the first
downlink data to the first terminal device in a first
transmission time unit, the method further compris-
es:
sending, by the network device, scheduling informa-
tion indication signaling to the first terminal device
and/or the second terminal device, wherein the
scheduling information indication signaling is used
to indicate the N groups of scheduling information,
and the scheduling information indication signaling
is higher layer signaling or physical layer signaling.

9. The method according to any one of claims 1 to 8,
further comprising:
sending, by the network device, downlink data indi-
cation signaling to the first terminal device in the first
transmission time unit, wherein the downlink data
indication signaling is used to indicate whether the
first downlink data is sent within the first transmission
time.

10. A data transmission method, comprising:

determining, by a first terminal device, N groups
of scheduling information, wherein N is a posi-
tive integer; and
detecting, by the first terminal device, first down-
link data in a first transmission time unit based
on the N groups of scheduling information,
wherein the first downlink data comprises at
least one piece of downlink data.

11. The method according to claim 10, wherein the first
downlink data is configured by the network device
based on M groups of scheduling information in the
N groups of scheduling information, M is a positive
integer less than or equal to N.

12. The method according to claim 11, wherein the first
downlink data comprises M pieces of downlink data,
the M pieces of downlink data carry same informa-
tion, and the detecting, by the first terminal device,
first downlink data in a first transmission time unit
based on the N groups of scheduling information
comprises:
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extracting, by the first terminal device in the first
transmission time unit, the M pieces of downlink
data from M channel resources indicated in the
M groups of scheduling information; and/or
demodulating, by the first terminal device, the
M pieces of downlink data in the first transmis-
sion time unit based on M MCSs indicated in the
M groups of scheduling information.

13. The method according to claim 11, wherein the M
groups of scheduling information comprise an ith

group of scheduling information in the N groups of
scheduling information, and the ith group of sched-
uling information indicates Si channel resources, or
the ith group of scheduling information indicates Si
channel resources and Si MCSs, or the ith group of
scheduling information indicates Si channel resourc-
es, Si MCSs, and Si redundancy versions RVs,
wherein
Si is an integer greater than 1.

14. The method according to claim 13, wherein the first
downlink data comprises Si pieces of downlink data,
and the detecting, by the first terminal device, first
downlink data in a first transmission time unit based
on the N groups of scheduling information compris-
es:
detecting, by the first terminal device, the Si pieces
of downlink data based on the ith group of scheduling
information, wherein the Si pieces of downlink data
carry same information.

15. The method according to claim 13 or 14, wherein the
first downlink data further comprises Sj pieces of
downlink data, the M groups of scheduling informa-
tion comprise a jth group of scheduling information
in the N groups of scheduling information, the jth

group of scheduling information and the ith group of
scheduling information are different scheduling in-
formation, and the detecting, by the first terminal de-
vice, first downlink data in a first transmission time
unit based on the N groups of scheduling information
comprises:

detecting, by the first terminal device, the Sj piec-
es of downlink data based on the jth group of
scheduling information, wherein the Sj pieces of
downlink data carry same information, wherein
the information carried in the Sj pieces of down-
link data is different from the information carried
in the Si pieces of downlink data, and Sj is a
positive integer.

16. The method according to any one of claims 10 to 15,
before the detecting, by the first terminal device, first
downlink data in a first transmission time unit based
on the N groups of scheduling information, further
comprising:

receiving, by the first terminal device, scheduling in-
formation indication signaling sent by the network
device, wherein the scheduling information indica-
tion signaling is used to indicate the N groups of
scheduling information, and the scheduling informa-
tion indication signaling is higher layer signaling or
physical layer signaling.

17. The method according to any one of claims 10 to 16,
before the detecting, by the first terminal device, first
downlink data in a first transmission time unit based
on the N groups of scheduling information, further
comprising:
receiving, by the first terminal device, downlink data
indication signaling that is sent by the network device
in the first transmission time unit, wherein the down-
link data indication signaling is used to indicate
whether the first downlink data is sent within the first
transmission time.

18. A network device, comprising:

a processing module, configured to: configure
N groups of scheduling information, wherein N
is a positive integer; and configure first downlink
data based on M groups of scheduling informa-
tion in the N groups of scheduling information,
wherein the first downlink data comprises at
least one piece of downlink data, M is a positive
integer less than or equal to N; and
a transceiver module, configured to send the first
downlink data to the first terminal device in a first
transmission time unit.

19. The device according to claim 18, wherein the first
downlink data comprises M pieces of downlink data,
the M pieces of downlink data carry same informa-
tion, and when configuring the first downlink data
based on the M groups of scheduling information in
the N groups of scheduling information, the process-
ing module specifically and separately modulates
the M pieces of downlink data based on M modula-
tion and coding schemes MCSs indicated in the M
groups of scheduling information; and/or respective-
ly maps the M pieces of downlink data onto M chan-
nel resources indicated in the M groups of scheduling
information.

20. The device according to claim 18, wherein the M
groups of scheduling information comprise an ith

group of scheduling information in the N groups of
scheduling information, and the ith group of sched-
uling information indicates Si channel resources, or
the ith group of scheduling information indicates Si
channel resources and Si MCSs, or the ith group of
scheduling information indicates Si channel resourc-
es, Si MCSs, and Si redundancy versions RVs,
wherein
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Si is an integer greater than 1.

21. The device according to claim 20, wherein the first
downlink data comprises Si pieces of downlink data,
and the processing module specifically configures
the Si pieces of downlink data based on the ith group
of scheduling information when configuring the first
downlink data based on the M groups of scheduling
information in the N groups of scheduling informa-
tion, wherein the Si pieces of downlink data carry
same information.

22. The device according to claim 20 or 21, wherein the
first downlink data further comprises Sj pieces of
downlink data, the M groups of scheduling informa-
tion comprise a jth group of scheduling information
in the N groups of scheduling information, the jth

group of scheduling information and the ith group of
scheduling information are different scheduling in-
formation, and the processing module specifically
configures the Sj pieces of downlink data based on
the jth group of scheduling information when config-
uring the first downlink data based on the M groups
of scheduling information in the N groups of sched-
uling information, wherein the Sj pieces of downlink
data carry same information, wherein
the information carried in the Sj pieces of downlink
data is different from the information carried in the
Si pieces of downlink data, and Sj is a positive inte-
ger.

23. The device according to any one of claims 18 to 22,
wherein
the processing module is further configured to con-
figure second downlink data based on P groups of
scheduling information in the N groups of scheduling
information, wherein P is a positive integer less than
or equal to N; and
the transceiver module is further configured to send
the second downlink data to a second terminal de-
vice in a second transmission time unit.

24. The device according to claim 23, wherein
the first transmission time unit does not overlap the
second transmission time unit, and the M groups of
scheduling information are the same as, partially the
same as, or different from the P groups of scheduling
information; or
the first transmission time unit overlaps or partially
overlaps the second transmission time unit, and the
M groups of scheduling information are different from
the P groups of scheduling information.

25. The device according to any one of claims 18 to 24,
wherein
the transceiver module is further configured to send
scheduling information indication signaling to the
first terminal device and/or the second terminal de-

vice before sending the first downlink data to the first
terminal device in the first transmission time unit,
wherein the scheduling information indication sign-
aling is used to indicate the N groups of scheduling
information, and the scheduling information indica-
tion signaling is higher layer signaling or physical
layer signaling.

26. The device according to any one of claims 18 to 25,
wherein
the transceiver module is further configured to send
downlink data indication signaling to the first terminal
device in the first transmission time unit, wherein the
downlink data indication signaling is used to indicate
whether the first downlink data is sent within the first
transmission time.

27. A terminal device, wherein the terminal device is a
first terminal device, and the first terminal device
comprises:
a processing module, configured to: determine N
groups of scheduling information, wherein N is a pos-
itive integer; and detect first downlink data in a first
transmission time unit based on the N groups of
scheduling information, wherein the first downlink
data comprises at least one piece of downlink data.

28. The device according to claim 27, wherein the first
downlink data is configured by the network device
based on M groups of scheduling information in the
N groups of scheduling information, M is a positive
integer less than or equal to N.

29. The device according to claim 28, wherein the first
downlink data comprises M pieces of downlink data,
the M pieces of downlink data carry same informa-
tion, and when detecting the first downlink data in
the first transmission time unit based on the N groups
of scheduling information, the processing module is
specifically configured to extract, in the first trans-
mission time unit, the M pieces of downlink data from
M channel resources indicated in the M groups of
scheduling information; and/or the processing mod-
ule is specifically configured to demodulate the M
pieces of downlink data in the first transmission time
unit based on M MCSs indicated in the M groups of
scheduling information.

30. The device according to claim 28, wherein the M
groups of scheduling information comprise an ith

group of scheduling information in the N groups of
scheduling information, and the ith group of sched-
uling information indicates Si channel resources, or
the ith group of scheduling information indicates Si
channel resources and Si MCSs, or the ith group of
scheduling information indicates Si channel resourc-
es, Si MCSs, and Si redundancy versions RVs,
wherein
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Si is an integer greater than 1.

31. The device according to claim 30, wherein the first
downlink data comprises Si pieces of downlink data,
and the processing module is specifically configured
to detect the Si pieces of downlink data based on the
ith group of scheduling information when detecting
the first downlink data in the first transmission time
unit based on the N groups of scheduling informa-
tion, wherein the Si pieces of downlink data carry
same information.

32. The device according to claim 30 or 31, wherein the
first downlink data further comprises Sj pieces of
downlink data, the M groups of scheduling informa-
tion comprise a jth group of scheduling information
in the N groups of scheduling information, the jth

group of scheduling information and the ith group of
scheduling information are different scheduling in-
formation, and the processing module is specifically
configured to detect the Sj pieces of downlink data
based on the jth group of scheduling information
when detecting the first downlink data in the first
transmission time unit based on the N groups of
scheduling information, wherein the Sj pieces of
downlink data carry same information, wherein
the information carried in the Sj pieces of downlink
data is different from the information carried in the
Si pieces of downlink data, and Sj is a positive inte-
ger.

33. The device according to any one of claims 27 to 32,
further comprising:
a transceiver module, configured to: before the
processing module detects the first downlink data in
the first transmission time unit based on the N groups
of scheduling information, receive scheduling infor-
mation indication signaling sent by the network de-
vice, wherein the scheduling information indication
signaling is used to indicate the N groups of sched-
uling information, and the scheduling information in-
dication signaling is higher layer signaling or physical
layer signaling.

34. The device according to any one of claims 27 to 33,
further comprising:
a transceiver module, configured to: before the
processing module detects the first downlink data in
the first transmission time unit based on the N groups
of scheduling information, receive downlink data in-
dication signaling that is sent by the network device
in the first transmission time unit, wherein the down-
link data indication signaling is used to indicate
whether the first downlink data is sent within the first
transmission time.

35. A network device, comprising a processor, a mem-
ory, a communications interface, and a system bus,

wherein the memory, the communications interface,
and the processor are connected to and communi-
cate with each other by using the system bus, the
memory is configured to store a computer execution
instruction, the communications interface is config-
ured to communicate with another device, and the
processor is configured to run the computer execu-
tion instruction, so that the network device performs
the method according to any one of claims 1 to 9.

36. A terminal device, wherein the terminal device is a
first terminal device, and the first terminal device
comprises a processor, a memory, a communica-
tions interface, and a system bus, wherein the mem-
ory, the communications interface, and the proces-
sor are connected to and communicate with each
other by using the system bus, the memory is con-
figured to store a computer execution instruction, the
communications interface is configured to commu-
nicate with another device, and the processor is con-
figured to run the computer execution instruction, so
that the first terminal device performs the method
according to any one of claims 10 to 17.
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