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(54) INTEGRATED CONTROLLER SELECTION METHOD, DEVICE AND SYSTEM

(57) Embodiments of this application provide a con-
verged controller selection method, a device, and a con-
verged controller selection system. The method includes:
receiving, by a network element selector, a first message
from a first external network element, where the first mes-
sage carries a first session index, and the first session
index is used to identify user equipment UE served by
the first external network element; and sending, by the
network element selector, the first message to a first con-
verged controller based on mapping information corre-
sponding to the UE and the first session index in the first
message, where the mapping information includes a

mapping relationship between the first converged con-
troller and a plurality of different session indexes of the
UE, and the plurality of different session indexes of the
UE include the first session index. It can be learned that
the network element selector sends, based on the map-
ping information corresponding to the UE, all messages
of different external network elements serving the UE to
a same converged controller. This implements consistent
selection of the converged controller, ensures a data ac-
cess hit rate, and implements system performance opti-
mization.
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Description

TECHNICAL FIELD

[0001] The present invention relates to communica-
tions technologies, and in particular, to a converged con-
troller selection method, a device, and a converged con-
troller selection system.

BACKGROUND

[0002] With development of mobile Internet services,
diversification of corporate network services, and con-
vergence of mobile access networks of various stand-
ards, there is an increasingly high requirement for a core-
network architecture.
[0003] In traditional system architecture evolution
(System Architecture Evolution, SAE for short), there are
problems of excessive control network elements and dis-
persed status information, resulting in excessive control
interfaces and interaction signaling in a core network. In
addition, this tends to cause control logic conflicts, and
reduces overall communication efficiency of a system.
Therefore, convergence of control functions and aggre-
gation of status information are required to further sim-
plify a core-network architecture and improve network
efficiency. In this way, a control convergence oriented
core-network architecture emerges accordingly.
[0004] In the control convergence oriented core-net-
work architecture, an independent network element se-
lector is deployed on a core network side. The network
element selector receives interaction signaling sent by
different external network elements (for example, a base
station, an application function entity AF, or a gateway
user-plane GW-U) to various converged controllers, per-
forms selection among a plurality of converged control-
lers, and evenly allocates signaling load.
[0005] Different external network elements use differ-
ent session indexes. For example, a base station may
use a globally unique temporary identity (Globally Unique
Temporary Identity, GUTI for short) of a user, an appli-
cation function entity (Application Function, AF for short)
may use an Internet Protocol (Internet Protocol, IP for
short) address of a user, and a gateway user-plane
(Gateway User-plane, GW-U for short) may use a GPRS
tunneling protocol (GPRS tunneling protocol, GTP for
short) tunnel endpoint identifier (Tunnel Endpoint Identi-
fier, TEID for short). However, current communication
standards have not yet provided a solution about how a
network element selector selects a same converged con-
troller when different external network elements use dif-
ferent session indexes in the control convergence orient-
ed core-network architecture. In other words, signaling
sent by different external network elements serving same
user equipment (User Equipment, UE for short) cannot
be sent to a same converged controller. As a result, sig-
naling requested by the UE cannot be responded cor-
rectly, thereby causing relatively poor system perform-

ance.

SUMMARY

[0006] Embodiments of this application provide a con-
verged controller selection method, a device, and a con-
verged controller selection system, so as to implement
consistent selection of a converged controller by a net-
work element selector when different external network
elements use different session indexes.
[0007] According to a first aspect, an embodiment of
this application provides a converged controller selection
method, including:

receiving, by a network element selector, a first mes-
sage from a first external network element, where
the first message carries a first session index, and
the first session index is used to identify user equip-
ment UE served by the first external network ele-
ment; and
sending, by the network element selector, the first
message to a first converged controller based on
mapping information corresponding to the UE and
the first session index in the first message, where
the mapping information includes a mapping rela-
tionship between the first converged controller and
a plurality of different session indexes of the UE, and
the plurality of different session indexes of the UE
include the first session index.

[0008] According to the converged controller selection
method provided in the first aspect, the network element
selector receives the first message carrying the first ses-
sion index from the first external network element, and
sends the first message to the first converged controller
based on the mapping information corresponding to the
UE and the first session index in the first message, where
the mapping information corresponding to the UE in-
cludes the mapping relationship between the first con-
verged controller and the plurality of different session in-
dexes of the UE. It can be learned that the network ele-
ment selector sends, based on the mapping information
corresponding to the UE, all messages of different exter-
nal network elements serving the UE to a same con-
verged controller. This implements consistent selection
of the converged controller, ensures a data access hit
rate, and implements system performance optimization.
[0009] In a possible design, before the receiving, by a
network element selector, a first message from a first
external network element, the method further includes:

receiving, by the network element selector, a second
message from a second external network element,
where the second message is a message used to
provide a service for the UE by the second external
network element; and
if the second message does not carry a session index
of the UE, or if the network element selector does

1 2 



EP 3 525 502 A1

3

5

10

15

20

25

30

35

40

45

50

55

not store the mapping information corresponding to
the UE, determining, by the network element selector
based on running status information of each con-
verged controller, to send the second message to
the first converged controller.

[0010] In a possible design, after the determining, by
the network element selector based on running status
information of each converged controller, to send the sec-
ond message to the first converged controller, the meth-
od further includes:

receiving, by the network element selector, a first
indication message from the first converged control-
ler, where the first indication message carries an as-
sociation relationship between the plurality of differ-
ent session indexes that are assigned by the first
converged controller to the UE; and
generating, by the network element selector based
on the association relationship, the mapping infor-
mation corresponding to the UE.

[0011] According to the converged controller selection
method provided in this implementation, the network el-
ement selector generates, based on the first indication
message sent by the first converged controller, the map-
ping information corresponding to the UE, so as to ensure
that subsequently when other external network elements
send messages carrying a session index of the UE to the
network element selector, the network element selector
sends, based on the mapping information corresponding
to the UE and the session index of the UE, all messages
of different external network elements serving the UE to
the same converged controller, thereby ensuring consist-
ent selection of the converged controller.
[0012] In a possible design, after the sending, by the
network element selector, the first message to the first
converged controller, the method further includes:

receiving, by the network element selector, a first
update message from the first converged controller,
where the first update message carries a second
session index; and
updating, by the network element selector based on
the second session index, the mapping information
corresponding to the UE.

[0013] According to the converged controller selection
method provided in this implementation, the network el-
ement selector updates, based on the first update mes-
sage sent by the first converged controller, the mapping
information corresponding to the UE, so as to ensure that
subsequently when other external network elements
send messages carrying a session index of the UE to the
network element selector, the network element selector
accurately sends, based on the accurate mapping infor-
mation corresponding to the UE and the session index
of the UE, all messages of different external network el-

ements serving the UE to the same converged controller,
thereby ensuring consistent selection of the converged
controller.
[0014] In a possible design, the converged controller
selection method further includes:

receiving, by the network element selector, a third
message from a third external network element,
where the third message is a message used to pro-
vide a service for the UE by the third external network
element, and the third message carries a third ses-
sion index;
updating, by the network element selector based on
running status information of the first converged con-
troller and running status information of another con-
verged controller, the first converged controller in the
mapping information corresponding to the UE to a
second converged controller; and
sending, by the network element selector, the third
message to the second converged controller based
on the updated mapping information corresponding
to the UE and the third session index.

[0015] According to the converged controller selection
method provided in this implementation, not only load
balancing is implemented between converged control-
lers, but also system reliability is improved. In addition,
it is ensured that the network element selector still sends
subsequently received messages that are sent by the
third external network element or other external network
elements and that contain different session indexes of
the UE to the same converged controller, implementing
consistent selection of the converged controller.
[0016] In a possible design, after the sending the third
message to the second converged controller based on
the updated mapping information corresponding to the
UE and the third session index, the method further in-
cludes:

receiving, by the network element selector, a second
update message from the second converged con-
troller, where the second update message carries a
fourth session index; and

updating, by the network element selector based on
the fourth session index, the mapping information
corresponding to the UE.

[0017] According to the converged controller selection
method provided in this implementation, the network el-
ement selector updates, based on the second update
message sent by the second converged controller, the
mapping information corresponding to the UE, so that
when the network element selector subsequently re-
ceives a message that is sent by another external net-
work element and that contains different session indexes
of the UE, the network element selector can still forward
the message to the same converged controller based on
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new mapping information corresponding to the UE, there-
by implementing consistent selection of the converged
controller.
[0018] In a possible design, after the sending, by the
network element selector, the first message to the first
converged controller, the method further includes:

receiving, by the network element selector, a dele-
tion instruction message from the first converged
controller, where the deletion instruction message is
used for deleting the mapping information corre-
sponding to the UE; and
deleting, by the network element selector according
to the deletion instruction message, the mapping in-
formation corresponding to the UE.

[0019] According to the converged controller selection
method provided in this implementation, the network el-
ement selector can delete, according to the deletion in-
struction message sent by the converged controller, the
mapping information corresponding to the UE, thereby
reducing occupation of a storage space by invalid data,
and ensuring correctness of subsequent converged con-
troller selection by the network element selector.
[0020] According to a second aspect, an embodiment
of this application provides a converged controller selec-
tion method, including:

receiving, by a converged controller, a message from
a network element selector, where the message is
a message sent by an external network element to
the network element selector for providing a service
for user equipment UE; and
sending, by the converged controller, an operation
instruction message to the network element selector
based on the message, where the operation instruc-
tion message is used for generating, updating, or
deleting mapping information corresponding to the
UE, and the mapping information corresponding to
the UE includes a mapping relationship between the
first converged controller and a plurality of different
session indexes of the UE.

[0021] According to the converged controller selection
method provided in the second aspect, the converged
controller receives the message sent by the network el-
ement selector, sends a corresponding operation instruc-
tion message to the network element selector based on
the message, and generates, updates, or deletes the
mapping information corresponding to the UE or per-
forms another operation. In this way, the network element
selector accurately sends, based on the accurate map-
ping information corresponding to the UE, all messages
of different external network elements serving the UE to
a same converged controller (that is, implementing con-
sistent selection of the converged controller), thereby en-
suring a data access hit rate and implementing system
performance optimization.

[0022] In a possible design, the operation instruction
message carries an association relationship between the
plurality of different session indexes that are assigned
by the converged controller to the UE.
[0023] In a possible design, before the sending, by the
converged controller, an operation instruction message
to the network element selector based on the message,
the method further includes:

determining, by the converged controller, whether a
session index in the mapping information corre-
sponding to the UE needs to be updated, where
if the converged controller determines that a session
index in the mapping information corresponding to
the UE needs to be updated, the operation instruc-
tion message carries the to-be-updated session in-
dex in the plurality of different session indexes in the
mapping information.

[0024] In a possible design, the operation instruction
message is used for deleting the mapping information
corresponding to the UE.
[0025] According to a third aspect, an embodiment of
this application provides a converged controller selection
method, including:

receiving, by a converged controller, a message from
a network element selector, where the message is
a message sent by an external network element to
the network element selector for providing a service
for user equipment UE; and
determining, by the converged controller, whether
the UE is UE that reselects a converged controller;
determining, by the converged controller, whether a
session index in mapping information corresponding
to the UE needs to be updated; and
if the UE is UE that reselects a converged controller,
and a session index in the mapping information cor-
responding to the UE needs to be updated, sending,
by the converged controller, an update message to
the network element selector, where the update
message is used for updating the mapping informa-
tion corresponding to the UE, the mapping informa-
tion corresponding to the UE includes a mapping re-
lationship between the converged controller and a
plurality of different session indexes of the UE, and
the update message carries the to-be-updated ses-
sion index in the plurality of different session indexes
in the mapping information.

[0026] According to the converged controller selection
method provided in the third aspect, the converged con-
troller receives the message sent by the network element
selector, sends the update message to the network ele-
ment selector when the converged controller determines
that the UE is UE that reselects a converged controller
and that a session index in the mapping information cor-
responding to the UE needs to be updated, and updates
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the mapping information corresponding to the UE. In this
way, the network element selector accurately sends,
based on the accurate mapping information correspond-
ing to the UE, all messages of different external network
elements serving the UE to a same converged controller
(that is, implementing consistent selection of the con-
verged controller), thereby ensuring a data access hit
rate and implementing system performance optimization.
[0027] According to a fourth aspect, an embodiment
of this application provides a network element selector,
including:

a first receiving module, configured to receive a first
message from a first external network element,
where the first message carries a first session index,
and the first session index is used to identify user
equipment UE served by the first external network
element; and
a first sending module, configured to send the first
message to a first converged controller based on
mapping information corresponding to the UE and
the first session index in the first message, where
the mapping information includes a mapping rela-
tionship between the first converged controller and
a plurality of different session indexes of the UE, and
the plurality of different session indexes of the UE
include the first session index.

[0028] In a possible design, the network element se-
lector further includes:

a second receiving module, configured to receive a
second message from a second external network
element, where the second message is a message
used to provide a service for the UE by the second
external network element; and
a determining module, configured to: if the second
message does not carry a session index of the UE,
or if the network element selector does not store the
mapping information corresponding to the UE, de-
termine, based on running status information of each
converged controller, to send the second message
to the first converged controller.

[0029] In a possible design, the network element se-
lector further includes:

a third receiving module, configured to receive a first
indication message from the first converged control-
ler, where the first indication message carries an as-
sociation relationship between the plurality of differ-
ent session indexes that are assigned by the first
converged controller to the UE; and
a generation module, configured to generate, based
on the association relationship, the mapping infor-
mation corresponding to the UE.

[0030] In a possible design, the network element se-

lector further includes:

a fourth receiving module, configured to receive a
first update message from the first converged con-
troller, where the first update message carries a sec-
ond session index; and
a first update module, configured to update, based
on the second session index, the mapping informa-
tion corresponding to the UE.

[0031] In a possible design, the network element se-
lector further includes:

a fifth receiving module, configured to receive a third
message from a third external network element,
where the third message is a message used to pro-
vide a service for the UE by the third external network
element, and the third message carries a third ses-
sion index;
a second update module, configured to update,
based on running status information of the first con-
verged controller and running status information of
another converged controller, the first converged
controller in the mapping information corresponding
to the UE to a second converged controller; and
a second sending module, configured to send the
third message to the second converged controller
based on the updated mapping information corre-
sponding to the UE and the third session index.

[0032] In a possible design, the network element se-
lector further includes:

a sixth receiving module, configured to receive a sec-
ond update message from the second converged
controller, where the second update message car-
ries a fourth session index; and

a third update module, configured to update, based
on the fourth session index, the mapping information
corresponding to the UE.

[0033] In a possible design, the network element se-
lector further includes:

a seventh receiving module, configured to receive a
deletion instruction message from the first con-
verged controller, where the deletion instruction
message is used for deleting the mapping informa-
tion corresponding to the UE; and
a deletion module, configured to delete, according
to the deletion instruction message, the mapping in-
formation corresponding to the UE.

[0034] For beneficial effects of the network element
selector provided in the fourth aspect and the possible
implementations of the fourth aspect, reference may be
made to the beneficial effects brought by the possible
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implementations of the first aspect. Details are not de-
scribed herein again.
[0035] According to a fifth aspect, an embodiment of
the present invention provides a converged controller,
including:

a receiving module, configured to receive a message
from a network element selector, where the message
is a message sent by an external network element
to the network element selector for providing a serv-
ice for user equipment UE; and
a sending module, configured to send an operation
instruction message to the network element selector
based on the message, where the operation instruc-
tion message is used for generating, updating, or
deleting mapping information corresponding to the
UE, and the mapping information corresponding to
the UE includes a mapping relationship between the
first converged controller and a plurality of different
session indexes of the UE.

[0036] In a possible design, the operation instruction
message carries an association relationship between the
plurality of different session indexes that are assigned
by the converged controller to the UE.
[0037] In a possible design, the converged controller
further includes:

a judging module, configured to determine whether
a session index in the mapping information corre-
sponding to the UE needs to be updated, where
if the judging module determines that a session index
in the mapping information corresponding to the UE
needs to be updated, the operation instruction mes-
sage carries the to-be-updated session index in the
plurality of different session indexes in the mapping
information.

[0038] In a possible design, the operation instruction
message is used for deleting the mapping information
corresponding to the UE.
[0039] For beneficial effects of the converged control-
ler provided in the fifth aspect and the possible imple-
mentations of the fifth aspect, reference may be made
to the beneficial effects brought by the possible imple-
mentations of the second aspect. Details are not de-
scribed herein again.
[0040] According to a sixth aspect, an embodiment of
the present invention provides a converged controller,
including:

a receiving module, configured to receive a message
from a network element selector, where the message
is a message sent by an external network element
to the network element selector for providing a serv-
ice for user equipment UE;
a first judging module, configured to determine
whether the UE is UE that reselects a converged

controller;
a second judging module, configured to determine
whether a session index in mapping information cor-
responding to the UE needs to be updated; and
a sending module, configured to: if the first judging
module determines that the UE is UE that reselects
a converged controller, and the second judging mod-
ule determines that a session index in the mapping
information corresponding to the UE needs to be up-
dated, send an update message to the network ele-
ment selector, where the update message is used
for updating the mapping information corresponding
to the UE, the mapping information corresponding
to the UE includes a mapping relationship between
the converged controller and a plurality of different
session indexes of the UE, and the update message
carries the to-be-updated session index in the plu-
rality of different session indexes in the mapping in-
formation.

[0041] For beneficial effects of the converged control-
ler provided in the sixth aspect and the possible imple-
mentations of the sixth aspect, reference may be made
to the beneficial effects brought by the possible imple-
mentations of the third aspect. Details are not described
herein again.
[0042] According to a seventh aspect, an embodiment
of this application provides a converged controller selec-
tion system, including:
the network element selector according to any implemen-
tation of the fourth aspect, and the converged controller
according to any implementation of the fifth aspect.
[0043] Optionally, the converged controller selection
system further includes the converged controller accord-
ing to the sixth aspect.
[0044] According to an eighth aspect, an embodiment
of this application provides a mapping information gen-
eration method, including:

receiving, by a network element selector, an opera-
tion instruction message from a converged control-
ler, where the operation instruction message carries
an association relationship between a plurality of dif-
ferent session indexes that are assigned by the con-
troller to user equipment UE; and
generating, by the network element selector based
on the association relationship, mapping information
corresponding to the UE, where the mapping infor-
mation corresponding to the UE includes a mapping
relationship between the converged controller and
the plurality of different session indexes of the UE.

[0045] According to the mapping information genera-
tion method provided in the eighth aspect, the network
element selector generates, based on the operation in-
struction message sent by the converged controller, the
mapping information corresponding to the UE, so as to
ensure that subsequently when other external network

9 10 



EP 3 525 502 A1

7

5

10

15

20

25

30

35

40

45

50

55

elements send messages carrying a session index of the
UE to the network element selector, the network element
selector sends, based on the mapping information cor-
responding to the UE and the session index of the UE,
all messages of different external network elements serv-
ing the UE to a same converged controller, thereby en-
suring consistent selection of the converged controller.
[0046] According to a ninth aspect, an embodiment of
this application provides a network element selector, in-
cluding:

a receiving module, configured to receive an opera-
tion instruction message from a converged control-
ler, where the operation instruction message carries
an association relationship between a plurality of dif-
ferent session indexes that are assigned by the con-
troller to user equipment UE; and
a generation module, configured to generate, based
on the association relationship, mapping information
corresponding to the UE, where the mapping infor-
mation corresponding to the UE includes a mapping
relationship between the converged controller and
the plurality of different session indexes of the UE.

[0047] For beneficial effects of the network element
selector provided in the ninth aspect, reference may be
made to the beneficial effects brought by the implemen-
tation of the eighth aspect. Details are not described here-
in again.

DESCRIPTION OF DRAWINGS

[0048] To describe the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the following briefly describes the accompanying
drawings required for describing the embodiments or the
prior art.

FIG. 1 is a schematic diagram of a control conver-
gence oriented core-network architecture;
FIG. 2 is a schematic diagram of load balancing of
a converged control plane based on an independent
network element selector;
FIG. 3 shows a flowchart of an embodiment of a con-
verged controller selection method according to this
application;
FIG. 4 is a schematic diagram of mapping informa-
tion corresponding to UE1 according to this applica-
tion;
FIG. 5 is a schematic diagram of mapping informa-
tion corresponding to UE1 and UE2 according to this
application;
FIG. 6 shows a flowchart of another embodiment of
a converged controller selection method according
to this application;
FIG. 7 shows a flowchart of another embodiment of
a converged controller selection method according
to this application;

FIG. 8 shows a flowchart of still another embodiment
of a converged controller selection method accord-
ing to this application;
FIG. 9 shows a flowchart of still another embodiment
of a converged controller selection method accord-
ing to this application;
FIG. 10 is a schematic diagram of updated mapping
information corresponding to UE1 according to this
application;
FIG. 11 shows a flowchart of still another embodi-
ment of a converged controller selection method ac-
cording to this application;
FIG. 12 shows a flowchart of still another embodi-
ment of a converged controller selection method ac-
cording to this application;
FIG. 13 shows a schematic structural diagram of Em-
bodiment 1 of a network element selector according
to this application;
FIG. 14 shows a schematic structural diagram of Em-
bodiment 2 of a network element selector according
to this application;
FIG. 15 shows a schematic structural diagram of Em-
bodiment 1 of a converged controller according to
this application;
FIG. 16 shows a schematic structural diagram of Em-
bodiment 2 of a converged controller according to
this application;
FIG. 17 shows a schematic structural diagram of Em-
bodiment 3 of a converged controller according to
this application; and
FIG. 18 shows a schematic structural diagram of Em-
bodiment 4 of a converged controller according to
this application.

DESCRIPTION OF EMBODIMENTS

[0049] In the specification, claims, and accompanying
drawings of the present invention, the terms "first", "sec-
ond", and so on are intended to distinguish between sim-
ilar objects but do not necessarily indicate a specific order
or sequence. It should be understood that the data
termed in such a way are interchangeable in proper cir-
cumstances so that the embodiments of the present in-
vention described herein can be implemented in an order
other than the order illustrated or described herein. More-
over, the terms "include", "contain" and any other variants
mean to cover the non-exclusive inclusion, for example,
a process that includes a list of steps, a method, a system
that includes a plurality of units or modules, a product,
or a device is not necessarily limited to those steps or
units, but may include other steps or units not expressly
listed or inherent to such a process, method, product, or
device. "At least one" in the present invention means one
or more.
[0050] First, a control convergence oriented core-net-
work architecture in the embodiments of this application
is described in detail.
[0051] FIG. 1 is a schematic diagram of a control con-
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vergence oriented core-network architecture. The core-
network architecture shown in FIG. 1 has the following
characteristics: (1) A converged controller contains func-
tions of a traditional core-network control network ele-
ment (for example, including mobility management, ses-
sion management, charging management, and policy
management); (2) A network functions virtualization
(Network Functions Virtualization, NFV for short) tech-
nology is used to implement flexible scaling and dynamic
deployment of the converged controller; and (3) Service
status data and service control logic are decoupled, and
stored and managed in a centralized manner.
[0052] Second, several terms in the embodiments of
this application and network elements in the present in-
vention are explained.

(1) Load balancing

[0053] A load balancing technology is a key technology
in a cluster system. FIG. 2 is a schematic diagram of load
balancing of a converged control plane based on an in-
dependent network element selector. As shown in FIG.
2, an independent network element selector is deployed
on a core network side. The network element selector
receives signaling sent by different external network el-
ements to various converged controllers. For example,
the external network elements may include a base sta-
tion, an AF, or a GW-U. Certainly, the external network
element may alternatively be another network element.
This is not limited in the embodiments of this application.
Based on a configured balancing policy, the network el-
ement selector distributes, in a converged controller clus-
ter, signaling sent by different external network elements
to various converged controllers. The network element
selector may also maintain availability of the converged
controllers. A primary objective of load balancing is to
evenly allocate workload through task scheduling, and
optimize resource utilization and a task response time,
so as to minimize communication overheads between
processes. If a converged controller is faulty, the network
element selector can detect the situation in a timely man-
ner, and allocate new signaling to a normally working
converged controller, so as to prevent a failure of the
converged controller from affecting normal operation of
an enterprise. In addition, a quantity of converged con-
trollers can be increased or decreased in real time based
on an actual service access amount, implementing dy-
namic scaling of resources. Therefore, the load balancing
technology effectively ensures reliability and scalability
of an application service.

(2) Session persistence

[0054] In most enterprise-level applications and e-
commerce application systems, a client and a converged
controller usually need to perform a plurality of interaction
processes to complete one transaction or one service.
On one hand, these interactions are closely related to a

user identity; on the other hand, when performing a step
of the interaction processes, the converged controller
needs to know a processing result of a previous interac-
tion process or results of previous several interaction
processes. Therefore, application requests that are sent
by different external network elements and that are re-
lated to a client need to be forwarded to a same con-
verged controller, instead of being forwarded by the net-
work element selector to different converged controllers
for processing. To meet the foregoing requirements, the
network element selector needs to identify association
of interaction processes between the client and the con-
verged controller, so that during load balancing, a series
of associated application requests of a same client are
allocated to the same converged controller. Such a
mechanism is referred to as session persistence.
[0055] Some network elements in this application:

User equipment (User Equipment, UE for short): Us-
er equipment may also be referred to as a user ter-
minal. The UE in the embodiments of this application
includes but is not limited to a mobile phone, an in-
telligent terminal, a multimedia device, and a stream-
ing media device.
Base station: A base station may be a device that
communicates with a wireless terminal over an air
interface in an access network by using one or more
sectors, and is responsible for all air interface-related
functions. For example, the base station may be a
base transceiver station (Base Transceiver Station,
BTS for short) in GSM or CDMA, may be a NodeB
(NodeB) in WCDMA, may be an evolved NodeB
(eNB or e-NodeB, evolved NodeB) in LTE, or may
be a transmission reception point (Transmission Re-
ception Point, TRP for short). This is not limited in
the embodiments of this application.
Converged controller: A converged controller is a
control network element in the core-network archi-
tecture, integrates a plurality of control functions of
a core network, and is responsible for processing
related signaling, for example, mobility manage-
ment, session management, policy management,
and charging management.
Network element selector (Network Element Selec-
tor, NES for short): A network element selector is
responsible for converged controller selection, load
balancing, session persistence, and the like.

[0056] FIG. 3 shows a flowchart of an embodiment of
a converged controller selection method according to this
application. As shown in FIG. 3, the method according
to this embodiment may include the following steps:
S301: A network element selector receives a first mes-
sage from a first external network element.
[0057] The first message carries a first session index,
and the first session index is used to identify UE served
by the first external network element. For example, for a
different external network element, a different session
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index of the UE is carried in the first message. For ex-
ample, if an external network element is a GW-U, a ses-
sion index of the UE that is carried in the first message
sent by the GW-U to the network element selector is a
TEID; if the external network element is an AF, a session
index of the UE that is carried in the first message sent
by the AF to the network element selector is an IP address
of the UE; and if the external network element is a base
station, a session index of the UE that is carried in the
first message sent by the base station to the network
element selector is a GUTI.
[0058] Optionally, the first message may be an attach
request message, a connection establishment request
message, or the like. Certainly, the first message may
alternatively be another message. This is not limited in
this embodiment of this application.
[0059] S302: The network element selector sends the
first message to a first converged controller based on
mapping information corresponding to the UE and a first
session index in the first message.
[0060] The mapping information corresponding to the
UE includes a mapping relationship between the first con-
verged controller and a plurality of different session in-
dexes of the UE, and the plurality of different session
indexes of the UE include the first session index.
[0061] In this step, optionally, the network element se-
lector determines, based on the mapping information cor-
responding to the UE and the first session index in the
first message, a converged controller (referred to as the
first converged controller in this application for ease of
description) corresponding to the first session index in
the mapping information corresponding to the UE as a
converged controller configured to serve the UE, and
sends the first message to the first converged controller.
Optionally, a format of the mapping information may be
a mapping relationship table, and certainly may alterna-
tively be another format. This is not limited in this em-
bodiment of this application.
[0062] FIG. 4 is a schematic diagram of mapping in-
formation corresponding to UE1 according to this appli-
cation. In an example of FIG. 4, session indexes of UE1
corresponding to a converged controller 1 include GUTI1,
IP1, IP2, TEID1, TEID2, and TEID3. Assuming that an
external network element sending a first message is a
base station, and a session index of UE1 that is carried
in the first message is GUTI1, the network element se-
lector determines, based on mapping information corre-
sponding to UE1 and the session index (namely, GUTI1)
of UE1, a converged controller (namely, the converged
controller 1) corresponding to GUTI1 in the mapping in-
formation corresponding to UE1 as a converged control-
ler configured to serve the UE.
[0063] In this embodiment of this application, mapping
information corresponding to each UE includes a map-
ping relationship between a converged controller serving
the UE and a plurality of corresponding different session
indexes. Therefore, the network element selector sends,
based on the mapping information corresponding to the

UE, all messages of different external network elements
serving the UE to a same converged controller.
[0064] For example, FIG. 5 is a schematic diagram of
mapping information corresponding to UE1 and UE2 ac-
cording to this application. As shown in FIG. 5, a session
index of UE1 during interaction between UE1 and a base
station is GUTI1, a session index of UE1 during interac-
tion between UE1 and AF1 is IP1, a session index of UE1
during interaction between UE1 and AF2 is IP2, a session
index of UE1 during interaction between UE1 and GW-
U1 is TEID1, a session index of UE1 during interaction
between UE1 and GW-U2 is TEID2, a session index of
UE1 during interaction between UE1 and GW-U3 is
TEID3, and all the foregoing session indexes of UE1 cor-
respond to a converged controller 1. After receiving a
first message that is sent by any one of the foregoing
external network elements and that is related to UE1, the
network element selector sends the first message to the
converged controller 1 based on the session index of
UE1 carried in the first message and the mapping infor-
mation corresponding to UE1, so that the converged con-
troller 1 processes the first message. This ensures that
messages of different external network elements serving
UE1 are all sent to the converged controller 1, and im-
plements consistent selection of the converged control-
ler.
[0065] For another example, a session index of UE2
during interaction between UE2 and a base station is
GUTI2, a session index of UE2 during interaction be-
tween UE2 and AF1 is IP3, a session index of UE2 during
interaction between UE2 and a GW-U is TEID4, and all
the foregoing session indexes of UE2 correspond to a
converged controller 2. After receiving a first message
that is sent by any one of the foregoing external network
elements and that is related to UE2, the network element
selector sends the first message to the converged con-
troller 2 based on the session index of UE2 carried in the
first message and the mapping information correspond-
ing to UE2, so that the converged controller 2 processes
the first message. This ensures that messages of differ-
ent external network elements serving UE2 are all sent
to the converged controller 2, and implements consistent
selection of the converged controller.
[0066] In this embodiment, although session indexes
of UE that are carried in first messages sent by different
external network elements to a gateway selector are dif-
ferent, the network element selector can send the first
messages to the first converged controller based on the
mapping information and the session indexes of the UE
that are carried in the first messages, where the mapping
information corresponding to the UE includes a mapping
relationship between the first converged controller and
the plurality of different session indexes of the UE. There-
fore, the network element selector sends, based on the
mapping information corresponding to the UE, all mes-
sages of different external network elements serving the
UE to the same converged controller. This implements
consistent selection of the converged controller, ensures
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a data access hit rate, and implements system perform-
ance optimization.
[0067] Optionally, before step S301, the method fur-
ther includes:

receiving, by the network element selector, a second
message from a second external network element;
and
if the second message does not carry a session index
of the UE, or if the network element selector does
not store the mapping information corresponding to
the UE, determining, by the network element selector
based on running status information of each con-
verged controller, to send the second message to
the first converged controller.

[0068] In this embodiment of this application, the net-
work element selector receives the second message
from the second external network element. The second
external network element provides a service for the UE
by using the second message (that is, the second mes-
sage is a message used to provide a service for the UE
by the second external network element). Optionally, the
second message may be an attach request message.
Certainly, the second message may alternatively be an-
other message. This is not limited in this embodiment of
this application. Optionally, the second external network
element and the first external network element may be
a same external network element or different external
network elements. This is not limited in this embodiment
of this application.
[0069] Further, the network element selector can de-
termine whether the second message carries a session
index of the UE, and/or determine whether the network
element selector stores the mapping information corre-
sponding to the UE. If the second message does not
carry a session index of the UE, or if the network element
selector does not store the mapping information corre-
sponding to the UE, the network element selector deter-
mines, based on running status information of each con-
verged controller, to send the second message to the
first converged controller. Optionally, an execution se-
quence of "the network element selector determines
whether the second message carries a session index of
the UE" and "the network element selector determines
whether the network element selector stores the mapping
information corresponding to the UE" is not limited in this
embodiment of this application. Once determining "the
second message does not carry a session index of the
UE" or "the network element selector does not store the
mapping information corresponding to the UE", the net-
work element selector determines, based on the running
status information of each converged controller, to send
the second message to the first converged controller.
Optionally, running status information of a converged
controller may include but is not limited to information
about whether the converged controller is available, and
load information of the converged controller.

[0070] Optionally, the network element selector deter-
mines whether the second message carries a session
index of the UE:

(1a) If the second message carries a session index
of the UE, the network element selector determines
whether the network element selector has already
stored the mapping information corresponding to the
UE; and if the network element selector does not
store the mapping information corresponding to the
UE, the network element selector determines, based
on the running status information of each converged
controller, a converged controller (such as the first
converged controller) configured to process the sec-
ond message, and sends the second message to
the first converged controller.
(1b) Alternatively, if the second message does not
carry a session index of the UE, the network element
selector sends the second message to the first con-
verged controller based on the running status infor-
mation of each converged controller.

[0071] Further, after the determining, by the network
element selector based on running status information of
each converged controller, to send the second message
to the first converged controller, the method further in-
cludes:
receiving, by the network element selector, a first indica-
tion message from the first converged controller, where
the first indication message carries an association rela-
tionship between the plurality of different session indexes
that are assigned by the first converged controller to the
UE. For example, the first indication message carries an
association relationship between a user GUTI (a session
index on a base station side) assigned by the first con-
verged controller to the UE, an IP address (a session
index on an AF side) corresponding to a newly estab-
lished PDN connection, and a user identifier TEID (a ses-
sion index on a GW-U side) of a user plane. Optionally,
the first indication message may further carry other in-
formation (such as a mapping relationship between a plu-
rality of different session indexes of another UE and a
corresponding target converged controller). This is not
limited in this embodiment of this application.
[0072] After receiving the first indication message, the
network element selector generates, based on the asso-
ciation relationship carried in the first indication message,
the mapping information corresponding to the UE.
[0073] For example, the mapping information includes
a mapping relationship table used to indicate the asso-
ciation relationship between the plurality of different ses-
sion indexes of the UE. The network element selector
can establish the mapping relationship table to generate
the mapping information corresponding to the UE. Op-
tionally, if the first indication message further carries an
association relationship between a plurality of different
session indexes of other UEs and corresponding target
converged controllers, the network element selector es-
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tablishes, based on a mapping relationship between a
plurality of different session indexes of each of the other
UEs and a corresponding target converged controller, a
mapping relationship table corresponding to each UE, to
generate mapping information corresponding to the UE.
[0074] Optionally, after step S302, the method may fur-
ther include:
receiving, by the network element selector, a first update
message from the first converged controller, where the
first update message carries a second session index. For
example, the first update message includes a to-be-up-
dated session index in the plurality of different session
indexes in the mapping information corresponding to the
UE. Optionally, the first update message is sent after the
first converged controller determines that a session index
in the mapping information corresponding to the UE
needs to be updated. For example, if the first message
is a PDN connection establishment request message,
the first converged controller establishes a new PDN con-
nection for the UE (that is, to assign a new IP address 1
and a user identifier TEID1 of a new user plane). In this
case, an old session index IP address 2 and a user iden-
tifier TEID2 of the user plane in the mapping information
need to be updated to the newly assigned IP address 1
and the user identifier TEID1 of the new user plane. Al-
ternatively, if the first message is a PDN connection re-
lease message, the first converged controller needs to
delete an IP address 2 and a user identifier TEID2 of a
user plane that are corresponding to a PDN connection
requested to be released. In this case, a session index
that needs to be deleted from the mapping information
is the IP address 2 and the user identifier TEID2.
[0075] After receiving the first update message, the
network element selector updates, based on the second
session index, the mapping information corresponding
to the UE. For example, the network element selector
may use the second session index (such as the IP ad-
dress 1) to replace an old session index (such as the IP
address 2) that is already stored in the mapping informa-
tion corresponding to the UE and that is corresponding
to the second session index, or delete the old session
index (namely, the second session index) from the map-
ping information corresponding to the UE.
[0076] Optionally, the converged controller selection
method further includes:

receiving, by the network element selector, a third
message from a third external network element,
where the third message is a message used to pro-
vide a service for the UE by the third external network
element, and the third message carries a third ses-
sion index;
updating, by the network element selector based on
running status information of the first converged con-
troller and running status information of another con-
verged controller (such as the second converged
controller), the first converged controller in the map-
ping information corresponding to the UE to a second

converged controller; and
sending, by the network element selector, the third
message to the second converged controller based
on the updated mapping information corresponding
to the UE and the third session index.

[0077] Optionally, the network element selector first
determines, based on the mapping information corre-
sponding to the UE and the third session index of the UE
that is carried in the third message, that a converged
controller serving the UE is the first converged controller.
Optionally, the third session index may be the same as
or different from the first session index. Then, the network
element selector determines, based on the running sta-
tus information of the first converged controller, whether
the converged controller needs to be updated. If the con-
verged controller needs to be updated (for example, load
of the first converged controller exceeds a threshold, or
the first converged controller is unavailable), the network
element selector can determine, based on the running
status information of the another converged controller
and a preset policy, to update the first converged con-
troller in the mapping information corresponding to the
UE to the second converged controller. Further, the net-
work element selector sends the third message to the
second converged controller based on the updated map-
ping information corresponding to the UE and the third
session index. Optionally, the third external network el-
ement may be the same as or different from the first ex-
ternal network element, and the third external network
element provides a service for the UE by using the third
message. According to this method, load balancing is
implemented between converged controllers, system re-
liability improves, and it is ensured that the network ele-
ment selector always sends subsequently received mes-
sages that contain different session indexes of the UE
and that are sent by the third external network element
or other external network elements to the same con-
verged controller, implementing consistent selection of
the converged controller.
[0078] Optionally, after receiving the third message
sent by the network element selector, the second con-
verged controller determines whether the UE is UE that
reselects a converged controller, and determines wheth-
er a session index in the mapping information corre-
sponding to the UE needs to be updated. The UE that
reselects a converged controller is UE that is served by
another converged controller different from the second
converged controller before the UE is served by the sec-
ond converged controller. Optionally, the second con-
verged controller can determine, by determining whether
a converged controller identifier contained in the third
session index (such as a GUTI) is an identifier of the
second converged controller, whether the UE is UE that
reselects a converged controller. Alternatively, the sec-
ond converged controller can determine, by determining
whether the second converged controller stores context
information of the UE, whether the UE is UE that reselects
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a converged controller. Certainly, the second converged
controller can determine, in another manner, whether the
UE is UE that reselects a converged controller. This is
not limited in this embodiment of this application.
[0079] Optionally, the second converged controller de-
termines whether a session index in the mapping infor-
mation corresponding to the UE is associated with the
converged controller, so as to determine whether the ses-
sion index in the mapping information corresponding to
the UE needs to be updated.
[0080] For example, if the session index is a GUTI and
a GUTI reassignment process may be initiated, the sec-
ond converged controller determines that the session in-
dex is associated with the second converged controller,
and thereby determines that the session index in the
mapping information corresponding to the UE needs to
be updated. If an AF side uses an IP address as a session
index, a new IP address does not need to be reassigned
when a converged controller is replaced. Therefore, the
second converged controller determines that the session
index is not associated with the converged controller, and
thereby determines that the session index in the mapping
information corresponding to the UE does not need to be
updated. If a base station side uses a GUTI as a session
index, and GUTI sharing is implemented between con-
verged controllers, to be specific, no GUTI reassignment
process is initiated, the second converged controller de-
termines that the session index is not associated with the
converged controller, and thereby determines that the
session index in the mapping information corresponding
to the UE does not need to be updated.
[0081] If the UE is UE that reselects a converged con-
troller (for example, the converged controller identifier
contained in the third session index is not the identifier
of the second converged controller, or the second con-
verged controller does not locally store the context infor-
mation of the UE), and it is determined that the session
index in the mapping information corresponding to the
UE needs to be updated, the second converged control-
ler sends a second update message to the network ele-
ment selector, where the second update message is
used for updating the mapping information correspond-
ing to the UE, and the second update message carries
a fourth session index. For example, the fourth session
index is a to-be-updated session index in the plurality of
different session indexes in the mapping information cor-
responding to the UE, such as an assigned new GUTI.
[0082] Optionally, after receiving the second update
message sent by the second converged controller, the
network element selector updates, based on the fourth
session index in the second update message, the map-
ping information corresponding to the UE.
[0083] For example, the network element selector us-
es the fourth session index to replace an old session
index that is already stored in the mapping information
corresponding to the UE and that is corresponding to the
fourth session index, or deletes the fourth session index
from the mapping information corresponding to the UE.

[0084] Optionally, the fourth session index may be sent
explicitly or implicitly. For example, if the base station
side uses the GUTI as the session index, in a GUTI re-
assignment process, the second converged controller
may explicitly send a GUTI reassignment command mes-
sage to the UE, where the GUTI reassignment command
message is used as the second update message and
carries a reassigned new GUTI that is used as the fourth
session index. Alternatively, the second converged con-
troller implicitly adds a reassigned new GUTI to a re-
sponse message (such as a tracking area update accept
TAU Accept message) that is used as the second update
message.
[0085] Optionally, after step S302, the method further
includes:

receiving, by the network element selector, a dele-
tion instruction message from the first converged
controller; and
deleting, by the network element selector according
to the deletion instruction message, the mapping in-
formation corresponding to the UE.

[0086] For example, in a detach scenario, the network
element selector can delete, according to the deletion
instruction message sent by the converged controller,
the mapping information corresponding to the UE, there-
by reducing occupation of a storage space by invalid da-
ta, and ensuring correctness of subsequent converged
controller selection by the network element selector.
[0087] FIG. 6 shows a flowchart of another embodi-
ment of a converged controller selection method accord-
ing to this application. A converged controller in this em-
bodiment can implement functions of the first converged
controller in the foregoing embodiments. As shown in
FIG. 6, the method according to this embodiment may
include the following steps:
S601: A converged controller receives a message from
a network element selector.
[0088] Optionally, the message is a message sent by
an external network element to the network element se-
lector for providing a service for user equipment UE (that
is, the message is a message used to provide a service
for the UE by the external network element).
[0089] Optionally, the converged controller may be the
first converged controller, and the external network ele-
ment may be the first external network element, the sec-
ond external network element, another external network
element, or the like.
[0090] S602: The converged controller sends an op-
eration instruction message to the network element se-
lector based on the message.
[0091] The operation instruction message is used for
generating, updating, or deleting mapping information
corresponding to the UE. The mapping information cor-
responding to the UE includes a mapping relationship
between the converged controller and a plurality of dif-
ferent session indexes of the UE.
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[0092] Optionally, if the message is the second mes-
sage, the operation instruction message is the first indi-
cation message. The first indication message is used for
establishing the mapping information corresponding to
the UE, and the first indication message carries an as-
sociation relationship between the plurality of session in-
dexes that are assigned by the converged controller to
the UE. For a specific implementation, reference may be
made to the foregoing related content about the network
element selector side in this application. Details are not
described herein again.
[0093] Optionally, if the message is the first message,
before step S602, the method further includes:
determining, by the converged controller, whether a ses-
sion index in the mapping information corresponding to
the UE needs to be updated.
[0094] If the converged controller determines that a
session index in the mapping information corresponding
to the UE needs to be updated, the operation instruction
message is the first update message. The first update
message is used for updating the mapping information
corresponding to the UE, and the first update message
carries a second session index (including the to-be-up-
dated session index in the plurality of session indexes in
the mapping information corresponding to the UE). For
a specific implementation, reference may be made to the
foregoing related content about the network element se-
lector side in this application. Details are not described
herein again.
[0095] Optionally, if the message is the first message,
the operation instruction message is the deletion instruc-
tion message. The deletion instruction message is used
for deleting the mapping information corresponding to
the UE. For a specific implementation, reference may be
made to the foregoing related content about the network
element selector side in this application. Details are not
described herein again.
[0096] In this embodiment of this application, the con-
verged controller receives the message sent by the net-
work element selector, sends a corresponding operation
instruction message to the network element selector
based on the message, and generates, updates, or de-
letes the mapping information corresponding to the UE
or performs another operation. In this way, the network
element selector accurately sends, based on the accu-
rate mapping information corresponding to the UE, all
messages of different external network elements serving
the UE to a same converged controller (that is, imple-
menting consistent selection of the converged control-
ler), thereby ensuring a data access hit rate and imple-
menting system performance optimization.
[0097] In an embodiment of a mapping information
generation method according to this application, the
method may include:

receiving, by a network element selector, an opera-
tion instruction message from a converged control-
ler, where the operation instruction message carries

an association relationship between a plurality of dif-
ferent session indexes that are assigned by the con-
troller to user equipment UE; and
generating, by the network element selector based
on the association relationship, mapping information
corresponding to the UE, where the mapping infor-
mation corresponding to the UE includes a mapping
relationship between the converged controller and
the plurality of different session indexes of the UE.

[0098] For a specific implementation, reference may
be made to the foregoing content related to "After receiv-
ing the first indication message, the network element se-
lector generates, based on the association relationship
carried in the first indication message, the mapping in-
formation corresponding to the UE" in this application.
Details are not described herein again.
[0099] In this embodiment of this application, the net-
work element selector generates, based on the operation
instruction message sent by the converged controller,
the mapping information corresponding to the UE, so as
to ensure that subsequently when other external network
elements send messages carrying a session index of the
UE to the network element selector, the network element
selector sends, based on the mapping information cor-
responding to the UE and the session index of the UE,
all messages of different external network elements serv-
ing the UE to the same converged controller, thereby
ensuring consistent selection of the converged controller.
[0100] FIG. 7 shows a flowchart of another embodi-
ment of a converged controller selection method accord-
ing to this application. A converged controller in this em-
bodiment can implement functions of the second con-
verged controller in the foregoing embodiments. As
shown in FIG. 7, the method according to this embodi-
ment may include the following steps:
S701: A converged controller receives a message from
a network element selector.
[0101] Optionally, the message is a message sent by
an external network element to the network element se-
lector for providing a service for user equipment UE (that
is, the message is a message used to provide a service
for the UE by the external network element).
[0102] Optionally, the converged controller may be the
second converged controller, the external network ele-
ment may be the third external network element, and the
message may be the third message.
[0103] S702: The converged controller determines
whether the UE is UE that reselects a converged con-
troller.
[0104] In this step, for a specific implementation about
"the converged controller determines whether the UE is
UE that reselects a converged controller", reference may
be made to the foregoing related content about the net-
work element selector side in this application. Details are
not described herein again.
[0105] S703: The converged controller determines
whether a session index in mapping information corre-
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sponding to the UE needs to be updated.
[0106] In this step, for a specific implementation about
"the converged controller determines whether a session
index in the mapping information corresponding to the
UE needs to be updated", reference may be made to the
foregoing related content about the network element se-
lector side in this application. Details are not described
herein again. If it is determined in step S702 that the UE
is UE that reselects a converged controller, and it is de-
termined in step S703 that a session index in the mapping
information corresponding to the UE needs to be updat-
ed, step S704 is performed.
[0107] Optionally, an execution sequence of step S702
and step S703 is not limited in this embodiment of this
application. Once it is determined that the UE is UE that
reselects a converged controller, and that a session index
in the mapping information corresponding to the UE
needs to be updated, step S704 is performed. For exam-
ple, step S702 is performed first. If the UE is UE that
reselects a converged controller, step S703 is performed.
[0108] S704: The converged controller sends an up-
date message to the network element selector.
[0109] Optionally, the update message may be the
second update message. The update message is used
for updating the mapping information (including a map-
ping relationship between the converged controller and
a plurality of session indexes of the UE) corresponding
to the UE, and the update message carries a fourth ses-
sion index (including the to-be-updated session index in
the plurality of session indexes in the mapping informa-
tion corresponding to the UE), so that the network ele-
ment selector updates, based on the update message,
the mapping information corresponding to the UE.
[0110] In this embodiment of this application, the con-
verged controller receives the message sent by the net-
work element selector, sends the update message to the
network element selector when the converged controller
determines that the UE is UE that reselects a converged
controller and that a session index in the mapping infor-
mation corresponding to the UE needs to be updated,
and updates the mapping information corresponding to
the UE. In this way, the network element selector accu-
rately sends, based on the accurate mapping information
corresponding to the UE, all messages of different exter-
nal network elements serving the UE to the same con-
verged controller (that is, implementing consistent selec-
tion of the converged controller), thereby ensuring a data
access hit rate and implementing system performance
optimization.
[0111] FIG. 8 shows a flowchart of still another embod-
iment of a converged controller selection method accord-
ing to this application. On a basis of any of the foregoing
embodiments, this embodiment mainly describes in de-
tail a process of generating mapping information corre-
sponding to UE. As shown in FIG. 8, the method accord-
ing to this embodiment may include the following steps:

S801: UE sends an attach request message to a

base station.
S802: The base station forwards the received attach
request message sent by the UE to a network ele-
ment selector.
S803: After receiving the attach request message
sent by the base station, the network element selec-
tor determines, based on running status information
of each converged controller, that a first converged
controller is to serve the UE.
Optionally, the base station may be corresponding
to the second external network element in the fore-
going embodiments, and the attach request mes-
sage may be corresponding to the second message
in the foregoing embodiments.
S804: The network element selector sends the at-
tach request message to the first converged control-
ler.
S805: The first converged controller performs relat-
ed operations of an attach process.
In this step, after receiving the attach request mes-
sage, the first converged controller performs the re-
lated operations of the attach process. Optionally,
the related operations include but are not limited to
establishing a PDN connection, assigning an IP ad-
dress, and the like.
S806: The first converged controller sends a first in-
dication message to the network element selector.
In this step, the first converged controller sends the
first indication message to the network element se-
lector. The first indication message is used for es-
tablishing mapping information corresponding to the
UE, and the first indication message carries an as-
sociation relationship between a plurality of different
session indexes that are assigned by the first con-
verged controller to the UE. For example, the first
indication message carries an association relation-
ship between a user GUTI (a session index on a
base station side), an IP address (a session index
on an AF side) corresponding to a newly established
PDN connection, and a user identifier TEID (a ses-
sion index on a GW-U side) of a user plane. Certainly,
the first indication message may further carry other
information. This is not limited in this embodiment of
this application.
S807: The network element selector generates,
based on the association relationship between the
plurality of different session indexes that are as-
signed by the first converged controller to the UE,
mapping information corresponding to the UE.

[0112] In this step, after receiving the first indication
message, the network element selector generates,
based on the association relationship between the plu-
rality of different session indexes that are assigned by
the first converged controller to the UE, the mapping in-
formation corresponding to the UE, so that when the net-
work element selector receives a message that is sent
by another external network element and that carries a
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session index of the UE, the network element selector
sends, based on the mapping information corresponding
to the UE and the session index of the UE, all messages
of different external network elements serving the UE to
a same converged controller, thereby ensuring consist-
ent selection of the converged controller.
[0113] Further, after the first converged controller per-
forms step S806, and/or the network element selector
performs step S807, other steps of the attach process in
the prior art may be further performed. This is not limited
in this embodiment of this application.
[0114] In this embodiment, when the UE initiates the
attach process, the network element selector implements
initial selection of the converged controller, and forwards,
to the selected first converged controller, the attach re-
quest message sent by the UE. Further, the first con-
verged controller instructs the network element selector
to generate the mapping information corresponding to
the UE, so as to ensure that subsequently when other
external network elements send messages carrying a
session index of the UE to the network element selector,
the network element selector sends, based on the map-
ping information corresponding to the UE and the session
index of the UE, all messages of different external net-
work elements serving the UE to the same converged
controller, thereby ensuring consistent selection of the
converged controller.
[0115] FIG. 9 shows a flowchart of still another embod-
iment of a converged controller selection method accord-
ing to this application. On a basis of any of the foregoing
embodiments, this embodiment mainly describes in de-
tail a process of updating an association relationship be-
tween session indexes of UE. As shown in FIG. 9, the
method according to this embodiment may include the
following steps:

S901: An external network element (such as a base
station, an AF, or a GW-U) sends a first message to
a network element selector.
Optionally, the first message carries a session index
of UE.
S902: The network element selector forwards the
first message to a first converged controller based
on mapping information corresponding to UE and a
session index of the UE.
S903: The first converged controller receives the first
message, and performs related operations of a spe-
cific application process corresponding to the first
message.
S904: The first converged controller determines
whether a session index in the mapping information
corresponding to the UE needs to be updated.
In this step, the first converged controller determines
whether a session index in the mapping information
corresponding to the UE needs to be updated. For
example, if the first message is a PDN connection
establishment request message, the first converged
controller establishes a new PDN connection for the

UE, and assigns a new IP address and a user iden-
tifier TEID of a new user plane, and the like. If the
first converged controller determines that a session
index in the mapping information corresponding to
the UE needs to be updated, step S905 is performed.
If a session index in the mapping information corre-
sponding to the UE does not need to be updated,
another related step of the specific application proc-
ess corresponding to the first message (such as re-
turning a corresponding response message to the
external network element) is performed. Alternative-
ly, no operation is performed. This is not limited in
this embodiment of this application.
S905: The first converged controller sends a first up-
date message to the network element selector.

[0116] Optionally, the first update message is used for
updating the mapping information corresponding to the
UE, and the first update message carries a second ses-
sion index. Optionally, the first update message may fur-
ther carry a before-update old session index, so that the
network element selector replaces the before-update old
session index with the second session index.
[0117] For example, assuming that the first message
is a PDN connection establishment request message,
the first converged controller establishes a new PDN con-
nection for the UE (such as UE1). That is, the first con-
verged controller assigns a new IP address (such as IP4)
and a user identifier TEID (such as TEID5) of a new user
plane. Accordingly, the first session index includes IP2
and TEID3 (namely, the old session indexes) before up-
date, and IP4 and TEID5 (namely, new session indexes)
after update. Alternatively, assuming that the first mes-
sage is a PDN connection release message, the first con-
verged controller needs to delete an IP address (such as
IP2) and a user identifier TEID (such as TEID3) of a user
plane that are corresponding to a PDN connection re-
quested to be released. Accordingly, the first session in-
dex includes the to-be-deleted IP address (such as IP2)
and the to-be-deleted user identifier TEID (such as
TEID3).
[0118] S906: The network element selector updates,
based on the second session index, the mapping infor-
mation corresponding to the UE.
[0119] In this step, after receiving the first update mes-
sage sent by the first converged controller, the network
element selector updates, based on the second session
index, the mapping information corresponding to the UE.
Optionally, the network element selector uses the second
session index to replace an old session index that is al-
ready stored in the mapping information corresponding
to the UE and that is corresponding to the second session
index. For example, assuming that the second session
index includes IP2 and TEID3 (namely, the old session
indexes) before update, and IP4 and TEID5 (namely, the
new session indexes) after update, the network element
selector uses IP4 and TEID5 to replace IP2 and TEID3
(namely, the old session indexes) that are already stored
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in mapping information corresponding to UE1 shown in
FIG. 4, to form mapping information shown in FIG. 10
(FIG. 10 is a schematic diagram of updated mapping in-
formation corresponding to UE1 according to this appli-
cation). Alternatively, optionally, the network element se-
lector deletes an old session index that is in the mapping
information corresponding to the UE and that is corre-
sponding to a to-be-deleted session index included in the
second session index. For example, assuming that the
second session index includes a to-be-deleted IP ad-
dress (such as IP2) and a to-be-deleted user identifier
TEID (such as TEID3), the network element selector de-
letes IP2 and TEID3 (namely, the old session indexes)
that are already stored in the mapping information cor-
responding to UE1 shown in FIG. 4.
[0120] Optionally, the first update message may alter-
natively carry the second session index in another form
(for example, the first update message carries a plurality
of session indexes in the updated mapping information
corresponding to the UE), so that the network element
selector directly replaces a plurality of session indexes
in the old mapping information corresponding to the UE
with a plurality of session indexes in the updated mapping
information corresponding to the UE. Certainly, the first
update message may alternatively carry the second ses-
sion index in another form. This is not limited in this em-
bodiment of this application.
[0121] Further, after the first converged controller per-
forms step S905, and/or the network element selector
performs step S906, other steps of the specific applica-
tion process corresponding to the first message in the
prior art may be further performed. This is not limited in
this embodiment of this application.
[0122] In this embodiment, when a related session in-
dex of the UE changes in the application process per-
formed by the first converged controller, the first con-
verged controller needs to send an update message to
the network element selector. Further, the network ele-
ment selector completes updating the mapping informa-
tion corresponding to the UE, so as to ensure that sub-
sequently when other external network elements send
messages carrying a session index of the UE to the net-
work element selector, the network element selector ac-
curately sends, based on the accurate mapping informa-
tion corresponding to the UE and the session index of
the UE, all messages of different external network ele-
ments serving the UE to the same converged controller,
thereby ensuring consistent selection of the converged
controller.
[0123] FIG. 11 shows a flowchart of still another em-
bodiment of a converged controller selection method ac-
cording to this application. On a basis of any of the fore-
going embodiments, this embodiment mainly describes
in detail an update process of a converged controller in
mapping information corresponding to UE. As shown in
FIG. 11, the method according to this embodiment may
include the following steps:

S1101: An external network element (such as a base
station, an AF, or a GW-U) sends a message to a
network element selector.
Optionally, an exchange message carries a session
index of UE. Optionally, the external network ele-
ment may be corresponding to the third external net-
work element in the foregoing embodiments, and the
message may be corresponding to the third mes-
sage in the foregoing embodiments.
S1102: The network element selector updates,
based on running status information of a first con-
verged controller and running status information of
another converged controller, the first converged
controller in mapping information corresponding to
UE to a second converged controller.
In this step, after receiving the message that is sent
by the external network element and that carries a
session index of the UE, the network element selec-
tor determines, based on the mapping information
corresponding to the UE and the session index of
the UE, that a converged controller serving the UE
is the first converged controller. Further, the network
element selector determines, based on the running
status information of the first converged controller,
whether the converged controller needs to be updat-
ed. If the converged controller needs to be updated
(for example, load of the first converged controller
exceeds a threshold, or the first converged controller
is unavailable), the network element selector can de-
termine, based on the running status information of
the another converged controller and a preset policy,
to update the first converged controller in the map-
ping information corresponding to the UE to the sec-
ond converged controller. Optionally, the updated
mapping information corresponding to the UE in-
cludes a mapping relationship between the second
converged controller and a plurality of different ses-
sion indexes of the UE. Optionally, the preset policy
may include: In available converged controllers, a
converged controller with minimum load acts as a
target converged controller, or a converged control-
ler with a shortest response time acts as the target
converged controller. Certainly, the preset policy
may further include other policy information. This is
not limited in this embodiment of this application.
S1103: The network element selector forwards the
message to the second converged controller.
S1104A: The second converged controller deter-
mines whether the UE is UE that reselects a con-
verged controller.
In this step, after receiving the message sent by the
network element selector, the second converged
controller determines whether the UE is UE that re-
selects a converged controller. If the UE is UE that
reselects a converged controller, step S1104B is per-
formed; or if the UE is not UE that reselects a con-
verged controller, another related step (such as re-
turning a corresponding response message to the
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external network element) of a specific application
process corresponding to the message is performed.
S1104B: The second converged controller deter-
mines whether a session index needs to be updated.
In this step, the second converged controller deter-
mines whether a session index needs to be updated.
If it is determined that the session index needs to be
updated (for example, if a base station side uses a
GUTI as the session index, a GUTI reassignment
process may be initiated), step S1105 is performed.
If it is determined that the session index does not
need to be updated (For example, if an AF side uses
an IP address as the session index, when a con-
verged controller is replaced, a new IP address does
not need to be reassigned. Alternatively, if the base
station side uses the GUTI as the session index, and
the GUTI is shared between converged controllers,
the GUTI reassignment process does not need to be
initiated.), another related step (such as returning a
corresponding response message to the external
network element) of the specific application process
corresponding to the message is performed.
S1105: The second converged controller sends a
second update message to the network element se-
lector.

[0124] Optionally, the second update message is used
for updating the mapping information corresponding to
the UE, and the second update message carries a fourth
session index (such as an assigned new GUTI).
[0125] Optionally, the fourth session index may be sent
explicitly or implicitly.
[0126] S1106: The network element selector updates,
based on the fourth session index, the mapping informa-
tion corresponding to the UE.
[0127] In this step, after receiving the second update
message sent by the second converged controller, the
network element selector updates, based on the fourth
session index, the mapping information corresponding
to the UE. Optionally, the network element selector uses
the fourth session index to replace an old session index
that is already stored in the mapping information corre-
sponding to the UE and that is corresponding to the fourth
session index.
[0128] Further, after the second converged controller
performs step S1105, and/or the network element selec-
tor performs step S1106, other steps of the specific ap-
plication process corresponding to the message in the
prior art may be further performed. This is not limited in
this embodiment of this application.
[0129] In this embodiment, the network element selec-
tor stores the updated mapping information correspond-
ing to the UE, so that when the network element selector
subsequently receives a message that is sent by another
external network element and that contains different ses-
sion indexes of the UE, the network element selector can
still forward the message to the same converged control-
ler based on new mapping information corresponding to

the UE, thereby implementing consistent selection of the
converged controller.
[0130] FIG. 12 shows a flowchart of still another em-
bodiment of a converged controller selection method ac-
cording to this application. On a basis of any of the fore-
going embodiments, this embodiment mainly describes
in detail a process of deleting mapping information cor-
responding to UE. As shown in FIG. 12, the method ac-
cording to this embodiment may include the following
steps:

S1201: UE sends a detach request message to a
base station.
Optionally, the detach request message includes a
session index of the UE.
S1202: The base station forwards the detach request
message to a network element selector.
S1203: The network element selector forwards the
detach request message to a first converged con-
troller based on mapping information corresponding
to the UE and a session index of the UE.
Optionally, the base station may be corresponding
to the first external network element in the foregoing
embodiments, and the detach request message may
be corresponding to the first message in the forego-
ing embodiments.
S1204: The first converged controller receives the
detach request message and performs related op-
erations of a specific detachment application proc-
ess.
Optionally, the related operations of the specific de-
tachment application process are the same as op-
erations of a specific detachment application proc-
ess in the prior art. Details are not described in this
embodiment of this application. Further, after com-
pleting the related operations of the specific detach-
ment application process, the first converged con-
troller performs step S1205.
S1205: The first converged controller sends a dele-
tion instruction message to the network element se-
lector.
Optionally, the deletion instruction message is used
for deleting the mapping information corresponding
to the UE.
S1206: The network element selector deletes, ac-
cording to the deletion instruction message, the map-
ping information corresponding to the UE.

[0131] In this embodiment, when the UE initiates a de-
tach process, after receiving the deletion instruction mes-
sage sent by the first converged controller, the network
element selector deletes the mapping information corre-
sponding to the UE, thereby reducing occupation of a
storage space by invalid data, and ensuring correctness
of subsequent converged controller selection by the net-
work element selector.
[0132] FIG. 13 shows a schematic structural diagram
of Embodiment 1 of a network element selector according
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to this application. As shown in FIG. 13, a network ele-
ment selector 130 provided in this embodiment includes:

a first receiving module 1301, configured to receive
a first message from a first external network element,
where the first message carries a first session index,
and the first session index is used to identify user
equipment UE served by the first external network
element; and
a first sending module 1302, configured to send the
first message to a first converged controller based
on mapping information corresponding to the UE and
the first session index in the first message, where
the mapping information includes a mapping rela-
tionship between the first converged controller and
a plurality of different session indexes of the UE, and
the plurality of different session indexes of the UE
include the first session index.

[0133] Optionally, the network element selector 130
further includes:

a second receiving module, configured to receive a
second message from a second external network
element, where the second message is a message
used to provide a service for the UE by the second
external network element; and
a determining module, configured to: if the second
message does not carry a session index of the UE,
or if the network element selector does not store the
mapping information corresponding to the UE, de-
termine, based on running status information of each
converged controller, to send the second message
to the first converged controller.

[0134] Optionally, the network element selector 130
further includes:

a third receiving module, configured to receive a first
indication message from the first converged control-
ler, where the first indication message carries an as-
sociation relationship between the plurality of differ-
ent session indexes that are assigned by the first
converged controller to the UE; and
a generation module, configured to generate, based
on the association relationship, the mapping infor-
mation corresponding to the UE.

[0135] Optionally, the network element selector 130
further includes:

a fourth receiving module, configured to receive a
first update message from the first converged con-
troller, where the first update message carries a sec-
ond session index; and
a first update module, configured to update, based
on the second session index, the mapping informa-
tion corresponding to the UE.

[0136] Optionally, the network element selector 130
further includes:

a fifth receiving module, configured to receive a third
message from a third external network element,
where the third message is a message used to pro-
vide a service for the UE by the third external network
element, and the third message carries a third ses-
sion index;
a second update module, configured to update,
based on running status information of the first con-
verged controller and running status information of
another converged controller, the first converged
controller in the mapping information corresponding
to the UE to the second converged controller; and
a second sending module, configured to send the
third message to the second converged controller
based on the updated mapping information corre-
sponding to the UE and the third session index.

[0137] Optionally, the network element selector 130
further includes:

a sixth receiving module, configured to receive a sec-
ond update message from the second converged
controller, where the second update message car-
ries a fourth session index; and

a third update module, configured to update, based
on the fourth session index, the mapping information
corresponding to the UE.

[0138] Optionally, the network element selector 130
further includes:

a seventh receiving module, configured to receive a
deletion instruction message from the first con-
verged controller, where the deletion instruction
message is used for deleting the mapping informa-
tion corresponding to the UE; and
a deletion module, configured to delete, according
to the deletion instruction message, the mapping in-
formation corresponding to the UE.

[0139] The network element selector provided in this
embodiment can be configured to execute the technical
solution about the network element selector in any of the
foregoing converged controller selection method embod-
iments in the present invention. An implementation prin-
ciple and a technical effect of the network element se-
lector are similar to those of the technical solutions, and
details are not described herein again.
[0140] FIG. 14 shows a schematic structural diagram
of Embodiment 2 of a network element selector according
to this application. As shown in FIG. 14, a network ele-
ment selector 140 provided in this embodiment may in-
clude a processor 1401 and a memory 1402. The network
element selector 140 may further include a receiver 1403
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and a transmitter 1404. The memory 1402, the receiver
1403, and the transmitter 1404 are all connected to the
processor 1401.
[0141] The memory 1402 is configured to store an ex-
ecution instruction. The receiver 1403 is configured to
receive a first message from a first external network el-
ement, where the first message carries a first session
index, and the first session index is used to identify user
equipment UE served by the first external network ele-
ment. The processor 1401 is configured to execute the
execution instruction in the memory 1402 to enable the
transmitter 1404 to send the first message to a first con-
verged controller based on mapping information corre-
sponding to the UE and the first session index in the first
message. The mapping information includes a mapping
relationship between the first converged controller and a
plurality of different session indexes of the UE, and the
plurality of different session indexes of the UE include
the first session index.
[0142] Optionally, the receiver 1403 is further config-
ured to receive a second message from a second exter-
nal network element, where the second message is a
message used to provide a service for the UE by the
second external network element; and
the processor 1401 is further configured to: if the second
message does not carry a session index of the UE, or if
the network element selector does not store the mapping
information corresponding to the UE, determine, based
on running status information of each converged control-
ler, to send the second message to the first converged
controller.
[0143] Optionally, the receiver 1403 is further config-
ured to receive a first indication message from the first
converged controller, where the first indication message
carries an association relationship between the plurality
of different session indexes that are assigned by the first
converged controller to the UE; and
the processor 1401 is further configured to generate,
based on the association relationship, the mapping in-
formation corresponding to the UE.
[0144] Optionally, the receiver 1403 is further config-
ured to receive a first update message from the first con-
verged controller, where the first update message carries
a second session index; and
the processor 1401 is further configured to update, based
on the second session index, the mapping information
corresponding to the UE.
[0145] Optionally, the receiver 1403 is further config-
ured to receive a third message from a third external net-
work element, where the third message is a message
used to provide a service for the UE by the third external
network element, and the third message carries a third
session index;
the processor 1401 is further configured to update, based
on running status information of the first converged con-
troller and running status information of another con-
verged controller, the first converged controller in the
mapping information corresponding to the UE to the sec-

ond converged controller; and
the transmitter 1404 is further configured to send the third
message to the second converged controller based on
the updated mapping information corresponding to the
UE and the third session index.
[0146] Optionally, the receiver 1403 is further config-
ured to receive a second update message from the sec-
ond converged controller, where the second update mes-
sage carries a fourth session index; and
the processor 1401 is further configured to update, based
on the fourth session index, the mapping information cor-
responding to the UE.
[0147] Optionally, the receiver 1403 is further config-
ured to receive a deletion instruction message from the
first converged controller, where the deletion instruction
message is used for deleting the mapping information
corresponding to the UE; and
the processor 1401 is further configured to delete, ac-
cording to the deletion instruction message, the mapping
information corresponding to the UE.
[0148] The network element selector provided in this
embodiment can be configured to execute the technical
solution about the network element selector in any of the
foregoing converged controller selection method embod-
iments in the present invention. An implementation prin-
ciple and a technical effect of the network element se-
lector are similar to those of the technical solutions, and
details are not described herein again.
[0149] In Embodiment 3 of a network element selector
according to this application, the network element selec-
tor includes:

a receiving module, configured to receive an opera-
tion instruction message from a converged control-
ler, where the operation instruction message carries
an association relationship between a plurality of dif-
ferent session indexes that are assigned by the con-
troller to user equipment UE; and
a generation module, configured to generate, based
on the association relationship, mapping information
corresponding to the UE, where the mapping infor-
mation corresponding to the UE includes a mapping
relationship between the converged controller and
the plurality of different session indexes of the UE.

[0150] The network element selector provided in this
embodiment can be configured to execute the technical
solutions in the foregoing mapping information genera-
tion method embodiment in the present invention. An im-
plementation principle and a technical effect of the net-
work element selector are similar to those of the technical
solutions, and details are not described herein again.
[0151] In Embodiment 4 of a network element selector
according to this application, the network element selec-
tor includes a processor, a memory, and a transceiver.
[0152] The memory is configured to store an execution
instruction. The transceiver is configured to receive an
operation instruction message from a converged control-

35 36 



EP 3 525 502 A1

20

5

10

15

20

25

30

35

40

45

50

55

ler, where the operation instruction message carries an
association relationship between a plurality of different
session indexes that are assigned by the controller to
user equipment UE. The processor is configured to ex-
ecute the execution instruction in the memory, so as to
generate, based on the association relationship, map-
ping information corresponding to the UE, where the
mapping information corresponding to the UE includes
a mapping relationship between the converged controller
and the plurality of different session indexes of the UE.
[0153] The network element selector provided in this
embodiment can be configured to execute the technical
solutions in the foregoing mapping information genera-
tion method embodiment in the present invention. An im-
plementation principle and a technical effect of the net-
work element selector are similar to those of the technical
solutions, and details are not described herein again.
[0154] FIG. 15 shows a schematic structural diagram
of Embodiment 1 of a converged controller according to
this application. As shown in FIG. 15, a converged con-
troller 150 provided in this embodiment includes:

a receiving module 1501, configured to receive a
message from a network element selector, where
the message is a message sent by an external net-
work element to the network element selector for pro-
viding a service for user equipment UE; and
a sending module 1502, configured to send an op-
eration instruction message to the network element
selector based on the message, where the operation
instruction message is used for generating, updat-
ing, or deleting mapping information corresponding
to the UE, and the mapping information correspond-
ing to the UE includes a mapping relationship be-
tween the first converged controller and a plurality
of different session indexes of the UE.

[0155] Optionally, the operation instruction message
carries an association relationship between the plurality
of different session indexes that are assigned by the con-
verged controller to the UE.
[0156] Optionally, the converged controller 150 further
includes:

a judging module, configured to determine whether
a session index in the mapping information corre-
sponding to the UE needs to be updated, where
if the judging module determines that a session index
in the mapping information corresponding to the UE
needs to be updated, the operation instruction mes-
sage carries the to-be-updated session index in the
plurality of different session indexes in the mapping
information.

[0157] Optionally, the operation instruction message
is used for deleting the mapping information correspond-
ing to the UE.
[0158] The converged controller provided in this em-

bodiment can be configured to execute the technical so-
lutions about the first converged controller in any of the
foregoing converged controller selection method embod-
iments in the present invention. An implementation prin-
ciple and a technical effect of the converged controller
are similar to those of the technical solutions, and details
are not described herein again.
[0159] FIG. 16 shows a schematic structural diagram
of Embodiment 2 of a converged controller according to
this application. As shown in FIG. 16, a converged con-
troller 160 provided in this embodiment may include a
processor 1601 and a memory 1602. The converged con-
troller 160 may further include a receiver 1603 and a
transmitter 1604. The memory 1602, the receiver 1603,
and the transmitter 1604 are all connected to the proc-
essor 1601.
[0160] The memory 1602 is configured to store an ex-
ecution instruction. The receiver 1603 is configured to
receive a message from a network element selector,
where the message is a message sent by an external
network element to the network element selector for pro-
viding a service for user equipment UE. The processor
1601 is configured to execute the execution instruction
in the memory 1602 to enable the transmitter 1604 to
send an operation instruction message to the network
element selector based on the message, where the op-
eration instruction message is used for generating, up-
dating, or deleting mapping information corresponding
to the UE, and the mapping information corresponding
to the UE includes a mapping relationship between the
first converged controller and a plurality of different ses-
sion indexes of the UE.
[0161] Optionally, the operation instruction message
carries an association relationship between the plurality
of different session indexes that are assigned by the con-
verged controller to the UE.
[0162] Optionally, the processor 1601 is further con-
figured to determine whether a session index in the map-
ping information corresponding to the UE needs to be
updated, where
if the processor 1601 determines that a session index in
the mapping information corresponding to the UE needs
to be updated, the operation instruction message carries
the to-be-updated session index in the plurality of differ-
ent session indexes in the mapping information.
[0163] Optionally, the operation instruction message
is used for deleting the mapping information correspond-
ing to the UE.
[0164] The converged controller provided in this em-
bodiment can be configured to execute the technical so-
lutions about the first converged controller in any of the
foregoing converged controller selection method embod-
iments in the present invention. An implementation prin-
ciple and a technical effect of the converged controller
are similar to those of the technical solutions, and details
are not described herein again.
[0165] FIG. 17 shows a schematic structural diagram
of Embodiment 3 of a converged controller according to
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this application. As shown in FIG. 17, a converged con-
troller 170 provided in this embodiment includes:

a receiving module 1701, configured to receive a
message from a network element selector, where
the message is a message sent by an external net-
work element to the network element selector for pro-
viding a service for user equipment UE;
a first judging module 1702, configured to determine
whether the UE is UE that reselects a converged
controller;
a second judging module 1703, configured to deter-
mine whether a session index in mapping informa-
tion corresponding to the UE needs to be updated;
and
a sending module 1704, configured to: if the first
judging module 1702 determines that the UE is UE
that reselects a converged controller, and the second
judging module 1703 determines that a session in-
dex in the mapping information corresponding to the
UE needs to be updated, send an update message
to the network element selector, where the update
message is used for updating the mapping informa-
tion corresponding to the UE, the mapping informa-
tion corresponding to the UE includes a mapping re-
lationship between the converged controller and a
plurality of different session indexes of the UE, and
the update message carries the to-be-updated ses-
sion index in the plurality of different session indexes
in the mapping information.

[0166] The converged controller provided in this em-
bodiment can be configured to execute the technical so-
lutions about the second converged controller in any of
the foregoing converged controller selection method em-
bodiments in the present invention. An implementation
principle and a technical effect of the converged control-
ler are similar to those of the technical solutions, and
details are not described herein again.
[0167] FIG. 18 shows a schematic structural diagram
of Embodiment 4 of a converged controller according to
this application. As shown in FIG. 18, a converged con-
troller 180 provided in this embodiment may include a
processor 1801 and a memory 1802. The converged con-
troller 180 may further include a receiver 1803 and a
transmitter 1804. The memory 1802, the receiver 1803,
and the transmitter 1804 are all connected to the proc-
essor 1801.
[0168] The memory 1802 is configured to store an ex-
ecution instruction. The receiver 1803 is configured to
receive a message from a network element selector,
where the message is a message sent by an external
network element to the network element selector for pro-
viding a service for user equipment UE. The processor
1801 is configured to execute the execution instruction
in the memory 1802 to determine whether the UE is UE
that reselects a converged controller and determine
whether a session index in mapping information corre-

sponding to the UE needs to be updated. The transmitter
1604 is configured to: if the processor 1801 determines
that the UE is UE that reselects a converged controller,
and the processor 1801 determines that a session index
in the mapping information corresponding to the UE
needs to be updated, send an update message to the
network element selector, where the update message is
used for updating the mapping information correspond-
ing to the UE, the mapping information corresponding to
the UE includes a mapping relationship between the con-
verged controller and a plurality of different session in-
dexes of the UE, and the update message carries the to-
be-updated session index in the plurality of different ses-
sion indexes in the mapping information.
[0169] The converged controller provided in this em-
bodiment can be configured to execute the technical so-
lutions about the second converged controller in any of
the foregoing converged controller selection method em-
bodiments in the present invention. An implementation
principle and a technical effect of the converged control-
ler are similar to those of the technical solutions, and
details are not described herein again.
[0170] In an embodiment of a converged controller se-
lection system provided in this application, the system
includes a network element selector and a converged
controller. The network element selector may be of a
structure of the foregoing network element selector Em-
bodiment 1 or Embodiment 2, and correspondingly, can
execute the technical solution about the network element
selector in any of the foregoing converged controller se-
lection method embodiments. The converged controller
may be of a structure of the foregoing converged con-
troller Embodiment 1 or Embodiment 2, and correspond-
ingly, can execute the technical solution about the first
converged controller in any of the foregoing converged
controller selection method embodiments. An implemen-
tation principle and a technical effect of the network ele-
ment selector or the converged controller are similar to
those of the technical solutions, and details are not de-
scribed herein again.
[0171] Optionally, the converged controller selection
system further includes a converged controller of a struc-
ture described in the foregoing converged controller Em-
bodiment 3 and Embodiment 4, and correspondingly, can
execute the technical solutions about the second con-
verged controller in any of the foregoing converged con-
troller selection method embodiments. An implementa-
tion principle and a technical effect of the converged con-
troller are similar to those of the technical solutions, and
details are not described herein again.
[0172] In the several embodiments provided in this ap-
plication, it should be understood that the disclosed ap-
paratus and method may be implemented in other man-
ners. For example, the foregoing described apparatus
embodiment is merely an example. For example, the unit
division is merely logical function division and may be
other division in actual implementation. For example, a
plurality of units or components may be combined or in-
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tegrated into another system, or some features may be
ignored or may not be performed. In addition, the dis-
played or discussed mutual couplings or direct couplings
or communication connections may be implemented by
using some interfaces. The indirect couplings or commu-
nication connections between the apparatuses or units
may be implemented in electrical, mechanical, or other
forms.
[0173] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, may be located
in one position, or may be distributed on a plurality of
network units. Some or all of the units may be selected
based on actual requirements to achieve the objectives
of the solutions of the embodiments.
[0174] In addition, functional units in the embodiments
of the present invention may be integrated into one
processing unit, or each of the units may exist alone phys-
ically, or two or more units are integrated into one unit.
The foregoing integrated unit may be implemented in a
form of hardware, or may be implemented in a form of
hardware in addition to a software functional unit.
[0175] When the foregoing integrated unit is imple-
mented in a form of a software functional unit, the inte-
grated unit may be stored in a computer-readable storage
medium. The software functional unit is stored in a stor-
age medium and includes several instructions for in-
structing a computer device (which may be a personal
computer, a server, or a network device) or a processor
(processor) to perform some of the steps of the methods
described in the embodiments of the present invention.
[0176] It may be clearly understood by a person skilled
in the art that, for the purpose of convenient and brief
description, division of the foregoing function modules is
taken as an example for illustration. In actual application,
the foregoing functions can be allocated to different func-
tion modules and implemented according to a require-
ment, that is, an inner structure of an apparatus is divided
into different function modules to implement all or some
of the functions described above. For a detailed working
process of the foregoing apparatus, reference may be
made to a corresponding process in the foregoing meth-
od embodiments, and details are not described herein
again.
[0177] A person of ordinary skill in the art may under-
stand that various numbers such as "first" and "second"
in this specification are only used for differentiation for
ease of description, but are not used to limit the scope
of the embodiments of the present invention.
[0178] A person of ordinary skill in the art may under-
stand that sequence numbers of the foregoing processes
do not mean execution sequences in various embodi-
ments of the present invention. The execution sequences
of the processes should be determined according to func-
tions and internal logic of the processes, and should not
be construed as any limitation on the implementation
processes of the embodiments of the present invention.
[0179] A person of ordinary skill in the art may under-

stand that all or some of the steps of the method embod-
iments may be implemented by a program instructing
relevant hardware. The program may be stored in a com-
puter readable storage medium. When the program is
executed, the steps of the method embodiments are per-
formed. The foregoing storage medium includes any me-
dium that can store program code, such as a read-only
memory (Read-Only Memory, ROM for short), a random
access memory (Random Access Memory, RAM for
short), a magnetic disk, or an optical disc.
[0180] Finally, it should be noted that the foregoing em-
bodiments are merely intended for describing the tech-
nical solutions of the present invention, but not for limiting
the present invention. Although the present invention is
described in detail with reference to the foregoing em-
bodiments, a person of ordinary skill in the art should
understand that they may still make modifications to the
technical solutions described in the foregoing embodi-
ments or make equivalent replacements to some or all
technical features thereof, without departing from the
scope of the technical solutions of the embodiments of
the present invention.

Claims

1. A converged controller selection method, compris-
ing:

receiving, by a network element selector, a first
message from a first external network element,
wherein the first message carries a first session
index, and the first session index is used to iden-
tify user equipment UE served by the first exter-
nal network element; and
sending, by the network element selector, the
first message to a first converged controller
based on mapping information corresponding to
the UE and the first session index in the first
message, wherein the mapping information
comprises a mapping relationship between the
first converged controller and a plurality of dif-
ferent session indexes of the UE, and the plu-
rality of different session indexes of the UE com-
prise the first session index.

2. The method according to claim 1, before the receiv-
ing, by a network element selector, a first message
from a first external network element, further com-
prising:

receiving, by the network element selector, a
second message from a second external net-
work element, wherein the second message is
a message used to provide a service for the UE
by the second external network element; and
if the second message does not carry a session
index of the UE, or if the network element selec-
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tor does not store the mapping information cor-
responding to the UE, determining, by the net-
work element selector based on running status
information of each converged controller, to
send the second message to the first converged
controller.

3. The method according to claim 2, after the determin-
ing, by the network element selector based on run-
ning status information of each converged controller,
to send the second message to the first converged
controller, further comprising:

receiving, by the network element selector, a
first indication message from the first converged
controller, wherein the first indication message
carries an association relationship between the
plurality of different session indexes that are as-
signed by the first converged controller to the
UE; and
generating, by the network element selector
based on the association relationship, the map-
ping information corresponding to the UE.

4. The method according to any one of claims 1 to 3,
after the sending, by the network element selector,
the first message to the first converged controller,
further comprising:

receiving, by the network element selector, a
first update message from the first converged
controller, wherein the first update message car-
ries a second session index; and
updating, by the network element selector
based on the second session index, the map-
ping information corresponding to the UE.

5. The method according to any one of claims 1 to 4,
wherein the method further comprises:

receiving, by the network element selector, a
third message from a third external network el-
ement, wherein the third message is a message
used to provide a service for the UE by the third
external network element, and the third mes-
sage carries a third session index;
updating, by the network element selector
based on running status information of the first
converged controller and running status infor-
mation of another converged controller, the first
converged controller in the mapping information
corresponding to the UE to the second con-
verged controller; and
sending, by the network element selector, the
third message to the second converged control-
ler based on the updated mapping information
corresponding to the UE and the third session
index.

6. The method according to claim 5, after the sending
the third message to the second converged control-
ler based on the updated mapping information cor-
responding to the UE and the third session index,
further comprising:

receiving, by the network element selector, a
second update message from the second con-
verged controller, wherein the second update
message carries a fourth session index; and
updating, by the network element selector
based on the fourth session index, the mapping
information corresponding to the UE.

7. The method according to any one of claims 1 to 6,
after the sending, by the network element selector,
the first message to the first converged controller,
further comprising:

receiving, by the network element selector, a de-
letion instruction message from the first con-
verged controller, wherein the deletion instruc-
tion message is used for deleting the mapping
information corresponding to the UE; and
deleting, by the network element selector ac-
cording to the deletion instruction message, the
mapping information corresponding to the UE.

8. A converged controller selection method, compris-
ing:

receiving, by a converged controller, a message
from a network element selector, wherein the
message is a message sent by an external net-
work element to the network element selector
for providing a service for user equipment UE;
and
sending, by the converged controller, an oper-
ation instruction message to the network ele-
ment selector based on the message, wherein
the operation instruction message is used for
generating, updating, or deleting mapping infor-
mation corresponding to the UE, and the map-
ping information corresponding to the UE com-
prises a mapping relationship between the first
converged controller and a plurality of different
session indexes of the UE.

9. The method according to claim 8, wherein the oper-
ation instruction message carries an association re-
lationship between the plurality of different session
indexes that are assigned by the converged control-
ler to the UE.

10. The method according to claim 8, before the sending,
by the converged controller, an operation instruction
message to the network element selector based on
the message, further comprising:
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determining, by the converged controller,
whether a session index in the mapping infor-
mation corresponding to the UE needs to be up-
dated, wherein
if the converged controller determines that a
session index in the mapping information corre-
sponding to the UE needs to be updated, the
operation instruction message carries the to-be-
updated session index in the plurality of different
session indexes in the mapping information.

11. The method according to claim 8, wherein the oper-
ation instruction message is used for deleting the
mapping information corresponding to the UE.

12. A converged controller selection method, compris-
ing:

receiving, by a converged controller, a message
from a network element selector, wherein the
message is a message sent by an external net-
work element to the network element selector
for providing a service for user equipment UE;
determining, by the converged controller,
whether the UE is UE that reselects a converged
controller;
determining, by the converged controller,
whether a session index in mapping information
corresponding to the UE needs to be updated;
and
if the UE is UE that reselects a converged con-
troller, and a session index in the mapping in-
formation corresponding to the UE needs to be
updated, sending, by the converged controller,
an update message to the network element se-
lector, wherein the update message is used for
updating the mapping information correspond-
ing to the UE, the mapping information corre-
sponding to the UE comprises a mapping rela-
tionship between the converged controller and
a plurality of different session indexes of the UE,
and the update message carries the to-be-up-
dated session index in the plurality of different
session indexes in the mapping information.

13. A network element selector, comprising:

a first receiving module, configured to receive a
first message from a first external network ele-
ment, wherein the first message carries a first
session index, and the first session index is used
to identify user equipment UE served by the first
external network element; and
a first sending module, configured to send the
first message to a first converged controller
based on mapping information corresponding to
the UE and the first session index in the first
message, wherein the mapping information

comprises a mapping relationship between the
first converged controller and a plurality of dif-
ferent session indexes of the UE, and the plu-
rality of different session indexes of the UE com-
prise the first session index.

14. The network element selector according to claim 13,
further comprising:

a second receiving module, configured to re-
ceive a second message from a second external
network element, wherein the second message
is a message used to provide a service for the
UE by the second external network element; and
a determining module, configured to: if the sec-
ond message does not carry a session index of
the UE, or if the network element selector does
not store the mapping information correspond-
ing to the UE, determine, based on running sta-
tus information of each converged controller, to
send the second message to the first converged
controller.

15. The network element selector according to claim 14,
further comprising:

a third receiving module, configured to receive
a first indication message from the first con-
verged controller, wherein the first indication
message carries an association relationship be-
tween the plurality of different session indexes
that are assigned by the first converged control-
ler to the UE; and
a generation module, configured to generate,
based on the association relationship, the map-
ping information corresponding to the UE.

16. The network element selector according to any one
of claims 13 to 15, further comprising:

a fourth receiving module, configured to receive
a first update message from the first converged
controller, wherein the first update message car-
ries a second session index; and
a first update module, configured to update,
based on the second session index, the map-
ping information corresponding to the UE.

17. The network element selector according to any one
of claims 13 to 16, further comprising:

a fifth receiving module, configured to receive a
third message from a third external network el-
ement, wherein the third message is a message
used to provide a service for the UE by the third
external network element, and the third mes-
sage carries a third session index;
a second update module, configured to update,
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based on running status information of the first
converged controller and running status infor-
mation of another converged controller, the first
converged controller in the mapping information
corresponding to the UE to the second con-
verged controller; and
a second sending module, configured to send
the third message to the second converged con-
troller based on the updated mapping informa-
tion corresponding to the UE and the third ses-
sion index.

18. The network element selector according to claim 17,
further comprising:

a sixth receiving module, configured to receive
a second update message from the second con-
verged controller, wherein the second update
message carries a fourth session index; and
a third update module, configured to update,
based on the fourth session index, the mapping
information corresponding to the UE.

19. The network element selector according to any one
of claims 13 to 18, further comprising:

a seventh receiving module, configured to re-
ceive a deletion instruction message from the
first converged controller, wherein the deletion
instruction message is used for deleting the
mapping information corresponding to the UE;
and
a deletion module, configured to delete, accord-
ing to the deletion instruction message, the map-
ping information corresponding to the UE.

20. A converged controller, comprising:

a receiving module, configured to receive a mes-
sage from a network element selector, wherein
the message is a message sent by an external
network element to the network element selec-
tor for providing a service for user equipment
UE; and
a sending module, configured to send an oper-
ation instruction message to the network ele-
ment selector based on the message, wherein
the operation instruction message is used for
generating, updating, or deleting mapping infor-
mation corresponding to the UE, and the map-
ping information corresponding to the UE com-
prises a mapping relationship between the first
converged controller and a plurality of different
session indexes of the UE.

21. The converged controller according to claim 20,
wherein the operation instruction message carries
an association relationship between the plurality of

different session indexes that are assigned by the
converged controller to the UE.

22. The converged controller according to claim 20, fur-
ther comprising:

a judging module, configured to determine
whether a session index in the mapping infor-
mation corresponding to the UE needs to be up-
dated, wherein
if the judging module determines that a session
index in the mapping information corresponding
to the UE needs to be updated, the operation
instruction message carries the to-be-updated
session index in the plurality of different session
indexes in the mapping information.

23. The converged controller according to claim 20,
wherein the operation instruction message is used
for deleting the mapping information corresponding
to the UE.

24. A converged controller, comprising:

a receiving module, configured to receive a mes-
sage from a network element selector, wherein
the message is a message sent by an external
network element to the network element selec-
tor for providing a service for user equipment
UE;
a first judging module, configured to determine
whether the UE is UE that reselects a converged
controller;
a second judging module, configured to deter-
mine whether a session index in mapping infor-
mation corresponding to the UE needs to be up-
dated; and
a sending module, configured to: if the first judg-
ing module determines that the UE is UE that
reselects a converged controller, and the sec-
ond judging module determines that a session
index in the mapping information corresponding
to the UE needs to be updated, send an update
message to the network element selector,
wherein the update message is used for updat-
ing the mapping information corresponding to
the UE, the mapping information corresponding
to the UE comprises a mapping relationship be-
tween the converged controller and a plurality
of different session indexes of the UE, and the
update message carries the to-be-updated ses-
sion index in the plurality of different session in-
dexes in the mapping information.

25. A converged controller selection system, compris-
ing:
the network element selector according to any one
of claims 13 to 19, and the converged controller ac-
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cording to any one of claims 20 to 23.

26. The system according to claim 25, further comprising
the converged controller according to claim 24.
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