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(54) ATTACK PROTECTION FOR WEBRTC PROVIDERS

(57) WebRTC is vulnerable to malicious JavaScript,
injected by cross-site scripting attacks or compromised
or malicious script providers. Through these attacks, at-
tackers can access a WebRTC connection and leak or
monitor the audio and video data transmitted. By pre-
venting modification of key WebRTC functions and pre-
venting outgoing streams from being used more than
once, these attacks can be thwarted.
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Description

TECHNICAL FIELD

[0001] The subject matter disclosed herein generally
relates to security of data communications. Specifically,
the present disclosure addresses systems and methods
to transparently and robustly protect from attacks on web
real-time communication (WebRTC) providers.

BACKGROUND

[0002] WebRTC enables real-time communication
over peer-to-peer connections between web browsers.
As a result, WebRTC allows for video conferencing and
other direct communications in the browser between end
users without the need to use either a central server or
a browser plugin.
[0003] WebRTC uses the datagram transport layer se-
curity (DTLS) protocol for secure real-time transport pro-
tocol (SRTP) messages between the end points. A web
application is provided to end-users by a web server. The
web application accesses WebRTC JavaScript APIs
from the browser and handles interactions with the user
and the exchange of metadata between the end points
via a signaling server.
[0004] Each browser collects metadata (e.g., a certif-
icate fingerprint for the DTLS connection, a set of local
Internet protocol (IP) addresses and public IP/port pairs
of the end point, or availability of network relays) about
its respective end point. The metadata is exchanged via
the signaling server.
[0005] After the metadata is exchanged, the end points
agree on media characteristics and transport addresses
(e.g., IP/port pairs) for communication. The peer-to-peer
DTLS-SRTP communication channel is established us-
ing the agreed upon setup, and the WebRTC connection
begins.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] Some embodiments are illustrated by way of
example and not limitation in the figures of the accom-
panying drawings.

FIG. 1 is a network diagram illustrating a network
environment suitable for implementing attack pro-
tection for WebRTC providers, according to some
example embodiments.

FIG. 2 is a block diagram of a client device, according
to some example embodiments, suitable for using
WebRTC.

FIG. 3 is a network diagram illustrating an attack on
WebRTC users, according to some example embod-
iments.

FIG. 4 is a network diagram illustrating an attack on
WebRTC users, according to some example embod-
iments.

FIGS. 5-6 are a flowchart illustrating operations, ac-
cording to some example embodiments, suitable for
implementing attack protection for WebRTC provid-
ers.

FIG. 7 is a flowchart illustrating operations, according
to some example embodiments, suitable for imple-
menting attack protection for WebRTC providers.

FIG. 8 is a block diagram illustrating components of
a machine, according to some example embodi-
ments.

DETAILED DESCRIPTION

[0007] Example methods and systems are directed to
providing attack protection to WebRTC providers. The
attack protection may be implemented in a web browser,
a software application, an operating system, or any suit-
able combination thereof. Examples merely typify possi-
ble variations. Unless explicitly stated otherwise, com-
ponents and functions are optional and may be combined
or subdivided, and operations may vary in sequence or
be combined or subdivided. In the following description,
for purposes of explanation, numerous specific details
are set forth to provide a thorough understanding of ex-
ample embodiments. It will be evident to one skilled in
the art, however, that the present subject matter may be
practiced without these specific details.
[0008] WebRTC communications in web applications
are vulnerable to malicious JavaScript, injected by cross-
site scripting attacks or compromised or malicious script
providers. Through these attacks, attackers can access
a WebRTC connection and leak or monitor the audio and
video data transmitted. By preventing modification of key
WebRTC functions and preventing outgoing and incom-
ing streams from being used more than once, these at-
tacks can be thwarted.
[0009] FIG. 1 is a network diagram illustrating a net-
work environment 100 suitable for implementing attack
protection for WebRTC providers, according to some ex-
ample embodiments. The network environment 100 in-
cludes a server 110, a malicious server 120, client de-
vices 140A and 140B, a malicious client device 160, and
a network 130. The server 110 may host a WebRTC ap-
plication. The client devices 140A and 140B may receive
the WebRTC application from the server 110 and run the
WebRTC application in the web browsers 150A and
150B. Using the WebRTC application, the client devices
140A and 140B may transfer information to each other
without needing to make further use of the server 110.
The malicious server 120 may attempt to inject malicious
JavaScript code into the WebRTC application. The ma-
licious client device 160 may intend to receive WebRTC
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streams from the client device 140A, the client device
140B, or both. The malicious client device 160 may use
a web browser or a programmatic interface to process
or view the received WebRTC streams. The server 110,
the malicious server 120, the client devices 140A and
140B, and the malicious client device 160 may each be
implemented in a computer system, in whole or in part,
as described below with respect to FIG. 8.
[0010] Any of the machines, databases, or devices
shown in FIG. 1 may be implemented in a general-pur-
pose computer modified (e.g., configured or pro-
grammed) by software to be a special-purpose computer
to perform the functions described herein for that ma-
chine, database, or device. For example, a computer sys-
tem able to implement any one or more of the method-
ologies described herein is discussed below with respect
to FIG. 8. As used herein, a "database" is a data storage
resource and may store data structured as a text file, a
table, a spreadsheet, a relational database (e.g., an ob-
ject-relational database), a triple store, a hierarchical da-
ta store, document-oriented NoSQL databases, a file
store, or any suitable combination thereof. The database
may be an in-memory database. Moreover, any two or
more of the machines, databases, or devices illustrated
in FIG. 1 may be combined into a single machine, and
the functions described herein for any single machine,
database, or device may be subdivided among multiple
machines, databases, or devices.
[0011] The server 110, the malicious server 120, the
client devices 140A and 140B, and the malicious client
device 160 may be connected by the network 130. The
network 130 may be any network that enables commu-
nication between or among machines, databases, and
devices. Accordingly, the network 130 may be a wired
network, a wireless network (e.g., a mobile or cellular
network), or any suitable combination thereof. The net-
work 130 may include one or more portions that constitute
a private network, a public network (e.g., the Internet),
or any suitable combination thereof.
[0012] FIG. 2 is a block diagram of a client device 140
(e.g., the client device 140A or 140B), according to some
example embodiments, suitable for using WebRTC. The
client device 140 is shown as including a communication
module 210, a display module 220, a WebRTC module
230, and a storage module 240, all configured to com-
municate with each other (e.g., via a bus, shared mem-
ory, or a switch). Any one or more of the modules de-
scribed herein may be implemented using hardware
(e.g., a processor of a machine). For example, any mod-
ule described herein may be implemented by a processor
configured to perform the operations described herein
for that module. Moreover, any two or more of these mod-
ules may be combined into a single module, and the func-
tions described herein for a single module may be sub-
divided among multiple modules. Furthermore, accord-
ing to various example embodiments, modules described
herein as being implemented within a single machine,
database, or device may be distributed across multiple

machines, databases, or devices.
[0013] The communication module 210 receives data
sent to the client device 140 and transmits data from the
client device 140. For example, requests for data or code
may be sent from the client device 140 to the server 110
to retrieve JavaScript code to implement a WebRTC-
based communication channel between two client devic-
es. Once the WebRTC-based communication channel is
established, the communication module 210 may send
and receive WebRTC data to/from another client device.
[0014] The display module 220 accesses a display of
the client device 140 for presentation of information to a
user. For example, received video data from a WebRTC
connection may be sent to the display via the display
module 220. As another example, a web browser 150A
running on the client device 140 may present a browser
window, user interface elements, or both using the dis-
play module 220.
[0015] The WebRTC module 230 accesses, sends,
and receives data via a WebRTC connection. For exam-
ple, the WebRTC module 230 may access image data
from a camera, audio data from a microphone, or both.
The WebRTC module 230 may encapsulate the data in
a WebRTC format, and send the data over the network
130 to another client device 140 using the communication
module 210. As another example, the WebRTC module
230 may receive data from another client device 140 via
the communication module 210 and process the received
data for presentation to a user via the display module
220, via a speaker, or both.
[0016] The storage module 240 stores the data used
to implement one or more WebRTC applications or attack
protection for WebRTC providers. For example, JavaS-
cript code for the WebRTC module 230, audio or video
data for transmission, audio or video data for presenta-
tion to the user, or any suitable combination thereof may
be stored by the storage module 240. Code stored by
the storage module 240 may be accessed by the web
browser 150A for execution. In some example embodi-
ments, the received code is executed as soon as it is
received. In other example embodiments, the received
code is executed at a later time.
[0017] FIG. 3 is a network diagram 300 illustrating an
attack on WebRTC users, according to some example
embodiments. In the network diagram 300, the malicious
server 120 has provided malicious WebRTC code to the
client devices 140A and 140B. For example, the mali-
cious server 120 may be a server intentionally accessed
by the client devices 140A and 140B that, unbeknownst
to the users, intends to surreptitiously monitor the We-
bRTC traffic between the client devices 140A and 140B.
As another example, the malicious server 120 may have
injected malicious code into a web page served by a serv-
er 110 (shown in FIG. 1), wherein the server 110 was
intentionally accessed by the users of the client devices
140A and 140B and the malicious server 120 was not
intentionally accessed. Injection of malicious code may
occur, for example, when third-party advertisements are
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hosted on a web page.
[0018] As a result of the malicious code being executed
on the client devices 140A and 140B, all WebRTC traffic
is actually sent to the malicious client device 160. The
malicious client device 160 then forwards the WebRTC
traffic to its appropriate destination. As a result, the client
devices 140A and 140B are able to proceed with their
WebRTC communications without necessarily being
alerted to the interception of data by the malicious client
device 160. Accordingly, the dashed-line connection is
shown between the client devices 140A and 140B to in-
dicate the connection that they believe they have.
[0019] FIG. 4 is a network diagram 400 illustrating an
attack on WebRTC users, according to some example
embodiments. In the network diagram 400, the malicious
server 120 has provided malicious WebRTC code to the
client device 140A, and the server 110 has provided non-
malicious WebRTC code to the client devices 140A and
140B. Using the non-malicious WebRTC code, the client
devices 140A and 140B establish a WebRTC connection.
Using the malicious WebRTC code, the client device
140A also establishes a WebRTC connection with the
malicious client device 160. The malicious WebRTC
code can transmit both the data generated at the client
device 140A (e.g., via a camera attached to the client
device 140A) and the data received at the client device
140A from the client device 140B (e.g., audio/video data
streamed from the client device 140B to the client device
140A). As a result, the malicious client device 160 can
monitor all traffic between the two client devices 140A-
140B even though only one client device 140A is running
the malicious code.
[0020] FIGS. 5-6 are a flowchart illustrating operations
of a method 500, according to some example embodi-
ments, suitable for implementing attack protection for
WebRTC providers. Shown in the method 500 are the
operations 510-690 described below as being performed
by the devices and modules of FIGS. 1-2, by way of ex-
ample and not limitation.
[0021] In operation 510, a user starts a video call. For
example, a user of the web browser 150A running on the
client device 140A may invoke a WebRTC application
using the WebRTC module 230 to start a video call to
the client device 140B. In operation 520, the WebRTC
module 230 instantiates an RTCPeerConnection with the
client device 140B.
[0022] The WebRTC module 230 checks, in operation
530, if the peer identity is set. This check may be termed
an identity assertion of the peer. If the peer identity is not
set (i.e., the identity assertion fails), a security exception
is thrown in operation 540, preventing the video call from
continuing with a peer identity. Peer identity may be
checked through the use of an identity provider (e.g., the
server 110). For example, the identity provider can verify
the IP address of the clients that the server is attempting
to connect. When the clients attempt to open WebRTC
connections with each other, they send identifying infor-
mation, such as the IP address, of the other client to

which they communicate. The identity provider can verify
that the destination IP address is the same as that in-
tended by the identity provider. Thus, a malicious change
to the destination IP address will be detected through the
identity assertion and authentication by the identity serv-
er.
[0023] In operation 550, after confirming the peer iden-
tity, the WebRTC module 230 registers an RTCPeerCon-
nection instance to navigator.userMedia. By registering
the RTCPeerConnection to the navigator.userMedia, the
WebRTC module 230 associates the particular input de-
vice with the particular peer connection. In operation 560,
the navigator.userMedia JavaScript function prompts the
user for permission to use a video input device or an
audio input device.
[0024] If the user does not consent to the use of the
input device for the video call (operation 570), this is an
error condition (operation 580) and the video call is ter-
minated. Otherwise, if there is already an existing con-
nection for the input device (operation 610), a security
exception (operation 620) is generated. For example, if
a different RTCPeerConnection instance was already
registered for the input device, a security exception would
be thrown, preventing the data from the input device from
being sent to two different peers as in FIG. 4.
[0025] In operation 630, the client devices 140A and
140B exchange metadata via a signaling server (e.g.,
the server 110). The metadata is used to set up the peer
connection. The exchange of metadata may be handled
via the exchange of session description protocol (SDP)
messages and interactive connectivity establishment
(ICE) candidates. In some example embodiments, the
client device 140A sends an SDP offer to the client device
140B via the signaling server. This SDP bundles meta-
data indicating parameter preferences (e.g., supported
and preferred multimedia types and codecs), initialization
parameters, or network information (e.g., a certificate fin-
gerprint, an Internet protocol (IP) address, a port, or any
suitable combination thereof). The client device 140B re-
sponds to the SDP offer with an SDP answer, via the
signaling server. The SDP answer contains the metadata
of the remote party.
[0026] In operation 640, the WebRTC module 230 in-
vokes RTCPeerConnection.addStream to access the
authorized input device as a local source of audio or vid-
eo. Before and after invoking RTCPeerConnection.on-
RemoteStream to connect to the stream being generated
by the other client device (operation 670), the WebRTC
module 230 confirms that no other use of the remote
stream is being made (operations 650 and 680). If an
attempt is being made to use the stream twice, a security
exception is thrown in operation 660. In operation 690,
the video call is successfully connected, with assurances
that only one stream has been created for both the local
and remote streams.
[0027] FIG. 7 is a flowchart illustrating operations of a
method 700, according to some example embodiments,
suitable for implementing attack protection for WebRTC
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providers. The method 700 includes the operations
710-750 described below as being performed by the de-
vices and modules of FIGS. 1-2, by way of example and
not limitation.
[0028] In operation 710, a client device (e.g., the client
device 140A) receives first code from a first server (e.g.,
the server 110) for execution by a web browser (e.g., the
web browser 150A). For example, a web page with em-
bedded JavaScript may be downloaded by the web
browser 150A of the client device 140A for presentation
on a display of the client device 140A.
[0029] In operation 720, the client device receives sec-
ond code (e.g., from the server 110 or from the malicious
server 120) for execution by the web browser in conjunc-
tion with the first code. For example, an ad may be em-
bedded in the web page, wherein the ad contains addi-
tional JavaScript code. The ad may be served by the
server 110 or incorporated by reference into the web
page and served by the malicious server 120.
[0030] The client device executes a first portion of the
first code, causing a first function to become unmodifiable
(operation 730). For example, since the server 110 is the
primary server of the web page, a portion of the JavaS-
cript served by the server 110 can be forced to run before
any other code embedded in the web page. In standard
implementations of JavaScript, code is run in the order
it is presented on the page. Thus, code that is embedded
in the page prior to untrusted code (e.g., portions of the
page provided or served by third parties) will run prior to
the untrusted code. The first portion of the code can ex-
ecute the JavaScript freeze method on one or more ob-
jects, including objects that provide WebRTC functional-
ity. For example, the first portion of the code may wrap
RTCPeerConnection.addStream() and navigator.ge-
tUserMedia() to provide functionality that ensures that
input devices are linked to no more than one stream and
that streams are not used more than once. The wrapped
code may also include calls to an identity server to au-
thenticate the destinations of streams. Once the code is
wrapped, the RTCPeerConnection and navigator objects
are frozen via the Object.freeze() method, which pre-
vents later-run code from undoing the protective wrap-
ping.
[0031] In operation 740, the second code is executed,
resulting in an attempt to modify the first function, which
fails. For example, the second code may attempt to mod-
ify the RTCPeerConnection.addStream() function in a
way that automatically uses any generated streams to
send data to a malicious client or server. However, be-
cause the RTCPeerConnection object was frozen in op-
eration 730, the attempt to modify the addStream() func-
tion in operation 740 fails and the attack is thwarted.
[0032] In operation 750, a second portion of the first
code is executed, including use of the first function to
communicate via WebRTC. For example, a portion of the
web page that begins executing after the JavaScript code
embedded in a malicious ad may establish a video call
via WebRTC. Thus, by the use of the method 700, web

pages can include portions that are served by untrusted
third parties and provide WebRTC functionality to users
without running the risk that WebRTC itself will be used
to compromise the users’ communications.
[0033] According to various example embodiments,
one or more of the methodologies described herein may
facilitate attack protection for WebRTC providers. Com-
puting resources used by one or more machines, data-
bases, or devices (e.g., within the network environment
100) may be reduced when compared with other meth-
ods of attack protection or resources consumed by client
devices in supporting a successful attack. Examples of
such computing resources include processor cycles, net-
work traffic, memory usage, data storage capacity, power
consumption, and cooling capacity.
[0034] FIG. 8 is a block diagram illustrating compo-
nents of a machine 800, according to some example em-
bodiments, able to read instructions from a machine-
readable medium (e.g., a machine-readable storage me-
dium, a computer-readable storage medium, or any suit-
able combination thereof) and perform any one or more
of the methodologies discussed herein, in whole or in
part. As used herein, machine-readable storage media
are non-transitory, in the sense that the term "machine-
readable storage medium" excludes transitory signals.
[0035] FIG. 8 shows a diagrammatic representation of
the machine 800 in the example form of a computer sys-
tem and within which instructions 824 (e.g., software, a
program, an application, an applet, an app, or other ex-
ecutable code) for causing the machine 800 to perform
any one or more of the methodologies discussed herein
may be executed, in whole or in part. In alternative em-
bodiments, the machine 800 operates as a standalone
device or may be connected (e.g., networked) to other
machines. In a networked deployment, the machine 800
may operate in the capacity of a server machine or a
client machine in a server-client network environment, or
as a peer machine in a distributed (e.g., peer-to-peer)
network environment. The machine 800 may be a server
computer, a client computer, a personal computer (PC),
a tablet computer, a laptop computer, a netbook, a set-
top box (STB), a personal digital assistant (PDA), a cel-
lular telephone, a smartphone, a web appliance, a net-
work router, a network switch, a network bridge, or any
machine capable of executing the instructions 824, se-
quentially or otherwise, that specify actions to be taken
by that machine. Further, while only a single machine is
illustrated, the term "machine" shall also be taken to in-
clude a collection of machines that individually or jointly
execute the instructions 824 to perform all or part of any
one or more of the methodologies discussed herein.
[0036] The machine 800 includes a processor 802
(e.g., a central processing unit (CPU), a graphics
processing unit (GPU), a digital signal processor (DSP),
an application specific integrated circuit (ASIC), a radio-
frequency integrated circuit (RFIC), or any suitable com-
bination thereof), a main memory 804, and a static mem-
ory 806, which are configured to communicate with each
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other via a bus 808. The machine 800 may further include
a graphics display 810 (e.g., a plasma display panel
(PDP), a light emitting diode (LED) display, a liquid crystal
display (LCD), a projector, or a cathode ray tube (CRT)).
The machine 800 may also include an alphanumeric in-
put device 812 (e.g., a keyboard), a cursor control device
814 (e.g., a mouse, a touchpad, a trackball, a joystick, a
motion sensor, or other pointing instrument), a storage
unit 816, a signal generation device 818 (e.g., a speaker),
a network interface device 820, and a stream capture
device 828 (e.g., a camera that captures video data, a
microphone that captures audio data, or both).
[0037] The storage unit 816 includes a machine-read-
able medium 822 on which is stored the instructions 824
embodying any one or more of the methodologies or func-
tions described herein. The instructions 824 may also
reside, completely or at least partially, within the main
memory 804, within the processor 802 (e.g., within the
processor’s cache memory), or both, during execution
thereof by the machine 800. Accordingly, the main mem-
ory 804 and the processor 802 may be considered as
machine-readable media. The instructions 824 may be
transmitted or received over a network 826 via the net-
work interface device 820. Video or audio data captured
by the stream capture device 828 may be transmitted by
a WebRTC connection to another machine 800. Video
or audio data received via the network interface device
820 may be presented on the graphics display 810, via
the signal generation device 818, or both.
[0038] As used herein, the term "memory" refers to a
machine-readable medium able to store data temporarily
or permanently and may be taken to include, but not be
limited to, random-access memory (RAM), read-only
memory (ROM), buffer memory, flash memory, and
cache memory. While the machine-readable medium
822 is shown in an example embodiment to be a single
medium, the term "machine-readable medium" should
be taken to include a single medium or multiple media
(e.g., a centralized or distributed database, or associated
caches and servers) able to store instructions. The term
"machine-readable medium" shall also be taken to in-
clude any medium, or combination of multiple media, that
is capable of storing instructions (e.g., the instructions
824) for execution by a machine (e.g., machine 800),
such that the instructions, when executed by one or more
processors of the machine (e.g., processor 802), cause
the machine to perform any one or more of the method-
ologies described herein. Accordingly, a "machine-read-
able medium" refers to a single storage apparatus or de-
vice, as well as "cloud-based" storage systems or storage
networks that include multiple storage apparatus or de-
vices. The term "machine-readable medium" shall ac-
cordingly be taken to include, but not be limited to, one
or more data repositories in the form of a solid-state mem-
ory, an optical medium, a magnetic medium, or any suit-
able combination thereof.
[0039] Throughout this specification, plural instances
may implement components, operations, or structures

described as a single instance. Although individual op-
erations of one or more methods are illustrated and de-
scribed as separate operations, one or more of the indi-
vidual operations may be performed concurrently, and
nothing requires that the operations be performed in the
order illustrated. Structures and functionality presented
as separate components in example configurations may
be implemented as a combined structure or component.
Similarly, structures and functionality presented as a sin-
gle component may be implemented as separate com-
ponents. These and other variations, modifications, ad-
ditions, and improvements fall within the scope of the
subject matter herein.
[0040] Certain embodiments are described herein as
including logic or a number of components, modules, or
mechanisms. Modules may constitute either software
modules (e.g., code embodied on a machine-readable
medium or in a transmission signal) or hardware mod-
ules. A "hardware module" is a tangible unit capable of
performing certain operations and may be configured or
arranged in a certain physical manner. In various exam-
ple embodiments, one or more computer systems (e.g.,
a standalone computer system, a client computer sys-
tem, or a server computer system) or one or more hard-
ware modules of a computer system (e.g., a processor
or a group of processors) may be configured by software
(e.g., an application or application portion) as a hardware
module that operates to perform certain operations as
described herein.
[0041] In some embodiments, a hardware module may
be implemented mechanically, electronically, or any suit-
able combination thereof. For example, a hardware mod-
ule may include dedicated circuitry or logic that is per-
manently configured to perform certain operations. For
example, a hardware module may be a special-purpose
processor, such as a field programmable gate array (FP-
GA) or an ASIC. A hardware module may also include
programmable logic or circuitry that is temporarily con-
figured by software to perform certain operations. For
example, a hardware module may include software en-
compassed within a general-purpose processor or other
programmable processor. It will be appreciated that the
decision to implement a hardware module mechanically,
in dedicated and permanently configured circuitry, or in
temporarily configured circuitry (e.g., configured by soft-
ware) may be driven by cost and time considerations.
[0042] Accordingly, the phrase "hardware module"
should be understood to encompass a tangible entity, be
that an entity that is physically constructed, permanently
configured (e.g., hardwired), or temporarily configured
(e.g., programmed) to operate in a certain manner or to
perform certain operations described herein. As used
herein, "hardware-implemented module" refers to a hard-
ware module. Considering embodiments in which hard-
ware modules are temporarily configured (e.g., pro-
grammed), each of the hardware modules need not be
configured or instantiated at any one instance in time.
For example, where a hardware module comprises a
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general-purpose processor configured by software to be-
come a special-purpose processor, the general-purpose
processor may be configured as respectively different
special-purpose processors (e.g., comprising different
hardware modules) at different times. Software may ac-
cordingly configure a processor, for example, to consti-
tute a particular hardware module at one instance of time
and to constitute a different hardware module at a differ-
ent instance of time.
[0043] Hardware modules can provide information to,
and receive information from, other hardware modules.
Accordingly, the described hardware modules may be
regarded as being communicatively coupled. Where mul-
tiple hardware modules exist contemporaneously, com-
munications may be achieved through signal transmis-
sion (e.g., over appropriate circuits and buses) between
or among two or more of the hardware modules. In em-
bodiments in which multiple hardware modules are con-
figured or instantiated at different times, communications
between such hardware modules may be achieved, for
example, through the storage and retrieval of information
in memory structures to which the multiple hardware
modules have access. For example, one hardware mod-
ule may perform an operation and store the output of that
operation in a memory device to which it is communica-
tively coupled. A further hardware module may then, at
a later time, access the memory device to retrieve and
process the stored output. Hardware modules may also
initiate communications with input or output devices, and
can operate on a resource (e.g., a collection of informa-
tion).
[0044] The various operations of example methods de-
scribed herein may be performed, at least partially, by
one or more processors that are temporarily configured
(e.g., by software) or permanently configured to perform
the relevant operations. Whether temporarily or perma-
nently configured, such processors may constitute proc-
essor-implemented modules that operate to perform one
or more operations or functions described herein. As
used herein, "processor-implemented module" refers to
a hardware module implemented using one or more proc-
essors.
[0045] Similarly, the methods described herein may be
at least partially processor-implemented, a processor be-
ing an example of hardware. For example, at least some
of the operations of a method may be performed by one
or more processors or processor-implemented modules.
Moreover, the one or more processors may also operate
to support performance of the relevant operations in a
"cloud computing" environment or as a "software as a
service" (SaaS). For example, at least some of the op-
erations may be performed by a group of computers (as
examples of machines including processors), with these
operations being accessible via a network (e.g., the In-
ternet) and via one or more appropriate interfaces (e.g.,
an application program interface (API)).
[0046] The performance of certain of the operations
may be distributed among the one or more processors,

not only residing within a single machine, but deployed
across a number of machines. In some example embod-
iments, the one or more processors or processor-imple-
mented modules may be located in a single geographic
location (e.g., within a home environment, an office en-
vironment, or a server farm). In other example embodi-
ments, the one or more processors or processor-imple-
mented modules may be distributed across a number of
geographic locations.
[0047] The present disclosure also relates to a com-
puter-program product particularly in the form of a non-
transitory machine-readable storage medium comprising
instructions that, when executed by one or more proces-
sors of a machine, cause the machine to perform oper-
ations comprising: accessing first code from a first server
for execution by a web browser; accessing second code
for execution by the web browser in conjunction with the
first code; executing a first portion of the first code by the
web browser, the first portion of the first code causing a
first function to become unmodifiable; executing the sec-
ond code by the web browser after the execution of the
first code, the second code attempting to modify the first
function and failing due to the execution of the first portion
of the first code; and executing a second portion of the
first code by the web browser after the execution of the
second code, the second portion of the first code using
the first function to communicate via web real-time com-
munication (WebRTC) over a network. Particularly, the
second code is received from a second server distinct
from the first server.
[0048] Some portions of the subject matter discussed
herein may be presented in terms of algorithms or sym-
bolic representations of operations on data stored as bits
or binary digital signals within a machine memory (e.g.,
a computer memory). Such algorithms or symbolic rep-
resentations are examples of techniques used by those
of ordinary skill in the data processing arts to convey the
substance of their work to others skilled in the art. As
used herein, an "algorithm" is a self-consistent sequence
of operations or similar processing leading to a desired
result. In this context, algorithms and operations involve
physical manipulation of physical quantities. Typically,
but not necessarily, such quantities may take the form of
electrical, magnetic, or optical signals capable of being
stored, accessed, transferred, combined, compared, or
otherwise manipulated by a machine. It is convenient at
times, principally for reasons of common usage, to refer
to such signals using words such as "data," "content,"
"bits," "values," "elements," "symbols," "characters,"
"terms," "numbers," "numerals," or the like. These words,
however, are merely convenient labels and are to be as-
sociated with appropriate physical quantities.
[0049] Unless specifically stated otherwise, discus-
sions herein using words such as "processing," "comput-
ing," "calculating," "determining," "presenting," "display-
ing," or the like may refer to actions or processes of a
machine (e.g., a computer) that manipulates or trans-
forms data represented as physical (e.g., electronic,
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magnetic, or optical) quantities within one or more mem-
ories (e.g., volatile memory, non-volatile memory, or any
suitable combination thereof), registers, or other ma-
chine components that receive, store, transmit, or display
information. Furthermore, unless specifically stated oth-
erwise, the terms "a" or "an" are herein used, as is com-
mon in patent documents, to include one or more than
one instance. Finally, as used herein, the conjunction
"or" refers to a non-exclusive "or," unless specifically stat-
ed otherwise.

Claims

1. A system comprising:

a memory that stores instructions;
one or more processors in communication with
a network, configured by the instructions to per-
form operations comprising:

accessing first code from a first server for
execution by a web browser;
accessing second code for execution by the
web browser in conjunction with the first
code;
executing a first portion of the first code by
the web browser, the first portion of the first
code causing a first function to become un-
modifiable;
executing the second code by the web
browser after the execution of the first code,
the second code attempting to modify the
first function and failing due to the execution
of the first portion of the first code; and
executing a second portion of the first code
by the web browser after the execution of
the second code, the second portion of the
first code using the first function to commu-
nicate via web real-time communication
(WebRTC) over the network.

2. The system of claim 1, wherein the second code is
received from a second server distinct from the first
server.

3. The system of any one of the preceding claims,
wherein:

the one or more processors are in communica-
tion with a camera and/or a microphone; and
the communicating via WebRTC comprises
transmitting image data captured by the camera
and/or by the microphone.

4. The system of microphone claims, wherein:

the execution of the first portion of the first code

further modifies a second function to prevent
WebRTC streams from being used more than
once; and
the execution of the second code comprises the
second code attempting to use a WebRTC
stream that is already in use and failing due to
the execution of the first portion of the first code;.

wherein the preventing of WebRTC streams from
being used more than once preferably prevents We-
bRTC streams generated at the system and streams
received by the system from being used more than
once.

5. The system of any one of the preceding claims,
wherein:

the execution of the first portion of the first code
causes WebRTC connections to be allowed only
between end-users with valid identity asser-
tions.

6. The system of any one of the preceding claims,
wherein:

the execution of the first portion of the first code
causes attempts to create more than one stream
for a device to fail; and/or
the execution of the first portion of the first code
causes attempts to create WebRTC connec-
tions to be authenticated by the first server.

7. A method comprising:

accessing, by a client device, first code from a
first server, for execution by a web browser run
on one or more processors;
accessing second code, by the client device, for
execution by the web browser in conjunction
with the first code;
executing, by the one or more processors, a first
portion of the first code by the web browser, the
first portion of the first code causing a first func-
tion to become unmodifiable;
executing, by the one or more processors, the
second code by the web browser after the exe-
cution of the first code, the second code attempt-
ing to modify the first function and failing due to
the execution of the first portion of the first code;
and
executing, by the one or more processors, a sec-
ond portion of the first code by the web browser
after the execution of the second code, the sec-
ond portion of the first code using the first func-
tion to communicate via web real-time commu-
nication (WebRTC) over a network.

8. The method of claim 7, wherein the second code is
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received from a second server distinct from the first
server.

9. The method of claim 7 or 8, wherein:

the one or more processors are in communica-
tion with a camera and/or a microphone; and
the communicating via WebRTC comprises
transmitting image data captured by the camera
and/or the microphone.

10. The method of any one of the preceding claims 7 to
9, wherein:

the execution of the first portion of the first code
further modifies a second function to prevent
WebRTC streams from being used more than
once; and
the execution of the second code comprises the
second code attempting to use a WebRTC
stream that is already in use and failing due to
the execution of the first portion of the first code.

11. The method of claim 10, wherein:

the preventing of WebRTC streams from being
used more than once prevents WebRTC
streams generated at the client device and
streams received by the client device from being
used more than once.

12. The method of any one of the preceding claims 7 to
11, wherein:

the execution of the first portion of the first code
causes WebRTC connections to be allowed only
between end-users with valid identity asser-
tions.

13. The method of any one of the preceding claims 7 to
12, wherein:

the execution of the first portion of the first code
causes attempts to create more than one stream
for a device to fail.

14. The method of any one of the preceding claims 7 to
13, wherein:

the execution of the first portion of the first code
causes attempts to create WebRTC connec-
tions to be authenticated by the first server.

15. A computer-program product comprising computer-
readable instructions which, when loaded and exe-
cuted on a suitable system, perform the steps of a
method according to any one of the preceding claims
7 to 14.
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