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(54) SENSOR DEVICE FOR DETECTING A PERMANENT GAS

(57) The invention relates to a sensor device (1) for
detecting a gas (G), particularly a permanent gas such
as H2, CO, CO2, CH4, comprising: an adsorption filter
(30) comprising a body (2) consisting of a molecular sieve
material, a sensing element (10) for detecting said gas
(G), and a carrier (4) for carrying the sensing element
(10), wherein the carrier (4) comprises an opening (50)

via which said gas (G) to be detected can reach the sens-
ing element (10), and wherein the adsorption filter (30)
is connected, particularly glued, to the carrier (4) and
closes said opening (50) so that said gas (G) to be de-
tected can diffuse through said body (2) towards the
sensing element (10).



EP 3 346 267 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Specification

[0001] The present invention relates to a sensor device
for detecting a gas, particularly a permanent gas such
as H2, CO, CO2, or CH4.
[0002] The performance of such gas sensor devices
for permanent gases can be improved by the use of ad-
sorption filters. Therefore, manufacturers are using ad-
sorption materials that are placed in front of the sensing
element. These filters can be powders, small granules
or foams. Available solutions are defined by following
characteristics: The adsorption material is fixed mechan-
ically, its density is increased by pressing, and the shape
of the adsorption body is defined by its housing.
[0003] Disadvantageously, using a powder based ad-
sorption filter, the packaging volume can increase by sig-
nificant factors making miniaturization difficult. Further-
more, the powder-like adsorption materials require a
complex processing.
[0004] Based on the above, the problem to be solved
by the present invention is to provide an improved sensor
device of the afore-mentioned kind which requires only
a relatively small installation space and particularly
avoids problems encountered with dusty powder-like fil-
ter materials.
[0005] This problem is solved by a sensor device hav-
ing the features of claim 1.
[0006] Preferred embodiments of this aspect of the
present invention are stated in the corresponding sub
claims and are further described below.
[0007] According to claim 1, the sensor device accord-
ing to the invention is configured for detecting a gas, par-
ticularly a permanent gas such as H2, CO, CO2, or CH4,
and comprises:

- an adsorption filter comprising a (particularly dimen-
sionally stable) body consisting of a molecular sieve
material (i.e. the body forms a molecular sieve),

- a sensing element for detecting said gas,

- a carrier for carrying the sensing element, wherein
the carrier comprises an opening via which said gas
to be detected can reach the sensing element so as
to interact with the sensing element and to be de-
tected by the sensing element, and wherein

- the adsorption filter is connected to the carrier and
closes said opening so that said gas to be detected
can diffuse through said body towards the sensing
element.

[0008] Particularly, the adsorption filter is connected
to the carrier and closes said opening so that said gas
to be detected can only diffuse through said body towards
the sensing element.

[0009] The adsorption filter can be connected to the
carrier using a glue, or in form-fitting or force fitting man-
ner, or any combination thereof.
[0010] Particularly, according to an embodiment, the
adsorption filter is glued to the carrier and closes said
opening so that said gas to be detected can only diffuse
through said body towards the sensing element.
[0011] Particularly, according to an embodiment of the
present invention, said body comprises a diameter in the
range from 0.2 mm to 5 mm, preferably 0.5 mm to 3 mm
most preferably 1 mm to 2 mm Particularly, this diameter
extends along the extension plane of the carrier or ad-
sorption filter plate (see also below).
[0012] In case the body comprises a non-spherical
shape, said diameter specified above can be the largest
or smallest diameter of the body or an average of said
largest and smallest diameter.
[0013] Further particularly, the body or adsorption filter
can have a thickness (e.g. perpendicular to the direction
of said diameter) in the range from 0.1 mm to 5 mm,
preferably 0.1 mm to 2 mm.
[0014] Further, according to a further embodiment of
the present invention, said adsorption filter comprises
merely a single body of said molecular sieve material.
[0015] Furthermore, generally, it is also possible that
the adsorption filter comprises a number of such bodies,
particularly less than 20 bodies, particularly less than 10
bodies, particularly less than 5 bodies. The adsorption
filter is then also glued to the carrier and closes said open-
ing such that the gas to be detected can then diffuse
through one, several or all of said bodies towards the
sensing element.
[0016] Particularly, as already mentioned above, the
body is dimensionally stable according to an embodi-
ment, i.e., the molecular sieve material forming the body
does not need an enclosure for the body to maintain its
shape. In other words, the molecular sieve material is
processed such that the body is a dimensionally stable
(e.g. monolithic) body.
[0017] Further, according to a further embodiment of
the present invention, said body is one of: a body having
a convex shape, a bead, a section of a bead, a pellet, a
plate.
[0018] Particularly, said section of a bead can be gen-
erated when surfaces of the adsorption filter plate that
has a bead embedded therein are processed (e.g. cut or
processed by an abrasive treatment such as grinding)
and thereby parts of the body are leveled and then form
areas of the outer surfaces of the plate.
[0019] Further, according to an embodiment of the
present invention, the molecular sieve material is one of
or comprises on of: a zeolite, a silica gel, clay, activated
carbon, a polymer adsorbent, an aromatic polyimide (e.g.
Matrimid® 5218), polyether ether ketone (PEEK), a per-
fluoropolymer (e.g. Teflon AF2400 (Du Pont), Hyflon AD
40/60 (Solvay), Cytop (Asahi Glass)), poly(2,6-diphenyl-
phenylene oxide) (e.g. Tenax TA, Tenax GR), cellulose
acetate.
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[0020] Further, according to an embodiment of the
present invention, the body is arranged or embedded in
a form fitting manner (particularly with an adhesive bond)
in a material of the adsorption filter. Thus, particularly,
said material encapsulates the body laterally such that
the body extends from the front side to the back side of
the adsorption filter plate and forms a flow path through
the carrier material. It is also possible that an end region
of the embedded body or two opposing end regions of
the body protrude out of said material of the adsorption
filter.
[0021] Further, according to an embodiment of the
present invention, the carrier material comprises a cured
resin, particularly epoxy, PU, or an acrylate. Other resins
or curable materials are also conceivable.
[0022] Further, according to an embodiment of the
present invention, the adsorption filter is an adsorption
filter plate, wherein the body and the carrier material form
said plate, and wherein said adsorption filter plate com-
prises a front side and an opposing back side.
[0023] According to an embodiment the front side
and/or the back side is planar.
[0024] Alternatively, according to an embodiment, an
end region of the body protrudes out of said material of
the carrier at the front side, so that the front side is non-
planar.
[0025] Further, according to an embodiment, a further
end region of the body protrudes out of said material of
the carrier at the back side, so that the back side is non-
planar.
[0026] Further, the body may also be flush with the
material at the front side and/or back side.
[0027] Further, according to an embodiment, the front
side and the back side extend parallel to each other.
[0028] Particularly, the shape of the front and/or back
side, particularly said planar front and/or back side may
be achieved by additional processing steps such as cut-
ting or grinding of the respective front side.
[0029] Furthermore, in an embodiment, the back side
of the adsorption filter plate may comprise at least one
recess, that particularly engages with a corresponding
protrusion of the front side of the carrier, particularly in a
form-fitting and/or force fitting manner. Furthermore, ac-
cording to an embodiment, the back side of the adsorp-
tion filter plate may comprise at least one protrusion that
particularly engages with a corresponding recess of the
front side of the carrier, particularly in a form-fitting and/or
force fitting manner. Furthermore, the back side may
comprise several such recesses and/or protrusions.
[0030] Further, according to an embodiment of the
present invention, the body extends inside the adsorption
filter plate from the front side to the back side of the ad-
sorption filter plate and thus forms a passage for the gas
to be detected, which passage extends through the whole
adsorption filter plate, wherein a front side of the body
forms an area of said front side of the plate, and wherein
a back side of the body forms an area of said back side
of the plate. Said areas may be obtained or processes

by means of said cutting or grinding (or by means of other
processing steps). However, said areas of the body, par-
ticularly at the front side of the adsorption filter plate, do
not need to be flush with a surface of the embedding
material of the adsorption filter plate.
[0031] Further, according to an embodiment of the
present invention, the carrier comprises a front side, par-
ticularly a planar front side, in which a recess is formed,
wherein the sensing element is arranged in said recess,
and wherein the recess comprises said opening that e.g.
extends in the plane of the planar front side of the carrier.
In other words, said recess is accessible via said opening.
[0032] Further, according to an embodiment of the
present invention, the adsorption filter plate is glued
and/or otherwise connected (e.g. in form-fitting and/or
force-fitting manner) to the carrier (particularly the ad-
sorption filter can be glued with its back side to the front
side of the carrier), particularly such that a gas-tight seal
is established between said material of the adsorption
filter plate and the carrier, so that the gas to be detected
can diffuse, particularly only diffuse, via said body
through the adsorption filter plate to reach the sensing
element.
[0033] Further, according to an embodiment of the
present invention, said body covers said opening of the
recess of the carrier. Particularly, said area formed by
the back side of the body is arranged in front of said
opening and particularly covers the opening. Particularly,
said area may comprise a circumferential outer section
that is glued to a boundary region of the front side of the
carrier, which boundary region surrounds said opening.
[0034] Optionally, a transfer support is used for achiev-
ing an improved handling and/or a mechanical stability.
[0035] In a preferred embodiment, the adsorption filter
plate (or the corresponding material) is fixed on a transfer
support (e.g. after a processing of the front and/or back
side of the adsorption filter plate as described e.g. here-
in). In a preferred embodiment, the transfer support is
based on or made of polyester. In one embodiment, the
transfer support is removed after attachment of the ad-
sorption filter plate to the carrier, before or after separat-
ing the carrier (and particularly components thereon) into
individual sensor devices or groups of sensor devices.
According to an embodiment, the transfer support can
be a gas permeable transfer support (particularly perme-
able for the respective target gas that is to be detected).
Particularly in case the transfer support remains on the
structure/sensor device. Such a gas permeable sensor
support can comprise or can be made of a mesh, a scrim,
a metallic grid etc. Further, in an embodiment, particularly
in case the transfer support remains on the sensor device
/ forms a permanent component of the sensor device,
the transfer support is arranged on the front side of the
adsorption filter plate.
[0036] Further, according to another embodiment of
the present invention, the carrier forms a housing enclos-
ing an internal space of the carrier, wherein the sensing
element is arranged at least in sections (or completely)
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in said internal space, and wherein the body is glued to
the carrier such that the body rests inside the internal
space in front of the opening.
[0037] Further, according to a further aspect of the
present invention, a method for producing a sensor de-
vice, particularly according to one of the claims 1 to 11,
wherein a plurality of (e.g. dimensionally stable) bodies
formed out of a molecular sieve material (i.e. each body
forms a molecular sieve) is arranged in a two-dimension-
al plane (e.g. in equidistant intervals, e.g. according to a
checkered pattern), wherein a free space between the
bodies is filled with a material that is cured, wherein an
adsorption filter plate is formed in which the bodies are
embedded in the material and each body extends from
a front side of said adsorption filter plate to a back side
of said adsorption filter plate, and wherein each body is
arranged in front of an associated sensing element (or
associated thereto) for forming a corresponding number
of sensor devices.
[0038] Particularly, the individual sensor device are
separated from one another (e.g. to get single sensor
devices).
[0039] Particularly, according to an embodiment, the
bodies all have the same diameter, and/or surface area,
and/or volume.
[0040] However, according to an embodiment, at least
two of the bodies, several of the bodies or all of the bodies
have a different diameter, and/or surface area, and/or
volume.
[0041] Particularly, in an embodiment, the adsorption
filter plate can be processed on its front side (facing away
from the carrier) and/or on its back side, e.g. to achieve
a desired thickness and/or shape (particularly flatness)
of the respective side/plate and/or bodies and/or to adjust
the diameter of said areas formed by the bodies, through
which areas the gas to be detected passes towards the
sensing element (see also above).
[0042] Particularly, in an embodiment, the material is
filled into said free space between the bodies such that
all bodies are completely covered at the front side of the
adsorption filter plate. Particularly, material covering the
bodies at the front side is then removed (e.g. after curing
of the material) in order to expose the bodies, wherein
particularly also sections of the bodies can be removed,
so that the bodies extend up to the front side and form
part of the front side of the adsorption filter plate (e.g.
after said removal of excess material at the front side).
[0043] Alternatively, in an embodiment, the material is
filled into said free space between the bodies such that
at least one body, several bodies or all bodies protrude
out of the material at the front side of the adsorption filter
plate. Particularly, a region of the respective body that
protrudes out of the material can be removed, e.g. in
order to get a flat front side or a desired shape of the front
side of the adsorption filter plate. Particularly, in certain
embodiments, the step of arranging each body in front
of an associated sensing element for forming a corre-
sponding number of sensor devices corresponds to one

of the following possibilities/embodiments:

- separating said adsorption filter plate into a plurality
of adsorption filter plate sections, wherein each sec-
tion comprises one of said bodies, and arranging
each of said adsorption filter plate sections on an
associated carrier comprising a sensing element for
forming a corresponding sensor device, or

- separating said adsorption filter plate into a plurality
of adsorption filter plate sections, wherein each sec-
tion comprises one of said bodies, and arranging
each of said adsorption filter plate sections on a sin-
gle carrier (i.e. on the same carrier) comprising a
corresponding number of sensing elements so that
each body is associated to (e.g. arranged in front of)
an associated sensing element, and separating the
single carrier with the attached adsorption filter plate
sections into a plurality of individual sensor devices
(each comprising a body and a sensing element), or

- arranging said adsorption filter plate on a single car-
rier comprising a corresponding number of sensing
elements so that each body is associated to (e.g.
arranged in front of) an associated sensing element,
and separating the single carrier with the attached
adsorption filter plate into a plurality of individual sen-
sor devices (each comprising a body and a sensing
element).

[0044] According to yet another aspect of the present
invention, another method for producing a sensor device,
particularly according to one of the claims 1 to 11, is dis-
closed, wherein a plurality of (e.g. dimensionally stable)
bodies formed out of a molecular sieve material (i.e. each
body forms a molecular sieve) is arranged on a single
carrier that comprises a plurality of sensing elements so
that each body is associated to (e.g. arranged in front of)
one of the sensing elements, wherein a free space be-
tween the bodies is filled with a material that is cured so
that an adsorption filter plate is formed that is connected
to the single carrier (e.g. glued to the single carrier or
connected to the single carrier in a form-fitting and or
force-fitting manner), and wherein the carrier with the at-
tached adsorption filter plate is separated into a plurality
of individual sensor devices (each comprising a body and
a sensing element).
[0045] Optionally, the front side of the adsorption filter
plate (which front side faces away from the carrier) is
processed to achieve a desired thickness and/or shape
(particularly flatness) of the front side/plate and/or bodies
and/or to adjust the diameter of said areas on the front
side formed by the bodies through which areas the gas
to be detected passes towards the sensing element (see
also above).
[0046] Particularly, in an embodiment, the material is
filled into said free space between the bodies such that
all bodies are completely covered at the front side of the
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adsorption filter plate. Particularly, material covering the
bodies at the front side is then removed (e.g. after curing
of the material) in order to expose the bodies, wherein
particularly also sections of the bodies can be removed,
so that the bodies extend up to the front side and form
part of the front side of the adsorption filter plate (e.g.
after said removal of excess material at the front side).
[0047] Alternatively, in an embodiment, the material is
filled into said free space between the bodies such that
at least one body, several bodies or all bodies protrude
out of the material at the front side of the adsorption filter
plate. Particularly, a region of the respective body that
protrudes out of the material can be removed, e.g. in
order to get a flat front side or a desired shape of the front
side of the adsorption filter plate. According to yet another
aspect of the present invention, a method for producing
a sensor device, particularly according to one of the
claims 1 to 11, is disclosed wherein a plate-shaped body
formed out of a molecular sieve material is arranged on
a single carrier that comprises a plurality of sensing ele-
ments, wherein molecular sieve material of the plate-
shaped body is removed around each sensing element
to form separate adsorption filter bodies, wherein each
adsorption filter body is associated to (e.g. arranged in
front of) one of the sensing elements, and wherein a free
space between said bodies is filled with a material that
is cured to seal the respective adsorption filter body to
the carrier, and wherein the carrier with the attached ad-
sorption filter bodies is separated into a plurality of indi-
vidual sensor devices (each comprising a body and a
sensing element).
[0048] Also here, optionally, the front side of the ad-
sorption filter plate (which front side faces away from the
carrier) formed by the adsorption filter bodies and the
material filled in between said bodies can be processed
to achieve a desired thickness and/or flatness of the ad-
sorption filter plate/layer and/or bodies and to adjust the
diameter of said areas on the front side formed by the
bodies, through which areas the gas to be detected pass-
es towards the sensing element (see also above).
[0049] Generally, in the methods described above, the
bodies can be arranged on a substrate for arranging the
bodies in said two-dimensional plane described above.
This substrate can form the transfer support described
above. The transfer support can also be provided in ad-
dition to the substrate and is then attached to the sub-
strate, particularly arranged below the substrate on a side
facing away from the adsorption filter plate. The transfer
support can be a permanent component of the sensor
device and is then permeable for the respective gas to
be detected and is preferably arranged on the front side
of the adsorption filter plate. The transfer support can be
formed out of or comprise one or several of the materials
already described above.
[0050] Further features, advantages and embodi-
ments of the present invention will be described below
with reference to the Figures, wherein

Fig. 1 shows a cross sectional view of three sen-
sor devices according to the invention
(upper row), and a top view of said sensor
devices (lower row);

Fig. 2 shows a further embodiment of a sensor
device according to the invention;

Fig. 3 shows a sensor signal of a sensor device
for detecting a permanent gas with ad-
sorption filter according to the invention
(upper signal) and without adsorption fil-
ter (lower signal);

Figs. 4 to 8 show an exemplary process for producing
a sensor device according to the present
invention.

[0051] Fig. 1 shows three sensor devices according to
the invention in a cross sectional view (upper part) and
as well as top view of these sensors 1. The sensor de-
vices can be produced using one of the methods de-
scribed herein. Particularly, the shown three sensors 1
may be produced as a single component and may then
be separated into individual sensor devices 1.
[0052] In the following a single sensor device 1 shall
be described. Particularly, the sensor device 1 is config-
ured for detecting the presence of a gas in the vicinity of
the sensor device 1, particularly a permanent gas such
as H2, CO, CO2, CH4. For this, the sensor device 1 com-
prises an adsorption filter 30 comprising a particularly
dimensionally stable body 2 consisting of a molecular
sieve material, and a sensing element 10 for detecting
said gas G. Sensing elements 10 that are suitable for
detecting said gases G are known in the state of the art.
The filter 10 serves for filtering other gaseous compo-
nents that disturb the detection process or produce sig-
nals that shall be suppressed.
[0053] The sensor device 1 further comprises a carrier
4 for carrying the sensing element 10, wherein the carrier
4 comprises an opening 50 via which said gas G to be
detected can reach the sensing element 10 so as to in-
teract with the sensing element 10 and be detected by
the sensing element 10.
[0054] Further, the adsorption filter 30 is glued to the
carrier 4 and thereby closes said opening 50 so that said
gas G to be detected can diffuse through said body 2
towards the sensing element 10. Thus a gas-tight seals
extends around the opening 50 between the plate 30 and
the carrier 4.
[0055] As shown in Fig. 1, the body 2 is embedded in
a form fitting manner (particularly with an adhesive bond)
in a carrier material 3 of the adsorption filter 30, e.g. by
means of potting, molding or the like. Particularly, said
carrier material can be a fluid epoxy resin which is even-
tually cured to form an adsorption filter plate 30.
[0056] Particularly, this adsorption filter plate 30 that
is formed by the body 2 and the carrier material 3 encap-

7 8 



EP 3 346 267 A1

6

5

10

15

20

25

30

35

40

45

50

55

sulating the latter, comprises a planar front side 30a and
an opposing planar back side 30b, which back side 30b
runs parallel to the front side 30a. Furthermore, the em-
bedded body 2 extends inside the adsorption filter plate
from the front side 30a to the back side 30b and thus
forms a passage of flow path for the gas G to be detected
through the adsorption filter plate 30. As further shown
in Fig. 1, a front side 2a of the body 2 is flush with said
front side 30a of the adsorption filter plate 30 and thus
forms an area of said front side 30a, and a back side 2b
of the body 2 is flush with the back side 30b and forms
an area of said back side 30b of the adsorption filter plate
30. The sizes of these areas can be adjusted by shaping
the front and back side 30a, 30b correspondingly (e.g.
by cutting or grinding or other processes).
[0057] Furthermore, the carrier 4 comprises a planar
front side 4a in which a recess 5 is formed, wherein the
sensing element 10 is arranged in said recess 5 (e.g. on
the bottom of the recess 5). Further, the sensing element
10 may fill said recess 5 completely. The recess 5 further
comprises said opening 50, which opening 50 extends
in the plane of the planar front side 4a of the carrier 4.
[0058] In order to achieve a gas tight seal between the
carrier 4 and the plate 30, the adsorption filter plate 30
is glued with its back side 30b to the front side 4a of the
carrier 4 so that the gas G to be detected can diffuse via
said body 2 through the adsorption filter plate 30 to reach
the sensing element 10 mounted on the carrier 4.
[0059] Particularly, for achieving said gas-tight seal,
the body 2 covers said opening 50 of the recess 5 of the
carrier 4, wherein particularly said area 2b comprise a
circumferential outer section 2c that is glued to a bound-
ary region 4c of the front side 4a of the carrier 4, which
boundary region 4c surrounds said opening 50.
[0060] As an example, Fig. 3 shows sensor signals for
a sensor device 1 according to the invention for detecting
CO2 as gas G. Particularly, the absorption filter 30 was
prepared as described above with a 2 mm 13x zeolite
bead and its thickness reduced to 700 mm by grinding.
As can be seen, the sensor 1 is not sensitive to ethanol
anymore, and the response time to CO2 is only slightly
decreased.
[0061] Furthermore, Fig. 2 shows an alternative em-
bodiment of the present invention. Here, the carrier 4
forms a housing enclosing an internal space 42, wherein
the sensing element 10 is now arranged in said internal
space 42. Particularly, the body 2 is a leveled bead 2 that
is glued to the carrier 4 using a glue material 3 such that
the body 2 is arranged inside the internal space 42 and
closes an opening 50 of the housing 4 formed in a top
side 4a of the housing. Particularly, the leveled front side
2a of the body 2 is flush with said top side 4a of the
housing 4.
[0062] Finally, Figs. 4 to 8 show an exemplary method
for producing a sensor device 1, particularly several sen-
sor devices 1 in parallel, according to the present inven-
tion.
[0063] For this, a plurality of dimensionally stable bod-

ies 2, here in the form of spheres having particularly dif-
ferent diameters and formed out of a molecular sieve
material (i.e. each body forms a molecular sieve) is ar-
ranged in a two-dimensional plane (e.g. in equidistant
intervals, e.g. according to a checkered pattern) by plac-
ing each body 2 on an associated recess 41 formed into
a substrate 40 as shown in Figs. 4 and 5.
[0064] Further, as can be seen in Fig. 6, a free space
between the bodies 2 arranged on the substrate 40 is
filled with a material 3 that is then cured, wherein an ad-
sorption filter plate 30 is formed in which the bodies 2 are
embedded in the material 3 and each body 2 extends
from a front side 30a of said adsorption filter plate 30 to
a back side 30b of said adsorption filter plate 30 as shown
in Fig. 6(A), where the bodies protrude out of the material
3. Particularly, the substrate 40 can also form a transfer
support for better handling of the adsorption filter plate
30 (see below) and for providing mechanical stabilization
of the adsorption filter plate, particularly in case the ad-
sorption filter plate 30 is relatively thin. Such a transfer
support can remain on the sensor device or may be re-
moved later on, e.g. after connecting the filter plate 30
to the carrier 4. As shown e.g. in Figs. 4 to 6 also a sep-
arate transfer support 400 (in addition to substrate 40)
may optionally be used to improve handling/mechanical
stability of the filter plate 30. In case the transfer support
40, 400 remains on the sensor device, the transfer sup-
port is preferably arranged on the front side 30a of the
adsorption filter plate 30 (cf. e.g. Fig. 7) and is then par-
ticularly configured to be permeable for the gas G that is
to be detected. A transfer support 400 can also be ap-
plied/connected to the adsorption filter plate after the sur-
faces of the filter plate have been processed (cf. e.g. Fig.
7).
[0065] Further, the bodies 2 can also be completely
covered with the material 3 at the front side as shown in
Fig. 6(B).
[0066] Particularly, in both cases (complete filling or
only partial filling of said free space between the bodies
2 with said material), the front side 30a of the adsorption
filter plate 30 can be processed, e.g. by grinding or cut-
ting, to achieve a flat front side 30a as shown in Fig. 7.
Further, the plate 30 can be removed from the substrate
40 and also the back side 30b can be processed, e.g. by
grinding or cutting, for achieving a flat back side 30b of
the adsorption filter plate 30 such that the bodies 2 of the
plate 30 extend from its front side 30a, where an area 2a
of the respective body 2 forms a part of said front side
30a, to the back side 30b, where an area 2b of the re-
spective body 2 forms a part of said back side 30b. Thus
gas G can pass the plate 3 via the bodies 2 by entering
via said areas 2a and leaving the plate 30 via said areas
2b.
[0067] Further, the adsorption filter plate 30 is arranged
on a carrier 4 comprising a plurality of recesses 5 with
openings 50 wherein a sensing element 10 for detecting
said gas G is arranged in each recess 5, and wherein
the plate 30 is arranged such on the carrier 4 that each

9 10 



EP 3 346 267 A1

7

5

10

15

20

25

30

35

40

45

50

55

body 2 is associated to one sensing element 10, partic-
ularly such that the area 2b of the respective body covers
its associated recess 5 as shown in Fig. 8. Here, the
material 3 of the plate 30 may be glued to a front side 4a
of the carrier, in which front side 4a said recesses 5 re-
ceiving the sensing elements 10 are formed. In this way
a seal is established around each recess 5 and gas can
only enter the respective recess 5 via the respective body
2 that is formed out of said molecular sieve material.
[0068] After having connected the plate 30 to the car-
rier 4, this assembly can be separated into individual sen-
sor devices 1 wherein each sensor device comprises a
body 2 as a passage to a sensing element 10 as shown
in Fig. 8 on the right hand side.
[0069] Alternative production methods are described
above.

Claims

1. A sensor device (1) for detecting a gas (G), compris-
ing:

- an adsorption filter (30) comprising a body (2)
consisting of a molecular sieve material,
- a sensing element (10) for detecting said gas
(G),
- a carrier (4) for carrying the sensing element
(10), wherein the carrier (4) comprises an open-
ing (50) via which said gas (G) to be detected
can reach the sensing element (10), and where-
in
- the adsorption filter (30) is connected or glued
to the carrier (4) and closes said opening (50)
so that said gas (G) to be detected can diffuse
through said body (2) towards the sensing ele-
ment (10).

2. The sensor device (1) according to claim 1, charac-
terized in that said body (2) comprises a diameter
(D) in the range from 0.2 mm to 5 mm, particularly
0.5 mm to 3 mm, particularly 1 mm to 2 mm.

3. The sensor device (1) according to claim 1 or 2, char-
acterized in that said adsorption filter (30) compris-
es merely a single body (2) of said molecular sieve
material.

4. The sensor device according to one of the preceding
claims, characterized in that said body (2) is one
of: a bead, a section of a bead, a pellet, a plate.

5. The sensor device according to one of the preceding
claims, characterized in that the molecular sieve
material is one of or comprises on of: a zeolite, a
silica gel, clay, activated carbon, a polymer adsorb-
ent, an aromatic polyimide, polyether ether ketone
(PEEK), a perfluoropolymer, poly(2,6-diphenylphe-

nylene oxide), cellulose acetate.

6. The sensor device according to one of the preceding
claims, characterized in that the body (2) is em-
bedded in a form fitting manner in a material (3) of
the adsorption filter (30).

7. The sensor device according to one of the preceding
claims, characterized in that that the adsorption fil-
ter (30) is an adsorption filter plate (30), wherein the
body (2) and said material (3) of the carrier (4) form
said adsorption filter plate (30), and wherein said ad-
sorption filter plate (30) comprises a front side (30a)
and an opposing back side (30b).

8. The sensor device according to claim 7, character-
ized in that the body (2) extends from the front side
(30a) to the back side (30b) of the adsorption filter
plate (30) and thus forms a passage for the gas (G)
to be detected through the adsorption filter plate (30),
wherein a front side (2a) of the body (2) forms an
area of said front side (30a) of the adsorption filter
plate (30), and wherein a back side (2b) of the body
(2) forms an area of said back side (30b) of the ad-
sorption filter plate (30).

9. The sensor device according to one of the preceding
claims, characterized in that the carrier (4) com-
prises a front side (4a) in which a recess (5) is formed,
wherein the sensing element (10) is arranged in said
recess (5) and wherein the recess (5) comprises said
opening (50).

10. The sensor device according to claims 7 and 9, char-
acterized in that the adsorption filter plate (30) is
connected to the carrier (4) so that the back side
(30b) of the adsorption filter plate (30) faces the front
side (4a) of the carrier (4) and the gas (G) to be de-
tected can diffuse via said body (2) through the ad-
sorption filter plate (30) to reach the sensing element
(10), wherein particularly the back side (30b) of the
adsorption filter plate (30) is glued to the front side
(4a) of the carrier (4) or wherein particularly the back
side (30b) of the adsorption filter plate (30) is con-
nected in a form-fitting manner to the front side (4a)
of the carrier (4).

11. The sensor device according to claim 9 or 10, char-
acterized in that said body (2) covers said opening
(50) of the recess (5) of the carrier (4).

12. The sensor device according to one of the claims 1
to 5, characterized in that the carrier (4) forms a
housing enclosing an internal space (42) of the car-
rier (4), wherein the sensing element (10) is arranged
at least in sections in said internal space (40), and
wherein the body (2) is glued to the carrier (4) such
that the body (2) is arranged inside the internal space
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(40) and closes said opening (50).

13. Method for producing a sensor device, particularly
according to one of the claims 1 to 11, wherein a
plurality of bodies (2) formed out of a molecular sieve
material is arranged in a two-dimensional plane,
wherein a free space between the bodies (2) is filled
with a material (3) that is cured, wherein an adsorp-
tion filter plate (30) is formed in which the bodies (2)
are embedded in said material material (3) and each
body (2) extends from a front side (30a) of said ad-
sorption filter plate (30) to a back side (30b) of said
adsorption filter plate (30), and wherein each body
(2) is arranged in front of an associated sensing el-
ement (10) for forming a corresponding number of
sensor devices (1).

14. Method for producing a sensor device, particularly
according to one of the claims 1 to 11, wherein a
plurality of bodies (2) formed out of a molecular sieve
material is arranged on a single carrier (4) that com-
prises a plurality of sensing elements (10) so that
each body (2) is associated to one of the sensing
elements (10), wherein a free space between the
bodies (2) is filled with a material (3) that is cured,
wherein an adsorption filter plate (30) is formed that
is connected or glued to the single carrier (4), and
wherein the carrier (4) with the attached adsorption
filter plate (30) is separated into a plurality of individ-
ual sensor devices (1).

15. Method for producing a sensor device (1), particu-
larly according to one of the claims 1 to 11, wherein
a plate-shaped body formed out of a molecular sieve
material is arranged on a single carrier (4) that com-
prises a plurality of sensing elements (10), wherein
molecular sieve material of the plate-shaped body
(2) is removed around each sensing element (10) to
form separate adsorption filter bodies (2), wherein
each adsorption filter body (2) is associated to one
of the sensing elements (10), and wherein a free
space between said bodies (2) is filled with a material
(3) that is cured to seal the respective adsorption
filter body (2) to the carrier (4), and wherein the car-
rier (4) with the attached adsorption filter bodies is
separated into a plurality of individual sensor devices
(1).

13 14 



EP 3 346 267 A1

9



EP 3 346 267 A1

10



EP 3 346 267 A1

11



EP 3 346 267 A1

12



EP 3 346 267 A1

13



EP 3 346 267 A1

14



EP 3 346 267 A1

15

5

10

15

20

25

30

35

40

45

50

55



EP 3 346 267 A1

16

5

10

15

20

25

30

35

40

45

50

55



EP 3 346 267 A1

17

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

