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(54) INJECTION MOLDING FLOW CONTROL APPARATUS AND METHOD

(57) A method of performing an injection molding cy-
cle in an injection molding apparatus (10) comprising a
manifold (40) that receives an injection fluid (1153), the
manifold distributing injection fluid to a fluid delivery chan-
nel (44) that delivers the injection fluid under an injection
pressure to a gate (34) of a mold cavity (30) and a valve
pin (1041) having an axis (A) and a tip end (1142), the
valve pin being slidably mounted for movement along the
axis within the fluid delivery channel (44),
characterized in that the method comprises,
drivably interconnecting the valve pin (1041) to an electric
motor driven (941) by a source of electrical power or en-
ergy in an arrangement wherein the electric motor drives
the valve pin along the axis (A) and drives the tip end
(1142) of the valve pin between a first position (GC)
where the tip end of the valve pin obstructs the gate (34)
to prevent the injection fluid from flowing into the cavity
(30), a second position (COP, COP2, COP3) upstream
of the first position (GC) wherein the tip end of the valve
pin restricts flow (1154) of the injection fluid along at least
a portion (RP, RP2, RP3) of the length of the drive path
extending between the first position and the second po-
sition, and a third maximum upstream position (EOS)
where the injection fluid material flows freely without re-
striction from the tip end of the pin through the first gate,
the electric motor (941) being electrically operable to

drive the valve pin at one or more intermediate rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream travel and a maxi-
mum rate of downstream travel,
selecting one or more first lengths of time for the electric
motor to operate to drive the valve pin at one or more
high rates of downstream travel that are equal to or less
than the maximum rate of downstream travel,
controllably operating the electric motor (941) to drive
the valve pin (1041) at the one or more high rates of
downstream travel beginning when the valve pin is dis-
posed at the third maximum upstream position during the
course of an injection cycle for the one or more selected
first lengths of time,
controllably operating the motor (941) to drive the valve
pin at one or more intermediate rates of downstream trav-
el that are less than the one or more high rates of down-
stream travel upon expiration of the one or more first
selected lengths of time to drive the valve pin downstream
to the first position through at least a portion (RP, RP2)
of a path of travel of the valve pin extending between the
first position (GC) and the third position where the tip end
of the valve pin restricts flow (1154) of the injection fluid
through the gate.
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Description

RELATED APPLICATIONS

[0001] This application claims the benefit of priority to
U.S. Provisional Application No. 61/838,620 filed June
24, 2013, the disclosure of which is incorporated by ref-
erence in its entirety as if fully set forth herein.
[0002] This application also claims the benefit of prior-
ity to U.S. Provisional Application No. 61/843,561 filed
July 8, 2013, the disclosure of which is incorporated by
reference in its entirety as if fully set forth herein.
[0003] This application also claims the benefit of prior-
ity to U.S. Provisional Application No. 61/896,313 filed
October 28, 2013, the disclosure of which is incorporated
by reference in its entirety as if fully set forth herein.
[0004] The disclosures of all of the following are incor-
porated by reference in their entirety as if fully set forth
herein: U.S. Patent No. 5,894,025, U.S. Patent No.
6,062,840, U.S. Patent No. 6,294,122, U.S. Patent No.
6,309,208, U.S. Patent No. 6,287,107, U.S. Patent No.
6,343,921, U.S. Patent No. 6,343,922, U.S. Patent No.
6,254,377, U.S. Patent No. 6,261,075, U.S. Patent No.
6,361,300 (7006), U.S. Patent No. 6,419,870, U.S. Pat-
ent No. 6,464,909 (7031), U.S. Patent No. 6,599,116,
U.S. Patent No. 7,234,929 (7075US1), U.S. Patent No.
7,419,625 (7075US2), U.S. Patent No. 7,569,169
(7075US3), U.S. Patent Application Serial No.
10/214,118, filed August 8, 2002 (7006), U.S. Patent No.
7,029,268 (7077US1), U.S. Patent No. 7,270,537
(7077US2), U.S. Patent No. 7,597,828 (7077US3), U.S.
Patent Application Serial No. 09/699,856 filed October
30, 2000 (7056), U.S. Patent Application Serial No.
10/269,927 filed October 11, 2002 (7031), U.S. Applica-
tion Serial No. 09/503,832 filed February, 15, 2000
(7053), U.S. Application Serial No. 09/656,846 filed Sep-
tember 7, 2000 (7060), U.S. Application Serial No.
10/006,504 filed December 3, 2001, (7068), U.S. Appli-
cation Serial No. 10/101,278 filed March, 19, 2002
(7070), PCT Publication No. WO 2012/074879
(7100WO), and PCT Publication No. WO 2012/-87491
(7100WO1).

BACKGROUND OF THE INVENTION

[0005] Injection molding systems have been devel-
oped having flow control mechanisms that control the
movement of a valve pin over the course of an injection
cycle to cause the pin to move either upstream or down-
stream over the course of injection cycle in order to raise
or lower the rate of flow of fluid material to correspond to
a predetermined profile of fluid flow rates for the injection
cycle. A sensor senses a condition of the fluid material
or of the apparatus such as pin position and sends a
signal indicative of the sensed condition to a program
contained in a controller that uses the signal as a variable
input to control movement of the valve pin in accordance
with the predetermined profile.

SUMMARY OF THE INVENTION

[0006] A method of performing an injection molding cy-
cle in an injection molding apparatus comprising a man-
ifold that receives an injection fluid, the manifold distrib-
uting injection fluid to a fluid delivery channel that delivers
the injection fluid under an injection pressure to a gate
of a mold cavity and a valve pin having an axis and a tip
end, the valve pin being slidably mounted for movement
along the axis within the fluid delivery channel, the meth-
od comprising,
drivably interconnecting the valve pin to an electric motor
driven by a source of electrical power or energy in an
arrangement wherein the electric motor drives the valve
pin along the axis and drives the tip end of the valve pin
between a first position where the tip end of the valve pin
obstructs the gate to prevent the injection fluid from flow-
ing into the cavity, a second position upstream of the first
position wherein the tip end of the valve pin restricts flow
of the injection fluid along at least a portion of the length
of the drive path extending between the first position and
the second position, and a third maximum upstream po-
sition where the injection fluid material flows freely with-
out restriction from the tip end of the pin through the first
gate, the electric motor being electrically operable to
drive the valve pin at one or more intermediate rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream travel and a maxi-
mum rate of downstream travel,
selecting a length of travel between the third maximum
upstream position and a predetermined third position that
is downstream of the maximum upstream position and
upstream of the first position,
controllably operating the electric motor to drive the valve
pin at one or more high rates of downstream travel that
are equal to or less than the maximum rate of down-
stream travel when the valve pin is disposed at the third
maximum upstream position during the course of an in-
jection cycle,
sensing the position of the valve pin to determine when
the tip end of the valve pin has reached the preselected
third during the course of downstream travel, controllably
operating the motor to drive the valve pin at one or more
intermediate rates of downstream travel that are less than
the one or more high rates of downstream travel when
the tip end of the valve pin has been determined in the
step of sensing to have reached the third position to drive
the tip end of the valve pin continuously downstream from
the third position to the first position.
[0007] In such a method the one or more high rates of
downstream travel are typically equal to the maximum
rate of downstream travel.
[0008] Such a method can further comprise:

beginning the injection molding cycle from the first
position,
controllably operating the motor to drive the valve
pin at one or more of the intermediate upstream rates
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of travel over the length of the path of upstream travel
between the first position and the second position,
sensing the position of the valve pin to determine
when the tip end of the valve pin has reached the
second position during the course of upstream travel,
controllably operating the motor to drive the valve
pin continuously upstream from the second position
to the maximum upstream position at one or more
high upstream rates of travel that are greater than
the intermediate upstream rates of travel.

[0009] In such a method the motor can be controllably
operated to drive the valve pin continuously upstream
from the second position to the maximum upstream po-
sition at the maximum rate of upstream travel.
[0010] In another aspect of the invention there is pro-
vided a method of performing an injection molding cycle
in an injection molding apparatus comprising a manifold
that receives an injection fluid, the manifold distributing
injection fluid to a fluid delivery channel that delivers the
injection fluid under an injection pressure to a gate of a
mold cavity and a valve pin having an axis and a tip end,
the valve pin being slidably mounted for movement along
the axis within the fluid delivery channel, the method com-
prising,
drivably interconnecting the valve pin to an electric motor
driven by a source of electrical power or energy in an
arrangement wherein the electric motor drives the valve
pin along the axis and drives the tip end of the valve pin
between a first position where the tip end of the valve pin
obstructs the gate to prevent the injection fluid from flow-
ing into the cavity, a second position upstream of the first
position wherein the tip end of the valve pin restricts flow
of the injection fluid along at least a portion of the length
of the drive path extending between the first position and
the second position, and a third maximum upstream po-
sition where the injection fluid material flows freely with-
out restriction from the tip end of the pin through the first
gate, the electric motor being electrically operable to
drive the valve pin at one or more intermediate rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream travel and a maxi-
mum rate of downstream travel,,
controllably operating the electric motor to drive the valve
pin at one or more intermediate rates of downstream trav-
el that are less than the maximum rate of downstream
travel beginning when the valve pin is disposed at the
third maximum upstream position during the course of
an injection cycle to drive the tip end of the valve pin
continuously downstream from the third position to the
first position at the one or more intermediate rates of
downstream travel.
[0011] Such a method can further comprise:

beginning the injection molding cycle from the first
position,
controllably operating the motor to drive the valve
pin at one or more of the intermediate upstream rates

of travel over the length of the path of upstream travel
between the first position and the second position,
sensing the position of the valve pin to determine
when the tip end of the valve pin has reached the
second position during the course of upstream travel,
controllably operating the motor to drive the valve
pin continuously upstream from the second position
to the maximum upstream position at one or more
high upstream rates of travel that are greater than
the intermediate upstream rates of travel.

[0012] In such a method, the motor can be controllably
operated to drive the valve pin continuously upstream
from the second position to the maximum upstream po-
sition at the maximum rate of upstream travel.
[0013] In another aspect of the invention there is pro-
vided an injection molding apparatus comprising a man-
ifold that receives an injection fluid, the manifold distrib-
uting injection fluid to a fluid delivery channel that delivers
the injection fluid under an injection pressure to a gate
of a mold cavity and a valve pin having an axis and a tip
end, the valve pin being slidably mounted for movement
along the axis within the fluid delivery channel, the meth-
od comprising,
an electric motor driven by a source of electrical power
or energy, the electric motor being drivably interconnect-
ed to the valve pin in an arrangement wherein the electric
motor drives the valve pin along the axis and drives the
tip end of the valve pin between a first position where the
tip end of the valve pin obstructs the gate to prevent the
injection fluid from flowing into the cavity, a second po-
sition upstream of the first position wherein the tip end
of the valve pin restricts flow of the injection fluid along
at least a portion of the length of the drive path extending
between the first position and the second position, and
a third maximum upstream position where the injection
fluid material flows freely without restriction from the tip
end of the pin through the first gate, the electric motor
being electrically operable to drive the valve pin at one
or more intermediate rates of upstream and downstream
travel extending between zero and a maximum rate of
upstream travel and a maximum rate of downstream trav-
el,
a controller containing instructions that controllably op-
erates the electric motor to drive the valve pin at one or
more high rates of downstream travel that are equal to
or less than the maximum rate of downstream travel when
the valve pin is disposed at the third maximum upstream
position during the course of an injection cycle,
a sensor for sensing the position of the valve pin to de-
termine when the tip end of the valve pin has reached a
predetermined third position downstream of the maxi-
mum upstream position and upstream of the first posi-
tions during the course of downstream travel,
the controller including instructions that controllably op-
erate the motor to drive the valve pin at one or more
intermediate rates of downstream travel that are less than
the one or more high rates of downstream travel to drive
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the tip end of the valve pin continuously downstream from
the third position to the first position when the tip end of
the valve pin has been determined in the step of sensing
to have reached the third position.
[0014] The one or more high rates of downstream trav-
el are typically equal to the maximum rate of downstream
travel.
[0015] The controller can include instructions that con-
trollably operate the motor to drive the valve pin beginning
from the first position at one or more of the intermediate
upstream rates of travel between the first position and
the second position,
the sensor sensing the position of the valve pin to deter-
mine when the tip end of the valve pin has reached the
second position during the course of upstream travel,
the controller including instructions to controllably oper-
ate the motor to drive the valve pin continuously upstream
from the second position to the maximum upstream po-
sition at one or more high upstream rates of travel that
are greater than the intermediate upstream rates of trav-
el.
[0016] The controller can include instructions that con-
trollably operate the motor to drive the valve pin contin-
uously upstream from the second position to the maxi-
mum upstream position at the maximum rate of upstream
travel.
[0017] The controller can include instructions that con-
trollably operate the motor to drive the valve pin contin-
uously upstream beginning from the first position at one
or more of the intermediate upstream rates of travel over
the entire length of travel of the valve pin from the first
position to the maximum upstream position.
[0018] In another aspect of the invention there is pro-
vided a method of performing an injection molding cycle
in an injection molding apparatus comprising a manifold
that receives an injection fluid, the manifold distributing
injection fluid to a fluid delivery channel that delivers the
injection fluid under an injection pressure to a gate of a
mold cavity and a valve pin having an axis and a tip end,
the valve pin being slidably mounted for movement along
the axis within the fluid delivery channel, the method com-
prising,
drivably interconnecting the valve pin to an electric motor
driven by a source of electrical power or energy in an
arrangement wherein the electric motor drives the valve
pin along the axis and drives the tip end of the valve pin
between a first position where the tip end of the valve pin
obstructs the gate to prevent the injection fluid from flow-
ing into the cavity, a second position upstream of the first
position wherein the tip end of the valve pin restricts flow
of the injection fluid along at least a portion of the length
of the drive path extending between the first position and
the second position, and a third maximum upstream po-
sition where the injection fluid material flows freely with-
out restriction from the tip end of the pin through the first
gate, the electric motor being electrically operable to
drive the valve pin at one or more rates of upstream and
downstream travel extending between zero and a max-

imum rate of upstream or downstream travel,
selecting a length of travel between the first position and
the second position, beginning an injection cycle with the
tip end of the valve pin in the first position, controllably
operating the electric motor to drive the valve pin at one
or more intermediate rates of upstream travel greater
than zero and less than the maximum rate of upstream
travel to drive the tip end of the valve pin continuously
upstream from the first position to the second position,
sensing the position of the valve pin to determine when
the tip end of the valve pin has reached the second po-
sition,
controllably operating the motor to drive the valve pin at
one or more high rates of upstream travel that are equal
to or greater than the intermediate rates of upstream trav-
el to drive the tip end of the valve pin continuously up-
stream from the second position to the third maximum
upstream position at the one or more high rates of up-
stream travel when the tip end of the valve pin has been
determined in the step of sensing to have reached the
second position.
[0019] The one or more high rates of upstream travel
are typically greater than the intermediate rates of up-
stream travel.
[0020] The one or more high rates of upstream travel
are typically the maximum rate of upstream travel.
[0021] The one or more high rates of upstream travel
can be equal to the one or intermediate rates of upstream
travel.
[0022] Such a method can further comprise:

controllably operating the motor to drive the valve
pin at one or more intermediate downstream rates
of travel that are less than the maximum rate of down-
stream travel over a selected length of downstream
travel between the maximum upstream position and
the first position after the tip end of the valve pin has
reached the third maximum upstream position to
drive the tip end of the valve pin continuously down-
stream from the maximum upstream position to the
first position.

[0023] Such a method can further comprise controlla-
bly operating the electric motor to drive the valve pin at
the maximum rate of downstream travel over a selected
length of downstream travel beginning from the maxi-
mum upstream position and subsequently operating the
electric motor to drive the valve pin at one or more inter-
mediate rates of downstream travel that are less than the
maximum rate of downstream travel to drive the tip end
of the valve pin continuously downstream from the max-
imum upstream position to the first position.
[0024] In such a method, the motor can be controllably
operated to drive the valve pin at one or more interme-
diate downstream rates of travel that are less than the
maximum rate of downstream travel along the entire path
of travel of the valve pin from the maximum upstream
position to the first position.
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[0025] In such a method the motor can be controllably
operated to drive the valve pin at the one or more inter-
mediate downstream rates of travel upon sensing the
position of the valve pin to determine when the valve pin
has reached a preselected downstream position at which
the tip end of the valve pin restricts flow of the injection
fluid.
[0026] An injection molding apparatus comprising a
manifold that receives an injection fluid, the manifold dis-
tributing injection fluid to a fluid delivery channel that de-
livers the injection fluid under an injection pressure to a
gate of a mold cavity and a valve pin having an axis and
a tip end, the valve pin being slidably mounted for move-
ment along the axis within the fluid delivery channel,
an electric motor driven by a source of electrical power
or energy in an arrangement wherein the electric motor
drives the valve pin along the axis and drives the tip end
of the valve pin between a first position where the tip end
of the valve pin obstructs the gate to prevent the injection
fluid from flowing into the cavity, a second position up-
stream of the first position wherein the tip end of the valve
pin restricts flow of the injection fluid along at least a
portion of the length of the drive path extending between
the first position and the second position, and a third max-
imum upstream position where the injection fluid material
flows freely without restriction from the tip end of the pin
through the first gate, the electric motor being electrically
operable to drive the valve pin at one or more rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream or downstream trav-
el,
a controller including instructions for beginning an injec-
tion cycle with the tip end of the valve pin disposed in the
first position,
the controller including instructions for controllably oper-
ating the electric motor to drive the valve pin at one or
more intermediate rates of upstream travel greater than
zero and less than the maximum rate of upstream travel
to drive the tip end of the valve pin continuously upstream
from the first position to the second position,
a sensor for sensing the position of the valve pin to de-
termine when the tip end of the valve pin has reached
the second position,
the controller including instructions for controllably oper-
ating the motor to drive the valve pin at one or more high
rates of upstream travel that are equal to or greater than
the intermediate rates of upstream travel to drive the tip
end of the valve pin continuously upstream from the sec-
ond position to the third maximum upstream position at
the one or more high rates of upstream travel when the
tip end of the valve pin has been determined in the step
of sensing to have reached the second position.
[0027] In such an apparatus the one or more high rates
of upstream travel are typically greater than the interme-
diate rates of upstream travel.
[0028] The one or more high rates of upstream travel
are typically the maximum rate of upstream travel.
[0029] The one or more high rates of upstream travel

can be equal to the one or intermediate rates of upstream
travel.
[0030] The controller can include instructions for con-
trollably operating the motor to drive the valve pin at one
or more intermediate downstream rates of travel that are
less than the maximum rate of downstream travel over
a selected length of downstream travel between the max-
imum upstream position and the first position after the
tip end of the valve pin has reached the third maximum
upstream position and to drive the tip end of the valve
pin continuously downstream from the maximum up-
stream position to the first position.
[0031] The controller can include instructions for con-
trollably operating the electric motor to drive the valve
pin at the maximum rate of downstream travel over a
selected length of downstream travel beginning from the
maximum upstream position and subsequently operating
the electric motor to drive the valve pin at one or more
intermediate rates of downstream travel that are less than
the maximum rate of downstream travel to drive the tip
end of the valve pin continuously downstream from the
maximum upstream position to the first position.
[0032] The controller can includes instructions that op-
erate the electric motor to drive the valve pin at the one
or more intermediate downstream rates of travel that are
less than the maximum rate of downstream travel along
the entire path of travel of the valve pin from the maximum
upstream position to the first position.
[0033] The controller includes instructions that operate
the electric motor to drive the valve pin at the one or more
intermediate downstream rates of travel upon sensing
the position of the valve pin to determine when the valve
pin has reached a preselected third position that is down-
stream of the maximum upstream position and upstream
of the first position.
[0034] In another aspect of the invention there is pro-
vided a method of performing an injection molding cycle
in an injection molding apparatus comprising a manifold
that receives an injection fluid, the manifold distributing
injection fluid to a fluid delivery channel that delivers the
injection fluid under an injection pressure to a gate of a
mold cavity and a valve pin having an axis and a tip end,
the valve pin being slidably mounted for movement along
the axis within the fluid delivery channel, the method com-
prising,
drivably interconnecting the valve pin to an electric motor
driven by a source of electrical power or energy in an
arrangement wherein the electric motor drives the valve
pin along the axis and drives the tip end of the valve pin
between a first position where the tip end of the valve pin
obstructs the gate to prevent the injection fluid from flow-
ing into the cavity, a second position upstream of the first
position wherein the tip end of the valve pin restricts flow
of the injection fluid along at least a portion of the length
of the drive path extending between the first position and
the second position, and a third maximum upstream po-
sition where the injection fluid material flows freely with-
out restriction from the tip end of the pin through the first
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gate, the electric motor being electrically operable to
drive the valve pin at one or more intermediate rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream travel and a maxi-
mum rate of downstream travel,
selecting one or more first lengths of time for the electric
motor to operate to drive the valve pin at one or more
high rates of downstream travel that are equal to or less
than the maximum rate of downstream travel,
controllably operating the electric motor to drive the valve
pin at the one or more high rates of downstream travel
beginning when the valve pin is disposed at the third max-
imum upstream position during the course of an injection
cycle for the one or more selected first lengths of time,
controllably operating the motor to drive the valve pin at
one or more intermediate rates of downstream travel that
are less than the one or more high rates of downstream
travel upon expiration of the one or more first selected
lengths of time to drive the valve pin continuously down-
stream to the first position through at least a portion of a
path of travel of the valve pin where the tip end of the
valve pin restricts flow of the injection fluid through the
gate.
[0035] In such a method the one or more high rates of
downstream travel are typically equal to the maximum
rate of downstream travel.
[0036] Such a method of can further comprise:

beginning the injection molding cycle from the first
position,
controllably operating the motor to drive the valve
pin at one or more of the intermediate upstream rates
of travel over a preselected second length of time
beginning from the first position continuously up-
stream to the second position,
controllably operating the motor to drive the valve
pin continuously upstream from the second position
to the maximum upstream position at one or more
high upstream rates of travel that are greater than
the intermediate upstream rates of travel.

[0037] In such a method the motor is typically control-
lably operated to drive the valve pin continuously up-
stream from the second position to the maximum up-
stream position at the maximum rate of upstream travel.
[0038] In another aspect of the invention there is pro-
vided an injection molding apparatus comprising a man-
ifold that receives an injection fluid, the manifold distrib-
uting injection fluid to a fluid delivery channel that delivers
the injection fluid under an injection pressure to a gate
of a mold cavity and a valve pin having an axis and a tip
end, the valve pin being slidably mounted for movement
along the axis within the fluid delivery channel,
an electric motor driven by a source of electrical power
or energy and drivably interconnected to the valve pin in
an arrangement wherein the electric motor drives the
valve pin along the axis and drives the tip end of the valve
pin between a first position where the tip end of the valve

pin obstructs the gate to prevent the injection fluid from
flowing into the cavity, a second position upstream of the
first position wherein the tip end of the valve pin restricts
flow of the injection fluid along at least a portion of the
length of the drive path extending between the first po-
sition and the second position, and a third maximum up-
stream position where the injection fluid material flows
freely without restriction from the tip end of the pin through
the first gate, the electric motor being electrically opera-
ble to drive the valve pin at one or more intermediate
rates of upstream and downstream travel extending be-
tween zero and a maximum rate of upstream travel and
a maximum rate of downstream travel,
a controller containing instructions that controllably op-
erate the electric motor to drive the valve pin at the one
or more high rates of downstream travel beginning when
the valve pin is disposed at the third maximum upstream
position during the course of an injection cycle for one or
more first selected lengths of time,
the controller including instructions that controllably op-
erate the motor to drive the valve pin at one or more
intermediate rates of downstream travel that are less than
the one or more high rates of downstream travel upon
expiration of the one or more first selected lengths of time
to drive the valve pin continuously downstream to the
first position.
[0039] In such an apparatus the one or more high rates
of downstream travel are equal to the maximum rate of
downstream travel.
[0040] In such an apparatus,

the controller can include instructions that controlla-
bly operate the motor to drive the valve pin at one or
more of the intermediate upstream rates of travel
over a preselected second length of time beginning
from the first position continuously upstream to the
second position, and
the controller can include instructions that controlla-
bly operate the motor to drive the valve pin continu-
ously upstream from the second position to the max-
imum upstream position at one or more high up-
stream rates of travel that are greater than the inter-
mediate upstream rates of travel.

[0041] The controller can include instructions that con-
trollably operate the motor to drive the valve pin contin-
uously upstream from the second position to the maxi-
mum upstream position at the maximum rate of upstream
travel.
[0042] In another aspect of the invention there is pro-
vided a method of performing an injection molding cycle
in an injection molding apparatus comprising a manifold
that receives an injection fluid, the manifold distributing
injection fluid to a fluid delivery channel that delivers the
injection fluid under an injection pressure to a gate of a
mold cavity and a valve pin having an axis and a tip end,
the valve pin being slidably mounted for movement along
the axis within the fluid delivery channel, the method com-
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prising,
drivably interconnecting the valve pin to an electric motor
driven by a source of electrical power or energy in an
arrangement wherein the electric motor drives the valve
pin along the axis and drives the tip end of the valve pin
between a first position where the tip end of the valve pin
obstructs the gate to prevent the injection fluid from flow-
ing into the cavity, a second position upstream of the first
position wherein the tip end of the valve pin restricts flow
of the injection fluid along at least a portion of the length
of the drive path extending between the first position and
the second position, and a third maximum upstream po-
sition where the injection fluid material flows freely with-
out restriction from the tip end of the pin through the first
gate, the electric motor being electrically operable to
drive the valve pin at one or more rates of upstream and
downstream travel extending between zero and a max-
imum rate of upstream or downstream travel,
beginning an injection cycle with the tip end of the valve
pin in the first position, selecting one or more first lengths
of time for the electric motor to operate to drive the valve
pin at one or more intermediate rates of upstream travel
that are less than the maximum rate of upstream travel,
controllably operating the electric motor to drive the valve
pin at the one or more intermediate rates of upstream
travel for the selected one or more first lengths of time
to drive the valve pin continuously upstream from the first
position to the second position, controllably operating the
motor to drive the valve pin at one or more high rates of
upstream travel upon expiration of the one or more first
selected lengths of time to drive the valve pin continu-
ously upstream to the maximum upstream position.
[0043] In such a method the one or more high rates of
upstream travel are typically equal to the one or more
intermediate rates of upstream travel.
[0044] In such a method the one or more high rates of
upstream travel are typically greater than the one or more
intermediate rates of upstream travel.
[0045] In such a method the one or more high rates of
upstream travel can be the maximum rate of upstream
travel.
[0046] Such a method can further comprise:

selecting one or more second lengths of time for the
electric motor to operate to drive the valve pin at one
or more high rates of downstream travel that are
equal to or less than the maximum rate of down-
stream travel,
controllably operating the electric motor to drive the
valve pin for the one or second selected lengths of
time downstream at the one or more high rates of
downstream travel after the valve pin has reached
the maximum upstream position,
controllably operating the electric motor to drive the
valve pin at one or more intermediate rates of down-
stream travel that are less than the maximum rate
of downstream travel on expiration of the one or more
second selected lengths of time.

[0047] In such a method the one or more high rates of
downstream travel are typically equal to the maximum
rate of downstream travel.
[0048] The one or more intermediate rates of down-
stream travel can be less than the one or more high rates
of downstream travel.
[0049] The motor can be controllably operated to drive
the valve pin at one or more intermediate downstream
rates of travel that are less than the maximum rate of
downstream travel along the entire path of travel of the
valve pin from the maximum upstream position to the first
position.
[0050] In another aspect of the invention there is pro-
vided an injection molding apparatus comprising a man-
ifold that receives an injection fluid, the manifold distrib-
uting injection fluid to a fluid delivery channel that delivers
the injection fluid under an injection pressure to a gate
of a mold cavity and a valve pin having an axis and a tip
end, the valve pin being slidably mounted for movement
along the axis within the fluid delivery channel, the meth-
od comprising,
an electric motor interconnected to the valve pin, the elec-
tric motor driven by a source of electrical power or energy
in an arrangement wherein the electric motor drives the
valve pin along the axis and drives the tip end of the valve
pin between a first position where the tip end of the valve
pin obstructs the gate to prevent the injection fluid from
flowing into the cavity, a second position upstream of the
first position wherein the tip end of the valve pin restricts
flow of the injection fluid along at least a portion of the
length of the drive path extending between the first po-
sition and the second position, and a third maximum up-
stream position where the injection fluid material flows
freely without restriction from the tip end of the pin through
the first gate, the electric motor being electrically opera-
ble to drive the valve pin at one or more rates of upstream
and downstream travel extending between zero and a
maximum rate of upstream or downstream travel,
a controller that includes instructions that controllably op-
erate the electric motor to drive the valve pin at one or
more intermediate rates of upstream travel that are less
than the maximum rate of upstream travel for one or more
first selected lengths of time to drive the valve pin con-
tinuously upstream beginning from the first position
through at least a portion of the length of the path of travel
between the first position and the second position,
the controller including instructions that controllably op-
erate the motor to drive the valve pin at one or more high
rates of upstream travel upon expiration of the one or
more first selected lengths of time to drive the valve pin
continuously upstream to the maximum upstream posi-
tion.
[0051] In such an apparatus the one or more high rates
of upstream travel are typically equal to the one or more
intermediate rates of upstream travel.
[0052] The one or more high rates of upstream travel
are typically greater than the one or more intermediate
rates of upstream travel.
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[0053] The one or more high rates of upstream travel
can be the maximum rate of upstream travel.
[0054] In such an apparatus, the controller can include
instructions that controllably operate the electric motor
to drive the valve pin for one or second selected lengths
of time downstream at the one or more high rates of down-
stream travel after the valve pin has reached the maxi-
mum upstream position, and
the controller can include instructions that controllably
operate the electric motor to drive the valve pin at one or
more intermediate rates of downstream travel that are
less than the maximum rate of downstream travel on ex-
piration of the one or more second selected lengths of
time.
[0055] In such an apparatus the one or more high rates
of downstream travel are typically equal to the maximum
rate of downstream travel.
[0056] The one or more intermediate rates of down-
stream travel are typically less than the one or more high
rates of downstream travel.
[0057] The controller can include instructions that con-
trollably operate the motor to drive the valve pin at one
or more intermediate downstream rates of travel that are
less than the maximum rate of downstream travel along
the entire path of travel of the valve pin from the maximum
upstream position to the first position.

Brief Description of the Drawings

[0058] The above and further advantages of the inven-
tion may be better understood by referring to the following
description in conjunction with the accompanying draw-
ings in which:

Fig. 1 is a schematic of one embodiment of the in-
vention showing a pair of sequential gates showing
a first gate entering the center of a cavity having been
opened and shown closed such that a first shot of
fluid material has entered the cavity and traveled
past the position of a second sequential gate, the
second gate shown being open with its valve pin hav-
ing traveled along an upstream restricted flow path
RP allowing a second sequential shot of fluid mate-
rial to flow into and merge with the first shot of ma-
terial within the cavity.
Figs. 1A-1E are schematic cross-sectional close-up
views of the center and one of the lateral gates of
the Fig. 1 apparatus showing various stages of the
progress of injection.
Fig. 2 is a schematic of one embodiment of the in-
vention showing generically an electric actuator con-
nected to a valve pin and a valve pin, the controller
having the ability to instruct the electric actuator to
drive the valve pin at reduced velocities based on
detection of preselected pin positions or based on
preselected lengths of time.
Fig. 2A is a simplified schematic of Fig 2 showing
schematically a reduced velocity path of pin travel

(RP) and a high velocity path of pin travel (FOV).
Figs. 3A-3B show tapered end valve pin positions at
various times and positions between a starting
closed position as in Fig. 3A and various upstream
opened positions, RP representing a selectable path
length over which the velocity of withdrawal of the
pin upstream from the gate closed position to an
open position is reduced relative to the velocity of
upstream movement that the valve pin would nor-
mally have over the uncontrolled velocity path FOV
when the pin velocity is at its maximum.
Figs. 4A-4B show a system having a valve pin that
has a cylindrically configured tip end, the tips ends
of the pins being positioned at various times and po-
sitions between a starting closed position as in Fig.
4A and various upstream opened positions, RP
wherein RP represents a path of selectable length
over which the velocity of withdrawal of the pin up-
stream from the gate closed position to an open po-
sition is reduced relative to the velocity of upstream
movement that the valve pin would normally have
when the electric actuator is operating at maximum
speed.
Figs. 5A-5D are a series of plots of pin velocity versus
position each plot representing a different example
of the opening of a gate lateral to a central gate via
continuous upstream withdrawal of a valve pin at one
rate or set of rates over an initial flow path RP and
at another higher rate or set of rates of upstream
withdrawal of the valve pin beginning at a pin position
of FOP and beyond when the fluid material flow is
typically at a maximum unrestricted rate of flow
through the open gate without any restriction or ob-
struction from the tip end of the pin.
Figs. 6A-6D show various examples of downstream
velocity protocols for driving a valve pin from a max-
imum upstream position to a gate closed position.
Fig. 7A is a schematic cross-section of an embodi-
ment of the invention showing multiple electrically
powered or electric actuators 62 that simultaneously
inject into separate cavities during a single injection
cycle, each electric actuator being comprised of a
motor 154, 174 that is interconnected to an axial shaft
158 that is in turn interconnected to a valve pin 1041
that enters 34 into separate cavities, the motors 62
each being controllably driven by an electronically
programmable controller 176.
Fig. 7B is a schematic of another embodiment of the
invention showing multiple electric actuators 62 each
driving a valve pin 1041 that inject at different valve
pin entry locations into the same mold cavity 15 in a
cascade process.

DETAILED DESCRIPTION

[0059] Electric or electronic motors or actuators, the
moving component of which is driven by electrical power
are used in the present invention as the drive and actuator
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mechanism for driving a valve pin 1040, 1041, 1042 con-
tinuously upstream or downstream through a fluid deliv-
ery channel leading to a mold cavity at reduced velocities
relative to a maximum velocity according to certain down-
stream and upstream drive protocols that both minimize
the injection cycle time and the occurrence of defects,
vestiges or artifacts that be left in the molded parts that
are formed within the cavities of the mold(s). Typical ex-
amples of suitable electric actuators are shown in Figs.
7A, 7B. Unlike hydraulically or pneumatically driven ac-
tuators, electric actuators have peculiar space, program-
ming, control, operation and installation requirements
that are not readily implemented in a conventional injec-
tion molding system having a heated manifold, top clamp
plate and hot and cold mold halves.
[0060] FIG 1 shows a system 10 with a central nozzle
22 feeding molten material from an injection molding ma-
chine through a main inlet 18 from a barrel B of an injec-
tion molding machine M to a distribution channel 19 of a
manifold 40. The distribution channel 19 commonly feeds
three separate nozzles 20, 22, 24 which all commonly
feed into a common cavity 30 of a mold 42. One of the
nozzles 22 is controlled by an electric motor actuator 940
and arranged so as to feed into cavity 30 at an entrance
point or gate that is disposed at about the center 32 of
the cavity. As shown, a pair of lateral nozzles 20, 24 feed
into the cavity 30 at gate locations that are distal 34, 36
to the center gate feed position 32.
[0061] As shown in the Figures 1, 1A embodiment, the
injection cycle is a cascade process where injection is
effected in a sequence from the center nozzle 22 first
and at a later predetermined time from the lateral nozzles
20, 24. The cascade process is discussed in detail as an
example only, the invention encompassing configura-
tions and protocols where a single valve pin and valve
gate inject into a single cavity.
[0062] Embodiments where the valve pin is withdrawn
upstream at reduced upstream velocity starting from a
fully downstream gate closed position are discussed in
detail herein. Reduced velocity means a velocity that is
less than the maximum velocity at which the electric ac-
tuator is capable of driving the pin, typically less than
about 75% of maximum and more typically less than
about 50% of maximum velocity whether upstream or
downstream.
[0063] The invention includes configurations where a
valve pin is driven downstream starting from a fully up-
stream, gate open position at one or more reduced down-
stream velocities over at least the latter portion of the
downstream path of travel of the pin toward the gate
where the tip end 1142 of the pin 1041 restricts flow of
the injection fluid through the gate RP, RP2, RP3 such
as shown in Figs. 3A and 4A. Reduced downstream ve-
locity drive of a valve pin 1041, Figs. 3A, 3B, 4A, 4B can
serve to lessen the degree of downward force DF, Figs.
3B, 4B, exerted by the tip end 1142 of the pin on the
injection fluid 1153f, Figs. 3B, 4B, that is forcibly pushed
through the gate and into the cavity 1153c, Figs. 3A, 4A,

when the tip end of the valve pin travels downstream to
a position where the tip end closes the gate, Figs. 3A,
4A. Such reduced force DF exerted on the injection fluid
1153g at the very end portion of travel RP, RP2 of the
injection cycle at the entrance 34 to the cavity of the mold
thus reduces the likelihood of a blemish or artifact being
formed on the part that is formed within the cavity at the
gate area 34.
[0064] In one embodiment of a method according the
invention, an electric actuator 940, 941, 942 is drivably
interconnected to a valve pin 1040, 1041, 1042 in an
arrangement wherein the electric motor drives the valve
pin along the axis A, Figs. 3A, 4A, of the valve pin and
drives the tip end 1142 of the valve pin between a first
position where the tip end of the valve pin obstructs the
gate 34 to prevent the injection fluid from flowing into the
cavity, a second position upstream of the first position
RP, RP2, RP3 wherein the tip end 1142 of the valve pin
restricts flow 1153 of the injection fluid along at least a
portion of the length of the drive path extending between
the first position and the second position, and a third max-
imum upstream position FOP where the injection fluid
material flows freely without restriction from the tip end
1142 of the pin through the first gate.
[0065] The electric motor 62 can be configured and
arranged relative to the valve pin 1041 such that the driv-
en rotor 154, 174 and shaft 158, 162 components of the
motor 62, Fig. 7A are axially aligned with the axis A of
the valve pin. Alternatively, a motor 62 configuration can
be used such as in Fig. 7B where the driven rotor and
shaft 61 components are arranged at an angle to the axis
A, Figs. 3A, 4A or axis X, Fig. 7B of the valve pin 1041
component.
[0066] The electric motor is electrically operable to
drive the valve pin at one or more intermediate rates of
upstream and downstream travel extending between ze-
ro and a maximum rate of upstream travel and a maxi-
mum rate of downstream travel, the method comprising
selecting a length of travel between the third maximum
upstream position and a predetermined third position that
is downstream of the maximum upstream position and
upstream of the first position, and controllably operating
the electric motor to drive the valve pin at one or more
high rates of downstream travel that are equal to or less
than the maximum rate of downstream travel when the
valve pin is disposed at the third maximum upstream po-
sition during the course of an injection cycle, sensing the
position of the valve pin to determine when the tip end
of the valve pin has reached the preselected third during
the course of downstream travel, and controllably oper-
ating the motor to drive the valve pin at one or more in-
termediate rates of downstream travel that are less than
the one or more high rates of downstream travel when
the tip end of the valve pin has been determined in the
step of sensing to have reached the third position to drive
the tip end of the valve pin continuously downstream from
the third position to the first position.
[0067] In an embodiment shown in Fig. 1A the injection
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cycle is started by first opening the pin 1040 of the center
nozzle 22 and allowing the fluid material 100 (typically
polymer or plastic material) to flow up to a position the
cavity just before 100b the distally disposed entrance into
the cavity 34, 36 of the gates of the lateral nozzles 24,
20 as shown in Fig. 1A. After an injection cycle is begun,
the gate of the center injection nozzle 22 and pin 1040
is typically left open only for so long as to allow the fluid
material 100b to travel to a position just past 100p the
positions 34, 36. Once the fluid material has travelled just
past 100p the lateral gate positions 34, 36, the center
gate 32 of the center nozzle 22 is typically closed by pin
1040 as shown in Figs. 1B, 1C, 1D and 1E. The lateral
gates 34, 36 are then opened by upstream withdrawal of
lateral nozzle pins 1041, 1042 as shown in Figs. 1B-1E.
As described below, the rate of upstream withdrawal or
travel velocity of lateral pins 1041, 1042 is controlled as
described below.
[0068] In alternative embodiments, the center gate 32
and associated actuator 940 and valve pin 1040 can re-
main open at, during and subsequent to the times that
the lateral gates 34, 36 are opened such that fluid material
flows into cavity 30 through both the center gate 32 and
one or both of the lateral gates 34, 36 simultaneously.
[0069] When the lateral gates 34, 36 are opened and
fluid material NM is allowed to first enter the mold cavity
into the stream 102p that has been injected from center
nozzle 22 past gates 34, 36, the two streams NM and
102p mix with each other. If the velocity of the fluid ma-
terial NM is too high, such as often occurs when the flow
velocity of injection fluid material through gates 34, 36 is
at maximum, a visible line or defect in the mixing of the
two streams 102p and NM will appear in the final cooled
molded product at the areas where gates 34, 36 inject
into the mold cavity. By injecting NM at a reduced flow
rate for a relatively short period of time at the beginning
when the gate 34, 36 is first opened and following the
time when NM first enters the flow stream 102p, the ap-
pearance of a visible line or defect in the final molded
product can be reduced or eliminated.
[0070] The rate or velocity of upstream withdrawal of
pins 1041, 1042 starting from the closed position is con-
trolled via controller 16, Figs. 1, 2, 2A which controls the
rate and direction of upstream and downstream travel of
the electric motor actuators 940, 941, 942. A "controller,"
as used herein, refers to electrical and electronic control
apparati that comprise a single box or multiple boxes
(typically interconnected and communicating with each
other) that contain(s) all of the separate electronic
processing, memory and electrical signal generating
components that are necessary or desirable for carrying
out and constructing the methods, functions and appa-
ratuses described herein. Such electronic and electrical
components include programs, microprocessors, com-
puters, PID controllers, voltage regulators, current regu-
lators, circuit boards, motors, batteries and instructions
for controlling any variable element discussed herein
such as length of time, degree of electrical signal output

and the like. For example a component of a controller,
as that term is used herein, includes programs, instruc-
tions, controllers and the like that perform functions such
as monitoring, alerting and initiating an injection molding
cycle including a control device that is used as a stan-
dalone device for performing conventional functions such
as signaling and instructing an individual actuator or a
series of interdependent actuators to start an injection
cycle, namely move an actuator and associated valve
pin from a gate closed to a gate open position.
[0071] As shown in Figs. 1, 2, 2A, the electric actuators
940, 941, 942 each have a rotating rotor 940r, 941r, 942r
that is driven by electrical power one or more of the pre-
cise polarity, amplitude, voltage and strength of which is
controlled for input to the motors by controller 16. The
rotating rotors 940r, 941r, 942r are interconnected to a
translationally movable shaft or other suitable connecting
devices 940c, 941c, 942c that interconnect the valve pins
1040, 1041, 1042 to the driven rotors 940r, 941r, 942r.
A typical interconnection between a shaft driven by a
rotor and the head of a valve pin is shown in U.S. Reex-
amination Certificate 6,294,122 C1 the disclosure of
which is incorporated herein by reference in its entirety
as if fully set forth herein.
[0072] Fig. 7A shows one embodiment of the invention
using an electric actuator 62 interconnected to the end
162 of an axial drive screw 158 which is in turn directly
connected to the end 32 of a valve pin 1041. In such an
embodiment, the screw 158 and associated nut 154 act
as an actuating mechanism. As shown, a portion of the
length of the screw 158 is threaded with screw threads
156 which are screwably engaged within nut component
154. As schematically shown, nut component 154 is
mounted against axial movement (along axis X) on or to
bearing 152 which is in turn mounted against axial move-
ment on or to motor housing 64 which is in turn mounted
against axial movement to manifold 172. As schemati-
cally shown, nut 154 is mounted on or to the inner rotat-
able race of bearing 152 and is drivably rotated by elec-
trical power input to coils 174 around axis X. As nut 154
is controllably rotated, screw 158 is controllably driven
and travels along axis X and pin 1041 is simultaneously
driven and travels axially together with screw 158. As
shown, pin 50 is slidably mounted in a complementary
aperture in manifold 172 and a bushing 150 which seals
against leakage of molten plastic. The pin 1041 extends
within melt channel 20 and is movable along its axis X
without rotation. By virtue of the direct coaxial connection
between screw 158 and pin 1041, and the rigid mounting
of nut 154 against axial movement to housing 64 and the
rigid mounting against axial movement of housing 64 to
manifold 172 via mounts 170, axial force to which the pin
1041 is subject is transmitted axially to the rotor of the
motor 64. To provide for absorption of such axial forces
and to relieve the rotor of such load, the nut 154 is mount-
ed in, on or to bearing 152 which is rigidly mounted to
the housing of motor 64. Bearing 152 thus absorbs axial
forces to which the screw 158 is subject. As shown, a
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controller 176 which can, in one embodiment receive sig-
nals representative of the output of a position sensor 178
is provided having a program for executing an algorithm
which controls the input of electrical power to servomotor
coils 174. Controller 176 is the same as or equivalent to
controller 16 as shown in and discussed with reference
to other Figures.
[0073] The electric actuator 62 is powered and driven
by electrical energy or power input to the coils 174 that
rotatably drive magnet 154 that in turn drive axial screw
or rotor 156. The electronic controller 176 is capable of
precisely driving the electric coils 174 according to any
pre-programmed electronic program, circuit or microcon-
troller according to any of the drive protocols discussed
herein.
[0074] Where a position sensor 178 is used, such a
sensor typically senses 177 the rotational or axial position
of some component of the motor 62 such as screw 156,
magnet 154 or alternatively senses 179 the axial position
of the valve pin 1041 itself. As used herein including the
claims, sensing the position of a valve pin 1040, 1041,
1042 or the tip end of the valve pin is the same as or
equivalent to sensing the rotational or axial position of
the rotor components 154, 174 or of the shaft or screw
components 158,162 of the electric actuator and vice ver-
sa. Thus any reference to sensing the position of a valve
pin or the tip end of a valve pin is the same as sensing
the position of the actuator and vice versa.
[0075] The signal 177, 179 that indicates position is
sensed by the sensor and is input to the controller 176
which can use such a real-time signal indicative of actu-
ator or pin position in a program to trigger the initiation
and velocity or rate of travel of upstream withdrawal or
downstream closure of the valve pin 1041 or actuator 62
at selected times or over selected lengths over the course
of an injection cycle.
[0076] In alternative embodiments, the controller 176
can include a program that controls the movement of the
actuator 62 and pin 1041 via an algorithm that relies on
the input of preselected lengths of time during an injection
cycle selected by the user over which preselected lengths
of time the pin 1041 and actuator 62 are driven at varying
preselected velocities or rates of upstream and down-
stream travel.
[0077] Alternatively, the controller 176 can utilize a pro-
gram that utilizes both a position 177, 179 signal received
from a sensor 178 and, or a preselected length of time
selected by the user as the basis for instructing the elec-
tric actuator to travel at one or more reduced velocities
over selected portions of the stroke length of the valve
pin and actuator.
[0078] In the Fig. 7A embodiment, multiple separate
electric actuators 62 are operated and controlled by con-
troller 176, each separate actuator 62 controlling a valve
pin 1041 that controls injection simultaneously during a
single injection cycle into multiple separate cavities 11a,
11b, 11c of a mold 13
[0079] Fig. 7B shows another embodiment of the in-

vention where multiple electrically powered actuators 62
operate separate valves and pins 1041 that control in-
jection through separate gates 34 that each inject into a
single cavity 15 of a mold 13 during a single injection
cycle in a cascade injection process.
[0080] As shown in Fig. 7B, the shaft 60 of an electri-
cally driven motor 62 is drivably interconnected to a sli-
dably mounted pin 1041 through a bevel gear engage-
ment between the head 190 of a screw 72 and the head
191 of an extension member 61 of the motor shaft 60.
As can be readily imagined, the screw component could
alternatively have threads along its length (in place of the
beveled head 190) which mesh with a worm at the end
of extension 61 (in place of the beveled member 191).
As shown, the axis Y of the shaft 60 is perpendicular to
the axis X of the pin 1041 and the actuating screw mech-
anism 72 such that axial forces which may occur along
axis X are not transmitted along axis Y to the shaft 60.
[0081] In the Fig. 7B. embodiment, the pin 1041 has a
nut 195 integrally forming the end of the pin 1041 which
is drivably interconnected to, i.e. screwably engaged
with, the actuating screw 72. The pin 1041 is slidably
mounted in a complementary aperture 90 within manifold
75 for movement along its axis X within melt flow channel
20. The actuating screw 72 is mounted via disc 180 to
housing 58 which is, in turn, fixedly mounted to manifold
75 such that screw 72 is drivably rotatable around axis
X and axially stationary along axis X. Screw 72 is drivably
rotatable around axis X via the screwable engagement
between bevel gears 190, 191. Shaft extension member
61 is coaxially connected to the motor shaft 60 (via rigid
connection between connecting disc 210 and a comple-
mentary connecting member attached to shaft 60 which
is not shown) such that as the shaft 60 is rotatably driven
around axis Y the extension member 61 and its associ-
ated bevel gear 191 are simultaneously rotatably driven
around axis Y. As can be readily imagined, as screw 72
is rotatably driven around axis X via the meshed bevel
gears 190, 191, pin 50 is translationally driven along axis
X via the screwable engagement between nut end 195
and screw 72. Thus the screw 72 acts as an actuating
member to and through which axial forces are transmitted
to and from pin 1041.
[0082] The Fig. 7B motors 62 can be electronically con-
trolled by a controller 176, optionally using position sen-
sors 178 and signals 177, 179, in the same manner as
described regarding the Fig. 7A motors 62.
[0083] As described above, the electric actuator con-
trolled pins 1041 of the present invention are typically
controlled such that the pin 1041 starts in a gate closed
position at the beginning of an injection cycle, and is then
next withdrawn upstream at a velocity or rate of travel
that is less than the maximum velocity that the electric
actuator 62 is capable of withdrawing the pin 1041 so
that the rate of flow of injection fluid through a gate 34 is
less than the maximum rate of flow of injection fluid ma-
terial thus minimizing the likelihood that a defect will ap-
pear in the part that is formed within the cavity 11a, 11b,
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11c or 15 at the points of injection into the cavities.
[0084] After the pins 1041 have been withdrawn up-
stream to an upstream position where the flow of injection
fluid material is no longer restricted (and thus at maximum
flow rate), the pins 1041 can be withdrawn at maximum
rate of upstream travel or velocity in order to shorten the
injection cycle time. Alternatively, when the pins 1041
have been withdrawn to a position upstream where max-
imum injection flow rate is occurring, the pins 1041 can
continue to be withdrawn at a reduced rate of travel or
velocity to ensure that injection fluid does not flow through
the gates 34 at a rate that causes a defect in the molded
part.
[0085] Similarly, on downstream closure of the pins
1041 after they have reached their maximum upstream
withdrawal positions, the rate of travel of the pins is pref-
erably controlled by controller 176 such that the pins 1041
travel downstream to a fully gate closed position at a
reduced rate of travel or velocity that is less than the
maximum rate of downstream travel or velocity over
some portion or all of the stroke length between fully up-
stream and closed.
[0086] At the beginning of an injection cycle in a cas-
cade configuration such as shown in Figs. 1, 7B, the gate
of a lateral valve 34, 36 is typically closed. When an in-
jection cycle is started, the controller instructs the actu-
ator 941 to move the valve pin 1041 of the lateral gate
upstream out of and from the gate closed position Figs.
3A, 4A to one or more selected upstream positions as
described below with reference to Figs. 3B, 4B at a prese-
lected reduced upstream velocity, namely upstream ve-
locity(ies) that is(are) less than the maximum upstream
velocity at which the electric actuator 941 is capable of
driving the valve pin 1041. The controller 16 includes
circuitry or instructions that can controllably vary the rate
of travel, upstream or downstream of the piston of pin(s)
1041. The direction and rate of travel of the other two
valve pins 1040, 1042 are similarly controllable via con-
trolled electrical power feed to motors 940, 942 via the
connections shown in Fig. 1.
[0087] The user programs controller 16 or 176 via data
inputs on a user interface to instruct the electric actuators
to drive pins 1041, 1042 at an upstream (or downstream)
velocity of travel that is reduced relative to a maximum
velocity that the electric motors system can drive the pins
1041, 1042 to travel either upstream or downstream.
[0088] In one embodiment where a position sensor
950, 951, 952 is used the reduced rate of pin withdrawal
(or downstream) rate or velocity is executed until a posi-
tion sensor such as 951, 952 detects that an actuator
941, 952 or an associated valve pin (or another compo-
nent), has reached a certain position such as the end
point COP, COP2, Figs. 3B, 4B of a restricted flow path
RP, RP2. A typical amount of time over which the pins
are withdrawn at a reduced velocity is between about
0.01 and .10 second, the entire injection cycle time typ-
ically being between about 0.3 seconds and about 3 sec-
onds, more typically between about 0.5 seconds and

about 1.5 seconds.
[0089] Fig. 1 shows position sensors 950, 951, 952 for
sensing the position of the actuator cylinders 941, 942
and their associated valve pins (such as 1041, 1042) and
feed such position information to controller 16 for moni-
toring purposes. As shown, fluid material 18 is injected
from an injection machine into a manifold runner 19 and
further downstream into the bores 44, 46 of the lateral
nozzles 24, 22 and ultimately downstream through the
gates 32, 34, 36. When the pins 1041, 1042 are with-
drawn upstream to a position where the tip end of the
pins 1041 are in a fully upstream open position such as
shown in Fig. 1D, the rate of flow of fluid material through
the gates 34, 36 is at a maximum. However when the
pins 1041, 1042 are initially withdrawn beginning from
the closed gate position, Fig. 1A, to intermediate up-
stream positions, Figs. 1B, 1C, a gap 1154, 1156 that
restricts the velocity of fluid material flow is formed be-
tween the outer surfaces 1155 of the tip end of the pins
44, 46 and the inner surfaces 1254, 1256 of the gate
areas of the nozzles 24, 20. The restricted flow gap 1154,
1156 remains small enough to restrict and reduce the
rate of flow of fluid material 1153 through gates 34, 36
to a rate that is less than maximum flow velocity over a
travel distance RP of the tip end of the pins 1041, 1042
going from closed to upstream as shown in Figs. 1, 1B,
1C, 1E and 3B, 4B.
[0090] The pins 1041 can be controllably withdrawn at
one or more reduced velocities (less than maximum) for
one or more periods of time over the entirety of the length
of the path RP over which flow of mold material 1153 is
restricted. Preferably the pins are withdrawn at a reduced
velocity over more than about 50% of RP and most pref-
erably over more than about 75% of the length RP. As
described below with reference to Figs. 3B, 4B, the pins
1041 can be withdrawn at a higher or maximum velocity
at the end COP2 of a less than completely restricted mold
material flow path RP2.
[0091] The trace or visible lines that appear in the body
of a part that is ultimately formed within the cavity of the
mold on cooling above can be reduced or eliminated by
reducing or controlling the velocity of the pin 1041, 1042
opening or upstream withdrawal from the gate closed
position to a selected intermediate upstream gate open
position that is preferably 75% or more of the length of RP.
[0092] RP can be about 1-8 mm in length and more
typically is about 2-6 mm and even more typically 2-4
mm in length. As shown in Fig. 2 in such an embodiment,
a control system or controller 16 is preprogrammed to
control the sequence and the rates of valve pin 1040,
1041, 1042 opening and closing. The controller 16 con-
trols the rate of travel, namely velocity of upstream travel,
of a valve pin 1041, 1042 from its gate closed position
for at least the predetermined path length of travel or the
predetermined amount of time that is selected to with-
draw (or drive downstream) the pin at a selected reduced
velocity rate.
[0093] The velocity of withdrawal of the valve pins
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1041, 1042 is determined by regulation of one or more
of the power, voltage, amperage of electrical energy out-
put to the electric motors. Adjustment of the electrical
energy input to less than 100% open thus reduces the
rate of rotation of the rotor of the electric motor which in
turn reduces the velocity of upstream (or downstream)
travel of the pins 1041, 1042 for either the selected length
of pin travel or the selected period of time. Where a po-
sition sensor 950, 951, 952 is used exclusively to control
the motors 940, 941, 942, at the end of the travel or length
of path RP, RP2, the position sensor signals the controller
16 (or 176), the controller determines that the end COP,
COP2 has been reached and the motor is operated at a
rotational velocity, typically to its 100% open position to
allow the valve pins 1041, 1042 to be driven at maximum
upstream velocity FOV in order to reduce the cycle time
of the injection cycle.
[0094] Controller 16 or 176 includes an interface that
enables the user to input any selected degree of electrical
energy or power needed to operate the motors 940, 941,
942 at less than full speed for beginning of a cycle from
the gate closed position of the valve pins 1041, 1042 or
for any portion or all of the downstream portion of an
injection cycle as described with reference to Figs. 6A-
6D. Thus the user selects a reduced upstream or down-
stream velocity of the pins 1041, 1042 over any selected
portions of the pin path length from fully closed to fully
open such as in Figs. 5A-5D (and vice versa such as in
Figs. 6A-6D) or over any selected portions of the time of
travel from fully closed to fully open such as in Figs. 5A-
5D (or vice versa such as in Figs 6A-6D) by inputting to
the controller 16 or 176 the necessary data to control the
motors.
[0095] The user inputs such selections into the con-
troller 16 or 176. Where a position sensor and a protocol
for selection of the velocities over selected path lengths
is used, the user also selects the length of the path of
travel RP, RP2 of the valve pin or the position of the valve
pin or other component over the course of travel of which
the valve 600 is to be maintained partially open and inputs
such selections into the controller 16 or 176. The con-
troller 16 or 176 includes conventional programming or
circuitry that receives and executes the user inputs. The
controller may include programming or circuitry that en-
ables the user to input as a variable a selected pin velocity
rather than a degree of electrical energy input to the mo-
tors, the programming of the controller 16 automatically
converting the inputs by the user to appropriate instruc-
tions for reduced energy input to the motors at appropri-
ate times and pin positions as needed to carry out a pin
profile such as in Figs. 5a-5D and 6A-6D.
[0096] Typically the user selects one or more reduced
pin velocities that are less than about 90% of the maxi-
mum velocity at which the motors 940, 941, 942 can drive
the pins, more typically less than about 75% of the max-
imum velocity and even more typically less than about
50% of the maximum velocity at which the pins 1041,
1042 are drivable by the electric motors. The actual max-

imum velocity at which the actuators 941, 942 and their
associated pins 1041, 1042 are driven is predetermined
by selection of the size and configuration of the actuators
941, 942. The maximum drive rate of the motors 940,
941, 942 is predetermined by the manufacturer and the
user of the motors and is typically selected according to
the application, size and nature of the mold and the in-
jection molded part to be fabricated.
[0097] As shown by the series of examples of pro-
grams illustrated in Figs. 5A-5D one or more reduced pin
velocities can be selected and the pin driven by reduced
velocity drive by an electric actuator between the gate
closed (X and Y axis zero, injection cycle start position)
and the final intermediate upstream open gate position
RP, RP2 (4mm for example in the Fig. 5A example, 5mm
in the Fig. 5B example) at which point the controller 16
or 176 in response to position sensing or expiration of
preselected lengths of time instructs the motors to drive
pin 1041, 1042 to travel upstream at a higher, typically
maximum, upstream travel velocity (as shown, 100
mm/sec in the Figs. 5A-5D examples). In the Fig. 5A ex-
ample, the reduced pin velocity is selected as 50 mm/sec.
In practice the actual velocity of the pin may or may not
be precisely known, the Y velocity axis corresponding
(and generally being proportional) to the degree of elec-
trical energy input to the motor that drives a pin, 100
mm/sec corresponding to the maximum motor rotational
drive velocity; and 50 mm/sec corresponding to 50% of
maximum rotational drive of the motor 940, 941, 942. In
the Fig. 5A example, the path length RP over which the
valve pin 1041, 1042 travels at the reduced 50 mm/sec
velocity is 4mm. After the pin 1041, 1042 has been driven
to the upstream position COP position of about 4mm from
the gate closed GC position, the controller 16 instructs
the motor 941 to operate at full 100% speed at which
time the pin is driven at the maximum travel rate 100
mm/sec for the predetermined length of pin travel remain-
ing or the remaining amount of time that it takes for the
pin to travel to the fully upstream position.
[0098] Figs. 5B - 5D illustrate a variety of alternative
examples for driving the pin 1041, 1042 at reduced ve-
locities for various durations of time. For example as
shown in Fig. 5B, the pin is driven for .02 seconds at 25
mm/sec, then for .06 seconds at 75 mm/sec and then
allowed to go to full valve open velocity shown as 100
mm/sec.
[0099] As shown in Figs. 5A-5D, the velocity of the
valve pin when the pin reaches the end of the reduced
velocity period, the motor 941 can be instructed to drive
at maximum speed instantaneously or alternatively can
be instructed to take a more gradual approach up,
between .08 and .12 seconds, to the maximum motor
speed as shown in Fig. 5D. In all cases the controller 16
or 176 instructs the valve pin 1041, 1042 to travel con-
tinuously upstream rather than follow a profile where the
pin might travel in a downstream direction during the
course of the injection cycle. Most preferably, the electric
actuators and valve pin are adapted to move the valve
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pin between a gate closed position and a maximum up-
stream travel position that defines an end of stroke po-
sition for the actuator and the valve pin and/or subse-
quently between the maximum upstream position back
downstream to the gate closed position. Most preferably
the valve pin is moved at the maximum velocity at one
or more times or positions over the course of upstream
travel of the valve pin past the upstream gate open po-
sition.
[0100] Figs. 6A-6D show an embodiment where the
stroke length is 10mm between gate closed and maxi-
mum upstream positions. As illustrated in Figs. 6A-6D
the pin has already been driven over the course of 0.14
seconds to the maximum 10 mm upstream position. In
accordance with the invention, when the pin has reached
the maximum upstream 10 mm position, the pin 1041
can driven by the motor 941 at one or more reduced (less
than maximum) pin velocities over the course of all or a
portion of the pin’s downstream travel from maximum
upstream 10mm to gate closed or 0 mm. In the Fig. 6A
example, the pin and motor are driven at maximum speed
(10mm/sec) for .06 seconds until the tip end of the pin
1142 (Figs. 3A-4B) is driven to the upstream open gate
position RP, RP2 that resides at 4mm upstream of gate
closed or 0 mm position at which point the controller 16
or 176 in response to position sensing of the pin at 4mm
or upon expiration of a preselected lengths of time (.06)
instructs the motors to drive pin 1041, 1042 to travel
downstream continuously at a reduced velocity of 50mm
until the tip end of the pin reaches the gate closed or 0
mm position. Fig. 6B shows a similar protocol to the Fig.
6A protocol where the pin 1041 is driven initially for
about .06 seconds at maximum speed to the 4mm posi-
tion and subsequently at reduced 75mm/sec speed
for .02 seconds to the 2.5 mm from gate closed position
and subsequently driven at 25mm/sec for .1 seconds to
the gate closed 0 mm position. Fig. 6C shows another
downstream drive protocol according to the invention
where the pin 1041, starting from the maximum upstream
10 mm position, is driven continuously downstream at a
reduced velocity that decreases linearly from 100mm/sec
to 50mm/sec for .08 seconds and is then driven for an
additional .08 seconds at a single reduced velocity of
50mm/sec to the gate closed 0mm position.
[0101] Fig. 6D shows another downstream drive pro-
tocol according to the invention where the pin 1041, start-
ing from the maximum upstream 10 mm position, is driven
continuously for .02 seconds at a single reduced down-
stream velocity of 50mm until the tip end 1142 of the pin
1041 reaches the gate closed (0 mm) position.
[0102] Preferably, the valve pin and the gate are con-
figured or adapted to cooperate with each other to restrict
and vary the rate of flow of fluid material 1153, Figs. 3A-
3B, 4A-4B over the course of travel of the tip end of the
valve pin through the restricted velocity path RP. Most
typically as shown in Figs. 3A, 3B the radial tip end sur-
face 1155 of the end 1142 of pin 1041, 1042 is conical
or tapered and the surface of the gate 1254 with which

pin surface 1155 is intended to mate to close the gate 34
is complementary in conical or taper configuration. Alter-
natively as shown in Figs. 4A, 4B, the radial surface 1155
of the tip end 1142 of the pin 1041, 1042 can be cylindrical
in configuration and the gate can have a complementary
cylindrical surface 1254 with which the tip end surface
1155 mates to close the gate 34 when the pin 1041 is in
the downstream gate closed position. In any embodi-
ment, the outside radial surface 1155 of the tip end 1142
of the pin 1041 creates restricted a restricted flow channel
1154 over the length of travel of the tip end 1142 through
and along restricted flow path RP that restricts or reduces
the volume or rate of flow of fluid material 1153 relative
to the rate of flow when the pin 1041, 1042 is at a full
gate open position, namely when the tip end 1142 of the
pin 1041 has travelled to or beyond the length of the
restricted flow path RP (which is, for example the 4 mm
upstream travel position of Figs 5A-5C).
[0103] In one embodiment, as the tip end 1142 of the
pin 1041 continues to travel upstream from the gate
closed GC position (as shown for example in Figs. 3A,
4A) through the length of the RP path (namely the path
travelled for the predetermined amount of time), the rate
of material fluid flow 1153 through restriction gap 1154
through the gate 34 into the cavity 30 continues to in-
crease from 0 at gate closed GC position to a maximum
flow rate when the tip end 1142 of the pin reaches a
position FOP (full open position), Figs. 5A-5D, where the
pin is no longer restricting flow of injection mold material
through the gate. In such an embodiment, at the expira-
tion of the predetermined amount of time when the pin
tip 1142 reaches the FOP (full open) position Figs. 5A,
5B, the pin 1041 is immediately driven by the electric
actuator at maximum velocity FOV.
[0104] In alternative embodiments, when the predeter-
mined time for driving the pin at reduced velocity has
expired and the tip 1142 has reached the end of restricted
flow path RP2, the tip 1142 may not necessarily be in a
position where the fluid flow 1153 is not still being re-
stricted. In such alternative embodiments, the fluid flow
1153 can still be restricted to less than maximum flow
when the pin has reached the changeover position COP2
where the pin 1041 is driven at a higher, typically maxi-
mum, upstream velocity FOV. In the alternative examples
shown in the Figs. 3B, 4B examples, when the pin has
travelled the predetermined path length at reduced ve-
locity and the tip end 1142 has reached the changeover
point COP, the tip end 1142 of the pin 1041 (and its radial
surface 1155) no longer restricts the rate of flow of fluid
material 1153 through the gap 1154 because the gap
1154 has increased to a size that no longer restricts fluid
flow 1153 below the maximum flow rate of material 1153.
Thus in one of the examples shown in Fig. 3B the max-
imum fluid flow rate for injection material 1153 is reached
at the upstream position COP of the tip end 1142. In
another example shown in Fig. 3B 4B, the pin 1041 can
be driven at a reduced velocity over a shorter path RP2
that is less than the entire length of the restricted mold
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material flow path RP and switched over at the end COP2
of the shorter restricted path RP2 to a higher or maximum
velocity FOV. In the Figs. 5A, 5B examples, the upstream
FOP position is about 4mm and 5mm respectively up-
stream from the gate closed position. Other alternative
upstream FOP positions are shown in Figs. 5C, 5D.
[0105] In another alternative embodiment, shown in
Fig. 4B, the pin 1041 can be driven and instructed to be
driven at reduced or less than maximum velocity over a
longer path length RP3 having an upstream portion UR
where the flow of injection fluid mold material is not re-
stricted but flows at a maximum rate through the gate 34
for the given injection mold system. In this Fig. 4B exam-
ple the velocity or drive rate of the pin 1041 is not changed
over until the tip end of the pin 1041 or actuator 941 has
reached the changeover position COP3. As in other em-
bodiments, a position sensor can sense either that the
valve pin 1041 or an associated component has travelled
the path length RP3 or reached the end COP3 of the
selected path length and the controller receives and proc-
esses such information and instructs the drive system to
drive the pin 1041 at a higher, typically maximum velocity
upstream. In another alternative embodiment, the pin
1041 can be driven at reduced or less than maximum
velocity throughout the entirety of the travel path of the
pin during an injection cycle from the gate closed position
GC up to the end-of-stroke EOS position, the controller
16 or 176 being programmed to instruct the electric ac-
tuator to be driven at one or more reduced rotational ve-
locities for the time or path length of an entire closed GC
to fully open EOS cycle.
[0106] In the Figs. 5A-5D and 6A-6D examples, max-
imum or FOV velocity is 100 mm/sec. Typically, when
the time period for driving the pin 1041 at reduced velocity
has expired and the pin tip 1142 has reached the position
COP, COP2, the electric actuator is operated at maxi-
mum velocity such that the pins 1041, 1042 are driven
at the maximum velocity or rate of travel that the electric
motor is capable of driving the pins 1041 et al.
At the expiration of the predetermined reduced velocity
drive time or upon sensing of the pins having reached
the COP or COP2 position, the pins 1041, 1042 are typ-
ically driven further upstream past the COP, COP2 po-
sition to the maximum end-of-stroke EOS position at a
velocity greater than the initial reduced velocity and typ-
ically at maximum velocity. The upstream COP, COP2
position is downstream of the maximum upstream end-
of-stroke EOS open position of the tip end 1142 of the pin.
[0107] The length of the path RP or RP2 is typically
between about 2 and about 8 mm, more typically between
about 2 and about 6 mm and most typically between
about 2 and about 4 mm. In practice the maximum up-
stream (end of stroke) open position EOS of the pin 1041,
1042 ranges from about 8 mm to about 18 inches up-
stream from the closed gate position GC. The controller
16 includes a processor, memory, user interface and cir-
cuitry and/or instructions that receive and execute the
user inputs of percentage of maximum valve open or per-

centage of maximum voltage or current input to the motor
drive for opening and closing the restriction valve, time
duration for driving the valve pin at the selected valve
openings and reduced velocities.
[0108] A suitable position sensor can track and signal
the rotational position of the rotor or the axial position of
the valve pin or a drive shaft of the motor. As can be
readily imagined position sensor mechanisms can be
used that employ optical sensors, sensors that mechan-
ically or electronically detect the movement of the valve
pin or movement of the rotor or a translationally moving
shaft or other component of the motor.
[0109] In alternative embodiments the controller 16 or
176 can include a processor and instructions that receive
the pin position information and signals from the position
sensor and calclulate the real time velocity of the pin from
the pin position data in real time at one or more times or
positions over the course of the pin travel through the
RP, RP2, RP3 path length and/or beyond. Typically such
calculations of velocity are continuous throughout the cy-
cle. In such an embodiment, the calculated pin velocity
is constantly compared to a predetermined target profile
of pin velocities and the velocity of the pin is adjusted in
real time by the controller 16, 176 to conform to the profile.
In this embodiment as in all previously described embod-
iments, the pin is moved continuously upstream at all
times between the gate closed position and all positions
upstream of the gate closed position or continuously
downstream from the maximum upstream position to the
gate closed position. Such control systems are described
in greater detail in for example U.S. Patent Publication
no. 20090061034 the disclosure of which is incorporated
herein by reference.
Where the position sensing system senses the position
of the pin or other component multiple times throughout
the course of the pin or other component movement, and
real time velocity can be calculated by the controller 16,
176 a program or instructions can be alternatively used
to receive a velocity data input by the user to the controller
16, 176 as the variable to be stored and processed in-
stead of a position.

Claims

1. A method of performing an injection molding cycle
in an injection molding apparatus (10) comprising a
manifold (40) that receives an injection fluid (1153),
the manifold distributing injection fluid to a fluid de-
livery channel (44) that delivers the injection fluid un-
der an injection pressure to a gate (34) of a mold
cavity (30) and a valve pin (1041) having an axis (A)
and a tip end (1142), the valve pin being slidably
mounted for movement along the axis within the fluid
delivery channel (44),
characterized in that the method comprises,
drivably interconnecting the valve pin (1041) to an
electric motor driven (941) by a source of electrical
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power or energy in an arrangement wherein the elec-
tric motor drives the valve pin along the axis (A) and
drives the tip end (1142) of the valve pin between a
first position (GC) where the tip end of the valve pin
obstructs the gate (34) to prevent the injection fluid
from flowing into the cavity (30), a second position
(COP, COP2, COP3) upstream of the first position
(GC) wherein the tip end of the valve pin restricts
flow (1154) of the injection fluid along at least a por-
tion (RP, RP2, RP3) of the length of the drive path
extending between the first position and the second
position, and a third maximum upstream position
(EOS) where the injection fluid material flows freely
without restriction from the tip end of the pin through
the first gate, the electric motor (941) being electri-
cally operable to drive the valve pin at one or more
intermediate rates of upstream and downstream
travel extending between zero and a maximum rate
of upstream travel and a maximum rate of down-
stream travel,
selecting one or more first lengths of time for the
electric motor to operate to drive the valve pin at one
or more high rates of downstream travel that are
equal to or less than the maximum rate of down-
stream travel,
controllably operating the electric motor (941) to
drive the valve pin (1041) at the one or more high
rates of downstream travel beginning when the valve
pin is disposed at the third maximum upstream po-
sition during the course of an injection cycle for the
one or more selected first lengths of time,
controllably operating the motor (941) to drive the
valve pin at one or more intermediate rates of down-
stream travel that are less than the one or more high
rates of downstream travel upon expiration of the
one or more first selected lengths of time to drive the
valve pin downstream to the first position through at
least a portion (RP, RP2) of a path of travel of the
valve pin extending between the first position (GC)
and the third position where the tip end of the valve
pin restricts flow (1154) of the injection fluid through
the gate.

2. The method of claim 1 wherein the one or more high
rates of downstream travel are equal to the maximum
rate of downstream travel.

3. The method of claim 1 further comprising:

beginning the injection molding cycle from the
first position,
controllably operating the motor to drive the
valve pin at one or more of the intermediate up-
stream rates of travel over a preselected second
length of time beginning from the first position
continuously upstream to the second position,
controllably operating the motor to drive the
valve pin continuously upstream from the sec-

ond position to the maximum upstream position
at one or more high upstream rates of travel that
are greater than the intermediate upstream
rates of travel.

4. The method of claim 3 wherein the motor is control-
lably operated to drive the valve pin continuously up-
stream from the second position to the maximum
upstream position at the maximum rate of upstream
travel.

5. An injection molding apparatus (10) comprising a
manifold (40) that receives an injection fluid (1153),
the manifold distributing injection fluid to a fluid de-
livery channel (44) that delivers the injection fluid un-
der an injection pressure to a gate (34) of a mold
cavity (30) and a valve pin (1041) having an axis (A)
and a tip end (1142), the valve pin being slidably
mounted for movement along the axis within the fluid
delivery channel (44),
characterized in that the apparatus (10) comprises,
an electric motor (941) driven by a source of electrical
power or energy, the electric motor (941) being driv-
ably interconnected to the valve pin (1041) in an ar-
rangement wherein the electric motor drives the
valve pin along the axis and drives the tip end (1142)
of the valve pin between a first position (GC) where
the tip end of the valve pin obstructs the gate (34) to
prevent the injection fluid from flowing into the cavity
(30), a second position upstream of the first position
wherein the tip end of the valve pin restricts flow of
the injection fluid along at least a portion of the length
of the drive path (RP, RP2) extending between the
first position and the second position, and a third
maximum upstream position (EOS) where the injec-
tion fluid material flows freely without restriction from
the tip end of the pin through the first gate, the electric
motor being electrically operable to drive the valve
pin at one or more intermediate rates of upstream
and downstream travel extending between zero and
a maximum rate of upstream travel and a maximum
rate of downstream travel,
a controller (16) containing instructions that control-
lably operate the electric motor (941) to drive the
valve pin (1041) at the one or more high rates of
downstream travel beginning when the valve pin is
disposed at the third maximum upstream position
(EOS) during the course of an injection cycle for one
or more first selected lengths of time,
the controller (16) including instructions that control-
lably operate the motor to drive the valve pin at one
or more intermediate rates of downstream travel that
are less than the one or more high rates of down-
stream travel upon expiration of the one or more first
selected lengths of time to drive the valve pin down-
stream to the first position.

6. The apparatus of claim 5 wherein the one or more
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high rates of downstream travel are equal to the max-
imum rate of downstream travel.

7. The apparatus of claim 5 wherein:

the controller includes instructions that control-
lably operate the motor to drive the valve pin at
one or more of the intermediate upstream rates
of travel over a preselected second length of
time beginning from the first position continu-
ously upstream to the second position, and
the controller includes instructions that control-
lably operate the motor to drive the valve pin
continuously upstream from the second position
to the maximum upstream position at one or
more high upstream rates of travel that are
greater than the intermediate upstream rates of
travel.

8. The apparatus of claim 2 wherein the controller in-
cludes instructions that controllably operate the mo-
tor to drive the valve pin continuously upstream from
the second position to the maximum upstream posi-
tion at the maximum rate of upstream travel.
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