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(54) METHOD FOR OPERATING AN ENGINE ASSEMBLY IN A VEHICLE PROVIDED WITH A 
START-STOP FUNCTION

(57) A method of operating an engine assembly is
provided, The assembly comprises an engine and a con-
troller configured to automatically shut down and restart
the engine, wherein the controller is configured to shut
down the engine when a brake pressure of a brake sys-

tem of the motor vehicle is above a first threshold value
and restart the engine when the brake pressure falls be-
low a second threshold value. The method comprises
adjusting the second threshold value according to a
speed of the vehicle.
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Description

Technical Field

[0001] The present disclosure relates to a method of
operating an engine assembly for a motor vehicle and is
particularly, although not exclusively, concerned with a
method of operating an engine assembly to prevent un-
desirable restarting of an engine during stopping of the
motor vehicle.

Background

[0002] Start-stop systems configured to shut down an
engine automatically when predetermined conditions are
met are provided on many motor vehicles. Such systems
reduce the time the engine is running during a journey
performed by the vehicle and can thereby reduce fuel
consumption and emissions over the journey.
[0003] For vehicles equipped with an automatic trans-
mission, determining whether to shut down and/or restart
the engine is often performed at least partially according
to the operation of a brake system of the vehicle. For
example, the start-stop system may be configured to shut
down the engine of the vehicle when the brake pressure
(or braking torque applied to the wheels) exceeds a
threshold value and restart the engine when the brake
pressure (or braking torque) drops below the threshold
value or a further threshold value.
[0004] It is often desirable to select threshold values,
or other conditions under which the engine is shut down
and/or restarted, in order to maximise the reductions in
fuel consumption and vehicle emissions attained by the
stop-start system. However, if the stop-start system shuts
down and restarts the engine too frequently, it may be-
come an annoyance to the driver and the driver may de-
activate the stop-start system preventing any benefit to
fuel consumption or vehicle emissions being achieved.
[0005] Driver preferences and driving styles, e.g. the
braking behaviour of drivers when bringing the vehicle
to a stop, can vary significantly, and hence selecting the
conditions under which the engine should be shut down
and restarted by the stop-start system is challenging.

Statements of Invention

[0006] According to an aspect of the present disclo-
sure, there is provided a method of operating an engine
assembly, the assembly comprising an engine and a con-
troller configured to shut down and restart the engine
automatically, wherein the controller is configured to shut
down the engine when a brake pressure, or braking
torque, of a brake system of the motor vehicle is above
a first threshold value and restart the engine when the
brake pressure, or braking torque, falls below a second
threshold value, wherein the method comprises: adjust-
ing the second threshold value according to a speed of
the vehicle.

[0007] The second threshold value may be adjusted
when the speed of the vehicle reaches or drops below a
threshold speed. The threshold speed may be 0m/s, in
other words, the second threshold value may be adjusted
when the vehicle comes to rest, e.g. stops. Alternatively,
the threshold speed may be greater that 0m/s and the
second threshold value may be adjusted before the ve-
hicle stops.
[0008] The controller may be configured to shut down
the engine when the speed of the vehicle is below the
threshold speed or a further threshold speed. The further
threshold speed may be 0m/s. The further threshold
speed may be less than the threshold speed. For exam-
ple, the threshold speed may be greater than 0m/s and
the further threshold speed may be 0m/s. Alternatively,
the further threshold speed may be greater than the
threshold speed.
[0009] The method may further comprise returning the
second threshold value to the pre-adjustment value after
a predetermined period of time. In other words, the meth-
od may comprise maintaining the second threshold value
at the adjusted value for a predetermined period of time,
e.g. before it is returned to the pre-adjustment value.
[0010] The adjusted value of the second threshold val-
ue may be less than a brake pressure, or braking torque
value at which the vehicle is held stationary by the brake
system, e.g. according to a gradient of the road on which
the vehicle is travelling.
[0011] The second threshold value may be adjusted
independently of the first threshold value. In this way, the
conditions under which the engine is stopped automati-
cally may be unaffected.
[0012] The method may further comprise determining
a rate of change of speed of the vehicle. The second
threshold pressure may be adjusted based on the rate
of change of speed of the vehicle. The second threshold
value may be adjusted when a rate of change of speed
of the vehicle is less than a threshold rate. The second
threshold pressure may be adjusted based on the rate
of change of speed of the vehicle, e.g. at the point that
the vehicle drops below the threshold speed. For exam-
ple, the second threshold pressure may be adjusted if
the rate of change of speed of the vehicle is less than
the threshold rate when the vehicle drops below the
threshold speed.
[0013] The method may further comprise restarting the
engine when the brake pressure falls below the second
threshold value, e.g. the adjusted or the pre-adjustment
value of the second threshold value.
[0014] According to another aspect of the present dis-
closure, there is provided a start-stop system for a motor
vehicle, the start-stop system being configured to stop
an engine of the motor vehicle when a brake pressure,
or braking torque of a brake system of the vehicle ex-
ceeds a first threshold value and restart the engine of the
vehicle when the brake pressure of the brake system
drops below a second threshold value, wherein the sec-
ond threshold value is at least partially determined ac-
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cording to a speed of the vehicle.
[0015] According to another aspect of the present dis-
closure, there is provided an engine assembly for a motor
vehicle, the assembly comprising: an engine; and a con-
troller configured to shut down and restart the engine
automatically, wherein the controller is configured to shut
down the engine when a brake pressure, or braking
torque, of a brake system of the motor vehicle is above
a first threshold value and restart the engine when the
brake pressure, or braking torque, falls below a second
threshold value, wherein the controller is configured to
adjust the second threshold value according to a speed
of the vehicle.
[0016] The controller may be configured to adjust the
second threshold value when the speed of the vehicle
drops below a threshold speed. The controller may be
configured to shut down the engine when the speed of
the vehicle is below the threshold speed or a further
threshold speed. The further threshold speed may be
0m/s. The further threshold speed may be less or greater
than the threshold speed. For example, the threshold
speed may be greater than 0m/s and the further threshold
speed may be 0m/s.
[0017] The controller may be configured to maintain
the adjusted value of the second threshold value for a
predetermined period of time, e.g. a predetermined pe-
riod of time after the speed of the vehicle has dropped
below the threshold speed. The controller may be con-
figured to return the second threshold value to the pre-
adjustment value following the predetermined period of
time.
[0018] The controller may be configured to adjust the
predetermined period of time according to a user input.
The user input may be a desired value of the predeter-
mined period or may be a selection of a driving mode of
the vehicle. The predetermined period may be adjusted
according to the selected driving mode. The user input
may be received from a user interface device of the ve-
hicle.
[0019] The adjusted value of the second threshold val-
ue may be less than a brake pressure, or braking torque
value at which the vehicle is held stationary by the brake
system, e.g. according to a gradient of the road on which
the vehicle is travelling.
[0020] The second threshold value may be adjusted
independently of the first threshold value. In other words
the first threshold value may not be adjusted.
[0021] The second threshold value may be adjusted if
the brake pressure is above the first threshold value, e.
g. if the engine is to be stopped automatically by the con-
troller. The second threshold value may be adjusted if
the brake pressure is above the first threshold value when
or at the point that the speed of the vehicle drops below
the threshold speed.
[0022] The controller may be configured to adjust the
second threshold value according to a rate of change of
speed of the vehicle. For example, when the rate of
change of speed of the vehicle is less than a threshold

rate, e.g. when a deceleration of the vehicle is low.
[0023] The controller may be configured to perform the
above-mentioned method of operating an engine assem-
bly.
[0024] A vehicle may comprise the above-mentioned
engine assembly.
[0025] To avoid unnecessary duplication of effort and
repetition of text in the specification, certain features are
described in relation to only one or several aspects or
embodiments of the invention. However, it is to be un-
derstood that, where it is technically possible, features
described in relation to any aspect or embodiment of the
invention may also be used with any other aspect or em-
bodiment of the invention.

Brief Description of the Drawings

[0026] For a better understanding of the present inven-
tion, and to show more clearly how it may be carried into
effect, reference will now be made, by way of example,
to the accompanying drawings, in which:

Figure 1 is a schematic view of an engine assembly,
according to arrangements of the present disclosure;

Figure 2 is a graph showing an example of driver
braking behaviour;

Figure 3 shows a method of operating an engine
assembly, according to arrangements of the present
disclosure; and

Figure 4 is a graph showing driver braking behaviour
and adjustments made to a threshold braking pres-
sure in a method according to the present disclosure.

Detailed Description

[0027] With reference to Figure 1, a vehicle 1 compris-
es an engine assembly 2. The engine assembly compris-
es an Internal Combustion Engine (ICE) 10 and a con-
troller 100 configured to control the operation of the en-
gine.
[0028] In Figure 1, a single cylinder 12 of the engine
10 is depicted. However, the engine may comprise any
desirable number of cylinders. A piston 14 is provided
within the cylinder and configured to reciprocate within
the cylinder 12 during a combustion cycle of the engine
10. A combustion chamber 12a of the cylinder is defined
by one side of the piston 14, the walls of the cylinder 12
and a cylinder head 13.
[0029] The engine assembly 2 comprises an intake
system 30 having an air inlet 32 and an intake duct 34.
During operation of the engine, air is drawn into the intake
system 30 via the inlet 32 and carried to an inlet manifold
18 of the engine by the intake duct 34. The intake system
further comprises a throttle 36 configured to allow a pres-
sure drop between the inlet 32 and the intake manifold
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18 to be selectively varied. The position of the throttle 36
may be controlled by a driver of the vehicle to control the
operation of the engine.
[0030] During an intake stroke, the piston 14 moves
within the cylinder 12 to increase the volume of the com-
bustion chamber 12a, drawing air from the inlet manifold
18 into the cylinder via an inlet valve 20. Following the
intake stroke the inlet valve 20 is closed and the inlet air
within the cylinder 12 is compressed as the piston 14
moves back to reduce the volume of the combustion
chamber 12a. Fuel is injected into the cylinder via a fuel
injector 22 and the air and fuel mixture is ignited by a
spark plug 24. Combustion of the air and fuel mixture
produces expanding combustion gases that act against
the piston 14 to drive a crank shaft 26 of the engine 10.
[0031] In the arrangement depicted in Figure 1, the en-
gine 10 is a naturally aspirated spark ignition engine.
However, it is equally envisage that the present disclo-
sure may apply to any other type of engine, such as a
compression ignition engine, e.g. a diesel engine. Addi-
tionally or alternatively, the engine may be provided with
one or more turbochargers, superchargers, and/or any
other enhanced induction system. Furthermore, the ve-
hicle 2 may comprise one or more additional drive sys-
tems, such as electric motors, and the engine 10 may be
provided within a hybrid drive system of the vehicle 2.
[0032] After combustion is completed, combustion
gases may be exhausted from the cylinder 12 via an ex-
haust valve 28 into an exhaust system 50 of the engine
assembly 2. The exhaust system 50 comprises an ex-
haust duct 52 configured to carry the exhaust gases from
an exhaust manifold 29 of the engine to an exhaust outlet
54, where the exhaust gases are emitted from the vehicle
1. The exhaust system further comprises one or more
exhaust gas treatment modules 56, such as a catalytic
convertor, configured to reduce the quantity of polluting
substance in the exhaust gases emitted from the engine
10.
[0033] As shown in Figure 1, the intake system 30 may
further comprise one or more sensors, such as a pressure
sensor 38 and a throttle position sensor 40. The sensors
may be operatively coupled to the controller 100 and may
provide signals to the controller indicating measurements
made by the sensors. The controller 100 may process
the signals in order to determine an appropriate quantity
of fuel to be injected into the cylinder 12 and appropriate
timings for injecting the fuel and operating the spark plug
24 to ignite the fuel and air mixture within the combustion
chamber 12a.
[0034] As described above, the position of the throttle
36 may be controlled by the driver in order to control the
operation of the engine 10, e.g. to control the amount of
torque provided by the engine to drive the vehicle 1. For
example, the throttle 36 may be coupled, e.g. mechani-
cally coupled, to an accelerator pedal of the vehicle and
the driver may control the position of the throttle directly
by operating the accelerator pedal. In other arrange-
ments, the accelerator pedal may be operatively coupled

to the controller 100 and may provide a signal to the con-
troller 100 indicating the amount that the pedal is being
depressed by the driver. The controller may control the
position of the throttle 36 based on the signal from the
accelerator pedal in order to control the operation of the
engine 10 appropriately.
[0035] In order to reduce the fuel consumption and/or
emissions produced by the vehicle during a journey, the
vehicle may comprise a stop-start system configured to
shut down the engine 10 automatically when it is not in
use and restart the engine automatically when it is re-
quired or expected to be required to power the vehicle.
The stop-start system may be formed by the controller
100, or a module of the controller. The controller may be
configured to determine when it may be desirable to shut
down the engine 10 automatically. For example, when
the vehicle is stationary and the driver is not preparing
to drive away. The controller 100 may control the oper-
ation of the fuel injector 22 and/or the spark plug 24 to
shut down the engine. Additionally, the controller 100
may be configured to determine when it is desirable to
restart the engine, and may control the operation of a
starter motor 110 coupled to the crank shaft 26 of the
engine to turn over and start the engine.
[0036] In alternative arrangements, the stop-start sys-
tem may comprise a further controller configured to de-
termine when it may be desirable to shut down and restart
the engine 10 automatically. The further controller may
be communicatively coupled to the controller 100 and
may instruct the controller 100 to control the operation
of the engine 10 and starter motor 110 accordingly.
[0037] The vehicle 2 further comprises a brake system
60. The brake system comprises a brake pedal 62 that
may be pressed by the driver in order to operate the
brakes to slow and stop the vehicle 2. The brake system
may be a hydraulic brake system and the force applied
by the driver to the brake pedal 62 may determine a pres-
sure of brake fluid within the brake system, and hence,
the braking torque applied by the brake system 60 to
wheels of the vehicle.
[0038] A brake pedal position sensor 64 may be pro-
vided on the brake pedal 62 configured to determine how
far the driver is depressing the brake pedal. The controller
100 may receive a signal from the brake position sensor
64 and may determine a force being applied to the brake
pedal and/or a pressure of the brake fluid within the brake
system based on the position of the brake pedal 62. Ad-
ditionally or alternatively, the brake system 60 may com-
prise a pressure sensor and the controller 100 may de-
termine the pressure of brake fluid within the brake sys-
tem directly from the measurements recorded by the
pressure sensor.
[0039] The position of the brake pedal and/or the pres-
sure of brake fluid within the brake system may be a
useful input to the controller 100 or the further controller
for determining when it may be desirable to shut down
and restart the engine 10. In particular, when the brake
pressure is above a threshold value, e.g. such that the
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car is being held stationary by the brake system, it may
be desirable for the engine to be shut down. Similarly,
when the brake pedal is released, e.g. when the brake
pressure is reduced to below a further threshold pres-
sure, it may be desirable to restart the engine. The brak-
ing pressure required to hold the vehicle stationary may
depend on a gradient of the road at the location of the
vehicle. Hence, the braking pressure applied by a driver
may vary according to the gradient. It may therefore be
desirable for the threshold pressure and/or the further
threshold pressure to be determined based on the gra-
dient.
[0040] Additionally, it may be desirable that the engine
10 is only shut down when the speed of the vehicle is
below a threshold speed. In some arrangements, the
threshold speed may be 0m/s. In other words, the engine
may only be shut down when the vehicle is stationary.
However, in other arrangements, the threshold speed
may be greater than 0m/s in order to increase the amount
of time the engine is stopped.
[0041] It is generally undesirable for the engine 10 to
be shut down, restarted and shut down again in quick
succession. For example during a single stop event of
the vehicle. Shutting down the vehicle more than once
during a single stop event may be inconvenient to the
driver. Hence, the controller 100 or further controller may
be configured such that the engine 10 is only shut down
once during each stop event, e.g. each time the speed
of the vehicle drops below the threshold speed.
[0042] In order to maximise the benefits obtained
through shutting down and restarting the engine auto-
matically, it may be desirable to configure the controller
100 such that the engine is shut down as consistently as
possible when the vehicle is stopped. Hence, it may be
desirable for the threshold pressure to be set as low as
possible. However, setting the threshold pressure too low
may result in the engine being shut down too often and
at times when it is undesirable to the driver. For example,
setting the threshold pressure too low may result in the
engine shutting down while the driver is moving very
slowly or stopped momentarily in traffic. It may therefore
be desirable for the threshold pressure to be set suffi-
ciently high that the engine is not shut down when it may
be inconvenient or undesirable to the driver. The value
of the threshold pressure may therefore be a compromise
between maximising the benefits to fuel consumption and
emissions, and minimising driver inconvenience.
[0043] It is generally desirable for the engine to be re-
started promptly when the driver is preparing to move off
from a stopped position. Hence, it may be desirable for
the difference between the threshold pressure and the
further threshold pressure to be small, such that the en-
gine is restarted as the driver begins to release the
brakes. In particular, if the vehicle is stopped on an incline
it may be desirable that the engine is restarted before
the vehicle begins to move. The further threshold pres-
sure may therefore be greater than the brake pressure
required to hold the vehicle stationary on the incline.

[0044] Driver preference may vary significantly. In par-
ticular, different drivers may have different tolerances to
any delays between beginning to release the brake pedal
and the engine being restarted to enable them to accel-
erate away from a stationary position. Additionally, driv-
ing styles, e.g. driver braking behaviour, may vary signif-
icantly between drivers. For example, some drivers may
apply a high brake pressure to stop the vehicle and may
reduce the brake pressure significantly after the vehicle
has come to a stop, whilst other drivers may modulate
brake pressure constantly as the vehicle is coming to rest
to give a smoother driving experience, and may in some
cases increase the brake pressure once the vehicle has
stopped. It is therefore challenging to determine values
of the threshold pressure and further threshold pressure
that are suitable for all drivers.
[0045] Figure 2 is a graph showing an example braking
behaviour of a driver whilst a vehicle is slowing to a stop.
In the Figure, brake pressure Pb and vehicle speed V are
plotted against time T. Values of the threshold brake pres-
sure P1 and further threshold pressure P2 that are being
implemented by a particular controller are also indicated.
[0046] At time T0 the driver begins to apply the brakes
and the speed of the vehicle begins to reduce. The brake
pressure is modulated by the driver as the vehicle slows
and at time T1 the driver begins to reduce the braking
pressure immediately before the vehicle comes to a rest,
in order to stop the vehicle smoothly.
[0047] At time T2, the speed of the vehicle drops below
a threshold speed at which the controller may stop the
engine automatically. At time T2, the brake pressure is
greater than the threshold value, and hence, the control-
ler stops the engine automatically.
[0048] At time T3, the brake pressure drops below the
further threshold value and the controller restarts the en-
gine automatically.
[0049] Between T4 and T5 the driver increases the
brake pressure in order to hold the vehicle stationary.
Although the brake pressure is increased above the
threshold value, as the engine has recently been stopped
and restarted, the controller does not shut down the en-
gine for a second time.
[0050] At time T6, the driver may begin to release the
brake as the driver prepares to move away and at T7 the
brake pressure may drop below the further threshold
pressure.
[0051] In the example described with reference to Fig-
ure 2, the operation of the engine has not been controlled
by the controller 100 to maximise the benefits of shutting
down and restarting the engine during the stop event. In
particular, the engine of the vehicle has been running
undesirably between times T3 and T7.
[0052] With reference to Figure 3, In order to prevent
the engine being undesirably restarted at time T3, the
controller 100 may be configured to operate the engine
using a method 300, in accordance with the present dis-
closure. The method 300 comprises a first step 302, in
which the engine 10 is shut down. As described above,
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the engine may be shut down when the brake pressure
of the brake system is above a threshold pressure and
optionally when speed of the vehicle is below a threshold
speed. The method further comprises a second step 304
in which the further threshold pressure is adjusted, e.g.
reduced, according to the speed of the vehicle. For ex-
ample, the further threshold pressure may be reduced
when the speed of the vehicle reaches or drops below a
further threshold speed.
[0053] The further threshold speed may be 0m/s. In
other words, the further threshold pressure may be re-
duced as the vehicle comes to rest. In some arrange-
ments, the further threshold speed may be equal to the
threshold speed. Alternatively, the further threshold
speed may be less than the threshold speed. For exam-
ple, the further threshold speed may be 0m/s and the
threshold speed may be greater than 0m/s. In other ar-
rangements, the further threshold speed may be greater
than the threshold speed.
[0054] In the second step 304, the further threshold
pressure may be reduced by a predetermined pressure
difference to an adjusted threshold pressure. The adjust-
ed threshold pressure may be maintained for a predeter-
mined period of time and following the predetermined
period of time the further threshold pressure may be re-
turned to its original, e.g. pre-adjustment, value.
[0055] As described above, it is often undesirable for
the further threshold pressure to be greater than a value
at which the brake system is able to hold the vehicle
stationary on an incline. However in some cases, the
brake pressure applied by the driver between times T3
and T4 may drop below this value, and hence, the ad-
justed threshold pressure may be less than the value at
which the brake system is able to hold the vehicle sta-
tionary on an incline.
[0056] In some arrangements, the second step 304
may be performed independently of the first step 302. In
other words, the further threshold pressure may be ad-
justed when the vehicle reaches or drops below the
threshold speed regardless of whether the engine has
been shut down. The further threshold pressure may be
adjusted independently of the threshold pressure such
that the adjustment does not affect the conditions under
which the engine is shut down automatically.
[0057] In other arrangements, the second step 304
may be performed only when the engine has been or is
about to be shut down. The further threshold pressure
may be adjusted if the brake pressure is greater than the
threshold pressure when the vehicle reaches or drops
below the threshold speed.
[0058] Figure 4 illustrates the braking behaviour of the
driver slowing the vehicle to a stop in the same manner
as shown in Figure 2. Values of the threshold brake pres-
sure P1 and further threshold pressure P2 that are imple-
ment by the controller 100 applying the method 300 are
also indicated.
[0059] As shown in Figure 4, by adjusting the further
threshold pressure P2 in the second step 304, the method

300 prevents the brake pressure dropping below the fur-
ther threshold pressure at T3, and hence, the engine is
not restarted undesirably. Furthermore, as the further
threshold pressure is returned to its original value after
the predetermined period of time, the time between T6,
when the driver begins to release the brake as the driver
prepares to move away, and T7, when the brake pressure
may drop below the further threshold pressure, is unaf-
fected by the adjustment made to the further threshold
pressure. In this way, the controller 100 may compensate
for the braking behaviour of the driver without increasing
the delay experienced by the driver between beginning
to release the brakes and the engine being restarted.
[0060] The length of the predetermined period of time
for which the further threshold pressure P2 is maintained
at the adjusted value may determine the amount of time
that the driver can reduce the brake pressure as the ve-
hicle comes to a stop without the engine being restarted
automatically. The predetermined period may be cali-
brated, e.g. set, during production of the vehicle. The
predetermine period may be set according to the vehicle
in which the controller 100 is installed. For example, the
predetermine period may be set according to the size
and/or configuration of vehicle and/or the style of driving
expected to be performed using the vehicle. In some ar-
rangements, it may be desirable for the driver of the ve-
hicle to adjust the predetermined period to a desired val-
ue that suits the driver’s driving style. The vehicle 1 may
comprise a user interface device configured to allow the
user to adjust the predetermined period applied by the
controller 100. Additionally or alternatively, predeter-
mined period may be adjusted according to a driving
mode selected by the driver. The driving mode may be
selected using the user interface device or another con-
trol provided on the vehicle.
[0061] Using the method 300 to adjust the further
threshold pressure may be particularly beneficial when
the driver is bringing the vehicle to a smooth stop and is
likely to reduce the braking pressure as the vehicle comes
to a stop. It may therefore be desirable for the controller
to determine a rate of change of speed of the vehicle.
For example, the controller 100 may adjust the further
threshold pressure, e.g. by performing the second step
304 of the method, only if the rate of change of speed of
vehicle is below a threshold rate.

Additional Statements of Invention are set out below

[0062] Statement 1. A method of operating an engine
assembly, the assembly comprising an engine and a con-
troller configured to shut down and restart the engine
automatically, wherein the controller is configured to shut
down the engine when a brake pressure of a brake sys-
tem of the motor vehicle is above a first threshold value
and restart the engine when the brake pressure falls be-
low a second threshold value, wherein the method com-
prises:
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adjusting the second threshold value according to a
speed of the vehicle.

[0063] Statement 2. The method of statement 1,
wherein the second threshold value is adjusted when the
speed of the vehicle drops below a threshold speed.
[0064] Statement 3. The method of statements 1 or 2,
wherein the controller is configured to shut down the en-
gine when the speed of the vehicle is below the threshold
speed.
[0065] Statement 4. The method of any of the preced-
ing statements, wherein the method further comprises:

returning the second threshold value to the pre-ad-
justment value after a predetermined period of time.

[0066] Statement 5. The method of any of the preced-
ing statements, wherein the adjusted value of the second
threshold value is less than a brake pressure value at
which the vehicle is held stationary by the brake system.
[0067] Statement 6. The method of any of the preced-
ing statements, wherein the second threshold value is
adjusted independently of the first threshold value.
[0068] Statement 7. The method of any of the preced-
ing statements, wherein the method further comprises
determining a rate of change of speed of the vehicle,
wherein the second threshold pressure is adjusted based
on the rate of change of speed of the vehicle.
[0069] Statement 8. The method of any of the preced-
ing statements, wherein the second threshold value is
adjusted when a rate of change in speed of the vehicle
is less than a threshold rate.
[0070] Statement 9. The method of any of the preced-
ing statements, wherein the method further comprises:

restarting the engine when the brake pressure falls
below the second threshold value.

[0071] Statement 10. An engine assembly for a motor
vehicle, the assembly comprising:

an engine; and
a controller configured to shut down and restart the
engine automatically, wherein the controller is con-
figured to shut down the engine when a brake pres-
sure of a brake system of the motor vehicle is above
a first threshold value and restart the engine when
the brake pressure falls below a second threshold
value, wherein the controller is configured to adjust
the second threshold value according to a speed of
the vehicle.

[0072] Statement 11. The engine assembly of state-
ment 10, wherein the controller is configured to adjust
the second threshold value when the speed of the vehicle
drops below a threshold speed.
[0073] Statement 12. The engine assembly of state-
ment 10 or 11, wherein the controller is configured to shut

down the engine when the speed of the vehicle is below
the threshold speed.
[0074] Statement 13. The engine assembly of any of
statements 10 to 12, wherein the controller is configured
to maintain the adjusted value of the second threshold
value for a predetermined period of time.
[0075] Statement 14. The engine assembly according
to statement 13, wherein the controller is configured to
adjust the predetermined period of time according to a
user input.
[0076] Statement 15. The engine assembly according
to any of statements 10 to 14, wherein the adjusted value
of the second threshold value is less than a brake pres-
sure value at which the vehicle is held stationary by the
brake system.
[0077] Statement 16. The engine assembly according
to any of statements 10 to 15, wherein the second thresh-
old value is adjusted independently of the first threshold
value.
[0078] Statement 17. The engine assembly according
to any of statements 10 to 16, wherein the second thresh-
old value is adjusted if the brake pressure is above the
first threshold value.
[0079] Statement 18. The engine assembly according
to any of statements 10 to 17, wherein the controller is
configured to adjust the second threshold value accord-
ing to a rate of change in speed of the vehicle.
[0080] Statement 19. A vehicle comprising the engine
assembly according to any of statements 10 to 18.
[0081] It will be appreciated by those skilled in the art
that although the invention has been described by way
of example, with reference to one or more exemplary
examples, it is not limited to the disclosed examples and
that alternative examples could be constructed without
departing from the scope of the invention as defined by
the appended claims.

Claims

1. A method of operating an engine assembly, the as-
sembly comprising an engine and a controller con-
figured to shut down and restart the engine automat-
ically, wherein the controller is configured to shut
down the engine when a brake pressure of a brake
system of the motor vehicle is above a first threshold
value and restart the engine when the brake pres-
sure falls below a second threshold value, wherein
the method comprises:

adjusting the second threshold value according
to a speed of the vehicle.

2. The method of claim 1, wherein the second threshold
value is adjusted when the speed of the vehicle drops
below a threshold speed, the controller being con-
figured to shut down the engine when the speed of
the vehicle is below the threshold speed.
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3. The method of any of the preceding claims, wherein
the method further comprises:

returning the second threshold value to the pre-
adjustment value after a predetermined period
of time.

4. The method of any of the preceding claims, wherein
the second threshold value is adjusted independent-
ly of the first threshold value.

5. The method of any of the preceding claims, wherein
the method further comprises determining a rate of
change of speed of the vehicle, wherein the second
threshold pressure is adjusted based on the rate of
change of speed of the vehicle.

6. The method of any of the preceding claims, wherein
the second threshold value is adjusted when a rate
of change in speed of the vehicle is less than a
threshold rate.

7. The method of any of the preceding claims, wherein
the method further comprises:

restarting the engine when the brake pressure
falls below the second threshold value.

8. An engine assembly for a motor vehicle, the assem-
bly comprising:

an engine; and
a controller configured to shut down and restart
the engine automatically, wherein the controller
is configured to shut down the engine when a
brake pressure of a brake system of the motor
vehicle is above a first threshold value and re-
start the engine when the brake pressure falls
below a second threshold value, wherein the
controller is configured to adjust the second
threshold value according to a speed of the ve-
hicle.

9. The engine assembly of claim 8, wherein the con-
troller is configured to adjust the second threshold
value when the speed of the vehicle drops below a
threshold speed, the controller being configured to
shut down the engine when the speed of the vehicle
is below the threshold speed.

10. The engine assembly of claim 8 or 9, wherein the
controller is configured to maintain the adjusted val-
ue of the second threshold value for a predetermined
period of time.

11. The engine assembly according to claim 10, wherein
the controller is configured to adjust the predeter-
mined period of time according to a user input.

12. The engine assembly according to any of claims 8
to 11, wherein the second threshold value is adjusted
independently of the first threshold value.

13. The engine assembly according to any of claims 8
to 12, wherein the second threshold value is adjusted
if the brake pressure is above the first threshold val-
ue.

14. The engine assembly according to any of claims 8
to 13, wherein the controller is configured to adjust
the second threshold value according to a rate of
change in speed of the vehicle

15. A vehicle comprising the engine assembly according
to any of claims 8 to 14.

13 14 



EP 3 333 409 A1

9



EP 3 333 409 A1

10



EP 3 333 409 A1

11



EP 3 333 409 A1

12

5

10

15

20

25

30

35

40

45

50

55



EP 3 333 409 A1

13

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

