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(54) AUTOMATIC, ACTIVE ROTOR BLADE TRACKING AND BALANCE SYSTEM

(57) The present invention includes an apparatus
and method for automatically adjusting the tracking of
one or more blades comprising: a blade tracking adjust-
ment mechanism (400) connected to one or more blades
(404) of an aircraft; a blade tracking measurement sys-
tem (406) that measures the tracking of the one or more

blades; and a computer (410) that receives an output
from the blade tracking measurement system with track-
ing information for each of the one or more blades; where-
in the computer outputs instructions for the blade tracking
adjustment mechanism to change a pitch of one or more
of the blades to correct blade tracking.
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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] None.

STATEMENT OF FEDERALLY FUNDED RESEARCH

[0002] None.

TECHNICAL FIELD OF THE INVENTION

[0003] The present invention relates in general to the
field of blade tracking, and more particularly, to an auto-
matic, active blade tracking apparatus and method.

BACKGROUND OF THE INVENTION

[0004] Without limiting the scope of the invention, its
background is described in connection with blade track-
ing.
[0005] U.S. Patent No. 7,097,427, issued to Kuhns, et
al., and entitled "Helicopter main rotor blade balance
weight retention assembly", is said to teach a helicopter
main rotor blade balance weight retention system and
assembly that includes a base plate, at least one support
post integral with the base plate that extends out perpen-
dicularly from the base plate, a plurality of balance
weights, a retaining nut plate, and one or more fastening
bolts for securing the balance weights to the base plate,
and the base plate to the rotor blade. The balance weights
can include apertures through which the support posts
and the fastening bolts pass. The weight retention as-
sembly can be installed into pockets in the blade tip.
[0006] U.S. Patent No. 5,026,254, issued to Ford, et
al., and entitled "Calibrated pitch change link" is said to
teach a calibration device for a pitch change link for a
helicopter rotor grip, where the link includes a bearing
and a plurality of sequential reference numbers equally
spaced apart and concentrically disposed around the
link. An indexing device is mounted to the bearing and
is disposed adjacent to the plurality of sequential refer-
ence numbers for locating one of the plurality of reference
numbers representing the length of the link. The indexing
device includes a window, which indexes one of the plu-
rality of reference numbers as the link rotates.

SUMMARY OF THE INVENTION

[0007] In one embodiment, the present invention in-
cludes an apparatus for automatically adjusting the track-
ing of one or more blades comprising: a blade tracking
adjustment mechanism connected to one or more blades
of an aircraft; a blade tracking measurement system that
measures the tracking of the one or more blades; and a
processor that receives an output from the blade tracking
measurement system with tracking information for each
of the one or more blades, wherein the processor controls

the blade tracking adjustment mechanism to change a
pitch of at least one of the one or more of the blades to
adjust the tracking of at least one of the one or more
blades. In one aspect, the processor is a flight control
computer. In another aspect, the blade tracking adjust-
ment mechanism is permanently attached to the aircraft.
In another aspect, the aircraft is a helicopter, a rotorcraft,
or a vertical take off and landing rotorcraft. In another
aspect, the apparatus further comprises an eccentric
pitch horn clevis is adjusted by the blade tracking adjust-
ment mechanism under the control of the processor. In
another aspect, the blade tracking adjustment mecha-
nism is a rotor analysis and diagnostic system. In another
aspect, the blade tracking adjustment mechanism ad-
justs at least one of the blade trim tabs, blade weights,
and/or blade control rods. In another aspect, the appa-
ratus further comprises a hub balance adjustment mech-
anism communicably coupled to the processor, wherein
the hub balance adjustment mechanism balances at
least one of the one or more blades. In another aspect,
the apparatus further comprises a hub balance adjust-
ment mechanism communicably coupled to the proces-
sor, wherein the hub balance adjustment mechanism bal-
ances one or more blades is automatically adjusted in
addition to, or concurrently with, the pitch of at least one
of the one or more blades.
[0008] In another embodiment, the present invention
includes a method for automatically adjusting the tracking
of one or more blades comprising: providing a blade
tracking adjustment mechanism connected to one or
more blades of an aircraft, a blade tracking measurement
system communicably coupled to the blade tracking ad-
justment mechanism, and a processor communicably
coupled to the blade tracking measurement system and
the blade tracking adjustment system; measuring the
tracking of at least one of the one or more blades using
the blade tracking measurement system; determining
whether a measured tracking of each of the one or more
blades is within one or more specified operational pa-
rameter using the processor; adjusting the tracking of
each blade with the measured tracking is not within the
operational parameters; and changing the pitch of at least
one of the one or more of the blades with the blade track-
ing adjustment mechanism based on an output received
from the processor. In one aspect, the processor is a
flight control computer. In another aspect, the method
further comprises permanently attaching the blade track-
ing adjustment mechanism to the aircraft. In another as-
pect, the aircraft is a helicopter, a rotorcraft, or a vertical
take off and landing rotorcraft. In another aspect, the
method further comprises adjusting the tracking of the
one or more blades at the eccentric pitch horn clevis with
the blade tracking adjustment mechanism under the con-
trol of the processor. In another aspect, the blade tracking
adjustment mechanism is a rotor analysis and diagnostic
system. In another aspect, the method further comprises
adjusting at least one of the blade trim tabs, blade
weights, and/or blade control rods of the one or more
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blades using the blade tracking adjustment mechanism.
In another aspect, the method further comprises adjust-
ing a hub balance with a hub balance adjustment mech-
anism communicably coupled to the processor, wherein
the hub balance adjustment mechanism balances the
one or more blades. In another aspect, the method further
comprises adjusting a hub balance with a hub balance
adjustment mechanism communicably coupled to the
processor, wherein the hub balance adjustment mecha-
nism balances the one or more blades in addition to, or
concurrently with, adjusting the pitch of the one or more
blades.
[0009] In another embodiment, the present invention
includes a method for automatically adjusting the tracking
of one or more blades comprising: providing a blade
tracking adjustment mechanism connected to one or
more blades of an aircraft, a blade tracking measurement
system communicably coupled to the blade tracking ad-
justment mechanism, and a processor communicably
coupled to the blade tracking measurement system and
the blade tracking adjustment system, and a hub balanc-
ing system connected to a blade balancing system that
is communicably coupled to the processor; measuring
the tracking of at least one of the one or more blades
using the blade tracking measurement system; determin-
ing whether a measured tracking of each of the one or
more blades is within one or more specified operational
parameter using the processor; adjusting the tracking of
each blade with the measured tracking is not within the
operational parameters; determining whether a meas-
ured balance of each of the one or more blades is within
one or more specified operational parameter using the
processor; adjusting the balance of each blade with the
measured balance is not within the operational parame-
ters; and changing at least one of: the pitch of at least
one of the one or more of the blades with the blade track-
ing adjustment mechanism based on an output received
from the processor; or the balance of at least one of the
one or more of the blades with the blade balancing sys-
tem based on an output received from the processor.
[0010] In another embodiment, the present invention
includes a non-transitory computer readable medium for
automatically adjusting the tracking of one or more
blades, comprising instructions stored thereon, that
when executed by a computer having a communications
interface, one or more databases and one or more proc-
essors communicably coupled to the interface and one
or more databases, perform the steps comprising: pro-
viding a blade tracking adjustment mechanism connect-
ed to one or more blades of an aircraft, a blade tracking
measurement system communicably coupled to the
blade tracking adjustment mechanism, and a processor
communicably coupled to the blade tracking measure-
ment system and the blade tracking adjustment system;
measuring the tracking of at least one of the one or more
blades using the blade tracking measurement system;
determining whether a measured tracking of each of the
one or more blades is within one or more specified op-

erational parameter using the processor; adjusting the
tracking of each blade with the measured tracking is not
within the operational parameters; and changing the pitch
of at least one of the one or more of the blades with the
blade tracking adjustment mechanism based on an out-
put received from the processor.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] For a more complete understanding of the fea-
tures and advantages of the present invention, reference
is now made to the detailed description of the invention
along with the accompanying figures and in which:

FIG. 1 shows a side view of a helicopter for use of
the present application;

FIG. 2A shows a perspective view of tiltrotor aircraft
that can use the present invention;

FIG. 2B shows another perspective view of tiltrotor
aircraft that can use the present invention;

FIG. 3 shows a close-up view of a rotor assembly in
relation to wing of a rotorcraft;

FIG. 4 shows one embodiment of the present inven-
tion, in which a blade tracking adjustment system
that is used to measure, correct, and confirm proper
blade tracking; and

FIG. 5 shows another embodiment of the present
invention, in which a rotor system balance adjust-
ment system that is used to measure, correct, and
confirm proper rotor system balance, which can op-
erate alone or in conjunction with the blade tracking
adjustment system.

FIG. 6 shows a flow chart with a method of the
present invention.

FIG. 7 shows another flowchart of certain details of
the system and method present invention.

DETAILED DESCRIPTION OF THE INVENTION

[0012] Illustrative embodiments of the system of the
present application are described below. In the interest
of clarity, not all features of an actual implementation are
described in this specification. It will of course be appre-
ciated that in the development of any such actual em-
bodiment, numerous implementation-specific decisions
must be made to achieve the developer’s specific goals,
such as compliance with system-related and business-
related constraints, which will vary from one implemen-
tation to another. Moreover, it will be appreciated that
such a development effort might be complex and time-
consuming but would nevertheless be a routine under-
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taking for those of ordinary skill in the art having the ben-
efit of this disclosure.
[0013] In the specification, reference may be made to
the spatial relationships between various components
and to the spatial orientation of various aspects of com-
ponents as the devices are depicted in the attached draw-
ings. However, as will be recognized by those skilled in
the art after a complete reading of the present application,
the devices, members, apparatuses, etc. described here-
in may be positioned in any desired orientation. Thus,
the use of terms such as "above," "below," "upper," "low-
er," or other like terms to describe a spatial relationship
between various components or to describe the spatial
orientation of aspects of such components should be un-
derstood to describe a relative relationship between the
components or a spatial orientation of aspects of such
components, respectively, as the device described here-
in may be oriented in any desired direction.
[0014] As used herein, the term "dynamic balance" re-
fers to a balancing system as a result of imbalance during
movement. As used herein, the term "static balance" re-
fers to balancing while stationary using a scale (moment
balance). As used herein, the term "blade balance" refers
to a method in which a blade is balance, which is usually
done statically. During the blade balance, the blade is
adjusted by adding/dropping weights with a dynamic ro-
tor system. For example, a blade balance mechanism is
put in blade to adjust dynamic rotor system balance. As
used herein, the term "hub balance" refers to balancing
the hub, which is usually performed statically. A hub bal-
ance mechanism can be put in hub to adjust the dynamic
rotor system balance.
[0015] Blade tracking is an arduous, iterative, manual
process. An active, automatic blade tracking system im-
plemented into a rotor system would provide many ad-
vantages. First, initial blade tracking time can be cut down
significantly. Current blade tracking methods are time
consuming and require multiple manual iterations of pitch
link adjustment to perfect rotor tracking. This requires the
rotor to be stopped and started multiple times to complete
tracking adjustment (rather than "on the fly" with an au-
tomatic system). Second, the tracking can be adjusted
during flight/service to account for bearing wear. In one
embodiment, an eccentric pitch horn clevis can be used
in conjunction with a permanent onboard blade tracking
system tied into, e.g., the aircraft flight control compu-
ter(s), to automatically adjust blade tracking.
[0016] The present invention can be used in conjunc-
tion with a blade tracking system, such as rotor analysis
and diagnostic system (RADS), that is permanently in-
stalled onto the aircraft. The blade tracking system feeds
data to the flight control computer, which would actively
and automatically trigger the pitch control mechanism to
adjust tracking. Any automated pitch control mechanism
can be used with the present invention. The mechanism
can be something similar to the BELL 214 ST pitch horn
tracking adjuster. The BELL 214ST pitch horn uses an
eccentric axis pitch horn clevis driven by an electric motor

to adjust blade tracking. The electric motor rotates the
pitch horn clevis to create an effectively shorter or longer
pitch link length to adjust the individual blade tracking.
Adjustment on a BELL 214ST is controlled by pilot input.
The temporary RADS system uses sensors to track rotor
blade position in conjunction with rotor azimuth sensors
and accelerometers to determine blade specific pitch link
adjustment.
[0017] Prior methods to control blade tracking are a
completely manual process, generally completed during
the initial hours of flight test for any given helicopter or
tilt rotor. The present invention is an automatic, active,
blade tracking system implemented using a permanently
installed pitch control mechanism that corrects tracking
under computer control, which can include during flight
operations. Further, the present invention can be used
with a balance control mechanism, which can also be
permanently attached to the blades, and which can also
be under the control of the computer.
[0018] FIG. 1 shows an aircraft 100 in accordance with
a preferred embodiment of the present application. In the
exemplary embodiment, aircraft 100 is a helicopter hav-
ing a fuselage 102 and a rotor system 104 carried ther-
eon. A plurality of rotor blades 106 is operably associated
with rotor system 104 for creating flight. The system of
the present invention can be used in conjunction with an
aircraft 100. Although shown associated with a helicop-
ter, it will be appreciated that the system of the present
application could also be utilized with different types of
rotary aircraft and vehicles.
[0019] For example, FIG. 2A shows a tiltrotor aircraft
200 that utilizes the system in accordance with the
present application. Tiltrotor aircraft 200 includes rotor
assemblies 202a and 202b that are carried by wings 204a
and 204b, and are disposed at end portions 206a and
206b of wings 204a and 204b, respectively. Rotor as-
semblies 202a and 202b include nacelles 208a and 208b,
which carry the engines and transmissions of tilt rotor
aircraft 200. Tilt rotor assemblies 202a and 202b move
or rotate relative to wing members 204a and 204b be-
tween a helicopter or hover mode in which tilt rotor as-
semblies 202a and 202b are tilted upward, such that tilt
rotor aircraft 200 flies like a conventional helicopter; and
an airplane or cruise mode in which tilt rotor assemblies
202a and 202b are tilted forward, such that tilt rotor air-
craft 200 flies like a conventional propeller driven aircraft.
[0020] FIG. 2B shows another tiltrotor aircraft 200 that
utilizes the system in accordance with the present appli-
cation. Tiltrotor aircraft 200 includes rotor assemblies
202a and 202b that are carried by wings 204a and 204b,
and are disposed at end portions 206a and 206b of wings
204a and 204b, respectively. Rotor assemblies 202a and
202b include nacelles 208a and 208b, which include the
engines and transmissions of tilt rotor aircraft 200. In this
embodiment, the engines are fixed to the wing and do
not rotate, rather, only the pylons 210a and 210b with
the rotor assemblies 202a and 202b rotates. Tilt rotor
assemblies 202a and 202b move and rotate relative to
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wing members 204a and 204b and the nacelles 208a
and 208b. The tilt rotor assemblies 202a and 202b do
not more relative to the wing members 204a and 204b.
Instead, during the transition between a helicopter or hov-
er mode only the pylons 210a and 210b with the rotor
assemblies 202a and 202b rotate to redirect the thrust
from the rotor assemblies 202a and 202b. The rotorcraft
200 is still able to fly like a conventional helicopter; and
an airplane or cruise mode in which on the rotors are
tilted forward, such that tilt rotor aircraft 200 flies like a
conventional propeller driven aircraft.
[0021] FIG. 3 shows a close-up view of a rotor assem-
bly 300 in relation to wing 302, with a direction of rotor
rotation. In this figure, three rotor blades are depicted,
304, 306, and 308a, 308b, 308c connected by hub 310
to engine 312. The skilled artisan will understand that a
rotor assembly can include, 2, 3, 4, 5, 6, 7 or more blades.
For purposes of explanation, the blade 308 is shown in
three different positions, 308a, 308b, and 308c, with the
large difference shown for exemplary and clarity purpos-
es only. The blade 308b is tracking at the correct or proper
position for the blade. The blades at position 308a and
308c are not in the correct position, leading to blade
and/or rotor assembly instability. For example, blade
308c is out of tracking and is high with regard to the proper
blade position 308b, while blade 308a is considered to
be below with regard to the properly tracking blade 308b
and blades 304 and 306. The present invention includes
methods, devices, code segments that are used to de-
termine the lack of blade tracking, and provides for a
system that permits manual or automatic changes to cor-
rect blade tracking.
[0022] FIG. 4 shows one embodiment of the present
invention, in which a blade tracking adjustment system
400 that is used to measure, correct, and confirm proper
blade tracking. A tracking adjustment mechanism 402 is
positioned to individually control blade tracking. In this
example, the tracking adjustment mechanism 402 is
used to adjust the pitch, as applicable, of one or more of
the three blades: first blade 404a, second blade 404b,
and/or third blade 404c, however, the skilled artisan will
know that blade tracking can be adjusted for just one
blade, two blades, three, four, or more blades as may be
required. Next, a blade tracking measurement system
406 is used to measure the position of the first, second,
or third blades and the tracking for each blade is output
at 408a, 408b, and 408c, respectively. The tracking in-
formation 408a, 408b, and 408c is then input into a proc-
essor or computer 410, which can be a flight control com-
puter, that determines if the blade is tracking correctly.
The processor or computer 410 then outputs information
or control signals regarding each of the blades, which
includes, if applicable, increasing or decreasing the pitch
of first, second, and/or third blades 412a, 412b, 412c,
respectively, by directing the tracking adjustment mech-
anism 402 to adjust the pitch of one or more of the blades.
The blade tracking measurement system 406 then meas-
ures the pitch of the blades and additional adjustments

are made as necessary, which can be an iterative proc-
ess until blade pitch is achieved or corrected. One ad-
vantage of the present invention is that blade pitch can
be adjusted during flight operations.
[0023] FIG. 5 shows another embodiment of the
present invention, in which a blade balance adjustment
system 500 that is used to measure, correct, and confirm
proper rotor system balance, which can operate alone or
in conjunction with the blade tracking adjustment system
of FIG. 4. A hub balance adjustment mechanism 502 is
positioned to individually control rotor system balance
however, the skilled artisan will know that blade tracking
can be adjusted for just one blade, two blades, three,
four, or more blades as may be required. In this example,
the hub balance adjustment mechanism 502 is used to
adjust the rotor system balance, as applicable, of one or
more of the three blades 504. Next, a rotor system bal-
ance measurement system 506 is used to measure the
balance of the blades and the output 508, which includes
measured rotor vibration(s) and/or acceleration(s), which
is/are input into a processor or computer 510, which can
be a flight control computer, that determines hub vibra-
tion, acceleration and/or rotor system balance. The proc-
essor or computer 510 then outputs information or control
signals regarding each of the blades, which includes, if
applicable, adjusting the weight of the first blade, second
blade, and/or third blade for balance 512a, 512b, 512c,
respectively, by directing the hub balance adjustment
mechanism 502 to adjust the balance of one or more of
the blades. The rotor system balance measurement sys-
tem 506 then measures the balance of the blades and
additional adjustments are made as necessary, which
can be an iterative process until hub balance is achieved
or corrected. One advantage of the present invention is
that hub balance can be adjusted during flight operations.
[0024] FIG. 6 shows a flow chart with one example of
the method 600 for automatically adjusting the tracking
of one or more blades of the present invention. At step
602, a blade tracking adjustment mechanism is provided
that is connected to one or more blades of an aircraft, a
blade tracking measurement system communicably cou-
pled to the blade tracking adjustment mechanism, and a
processor communicably coupled to the blade tracking
measurement system and the blade tracking adjustment
system. At step 604, the tracking of at least one of the
one or more blades using the blade tracking measure-
ment system is measured. At step 606, a measured track-
ing of each of the one or more blades is within one or
more specified operational parameter using the proces-
sor is determined. At step 608, the tracking of each blade
with the measured tracking is not within the operational
parameters is adjusted. At step 610, the pitch of at least
one of the one or more of the blades with the blade track-
ing adjustment mechanism based on an output received
from the processor is changed.
[0025] FIG. 7 shows a flowchart of certain details of
the system and method for the dynamic rotor system bal-
ance 700 of the present invention. At step 702, a meas-
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urement is taken to measure an initial dynamic rotor sys-
tem balance, which measurements are input into, e.g., a
flight control computer 704. At step 706, the computer
sends commands for the Hub and/or Blade Balance
mechanism(s) based on measured rotor system vibra-
tions and accelerations. At step 708, the Hub and/or
Blade Balance mechanisms are adjusted based on out-
put from the computer. At step 710, the method iterates
to achieve proper dynamic rotor system balance by au-
tomatically adjusting one or more mechanism(s) located
in the hub or blade (located in the rotor) while the rotor
is spinning, and the dynamic rotor system balance is
again measured. At step 712, the process ends once the
dynamic rotor system balance is attained.
[0026] It will be understood that particular embodi-
ments described herein are shown by way of illustration
and not as limitations of the invention. The principal fea-
tures of this invention can be employed in various em-
bodiments without departing from the scope of the inven-
tion. Those skilled in the art will recognize, or be able to
ascertain using no more than routine experimentation,
numerous equivalents to the specific procedures de-
scribed herein. Such equivalents are considered to be
within the scope of this invention and are covered by the
claims.
[0027] All publications and patent applications men-
tioned in the specification are indicative of the level of
skill of those skilled in the art to which this invention per-
tains. All publications and patent applications are herein
incorporated by reference to the same extent as if each
individual publication or patent application was specifi-
cally and individually indicated to be incorporated by ref-
erence.
[0028] The use of the word "a" or "an" when used in
conjunction with the term "comprising" in the claims
and/or the specification may mean "one," but it is also
consistent with the meaning of "one or more," "at least
one," and "one or more than one." The use of the term
"or" in the claims is used to mean "and/or" unless explicitly
indicated to refer to alternatives only or the alternatives
are mutually exclusive, although the disclosure supports
a definition that refers to only alternatives and "and/or."
Throughout this application, the term "about" is used to
indicate that a value includes the inherent variation of
error for the device, the method being employed to de-
termine the value, or the variation that exists among the
study subjects.
[0029] As used in this specification and claim(s), the
words "comprising" (and any form of comprising, such
as "comprise" and "comprises"), "having" (and any form
of having, such as "have" and "has"), "including" (and
any form of including, such as "includes" and "include")
or "containing" (and any form of containing, such as "con-
tains" and "contain") are inclusive or open-ended and do
not exclude additional, unrecited elements or method
steps. In embodiments of any of the compositions and
methods provided herein, "comprising" may be replaced
with "consisting essentially of" or "consisting of’. As used

herein, the phrase "consisting essentially of" requires the
specified integer(s) or steps as well as those that do not
materially affect the character or function of the claimed
invention. As used herein, the term "consisting" is used
to indicate the presence of the recited integer (e.g., a
feature, an element, a characteristic, a property, a meth-
od/process step or a limitation) or group of integers (e.g.,
feature(s), element(s), characteristic(s), propertie(s),
method/process steps or limitation(s)) only.
[0030] The term "or combinations thereof" as used
herein refers to all permutations and combinations of the
listed items preceding the term. For example, "A, B, C,
or combinations thereof" is intended to include at least
one of: A, B, C, AB, AC, BC, or ABC, and if order is
important in a particular context, also BA, CA, CB, CBA,
BCA, ACB, BAC, or CAB. Continuing with this example,
expressly included are combinations that contain repeats
of one or more item or term, such as BB, AAA, AB, BBC,
AAABCCCC, CBBAAA, CABABB, and so forth. The
skilled artisan will understand that typically there is no
limit on the number of items or terms in any combination,
unless otherwise apparent from the context.
[0031] As used herein, words of approximation such
as, without limitation, "about", "substantial" or "substan-
tially" refers to a condition that when so modified is un-
derstood to not necessarily be absolute or perfect but
would be considered close enough to those of ordinary
skill in the art to warrant designating the condition as
being present. The extent to which the description may
vary will depend on how great a change can be instituted
and still have one of ordinary skilled in the art recognize
the modified feature as still having the required charac-
teristics and capabilities of the unmodified feature. In
general, but subject to the preceding discussion, a nu-
merical value herein that is modified by a word of approx-
imation such as "about" may vary from the stated value
by at least 61, 2, 3, 4, 5, 6, 7, 10, 12 or 15%.
[0032] All of the devices and/or methods disclosed and
claimed herein can be made and executed without undue
experimentation in light of the present disclosure. While
the devices and/or and methods of this invention have
been described in terms of preferred embodiments, it will
be apparent to those of skill in the art that variations may
be applied to the compositions and/or methods and in
the steps or in the sequence of steps of the method de-
scribed herein without departing from the concept, spirit
and scope of the invention. All such similar substitutes
and modifications apparent to those skilled in the art are
deemed to be within the spirit, scope and concept of the
invention as defined by the appended claims.
[0033] Furthermore, no limitations are intended to the
details of construction or design herein shown, other than
as described in the claims below. It is therefore evident
that the particular embodiments disclosed above may be
altered or modified and all such variations are considered
within the scope and spirit of the disclosure. Accordingly,
the protection sought herein is as set forth in the claims
below.
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[0034] To aid the Patent Office, and any readers of any
patent issued on this application in interpreting the claims
appended hereto, applicants wish to note that they do
not intend any of the appended claims to invoke para-
graph 6 of 35 U.S.C. § 112 as it exists on the date of filing
hereof unless the words "means for" or "step for" are
explicitly used in the particular claim.

Claims

1. An apparatus for automatically adjusting the tracking
of one or more blades comprising:

a blade tracking adjustment mechanism con-
nected to one or more blades of an aircraft;
a blade tracking measurement system that
measures the tracking of the one or more
blades; and
a processor that receives an output from the
blade tracking measurement system with track-
ing information for each of the one or more
blades, wherein the processor controls the
blade tracking adjustment mechanism to
change a pitch of at least one of the one or more
of the blades to adjust the tracking of at least
one of the one or more blades.

2. A method for automatically adjusting the tracking of
one or more blades, the method comprising:

providing a blade tracking adjustment mecha-
nism connected to one or more blades of an air-
craft, a blade tracking measurement system
communicably coupled to the blade tracking ad-
justment mechanism, and a processor commu-
nicably coupled to the blade tracking measure-
ment system and the blade tracking adjustment
system;
measuring the tracking of at least one of the one
or more blades using the blade tracking meas-
urement system;
determining whether a measured tracking of
each of the one or more blades is within one or
more specified operational parameters using
the processor;
adjusting the tracking of each blade with the
measured tracking is not within the operational
parameters; and
changing the pitch of at least one of the one or
more of the blades with the blade tracking ad-
justment mechanism based on an output re-
ceived from the processor.

3. The apparatus of claim 1, or the method of claim 2,
wherein the processor is a flight control computer.

4. The apparatus of claim 1, wherein the blade tracking

adjustment mechanism is permanently attached to
the aircraft; or
the method of claim 2, further comprising permanent-
ly attaching the blade tracking adjustment mecha-
nism to the aircraft.

5. The apparatus of claim 1, or the method of claim 2,
wherein the aircraft is a helicopter, a rotorcraft, or a
vertical take off and landing rotorcraft.

6. The apparatus of claim 1, wherein an eccentric pitch
horn clevis is adjusted by the blade tracking adjust-
ment mechanism under the control of the processor;
or
the method of claim 2, further comprising adjusting
the tracking of the one or more blades at the eccentric
pitch horn clevis with the blade tracking adjustment
mechanism under the control of the processor.

7. The apparatus of claim 1, or the method of claim 2,
wherein the blade tracking adjustment mechanism
is a rotor analysis and diagnostic system.

8. The apparatus of claim 1, wherein the blade tracking
adjustment mechanism adjusts at least one of the
blade trim tabs, blade weights, and/or blade control
rods; or
the method of claim 2, further comprising adjusting
at least one of the blade trim tabs, blade weights,
and/or blade control rods of the one or more blades
using the blade tracking adjustment mechanism.

9. The apparatus of claim 1, further comprising a hub
balance adjustment mechanism communicably cou-
pled to the processor, wherein the hub balance ad-
justment mechanism balances at least one of the
one or more blades; or
the method of claim 2, further comprising adjusting
a hub balance with a hub balance adjustment mech-
anism communicably coupled to the processor,
wherein the hub balance adjustment mechanism
balances the one or more blades.

10. The apparatus of claim 1, or the method of claim 2,
further comprising a static rotor balance system that
adjusts the balance of a blade prior to installation
and tracking and balance of a blade after installation.

11. The apparatus of claim 1, or the method of claim 2,
further comprising a dynamic rotor balance system
communicably coupled to the processor, wherein the
dynamic rotor system balance system balances one
or more blades automatically.

12. A method for automatically adjusting the tracking of
one or more blades, the method comprising:

providing a blade tracking adjustment mecha-
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nism connected to one or more blades of an air-
craft, a blade tracking measurement system
communicably coupled to the blade tracking ad-
justment mechanism, and a processor commu-
nicably coupled to the blade tracking measure-
ment system and the blade tracking adjustment
system, and a hub balancing system connected
to a blade balancing system that is communica-
bly coupled to the processor;
measuring the tracking of at least one of the one
or more blades using the blade tracking meas-
urement system;
determining whether a measured tracking of
each of the one or more blades is within one or
more specified operational parameter using the
processor;
adjusting the tracking of each blade with the
measured tracking is not within the operational
parameters;
determining whether a measured balance of
each of the one or more blades is within one or
more specified operational parameter using the
processor;
adjusting the balance of each blade with the
measured balance is not within the operational
parameters; and
changing at least one of:

the pitch of at least one of the one or more
of the blades with the blade tracking adjust-
ment mechanism based on an output re-
ceived from the processor; or
the balance of at least one of the one or
more of the blades with the blade balancing
system based on an output received from
the processor.

13. A non-transitory computer readable medium for au-
tomatically adjusting the tracking of one or more
blades, comprising instructions stored thereon, that
when executed by a computer having a communi-
cations interface, one or more databases and one
or more processors communicably coupled to the
interface and one or more databases, perform the
steps comprising:

providing a blade tracking adjustment mecha-
nism connected to one or more blades of an air-
craft, a blade tracking measurement system
communicably coupled to the blade tracking ad-
justment mechanism, and a processor commu-
nicably coupled to the blade tracking measure-
ment system and the blade tracking adjustment
system;
measuring the tracking of at least one of the one
or more blades using the blade tracking meas-
urement system;
determining whether a measured tracking of

each of the one or more blades is within one or
more specified operational parameter using the
processor;
adjusting the tracking of each blade with the
measured tracking is not within the operational
parameters; and
changing the pitch of at least one of the one or
more of the blades with the blade tracking ad-
justment mechanism based on an output re-
ceived from the processor.
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