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(54) FILTRATION AND DIRT-SEPARATION DEVICE

(57) The invention relates to a filtration and dirt separation device (100) comprising a main body (110) wherein an
inlet conduit (114), intended to receive a water flow (F) entering the filtration and dirt separation device (100), and an
outlet conduit (115), intended to receive a water flow (F) leaving the filtration and dirt separation device (100), are formed;
a filter cartridge (120) having a generally cylindrical shape housed in a cup-shaped container (130) removably restrained
to said main body (110); a flow-diverting valve (150).

The flow-diverting valve (150) is movably accommodated inside the main body (110) in a seat (116) that is in fluid
communication with said inlet conduit (114), said cup-shaped container (130) and said outlet conduit (115). The flow-di-
verting valve (150) comprises channels (151, 152) adapted to selectively set the inlet conduit (114) in fluid communication
with the cup-shaped container (130) and the filter cartridge (120), or with the outlet conduit (115) depending on its position
in said seat (116).
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Description

Technical field of the invention

[0001] The present invention generally relates to water
filtration devices and in particular to a filtration and dirt-
separation device.

Background

[0002] Filtration and dirt separation devices are known
in the field of water filtration devices. These devices are
typically employed to remove impurities such as dirt and
iron residues from water made to recirculate in heating
and conditioning circuits, e.g. in house boilers having ra-
diator assemblies, panel assemblies, fan coils and the
like.
[0003] A filtration and dirt separation device generally
comprises a main body made of a plastic material or of
a metal material such as brass, and a cup-shaped con-
tainer wherein a filter cartridge may be optionally accom-
modated, for example a cylindrical shaped cartridge. The
cup-shaped container is removably mounted on the main
body, for example by way of a threaded nut associated
with a flange having a sealing element.
[0004] The main body is configured to be mounted in
a line with a hydraulic piping, for example by way of
threaded nuts. The main body comprises an inlet conduit
that allows to divert an incoming water flow towards the
cup-shaped container with its possible filter cartridge so
as to remove impurities, and an outlet conduit that re-
ceives a flow of water coming from the cup-shaped con-
tainer and its possible filter cartridge in order to allow it
to enter the hydraulic piping downstream of the filtration
and dirt-separation device.
[0005] Filtration and dirt-separation devices may ad-
vantageously comprise magnets arranged inside the fil-
ter cartridge, if present, for example coaxially thereto,
and adapted to promote collection of ferrous impurities.
[0006] In order to carry out cleaning and maintenance
of a filtration and dirt-separation device, it is necessary
to disassemble the cup-shaped container from the main
body and to remove the impurities accumulated inside it.
Is it also necessary to disassemble the filter cartridge if
this is provided inside the cup-shaped container. In order
to carry out these operations, the filtration and dirt sep-
aration device must be temporarily isolated from the hy-
draulic piping and to this aim two valves are typically
used. A first valve is positioned upstream of the main
body of the filtration and dirt separation device with re-
spect to a flow direction and serves to prevent water from
entering the device. A second valve is arranged down-
stream of the main body of the filtration and dirt separa-
tion device with respect to the flow direction and serves
to prevent water coming from a hydraulic appliance, e.g.
a boiler, from entering the device thus emptying the hy-
draulic circuit of the appliance.
[0007] Known filtration and dirt-separation devices

comprise a flow-diverting valve arranged inside the main
body and configured to allow to close both the inlet and
outlet conduits by performing a single operation, thus
simplifying and reducing the number of maneuvering ac-
tions required to carry out maintenance of a filtration and
dirt-separation device.
[0008] A filtration device of this type is described in
patent US 3935106 according to which the flow-diverting
valve is a substantially cylindrical rotor comprising inter-
nal channels suitable to allow fluid communication be-
tween a water inlet conduit formed in the main body and
a filter cartridge, as well as between the filter cartridge
and a water outlet conduit formed in the main body.
[0009] The rotor-shaped flow-diverting valve is accom-
modated atop the main body in a suitable seat that is
formed therein and communicates with the inlet and out-
let conduits. The flow-diverting valve is axially restrained
by a ring screwed on the main body. O-ring seals provide
hydraulic tightness between the flow-diverting valve and
the main body.
[0010] The flow-diverting valve of the above-men-
tioned filtering device may further comprise an additional
internal channel configured to define a "by-pass" position
wherein a direct connection is established between the
inlet conduit and the outlet conduit formed in the main
body, while hydraulically isolating the cartridge filter. This
allows to carry out cleaning and maintenance operations
without interrupting the water flow in the hydraulic piping.
[0011] Another example of a filtering device of the
same type is described in patent US 4379053. In this
case the flow-diverting valve is accommodated in the
main body in a seat formed by boring it from side to side,
i.e. transversely with respect to the direction of the water
flow.
[0012] The flow-diverting valve comprises a pair of cy-
lindrical elements disposed at opposite ends and a cy-
lindrical central body extending axially between said cy-
lindrical elements. The central body is hollow and is con-
figured to receive a rotation axis allowing to maneuver
the valve. A sealing element having the shape of a cir-
cular crown in cross section is restrained to the central
body. The sealing element extends throughout the length
of the central body.
[0013] By rotating the flow-diverting valve relative to
the main body it is possible to direct a water flow towards
the filter cartridge so as to define a normal operation con-
dition of the filtration and dirt separation device, as well
as to block the water flow entering the inlet conduit so as
to carry out maintenance operations, or to guide the water
flow entering the inlet conduit directly into the outlet con-
duit thus isolating the filter cartridge in order to carry out
maintenance operations without interrupting the water
flow inside the hydraulic piping.
[0014] In order to prevent drainage of a hydraulic ap-
pliance mounted downstream of the filtration and dirt sep-
aration device during maintenance operations, the filtra-
tion and dirt separation device comprises a one-way
valve associated with the outlet conduit formed in the
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main body. In a normal operation condition of the filtration
and dirt separation device, the one-way valve is opened
by the pressure of the water flow coming out from the
filter cartridge, while a possible flow of water coming from
the outlet conduit causes the one-way valve to close.
[0015] Also in this case O-ring seals provide hydraulic
tightness between the flow-diverting valve and the main
body.
[0016] The international publication WO 96/04062 A1
describes a filtration device comprising a main body hav-
ing an inlet conduit, an outlet conduit, and a bypass chan-
nel. A three-way flow-diverting valve is housed in the
main body. The valve can be rotated by way of a lever
so as to define a filtration position, a by-pass position,
and a closing position. The filtration device further com-
prises two one-way valves arranged so as to regulate
the flow of a fluid in the filtration condition and in the by-
pass condition, as well as to prevent fluid flow coming
from the outlet conduit to enter the main body.
[0017] The filtration devices mentioned above, which
are provided with a single flow-diverting valve having
multiple operating positions, may be improved as far as
the structures of the main body and of the flow-diverting
valve are concerned, which are often complex and ex-
pensive.
[0018] Hydraulic tightness may also be improved, be-
cause the configuration and arrangement of the flow-di-
verting valves requires the use of various sealing ele-
ments in order to prevent fluid leakages from the main
body through the valve seats.

Summary of the invention

[0019] The technical problem underlying and solved
by the present invention is therefore to provide a filtration
and dirt separation device suitable to overcome the draw-
backs mentioned above with reference to the prior art.
[0020] This problem is solved by a device according
to claim 1.
[0021] Preferred features of the present invention are
specified in the dependent claims.
[0022] An idea of solution underlying the invention is
to provide a filtration and dirt separation device whose
general structure is based on the structure of the filtration
device described in the patent US 3935106 discussed
above, but wherein, similarly to the filtration device de-
scribed in the international publication WO 96/04062 A1,
the flow-diverting valve is housed inside the main body
and is accommodated in a seat in fluid communication
with the inlet conduit, the cup-shaped container and the
outlet conduit. The flow-diverting valve is a three way
valve housed in a movable way in its seat and includes
channels suitable to allow fluid communication selective-
ly between the inlet conduit and the cup-shaped contain-
er, and hence the filter cartridge if present, or directly
between the inlet conduit and the outlet conduit. Thanks
to these features the overall configuration of the filtration
and dirt separation device is more robust and compact

than prior art filtration devices, because the flow-diverting
valve is completely housed inside the main body and is
not fitted into an outer seat and locked therein by way of
rings, screws and similar mounting means.
[0023] According to the invention the filtration and dirt
separation device further comprises a first one-way valve
arranged at the end of the outlet conduit which is in fluid
communication with the cup-shaped container, and a
second one-way valve arranged at the end of the outlet
conduit intended to be connected to a hydraulic appli-
ance. The flow-diverting valve, the first one-way valve
and the second one-way valve are arranged so as to
define three different operating conditions:

a) a first, filtering condition whereby a fluid enters
the inlet conduit, passes through the cup-shaped
container and exits the outlet conduit;
b) a second, by-pass condition whereby a fluid enters
the inlet conduit and proceeds directly into the outlet
conduit without crossing the cup-shaped container;
c) a third, closing condition whereby a fluid is stopped
in the inlet conduit without being able to flow into the
cup-shaped container or into the outlet conduit.

[0024] In other words, the arrangement of the flow-di-
verting valve and of the two one-way valves is such that
in the filtering condition the fluid opens and flows through
both one-way valves, while in the by-pass condition the
fluid opens and flows through the one-way valve that is
in fluid communication with a hydraulic appliance, while
the other one-way valve is closed by the fluid itself. Fi-
nally, in the closing condition, the flow-diverting valve
closes the inlet conduit, while the one-way fluid that is in
fluid communication with a hydraulic appliance prevents
ingress of fluid from the outlet conduit into the body of
the filtration and dirt separation device, and thus prevent
drainage of the hydraulic appliance.
[0025] According to a preferred embodiment of the in-
vention, the flow-diverting valve is a spherical-shaped
valve comprising a first through channel extending dia-
metrically and a second channel blind at one end, which
extends perpendicularly from the first through channel.
[0026] The seat of the spherical valve is formed as a
shoulder at the bottom of the inlet conduit, where this
fluidly communicates with the outlet conduit.
[0027] Two annular sealing elements made of a low-
friction material, e.g. PTFE, are arranged in the seat of
the flow-diverting valve and contact the valve. The flow-
diverting valve is fitted into the main body of the filtration
and dirt separation device through the inlet conduit and
locked in the seat by the annular sealing elements by
way of a threaded nut.
[0028] Thanks to these features, the sealing elements
associated with the flow-diverting valve are housed with
it inside the main body of the filtration and dirt separation
device, thus eliminating the sealing problems affecting
prior art filtration devices.
[0029] Further advantages and features, as well as op-
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eration modes of the present invention will become clear
from the following detailed description of some embodi-
ments thereof, disclosed for exemplifying and non-limit-
ing purposes.

Brief description of the drawings

[0030] Reference will be made in the following to the
attached drawings, wherein:

- Figure 1 is a perspective, partially sectional view
showing a filtration and dirt separation device ac-
cording to the invention;

- Figure 1a shows a detail of figure 1;
- Figure 2 is a partial, longitudinal sectional view of

the filtration and dirt separation device of figure 1;
- Figures 3a to 3c are perspective, partially sectional

views schematically showing three operating posi-
tions of the flow-diverting valve of the filtration and
dirt separation device according to the invention;

- Figures 4a to 4c are longitudinal sectional views re-
spectively showing the three operating positions of
figures 3a to 3c and schematically showing the flow
of water within the filtration and dirt separation device
according to the invention;

- Figures 5a to 5c are partial, longitudinal sectional
views respectively showing the three operating po-
sitions of figures 3a to 3c and schematically showing
the flow of water within the filtration and dirt separa-
tion device according to the invention.

Detailed description of preferred embodiments

[0031] By initially referring to figures 1 and 2, a filtration
and dirt separation device according to the invention is
generally indicated by reference numeral 100 and is
shown in a triaxial reference system wherein a first di-
rection X and a second direction Y that are perpendicular
to each other define a horizontal plane, while a third di-
rection Z represents a direction perpendicular to the hor-
izontal plane along which the force of gravity acts.
[0032] The filtration and dirt separation device 100
comprises a main body 110 made, for example, of a metal
material such as brass, or a plastic material. The filtration
and dirt separation device may optionally comprise a
generally cylindrical-shaped filter cartridge 120 housed
in a suitable cup-shaped container 130 that is removably
mounted on the main body 110, e.g. by way of a ring nut
111 associated with a flange 112 provided with a sealing
element 113.
[0033] In the following, reference will be made to a fil-
tration and dirt separation device 100 that is provided
with a filter cartridge. However, it will be understood that
the presence of a filter cartridge 120 is advantageous in
that it allows to hold impurities more efficiently, but it is
not an essential feature of the filtration and dirt separation
device 100 according to the invention, because impurities
spontaneously tend to remain inside the cup-shaped con-

tainer 130 when the flow rates and heads are low.
[0034] The main body 110 is configured to be connect-
ed to a hydraulic piping (not shown), for example by way
of threaded connections, and includes an inlet conduit
114 which directs a water flow entering the filtration and
dirt separation device 100 towards the cup-shaped con-
tainer 130 and the filter cartridge 120 so as to allow to
remove the impurities. The main body 110 also compris-
es an outlet conduit 115 which receives a flow of water
from the cup-shaped container 130 with the filter car-
tridge 120, thus allowing water to re-enter the hydraulic
piping.
[0035] In the illustrated embodiment, the inlet conduit
114 and the outlet conduit 115 are perpendicular to each
other, which allows to limit the size of the main body 110
and to ease assembly of the filtration and dirt separation
device close to a hydraulic appliance such as a domestic
boiler.
[0036] More particularly, the inlet conduit 114 extends
in the horizontal direction X, while the outlet conduit 115
extends in the vertical direction Z.
[0037] The filter cartridge 120 and the cup-shaped con-
tainer 130 are mounted under the main body 110 with
respect to the vertical direction Z, which facilitates col-
lection of sludge and ferrous impurities.
[0038] The filtration and dirt separation device 100 fur-
ther comprises a set of magnets 140, such as neodymium
magnets, which promote collection of ferrous impurities
inside the filter cartridge 120. In the illustrated embodi-
ment the magnets 140, schematically shown by way of
broken lines, are arranged coaxially to the filter cartridge
120 in a suitable plastic container 141 fixed to the bottom
of the cup-shaped container 130.
[0039] The filtration and dirt separation device 100 also
comprises a flow-diverting valve 150.
[0040] According to the invention, the flow-diverting
valve 150 is housed inside the main body 110 in a suitable
seat 116 that is set in fluid communication with the inlet
conduit 114, the cup-shaped container 130, where the
filter cartridge 120 is housed, as well as with the outlet
conduit 115 through respective openings 116a, 116b,
116c.
[0041] In the illustrated embodiment, the flow-diverting
valve 150 is a spherical ball valve rotatably accommo-
dated in the seat 116.
[0042] Two ring-shaped sealing elements 160, 161
made of a low-friction material, for example PTFE, are
arranged in the seat 116. The surfaces of the sealing
elements 160, 161 in contact with the valve 150 are
spherical shaped and match its spherical shape.
[0043] The seat 116 is formed as a shoulder 116d at
the end of the inlet conduit 114 in fluid communication
with the outlet conduit 115 and the cup-shaped container
130. The valve 150 is fitted into the main body 110
through the inlet conduit 114 and locked at the seat 116
with the sealing elements 160, 161 by means of a thread-
ed nut 162.
[0044] It will be appreciated that, unlike prior art filtra-

5 6 



EP 3 332 855 A1

6

5

10

15

20

25

30

35

40

45

50

55

tion and dirt separation devices, the provision of a flow-
diverting valve 150 that is fully arranged inside the main
body 110 makes the filtration and dirt separation device
of the invention much more compact and versatile than
those currently available on the market. The arrangement
of the sealing elements is also an improvement over the
arrangement of the sealing elements associated with
flow-diverting valves of prior art filtration devices. In fact,
the sealing elements are housed together with the flow-
diverting valve inside the main body, thus avoiding any
leakage to the outside.
[0045] The valve 150 may be operated by way of an
actuating lever 170 connected thereto by a shaft 171 at-
tached to its spherical body. The shaft 171 is rotatably
housed in a seat 117 formed in the main body 110 per-
pendicularly to the inlet conduit 114, more particularly in
the Y direction of the triaxial reference system of figure
1. In order to prevent fluid from leaking through the seat
117, an O-ring sealing element 172 is fitted on the insert
171 and associated with a pair of annular-shaped sealing
elements 173, 174 made of a low-friction material such
as PTFE.
[0046] With particular reference to figure 2, the valve
150 comprises a first through channel 151 extending di-
ametrically and a second channel 152 that has a blind
end and branches off perpendicularly from the first
through channel 151. In other words, the two channels
form a T-shaped cavity within the flow-diverting valve
150.
[0047] This configuration of the valve 150 allows to se-
lectively establish fluid communication between the inlet
conduit 114 and the cup-shaped container 130, and
hence the filter cartridge 120, or with the outlet conduit
115 by simply rotating the actuating lever 170 by 90°.
[0048] It will be appreciated that, even though the
spherical shape of the flow-diverting valve 150 is pre-
ferred because of its compact size and structural simplic-
ity, this shape is not binding for the invention. More gen-
erally in fact the flow-diverting valve is configured and
operates as a three-way valve movable in a seat formed
within the main body 110 and having a shape matching
the shape of the valve.
[0049] With particular reference to figures 3a, 4a and
5a, in a first operating condition, which represents a nor-
mal operation condition of the filtration and dirt separation
device 100, a flow of water entering the inlet conduit 114
reaches the outlet conduit 115 passing through the filter
cartridge 120.
[0050] To this end, the flow-diverting valve 150 is ar-
ranged such that an inlet of the second, blind 152 channel
faces the inlet conduit 114 and such that the first through
channel 151, which is perpendicular to the second chan-
nel 152, is set in fluid communication with the cup-shaped
container 130. The blind end of the second channel 152
instead separates the inlet conduit 114 from the outlet
conduit 115.
[0051] It will therefore be clear that a water flow F en-
tering the inlet conduit 114 crosses the second channel

152 of the valve 150, is diverted at right angles into the
first channel 151 and reaches the cup-shaped container
130 through the latter in the Z direction.
[0052] The arrows in figures 4a and 5a schematically
show the water flow from the inlet conduit 114 to the outlet
conduit 115.
[0053] In the illustrated embodiment, the valve 150 is
aligned with an axis A of the cup-shaped container 130
and the filter cartridge 120, whereby the incoming water
flow F is received within the filter cartridge 120, where
the magnets 140 are arranged.
[0054] The purified water flow F coming out radially
from the openings of the filter cartridge 120 reaches the
outlet conduit 115 and flows out of the main body 110 in
order to reach a hydraulic appliance, such as a boiler,
connected to the filtration and dirt separation device 100.
[0055] At the end of the outlet conduit 115 facing the
cup-shaped container 130, a one-way valve 180 is pro-
vided, for example a conical type one-way valve, and is
arranged so as to be opened when urged by a flow of
water coming from the cup-shaped container 130 and
directed towards the outlet conduit 115, and to be closed
when urged by a flow of water coming from the outlet
conduit 115.
[0056] With reference to figures 3b, 4b, and 5b, in a
second operating condition whereby the filter cartridge
120 is by-passed, a water flow F entering the inlet conduit
114 reaches the outlet conduit 115 directly without cross-
ing the filter cartridge 120. For this purpose, by actuating
the actuating lever 170, the flow-diverting valve 150 is
arranged such that the first channel 151 is aligned with
the inlet conduit 114 and the second channel 152, per-
pendicular to the first channel 151, has the blind end fac-
ing the cup-shaped container 130.
[0057] When flowing through the outlet conduit 115,
the one-way valve 180 is closed due to the pressure of
the water flow F, thereby hydraulically separating the
cup-shaped container 130 from the main body 110.
[0058] The arrows in figures 4b and 5b schematically
show the path of the water flow from the inlet conduit 114
to the outlet conduit 115.
[0059] In this second operating condition, it is possible
to disassemble the cup-shaped container 130 from the
main body 110 so as to clean the filter cartridge 120 or
to replace it.
[0060] At the bottom of the cup-shaped container 130,
an exhaust valve 131, such as a ball valve, is advanta-
geously mounted so as to allow to empty the cup-shaped
container 130 before carrying out maintenance opera-
tions.
[0061] The configuration of the flow-diverting valve 150
described above also allows the filtration and dirt sepa-
ration device 100 to be set in a third operation condition
whereby a water flow F is blocked in the inlet conduit 114
thus interrupting water supply to the hydraulic appliance.
[0062] To this end, by maneuvering the actuating lever
170 the flow-diverting 150 is rotated in an opposite posi-
tion relative to position corresponding to the normal op-
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eration of the filtration and dirt separation device, i.e. such
that the blind end of the second channel 152 faces the
inlet conduit 114 and that the first through channel 151,
perpendicular to the second channel 152, is aligned with
the inlet conduit 114. This prevents a water flow F from
reaching the hydraulic appliance connected to the filtra-
tion and dirt separation device 100.
[0063] In order to prevent drainage of the hydraulic ap-
pliance through the filtration and dirt separation device
100 during maintenance operations, and more generally
that the water contained in a hydraulic circuit of the hy-
draulic appliance pressurizes the main body 110 with po-
tential risks to the sealing elements, the filtration and dirt
separation device 100 is advantageously provided with
a second one-way valve 181 arranged in the outlet con-
duit 115.
[0064] The second one-way valve 181 is mounted at
the end of the outlet conduit 115 intended to connected
to the hydraulic appliance and is arranged so as to be
opened when urged by a flow of water coming from the
cup-shaped container 130 or directly from the inlet con-
duit 114, and to be closed when urged by a flow of water
coming in the opposite direction, i.e. entering the outlet
conduit 115.
[0065] As schematically indicated by the arrows in fig-
ures 4c and 5c, by rotating the flow-diverting valve such
that the blind end of the second channel 152 faces the
inlet conduit 114, there is no flow of water through the
filtration and dirt separation device 100 and the outlet
conduit 115 is closed by the second one-way valve 181,
which is subjected to the pressure of the water contained
in the hydraulic circuit of the hydraulic appliance.
[0066] In light of the above, it will be appreciated that
the flow-diverting valve 150 and the two one-way valves
180, 181 are arranged such that they define three differ-
ent operating conditions of the filtration and dirt separa-
tion device 100:

a) a first filtration condition whereby the flow-divert-
ing valve 150 prevents fluid communication from the
inlet conduit 114 to the outlet conduit 115 and allows
fluid communication from the inlet conduit 114 to the
cup-shaped container 130, and whereby fluid flows
from the inlet conduit 114 through the cup-shaped
container 130, the first one-way valve 180, the sec-
ond one-way valve 181 and finally through the outlet
conduit 115;
b) a second by-pass condition whereby the flow-di-
verting valve 150 prevents fluid communication to
the cup-shaped container 130 and allows fluid com-
munication from the inlet conduit 114 to the outlet
conduit 115, whereby fluid flows from the inlet con-
duit 114 through the second one-way valve 181 and
the outlet conduit 115, while the first one-way valve
180 prevents the fluid from flowing from the main
body 110 into the cup-shaped container 130;
c) a third closing condition whereby the flow-diverting
valve 150 prevents fluid communication from the in-

let conduit 114 to the main body 110, while the sec-
ond flow-diverting valve 181 prevents fluid commu-
nication from the outlet conduit 115 to the main body
110.

[0067] The present invention has been disclosed with
reference to preferred embodiments thereof. It will be
appreciated that further embodiments associated with
the same inventive idea may exist, as defined by the
scope of protection of the claims set forth below.

Claims

1. A filtration and dirt separation device (100) compris-
ing:

i) a main body (110) wherein an inlet conduit
(114), intended to receive a water flow (F) en-
tering the filtration and dirt separation device
(100), and an outlet conduit (115), intended to
receive a water flow (F) leaving the filtration and
dirt separation device (100), are formed;
ii) a cup-shaped container (130) that is remov-
ably restrained to said main body (110), said
cup-shaped container (130) optionally housing
a filter cartridge (120);
iii) a flow-diverting valve (150) that is movably
accommodated inside the main body (110) in a
seat (116) that is in fluid communication with
said inlet conduit (114), said cup-shaped con-
tainer (130) and said outlet conduit (115), said
flow-diverting valve (150) being a three-way
valve comprising channels (151, 152) adapted
to selectively set the inlet conduit (114) in fluid
communication with the cup-shaped container
(130), or with the outlet conduit (115) depending
on its position in said seat (116),
iv) a first one-way valve (180) that is arranged
at the end of the outlet conduit (115) that fluidly
communicates with the cup-shaped container
(130),
v) a second one-way valve (181) that is arranged
at the end of the outlet conduit (115) that is in-
tended to be connected to a hydraulic appliance,

characterized in that the flow-diverting valve (150),
the first one-way valve (180) and the second one-
way valve (181) are arranged such that the following
operating conditions are defined:

a) a first, filtration, condition whereby the flow-
diverting valve (150) prevents fluid communica-
tion from the inlet conduit (114) to the outlet con-
duit (115) and allows fluid communication from
the inlet conduit (114) to the cup-shaped con-
tainer (130), and whereby fluid flows from the
inlet conduit (114) through the cup-shaped con-
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tainer (130), the first one-way valve (180), the
second one-way valve (181) and finally through
the outlet conduit (115);
b) a second, by-pass, condition according to
whereby the flow-diverting valve (150) prevents
fluid communication to the cup-shaped contain-
er (130) and allows fluid communication from
the inlet conduit (114) to the outlet conduit (115),
whereby fluid flows from the inlet conduit (114)
through the second one-way valve (181) and the
outlet conduit (115), while the first one-way valve
(180) prevents the fluid from flowing from the
main body (110) into the cup-shaped container
(130);
c) a third, closing, condition whereby the flow-
diverting valve (150) prevents fluid communica-
tion from the inlet conduit (114) to the main body
(110), while the second flow-diverting valve
(181) prevents fluid communication from the
outlet conduit (115) to the main body (110).

2. A filtration device (100) according to claim 1, wherein
the flow-diverting valve (150) is a spherical valve ro-
tatably accommodated inside the main body (110),
and wherein said spherical valve comprises a first,
diametrically extending through-channel (151) and
a second channel (152) blind at one end that branch-
es off perpendicularly to the first through-channel
(151).

3. A filtration device (100) according to claim 2, further
comprising two sealing elements (160, 161) having
an annular shape, said sealing elements (160, 161)
being made of a low-friction material and being
housed in the seat (116) in contact with the flow-
diverting valve (150), wherein the surfaces of said
sealing elements (160, 161) in contact with the flow-
diverting valve (150) have a corresponding spherical
shape.

4. A filtration device (100) according to claim 3, wherein
the seat (116) is formed at the end of the inlet conduit
(114) that is in fluid communication with the outlet
conduit (115) and the cup-shaped container (130),
and wherein the flow-diverting valve (150) is fitted
into the main body (110) through the inlet conduit
(114) and held in the seat (116) together with the
sealing elements (160, 161) by way of a threaded
ring (162).

5. A filtration device (100) according to any one of
claims 2 to 4, further comprising an actuating lever
(170) connected to the flow-diverting valve (150)
through a shaft (171) fixed on its spherical body,
wherein said shaft (171) is rotatably housed in a seat
(117) formed in the main body (110) perpendicularly
to the inlet conduit (114).

6. A filtration device (100) according to any one of
claims 1 to 5, wherein the inlet conduit (114) and the
outlet conduit (115) are perpendicular to each other.

7. A filtration device (100) according to any one of
claims 1 to 6, wherein the cup-shaped container
(130) houses a filter cartridge (120) having a gener-
ally cylindrical shape and wherein said filter cartridge
(120) comprises a set of magnets (140) arranged
coaxially thereto in a container (141) made of a plas-
tic material.
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