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(54) TRACK WHEEL SUSPENSION FOR A CONSTRUCTION MACHINE

(57) A track wheel suspension for a construction ma-
chine is introduced. The track wheel suspension com-
prises a track wheel engageable to a track and a swing
device comprising a first coupling portion. The first cou-
pling portion is arranged for rotatably supporting the track
wheel. Furthermore, the track wheel suspension com-
prises a swing bar with a first bar end which is arranged

for being mounted to a second coupling portion of the
swing device. The swing bar provides a swing axis which
is offset from a rotation axis of the track wheel such that
a swing movement of the swing device enables a move-
ment of the track wheel in a direction which is substan-
tially perpendicular to the rotation axis.
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Description

TECHNICAL FIELD

[0001] The technical field relates to a track wheel sus-
pension for a construction machine. In addition, the tech-
nical field relates to a construction machine comprising
a track wheel suspension.

BACKGROUND

[0002] Construction machines like compact track load-
ers are widely used in the market. Such construction ma-
chines may use track drives. Known construction ma-
chines with such track drives usually comprise a tracked
chassis with rigid or suspended undercarriages. Such
configurations are, however, complex and expensive.
[0003] Accordingly, it is desirable to at least address
the foregoing. In addition, other desirable features and
characteristics will become apparent from the subse-
quent summary and detailed description, and the ap-
pended claims, taken in conjunction with the accompa-
nying drawings and this background.

SUMMARY

[0004] It is the object of the invention to provide an
improved track wheel suspension as well as to provide
a construction machine with an improved track wheel
suspension.
[0005] Described in a first embodiment is a track wheel
suspension for a construction machine. The track wheel
suspension comprises a track wheel engageable to a
track and a swing device comprising a first coupling por-
tion. The first coupling portion is arranged for rotatably
supporting the track wheel. Furthermore, the track wheel
suspension comprises a swing bar with a first bar end
which is arranged for being mounted to a second coupling
portion of the swing device. The swing bar provides a
swing axis which is offset from a rotation axis of the track
wheel such that a swing movement of the swing device
enables a movement of the track wheel in a direction
which is substantially perpendicular to the rotation axis.
[0006] The construction machine can be any suitable
type of construction machine. Preferably, the construc-
tion machine is a compact track loader, skid-steer loader
or a bulldozer. In the context of the present invention,
track wheels can be any wheels engaging or contacting
a track of the construction machine. For example, a track
wheel may be embodied as a drive wheel, a roller or an
idler. The drive wheel can comprise a sprocket or sprock-
et segments for an engagement with the track. The track
may comprise multiple track shoes coupled with each
other to a continuous track.
[0007] The swing device rotatably supports the track
wheel in such a manner that the track wheel is movable
substantially perpendicular with respect to its own rota-
tion axis in a swinging manner. The swing axis about

which the track wheel is swingingly movable is offset from
the rotation axis meaning that a movement of the track
wheel perpendicular to the rotation axis will occur about
the swing axis and with a fixed distance to the swing axis.
The swing device may by any suitable link which is able
to transmit a force in any direction. For that purpose, the
swing device needs to be sufficiently rigid in order to
transmit forces. The swing device may be embodied in
different configurations as a part or component having
solely the function of transmitting forces for supporting
the track wheel. In this case, the swing device can be
configured as a link, e.g. a bar or rod. The swing device
may also be realized as a component having additional
functions besides the force transmission for supporting
the track wheel. For example, the swing device can be
embodied by other components of the construction ma-
chine like a housing of a drive means for driving the track
wheel. In other words, other components can have the
additional function of the swing device thereby combining
multiple functions in a single component. For example,
the housing of the drive means can be constructed load
bearing.
[0008] The track wheel can be coupled to the swing
device by means of a first coupling portion of the swing
device. The first coupling portion is configured to rotata-
bly support the track wheel. Accordingly, the track wheel
is rotatably held by the first coupling portion. The first
coupling portion may be embodied as a suitable bearing.
Furthermore, the first coupling portion can be configured
to support the track wheel from opposite sides or from
only one side. In this connection, the swing device may
be configured in a fork like manner in order that the swing
device may accommodate or support the track wheel be-
tween its prongs.
[0009] The swing device further comprises a second
coupling portion. The second coupling portion is coupled
to a swing bar at a first bar end. The swing bar preferably
comprises a non-circular outer periphery and may be em-
bodied as a torsion bar or a substantially rigid bar. Fur-
thermore, the swing bar may be at least partially solid.
The second coupling is preferably configured to non-ro-
tatably couple the swing device to the swing bar. In other
words, the swing device can be coupled to the swing bar
such that a torque or rotational force can be transferred
from the swing device to the swing bar and vice versa.
In this way, a rotation of the swing bar may lead to a
rotation of the swing device and vice versa. The second
coupling can be adapted to be coupled to the swing bar
by a positive fit connection or an integral connection
achieved by bonding or welding, for instance.
[0010] The swing bar provides a swing axis about
which the swing device is rotatable. The track wheel is
supported rotatable on the swing device such that the
rotation axis of the track wheel is offset and preferably
parallel to the swing axis. In this way, the track wheel is
movable about the swing axis and any translatory move-
ment of the track wheel will occur in a direction substan-
tially perpendicular to the rotation axis. In this way, the
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track wheel can be moved on a circular path about the
swing axis.
[0011] According to a further embodiment, the track
wheel is a drive track wheel. Accordingly, in the preferred
embodiment, the track is driven by means of a drive track
wheel which is supported in in the track wheel suspension
such that it can perform a swing movement about the
swing axis. For this, the drive track wheel is configured
to force transmittingly engage the track. For example,
the drive track wheel can comprise a sprocket or sprocket
segments for an engagement with the track. As already
mentioned above, the track may comprise multiple track
shoes coupled with each other to a continuous track.
[0012] Preferably, the track wheel is a leading or a trail-
ing track wheel of multiple track wheels of a construction
machine. Thus, in a preferable embodiment, the driving
force may be transferred to the track on a trailing side of
an undercarriage.
[0013] According to a further embodiment of the
present invention, the track wheel suspension comprises
a direct drive for driving the track wheel. In the context
of the present invention, direct drive can be understood
as a drive mechanism in which a rotational force or the
rotation of the drive track wheel is generated close to or
at the drive track wheel. In other words, power for driving
the direct drive is at least partially transmitted non-rotat-
ably to the direct drive, hydraulically or electrically for
instance.
[0014] For example, the direct drive according to the
invention can be a hydraulic motor which may be coupled
to a multi-stage planetary gear set inside a wheel hub of
the drive track wheel. That is, pressurized fluid is guided
into such a direct drive and there, hydraulic pressure is
converted into torque and an angular displacement. In
this way, a rotational force can be generated directly in
the drive track wheel.
[0015] According to a further preferable embodiment
of the present invention, the track wheel suspension com-
prises a wheel hub drive mounted to the track wheel.
[0016] According to a further preferable embodiment
of the present invention, the swing device comprises a
housing of the direct drive. Accordingly, the housing may
be a part of the swing device. In the context of the present
invention, the housing may provide or may comprise the
second coupling portion for coupling the same to the first
bar end of the swing bar. The first bar end is coupled to
the housing. This can be realized in such a manner that
the rotation axis of the drive track wheel and the swing
axis of the swing bar are offset with respect to each other.
The first bar end of the swing bar can be coupled to the
housing with a positive fit connection. For example, the
first bar end may be screwed to the housing using bolts.
Preferably, the first bar end comprises a non-round outer
periphery and for example a square like cross section.
The second coupling portion may provide or comprise a
recess in which the first bar end can be accommodated.
In this way, a positive fit connection for transmitting torque
from the swing bar to the housing is achieved. Other con-

nections between the swing bar and the housing could
be used as long as a sufficient torque transfer is possible.
[0017] According to a further embodiment of the
present invention, the track wheel suspension may com-
prise a swing limiting device for restricting a swing move-
ment of the swing device. Different configurations for
such a swing limiting device are possible. The swing lim-
iting device is configured to limit the path along which the
track wheel can move about the swing axis. Accordingly,
the swing limiting device can be any suitable means for
influencing or limiting the movement of the track wheel.
The swing limiting device can be configured to limit the
swing movement in one or both directions. Furthermore,
the swing liming device can be configured to permanently
or temporarily limit the swing movement in at least one
swing direction. Different configurations are possible
here. For example, the swing limiting device can com-
prise a configuration in which a movement beyond a spe-
cific amount or point is always prevented. In addition to
that, there may be a dynamic limiting of the swing move-
ment depending on certain conditions like the travel
speed of the construction machine. Thus, the swing lim-
iting device may be controllable and may even be feed-
back controlled.
[0018] In a preferable embodiment of the present in-
vention, the swing limiting device comprises an abutment
portion provided on the first coupling portion, for example
on the housing of the direct drive, and being arranged
for abutting a contact portion provided on said construc-
tion machine. Accordingly, the swing movement may be
limited by a stop provided on the construction machine.
With this configuration, a swing movement in one direc-
tion is possible until the abutment portion gets in contact
with the contact portion.
[0019] According to a preferable embodiment of the
present invention, the abutment portion is arranged op-
posite to the second coupling portion with respect to the
rotation axis. In other words, the abutment portion and
the second coupling portion are arranged on opposite
sides of the rotation axis. The abutment portion, the ro-
tation axis and the second coupling portion can be ar-
ranged on a virtual line which is preferably perpendicular
to the rotation axis and the swing axis.
[0020] According to a preferable embodiment of the
present invention, the track wheel suspension further
comprises a swing bar housing arranged for accommo-
dating and rotatably supporting the swing bar, wherein
at least one elastic element is placed between an outer
bar surface of the swing bar and an inner housing surface
of the swing bar housing. The elastic element may be a
rubber cord or strand arranged along the swing bar and
between the swing bar and the inner housing surface.
Thus, when the swing bar is rotated with respect to the
swing bar housing, the elastic element is elastically de-
formed. In this way, a spring system is achieved by which
a track wheel can be suspended.
[0021] According to a preferable embodiment of the
present invention, the swing bar and the at least one elas-
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tic element are encapsulated in the swing bar housing,
wherein preferably a seal is provided for sealing a space
between an end portion of the swing bar housing and the
swing bar.
[0022] The swing bar may comprise two or more pe-
ripheral surface sections. For example, the swing bar can
comprise three, four or five surface sections. Further-
more, the track wheel suspension may further comprise
a number of elastic elements corresponding to the
number of surface sections and each of which being lo-
cated between a respective peripheral surface section
and the inner housing surface. According to a preferable
embodiment, the swing bar comprises four peripheral
surface sections and four elastic elements.
[0023] For example, the swing bar as well as the swing
bar housing can comprise a square shape. However, dif-
ferent shapes could be used instead. A maximum diam-
eter of the swing bar, that is the distance between two
diagonally opposite edges, is smaller than the distance
between two inner housing surfaces of the swing bar
housing which face each other. The surface sections may
be arranged inclined to inner housing surfaces at an an-
gle of preferably about 45°. In this way, spaces can be
defined between the inner housing surface, e.g. sections
of two inner housing surfaces, and a surface section. An
elastic element can be provided in each of the spaces
so that a rotation of the swing bar leads to a deformation
of the elastic elements. By this, the swing bar can be held
in the housing rotatable around a swing axis. Accordingly,
the housing is rotatable about the swing axis and conse-
quently the drive track wheel is also rotatable about the
swing axis.
[0024] According to a further preferable embodiment,
the track wheel suspension further comprises a restrain-
ing mechanism for at least restraining a movement of the
second coupling portion about the swing axis in at least
a first direction.
[0025] The restraining mechanism for at least restrain-
ing a movement of the second coupling portion about the
swing axis in at least a first direction can be any suitable
mechanism which is able to achieve the desired function.
It is to be noted that the term "restraining a movement"
in the context of the present invention means that the
movement is at least made more difficult compared to a
condition in which no restraining takes place. However,
"restraining a movement" shall also include a condition
in which the movement is fully prevented or blocked. Fur-
thermore, with the mechanism as described, restraining
the movement is possible in at least a first direction. This
means that depending on the configuration of the mech-
anism, a movement of the second coupling portion about
the swing axis can be restrained in one or both directions.
In this connection, a configuration may be realized which
allows selective restraining.
[0026] With the above configuration of the track wheel
suspension, a simple, reliable suspension for a construc-
tion machine is achieved with increased adaptability. In
other words, the invention is based on the idea that prior

art systems are not sufficiently capable to adapt to dif-
ferent conditions, e.g. different driving conditions.
[0027] In a further preferable embodiment, the re-
straining mechanism is configured to force-transmittingly
connect with at least one of one or more restraining por-
tions of the swing bar so that a movement of the at least
one of the one or more restraining portions of the swing
bar about the swing axis is restrained. In this way, the
characteristic of the track wheel suspension can be in-
fluenced leading to a more flexible overall system.
[0028] In the context of the present application, a re-
straining portion of the swing bar may be any portion of
the swing bar which is configured to receive a force which
counteracts a rotational movement of the swing bar. Such
a portion may be configured in a specific shape or may
comprise means for mounting additional elements like
arms etc. non-rotatably on the swing bar. For example,
the restraining portion of the swing bar may be embodied
as a portion having a square cross section onto which a
correspondingly formed link arm having a square open-
ing may be arranged non-rotatably. The restraining por-
tion may also comprise a threaded opening for mounting
a link arm or other force application member on the swing
bar. Furthermore, it is to be noted that each swing bar
can comprise multiple restraining portions which may be
similarly or differently configured and may be arranged
along the swing bar at equal or different distances.
[0029] According to the embodiment, the restraining
mechanism is configured to force-transmittingly connect
with at least one of the one or more restraining portions
of the swing bar. The restraining mechanism may be any
mechanism allowing to introduce a force into the one or
more restraining portions. In particular, the restraining
mechanism may be configured to establish a positive
locking or a frictional locking with the swing bar. The re-
straining mechanism may include but is not limited to
clutches, locks etc.
[0030] According to a preferable embodiment, the re-
straining mechanism is configured to releasably lock at
least one of the one or more restraining portions of the
swing bar into position.
[0031] In this way, a movement of the swing bar at the
restraining portion may be temporarily fully blocked such
that the restraining portion cannot move at all. That is,
the restraining mechanism is configured to selectively
allow or restrict a movement of the swing bar at the re-
straining portion. If a restraining portion of the restraining
portions is locked into position, the swing bar is fixedly
and non-rotatably held at this restraining portion. De-
pending on the location of the restraining portion in the
longitudinal direction of the swing bar, the swing bar may
be able to twist and to still provide a certain degree of
resiliency so that the swing device may still be able to
rotate about the swing bar axis but with a more limited
extent. In other words, a portion of the swing bar between
the restraining portion and the swing device may act as
a torsion spring. In case the restraining mechanism is
configured to be able to releasably lock one or more re-
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straining portions, the track wheel suspension may be
configured to allow a selective restriction at different axial
positions of the swing bar. In this way, the spring stiffness
of the swing bar can be adjusted to different situations
or driving conditions. In order to increase the spring stiff-
ness, the restraining mechanism can releasably lock the
swing bar at a restraining portion which is located adja-
cent to the swing device whereas a lower spring stiffness
is achieved in case the restraining mechanism releasably
locks a restraining portion which is located at a greater
distance away from the swing device.
[0032] According to a preferable embodiment, the re-
straining mechanism comprises an engaging member
configured to directly or indirectly establish a form-fit cou-
pling with at least one of the one or more restraining por-
tions of the swing bar. In other words, the restraining
mechanism may selectively provide a positive fit connec-
tion with the swing bar at the restraining portions of the
swing bar. The engaging member can be a hook-like
member which is able to engage with the restraining por-
tion. However, the engaging member may also be a lock-
ing rod which is axially movable and able to engage with
an opening provided in the restraining portion. The en-
gaging member can get into direct contact with one or
more of the one or more restraining portions or can act
as an actuation element for moving a further element into
contact with the restraining portion in order to restrain
the movement of the same. In this way, a simple and
reliable restraining mechanism may be achieved.
[0033] According to a further preferable embodiment,
at least one of the one or more restraining portions com-
prises an engaging section integrally formed on the swing
bar. In this way, a reliable and easy restraining portion
can be provided. For example, the engaging section can
be provided in the form of a protrusion protruding from
an outer circumference of the swing bar. Furthermore, it
is possible to provide a recess on the swing bar with
which the engaging member may engage.
[0034] According to a further preferable embodiment,
at least one of the one or more restraining portions com-
prises an engaging element fixedly coupled to the swing
bar. The engaging element may be non-rotatably coupled
to the swing bar and may be configured so as to receive
a portion of the swing bar. For example, the swing bar
may comprise a square cross section and the engaging
element may comprise a recess or opening having a cor-
responding shape. In this way, it is possible to insert the
swing bar into the opening or recess in order to provide
a form-fit coupling which is able to transfer rotational forc-
es from the swing bar to the engaging element.
[0035] According to a further preferable embodiment,
one restraining portion of the one or more restraining
portions is provided on a second bar end of the swing
bar. By providing one restraining portion on the second
bar end of the swing bar, a rotation of the second bar end
of the swing bar is restrained. In this way, the portion of
the swing bar between the second bar end and the swing
device may act as a torsion spring. Accordingly, forces

resulting from shocks exerted on the swing device are
not directly transferred to the restraining portion and con-
sequently dampened to a certain extent before acting on
the restraining mechanism. In this way, the load exerted
on the restraining mechanism is reduced and it is possible
to provide a more lightweight construction.
[0036] According to a further preferable embodiment,
one restraining portion of the one or more restraining
portions is provided on the first bar end of the swing bar.
Accordingly, a restraining portion may be provided close
to or adjacent the swing device so that no considerable
portion of the swing bar is available to act as a torsion
spring. In this way, it is possible to lock the movement of
the swing device to the greatest extent since the spring
stiffness is highest with such a configuration. In this way,
a configuration is provided which is able to lock the sus-
pension to the greatest extent.
[0037] According to a preferable embodiment, it is pos-
sible to at least restrain a movement of the leading or
trailing track wheel of the construction machine. In this
way, it is possible to prevent undesired movements of
the construction machine in certain driving conditions in-
cluding pitching, for instance.
[0038] According to a preferable embodiment, at least
a leading track wheel of multiple track wheels for each
track is carried by a track wheel suspension as described
above.
[0039] According to a preferable embodiment, each
track wheel of said construction machine is supported by
a track wheel suspension as described above.
[0040] According to a further preferable embodiment,
the construction machine further comprises an actuator
for actuating a restricting mechanism, the actuator being
preferably manually operable and/or automatically oper-
able by means of a control system.
[0041] For example, the actuator may be a hydraulic
cylinder coupled to the engaging member of the restrain-
ing mechanism. On the other hand, the actuator may be
a lever operatively coupled to the engaging member of
the restraining mechanism. The hydraulic cylinder may
be controlled by means of a control system or may be
manually operated by actuation elements. The control
system may be configured to actuate one or more auto-
matically operable actuators such as hydraulic cylinders.
In this way, it is possible to provide a suspension with
great variability. The control system may be coupled to
sensors of the construction machine in order to be able
to dynamically operate the actuator dependent on certain
conditions like acceleration or load acting on the con-
struction machine.
[0042] According to a preferable embodiment, the ac-
tuator is configured to simultaneously operate each re-
straining mechanism. With this configuration, a move-
ment of each swing bar can be locked simultaneously in
order to provide a fully rigid suspension of the construc-
tion machine.
[0043] According to a further aspect of the present in-
vention, a construction machine comprising a machine
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body carried by at least one pair of tracks and a track
wheel suspension as described above is provided.
[0044] According to an embodiment, the construction
machine further comprises a swing movement limiting
device for limiting the swing movement of a swing device
in at least one direction. Such a configuration provides
an enhanced suspension in that an undesired movement
of the swing device is limited in at least one direction. In
this way, the durability and reliability of the overall track
wheel suspension is enhanced as no excessive stress
may be applied to the swing bar.
[0045] According to an embodiment of the present in-
vention, the swing movement limiting device comprises
a contact portion for abutting an abutment portion pro-
vided in the track wheel suspension. In this way, a simple
and reliable construction of the swing movement limiting
device is achieved leading to reduced manufacturing and
maintenance costs.
[0046] According to a further embodiment of the
present invention, the movement limiting device compris-
es a protrusion protruding from the machine body of the
construction machine. Again, a further element of the
swing movement limiting device is simply and reliably
constructed leading to reduced manufacturing and main-
tenance costs.
[0047] Additional features and advantages may be
gleaned by the person skilled in the art from the following
description of exemplary embodiments, which are not to
be construed as limiting, however, drawing reference to
the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0048] The present invention will hereinafter be de-
scribed in conjunction with the following drawing figures,
wherein like numerals denote like elements, and:

Fig. 1 shows a perspective view of a construction
machine comprising a track wheel suspension ac-
cording to an exemplary embodiment;

Fig. 2 shows a side view of the construction machine
of Fig. 1;

Fig. 3 shows a perspective view of the construction
machine of Fig. 1 depicting components of a track
drive of the construction machine;

Fig. 4 shows an enlarged view of a drive track wheel
of a track wheel suspension according to an exem-
plary embodiment;

Fig. 5 shows a perspective view of components of a
track wheel suspension according to an exemplary
embodiment;

Fig. 6 shows a perspective view of a drive track wheel
suspension according to an exemplary embodiment;

Figs. 7 and 8 show detailed views of the drive track
wheel suspension of Fig. 6;

Fig. 9 shows a perspective view of a construction
machine comprising a track wheel suspension ac-
cording to a further exemplary embodiment;

Fig. 10 shows a perspective view of the construction
machine of Fig. 9 depicting components of a track
drive of the construction machine;

Fig. 11 shows a perspective view of an idler wheel
suspension comprising a restraining mechanism ac-
cording to an embodiment;

Fig. 12 shows a side view of the idler wheel suspen-
sion of Fig. 11; and

Figs. 13 and 14 show perspective views of compo-
nents of the idler wheel suspension according to an
exemplary embodiment.

[0049] All figures are only schematic depictions of ex-
emplary embodiments in which, in particular, distances
and dimensional correlations are not presented to scale.

DETAILED DESCRIPTION

[0050] The following detailed description is merely ex-
emplary in nature and is not intended to limit application
and uses. Furthermore, there is no intention to be bound
by any theory presented in the preceding background or
summary or the following detailed description.
[0051] Fig. 1 shows a perspective view of a construc-
tion machine 2 comprising a track wheel suspension 8
according to an exemplary embodiment. The construc-
tion machine 2 comprises a machine body 4 which is
carried by two tracks 6. The tracks 6 are supported by
the track wheel suspension 8 which is in turn coupled to
the machine body 4. The view as shown in Fig. 1 shows
the construction machine from behind and oblique to its
longitudinal direction. Fig. 2 shows a side view of the
construction machine 2 shown in Fig. 1.
[0052] Each of the tracks 6 are guided by track wheels
9. In the embodiment, the track wheels 9 include a drive
track wheel 10, two support wheels 11 and an idler wheel
13. All track wheels 9 are supported rotatable about axes
A and are spaced with respect to each other in the lon-
gitudinal direction of the construction machine 2.
[0053] In Fig. 3, the construction machine 2 according
to the embodiment is shown in a similar view to the one
shown in Fig. 1 wherein the track 6 is omitted in order to
show the construction of the track wheel suspension 8
in greater detail. Fig. 4 is an enlarged view of the trailing
track wheel 9 of the construction machine shown in Fig. 3.
[0054] As can be gathered from Figs. 3 and 4, the trail-
ing track wheel 9 is a drive track wheel 10 comprising a
sprocket 10 having teeth 15 adapted to engage with a
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track 6. The drive track wheel 10 comprises a direct drive
17 for driving the drive track wheel 10. In the present
embodiment, the direct drive 17 comprises a hydraulic
motor (not shown) coupled to a multi-stage planetary
gear set (also not shown). The hydraulic motor and the
planetary gear set are both accommodated in a housing
20 of the direct drive 17 and are adapted to generate and
apply a rotational force on said drive track wheel 10. The
drive track wheel 10 is supported in said housing 20 ro-
tatable about a rotational axis A.
[0055] The housing 20 and, consequently, the drive
track wheel 10 are supported rotatably about a swing
axis B. Thus, the housing 20 forms a part of a swing
device 12 in the sense of the present invention. The com-
ponents providing the swing axis B and the construction
of the track wheel suspension 8 will be described with
respect to Figs. 6 to 8 in greater detail. Furthermore, a
perspective view of the track wheel suspension without
tracks and the machine body 4 is shown in Fig. 5. Figs.
6 to 8 show perspective views of a track wheel suspen-
sion 8 of the drive track wheel 10.
[0056] As already mentioned, the drive track wheel 10
is rotatably coupled to the housing 20. The housing 20
is non-rotatably coupled to a first bar end 16a of a swing
bar 16 at a second coupling portion 18. For that purpose,
the swing bar end 16a is coupled to the outer periphery
of the housing 20 by means of the second coupling por-
tion 18. The swing bar 16 is rotatably held in a swing bar
housing 30 which is mounted to the machine body 20 by
means of brackets 31.
[0057] In the present embodiment, the swing bar 16
as well as the swing bar housing 30 comprise a square
shape. However, different shapes could be used instead.
A maximum diameter of the swing bar 16, that is the
distance between two diagonally opposite edges, is
smaller than the distance between two inner housing sur-
faces 30a of the swing bar housing 30 which face each
other. The swing bar 16 comprises four surface section
16a. In Fig. 6, the swing bar 16 is in a position in which
it is rotated in the swing bar housing 30 such that the
surface sections 16a face towards the edges of the swing
bar housing 30. In other words, the surface sections 16a
are arranged inclined to inner housing surfaces 30a at
an angle of about 45°. In this way, triangular spaces are
defined between sections of two inner housing surfaces
30 and a surface section 16a. An elastic element 32 is
provided in each of the triangular spaces so that a rotation
of the swing bar 16 leads to a deformation of the elastic
elements 32. By this, the swing bar 16 is held in the hous-
ing 30 rotatable around a swing axis B. Accordingly, the
housing 20 is rotatable about the swing axis B and con-
sequently the drive track wheel 10 is also rotatable about
the swing axis B.
[0058] Although not shown in the drawings, the swing
bar 16 and the elastic elements 32 are encapsulated in
the swing bar housing 30. In the present embodiment, a
seal (not shown) is provided for sealing the space be-
tween the end portion of said swing bar housing 30 and

the swing bar 16. In this way, foreign matter is prevented
from entering the interior of the swing bar housing 30.
[0059] As can be seen in Fig. 2, the rotation axes A of
the track wheels 9 are arranged differently with respect
to the swing axes B. More precisely, the rotation axes A
of the rear two track wheels 9 are arranged longitudinally
behind their swing axes B and the rotation axes A of the
front two track wheels 9 are arranged longitudinally in
front of their swing axes B. Due to this construction, the
back of the machine body 4 of the construction machine
2 tends to lift or "jack" in case a forward moment is gen-
erated on the machine body. For example, when the con-
struction machine is a compact loader, such a moment
can be generated when a bucket of the loader is filled.
On the other hand, if a moment in the opposite direction
is generated, the back of the construction machine will
be lowered or "squat".
[0060] In order to limit the latter described movements,
i.e. "jacking" and "squatting" of the back of the construc-
tion machine, the track wheel suspension according to
the present embodiment further comprises a swing lim-
iting device 22 for restricting a swing movement of the
swing device 12. In the present embodiment, the swing
limiting device 22 restricts a movement of the housing
20 with respect to the machine body 4 by interacting with
features provided on the machine body 4. More precisely,
the swing limiting device 22 comprises an abutment por-
tion 24 on the housing 20. This abutment portion 24 is
configured to abut a contact portion 26, 28 provided on
the construction machine 2. In the present embodiment,
two contact portions 26, 28 are provided, each of them
being provided for limiting the swing movement of the
housing 20 in one direction.
[0061] As is shown in Fig. 4, the housing 20 is rotatable
about the swing axis B in a direction indicated by arrow
B. The abutment portion 24 is provided on the housing
20 in the form of a protrusion 24b that protrudes from the
housing 20 in the direction of machine body 4. On the
machine body 4, two protrusions 26a, 28a are provided
forming the contact portions 26, 28 and protruding to-
wards the housing 20.
[0062] The protrusion 22a is provided on the housing
20 on an opposite side of the second coupling portion 18
as can be gathered from Fig. 8, for instance. Accordingly,
the distance between the swing axis B and the rotation
axis A is smaller than the distance between the swing
axis B and the protrusion 22a. Furthermore, the protru-
sion 22a is at least partially provided between the pro-
trusions 26a, 28a such that it may contact the contact
portions 26, 28. The contact portions 26, 28 are arranged
on the machine body 4 on a movement path of the pro-
trusion 22a and consequently limit the movement of the
protrusion 22a. It is to be noted that an inverse arrange-
ment would also be possible. In such an inverse arrange-
ment, the configuration of the protrusions could be in-
verted meaning that two protrusions could be provided
on the housing and one protrusion could be provided on
the machine body. The function would be the same.
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[0063] In the present embodiment, a fixed configura-
tion is shown in which the protrusions are fixedly attached
on the respective components. However, it is possible to
use swing limiting device which provides a variable swing
movement. In other words, it is possible to implement a
mechanism which allows to change the maximum swing
movement of the housing. This could either be accom-
plished by a mechanism which actively changes the po-
sitions of the protrusions, in particular of the contact por-
tions 26, 28 along a movement path of the protrusion
22a, or by a mechanism in which the movement path of
the protrusion 22a can be varied. For example, the pro-
trusion 22a may be provided movable in the radial direc-
tion of the housing 20 towards and away from the rotation
axis A or towards and away from the swing axis B. In
either way, the path on which the protrusion 22a moves
about the swing axis B is changed. With such a config-
uration, it is possible to provide different contact portions
for different movement paths of the protrusion 22a. Such
a mechanism could be controlled or feedback-controlled
such that different movement paths of the protrusion 22a
are set for different uses of the construction machine.
[0064] Fig. 9 shows an alternative configuration of a
construction machine 2 comprising a track wheel sus-
pension 8 according to an exemplary embodiment. Like
the construction machine 2 shown in Fig. 1, the construc-
tion machine 2 as shown in Fig. 9 also comprises a ma-
chine body 4 which is carried by two tracks 6 and has an
overall similar construction. The tracks 6 are again sup-
ported by track wheel suspension 8 which is coupled to
the machine body 4. In addition to the configuration
shown in Fig. 1, track wheel suspension 8 comprises a
restraining mechanism 40 for restraining a movement of
a track wheel 9 about the swing axis B. It is to be noted
that the alternative configuration can also be implement-
ed without the swing limiting device as described above
and with a different construction of the suspension sup-
porting the drive track wheel 10.
[0065] In the embodiment as shown in Fig. 9, the re-
straining mechanism 40 is configured to restrain the
movement of the leading track wheel 9 in the upward
direction. However, the same or a similar mechanism
may be applied for restraining other track wheels of the
construction machine. The construction of the track
wheel suspension including the restraining mechanism
will be described in the following with reference to Figs.
10 to 14.
[0066] As is shown in Figs. 13 and 14, the leading track
wheel, an idler wheel 13 in the present embodiment, is
supported in a partially similar way as the drive track
wheel 10 shown in Figs. 6 and 7. Again, the swing bar
16 is housed in swing bar housing 30 such that in an
unloaded state as shown in Figs. 13 and 14, the surface
sections 16a are arranged inclined to inner housing sur-
faces 30a at an angle of about 45°. In each of the trian-
gular spaces defined between sections of two inner hous-
ing surfaces 30 and a surface section 16a, an elastic
element 32 is provided so that a rotation of the swing bar

16 leads to a deformation of the elastic elements 32 gen-
erating a counter force against the movement.
[0067] The swing bar 16, more precisely the first bar
end 16a of the swing bar 16, is coupled to swing device
12 at the second coupling portion 18 of the swing device
12. The swing device 12 is embodied as a swing arm in
Figs. 11-14. In contrast to the configuration as shown in
Figs. 5-7, a second bar end 16c of the swing bar 16 on
the opposite side of the first bar end 16a protrudes from
the swing bar housing 30 according to the configuration
of the present embodiment. In other words, the second
swing bar end 16c is provided exposed such that an en-
gagement with the same is possible.
[0068] An engaging element 44 is coupled to the swing
bar end 16c so as to rotate integrally with the same. The
engaging element 44 and the second swing bar end 16c
together form a restraining portion 16r1. However, it is
to be noted that the swing bar 16 may be specifically
configured such that a direct engagement with the same
is possible instead of using an engaging element as de-
scribed here.
[0069] The engaging element 44 comprises a coupling
portion 44a and an abutment portion 44b. The coupling
portion 44a is formed with an opening having a mating
shape to the shape of the swing bar 16 which is a square
shape in the present embodiment. The coupling portion
44a may comprise a dimension such that it may be cou-
pled to the swing bar end 16c by press fitting. However,
different configurations are possible. For example, the
engaging element can be coupled to the swing bar 16 by
bonding or can even be integrally formed with the swing
bar 16.
[0070] The abutment portion 44b protrudes from the
coupling portion 44a in a substantially radial direction of
the swing axis B and is adapted to engage with further
elements of the restraining mechanism 40. As is best
shown in Figs. 11 and 12, the restraining mechanism 40
comprises an actuator which is embodied as a lever 48
and an engaging member 42 operatively coupled to the
lever 48 by means of a link mechanism 41. The engaging
member 42 is rotatably supported and comprises a hook-
like structure having a contact section 42a adapted to
contact the abutment portion 44b on one side. As the
engaging member 42 is operatively coupled to the lever
48, an operation of the lever leads to a movement of the
engaging member 42. Thus, by operating the lever 48,
the engaging member 42 is operated.
[0071] As shown in Fig. 12, a hydraulic cylinder 50 may
be provided in addition or alternatively to the lever 48.
Using a hydraulic cylinder has the benefit that the actu-
ation of the engaging member 42 can be automated in
case the hydraulic cylinder 50 is connected to a suitable
control system. For example, such a control system may
comprise different sensors like acceleration sensors or
load sensors measuring the loads acting on the track
wheels and may be configured to operate the hydraulic
cylinders 50 selectively and depending on information
determined by the sensors. Furthermore, it is possible to

13 14 



EP 3 345 812 A1

9

5

10

15

20

25

30

35

40

45

50

55

provide an actuation of the hydraulic cylinders depending
on different expected use scenarios of the construction
machine. For example, in case the construction machine
is a compact track loader, it could be implemented that
the engaging member 42 is engaged as soon as a pre-
determined condition is met like reaching a specific buck-
et position which signalizes that a bucket loading action
is imminent, for instance.
[0072] In Fig. 12, the engaging member 42 is shown
in a condition in which it is engaged with the abutment
portion 44b of the engaging element 44 such that a ro-
tation of the engaging element 44 and thus of the swing
bar 16 at the restraining portion 16r1 in the clockwise
direction is prevented. Consequently, in the state as
shown in Figs. 11 and 12, a rotation of the swing arm 12
about the swing axis B is restricted. Since the swing arm
16 is fixedly held at the second bar end 16c, the swing
arm 16 functions as a torsion spring in which the spring
stiffness is determined by the material characteristic of
the free portion of the swing bar 16 between the restrain-
ing portion 16r1 and the first bar end 16a. Accordingly,
in the condition as shown in Figs. 11 and 12, the spring
stiffness of the track wheel suspension is increased com-
pared to a condition in which the engaging member 42
is not engaged with the abutment portion 44b of the en-
gaging element 44.
[0073] As is indicated in Fig. 11, multiple restraining
portions 16r1, 16r2, 16r3 may be provided. In this case,
corresponding cutouts or openings 30r3, 30r2 may be
provided in the swing bar housing such that engaging
elements can be provided on the swing bar 16. The con-
struction of the restraining mechanisms can be similar to
the construction of the restraining mechanism 40 or may
be different as long as it is possible to restrain a rotation
of the restraining portions.
[0074] The track wheel suspension 8 as disclosed
herein supports single track wheels independent from
each other so that the elements described are provided
for each supported track wheel. As is shown in Figs. 5
and 11, the track wheel suspension is configured sym-
metrically with respect to the longitudinal axis of the con-
struction machine 2. In other words, the suspensions pro-
vided to support the track wheels have the same con-
struction for each track axle.
[0075] The track wheel suspension may comprise the
restraining mechanism 40 in combination with the con-
struction of the drive track wheel and swing limiting device
as described above. However, each of the described
mechanisms may be implemented independent from oth-
er mechanisms like the swing limiting device described
above. When implementing the restraining mechanism,
the drive track wheel does not have to be driven by a
direct drive and does not have to be constructed in the
above described way. However, a construction machine
implementing all of the above described techniques and
mechanisms is beneficial.
[0076] In conclusion, it is pointed out that terms like
"comprising" or the like are not intended to rule out the

provision of additional elements or steps. Let it further be
noted that "a" or "an" do not preclude a plurality. In ad-
dition, features described in conjunction with the different
embodiments can be combined with each other however
desired. It is also noted that the reference numbers in
the claims are not to be construed as limiting the scope
of the claims. Moreover, while at least one exemplary
embodiment has been presented in the foregoing sum-
mary and detailed description, it should be appreciated
that a vast number of variations exist.
[0077] It should also be appreciated that the exemplary
embodiment or exemplary embodiments are only exam-
ples, and are not intended to limit the scope, applicability,
or configuration in any way. Rather, the foregoing sum-
mary and detailed description will provide those skilled
in the art with a convenient road map for implementing
an exemplary embodiment, it being understood that var-
ious changes may be made in the function and arrange-
ment of elements described in an exemplary embodiment
without departing from the scope as set forth in the ap-
pended claims and their legal equivalents.

Claims

1. Track wheel suspension (8) for a construction ma-
chine (2), including
a track wheel (9) engageable to a track (6),
a swing device (12) comprising a first coupling por-
tion (14), the first coupling portion (14) being ar-
ranged for rotatably supporting said track wheel (9),
a swing bar (16) comprising a first bar end (16a), the
first bar end (16a) being arranged for being mounted
to a second coupling portion (18) of said swing device
(12), the swing bar (16) providing a swing axis (B),
wherein said swing axis (B) is offset from a rotation
axis (A) of the track wheel (9) such that a swing move-
ment of said swing device (12) enables a movement
of said track wheel (9) in a direction which is sub-
stantially perpendicular to said rotation axis (A).

2. Track wheel suspension (8) according to claim 1,
wherein said track wheel (9) is a drive track wheel
(10), preferably a leading or trailing track wheel (9)
of multiple track wheels (9) of a construction machine
(2).

3. Track wheel suspension (8) according to one of the
preceding claims, further comprising a direct drive
(17) for driving said track wheel (9).

4. Track wheel suspension (8) according to claim 3,
wherein the direct drive comprises a wheel hub drive
mounted to said track wheel (9).

5. Track wheel suspension (8) according to one of
claims 3 and 4, wherein said swing device (12) com-
prises a housing (20) of said direct drive.
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6. Track wheel suspension (8) according to one of the
preceding claims, further comprising a swing limiting
device (22) for restricting a swing movement of said
swing device (12).

7. Track wheel suspension (8) according to claim 6,
wherein said swing limiting device (22) comprises
an abutment portion (24) provided on said first cou-
pling portion (14) and being arranged for abutting a
contact portion (26, 28) provided on said construc-
tion machine (2).

8. Track wheel suspension (8) according to claim 7,
wherein said abutment portion (22) is arranged op-
posite to the second coupling portion (18) with re-
spect to said rotation axis (A).

9. Track wheel suspension (8) according to one of the
preceding claims, further comprising a swing bar
housing (30) arranged for accommodating and ro-
tatably supporting said swing bar (16), wherein at
least one elastic element (32) is placed between an
outer bar surface (16b) of said swing bar (16) and
an inner housing surface (30a) of said swing bar
housing (30).

10. Track wheel suspension (8) according to one of the
preceding claims, wherein said swing bar (16) and
said at least one elastic element (32) are encapsu-
lated in said swing bar housing (30), wherein pref-
erably a seal is provided for sealing a space between
an end portion of said swing bar housing (30) and
said swing bar (16).

11. Track wheel suspension according to claim 9 or 10,
wherein said swing bar (5) comprises four peripheral
surface sections and wherein four elastic elements
(11) each of which being located between a respec-
tive peripheral surface section and the inner housing
surface.

12. Construction machine (2) comprising a machine
body (4) carried by at least one pair of tracks and a
track wheel suspension (1) according to one of the
preceding claims.

13. Construction machine (10) according to claim 12,
further comprising a swing movement limiting device
for limiting the swing movement of a swing device
(3) in at least one direction.

14. Construction machine (10) according to claim 13,
wherein said swing movement limiting device com-
prises a contact portion for abutting an abutment por-
tion provided in said track wheel suspension.

15. Construction machine (10) according to claim 14,
wherein said movement limiting device comprises a

protrusion (22, 23) protruding from said machine
body (11) of said construction machine (10).
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