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(54) METHOD FOR IDENTIFYING AN ORGAN STRUCTURE OF AN INVESTIGATED OBJECT IN 
MAGNETIC RESONANCE IMAGE DATA

(57) The invention relates to a method for identifying
an organ structure of an investigated object in magnetic
resonance image data, a magnetic resonance machine,
and a computer program product.

The method for identifying an organ structure of an
investigated object in magnetic resonance image data
comprises the following method steps:
- acquisition of magnetic resonance measurement data
for the organ structure of the investigated object by way
of a magnetic resonance machine using a magnetic res-

onance sequence which specifies a sampling scheme of
a k-space,
- reconstruction of magnetic resonance image data from
the magnetic resonance measurement data, and
- identification of the organ structure in the magnetic res-
onance image data,
wherein the sampling scheme of the k-space supports
the subsequent identification of the organ structure in the
magnetic resonance image data reconstructed from the
magnetic resonance measurement data.
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Description

[0001] The invention relates to a method for identifying
an organ structure of an investigated object in magnetic
resonance image data, a magnetic resonance machine,
and a computer program product.
[0002] In a magnetic resonance machine, also referred
to as a magnetic resonance tomography system, the
body to be investigated, of an investigated object, for
example of a patient, a healthy volunteer, an animal or
a phantom, is usually exposed with the aid of a main
magnet to a relatively high main magnet field, of 1.5 or
3 or 7 tesla for example. Additionally, gradient switching
processes are run through with the aid of gradient coil
unit. By means of a radio-frequency antenna unit, radio-
frequency pulses, for example excitation pulses, are then
emitted by way of suitable antenna facilities, which re-
sults in the nuclear spins of certain atoms excited in a
resonant manner by these radio-frequency pulses being
tilted over by a defined flip angle as compared with the
magnetic field lines of the main magnet field. During re-
laxation of the nuclear spins, radio-frequency signals, so-
called magnetic resonance signals, are emitted which
are received by way of suitable radio-frequency antennas
and then undergo further processing. Lastly, the desired
image data can be reconstructed from the raw data ac-
quired in this way.
[0003] For a certain measurement, therefore, a certain
magnetic resonance sequence, also referred to as a
pulse sequence, must be emitted, which sequence con-
sists of a succession of radio-frequency pulses, for ex-
ample excitation pulses and refocusing pulses, and also
gradient switching processes to be emitted appropriately
coordinated with this in various gradient axes along var-
ious spatial directions. Timed appropriately with this,
read-out windows are set which specify the time periods
in which the induced magnetic resonance signals are
captured.
[0004] Furthermore, various options are known for
identifying an organ structure in magnetic resonance im-
age data which is reconstructed from magnetic reso-
nance measurement data acquired by way of a magnetic
resonance machine. In this regard, the organ structure
can be an entire bodily organ of the investigated object
or a part of a bodily organ of the investigated object. In
addition to manual segmentation, various semi-automat-
ic or automatic segmentation methods are known for
identifying the organ structure in the magnetic resonance
image data. Irrespective of the method used for identify-
ing the organ structure, the outcome or the quality of the
identification of the organ structure is typically dependent
on an image quality of the magnetic resonance image
data. In this regard, a high level of image quality can
typically result in a robust identification of the organ struc-
ture.
[0005] The identification of an organ structure in mag-
netic resonance image data can be needed for planning
a radiation treatment of the investigated object or patient

for example. During a radiation treatment, a target tissue
of a patient such as a tumor is irradiated with ionizing
radiation. In this regard, external radiotherapy is well-
known, comprising radiation treatment of the body of the
patient from outside the body. Internal radiotherapy, also
referred to as brachytherapy, is likewise well-known.
[0006] Given the magnetic resonance image data, it is
firstly possible to define the target volume of the radiation
treatment and secondly to localize surrounding tissue to
be spared - for example neural tissue. Being the target
organ, the identified organ structure can serve in this way
as the basis for defining the target volume of the radiation
treatment. Also, being the risk organ, the identified organ
structure can serve as the basis for defining the tissue
to be spared. The identified organ structure can also be
included in a calculation of an electron density map,
which serves as the basis of a dose calculation for plan-
ning the radiation treatment.
[0007] Alongside computer tomography image data,
magnetic resonance image data is in fact being employed
increasingly frequently for the planning of radiation treat-
ment since magnetic resonance image data has an im-
proved soft tissue contrast and in this manner enables
improved identification of target organs and/or risk or-
gans. Furthermore, a development of the last few years
under the banner of exclusively magnetic resonance-
based radiation treatment planning ("MR-only RT Plan-
ning", MRORTP), provides for eliminating computer to-
mography image data from the planning process for suit-
able clinical applications. In this manner, radiation treat-
ment planning should be effected exclusively on the basis
of magnetic resonance image data acquired from the pa-
tient. In this way for example, the quantity of necessary
patient pictures (just magnetic resonance pictures in
place of computer tomography pictures and magnetic
resonance pictures) can be reduced and/or possible reg-
istration errors between the CT image data and magnetic
resonance image data avoided.
[0008] US 2016/0059041 A1 describes an MR-based
method to monitor a radiation therapy of a patient. US
2015/0343237 A1 describes using MR-data in order to
determine a target region for radiotherapy. US
2016/0086330 A1 describes determining periodic move-
ment of a tumor on the basis of 4D MRI images in order
to compile a more efficient treatment plan.
[0009] The object underlying the invention is to enable
an improved identification of an organ structure of an
investigated object in magnetic resonance image data.
The object is achieved by the features of the independent
claims. Advantageous embodiments are described in the
sub claims.
[0010] The inventive method for identifying an organ
structure of an investigated object in magnetic resonance
image data comprises the following method steps:

- acquisition of magnetic resonance measurement da-
ta for the organ structure of the investigated object
by way of a magnetic resonance machine using a
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magnetic resonance sequence which specifies a
sampling scheme of a k-space,

- reconstruction of magnetic resonance image data
from the magnetic resonance measurement data,
and

- identification of the organ structure in the magnetic
resonance image data,

wherein the sampling scheme of the k-space supports
the subsequent identification of the organ structure in the
magnetic resonance image data reconstructed from the
magnetic resonance measurement data.
[0011] The magnetic resonance measurement data is
typically captured by applying phase coding gradients
and frequency coding gradients and recording the result-
ing magnetic resonance signals by way of a radio-fre-
quency coil. The magnetic resonance signals read out
during capture of the magnetic resonance measurement
data are typically deposited in a k-space. In this regard,
the k-space can be seen as a spatial frequency domain.
During acquisition of the magnetic resonance measure-
ment data, the k-space is usually filled by way of a de-
terministic sampling scheme which is specified by the
magnetic resonance frequency. In this way, the magnetic
resonance measurement data is typically just the raw
data containing the magnetic resonance signals record-
ed in the spatial frequency domain. The magnetic reso-
nance measurement data is therefore not typically direct-
ly available to a competent person for the purpose of
diagnosis.
[0012] Instead, magnetic resonance image data is re-
constructed from the magnetic resonance measurement
data, which image data can be presented on a display
unit and/or can be made available to a competent person
for establishing a diagnosis. In this regard, reconstruction
of the magnetic resonance image data from the magnetic
resonance measurement data comprises in particular the
generation of magnetic resonance images deposited in
an image domain from the magnetic resonance signals
deposited in the k-space. In this regard, the reconstruc-
tion of the magnetic resonance image data can be effect-
ed by way of a method familiar to a person skilled in the
art, for example a Fourier transform.
[0013] Identification of the organ structure comprises
in particular an automatic, semi-automatic or manual rec-
ognition of the organ structure in the magnetic resonance
image data. The identification of the organ structure can
comprise a determination of which part of the magnetic
resonance image data is attributable to the organ struc-
ture. In this manner, the identification of the organ struc-
ture comprises in particular defining for each voxel in the
magnetic resonance image data whether the voxel be-
longs to the organ structure or not. Automatic or semi-
automatic identification of the organ structure can com-
prise a segmentation of the organ structure by way of a
segmentation algorithm. In this regard, the segmentation
algorithm can employ a known segmentation method, for
example an active contours segmentation method (e.g.

active snakes), a level-set segmentation method, a re-
gion growing segmentation method, or a statistical seg-
mentation method (e.g. active shape models). In the case
of semi-automatic segmentation, the user can initialize
the segmentation, for example by setting a seed point
and/or by setting at least one landmark. The user can
also monitor and/or change the segmentation effected.
Identification of the organ structure can also comprise a
contouring of the organ structure, especially in the con-
text of planning a radiation treatment of the investigated
object. In this regard, the contouring can be effected with
the support of automatic image processing methods for
the magnetic resonance image data.
[0014] In particular, the identified organ structure is de-
livered, that is to say output on an output unit such as a
display unit and/or stored in a database. Alternatively or
additionally, the identified organ structure can be passed
to a further processing unit which can carry out further
processing of the magnetic resonance image data based
on the identified organ structure. With regard to the case
of planning a radiation treatment of the investigated ob-
ject, the identified organ structure can be set as the target
organ or risk organ for the radiation treatment planning.
[0015] The proposed procedure is based particularly
on the approach of coordinating the sampling scheme of
the k-space to the subsequent identification of the organ
structure. In this way, acquisition of the magnetic reso-
nance measurement data can be optimized such that the
organ structure can be identified particularly simply or
precisely in the magnetic resonance image data recon-
structed from the magnetic resonance measurement da-
ta. The magnetic resonance measurement data is ad-
vantageously realized in such a manner that the organ
structure can be segmented and/or contoured particular-
ly simply or precisely in the magnetic resonance image
data reconstructed from the magnetic resonance meas-
urement data. Advantageously, the sampling scheme of
the k-space can be coordinated specifically to the organ
structure to be identified. A magnetic resonance se-
quence employed for the purpose of acquiring the mag-
netic resonance measurement data can therefore be of
such a kind that it specifies a sampling scheme which
generates particularly suitable magnetic resonance
measurement data for the subsequent identification of
the organ structure. Alternatively or additionally, param-
eters of such a kind can be set as settings for the magnetic
resonance sequence that the sampling scheme gener-
ates particularly suitable magnetic resonance measure-
ment data for the subsequent identification of the organ
structure based on the parameters.
[0016] The sampling scheme can be set as a function
of magnetic resonance preliminary measurement data
acquired in a preliminary measurement effected prior to
the acquisition of the magnetic resonance measurement
data. The preliminary measurement can be realized for
example in the form of a localizer measurement or an
auto-align measurement. Advantageously, the magnetic
resonance preliminary measurement data already com-
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prises measurement data from the organ structure of the
investigated object.
[0017] In a particularly advantageous manner, identi-
fication of the organ structure can comprise a recognition
of an outer contour of the organ structure in the magnetic
resonance image data. In this regard, the outer contour
of the organ structure can represent an outer boundary
of the organ structure with respect to the surrounding
tissue. In particular, the outer contour of the organ struc-
ture can therefore also be designated as the outline or
profile or outer limit or outer line of the organ structure.
By recognizing the outer contour of the organ structure,
it is therefore possible to define particularly simply which
part of the magnetic resonance image data is attributable
to the organ structure. Advantageously, the sampling
scheme can therefore support identification of the organ
structure in a manner such the sampling scheme sup-
ports recognition of the outer contour of the organ struc-
ture in the magnetic resonance image data. In this man-
ner, the sampling scheme is advantageously realized in
such a manner that the outer contour of the organ struc-
ture is presented in a emphasized manner or is easily
recognizable in the magnetic resonance image data re-
constructed from the magnetic resonance measurement
data. In this manner, the sampling scheme can be de-
signed specifically for measurement of the outer contour
of the organ structure. In this manner, a direct visualiza-
tion of the outer organ contour can be present in the mag-
netic resonance image data. This can then be used for
identification of the organ structure. An internal structure
of the organ structure can naturally be visible additionally
in the magnetic resonance image data reconstructed
from the magnetic resonance measurement data. Op-
tions for configuring the sampling scheme to simplify rec-
ognition of the outer contour of the organ structure are
described in the embodiments.
[0018] The magnetic resonance image data acquired
by way of the proposed procedure can be employed par-
ticularly advantageously for preparing the planning of a
radiation treatment of the investigated object. In particu-
lar, an especially rapid and/or simple and/or precise iden-
tification of the organ structure in the magnetic resonance
image data is possible. The identified organ structure can
be used as the target organ or risk organ for planning the
radiation treatment of the investigated object. The pro-
posed procedure can therefore improve particularly ad-
vantageously the contouring of the organ structure which
is needed for the subsequent planning of the radiation
treatment. Automation of the contouring of the organ
structure can also be supported advantageously in this
way. In this manner, a user-independent or standardized
contouring of the organ structure can be achieved.
[0019] Advantageously, the proposed procedure can
also enable a particularly simple modeling of a movement
of the organ structure if the magnetic resonance image
data maps the organ structure in a time-resolved manner.
In this manner, the sampling scheme can be optimized
for tracking the outer contour of the organ structure in

the magnetic resonance image data over the period of
acquisition of the magnetic resonance measurement da-
ta. To this effect, a 4D cine magnetic resonance se-
quence can be employed for acquisition of the magnetic
resonance measurement data for example. Where the
outer contour of the organ structure can be identified in
a time-resolved manner, movement correction of the
magnetic resonance image data can be employed for
example. Deployment in adaptive radiotherapy is also
conceivable, particularly in the case of use in a hybrid
magnetic resonance radiation treatment unit, where the
magnetic resonance measurement data is acquired from
the investigated object and the investigated object is
treated with radiation in the same session. Optimization
of the sampling scheme therefore allows improved track-
ing of the volume of the organ structure in the magnetic
resonance image data, for example compared with the
use of navigator techniques, to be enabled.
[0020] An embodiment provides that the sampling
scheme of the k-space supports the subsequent identi-
fication of the organ structure in the manner that the sam-
pling scheme of the k-space provides for a higher sam-
pling density in an outer region of the k-space than in a
central region of the k-space.
[0021] In particular, the k-space is subdivided in to a
central region and an outer region, wherein the outer re-
gion surrounds the central region. The central region of
the k-space comprises in particular a center of the k-
space. In this manner, magnetic resonance measure-
ment data is deposited in the central region of the k-
space, which data corresponds to lower spatial frequen-
cies than the magnetic resonance measurement data de-
posited in the outer region of the k-space.
[0022] The fact that the sampling scheme of the k-
space provides for a higher sampling density in the outer
region of the k-space than in the central region of the k-
space can mean that in the outer region, the sampling
points are situated more densely than in the central re-
gion. As described more precisely in the next embodi-
ment, it is also possible for no sampling at all to be ef-
fected in the central region of the k-space. Alternatively,
it is also conceivable that the entire k-space is sampled
uniformly and that exclusively or primarily the sampling
points from the outer region of the k-space are used for
reconstruction of the magnetic resonance image data.
[0023] The magnetic resonance measurement data
deposited in the outer region of the k-space, which cor-
responds to the high spatial frequencies, is typically re-
sponsible for sharpness information or edge information
in the reconstructed magnetic resonance image data.
Consequently, an increased sampling of the k-space in
the outer region can advantageously result in an empha-
sizing of the outer contours of the organ structure in the
magnetic resonance image data reconstructed from the
magnetic resonance measurement data. In this manner,
the organ structure in the magnetic resonance image da-
ta acquired in this way can be identified particularly sim-
ply. On the other hand, a higher sampling density in the
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central region than in the outer region of the k-space is
usually present in conventional undersampling methods.
[0024] An embodiment provides that the sampling
scheme of the k-space provides for a sampling of the k-
space exclusively in the outer region.
[0025] In this manner in particular, no sampling of the
k-space is effected in the central region of the k-space.
In particular, just the higher spatial frequencies in the k-
space are sampled. In this manner, the outer contour of
the organ structure in the magnetic resonance image da-
ta can be emphasized particularly clearly so that identi-
fication of the organ structure can be effected particularly
simply. The boundary between the central region and the
outer region in the k-space can be set in line with the
spatial sharpness needed for identifying the organ struc-
ture.
[0026] An embodiment provides that the sampling
scheme of the k-spaces provides for a spiral or radial
sampling of the k-space with a higher sampling density
in the outer region than in the central region.
[0027] It is also conceivable for the spiral or radial sam-
pling of the k-space to be effected exclusively in the outer
region. In this manner for example, one outer arc of a
spiral can be sampled exclusively for acquisition of the
magnetic resonance measurement data. In the present
case, the spiral or radial sampling means that a time sav-
ing and/or reduction in movement artifacts can addition-
ally be achieved particularly advantageously.
[0028] An embodiment provides that the higher sam-
pling density in the outer region than in the central region
results in an emphasizing of an outer contour of the organ
structure in the reconstructed magnetic resonance image
data, wherein the identification of the organ structure is
effected using the emphasized outer contour of the organ
structure in the magnetic resonance image data.
[0029] The emphasized outer contour of the organ
structure can markedly simplify segmentation or contour-
ing of the organ structure. In this manner, the organ struc-
ture can thus be identified particularly advantageously in
the magnetic resonance image data.
[0030] An embodiment provides that the sampling
scheme of the k-space is determined based on training
magnetic resonance image data, wherein the training
magnetic resonance image data has been acquired from
at least one subject other than the investigated object,
and the organ structure of the at least one subject is al-
ready present and identified in the training magnetic res-
onance image data.
[0031] The training magnetic resonance image data
can have been captured similarly to the magnetic reso-
nance image data and stored in an atlas. The training
magnetic resonance image data is advantageously ac-
quired from a plurality of subjects other than the investi-
gated object so that a larger population basis underlies
the training magnetic resonance image data. In particu-
lar, a manual identification such as contouring of the or-
gan structure of the at least one subject, possibly with
the aid of automatic image processing techniques, is ef-

fected. Naturally, the same organ structure that is to be
identified in the concrete case is in particular already
present and identified in the training magnetic resonance
image data. Furthermore, parameters of the sampling
scheme used in each case for acquisition of the training
magnetic resonance image data can be deposited with
respect to the training magnetic resonance image data.
[0032] The organ structure already present and iden-
tified in the training magnetic resonance image data can
represent a valuable basis for determination of the sam-
pling scheme. In this manner, the sampling scheme can
be tailored particularly suitably to identification of the or-
gan structure. An advantageous procedure in this regard
is described in the next embodiment.
[0033] An embodiment provides that the determining
of the sampling scheme of the k-space based on the train-
ing magnetic resonance image data comprises a calcu-
lation of a sampling mask based on an outer contour of
the organ structure of the at least one subject identified
in the training magnetic resonance image data, wherein
the sampling scheme of the k-space provides for a sam-
pling of the k-space according to the sampling mask in
a manner such that an outer contour of the organ struc-
ture of the investigated object is emphasized in the re-
constructed magnetic resonance image data, wherein
the identification of the organ structure of the investigated
object is effected using the emphasized outer contour of
the organ structure of the investigated object in the mag-
netic resonance image data.
[0034] In this manner, based on the organ structure
already identified in the training magnetic resonance im-
age data, it is possible to determine a specific pattern of
how the organ structure to be identified or its outer con-
tour appears in the k-space. This specific pattern, which
can also be designated as the fingerprint or signature of
the organ structure to be identified in the spatial frequen-
cy domain, can then offer the basis for definition of the
sampling mask. In this manner, the sampling scheme
can be tailored particularly suitably to identification of the
organ structure.
[0035] The sampling mask can define a region in the
k-space which comprises those relevant spatial frequen-
cies that have to be sampled so that the outer contour of
the organ structure of the investigated object is empha-
sized in the reconstructed magnetic resonance image
data. To determine the sampling mask, a frequency anal-
ysis is carried out in particular of the outer contour of the
organ structure of the at least one subject identified in
the training magnetic resonance image data. The sam-
pling mask can then be set as that relevant spatial fre-
quency pattern in the k-space, the sampling of which re-
sults in representation of the outer contour of the organ
structure in the magnetic resonance image data recon-
structed from the magnetic resonance measurement da-
ta.
[0036] By way of example, a concrete procedure in this
regard can be configured in this manner:
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A plurality of training magnetic resonance image da-
tasets which represent in each case the organ struc-
ture from various subjects is used as input parame-
ters. With respect to the plurality of training magnetic
resonance image datasets, the organ structure is al-
ready present and segmented or contoured in each
case. Accordingly, the outer contour of the organ
structure is present and extracted in each case in
the plurality of training magnetic resonance image
datasets.

[0037] An option for the further procedure is then to
average across the plurality of outer contours of the organ
structure in the plurality of training magnetic resonance
image datasets, wherein an averaged outer contour of
the organ structure is obtained. An inverse Fourier trans-
form can then be carried out, resulting in obtaining that
spatial frequency pattern, the sampling of which results
in the averaged outer contour of the organ structure after
reconstruction. The spatial frequency pattern can serve
as the basis for defining the sampling mask.
[0038] Another option for the further procedure is to
apply a Fourier transform to the extracted outer contour
of the organ structure in the plurality of training magnetic
resonance image datasets. A signature of the outer con-
tour of the organ structure in the spatial frequency domain
is therefore obtained for each training magnetic reso-
nance image dataset. Relevant features of the signature
of the outer contour of the organ structure in the spatial
frequency domain can then be determined via a Principal
Component Analysis (PCA). These can be used as the
basis for creating the sampling mask for the concrete
case.
[0039] An embodiment provides that the sampling
scheme of the k-space supports the subsequent identi-
fication of the organ structure in the manner that the sam-
pling scheme of the k-space results in a specific empha-
sizing or a specific saturation of the organ structure to be
identified as compared with surrounding tissue in the
magnetic resonance image data reconstructed from the
magnetic resonance measurement data.
[0040] The sampling scheme can be selected in a man-
ner such that the organ structure appears in the magnetic
resonance image data with a particularly high signal as
compared with the surrounding tissue or with the lowest
possible signal as compared with the surrounding tissue
or a zero signal. The employment of an inversion recov-
ery sampling scheme, which selectively saturates the tis-
sue of the organ structure as compared with the sur-
rounding tissue, is conceivable in this regard, in a partic-
ularly advantageous manner. This technique can be em-
ployed advantageously in particular whenever the organ
structure comprises fatty tissue, such as the liver for ex-
ample. The specific emphasizing or specific saturation
of the organ structure to be identified makes it possible
to simplify identification of the organ structure.
[0041] An embodiment provides that the sampling
scheme of the k-space supports the subsequent identi-

fication of the organ structure in the manner that the sam-
pling scheme of the k-space results in a measurement
geometry specifically coordinated to the organ to be iden-
tified in the magnetic resonance image data reconstruct-
ed from the magnetic resonance measurement data.
[0042] The measurement geometry can be advanta-
geously coordinated to the organ structure to be identified
in the manner that the sampling scheme exclusively sam-
ples specific layers that are particularly suitable for iden-
tification of the organ structure or the outer contour of the
organ structure. It is also possible to sample a plurality
of layers that intersect in a region of the organ structure
and therefore can provide redundant information along
various layer directions in the region of the organ struc-
ture. Employment of a so-called zoomed imaging method
is also conceivable, in which the sampling scheme pro-
vides a measurement field (field of view, FOV) which is
reduced to the region of the organ structure. It can also
be beneficial to select a measurement geometry in which
changes in the organ structure over time, for example
due to a breathing movement of the investigated objects,
can be detected particularly advantageously.
[0043] An embodiment provides that the identification
of the organ structure comprises a segmentation and/or
contouring of the organ structure for employment in the
course of a radiation treatment of the investigated object.
[0044] In particular, the segmented and/or contoured
organ structure can be employed as the target organ or
risk organ in planning the radiation treatment of the in-
vestigated object. Furthermore, it is possible to employ
the segmented and/or contoured organ structure when
setting up the patient for treatment in the treatment room,
e.g. by monitoring the correct positioning of the target
organ. A further application is the monitoring of the target
organ and/or risk organs during the application of the
radiation treatment beam. In the latter case the magnetic
resonance machine advantageously is a part of a com-
bined MR-LINAC machine. The magnetic resonance ma-
chine can also be positioned near the treatment room, in
which the LINAC machine is installed, whereas advan-
tageously a patient transfer is organized between the
magnetic resonance machine and the LINAC machine.
In this manner, the proposed procedure enables acqui-
sition of magnetic resonance image data which is partic-
ularly suitable for employment in the course of the radi-
ation treatment of the investigated object.
[0045] Furthermore, a possible application of the seg-
mented and/or contoured organ structure is the planning
and/or preparation and/or monitoring of a MR-guided in-
terventional procedure regarding the organ structure of
the patient. The identification of the organ structure can
also be used intraoperatively.
[0046] An embodiment provides that a further acquisi-
tion of further magnetic resonance measurement data of
the organ structure of the investigated object is effected
by way of the magnetic resonance machine using a fur-
ther magnetic resonance sequence, wherein further
magnetic resonance image data is reconstructed from
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the further magnetic resonance measurement data,
wherein the organ structure segmented and/or contoured
on the basis of the magnetic resonance image data is
compared with an appearance of the organ structure in
the further magnetic resonance image data for the pur-
pose of quality assurance.
[0047] The further magnetic resonance measurement
data can be acquired at an earlier time or at a later time
than the magnetic resonance measurement data. The
organ structure segmented and/or contoured on the ba-
sis of the magnetic resonance image data can be pre-
sented merged with the further magnetic resonance im-
age data for the comparison. It is also possible to com-
pare parameters, such as a volume for example, of the
organ structure segmented and/or contoured on the ba-
sis of the magnetic resonance image data with the same
organ structure segmented and/or contoured on the ba-
sis of the further magnetic resonance image data. Natu-
rally, a person skilled in the art is familiar with further
options for comparison.
[0048] With the aid of this proposed procedure, it is
advantageously possible to ensure an adequate quality
of the magnetic resonance measurement data acquired
by way of the sampling scheme for employment in the
course of a treatment of the patient. By way of advantage,
a visual quality assurance is effected in this regard with
respect to the further magnetic resonance image data
which has been acquired in particular by way of a con-
ventional sampling scheme. The quality assurance can
ensure for example that the spatial geometry of the organ
structure was not distorted in any relevant manner by the
sampling scheme used. Quality assurance of the organ
structure segmented and/or contoured on the basis of
the magnetic resonance image data is also conceivable
with respect to an atlas containing a typical appearance
of the organ structure for a population.
[0049] The inventive magnetic resonance machine
comprises a measurement data acquisition unit and an
arithmetic unit, wherein the magnetic resonance ma-
chine is realized for implementing an inventive method.
[0050] In particular, the measurement data acquisition
unit is realized for acquiring magnetic resonance meas-
urement data of the organ structure of the investigated
object using a magnetic resonance sequence which
specifies a sampling scheme of a k-space. In this respect,
the sampling scheme of the k-space supports the sub-
sequent identification of the organ structure in the mag-
netic resonance image data reconstructed from the mag-
netic resonance measurement data.
[0051] At the same time, the arithmetic unit can be re-
alized so as to send control signals to the magnetic res-
onance machine and/or receive control signals and/or
process them, in order to implement at least part of the
inventive method. The arithmetic unit can be integrated
in to the magnetic resonance machine. The arithmetic
unit can also be installed separately from the magnetic
resonance machine. The arithmetic unit can be connect-
ed to the magnetic resonance machine. In particular, in

order to implement at least part of the inventive method,
the arithmetic unit has a reconstruction unit for recon-
structing magnetic resonance image data from the mag-
netic resonance measurement data and an identification
unit for identifying the organ structure in the magnetic
resonance image data.
[0052] The components of the arithmetic unit of the
inventive magnetic resonance machine such as the re-
construction unit or the identification unit can be realized
for the most part in the form of software components.
Fundamentally, however, these components can also be
partly realized, especially where particularly rapid calcu-
lations are involved, in the form of software-supported
hardware components such as FPGAs or similar. The
necessary interfaces can likewise be realized as software
interfaces, for example when just importing data from
other software components is involved. But they can also
be realized in the form of hardware-based interfaces that
are activated by suitable software. It is naturally also con-
ceivable for a plurality of the said components to be re-
alized in combination in the form of a single software
component or software-supported hardware component.
[0053] The computer program product according to the
invention can be loaded directly into a memory of a pro-
grammable computing unit of a magnetic resonance ma-
chine and has program-code means for carrying out a
method according to the invention when the computer
program product is executed in the computing unit of the
magnetic resonance machine. This enables the method
according to the invention to be carried out quickly, iden-
tically repeatedly and robustly. The computer program
product is configured such that it can carry out the method
steps according to the invention by means of the com-
puting unit. Here, the computing unit must in each case
meet the requirements for carrying out the respective
method steps efficiently, for example have a correspond-
ing working memory, a corresponding graphics card or
a corresponding logic board. The computer program
product is, for example, stored on a computer-readable
medium or on a network or server from where it can be
loaded into the processor of a local computing unit, which
can be directly connected to the magnetic resonance ma-
chine or embodied as part of the magnetic resonance
machine. Furthermore, control information for the com-
puter program product can be stored on an electronically
readable data carrier. The control information on the elec-
tronically readable data carrier can be embodied such
that, when the data carrier is used in a computing unit of
the magnetic resonance machine, it carries out a method
according to the invention. Examples of electronically
readable data carrier are a DVD, a magnetic tape or a
USB stick on which electronically readable control infor-
mation, in particular software (see above), is stored. If
this control information (software) is read by the data car-
rier and stored in a control system and/or computing unit
of the magnetic resonance machine, it is possible to carry
out all embodiments of the invention of the above-de-
scribed method. In this way, the invention can also be
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based on said computer-readable medium and/or said
electronically readable data carrier.
[0054] The advantages of the magnetic resonance ma-
chine according to the invention and the computer pro-
gram product according to the invention substantially cor-
respond to the advantages of the method according to
the invention, which were explained in detail above. Fea-
tures, advantages or alternative embodiments men-
tioned here should also be transferred to the other
claimed objects and vice versa. In other words, the ob-
jective claims can also be developed with the features
described or claimed in connection with a method. The
corresponding functional features of the method are
achieved by corresponding objective modules, in partic-
ular by hardware modules.
The inventive magnetic resonance machine 11 compris-
es a measurement data acquisition unit 32. The arithme-
tic unit 24 has a reconstruction unit 33 for reconstructing
magnetic resonance image data from the magnetic res-
onance measurement data and an identification unit 34
for identifying the organ structure in the magnetic reso-
nance image data.
[0055] The invention will be described and illustrated
in more detail below with reference to the exemplary em-
bodiments illustrated in the figures, in which:

Fig. 1 shows an inventive magnetic resonance ma-
chine in a schematic view,

Fig. 2 shows a flowchart of a first embodiment of an
inventive method,

Fig. 3 shows a flowchart of a second embodiment of
an inventive method,

Fig. 4 an exemplary sampling radial scheme which
supports the subsequent identification of the or-
gan structure and

Fig. 5 an exemplary sampling radial scheme which
supports the subsequent identification of the or-
gan structure.

[0056] Fig. 1 schematically illustrates an inventive
magnetic resonance machine 11. The magnetic reso-
nance machine 11 comprises a detector unit formed by
a magnetic unit 13 and having a main magnet 17 for
generating a strong and, in particular, constant main
magnetic field 18. In addition, the magnetic resonance
machine 11 has a cylindrical patient-receiving region 14
for receiving an examination object 15, in the present
case a patient, with the patient-receiving region 14 being
cylindrically surrounded in a circumferential direction by
the magnetic unit 13. The patient 15 can be pushed by
means of a patient-positioning device 16 of the magnetic
resonance machine 11 into the patient-receiving region
14. The patient-positioning device 16 has for this purpose
an examination table arranged so as to move inside the

magnetic resonance machine 11. The magnetic unit 13
is shielded from the outside by means of a housing panel
31 of the magnetic resonance machine 11.
[0057] The magnetic unit 13 also has a gradient coil
unit 1 for generating magnetic field gradients which are
used for spatial encoding during imaging. The gradient
coil unit 19 is controlled by means of a gradient control
unit 28. The magnetic unit 13 also comprises a high-fre-
quency antenna unit 20, which in the illustrated case is
designed as a body coil permanently integrated in the
magnetic resonance machine 11, and a high-frequency
antenna control unit 29 for exciting a polarization that is
established in the main magnetic field 18 generated by
the main magnet 17. The high-frequency antenna unit
20 is controlled by a high-frequency antenna control unit
29 and irradiates high-frequency magnetic resonance
sequences into an examination room which is formed
substantially by the patient-receiving region 14. The high-
frequency antenna unit 20 is also designed to receive
magnetic resonance signals, in particular from the patient
15.
[0058] For controlling the main magnet 17, the gradient
control unit 28 and the high-frequency antenna control
unit 29, the magnetic resonance machine 11 has an arith-
metic unit 24. The arithmetic unit 24 centrally controls
the magnetic resonance machine 11, such as for exam-
ple carrying out a predetermined imaging gradient echo
sequence. Control information such as imaging param-
eters, and reconstructed magnetic resonance images
can be supplied on a supply unit 25, in the present case
a display unit 25, of the magnetic resonance machine 11
for a user. In addition, the magnetic resonance machine
11 has an input unit 26, by means of which information
and/or parameters can be input by a user during a scan-
ning process. The arithmetic unit 24 can comprise the
gradient control unit 28 and/or high-frequency antenna
control unit 29 and/or the display unit 25 and/or the input
unit 26. The arithmetic unit 24 has a reconstruction unit
33 for reconstructing magnetic resonance image data
from the magnetic resonance measurement data and an
identification unit 34 for identifying the organ structure in
the magnetic resonance image data.
[0059] Thus the magnetic resonance machine 11 with
the measurement data acquisition unit 32 and the arith-
metic unit 24 is embodied to carry out the inventive meth-
od (see following Figures).
[0060] The magnetic resonance machine 11 shown
can obviously include further components normally com-
prised by magnetic resonance machines 11. Moreover,
the general mode of operation of a magnetic resonance
machine 11 is known to the person skilled in the art so
there will be no detailed description of the further com-
ponents.
[0061] Fig. 2 shows a flowchart of a first embodiment
of an inventive method.
[0062] In a first method step 40 the measurement data
acquisition unit 32 of the magnetic resonance machine
11 acquires the magnetic resonance measurement data
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for the organ structure of the investigated object using a
magnetic resonance sequence which specifies a sam-
pling scheme of a k-space.
[0063] In a further method step 41 the reconstruction
unit 33 of the arithmetic unit 24 reconstructs the magnetic
resonance image data from the magnetic resonance
measurement data.
[0064] In a further method step 42 the identification
unit 34 of the arithmetic unit 24 identifies of the organ
structure in the magnetic resonance image data.
[0065] The sampling scheme of the k-space supports
the subsequent identification of the organ structure in the
magnetic resonance image data reconstructed from the
magnetic resonance measurement data.
[0066] Fig. 3 shows a flowchart of a second embodi-
ment of an inventive method.
[0067] The following description is substantially limited
to the differences from the exemplary embodiment in Fig.
2, with reference being made to the description of the
exemplary embodiment in Fig. 2 in relation to identical
method steps. Method steps that are substantially the
same are basically numbered with the same reference
numerals.
[0068] The embodiment of the inventive method
shown in Fig. 3 substantially comprises the method steps
40, 41, 42 of the first embodiment of the inventive method
according to Fig. 2. In addition, the embodiment of the
inventive method shown in Fig. 3 comprises additional
method steps and/or substeps. An alternative procedure
to that in Fig. 3, which has only some of the additional
method steps and/or substeps shown in Fig. 3, is also
conceivable. Of course an alternative procedure to that
in Fig. 3 can also have additional method steps and/or
substeps.
[0069] There are different possibilities how the sam-
pling scheme of the k-space can support the subsequent
identification of the organ structure. Figs. 3-5 show that
the sampling scheme of the k-space supports the sub-
sequent identification of the organ structure in the man-
ner that the sampling scheme of the k-space provides
for a higher sampling density in an outer region of the k-
space than in a central region of the k-space.
[0070] The higher sampling density in the outer region
than in the central region results in an emphasizing of an
outer contour of the organ structure in the reconstructed
magnetic resonance image data in a substep 41-1 of the
method step 41. The identification of the organ structure
is effected using the emphasized outer contour of the
organ structure in the magnetic resonance image data
in a substep 42-2 of the method step 42.
[0071] In a further method step 38 training magnetic
resonance image data are acquired from at least one
subject other than the investigated object. The organ
structure of the at least one subject is already present
and identified in the training magnetic resonance image
data. In a further method step 39 the sampling scheme
of the k-space is determined based on training magnetic
resonance image data. This comprises a calculation of

a sampling mask based on an outer contour of the organ
structure of the at least one subject identified in the train-
ing magnetic resonance image data, wherein the sam-
pling scheme of the k-space provides for a sampling of
the k-space according to the sampling mask in a manner
such that an outer contour of the organ structure of the
investigated object is emphasized in the reconstructed
magnetic resonance image data.
[0072] The identification of the organ structure com-
prises a segmentation and/or contouring of the organ
structure in the substep 42-1 of the further method step
42. This segmented and/or contoured organ structure
can be employed in the planning of a radiation treatment
of the investigated object in a further method step 45.
[0073] Additionally, a further acquisition of further mag-
netic resonance measurement data of the organ struc-
ture of the investigated object can be effected by way of
the magnetic resonance machine using a further mag-
netic resonance sequence in a further method step 43,
wherein further magnetic resonance image data is re-
constructed from the further magnetic resonance meas-
urement data. In a further method step 44, the organ
structure segmented and/or contoured on the basis of
the magnetic resonance image data can be compared
with an appearance of the organ structure in the further
magnetic resonance image data for the purpose of quality
assurance.
[0074] One other possibility how the sampling scheme
of the k-space can support the subsequent identification
of the organ structure is that the sampling scheme of the
k-space results in a specific emphasizing or a specific
saturation of the organ structure to be identified as com-
pared with surrounding tissue in the magnetic resonance
image data reconstructed from the magnetic resonance
measurement data.
[0075] One other possibility how the sampling scheme
of the k-space can support the subsequent identification
of the organ structure is that the sampling scheme of the
k-space results in a measurement geometry specifically
coordinated to the organ to be identified in the magnetic
resonance image data reconstructed from the magnetic
resonance measurement data.
[0076] The method steps of the method according to
the invention shown in Figs. 2-3 are carried out by the
computing unit. To this end, the computing unit compris-
es the necessary software and/or computer programs,
which are stored in a memory unit of the computing unit.
The software and/or computer programs comprise pro-
gram means designed to carry out the method according
to the invention when the computer program and/or soft-
ware is executed in the computing unit by means of a
processor unit of the computing unit.
[0077] Figs. 4 and 5 both show exemplary sampling
schemes which can support the subsequent identifica-
tion of the organ structure. Both Figures only show sche-
matic representations of the sampling schemes which
only serve an illustrative purpose. Of course, other sam-
pling schemes are possible, e.g. cartesian sampling
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schemes or other forms of sub-sampling.
[0078] In both Figures the sampling path in the k-space
is depicted. The k-space is divided into a central region
62A, 62B and an outer region 63A, 63B. The central re-
gion 62A, 62B surrounds the center 60A, 60B of k-space.
The outer region 63A, 63B surrounds the central region
62A, 62B. The central region 62A, 62B is delimited from
the outer region 63A, 63B by a boundary line 61A, 61B.
In Figs. 4-5 the boundary line 61, 61B is a circle. However,
any suitable shape can be chosen for the boundary line
61A, 61B between the outer region 63A, 63B and the
central region 62A, 62B.
[0079] The sampling scheme of the k-space provides
for a higher sampling density in the outer region 63A,
63B of the k-space than in a central region 62A, 62B of
the k-space. Particularly, the sampling scheme of the k-
space provides for a sampling of the k-space exclusively
in the outer region 63A, 63B. Thereby, Fig. 4 shows a
radial sampling of the k-space exclusively in the outer
region 63A. Fig. 5 shows a spiral sampling of the k-space
exclusively in the outer region 63B.
[0080] In the radial sampling shown in Fig. 4 the k-
space is sampled in several spokes which pass through
the center 60A of k-space. A spoke is split into a central
part 64A and an outer part 65A. The central part 64A of
the spoke lies in the central region 62A of the k-space.
The outer part 65A of the spoke is positioned in the outer
region 63A of the k-space. Only the outer part 65A of the
spoke is sampled according to the sampling scheme of
Fig. 4.
[0081] In the spiral sampling shown in Fig. 5 the k-
space is sampled according to a spiral which originates
in the center 60B of k-space. The spiral is split into a
central part 64B and an outer part 65B. The central part
64B of the spiral lies in the central region 62B of the k-
space. The outer part 65B of the spiral is positioned in
the outer region 63B of the k-space. Only the outer part
65B of the spiral is sampled according to the sampling
scheme of Fig. 5.
[0082] Although the invention has been illustrated and
described in more detail by the preferred exemplary em-
bodiment, it is not limited by the disclosed examples and
a person skilled in the art can derive other variations here-
from without departing from the scope of the invention.

Claims

1. A method for identifying an organ structure of an in-
vestigated object in magnetic resonance image data,
comprising the following method steps:

- acquisition of magnetic resonance measure-
ment data for the organ structure of the investi-
gated object by way of a magnetic resonance
machine using a magnetic resonance sequence
which specifies a sampling scheme of a k-space,
- reconstruction of magnetic resonance image

data from the magnetic resonance measure-
ment data, and
- identification of the organ structure in the mag-
netic resonance image data,

wherein the sampling scheme of the k-space sup-
ports the subsequent identification of the organ
structure in the magnetic resonance image data re-
constructed from the magnetic resonance measure-
ment data.

2. The method as claimed in claim 1, wherein the sam-
pling scheme of the k-space supports the subse-
quent identification of the organ structure in the man-
ner that the sampling scheme of the k-space pro-
vides for a higher sampling density in an outer region
of the k-space than in a central region of the k-space.

3. The method as claimed in claim 2, wherein the sam-
pling scheme of the k-space provides for a sampling
of the k-space exclusively in the outer region.

4. The method as claimed in one of claims 2-3, wherein
the sampling scheme of the k-spaces provides for a
spiral or radial sampling of the k-space with a higher
sampling density in the outer region than in the cen-
tral region.

5. The method as claimed in one of claims 2-4, wherein
the higher sampling density in the outer region than
in the central region results in an emphasizing of an
outer contour of the organ structure in the recon-
structed magnetic resonance image data, wherein
the identification of the organ structure is effected
using the emphasized outer contour of the organ
structure in the magnetic resonance image data.

6. The method as claimed in one of the preceding
claims, wherein the sampling scheme of the k-space
is determined based on training magnetic resonance
image data, wherein the training magnetic reso-
nance image data has been acquired from at least
one subject other than the investigated object, and
the organ structure of the at least one subject is al-
ready present and identified in the training magnetic
resonance image data.

7. The method as claimed in claim 6, wherein the de-
termining of the sampling scheme of the k-space
based on the training magnetic resonance image da-
ta comprises a calculation of a sampling mask based
on an outer contour of the organ structure of the at
least one subject identified in the training magnetic
resonance image data, wherein the sampling
scheme of the k-space provides for a sampling of
the k-space according to the sampling mask in a
manner such that an outer contour of the organ struc-
ture of the investigated object is emphasized in the
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reconstructed magnetic resonance image data,
wherein the identification of the organ structure of
the investigated object is effected using the empha-
sized outer contour of the organ structure of the in-
vestigated object in the magnetic resonance image
data.

8. The method as claimed in one of the preceding
claims, wherein the sampling scheme of the k-space
supports the subsequent identification of the organ
structure in the manner that the sampling scheme of
the k-space results in a specific emphasizing or a
specific saturation of the organ structure to be iden-
tified as compared with surrounding tissue in the
magnetic resonance image data reconstructed from
the magnetic resonance measurement data.

9. The method as claimed in one of the preceding
claims, wherein the sampling scheme of the k-space
supports the subsequent identification of the organ
structure in the manner that the sampling scheme of
the k-space results in a measurement geometry spe-
cifically coordinated to the organ to be identified in
the magnetic resonance image data reconstructed
from the magnetic resonance measurement data.

10. The method as claimed in one of the preceding
claims, wherein the identification of the organ struc-
ture comprises a segmentation and/or contouring of
the organ structure for employment in the course of
a radiation treatment of the investigated object.

11. The method as claimed in claim 10, wherein a further
acquisition of further magnetic resonance measure-
ment data of the organ structure of the investigated
object is effected by way of the magnetic resonance
machine using a further magnetic resonance se-
quence, wherein further magnetic resonance image
data is reconstructed from the further magnetic res-
onance measurement data, wherein the organ struc-
ture segmented and/or contoured on the basis of the
magnetic resonance image data is compared with
an appearance of the organ structure in the further
magnetic resonance image data for the purpose of
quality assurance.

12. A magnetic resonance machine, comprising a meas-
urement data acquisition unit and an arithmetic unit,
wherein the magnetic resonance machine is realized
for implementing a method as claimed in one of the
preceding claims.

13. A computer program product, which can be loaded
directly in to a memory of a programmable arithmetic
unit of a magnetic resonance machine, together with
program code means to implement a method as
claimed in one of claims 1-11 when the computer
program product is executed in the arithmetic unit of

the magnetic resonance machine.
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