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(54) STRADDLED VEHICLE

(57) A lamp housing 220 is fastened to a lamp sup-
port member 20 by bolts B1 and nuts N, and one end of
each of harness holding members 300 is fastened to an
inner surface of the lamp housing 220. Harnesses HA
drawn into the lamp housing 220 are led to spaces be-
tween fixed projections 29L, 29R and the inner surface
of the lamp housing 220. The fixed projections 29L, 29R
are each pressed into a hole provided at another end of
each of the harness holding members 300. The harness-
es HA are held between the fixed projections 29L, 29R
and the inner surface of the lamp housing 220 by the
harness holding members 300. A lamp unit 210 is fitted
in the lamp housing 220 such that an opening 221 of the
lamp housing 220 is closed.
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Description

[0001] The present invention relates to a straddled ve-
hicle including a head lamp device.
[0002] In a straddled vehicle, electrical components
such as a head lamp, an indicating lamp, and a handle
switch are likely to be assembled at a front portion of the
vehicle. A configuration in which part of wires extending
from these electrical components and part of connectors
of these wires are stored in a housing of the head lamp
has been proposed. In a motorcycle described in JP
4104198 B2, for example, part of a cord for a bulb con-
nected to a lamp, part of a cord for speed meter, and part
of a cord for an indicator are stored together with a plu-
rality of couplers (connectors) within a headlight case.
[0003] In the above-described headlight case, howev-
er, the plurality of cords are not secured and, therefore,
it is not preferable that the plurality of cords swing in the
headlight case during traveling of the motorcycle.
[0004] Also, the lamp is fitted in the headlight case with
the plurality of cords and the plurality of couplers being
stored in the headlight case. In this case, an operator
needs to position, in advance, the cords and the couplers
stored in the headlight case at a position at which the
cords or the couplers do not come into contact with the
lamp. As such, an operation of fitting the lamp becomes
complicated.
[0005] If the plurality of cords are secured in the head-
light case using a clamp in order to prevent the swinging
of the plurality of cords and the complication of the op-
eration of fitting the lamp, a load may be applied to the
plurality of cords depending on the clamp.
[0006] An object of the present invention is to provide
a straddled vehicle in which a load applied to a plurality
of harnesses stored in a lamp housing is reduced, and
an operation of fitting a lamp unit into the lamp housing
is easily performed.
[0007] According to the present invention said object
is solved by a straddled vehicle having the features of
independent claim 1. Preferred embodiments are laid
down in the dependent claims.

(1) A straddled vehicle according to one aspect of
the present teaching includes a vehicle main body,
a head lamp device, and a plurality of harnesses,
the head lamp device includes a lamp housing hav-
ing an opening, a fastening member that fastens the
lamp housing to part of the vehicle main body, a lamp
unit that is fitted in the lamp housing to close the
opening, a fixed projection that projects toward the
opening in a space between an inner surface of the
lamp housing and an outer surface of the lamp unit,
and a holding member made of a soft material, the
plurality of harnesses are drawn into the lamp hous-
ing, the holding member includes a fixed end, a mov-
able end, and a coupling portion that couples the
fixed end and the movable end to each other, the
fixed end is fastened to the inner surface of the lamp

housing by the fastening member, and the movable
end is provided with a hole into which the fixed pro-
jection can be pressed and out of which the fixed
projection can be pulled, and the plurality of harness-
es are held by the holding member between the fixed
projection and the inner surface of the lamp housing
while the fixed projection is pressed in the hole of
the movable end.
In this straddled vehicle, the lamp housing of the
head lamp device is fastened to the part of the vehicle
main body, and the fixed end of the holding member
is fastened to the inner surface of the lamp housing
by the common fastening member. The plurality of
harnesses drawn into the lamp housing are led to a
space between the fixed projection and the inner sur-
face of the lamp housing. The fixed projection is
pressed into the hole of the movable end of the hold-
ing member, so that the plurality of harnesses are
held between the fixed projection and the inner sur-
face of the lamp housing by the holding member.
The lamp unit is fitted into the lamp housing such
that the opening of the lamp housing is closed.
With the aforementioned configuration, since the
holding member is made of a soft material, a load
applied from the holding member to the plurality of
harnesses is reduced. Further, since the plurality of
harnesses are held in the lamp housing, deteriora-
tion of the plurality of harnesses due to swinging of
the plurality of harnesses in the lamp housing is pre-
vented. Moreover, since the fixed projection projects
toward the opening of the lamp housing, the operator
can easily press the fixed projection into the hole of
the movable end and also pull the fixed projection
out of the hole of the movable end. Thus, the operator
can easily perform the operation of fitting the lamp
unit into the lamp housing.
(2) The movable end may be provided with an abut-
ment portion that is abuttable against the outer sur-
face of the lamp unit while the fixed projection is
pressed into the hole of the movable end, and the
abutment portion may prevent the movable end from
moving in a direction toward the opening.
In this case, the lamp unit fitted into the lamp housing
prevents detachment of the movable end of the hold-
ing member from the fixed projection.
(3) The lamp unit may have a projecting outer surface
that projects in the lamp housing in a direction op-
posite to a direction in which the fixed projection
projects, and at least a tip of the fixed projection may
be positioned between the projecting outer surface
of the lamp unit and the inner surface of the lamp
housing.
In this case, when the lamp unit is fitted into the lamp
housing, the lamp unit and the fixed projection do
not interfere with each other. Also, the tip of the fixed
projection functions as a guide of the lamp unit. Thus,
the operation of fitting the lamp unit into the lamp
housing is further facilitated.
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(4) The fastening member may include a bolt and a
collar member, the lamp housing may be provided
with a first through hole having a non-circular cross
section, the fixed end may be provided with a second
through hole having a cross section of the same
shape as that of the first through hole, the collar
member may have a cross sectional shape corre-
sponding to the first and second through holes, and
the bolt may be inserted into the collar member while
the collar member is inserted in the first through hole
of the lamp housing and the second through hole of
the fixed end.
In this case, the collar member inserted into the first
and second through holes prevents a relative rota-
tion among the lamp housing, the fixed end, and the
collar member. In this state, the bolt is inserted into
the collar member, and the fixed end of the holding
member is fastened to the inner surface of the lamp
housing. This prevents the fixed end of the holding
member from rotating with respect to the lamp hous-
ing together with the rotation of the bolt. Thus, the
fixed end of the holding member can be easily and
properly fastened to the inner surface of the lamp
housing.
(5) The lamp housing and the fixed projection may
be integrally formed of the same material.
In this case, the number of components of the head
lamp device is reduced, and assembly of the head
lamp device is further facilitated.
(6) At least some of the plurality of harnesses may
be connected to one another by a connector in the
lamp housing.
In this case, the connector connecting the at least
some of the harnesses is protected in the lamp hous-
ing.
(7) The connector may be held between the fixed
projection and the inner surface of the lamp housing
by the holding member.

[0008] In this case, the connector connecting the at
least some of the harnesses is prevented from swinging
in the lamp housing.

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF 
THE DRAWING

[0009]

Fig. 1 is a schematic side view showing a schematic
configuration of a motorcycle according to one pre-
ferred embodiment;
Fig. 2 is a perspective view of the appearance of a
head lamp device of Fig. 1;
Fig. 3 is a front view of a lamp unit;
Fig. 4 is a cross sectional view of the lamp unit of
Fig. 3 taken along the line A-A;
Fig. 5 is a one-side view of the head lamp device of
Fig. 1;

Fig. 6 is a front view of the head lamp device of Fig. 1;
Fig. 7 is a cross sectional view of the head lamp
device of Fig. 6 taken along the line B-B;
Fig. 8(a) is a plan view of a harness holding member
of Fig. 7;
Fig. 8(b) is a side view of the harness holding mem-
ber of Fig. 7;
Fig. 9 is a perspective view showing a method of
attaching the head lamp device to a lamp support
member;
Fig. 10 is a front view of a lamp housing showing a
state in which a plurality of harnesses are positioned;
Fig. 11 is a front view showing a positional relation-
ship between a tapered portion of the lamp housing
and a pair of harness holding members when the
head lamp device is viewed from a front of the vehi-
cle; and
Fig. 12 is a cross sectional view of the head lamp
device for explaining a rear end recess.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0010] A straddled vehicle according to one preferred
embodiment will be described below with reference to
the drawings. In the following description, a motorcycle
will be described as one example of the straddled vehicle.

[1] Schematic Configuration of Motorcycle

[0011] Fig. 1 is a schematic side view showing a sche-
matic configuration of the motorcycle according to the
one preferred embodiment. Fig. 1 shows the motorcycle
100 standing upright perpendicularly to a road surface.
In Fig. 1 and some of the subsequent drawings, arrows
indicate a front-and-rear direction L, a right-and-left di-
rection H and a top-and-bottom direction V of the motor-
cycle 100 as appropriate. In the following description, a
direction in which an arrow is directed in the front-and-
rear direction L is referred to as forward, and its opposite
direction is referred to as rearward. A direction in which
an arrow is directed in the right-and-left direction H is
referred to as leftward, and its opposite direction is re-
ferred to as rightward. Further, a direction in which an
arrow is directed in the top-and-bottom direction V is re-
ferred to as upward, and its opposite direction is referred
to as downward.
[0012] The motorcycle 100 of Fig. 1 includes a head
pipe 10 and a vehicle body frame 11. The vehicle body
frame 11 includes an upper frame 11a and a lower frame
11b. The upper frame 11a is formed to extend rearward
from the head pipe 10. The lower frame 11b extends a
certain distance obliquely downward and rearward from
the head pipe 10 and also curves rearward. A rear end
of the lower frame 11b extends obliquely upward and
rearward and is connected to the upper frame 11a.
[0013] The head pipe 10 is provided with a front fork 2
that is swingable in the right-and-left direction H. The
front fork 2 includes a pair of right and left fork tubes 2a,
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2b, an upper bracket 3 and an under bracket 4. The upper
bracket 3 couples upper ends of the pair of fork tubes
2a, 2b to each other, and the under bracket 4 couples
the pair of fork tubes 2a, 2b to each other at a position
further downward than the upper bracket 3. A handle 5
is attached to an upper end of the front fork 2, and a front
wheel 6 is rotatably attached to a lower end of the front
fork 2.
[0014] A fuel tank 7 and a seat 8 are provided on the
upper frame 11a to be aligned in this order in the front-
and-rear direction L. An engine 9 is provided between
the upper frame 11a and the lower frame 11b. The fuel
tank 7, the seat 8 and the engine 9 are supported by the
vehicle body frame 11. A rear arm 12 is provided to extend
rearward from a lower end and the rear end of the lower
frame 11b. A rear wheel 13 is rotatably attached to a rear
end of the rear arm 12. The rear wheel 13 is rotated by
power generated by the engine 9.
[0015] A lamp support member 20 is attached to the
upper bracket 3 and the under bracket 4 of the front fork
2. The lamp support member 20 extends forward from a
position between the upper bracket 3 and the under
bracket 4. A head lamp device 200 is attached to a front
end of the lamp support member 20. Furthermore, a pair
of right and left flasher devices 104 is attached to the
lamp support member 20. Details of the lamp support
member 20 and the head lamp device 200 will be de-
scribed below. A speed meter 90 is provided at a position
above the head lamp device 200. The speed meter 90
is supported by the upper bracket 3. An assembly of con-
stituent elements of the motorcycle 100 of Fig. 1 except
for the head lamp device 200 will be referred to as a
vehicle main body 1 as appropriate in the following de-
scription.
[0016] The motorcycle 100 includes a plurality of elec-
tric components such as an ECU (Electronic Control Unit)
101, a battery 102, a pair of right and left handle switches
103, a tail lamp device 105, a main switch, etc. not shown,
in addition to the above-described head lamp device 200
and pair of flasher devices 104. The plurality of electric
components provided in the motorcycle 100 are electri-
cally connected to one another. In the motorcycle 100 of
this example, a main harness MH for connecting the plu-
rality of electric components to one another is attached
to the vehicle body frame 11 as indicated by a bold dot
and dashed line of Fig. 1. The main harness MH includes
a plurality of harnesses. Each of the plurality of electric
components is connected to the main harness MH by
sub-harnesses.
[0017] Each of the plurality of harnesses of the main
harness MH and of the sub-harnesses is a wire harness
for wiring that includes one or a plurality of electrical
wires. The wire harness is used, for example, to transmit
an electrical signal between the ECU 101 and another
electric component or to supply power of the battery 102
to another electric component.
[0018] Some of the harnesses of the main harness MH
are drawn into a lamp housing 220 (Fig. 2), as described

below, of the head lamp device 200. The plurality of sub-
harnesses extending from the plurality of electric com-
ponents provided at a front portion of the vehicle main
body 1 are drawn into the lamp housing 220, as described
below, of the head lamp device 200 and are connected
to some of the harnesses of the main harness MH. Note
that the plurality of electric components provided at the
front portion of the vehicle main body 1 include the afore-
mentioned pair of handle switches 103 and pair of flasher
devices 104, etc. In the following description, each of
some of the harnesses of the main harness MH and of
the plurality of sub-harnesses, which are connected to
one another in the lamp housing 220, is collectively re-
ferred to as a harness.

[2] Head Lamp Device and Attachment Structure of Head 
Lamp Device

[0019] Fig. 2 is a perspective view of the appearance
of the head lamp device 200 of Fig. 1. Fig. 2 shows the
lamp support member 20, which is part of the vehicle
main body 1 together with the head lamp device 200.
The head lamp device 200 includes a lamp unit 210 and
a lamp housing 220 as shown in Fig. 2.
[0020] Details of the configuration of the lamp unit 210
will be described below. Fig. 3 is a front view of the lamp
unit 210, and Fig. 4 is a cross sectional view of the lamp
unit 210 of Fig. 3 taken along the line A-A. The lamp unit
210 includes a lens member 211 and an annular coupling
member 215 as shown in Fig. 3. The lamp unit 210 further
includes a reflector member 212, a socket 213, and a
bulb 214 as shown in Fig. 4.
[0021] The reflector member 212 has a front end 212a
and a rear end 212b. Openings are formed in the front
end 212a and the rear end 212b, respectively. The re-
flector member 212 is constituted by a front cylindrical
portion 212x, a tapered portion 212y, and a rear cylindri-
cal portion 212z. The front cylindrical portion 212x has a
cylindrical shape extending a certain distance rearward
from the front end 212a. The rear cylindrical portion 212z
has a cylindrical shape extending a certain distance for-
ward from the rear end 212b. The front cylindrical portion
212x has a diameter larger than that of the rear cylindrical
portion 212z. The tapered portion 212y is formed to be
gradually smaller in diameter from a rear end of the front
cylindrical portion 212x to a front end of the rear cylindri-
cal portion 212z. Thus, an outer peripheral surface of the
tapered portion 212y is inclined with respect to a center
line 210L of the lamp unit 210 in parallel with the front-
and-rear direction L. A bulb storing space 212S is formed
inside of the reflector member 212.
[0022] The lens member 211 having a substantially
disk-shape is attached to the front end 212a of the re-
flector member 212. In this case, the lens member 211
is connected to the front cylindrical portion 212x, and the
opening of the front end 212a is closed by the lens mem-
ber 211.
[0023] The annular metallic coupling member 215 is
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attached to the reflector member 212 and the lens mem-
ber 211 so as to surround the front end 212a of the re-
flector member 212 and an outer periphery of the lens
member 211.
[0024] The bulb 214 is attached to the socket 213, and
the socket 213 is attached to the rear end 212b of the
reflector member 212. In this case, the socket 213 is con-
nected to the rear cylindrical portion 212z, and the open-
ing of the rear end 212b is closed by the socket 213 and
the bulb 214. A light emitting portion of the bulb 214 is
held in the bulb storing space 212S.
[0025] Fig. 5 is a one-side view of the head lamp device
200 of Fig. 1, Fig. 6 is a front view of the head lamp device
200 of Fig. 1, and Fig. 7 is a cross sectional view of the
head lamp device 200 of Fig. 6 taken along the line B-B.
Figs. 5 to 7 show the lamp support member 20 together
with the head lamp device 200 similarly to the example
of Fig. 2. Details of the lamp support member 20 will be
described below.
[0026] The lamp housing 220 is an integrally molded
resin product and has a front end 220a and a rear end
220b as shown in Fig. 7. The lamp housing 220 forms a
lamp storing space 220S that stores part of the lamp unit
210. A first circular opening 221 having an inner diameter
that is substantially the same as an outer diameter of the
lens member 211 of the lamp unit 210 is formed in the
front end 220a of the lamp housing 220. The lamp unit
210 is fitted into the lamp housing 220 to close the first
opening 221. In this state, the annular coupling member
215 of the lamp unit 210 is connected to the front end
220a of the lamp housing 220 using a screw (not shown).
[0027] As shown in Figs. 6 and 7, a second opening
222 and a third opening 223 are formed to be lined up in
the right-and-left direction H at a center of the rear end
220b of the lamp housing 220. As shown in Figs. 5 and
7, a left portion of the rear end 220b of the lamp housing
220, which is positioned further leftward than the second
opening 222 and the third opening 223, is recessed in a
concave shape outward (rearward) of the lamp storing
space 220S. The recess in the rear end 220b of the lamp
housing 220 is referred to as a rear end recess 224. The
rear end recess 224 will be described in detail below. As
shown in Figs. 5 and 6, a fourth opening 225 is formed
to extend a certain distance forward from a lower end of
the rear end 220b of the lamp housing 220.
[0028] The plurality of harnesses HA provided in the
motorcycle 100 are drawn into the lamp storing space
220S of the lamp housing 220 through the second, third
and fourth openings 222, 223, 225. The plurality of har-
nesses HA drawn into the lamp housing 220 are not
shown in Figs. 5 and 6. Fig. 7 shows the plurality of har-
nesses HA drawn into the lamp housing 220. Some of
the plurality of harnesses HA drawn into the lamp housing
220 are connected with the other harnesses HA by con-
nectors C in the lamp housing 220.
[0029] The lamp housing 220 is configured to be at-
tachable to and detachable from the lamp support mem-
ber 20. A structure of the lamp support member 20 will

now be described. As shown in Figs. 5 and 6, the lamp
support member 20 includes a support shaft 21, a fixing
piece 22, and a pair of support plates 23. The support
shaft 21 has a pair of right and left long shaft portions
21a extending rearward and upward from forward and
downward, and a short shaft portion 21b that connects
lower ends of the pair of long shaft portions 21a. The
fixing piece 22 is formed of a substantially rectangular
plate-shaped member and is connected to a lower end
of the support shaft 21. The fixing piece 22 has a plurality
of through holes (two in this example) formed therein.
Upper ends of the pair of long shaft portions 21a are
attached to the upper bracket 3 of Fig. 1, and the fixing
piece 22 connected to the short shaft portion 21b is at-
tached to the under bracket 4 of Fig. 1 using a screw (not
shown). Thus, the lamp support member 20 is fixed to
the front fork 2 of Fig. 1.
[0030] The support plates 23 of the lamp support mem-
ber 20 are spaced apart from each other and extend for-
ward from central portions of the long shaft portions 21a.
A lamp attachment portion 23a is formed at each support
plate 23 to attach the lamp housing 220 to a vicinity of a
front end of the support plate 23. A through hole for al-
lowing a shank of a bolt B1 (Fig. 7) used for attachment
of the lamp housing 220 to pass through is formed in the
lamp attachment portion 23a. A flasher attachment por-
tion 23b for attaching the flasher device 104 of Fig. 1 is
formed at a position on each support plate 23 that is a
certain distance backward from the lamp attachment por-
tion 23a. Note that the flasher device 104 of Fig. 1 is not
shown in Fig. 2 and the subsequent drawings.
[0031] As shown in Fig. 7, a pair of right and left at-
tachment portions 226 is formed at both side portions of
the lamp housing 220 in the right-and-left direction H.
When the lamp housing 220 is attached to the lamp sup-
port member 20, the pair of attachment portions 226 of
the lamp housing 220 is fastened to the pair of lamp at-
tachment portions 23a using the bolts B1 and the nuts
N. At that time, a grommet gr, a collar member 227 and
a harness holding member 300 are provided between a
head of each bolt B1 and each nut N.
[0032] Fig. 8(a) is a plan view of the harness holding
member 300 of Fig. 7, and Fig. 8(b) is a side view of the
harness holding member 300 of Fig. 7. The harness hold-
ing member 300 is formed of a soft material as a single
member. Polyvinyl chloride (PVC) or rubber, for example,
is used as the soft material of the harness holding mem-
ber 300. As shown in Figs. 8(a) and 8(b), the harness
holding member 300 includes a fixed end 310, a movable
end 320, and a coupling portion 330.
[0033] The coupling portion 330 is formed in a strip
shape to couple the fixed end 310 and the movable end
320 to each other, and has one surface 330a and another
surface 330b. A longitudinal dimension (length) of the
coupling portion 330 is determined based on a distance
between the attachment portion 226 provided with the
harness holding member 300 and a fixed projection 29L,
29R (Fig. 7) corresponding to the attachment portion 226,
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which will be described below. In this embodiment, the
length of the coupling portion 330 of the harness holding
member 300 provided at the right attachment portion 226
is larger than the length of the coupling portion 330 of
the harness holding member 300 provided at the left at-
tachment portion 226.
[0034] The fixed end 310 has one surface 310a posi-
tioned on the one surface 330a side of the coupling por-
tion 330 and another surface 310b positioned on the other
surface 330b side of the coupling portion 330. A through
hole 311 having a non-circular cross section (a substan-
tially square cross section in this example) is formed in
the fixed end 310. The movable end 320 is formed to
extend a certain distance in a direction orthogonal to the
coupling portion 330. The movable end 320 has one end
320a positioned on the one surface 330a side of the cou-
pling portion 330 and another end 320b positioned on
the other surface 330b side of the coupling portion 330.
[0035] As shown in Fig. 8(b), a hole 321 is formed to
extend from the other end 320b of the movable end 320
to an inner center in the movable end 320 in a direction
D1 orthogonal to the coupling portion 330. The hole 321
is opened at the other end 320b and is formed such that
the fixed projection 29L, 29R (Fig. 7) described below
can be pressed into and pulled out of the hole 321.
[0036] Fig. 9 is a perspective view showing a method
of attaching the head lamp device 200 to the lamp support
member 20. Fig. 9 mainly shows a procedure of attaching
the right attachment portion 226 of the lamp housing 220
to the right lamp attachment portion 23a (Fig. 7) of the
lamp support member 20. A through hole 226h having a
non-circular cross section (a substantially square cross
section in this example) is formed in each attachment
portion 226 of the lamp housing 220 as shown in Fig. 9.
The cross section of the through hole 226h of the attach-
ment portion 226 has the same shape as that of the cross
section of the through hole 311 of the harness holding
member 300 of Fig. 8(a).
[0037] A rubber grommet gr having a substantially cy-
lindrical shape is attached to the through hole 226h as
indicated by the blank arrow of the dot and dashed line
of Fig. 9. The grommet gr functions as an impact buffer
member between the lamp support member 20 and the
lamp housing 220. A through hole having a cross section
of the same shape as that of the through hole 226h is
formed in the grommet gr.
[0038] The collar member 227 is attached to the
through hole of the grommet gr from the lamp storing
space 220S of the lamp housing 220. The collar member
227 has a cylinder portion 227a and a flange portion
227b. The cylinder portion 227a has a non-circular cross
section (a substantially square cross section in this ex-
ample) corresponding to the through hole 226h of the
attachment portion 226 and the through hole 311 of the
harness holding member 300, and also has a through
hole through which the above-described bolt B1 can be
inserted. The flange portion 227b is provided at one end
of the cylinder portion 227a.

[0039] When the collar member 227 is attached to the
grommet gr, the cylinder portion 227a of the collar mem-
ber 227 is first inserted into the through hole 311 of the
harness holding member 300 as indicated by the thick
arrow a1 of Fig. 9. At that time, the harness holding mem-
ber 300 is arranged such that the one surface 310a of
the fixed end 310 comes into contact with the flange por-
tion 227b. After that, the cylinder portion 227a of the collar
member 227 is inserted into the through hole of the grom-
met gr from inside of the lamp housing 220 as indicated
by the thick arrow a2 of Fig. 9. Thus, the fixed end 310
of the harness holding member 300 is held between the
flange portion 227b and the grommet gr.
[0040] In this state, the shank of the bolt B1 is inserted
through the through hole of the lamp attachment portion
23a (Fig. 4) and the through hole of the collar member
227 from outside of the support plate 23 of the lamp sup-
port member 20 as indicated by the thick arrow a3 of Fig.
9. Furthermore, the nut N is attached to a tip of the bolt
B1 as indicated by the thick arrow a4 of Fig. 9. Thus, the
attachment portion 226 of the lamp housing 220 is fas-
tened to the lamp attachment portion 23a (Fig. 7). With
the lamp housing 220 attached to the lamp support mem-
ber 20 in this way, the fixed end 310 of the harness hold-
ing member 300 is fastened to an inner surface of the
attachment portion 226 by the bolt B1 and the nut N.
[0041] As shown in Fig. 7, the pair of fixed projections
29L, 29R, which corresponds to the pair of attachment
portions 226 is formed inside of the pair of attachment
portions 226. In this embodiment, the right fixed projec-
tion of the pair of fixed projections is represented as the
fixed projection 29R, and the left fixed projection is rep-
resented as the fixed projection 29L. Each of the fixed
projections 29L, 29R projects toward the first opening
221. The pair of fixed projections 29L, 29R is positioned
within the lamp storing space 220S between an inner
surface of the lamp housing 220 and an outer surface of
the lamp unit 210 while the lamp unit 210 is fitted in the
lamp housing 220. Further, the pair of fixed projections
29L, 29R as part of the lamp housing 220 is integrally
formed together with the remaining part of the lamp hous-
ing 220, and those parts are formed of the same material.
Fig. 9 shows only the right fixed projection 29R of the
pair of fixed projections 29L, 29R of Fig. 7.
[0042] As described above, the harness holding mem-
ber 300 is formed of the soft material. As such, an oper-
ator can flexibly deform the coupling portion 330 while
gripping the movable end 320 with his/her fingers. Thus,
the operator can move the movable end 320 in a direction
from the first opening 221 toward the rear end 220b as
indicated by the bold arrow a5 of Fig. 9, and can easily
press the fixed projection 29R into the hole 321 of the
movable end 320. Also, the operator can easily pull out
the movable end 320 from the fixed projection 29R while
the fixed projection 29R is pressed into the hole 321 of
the movable end 320.
[0043] The cross section of the hole 321 of the movable
end 320 is slightly smaller than the cross section of the
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fixed projection 29L, 29R. Therefore, with the fixed pro-
jection 29L, 29R pressed into the hole 321 of the movable
end 320, an inner surface of the hole 321 of the movable
end 320 is pushed and expanded by the fixed projection
29L, 29R, so that the hole 321 is deformed.
[0044] With the fixed end 310 of the harness holding
member 300 fastened to the attachment portion 226 and
with the movable end 320 of the harness holding member
300 not attached to the fixed projections 29L, 29R, the
plurality of harnesses HA are positioned. Specifically, the
plurality of harnesses HA (Fig. 7) drawn into the lamp
housing 220 are positioned by the pair of fixed projections
29L, 29R and the pair of the harness holding members
300. Fig. 10 is a front view of the lamp housing 220 show-
ing a state in which the plurality of harnesses HA are
positioned. As shown in Fig. 10, the plurality of harnesses
HA are drawn into the lamp storing space 220S of the
lamp housing 220 through the second opening 222, the
third opening 223 and the forth opening 225.
[0045] The plurality of harnesses HA drawn into the
lamp housing 220 are inserted between each of the fixed
projections 29L, 29R and an inner surface of a side por-
tion of the lamp housing 220 while the movable ends 320
of the pair of harness holding members 300 are detached
from the fixed projections 29L, 29R, respectively. There-
after, the movable ends 320 of the pair of harness holding
members 300 are pushed into the fixed projections 29L,
29R, respectively, and the fixed projections 29L, 29R are
pressed into the holes 321 of the movable ends 320,
respectively. Thus, as shown in Fig. 7, the plurality of
harnesses HA are held by the harness holding members
300 between the fixed projections 29L, 29R and the inner
surface of the lamp housing 220. In this case, the plurality
of harnesses HA are prevented from swinging in the lamp
housing 220.
[0046] In the lamp housing 220 according to this em-
bodiment, the rear end recess 224 is formed on the left
side of the rear end 220b as described above. As such,
a space in which the harnesses HA can be held by the
right fixed projection 29R and the right harness holding
member 300 is larger than a space in which the harness-
es HA can be held by the left fixed projection 29L and
the left harness holding member 300 as shown in Fig. 7.
Thus, in this example, a plurality of connectors C that
connect the plurality of harnesses HA are arranged to-
gether with the plurality of harnesses HA between the
right fixed projection 29R and the inner surface of the
lamp housing 220. That is, the right fixed projection 29R
and the right harness holding member 300 are used to
hold the plurality of harnesses HA and the plurality of
connectors C, and the left fixed projection 29L and the
left harness holding member 300 are used to hold the
plurality of harnesses HA. In this case, the plurality of
connectors C that connect at least some of the harnesses
HA are prevented from swinging in the lamp housing 220.
Also, the plurality of connectors C are protected in the
lamp housing 220.
[0047] After that, the lamp unit 210 is fitted into the

lamp housing 220 as indicated by the bold arrow a6 of
Fig. 9. In this case, since the plurality of harnesses HA
and connectors C are positioned in the lamp storing
space 220S by the pair of harness holding members 300,
an operation of fitting the lamp unit 210 into the lamp
housing 220 is facilitated.

[3] Effects

[0048]

(a) In the aforementioned motorcycle 100, the lamp
housing 220 is fastened to the lamp support member
20 by the common bolts B1 and nuts N, and the fixed
end 310 of each harness holding member 300 is fas-
tened to the inner surface of the lamp housing 220.
The plurality of harnesses HA drawn into the lamp
housing 220 are led to spaces between the fixed
projections 29L, 29R and the inner surface of the
lamp housing 220. The fixed projections 29L, 29R
are pressed into the holes 321 of the movable ends
320 of the harness holding members 300. Thus, the
plurality of harnesses HA are held between the fixed
projections 29L, 29R and the inner surface of the
lamp housing 220 by the harness holding members
300. The lamp unit 210 is fitted into the lamp housing
220 such that the opening 221 of the lamp housing
220 is closed.
With the above-described configuration, since the
harness holding members 300 are formed of the soft
material, a load applied from the harness holding
members 300 to the plurality of harnesses HA is re-
duced. Further, since the plurality of harnesses HA
are held in the lamp housing 220, deterioration of
the plurality of harnesses HA due to the swinging of
the plurality of harnesses HA in the lamp housing
220 is reduced. Further, since the fixed projections
29L, 29R project toward the opening of the lamp
housing 220, the operator can easily press the fixed
projections 29L, 29R into the holes 321 of the mov-
able ends 320 and pull out the fixed projections 29L,
29R from the holes 321 of the movable ends 320.
Thus, the operator can easily perform the operation
of fitting the lamp unit 210 into the lamp housing 220.
(b) As shown in Fig. 8(b), the hole 321 is formed to
extend from the other end 320b of the movable end
320 to the inner center of the movable end 320 in
the harness holding member 300. On the other hand,
the hole 321 is not formed from the one end 320a of
the movable end 320 to the center of the movable
end 320. Thus, with the fixed projections 29L, 29R
pressed into the holes 321 of the movable ends 320,
the one end 320a of each of the movable ends 320
projects from the tip of the corresponding fixed pro-
jection 29L, 29R toward the first opening 221 as
shown in Fig. 7.
Fig. 11 is a front view showing a positional relation-
ship between the tapered portion 212y of the lamp
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housing 220 and the pair of harness holding mem-
bers 300 when the head lamp device 200 is viewed
from the front of the vehicle. In Fig. 11, a portion
corresponding to the tapered portion 212y of the
lamp housing 220 is hatched in order to facilitate
understanding of the shape and position of the ta-
pered portion 212y when the head lamp device 200
is viewed from the front of the vehicle. As shown in
Fig. 11, the tapered portion 212y of the lamp housing
220 overlaps the pair of fixed projections 29L, 29R
and the pair of harness holding members 300 in a
vehicle front view. Further, as shown in Fig. 7, the
pair of fixed projections 29L, 29R and the pair of har-
ness holding members 300 are positioned behind
the tapered portion 212y.
With such a configuration, the one end 320a of each
of the pair of movable ends 320 is abuttable against
an outer surface of the tapered portion 212y of the
lamp unit 210 while the lamp unit 210 is fitted in the
lamp housing 220. Thus, the movable ends 320 are
prevented from moving in a direction from the fixed
projections 29L, 29R toward the opening 221, and
the movable ends 320 are also prevented from being
detached from the fixed projections 29L, 29R.
A dimension from the inner center of the movable
end 320 to the one end 320a in the direction D1 of
Fig. 8(b) may be set to be equal to a dimension of a
gap between the outer surface of the tapered portion
212y of the lamp unit 210 and each of the fixed pro-
jections 29L, 29R in the front-and-rear direction L of
Fig. 4. In this case, with the lamp unit 210 fitted in
the lamp housing 220, the one end 320a of each of
the pair of movable ends 320 comes into contact with
the outer surface of the tapered portion 212y of the
lamp unit 210. Thus, the movable ends 320 are suf-
ficiently prevented from being detached from the
fixed projections 29L, 29R.
Moreover, a depth of the hole 321 in the direction
D1 of Fig. 8(b) may be set to be larger than the di-
mension of the gap between the outer surface of the
tapered potion 212y of the lamp unit 210 and each
of the fixed projections 29L, 29R in the front-and-
rear direction L of Fig. 7. In this case, the gap be-
tween the outer surface of the tapered potion 212y
of the lamp unit 210 and each of the fixed projections
29L, 29R is smaller than a stroke of each movable
end 320 that is necessary to pull out the movable
end 320 from the corresponding fixed projection 29L,
29R. Thus, detachment of the movable ends 320
from the fixed projections 29L, 29R is sufficiently pre-
vented.
(c) As shown in Fig. 7, an outer surface of part of the
lamp unit 210 stored in the lamp storing space 220S
projects in a direction opposite to a direction in which
the fixed projections 29L, 29R project while the lamp
unit 210 is fitted in the lamp housing 220. A tip of
each of the pair of fixed projections 29L, 29R is po-
sitioned between the outer surface of the lamp unit

210 and the inner surface of the lamp housing 220
in the right-and-left direction H.
More specifically, a right end 213R of the socket 213
of the lamp unit 210 in the right-and-left direction H
extends in the front-and-rear direction L at a position
further leftward than the right fixed projection 29R.
A left end 213L of the socket 213 of the lamp unit
210 in the right-and-left direction H extends in the
front-and-rear direction L at a position further right-
ward than the left fixed projection 29L. Further, a rear
end 213B of the socket 213 of the lamp unit 210 is
positioned further rearward than the tips of the pair
of fixed projections 29R, 29L in the front-and-rear
direction L.
In this case, when the lamp unit 210 is fitted into the
lamp housing 220, the lamp unit 210 and the fixed
projections 29R, 29L do not interfere with each other.
Also, the tips of the fixed projections 29R, 29L func-
tion as a guide of the lamp unit 210. Thus, the oper-
ation of fitting the lamp unit 210 into the lamp housing
220 is further facilitated.
(d) When the attachment portion 226 of the lamp
housing 220 is attached to the lamp attachment por-
tion 23a of the lamp support member 20, the cylin-
drical potion 227a of the collar member 227 is insert-
ed into the through hole 311 of the harness holding
member 300. Further, the cylindrical potion 227a of
the collar member 227 is inserted into the through
hole 226h of the attachment portion 226 via the grom-
met gr.
As described above, the cylindrical potion 227a of
the collar member 227 has the non-circular cross
section corresponding to the through hole 226h of
the attachment portion 226 and the through hole 311
of the harness holding member 300. Thus, relative
rotation among the lamp housing 220, the fixed end
310 of the harness holding member 300, and the
collar member 227 is prevented. In this state, the
bolt B1 is inserted into the collar member 227, the
nut N is attached to the bolt B1, and the fixed end
310 of the harness holding member 300 is fastened
to the inner surface of the lamp housing 220. This
prevents the fixed end 310 of the harness holding
member 300 from rotating with respect to the lamp
housing 220 together with the rotation of the bolt B1
or the nut N. Thus, the fixed end 310 of the harness
holding member 300 can easily and appropriately be
fastened to the inner surface of the lamp housing
220.
(e) As described above, the pair of fixed projections
29R, 29L as part of the lamp housing 220 is integrally
formed together with the remaining part of the lamp
housing 220, and those parts are formed of the same
material. Thus, the number of components of the
head lamp device 200 is reduced, and also assembly
of the head lamp device 200 is facilitated.
(f) As shown in Fig. 7, in the head lamp device 200,
a pair of fastening members including the pair of bolts
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B1 and the pair of nuts N, and also the pair of harness
holding members 300 are provided at positions fur-
ther rearward than the rear end of the front cylindrical
portion 212x of the lamp unit 210. The pair of fasten-
ing members including the pair of bolts B1 and the
pair of nuts N is positioned rightward and leftward of
the tapered portion 212y of the lamp unit 210. Thus,
when the lamp unit 210 is fitted into the lamp housing
220 attached to the lamp support member 20, the
front cylindrical portion 212x and the tapered portion
212y do not interfere with the pair of fastening mem-
bers or the pair of harness holding members 300.
(g) Fig. 12 is a cross sectional view of the head lamp
device 200 for explaining the rear end recess 224.
The cross sectional view of Fig. 12 corresponds to
the cross sectional view of Fig. 7. Also in Fig. 12, the
lamp support member 20 is shown together with the
head lamp device 200. Note that Fig. 12 does not
show an illustration of the plurality of harnesses HA
or the plurality of connectors C.

[0049] In the cross sectional view of Fig. 12, a space
in which the plurality of harnesses HA and the plurality
of connectors C can be held by the right fixed projection
29R and the harness holding member 300 is denoted as
a right holding space S1 by the bold dotted line. A space
in which the plurality of harnesses HA can be held by the
left fixed projection 29L and the harness holding member
300 is denoted as a left holding space S2 by the bold
dotted line.
[0050] In the right part of the rear end 220b of the lamp
housing 220, a recess that corresponds to the rear end
recess 224 in the left part of the rear end 220b is not
formed. As such, the right holding space S1 is formed
over a broad range that extends from a position further
forward than a front end 213F of the socket 213 of the
lamp unit 210 to a position further rearward than the rear
end 213B of the socket 213 in the front-and-rear direction
L. Thus, the right holding space S1, which is sufficiently
large to hold the plurality of harnesses HA and the plu-
rality of connectors C is ensured at the right side portion
of the lamp housing 220.
[0051] On the other hand, the rear end recess 244 is
formed to limit the range of the left holding space S2 to
a range that extends from a position further forward than
the front end 213F of the socket 213 of the lamp unit 210
to a position further forward than the rear end 213B of
the socket 213 in the front-and-rear direction L. Thus, the
minimum left holding space S2 for holding the plurality
of harnesses HA is formed at the left-side portion of the
lamp housing 220, and a large space S3 is formed be-
tween an outer surface of the rear end recess 224 direct-
ed rearward and the left support plate 23 of the lamp
support member 20.
[0052] In this case, a component other than the head
lamp device 200 can be formed in the space S3. For
instance, in the motorcycle 100 of Fig. 1, the speed meter
90 is provided at a position above the head lamp device

200. As such, a speed meter cable that extends from the
speed meter 90 to the front wheel 6 can be arranged in
the space S3. Alternatively, a brake wire that extends
from the handle 5 to the front wheel 6 can be arranged
in the space S3. Thus, flexibility of layout in the front
portion of the motorcycle 100 is improved while the in-
terference between the head lamp device 200 and the
other members is prevented.

[4] Other Embodiments

[0053]

(a) The attachment portions 226 for fastening the
lamp housing 220 to the vehicle main body 1 are
provided, respectively, at the both right and left side
portions of the lamp housing 220 in the above-de-
scribed embodiment. Alternatively, the attachment
portions 226 may be provided at an upper end and
a lower end of the lamp housing 220, respectively.
In this case, in the lamp housing 220, a pair of fixed
projections corresponding to the pair of attachment
portions 226 is formed to be aligned in the top-and-
bottom direction V. Accordingly, the plurality of har-
nesses HA are held by the harness holding members
300 between each fixed projection and the inner sur-
face of the lamp housing 220, so that similar effects
to those of the above-described embodiment can be
achieved.
(b) The attachment portions 226 of the lamp housing
220 are fastened to the lamp support member 20,
and the harness holding members 300 are fastened
to the inner surfaces of the pair of attachment por-
tions 226 in the above-described embodiment.
Alternatively, one or not less than three attachment
portions 226 may be formed in the lamp housing 220
together with a fixed projection corresponding to
each attachment portion 226. Moreover, one or not
less than three attachment portions 226 may be fas-
tened to the vehicle main body 1, and the harness
holding members 300 may be fastened to the inner
surfaces of the attachment portions 226, respective-
ly. Even in this case, the plurality of harnesses HA
are held by the harness holding members 300 be-
tween the respective fixed projections and the inner
surface of the lamp housing 220, so that similar ef-
fects to those of the above-described embodiment
can be achieved.
(c) The rear end recess 224 is formed at the rear end
220b of the lamp housing 220 in the above-described
embodiment. Alternatively, if the speed meter 90 is
not provided above the lamp housing 220, the speed
meter cable extending from the speed meter 90 will
not interfere with the head lamp device 200. In ad-
dition, if a path of the brake wire is deviated from the
position of the head lamp device 200, the brake wire
will not interfere with the head lamp device 200. As
such, if the speed meter 90 is not provided above
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the lamp housing 220, and the path of the brake wire
is deviated from the position of the head lamp device
200, the rear end recess 224 need not be formed at
the rear end 220b of the lamp housing 220.
(d) The fixed projections 29L, 29R as part of the lamp
housing 220 are integrally formed together with the
remaining part of the lamp housing 220, and those
parts are formed of the same material in the above-
described embodiment. Alternatively, the fixed pro-
jections 29L, 29R may be formed separately from
the remaining part of the lamp housing 220.
(e) The through hole 226h having the substantially
square cross section is formed in the attachment por-
tion 226 of the lamp housing 220, and the through
hole 311 having the substantially square cross sec-
tion is formed in the fixed end 310 of the harness
holding member 300 in the above-described embod-
iment. Furthermore, the cylindrical portion 227a of
the collar member 227 has the substantially square
cross section that corresponds to the through hole
226h of the attachment portion 226 and the through
hole 311 of the harness holding member 300.
The cross section of each of the through hole 226h
of the attachment portion 226, the through hole 311
of the harness holding member 300, and the cylin-
drical portion 227a of the collar member 227 has only
to be of a non-circular shape. For example, each
cross section may be of a triangular shape or an
elliptical shape.
(f) The rubber grommet gr is attached to the through
hole 226h of the attachment portion 226, and also
the collar member 227 is attached thereto in the
above-described embodiment. Alternatively, at least
one of the grommet gr and the collar member 227
does not have to be provided. Accordingly, the
number of components is reduced.
(g) The above-described embodiment is the exam-
ple in which the present teaching is applied to the
motorcycle. Alternatively, the present teaching may
be applied to another vehicle such as a four-wheeled
automobile, a motor tricycle, an ATV (All Terrain Ve-
hicle) or the like.
(h) The second opening 222 and the third opening
223 are formed to be aligned in the right-and-left di-
rection H at the center of the rear end 220b of the
lamp housing 220 in the above-described embodi-
ment. Alternatively, the second opening 222 and the
third opening 223 may be formed to be aligned in
the top-and-bottom direction V or in a direction in-
clined to the top-and-bottom direction V and the right-
and-left direction H.
(i) The three openings (the second, third, and fourth
openings 222, 223, 225) are formed in the lamp
housing 220 in order to allow the plurality of harness-
es HA provided in the motorcycle 100 to be drawn
into the lamp storing space 220S of the lamp housing
220 in the above-described embodiment. Alterna-
tively, the number of openings for allowing the plu-

rality of harnesses HA to be drawn into the lamp
housing 220 may be one or two, or may be not less
than four.

[0054] In this case, one or a plurality of openings may
be formed in the rear end 220b of the lamp housing 220.
Alternatively, one or a plurality of openings may be
formed in portions except for the rear end 220b of the
lamp housing 220.

[5] Correspondences between Constituent Elements in 
Claims and Parts in Preferred Embodiments

[0055] In the following paragraphs, non-limiting exam-
ples of correspondences between various elements re-
cited in the claims below and those described above with
respect to various preferred embodiments are explained.
[0056] In the above-described embodiment, the vehi-
cle main body 1 is an example of a vehicle main body,
the head lamp device 200 is an example of a head lamp
device, the harness HA, the main harness MH, and the
sub-harness are examples of a plurality of harnesses,
the first opening 221 is an example of an opening, the
lamp housing 220 is an example of a lamp housing, the
bolt B1, the nut N, and the collar member 227 are exam-
ples of a fastening member, and the lamp unit 210 is an
example of a lamp unit.
[0057] The fixed projections 29L, 29R are an example
of a fixed projection, the harness holding member 300 is
an example of a holding member, the fixed end 310 is
an example of a fixed end, the movable end 320 is an
example of a movable end, the coupling portion 330 is
an example of a coupling portion, the inner surface of the
lamp housing 220 is an example of an inner surface of
the lamp housing, the hole 321 of the harness holding
member 300 is an example of a hole, and the motorcycle
100 is an example of a straddled vehicle.
[0058] The one end 320a of the harness holding mem-
ber 300 is an example of an abutment portion that is
abuttable against an outer surface of the lamp unit, the
outer surfaces of the reflector member 212, the socket
213, and the bulb 214 of the lamp unit 210 are examples
of a projecting outer surface, the bolt B1 is an example
of a bolt, the collar member 227 is an example of a collar
member, the through hole 226h of the attachment portion
226 is an example of a first through hole, the through
hole 311 of the harness holding member 300 is an ex-
ample of a second through hole, and the connector C is
an example of a connector.
[0059] As each of various elements recited in the
claims, various other elements having configurations or
functions described in the claims can be also used.

INDUSTRIAL APPLICABILITY

[0060] The present teaching can be effectively utilized
for various types of straddled vehicles.
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Claims

1. A straddled vehicle comprising:

a vehicle main body (1);
a head lamp device (200); and
a plurality of harnesses (HA,MH), wherein
the head lamp device (200) includes
a lamp housing (220) having an opening (221)
(221),
at least one fastening member (B1,N,227) that
fastens the lamp housing (220) to part of the
vehicle main body (1),
a lamp unit (210) that is fitted in the lamp housing
(220) to close the opening (221),
at least one fixed projection (29L,29R) that
projects toward the opening (221) in a space
(220S) between an inner surface of the lamp
housing (220) and an outer surface of the lamp
unit (210), and
at least one holding member (300) made of a
soft material,
the plurality of harnesses (HA,MH) are drawn
into the lamp housing (220),
the holding member (300) includes
a fixed end (310),
a movable end (320), and
a coupling portion (330) that couples the fixed
end (310) and the movable end (320) to each
other, wherein
the fixed end (310) is fastened to the inner sur-
face of an attachment portion (226) of the lamp
housing (220) by the fastening member (B1,N,
227), and
the movable end (320) is provided with a hole
(321) into which the fixed projection (29L,29R)
can be pressed and out of which the fixed pro-
jection (29L,29R) can be pulled, and
the plurality of harnesses (HA,MH) are held by
the holding member (300) between the fixed pro-
jection (29L,29R) and the inner surface of the
lamp housing (220) while the fixed projection
(29L,29R) is pressed in the hole (321) of the
movable end (320).

2. A straddled vehicle according to claim 1, wherein the
movable end (320) is provided with an abutment por-
tion (320a) that is abuttable against the outer surface
of the lamp unit (210) while the fixed projection (29L,
29R) is pressed in the hole (321) of the movable end
(320), and the abutment portion (320a) prevents the
movable end (320) from moving in a direction toward
the opening (221).

3. A straddled vehicle according to claim 1 or 2, wherein
the lamp unit (210) has a projecting outer surface
that projects in the lamp housing (220) in a direction
opposite to a direction in which the fixed projection

(29L,29R) projects, and
at least a tip of the fixed projection (29L,29R) is po-
sitioned between the projecting outer surface of the
lamp unit (210) and the inner surface of the lamp
housing (220).

4. A straddled vehicle according to any one of claims
1 to 3, wherein the fastening member (B1,N,227)
includes a bolt (B1) and a collar member (227),
the lamp housing (220) is provided with a first through
hole (226h) having a non-circular cross section,
the fixed end (310) is provided with a second through
hole (311) having a cross section of a same shape
as the first through hole (226h),
the collar member (227) has a cross sectional shape
corresponding to the first and second through holes
(226h,311), and
the bolt (B1) is inserted in the collar member (227)
while the collar member (227) is inserted in the first
through hole (226h) of the lamp housing (220) and
the second through hole (311) of the fixed end (310).

5. A straddled vehicle according to any one of claims
1 to 4, wherein the lamp housing (220) and the fixed
end (310) are integrally formed of a same material.

6. A straddled vehicle according to any one of claims
1 to 5, wherein at least some of the plurality of har-
nesses (HA,MH) are connected to one another by a
connector (C) in the lamp housing (220).

7. A straddled vehicle according to claim 6, wherein the
connector (C) is held between the fixed projection
(29L,29R) and the inner surface of the lamp housing
(220) by the holding member (300).

8. A straddled vehicle according to any one of claims
1 to 7, wherein a pair of fixed projections (29L,29R)
is provided, that comprises a right fixed projection
(29R) and a left fixed projection (29L), a pair of hold-
ing members (300) is provided, the movable end
(320) of one holding member (300) is attached to the
right fixed projection (29R) and the movable end
(320) of the other holding member (300) is attached
to the left fixed projection (29L).

9. A straddled vehicle according to claim 8, wherein
pair of right and left attachment portions (226) is
formed at the lamp housing (220), the fixed end (310)
of one holding member (300) is attached to the right
attachment portion (226) and the fixed end (310) of
the other holding member (300) is attached to the
left attachment portion (226).
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