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(54) OBJECT STARTING METHOD AND DEVICE

(57) The present disclosure relates to an object start-
ing method and device, and belongs to the technical field
of computers. The method includes: displaying starting
entries of n objects in a predetermined desktop page, the
objects being predetermined functions in one or more
Applications (APPs), the starting entries being config-
ured to trigger respective predetermined functions and
the starting entries being provided by an operating sys-
tem (101); receiving a first operating signal acting on one

of the starting entries (102); and starting an object cor-
responding to said one of the starting entries through the
operating system according to the first operating signal
(103). According to the present disclosure, the problem
of tedious operation caused by the fact that a user search-
es menus of the APP for the predetermined function layer
by layer for starting after clicking an icon to start the APP
is solved, and an effect of simplifying a starting operation
of the predetermined function is achieved.
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Description

TECHNICAL FIELD

[0001] The present disclosure generally relates to the
technical field of computers, and more particularly, to an
object starting method and device.

BACKGROUND

[0002] There are multiple Applications (APPs) installed
in a terminal of a user, each APP may provide multiple
functions for the user to use, and how to rapidly start the
APPs or the functions in the APPs becomes the focus of
the user’s attention.
[0003] In a related technology, when an object is an
APP, a terminal makes statistics to obtain an APP fre-
quently used by a user according to a frequency at which
the APP is used by the user, and displays an icon of the
APP which is frequently used in a predetermined desktop
page. In this way, the user may rapidly find the icon of
the APP which is frequently used from the predetermined
desktop page and click the icon to start the APP. How-
ever, under many conditions, the user may frequently
use a specific function in the APP. Then, the user is re-
quired to find the specific function in menus of the APP
layer by layer for starting after clicking the icon to start
the APP, and such an operation is tedious.

SUMMARY

[0004] Accordingly, the present disclosure provides an
object starting method and device, in accordance with
claims which follow.
[0005] According to a first aspect of embodiments of
the present disclosure, there is provided an object start-
ing method, including:

displaying starting entries of n objects in a predeter-
mined desktop page, the objects being predeter-
mined functions in one or more APPs, the starting
entries being configured to trigger respective prede-
termined functions and the starting entries being pro-
vided by an operating system;
receiving a first operating signal acting on one of the
starting entries; and
starting an object corresponding to said one of the
starting entries through the operating system ac-
cording to the first operating signal.

[0006] The starting entries of the n objects are dis-
played in the predetermined desktop page; and when the
first operating signal acting on one of the starting entries
is received, since the starting entry is provided by the
operating system, the object corresponding to the start-
ing entry may be directly started through the operating
system to trigger respective predetermined function, in-
dicated by the object, in the APP, and then the user may

directly start the object through the starting entry of the
object displayed in the predetermined desktop page.
Therefore, the problem of tedious operation caused by
the fact that the user searches menus of the APP for the
predetermined function layer by layer for starting after
clicking an icon to start the APP is solved, and an effect
of simplifying a starting operation of the predetermined
function is achieved.
[0007] According to an exemplary embodiment, start-
ing the object corresponding to said one of the starting
entries through the operating system according to the
first operating signal may include:

when the starting entry is configured to open a page
of the object, opening the page in an intent manner
through the operating system according to the first
operating signal.

[0008] According to an exemplary embodiment, start-
ing the object corresponding to said one of the starting
entries through the operating system according to the
first operating signal may include:

when the starting entry is configured to invoke a start-
ing control of the object in a page of the APP, opening
the page in an intent manner through the operating
system according to the first operating signal, and
simulating an operation of a user to invoke the start-
ing control in the page.

[0009] According to an exemplary embodiment, the
method may further include:

calculating objects to be recommended to the user
for invoking according to a usage parameter of each
object on a terminal or an environmental parameter
of an environment where the terminal is located; and
determining starting entries of the objects as the
starting entries of the objects displayed in the pre-
determined desktop page.

[0010] The objects to be recommended to the user for
invoking are calculated according to the usage parameter
of each object in the terminal or the environmental pa-
rameter of the environment where the terminal is located,
and since using habits of the user for the objects may be
reflected according to the usage parameters and the en-
vironmental parameter, the objects most likely to be in-
voked at this moment are recommended to the user, and
accuracy of the recommended objects is improved.
[0011] According to an exemplary embodiment, dis-
playing the starting entries of the n objects in the prede-
termined desktop page may include:

displaying the starting entries of the n objects in a
desktop widget of the predetermined desktop page,
each starting entry including at least one of an icon
and name of one of the n objects.
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[0012] According to an exemplary embodiment, dis-
playing the starting entries of the n objects in the prede-
termined desktop page may include:

when the n objects include an uninstalled object and
a non-uninstalled object, displaying, in the predeter-
mined desktop page, the starting entry of the unin-
stalled object in a first display manner and displaying,
in the predetermined desktop page, the starting entry
of the non-uninstalled object in a second display
manner, the first display manner being different from
the second display manner.

[0013] According to an exemplary embodiment, the
method may further include:

when the object corresponding to said one of the
starting entries is uninstalled, displaying a first oper-
ating control and a second operating control accord-
ing to the first operating signal;
when a second operating signal acting on the first
operating control is received, replacing the starting
entry of the object with a starting entry of another
object; and
when a third operating signal acting on the second
operating control is received, redownloading and re-
installing the object.

[0014] When the object corresponding to said one of
the starting entries is uninstalled, if the user is not re-
quired to continue invoking the object, the starting entry
of the object is replaced with a starting entry of another
object, and the predetermined desktop page may directly
skip to the starting entry selection list for the user to select
a starting entry of another object from the starting entry
selection list, so that an operation of replacing the starting
entry of the object is simplified; and if the user is required
to continue invoking the object, the object is redownload-
ed and reinstalled, and the predetermined desktop page
may directly skip to a downloading page of the object, so
that an operation of downloading the object is simplified.
[0015] According to an exemplary embodiment, the
method may further include:

when the object corresponding to said one of the
starting entries is failed to be started through the op-
erating system, outputting prompting information,
the prompting information being configured to
prompt the user to replace the starting entry of the
object with a starting entry of another object.

[0016] According to an exemplary embodiment, the
method may further include:

acquiring a preset starting entry selection list and a
preset priority list, the starting entry selection list in-
cluding a starting entry of each object provided by
the operating system and the priority list including

priorities of starting entries of objects in the starting
entry selection list;
sequentially selecting starting entries of n objects
which have been installed from the starting entry se-
lection list according to a descending order of the
priorities; and
determining the starting entries of the n objects which
have been installed to be the starting entries of the
n objects displayed in the predetermined desktop
page for the first time.

[0017] The preset starting entry selection list and pri-
ority list are acquired; the starting entries of the n objects
which have been installed are sequentially selected from
the starting entry selection list according to the descend-
ing order of the priorities, and since the priorities of the
objects are determined according to invoking frequen-
cies of the objects, the n objects selected according to
the descending order of the priorities are objects most
frequently invoked by the user, and the accuracy of the
recommended object may be improved; and in addition,
the n selected objects are objects which have been in-
stalled, so that the objects may be directly invoked by
the user, the user is not required to download and install
the objects, and object invoking efficiency may be im-
proved.
[0018] According to an exemplary embodiment, the
method may further include:

receiving a replacement instruction, the replacement
instruction being configured to indicate replacing of
a starting entry of an object displayed in the prede-
termined desktop page with a starting entry of an-
other object;
displaying a starting entry of each object included in
the starting entry selection list according to the re-
placement instruction;
determining a starting entry of an object selected
from the starting entry selection list; and
replacing the starting entry of the object displayed in
the predetermined desktop page with the starting en-
try of the selected object.

[0019] According to an exemplary embodiment, the
method may further include:

when the selected object is not installed, displaying
a third operating control; and
when a fourth operating signal acting on the third
operating control is received, downloading and in-
stalling the selected object.

[0020] When the selected object is not installed, the
third operating control is displayed; and when the fourth
operating signal acting on the third operating control is
received, the object is downloaded and installed, and in
such a manner, the starting entry selection list may di-
rectly skip to the downloading page of the object, so that
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an APP is directly downloaded from the downloading
page, and the operation of downloading the object is sim-
plified.
[0021] According to an exemplary embodiment, dis-
playing the starting entry of each object included in the
starting entry selection list according to the replacement
instruction may include:

when the starting entry selection list includes a start-
ing entry of an object which has not been installed
and a starting entry of an object which has been in-
stalled, displaying, according to the replacement in-
struction, the starting entry of the object which has
not been installed in a third display manner and dis-
playing, according to the replacement instruction,
the starting entry of the object which has been in-
stalled in a fourth display manner, the third display
manner being different from the fourth display man-
ner.

[0022] According to a second aspect of the embodi-
ments of the present disclosure, there is provided an ob-
ject starting device, including:

a first display module configured to display starting
entries of n objects in a predetermined desktop page,
the objects being predetermined functions in one or
more APPs, the starting entries being configured to
trigger respective predetermined functions and the
starting entries being provided by an operating sys-
tem;
a first receiving module configured to receive a first
operating signal acting on one of the starting entries
displayed by the first display module; and
a starting module configured to start an object cor-
responding to said one of the starting entries through
the operating system according to the first operating
signal.

[0023] The advantages and technical effects of the de-
vice according to the invention correspond to those of
the method presented above.
[0024] According to an exemplary embodiment, the
starting module may further be configured to:

when the starting entry is configured to open a page
of the object, open the page in an intent manner
through the operating system according to the first
operating signal.

[0025] According to an exemplary embodiment, the
starting module may further be configured to:

when the starting entry is configured to invoke a start-
ing control of the object in a page of the APP, open
the page in the intent manner through the operating
system according to the first operating signal, and
simulate an operation of a user to invoke the starting

control in the page.

[0026] According to an exemplary embodiment, the
device may further include:

a prediction module configured to calculate objects
to be recommended to the user for invoking accord-
ing to a usage parameter of each object on a terminal
or an environmental parameter of an environment
where the terminal is located; and
a first determination module configured to determine
starting entries of the objects predicted by the pre-
diction module to be the starting entries of the objects
displayed in the predetermined desktop page.

[0027] According to an exemplary embodiment, the
first display module may further be configured to:

display the starting entries of the n objects in a desk-
top widget of the predetermined desktop page, each
starting entry including at least one of an icon and
name of one of the n objects.

[0028] According to an exemplary embodiment, the
first display module may further be configured to:

when the n objects include an uninstalled object and
a non-uninstalled object, display, in the predeter-
mined desktop page, the starting entry of the unin-
stalled object in a first display manner and display,
in the predetermined desktop page, the starting entry
of the non-uninstalled object in a second display
manner, the first display manner being different from
the second display manner.

[0029] According to an exemplary embodiment, the
device may further include:

a second display module configured to, when the
object corresponding to said one of the starting en-
tries is uninstalled, display a first operating control
and a second operating control according to the first
operating signal;
a first processing module configured to, when a sec-
ond operating signal acting on the first operating con-
trol displayed by the second display module is re-
ceived, replace the starting entry of the object with
a starting entry of another object; and
a second processing module configured to, when a
third operating signal acting on the second operating
control displayed by the second display module is
received, redownload and reinstall the object.

[0030] According to an exemplary embodiment, the
device may further include:

an output module configured to, when the object cor-
responding to said one of the starting entries is failed
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to be started through the operating system, output
prompting information, the prompting information
being configured to prompt the user to replace the
starting entry of the object with a starting entry of
another object.

[0031] According to an exemplary embodiment, the
device may further include:

an acquisition module configured to acquire a preset
starting entry selection list and a preset priority list,
the starting entry selection list including a starting
entry of each object provided by the operating sys-
tem and the priority list including priorities of starting
entries of objects in the starting entry selection list;
a selection module configured to sequentially select
the starting entries of n objects which have been in-
stalled from the starting entry selection list acquired
by the acquisition module according to a descending
order of the priorities; and
a second determination module configured to deter-
mine the starting entries of the n objects which have
been installed to be the starting entries of the n ob-
jects displayed in the predetermined desktop page
for the first time.

[0032] According to an exemplary embodiment, the
device may further include:

a second receiving module configured to receive a
replacement instruction, the replacement instruction
being configured to indicate replacing of a starting
entry of an object displayed in the predetermined
desktop page with a starting entry of another object;
a third display module configured to display a starting
entry of each object included in the starting entry
selection list according to the replacement instruc-
tion received by the second receiving module;
a third determination module configured to deter-
mine a starting entry of an object selected from the
starting entry selection list; and
a replacement module configured to replace the
starting entry of the object displayed in the predeter-
mined desktop page with the starting entry of the
selected object.

[0033] According to an exemplary embodiment, the
device may further include:

a fourth display module configured to, when the se-
lected object is not installed, display a third operating
control; and
a third processing module configured to, when a
fourth operating signal acting on the third operating
control displayed by the fourth display module is re-
ceived, download and install the selected object.

[0034] According to an exemplary embodiment, the

fourth display module may further be configured to:

when the starting entry selection list includes a start-
ing entry of an object which has not been installed
and a starting entry of an object which has been in-
stalled, display, according to the replacement in-
struction, the starting entry of the object which has
not been installed in a third display manner and dis-
play, according to the replacement instruction, the
starting entry of the object which has been installed
in a fourth display manner, the third display manner
being different from the fourth display manner.

[0035] According to a third aspect of the embodiments
of the present disclosure, there is provided an object
starting device, including:

a processor; and
a memory configured to store an instruction execut-
able by the processor,
wherein the processor may be configured to:
display starting entries of n objects in a predeter-
mined desktop page, the objects being predeter-
mined functions in one or more APPs, the starting
entries being configured to trigger respective prede-
termined functions and the starting entries being pro-
vided by an operating system;
receive a first operating signal acting on one of the
starting entries; and
start an object corresponding to said one of the start-
ing entries through the operating system according
to the first operating signal.

[0036] In one particular embodiment, the steps of the
object starting are determined by computer program in-
structions.
[0037] Consequently, according to a fourth aspect, the
disclosure is also directed to a computer program for ex-
ecuting the steps of an object starting method as de-
scribed above when this program is executed by a com-
puter.
[0038] This program can use any programming lan-
guage and take the form of source code, object code or
a code intermediate between source code and object
code, such as a partially compiled form, or any other de-
sirable form.
[0039] The disclosure is also directed to a computer-
readable information medium containing instructions of
a computer program as described above.
[0040] The information medium can be any entity or
device capable of storing the program. For example, the
support can include storage means such as a ROM, for
example a CD ROM or a microelectronic circuit ROM, or
magnetic storage means, for example a diskette (floppy
disk) or a hard disk.
[0041] Alternatively, the information medium can be an
integrated circuit in which the program is incorporated,
the circuit being adapted to execute the method in ques-
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tion or to be used in its execution.
[0042] It is to be understood that the above general
descriptions and detailed descriptions below are only ex-
emplary and explanatory and not intended to limit the
present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0043] The accompanying drawings, which are incor-
porated in and constitute a part of this specification, il-
lustrate embodiments consistent with the present disclo-
sure and, together with the description, serve to explain
the principles of the present disclosure.

Fig. 1 is a flow chart showing an object starting meth-
od according to an exemplary embodiment.
Fig. 2 is a flow chart showing an object starting meth-
od according to another exemplary embodiment.
Fig. 3 is a schematic diagram illustrating a predeter-
mined desktop page, according to another exempla-
ry embodiment.
Fig. 4 is a schematic diagram illustrating selection
of a desktop widget, according to another exemplary
embodiment.
Fig. 5 is a schematic diagram illustrating prompting
information, according to another exemplary embod-
iment.
Fig. 6 is a first schematic diagram illustrating a start-
ing entry selection list, according to another exem-
plary embodiment.
Fig. 7 is a schematic diagram illustrating selection
of an APP, according to another exemplary embod-
iment.
Fig. 8 is a second schematic diagram illustrating a
starting entry selection list, according to another ex-
emplary embodiment.
Fig. 9 is a schematic diagram illustrating regulation
of starting entries, according to another exemplary
embodiment.
Fig. 10 is a flow chart showing an object starting
method according to another exemplary embodi-
ment.
Fig. 11 is a schematic diagram illustrating starting
entries of objects, according to another exemplary
embodiment.
Fig. 12 is a block diagram of an object starting device
according to an exemplary embodiment.
Fig. 13 is a block diagram of an object starting device
according to an exemplary embodiment.
Fig. 14 is a block diagram of an object starting device
according to an exemplary embodiment.

DETAILED DESCRIPTION

[0044] Reference will now be made in detail to exem-
plary embodiments, examples of which are illustrated in
the accompanying drawings. The following description
refers to the accompanying drawings in which the same

numbers in different drawings represent the same or sim-
ilar elements unless otherwise represented. The imple-
mentations set forth in the following description of exem-
plary embodiments do not represent all implementations
consistent with the present disclosure. Rather, they are
merely examples of apparatuses and methods consist-
ent with aspects related to the present disclosure as re-
cited in the appended claims.
[0045] Fig. 1 is a flow chart showing an object starting
method according to an exemplary embodiment. The ob-
ject starting method is applied to a terminal, and as shown
in Fig. 1, the object starting method includes the following
steps.
[0046] In Step 101, displaying starting entries of n ob-
jects in a predetermined desktop page, the objects being
predetermined functions in one or more APPs, the start-
ing entries being configured to trigger respective prede-
termined functions and the starting entries being provid-
ed by an operating system.
[0047] In Step 102, receiving a first operating signal
acting on one of the starting entries.
[0048] In Step 103, starting an object corresponding
to said one of the starting entries through the operating
system according to the first operating signal.
[0049] From the above, according to the object starting
method provided by the present disclosure, the starting
entries of the n objects are displayed in the predeter-
mined desktop page; and when the first operating signal
acting on one of the starting entries is received, since the
starting entry is provided by the operating system, the
object corresponding to the starting entry may be directly
started through the operating system to trigger respective
predetermined function, indicated by the object, in the
APP, and then a user may directly start the object through
the starting entry of the object displayed in the predeter-
mined desktop page. Therefore, the problem of tedious
operation caused by the fact that the user searches men-
us of the APP for the predetermined function layer by
layer for starting after clicking an icon to start the APP is
solved, and an effect of simplifying a starting operation
of the predetermined function is achieved.
[0050] Fig. 2 is a flow chart showing an object starting
method according to another exemplary embodiment.
The object starting method is applied to a terminal, and
as shown in Fig. 2, the object starting method includes
the following steps.
[0051] In Step 201, displaying starting entries of n ob-
jects in a desktop widget of a predetermined desktop
page, each starting entry including at least one of an icon
and name of one of the n objects.
[0052] Each object is a predetermined function in an
APP. For example, when the APP is a payment APP, the
object may be a scanning function and payment code
function in the payment APP; when the APP is a note
APP, the object may be a note creation function in the
note APP; when the APP is an Instant Messaging (IM)
APP, the object may be a payment code function and
party AA function in the IM APP; and when the APP is a

9 10 
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microblog APP, the object may be a my microblog func-
tion in the microblog function. There are no limits made
to the objects in the embodiment.
[0053] Optionally, the objects may also be APPs.
[0054] When the objects are the predetermined func-
tions in the APP, the starting entries are configured to
trigger respective predetermined functions, and the start-
ing entries are provided by an operating system. In the
embodiment, the operating system may determine a
starting manner of each object and generate the starting
entry of the object according to the starting manner. For
example, when an object is a page, the operating system
determines that a starting manner of the object is invoking
Activity corresponding to the page, and then the operat-
ing system determines a invoking entry of the Activity to
be a starting entry of the object. When the object is a
function in the page, the operating system determines
that the starting manner of the object is invoking the Ac-
tivity corresponding to the page and invoking a starting
control corresponding to the function in the page, and
then the operating system determines the invoking entry
of the Activity to be the starting entry of the object, and
correspondingly records an operating manner of invoking
the starting control in the page to invoke the starting con-
trol in such an operating manner in the page.
[0055] After the operating system generates the start-
ing entry of the object, the terminal is required to display
the starting entry. If the invoking entry of the Activity is
directly displayed as the starting entry, since a user may
not directly identify the corresponding object according
to the invoking entry of the Activity, the operating system
may also optionally acquire identification information of
the object, associate the invoking entry of the Activity
with the identification information and display the asso-
ciated identification information as the starting entry. In
such a manner, when an operation of the user acts on
the identification information, the operating system may
acquire the invoking entry, associated with the identifi-
cation information, of the Activity and invoke the invoking
entry of the Activity, thereby achieving a purpose of start-
ing the object, wherein the identification information in-
cludes at least one of an icon and name of one of the n
objects.
[0056] If the identification information includes the icon
of the object, when the icon of the object is preset in the
APP, the icon in the identification information may be
consistent with the icon preset in the APP, so that the
user may identify the object. At this moment, the operat-
ing system may read the icon of the object from the APP
and determine the icon as the icon in the identification
information. If the icon of the object is not preset in the
APP, the user identify the object through the name of the
object, at this moment, a developer may draw an icon
including the name of the object and preset the icon in
the operating system, and the operating system deter-
mines the icon as the icon in the identification information;
or, the developer may draw an icon configured to repre-
sent a predetermined function realized by the object and

preset the icon in the operating system, and the operating
system determines the icon as the icon in the identifica-
tion information.
[0057] If the identification information includes the
name of the object, since the name of the object is preset
in the APP, the operating system may read the name of
the object from the APP and determine the name as the
name in the identification information.
[0058] In the embodiment, the terminal may display
the starting entries in the desktop widget of the predeter-
mined desktop page. The predetermined desktop page
is a desktop created by the terminal to display the desktop
widget, an ordinary desktop page which is commonly re-
ferred to is a desktop created by the terminal to display
an APP icon, and the predetermined desktop page is
different from the ordinary desktop page, wherein the pre-
determined desktop page is also referred to as HiBoard,
and at this moment, the desktop widget is also referred
to as a desktop bookmark.
[0059] Referring to a schematic diagram illustrating the
predetermined desktop page in Fig. 3, the left view is an
ordinary desktop page on a leftmost side of the terminal;
and when the user executes a rightward swiping opera-
tion in a blank area of the ordinary desktop page, the
terminal displays the predetermined desktop page, i.e.
the right view in Fig. 3.
[0060] In the right view in Fig. 3, the desktop widget of
the predetermined desktop page includes "search box",
"APP proposal", "shortcut function" and "exercise", and
during practical implementation, the predetermined
desktop page may not include part of the desktop widg-
ets, or, includes part of desktop widgets not shown in Fig.
3, which is not limited in the embodiment. For example,
referring to a schematic diagram illustrating selection of
the desktop widget in Fig. 4, "APP proposal" is configured
to recommend an APP which may be invoked by the user
according to a scenario, "shortcut function" is configured
to recommend an object which may be invoked by the
user, and they have similar uses, so that the terminal
may provide an option for the user to select whether to
display "APP proposal" or display "shortcut function";
when the user selects an option "recommend APPs ac-
cording to scenarios" corresponding to "APP proposal",
the terminal displays "APP proposal" in the predeter-
mined desktop page, and does not display "shortcut func-
tion"; and when the user selects an option "customize
shortcut functions" corresponding to "shortcut function",
the terminal displays "shortcut function" in the predeter-
mined desktop page, and does not display "APP propos-
al".
[0061] In the right view in Fig. 3, "shortcut function"
displays starting entries of 5 objects, and during practical
implementation, a number of starting entries of objects
displayed in the desktop widget is not limited in the em-
bodiment.
[0062] Before the starting entries of the objects are dis-
played, the terminal is also required to select the objects.
Two object selection manners are provided in the em-
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bodiment, and the two selection manners will be intro-
duced below respectively.
[0063] In the first selection manner, the terminal ac-
quires invoking frequencies of most users for each object,
determines a priority of each object according to the in-
voking frequencies and selects the objects according to
the priorities. That is, the terminal acquires a preset start-
ing entry selection list and a preset priority list, the starting
entry selection list including a starting entry of each object
provided by the operating system and the priority list in-
cluding priorities of starting entries of objects in the start-
ing entry selection list; the starting entries of n objects
which have been installed are sequentially selected from
the starting entry selection list according to a descending
order of the priorities; and the starting entries of the n
objects which have been installed are determined to be
the starting entries of the n objects displayed in the pre-
determined desktop page for the first time.
[0064] The starting entry selection list includes starting
entries of multiple objects, and the terminal may arrange
the starting entries of the multiple objects according to a
preset rule. For example, an arrangement sequence
specified by the preset rule is: an object of a system APP
type, an object of a third-party APP type, an object of a
third-party APP type which is not installed or uninstalled,
and an APP. When an APP type includes multiple APPs,
the APPs may be sequenced according to Pinyin of
names of the multiple APPs; and when an APP includes
multiple objects, the objects may be sequenced accord-
ing to Pinyin of names of the multiple objects.
[0065] It is important to note that: when an object is a
predetermined function in the APP, that the object is in-
stalled refers to that the APP to which the object belongs
is installed.
[0066] If the priorities of the objects included in the pri-
ority list sequentially are from high to low: note-note cre-
ation, IM APP-my card, IM APP-scan, payment-payment
code, microblog-my microblog, calendar-calendar crea-
tion, sound recorder-start recording sounds, scan-scan
to translate and calculator-scientific calculator, and n is
5, when the IM APP is not installed in the terminal, the 5
selected objects are respectively note-note creation,
payment-payment code, microblog-my microblog, calen-
dar-calendar creation and sound recorder-start recording
sounds; when the payment APP is not installed in the
terminal, the 5 selected objects are respectively note-
note creation, IM APP-my card, IM APP-scan, microblog-
my microblog and calendar-calendar creation; and when
the IM APP and the payment APP are not installed in the
terminal, the 5 selected objects are respectively note-
note creation, microblog-my microblog, calendar-calen-
dar creation, sound recorder-start recording sounds and
scan-scan to translate.
[0067] Since the priorities of the objects are deter-
mined according to the invoking frequencies of the ob-
jects, the n objects selected according to the descending
order of the priorities are objects most frequently invoked
by the user, and accuracy of a recommended object may

be improved; and in addition, the n selected objects are
objects which have been installed, so that the objects
may be directly invoked by the user, the user is not re-
quired to download and install the objects, and object
invoking efficiency may be improved.
[0068] In the second selection manner, the terminal
acquires the invoking frequencies of the user of the ter-
minal for the objects, and selects the objects according
to the invoking frequencies. That is, the terminal calcu-
lates objects to be recommended to the user for invoking
according to a usage parameter of each object in the
terminal or an environmental parameter of an environ-
ment where the terminal is located; and starting entries
of the objects are determined to be the starting entries
of the objects displayed in the predetermined desktop
page.
[0069] The usage parameters may be total invoking
frequencies or total invoking time lengths of the objects,
and may also be invoking frequencies or invoking time
lengths within a period of time, which will not be limited
in the embodiment.
[0070] After acquiring the usage parameter of each ob-
ject, the terminal may sequence each object according
to a sequence from large to small usage parameters and
select the objects configured at the first n positions as
objects to be recommended to the user for invoking. For
example, when the usage parameters are invoking fre-
quencies in a month, the terminal record the invoking
frequency of each object in the month, sequences each
object according to a sequence from high to low invoking
sequences, and selects the objects configured at the first
5 positions as objects to be recommended to the user
for invoking.
[0071] The environmental parameter may be a current
moment, a current position and a parameter of a prede-
termined item in a space where the terminal is located,
which will not be limited in the embodiment, wherein the
predetermined item may be air quality, a humidity, a tem-
perature, luminance and the like.
[0072] The terminal may pre-record environmental pa-
rameters when the user invokes the objects, acquire a
current environmental parameter and select the objects
matched with the current environmental parameter as
the objects to be recommended to the user for invoking.
For example, when the environmental parameter is the
current moment, if the user buy lunch with the payment
code function at twelve every day, the terminal selects
the payment code function as an object to be recom-
mended to the user for invoking if the current moment is
twelve; and if the user takes a taxi to a certain place with
a taxing function at five every Thursday, the terminal se-
lects the taxing function as an object to be recommended
to the user for invoking when the current moment is five
on Thursday. For another example, when the environ-
mental parameter is the current position, if the user turns
on a television with a television function of a smart home
APP after getting back home every day, the terminal se-
lects the television function as an object to be recom-
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mended to the user for invoking when the current position
is home. For example, when the environmental param-
eter is the air quality, if detecting that the air quality is
relatively poor with a weather APP, the terminal selects
a purifier function of a smart home function as an object
to be recommended to the user for invoking; and when
the environmental parameter is the temperature, if de-
tecting that a room temperature is relatively lower through
a temperature sensor, the terminal selects an air condi-
tioning function of the smart home function as an object
to be recommended to the user for invoking.
[0073] Since using habits of the user for the objects
may be reflected according to the usage parameters and
the environmental parameter, the objects most likely to
be invoked at this moment are recommended to the user,
and the accuracy of the recommended objects is im-
proved.
[0074] In Step 202, receiving a first operating signal
acting on one of the starting entries.
[0075] The first operating signal may be generated by
a starting entry clicking operation of the user.
[0076] In Step 203, starting an object corresponding
to said one of the starting entries through an operating
system according to the first operating signal.
[0077] The object may be a page, and may also be a
function in the page, starting manners of the page and
the function in the page are different, and the terminal is
required to select different starting manners according
to different objects. Two starting manners will be de-
scribed below respectively.
[0078] In the first starting manner, when the starting
entry is configured to open the page of the object, the
terminal opens the page in an intent manner through the
operating system according to the first operating signal.
[0079] The operating system may invoke a invoking
entry of Activity corresponding to the page in the intent
manner and open the page by starting the Activity.
[0080] In the second starting manner, when the starting
entry is configured to invoke a starting control of the ob-
ject in a page of the APP, the terminal opens the page
in the intent manner through the operating system ac-
cording to the first operating signal, and simulates an
operation of the user to invoke the starting control in the
page.
[0081] The operating system may invoke the invoking
entry of the Activity corresponding to the page in the intent
manner and open the page by starting the Activity; and
the operating system determines the starting control of
the object in the page, simulates the operation of the user
to click the starting control and invokes the corresponding
function through the starting control. For example, when
the object is a wavelet video function in the IM APP, the
operating system may invoke a page where a wavelet
video control is located and then simulate clicking of the
wavelet video control in the page to start the wavelet
video function.
[0082] It is important to note that: when the operating
system simulates the operation of the user to invoke the

starting control at a relatively high speed, the user may
not be aware about that the terminal displays the page.
That is, the user may see the object being started after
operating the starting entry of the object.
[0083] Wherein, before the operating system clicks the
starting control, it is also required to determine a position
of the starting control in the page. Three determination
manners are provided in the embodiment, and the three
determination manners will be introduced below respec-
tively.
[0084] In the first determination manner, the operating
system identifies characters in the page, and determines
the position of the starting control according to the char-
acters. For example, when the starting control of the ob-
ject is the wavelet video control, the operating system
may identify characters "wavelet video" in the page and
determine the position where the characters are located
to be the position where the starting control is located.
[0085] In the second determination manner, coordi-
nate information of the position where the starting control
is located is prestored in the terminal, and the operating
system may read the coordinate information, determine
a position indicated by the coordinate information in the
page and determine the position to be the position where
the starting control is located.
[0086] In the third determination manner, an Identifier
(ID) of the starting control is prestored in the terminal,
and the operating system may read the ID, search the
page for a position corresponding to the ID and determine
the position to be the position where the starting control
is located.
[0087] In Step 204, when the object corresponding to
said one of the starting entries is failed to be started
through the operating system, outputting prompting in-
formation, the prompting information being configured to
prompt a user to replace the starting entry of the object
with a starting entry of another object.
[0088] When the object is updated, the page where the
object is located may be deleted, and at this moment,
the operating system cannot open the page where the
object is located, thereby causing an object starting fail-
ure. The operating system may output the prompting in-
formation when the object corresponding to said one of
the starting entries is failed to be started, and the user
replaces the starting entry of the object with a starting
entry of another object according to the prompting infor-
mation.
[0089] Referring to a schematic diagram illustrating the
prompting information in Fig. 5, when the user clicks a
"to replace" option, the terminal displays the starting entry
selection list, and the user may directly select a starting
entry of another object to replace the starting entry of the
object failed to be started from the starting entry selection
list, so that an operation of replacing the starting entry of
the object may be simplified.
[0090] Optionally, after the starting entry of the object
is displayed in the predetermined desktop page, the user
may also replace the starting entry of the object. That is,
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the terminal receives a replacement instruction, the re-
placement instruction being configured to indicate re-
placing of a starting entry of an object displayed in the
predetermined desktop page with a starting entry of an-
other object; a starting entry of each object included in
the starting entry selection list is displayed according to
the replacement instruction; a starting entry of an object
selected from the starting entry selection list is deter-
mined; and the starting entry of the object displayed in
the predetermined desktop page is replaced with the
starting entry of the selected object.
[0091] Referring to Fig. 4, where each object corre-
sponds to a "replace" option, when being intended to
replace a certain object, the user may click the "replace"
option corresponding to the object, the terminal displays
the starting entry selection list, and the user may select
a replacement object from the starting entry selection list.
[0092] Referring to a first schematic diagram illustrat-
ing the starting entry selection list in Fig. 6, Fig. 6 is de-
scribed with the condition that the user is intended to
replace the object at a position 1 as an example. If being
intended to select a predetermined function in an APP,
the user may select an object in a system APP bar and
a payment bar. If being intended to select the APP, the
user may select the APP in another bar, referring to a
schematic diagram illustrating selection of the APP in
Fig. 7 at this moment, and multiple APPs are displayed
for the user to select in Fig. 7.
[0093] In the embodiment, the starting entry selection
list includes a starting entry of an object which has been
installed, and further includes a starting entry of an object
which has not been installed, the terminal is required to
display the starting entries of the two objects in different
display manners for the user to distinguish. That is, dis-
playing the starting entry of each object included in the
starting entry selection list according to the replacement
instruction includes: when the starting entry selection list
includes the starting entry of the object which has not
been installed and the starting entry of the object which
has been installed, displaying, according to the replace-
ment instruction, the starting entry of the object which
has not been installed in a third display manner and dis-
playing, according to the replacement instruction, the
starting entry of the object which has been installed in a
fourth display manner, the third display manner being
different from the fourth display manner.
[0094] For example, the terminal displays the starting
entries of the two objects in different font colors, or, dis-
plays the starting entries of the two objects in different
fonts, or, displays the starting entries of the two objects
in different background colors, or displays the starting
entries of the two objects in bold and non-bold manners,
or, displays the starting entries of the two objects with
different transparencies, and the like, which will not be
limited in the embodiment.
[0095] Referring to a second schematic diagram illus-
trating the starting entry selection list in Fig. 8, in the left
view of Fig. 8, the starting entry of the object which has

been installed is displayed in black font, and the starting
entry of the object which has not been installed is dis-
played in gray font. Optionally, the terminal may also dis-
play text information "not installed" at a corresponding
position of the object which has not been installed.
[0096] Optionally, the method provided by the embod-
iment further includes: when the selected object is not
installed, displaying a third operating control; and when
a fourth operating signal acting on the third operating
control is received, downloading and installing the object.
[0097] Referring to the right view in Fig. 8, when the
user clicks a "to download" option, the terminal directly
skips from the starting entry selection list to a download-
ing page of the object, and the user may directly down-
load an APP from the downloading page, so that an op-
eration of downloading the object may be simplified.
[0098] Optionally, the user may also regulate the se-
quence of the starting entries of the objects displayed in
the predetermined desktop page. Referring to Fig. 4, a
"regulate the sequence" option is also displayed in Fig.
4. When the user clicks the "regulate the sequence" op-
tion, referring to a schematic diagram illustrating regula-
tion of the starting entries in Fig. 9, the "replace" option
of each object is changed into a "≡" option, and the user
may regulate the display sequence of the starting entries
of the objects by dragging the "≡" options. For example,
the user presses the "≡" of "payment code" and drags it
to a position of "scan", and the terminal displays "scan"
at a position 1 and displays "payment code" at a position
2.
[0099] From the above, according to the object starting
method provided by the present disclosure, the starting
entries of the n objects are displayed in the predeter-
mined desktop page; and when the first operating signal
acting on one of the starting entries is received, since the
starting entry is provided by the operating system, the
object corresponding to the starting entry may be directly
started through the operating system to trigger respective
predetermined function, indicated by the object, in the
APP, and then the user may directly start the object
through the starting entry of the object displayed in the
predetermined desktop page. Therefore, the problem of
tedious operation caused by the fact that the user search-
es menus of the APP for the predetermined function layer
by layer for starting after clicking an icon to start the APP
is solved, and an effect of simplifying a starting operation
of the predetermined function is achieved.
[0100] The objects to be recommended to the user for
invoking are calculated according to the usage parameter
of each object in the terminal or the environmental pa-
rameter of the environment where the terminal is located,
and since using habits of the user for the objects may be
reflected according to the usage parameters and the en-
vironmental parameter, the objects most likely to be in-
voked at this moment are recommended to the user, and
the accuracy of the recommended objects is improved.
[0101] The preset starting entry selection list and pri-
ority list are acquired; the starting entries of the n objects
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which have been installed are sequentially selected from
the starting entry selection list according to the descend-
ing order of the priorities, and since the priorities of the
objects are determined according to invoking frequen-
cies of the objects, the n objects selected according to
the descending order of the priorities are objects most
frequently invoked by the user, and the accuracy of the
recommended object may be improved; and in addition,
the n selected objects are objects which have been in-
stalled, so that the objects may be directly invoked by
the user, the user is not required to download and install
the objects, and object invoking efficiency may be im-
proved.
[0102] When the selected object is not installed, the
third operating control is displayed; and when the fourth
operating signal acting on the third operating control is
received, the object is downloaded and installed, and in
such a manner, the starting entry selection list may di-
rectly skip to the downloading page of the object, so that
the APP is directly downloaded from the downloading
page, and the operation of downloading the object is sim-
plified.
[0103] In a terminal using process of a user, an object
may be uninstalled, and at this moment, a flow chart
showing an object starting method in Fig. 10 is referred
to. The object starting method is applied to a terminal,
and as shown in Fig. 10, the object starting method in-
cludes the following steps.
[0104] In Step 1001, when n objects include an unin-
stalled object and a non-uninstalled object, in a prede-
termined desktop page, displaying a starting entry of the
uninstalled object in a first display manner and displaying
a starting entry of the non-uninstalled object in a second
display manner, the first display manner being different
from the second display manner.
[0105] Detailed contents about the starting entries re-
fer to descriptions in Step 201, and will not be elaborated
herein.
[0106] When the n objects include the uninstalled ob-
ject and the non-uninstalled object, the terminal is also
required to display the starting entries of the two objects
in different display manners for the user to distinguish.
For example, the terminal displays the starting entries of
the two objects in different colors, or, displays the starting
entries of the two objects in different fonts, or, displays
the starting entries of the two objects in different back-
ground colors, or, displays the starting entries of the two
objects in bold and non-bold manners, or, displays the
starting entries of the two objects with different transpar-
encies, and the like, which will not be limited in the em-
bodiment.
[0107] It is important to note that: when an object is a
predetermined function in an APP, that the object is un-
installed refers to that the APP to which the object be-
longs is uninstalled.
[0108] Referring to a schematic diagram illustrating the
starting entries of the objects in Fig. 11, where a payment
APP has been uninstalled by the user, and in the left view

in Fig. 11, icons and names of a scan function and pay-
ment code function in the payment APP are semitrans-
parent, and a note creation function in a non-uninstalled
note APP and a payment code function and party AA
function in a non-uninstalled IM APP may all be normally
displayed.
[0109] In Step 1002, receiving a first operating signal
acting on one of the starting entries.
[0110] The first operating signal may be generated by
a starting entry clicking operation of the user.
[0111] In Step 1003, when the object corresponding to
said one of the starting entries is uninstalled, displaying
a first operating control and a second operating control
according to the first operating signal; when a second
operating signal acting on the first operating control is
received, replacing the starting entry of the object with a
starting entry of another object; and when a third oper-
ating signal acting on the second operating control is re-
ceived, redownloading and reinstalling the object.
[0112] When the user clicks the scan function or pay-
ment code function in the payment APP, referring to the
right view in Fig. 11, the first operating control displayed
by the terminal is a "replace with another starting item"
option, and the second operating control is a "redown-
load" option. When the user clicks the "replace with an-
other starting item" option, the terminal receives the sec-
ond operating signal, and the displays a starting entry
selection list, and the user may directly select a starting
entry of another object from the starting entry selection
list to replace the starting entry of the uninstalled object,
so that an operation of replacing the starting entry of the
object may be simplified. When the user clicks the "re-
download" option, the terminal receives the third operat-
ing signal, and directly skips from the starting entry se-
lection list to a downloading page of the object, and the
user may directly download an APP from the download-
ing page, so that an operation of downloading the object
may be simplified.
[0113] When the object corresponding to said one of
the starting entries is uninstalled, if the user is not re-
quired to continue invoking the object, the starting entry
of the object is replaced with a starting entry of another
object, and the predetermined desktop page may directly
skip to the starting entry selection list for the user to select
a starting entry of another object from the starting entry
selection list, so that the operation of replacing the start-
ing entry of the object is simplified; and if the user is re-
quired to continue invoking the object, the object is re-
downloaded and reinstalled, and the predetermined
desktop page may directly skip to a downloading page
of the object, so that the operation of downloading the
object is simplified.
[0114] Fig. 12 is a block diagram of an object starting
device according to an exemplary embodiment. The ob-
ject starting device is applied to a terminal, and as shown
in Fig. 12, the object starting device includes: a first dis-
play module 1201, a first receiving module 1202 and a
starting module 1203.
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[0115] The first display module 1201 is configured to
display starting entries of n objects in a predetermined
desktop page, the objects being predetermined functions
in one or more APPs, the starting entries being configured
to trigger respective predetermined functions and the
starting entries being provided by an operating system.
[0116] The first receiving module 1202 is configured
to receive a first operating signal acting on one of the
starting entries displayed by the first display module
1201.
[0117] The starting module 1203 is configured to start
an object corresponding to said one of the starting entries
through the operating system according to the first oper-
ating signal.
[0118] From the above, according to the object starting
device provided by the present disclosure, the starting
entries of the n objects are displayed in the predeter-
mined desktop page; and when the first operating signal
acting on one of the starting entries is received, since the
starting entry is provided by the operating system, the
object corresponding to the starting entry may be directly
started through the operating system to trigger respective
predetermined function, indicated by the object, in the
APP, and then a user may directly start the object through
the starting entry of the object displayed in the predeter-
mined desktop page. Therefore, the problem of tedious
operation caused by the fact that the user searches men-
us of the APP for the predetermined function layer by
layer for starting after clicking an icon to start the APP is
solved, and an effect of simplifying a starting operation
of the predetermined function is achieved.
[0119] Fig. 13 is a block diagram of an object starting
device according to an exemplary embodiment. The ob-
ject starting device is applied to a terminal, and as shown
in Fig. 13, the object starting device includes: a first dis-
play module 1301, a first receiving module 1302 and a
starting module 1303.
[0120] The first display module 1301 is configured to
display starting entries of n objects in a predetermined
desktop page, the objects being predetermined functions
in one or more APPs, the starting entries being configured
to trigger respective predetermined functions and the
starting entries being provided by an operating system.
[0121] The first receiving module 1302 is configured
to receive a first operating signal acting on one of the
starting entries displayed by the first display module
1301.
[0122] The starting module 1303 is configured to start
an object corresponding to said one of the starting entries
through the operating system according to the first oper-
ating signal.
[0123] Optionally, the starting module 1303 is further
configured to:

when the starting entry is configured to open a page
of the object, open the page in an intent manner
through the operating system according to the first
operating signal.

[0124] Optionally, the starting module 1303 is further
configured to:

when the starting entry is configured to invoke a start-
ing control of the object in a page of the APP, open
the page in the intent manner through the operating
system according to the first operating signal, and
simulate an operation of a user to invoke the starting
control in the page.

[0125] Optionally, the device further includes: a pre-
diction module 1304 and a first determination module
1305.
[0126] The prediction module 1304 is configured to cal-
culate objects to be recommended to the user for invoking
according to a usage parameter of each object on a ter-
minal or an environmental parameter of an environment
where the terminal is located.
[0127] The first determination module 1305 is config-
ured to determine starting entries of the objects predicted
by the prediction module 1304 to be the starting entries
of the objects displayed in the predetermined desktop
page.
[0128] Optionally, the first display module 1301 is fur-
ther configured to:

display the starting entries of the n objects in a desk-
top widget of the predetermined desktop page, each
starting entry including at least one of an icon and
name of one of the n objects.

[0129] Optionally, the first display module 1301 is fur-
ther configured to:

when the n objects include an uninstalled object and
a non-uninstalled object, display, in the predeter-
mined desktop page, the starting entry of the unin-
stalled object in a first display manner and display,
in the predetermined desktop page, the starting entry
of the non-uninstalled object in a second display
manner, the first display manner being different from
the second display manner.

[0130] Optionally, the device further includes: a sec-
ond display module 1306, a first processing module 1307
or a second processing module 1308.
[0131] The second display module 1306 is configured
to, when the object corresponding to said one of the start-
ing entries is uninstalled, display a first operating control
and a second operating control according to the first op-
erating signal.
[0132] The first processing module 1307 is configured
to, when a second operating signal acting on the first
operating control displayed by the second display module
is received, replace the starting entry of the object with
a starting entry of another object.
[0133] The second processing module 1308 is config-
ured to, when a third operating signal acting on the sec-
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ond operating control displayed by the second display
module is received, redownload and reinstall the object.
[0134] Optionally, the device further includes: an out-
put module 1309.
[0135] The output module 1309 is configured to, when
the object corresponding to said one of the starting en-
tries is failed to be started through the operating system,
output prompting information, the prompting information
being configured to prompt the user to replace the starting
entry of the object with a starting entry of another object.
[0136] Optionally, the device further includes: an ac-
quisition module 1310, a selection module 1311 and a
second determination module 1312.
[0137] The acquisition module 1310 is configured to
acquire a preset starting entry selection list and a preset
priority list, the starting entry selection list including a
starting entry of each object provided by the operating
system and the priority list including priorities of starting
entries of objects in the starting entry selection list.
[0138] The selection module 1311 is configured to se-
quentially select the starting entries of n objects which
have been installed from the starting entry selection list
acquired by the acquisition module 1310 according to a
descending order of the priorities.
[0139] The second determination module 1312 is con-
figured to determine the starting entries of the n objects
which have been installed to be the starting entries of the
n objects displayed in the predetermined desktop page
for the first time.
[0140] Optionally, the device further includes: a sec-
ond receiving module 1313, a third display module 1314,
a third determination module 1315 and a replacement
module 1316.
[0141] The second receiving module 1313 is config-
ured to receive a replacement instruction, the replace-
ment instruction being configured to indicate replacing
of a starting entry of an object displayed in the predeter-
mined desktop page a starting entry of another object.
[0142] The third display module 1314 is configured to
display a starting entry of each object included in the
starting entry selection list according to the replacement
instruction received by the second receiving module
1313.
[0143] The third determination module 1315 is config-
ured to determine a starting entry of an object selected
from the starting entry selection list.
[0144] The replacement module 1316 is configured to
replace the starting entry of the object displayed in the
predetermined desktop page with the starting entry of
the selected object.
[0145] Optionally, the device further includes: a fourth
display module 1317 and a third processing module
1318.
[0146] The fourth display module 1317 is configured
to, when the selected object is not installed, display a
third operating control.
[0147] The third processing module 1318 is configured
to, when a fourth operating signal acting on the third op-

erating control displayed by the fourth display module
1317 is received, download and install the selected ob-
ject.
[0148] Optionally, the fourth display module 1317 is
further configured to:

when the starting entry selection list includes a start-
ing entry of an object which has not been installed
and a starting entry of an object which has been in-
stalled, display, according to the replacement in-
struction, the starting entry of the object which has
not been installed in a third display manner and dis-
play, according to the replacement instruction, the
starting entry of the object which has been installed
in a fourth display manner, the third display manner
being different from the fourth display manner.

[0149] From the above, according to the object starting
device provided by the present disclosure, the starting
entries of the n objects are displayed in the predeter-
mined desktop page; and when the first operating signal
acting on one of the starting entries is received, since the
starting entry is provided by the operating system, the
object corresponding to the starting entry may be directly
started through the operating system to trigger respective
predetermined function, indicated by the object, in the
APP, and then the user may directly start the object
through the starting entry of the object displayed in the
predetermined desktop page. Therefore, the problem of
tedious operation caused by the fact that the user search-
es menus of the APP for the predetermined function layer
by layer for starting after clicking an icon to start the APP
is solved, and an effect of simplifying a starting operation
of the predetermined function is achieved.
[0150] The objects to be recommended to the user for
invoking are calculated according to the usage parameter
of each object in the terminal or the environmental pa-
rameter of the environment where the terminal is located,
and since using habits of the user for the objects may be
reflected according to the usage parameters and the en-
vironmental parameter, the objects most likely to be in-
voked at this moment are recommended to the user, and
the accuracy of the recommended objects is improved.
[0151] When the object corresponding to said one of
the starting entries is uninstalled, if the user is not re-
quired to continue invoking the object, the starting entry
of the object is replaced with a starting entry of another
object, and the predetermined desktop page may directly
skip to the starting entry selection list for the user to select
a starting entry of another object from the starting entry
selection list, so that an operation of replacing the starting
entry of the object is simplified; and if the user is required
to continue invoking the object, the object is redownload-
ed and reinstalled, and the predetermined desktop page
may directly skip to a downloading page of the object, so
that an operation of downloading the object is simplified.
[0152] The preset starting entry selection list and pri-
ority list are acquired; the starting entries of the n objects
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which have been installed are sequentially selected from
the starting entry selection list according to the descend-
ing order of the priorities, and since the priorities of the
objects are determined according to invoking frequen-
cies of the objects, the n objects selected according to
the descending order of the priorities are objects most
frequently invoked by the user, and the accuracy of the
recommended object may be improved; and in addition,
the n selected objects are objects which have been in-
stalled, so that the objects may be directly invoked by
the user, the user is not required to download and install
the objects, and object invoking efficiency may be im-
proved.
[0153] When the selected object is not installed, the
third operating control is displayed; and when the fourth
operating signal acting on the third operating control is
received, the object is downloaded and installed, and in
such a manner, the starting entry selection list may di-
rectly skip to the downloading page of the object, so that
the APP is directly downloaded from the downloading
page, and the operation of downloading the object is sim-
plified.
[0154] With respect to the device in the above embod-
iment, the specific manners for performing operations for
individual modules therein have been described in detail
in the embodiment regarding the method, which will not
be elaborated herein.
[0155] An exemplary embodiment of the present dis-
closure provides an object starting device, which may
implement the object starting method provided by the
present disclosure, the object starting device including:
a processor and a memory configured to store an instruc-
tion executable by the processor,
wherein the processor is configured to:

display starting entries of n objects in a predeter-
mined desktop page, the objects being predeter-
mined functions in one or more APPs, the starting
entries being configured to trigger respective prede-
termined functions and the starting entries being pro-
vided by an operating system;
receive a first operating signal acting on one of the
starting entries; and
start an object corresponding to said one of the start-
ing entries through the operating system according
to the first operating signal.

[0156] Fig. 14 is a block diagram of an object starting
device 1400, according to an exemplary embodiment.
For example, the device 1400may be a mobile phone, a
computer, a digital broadcast terminal, a messaging de-
vice, a gaming console, a tablet, a medical device, exer-
cise equipment, a personal digital assistant and the like.
[0157] Referring to Fig. 14, the device 1400 may in-
clude one or more of the following components: a
processing component 1402, a memory 1404, a power
component 1406, a multimedia component 1408, an au-
dio component 1410, an Input/Output (I/O) interface

1412, a sensor component 1414, and a communication
component 1416.
[0158] The processing component 1402 typically con-
trols overall operations of the device 1400, such as the
operations associated with display, telephone calls, data
communications, camera operations, and recording op-
erations. The processing component 1402 may include
one or more processors 1418 to execute instructions to
perform all or part of the steps in the abovementioned
method. Moreover, the processing component 1402 may
include one or more modules which facilitate interaction
between the processing component 1402 and the other
components. For instance, the processing component
1402 may include a multimedia module to facilitate inter-
action between the multimedia component 1408 and the
processing component 1402.
[0159] The memory 1404 is configured to store various
types of data to support the operation of the device 1400.
Examples of such data include instructions for any APPs
or methods operated on the device 1400, contact data,
phonebook data, messages, pictures, video, etc. The
memory 1404 may be implemented by any type of volatile
or non-volatile memory devices, or a combination there-
of, such as a Static Random Access Memory (SRAM),
an Electrically Erasable Programmable Read-Only Mem-
ory (EEPROM), an Erasable Programmable Read-Only
Memory (EPROM), a Programmable Read-Only Memory
(PROM), a Read-Only Memory (ROM), a magnetic mem-
ory, a flash memory, and a magnetic or optical disk.
[0160] The power component 1406 provides power for
various components of the device 1400. The power com-
ponent 1406 may include a power management system,
one or more power supplies, and other components as-
sociated with the generation, management and distribu-
tion of power for the device 1400.
[0161] The multimedia component 1408 includes a
screen providing an output interface between the device
1400 and a user. In some embodiments, the screen may
include a Liquid Crystal Display (LCD) and a Touch Panel
(TP). If the screen includes the TP, the screen may be
implemented as a touch screen to receive an input signal
from the user. The TP includes one or more touch sen-
sors to sense touches, swipes and gestures on the TP.
The touch sensors may not only sense a boundary of a
touch or swipe action, but also detect a duration and pres-
sure associated with the touch or swipe action. In some
embodiments, the multimedia component 1408 includes
a front camera and/or a rear camera. The front camera
and/or the rear camera may receive external multimedia
data when the device 1400 is in an operation mode, such
as a photographing mode or a video mode. Each of the
front camera and the rear camera may be a fixed optical
lens system or have focusing and optical zooming capa-
bilities.
[0162] The audio component 1410 is configured to out-
put and/or input an audio signal. For example, the audio
component 1410 includes a Microphone (MIC), and the
MIC is configured to receive an external audio signal
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when the device 1400 is in the operation mode, such as
a call mode, a recording mode and a voice recognition
mode. The received audio signal may be further stored
in the memory 1404 or sent through the communication
component 1416. In some embodiments, the audio com-
ponent 1410 further includes a speaker configured to out-
put the audio signal.
[0163] The I/O interface 1412 provides an interface be-
tween the processing component 1402 and a peripheral
interface module, and the peripheral interface module
may be a keyboard, a click wheel, a button and the like.
The button may include, but not limited to: a home button,
a volume button, a starting button and a locking button.
[0164] The sensor component 1414 includes one or
more sensors configured to provide status assessment
in various aspects for the device 1400. For instance, the
sensor component 1414 may detect an on/off status of
the device 1400 and relative positioning of components,
such as a display and small keyboard of the device 1400,
and the sensor component 1414 may further detect a
change in a position of the device 1400 or a component
of the device 1400, presence or absence of contact be-
tween the user and the device 1400, orientation or ac-
celeration/deceleration of the device 1400 and a change
in temperature of the device 1400. The sensor compo-
nent 1414 may include a proximity sensor configured to
detect presence of an object nearby without any physical
contact. The sensor component 1414 may also include
a light sensor, such as a Complementary Metal Oxide
Semiconductor (CMOS) or Charge Coupled Device
(CCD) image sensor configured for use in an imaging
application. In some embodiments, the sensor compo-
nent 1414 may also include an acceleration sensor, a
gyroscope sensor, a magnetic sensor, a pressure sensor
or a temperature sensor.
[0165] The communication component 1416 is config-
ured to facilitate wired or wireless communication be-
tween the device 1400 and other equpment. The device
1400 may access a communication-standard-based
wireless network, such as a Wireless Fidelity (WiFi) net-
work, a 2nd-Generation (2G) or 3rd-Generation (3G) net-
work or a combination thereof. In an exemplary embod-
iment, the communication component 1416 receives a
broadcast signal or broadcast associated information
from an external broadcast management system through
a broadcast channel. In an exemplary embodiment, the
communication component 1416 further includes a Near
Field Communciation (NFC) module to facilitate short-
range communication. For example, the NFC module
may be implemented on the basis of a Radio Frequency
Identification (RFID) technology, an Infrared Data Asso-
ciation (IrDA) technology, an Ultra-WideBand (UWB)
technology, a Bluetooth (BT) technology and another
technology.
[0166] In an exemplary embodiment, the device 1400
may be implemented by one or more Application Specific
Integrated Circuits (ASICs), Digital Signal Processors
(DSPs), Digital Signal Processing Devices (DSPDs),

Programmable Logic Devices (PLDs), Field Programma-
ble Gate Arrays (FPGAs), controllers, micro-controllers,
microprocessors or other electronic components, and is
configured to execute the abovementioned method.
[0167] In an exemplary embodiment, there is also pro-
vided a non-transitory computer-readable storage medi-
um including an instruction, such as the memory 1404
including an instruction, and the instruction may be exe-
cuted by the processor 1418 of the device 1400 to im-
plement the abovementioned method. For example, the
non-transitory computer-readable storage medium may
be a ROM, a Random Access Memory (RAM), a Compact
Disc Read-Only Memory (CD-ROM), a magnetic tape, a
floppy disc, optical data storage equipment and the like.
[0168] Other embodiments of the present disclosure
will be apparent to those skilled in the art from consider-
ation of the specification and practice of the present dis-
closure. This application is intended to cover any varia-
tions, uses, or adaptations of the present disclosure fol-
lowing the general principles thereof and including such
departures from the present disclosure as come within
known or customary practice in the art. It is intended that
the specification and examples be considered as exem-
plary only, with a true scope and spirit of the present
disclosure being indicated by the following claims.
[0169] It will be appreciated that the present disclosure
is not limited to the exact construction that has been de-
scribed above and illustrated in the accompanying draw-
ings, and that various modifications and changes may
be made without departing from the scope thereof. It is
intended that the scope of the present disclosure only be
limited by the appended claims.

Claims

1. An object starting device, comprising:

a first display module (1201, 1301) configured
to display starting entries of n objects in a pre-
determined desktop page, the objects being pre-
determined functions in one or more Applica-
tions, APPs, the starting entries being config-
ured to trigger respective predetermined func-
tions and the starting entries being provided by
an operating system;
a first receiving module (1202, 1302) configured
to receive a first operating signal acting on one
of the starting entries displayed by the first dis-
play module (1201, 1301); and
a starting module (1203, 1303) configured to
start an object corresponding to said one of the
starting entries through the operating system ac-
cording to the first operating signal.

2. The device of claim 1, wherein the starting module
(1203, 1303) is further configured to:
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when the starting entry is configured to open a
page of the object, open the page in an intent
manner through the operating system according
to the first operating signal.

3. The device of claim 1, wherein the starting module
(1203, 1303) is further configured to:

when the starting entry is configured to invoke
a starting control of the object in a page of the
APP, open the page in the intent manner through
the operating system according to the first op-
erating signal, and simulate an operation of a
user to invoke the starting control in the page.

4. The device of any one of claims 1-3, further compris-
ing:

a prediction module (1304) configured to calcu-
late objects to be recommended to the user for
invoking according to a usage parameter of each
object on a terminal or an environmental param-
eter of an environment where the terminal is lo-
cated; and
a first determination module (1305) configured
to determine starting entries of the objects pre-
dicted by the prediction module (1304) as the
starting entries of the objects displayed in the
predetermined desktop page.

5. The device of any one of claims 1-4, wherein the first
display module (1201, 1301) is further configured to:

display the starting entries of the n objects in a
desktop widget of the predetermined desktop
page, each starting entry comprising at least one
of an icon and name of one of the n objects.

6. The device of any one of claims 1-5, wherein the first
display module (1201, 1301) is further configured to:

when the n objects comprise an uninstalled ob-
ject and a non-uninstalled object, display, in the
predetermined desktop page, the starting entry
of the uninstalled object in a first display manner
and display, in the predetermined desktop page,
the starting entry of the non-uninstalled object
in a second display manner, the first display
manner being different from the second display
manner.

7. The device of any one of claims 1-6, further compris-
ing:

a second display module (1306) configured to,
when the object corresponding to said one of
the starting entries is uninstalled, display a first
operating control and a second operating control

according to the first operating signal;
a first processing module (1307) configured to,
when a second operating signal acting on the
first operating control displayed by the second
display module (1306) is received, replace the
starting entry of the object with a starting entry
of another object; and
a second processing module (1308) configured
to, when a third operating signal acting on the
second operating control displayed by the sec-
ond display module (1306) is received, redown-
load and reinstall the object.

8. The device of any one of claims 1-7, further compris-
ing:

an output module (1309) configured to, when
the object corresponding to said one of the start-
ing entries is failed to be started through the op-
erating system, output prompting information,
the prompting information being configured to
prompt the user to replace the starting entry of
the object with a starting entry of another object.

9. The device of any one of claims 1-8, further compris-
ing:

an acquisition module (1310) configured to ac-
quire a preset starting entry selection list and a
preset priority list, the starting entry selection list
comprising a starting entry of each object pro-
vided by the operating system and the priority
list comprising priorities of starting entries of ob-
jects in the starting entry selection list;
a selection module (1311) configured to sequen-
tially select the starting entries of n objects which
have been installed from the starting entry se-
lection list acquired by the acquisition module
(1310) according to a descending order of the
priorities; and
a second determination module (1312) config-
ured to determine the starting entries of the n
objects which have been installed to be the start-
ing entries of the n objects displayed in the pre-
determined desktop page for the first time.

10. The device of any one of claims 1-9, further compris-
ing:

a second receiving module (1313) configured to
receive a replacement instruction, the replace-
ment instruction being configured to indicate re-
placing of a starting entry of an object displayed
in the predetermined desktop page with a start-
ing entry of another object;
a third display module (1314) configured to dis-
play a starting entry of each object comprised in
the starting entry selection list according to the
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replacement instruction received by the second
receiving module (1313);
a third determination module (1315) configured
to determine a starting entry of an object select-
ed from the starting entry selection list; and
a replacement module (1316) configured to re-
place the starting entry of the object displayed
in the predetermined desktop page with the
starting entry of the selected object.

11. The device of claim 10, further comprising:

a fourth display module (1317) configured to,
when the selected object is not installed, display
a third operating control; and
a third processing module (1318) configured to,
when a fourth operating signal acting on the third
operating control displayed by the fourth display
module (1317) is received, download and install
the selected object.

12. The device of claim 10 or 11, wherein the fourth dis-
play module (1317) is further configured to:

when the starting entry selection list comprises
a starting entry of an object which has not been
installed and a starting entry of an object which
has been installed, display, according to the re-
placement instruction, the starting entry of the
object which has not been installed in a third
display manner and display, according to the re-
placement instruction, the starting entry of the
object which has been installed in a fourth dis-
play manner, the third display manner being dif-
ferent from the fourth display manner.

13. An object starting device, comprising:

a processor; and
a memory configured to store an instruction ex-
ecutable by the processor,

wherein the processor is configured to:

display starting entries of n objects in a prede-
termined desktop page, the objects being pre-
determined functions in one or more Applica-
tions, APPs, the starting entries being config-
ured to trigger respective predetermined func-
tions and the starting entries being provided by
an operating system;
receive a first operating signal acting on one of
the starting entries; and
start an object corresponding to said one of the
starting entries through the operating system ac-
cording to the first operating signal.

14. An object starting method, comprising:

displaying starting entries of n objects in a pre-
determined desktop page, the objects being pre-
determined functions in one or more Applica-
tions, APPs, the starting entries being config-
ured to trigger respective predetermined func-
tions and the starting entries being provided by
an operating system (101);
receiving a first operating signal acting on one
of the starting entries (102); and
starting an object corresponding to one of the
starting entries through the operating system ac-
cording to the first operating signal (103).

15. A computer program including instructions for exe-
cuting the steps of an object starting method accord-
ing to claim 1 when said program is executed by a
computer.
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