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(54) ELECTRONIC DEVICE AND METHOD FOR PROVIDING LOCATION DATA

(57) An electronic device is provided. The electronic
device includes a user interface, a location sensor con-
figured to sense a location of the electronic device, a
processor electrically connected with the user interface
and the location sensor, and a memory electrically con-
nected with the processor and configured to store a first
application program and a second application program.
The memory is further configured to store instructions
that, when executed, enable the processor to receive first

location data with a first degree of accuracy regarding
the location of the electronic device from the location sen-
sor, process at least part of the first location data to gen-
erate second location data with a second degree of ac-
curacy lower than the first degree of accuracy regarding
the location of the electronic device, provide the at least
part of the first location data to execute the first applica-
tion program, and provide at least part of the second lo-
cation data to execute the second application program.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to electronic de-
vices and methods for providing location data.

BACKGROUND

[0002] Smartphone or other mobile devices are able
to provide high portability and new diversified services
using their various functions, such as networking or sens-
ing. Recently, various services are available through sen-
sors equipped in the smartphone.
[0003] A smartphone may gather location information
through location sensors, such as a global positioning
system (GPS) module, Wi-Fi module, cellular module,
acceleration sensor, and a gyro sensor. When a location-
based service (LBS) application runs on a smartphone,
the smartphone may offer various LBSs through the run-
ning application using location information gathered.
[0004] The above information is presented as back-
ground information only to assist with an understanding
of the present disclosure. No determination has been
made, and no assertion is made, as to whether any of
the above might be applicable as prior art with regard to
the present disclosure.

SUMMARY

[0005] To more precisely provide a user with a service
using a location-based service (LBS) application, the us-
er’s exact location data may be collected under his/her
consent. In this case, the user, albeit able to obtain an
exact service result, may be subjected to an invasion of
privacy or leakage of personal information, which may
then be used for malicious purposes.
[0006] Aspects of the present disclosure are to address
at least the above-mentioned problems and/or disadvan-
tages and to provide at least the advantages described
below. Accordingly, an aspect of the present disclosure
is to provide an electronic device and a method for alle-
viating the user’s invasion of privacy or leakage of per-
sonal information regarding location information by ad-
justing the standards for providing the user’s location in-
formation.
[0007] In accordance with another aspect of the
present disclosure, an electronic device and method for
providing location data is provided.
[0008] In accordance with another aspect of the
present disclosure, an electronic device is provided. The
electronic device includes a user interface, a location
sensor configured to sense a location of the electronic
device, a processor electrically connected with the user
interface and the location sensor, and a memory electri-
cally connected with the processor and configured to
store a first application program and a second application
program. The memory is further configured to store in-

structions that, when executed, enable the processor to
receive first location data with a first degree of accuracy
regarding the location of the electronic device from the
location sensor, process at least part of the first location
data to generate second location data with a second de-
gree of accuracy lower than the first degree of accuracy
regarding the location of the electronic device, provide
the at least part of the first location data to execute the
first application program, and provide at least part of the
second location data to execute the second application
program.
[0009] In accordance with another aspect of the
present disclosure, an electronic device is provided. The
electronic device includes a user interface, a location
sensor configured to sense a location of the electronic
device, a processor electrically connected with the user
interface and the location sensor, and a memory electri-
cally connected with the processor. The memory is con-
figured to store instructions that, when executed, enable
the processor to receive first location data regarding the
location of the electronic device from the location sensor,
obtain second location data corresponding to the first lo-
cation data according to a designated condition, and pro-
vide at least part of the second location data to a first
application that is executed on the electronic device.
[0010] In accordance with another aspect of the
present disclosure, a non-transitory recording medium
storing commands to execute a method for controlling
an electronic device, the commands being configured to
be executed by at least one processor to enable the at
least one processor to perform at least one operation, is
provided. The at least one operation includes receiving
first location data with a first degree of accuracy regarding
a location of the electronic device from a location sensor,
processing at least part of the first location data to gen-
erate second location data with a second degree of ac-
curacy lower than the first degree of accuracy regarding
the location of the electronic device, providing the at least
part of the first location data to execute a first application
program, and providing at least part of the second loca-
tion data to execute a second application program.
[0011] In accordance with another aspect of the
present disclosure, a non-transitory recording medium
storing commands to execute a method for controlling
an electronic device, the commands being configured to
be executed by at least one processor to enable the at
least one processor to perform at least one operation, is
provided. The at least one operation includes receiving
first location data regarding a location of the electronic
device from a location sensor, obtaining second location
data corresponding to the first location data according to
a designated condition, and providing at least part of the
second location data to a first application that is executed
on the electronic device.
[0012] In accordance with another aspect of the
present disclosure, a method for operating an electronic
device is provided. The method includes receiving first
location data with a first degree of accuracy regarding a
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location of the electronic device from a location sensor,
processing at least part of the first location data to gen-
erate second location data with a second degree of ac-
curacy lower than the first degree of accuracy regarding
the location of the electronic device, providing the at least
part of the first location data to execute a first application
program, and providing at least part of the second loca-
tion data to execute a second application program.
[0013] Other aspects, advantages, and salient fea-
tures of the disclosure will become apparent to those
skilled in the art from the following detailed description,
which, taken in conjunction with the annexed drawings,
discloses various embodiments of the present disclo-
sure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] The above and other aspects, features, and ad-
vantages of certain embodiments of the present disclo-
sure will be more apparent from the following description
taken in conjunction with the accompanying drawings, in
which:

FIG. 1 illustrates a network environment including
an electronic device according to an embodiment of
the present disclosure;
FIG. 2 is a block diagram illustrating an electronic
device according to an embodiment of the present
disclosure;
FIG. 3 is a block diagram illustrating a program mod-
ule according to an embodiment of the present dis-
closure;
FIG. 4 is a view illustrating a configuration of an elec-
tronic device according to an embodiment of the
present disclosure;
FIG. 5 is a view illustrating a configuration of an elec-
tronic device according to an embodiment of the
present disclosure;
FIGS. 6A and 6B are views illustrating configurations
of memories according to various embodiments of
the present disclosure;
FIGS. 7A and 7B are flowcharts illustrating methods
for providing location data in an electronic device
according to various embodiments of the present dis-
closure;
FIG. 8 is a flowchart illustrating a method for provid-
ing location data in an electronic device according
to an embodiment of the present disclosure;
FIG. 9 is a flowchart illustrating a method for provid-
ing location data in an electronic device according
to an embodiment of the present disclosure;
FIG. 10 is a flowchart illustrating a method for gen-
erating second location data in an electronic device
according to an embodiment of the present disclo-
sure;
FIG. 11 is a flowchart illustrating a method for gen-
erating second location data in an electronic device
according to an embodiment of the present disclo-

sure;
FIG. 12 is a flowchart illustrating a method for gen-
erating second location data in an electronic device
according to an embodiment of the present disclo-
sure;
FIG. 13 is a flowchart illustrating a method for gen-
erating second location data in an electronic device
according to an embodiment of the present disclo-
sure;
FIG. 14 is a flowchart illustrating a method for gen-
erating second location data in an electronic device
according to an embodiment of the present disclo-
sure;
FIGS. 15A, 15B, 15C, 15D, 15E, and 15F are views
illustrating examples of user interfaces for setting ac-
curacy determination data in an electronic device ac-
cording to various embodiments of the present dis-
closure;
FIGS. 16A and 16B are views illustrating examples
of user interfaces for providing a location-based
service based on first location data and a location-
based service based on second location data ac-
cording to various embodiments of the present dis-
closure; and
FIGS. 17A, 17B, and 17C are views illustrating an
example of providing a location-based service in an
electronic device according to various embodiments
of the present disclosure.

[0015] Throughout the drawings, like reference numer-
als will be understood to refer to like parts, components,
and structures.

DETAILED DESCRIPTION

[0016] The following description with reference to the
accompanying drawings is provided to assist in a com-
prehensive understanding of various embodiments of the
present disclosure as defined by the claims and their
equivalents. It includes various specific details to assist
in that understanding but these are to be regarded as
merely exemplary. Accordingly, those of ordinary skill in
the art will recognize that various changes and modifica-
tions of the various embodiments described herein can
be made without departing from the scope and spirit of
the present disclosure. In addition, descriptions of well-
known functions and constructions may be omitted for
clarity and conciseness.
[0017] The terms and words used in the following de-
scription and claims are not limited to the bibliographical
meanings, but, are merely used by the inventor to enable
a clear and consistent understanding of the present dis-
closure. Accordingly, it should be apparent to those
skilled in the art that the following description of various
embodiments of the present disclosure is provided for
illustration purpose only and not for the purpose of limiting
the present disclosure as defined by the appended claims
and their equivalents.
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[0018] It is to be understood that the singular forms "a,"
"an," and "the" include plural references unless the con-
text clearly dictates otherwise. Thus, for example, refer-
ence to "a component surface" includes reference to one
or more of such surfaces.
[0019] As used herein, the terms "A or B," "at least one
of A and/or B," or "A/B" may include all possible combi-
nations of A and B. As used herein, the terms "first" and
"second" may modify various components regardless of
importance and/or order and are used to distinguish a
component from another without limiting the compo-
nents. It will be understood that when an element (e.g.,
a first element) is referred to as being (operatively or com-
municatively) "coupled with/to," or "connected with/to"
another element (e.g., a second element), it can be cou-
pled or connected with/to the other element directly or
via a third element.
[0020] As used herein, the terms "configured to" may
be interchangeably used with other terms, such as "suit-
able for," "capable of," "modified to," "made to," "adapted
to," "able to," or "designed to" in hardware or software in
the context. Rather, the term "configured to" may mean
that a device can perform an operation together with an-
other device or parts. For example, the term "processor
configured (or set) to perform A, B, and C" may mean a
generic-purpose processor (e.g., a central processing
unit (CPU) or application processor (AP)) that may per-
form the operations by executing one or more software
programs stored in a memory device or a dedicated proc-
essor (e.g., an embedded processor) for performing the
operations.
[0021] For example, examples of the electronic device
according to various embodiments of the present disclo-
sure may include at least one of a smartphone, a tablet
personal computer (PC), a mobile phone, a video phone,
an e-book reader, a desktop PC, a laptop computer, a
netbook computer, a workstation, a server, a personal
digital assistant (PDA), a portable multimedia player
(PMP), a Moving Picture Experts Group (MPEG-1 or
MPEG-2) audio layer-3 (MP3) player, a medical device,
a camera, or a wearable device. The wearable device
may include at least one of an accessory-type device
(e.g., a watch, a ring, a bracelet, an anklet, a necklace,
glasses, contact lenses, or a head-mounted device
(HMD)), a fabric- or clothes-integrated device (e.g., elec-
tronic clothes), a body attaching-type device (e.g., a skin
pad or tattoo), or a body implantable device. In some
embodiments, examples of the smart home appliance
may include at least one of a television, a digital video
disc (DVD) player, an audio player, a refrigerator, an air
conditioner, a cleaner, an oven, a microwave oven, a
washer, a drier, an air cleaner, a set-top box, a home
automation control panel, a security control panel, a TV
box (e.g., Samsung HomeSync™, Apple TV™, or Goog-
le TV™) , a gaming console (Xbox™, PlayStation™), an
electronic dictionary, an electronic key, a camcorder, or
an electronic picture frame.
[0022] According to an embodiment of the present dis-

closure, the electronic device may include at least one
of various medical devices (e.g., diverse portable medical
measuring devices (a blood sugar measuring device, a
heartbeat measuring device, or a body temperature
measuring device), a magnetic resource angiography
(MRA) device, a magnetic resource imaging (MRI) de-
vice, a computed tomography (CT) device, an imaging
device, or an ultrasonic device), a navigation device, a
global navigation satellite system (GNSS) receiver, an
event data recorder (EDR), a flight data recorder (FDR),
an automotive infotainment device, a sailing electronic
device (e.g., a sailing navigation device or a gyro com-
pass), avionics, security devices, vehicular head units,
industrial or home robots, drones, automatic teller’s ma-
chines (ATMs), point of sales (POS) devices, or internet
of things (IoT) devices (e.g., a bulb, various sensors, a
sprinkler, a fire alarm, a thermostat, a street light, a toast-
er, fitness equipment, a hot water tank, a heater, or a
boiler). According to various embodiments of the disclo-
sure, examples of the electronic device may at least one
of part of a piece of furniture, building/structure or vehicle,
an electronic board, an electronic signature receiving de-
vice, a projector, or various measurement devices (e.g.,
devices for measuring water, electricity, gas, or electro-
magnetic waves). According to various embodiments of
the present disclosure, the electronic device may be flex-
ible or may be a combination of the above-enumerated
electronic devices. According to an embodiment of the
disclosure, the electronic devices are not limited to those
described above. As used herein, the term "user" may
denote a human or another device (e.g., an artificial in-
telligent electronic device) using the electronic device.
[0023] FIG. 1 illustrates a network environment includ-
ing an electronic device according to an embodiment of
the present disclosure.
[0024] Referring to FIG. 1, according to an embodi-
ment of the present disclosure, an electronic device 101
is included in a network environment 100. The electronic
device 101 may include a bus 110, a processor 120, a
memory 130, an input/output interface 150, a display 160,
and a communication interface 170. In some embodi-
ments, the electronic device 101 may exclude at least
one of the above components or may add another com-
ponent.
[0025] The bus 110 may include a circuit for connecting
the processor 120, the memory 130, the input/output in-
terface 150, the display 160, and the communication in-
terface 170 with one another and transferring communi-
cations (e.g., control messages or data) between the
same.
[0026] The processor 120 may include one or more of
a CPU, an AP, or a communication processor (CP). The
processor 120 may perform control on at least one of the
other components of the electronic device 101, and/or
perform an operation or data processing relating to com-
munication.
[0027] According to an embodiment of the present dis-
closure, the processor 120 may provide first location data
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with a first degree of accuracy regarding the location of
the electronic device 101, process at least part of the first
location data to generate second location data with a
second degree of accuracy lower than the first degree of
accuracy, and provide at least part of the first location
data to a first application and at least part of the second
location data to a second application.
[0028] According to an embodiment of the present dis-
closure, the first location data with the first degree of ac-
curacy may include information about a first area, and
the second location data with the second degree of ac-
curacy may include information about a second area larg-
er than the first area. The first area may be included in
the second area or may be located around the second
area.
[0029] For example, the first location data with the first
degree of accuracy is address information, e.g., "315
Linden St., San Francisco, CA 94102," the second loca-
tion data with the second degree of accuracy may be
address information, e.g., "San Francisco, CA 94102,"
which corresponds to a larger area than "315 Linden St."
[0030] The memory 130 may include a volatile and/or
non-volatile memory. For example, the memory 130 may
store commands or data related to at least one other
component of the electronic device 101.
[0031] According to an embodiment of the present dis-
closure, the memory 130 may store software and/or a
program 140. The program 140 may include, e.g., a ker-
nel 141, middleware 143, an application programming
interface (API) 145, and/or an application program (or
"application") 147. At least a portion of the kernel 141,
middleware 143, or API 145 may be denoted as an op-
erating system (OS).
[0032] For example, the kernel 141 may control or
manage system resources (e.g., the bus 110, the proc-
essor 120, or the memory 130) used to perform opera-
tions or functions implemented in other programs (e.g.,
the middleware 143, API 145, or application 147). The
kernel 141 may provide an interface that allows the mid-
dleware 143, the API 145, or the application 147 to ac-
cess the individual components of the electronic device
101 to control or manage the system resources.
[0033] The middleware 143 may function as a relay to
allow the API 145 or the application 147 to communicate
data with the kernel 141, for example. Further, the mid-
dleware 143 may process one or more task requests re-
ceived from the application 147 in an order of a priority.
For example, the middleware 143 may assign a priority
of using system resources (e.g., bus 110, processor 120,
or memory 130) of the electronic device 101 to at least
one of the application 147 and process one or more task
requests. The API 145 is an interface allowing the appli-
cation 147 to control functions provided from the kernel
141 or the middleware 143. For example, the API 133
may include at least one interface or function (e.g., a
command) for filing control, window control, image
processing or text control. For example, the input/output
interface 150 may transfer commands or data input from

the user or other external device to other component(s)
of the electronic device 101 or may output commands or
data received from other component(s) of the electronic
device 101 to the user or other external devices.
[0034] According to an embodiment of the present dis-
closure, the memory 149 may gather location information
of the electronic device 101, process the gathered loca-
tion information into location data corresponding to a par-
ticular degree of accuracy, and provide the location data.
For example, the location provision module 149 may
gather location information, process the gathered loca-
tion information into location data corresponding to a par-
ticular degree of accuracy, and provide the location data
to at least one application.
[0035] The display 160 may include, e.g., a liquid crys-
tal display (LCD), a light emitting diode (LED) display, an
organic LED (OLED) display, a micro-electromechanical
systems (MEMS) display, or an electronic paper display.
The display 160 may display various contents (e.g., text,
images, videos, icons, or symbols) to the user. The dis-
play 160 may include a touchscreen and may receive,
e.g., a touch, gesture, proximity, drag, swipe, or hovering
input using an electronic pen or a body part of the user.
[0036] For example, the communication interface 170
may set up communication between the electronic device
101 and an external device (e.g., a first external electronic
device 102, a second external electronic device 104, or
a server 106). For example, the communication interface
170 may be connected with a network 162 through wire-
less communication or wired communication and may
communicate with an external device (e.g., the second
external electronic device 104 or server 106).
[0037] The wireless communication may include cel-
lular communication which uses at least one of, e.g., long
term evolution (LTE), LTE- advanced (LTE-A), code di-
vision multiple access (CDMA), wideband CDMA (WCD-
MA), universal mobile telecommunication system
(UMTS), wireless broadband (WiBro), or global system
for mobile communication (GSM). According to an em-
bodiment of the present disclosure, the wireless commu-
nication, as shown in an element 164 of FIG. 1, may
include at least one of, e.g., Wi-Fi, LiFi, bluetooth (BT),
BT low power (BLE), zigbee, near field communication
(NFC), magnetic secure transmission (MST), radio fre-
quency, or body area network (BAN). According to an
embodiment of the present disclosure, the wireless com-
munication may include global navigation satellite sys-
tem (GNSS). The GNSS may be, e.g., global positioning
system (GPS), global navigation satellite system (Glo-
nass), Beidou navigation satellite system (hereinafter,
"Beidou") or Galileo, or the European global satellite-
based navigation system. Hereinafter, the terms "GPS"
and the "GNSS" may be interchangeably used herein.
The wired connection may include at least one of, e.g.,
universal serial bus (USB), high definition multimedia in-
terface (HDMI), recommended standard (RS)-232, pow-
er line communication (PLC), or plain old telephone serv-
ice (POTS). The network 162 may include at least one

7 8 



EP 3 333 587 A1

6

5

10

15

20

25

30

35

40

45

50

55

of telecommunication networks, e.g., a computer net-
work (e.g., local area network (LAN) or wide area network
(WAN)), Internet, or a telephone network.
[0038] The first and second external electronic devices
102 and 104 each may be a device of the same or a
different type from the electronic device 101.
[0039] According to an embodiment of the present dis-
closure, all or some of operations executed on the elec-
tronic device 101 may be executed on another or multiple
other electronic devices (e.g., the first and second exter-
nal electronic devices 102 and 104 or server 106).
[0040] According to an embodiment of the present dis-
closure, when the electronic device 101 should perform
some function or service automatically or at a request,
the electronic device 101, instead of executing the func-
tion or service on its own or additionally, may request
another device (e.g., the first and second external elec-
tronic devices 102 and 104 or server 106) to perform at
least some functions associated therewith. The other
electronic device (e.g., the first and second external elec-
tronic devices 102 and 104 or server 106) may execute
the requested functions or additional functions and trans-
fer a result of the execution to the electronic device 101.
The electronic device 101 may provide a requested func-
tion or service by processing the received result as it is
or additionally. To that end, a cloud computing, distribut-
ed computing, or client-server computing technique may
be used, for example.
[0041] FIG. 2 is a block diagram illustrating an elec-
tronic device according to an embodiment of the present
disclosure.
[0042] Referring to FIG. 2, an electronic device 201
may include the whole or part of the configuration of, e.g.,
the electronic device 101 shown in FIG. 2. The electronic
device 201 may include one or more processors (e.g.,
APs) 210, a communication module 220, a subscriber
identification module (SIM) 224, a memory 230, a sensor
module 240, an input device 250, a display 260, an in-
terface 270, an audio module 280, a camera module 291,
a power management module 295, a battery 296, an in-
dicator 297, and a motor 298. The processor 210 may
control multiple hardware and software components con-
nected to the processor 210 by running, e.g., an OS or
application programs, and the processor 210 may proc-
ess and compute various data. The processor 210 may
be implemented in, e.g., a system on chip (SoC).
[0043] According to an embodiment of the present dis-
closure, the processor 210 may further include a graphic
processing unit (GPU) and/or an image signal processor
(ISP). The processor 210 may include at least some (e.g.,
cellular module 221) of the components shown in FIG.
2. The processor 210 may load a command or data re-
ceived from at least one of other components (e.g., a
non-volatile memory) on a volatile memory, process the
command or data, and store resultant data in the non-
volatile memory.
[0044] According to an embodiment of the present dis-
closure, the processor 210 may obtain first location data

with a first degree of accuracy regarding the location of
the electronic device 200 and process the generated first
location data to generate second location data with a
second degree of accuracy which is lower than the first
degree of accuracy. The processor 210 may provide at
least part of the first location data to a first application
and at least part of the second location data to a second
application.
[0045] According to an embodiment of the present dis-
closure, the processor 210 may obtain the first location
data regarding the location of the electronic device 200,
obtain the second location data corresponding to the first
location data according to a designated condition, and
provide at least part of the second location data to the
first application that runs on the electronic device 200.
For example, the designated condition may include in-
formation set about whether to provide the first applica-
tion with the first location data or the second location data
according to a user input.
[0046] The communication module 220 may have the
same or similar configuration as the communication in-
terface 170. The communication module 220 may in-
clude, e.g., a cellular module 221, a Wi-Fi module 223,
a bluetooth (BT) module 225, a GNSS module 227, an
NFC module 228, and an RF module 229. The cellular
module 221 may provide voice call, video call, text, or
Internet services through, e.g., a communication net-
work. The cellular module 221 may perform identification
or authentication on the electronic device 201 in the com-
munication network using the SIM 224 (e.g., the SIM
card). According to an embodiment of the present dis-
closure, the cellular module 221 may perform at least
some of the functions providable by the processor 210.
According to an embodiment of the present disclosure,
the cellular module 221 may include a CP. According to
an embodiment of the present disclosure, at least some
(e.g., two or more) of the cellular module 221, the Wi-Fi
module 223, the BT module 225, the GNSS module 227,
or the NFC module 228 may be included in a single in-
tegrated circuit (IC) or an IC package. The RF module
229 may communicate data, e.g., communication signals
(e.g., RF signals). The RF module 229 may include, e.g.,
a transceiver, a power amp module (PAM), a frequency
filter, a low noise amplifier (LNA), or at least one antenna.
According to an embodiment of the present disclosure,
at least one of the cellular module 221, the Wi-Fi module
223, the BT module 225, the GNSS module 227, or the
NFC module 228 may communicate RF signals through
a separate RF module. The SIM 224 may include, e.g.,
a card including a subscriber identification module, or an
embedded SIM, and may contain unique identification
information (e.g., an IC card identifier (ICCID) or sub-
scriber information (e.g., an international mobile sub-
scriber identity (IMSI)).
[0047] The memory 230 (e.g., the memory 130) may
include, e.g., an internal memory 232 or an external mem-
ory 234. The internal memory 232 may include at least
one of, e.g., a volatile memory (e.g., a dynamic random
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access memory (DRAM), a static RAM (SRAM), a syn-
chronous dynamic RAM (SDRAM), etc.) or a non-volatile
memory (e.g., a one-time programmable read only mem-
ory (OTPROM), a programmable ROM (PROM), an eras-
able and programmable ROM (EPROM), an electrically
erasable and programmable ROM (EEPROM), a mask
ROM, a flash ROM), a flash memory (e.g., a NAND flash,
or a NOR flash), a hard drive, or solid state drive (SSD).
The external memory 234 may include a flash drive, e.g.,
a compact flash (CF) memory, a secure digital (SD) mem-
ory, a micro-SD memory, a min-SD memory, an extreme
digital (xD) memory, a multi-media card (MMC), or a
memory stick™. The external memory 234 may be func-
tionally or physically connected with the electronic device
201 via various interfaces.
[0048] For example, the sensor module 240 may
measure a physical quantity or detect an operational
state of the electronic device 201, and the sensor module
240 may convert the measured or detected information
into an electrical signal. The sensor module 240 may
include at least one of, e.g., a gesture sensor 240A, a
gyro sensor 240B, an air (atmospheric) pressure sensor
240C, a magnetic sensor 240D, an acceleration sensor
240E, a grip sensor 240F, a proximity sensor 240G, a
color sensor 240H (e.g., a red-green-blue (RGB) sensor),
a biometric sensor 2401, a temperature/humidity sensor
240J, an illumination sensor 240K, or an ultra violet (UV)
sensor 240M. Additionally or alternatively, the sensor
module 240 may include, e.g., an e-nose sensor, an elec-
tromyography (EMG) sensor, an electroencephalogram
(EEG) sensor, an electrocardiogram (ECG) sensor, an
infrared (IR) sensor, an iris sensor, or a finger print sen-
sor. The sensor module 240 may further include a control
circuit for controlling at least one or more of the sensors
included in the sensing module. According to an embod-
iment of the present disclosure, the electronic device 201
may further include a processor configured to control the
sensor module 240 as part of the processor 210 or sep-
arately from the processor 210, and the electronic device
201 may control the sensor module 240 while the proc-
essor 210 is in a sleep mode.
[0049] The input unit 250 may include, e.g., a touch
panel 252, a (digital) pen sensor 254, a key 256, or an
ultrasonic input device 258. The touch panel 252 may
use at least one of capacitive, resistive, infrared, or ul-
trasonic methods. The touch panel 252 may further in-
clude a control circuit. The touch panel 252 may further
include a tactile layer and may provide a user with a tactile
reaction. The (digital) pen sensor 254 may include, e.g.,
a part of a touch panel or a separate sheet for recognition.
The key 256 may include e.g., a physical button, optical
key or key pad. The ultrasonic input device 258 may
sense an ultrasonic wave generated from an input tool
through a microphone (e.g., microphone 288) to identify
data corresponding to the sensed ultrasonic wave.
[0050] The display 260 (e.g., the display 160) may in-
clude a panel 262, a hologram device 264, a projector
266, and/or a control circuit for controlling the same. The

panel 262 may be implemented to be flexible, transpar-
ent, or wearable. The panel 262, together with the touch
panel 252, may be configured in one or more modules.
According to an embodiment of the present disclosure,
the panel 262 may include a pressure sensor (or pose
sensor) that may measure the strength of a pressure by
the user’s touch. The pressure sensor may be imple-
mented in a single body with the touch panel 252 or may
be implemented in one or more sensors separate from
the touch panel 252. The hologram device 264 may make
three dimensional (3D) images (holograms) in the air by
using light interference. The projector 266 may display
an image by projecting light onto a screen. The screen
may be, for example, located inside or outside of the elec-
tronic device 201. The interface 270 may include e.g., an
HDMI 272, a USB 274, an optical interface 276, or a D-
subminiature (D-sub) 278. The interface 270 may be in-
cluded in e.g., the communication interface 170 shown
in FIG. 1. Additionally or alternatively, the interface 270
may include a mobile high-definition link (MHL) interface,
an SD card/ MMC interface, or an IR data association
(IrDA) standard interface.
[0051] The audio module 280 may convert, e.g., a
sound signal, into an electrical signal and vice versa. At
least a part of the audio module 280 may be included in,
e.g., the input/output interface 150 as shown in FIG. 1.
The audio module 280 may process sound information
input or output through, e.g., a speaker 282, a receiver
284, an earphone 286, or a microphone 288.
[0052] For example, the camera module 291 may be
a device for capturing still images and videos, and may
include, according to an embodiment of the present dis-
closure, one or more image sensors (e.g., front and back
sensors), a lens, an ISP, or a flash such as an LED or
xenon lamp.
[0053] The power manager module 295 may manage
power of the electronic device 201, for example. Accord-
ing to an embodiment of the present disclosure, the pow-
er manager module 295 may include a power manage-
ment IC (PMIC), a charger IC, or a battery or fuel gauge.
The PMIC may have a wired and/or wireless recharging
scheme. The wireless charging scheme may include,
e.g., a magnetic resonance scheme, a magnetic induc-
tion scheme, or an electromagnetic wave based scheme,
and an additional circuit, such as a coil loop, a resonance
circuit, a rectifier, or the like may be added for wireless
charging. The battery gauge may measure an amount of
remaining power of the battery 296, a voltage, a current,
or a temperature while the battery 296 is being charged.
The battery 296 may include, e.g., a rechargeable battery
or a solar battery.
[0054] The indicator 297 may indicate a particular state
of the electronic device 201 or a part (e.g., the processor
210) of the electronic device, including, e.g., a booting
state, a message state, or recharging state. The motor
298 may convert an electric signal to a mechanical vi-
bration and may generate a vibrational or haptic effect.
The electronic device 201 may include a mobile television
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(TV) supporting device (e.g., a GPU) that may process
media data as per, e.g., digital multimedia broadcasting
(DMB), digital video broadcasting (DVB), or mediaFlo™
standards. Each of the aforementioned components of
the electronic device may include one or more parts, and
a name of the part may vary with a type of the electronic
device. According to various embodiments, the electron-
ic device (e.g., the electronic device 201) may exclude
some elements or include more elements, or some of the
elements may be combined into a single entity that may
perform the same function as the elements before being
combined.
[0055] FIG. 3 is a block diagram illustrating a program
module according to an embodiment of the present dis-
closure.
[0056] Referring to FIG. 3, according to an embodi-
ment of the present disclosure, a program module 310
(e.g., the program 140) may include an OS controlling
resources related to the electronic device (e.g., the elec-
tronic device 101) and/or various applications (e.g., the
application 147) driven on the OS. The OS may include,
e.g., Android™, iOS™, Windows™, Symbian™, Ti-
zen™, or Bada™. The program module 310 may include
a kernel 320 (e.g., the kernel 141), middleware 330 (e.g.,
the middleware 143), an API 360 (e.g., the API 145), an
application 370 (e.g., the application 147), and/or a loca-
tion provision module (not shown). At least a part of the
program module 310 may be preloaded on the electronic
device or may be downloaded from an external electronic
device (e.g., the first and second external electronic de-
vices 102 and 104 or server 106).
[0057] The kernel 320 may include, e.g., a system re-
source manager 321 or a device driver 323. The system
resource manager 321 may perform control, allocation,
or recovery of system resources. According to an em-
bodiment of the present disclosure, the system resource
manager 321 may include a process managing unit, a
memory managing unit, or a file system managing unit.
The device driver 323 may include, e.g., a display driver,
a camera driver, a BT driver, a shared memory driver, a
USB driver, a keypad driver, a Wi-Fi driver, an audio driv-
er, or an inter-process communication (IPC) driver. The
middleware 330 may provide various functions to the ap-
plication 370 through the API 360 so that the application
370 may use limited system resources in the electronic
device or provide functions jointly required by application
370. According to an embodiment of the present disclo-
sure, the middleware 330 may include at least one of a
runtime library 335, an application manager 341, a win-
dow manager 342, a multimedia manager 343, a re-
source manager 344, a power manager 345, a database
manager 346, a package manager 347, a connectivity
manager 348, a notification manager 349, a location
manager 350, a graphic manager 351, or a security man-
ager 352.
[0058] The runtime library 335 may include a library
module used by a compiler in order to add a new function
through a programming language while, e.g., the appli-

cation 370 is being executed. The runtime library 335
may perform input/output management, memory man-
agement, or arithmetic function processing. The applica-
tion manager 341 may manage the life cycle of, e.g., the
application 370. The window manager 342 may manage
GUI resources used on the screen. The multimedia man-
ager 343 may grasp formats necessary to play media
files and use a codec appropriate for a format to perform
encoding or decoding on media files. The resource man-
ager 344 may manage the source code or memory space
of the application 370. The power manager 345 may man-
age, e.g., the battery capability or power and provide
power information necessary for the operation of the
electronic device. According to an embodiment of the
present disclosure, the power manager 345 may inter-
work with a basic input/output system (BIOS). The data-
base manager 346 may generate, search, or vary a da-
tabase to be used in the application 370. The package
manager 347 may manage an installation or an update
of an application that is distributed in the form of a pack-
age file.
[0059] The connectivity manager 348 may manage,
e.g., wireless connectivity. The notification manager 349
may provide an event, e.g., arrival message, appoint-
ment, or proximity alert, to the user. The location manager
350 may manage, e.g., locational information on the elec-
tronic device. The graphic manager 351 may manage,
e.g., graphic effects to be offered to the user and their
related user interface. The security manager 352 may
provide system security or user authentication, for exam-
ple. According to an embodiment of the present disclo-
sure, the middleware 330 may include a telephony man-
ager for managing the voice or video call function of the
electronic device or a middleware module able to form a
combination of the functions of the above-described el-
ements. According to an embodiment of the present dis-
closure, the middleware 330 may provide a module spec-
ified according to the type of the OS. The middleware
330 may dynamically omit some existing components or
add new components. The API 360 may be a set of, e.g.,
API programming functions, and may have different con-
figurations depending on the OS. For example, in the
case of Android™ or iOS™ one API set may be provided
per platform, and in the case of Tizen™ two or more API
sets may be offered per platform.
[0060] The application 370 may include an application
that may provide, e.g., a home 371, a dialer 372, a short
message service (SMS)/multimedia messaging service
(MMS) 373, an instant message (IM) 374, a browser 375,
a camera 376, an alarm 377, a contact 378, a voice dial
379, an e-mail 380, a calendar 381, a media player 382,
an album 383, or a clock 384, a health-care (e.g., meas-
uring the degree of workout or blood sugar), or provision
of environmental information (e.g., provision of air pres-
sure, moisture, or temperature information). According
to an embodiment of the present disclosure, the applica-
tion 370 may include an information exchanging applica-
tion supporting information exchange between the elec-
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tronic device and an external electronic device. Exam-
ples of the information exchange application may include,
but is not limited to, a notification relay application for
transferring specific information to the external electronic
device, or a device management application for manag-
ing the external electronic device. For example, the no-
tification relay application may transfer notification infor-
mation generated by another application of the electronic
device to the external electronic device or receive notifi-
cation information from the external electronic device and
provide the received notification information to the user.
For example, the device management application may
install, delete, or update a function (e.g., turn-on/turn-off
the external electronic device (or some elements) or ad-
justing the brightness (or resolution) of the display) of the
external electronic device communicating with the elec-
tronic device or an application operating on the external
electronic device. According to an embodiment of the
present disclosure, the application 370 may include an
application (e.g., a health-care application of a mobile
medical device) designated according to an attribute of
the external electronic device. According to an embodi-
ment of the present disclosure, the application 370 may
include an application received from the external elec-
tronic device.
[0061] At least a portion of the program module 310
may be implemented (e.g., executed) in software,
firmware, hardware (e.g., the processor 210), or a com-
bination of at least two or more thereof and may include
a module, program, routine, command set, or process
for performing one or more functions.
[0062] FIG. 4 is a view illustrating a configuration of an
electronic device according to an embodiment of the
present disclosure.
[0063] Referring to FIG. 4, an electronic device 400
may include a processor 410, a location sensor 420, a
user interface 430, and a memory 440. According to an
embodiment of the present disclosure, the memory 440
may include a location provision module 450. According
to an embodiment of the present disclosure, the location
provision module 450 may include instructions (e.g., a
platform or framework) executed by the processor 410
and may gather, process, and provide location informa-
tion.
[0064] According to an embodiment of the present dis-
closure, the processor 410 may obtain first location data
regarding the location of the electronic device 400
sensed through the location sensor 420. For example,
the processor 410 may store, in the memory 440, the first
location data including GPS information, Wi-Fi informa-
tion, BT information, cellular information, acceleration in-
formation, or direction information of the electronic device
400 which is obtained through the location sensor 420.
The first location data may be raw data having a first
degree of accuracy regarding the location of the elec-
tronic device 400.
[0065] According to an embodiment of the present dis-
closure, the processor 410 may execute the location pro-

vision module 450 to process at least part of the first
location data, generating second location data having a
second degree of accuracy which is lower than the first
degree of accuracy. For example, the second location
data may include only information (e.g., area information)
covering a full address for the location of the electronic
device 400. According to an embodiment of the present
disclosure, the second location data may include an ad-
dress corresponding to an area that is broader than the
location of the electronic device 400.
[0066] The processor 410 may provide at least part of
the first location data to a first application program and
at least part of the second location data to a second ap-
plication program through the location provision module
450.
[0067] According to an embodiment of the present dis-
closure, the processor 410 may provide a location-based
service using the first location data or the second location
data according to various standards for determining the
degree of accuracy. For example, the standards for de-
termining the degree of accuracy may include at least
one of accuracy determination data including various da-
ta about the electronic device 400 and user configuration
data set by a user input. The processor 410 may receive
a user input (e.g., a touch input) through the user interface
430.
[0068] According to an embodiment of the present dis-
closure, the processor 410 may provide a location-based
service using the first location data or the second location
data based on the accuracy determination data. For ex-
ample, the accuracy determination data may include at
least one of location data, schedule data, time data, con-
text data, and application use data.
[0069] According to an embodiment of the present dis-
closure, the processor 410 may analyze the gathered
first location data (or information) and determine whether
the analyzed first location data corresponds to a first lo-
cation (or a first area) or a second location (or a second
area).
[0070] According to an embodiment of the present dis-
closure, the first location may be a location where the
first location data may be provided, and the second lo-
cation may be a location where the second location data
may be provided.
[0071] According to an embodiment of the present dis-
closure, the first location may be a location where details
of the user’s location data may be published (or the de-
tails are set to be published), and the second location
may be a location where the details of the user’s location
data are not desired to be published (or the details are
set not to be published).
[0072] According to an embodiment of the present dis-
closure, the first location may include, e.g., a location
corresponding to a personal schedule set by the user,
the location of a place set to a home by the user, or the
location of a place where the user is determined to relax,
and the second location may include, e.g., a location cor-
responding to a company schedule set by the user, the
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location of a place set to a company by the user, or the
location of a place where the user is determined to be on
duty.
[0073] According to an embodiment of the present dis-
closure, the first location or the second location is not
limited to the above-described locations. Depending on
the user’s settings, the processor 410 may determine
that the location of the place set to the home by the user
is the second location or that the location of the place set
to the company by the user is the first location.
[0074] When the analyzed first location data is deter-
mined to correspond to the first location, the processor
410 may provide part of the gathered first location data.
For example, the first location data with the first degree
of accuracy may include a country name (e.g., Korea,
China, the U.S.A., or Japan), a city or province name
(e.g., Seoul), a district name (e.g., Jongro-gu), a neigh-
borhood name (e.g., Hyehwa-dong), a street name (e.g.,
Daemyeong-geori), a building name (e.g., Mihwa-build-
ing), and a house number (e.g., 315-beonji).
[0075] When the analyzed first location data is deter-
mined to correspond to the second location, the proces-
sor 410 may process at least part of the gathered first
location data and provide second location data with a
second degree of accuracy that is lower than the first
degree of accuracy. For example, the second location
data with the second degree of accuracy may include
location data (e.g., at least one of a city/province name
or a country name) of an area larger than the location of
the electronic device 400.
[0076] According to an embodiment of the present dis-
closure, the processor 410 may further gather various
device data (e.g., time data, schedule data, context data,
degree of use of application, etc.) as well as the location
data of the electronic device 400 and may provide the
first location data with the first degree of accuracy or the
second location data with the second degree of accuracy
based on the gathered location data and device data.
[0077] According to an embodiment of the present dis-
closure, the processor 410 may determine whether the
gathered time data corresponds to a first time or a second
time.
[0078] According to an embodiment of the present dis-
closure, the first time may be a time when the first location
data may be provided, and the second time may be a
time when the second location data may be provided.
[0079] According to an embodiment of the present dis-
closure, the first time may be a time when details of the
user’s location may be published (or the details are set
to be published), and the second time may be a time
when the details of the user’s location are not desired to
be published (or the details are set not to be published).
[0080] For example, the first time may include a time
set by the user to have a personal schedule, a time when
the user stays (or is positioned) at home, or a time when
the user is determined to relax, and the second time may
include a time set by the user to have a company sched-
ule, a time when the user stays at work, or a time when

the user is determined to be on duty.
[0081] According to an embodiment of the present dis-
closure, the first time or the second time is not limited to
the above-described times. Depending on the user’s set-
tings, the processor 410 may determine that the time
when the user stays at home is the second time or that
the time when the user stays at work is the first time.
[0082] Upon determining that the gathered time data
corresponds to the first time, the processor 410 may pro-
vide the first location data with the first degree of accuracy
which is received from the location sensor 420. For ex-
ample, where the user stays at work during a morning
time and stays at home during an afternoon time, the
processor 410 may determine that the morning time
when he/she stays at work corresponds to the first time
and that the afternoon time when he/she stays at home
corresponds to the second time. Where the analyzed
time data is the morning time, the processor 410 may
provide the first location data (e.g., the detailed address
of the company) corresponding to the morning time.
[0083] Upon determining that the gathered time data
corresponds to the second time, the processor 410 may
provide the second location data with the second degree
of accuracy which is lower than the first degree of accu-
racy. For example, where the gathered time data is the
afternoon time, the processor 410 may generate and pro-
vide the second location data (e.g., the name of an area
larger than the location of the home) with a lower degree
of accuracy than the first location data (e.g., the detailed
address of the home).
[0084] According to an embodiment of the present dis-
closure, the processor 410 may determine whether the
gathered schedule data corresponds to a first schedule
or a second schedule.
[0085] According to an embodiment of the present dis-
closure, the first schedule may be a schedule where the
first location data may be provided, and the second
schedule may be a schedule where the second location
data may be provided.
[0086] According to an embodiment of the present dis-
closure, the first schedule may be a schedule where de-
tails of the user’s location may be published (or the details
are set to be published), and the second schedule may
be a schedule where the details of the user’s location are
not desired to be published (or the details are set not to
be published).
[0087] For example, the first schedule may include a
schedule set by the user at home, a schedule related to
a vacation, or a schedule with a family member or friend,
and the second schedule may include a schedule set by
the user at work, a schedule related to a meeting or busi-
ness trip, or a schedule with work-related people.
[0088] According to an embodiment of the present dis-
closure, the first schedule or the second schedule is not
limited to the above-described schedules. Depending on
the user’s settings, the processor 410 may determine
that the vacation-related schedule is the second sched-
ule or the schedule related to the meeting or business

17 18 



EP 3 333 587 A1

11

5

10

15

20

25

30

35

40

45

50

55

trip is the first schedule.
[0089] Upon determining that the gathered schedule
data corresponds to the first schedule, the processor 410
may provide the first location data received from the lo-
cation sensor 420. For example, the processor 410 may
determine that a business-related schedule, e.g., meet-
ing or business trip, corresponds to the first schedule and
that a personal schedule, e.g., vacation, corresponds to
the second schedule. Where the analyzed schedule data
is determined to be a business-related schedule, the
processor 410 may provide the first location data (e.g.,
the detailed address for the place of the meeting or busi-
ness trip) corresponding to the business-related sched-
ule.
[0090] Where the gathered schedule data is deter-
mined to be a personal schedule, the processor 410 may
generate and provide the second location data (e.g., the
name of an area larger than the location of the home or
place of appointment) which is lower in degree of accu-
racy than the first location data (e.g., the detailed address
of the location of the home or place of appointment) cor-
responding to the personal schedule.
[0091] According to an embodiment of the present dis-
closure, the processor 410 may provide the first location
data or second location data depending on whether there
is schedule data. For example, when schedule data is
present on a particular date, the processor 410 may pro-
vide the second location data to an application that re-
quests to provide location data on the particular date,
and when no schedule data is present on the particular
date, the processor 410 may provide the first location
data to the application that requests to provide location
data on the particular date.
[0092] According to an embodiment of the present dis-
closure, the processor 410 may determine whether the
gathered context data corresponds to a first status or a
second status. The status may be the user’s current sta-
tus, e.g., the user is currently having a meal, traveling,
driving, working out, or relaxing.
[0093] According to an embodiment of the present dis-
closure, the first status may be a status where the first
location data may be provided, and the second status
may be a status where the second location data may be
provided.
[0094] According to an embodiment of the present dis-
closure, the first status may be a status where details of
the user’s location data may be published (or the details
are set to be published), and the second status may be
a status where the details of the user’s location data are
not desired to be published (or the details are set not to
be published).
[0095] For example, the first status may include relax-
ing, traveling, walking, or eating, and the second status
may include working, on a business trip, in a meeting, or
driving.
[0096] According to an embodiment of the present dis-
closure, the first status or the second status is not limited
to the above-described statuses. Depending on the us-

er’s settings, the processor 410 may determine that re-
laxing is the second status or working is the first status.
[0097] Upon determining that the gathered context da-
ta corresponds to the first status, the processor 410 may
provide the first location data with the first degree of ac-
curacy which is received from the location sensor 420.
For example, where the user is determined to be walking,
the processor 410 may determine that it corresponds to
the first status, and where the user is determined to be
driving, the processor 410 may determine that it corre-
sponds to the second status.
[0098] Where the gathered context data is determined
to be walking, the processor 410 may provide the first
location data (e.g., the detailed address for the current
location of the electronic device 400) corresponding to
the walking. For example, where the location of the user
is "Sageori, Seocho-dong," the processor 410 may con-
trol the location provision module 450 to provide the de-
tailed address, e.g., "Sageori, Seocho-dong, Gangnam-
gu, Seoul," as the first location data.
[0099] Upon determining that the gathered context da-
ta corresponds to the second status, the processor 410
may provide the second location data with the second
degree of accuracy which is lower than the first degree
of accuracy. For example, where the gathered context
data is determined to be the driving, the processor 410
may generate and provide the second location data (e.g.,
the name of an area larger than the current location of a
vehicle) that is lower in degree of accuracy than the first
location data (e.g., the detailed address of the current
location of the vehicle) corresponding to the driving.
Where the location of the vehicle is "Sageo-ri, Nonhyeon-
dong," the processor 410 may provide "Nonhyeon-dong,"
which is the name of the area larger than that of the de-
tailed address, as the second location data.
[0100] According to an embodiment of the present dis-
closure, the processor 410 may analyze the gathered
application use data to determine whether it corresponds
to an application of interest which the user frequently
uses or an application of no interest which the user in-
frequently uses.
[0101] According to an embodiment of the present dis-
closure, the application of interest may be a first applica-
tion where the first location data may be provided, and
the application of no interest may be a second application
where the second location data may be provided.
[0102] According to an embodiment of the present dis-
closure, the application of interest may be an application
that may publish (or be set to publish) details of the user’s
location, and the application of no interest may be an
application that is not desired to publish (or is set not to
publish) the details of the user’s location.
[0103] For example, the application of interest (e.g.,
the first application) may include an application providing
a map service, an application providing a navigation serv-
ice, an application providing information about must-eat
restaurants, and the application of no interest (e.g., the
second application) may include a flashlight application,
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an application providing a coupon service, and a game-
related application.
[0104] According to an embodiment of the present dis-
closure, the application of interest or the application of
no interest is not limited to the above-enumerated appli-
cations. Depending on the user’s settings, the processor
410 may determine that the application providing infor-
mation about must-eat restaurants is the application of
no interest or that the application providing a coupon
service is the application of interest.
[0105] According to an embodiment of the present dis-
closure, a plurality of applications providing similar serv-
ices (e.g., applications providing information about must-
eat restaurants) may also provide the first location data
or second location data depending on the user’s settings.
[0106] Upon receiving a request for providing location
data from the first application which is determined to be
the application of interest based on the analyzed appli-
cation use data, the processor 410 may provide the first
location data with the first degree of accuracy which is
received from the location sensor 420. For example, up-
on receipt of a request to provide location data from an
application providing data about must-eat restaurants
which is determined to be the application of interest, the
processor 410 may provide the first location data (e.g.,
the detailed address of the current location of the elec-
tronic device 400).
[0107] Upon receipt of a request to provide location
data from the second application determined to be the
application of no interest, the processor 410 may gener-
ate and provide the second location data with the second
degree of accuracy which is lower than the first degree
of accuracy. For example, upon receipt of a request to
provide location data from an application providing cou-
pon data which is determined to be the application of no
interest, the processor 410 may generate and provide
the second location data (e.g., the name of an area larger
than the current location of the electronic device 400)
which is lower in degree of accuracy than the first location
data (e.g., the detailed address of the current location of
the electronic device 400).
[0108] According to an embodiment of the present dis-
closure, the processor 410 may provide the first location
data or second location data based on user configuration
data set by a user input. For example, based on a user
input received through the user interface 430, the proc-
essor 410 may make settings to provide the detailed ad-
dress (e.g., the first location data) for the location of the
electronic device 400 to the first application and to pro-
vide the name (e.g., the second location data) of an area
larger than the location of the electronic device 400 to
the second application. Or, based on a user input re-
ceived through the user interface 430, the processor 410
may make settings to provide the name (e.g., Hyehwa-
dong) of an area larger than the current location when
the location of the electronic device 400 is the user’s
home and the detailed address for the current location
when the location of the electronic device 400 is the of-

fice.
[0109] According to an embodiment of the present dis-
closure, the processor 410 may process the first location
data using at least one of map coordinate data, such as
the latitude or longitude, address data, point-of-interest
(POI) data, user intimacy data, and past location data to
generate and provide the second location data with the
second degree of accuracy which is lower than the first
degree of accuracy.
[0110] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on the map coordinate data. For example, the
processor 410 may provide coordinates (e.g., (37.776,
-122.423) obtained by deleting (or excluding) the fourth
and subsequent decimal places from the latitude-longi-
tude coordinates (e.g., (37.776259, -122.423112)) cor-
responding to the current location of the electronic device
400.
[0111] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on the address data. For example, the processor
410 may provide the address (e.g., San Francisco, CA)
of an area larger than the current location of the electronic
device 400.
[0112] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on the POI data. For example, the processor 410
may convert the latitude-longitude coordinates (e.g.,
(37.776259, -122.423112) corresponding to the current
location of the electronic device 400 into the POI (e.g., a
blue bootle bay area) of an area larger than the current
location of the electronic device 400 and provide the con-
verted POI.
[0113] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on the user intimacy data. The processor 410 may
set a degree of intimacy for a particular location according
to the number of the user’s visits and provide the set
degree of intimacy. For example, where the number of
the user’s visits to a first location is less than a preset
first threshold, the processor 410 may set the degree of
intimacy for the first location to a "low" and provide a set
value, "low intimacy." Where the number of the user’s
visits to a second location is not less than a preset second
threshold, the processor 410 may set the degree of inti-
macy for the second location to a "high" and provide a
set value, "high intimacy."
[0114] According to an embodiment of the present dis-
closure, the processor 410 may convert the degree of
intimacy for the particular place into a numerical value
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and provide the numerical value of intimacy data (e.g.,
Intimacy: 1).
[0115] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on the past location data. The processor 410 may
provide location data about a place where the electronic
device 400 was located in the past, rather than the current
location of the electronic device 400. For example, the
processor 410 may collect a history for the user’s loca-
tions, store the history in the memory 440, detect the
location of the electronic device 400 one hour before the
current time from the stored location history, and provide
the address for the detected location or the name of an
area larger than the detected location.
[0116] According to an embodiment of the present dis-
closure, the processor 410 may generate and provide
the second location data with the second degree of ac-
curacy which is lower than the first degree of accuracy
based on a geohash algorithm that splits a space in a
grid pattern. The processor 410 may convert the address
or latitude-longitude coordinates corresponding to an ar-
ea larger than the current location of the electronic device
400 into geohash coordinates using the geohash algo-
rithm and provide the converted geohash coordinates.
[0117] According to an embodiment of the present dis-
closure, the processor 410, which may be a hardware
module or software module (e.g., an application pro-
gram), may be a hardware component (function) or soft-
ware component (program) including at least one of var-
ious sensors, a data measuring module, an input/output
interface, a module for managing the state or environ-
ment of the electronic device, or a communication mod-
ule as included in the electronic device.
[0118] According to an embodiment of the present dis-
closure, the processor 410 may be at least a portion of
the processor and may include a combination of one or
more of, e.g., hardware, software, or firmware. According
to an embodiment of the present disclosure, the proces-
sor 410 may lack at least some of the components or
may include other components for performing an image
processing operation in addition to the components.
[0119] According to an embodiment of the present dis-
closure, when implemented in hardware, the configura-
tion of at least a portion of the processor 410 may include
some of at least one processor including a CPU/micro
processing unit (MPU), a memory (e.g., a register and/or
RAM) where at least one piece of memory loading data
is loaded, and a bus for inputting/outputting at least one
piece of data to the processor and memory. When im-
plemented in software, the processor 410 may include a
predetermined program routine or program data that is
loaded from a predetermined recording medium to a
memory to perform a defined function on the electronic
device and is processed by the processor.
[0120] According to an embodiment of the present dis-
closure, the location sensor 420 may sense the user’s

location and transfer the location data about the sensed
location to the processor 410, the memory 440, or the
location provision module 450. For example, the location
sensor 420 may include at least one of a GPS module,
a Wi-Fi module, a cellular module, an acceleration sen-
sor, and a gyro sensor for sensing the user’s location.
[0121] According to an embodiment of the present dis-
closure, the user interface 430 may display an execution
screen for an application that provides a location-based
service.
[0122] According to an embodiment of the present dis-
closure, the user interface 430 may receive user inputs
(e.g., touch inputs).
[0123] According to an embodiment of the present dis-
closure, the memory 440 may store data that is used for
adjusting the degree of accuracy for the user’s location
data. For example, the memory 440 may include the lo-
cation provision module 450 for gathering the user’s lo-
cation data, adjusting the degree of accuracy of the gath-
ered location data, and providing the accuracy-adjusted
location data.
[0124] According to an embodiment of the present dis-
closure, the location provision module 450 may be exe-
cuted by the processor 410 to gather the first location
data with the first degree of accuracy which is received
from the location sensor 420. The location provision mod-
ule 450 may process at least part of the gathered first
location data and generate second location data having
a second degree of accuracy which is lower than the first
degree of accuracy. The location provision module 450
may provide the first location data for executing the first
application and the second location data for executing
the second application.
[0125] According to an embodiment of the present dis-
closure, the location provision module 450 may be im-
plemented as a software-type platform or framework.
[0126] According to an embodiment of the present dis-
closure, the location provision module 450, when exe-
cuted by the processor 410, may gather the first location
data regarding the location of the electronic device 400
and determine whether to provide the first location data
or the second location data based on accuracy determi-
nation data. For example, the location provision module
450 may determine the location, time, schedule, status,
and application where the user may, or does not desire
to, publish based on the accuracy determination data in-
cluding at least one of location data, time data, schedule
data, context data, and application use data.
[0127] According to an embodiment of the present dis-
closure, the location provision module 450 may deter-
mine whether to provide the first location data or the sec-
ond location data based on user configuration data set
by a user input. For example, where the current location
of the electronic device 400 corresponds to the first lo-
cation where it has been set to be published, the location
provision module 450 may provide the detailed address
(e.g., the first location data) for the current location of the
electronic device 400. Where the current location of the
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electronic device 400 corresponds to the second location
where it has been set not to be published, the location
provision module 450 may provide the name (e.g., the
second location data) of an area larger than the current
location of the electronic device 400.
[0128] According to an embodiment of the present dis-
closure, the location provision module may use at least
one of map coordinate data, such as the latitude or lon-
gitude, address data, POI data, use intimacy data, and
past location data to generate the second location data
with the second degree of accuracy which is lower than
the first degree of accuracy.
[0129] According to an embodiment of the present dis-
closure, the location provision module 450 may provide
coordinates (e.g., (37.776, -122.423) obtained by delet-
ing (or excluding) the fourth and subsequent decimal
places from the latitude-longitude coordinates (e.g.,
(37.776259, -122.423112)) corresponding to the current
location of the electronic device 400.
[0130] According to an embodiment of the present dis-
closure, the location provision module 450 may store or
provide the name (e.g., San Francisco, CA) of an area
larger than the detailed address (e.g., 315 Linden Street
San Francisco, CA 94102) corresponding to the current
location of the electronic device 400.
[0131] According to an embodiment of the present dis-
closure, the location provision module 450 may store or
provide a value obtained by converting the latitude-lon-
gitude coordinates (e.g., (37.776259, -122.423112) cor-
responding to the current location of the electronic device
400 into the POI (e.g., a blue bottle bay area) of an area
larger than the current location of the electronic device
400.
[0132] According to an embodiment of the present dis-
closure, the location provision module 450 may store or
provide a value (e.g., Intimacy: 1) obtained by determin-
ing the user’s degree of intimacy for the current location
of the electronic device 400 and converting the deter-
mined degree of intimacy into a numerical value.
[0133] According to an embodiment of the present dis-
closure, the location provision module 450 may store or
provide the detailed address for the place where the elec-
tronic device 400 was located one hour ago or the name
of an area larger than the place where the electronic de-
vice 400 was located one hour ago.
[0134] According to an embodiment of the present dis-
closure, the location provision module 450 may convert
the address or latitude-longitude coordinates corre-
sponding to an area larger than the current location of
the electronic device 400 into geohash coordinates using
the geohash algorithm and store or provide the converted
geohash coordinates.
[0135] FIG. 5 is a view illustrating a configuration of a
system according to an embodiment of the present dis-
closure.
[0136] Referring to FIG. 5, a system 500 may include
an electronic device and a server.
[0137] According to an embodiment of the present dis-

closure, the electronic device 400 may include a proces-
sor 410, the location sensor 420, the user interface 430,
the memory 440, the location provision module 450, and
a communication module 470, as described above in
connection with FIG. 4. The components may basically
perform similar operations to those of the components
of FIG. 4.
[0138] According to an embodiment of the present dis-
closure, the processor 410 may receive user configura-
tion data set by a user input from a server 510 to provide
first location data with a first degree of accuracy or to
process the first location data to generate second loca-
tion data with a second degree of accuracy which is lower
than the first degree of accuracy. The processor 410 may
transmit a request for accuracy determination informa-
tion to the server 510 and receive accuracy determination
information from the server 510 in response.
[0139] Upon receiving the user configuration data from
the server 510, the processor 410 may provide the first
location data with the first degree of accuracy or process
the first location data to generate and provide the second
location data with the second degree of accuracy which
is lower than the first degree of accuracy using the user
configuration data through the location provision module
450.
[0140] According to an embodiment of the present dis-
closure, the communication module 470 may communi-
cate with the server 510. For example, the communica-
tion module 470 may include a USB module, a Wi-Fi mod-
ule, a BT module, an NFC module, a GPS module, or a
cellular communication module.
[0141] According to an embodiment of the present dis-
closure, the server 510 may include a processor 511, a
memory 512, and a communication module 514. The
memory 512 may include a location provision module
513.
[0142] According to an embodiment of the present dis-
closure, the processor 511 may receive first location data
for a plurality of electronic devices from the plurality of
electronic devices and store the first location data in the
memory 512. For example, the first location data may be
raw data with a first degree of accuracy related to the
location of the plurality of electronic devices.
[0143] According to an embodiment of the present dis-
closure, the processor 511 may receive various device
data (e.g., time data, schedule data, context data, or de-
gree of use of application), as well as the location data,
from the plurality of electronic devices and store the re-
ceived data in the memory 512.
[0144] According to an embodiment of the present dis-
closure, the processor 511 may receive and store user
configuration data set by a user input from the plurality
of electronic devices. The processor 511 may produce a
statistical value for the stored user configuration data and
generate user configuration data preferred by the users
of the plurality of electronic devices based on the pro-
duced statistical value. The processor 511 may transfer
the preferred user configuration data generated to the
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electronic device 400.
[0145] For example, where a preset threshold number
of users or more are determined, based on the produced
statistical value, to provide the detailed address for the
current location of the electronic device 400 during a
morning time and provide the name of an area larger
than the current location of the electronic device 400 dur-
ing an afternoon time, the processor 511 may transfer
user configuration data to the electronic device 400 to
make settings to provide the detailed address during the
morning time and the name of the area during the after-
noon time.
[0146] According to an embodiment of the present dis-
closure, the processor 511 may transfer the first location
data through the communication module 514 to at least
one electronic device. Alternatively, the processor 511
may process the first location data through the location
provision module 513 to generate the second location
data with the second degree of accuracy, which is lower
than the first degree of accuracy, and transfer the gen-
erated second location data through the communication
module 514 to at least one electronic device. According
to an embodiment of the present disclosure, the memory
512 may store data used to adjust the degree of accuracy
of location data. For example, the memory 512 may store,
e.g., the first location data for the plurality of electronic
devices, device data, and an accuracy determination
standard.
[0147] According to an embodiment of the present dis-
closure, the location provision module 513 may be exe-
cuted by the processor 511 to process at least part of the
first location data according to the accuracy determina-
tion standard, generating the second location data.
[0148] According to an embodiment of the present dis-
closure, the communication module 514 may communi-
cate with the electronic device 400. For example, the
communication module 514 may include a USB module,
a Wi-Fi module, a BT module, an NFC module, a GPS
module, or a cellular communication module.
[0149] FIGS. 6A and 6B are views illustrating configu-
rations of memories according to various embodiments
of the present disclosure.
[0150] Referring to FIG. 6A, the memory 440 may in-
clude the location provision module 450 and an applica-
tion program 460.
[0151] According to an embodiment of the present dis-
closure, the location provision module 450 may include
a location data gathering module 451, a database 452,
an accuracy converting module 453, and a data analyz-
ing module 454.
[0152] According to an embodiment of the present dis-
closure, the location data gathering module 451 may
gather first location data for various locations of the elec-
tronic device 400 received from the location sensor 420
and store the gathered first location data in the database
452.
[0153] According to an embodiment of the present dis-
closure, the location data gathering module 451 may fur-

ther gather device data, such as time data, schedule data,
context data, or application use data, as well as the lo-
cation data and store the gathered device data in the
database 452.
[0154] According to an embodiment of the present dis-
closure, the database 452 may store the first location
data of the electronic device 400 gathered by the location
data gathering module 451. For example, the first loca-
tion data may include raw data for the plurality of locations
for the electronic device 400.
[0155] According to an embodiment of the present dis-
closure, the database 452 may store the device data,
such as time data, schedule data, context data, or appli-
cation use data, gathered by the location data gathering
module 451, as well as the first location data.
[0156] According to an embodiment of the present dis-
closure, upon receipt of a request signal from the data
analyzing module 454, the accuracy converting module
453 may generate second location data with a second
degree of accuracy which is lower than the first degree
of accuracy according to the accuracy determination
standard. The accuracy determination standard may in-
clude accuracy determination data or user configuration
data.
[0157] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may gen-
erate the second location data with the second degree
of accuracy which is lower than the first degree of accu-
racy of the first location data based on the accuracy de-
termination data (e.g., at least one of the first location
data gathered by the location data gathering module 451,
time data, schedule data, context data, and application
use data).
[0158] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may ana-
lyze the first location data of the electronic device 400 to
determine whether the current location of the electronic
device 400 corresponds to a first location where the first
location data may be provided or a second location where
the second location data may be provided. For example,
where the first location data corresponds to the first lo-
cation, the accuracy converting module 453 may transfer
the first location data to the data analyzing module 454.
Where the first location data corresponds to the second
location, the accuracy converting module 453 may proc-
ess the first location data to generate the second location
data with the second degree of accuracy, and the accu-
racy converting module 453 may transfer the generated
second location data to the data analyzing module 454.
[0159] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may ana-
lyze the gathered time data to determine whether the
current time of the electronic device 400 corresponds to
a first time when the first location data may be provided
or a second time when the second location data may be
provided. For example, where the time data corresponds
to the first time, the accuracy converting module 453 may
transfer the first location data to the data analyzing mod-
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ule 454. Where the time data corresponds to the second
time, the accuracy converting module 453 may process
the first location data to generate the second location
data with the second degree of accuracy, and the accu-
racy converting module 453 may transfer the generated
second location data to the data analyzing module 454.
[0160] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may ana-
lyze the gathered schedule data to determine whether
the current schedule of the electronic device 400 corre-
sponds to a first schedule when the first location data
may be provided or a second schedule when the second
location data may be provided. For example, where the
schedule data corresponds to the first schedule, the ac-
curacy converting module 453 may transfer the first lo-
cation data to the data analyzing module 454. Where the
schedule data corresponds to the second schedule, the
accuracy converting module 453 may process the first
location data to generate the second location data with
the second degree of accuracy, and the accuracy con-
verting module 453 may transfer the generated second
location data to the data analyzing module 454.
[0161] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may ana-
lyze the gathered context data to determine whether the
current status of the electronic device 400 corresponds
to a first status when the first location data may be pro-
vided or a second status when the second location data
may be provided. For example, where the context data
corresponds to the first status, the accuracy converting
module 453 may transfer the first location data to the
data analyzing module 454. Where the context data cor-
responds to the second status, the accuracy converting
module 453 may process the first location data to gen-
erate the second location data with the second degree
of accuracy, and the accuracy converting module 453
may transfer the generated second location data to the
data analyzing module 454.
[0162] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may ana-
lyze the gathered application use data to determine
whether at least one application running on the electronic
device 400 corresponds to a first application 461 (e.g.,
an application of interest) able to provide the first location
data or a second application 462 (e.g., an application of
no interest) able to provide the second location data. For
example, where the application use data corresponds to
the first application 461, the accuracy converting module
453 may transfer the first location data to the data ana-
lyzing module 454. Where the application use data cor-
responds to the second application 462, the accuracy
converting module 453 may process the first location da-
ta to generate the second location data with the second
degree of accuracy, and the accuracy converting module
453 may transfer the generated second location data to
the data analyzing module 454.
[0163] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may gen-

erate the second location data with the second degree
of accuracy which is lower than the first degree of accu-
racy of the first location data based on the user configu-
ration data (e.g., location configuration data, time config-
uration data, schedule configuration data, context con-
figuration data, and application configuration data set by
a user input).
[0164] According to an embodiment of the present dis-
closure, the location configuration data may include a
first location set to provide the first location data by a user
input and a second location set to provide the second
location data by a user input. For example, based on the
location configuration data, the accuracy converting
module 453 may transfer the first location data to the
data analyzing module 454 when the current location of
the electronic device 400 corresponds to the first location,
and the accuracy converting module 453 may generate
the second location data and provide the generated sec-
ond location data to the data analyzing module 454 when
the current location of the electronic device 400 corre-
sponds to the second location.
[0165] According to an embodiment of the present dis-
closure, the time configuration data may include data for
a first time set to provide the first location data by a user
input and data for a second time set to provide the second
location data by a user input. For example, based on the
time configuration data, the accuracy converting module
453 may transfer the first location data to the data ana-
lyzing module 454 when the current time of the electronic
device 400 corresponds to the first time, and the accuracy
converting module 453 may generate the second location
data and provide the generated second location data to
the data analyzing module 454 when the current time of
the electronic device 400 corresponds to the second
time.
[0166] According to an embodiment of the present dis-
closure, the schedule configuration data may include da-
ta for a first schedule set to provide the first location data
by a user input and data for a second schedule set to
provide the second location data by a user input. For
example, based on the schedule configuration data, the
accuracy converting module 453 may transfer the first
location data to the data analyzing module 454 when the
current schedule of the electronic device 400 corre-
sponds to the first schedule, and the accuracy converting
module 453 may generate the second location data and
provide the generated second location data to the data
analyzing module 454 when the current schedule of the
electronic device 400 corresponds to the second sched-
ule.
[0167] According to an embodiment of the present dis-
closure, the context configuration data may include data
for a first status set to provide the first location data by a
user input and data for a second status set to provide the
second location data by a user input. For example, based
on the context configuration data, the accuracy convert-
ing module 453 may transfer the first location data to the
data analyzing module 454 when the current status of
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the electronic device 400 corresponds to the first status,
and the accuracy converting module 453 may generate
the second location data and provide the generated sec-
ond location data to the data analyzing module 454 when
the current status of the electronic device 400 corre-
sponds to the second status.
[0168] According to an embodiment of the present dis-
closure, the application configuration data may include
data for a first application set to provide the first location
data by a user input and data for a second application
set to provide the second location data by a user input.
For example, based on the application configuration da-
ta, the accuracy converting module 453 may transfer the
first location data to the data analyzing module 454 when
the application currently running on the electronic device
400 corresponds to the first application, and the accuracy
converting module 453 may generate the second location
data and provide the generated second location data to
the data analyzing module 454 when the application cur-
rently running on the electronic device 400 corresponds
to the second application.
[0169] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may use
at least one of map coordinate data, such as the latitude
or longitude, address data, POI data, use intimacy data,
and past location data to generate the second location
data with the second degree of accuracy which is lower
than the first degree of accuracy.
[0170] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may trans-
fer coordinates (e.g., (37.776, -122.423), which are ob-
tained by deleting the fourth and subsequent decimal
places from the latitude-longitude coordinates (e.g., (37.
776259, -122. 423112)) corresponding to the current lo-
cation of the electronic device 400, to the data analyzing
module 454.
[0171] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may trans-
fer the name (e.g., San Francisco, CA) of an area larger
than the detailed address (e.g., 315 Linden Street San
Francisco, CA 94102) corresponding to the current loca-
tion of the electronic device 400 to the data analyzing
module 454.
[0172] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may trans-
fer a value obtained by converting the latitude-longitude
coordinates (e.g., (37.776259, -122.423112) corre-
sponding to the current location of the electronic device
400 into the POI (e.g., a blue bottle bay area) of an area
larger than the current location of the electronic device
400 to the data analyzing module 454.
[0173] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may trans-
fer a value (e.g., Intimacy: 1) obtained by determining
the user’s degree of intimacy for the current location of
the electronic device 400 and converting the determined
degree of intimacy into a numerical value to the data an-
alyzing module 454.

[0174] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may trans-
fer the detailed address for the place where the electronic
device 400 was located one hour ago to the data ana-
lyzing module 454.
[0175] According to an embodiment of the present dis-
closure, the data analyzing module 454, upon receiving
a first request signal for location data from the application
program 460, may deliver a second request signal for
the first location data or second location data to the ac-
curacy converting module 453.
[0176] In response to the second request signal, the
data analyzing module 454 may receive the first location
data or second location data from the accuracy convert-
ing module 453. The data analyzing module 454 may
transfer a response to the first request signal including
the received first location data or second location data
to a particular application.
[0177] According to an embodiment of the present dis-
closure, upon receiving the first request signal from the
first application 461, the data analyzing module 454 may
transfer the second request signal to the accuracy con-
verting module 453. When receiving the second request
signal, the accuracy converting module 453 may gener-
ate a second response signal including the first location
data or second location data based on the accuracy de-
termination standard and transfer the second response
signal to the data analyzing module 454. For example,
where the current location of the electronic device 400
corresponds to the office, the accuracy converting mod-
ule 453 may transfer the second response signal includ-
ing the first location data to the data analyzing module
454. When receiving the second response signal, the
data analyzing module 454 may generate a first response
signal including the first location data and transfer the
first response signal to the first application 461.
[0178] According to an embodiment of the present dis-
closure, upon receiving the first request signal from the
second application 462, the data analyzing module 454
may transfer the second request signal to the accuracy
converting module 453. When receiving the second re-
quest signal, the accuracy converting module 453 may
generate a second response signal including the first lo-
cation data or second location data based on the accu-
racy determination standard and transfer the second re-
sponse signal to the data analyzing module 454. For ex-
ample, where the current location of the electronic device
400 corresponds to the home, the accuracy converting
module 453 may generate the second location data and
transfer the second response signal including the gen-
erated second location data to the data analyzing module
454. When receiving the second response signal, the
data analyzing module 454 may generate a first response
signal including the second location data and transfer the
first response signal to the second application 462.
[0179] According to an embodiment of the present dis-
closure, upon receipt of a request signal for service in-
formation based on location data from the application
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program 460 (e.g., the first application 461 or the second
application 462), the data analyzing module 454 may
transfer the request signal to the accuracy converting
module 453 and receive the first location data or second
location data from the accuracy converting module 453.
The data analyzing module 454 may generate service
data based on the received first location data or second
location data and transfer a response signal including
the generated service data to the application program
460.
[0180] For example, upon receipt of a request signal
for data about a recommended restaurant positioned
around the current location of the electronic device 400
from the application program 460, the data analyzing
module 454 may send a request for location data corre-
sponding to the current location of the electronic device
400 to the accuracy converting module 453. When re-
ceiving a response including the first location data (e.g.,
Nara building, Yeoksaml-dong, Gangnam-gu, Seoul)
from the accuracy converting module 453, the data an-
alyzing module 454 searches for a recommended res-
taurant located around Nara building and transfers a re-
sponse signal including data (e.g., the name, contact in-
formation, menu, price, or homepage address of the res-
taurant) about the recommended restaurant searched
and the first location data to the application program 460.
When receiving a response including the second location
data (e.g., Yeoksam station, Gangnam-gu, Seoul) from
the accuracy converting module 453, the data analyzing
module 454 searches for a recommended restaurant lo-
cated around Yeoksam station and transfers a response
signal including data about the recommended restaurant
searched and the second location data to the application
program 460.
[0181] Referring to FIG. 6B, the location provision
module 450 may include the location data gathering mod-
ule 451, the accuracy converting module 453, the data-
base 452, and the data analyzing module 454.
[0182] According to an embodiment of the present dis-
closure, the location data gathering module 451 may
gather first location data for various locations of the elec-
tronic device 400 received from the location sensor 420
and store the gathered first location data in the database
452, as described above in connection with FIG. 6A.
[0183] According to an embodiment of the present dis-
closure, the location data gathering module 451 may fur-
ther gather device data, such as time data, schedule data,
context data, or application use data, as well as the lo-
cation data and store the gathered device data in the
database 452. For example, the first location data may
include raw data for the plurality of locations of the elec-
tronic device 400.
[0184] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may store
the first location data in the database 452, or the accuracy
converting module 453 may generate second location
data with a second degree of accuracy which is lower
than the first degree of accuracy of the first location data

and store the second location data in the database 452.
[0185] According to an embodiment of the present dis-
closure, the accuracy converting module 453 may gen-
erate location data with various degrees of accuracy and
store the location data in the database 452. For example,
the accuracy converting module 453 may generate third
location data with a third degree of accuracy that is higher
than the second degree of accuracy and less than the
first degree of accuracy or generate fourth location data
with a fourth degree of accuracy that is lower than the
second degree of accuracy.
[0186] According to an embodiment of the present dis-
closure, the database 452 may store the first location
data and the second location data. According to an em-
bodiment of the present disclosure, the database 452
may store location data with various degrees of accuracy,
such as the third location data with the third degree of
accuracy or the fourth location data with the fourth degree
of accuracy.
[0187] According to an embodiment of the present dis-
closure, the database 452 may store the device data,
such as time data, schedule data, context data, or appli-
cation use data, gathered by the location data gathering
module 451, as well as the first location data.
[0188] According to an embodiment of the present dis-
closure, upon receipt of a request signal for location data
from the application program 460, the data analyzing
module 454 may transfer the first location data or second
location data to the application program 460 based on
accuracy determination standard. According to an em-
bodiment of the present disclosure, the data analyzing
module 454 may transfer the first location data or second
location data to the application program 460 based on
accuracy determination data including various data of
the electronic device 400.
[0189] According to an embodiment of the present dis-
closure, the data analyzing module 454 may determine
whether the current location of the electronic device 400
corresponds to a first location or a second location, and
the data analyzing module 454 may transfer the first lo-
cation data stored in the database 452 to the application
program 460 when the current location of the electronic
device 400 corresponds to the first location, and transfer
the second location data stored in the database 452 to
the application program 460 when the current location of
the electronic device 400 corresponds to the second lo-
cation.
[0190] According to an embodiment of the present dis-
closure, the data analyzing module 454 may determine
whether the current time of the electronic device 400 cor-
responds to a first time or a second time, and the data
analyzing module 454 may transfer the first location data
stored in the database 452 to the application program
460 when the current time of the electronic device 400
corresponds to the first time, and transfer the second
location data stored in the database 452 to the application
program 460 when the current time of the electronic de-
vice 400 corresponds to the second time.
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[0191] According to an embodiment of the present dis-
closure, the data analyzing module 454 may determine
whether the current schedule of the electronic device 400
corresponds to a first schedule or a second schedule,
and the data analyzing module 454 may transfer the first
location data stored in the database 452 to the application
program 460 when the current schedule of the electronic
device 400 corresponds to the first schedule, and transfer
the second location data stored in the database 452 to
the application program 460 when the current schedule
of the electronic device 400 corresponds to the second
schedule.
[0192] According to an embodiment of the present dis-
closure, the data analyzing module 454 may determine
whether the current status of the electronic device 400
corresponds to a first status or a second status, and the
data analyzing module 454 may transfer the first location
data stored in the database 452 to the application pro-
gram 460 when the current status of the electronic device
400 corresponds to the first status, and transfer the sec-
ond location data stored in the database 452 to the ap-
plication program 460 when the current status of the elec-
tronic device 400 corresponds to the second status.
[0193] According to an embodiment of the present dis-
closure, the data analyzing module 454 may determine
whether at least one application running on the electronic
device 400 corresponds to an application of interest or
an application of no interest, and the data analyzing mod-
ule 454 may transfer the first location data stored in the
database 452 to the application program 460 when the
current status of the electronic device 400 corresponds
to the application of interest, and transfer the second lo-
cation data stored in the database 452 to the application
program 460 when the current status of the electronic
device 400 corresponds to the application of no interest.
[0194] According to an embodiment of the present dis-
closure, the data analyzing module 454 may transfer the
first location data or second location data to the applica-
tion program 460 based on user configuration data set
by a user input. For example, the data analyzing module
454 may use user configuration data set to provide the
first location data or the second location data depending
on the location, time, schedule, status, or application, by
a user input. For example, where the current location,
current time, current schedule, current status, or the ap-
plication currently running on the electronic device cor-
responds to a location, time, schedule, status, or appli-
cation set to provide the second location data, the data
analyzing module 454 may transfer the second location
data with the second degree of accuracy to the applica-
tion program 460.
[0195] According to an embodiment of the present dis-
closure, upon receipt of a request signal for service in-
formation based on location data from the application
program 460 (e.g., the first application 461 or the second
application 462), the data analyzing module 454 may
generate service data based on any one of the first loca-
tion data and the second location data stored in the da-

tabase 452 and transfer a response signal including the
generated service data to the application program 460.
[0196] For example, upon receipt of a request signal
for data about a recommended restaurant located around
the current location of the electronic device 400 from the
first application 461, the data analyzing module 454 may
determine whether the first application 461 corresponds
to an application of interest able to provide the first loca-
tion data or an application of no interest able to provide
the second location data. Where the first application 461
corresponds to the application of no interest, the data
analyzing module 454 may generate service data based
on the second location data stored in the database 452
and transfer the generated service data to the first appli-
cation 461. For example, where the second location data
is "Yeoksam-dong, Gangnam-gu, Seoul," the data ana-
lyzing module 454 may search for data about a recom-
mended restaurant located in Yeoksam-dong and trans-
fer a response signal including data about the recom-
mended restaurant searched to the first application 461.
[0197] According to an embodiment of the present dis-
closure, the electronic device 400 may comprise the user
interface 430, the location sensor 420 configured to
sense a location of the electronic device 400, a processor
410 electrically connected with the user interface 430
and the location sensor 420, and the memory 440 elec-
trically connected with the processor 410 and storing a
first application program and a second application pro-
gram. The memory may store instructions that, when ex-
ecuted, enable the processor 410 to receive first location
data with a first degree of accuracy regarding the location
of the electronic device 400 from the location sensor 420,
process at least part of the first location data to generate
second location data with a second degree of accuracy
lower than the first degree of accuracy regarding the lo-
cation of the electronic device 400, provide at least part
of the first location data to execute the first application
program, and provide at least part of the second location
data to execute the second application program.
[0198] According to an embodiment of the present dis-
closure, the first location data may include raw data from
the location sensor 420.
[0199] According to an embodiment of the present dis-
closure, the first location data may include a full address
for the location of the electronic device 400, and the sec-
ond location data may include only area information cov-
ering the full address.
[0200] According to an embodiment of the present dis-
closure, the memory 440 may store a third application
program. The instructions may enable the processor 410
to process at least part of at least one of the first location
data and the second location data to generate third lo-
cation data with a third degree of accuracy regarding the
location of the electronic device 400, which is lower than
the second degree of accuracy, and to provide at least
part of the third location data to execute the third appli-
cation program.
[0201] According to an embodiment of the present dis-
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closure, the instructions may enable the processor 410
to allow a user to select the first location data for the first
application program and the second location data for the
second application program through the user interface
430.
[0202] According to an embodiment of the present dis-
closure, the instructions may enable the processor 410
to determine a context based on at least part of a user
input through the user interface 430 and to select the first
location data to execute the first application program and
the second location data to execute the second applica-
tion program.
[0203] According to an embodiment of the present dis-
closure, the location sensor 420 may include at least one
of a GPS sensor, a BT circuit, a Wi-Fi circuit, and a cellular
communication circuit.
[0204] FIGS. 7A and 7B are flowcharts illustrating
methods for providing location data in an electronic de-
vice according to various embodiments of the present
disclosure.
[0205] According to an embodiment of the present dis-
closure, operations 700 to 704 and operations 710 to 712
may be performed by any one of the electronic device
101, the first and second external electronic devices 102
and 104, the electronic device 201, the electronic device
400, the server 106, the processor 120, 210, or 410, the
program module 310, and the location provision module
450.
[0206] Referring to FIG. 7A, the electronic device 400
(e.g., the processor 410) may sense the location of the
electronic device 400, in operation 700. According to an
embodiment of the present disclosure, the electronic de-
vice 400 (e.g., the processor 410) may sense the location
of the electronic device 400 through the location sensor
420.
[0207] In operation 701, the electronic device 400 (e.g.,
the processor 410) may obtain first location data with a
first degree of accuracy regarding the sensed location.
According to an embodiment of the present disclosure,
the electronic device 400 (e.g., the processor 410) may
store the first location data in the memory 440.
[0208] In operation 702, the electronic device 400 (e.g.,
the processor 410) may process at least part of the first
location data to generate second location data with a
second degree of accuracy that is lower than the first
degree of accuracy. According to an embodiment of the
present disclosure, the electronic device 400 (e.g., the
processor 410) may execute the location provision mod-
ule 450 to generate the second location data with the
second degree of accuracy which is lower than the first
degree of accuracy of the first location data according to
an accuracy determination standard.
[0209] In operation 703, the electronic device 400 (e.g.,
the processor 410) may provide at least part of the first
location data to a first application. According to an em-
bodiment of the present disclosure, the electronic device
400 (e.g., the processor 410), upon determining that the
first application is an application able to provide the first

location data, may provide at least part of the first location
data to the first application.
[0210] In operation 704, the electronic device 400 (e.g.,
the processor 410) may provide at least part of the sec-
ond location data to a second application. According to
an embodiment of the present disclosure, the electronic
device 400 (e.g., the processor 410), upon determining
that the second application is an application able to pro-
vide the second location data, may provide at least part
of the second location data to the second application.
[0211] Referring to FIG. 7B, the electronic device 400
(e.g., the processor 410) may obtain first location data
regarding the location of the electronic device 400
through the location sensor 420, in operation 710.
[0212] In operation 711, the electronic device 400 (e.g.,
the processor 410) may obtain second location data cor-
responding to the first location data according to a des-
ignated condition.
[0213] According to an embodiment of the present dis-
closure, the electronic device 400 (e.g., the processor
410) may generate the second location data with a sec-
ond degree of accuracy that is lower than a first degree
of accuracy of the first location data according to a preset
accuracy determination standard. For example, the elec-
tronic device 400 (e.g., the processor 410) may generate
the second location data based on accuracy determina-
tion data or user configuration data.
[0214] In operation 712, the electronic device 400 (e.g.,
the processor 410) may provide at least part of the sec-
ond location data to a first application that is executed
on the electronic device 400. For example, when set to
provide the second location data to the first application,
the electronic device 400 (e.g., the processor 410) may
provide the first application with an address for an area
including the location of the electronic device 400 or an
address for a second area larger than a first area corre-
sponding to the location of the electronic device 400.
[0215] According to an embodiment of the present dis-
closure, a method for operating the electronic device 400
may comprise receiving first location data with a first de-
gree of accuracy regarding a location of the electronic
device 400 from the location sensor 420, processing at
least part of the first location data to generate second
location data with a second degree of accuracy lower
than the first degree of accuracy regarding the location
of the electronic device, providing at least part of the first
location data to execute a first application program, and
providing at least part of the second location data to ex-
ecute a second application program.
[0216] According to an embodiment of the present dis-
closure, the first location data may include raw location
data from the location sensor 420.
[0217] According to an embodiment of the present dis-
closure, the first location data may include a full address
for the location of the electronic device 400, and the sec-
ond location data may include only area information cov-
ering the full address.
[0218] According to an embodiment of the present dis-
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closure, the method may further comprise processing at
least part of at least one of the first location data and the
second location data to generate third location data with
a third degree of accuracy regarding the location of the
electronic device 400, which is lower than the second
degree of accuracy and providing at least part of the third
location data to execute the third application program.
[0219] According to an embodiment of the present dis-
closure, the method may further comprise allowing a user
to select the first location data for the first application
program and the second location data for the second
application program through the user interface 430.
[0220] According to an embodiment of the present dis-
closure, the method may further comprise determining a
context based on at least part of a user input through the
user interface 430, selecting the first location data to ex-
ecute the first application program, and selecting the sec-
ond location data to execute the second application pro-
gram.
[0221] According to an embodiment of the present dis-
closure, the location sensor 420 may include at least one
of a GPS sensor, a BT circuit, a Wi-Fi circuit, and a cellular
communication circuit.
[0222] FIG. 8 is a flowchart illustrating a method for
providing location data in an electronic device according
to an embodiment of the present disclosure.
[0223] According to an embodiment of the present dis-
closure, operations 800 to 805 may be performed by any
one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0224] Referring to FIG. 8, the electronic device 400
(e.g., the processor 410) may gather and store first loca-
tion data with a first degree of accuracy, in operation 800.
According to an embodiment of the present disclosure,
the electronic device 400 (e.g., the processor 410) may
gather the first location data regarding the location of the
electronic device 400 which is sensed through the loca-
tion sensor 420 and store the gathered first location data
in the memory 440.
[0225] In operation 801, the electronic device 400 (e.g.,
the processor 410) may receive a request to provide lo-
cation data from an application.
[0226] In operation 802, the electronic device 400 (e.g.,
the processor 410) may determine whether to change
the degree of accuracy for the stored first location data
according to an accuracy determination standard, and
the electronic device 400 (e.g., the processor 410) may
perform operation 803 when changing the degree of ac-
curacy for the first location data or operation 805 when
not changing the degree of accuracy for the first location
data.
[0227] In operation 803, the electronic device 400 (e.g.,
the processor 410) may process the first location data to
generate second location data with a second degree of
accuracy.

[0228] In operation 804, the electronic device 400 (e.g.,
the processor 410) may provide the second location data
to the application in response to a request.
[0229] In operation 805, the electronic device 400 (e.g.,
the processor 410) may provide the first location data to
the application in response to a request.
[0230] FIG. 9 is a flowchart illustrating a method for
providing location data in an electronic device according
to an embodiment of the present disclosure.
[0231] According to an embodiment of the present dis-
closure, operations 900 to 906 may be performed by any
one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0232] Referring to FIG. 9, the electronic device 400
(e.g., the processor 410) may gather first location data
with a first degree of accuracy, in operation 900. Accord-
ing to an embodiment of the present disclosure, the elec-
tronic device 400 (e.g., the processor 410) may gather
the first location data regarding the location of the elec-
tronic device 400 which is sensed through the location
sensor 420.
[0233] In operation 901, the electronic device 400 (e.g.,
the processor 410) may process the first location data
according to an accuracy determination standard, gen-
erating second location data with a second degree of
accuracy.
[0234] In operation 902, the electronic device 400 (e.g.,
the processor 410) may store the first location data and
the second location data. According to an embodiment
of the present disclosure, the electronic device 400 (e.g.,
the processor 410) may store the gathered first location
data and the generated second location data in the mem-
ory 440.
[0235] In operation 903, the electronic device 400 (e.g.,
the processor 410) may receive a request to provide lo-
cation data from an application.
[0236] In operation 904, the electronic device 400 (e.g.,
the processor 410) may determine whether to provide
the first location data or the second location data, and
the electronic device 400 (e.g., the processor 410) may
perform operation 905 upon determining to provide the
first location data or operation 906 upon determining to
provide the second location data.
[0237] In operation 905, the electronic device 400 (e.g.,
the processor 410) may provide the first location data to
the application in response to a request.
[0238] In operation 906, the electronic device 400 (e.g.,
the processor 410) may provide the second location data
to the application in response to a request.
[0239] FIG. 10 is a flowchart illustrating a method for
generating second location data in an electronic device
according to an embodiment of the present disclosure.
[0240] According to an embodiment of the present dis-
closure, operations 1000 to 1004 may be performed by
any one of the electronic device 101, the first and second
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external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0241] Referring to FIG. 10, the electronic device 400
(e.g., the processor 410) may gather first location data
with a first degree of accuracy, in operation 1000.
[0242] In operation 1001, the electronic device 400
(e.g., the processor 410) may determine whether the
gathered first location data corresponds to a first location
or a second location, and the electronic device 400 (e.g.,
the processor 410) may perform operation 1002 when
the first location data is determined to correspond to the
first location and operation 1003 when the first location
data is determined to correspond to the second location.
For example, the first location may be a location where
detailed information about the location of the electronic
device 400 may be published, and the second location
may be a location where the detailed information about
the location of the electronic device 400 may not be pub-
lished. The second location may be a location where lo-
cation data for an area larger than the location of the
electronic device 400 may be published.
[0243] In operation 1002, the electronic device 400
(e.g., the processor 410) may store the first location data
corresponding to the first location. For example, the first
location data may include the detailed address (e.g., an
address including the city, district, neighborhood, house
number, or building name) regarding the location of the
electronic device 400.
[0244] In operation 1003, the electronic device 400
(e.g., the processor 410) may process the first location
data to generate second location data with a second de-
gree of accuracy. For example, the second location data
may include the address (e.g., an address including only
the city and district name) of an area covering the detailed
address regarding the location of the electronic device
400.
[0245] In operation 1004, the electronic device 400
(e.g., the processor 410) may store the second location
data corresponding to the second location.
[0246] FIG. 11 is a flowchart illustrating a method for
generating second location data in an electronic device
according to an embodiment of the present disclosure.
[0247] According to an embodiment of the present dis-
closure, operations 1100 to 1104 may be performed by
any one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0248] Referring to FIG. 11, the electronic device 400
(e.g., the processor 410) may gather time data and first
location data with a first degree of accuracy, in operation
1100.
[0249] In operation 1101, the electronic device 400
(e.g., the processor 410) may determine whether the
gathered time data corresponds to a first time or a second

time, and the electronic device 400 (e.g., the processor
410) may perform operation 1102 when the time data is
determined to correspond to the first time and operation
1103 when the time data is determined to correspond to
the second time. For example, the first time may be a
time when detailed information about the location of the
electronic device 400 may be published, and the second
time may be a time when the detailed information about
the location of the electronic device 400 may not be pub-
lished. The second time may be a time when location
data for an area larger than the location of the electronic
device 400 may be published.
[0250] In operation 1102, the electronic device 400
(e.g., the processor 410) may store the first location data
corresponding to the first time.
[0251] In operation 1103, the electronic device 400
(e.g., the processor 410) may process the first location
data to generate second location data with a second de-
gree of accuracy.
[0252] In operation 1104, the electronic device 400
(e.g., the processor 410) may store the second location
data corresponding to the second time.
[0253] FIG. 12 is a flowchart illustrating a method for
generating second location data in an electronic device
according to an embodiment of the present disclosure.
[0254] According to an embodiment of the present dis-
closure, operations 1200 to 1204 may be performed by
any one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0255] Referring to FIG. 12, the electronic device 400
(e.g., the processor 410) may gather schedule informa-
tion and first location data with a first degree of accuracy,
in operation 1200.
[0256] In operation 1201, the electronic device 400
(e.g., the processor 410) may determine whether the
gathered schedule information corresponds to a first
schedule or a second schedule, and the electronic device
400 (e.g., the processor 410) may perform operation
1202 when the schedule information is determined to cor-
respond to the first schedule and operation 1203 when
the schedule information is determined to correspond to
the second schedule. For example, the first schedule
may be a schedule where detailed information about the
location of the electronic device 400 may be published,
and the second schedule may be a schedule when the
detailed information about the location of the electronic
device 400 may not be published. The second schedule
may be a schedule where location data for an area larger
than the location of the electronic device 400 may be
published.
[0257] In operation 1202, the electronic device 400
(e.g., the processor 410) may store the first location data
corresponding to the first schedule.
[0258] In operation 1203, the electronic device 400
(e.g., the processor 410) may process the first location
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data to generate second location data with a second de-
gree of accuracy.
[0259] In operation 1204, the electronic device 400
(e.g., the processor 410) may store the second location
data corresponding to the second schedule.
[0260] FIG. 13 is a flowchart illustrating a method for
generating second location data in an electronic device
according to an embodiment of the present disclosure.
[0261] According to an embodiment of the present dis-
closure, operations 1300 to 1304 may be performed by
any one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0262] Referring to FIG. 13, the electronic device 400
(e.g., the processor 410) may gather context information
and first location data with a first degree of accuracy, in
operation 1300.
[0263] In operation 1301, the electronic device 400
(e.g., the processor 410) may determine whether the
gathered context information corresponds to a first status
or a second status, and the electronic device 400 (e.g.,
the processor 410) may perform operation 1302 when
the context information is determined to correspond to
the first status and operation 1303 when the context in-
formation is determined to correspond to the second sta-
tus. For example, the first status may be a status where
detailed information about the location of the electronic
device 400 may be published, and the second status may
be a status when the detailed information about the lo-
cation of the electronic device 400 may not be published.
The second status may be a status where location data
for an area larger than the location of the electronic device
400 may be published.
[0264] In operation 1302, the electronic device 400
(e.g., the processor 410) may store the first location data
corresponding to the first status.
[0265] In operation 1303, the electronic device 400
(e.g., the processor 410) may process the first location
data to generate second location data with a second de-
gree of accuracy.
[0266] In operation 1304, the electronic device 400
(e.g., the processor 410) may store the second location
data corresponding to the second status.
[0267] FIG. 14 is a flowchart illustrating a method for
generating second location data in an electronic device
according to an embodiment of the present disclosure.
[0268] According to an embodiment of the present dis-
closure, operations 1400 to 1404 may be performed by
any one of the electronic device 101, the first and second
external electronic devices 102 and 104, the electronic
device 201, the electronic device 400, the server 106,
the processor 120, 210, or 410, the program module 310,
and the location provision module 450.
[0269] Referring to FIG. 14, the electronic device 400
(e.g., the processor 410) may gather application use data
and first location data with a first degree of accuracy, in

operation 1400.
[0270] In operation 1401, the electronic device 400
(e.g., the processor 410) may determine whether the
gathered application use data corresponds to a first ap-
plication or a second application, and the electronic de-
vice 400 (e.g., the processor 410) may perform operation
1402 when the application use data is determined to cor-
respond to the first application and operation 1403 when
the application use data is determined to correspond to
the second application. For example, the first application
may be an application that may publish detailed informa-
tion about the location of the electronic device 400, and
the second application may be an application that may
not publish the detailed information about the location of
the electronic device 400. The second application may
be an application that may publish location data for an
area larger than the location of the electronic device 400.
[0271] In operation 1402, the electronic device 400
(e.g., the processor 410) may store the first location data
corresponding to the first application.
[0272] In operation 1403, the electronic device 400
(e.g., the processor 410) may process the first location
data to generate second location data with a second de-
gree of accuracy.
[0273] In operation 1404, the electronic device 400
(e.g., the processor 410) may store the second location
data corresponding to the second application.
[0274] According to an embodiment of the present dis-
closure, a method for operating the electronic device 400
may comprise receiving first location data with a first de-
gree of accuracy regarding a location of the electronic
device 400 from the location sensor 420, processing at
least part of the first location data to generate second
location data with a second degree of accuracy lower
than the first degree of accuracy regarding the location
of the electronic device, providing at least part of the first
location data to execute a first application program, and
providing at least part of the second location data to ex-
ecute a second application program.
[0275] FIGS. 15A, 15B, 15C, 15D, 15E, and 15F are
views illustrating examples of user interfaces for setting
accuracy determination data in an electronic device ac-
cording to various embodiments of the present disclo-
sure.
[0276] Referring to FIG. 15A, the electronic device 400
(e.g., the processor 410) may display, on the user inter-
face 430, a setting screen for adjusting the degree of
accuracy of location data provided to at least one appli-
cation (e.g., a map application).
[0277] According to an embodiment of the present dis-
closure, the setting screen may include a menu section
1500 to make settings to provide first location data or
second location data. The menu section 1500 may in-
clude a button 1501 for a first setting (e.g., active) for
adjusting the degree of accuracy of the first location data
according to a user input or a second setting (e.g., inac-
tive) for providing the first location data without adjusting
the degree of accuracy of the location data. For example,
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where the button 1501 is a slide button, the electronic
device 400 (e.g., the processor 410) may make a setting
to provide the first location data upon receipt of an input
to move the slide button to the left, adjust the degree of
accuracy of the first location data and provide the accu-
racy-adjusted first location data upon receipt of an input
to move the slide button to the right.
[0278] According to an embodiment of the present dis-
closure, the electronic device 400 (e.g., the processor
410) may move the button 1501 to the left or right ac-
cording to a user input (e.g., a touch input) through the
user interface 430, making a setting to provide the first
location data or second location data. For example, the
electronic device 400 (e.g., the processor 410) may make
a setting to provide the first location data to a map appli-
cation upon sensing a touch to move the button 1501 to
the left through the user interface 430. The electronic
device 400 (e.g., the processor 410) may make a setting
to provide the second location data to the map application
upon sensing a touch to move the button 1501 to the
right through the user interface 430.
[0279] Referring to FIG. 15B, the electronic device 400
(e.g., the processor 410) may display, on the user inter-
face 430, a setting screen for adjusting the degree of
accuracy of location data provided to at least one appli-
cation (e.g., a map application).
[0280] According to an embodiment of the present dis-
closure, the setting screen may include a first menu sec-
tion 1510 for making a setting to provide first location
data or second location data, a second menu section
1520 for adjusting the degree of accuracy of the second
location data, and a third menu section 1530 for setting
a time to provide the second location data.
[0281] According to an embodiment of the present dis-
closure, the first menu section 1510 may include a button
1511 for activating a function for making a setting to pro-
vide the first location data or second location data ac-
cording to a user input.
[0282] According to an embodiment of the present dis-
closure, the electronic device 400 (e.g., the processor
410) may move the button 1511 to the left or right ac-
cording to a user input (e.g., a touch input), making a
setting to provide the first location data or to adjust the
degree of accuracy of the first location data and provide
the accuracy-adjusted first location data. For example,
the electronic device 400 (e.g., the processor 410) may
make a setting to provide the first location data upon
sensing a touch input to move the button 1511 to the left
through the user interface 430. The electronic device 400
(e.g., the processor 410) may make a setting to adjust
and provide the first location data upon sensing a touch
input to move the button 1511 to the right through the
user interface 430.
[0283] According to an embodiment of the present dis-
closure, upon receipt of a touch input to move the button
1511 of the first menu section 1510 to the left, the elec-
tronic device 400 (e.g., the processor 410) may deacti-
vate the second menu section 1520 and the third menu

section 1530 except for the first menu section 1510. For
example, the deactivation may refer to a state of receiving
no user input (e.g., a state of sensing no touch) while
displaying the second menu section 1520 and the third
menu section 1530 in a particular color. Upon receipt of
a touch input to move the button 1511 to the right through
the user interface 430, the electronic device 400 (e.g.,
the processor 410) may activate and display the second
menu section 1520 and the third menu section 1530.
[0284] According to an embodiment of the present dis-
closure, the second menu section 1520 may include a
status bar 1521 for setting the degree (or scale) of accu-
racy of the first location data.
[0285] According to an embodiment of the present dis-
closure, the electronic device 400 (e.g., the processor
410) may adjust the degree of accuracy of the first loca-
tion data by moving the status bar 1521 to the left or right
according to a user input (e.g., a touch input). The elec-
tronic device 400 (e.g., the processor 410) may adjust a
first degree of accuracy (e.g., a detailed address) of the
first location data into a second degree of accuracy lower
than the first degree of accuracy (or into a third degree
of accuracy lower than the second degree of accuracy)
or may adjust the third degree of accuracy into the second
degree of accuracy or the first degree of accuracy. For
example, the electronic device 400 (e.g., the processor
410) may adjust the degree of accuracy of the first loca-
tion data in neighborhood units or district units.
[0286] According to an embodiment of the present dis-
closure, the third menu section 1530 may include a button
1531 for activating a function for setting a time to provide
the second location data and a time input section 1532
for inputting a start time and an end time to provide the
second location data.
[0287] According to an embodiment of the present dis-
closure, the electronic device 400 (e.g., the processor
410) may make a setting to provide the second location
data for a period of time, as entered, upon receipt of a
user input (e.g., a touch input or an input to the touch
pad), such as entry or selection of numbers for inputting
a start time and an end time through the user interface
430. For example, the electronic device 400 (e.g., the
processor 410) may provide the second location data
from 6 pm of the day to 8 am of the next day according
to a user input for setting 6 pm to the start time and 8 am
to the end time.
[0288] Referring to FIGS. 15C, 15D, and 15E, when
the indicator is positioned in the right side of the status
bar 1521 as shown in FIG. 15C, the electronic device
400 (e.g., the processor 410) may make a setting to pro-
vide location data with a first degree of accuracy that
includes a detailed address, such as "Mihwa Building,
110-2, Myeongryun-4ga, Jongro-gu, Seoul, South Ko-
rea." The electronic device 400 (e.g., the processor 410)
may further display an example screen 1540 of the de-
gree-of-accuracy-adjusted location data under the status
bar 1521. For example, the electronic device 400 (e.g.,
the processor 410) may further display a map screen
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corresponding to the detailed address, "Mihwa Building,
110-2, Myeongryun4-ga, Jongro-gu, Seoul, South Ko-
rea."
[0289] When the indicator is positioned in the middle
of the status bar 1521 as shown in FIG. 15D, the elec-
tronic device 400 (e.g., the processor 410) may make a
setting to provide second location data with a second
degree of accuracy that includes a simplified address,
such as "Myeongryun-4ga, Jongro-gu, Seoul, South Ko-
rea," which corresponds to a larger area including the
location indicated by the detailed address and includes
the neighborhood name. For example, the electronic de-
vice 400 (e.g., the processor 410) may further display a
map screen corresponding to the simplified address
"Myeongryun4-ga, Jongro-gu, Seoul, South Korea."
[0290] When the indicator is positioned in the left side
of the status bar 1521 as shown in FIG. 15E, the elec-
tronic device 400 (e.g., the processor 410) may make a
setting to provide third location data with a third degree
of accuracy that includes a further simplified address,
such as "Seoul, South Korea," which includes the city or
county name. For example, the electronic device 400
(e.g., the processor 410) may further display a map
screen corresponding to the further simplified address
"Seoul, South Korea."
[0291] Referring to FIG. 15F, the electronic device 400
(e.g., the processor 410) may display a list of at least one
application and buttons 1550 for activating a function for
providing the first location data or second location data
corresponding to each application. For example, upon
receipt of a user input for moving right each of the buttons
corresponding to a flashlight, gallery, file, and dictionary
application, the electronic device 400 (e.g., the processor
410) may make a setting to provide the second location
data to the flashlight, gallery, file, and dictionary applica-
tions. For example, upon receipt of a user input for mov-
ing left each of the buttons corresponding to a calculator,
weather, map, and social media application, the electron-
ic device 400 (e.g., the processor 410) may make a set-
ting to provide the first location data to the calculator,
weather, map, and social media applications. Thus, lo-
cation data with different degrees of accuracy may be
provided to multiple applications in an easier and more
convenient way, thus preventing privacy intrusion or per-
sonal information leakage.
[0292] FIGS. 16A and 16B are views illustrating exam-
ples of user interfaces for providing a location-based
service based on first location data and a location-based
service based on second location data according to var-
ious embodiments of the present disclosure.
[0293] According to an embodiment of the present dis-
closure, upon receipt of a request to provide location data
from a map application, the electronic device 400 (e.g.,
the processor 410) may determine whether to provide
first location data or second location data to the map ap-
plication according to an accuracy determination stand-
ard.
[0294] Referring to FIG. 16A, upon determining to pro-

vide the first location data, the electronic device 400 (e.g.,
the processor 410) may display a first indicator 1600 that
indicates the location of the user on the map based on
the detailed address of the current location of the elec-
tronic device 400, as shown in FIG. 16A. For example,
the first location data may be "intersection in front of
Grace Cathedral, California St., California, U.S.A."
[0295] Referring to FIG. 16B, upon determining to pro-
vide the second location data, the electronic device 400
(e.g., the processor 410) may display a second indicator
1610 that indicates the user’s location on the map based
on location data for a particular area larger than the cur-
rent location of the electronic device 400 as shown in
FIG. 16B. For example, the second location data may be
"California St., California, U.S.A" or "near Grace Cathe-
dral, California, U.S.A."
[0296] FIGS. 17A, 17B, and 17C are views illustrating
an example of providing a location-based service in an
electronic device according to an embodiment of the
present disclosure.
[0297] Referring to FIG. 17A, 17B and 17C, the elec-
tronic device 400 (e.g., the processor 410) may receive
a user input for requesting location-based service infor-
mation through the user interface 430.
[0298] Upon receipt of a user input to run a first pro-
gram that provides a location-based service based on
voice recognition through the user interface 430, the elec-
tronic device 400 (e.g., the processor 410) may run the
first program and display an execution screen for the first
program as shown in FIG. 17A.
[0299] Upon receipt of a voice input, e.g., "Any nearby
must-eat restaurant?" the electronic device 400 (e.g., the
processor 410) may provide service information using
first location data with a first degree of accuracy regarding
the location of the electronic device 400 which is gathered
through the location sensor 420 based on an accuracy
determination standard or service information using sec-
ond location data with a second degree of accuracy lower
than the first degree of accuracy of the first location data.
[0300] For example, when the user’s current location
corresponds to a second location set to provide the sec-
ond location data, the electronic device 400 (e.g., the
processor 410) may search for pasta restaurants located
around Gangnam station based on the station name
(e.g., Gangnam station) corresponding to the user’s cur-
rent location (e.g., Yeoksaml-dong, Gangnam-gu, Seoul)
and display information about a searched pasta restau-
rant (e.g., its name, pictures, location, contact informa-
tion, rating, reviews, or menu) as shown in FIG. 17B.
[0301] When the user’s current location corresponds
to a first location set to provide the first location data, the
electronic device 400 (e.g., the processor 410) may
search for pasta restaurants located around Yeoksaml-
dong based on the detailed address (e.g., Yeoksaml-
dong, Gangnam-gu, Seoul) corresponding to the user’s
current location and display information about a searched
pasta restaurant as shown in FIG. 17C.
[0302] According to the embodiments of the present
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disclosure, the user may receive LBSs in a convenient
manner, free from invasion of privacy or information leak-
age due to the provision of the user’s location information.
[0303] As used herein, the term "module" includes a
unit configured in hardware, software, or firmware and
may interchangeably be used with other terms, e.g., "log-
ic," "logic block," "part," or "circuit." The module may be
a single integral part or a minimum unit or part of per-
forming one or more functions. The module may be im-
plemented mechanically or electronically and may in-
clude, e.g., an application-specific IC (ASIC) chip, field-
programmable gate arrays (FPGAs), or programmable
logic device, that has been known or to be developed in
the future as performing some operations. According to
an embodiment of the present disclosure, at least a part
of the device (e.g., modules or their functions) or method
(e.g., operations) may be implemented as instructions
stored in a non-transitory computer-readable recording
medium (e.g., the memory 130), e.g., in the form of a
program module. The instructions, when executed by a
processor (e.g., the processor 120), may enable the proc-
essor to carry out a corresponding function. The compu-
ter-readable medium may include, e.g., a hard disk, a
floppy disc, a magnetic medium (e.g., magnetic tape), an
optical recording medium (e.g., compact disc-read only
memory (CD-ROM), DVD, magnetic-optical medium
(e.g., floptical disk), or an embedded memory. The in-
struction may include a code created by a compiler or a
code executable by an interpreter. Modules or program-
ming modules in accordance with various embodiments
of the present disclosure may include at least one or more
of the aforementioned components, omit some of them,
or further include other additional components. Opera-
tions performed by modules, programming modules or
other components in accordance with various embodi-
ments of the present disclosure may be carried out se-
quentially, in parallel, repeatedly or heuristically, or at
least some operations may be executed in a different
order or omitted or other operations may be added.
[0304] As is apparent from the foregoing description,
according to the embodiments of the present disclosure,
the user may receive LBSs in a convenient manner, free
from invasion of privacy or information leakage due to
the provision of the user’s location information.
[0305] While the present disclosure has been shown
and described with reference to various embodiments
thereof, it will be understood by those skilled in the art
that various changes in form and details may be made
therein without departing from the spirit and scope of the
present disclosure as defined by the appended claims
and their equivalents.

Claims

1. An electronic device, comprising:

a user interface;

a location sensor configured to sense a location
of the electronic device;
a processor electrically connected with the user
interface and the location sensor; and
a memory electrically connected with the proc-
essor and configured to store a first application
program and a second application program,
wherein the memory is further configured to
store instructions that, when executed, enable
the processor to:

receive first location data with a first degree
of accuracy regarding the location of the
electronic device from the location sensor,
process at least part of the first location data
to generate second location data with a sec-
ond degree of accuracy lower than the first
degree of accuracy regarding the location
of the electronic device,
provide the at least part of the first location
data to execute the first application pro-
gram, and
provide at least part of the second location
data to execute the second application pro-
gram.

2. The electronic device of claim 1,
wherein the first location data is configured to include
raw location data from the location sensor and the
second location data is configured to include only
area information that covers the raw location data,
and
wherein the user interface is configured to display a
list of at least one application program that includes
the first application program or the second applica-
tion program, each application program of the list
including a corresponding button for activating a
function for providing one of the first location data or
the second location data.

3. The electronic device of claim 1,
wherein the first location data is configured to include
a full address for the location of the electronic device,
and
wherein the second location data is configured to
include only area information covering the full ad-
dress.

4. The electronic device of claim 1,
wherein the memory is further configured to store a
third application program, and
wherein the instructions further enable the processor
to:

process at least part of at least one of the first
location data and the second location data to
generate third location data with a third degree
of accuracy regarding the location of the elec-
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tronic device, which is lower than the second
degree of accuracy, and
provide at least part of the third location data to
execute the third application program.

5. The electronic device of claim 1, wherein the instruc-
tions further enable the processor to allow a user to
select the first location data for the first application
program and the second location data for the second
application program through the user interface.

6. The electronic device of claim 1, wherein the instruc-
tions further enable the processor to:

determine a context based on at least part of a
user input through the user interface,
select the first location data to execute the first
application program, and
select the second location data to execute the
second application program.

7. The electronic device of claim 1, wherein the location
sensor is configured to include at least one of a global
positioning system (GPS) sensor, a bluetooth (BT)
circuit, a Wi-Fi circuit, and a cellular communication
circuit.

8. A method for operating an electronic device, the
method comprising:

receiving first location data with a first degree of
accuracy regarding a location of the electronic
device from a location sensor;
processing at least part of the first location data
to generate second location data with a second
degree of accuracy lower than the first degree
of accuracy regarding the location of the elec-
tronic device;
providing the at least part of the first location
data to execute a first application program; and
providing at least part of the second location da-
ta to execute a second application program.

9. The method of claim 8,
wherein the first location data includes raw location
data from the location sensor and the second loca-
tion data is configured to include only area informa-
tion that covers the raw location data, and
wherein a user interface of the electronic device is
configured to display a list of at least one application
program that includes the first application program
or the second application program, each application
program of the list including a corresponding button
for activating a function for providing one of the first
location data or the second location data.

10. The method of claim 8,
wherein the first location data includes a full address

for the location of the electronic device, and
wherein the second location data includes only area
information covering the full address.

11. The method of claim 8, further comprising:

processing at least part of at least one of the first
location data and the second location data to
generate third location data with a third degree
of accuracy lower than the second degree of ac-
curacy regarding the location of the electronic
device; and
providing at least part of the third location data
to execute a third application.

12. The method of claim 8, further comprising allowing
a user to select the first location data for the first
application program and the second location data
for the second application program through a user
interface.

13. The method of claim 8, further comprising:

determining a context based on at least part of
a user input through a user interface;
selecting the first location data to execute the
first application program; and
selecting the second location data to execute
the second application program.

14. The method of claim 8, wherein the location sensor
includes at least one of a global positioning system
(GPS) sensor, a BT circuit, a Wi-Fi circuit, and a cel-
lular communication circuit.

15. A non-transitory recording medium storing com-
mands to execute a method for operating an elec-
tronic device according to any one of claims 8 to 14.
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