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(57) A fiber-optic sensor system includes a structure
having a fiber-optic cable operatively connected thereto.
The system includes a network controller with an inter-
rogator operatively connected to the fiber-optic cable to
receive optical energy indicative of a characteristic of the
structure therefrom and convert optical energy to electri-

cal energy and electrical energy to optical energy for data
communication. A sensor and/or a data source are op-
eratively connected to the fiber-optic cable through the
network controller to transmit data through the fiber-optic
cable and receive data therefrom.
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Description

[0001] The present disclosure relates to sensing and
communication systems and methods, and more partic-
ularly to systems and methods for fiber-optic sensing and
communication networks.
[0002] Structures such as aircraft airframes, and par-
ticularly rotorcraft structures, are susceptible to condi-
tions that impose certain characteristics or alter pre-ex-
isting characteristics of the structures. Traditional meth-
ods to sense and/or monitor these characteristics involve
wire harnesses and sensors. Communications across air
vehicle components, separate from communicating sen-
sor data, can also be transferred through wire harnesses.
Wire harnesses can be heavy and difficult to install,
whether for sensing or for communication.
[0003] Such conventional methods and systems have
generally been considered satisfactory for their intended
purpose. However, there is still a need in the art for im-
proved methods and systems for leveraging advanced
communications, advanced sensing, and advanced fault
tolerance. The present disclosure provides a solution for
this need.
[0004] A fiber-optic sensor system includes a structure
having a fiber-optic cable operatively connected thereto.
The system includes a network controller with an inter-
rogator operatively connected to the fiber-optic cable to
receive optical energy indicative of a characteristic of the
structure therefrom and convert optical energy to electri-
cal energy and electrical energy to optical energy for data
communication. A sensor and/or a data source are op-
eratively connected to the fiber-optic cable through the
network controller to transmit data through the fiber-optic
cable and receive data therefrom.
[0005] In accordance with some embodiments, the da-
ta source is an avionics or flight control system to provide
data through the fiber optic cable to the network controller
and to receive data through the fiber optic cable from the
network controller. The avionics system can include a
health monitoring system and/or a rotor state feedback
system operatively connected to the fiber-optic cable
through the network controller to transmit data to the net-
work controller and through the fiber-optic cable and to
receive data therefrom.
[0006] The fiber-optic cable can be embedded within
the structure. The structure can be one of a plurality of
structures wherein the fiber-optic cable extends between
adjacent structures. The structure can include an access
point to provide physical access to the fiber-optic cable
within the structure, and/or a port to provide connection
access to the fiber-optic cable and the network controller.
A sensing element can be inserted within the fiber-optic
cable to modify optical energy in a way that is indicative
of a characteristic of the structure and to transmit or re-
flect back energy received from/to the network controller.
The network controller can include at least one optical
component selected from a group consisting of an am-
plifier, a connector, a switch, a receiver, a laser diode, a

photodiode, and a transmitter.
[0007] In accordance with another embodiment, a
method for integrally sensing and communicating
through a structure includes transmitting optical energy
indicative of a characteristic of a structure through a fiber-
optic cable to an interrogator in a network controller. The
method includes transmitting data from at least one of a
sensor or a data source from the network controller
through the fiber-optic cable.
[0008] In accordance with some embodiments, the
method includes detecting damage in the fiber-optic ca-
ble with a health monitoring system operatively connect-
ed to the network controller. The fiber-optic cable can be
part of a fiber-optic network. The method can include
mitigating faults within the fiber-optic network with the
network controller by adjusting the configuration of the
fiber-optic network to achieve fault tolerance. Adjusting
the configuration of the fiber-optic network can include
using at least one of an optical switch or the network
controller to reconfigure the transmitting of optical energy
from the fiber-optic cable to a second fiber-optic cable
within the fiber-optic cable network. The method can in-
clude converting electrical energy to optical energy and
vice versa. Transmitting data from the data source can
include transmitting avionics data through the fiber-optic
cable to the network controller from an avionics system.
Transmitting data from the data source can include trans-
mitting data through the fiber-optic cable from the net-
work controller to the avionics system.
[0009] In accordance with another embodiment, an air-
craft includes a structure and a fiber-optic cable opera-
tively connected to the structure. A network controller
having an interrogator is operatively connected to the
fiber-optic cable to receive optical energy indicative of a
characteristic of the structure therefrom. At least one of
a data source or a sensor is operatively connected to the
fiber-optic cable through the network controller to trans-
mit data through the fiber-optic cable and receive data
therefrom.
[0010] In accordance with some embodiments, the da-
ta source is an avionics system that provides avionics
data through the fiber optic cable to the network controller
and to receive data through the fiber optic cable from the
network controller. The avionics system can include a
health monitoring system and/or a rotor state feedback
system. The fiber-optic cable can be embedded within
or attached to the structure.
[0011] These and other features of the systems and
methods of the subject disclosure will become more read-
ily apparent to those skilled in the art from the following
detailed description of the preferred embodiments taken
in conjunction with the drawings.
[0012] So that those skilled in the art to which the sub-
ject disclosure appertains will readily understand how to
make and use the devices and methods of the subject
disclosure without undue experimentation, preferred em-
bodiments thereof will be described in detail herein below
with reference to certain figures, wherein:
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Fig. 1 is a schematic view of an embodiment of a
vertical take-off and landing (VTOL) aircraft, showing
a schematic view of an embodiment of a fiber-optic
sensing and communication system constructed in
accordance with the present disclosure;
Fig. 2 is a schematic view of another embodiment of
a fiber-optic sensing and communication system
constructed in accordance with the present disclo-
sure, showing fiber-optic cables operatively connect-
ed to the structures; and
Fig. 3 is a flowchart showing an embodiment of a
method for integrally sensing and communicating
through a structure.

[0013] Reference will now be made to the drawings
wherein like reference numerals identify similar structural
features or aspects of the subject disclosure. For purpos-
es of explanation and illustration, and not limitation, a
partial view of an exemplary embodiment of a vertical
takeoff and landing (VTOL) aircraft in accordance with
the disclosure is shown in Fig. 1 and is designated gen-
erally by reference character 10. Other embodiments of
fiber-optic sensing and communication systems in ac-
cordance with the disclosure, or aspects thereof, are pro-
vided in Figs. 2-3, as will be described. The systems and
methods described herein provide low-weight, low-cost,
high-bandwidth, and fault tolerant systems and methods
for integral sensing and communication networks, there-
by reducing susceptibility and vulnerability to damage
and reducing the amount of maintenance required to de-
tect, isolate, and repair faults within a sensor and com-
munication network.
[0014] As shown in Fig. 1, VTOL aircraft 10 includes a
main rotor system 12 and tail rotor system 14 supported
by an airframe 16. Aircraft 10 includes a fiber-optic sensor
system 100 with structures 102. Structures 102 can be
a variety of aircraft components such as aircraft frames,
beams, rotor blades, skin structure, gearbox housings,
landing gear and other primary and secondary structural
components. Structures 102 can be made from a variety
of materials such as metallic or composite materials.
Structures 102 have a plurality of fiber-optic cables 104.
Fiber optic-cables 104 can also be operatively connected
to structures 102, but not necessarily embedded therein,
similar to fiber optic cable 204a, described below. It is
contemplated that fiber-optic cables 104 can be exclu-
sively embedded within structures 102, exclusively out-
side of structures 102, but operatively connected thereto,
or a combination of both. Fiber-optic cables 104 form a
fiber-optic sensing and communication network 109 and
extend between adjacent structures 102.
[0015] With continued reference to Fig. 1, system 100
includes a network controller 106 with an interrogator 108
operatively connected to each fiber-optic cable 104 to
receive optical energy indicative of characteristics of
structures 102 therefrom. An optical signal is applied to
fiber-optic cables 104. Fiber-optic cables 104 then modify
the existing signal in a way that is indicative of charac-

teristics of structures 102, e.g. by using a Fiber Bragg
Grating to directly or indirectly measure strain, tempera-
ture, pressure, humidity, vibration or other characteris-
tics, or by other inherent sensing element within fiber-
optic cables 104. Interrogator 108 converts optical ener-
gy indicative of a given structural characteristic into elec-
trical signals indicative of the given characteristic of the
structure or environment. This allows network controller
106 to monitor structural characteristics of structures 102
through a variety sensing elements within fiber-optic ca-
bles 104. The sensing elements are not shown in Fig. 1,
but are similar to sensing elements 211, described below.
The sensing elements can include a Fiber Bragg Grating,
or other inherent features that allow physical phenomena
such as strain, temperature, pressure, humidity, and vi-
bration to be measured using the fiber and appropriate
optical components. Reconfiguration is feasible because
of one or more of the following aspects of embodiments
of the subject invention: a) multiple sensor elements in
close proximity either within the same fiber-optic cable
104 or within two or more fiber-optic cables 104 that are
sensitive to the same characteristic of the structure or
environment, b) network hardware and controller logic
that enables interrogation of alternate sensor elements
on one or more alternative fiber-optic cables or from ei-
ther end of a given fiber-optic cable, and c) ability to ef-
ficiently add new cables, systems, and sensors to the
network 109.
[0016] With continued reference to Fig. 1, fiber-optic
cables 104 used for sensing, e.g. strain sensing, are also
included in a highly redundant, high bandwidth, and
reconfigurable communication network that is used to
transmit data from traditional systems or subsystems, or
other systems similar to avionics system 116 such as a
flight control system. Network controller 106 is operative-
ly connected to a processor 107 and/or data storage 105
for storing data therein, receiving data therefrom, or the
like. A data source, e.g. an avionics system or flight con-
trol system 116, is operatively connected to network con-
troller 106 through fiber-optic cables 104 to provide avi-
onics data through fiber optic cables 104 to network con-
troller 106. Avionics system 116 also receives data
through fiber optic cables 104 from network controller
106, such as strain data from the sensing elements. Av-
ionics system 116 can include a variety of specialty avi-
onics systems such as a health monitoring system 112,
e.g. to monitor structural and/or network heath, or a rotor
state feedback system 114.
[0017] Multiple fiber-optic cables 104 in conjunction
with multiple network controllers 106 allow for reconfig-
uration without physical repair in case of damage to one
or more fiber-optic cables 104 or network components,
e.g. sensing elements. Fiber-optic system 100 is able to
be reconfigured because of multiple fiber-optic cables
104 and the multifunctional nature of fiber-optic cables
104, e.g. being able to communicate data and perform
health monitoring of the host structure 102, e.g. strain
sensing or structural damage or of the fiber optic sensor
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system and network 100. Communication and/or data
transfer between network controller 106 and each cable
104 provides diagnostic information relative to whether
communication is passed through each individual fiber
or network component. Network controllers 106 adjust
the network configuration based on path information and
condition information of fiber-optic cables 104 and hard-
ware elements of the system 100 and network 109. For
example, if health monitoring system 112 detects dam-
age (structural or network damage) in an area where a
given fiber-optic cable 104 is having intermittent commu-
nication, network controller 106 removes that fiber-optic
cable 104 from network 109 and shifts data communica-
tion and structural health monitoring to other fiber-optic
cables 104 in network 109 that are located in a similar
location and sensitive to the same characteristics of the
structure or environment. Alternatively, network control-
ler 106 may be able to mitigate a network fault by inter-
rogating a sensor from a different end of fiber-optic cable
104. Additionally, the structural health monitoring capa-
bility provided by sensing elements within fiber-optic ca-
bles 104 enables both structural condition and location
to be provided for structure 102 where fiber-optic cables
104 are connected to or embedded within. The multiple
sensing elements also allow localization of fiber damage
or network elements and network configuration to provide
continued sensing and network communication
[0018] Structures 102 include access points 119 to pro-
vide physical access to fiber-optic cable 104 within struc-
ture 102. Access points 119 provide direct physical ac-
cess for maintenance of fiber-optic network 109, e.g.
manual reconfiguration of the network, fiber repair, opti-
cal component replacement, and the like. Access points
119 are provided at joints between two adjacent struc-
tures 102. Structures 102 include ports 118 that provide
connection access to the fiber-optic cables 104 and the
network controller 106 included within. For example,
ports 118 allow connection to a new sensor, device, or
the like into fiber-optic cable network 109. Ports 118 allow
for rapid expansion or rearrangement of fiber optic sensor
system 100 through additional connections to support
additional sensing elements within fiber-optic cables 104,
sensors 110 external to fiber-optic cables 104, or to cover
additional structures 102.
[0019] With continued reference to Fig. 1, network con-
troller 106 includes at least one optical component 120,
for example, an amplifier, a connector, a switch, a receiv-
er, and/or a transmitter. Optical components, such as
laser diodes, convert electrical energy to optical energy
for data transmission and other optical components, such
as photodiodes convert optical energy to electrical ener-
gy or signals for communication outside of system 100.
Optical components 120 transfer optical data across ro-
tating and non-rotating mechanical interfaces, and switch
optical data flow between different fibers and interrogate
fiber sensing elements from different directions along the
fiber (e.g., reconfigures optical network to accommodate
network faults). A plurality of sensors 110 are operatively

connected to fiber-optic cables 104 through network con-
trollers 106 to transmit data through the communication
network of fiber-optic cables 104. Sensors 110 can also
be connected to network controller 106 through a sepa-
rate fiber-optic cable network or through fiber-optic ca-
bles 104. Sensors 110 can also be connected to network
controller 106 through a traditional copper wire interface.
Sensors 110 receive data from network controller 106
and/or fiber-optic cable 104. Sensors 110 are mounted
to a variety of aircraft 10 components either within struc-
tures 102 or separate from structures 102, e.g. fuselage
components. Portions of system 100, for example, sen-
sors 110 and structures 102, can be on aircraft 10, while
other portions, for example, processor 107 and/or data
storage 105, can be on the ground. For example, ground
support equipment can be used to interrogate health or
trouble shoot system 100, network 109 or structure 102
as part of maintenance activities.
[0020] Those skilled in the art will readily appreciate
that avionics systems, for example, rotor state feedback
system 114 can include a separate fiber-optic sensor and
communication system, similar to system 100, embed-
ded within one or more rotor structures. A separate fiber-
optic sensor and communication system for rotor state
feedback system 114 may be necessary due to the higher
frequency and/or sampling rate needed in some rotor
systems and the need for data transmission between a
fixed frame and a rotating frame.
[0021] As shown in Fig. 1, main rotor system 12 and
tail rotor system 14, e.g. rotors, include a rotor state feed-
back system 114. Rotor state feedback system 114 is a
specific type of avionics system that is operatively con-
nected to both main and/or tail rotor systems 12 and 14,
respectively. Rotor state feedback system 114 is opera-
tively connected to fiber-optic cable 104 through network
controller 106 to transmit rotor data from main and tail
rotor systems 12 and 14 to network controller 106 and
through fiber-optic cable 104. Rotor state feedback sys-
tem 114 also receives data from network controller 106.
[0022] Multifunctional fiber-optic cables 104 provide
structural sensing, e.g. in structures 102, and high band-
width data communication network architecture. This
tends to reduce weight and cost, as compared with tra-
ditional sensing and communication systems that rely on
separate wire harnesses and/or networks. Data and/or
characteristic data transmitted through fiber-optic cables
104 can be reconfigured by network controller 106, if
needed, without physical access, thereby reducing mis-
sion aborts, maintenance, and downtime in case of dam-
age to the optical-fiber network. Those skilled in the art
will readily appreciate that while system 100 is described
in the context of a VTOL aircraft, system 100 can be
applied to all types of aircraft, vehicles, and other systems
for which there is a desire to both communicate data with-
in the system and to sense data within the system using
a multi-functional fiber-optic sensing and communication
system. For example, system 100 can be a communica-
tion system, an electrical system, a mechanical system,
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a structural system or any combination thereof.
[0023] As shown in Fig. 2, system 200 is shown sep-
arate from a VTOL aircraft structure. In this embodiment,
system 200 is shown as a generic system that can be
applied to a variety of systems or subsystems, whether
or not associated with an aircraft. For example, system
200 can be a communication system, an electrical sys-
tem, a mechanical system, a structural system or any
combination thereof. System 200 includes a system
hardware element 202, e.g. a structure. System 200 is
similar to system 100 in that it too is a system that com-
municates data within the system and senses physical
characteristics associated with the system using a multi-
functional fiber-optic sensing and communication net-
work. Each system hardware element 202 has a plurality
of fiber-optic cables 204 embedded therein. Hardware
element 202 also includes a fiber-optic cable 204a that
is operatively connected to hardware element 202, but
not embedded within hardware element 202. In other
words, hardware element 202 is shown as a hybrid struc-
ture with some cables 204 embedded and others not em-
bedded. It is contemplated that fiber-optic cables 204 can
be exclusively embedded within hardware elements 202,
exclusively outside of hardware elements 202, but oper-
atively connected thereto, or a combination of both.
[0024] With continued reference to Fig. 2, fiber-optic
cables 204 use sensing elements 211 to modify the ex-
isting optical signal in a manner indicative of character-
istics of system hardware element 202, e.g. they can act
as strain, temperature, or other sensors. Sensing ele-
ments 211 inserted into cable 204 can be Fiber Bragg
Gratings, or other inherent features that allow physical
phenomena such as strain, temperature, pressure, and
humidity to be measured using the fiber and appropriate
optical components. Multiple fiber-optic cables 204,
sensing elements 211, and network controllers 206 allow
for reconfiguration without repair in case of damage to
one or more of fiber-optic cables 204 or network compo-
nents, e.g. sensing elements 211, similar to the re-con-
figurability described above. Fiber optical cables 204 ex-
tend between one or more adjacent system hardware
elements 202, similar to structures 102 and cables 104.
System hardware elements 202 include access points
219 and ports 218, similar to access points 119 and ports
118 described above.
[0025] With continued reference to Fig. 2, system 200
includes data sources 216 operatively connected to one
or more of cables 204 to communicate data across sys-
tem 200. Data sources 216 can come from sub-systems,
e.g., avionics boxes, health management system, rotor
state feedback systems, smart components, digital sen-
sor nodes. System 200 includes a network controller 206
with an interrogator 208 operatively connected to each
fiber-optic cable 204 to receive optical energy indicative
of structural characteristics of hardware elements 202
therefrom. Interrogator 208 converts the optical energy
into electrical signals indicative of the given characteristic
of the structure or environment. This allows network con-

troller 206 to monitor characteristics of hardware ele-
ments 202 similar to system 100 described above. Net-
work controller 206 includes at least one optical compo-
nent 220, for example, an amplifier, a connector, a switch,
a receiver, a laser diode, a photodiode, and/or a trans-
mitter, optical components 220 are similar to optical com-
ponents 120 described above.
[0026] As shown in Fig. 2, network controller 206 is
operatively connected to a processor 207 and/or data
storage 205 for storing data therein, receiving data there-
from, or the like. Fiber-optic cables 204 used for structural
sensing are also included in a highly redundant, high
bandwidth, and reconfigurable communication network,
similar to system 100, described above. Network control-
ler 206 includes at least one switch 221 for managing
data flow across individual fibers and between multiple
fibers to mitigate network failures, similar to system 100,
described above.
[0027] With continued reference to Fig. 2, a plurality of
sensors 210 are operatively connected to fiber-optic ca-
bles 204 through network controller 206 to transmit data
through the communication network of fiber-optic cables
204. Sensors 210 can also be connected to network con-
troller 206 through a separate fiber-optic cable network
or through fiber-optic cables 204. Sensors 210 are similar
to sensors 110, described above. Data and/or character-
istic data transmitted through fiber-optic cables 204 can
be reconfigured by network controller 206, if needed,
without physical access, thereby reducing system main-
tenance and downtime in case of damage to the optical-
fiber network.
[0028] With reference now to Fig. 3, a method 300 for
integrally sensing and communicating through a struc-
ture includes transmitting optical energy indicative of a
characteristic of a structure, e.g. structure 102 and/or
202, through a fiber-optic cable, e.g. fiber-optic cable 104
and/or 204, to an interrogator, e.g. interrogator 108
and/or 208, in a network controller, e.g. network controller
106 and/or 206, as indicated schematically by box 302.
[0029] Method 300 includes transmitting data from a
sensor, e.g. sensor 110 and/or 210, and/or a data source,
e.g. data source 116 and/or 216, from the network con-
troller through the fiber-optic cable, as indicated sche-
matically by box 304. Transmitting data from the data
source can include transmitting avionics data through the
fiber-optic cable from the network controller from an av-
ionics system, e.g. avionics system 116, and/or through
the fiber-optic cable from the avionics system to the net-
work controller. It is also contemplated that transmitting
data from the data source includes transmitting data to
the network controller from a health monitoring system,
e.g. structural health monitoring system 112, and receiv-
ing data therefrom, and can include transmitting rotor da-
ta to the network controller from a rotor state feedback
system, e.g. rotor state feedback system 114, and re-
ceiving data therefrom.
[0030] With continued reference to Fig. 3, method 300
includes detecting damage in the fiber-optic cable with
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the health monitoring system operatively connected to
the network controller, as indicated by box 306. The fiber-
optic cable can be part of a fiber-optic network, e.g. fiber-
optic network 109 and/or 209. Method 300 includes mit-
igating faults within the fiber-optic network with the net-
work controller by adjusting the configuration of the fiber-
optic network to achieve fault tolerance, as indicated by
box 308. Adjusting the configuration of the fiber-optic net-
work can include using at least one of an optical switch,
e.g. optical switch 221, and/or the network controller to
reconfigure the transmitting of optical and/or electrical
energy from the fiber-optic cable to a second fiber-optic
cable within the fiber-optic cable network, as indicated
by box 310. Method 300 includes converting electrical
energy to optical energy and optical energy to electrical
energy using an interrogator, as indicated by box 312.
Those skilled in the art will also readily appreciate that
the steps described above can be performed in a variety
of different orders, and/or one or more steps can be re-
peated or excluded as needed.
[0031] The methods and systems of the present dis-
closure, as described above and shown in the drawings,
provide for systems and methods for integrally monitoring
and communicating across a system, such as an aircraft,
with superior properties including reduced maintenance
due to system fault tolerance and automatic reconfigu-
ration, and reduction in weight and costs. While the ap-
paratus and methods of the subject disclosure have been
shown and described with reference to preferred embod-
iments, those skilled in the art will readily appreciate that
changes and/or modifications may be made thereto with-
out departing from the spirit and scope of the subject
disclosure.

Claims

1. A fiber-optic sensor system comprising:

a structure having a fiber-optic cable operatively
connected thereto;
a network controller having an interrogator op-
eratively connected to the fiber-optic cable to
receive optical energy indicative of a character-
istic of the structure therefrom and convert op-
tical energy to electrical energy and electrical
energy to optical energy for data communica-
tion; and
at least one of a data source or a sensor oper-
atively connected to the fiber-optic cable
through the network controller to transmit data
through the fiber-optic cable and receive data
therefrom.

2. The system as recited in claim 1, wherein the data
source is at least one of an avionics system or a flight
control system to provide data through the fiber optic
cable to the network controller and to receive data

through the fiber optic cable from the network con-
troller, particularly wherein the avionics system in-
cludes at least one of a health monitoring system or
a rotor state feedback system operatively connected
to the fiber-optic cable through the network controller
to transmit data to the network controller and through
the fiber-optic cable and to receive data therefrom.

3. The system as recited in any of the preceding claims,
wherein the fiber-optic cable is embedded within the
structure.

4. The system as recited in any of the preceding claims,
wherein the structure is one of a plurality of structures
wherein the fiber-optic cable extends between adja-
cent structures.

5. The system as recited in any of the preceding claims,
wherein the structure includes at least one of an ac-
cess point to provide physical access to the fiber-
optic cable within the structure, or a port to provide
connection access to the fiber-optic cable and the
network controller.

6. The system as recited in any of the preceding claims,
further comprising a sensing element inserted within
the fiber-optic cable to modify optical energy in a way
that is indicative of a characteristic of the structure
and transmit the modified optical energy to the net-
work controller.

7. The system as recited in any of the preceding claims,
wherein the network controller includes at least one
optical component selected from a group consisting
of an amplifier, a connector, a switch, a receiver, a
laser diode, a photodiode and a transmitter.

8. A method for integrally sensing and communicating
through a structure, comprising:

transmitting optical energy indicative of a char-
acteristic of a structure through a fiber-optic ca-
ble to an interrogator in a network controller; and
transmitting data from at least one of a sensor
or a data source from the network controller
through the fiber-optic cable.

9. The method as recited in claim 8, further comprising
detecting damage in the fiber-optic cable with a
health monitoring system operatively connected to
the network controller.

10. The method as recited in claim 9, wherein the fiber-
optic cable is part of a fiber-optic network, the method
further comprising mitigating faults within the fiber-
optic network with the network controller by adjusting
the configuration of the fiber-optic network to achieve
fault tolerance, particularly wherein adjusting the
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configuration of the fiber-optic network includes us-
ing at least one of an optical switch or the network
controller to reconfigure the transmitting of optical
energy from the fiber-optic cable to a second fiber-
optic cable within the fiber-optic cable network.

11. The method as recited in any of claims 8-10, further
comprising converting electrical energy to optical en-
ergy and vice versa.

12. The method as recited in any of claims 8-11, wherein
transmitting data from the data source includes
transmitting avionics data through the fiber-optic ca-
ble to the network controller from an avionics system,
particularly wherein transmitting data from the data
source includes transmitting data through the fiber-
optic cable from the network controller to the avionics
system.

13. An aircraft comprising:

a structure;
a fiber-optic cable operatively connected to the
structure;
a network controller having an interrogator op-
eratively connected to the fiber-optic cable to
receive optical energy indicative of a character-
istic of the structure therefrom; and
at least one of a data source or a sensor oper-
atively connected to the fiber-optic cable
through the network controller to transmit data
through the fiber-optic cable and receive data
therefrom.

14. The aircraft as recited in claim 13, wherein the data
source is an avionics system to provide avionics data
through the fiber-optic cable to the network controller
and to receive data through the fiber-optic cable from
the network controller, particularly wherein the avi-
onics system includes at least one of a structural
health monitoring system or a rotor state feedback
system operatively connected to the fiber-optic cable
through the network controller to transmit data to the
network controller and through the fiber-optic cable
and to receive data therefrom.

15. The aircraft as recited in any of claims 13-14, wherein
the fiber-optic cable is embedded within the struc-
ture.

11 12 



EP 3 333 561 A1

8



EP 3 333 561 A1

9



EP 3 333 561 A1

10



EP 3 333 561 A1

11

5

10

15

20

25

30

35

40

45

50

55



EP 3 333 561 A1

12

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

