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MODULE

(57) [Object]
An electric circuit module, in which test-use elec-

trodes are included in an inner layer of a multi-layer sub-
strate and whose size is enabled to be smaller, is pro-
vided, and a test method of the electric circuit module, in
which preliminary work for performing error analysis be-
comes easy, is provided.

[Solving Means]
An electric circuit module 100 is provided. The elec-

tric circuit module 100 includes a multi-layer substrate
10, and a plurality of electric parts 31 mounted on a top
layer 10a of the multi-layer substrate 10. A plurality of
land electrodes 11 that are necessary for normal opera-
tions are provided in a bottom layer of the multi-layer
substrate 10. Test-use electrodes 13 connected to the
electric parts 31 are provided in an inner layer 10c of the
multi-layer substrate 10. The test-use electrodes 13 are
not connected to the land electrodes 11. The test-use
electrodes 13 are provided at a position at which the
test-use electrodes 13 overlap the land electrodes 11 in
a plan view.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an electric cir-
cuit module, and, in particular, relates to an electric circuit
module that includes a test-use electrode, and relates to
a test method of the electric circuit module.

2. Description of the Related Art

[0002] In recent years, electric circuit modules that in-
clude a test-use electrode have been developed. The
test-use electrode is included for identifying an electric
part that causes an error at the time of error analysis. For
example, in the case where electric parts are covered
with sealing resin, test probes cannot be directly in con-
tact with the electric parts. A plurality of test-use elec-
trodes, which are connected to the electric parts through
via-holes, are included in the bottom layer of a multi-layer
substrate on which the electric parts are mounted. Con-
ductivity checks, etc., are performed by causing the test
probes to be in contact with the test-use electrodes.
[0003] However, as a result of the plurality of the test-
use electrodes that must be included in the bottom layer
of the multi-layer substrate in addition to a plurality of
land electrodes that are necessary for operating the elec-
tric circuit module, an area of the multi-layer substrate is
inevitably increased, which has caused the size of the
electric circuit module to increase. Therefore, an electric
circuit module that is not required to include a test-use
electrode in the bottom layer of the multi-layer substrate
has been developed. As this kind of the electric circuit
module, a multi-layer printed wiring board 900 is dis-
closed in Patent Document 1. In the following, referring
to Fig. 12, the multi-layer printed wiring board 900 will be
described.
[0004] In the multi-layer printed wiring board 900, in
order to execute a continuity check between circuits of
layers before placing electronic components or an in-
put/output functional test between the circuits of the lay-
ers after placing the electric components, copper foils
904 of predetermined portions of one surface or both
surfaces of a substrate 301 are removed by etching, an
insulating layer 902 exposed at the portions is removed
by dissolving it in alkaline water solution to expose lands
906, 908, and 909 of an inner layer circuit. Further, check
lands 916, 917, and 918 for checking electrical connec-
tions between the circuits of the layers or for testing func-
tions are formed at the lands 906, 908, and 909, respec-
tively.
[0005] According to the arrangements described
above, the check lands for checking electrical connection
between the circuits of the layers or for testing functions
can be formed by using the lands of the inner layer circuit.

[Citation List]

[Patent Document]

[0006] [Patent Document 1] Japanese Unexamined
Patent Application Publication No. H07-007272

SUMMARY OF THE INVENTION

[TECHNICAL PROBLEM]

[0007] However, in the multi-layer printed wiring board
900, an area that is used for exposing the check lands
916, 917, and 918 is required in a top layer and a bottom
layer of a substrate 901. Further, when some parts of the
electric circuits including a wiring pattern, etc., are pro-
vided in the top layer and the bottom layer, it is necessary
to avoid the area in which those parts are provided to
expose the check lands 916, 917, and 918. Therefore, it
becomes necessary to make an area of the substrate
901 larger than the conventional area. As a result, there
is a problem that it is difficult to make the size of the
electric circuit module smaller.

[SOLUTION TO PROBLEM]

[0008] In view of the above-described problem of con-
ventional technologies, the present invention provides
an electric circuit module that includes a test-use elec-
trode in an inner layer of a multi-layer substrate and
whose size is easy to be made smaller, and provides a
test method of the electric circuit module in which pre-
liminary work for performing error analysis becomes
easy.
[0009] In order to solve the above-described problem,
an electric circuit module according to an embodiment
of the present invention includes a multi-layer substrate,
and a plurality of electric parts mounted on a top layer of
the multi-layer substrate, and has the features that a plu-
rality of land electrodes that are necessary for normal
operations are provided in a bottom layer of the multi-
layer substrate, that test-use electrodes connected to the
electric parts are provided in an inner layer of the multi-
layer substrate, that the test-use electrodes are not con-
nected to the land electrodes, and that the test-use elec-
trodes are provided at a position at which the test-use
electrodes overlap the land electrodes in a plan view.
[0010] The above-described electric circuit module in-
cludes the test-use electrodes used for an error analysis
at a position, in an inner layer of the multi-layer substrate,
at which the test-use electrodes overlap the land elec-
trodes in a plan view. Therefore, it is not necessary for
the electric circuit module to have an area that is used
for exposing the test-use electrodes in the bottom layer
of the multi-layer substrate. As a result, it is not necessary
to increase an area of the bottom layer of the multi-layer
substrate, and thus, it becomes possible to reduce the
size of the electric circuit module.
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[0011] Furthermore, in the above-described arrange-
ment, the electric circuit module has the features that the
test-use electrodes are formed by non-penetrating via-
holes made of conductive material.
[0012] In the above-described electric circuit module,
because the test-use electrodes are formed by non-pen-
etrating via holes, the test-use electrodes have a thick-
ness in the thickness direction of the multi-layer sub-
strate, and have a thickness in the lateral direction of the
multi-layer substrate. As a result, even when the accu-
racy of the grinding amount of an insulating layer of the
multi-layer substrate is low, the test-use electrodes can
be still exposed easily.
[0013] Further, the above-described electric circuit
module has the features that at least one of the test-use
electrodes is a first test-use electrode whose lower end
surface is provided at one layer above the bottom layer
of the multi-layer substrate, and that no wiring pattern is
provided in the bottom layer of the multi-layer substrate.
[0014] In the above-described electric circuit module,
because of the fact that the lower end surface of the first
test-use electrode is provided at one layer above the bot-
tom layer of the multi-layer substrate, when exposing the
test-use electrode used for an error analysis, it is only
necessary to grind the insulating layer of the bottom layer
of the multi-layer substrate. Further, because of the fact
that no wiring pattern is provided in the bottom layer of
the multi-layer substrate, no wiring pattern will be cut.
[0015] Further, in the above-described case, at least
one of the test-use electrodes is a second test-use elec-
trode that is provided in the vicinity of the side end portion
of the multi-layer substrate, and no wiring pattern is pro-
vided at least at a position, of the side end portion of the
multi-layer substrate, in the vicinity of the second test-
use electrode.
[0016] In the above-described electric circuit module,
because of the fact that the second test-use electrode is
provided in the vicinity of the side end portion of the multi-
layer substrate, when exposing the test-use electrode
used for an error analysis, it is only necessary to grind
the side end portion of the multi-layer substrate. Further,
because of the fact that no wiring pattern is provided at
least at a position, of the side end portion of the multi-
layer substrate, in the vicinity of the second test-use elec-
trode, no wiring pattern will be cut.
[0017] Further, in the above-described case, the non-
penetrating via holes are stacked via holes that are
formed in a straight line in a direction perpendicular to
the top layer of the multi-layer substrate.
[0018] In the above-described electric circuit module,
it is possible to cause the non-penetrating via holes that
form the test-use electrode to have a minimum required
length, and thus, the impact on the performance of the
electric circuit module can be reduced.
[0019] Further, the above-described electric circuit
module has the features that part pads for the electric
parts are provided in the top layer of the multi-layer sub-
strate, and that connection lands of the non-penetrating

via holes on the top layer are used in common with the
part pads.
[0020] In the above-described electric circuit module,
it is possible to improve the wiring space efficiency by a
pad-on-via in which the connection lands of the non-pen-
etrating via holes in the top layer are used in common
with the part pads.
[0021] Further, the above-described electric circuit
module has the features that the electric parts are sealed
with resin.
[0022] In the above-described electric circuit module,
even though the electric parts are sealed with resin, it is
not necessary to grind the sealing resin in order to expose
the test-use electrode.
[0023] In order to solve the above-described problem,
a first test method of an electric circuit module according
to an embodiment of the present invention is a test meth-
od of an electric circuit module that includes a multi-layer
substrate and a plurality of electric parts mounted on a
top layer of the multi-layer substrate, wherein a plurality
of land electrodes necessary for ordinary operations are
provided in a bottom layer of the multi-layer substrate,
and test-use electrodes connected to the electric parts
are provided in an inner layer of the multi-layer substrate.
The method includes providing the test-use electrodes
at a position at which the test-use electrodes overlaps
the land electrodes in a plan view, causing at least one
of the test-use electrode to be a first test-use electrode
whose lower end surface is provided at one layer above
the bottom layer of the multi-layer substrate, not connect-
ing the first test-use electrode to the land electrode, not
providing a wiring pattern in the bottom layer of the multi-
layer substrate, and exposing the first test-use electrode
by grinding the bottom layer of the multi-layer substrate
at the time of analysis.
[0024] In the above-described first test method of the
electric circuit module, because of the fact that the lower
end surface of the first test-use electrode is provided at
one layer above the bottom layer of the multi-layer sub-
strate, when exposing the test-use electrode used for an
error analysis, it is only necessary to grind the insulating
layer of the bottom layer of the multi-layer substrate. Fur-
ther, because of the fact that no wiring pattern is provided
in the bottom layer of the multi-layer substrate, no wiring
pattern will be cut. Therefore, preliminary work for per-
forming error analysis becomes easier.
[0025] In order to solve the above-described problem,
a second test method of an electric circuit module ac-
cording to an embodiment of the present invention is a
test method of an electric circuit module that includes a
multi-layer substrate and a plurality of electric parts
mounted on a top layer of the multi-layer substrate,
wherein a plurality of land electrodes necessary for ordi-
nary operations are provided in a bottom layer of the mul-
ti-layer substrate, and test-use electrodes connected to
the electric parts are provided in an inner layer of the
multi-layer substrate. The method includes providing the
test-use electrodes at a position at which the test-use
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electrodes overlaps the land electrodes in a plan view,
causing at least one of the test-use electrode to be a
second test-use electrode provided in the vicinity of the
side end portion of the multi-layer substrate, not connect-
ing the second test-use electrode to the land electrode,
not providing a wiring pattern at least at a position, of the
side end portion of the multi-layer substrate, in the vicinity
of the second test-use electrode, and exposing the sec-
ond test-use electrode by grinding the side end portion
of the multi-layer substrate at the time of analysis.
[0026] In the above-described second test method of
the electric circuit module, because of the fact that the
second test-use electrode is provided in the vicinity of
the side end portion of the multi-layer substrate, when
exposing the test-use electrode used for an error analy-
sis, it is only necessary to grind the side end portion of
the multi-layer substrate. Further, because of the fact that
no wiring pattern is provided at least at a position, of the
side end portion of the multi-layer substrate, in the vicinity
of the second test-use electrode, no wiring pattern will
be cut. Therefore, preliminary work for performing error
analysis becomes easier.

[ADVANTAGEOUS EFFECTS OF INVENTION]

[0027] An electric circuit module according to an em-
bodiment of the present invention includes the test-use
electrodes used for an error analysis at a position, in an
inner layer of the multi-layer substrate, at which the test-
use electrodes overlap the land electrodes in a plan view.
Therefore, it is not necessary for the electric circuit mod-
ule to have an area that is used for exposing the test-use
electrodes in the bottom layer of the multi-layer substrate.
As a result, it is not necessary to increase an area of the
bottom layer of the multi-layer substrate, and thus, it be-
comes possible to reduce the size of the electric circuit
module. Further, in the above-described first test method
of the electric circuit module, because of the fact that the
lower end surface of the first test-use electrode is pro-
vided at one layer above the bottom layer of the multi-
layer substrate, when exposing the test-use electrode
used for an error analysis, it is only necessary to grind
the insulating layer of the bottom layer of the multi-layer
substrate. Further, because of the fact that no wiring pat-
tern is provided in the bottom layer of the multi-layer sub-
strate, no wiring pattern will be cut. Therefore, preliminary
work for performing error analysis becomes easier. Fur-
ther, in the above-described second test method of the
electric circuit module, because of the fact that the sec-
ond test-use electrode is provided in the vicinity of the
side end portion of the multi-layer substrate, when ex-
posing the test-use electrode used for an error analysis,
it is only necessary to grind the side end portion of the
multi-layer substrate. Further, because of the fact that no
wiring pattern is provided at least at a position, of the side
end portion of the multi-layer substrate, in the vicinity of
the second test-use electrode, no wiring pattern will be
cut. Therefore, preliminary work for performing error

analysis becomes easier.

BRIEF DESCRIPTION OF THE DRAWINGS

[0028]

Fig. 1 is a perspective view illustrating an appear-
ance of an electric circuit module according to an
embodiment of the present invention.
Fig. 2 is a plan view of the electric circuit module
viewed from the top.
Fig. 3 is a plan view of the electric circuit module
viewed from the bottom.
Fig. 4 is a sectional view of the electric circuit module.
Fig. 5 is a partially enlarged schematic drawing of
the electric circuit module.
Fig. 6 is a sectional view illustrating a first test method
of the electric circuit module.
Fig. 7 is a sectional view illustrating a second test
method of the electric circuit module.
Fig. 8 is a sectional view illustrating a first modified
example of the second test method.
Fig. 9 is a partially enlarged schematic drawing illus-
trating a first modified example of the second test
method.
Fig. 10 is a partially enlarged schematic drawing il-
lustrating a second modified example of the second
test method.
Fig. 11 is a partially enlarged schematic drawing il-
lustrating a third modified example of the second test
method.
Fig. 12 is a sectional view of a multi-layer printed
wiring board according to a conventional example.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0029] In the following, referring to the drawings, an
electric circuit module and a test method of the electric
circuit module according to an embodiment of the present
invention will be described. An electric circuit module ac-
cording to an embodiment of the present invention is, for
example, a small electric circuit module that includes a
high-frequency circuit used for a wireless LAN (Local Ar-
ea Network), Bluetooth (registered trademark), etc., and
that is mounted on an electric device such as a smart-
phone. The use of the electric circuit module according
to an embodiment of the present invention is not limited
to an embodiment described below, and various modifi-
cations may be made. It should be noted that, in the case
where "right side", "left side", "upper side", and "lower
side" are used in the descriptions for the drawings, they
indicate "+X side", "-X side", "+Z side", and "-Z side",
respectively, in each of the drawings.
[0030] First, referring to Fig. 1 through Fig. 5, a struc-
ture of an electric circuit module 100 according to an em-
bodiment of the present invention will be described. Fig.
1 is a perspective view illustrating an appearance of the
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electric circuit module 100. Fig. 2 is a plan view of the
electric circuit module 100 viewed from the top. Fig. 3 is
a plan view of the electric circuit module 100 viewed from
the bottom. Further, Fig. 4 is a sectional view of the elec-
tric circuit module 100 viewed from an A-A line illustrated
in Fig. 2. Fig. 5 is a partially enlarged schematic drawing
of the electric circuit module 100. It should be noted that
Fig. 5 illustrates a state before an electric part 31 is sealed
with resin.
[0031] As illustrated in Fig. 1 and Fig. 2, the electric
circuit module 100 includes a rectangular multi-layer sub-
strate 10 and a plurality of electric parts 31 that are mount-
ed on the top layer 10a of the multi-layer substrate 10.
As illustrated in Fig. 4, the multi-layer substrate 10 is a
multi-layer substrate with six layers including the top layer
10a, the bottom layer 10b, and four inner layers 10c. A
wiring pattern 17 is formed in the top layer 10a and the
inner layers 10c of the multi-layer substrate 10. An elec-
tric circuit 30 is formed by the wiring pattern 17 and a
plurality of electric parts 31.
[0032] The plurality of the electric parts 31 are sealed
with sealing resin 35 that covers substantially all areas
of the multi-layer substrate. The sealing resin 35 is made
of thermosetting molding material in which the principal
component is an epoxy resin and a silica filler, or the like,
is added. The sealing resin 35 is used for protecting the
electric parts 31 on the multi-layer substrate 10 from heat
and moisture environments.
[0033] As illustrated in Fig. 3, a plurality of land elec-
trodes 11 necessary for the normal operations are pro-
vided in the bottom layer 10b of the multi-layer substrate
10. The land electrodes 11 include a plurality of first land
electrodes 11a and a single second land electrode 11b.
The plurality of the first land electrodes 11a are used as,
for example, a power supply terminal for supplying power
to the electric circuit 30, an input terminal, an output ter-
minal, and the like, of the electric circuit 30. In the electric
circuit module 100, the first land electrodes 11 are pro-
vided along the circumference of a surface of the bottom
layer 10b of the multi-layer substrate 10.
[0034] The second land electrode 11b is formed in the
center of the bottom layer 10b of the multi-layer substrate
10. The second land electrode 11b has an area greater
than the first land electrode 11a. The second land elec-
trode 11b is used as a ground terminal of the electric
circuit 30. It should be noted that the second land elec-
trode 11b is formed by a single large land pattern. How-
ever, the second land electrode 11b may be formed by
arranging a plurality of small land patterns.
[0035] The plurality of the land electrodes 11, which
are provided in the bottom layer 10b of the multi-layer
substrate 10, are attached to an electric device such as
a smart-phone in which the electric circuit module 100 is
included, and thus, the electric circuit 30 is electrically
connected to a circuit inside the electric device.
[0036] The electric circuit module 100 includes test-
use electrodes 13 that are used for identifying an electric
part 31 that is a cause of an error when analyzing the

error. In case of the electric circuit module 100, because
of the fact that the electric parts 31 are covered with the
sealing resin 35, a test probe cannot be directly in contact
with a terminal included in the electric parts 31. Therefore,
it is necessary that the test-use electrodes 13 be provided
in the multi-layer substrate on which the electric parts 31
are mounted. As illustrated in Fig. 4, in the electric circuit
module 100, the test-use electrodes 13 are provided in
the inner layers 10c of the multi-layer substrate 10. It
should be noted that there are multiple test-use elec-
trodes 13 included in the electric circuit module 100. Fur-
ther, as it is not necessary to provide a test-use electrode
that is used for checking the land electrodes 11 them-
selves for analyzing an error, the test-use electrodes 13
and the land electrodes 11 are not connected.
[0037] The test-use electrodes 13 are connected to the
electric parts 31 that are error analysis targets, or to a
point in the middle of the wiring pattern 17 that connects
a plurality of the electric parts 31. As illustrated in Fig. 4,
a test-use electrode 13 is formed by a non-penetrating
via hole 20 that is made of conductive material. Further,
a connection land 20a of the non-penetrating via hole 20,
which is formed in the top layer 10a of the multi-layer
substrate 10, is connected to an electric part 31.
[0038] The non-penetrating via hole 20 is not a via hole
in which the layers in the multi-layer substrate are con-
nected from the top layer 10a to the bottom layer 10b,
but is a via hole which is formed from the top layer 10a
or the bottom layer 10b to the inner layers 10c. In the
electric circuit module 100, the non-penetrating via hole
20 is formed from the top layer 10a to the inner layers 10c.
[0039] At least one of the plurality of the test-use elec-
trodes 13 is a first test-use electrode 13a. A lower end
surface of the first test-use electrode 13a is provided at
one layer above the bottom layer 10b of the multi-layer
substrate 10. Therefore, the test-use electrode 13 does
not exist in an insulating layer 10d between the bottom
layer 10b and a layer one layer above. Further, no wiring
pattern 17 is provided in the bottom layer 10b of the multi-
layer substrate 10.
[0040] Further, at least one of the plurality of the test-
use electrode 13 is a second test-use electrode 13b. The
second test-use electrode 13b is provided in the vicinity
of a side end portion 10e of the multi-layer substrate 10.
Further, no wiring pattern 17 is provided at least at a
position, of the side end portion 10e of the multi-layer
substrate 10, in the vicinity of the second test-use elec-
trode 13b. It should be noted that a lower end surface 14
of the second test-use electrode 13b in the electric circuit
module 100 is provided at one layer below the top layer
10a of the multi-layer substrate 10. In other words, the
length of the second test-use electrode 13b is a length
of a single layer of the insulating layer 10d.
[0041] In the electric circuit module 100, the non-pen-
etrating via hole 20, which forms the test-use electrodes
13, is a stacked via hole 21 that is formed in a straight
line in a direction perpendicular to the top layer 10a of
the multi-layer substrate 10 (in a downward direction).
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The stacked via hole 21 is a via hole in which all of the
vias formed in the inner layers 10c of the multi-layer sub-
strate 10 are at the same position in a plan view.
[0042] Therefore, the test-use electrodes 13 (the first
test-use electrode 13a and the second test-use electrode
13b) are formed in substantially a cylinder shape by ex-
tending from a connection land 20a in the top layer 10a
toward the right downward direction (-Z direction). There-
fore, as illustrated in Fig. 2 or Fig. 3, when viewed from
the top direction or the bottom direction in a plan view,
the non-penetrating via holes 20 (i.e., the test-use elec-
trodes 13) are formed in a circular shape.
[0043] It is possible to cause the length of the non-
penetrating via holes 20, which form the test-use elec-
trodes 13, to be a minimum required length, and thus,
the impact on the performance of the electric circuit mod-
ule can be reduced.
[0044] It should be noted that the stacked via holes 21
are used as the non-penetrating via holes 20 that form
the test-use electrodes 13 in the electric circuit module
100. However, staggered vias, whose upper and lower
vias are not at the same position in a plan view, may also
be used as the non-penetrating via holes 20. Further, in
the electric circuit module 100, when forming the stacked
via holes 21 in the multi-layer substrate 10, the stacked
via holes 21 are formed, not by forming the stacked via
holes 21 after the layers of the multi-layer substrate 10
have been layered, but by layering the layers, in which
the via hole has already been formed, in the vertical di-
rection.
[0045] As illustrated in Fig. 5, a resin is filled in an open-
ing in the top layer 10a of the non-penetrating via hole
20, metal plating is applied to the resin, and the connec-
tion land 20a, which does not have a hole in the center,
is formed on the top layer 10a of the multi-layer substrate
10. Further, a part pad 15 for the electric part 31 is pro-
vided in the top layer 10a, and the electric part 31 is at-
tached to the part pad 15 via soldering, or the like.
[0046] In the electric circuit module 100, the connection
land 20a, which is provided in the top layer 10a of the
non-penetrating via hole 20, is used in common with the
part pad 15. In other words, a pad on via 23 of the non-
penetrating via hole 20 is formed in the top layer 10a of
the multi-layer substrate 10. It is possible to improve the
wiring space efficiency in the top layer 10a by forming
the pad on via 23 in the top layer 10a of the multi-layer
substrate 10.
[0047] Further, as illustrated in Fig. 4, the wiring pattern
17, which is used for connecting the plurality of the elec-
tric parts 31 to each other or which is used for connecting
the plurality of the electric parts 31 to the land electrodes
11, is provided in the top layer 10a and the inner layers
10c of the multi-layer substrate 10, but is not provided in
the bottom layer 10b of the multi-layer substrate 10 as
described above. Therefore, in the bottom layer 10b of
the multi-layer substrate 10, nothing is formed other than
the plurality of the land electrodes 11 (the first land elec-
trodes 11a and the second land electrode 11b). Further,

the test-use electrodes 13 are provided at positions at
which the test-use electrodes 13 overlap the land elec-
trodes 11 in a plan view.
[0048] For example, the test-use electrodes 13, which
are provided on the left side and the right side of the
electric part 31 that is arranged on the right side in Fig.
4, are provided at positions at which the test-use elec-
trodes 13 overlap the second land electrode 11b in a plan
view. Further, the test-use electrodes 13, which are pro-
vided on the left side and the right side of the electric part
31 that is arranged on the left side in Fig. 4, are provided
at positions at which the test-use electrodes 13 overlap
the first land electrode 11a or the second land electrode
11b in a plan view.
[0049] Next, referring to Fig. 6, a state of the electric
circuit module 100 in a first test method of an electric
circuit module according to an embodiment of the present
invention, that is, a state of the electric circuit module 100
at the time of preliminary work for performing error anal-
ysis, will be described. Fig. 6 is a sectional view illustrat-
ing the first test method of the electric circuit module 100
viewed from A-A line in Fig. 2.
[0050] As illustrated in Fig. 6, at least one of the test-
use electrodes 13 is a first test-use electrode 13a. In the
first test method of the electric circuit module, in case of
performing an error analysis of the electric circuit module
100, for example, in case of performing an error analysis
of an electric part 31 on the right side in Fig. 6, a ground
part 19 is formed right under the first test-use electrode
13a, which is connected to the electric part 31, in the
multi-layer substrate 10. The ground part 19 right under
the first test-use electrode 13a is a drilled hole 19a. The
drilled hole 19a can be formed by drilling the land elec-
trode 11 and the insulating layer 10d that are formed on
the bottom layer 10b.
[0051] In other words, the first test method of the elec-
tric circuit module is a test method in which the first test-
use electrode 13a is exposed by drilling the bottom layer
10b of the multi-layer substrate 10 at the time of analysis.
It should be noted that a drill may be used for forming
the drilled hole 19a, or, a laser beam may be applied to
the bottom layer 10b of the multi-layer substrate 10 from
the lower side (-Z side).
[0052] A lower end surface 14 of the first test-use elec-
trode 13a is exposed by forming the drilled hole 19a in
the multi-layer substrate 10. As described above, be-
cause of the fact that the lower end surface 14 of the first
test-use electrode 13a is provided at one layer above the
bottom layer 10b of the multi-layer substrate 10, in order
to expose the lower end surface 14, it is only necessary
to drill a layer amount of the insulating layer 10d above
the bottom layer 10b, and thus, preliminary work for per-
forming analysis becomes easier.
[0053] It should be noted that, in order to expose the
lower end surface 14 of the test-use electrode 13, not
only the bottom layer 10b and the insulating layer 10d
right under the lower end surface 14 of the first test-use
electrode 13a may be drilled, but also all of the bottom
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layer 10b of the multi-layer substrate 10 and all of a layer
amount of the insulating layer 10d above the bottom layer
10b may be drilled.
[0054] Further, in the electric circuit module 100, the
lower end surface 14 of the first test-use electrode 13a
is provided at one layer above the bottom layer 10b of
the multi-layer substrate 10. However, the lower end sur-
face 14 may be provided at a layer (position) other than
the above-described layer (position). Further, as de-
scribed above, because of the fact that the first test-use
electrode 13a is formed as the non-penetrating via hole
20 that has a thickness in the thickness direction of the
multi-layer substrate 10, regardless of which layer the
lower end surface 14 of the first test-use electrode 13a
is provided in, and regardless of the drilling depth accu-
racy when drilling the insulating layer 10d of the multi-
layer substrate 10, it is easy to expose the first test-use
electrode 13a.
[0055] Further, because of the fact that no wiring pat-
tern 17 is formed in the bottom layer 10b of the multi-
layer substrate 10, no wiring pattern 17 will be cut when
forming the ground part 19 (drilled hole 19a) in the multi-
layer substrate 10. Therefore, at the time of an error anal-
ysis, no impact will be made on the result.
[0056] After forming the drilled hole 19a in the multi-
layer substrate 10, it is possible to perform checking, of
the electric part 31 on the right side, for an error analysis
by causing a probe for checking to be in contact with the
lower end surface 14 of the first test-use electrode 13a.
The same descriptions can be applied to first electrodes
13a for testing that are formed for other electric parts 31.
In this way, because of the fact that the probe for checking
is caused to be in contact with the lower end surface 14
of the first test-use electrode 13a through the drilled hole
19a formed in the bottom layer 10b of the multi-layer sub-
strate 10, even if the electric part 31 is sealed with the
sealing resin 35, it is not necessary to grind the sealing
resin 35 in order to expose the first test-use electrode
13a.
[0057] Next, referring to Fig. 7, a state of the electric
circuit module 100 in a second test method of an electric
circuit module according to an embodiment of the present
invention, that is, a state of the electric circuit module 100
at the time of preliminary work for performing error anal-
ysis, will be described. Fig. 7 is a sectional view illustrat-
ing the second test method of the electric circuit module
100 viewed from A-A line in Fig. 2.
[0058] As illustrated in Fig. 7, at least one of the test-
use electrodes 13 is a second test-use electrode 13b.
For example, in case of performing an error analysis of
an electric part 31 on the left side in Fig. 7, a ground part
19 (drilled hole 19a) is formed right beside (right on the
left side of) the test-use electrode 13 (i.e., the second
test-use electrode 13b), which is connected to the left
side of the electric part 31, in the multi-layer substrate
10. In other words, the second test method of the electric
circuit module is a test method in which the second test-
use electrode 13b is exposed by drilling the side end

portion 10e of the multi-layer substrate 10 at the time of
analysis.
[0059] A side end portion surface of the second test-
use electrode 13b is exposed by forming the drilled hole
19a in the multi-layer substrate 10. As described above,
the second test-use electrode 13b is provided in the vi-
cinity of the side end portion 10e of the multi-layer sub-
strate 10. Therefore, it is only necessary to drill the insu-
lating layer 10d of the side end portion 10e in the multi-
layer substrate 10, and thus, preliminary work for per-
forming analysis becomes easier.
[0060] Further, because of the fact that no wiring pat-
tern 17 is provided at least at a position, of the side end
portion 10e of the multi-layer substrate 10, in the vicinity
of the second test-use electrode 13b, no wiring pattern
will be cut when forming the drilled hole 19a in the multi-
layer substrate 10. Therefore, at the time of an error anal-
ysis, no impact will be made on the result.
[0061] After forming the drilled hole 19a, which extends
to the ground part 19 (drilled hole 19a), in the multi-layer
substrate 10, it is possible to perform checking, of the
electric part 31 on the left side in Fig. 7, for an error anal-
ysis by causing a probe for checking to be in contact with
the left side surface of the second test-use electrode 13b.
[0062] Next, referring to Fig. 8 and Fig. 9, a state of an
electric circuit module 110 in the second test method of
an electric circuit module 110 according to an embodi-
ment of the present invention, that is, a state of the electric
circuit module 110 at the time of preliminary work for per-
forming error analysis, will be described. Fig. 8 is a sec-
tional view of the electric circuit module 110 in the second
test method (first modified example) viewed from A-A line
in Fig. 2. Fig. 9 is a partially enlarged schematic drawing
of the electric circuit module 110 in the second test meth-
od (first modified example). It should be noted that Fig.
1 through Fig. 3 are common for the electric circuit mod-
ule 100 and for the electric circuit module 110.
[0063] The only difference between the electric circuit
module 110 and the above-described electric circuit mod-
ule 100 is that the length of the second test-use electrode
13c of the electric circuit module 110 is different from the
length of the second test-use electrode 13b of the electric
circuit module 100. The electric circuit module 110 is the
same as the electric circuit module 100 other than the
above difference. Therefore, the descriptions of the parts
of the electric circuit module 110 that are the same as
the electric circuit module 100 will be omitted.
[0064] As illustrated in Fig. 8 and Fig. 9, in the electric
circuit module 110, the second test-use electrode 13c is
formed for the electric part 31 on the left side in Fig. 8.
The second test-use electrode 13c is provided in the vi-
cinity of the side end portion 10e of the multi-layer sub-
strate 10, and no wiring pattern 17 is provided at least at
a position, of the side end portion 10e of the multi-layer
substrate 10, in the vicinity of the second test-use elec-
trode 13c. As illustrated in Fig. 8, a lower end surface 14
of the second test-use electrode 13c in the electric circuit
module 110 is provided at three layers below the top layer
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10a of the multi-layer substrate 10. In other words, the
length of the second test-use electrode 13c is a length
of three layers of the insulating layer 10d. It should be
noted that the length of the second test-use electrode
13c is not limited to the three layers amount as long as
it has a length of multiple layers.
[0065] In case of performing an error analysis of an
electric part 31 of the electric circuit module 110 on the
left side in Fig. 8, similar to the case of the electric circuit
module 100, as illustrated in Fig. 8 and Fig. 9, a ground
part 19 (drilled hole 19a) is formed right beside (right on
the left side of) the test-use electrode 13 (i.e., the second
test-use electrode 13c), which is connected to the left
side of the electric part 31, in the side end portion 10e of
the multi-layer substrate 10.
[0066] In case of the electric circuit module 100, the
length of the second test-use electrode 13b is only an
amount of one layer of the insulating layer 10d, and thus,
it is very difficult to form the drilled hole 19a when the
size of the electric circuit module 100 is small. In case of
the electric circuit module 110, however, the length of
the second test-use electrode 13c is a length of multiple
layers of the insulating layer 10d (length of three layers
in Fig. 8), and thus, it is easier to form the drilled hole
19a even when the size of the electric circuit module 110
is small.
[0067] The drilled hole 19a can be formed in the insu-
lating layer 10d of the side end portion 10e in the multi-
layer substrate 10 by using a drill, or the like. Further, in
order to form the drilled hole 19a, laser light may be ap-
plied to the multi-layer substrate 10 from the left side (-X
side).
[0068] It should be noted that the second test-use elec-
trode 13c has a length of an amount of multiple layers of
the insulating layers 10d, and, by appropriately setting
the length of the second test-use electrode 13c, it is pos-
sible to form a stub circuit such as an open stub and a
short stub. As a result, by using the stub circuit, it be-
comes possible to form a filter circuit such as an imped-
ance matching circuit and a trap circuit in the electric
circuit 30.
[0069] Next, referring to Fig. 10 and Fig. 11, a state of
an electric circuit module 110 in the second test method
(second modified example, third modified example) of an
electric circuit module 110 according to an embodiment
of the present invention, that is, a state of the electric
circuit module 110 at the time of preliminary work for per-
forming error analysis, will be described. Fig. 10 is a par-
tially enlarged schematic drawing of the electric circuit
module 110 in the second test method (second modified
example). Fig. 11 is a partially enlarged schematic draw-
ing of the electric circuit module 110 in the second test
method (third modified example).
[0070] The structure of the electric circuit module of
the second test method (second modified example and
third modified example) is the same as the structure of
the electric circuit module 110 of the second test method
(first modified example). Therefore, the descriptions of

the structure of the electric circuit module 110 will be
omitted.
[0071] As illustrated in Fig. 10, the second test method
(second modified example) of the electric circuit module
is a test method in which the ground part 19 is formed
throughout the multi-layer substrate 10 and the sealing
resin 35 of the electric circuit module 110. The above-
described ground part 19 in the second test method (sec-
ond modified example) is a partial ground part 19b.
[0072] The partial ground part 19b is formed, for ex-
ample, in a semicircle shape in a plan view by grinding
the side end portion 10e of the multi-layer substrate 10
on the side on which the electric part 31 exists and by
drilling a surface on the left side (a surface on -X side)
of the sealing resin 35. By forming the partial ground part
19b, it is possible to expose the non-penetrating via hole
20 for testing the electric part 31 (i.e., the second test-
use electrode 13c).
It should be noted that the partial ground part 19b is not
limited to be a semicircle shape in a plan view, and may
be a rectangular shape in a plan view. The partial ground
part 19b may be formed by using a file having a semicircle
shape or a rectangular shape.
[0073] In the second test method (second modified ex-
ample) of the electric circuit module, even in the case
where the size of the electric circuit module 110 is small,
because of the fact that the partial ground part 19b is
formed throughout (from the top to the bottom of) the
outline of the left side (-X side) of the electric circuit mod-
ule 110, compared with the second test method (first
modified example) of the electric circuit module, it is eas-
ier to form the ground part 19 regardless of the position
of the second test-use electrode 13c in the up-and-down
direction.
[0074] As illustrated in Fig. 11, the second test method
(third modified example) of the electric circuit module is
a test method in which the ground part 19 is formed
throughout the left side surface of the multi-layer sub-
strate 10 and the sealing resin 35 of the electric circuit
module 110. The above-described ground part 19 in the
second test method (third modified example) is a total
ground part 19c.
[0075] The total ground part 19c is formed by grinding
the entire surface on the left side (surface in -X side) of
the side end portion 10e of the multi-layer substrate 10
and the sealing resin 35, and by having the left side sur-
face of the multi-layer substrate 10 and the sealing resin
35 ground. By forming the total ground part 19b, it is
possible to expose the non-penetrating via hole 20 for
testing the electric part 31 (i.e., the second test-use elec-
trode 13c). The total ground part 19c may be formed by
using a file having a planar shape, or the like.
[0076] In the second test method (third modified ex-
ample) of the electric circuit module, even in the case
where the size of the electric circuit module 110 is very
small, because of the fact that the total ground part 19c
is formed throughout the outline surface of the electric
circuit module 110 on -X side, compared with the second
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test method (first modified example and second modified
example) of the electric circuit module, it is further easier
to form the ground part 19 regardless of the position of
the second test-use electrode 13c in the Z direction and
in the Y direction.
[0077] In the following, effects according to an embod-
iment of the present invention will be described.
[0078] The above-described electric circuit module in-
cludes the test-use electrodes used for an error analysis
at a position, in an inner layer of the multi-layer substrate,
at which the test-use electrodes overlap the land elec-
trodes in a plan view. Therefore, it is not necessary for
the electric circuit module to have an area that is used
for exposing the test-use electrodes in the bottom layer
of the multi-layer substrate. As a result, it is not necessary
to increase an area of the bottom layer 10b of the multi-
layer substrate 10, and thus, it becomes possible to re-
duce the size of the electric circuit module 100.
[0079] Further, because of the fact that the test-use
electrodes 13 are formed by non-penetrating via holes
20, the test-use electrodes 13 have a thickness in the
thickness direction of the multi-layer substrate 10, and
have a thickness in the lateral direction of the multi-layer
substrate 10. As a result, even when the accuracy of the
grinding amount of the insulating layer 10d of the multi-
layer substrate 10 is low, the test-use electrodes 13 can
be still exposed easily.
[0080] Further, because of the fact that the lower end
surface 14 of the first test-use electrode 13a is provided
at one layer above the bottom layer 10b of the multi-layer
substrate 10, when exposing the test-use electrode 13
used for an error analysis, it is only necessary to grind
the insulating layer 10d of the bottom layer 10b of the
multi-layer substrate 10. Further, because of the fact that
no wiring pattern is provided in the bottom layer 10b of
the multi-layer substrate 10, no wiring pattern 17 will be
cut.
[0081] Further, because of the fact that the second
test-use electrode 13b is provided in the vicinity of the
side end portion 10e of the multi-layer substrate 10, when
exposing the test-use electrode 13 used for an error anal-
ysis, it is only necessary to grind the side end portion 10e
of the multi-layer substrate 10. Further, because of the
fact that no wiring pattern 17 is provided at least at a
position, of the side end portion 10e of the multi-layer
substrate 10, in the vicinity of the second test-use elec-
trode 13b, no wiring pattern 17 will be cut.
[0082] Further, as it is possible to cause the length of
the non-penetrating via holes 20, which form the test-use
electrodes 13, to be a minimum required length, the im-
pact on the performance of the electric circuit module
100 can be reduced.
[0083] Further, it is possible to improve the wiring
space efficiency by using a pad-on-via 23 in which the
connection lands 20a of the non-penetrating via holes 20
are used in common with the part pads 15 in the top layer
10a.
[0084] Further, even though the electric parts 31 are

sealed with sealing resin 35, it is not necessary to grind
the sealing resin 35 in order to expose the test-use elec-
trode 13.
[0085] Further, in the first test method of the electric
circuit module, because of the fact that the lower end
surface 14 of the first test-use electrode 13a is provided
at one layer above the bottom layer 10b of the multi-layer
substrate 10, it is only necessary to grind the insulating
layer 10d of the bottom layer 10b of the multi-layer sub-
strate 10 when exposing the test-use electrode 13 used
for an error analysis. Further, because of the fact that no
wiring pattern 17 is provided in the bottom layer 10b of
the multi-layer substrate 10, no wiring pattern 17 will be
cut. Therefore, preliminary work for performing error
analysis becomes easier.
[0086] Further, in the second test method of the electric
circuit module, because of the fact that the second test-
use electrode 13b is provided in the vicinity of the side
end portion 10e of the multi-layer substrate 10, it is only
necessary to grind the side end portion 10e of the multi-
layer substrate 10 when exposing the test-use electrode
13 used for an error analysis. Further, because of the
fact that no wiring pattern 17 is provided at least at a
position, of the side end portion 10e of the multi-layer
substrate 10, in the vicinity of the second test-use elec-
trode 13b, no wiring pattern 17 will be cut. Therefore,
preliminary work for performing error analysis becomes
easier.
[0087] As described above, in an electric circuit module
according to an embodiment of the present invention,
because of the fact that the test-use electrodes used for
an error analysis are provided at a position, in an inner
layer of the multi-layer substrate, at which the test-use
electrodes overlap the land electrodes in a plan view, it
is not necessary to have an area that is used for exposing
the test-use electrodes in the bottom layer of the multi-
layer substrate. As a result, it is not necessary to increase
an area of the bottom layer of the multi-layer substrate,
and thus, it becomes possible to reduce the size of the
electric circuit module. Further, in the first test method of
the electric circuit module, because of the fact that the
lower end surface of the first test-use electrode is pro-
vided at one layer above the bottom layer of the multi-
layer substrate, it is only necessary to grind the insulating
layer of the bottom layer of the multi-layer substrate when
exposing the test-use electrode used for an error analy-
sis. Further, because of the fact that no wiring pattern is
provided in the bottom layer of the multi-layer substrate,
no wiring pattern will be cut. Therefore, preliminary work
for performing error analysis becomes easier. Further, in
the second test method of the electric circuit module,
because of the fact that the second test-use electrode is
provided in the vicinity of the side end portion of the multi-
layer substrate, it is only necessary to grind the side end
portion of the multi-layer substrate when exposing the
test-use electrode used for an error analysis. Further,
because of the fact that no wiring pattern is provided at
least at a position, of the side end portion of the multi-
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layer substrate, in the vicinity of the second test-use elec-
trode, no wiring pattern will be cut. Therefore, preliminary
work for performing error analysis becomes easier.
[0088] An embodiment of the present invention is not
limited to the above-described embodiments. Various
modifications may be possible without departing from the
subject matter of the present invention.

[DESCRIPTION OF THE REFERENCE NUMERALS]

[0089]

10 multi-layer substrate
10a top layer
10b bottom layer
10c inner layer
10d insulating layer
10e side end portion
11 land electrode
11a first land electrode
11b second land electrode
13 test-use electrode
13a first test-use electrode
13b second test-use electrode
14 lower end surface
15 part pad
17 wiring pattern
19 ground part
19a grilled hole
19b partial ground part
19c total ground part
20 non-penetrating via hole
20a connection land
21 stacked via hole
23 pad on via
30 electric circuit
31 electric part
35 sealing resin
100 electric circuit module
110 electric circuit module

Claims

1. An electric circuit module comprising:

a multi-layer substrate; and
a plurality of electric parts mounted on a top layer
of the multi-layer substrate, wherein
a plurality of land electrodes that are necessary
for normal operations are provided in a bottom
layer of the multi-layer substrate,
test-use electrodes connected to the electric
parts are provided in an inner layer of the multi-
layer substrate,
the test-use electrodes are not connected to the
land electrodes, and
the test-use electrodes are provided at a position

at which the test-use electrodes overlap the land
electrodes in a plan view.

2. The electric circuit module according to claim 1,
wherein the test-use electrodes are formed by non-
penetrating via holes made of conductive material.

3. The electric circuit module according to claim 2,
wherein at least one of the test-use electrodes is a
first test-use electrode whose lower end surface is
provided at one layer above the bottom layer of the
multi-layer substrate, and no wiring pattern is pro-
vided in the bottom layer of the multi-layer substrate.

4. The electric circuit module according to claim 2,
wherein at least one of the test-use electrodes is a
second test-use electrode that is provided in the vi-
cinity of the side end portion of the multi-layer sub-
strate, and no wiring pattern is provided at least at a
position, of the side end portion of the multi-layer
substrate, in the vicinity of the second test-use elec-
trode.

5. The electric circuit module according to any one of
claims 2 to 4, wherein the non-penetrating via holes
are stacked via holes that are formed in a straight
line in a direction perpendicular to the top layer of
the multi-layer substrate.

6. The electric circuit module according to any one of
claims 2 to 5, wherein part pads for the electric parts
are provided in the top layer of the multi-layer sub-
strate, and connection lands of the non-penetrating
via holes in the top layer are used in common with
the part pads.

7. The electric circuit module according to any one of
claims 1 to 6, wherein the electric parts are sealed
with resin.

8. A test method of an electric circuit module that in-
cludes a multi-layer substrate and a plurality of elec-
tric parts that are mounted on a top layer of the multi-
layer substrate, a plurality of land electrodes neces-
sary for normal operations being provided in a bot-
tom layer of the multi-layer substrate, and test-use
electrodes that are connected to the electric parts
being provided in an inner layer of the multi-layer
substrate, the test method comprising:

providing the test-use electrodes at a position
at which the test-use electrodes overlap the land
electrodes in a plan view;
causing at least one of the test-use electrodes
to be a first test-use electrode whose lower end
surface is provided at one layer above the bot-
tom layer of the multi-layer substrate;
not connecting the first test-use electrode to the
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land electrodes;
not providing a wiring pattern in the bottom layer
of the multi-layer substrate; and
exposing the first test-use electrode by grinding
the bottom layer of the multi-layer substrate at
the time of analysis.

9. A test method of an electric circuit module that in-
cludes a multi-layer substrate and a plurality of elec-
tric parts that are mounted on a top layer of the multi-
layer substrate, a plurality of land electrodes neces-
sary for normal operations being provided in a bot-
tom layer of the multi-layer substrate, and test-use
electrodes that are connected to the electric parts
being provided in an inner layer of the multi-layer
substrate, the test method comprising:

providing the test-use electrodes at a position
at which the test-use electrodes overlap the land
electrodes in a plan view;
causing at least one of the test-use electrodes
to be a second test-use electrode that is provid-
ed in the vicinity of a side end portion of the multi-
layer substrate;
not connecting the second test-use electrode to
the land electrodes;
not providing a wiring pattern at least at a posi-
tion, of the side end portion of the multi-layer
substrate, in the vicinity of the second test-use
electrode; and
exposing the second test-use electrode by
grinding the side end portion of the multi-layer
substrate at the time of analysis.
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