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(54) METHOD AND DEVICE FOR POSITIONING INTERFERENCE SOURCE CELL AND 
CORRESPONDING BASE STATION

(57) The present disclosure relates to a method and
device for positioning an interference source cell and a
corresponding base station and relates to the technical
field of communications. The method comprises: setting
an aliasing bandwidth of an entire system; with the alias-
ing bandwidth serving as a basic unit, setting a pilot se-
quence for each cell in the system; generating time-do-
main data on the basis of the pilot sequence of each cell;
adding a CP to the time-domain data generated for each
cell to generate specific data and outwardly transmitting
same; receiving the specific data transmitted by other
cells; parsing to produce corresponding frequency-do-
main data of the other cells at the aliasing bandwidth;
locally generating corresponding frequency-domain data
on the basis of all possible special pilot sequences in the
system; generating corresponding time-domain data on
the basis of the locally generated frequency-domain data
and of the parsed frequency-domain data; and determin-
ing an interference source cell on the basis of the time-do-
main data produced. As such, the interference source
cell can be positioned simply and efficiently, thus reduc-
ing system complexity.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of
communication technologies, and more particularly, to a
method and a device for positioning an interference
source cell and a corresponding base station.

BACKGROUND

[0002] For the Time Division Long Term Evolution (TD-
LTE) system, the base station is required to maintain
strict time synchronization, and GPS synchronization is
generally used to ensure timing synchronization between
base stations. Due to arranging network by means of co-
frequency coverage, there is a mutual interference be-
tween adjacent cells. Moreover, due to sharing frequency
of the uplink and downlink transmission in the TD-LTE
system, in addition to the traditional inter-cell interference
in the TD-LTE system, there is also a situation in which
the downlink signal of the remote base station interferes
with the uplink signal of the target cell.
[0003] Due to the propagation characteristics of elec-
tromagnetic waves, in some scenarios (such as good
airborne environment and atmospheric waveguide ef-
fect), long-distance co-frequency interference of TD-LTE
systems may occur between base stations located far
apart (tens of kilometers or even hundreds of kilometers).
After the downlink signal of the remote transmitting
source reaches the proximal co-frequency target base
station after the propagation delay, it may enter other
transmission time slots of the target base station, so that
the normal operation of the proximal target system is af-
fected, and the interference may be the effect of super-
position and accumulation of multi-base station.
[0004] In practical applications, it may be considered
to transmit a specific custom pilot sequence in a certain
time slot of a cell that performs interference, and then
detect the pilot sequence on the side of interfered cell.
Since the pilot sequence and the cell performing inter-
ference have a one-to-one correspondence in a certain
way, the interfered cell could learn that which remote cell
interferes with it.
[0005] However, since each cell in the actual system
has different bandwidths, if the above prior art solution
is adopted, the target cell may have to traverse all pos-
sible bandwidth combinations to learn that which cell is
performing interference. In addition, for different target
cells, the traversal detection required to be done may be
different. The process of positioning the interference
source cell in the entire system could be quite complicat-
ed.

SUMMARY

[0006] The embodiments of the present disclosure pro-
vide a method and a device for positioning an interference

source cell and a corresponding base station, so as to
solve the problem of how to position the interference
source cell simply and efficiently in the TD-LTE system.
[0007] The embodiments of the present disclosure pro-
vide a method for positioning an interference source cell,
the method includes: receiving specific data generated
based on a pilot sequence and transmitted by other cells;
parsing the specific data to produce corresponding fre-
quency-domain data of each other cell at an aliasing
bandwidth; generating corresponding frequency-domain
data locally according to all possible special pilot se-
quences in a system; generating corresponding time-do-
main data according to the locally generated frequency-
domain data and the parsed frequency-domain data; and
determining an interference source cell according to the
time-domain data produced.
[0008] In an embodiment, prior to the receiving specific
data generated based on a pilot sequence and transmit-
ted by other cells, the method further includes: generating
time-domain data according to the pilot sequence of each
cell; and adding a cyclic prefix CP to the time-domain
data generated for each cell to generate the specific data,
and transmitting the specific data.
[0009] In an embodiment, prior to the generating time-
domain data according to the pilot sequence of each cell,
the method further includes: setting an aliasing band-
width BInv of the entire system; and taking the aliasing
bandwidth BInv as a basic unit, and setting the pilot se-
quence of each cell in the system.
[0010] In an embodiment, when there is a plurality of
aliasing bandwidths in the system, the aliasing bandwidth
having a minimum bandwidth is selected as the aliasing
bandwidth BInv of the entire system.
[0011] In an embodiment, the generating time-domain
data according to the pilot sequence of each cell specif-
ically includes: interpolating a value of 0 before, or after,
or both before and after the pilot sequence to generate
a sequence of length Nsubcarrier, wherein the Nsubcarrier is
number of subcarriers included in the aliasing bandwidth
BInv; performing a positive and negative frequency ex-
change on the sequence of length Nsubcarrier and inter-
polating a value of 0 in middle to generate NFFT-point
frequency-domain data; and performing an inverse fast
Fourier transform IFFT operation on the NFFT-point fre-
quency-domain data to generate NFFT-point time-domain
data.
[0012] In an embodiment, when bandwidth of one cell
is 2n ∗ BInv, 2n pilot sequences are set, 2n NFFT-point time-
domain data are generated correspondingly, and then
the generated 2n NFFT-point time-domain data are
merged, and then Ncp-point CP are added to the merged
data, wherein the n is a non-negative integer.
[0013] In an embodiment, the specific data is (Ncp +
2n ∗ NFFT)-point data, the parsing the specific data to pro-
duce corresponding frequency-domain data of each oth-
er cell at an aliasing bandwidth specifically includes: re-
moving the Ncp-point CP from the specific data; obtaining
the corresponding NFFT-point time-domain data at the
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aliasing bandwidth; and performing a fast Fourier trans-
form FFT operation on the NFFT-point time-domain data
to produce NFFT-point frequency-domain data Yinv.
[0014] In an embodiment, the generating correspond-
ing time-domain data according to the locally generated
frequency-domain data and the parsed frequency-do-
main data includes: performing conjugate point multipli-
cation on the locally generated frequency-domain data
and the parsed frequency-domain data to produce R; and
performing IFFT operation on the R to produce
NFFT-point time-domain data Rt.
[0015] In an embodiment, the determining an interfer-
ence source cell according to the time-domain data pro-
duced specifically includes: performing a peak search on
the time-domain data Rt corresponding to each other cell,
and if the Rt has an apparent peak, the corresponding
other cell is the interference source cell.
[0016] The embodiments of the present disclosure pro-
vide a device for positioning an interference source cell,
the device includes: a receiving module, configured to
receive specific data generated based on a pilot se-
quence and transmitted by other cells; a parsing module,
configured to parse the specific data to produce corre-
sponding frequency-domain data of each other cell at an
aliasing bandwidth; a generation module, configured to
generate corresponding frequency-domain data locally
according to all possible special pilot sequences in a sys-
tem, and generate corresponding time-domain data ac-
cording to the locally generated frequency-domain data
and the parsed frequency-domain data; and a determi-
nation module, configured to determine an interference
source cell according to the time-domain data produced.
[0017] In an embodiment, the generation module is fur-
ther configured to generate time-domain data according
to the pilot sequence of each cell, and add a cyclic prefix
CP to the time-domain data generated for each cell to
generate the specific data; and the device further in-
cludes a transmitting module, configured to transmit the
generated specific data to other cell.
[0018] In an embodiment, the device further includes
a setting module, configured to set an aliasing bandwidth
BInv of the entire system, and take the aliasing bandwidth
BInv as a basic unit, and set the pilot sequence of each
cell in the system.
[0019] In an embodiment, the generating time-domain
data by the generation module according to the pilot
sequence of each cell specifically includes: interpolating
a value of 0 before, or after, or both before and after the
pilot sequence to generate a sequence of length
Nsubcarrier, wherein the Nsubcarrier is number of subcarriers
included in the aliasing bandwidth BInv; performing a
positive and negative frequency exchange on the
sequence of length Nsubcarrier and interpolating a value
of 0 in middle to generate NFFT-point frequency-domain
data; and performing an inverse fast Fourier transform
IFFT operation on the NFFT-point frequency-domain data
to generate NFFT-point time-domain data.
[0020] In an embodiment, the generating correspond-

ing time-domain data by the generation module accord-
ing to the locally generated frequency-domain data and
the parsed frequency-domain data includes: performing
a conjugate point multiplication on the locally generated
frequency-domain data and the parsed frequency-do-
main data to produce R; and performing an IFFT opera-
tion on the R to produce NFFT-point time-domain data Rt.
[0021] The embodiments of the present disclosure pro-
vide a base station, including a baseband processing
unit, the baseband processing unit is configured to per-
form the following operations: receiving specific data
generated based on a pilot sequence and transmitted by
other cells; parsing the specific data to produce corre-
sponding frequency-domain data of each other cell at an
aliasing bandwidth; generating corresponding frequen-
cy-domain data locally according to all possible special
pilot sequences in a system; generating corresponding
time-domain data according to the locally generated fre-
quency-domain data and the parsed frequency-domain
data; and determining an interference source cell accord-
ing to the time-domain data produced.
[0022] In an embodiment, the baseband processing
unit is further configured to: generate time-domain data
according to the pilot sequence of each cell; and add a
cyclic prefix CP to the time-domain data generated for
each cell to generate the specific data, and transmit the
specific data.
[0023] In an embodiment, the baseband processing
unit is further configured to: set an aliasing bandwidth
BInv of the entire system; and take the aliasing bandwidth
BInv as a basic unit, and set the pilot sequence of each
cell in the system.
[0024] A method and a device for positioning an inter-
ference source cell and a corresponding base station are
provided by the embodiment of the present disclosure,
when there are a plurality of different bandwidth aliased
in the system, traversal detection of various bandwidth
combinations is not required, and relevant possible se-
quences is only required to be detected at the aliasing
bandwidth to complete detection and position of the in-
terference source cell, so that the complexity of position-
ing an interference source cell is reduced, the process
of detection and position is simple and efficient.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025]

FIG. 1 is a flowchart of a preferred embodiment of a
method for positioning an interference source cell
according to the present disclosure;
FIG. 2 is a schematic diagram of bandwidth of each
cell in an embodiment of a TD-LTE system according
to the present disclosure;
FIG. 3 is a flow chart of a preferred embodiment of
a process for generating specific data by a first in-
terfering cell and a second interfering cell in FIG. 2;
FIG. 4 is a flow chart of a preferred embodiment of
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a process for generating specific data by a third in-
terfering cell in FIG. 2;
FIG. 5 is a flow chart of a preferred embodiment of
a process for a target cell in FIG. 2 to position an
interferer cell;
FIG. 6 is a schematic block diagram of a preferred
embodiment of a device for positioning an interfer-
ence source cell according to the present disclosure;

[0026] The implementation, functional features, and
advantages of the present disclosure will be further de-
scribed in combination with the embodiments.

DETAILED DESCRIPTION

[0027] In order to make technical problems to be
solved by the present disclosure, technical schemes and
beneficial effects more clear and obvious, the present
disclosure will be further described in detail below with
reference to the accompanying drawings and embodi-
ments. It is understood that the specific embodiments
described herein are merely illustrative of the disclosure
and are not intended to limit the disclosure.
[0028] As shown in FIG. 1, an embodiment of the
present disclosure provides a method for positioning an
interference source cell, which is used in a base station
of a TD-LTE system, and is used to accurately position
the interference source cell when a target cell (interfered
cell) is interfered by a signal of a remote cell. The method
includes the following steps S102-S118.
[0029] In step S102, an aliasing bandwidth BInv of the
entire system is set.
[0030] Specifically, the communication system is a TD-
LTE system. If there are multiple bandwidth combinations
in each cell of the entire communication system, there
are overlapped portion of bandwidths between them, and
each overlapped portion is an aliasing bandwidth BInv_x.
[0031] The aliasing bandwidth is BInV_x= (2)-N ∗ Bcell_n,
wherein, Bcell_n is the total cell bandwidth of the commu-
nication system. In the same communication system, the
aliasing bandwidth could be one or more blocks. When
there are multiple aliasing bandwidths BInv_x, the one
having the minimum bandwidth is selected as the aliasing
bandwidth BInv of the entire communication system. The
aliasing bandwidth includes Nsubcarrier subcarriers.
[0032] For example, referring to FIG. 2, the communi-
cation system in the figure is composed of cells of 20M
and 10M bandwidth, and the target cell is interfered by
three cells. Wherein, the bandwidth of the target cell is
20M, the bandwidth of the first interfering cell is 20M, the
bandwidth of the second interfering cell is 20M, the band-
width of the third interfering cell is 10M, and the aliasing
bandwidth of the communication system is 10M.
[0033] In step S104, the aliasing bandwidth BInv is tak-
en as a basic unit, and the pilot sequence of each cell in
the system is set.
[0034] Specifically, the bandwidth of each cell in the
communication system is divided into a plurality of parts

by using the aliasing bandwidth BInv as a basic unit, and
a pilot sequence is generated for the frequency-domain
data corresponding to each part. The pilot sequence may
be an m sequence, a gold sequence, a ZC sequence, or
other sequences with good autocorrelation and poor
cross-correlation. The length of the pilot sequence is less
than Nsubcarrier, denoted as Nsubcarrier.
[0035] For example, if the bandwidth of the first inter-
fering cell (or the second interfering cell) in FIG. 2 is equal
to two aliasing bandwidths BInv, then the first interfering
cell (or the second interfering cell) is required to set two
pilot sequences NSequence.
[0036] In step S106, time-domain data is generated
according to the pilot sequence of each cell.
[0037] In this embodiment, a value of 0 is interpolated
before, or after, or both before and after the pilot
sequence NSequence to generate a sequence of length
Nsubcarrier, positive and negative frequency exchange is
performed on the sequence of length Nsubcarrier and a
value of 0 is interpolated in middle to generate NFFT-point
frequency-domain data, IFFT (Inverse Fast Fourier
Transform) operation is performed on the NFFT-point
frequency-domain data to generate NFFT-point time-
domain data.
[0038] In step S108, a cyclic prefix CP is added to the
time-domain data generated for each cell to generate the
specific data, and the specific data is transmitted.
[0039] Specifically, when a bandwidth of a cell is 2n ∗

BInv (n=0,1,2,3...), 2n pilot sequences are set, 2n

NFFT-point time-domain data are generated correspond-
ingly, and then the generated 2n NFFT-point time-domain
data are merged, and then Ncp-point CP are added to
the merged data, wherein when n=0, the bandwidth of
the cell is the aliasing bandwidth BInv, a pilot sequence
NSequence is set, NFFT-point time-domain data are gen-
erated correspondingly, and then Ncp-point CP are added
to the generated NFFT-point time-domain data directly.
[0040] For example, referring to FIG. 3 and FIG. 4, it
is a flow chart corresponding to a process (i.e., above
steps S104-S108) for generating the specific data by a
first interfering cell (or a second interfering cell) and a
third interfering cell in FIG. 2.
[0041] It should be noted that, how to generate time-
domain data from the corresponding frequency-domain
data at each aliasing bandwidth BInv may have multiple
ways. Only one of them is provided in this embodiment.
Other ways that could be considered by those skilled in
the art are equally applicable to the present disclosure.
[0042] Further, when the target cell is interfered, the
following steps could be performed to position the inter-
ference source cell.
[0043] In step S110, the specific data transmitted by
other cell is received.
[0044] Specifically, the target cell receives the specific
data transmitted by each of the other cells, the specific
data is (Ncp + 2n ∗ NFFT)-point data.
[0045] In step S112, the received specific data is
parsed to produce corresponding frequency-domain da-
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ta of each other cell at the aliasing bandwidth.
[0046] Specifically, for the specific data transmitted by
each of the other cells, the Ncp-point CP are removed
from the specific data, the corresponding NFFT-point
time-domain data at the aliasing bandwidth is obtained.
FFT (Fast Fourier Transform) operation is performed on
the NFFT-point time-domain data to produce NFFT-point
frequency-domain data Yinv.
[0047] In step 114, the corresponding frequency-do-
main data is generated locally according to all possible
special pilot sequences in a communication system.
[0048] Specifically, the target cell locally generates the
frequency-domain data S in the same way as the above
step S106 according to all possible special pilot sequenc-
es of length NSequence in the communication system.
[0049] In step S116, a conjugate point multiplication
operation and an IFFT operation are performed on the
locally generated frequency-domain data and the parsed
frequency-domain data to produce corresponding time-
domain data.
[0050] Specifically, the target cell performs the conju-
gate point multiplication operation on the locally gener-
ated frequency-domain data S and the parsed frequency-
domain data Yinv to produce R, i.e., R=S*.∗Yinv. Then
NFFT-point IFFT operation is performed on the R to pro-
duce NFFT-point time-domain data Rt. For each of the
other cells, a corresponding time-domain data Rt is ob-
tained.
[0051] In step S118, an interference source cell is de-
termined according to the time-domain data produced.
[0052] Specifically, the peak search is performed on
the time-domain data Rt corresponding to each other cell.
If the local pilot sequence and the pilot sequence of the
transmitting end (other cell) are the same, then the Rt
has an apparent peak, it is indicated that the other cell
is an interference source cell, and the receiving end (the
target cell) could determine the information of the inter-
ference source cell with this.
[0053] For example, referring to FIG. 5, it is a flow chart
corresponding to a process (i.e., above steps S110-
S118) for a target cell in FIG. 2 to position an interferer
cell.
[0054] In the method for positioning an interference
source cell, a cell performing the interference transmits
specific data generated based on a specific pilot se-
quence in a specific time domain and frequency domain
resource, the target cell detects the specific data in a
specific time domain and frequency domain resource,
the specific data transmitted by each cell is known to all
other cells in the communication system. When there are
a plurality of different bandwidth aliased in the commu-
nication system, traversal detection of various bandwidth
combinations is not required, and relevant possible se-
quences is only required to be detected at the aliasing
bandwidth to complete detection and position of the in-
terference source cell, the method reduce complexity of
positioning an interference source cell, the process of
detection and position is simple and efficient.

[0055] As shown in FIG. 6, one embodiment of the
present disclosure provide a device 600 for positioning
an interference source cell, which is applied to a base-
band processing unit of a base station in the TD-LTE
system, and used to accurately position the interference
source cell when the target cell is interfered by the signal
of the remote cell.
[0056] In this embodiment, the device 600 for position-
ing an interference source cell includes a setting module
602, a generation module 604, a transmitting module
606, a receiving module 608, a parsing module 610, and
a determination module 612.
[0057] The setting module 602 is configured to set an
aliasing bandwidth of the entire system.
[0058] Specifically, the communication system is a TD-
LTE system. If there are multiple bandwidth combinations
in each cell of the entire communication system, there
are overlapped portion of bandwidths between them, and
each overlapped portion is an aliasing bandwidth BInv_x.
[0059] The aliasing bandwidth is BInv_x= (2)-N ∗ Bcell_n,
wherein, Bcell_n is the total cell bandwidth of the commu-
nication system. In the same communication system, the
aliasing bandwidth could be one or more blocks. When
there are multiple aliasing bandwidths BInv_x, the one
having the minimum bandwidth is selected as the aliasing
bandwidth BInv of the entire communication system. The
aliasing bandwidth includes Nsubcarrier subcarriers.
[0060] The setting module 602 is configured to take
the aliasing bandwidth as a basic unit, and set the pilot
sequence of each cell in the system.
[0061] Specifically, the bandwidth of each cell in the
communication system is divided into a plurality of parts
by using the aliasing bandwidth BInv as a basic unit, and
a pilot sequence is generated for the frequency-domain
data corresponding to each part. The pilot sequence may
be an m sequence, a gold sequence, a ZC sequence, or
other sequences with good autocorrelation and poor
cross-correlation. The length of the pilot sequence is less
than Nsubcarrier, denoted as Nsubcarrier.
[0062] The generation module 604 is configured to
generate time-domain data according to the pilot se-
quence of each cell.
[0063] In this embodiment, a value of 0 is interpolated
before, or after, or both before and after the pilot
sequence NSequence to generate a sequence of length
Nsubcarrier, positive and negative frequency exchange is
performed on the sequence of length Nsubcarrier and a
value of 0 is interpolated in middle to generate NFFT-point
frequency-domain data, IFFT (Inverse Fast Fourier
Transform) operation is performed on the NFFT-point
frequency-domain data to generate NFFT-point time-
domain data.
[0064] The generation module 604 is further config-
ured to add a CP (cyclic prefix) to the time-domain data
generated for each cell to generate the specific data.
[0065] Specifically, when a bandwidth of a cell is 2n ∗

BInv (n=0,1,2,3...), 2n pilot sequences are set, 2n

NFFT-point time-domain data are generated
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correspondingly, and then the generated 2n NFFT-point
time-domain data are merged, and then Ncp-point CP are
added to the merged data, wherein when n=0, the
bandwidth of the cell is the aliasing bandwidth BInv, pilot
sequence NSequence is set, NFFT-point time-domain data
are generated correspondingly, and then Ncp-point CP
are added to the generated NFFT-point time-domain data
directly.
[0066] The transmitting module 606 is configured to
transmit the generated specific data to other cell.
[0067] The receiving module 608 is configured to re-
ceive specific data generated transmitted by other cells.
[0068] Specifically, the target cell receives the specific
data transmitted by each other cell, the specific data is
(Ncp + 2n ∗ NFFT)-point data.
[0069] The parsing module 610 is configured to parse
the specific data to produce corresponding frequency-
domain data of each other cell at an aliasing bandwidth.
[0070] Specifically, for the specific data transmitted by
ach of the other cells, the Ncp-point CP are removed from
the specific data, the corresponding NFFT-point time-do-
main data at the aliasing bandwidth is obtained. FFT
(Fast Fourier Transform) operation is performed on the
NFFT-point time-domain data to produce NFFT-point fre-
quency-domain data Yinv.
[0071] The generation module 604 is configured to
generate corresponding frequency-domain data locally
according to all possible special pilot sequences in the
communication system.
[0072] Specifically, the target cell locally generates the
frequency-domain data S in the same way as the trans-
mitting end according to all possible special pilot se-
quences of length NSequence in the communication sys-
tem.
[0073] The generation module 604 is configured to per-
form a conjugate point multiplication operation and an
IFFT operation on the locally generated frequency-do-
main data and the parsed frequency-domain data to pro-
duce corresponding time-domain data.
[0074] Specifically, the target cell performs the conju-
gate point multiplication operation on the locally gener-
ated frequency-domain data S and the parsed frequency-
domain data Yinv to produce R, i.e., R=S*.∗Yinv. Then
NFFT-point IFFT operation is performed on the R to pro-
duce NFFT-point time-domain data Rt. For each other cell,
a corresponding time-domain data Rt is obtained.
[0075] The determination module 612 is configured to
determine the interference source cell according to the
time-domain data produced.
[0076] Specifically, the peak search is performed on
the time-domain data Rt corresponding to each other cell.
If the local pilot sequence and the pilot sequence of the
transmitting end (other cell) are the same, then the Rt
has an apparent peak, it is indicated that the other cell
is an interference source cell, and the receiving end (the
target cell) could determine the information of the inter-
ference source cell with this.
[0077] It should be noted that the device 600 for posi-

tioning interference source cell could be applied to a
baseband processing unit of each cell (base station) of
the TD-LTE system, and the specific data is transmitted
to other cells by performing the functions of the modules
602-606. When a cell is interfered (i.e., the target cell),
the device 600 for positioning interference source cell in
the cell finds the interference source cell by performing
the functions of the modules 608-612.
[0078] It is to be understood that the terms "comprises",
"comprising", "includes", "including", "has", "having", or
any other variation thereof, are intended to cover a non-
exclusive inclusion, so that a process, method, article, or
apparatus that comprises a list of element is not neces-
sarily limit to only those elements but may include other
elements not expressly listed or inherent to such process,
method, article, or apparatus. In the absence of more
restrictions, an element defined by a sentence "includes
a... " does not excluded that there are other identical el-
ements in the process, method, article or apparatus in-
cluding that element.
[0079] Through the description of the above embodi-
ments, those skilled in the art can clearly understand that
the foregoing embodiment method can be implemented
by means of software plus a necessary general hardware
platform, and can also be implemented by hardware, but
in many cases, the former is a better implementation.
Based on such understanding, the technical solution of
the present disclosure, which is essential or contributes
to the prior art, may be embodied in the form of a software
product stored in a storage medium (such as ROM/RAM,
disk, optical disc), including a number of instructions for
making a computer device (may be a mobile phone, a
computer, a server, an air-conditioner or a network equip-
ment, etc.) implement the methods described in the em-
bodiments of the present disclosure.
[0080] The preferred embodiments of the present dis-
closure have been described above with reference to the
drawings, and are not intended to limit the scope of the
disclosure. The serial numbers of the embodiments of
the present disclosure are merely for the description, and
do not represent the advantages and disadvantages of
the embodiments. Additionally, although logical se-
quences are shown in the flowcharts, the shown or de-
scribed steps can be performed in sequences different
from the shown sequences herein.
[0081] A person skilled in the art can implement the
disclosure in various variants without departing from the
scope and spirit of the disclosure. For example, the fea-
tures of one embodiment could be used in another em-
bodiment to obtain a further embodiment. Any modifica-
tions, equivalent substitutions and improvements made
within the technical concept of the disclosure are intend-
ed to be included within the scope of the disclosure.

INDUSTRIAL APPLICABILITY

[0082] The technical solutions provided by the embod-
iments of the present disclosure could be applied to the
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field of communications technologies. A method and a
device for positioning an interference source cell and a
corresponding base station are provided by the embod-
iment of the present disclosure, when there are a plurality
of different bandwidth aliased in the system, traversal
detection of various bandwidth combinations is not re-
quired, and relevant possible sequences is only required
to be detected at the aliasing bandwidth to complete de-
tection and position of the interference source cell, so
that the complexity of positioning an interference source
cell is reduced, the process of detection and position is
simple and efficient.

Claims

1. A method for positioning an interference source cell,
the method comprising:

receiving specific data generated based on a
pilot sequence and transmitted by other cells;
parsing the specific data to produce correspond-
ing frequency-domain data of each other cell at
an aliasing bandwidth;
generating corresponding frequency-domain
data locally according to all possible special pilot
sequences in a system;
generating corresponding time-domain data ac-
cording to the locally generated frequency-do-
main data and the parsed frequency-domain da-
ta; and
determining an interference source cell accord-
ing to the time-domain data produced.

2. The method for positioning an interference source
cell of claim 1, wherein, prior to the receiving specific
data generated based on a pilot sequence and trans-
mitted by other cells, the method further comprises:

generating time-domain data according to the
pilot sequence of each cell; and
adding a cyclic prefix CP to the time-domain data
generated for each cell to generate the specific
data, and transmitting the specific data.

3. The method for positioning an interference source
cell of claim 2, wherein, prior to the generating time-
domain data according to the pilot sequence of each
cell, the method further comprises:

setting an aliasing bandwidth BInv of the entire
system; and
taking the aliasing bandwidth BInv as a basic unit,
and setting the pilot sequence of each cell in the
system.

4. The method for positioning an interference source
cell of claim 3, wherein, when there is a plurality of

aliasing bandwidths in the system, the aliasing band-
width having a minimum bandwidth is selected as
the aliasing bandwidth BInv of the entire system.

5. The method for positioning an interference source
cell of claim 3, wherein, the generating time-domain
data according to the pilot sequence of each cell spe-
cifically comprises:

interpolating a value of 0 before, or after, or both
before and after the pilot sequence to generate
a sequence of length Nsubcarrier, wherein the
Nsubcarrier is number of subcarriers comprised in
the aliasing bandwidth BInv;
performing a positive and negative frequency
exchange on the sequence of length Nsubcarrier
and interpolating a value of 0 in middle to gen-
erate NFFT-point frequency-domain data; and
performing an inverse fast Fourier transform
IFFT operation on the NFFT-point frequency-do-
main data to generate NFFT-point time-domain
data.

6. The method for positioning an interference source
cell of claim 5, wherein, when bandwidth of one cell
is 2n ∗ BInv, 2n pilot sequences are set, 2n NFFT-point
time-domain data are generated correspondingly,
then the generated 2n NFFT-point time-domain data
are merged, and then Ncp-point CP are added to the
merged data, wherein the n is a non-negative inte-
ger.

7. The method for positioning an interference source
cell of claim 6, wherein, the specific data is (Ncp +
2n ∗ NFFT)-point data, the parsing the specific data
to produce corresponding frequency-domain data of
each other cell at an aliasing bandwidth specifically
comprises:

removing the Ncp-point CP from the specific da-
ta;
obtaining the corresponding NFFT-point time-do-
main data at the aliasing bandwidth; and
performing a fast Fourier transform FFT opera-
tion on the NFFT-point time-domain data to pro-
duce NFFT-point frequency-domain data Yinv.

8. The method for positioning an interference source
cell of claim 1, wherein, the generating correspond-
ing time-domain data according to the locally gener-
ated frequency-domain data and the parsed fre-
quency-domain data comprises:

performing conjugate point multiplication on the
locally generated frequency-domain data and
the parsed frequency-domain data to produce
R; and
performing IFFT operation on the R to produce
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NFFT-point time-domain data Rt.

9. The method for positioning an interference source
cell of claim 8, wherein, the determining an interfer-
ence source cell according to the time-domain data
produced specifically comprises:
performing a peak search on the time-domain data
Rt corresponding to each other cell, and if the Rt has
an apparent peak, the corresponding other cell is the
interference source cell.

10. A device for positioning an interference source cell,
applied to a baseband processing unit of a base sta-
tion, wherein the device comprises:

a receiving module, configured to receive spe-
cific data generated based on a pilot sequence
and transmitted by other cells;
a parsing module, configured to parse the spe-
cific data to produce corresponding frequency-
domain data of each other cell at an aliasing
bandwidth;
a generation module, configured to generate
corresponding frequency-domain data locally
according to all possible special pilot sequences
in a system, and generate corresponding time-
domain data according to the locally generated
frequency-domain data and the parsed frequen-
cy-domain data; and
a determination module, configured to deter-
mine an interference source cell according to
the time-domain data produced.

11. The device for positioning an interference source cell
of claim 10, wherein,
the generation module is further configured to gen-
erate time-domain data according to the pilot se-
quence of each cell, and add a cyclic prefix CP to
the time-domain data generated for each cell to gen-
erate the specific data; and
the device further comprises a transmitting module,
configured to transmit the generated specific data to
other cell.

12. The device for positioning an interference source cell
of claim 11, wherein, the device further comprises:
a setting module, configured to set an aliasing band-
width BInv of the entire system, and take the aliasing
bandwidth BInv as a basic unit, and set the pilot se-
quence of each cell in the system.

13. The device for positioning an interference source cell
of claim 12, wherein, the generation module config-
ured to generate time-domain data according to the
pilot sequence of each cell is configured to:

interpolate a value of 0 before, or after, or both
before and after the pilot sequence to generate

a sequence of length Nsubcarrier, wherein the
Nsubcarrier is number of subcarriers comprised in
the aliasing bandwidth BInv;
perform a positive and negative frequency ex-
change on the sequence of length Nsubcarrier and
interpolating a value of 0 in middle to generate
NFFT-point frequency-domain data; and
perform an inverse fast Fourier transform IFFT
operation on the NFFT-point frequency-domain
data to generate NFFT-point time-domain data.

14. The device for positioning an interference source cell
of claim 10, wherein, the generation module config-
ured to generate corresponding time-domain data
according to the locally generated frequency-domain
data and the parsed frequency-domain data is con-
figured to:

perform a conjugate point multiplication on the
locally generated frequency-domain data and
the parsed frequency-domain data to produce
R; and
perform an IFFT operation on the R to produce
NFFT-point time-domain data Rt.

15. A base station, comprising a baseband processing
unit, wherein the baseband processing unit is con-
figured to perform following operations:

receiving specific data generated based on a
pilot sequence and transmitted by other cells;
parsing the specific data to produce correspond-
ing frequency-domain data of each other cell at
an aliasing bandwidth;
generating corresponding frequency-domain
data locally according to all possible special pilot
sequences in a system;
generating corresponding time-domain data ac-
cording to the locally generated frequency-do-
main data and the parsed frequency-domain da-
ta; and
determining an interference source cell accord-
ing to the time-domain data produced.

16. The base station of claim 15, wherein, the baseband
processing unit is further configured to:

generate time-domain data according to the pilot
sequence of each cell; and
add a cyclic prefix CP to the time-domain data
generated for each cell to generate the specific
data, and transmit the specific data.

17. The base station of claim 16, wherein, the baseband
processing unit is further configured to:

set an aliasing bandwidth BInv of the entire sys-
tem; and
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take the aliasing bandwidth BInv as a basic unit,
and set the pilot sequence of each cell in the
system.
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