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(57) The invention provides a method for measuring
an external shape of a railroad vehicle using laser beams,
wherein the method enables to measure the external
shape at high speed and with high accuracy by reducing
the effect of paint color of the vehicle.

The device for measuring the external shape of a
railroad vehicle includes a mechanism for generating the
plurality of linear laser beams, a mechanism for specify-
ing an irradiation position on the railroad vehicle onto
which the plurality of linear laser beams are to be irradi-
ated, a mechanism for irradiating the plurality of linear
laser beams with intensities of the linear laser beams
switched, a mechanism for photographing images of the
plurality of linear laser beams irradiated onto the outer
peripheral surface of the railroad vehicle, a mechanism
for selecting a photographed image of the linear laser
beam most suitable for a measurement position from the
photographed images of the plurality of linear laser
beams, and a mechanism for calculating the external
shape of the railroad vehicle from the selected photo-
graphed image of the linear laser beam; wherein the

mechanism for irradiating the plurality of linear laser
beams with an intensity of the linear laser beams
switched irradiates the linear laser beams on the outer
peripheral surface of the railroad vehicle with the inten-
sities of the linear laser beams switched, the mechanism
for photographing images of the plurality of linear laser
beams irradiated onto the outer peripheral surface of the
railroad vehicle photographs a plurality of images of dif-
ferent linear laser beam intensities, the mechanism for
selecting the photographed image of the linear laser
beam most suitable for the measurement position selects
the photographed image having the laser beam intensity
most suitable for the measurement position from among
the plurality of images between which the intensities of
the plurality of linear laser beams differ, and the mecha-
nism for calculating the external shape of the railroad
vehicle calculates the external shape of the railroad ve-
hicle from the selected photographed image.
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Description

[Technical Field]

[0001] The present invention relates to a method and
device for measuring external shape of a railroad vehicle
that measures the external shape of the railroad vehicle
using light in a noncontact manner.

[Background Art]

[0002] In a railroad vehicle, critical range of cross-sec-
tional dimension of vehicle body that the vehicle must
satisfy called vehicle gauge is determined by respective
railway companies, and each railroad vehicle manufac-
turer inspects whether any part of the completed vehicle
exceeds the vehicle gauge before shipping the vehicle
body.
[0003] One conventional method that has been per-
formed for inspecting the vehicle gauge relates to build-
ing a frame (limit gauge) that shapes the vehicle gauge
dimension so as to surround the vehicle, and moving the
vehicle through the frame while having multiple workers
confirm that the vehicle does not contact the frame.
[0004] If the vehicle contacts the frame, the vehicle is
stopped, and multiple workers confirm the state of con-
tact, the positional relationship between the vehicle struc-
ture and the underframe and the positional relationship
between the wheels and the rail in order to investigate
causes. As described, the prior art method had a draw-
back in that, in addition to having to build and install
frames for each vehicle type, inspection operation per-
formed by multiple workers required much labor and op-
eration time, so it is important to reduce these operations
(automation of measurement) from the viewpoint of cut-
ting down LT of vehicle fabrication and reducing costs.
[0005] As a method for performing automatic vehicle
gauge inspection, Patent Literature 1 discloses a method
for irradiating a plurality of laser beams linearly to an outer
peripheral surface of a moving vehicle, detecting laser
projection lines formed on an outer periphery of the ve-
hicle surface by irradiation (hereinafter referred to as light
section line) using camera, calculating an external shape
of the vehicle based on the detected light section lines,
and displaying the result on whether the vehicle gauge
has been exceeded and the location where the gauge
has been exceeded in a visually confirmable manner.

[Citation List]

[Patent Literature]

[0006] [PTL 1] Japanese Patent Application Laid-Open
Publication No. 2012-007950

[Summary of Invention]

[Technical Problem]

[0007] In the method disclosed in Patent Literature 1,
external shape of the vehicle can be measured in a non-
contact manner by using laser beams.
[0008] In this state, since reflectivity of the laser beam
varies greatly by paint color applied to the vehicle, the
dispersion of intensity of light section lines due to the
difference in paint color is a drawback in detecting light
section lines.
[0009] In consideration of the above problems, the
present invention aims at providing a method for meas-
uring external shape of a railroad vehicle using laser
beams, according to which the influence of paint color of
the vehicle is reduced, and highly accurate high-speed
measurement of external shape is enabled.

[Solution to Problem]

[0010] In order to solve the above-mentioned prob-
lems, the method for measuring external shape of rail-
road vehicle according to the present invention by irra-
diating a plurality of linear laser beams continuously to
an outer peripheral surface of a railroad vehicle and
measuring the external shape of the railroad vehicle
based on irradiation position of the linear laser beams on
the railroad vehicle and a two-dimensional plane project-
ed image of the linear laser beams irradiated on the outer
peripheral surface of the railroad vehicle includes a pho-
tographing step of photographing a plurality of images of
different linear laser beam intensities by switching inten-
sity of the linear laser beams while irradiating on the rail-
road vehicle, a selecting step of selecting a photographed
image having a most suitable laser beam intensity of the
measurement position from among a plurality of images
having different linear laser beam intensities, and a cal-
culating step of calculating the external shape of the rail-
road vehicle from the selected photographed image.

[Advantageous Effects of Invention]

[0011] According to the present invention, measure-
ment of external shape of the vehicle can be performed
highly accurately and in a short time while moving the
vehicle by reducing the effect of paint color of the vehicle.

[Brief Description of Drawings]

[0012]

FIG. 1A is a perspective view illustrating a configu-
ration of a device for measuring the external shape
of a railroad vehicle according to a first embodiment
of the present invention.
FIG. 1B is a front view illustrating a configuration of
the device for measuring the external shape of a rail-
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road vehicle illustrated in FIG. 1A.
FIG. 2 is a configuration diagram illustrating a con-
figuration of a light section sensor according to a first
embodiment of the present invention.
FIG. 3 is a timing chart of laser beam intensity mod-
ulation and photographing timing of light section line
according to the first embodiment of the present in-
vention.
FIG. 4 is a flowchart illustrating a flow of external
shape measurement of the railroad vehicle accord-
ing to the first embodiment of the present invention.
FIG. 5 is a flowchart illustrating a subroutine process-
ing for calculating the external shape of a vehicle
illustrated in FIG. 4.
FIG. 6 is a flowchart illustrating a flow of external
shape measurement (modified example of FIG. 4)
of the railroad vehicle according to the first embod-
iment of the present invention.
FIG. 7 is a configuration diagram illustrating a con-
figuration of a light section sensor according to a
second embodiment of the present invention.
FIG. 8 is a flowchart illustrating a subroutine process-
ing for calculating the external shape of the vehicle
illustrated in FIG. 7.
FIG. 9A is a configuration diagram illustrating a con-
figuration of a device for measuring the external
shape of a railroad vehicle according to a third em-
bodiment of the present invention.
FIG. 9B is a front view illustrating a configuration of
a device for measuring the external shape of a rail-
road vehicle illustrated in FIG. 9A.
FIG. 10A is an explanatory view illustrating a detec-
tion image of light section line of string according to
the third embodiment of the present invention.
FIG. 10B is a partially enlarged view illustrating a
relationship between side surface of vehicle and light
section line of linear object in a field range illustrated
in FIG. 10A.
FIG. 11 is a flowchart illustrating a flow of measure-
ment of external shape of the railroad vehicle ac-
cording to the third embodiment of the present in-
vention.
FIG. 12 is a flowchart illustrating a subroutine
processing of calculation and correction of amount
of meandering of vehicle illustrated in FIG. 11.
FIG. 13 is an explanatory view illustrating examples
of position variation measurement data of string ac-
cording to the third embodiment of the present in-
vention.

[Description of Embodiments]

[0013] The present invention relates to a method and
device for measuring external shape of a vehicle, ena-
bling to perform highly accurate measurement of the ex-
ternal shape of the vehicle by selecting an appropriate
laser beam intensity or wavelength image from among a
plurality of light section images acquired while changing

measurement laser beam intensities of a single wave-
length or multiple wavelengths. Embodiments of the
present invention will be described below with reference
to the drawings.

First Embodiment

[0014] Now, a method for measuring external shape
of railroad vehicle according to a first embodiment of the
present invention will be described with reference to
FIGs. 1 through 5.
[0015] FIGs. 1A and 1B illustrate an example of a con-
figuration of the device for measuring the external shape
of a railroad vehicle according to the first embodiment.
The device includes a plurality of light section sensors
103 that irradiate linear laser beams 102 to a surface of
a vehicle 101 and photograph the linear laser beams 102
(hereinafter referred to as light section lines) projected
on the surface of the vehicle 101, a sensor rack 104 in-
stalling the plurality of light section sensors 103 to sur-
round the vehicle on a rail, a vehicle moving distance
measurement sensor 105 for measuring the moving dis-
tance of the vehicle from a reference position, and a
measurement processing mechanism 110.
[0016] The measurement processing mechanism 110
is configured of a laser intensity control unit 111 that
changes the intensities of the linear laser beams 102 at
predetermined time intervals, an image selection and
shape calculation unit 112 that selects a light section line
image of a laser beam intensity most suitable for the
measurement position among from the photographed im-
ages of the light section line of the respective linear laser
beams 102 with the intensities changed and calculates
the external shape of the vehicle from the selected light
section line image, an overall control unit 113 that per-
forms control of respective equipment and that deter-
mines whether vehicle gauge has been exceeded, and
a result output unit 114 that outputs the processing result
of the overall control unit 113.
[0017] The light section sensor 103 includes, as illus-
trated in FIG. 2, a laser source unit 201 that irradiates
the linear laser beams 102, and a photographing unit 202
that photographs the linear laser beam 102 projected on
the surface of the vehicle 101.
[0018] The photographing unit 202 is configured of a
photographing camera 203, an imaging lens 204, and a
narrow-band filter 205.
[0019] The imaging lens 204 of the photographing
camera 203 should be as wide-angled as possible to wid-
en the field range of the respective light section sensors
and cover the whole area of the outer periphery of the
vehicle using a small number of light section sensors.
[0020] Further, since only the light in the vicinity of
wavelength of the laser beam that each light section sen-
sor mounts is passed through the narrow-band filter 205,
amount of ambient light can be suppressed significantly.
[0021] The intensity of the linear laser beam 102 irra-
diated from the laser source unit 201 is changed in sev-
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eral steps by fixed frequencies: F (Hz) so as to synchro-
nize with photographing rates: F (fps) of the photograph-
ing unit 202 by controlling applied voltage by the laser
intensity control unit to the laser controller, as illustrated
in FIG. 3, and the laser source unit 201 is controlled to
repeat this operation in laser intensity modulation cycle
periods: T(s).
[0022] Next, a flow of measurement in executing the
present invention will be described with reference to FIG.
4.
[0023] Along with the starting of measurement, the ve-
hicle 101 starts moving from a rear side of the rack 104
toward the rack (step S401).
[0024] After movement is started, moving distance of
the vehicle 101 is monitored to determine whether the
vehicle has reached a measurement start position set in
advance (step S402), changing the intensity of the linear
laser beams irradiated from the respective light section
sensors in several steps for fixed frequencies: F(Hz) from
the point in time when the vehicle has moved to the meas-
urement start position set in advance (step S403), and
photographing the light section lines successively by the
photographing unit 202 using a preset photographing
rate: F (fps) (step S404).
[0025] During measurement, the moving distance of
the vehicle 101 is continuously monitored by the vehicle
moving distance measurement sensor 105, and each
time the vehicle moves for a predetermined distance
(step S405), calculation of external shape of the vehicle
based on the photographed light section lines (step
S406) and determination on whether a vehicle gauge has
been exceeded (whether all coordinate points of the ex-
ternal shape of the vehicle being measured is within a
coordinate range indicating the vehicle gauge) are per-
formed (step S407), wherein if the vehicle gauge has
been exceeded, the points having exceeded the vehicle
gauge are displayed (step S408).
[0026] Steps S401 through S408 are repeated until it
has been determined that the measurement position of
the vehicle 101 has reached a measurement end position
set in advance (step S409), and areas having exceeded
the vehicle gauge are displayed for all measurement po-
sitions of the vehicle.
[0027] In the following description, a flow of the process
for calculating external shape of the vehicle illustrated in
S406 of FIG. 4 will be described with reference to a flow-
chart showing a subroutine of the calculation of external
shape of the vehicle illustrated in FIG. 5.
[0028] In the photographed images, images in which
laser intensities irradiated for each laser intensity mod-
ulation cycle are varied in multiple steps are repeatedly
included in each laser intensity modulation cycle: T (s),
so that processing is performed by setting images within
the same laser intensity modulation cycle as a single
processing unit.
[0029] In this case, the number of images included in
a single processing unit: N can be calculated from N = T
3 F based on the laser intensity modulation cycle period:

T (s) and the photographing rate: F (fps).
[0030] After starting the process, detection of light sec-
tion line pixels by detecting that the value of pixels has
exceeded a threshold value in the respective photo-
graphed images having different measurement laser
beam intensities (step SS501), calculation of mean pixel
value: M [i] of pixels detected as light section lines in the
respective photographed images and storage of calcu-
lated value to the memory are performed (step SS502),
and a count value of number of processed images: i is
updated (step SS503).
[0031] Next, determination on whether the number of
processed image has reached the single processing unit
number is performed (step SS504), and if the number of
processed images has reached the single processing
unit number, detected mean pixel values: M [i] of the re-
spective photographed images calculated in SS502 are
compared, and the light section line having the highest
mean value is selected. In this state, since the accuracy
of the calculated shape will be deteriorated if the pixel
value of the light section line is saturated, determination
is performed on whether the mean pixel value of the de-
tected pixels has not reached the saturation value of pix-
els and the value is the highest value (step SS), and if
the determination condition of SS505 is satisfied, a max-
imum mean pixel value: M and image number where the
mean pixel value becomes maximum: ks are updated
(step SS506).
[0032] Next, the number of compared images whose
mean values are compared: k is updated (step SS507)
to determine whether the number of compared images:
k has reached the single processing unit number: N (step
SS508), and calculation of external shape of the vehicle
is performed using the light section line of the image
number: ks having the highest detected mean pixel value
at the point in time when the number of compared images:
k has reached the number of single processing unit: N
(step SS509).
[0033] The calculation processing of external shape of
the vehicle described above can also be performed after
vehicle movement is completed.
[0034] As a modified example of FIG. 4, a flow of per-
forming the calculation processing of external shape of
the vehicle after completing vehicle movement will be
described with reference to FIG. 6.
[0035] In this case, the processing performed from
steps S601 through S604 is the same as FIG. 4, but in
FIG. 6, calculation of external shape of the vehicle is not
performed while the vehicle is moving, and after deter-
mining that the vehicle has reached the measurement
end position (step S605), the process of calculating the
external shape of the vehicle (step S607) and the process
of determining whether vehicle gauge has been exceed-
ed (step S608) are performed until the processing of all
measurement images has been completed (step S606),
and as for the position determined to have exceeded the
vehicle gauge is displayed, similar to FIG. 4 (step S609).
[0036] In the method for measuring the external shape
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of railroad vehicle, normally, the amount of reflected light
of the laser beam for measurement is affected greatly by
the paint color, but according to the first embodiment of
the present invention, the laser beam intensity of light
section line used for measurement can be selected, so
that deterioration of shape accuracy caused by using an
inappropriate laser intensity (too strong or too weak) with
respect to the paint color of the vehicle can be reduced,
and highly accurate shape measurement is enabled.

Second Embodiment

[0037] Now, a method for measuring external shape
of railroad vehicle according to a second embodiment of
the present invention will be described with reference to
FIGs. 7 and 8. The same configurations as the first em-
bodiment are denoted with the same reference numbers
and descriptions thereof are omitted.
[0038] The present second embodiment characterizes
in that, as illustrated in FIG. 7, a laser source unit 701
capable of generating multiple wavelengths correspond-
ing to a wavelength range of respective pixels corre-
sponding to RGB (red, green and blue) of a color camera
is provided, and a color camera 702 is used as imaging
camera.
[0039] If a color camera is used as the imaging camera,
since a color filter allowing light of a corresponding wave-
length range for each RGB pixel to pass through is mount-
ed, amount of ambient light out of the corresponding
wavelength range can be suppressed significantly for the
respective RGB pixels, and an advantage is realized
where signal to noise ratio (SN ratio) is improved com-
pared to the case where a monochrome camera is used.
[0040] Lights of multiple wavelengths can be generat-
ed by preparing multiple laser devices of wavelengths
respectively corresponding to R, G and B, or by using a
laser having a wide wavelength range covering R, G and
B.
[0041] If multiple laser sources are used, light paths of
light irradiated from multiple laser sources are bundled
by an optical element and irradiated as a single laser
beam, and if intensity modulation of laser beam is to be
performed, the intensity of multiple laser beams is
changed at the same timing. The flow of measurement
for carrying out the present invention is the same as that
illustrated in FIG. 4 or FIG. 6.
[0042] The following describes a process for calculat-
ing the external shape of a vehicle based on the photo-
graphed light section lines (S406 of FIG. 4, S607 of FIG.
6) with reference to a subroutine flowchart of calculation
of external shape of vehicle illustrated in FIG. 8.
[0043] Similar to the first embodiment, photographed
images in which laser intensities are varied in multiple
steps are repeatedly included in each laser intensity mod-
ulation cycle of the photographed images, so that
processing is performed by setting images within the
same laser intensity modulation cycle as a single
processing unit.

[0044] When processing is started, detection of light
section line pixels is performed by detecting pixels whose
pixel value has exceeded a threshold value set in ad-
vance in the respective photographed images of different
measurement laser beam intensities, whereas in the
present embodiment, light section lines of light having
multiple wavelengths are photographed using color cam-
era, so that respective photographed images having dif-
ferent measurement laser beam intensities are separat-
ed into RGB component images (step SS801).
[0045] In this state, as already well known, light section
line of light having a wavelength of red appears strongly
in R component image, light section line of light having
a wavelength of green appears strongly in G component
image, and light section line of light having a wavelength
of blue appears strongly in B component image.
[0046] Next, the sum of pixel values of respective com-
ponents of R, G and B are calculated (step SS802), and
determination of threshold with respect to the sum of pixel
values of selected RGB components is performed to de-
tect light section line pixels (step SS803).
[0047] Calculation of mean value: M [i] of the sum of
pixel values of pixels detected as light section lines and
storage of the calculated value to the memory is per-
formed (step SS804), and count value of the number of
processed images: i is updated (step SS805), to deter-
mine whether the number of processed images has
reached the single processing unit number (step SS806).
[0048] If the number of processed images has reached
the single processing unit number, the mean values of
detected pixel values of respective photographed images
calculated in SS804 are compared, and the light section
line having the highest mean value is selected.
[0049] Similar to the first embodiment, the shape cal-
culation accuracy is deteriorated if the pixel value of the
light section line is saturated, so that whether the mean
pixel value of the detected pixel has not reached the pixel
saturation value and whether the value is the highest
value is determined (step SS807), and if the determina-
tion condition of SS807 is satisfied, the maximum mean
pixel value: M and the image number: ks where the mean
pixel value becomes maximum are updated (step
SS808).
[0050] Next, the number of images having mean val-
ues compared: k is updated (step SS809), whether the
number of compared images: k has reached the single
processing unit number: N is determined (step SS810),
and calculation of external shape of the vehicle is per-
formed using the light section line of the image number:
ks having the highest detected mean pixel value at the
point in time when the number of compared images: k
has reached the single processing unit number: N is per-
formed (step SS811).
[0051] In the method for measuring external shape of
railroad vehicle according to the second embodiment of
the present invention, in addition to the modulation of
measurement laser intensity described in the first em-
bodiment, it is also possible to consider the combination
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of measurement laser wavelengths with respect to paint
color in detecting light section lines.
[0052] Therefore, if reflectivity of paint color with re-
spect to the wavelength of laser beam for measurement
is extremely low and the detection intensity of light section
line is insufficient, by increasing the laser intensity when
only one type of wavelength is used in the laser beam
for measurement, accurate measurement is enabled by
using laser beams having wavelengths where reflectivity
of the paint color becomes higher.

Third Embodiment

[0053] Now, a method for measuring external shape
of railroad vehicle according to a third embodiment of the
present invention will be described with reference to
FIGs. 9 through 13. Components that are the same as
the first and second embodiments are denoted with the
same reference numbers, and descriptions thereof are
omitted.
[0054] FIGs. 9A and 9B illustrate one example of a
configuration of a device for measuring the external
shape of a railroad vehicle according to the present em-
bodiment.
[0055] In the present third embodiment, a linear object
901 serving as a reference line is attached to cover both
ends of the side surface of the railroad vehicle, and linear
laser beams 102 are irradiated on the side surface of the
linear object 901 serving as the reference line in addition
to the side surface of vehicle, to thereby simultaneously
detect a light section line 1002 of the side surface of the
vehicle and a light section line 1003 of the linear object
901 illustrated in FIG. 10B in a field range 1001 of the
light section sensor illustrated in FIG. 10A.
[0056] Then, amount of deviation of the vehicle from a
reference position of rail is calculated based on position
variation of the light section line 1003 caused by mean-
dering of the vehicle, and correction of the calculated
result in the image selection and shape calculation unit
is performed by the calculated result.
[0057] An object having ensured straightness in the
order of submillimeter is preferable as the linear object
901 serving as the reference line, but since the whole
length of the railroad vehicle is generally as long as ap-
proximately 20 meters, it is difficult to manufacture an
object having an ensured straightness in the order of sub-
millimeter to cover the whole length of the railroad vehi-
cle.
[0058] If the linear object itself serving as the reference
line is meandered from the reference position, it is difficult
to determine whether the position variation of light section
line by the linear object 901 is caused by the meandering
of the line object 901 itself serving as the reference line
or whether it is caused by the meandering of the vehicle.
[0059] Therefore, in the present embodiment, an ex-
ample is described where an object such as a string (or
cord) that is not meandered if tension is applied is used.
[0060] FIG. 11 illustrates a flow of measurement of a

case where the method for measuring external shape of
railroad vehicle according to the third embodiment is per-
formed.
[0061] Steps S1101 through S1103 are the same as
steps S401 through S403 of FIG. 4, but during photo-
graphing of light section line in S1104, light section lines
of the side surface of the vehicle and the linear object
901 are detected simultaneously, and after completing
measurement, calculation and correction of the external
shape of the vehicle and the amount of meandering of
vehicle are performed.
[0062] In the following description, the flow of the proc-
ess for calculating and correcting the amount of mean-
dering of vehicle based on the light selection line of the
string being photographed (step S1108 illustrated in FIG.
11) will be described with reference to a subroutine flow-
chart of calculation and correction of amount of mean-
dering of vehicle illustrated in FIG. 12.
[0063] Similar to the first embodiment, photographed
images in which laser intensities are varied in multiple
steps are repeatedly included in each laser intensity mod-
ulation cycle of the photographed images, so that
processing is performed by setting images within the
same laser intensity modulation cycle as a single
processing unit.
[0064] In this case, the most preferable laser beam in-
tensity can be determined in advance by using a string
having the same color and quality across the whole
length, the light selection line of the laser beam intensity
determined in advance is selected from among the single
process images (step SS1201), and light selection line
of the string is detected by detecting the pixel having a
pixel value that exceeds a threshold value set in advance
(step SS1202), and thereafter, the processes of SS1201
and SS1202 are repeatedly performed for all designated
photographed images (step SS1203).
[0065] In order to calculate the position variation of
string based on the light section line of the string detected
in step SS1202, a linear position deviation along a direc-
tion perpendicular to the rail caused by the string not
being positioned completely in parallel with the rail (incli-
nation component of string) and vibration of the string
caused by the movement of the vehicle (vibrational com-
ponent of string) are superposed in the light section line
data, so that it is necessary to remove the effect of these
components on the light section line position of the string.
[0066] The inclination component of the string is linear
to the rail direction position, so data array of the light
section line of the string detected in step SS1202 is con-
verted into a rail coordinate system data array where the
rail direction position and position perpendicular to the
rail are set as coordinate axes (step SS1204), the linear
component in the data array is calculated by fitting the
linear expression to the data array, and removing the
linear component (inclination component of string) from
the data array (step SS1205).
[0067] Next, since the vibration component of the string
includes a component that varies in fixed cycles, the data
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array of the light section line of the string after removing
the linear component is converted into time data array in
which the data sampling time and position in the direction
perpendicular to the rail are set as coordinate axes (step
SS1206), the vibrational component of the string is re-
moved using a low pass filter capable of removing the
vibration period of the string (step SS1207), and data
array of light section line of the string having removed
the inclination component of the string and the vibration
component of the string (position variation data of string)
is acquired.
[0068] As described, the data of light section line of the
string is data acquired at fixed time intervals (intervals of
laser intensity modulation cycle period) by determining
the laser beam intensity in advance, so that the filtering
process can be performed easily.
[0069] Moreover, period of vibration of the string can
be expressed by expression (1) based on tension for
stretching the string and the value of linear density of the
string, and the actual vibration is a composition of a plu-
rality of orders of modes, but by applying a low pass filter
that removes frequencies greater than a primary mode
having the lowest vibration frequency, vibration compo-
nents of multiple modes can be removed.
[Expression 1] 

[S: tension of string (N), p: linear density of string (kg/m),
I: length of code (m), n: nth mode vibration]
[0070] Lastly, the position variation data array of the
string in the perpendicular direction of the rail acquired
in step SS1207 is added to or subtracted from external
shape data of the vehicle acquired by light section sen-
sors, by which the correction of error of external shape
of the vehicle caused by meandering of the vehicle is
performed (step SS1208).
[0071] Next, an example of position variation meas-
urement data of the string will be described with reference
to FIG. 13. FIG. 13 has extracted a partial section of data
from among the position variation data of the string ac-
quired for the whole length of the vehicle.
[0072] Data array 1301 of FIG. 13a illustrates a data
array of the detected light section line of the string con-
verted into a rail coordinate system in which the position
in the rail direction and position in the direction perpen-
dicular to the rail are set as coordinate axes, and data
array 1302 of FIG. 13B illustrates a linear component
(inclination component of string) acquired by fitting a lin-
ear expression to data array 1301 of FIG. 13A.
[0073] Data array 1301 of FIG. 13C is acquired by re-
moving the component of 1302 of FIG. 13B from 1301
of FIG. 13A, and data array1301 of FIG. 13E illustrating
a position variation data array of the string caused by
meandering of the vehicle can be acquired by removing
1303 of FIG. 13D corresponding to a vibration component

of the string by applying a low pass filter to 1301 of FIG.
13C.
[0074] In the method for measuring external shape of
railroad vehicle according to the third embodiment of the
present invention, laser beams for measuring the exter-
nal shape of the vehicle is used to measure the amount
of deviation of position of the linear object 901 simulta-
neously as measuring the side surface of the vehicle, the
cross section of the side surface of vehicle being meas-
ured and the amount of positional deviation in the same
cross section can be detected highly accurately, and the
measurement accuracy of the external shape of the ve-
hicle can be improved.
[0075] The present invention is not limited to the em-
bodiments illustrated above, and various modifications
are included. For example, the above-described embod-
iment is illustrated in detail to help understand the present
invention, and the invention is not necessarily required
to include all the configurations described above.
[0076] A part of a configuration of a certain embodi-
ment can be replaced with a configuration of other em-
bodiments, or a configuration of a certain embodiment
can be added to the configurations of other embodi-
ments.
[0077] A configuration of a certain embodiment can be
added to, deleted from or replaced with configurations of
other embodiments.

[Reference Signs List]

[0078] 101 railroad vehicle, 102 linear laser beam, 103
light section sensor, 104 sensor rack, 105 vehicle moving
distance measurement sensor, 201 laser source unit,
202 photographing unit, 203 imaging camera, 204 imag-
ing lens, 205 narrow-band filter, 701 multiple wavelength
laser source unit, 702 color camera, 901 linear object,
1001 field range of light section sensor, 1002 light section
line of side surface of vehicle, 1003 light section line of
linear object, 1301 light section line data array of string
in rail coordinate system, 1302 linear component of light
section line data array of string in rail coordinate system,
1303 vibrational component of light section line data ar-
ray of string in rail coordinate system.

Claims

1. A method for measuring external shape of railroad
vehicle by irradiating a plurality of linear laser beams
continuously to an outer peripheral surface of a rail-
road vehicle and measuring the external shape of
the railroad vehicle based on irradiation position of
the linear laser beams on the railroad vehicle and a
two-dimensional plane projected image of the linear
laser beams irradiated on the outer peripheral sur-
face of the railroad vehicle, the method comprising:

a photographing step of photographing a plural-
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ity of images of different linear laser beam inten-
sities by switching intensity of the linear laser
beams while irradiating on the railroad vehicle;
a selecting step of selecting a photographed im-
age having a most suitable laser beam intensity
of the measurement position from among a plu-
rality of images having different linear laser
beam intensities, and
a calculating step of calculating the external
shape of the railroad vehicle from the selected
photographed image.

2. The method for measuring external shape of railroad
vehicle according to claim 1,
wherein the linear laser beam comprises multiple
wavelength ranges corresponding to respective
RGB pixels of the photographed image.

3. The method for measuring external shape of railroad
vehicle according to claim 1 or claim 2,
wherein in the selecting step, pixel values of a plu-
rality of images having different linear laser beam
intensities are compared, and a light section line hav-
ing the pixel value that has not reached a saturation
value and that has a highest value is selected.

4. The method for measuring external shape of railroad
vehicle according to claim 1 or claim 2, the method
further comprising
a deviation amount detection step of detecting an
amount of deviation of the railroad vehicle from a
reference position of the rail at an irradiation position
of the linear laser beam on the railroad vehicle, and
a deviation amount correction step of correcting the
detected amount of deviation of the railroad vehicle
from the reference position of the rail.

5. The method for measuring external shape of railroad
vehicle according to claim 4,
wherein in the deviation amount detection step, a
light section line of a linear object attached to both
ends of the vehicle and a side surface of the vehicle
are detected simultaneously.

6. The method for measuring external shape of railroad
vehicle according to claim 4,
wherein in the deviation amount correction step, an
amount of position variation of the light section line
of the linear object in a direction perpendicular to the
rail is calculated, and the amount of position variation
is added to or subtracted from external shape data
of the vehicle.

7. A device for measuring external shape of railroad
vehicle by irradiating a plurality of linear laser beams
continuously to an outer peripheral surface of a rail-
road vehicle and measuring the external shape of
the railroad vehicle based on irradiation position of

the linear laser beams on the railroad vehicle and a
two-dimensional plane projected image of the linear
laser beams irradiated on the outer peripheral sur-
face of the railroad vehicle, the device comprising:

a mechanism for generating the plurality of linear
laser beams, a mechanism for specifying an ir-
radiation position on the railroad vehicle onto
which the plurality of linear laser beams are to
be irradiated, a mechanism for irradiating the
plurality of linear laser beams with intensities of
the linear laser beams switched, a mechanism
for photographing images of the plurality of lin-
ear laser beams irradiated onto the outer periph-
eral surface of the railroad vehicle, a mechanism
for selecting a photographed image of the linear
laser beam most suitable for a measurement po-
sition from the photographed images of the plu-
rality of linear laser beams, and a mechanism
for calculating the external shape of the railroad
vehicle from the selected photographed image
of the linear laser beam;
wherein the mechanism for irradiating the plu-
rality of linear laser beams with an intensity of
the linear laser beams switched irradiates the
linear laser beams on the outer peripheral sur-
face of the railroad vehicle with the intensities
of the linear laser beams switched,
the mechanism for photographing images of the
plurality of linear laser beams irradiated onto the
outer peripheral surface of the railroad vehicle
photographs a plurality of images of different lin-
ear laser beam intensities,
the mechanism for selecting the photographed
image of the linear laser beam most suitable for
the measurement position selects the photo-
graphed image having the laser beam intensity
most suitable for the measurement position from
among the plurality of images between which
the intensities of the plurality of linear laser
beams differ, and
the mechanism for calculating the external
shape of the railroad vehicle calculates the ex-
ternal shape of the railroad vehicle from the se-
lected photographed image.

8. The device for measuring external shape of railroad
vehicle according to claim 7, wherein the linear laser
beam comprises multiple wavelength ranges corre-
sponding to respective RGB pixels of the photo-
graphed image.

9. The device for measuring external shape of railroad
vehicle according to claim 7 or claim 8,
wherein the mechanism for selecting the photo-
graphed image of the linear laser beam most suitable
for the measurement position compares pixel values
of a plurality of images having different linear laser
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beam intensities, and selects a light section line
whose pixel value has not reached a saturation value
and that shows a highest value.

10. The device for measuring external shape of railroad
vehicle according to claim 7 or claim 8,
further comprising a mechanism for detecting an
amount of deviation of the railroad vehicle from a
reference position of a rail of the railroad vehicle at
the irradiation position onto which the linear laser
beam is irradiated on the railroad vehicle, and a
mechanism for correcting the detected amount of
deviation from the reference position of the rail of the
railroad vehicle

11. The device for measuring external shape of railroad
vehicle according to claim 10,
wherein the mechanism for detecting the amount of
deviation of the railroad vehicle from the reference
position of the rail comprises a linear object arranged
on both ends of the railroad vehicle, the mechanism
simultaneously detecting a light section line of the
linear object and the side surface of the vehicle.

12. The device for measuring external shape of railroad
vehicle according to claim 10,
wherein the mechanism for detecting the amount of
deviation of the railroad vehicle from the reference
position of the rail calculates an amount of position
variation of light section line of the linear object in a
direction perpendicular to the rail, and adds or sub-
tracts the amount of position variation to or from the
external shape data of the vehicle.
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