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(57) The present disclosure relates to a reception ap-
paratus and method, a transmission apparatus and meth-
od, and a program, capable of obtaining desired commu-
nication quality.

Under the control of a central control unit, a tactile
signal generation unit generates a tactile signal of a nec-
essary number. Under the control of the central control
unit, a header generation unit generates header informa-
tion including the presence or absence of the tactile signal
(that is, information indicating whether or not the tactile

signal is to be used for each of vibration units as infor-
mation associated with the vibration unit that uses the
tactile signal), the delay amount, and the magnitude. A
signal coupling unit adds header information to each of
the tactile signals from the tactile signal generation unit,
and performs time-division multiplexing on each of the
tactile signals to which the header information has been
added. The present disclosure can be applied to a tactile
presentation system that vibrates a wearable reception
apparatus including the vibration unit, for example.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to a reception
apparatus and method, a transmission apparatus and
method, and a program, and in particular, to a reception
apparatus and method, a transmission apparatus and
method, and a program capable of obtaining desired
communication quality.

BACKGROUND ART

[0002] Conventionally, there is a device that vibrates
to give a user tactile sensations (refer to Patent Docu-
ment 1).

CITATION LIST

PATENT DOCUMENT

[0003] Patent Document 1: Japanese Patent Applica-
tion Laid-Open No. 2011-59821

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0004] In a case where a wearable presentation device
such as a jacket is used, connecting the device to a sys-
tem main body with a wired cable would degrade the
degree of freedom and lower its experiential value.
Therefore, tactile signals for presentation need to be pre-
pared in the presentation device in the jacket or need to
be transmitted to the presentation device from the system
main body by using a radio channel. At that time, imple-
mentation of tactile presentation toward just a few loca-
tions in the jacket would be sufficiently managed with the
use of the existing radio system.
[0005] However, in a case where tactile presentation
is to be provided to a large number of locations (ten lo-
cations or more) in order to raise the experiential value,
there are problems such as insufficient channels (CH)
and deterioration of communication quality just with the
existing radio system.
[0006] The present disclosure has been made in view
of such a situation, and aims to obtain desired commu-
nication quality.

SOLUTIONS TO PROBLEMS

[0007] A reception apparatus according to an aspect
of the present technology includes: a vibration unit that
performs vibration; a reception unit that receives a time-
division multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by adding a
header including description of information associated
with a vibration unit that uses a tactile signal including a

waveform of vibration for vibrating the vibration unit, to
the tactile signal; a separation unit that separates the
tactile signal and the header from the time-division mul-
tiplexed signal received by the reception unit; and a signal
adjustment unit that adjusts the tactile signal separated
by the separation unit in accordance with the header sep-
arated by the separation unit, in which the vibration unit
performs vibration based on the tactile signal adjusted
by the signal adjustment unit.
[0008] The information associated with the vibration
unit that uses the tactile signal is information indicating
whether or not the vibration unit is to use the tactile signal
for each of the vibration units.
[0009] The signal adjustment unit can perform
processing of muting the tactile signal separated by the
separation unit in a case where the header indicates that
the vibration unit is not to use the tactile signal.
[0010] The header includes description of gain infor-
mation and delay information for each of the vibration
units.
[0011] The header includes description of a gain initial
value and slope for each of the vibration units.
[0012] The Information associated with the vibration
unit that uses the tactile signal is information for identi-
fying a plurality of vibration units that uses the tactile sig-
nal.
[0013] The header includes description of a gain initial
value and the slope for each of the plurality of vibration
units.
[0014] The Information associated with the vibration
unit that uses the tactile signal is information for identi-
fying a group including the plurality of vibration units that
uses the tactile signal.
[0015] The header includes description of a position
and time of vibration. The reception apparatus further
includes a gain calculation unit that analyzes a header
separated by the separation unit and refers to a table so
as to obtain a gain change between the vibration units
belonging to the group, and the signal adjustment unit
can adjust the tactile signal separated by the separation
unit in accordance with the header separated by the sep-
aration unit and the gain change calculated by the gain
calculation unit.
[0016] The reception apparatus is formed as a wear-
able apparatus to be worn by a user.
[0017] A reception method according to an aspect of
the present technology is a reception method including
executing, by a reception apparatus: receiving a time-
division multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by adding a
header including description of information associated
with a vibration unit that uses a tactile signal including a
waveform of vibration for vibrating the vibration unit that
performs vibration, to the tactile signal; separating the
tactile signal and the header from the time-division mul-
tiplexed signal received; adjusting the separated tactile
signal in accordance with the separated header; and per-
forming vibration based on the adjusted tactile signal.

1 2 
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[0018] A program according to an aspect of the present
technology causes a computer to function as: a reception
unit that receives a time-division multiplexed signal ob-
tained by performing time-division multiplexing on a sig-
nal obtained by adding a header including description of
information associated with a vibration unit that uses a
tactile signal including a waveform of vibration for vibrat-
ing the vibration unit that performs vibration, to the tactile
signal; a separation unit that separates the tactile signal
and the header from the time-division multiplexed signal
received by the reception unit; a signal adjustment unit
that adjusts the tactile signal separated by the separation
unit in accordance with the header separated by the sep-
aration unit; and the vibration unit that performs vibration
based on the tactile signal adjusted by the signal adjust-
ment unit.
[0019] A transmission apparatus according to another
aspect of the present technology includes: a tactile signal
generation unit that generates a tactile signal including
a waveform of vibration for vibrating a vibration unit; a
header generation unit that generates a header including
description of information associated with the vibration
unit that uses a tactile signal generated by the tactile
signal generation unit; a time-division multiplexing unit
that performs time-division multiplexing on the tactile sig-
nal generated by the tactile signal generation unit and to
which the header generated by the header generation
unit has been added; and a transmission unit that trans-
mits the signal time-division multiplexed by the time-di-
vision multiplexing unit.
[0020] The information associated with the vibration
unit that uses the tactile signal is information indicating
whether or not the vibration unit is to use the tactile signal
for each of the vibration units.
[0021] The header includes description of gain infor-
mation and delay information for each of the vibration
units.
[0022] The information associated with the vibration
unit that uses the tactile signal is information associated
with operation of the plurality of vibration units that uses
the tactile signal.
[0023] The Information associated with the vibration
unit that uses the tactile signal is information for identi-
fying a group including the plurality of vibration units that
uses the tactile signal.
[0024] The reception apparatus provided with the vi-
bration unit is formed as a wearable apparatus to be worn
by a user.
[0025] A transmission method according to another as-
pect of the present technology includes executing, by a
transmission apparatus: generating a tactile signal in-
cluding a waveform of vibration for vibrating a vibration
unit; generating a header including description of infor-
mation associated with the vibration unit that uses the
generated tactile signal; performing time-division multi-
plexing on the tactile signal generated by the tactile signal
generation unit and to which the header generated by
the header generation unit has been added; and trans-

mitting the time-division multiplexed signal.
[0026] A program according to another aspect of the
present technology causes a computer to function as: a
tactile signal generation unit that generates a tactile sig-
nal including a waveform of vibration for vibrating a vi-
bration unit; a header generation unit that generates a
header including description of information associated
with a vibration unit that uses the tactile signal generated
by the tactile signal generation unit; a time-division mul-
tiplexing unit that performs time-division multiplexing on
the tactile signal generated by the tactile signal genera-
tion unit and to which the header generated by the header
generation unit has been added; and a transmission unit
that transmits the signal time-division multiplexed by the
time-division multiplexing unit.
[0027] In one aspect of the present technology, a time-
division multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by adding a
header including description of information associated
with a vibration unit that uses a tactile signal including a
waveform of vibration for vibrating the vibration unit that
performs vibration, to the tactile signal, is received. Sub-
sequently, the tactile signal and the header are separated
from the time-division multiplexed signal received, the
separated tactile signal is adjusted in accordance with
the separated header, and vibration based on the adjust-
ed tactile signal is performed.
[0028] In another aspect of the present technology, a
tactile signal including a waveform of vibration for vibrat-
ing a vibration unit is generated, and a header including
description of information associated with the vibration
unit that uses the generated tactile signal is generated.
Subsequently, the tactile signal to which the generated
header has been added is time-division multiplexed, and
the time-division multiplexed signal is transmitted.

EFFECTS OF THE INVENTION

[0029] According to the present technology, desired
communication quality can be obtained, in particular.
[0030] Note that effects described in the present de-
scription are provided for purposes of exemplary illustra-
tion and effects of the present technology are not intend-
ed to be limited to the effects described in the present
description, and still other additional effects may also be
contemplated.

BRIEF DESCRIPTION OF DRAWINGS

[0031]

Fig. 1 is a diagram illustrating an exemplary config-
uration of a tactile presentation system according to
the present technology.
Fig. 2 is a view illustrating a configuration example
of an appearance of a wearable reception apparatus.
Fig. 3 is a diagram illustrating a configuration exam-
ple of a transmission apparatus and a wearable re-
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ception apparatus of the tactile presentation system.
Fig. 4 is a diagram illustrating a packet configuration
example including header information.
Fig. 5 is a block diagram illustrating an exemplary
configuration of a transmission apparatus.
Fig. 6 is a flowchart illustrating transmission process-
ing of a transmission apparatus.
Fig. 7 is a block diagram illustrating an exemplary
configuration of a wearable reception apparatus.
Fig. 8 is a block diagram illustrating an exemplary
configuration of the signal adjustment unit.
Fig. 9 is a flowchart illustrating reception processing
of a wearable reception apparatus.
Fig. 10 is a diagram illustrating an example of a time-
division multiplexing operation on a transmission
side.
Fig. 11 is a diagram illustrating an example of header
information.
Fig. 12 is a diagram illustrating an example of time-
division multiplexing operation in which time shift
management has been performed.
Fig. 13 is a diagram illustrating an example of time-
division multiplexing operation in which gain (ampli-
tude) management has been performed.
Fig. 14 is a diagram illustrating an example of time-
division multiplexing operation using a plurality of
channels (Chs).
Fig. 15 is a diagram illustrating another transmission
method (1) .
Fig. 16 is a diagram illustrating a packet configuration
example according to the transmission method (1)
in Fig. 15.
Fig. 17 is a diagram illustrating another transmission
method (2) .
Fig. 18 is a diagram illustrating a packet configuration
example according to the transmission method (2)
in Fig. 17.
Fig. 19 is a diagram illustrating another transmission
method (3) .
Fig. 20 is a diagram illustrating a packet configuration
example according to the transmission method (3)
in Fig. 19.
Fig. 21 is a diagram illustrating a configuration ex-
ample of a demultiplexer and a signal adjustment
unit of a wearable reception apparatus in a case of
another transmission method.
Fig. 22 is a block diagram illustrating an example of
a personal computer.

MODE FOR CARRYING OUT THE INVENTION

[0032] Hereinafter, embodiments of the present disclo-
sure (hereinafter, embodiment(s)) will be described. Note
that description will be presented in the following order.

1. First embodiment
2. Second embodiment
3. Third embodiment

<1. First embodiment>

<Configuration example of tactile presentation system>

[0033] Fig. 1 is a diagram illustrating an exemplary con-
figuration of a tactile presentation system according to
the present technology. Note that the tactile presentation
represents giving vibration. Accordingly, hereinafter, vi-
bration is also referred to as tactile presentation.
[0034] In the example of Fig. 1, a tactile presentation
system 1 includes a transmission apparatus 11, wearable
reception apparatuses 12a to 12o worn by users 13a to
13o, and a reception area 14. Note that the wearable
reception apparatuses 12a to 12o are referred to as a
wearable reception apparatus 12 unless distinction is
needed in particular, and the users 13a to 13o are ap-
propriately referred to as the user 13 unless distinction
is needed in particular.
[0035] The transmission apparatus 11 is configured to
be movable, and includes an antenna 21.
[0036] The antenna 21 is omnidirectional and trans-
mits a broadcasting signal toward the reception area 14.
Note that the antenna 21 may be directional. In this case,
the antenna 21 has a video projection function and trans-
mits a specific-area oriented signal toward a specific area
(not illustrated) within the reception area 14 to which a
video is projected by the video projection function.
[0037] The wearable reception apparatus 12 is a re-
ception apparatus of a jacket (vest) shape worn by the
user 13. The wearable reception apparatus 12 receives
a signal from the antenna 21 within the reception area
14. The wearable reception apparatus 12 includes a vi-
bration unit (actuator) 31 for vibrating the body of the user
13, and vibrates the body of the user 13 in accordance
with a signal from the antenna 21.
[0038] The user 13 is one of a plurality of users wearing
the wearable reception apparatus 12 and is freely moving
within the reception area 14. The reception area 14 is an
area capable of receiving a signal from the antenna 21.
[0039] Fig. 2 is a view illustrating a configuration ex-
ample of an appearance of the wearable reception ap-
paratus 12.
[0040] As illustrated in Fig. 2, the wearable reception
apparatus 12 is formed with a wearable jacket, and in-
cludes vibration units 31-1R to 31-3R as tactile presen-
tation devices, and vibration unit 31-1L to 31-3L provided
in left-right pairs on chest to abdominal regions. The vi-
bration units 31-1R to 31-3R and the vibration units 31-1L
to 31-3L may vibrate at a same timing or may vibrate at
different timings, respectively. Furthermore, speakers
32R and 32L are provided on shoulder portions of the
jacket, whereby the user 13 can receive vibration of the
vibration units 31-1R to 31-3R and the vibration units
31-1L to 31-3L and sounds from the speakers 32R and
32L and can thereby enjoy tactile sensation and sound
full of realistic feeling.
[0041] Note that the vibration units 31-1R to 31-3R and
the vibration units 31-1L to 31-3L are referred to as the
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vibration unit 31 unless distinction is needed in particular.
While the example of Fig. 2 illustrates an exemplary case
where number of the vibration unit 31 is six, the actual
number of the vibration unit 31 is ten or more, for example.
Note that the number of vibration units 31 is not limited
to ten or more, and may be any number as long as it is
more than one. Additionally, the speakers 32R and 32L
will also be referred to as a speaker 32 unless distinction
is needed in particular. Note that for convenience of ex-
planation, the vibration unit 31 will be simply referred to
as an actuator in some cases.
[0042] Fig. 3 is a diagram illustrating a configuration
example of a transmission apparatus and a wearable re-
ception apparatus of the tactile presentation system.
[0043] In the tactile presentation system 1 of Fig. 3,
the transmission apparatus 11 includes the antenna 21,
and selects only the signal line that carries a tactile signal
to the vibration units 31-1 to 31-n among tactile signals
1 to n, and transmits the signal via the antenna 21.
[0044] The wearable reception apparatus 12 includes
an omnidirectional antenna 41, for example. Note that
the antenna 41 may have directivity or need not have
directivity, regardless of the presence or absence of di-
rectivity on the transmission side. The wearable recep-
tion apparatus 12 reads the correspondence of the tactile
signal received via the antenna 41 to the order of the
vibration unit 31, and outputs the tactile signal to the vi-
bration unit 31 corresponding to the number out of the
vibration units 31-1 to 31-n.
[0045] As described above, in order to transfer the cor-
responding number between the transmission side and
the reception side, the tactile presentation system 1
transmits header information before transmission of the
tactile signal.
[0046] Fig. 4 is a diagram illustrating a packet config-
uration example including header information. In the
packet configuration, a tactile signal is provided after the
header. In the header, it is prescribed such that a value
(0/1) corresponding to the number of each of the vibration
units 31 being "1" means the presence of a tactile signal
(this tactile signal is to be used), and the value being "0"
means the absence of the tactile signal (this tactile signal
is not to be used). That is, header includes information
indicating whether or not to use the tactile signal for each
of the vibration units, as information associated with the
vibration unit that uses a tactile signal.

<Configuration example of transmission apparatus>

[0047] Fig. 5 is a block diagram illustrating an exem-
plary configuration of a transmission apparatus.
[0048] In the example of Fig. 5, the transmission ap-
paratus 11 includes a central control unit 51, a tactile
signal generation unit 52, a header generation unit 53, a
signal coupling unit 57, and a signal transmission unit 58.
[0049] The central control unit 51 is constituted by a
CPU and the like, for example, and controls generation
of tactile signals by the tactile signal generation unit 52,

header generation by the header generation unit 53 and
the like on the basis of the way of vibrating the vibration
unit 31 on the basis of an operation signal from an oper-
ation unit (not illustrated) from the user. For example, the
central control unit 51 issues an instruction to the tactile
signal generation unit 52 indicating "outputting a tactile
signal of pattern A to the vibration unit 31-1R". While the
following description will use this instruction method, the
method of instructing the tactile signal generation unit 52
by the central control unit 51 can include "a ball hit", for
example. In this case, the tactile signal generation unit
52 processes which vibration unit 31 is to be vibrated. At
that time, the information associated with the vibration
unit 31 to be used is logically transmitted from the tactile
signal generation unit 52 to the header generation unit 53.
[0050] Note that, as will be described in detail later, for
example, in a case where an identical tactile signal is
output to the vibration unit 31-1 and the vibration unit
31-2, a tactile signal for the vibration unit 31-1 is to be
generated and a tactile signal for the vibration unit 31-2
is not to be generated, and instead, the use of the vibra-
tion unit 31-2 is set to 1 in the header of the tactile signal
for the vibration unit 31-1. Furthermore, in a case where
the tactile signal for the vibration unit 31-3 is different
from the tactile signal of the vibration unit 31-1 merely in
gain, the tactile signal for the vibration unit 31-3 is not to
be generated and instead, the use of the vibration unit
31-3 is set to 1 in the header of the tactile signal for the
vibration unit 31-1 with insertion of a gain value, or the
like. In this manner, the central control unit 51 compre-
hensively controls individual portions of the transmission
apparatus 11.
[0051] Under the control of the central control unit 51,
the tactile signal generation unit 52 generates a tactile
signal of a necessary number, and outputs the generated
tactile signal to the signal coupling unit 57, individually.
Note that the tactile signal does not indicate vibration of
all the vibration units 31 and there are cases where 0 is
transmitted, or the signal can be a discrete signal as well.
[0052] Under the control of the central control unit 51,
the header generation unit 53 generates header informa-
tion including the presence or absence of a tactile signal
(that is, information indicating whether or not a tactile
signal is to be used for each of vibration units), the delay
amount, and the magnitude, and outputs the generated
header information to the signal coupling unit 57.
[0053] The signal coupling unit 57 adds the header in-
formation to each of the tactile signals from the tactile
signal generation unit 52, and performs time-division mul-
tiplexing on each of the tactile signals from the tactile
signal generation unit 52 to which header information has
been added, and then, outputs the time-division multi-
plexed signal to the signal transmission unit 58. That is,
a header is generated in order to perform time-division
multiplexing on each of tactile signals from the tactile
signal generation unit 52.
[0054] The signal transmission unit 58 transmits the
signal time-division multiplexed by the signal coupling
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unit 57 as a radio signal via the antenna 21.

<Example of operation of transmission apparatus>

[0055] Next, transmission processing of the transmis-
sion apparatus 11 will be described with reference to Fig.
6.
[0056] In step S11, under the control of the central con-
trol unit 51, the tactile signal generation unit 52 generates
a tactile signal of a necessary number, and outputs the
generated tactile signal to the signal coupling unit 57.
[0057] In step S12, under the control of the central con-
trol unit 51, the header generation unit 53 generates
header information including the presence or absence of
a tactile signal, the delay amount, and the magnitude,
and outputs the generated header information to the sig-
nal coupling unit 57.
[0058] In step S13, the signal coupling unit 57 adds
header information from the header generation unit 53
to each of tactile signals from the tactile signal generation
unit 52, respectively, and time-division multiplexes each
of the tactile signals to which the header information has
been added, and then, outputs the time-division multi-
plexed signal to the signal transmission unit 58.
[0059] In step S14, the signal transmission unit 58
transmits the signal time-division multiplexed by the sig-
nal coupling unit 57 as a radio signal via the antenna 21.

<Exemplary configuration of reception apparatus>

[0060] Fig. 7 is a block diagram illustrating an exem-
plary configuration of a reception apparatus.
[0061] In the example of Fig. 7, the wearable reception
apparatus 12 includes a reception unit 71, a separation
unit 72, a demultiplexer 73, signal adjustment units 74-1
to 74-n, and vibration units 31-1 to 31-n.
[0062] The reception unit 71 receives the radio signal
(time-division multiplexed signal) via the antenna 41, and
outputs the received radio signal to the separation unit
72. The separation unit 72 separates the header and the
tactile signal from the signal from the reception unit 71,
outputs the separated header to the demultiplexer 73,
and outputs the separated tactile signal to each of the
signal adjustment units 74-1 to 74-n.
[0063] The demultiplexer 73 extracts the header infor-
mation of each of tactile signals corresponding to 1 to n
from the header and outputs the extracted information to
each of the signal adjustment units 74-1 to 74-n of the
corresponding number. The signal adjustment units 74-1
to 74-n perform signal adjustment such as mute, delay,
gain, or the like, on the basis of the corresponding header
information from the demultiplexer 73, and output the tac-
tile signals subjected to individual adjustments to the vi-
bration units 31-1 to 31-n of corresponding numbers. Cor-
respondingly, the vibration units 31-1 to 31-n vibrate on
the basis of the tactile signal.
[0064] Note that, hereinafter, the signal adjustment
units 74-1 to 74-n will be referred to as a signal adjustment

unit 74 unless distinction is needed in particular.
[0065] Fig. 8 is a block diagram illustrating an exem-
plary configuration of the signal adjustment unit 74.
[0066] In the example of Fig. 8, the signal adjustment
unit 74 corresponds to one vibration unit 31, and includes
a muting unit 81, a delay unit 82, and a gain processing
unit 83.
[0067] The muting unit 81 mutes the tactile signal in
accordance with the header information corresponding
to one vibration unit 31 transmitted from the demultiplexer
73 and outputs the tactile signal to the delay unit 82. That
is, the muting unit 81 mutes the tactile signal when the
vibration unit is not to use the tactile signal. The delay
unit 82 delays the tactile signal in accordance with the
header information from the demultiplexer 73 and outputs
the tactile signal to the gain processing unit 83. The gain
processing unit 83 applies gain on the tactile signal in
accordance with the header information from the demul-
tiplexer 73 and outputs the tactile signal to the vibration
unit 31.

<Operation example of reception apparatus>

[0068] Next, reception processing of the wearable re-
ception apparatus 12 will be described with reference to
the flowchart of Fig. 9.
[0069] In step S31, the reception unit 71 receives a
radio signal via the antenna 41, and outputs the received
radio signal to the separation unit 72.
[0070] In step S32, the separation unit 72 separates
the header and the tactile signal from the signal output
from the reception unit 71, outputs the separated header
to the demultiplexer 73, and outputs the separated tactile
signal to each of the signal adjustment units 74-1 to 74-n.
[0071] In step S33, the demultiplexer 73 extracts the
header information of each of tactile signals correspond-
ing to 1 to n from the header, and outputs the extracted
information to each of the signal adjustment units 74-1
to 74-n of the corresponding number.
[0072] In step S34, the signal adjustment units 74-1 to
74-n perform signal adjustment such as mute, delay,
gain, or the like, on the basis of the corresponding header
information from the demultiplexer 73, and output the tac-
tile signals subjected to individual adjustments to the vi-
bration units 31-1 to 31-n of corresponding numbers.
[0073] In step S35, the vibration units 31-1 to 31-n vi-
brate on the basis of a tactile signal.

<Example of time-division multiplexing operation>

[0074] Fig. 10 is a diagram illustrating an example of
time-division multiplexing operation of a tactile signal
<A>, a tactile signal <B>, and a tactile signal <C> on the
transmission side. A header is added for each of the tac-
tile signals.
[0075] The tactile signal <A> input to Number 1 has a
delay time corresponding to the header added and head-
er information from the header generation unit 53 insert-
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ed before the tactile signal <A>. Similarly, the tactile sig-
nal <B> input to Number n and the tactile signal <C>
input to Number 2 have delay time corresponding to the
header added and corresponding header information in-
serted before the tactile signal <B> and the tactile signal
<C>, individually.
[0076] Each of header information at this time is illus-
trated in Fig. 11. In the example of Fig. 11, the bit of the
corresponding number is set to "1" in each of the header
information of the tactile signal <A>, the header informa-
tion of the tactile signal <B>, and the header information
of the tactile signal <C>.
[0077] As described above, the example of Fig. 10 has
described an example in which different tactile signals
are transmitted without mutual overlap in time. Here, the
present tactile presentation system 1 has a case where
the tactile signal <a> is simultaneously used by the vi-
bration units 31, that is, a plurality of tactile presentation
devices. This case can be managed by simultaneously
setting a plurality of bits of the header information to "1".
[0078] While there are cases where a plurality of tactile
signals <a> is simultaneously used in the wearable re-
ception apparatus 12, a presentation method of shifting
the tactile presentation location (body part) is also appli-
cable and thus, the tactile signal <a> is shifted in time to
be used on the vibration units 31, in some cases. Note
that it is presumed that the time shift is shorter than the
duration of the tactile signal <a>. In such a case, it would
not be efficient to transmit the tactile signal <a> with a
plurality of Chs at a desired time shift, and thus, the time
shift is to be managed by modifying the header informa-
tion.
[0079] Fig. 12 is a diagram illustrating an example of
time-division multiplexing operation in which time shift
management has been performed.
[0080] In contrast to Number 1, tactile signal <A> of
Number 2 is shifted by delay [x]. On the transmission
side, the tactile signal <A> is transmitted just at the timing
for Number 1. The header information at that time also
includes information associated with the tactile signal
<A> of number 2 already recognized under the same
environment, with a bit indicating "tactile signal is
present" set. The header information in this state is trans-
mitted including information shifted by delay [x] in asso-
ciation with the bit. For example, as illustrated in a portion
of the header of Fig. 12, header information of the tactile
signal <A> has description of bit "1" and delay "0" for
Number 1 with description of bit "1" and delay "x" for
Number 2.
[0081] With this configuration, the reception side re-
ceives one tactile signal <A> alone, thereby enabling the
vibration unit 31 for Number 1 and Number 2 to be driven
with time shifted.
[0082] Furthermore, even when Number 1 continues
to be driven with the tactile signal <B> and even when
the driving timing overlaps with the tactile signal <A> cor-
responding to Number 2, the driving can be managed
with one Ch alone as a transmission channel, since the

tactile signal <A> corresponding to Number 2 has already
been transmitted.
[0083] Note that while the example illustrated in Fig.
12 is a case where the identical tactile signal drives the
vibration unit 31 with time shift, the wearable reception
apparatus 12 would also have a case where the tactile
signal <a> is further utilized by a plurality of vibration units
31 with various presentation intensities (vibration ampli-
tude). In that case, information associated with the rela-
tive presentation intensity would be added to the header
information.
[0084] Fig. 13 is a diagram illustrating an example of
time-division multiplexing operation in which gain (am-
plitude) management has been performed.
[0085] Tactile signal <A> is assigned to Number 1 and
tactile signal <A’> (tactile signal being tactile signal <A>
with different gain) is assigned to Number 2. Note that
the tactile signal <A’> is a tactile signal being the same
signal as the tactile signal <A>, with difference in gain
alone. In addition, tactile signal <A’> of Number 2 is shift-
ed by delay [x]. At this time, the ratio of the tactile signal
of Number 2 to the signal of Number 1 is provided as
gain [y] in the header information, with reference to
Number 1 side.
[0086] For example, as illustrated in a portion of the
header of Fig. 13, header information of the tactile signal
<A> has description of bit "1", delay "0" and gain "1" for
Number 1 with description of bit "1", delay "x", and gain
"y" for Number 2.
[0087] With this configuration, the reception side re-
ceives one tactile signal <A> alone, thereby enabling the
vibration unit 31 of Number 1 to be driven and enabling
the vibration unit 31 of Number 2 to be driven with time
shifted and with varied gain.
[0088] In this case also, even when Number 1 contin-
ues to be driven with the tactile signal <B> and even
when the driving timing overlaps with the tactile signal
<A’> corresponding to Number 2, the driving can be man-
aged with one Ch alone as a transmission channel since
the tactile signal <A’> corresponding to Number 2 has
already been transmitted.
[0089] Note that there is no need to define the header
information on the basis of Number 1 located at the head,
in both delay and gain. Furthermore, "0" need not be
included in the delay of the header information, and "1"
need not be included in the gain. Still, for example, in
order to eliminate the need to provide an extra delay cir-
cuit and eliminate the need for an extra signal amplitude
dynamic range, namely, from the viewpoint of actual im-
plementation, it would be desirable to set to "Delay: 0"
and "Gain: 1".
[0090] The above has described an example in which
the tactile signals are transmitted without mutual overlap
in time in the transmission-side output stage as well. That
is, the radio transmission system is capable of transmit-
ting a tactile signal simply by using one frequency Ch
alone.
[0091] As opposed to this, the present tactile presen-
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tation system 1 also has a case where another tactile
signal may be transmitted while one tactile signal is being
transmitted even though timings of transmission of the
tactile signals are not the same. This case would not be
manageable by one frequency Ch, and thus, it is neces-
sary to use a plurality of frequency Chs. It is, however,
still possible to reduce the frequency Chs to use by per-
forming time-division multiplexing on the tactile signal
without providing the same number of frequency Chs as
the plurality of vibration units 31.
[0092] Fig. 14 is a diagram illustrating an example of
a time-division multiplexing operation using a plurality of
Chs.
[0093] Tactile signals <A> to <F> are transmitted from
Numbers 1, 2, and 3. Specifically, <A> and <D> are trans-
mitted from Number 1, <B> and <E> from Number 2, and
<C> and <F> from Number 3. As illustrated in Fig. 14,
overlapping of tactile signals occurs in each of tactile sig-
nals <A> and <B>, tactile signals <B> and <C>, and tac-
tile signals <D> and <E>. However, there is no simulta-
neous overlapping of three tactile signals, and thus, fre-
quency Ch to be used can be managed by two Chs.
[0094] Note that, strictly speaking, each of the tactile
signals <B>, <D> and <F> does not overlap with the pre-
vious tactile signal. Still, the signal is transmitted using
another frequency Ch because of an occurrence of over-
lap due to insertion of the header.
[0095] Accordingly, the tactile signal <A> is transmitted
as transmission-side output 1, the tactile signal <B> is
transmitted as transmission-side output 2 since it over-
laps with the tactile signal <A>, and the tactile signal <C>
is transmitted as the transmission-side output 1 since it
overlaps with the tactile signal <B>. Similarly, the tactile
signal <D> is transmitted as the transmission-side output
2 since its header portion overlaps with the tactile signal
<C>, and the tactile signal <E> is transmitted as the trans-
mission-side output 1 since it overlaps with the tactile
signal <D>, and the tactile signal <F> is transmitted as
the transmission-side output 2 since its header portion
overlaps with the tactile signal <E>.
[0096] With this operation, on the wearable reception
apparatus 12, the tactile signals <A>, <C> and <E> are
received as reception-side input 1, and the tactile signals
<B>, <D>, and <F> are received as reception-side input
2, and the vibration unit 31 vibrates such that <A> and
<D> vibrates as Number 1, <B> and <E> as Number 2,
and <C> and <F> as Number 3.

<Parameter design>

[0097] Note that an example of the requirement for the
header in the tactile presentation system will be de-
scribed.
[0098] An exemplary item to be affected by header in-
sertion is delay in processing of tactile signal. Zero delay
would be desirable in the tactile presentation system, still,
here, the delay amount on a radio channel is set to 10
ms at maximum. Accordingly, assuming that the process-

ing delay other than header insertion is 2 ms, the header
length itself is assumed to be ensured up to 8 ms. The
amount of information transmittable within 8 ms changes
depending on the setting of the transmission rate of the
header information. Considering that the frequency re-
quired for the radio channel also becomes wider with the
increase in the transmission rate, the transmission rate
is to be set to a rate that would achieve a frequency band
approximately equal to the assumed tactile signal, with
the frequency to be used here defined as 20 kHz.
[0099] Meanwhile, header information for each of tac-
tile signals is assumed to include three types of informa-
tion, namely, presence or absence of tactile signal (on/off
of mute), delay amount, and gain. Presence or absence
of a tactile signal is represented by one bit. Delay amount
is represented by four bits, in 16 gradations. Gain is rep-
resented by three bits, in eight gradations, including am-
plification and attenuation. In total, one tactile signal is
configured with eight bits.
[0100] From these settings, when the transmission
rate is 20 kbps at 20kHz, the amount of information that
can be transmitted in 8 ms would be calculated as 160
bits (= 20k * 8m). This means it is possible to embed 20
pieces (= 160 bits/8 bits) of tactile signal information as
header information. That is, 20 types of tactile signals
can be time-division multiplexed on one radio transmis-
sion channel.
[0101] In a case where the tactile presentation system
1 handles more types of tactile signals or handles a larger
amount of header information (for example, arithmetical-
ly computing a plurality of tactile signals on the reception
side, or the like), there would be a need to transmit data
of 160 bits or more. It is, however, not possible to increase
the delay time by inserting the header, and it is also un-
desirable to set the operating frequency to be high. In
such a case, although the assumption used above is
"transmission rate of 20 kbps at 20 kHz", it is still possible
to manage with a method of increasing the amount of
information per 1 Hz by multi-leveling the signal. In other
words, transmission rates of 40 kbps and 60 kbps can
be used at 20 kHz by multi-leveling the signal.
[0102] As described above, according to the present
technology, information indicating whether or not a tactile
signal is to be used for each of vibration units as infor-
mation associated with the vibration unit that uses a tac-
tile signal, delay information, and gain information are
described in the header, and the tactile signal is time-
division multiplexed. This makes it possible to transmit
signals with less frequency chs.
[0103] Note that it is also allowable to incorporate re-
production speed, pitch, the number of times of repeat
(for storing and repeatedly using tactile signals) in the
header.
[0104] Furthermore, it is allowable to provide the wear-
er-side reception apparatus 12 with a function capable
of storing a tactile signal. In this case, when it is desired
to simultaneously reproduce tactile signals of the plurality
of Chs of the system, it is possible to preliminarily transmit
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and store a tactile signal, and header information can be
used to simultaneously (or within a predetermined time
difference) reproduce the received tactile signal and the
stored tactile signal to enable simultaneous reproduction
of the tactile signals of the plurality of Chs.
[0105] Note that the header configuration at time-divi-
sion multiplexing and transmission of the tactile signal is
not limited to the above-described header configuration.
Next, another header configuration will be described.

<2. Second embodiment>

<Outline of technology>

[0106] A technology of presenting a desired tactile sen-
sation to a certain point of an area surrounded by the
three vibration units 31a to 31c (actuators) is a psycho-
physical phenomenon referred as "phantom sensation",
which is a phenomenon of perceiving a stimulation in a
portion between two points that have been simultane-
ously stimulated. This perceptual phenomenon indicates
that it is difficult to fix a virtual stimulus point and it is easy
to induce illusion by moving portions between the two
points.
[0107] Although not limited to the technology de-
scribed above, the tactile signal is considered to include
a tactile waveform wished to be presented at an arbitrary
point, not being limited to the waveform that drives each
of the vibration units 31, as typified by the above-de-
scribed technology.
[0108] Here, there are following three methods in
transmitting the tactile signal that provides a desired tac-
tile presentation to a certain point of an area surrounded
by the three vibration units 31a to 31c by using the above-
described multiplexing method, and a header configura-
tion of each of the three methods will be described.
[0109] Method (1) is a method of transmitting informa-
tion of specific three vibration units 31 surrounding an
area.
[0110] Method (2) is a method of transmitting informa-
tion of all the vibration units 31 so as to enable identical
tactile presentation in a plurality of areas.
[0111] Method (3) is a method of transmitting the route
information to be presented and quoting amplitude gain
corresponding to the route from a reception-side table
part.
[0112] Fig. 15 is a diagram illustrating Method (1). As
described above, Method (1) is a method of transmitting
information of the specific three vibration units 31a to
31c. That is, header information is generated for each of
the three vibration units 31 and transmitted.
[0113] In the case of the example of Fig. 15, the header
information needs to include actuator (ACT) number, an
Amp gain initial value and the slope for a group surround-
ing the area. That is, the header includes an ACT number
identifying individual vibration unit as information asso-
ciated with the vibration unit that uses the tactile signal.
[0114] The example of Fig. 15 includes illustrations of

the positional relationship between the vibration unit 31a
to the vibration unit 31c, and a trajectory 101 of vibration
(sensation of movement of vibration). Below these are
illustrated from the upper side: a waveform of the tactile
signal wished to be presented transmitted from the trans-
mission side; ACT numbers ACT-1 to ACT-3 correspond-
ing to the vibration units 31a to 31c to invoke vibration
as illustrated by the trajectory 101; and individual Amp
gain curves plotted with their Amp gain initial values and
the slopes.
[0115] In addition, in the example of Fig. 15, the dotted
line represents one packet, and its length is non-uniform.
As illustrated in the trajectory 101, the vibration position
is in the vibration unit 31a at the head (P1) of the first
packet, it is in a substantially central position of the vi-
bration unit 31a to the vibration unit 31c at the head (P3)
of the third packet, and it is in the vibration unit 31c at
the head (P5) of the fifth packet.
[0116] The tactile signal indicated in the waveform can
vibrate the vibration unit 31a to the vibration unit 31c fol-
lowing the three Amp gain curves of ACT-1 to ACT-3.
The vibration is performed by the vibration unit 31a to
the vibration unit 31c (three actuators) as illustrated in
the trajectory 101 Specifically, P1 corresponds to a po-
sition where the Amp gain curve of ACT-1 is at 1 and the
gain curves of ACT-2 and ACT-3 are at 0, and thus, vi-
bration is performed in the vibration unit 31a. P3 corre-
sponds to a position where gain curves of ACT-1 to ACT-
3 are at about 0.5, and thus, vibration is performed in an
approximate center position of the vibration unit 31a to
the vibration unit 31c. P5 corresponds to a position where
the Amp gain curve of ACT-3 is at 1, and the gain curves
of ACT-1 and ACT-2 are at 0, and thus, vibration is per-
formed in the vibration unit 31c.
[0117] Note that the movement of the certain point (po-
sition of vibration) might cross areas, the group surround-
ing the area included in the header information may have
variable length, namely, four or five, even though the
number has been described as three in the above.
[0118] In addition, the gain is in the range of 0 to 1.
When the gain exceeds the range, clipping is performed
by slope calculation.
[0119] Fig. 16 is a diagram illustrating a packet config-
uration example in the case of Method (1) of Fig. 15.
[0120] In the example of Fig. 16, the packet is formed
with a header, a tactile signal, and a CRC. The header
includes ACT number, the Amp gain initial value (Amp),
and the slope, as many as the number of the vibration
units 31 belonging to the group surrounding the area.
Note that, here, a plurality of Amp may be embedded
instead of slope.
[0121] Fig. 17 is a diagram illustrating Method (2). The
method (2) is a method of transmitting information of all
the vibration units 31 to the header of one tactile signal
so as to enable the identical tactile presentation in a plu-
rality of areas. That is, the header information of each of
the vibration units 31 can be freely set regardless of the
header information of the other vibration unit 31.
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[0122] In the case of the example of Fig. 17, the header
information for each of the vibration unit 31 needs to in-
clude the presence or absence of the use of the tactile
signal, and the Amp gain initial value and the slope for
the vibration unit 31 that uses the tactile signal. That is,
the header includes information indicating whether or not
to use the tactile signal for each of the vibration units and
the Amp gain initial value and the slope for the corre-
sponding vibration unit regardless of the necessity (use)
of the tactile signal, as information associated with the
vibration unit that uses the tactile signal.
[0123] The example of Fig. 17 includes illustrations of
the positional relationship between the vibration unit 31a
to the vibration unit 31c, a vibration unit 31o, a vibration
unit 31p, and a vibration unit 31w, and trajectories 111
and 112 of vibration (sensation of movement of vibration).
Below these are illustrated from the upper side: a wave-
form of the tactile signal wished to be presented trans-
mitted from the transmission side; ACT numbers ACT-1
to ACT-3 corresponding to the vibration units 31a to 31c
to invoke vibration as illustrated by the trajectory 111;
and individual Amp gain curves plotted with their Amp
gain initial values and slopes. Although not illustrated,
ACT number ACT-15, ACT-16, and ACT-23 correspond-
ing to the vibration unit 31o, the vibration unit 31p, and
the vibration unit 31w to invoke vibration as illustrated by
the trajectory 112 and individual Amp gain curves plotted
with their Amp gain initial values and slope have sub-
stantially same behavior, and thus, they are basically
similar to that corresponding to the vibration units 31a to
31c.
[0124] In addition, in the example of Fig. 17, the dotted
line represents one packet, and its length is non-uniform.
As illustrated in the trajectory 111, the vibration position
is in the vibration unit 31a at the head (P1) of the first
packet, it is in a substantially central position of the vi-
bration unit 31a to the vibration unit 31c at the head (P3)
of the third packet, and it is in the vibration unit 31c at
the head (P5) of the fifth packet. In addition, as illustrated
in the trajectory 112, the vibration position is in the vibra-
tion unit 31o at the head (P1) of the first packet, it is in a
substantially central position of the vibration unit 31o, the
vibration unit 31p, and the vibration unit 31w at the head
(P3) of the third packet, and it is in the vibration unit 31w
at the head (P5) of the fifth packet.
[0125] The tactile signal indicated in the waveform can
vibrate the vibration unit 31a to the vibration unit 31c fol-
lowing the Amp gain curves of ACT-1 to ACT-3. That is,
the vibration is performed by the vibration unit 31a to the
vibration unit 31c as illustrated in the trajectory 111. Sim-
ilarly, although not illustrated, the tactile signal illustrated
in the waveform can vibrate the vibration unit 31o, the
vibration unit 31p, and the vibration unit 31w following
the Amp gain curves of ACT- 15, ACT- 16, and ACT- 23.
That is, the vibration is performed by the vibration unit
31o, the vibration unit 31p, and the vibration unit 31w as
illustrated in the trajectory 112.
[0126] Fig. 18 is a diagram illustrating a packet config-

uration example in the case of Method (2) of Fig. 17.
[0127] In the example of Fig. 18, the packet is formed
with a header, a tactile signal, and a CRC. The header
includes Amp gain initial value (Amp) and the slope, as
many as the number of actuators (vibration units 31). For
example, when the tactile signal is not used, Amp and
slope are set to 0. In other words, when both are 0, the
header is information indicating that the tactile signal is
not used for each of vibration units, and when either one
is not 0, it is information indicating the use of the tactile
signal for each of the vibration units.
[0128] Fig. 19 is a diagram illustrating Method (3). As
described above, Method (3) is a method of transmitting
route information for performing "tactile presentation"
and quoting amplitude gain corresponding to the route
from the reception-side table.
[0129] In the example of Fig. 19, header information
needs to include actuator (ACT), group number (Gp),
presentation point (position), and time. That is, the head-
er includes an ACT Gp identifying individual vibration
units as information associated with the vibration unit that
uses the tactile signal. On the reception side, it is possible
to grasp which vibration unit 31 is configured in this ACT
GP.
[0130] The example of Fig. 19 illustrates the positional
relationship between the vibration unit 31a and the vibra-
tion unit 31c and a trajectory 131 of the vibrations (sen-
sation of movement of vibration).
[0131] First, in the case of the example of Fig. 19,
changes in the Amp gains 1, 2, and 3, specifically from
1 to G, from G to N, and from N to 3, are obtained with
reference to the reception-side table. ACT GP includes
"1 (vibration unit 31a), 2 (vibration unit 31b), 3 (vibration
unit 31 c)", and the like. The presentation points include
a "portion from 1 to G", "portion from G to N", "a portion
from N to 3", and the like. The time includes "140 ms",
"60 ms", "45 ms", and the like. Note that, as a presentation
point, "portion from 3 to 3" would also be possible.
[0132] Fig. 20 is a diagram illustrating a packet config-
uration example in the case of Method 3 of Fig. 19.
[0133] In the example of Fig. 20, the packet is formed
with a header, a tactile signal, and a CRC. The header
includes ACT GP (Gp), presentation point (Pt), and time.
[0134] Note that while the examples illustrated in Figs.
16, 18, and 20 illustrate the lengths of the headers in an
equal length, actual lengths are different from each other.
[0135] Fig. 21 is a diagram illustrating a configuration
example of a demultiplexer and a signal adjustment unit
of a wearable reception apparatus in a case of Methods
(1) to (3).
[0136] In the example of Fig. 21, the demultiplexer 73
includes a header analysis unit 151 and a gain generation
unit 152.
[0137] As described above with reference to Figs. 15,
17, and 19, the header analysis unit 151 analyzes the
header and instructs the gain generation unit 152 as to
which vibration unit 31 is to apply gain on the signal to
what degree. In the case of Figs. 15 and 17, the gain
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generation unit 152 generates the gain on the basis of
analysis by the header analysis unit 151, and outputs the
generated gain to the signal adjustment unit 74. Note that
the gain value also varies in one packet (header). Fur-
thermore, the gain generation unit 152 in Fig. 19 includes
a gain table, and generates a gain with reference to the
gain table on the basis of the analysis by the header
analysis unit 151, and then, outputs the generated gain
to the signal adjustment unit 74.
[0138] The signal adjustment unit 74 performs gain
processing in accordance with the gain generated by the
gain generation unit 152, and outputs the processed sig-
nal to the vibration unit 31. Note that, although the mute
function is omitted, it is possible to manage with the set-
ting of gain = "0".
[0139] According to the present technology, informa-
tion indicating whether or not a tactile signal is to be used
for each of vibration units as information associated with
the vibration unit that uses a tactile signal is described in
the header, and the tactile signal is time-division multi-
plexed. This makes it possible to transmit signals with a
small number of frequency chs.
[0140] In particular, Method 1 uses same signals for
the tactile signal and for the signal waveform for driving
surrounding three (plurality of) actuators, it is possible to
compress the tactile signal to be transmitted to 1/3 (in
the case of three actuators).
[0141] Furthermore, in Method 2, the header informa-
tion of each of actuators can be freely set regardless of
the header information of other actuators.
[0142] Furthermore, in the case of Method 3, it is pos-
sible to make settings in detail.
[0143] Note that, although the above description as-
sumed the reception apparatus as a wearable apparatus,
it is not limited to a wearable apparatus.

<3. Third embodiment>

<Personal computer>

[0144] A series of processing described above can be
executed in hardware or with software. In a case where
the series of processing is executed with software, a pro-
gram included in the software is installed in a computer.
Herein, the computer includes a computer incorporated
in a dedicated hardware, a general-purpose personal
computer on which various types of functions can be ex-
ecuted by installing various programs, and the like.
[0145] Fig. 22 is a block diagram illustrating an exem-
plary configuration of hardware of a personal computer
in which the series of processing described above is ex-
ecuted by a program.
[0146] In a personal computer 500, a central process-
ing unit (CPU) 501, a read only memory (ROM) 502, and
a random access memory (RAM) 503 are interconnected
via a bus 504.
[0147] The bus 504 is further connected with an in-
put/output interface 505. The input/output interface 505

is connected with an input unit 506, an output unit 507,
a storage unit 508, a communication unit 509, and a drive
510.
[0148] The input unit 506 includes a key board, a
mouse, a microphone, and the like. The output unit 507
includes a display, a speaker, or the like. The storage
unit 508 includes a hard disk, a non-volatile memory, and
the like. The communication unit 509 includes a network
interface and the like. The drive 510 drives a removable
medium 511 including a magnetic disk, an optical disk,
a magneto-optical disk, a semiconductor memory, or the
like.
[0149] In the personal computer 500 configured as de-
scribed above, for example, the CPU 501 loads the pro-
gram stored in the storage unit 508 to the RAM 503 via
the input/output interface 505 and the bus 504 and exe-
cutes the program. With this configuration, the above-
described series of processing is performed.
[0150] The program executed by the computer (CPU
501) can be recorded and provided in the removable me-
dium 511. The removable medium 511 includes, for ex-
ample, a package medium or the like such as a magnetic
disk (including a flexible disk), an optical disk (including
compact disc-read only memory (CD-ROM), a digital ver-
satile disc (DVD) and the like), a magneto-optical disk,
or a semiconductor memory. In addition, alternatively,
the program can be provided via a wired or wireless trans-
mission medium including a local area network, the In-
ternet, and digital satellite broadcasting.
[0151] On a computer, a program can be installed in
the storage unit 508 via the input/output interface 505,
by attaching the removable medium 511 to the drive 510.
In addition, the program can be received at the commu-
nication unit 509 via a wired or wireless transmission me-
dium and be installed in the storage unit 508. Alterna-
tively, the program can be installed in the ROM 502 or
the storage unit 508 beforehand.
[0152] Note that the program executed by the compu-
ter may be a program processed in a time series in an
order described in the present description, or can be a
program processed in parallel, or in a necessary stage
such as being called.
[0153] Further, in the present description, each of the
steps describing the program recorded on the recording
medium includes not only processing performed in time
series along the described order, but also processing ex-
ecuted in parallel or separately, when it is not necessarily
processed in time series.
[0154] Moreover, in the present description, a system
represents an entire apparatus including a plurality of
devices (apparatuses).
[0155] For example, the present disclosure can be con-
figured as a form of cloud computing in which one function
is shared in cooperation for processing among a plurality
of apparatuses via a network.
[0156] Alternatively, a configuration described above
as a single apparatus (or processing unit) may be divided
and configured as a plurality of apparatuses (or process-
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ing units). Conversely, a configuration described above
as a plurality of apparatuses (or processing units) may
be integrated and configured as a single apparatus (or
processing unit). In addition, configurations other than
the above-described configurations may, of course, be
added to the configurations of the apparatuses (or the
processing units). Furthermore, as long as configurations
or operation are substantially the same in the entire sys-
tem, the configurations of certain apparatuses (or
processing units) may be partially included in the config-
urations of the other apparatuses (or other processing
units) Accordingly, the present technology are not limited
to the above-described embodiments but can be modi-
fied in a variety of ways without departing from the scope
of the present technology.
[0157] Hereinabove, the preferred embodiments of the
present disclosure have been described in detail with ref-
erence to the accompanying drawings, while the present
disclosure is not limited to the above examples. A person
skilled in the art in the technical field of the present dis-
closure finds it understandable to reach various altera-
tions and modifications within the technical scope of the
appended claims, and it should be understood that they
will naturally come within the technical scope of the
present disclosure.
[0158] Note that the present technology may also be
configured as follows.

(1) A reception apparatus including:

a vibration unit that performs vibration;
a reception unit that receives a time-division
multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by
adding a header including description of infor-
mation associated with a vibration unit that uses
a tactile signal including a waveform of vibration
for vibrating the vibration unit, to the tactile sig-
nal;
a separation unit that separates the tactile signal
and the header from the time-division multi-
plexed signal received by the reception unit; and
a signal adjustment unit that adjusts the tactile
signal separated by the separation unit in ac-
cordance with the header separated by the sep-
aration unit,
in which the vibration unit performs vibration
based on the tactile signal adjusted by the signal
adjustment unit.

(2) The reception apparatus according to (1),
in which the information associated with the vibration
unit that uses the tactile signal is information indicat-
ing whether or not the vibration unit is to use the
tactile signal for each of the vibration units.
(3) The reception apparatus according to (2),
in which the signal adjustment unit performs
processing of muting the tactile signal separated by

the separation unit in a case where the header indi-
cates that the vibration unit is not to use the tactile
signal.
(4) The reception apparatus according to (2),
in which the header includes description of gain in-
formation and delay information for each of the vi-
bration units.
(5) The reception apparatus according to (2),
in which the header includes description of a gain
initial value and slope for each of the vibration units.
(6) The reception apparatus according to (1),
in which the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a plurality of vibration units that uses the tactile
signal.
(7) The reception apparatus according to (6),
in which the header includes description of a gain
initial value and slope for each of the plurality of vi-
bration units.
(8) The reception apparatus according to (1),
in which the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a group including a plurality of vibration units
that uses the tactile signal.
(9) The reception apparatus according to (8),
in which the header includes description of a position
and time of vibration,
the reception apparatus further includes a gain cal-
culation unit that analyzes a header separated by
the separation unit and refers to a table so as to
obtain a gain change between the vibration units be-
longing to the group, and
the signal adjustment unit adjusts the tactile signal
separated by the separation unit in accordance with
the header separated by the separation unit and the
gain change calculated by the gain calculation unit.
(10) The reception apparatus according to any of (1)
to (9),
the reception apparatus being formed as a wearable
apparatus to be worn by a user.
(11) A reception method including executing, by a
reception apparatus:

receiving a time-division multiplexed signal ob-
tained by performing time-division multiplexing
on a signal obtained by adding a header includ-
ing description of information associated with a
vibration unit that uses a tactile signal including
a waveform of vibration for vibrating the vibration
unit that performs vibration, to the tactile signal;
separating the tactile signal and the header from
the time-division multiplexed signal received;
adjusting the separated tactile signal in accord-
ance with the separated header; and
performing vibration based on the adjusted tac-
tile signal.

(12) A program causing a computer to function as:
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a reception unit that receives a time-division
multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by
adding a header including description of infor-
mation associated with a vibration unit that uses
a tactile signal including a waveform of vibration
for vibrating the vibration unit that performs vi-
bration, to the tactile signal;
a separation unit that separates the tactile signal
and the header from the time-division multi-
plexed signal received by the reception unit;
a signal adjustment unit that adjusts the tactile
signal separated by the separation unit in ac-
cordance with the header separated by the sep-
aration unit; and
the vibration unit that performs vibration based
on the tactile signal adjusted by the signal ad-
justment unit.

(13) A transmission apparatus including:

a tactile signal generation unit that generates a
tactile signal including a waveform of vibration
for vibrating a vibration unit;
a header generation unit that generates a head-
er including description of information associat-
ed with the vibration unit that uses the tactile
signal generated by the tactile signal generation
unit;
a time-division multiplexing unit that performs
time-division multiplexing on the tactile signal
generated by the tactile signal generation unit
and to which the header generated by the head-
er generation unit has been added; and
a transmission unit that transmits the signal
time-division multiplexed by the time-division
multiplexing unit.

(14) The transmission apparatus according to (13),
in which the information associated with the vibration
unit that uses the tactile signal is information indicat-
ing whether or not the vibration unit is to use the
tactile signal for each of the vibration units.
(15) The transmission apparatus according to (14),
in which the header includes description of gain in-
formation and delay information for each of the vi-
bration units.
(16) The transmission apparatus according to (13),
in which the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a plurality of vibration units that uses the tactile
signal.
(17) The transmission apparatus according to (13),
in which the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a group including a plurality of vibration units
that uses the tactile signal.
(18) The transmission apparatus according to any

of (13) to (17),
in which a reception apparatus provided with the vi-
bration unit is formed as a wearable apparatus to be
worn by a user.
(19) A transmission method including executing, by
a transmission apparatus:

generating a tactile signal including a waveform
of vibration for vibrating a vibration unit;
generating a header including description of in-
formation associated with the vibration unit that
uses the generated tactile signal;
performing time-division multiplexing on the tac-
tile signal generated by the tactile signal gener-
ation unit and to which the header generated by
the header generation unit has been added; and
transmitting the time-division multiplexed signal.

(20) A program causing a computer to function as:

a tactile signal generation unit that generates a
tactile signal including a waveform of vibration
for vibrating a vibration unit;
a header generation unit that generates a head-
er including description of information associat-
ed with the vibration unit that uses the tactile
signal generated by the tactile signal generation
unit;
a time-division multiplexing unit that performs
time-division multiplexing on the tactile signal
generated by the tactile signal generation unit
and to which the header generated by the head-
er generation unit has been added; and
a transmission unit that transmits the signal
time-division multiplexed by the time-division
multiplexing unit.

REFERENCE SIGNS LIST

[0159]

1 Tactile presentation system
11 Transmission apparatus
12a to 12o, 12 Wearable reception apparatus
13a to 13o, 13 User
14 Reception area
21 Antenna
31, 31-1R to 31-3R, 31-1L to 31-3L, 31-1 to 31-n,
31a to 31c, 31o, 31p, 31w Vibration unit
41 Antenna
51 Central control unit
52 Tactile signal generation unit
53 Header generation unit
57 Signal coupling unit
58 Signal transmission unit
71 Reception unit
72 Separation unit
73 Demultiplexer
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74, 74-1 to 74-n Signal adjustment unit
81 Muting unit
82 Delay unit
83 Gain processing unit
101, 111, 112 Trajectory
151 Header analysis unit
152 Gain generation unit

Claims

1. A reception apparatus comprising:

a vibration unit that performs vibration;
a reception unit that receives a time-division
multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by
adding a header including description of infor-
mation associated with a vibration unit that uses
a tactile signal including a waveform of vibration
for vibrating the vibration unit, to the tactile sig-
nal;
a separation unit that separates the tactile signal
and the header from the time-division multi-
plexed signal received by the reception unit; and
a signal adjustment unit that adjusts the tactile
signal separated by the separation unit in ac-
cordance with the header separated by the sep-
aration unit,
wherein the vibration unit performs vibration
based on the tactile signal adjusted by the signal
adjustment unit.

2. The reception apparatus according to claim 1,
wherein the information associated with the vibration
unit that uses the tactile signal is information indicat-
ing whether or not the vibration unit is to use the
tactile signal for each of the vibration units.

3. The reception apparatus according to claim 2,
wherein the signal adjustment unit performs
processing of muting the tactile signal separated by
the separation unit in a case where the header indi-
cates that the vibration unit is not to use the tactile
signal.

4. The reception apparatus according to claim 2,
wherein the header includes description of gain in-
formation and delay information for each of the vi-
bration units.

5. The reception apparatus according to claim 2,
wherein the header includes description of a gain
initial value and slope for each of the vibration units.

6. The reception apparatus according to claim 1,
wherein the information associated with the vibration
unit that uses the tactile signal is information for iden-

tifying a plurality of vibration units that uses the tactile
signal.

7. The reception apparatus according to claim 6,
wherein the header includes description of a gain
initial value and slope for each of the plurality of vi-
bration units.

8. The reception apparatus according to claim 1,
wherein the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a group including a plurality of vibration units
that uses the tactile signal.

9. The reception apparatus according to claim 8,
wherein the header includes description of a position
and time of vibration,
the reception apparatus further comprises a gain cal-
culation unit that analyzes a header separated by
the separation unit and refers to a table so as to
obtain a gain change between the vibration units be-
longing to the group, and
the signal adjustment unit adjusts the tactile signal
separated by the separation unit in accordance with
the header separated by the separation unit and the
gain change calculated by the gain calculation unit.

10. The reception apparatus according to claim 1,
the reception apparatus being formed as a wearable
apparatus to be worn by a user.

11. A reception method comprising executing, by a re-
ception apparatus:

receiving a time-division multiplexed signal ob-
tained by performing time-division multiplexing
on a signal obtained by adding a header includ-
ing description of information associated with a
vibration unit that uses a tactile signal including
a waveform of vibration for vibrating the vibration
unit that performs vibration, to the tactile signal;
separating the tactile signal and the header from
the time-division multiplexed signal received;
adjusting the separated tactile signal in accord-
ance with the separated header; and
performing vibration based on the adjusted tac-
tile signal.

12. A program causing a computer to function as:

a reception unit that receives a time-division
multiplexed signal obtained by performing time-
division multiplexing on a signal obtained by
adding a header including description of infor-
mation associated with a vibration unit that uses
a tactile signal including a waveform of vibration
for vibrating the vibration unit that performs vi-
bration, to the tactile signal;
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a separation unit that separates the tactile signal
and the header from the time-division multi-
plexed signal received by the reception unit;
a signal adjustment unit that adjusts the tactile
signal separated by the separation unit in ac-
cordance with the header separated by the sep-
aration unit; and
the vibration unit that performs vibration based
on the tactile signal adjusted by the signal ad-
justment unit.

13. A transmission apparatus comprising:

a tactile signal generation unit that generates a
tactile signal including a waveform of vibration
for vibrating a vibration unit;
a header generation unit that generates a head-
er including description of information associat-
ed with the vibration unit that uses the tactile
signal generated by the tactile signal generation
unit;
a time-division multiplexing unit that performs
time-division multiplexing on the tactile signal
generated by the tactile signal generation unit
and to which the header generated by the head-
er generation unit has been added; and
a transmission unit that transmits the signal
time-division multiplexed by the time-division
multiplexing unit.

14. The transmission apparatus according to claim 13,
wherein the information associated with the vibration
unit that uses the tactile signal is information indicat-
ing whether or not the vibration unit is to use the
tactile signal for each of the vibration units.

15. The transmission apparatus according to claim 14,
wherein the header includes description of gain in-
formation and delay information for each of the vi-
bration units.

16. The transmission apparatus according to claim 13,
wherein the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a plurality of vibration units that uses the tactile
signal.

17. The transmission apparatus according to claim 13,
wherein the information associated with the vibration
unit that uses the tactile signal is information for iden-
tifying a group including a plurality of vibration units
that uses the tactile signal.

18. The transmission apparatus according to claim 13,
wherein a reception apparatus provided with the vi-
bration unit is formed as a wearable apparatus to be
worn by a user.

19. A transmission method comprising executing, by a
transmission apparatus:

generating a tactile signal including a waveform
of vibration for vibrating a vibration unit;
generating a header including description of in-
formation associated with the vibration unit that
uses the generated tactile signal;
performing time-division multiplexing on the tac-
tile signal generated by the tactile signal gener-
ation unit and to which the header generated by
the header generation unit has been added; and
transmitting the time-division multiplexed signal.

20. A program causing a computer to function as:

a tactile signal generation unit that generates a
tactile signal including a waveform of vibration
for vibrating a vibration unit;
a header generation unit that generates a head-
er including description of information associat-
ed with the vibration unit that uses the tactile
signal generated by the tactile signal generation
unit;
a time-division multiplexing unit that performs
time-division multiplexing on the tactile signal
generated by the tactile signal generation unit
and to which the header generated by the head-
er generation unit has been added; and
a transmission unit that transmits the signal
time-division multiplexed by the time-division
multiplexing unit.
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