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(54) X-RAY INSPECTING DEVICE

(57) An X-ray inspection apparatus capable of accu-
rately inspecting a measuring object regardless of the
physical properties of the measuring object and the like
is provided. Included are: an X-ray emission means (110)
for emitting an X-ray to an measuring object (W); an X-ray
detection means (150) for detecting each X-ray photon
transmitted through the measuring object by discriminat-
ing energy possessed by the photon into one or more
energy region(s) in accordance with a predetermined
threshold level; a storage means (141) for storing the
measuring object and the threshold level which are di-
rectly or indirectly associated; a threshold level setting
means (140) for referring to the storage means to keep
a threshold level for the measuring object specified by
inputted information so that the X-ray detection means
can refer to the threshold level as the predetermined
threshold level; and an inspection means (170) for in-
specting the measuring object based on a number of pho-
tons or an amount corresponding to the number of the
photons detected by the X-ray detection means for each
of the one or more energy region(s).
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Description

Technical field

[0001] The present invention relates to an X-ray in-
spection apparatus for inspecting foreign matter by emit-
ting X-rays to a target product or the like.

Background Art

[0002] Generally, in each step from manufacturing,
packing to shipping of a product, an inspection, such as
whether foreign matter is mixed in the product or the
package, is performed by an inspection method suitable
for a measuring object, which is an inspection target or
for the type (material, size, or the like) of the foreign matter
that may be contained in the measuring object. Among
them, in an X-ray inspection apparatus capable of non-
destructively inspecting the product or the like, X-rays
are emitted to a target product or the like, and the trans-
mitted X-rays are detected so that the presence or ab-
sence of the foreign matter inside the product, which is
invisible from the outside, can be inspected.
[0003] As a method of detecting image information as
an electric signal in the X-ray inspection apparatus, there
are an indirect conversion method, in which an X-ray is
first converted into visible light by a scintillator and then
converted into an electric signal by a photodiode, and a
direct conversion method, in which an X-ray is directly
converted into an electric signal by a semiconductor el-
ement such as CdTe. In the indirect conversion method,
in principle, a loss occurs in the luminous efficiency of
the scintillator and the charge conversion efficiency of
the photodiode. On the other hand, in the direct conver-
sion method, the conversion efficiency is high because
the X-ray is directly converted into an electric charge.
[0004] Patent Document 1 discloses an X-ray inspec-
tion apparatus utilizing a line sensor of the direct conver-
sion method and realizes photon counting by energy. In
this apparatus, the intensity of the X-ray, emitted toward
a measuring object, after transmitted through the meas-
uring object and a belt conveyor conveying thereof is
converted into a low-energy X-ray transmission image
and a high-energy X-ray transmission image separately
by using a direct conversion type X-ray line sensor which
can discriminate photon energy. After that the presence
or absence of foreign matter inside the measuring object
is visualized based on contrast between the measuring
object and the foreign matter in an image obtained by
calculating difference between both images.

Prior Art References

Patent Document

[0005] Patent Document 1: JP 2010-091483 A

Summary of the Invention

Problems to be solved by the Invention

[0006] The transmission image obtained with the low-
energy X-ray and the transmission image obtained with
the high-energy X-ray vary depending on which level an
energy threshold for discriminating the low-energy pho-
ton and the high-energy photon is set. Since the product,
which is the measuring object, and the foreign matter
contained therein have different X-ray transmittances
due to the physical properties thereof, in a case where a
certain threshold level is set, even if an image, in which
the foreign matter is clearly visualized from the pair of
the low-energy and high-energy X-ray images, is ob-
tained for a certain measuring object, a clear image with
high contrast is not always obtained for a measuring ob-
ject with different physical properties. However, the
threshold level could not have been changed for each
measuring object in the conventional X-ray inspection
apparatus.
[0007] An object of the present invention is to provide
an X-ray inspection apparatus capable of accurately in-
specting a measuring object regardless of the physical
properties of the measuring object and the like.

Means for solving the Problems

[0008] An X-ray inspection apparatus according to the
present invention includes: an X-ray emission means for
emitting an X-ray to a measuring object; an X-ray detec-
tion means for detecting each X-ray photon transmitted
through a measuring object by discriminating energy pos-
sessed by the photon into one or more energy region(s)
in accordance with a predetermined threshold; a storage
means for storing the measuring object and the threshold
level which are directly or indirectly associated; a thresh-
old level setting means for referring to the storage means
to keep a threshold level for the measuring object spec-
ified by inputted information so that the X-ray detection
means can refer to the threshold level as the predeter-
mined threshold level; and an inspection means for in-
specting the measuring object based on a number of pho-
tons or an amount corresponding to the number of pho-
tons detected by the X-ray detection means for each of
the one or more energy region(s). The amount corre-
sponding to the number of photons is, for example, a
charge amount. Based on the number of photons or the
amount corresponding to the number of photons detect-
ed by the X-ray detection means for each of the one or
more energy region(s), the inspection means may output,
as the inspection result of the measuring object, an X-
ray transmission image generated for each of the one or
more energy region(s). Moreover, the storage means
may further store information, which indicates an inspec-
tion method of the measuring object in the inspection
means, in association with the measuring object, and
the inspection means may refer to the storage means
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and inspect the measuring object by an inspection meth-
od for the measuring object specified by information in-
putted into the threshold level setting means.

Advantageous Effects of Invention

[0009] According to the X-ray inspection apparatus of
the present invention, since an optimum threshold level
can be set according to the physical properties of the
measuring object and the like, it is possible to accurately
inspect the measuring object regardless of the physical
properties of the measuring object and the like.

Brief Description of the Drawings

[0010]

Fig. 1 is a functional block diagram of an X-ray in-
spection apparatus 100 of the present invention.
Fig. 2 is a diagram exemplifying a threshold setting
method.
Fig. 3 is a diagram showing one example of a table
showing thresholds for respective measuring objects
W.
Fig. 4 is a diagram showing another example of a
table showing thresholds for respective measuring
objects W.

Description of Embodiments

[0011] Hereinafter, embodiments of the present inven-
tion will be described based on the drawings.
[0012] Fig. 1 shows a functional block diagram of an
X-ray inspection apparatus 100 of the present invention.
The X-ray inspection apparatus 100 includes an X-ray
emission means 110, a conveyance means 120, an X-
ray detection means 130, a threshold setting means 140,
a storage means 141, a display means 150, an input
means 160 and an inspection means 170.
[0013] The X-ray emission means 110 emits X-rays
toward a measuring object W placed on the conveyance
means 120. The conveyance means 120 is, for example,
a belt conveyor with high X-ray transmittance, is arranged
between the X-ray emission means 110 and the X-ray
detection means 130, which are arranged to oppose each
other, and conveys the measuring object W placed ther-
eon. The X-rays emitted from the X-ray emission means
110 toward the measuring object W reaches the X-ray
detection means 130 after being absorbed by the meas-
uring object W and the conveyance means 120 and trans-
mitted therethrough.
[0014] The X-ray detection means 130 adopts, for ex-
ample, a so-called X-ray line sensor, in which a plurality
of X-ray detection elements are aligned in a direction
orthogonal to the conveyance direction of the convey-
ance means 120. In the X-ray inspection apparatus 100,
X-ray photons transmitted from the measuring object W
are successively scanned by the X-ray line sensor while

the measuring object W is moved by the conveyance
means 120.
[0015] This embodiment adopts an X-ray line sensor
of a direct conversion method capable of detecting pho-
tons by discriminating the energy of the photon into one
or more energy region(s) in accordance with a predeter-
mined threshold level for each reached X-ray photon.
Examples of the X-ray detection elements capable of di-
rectly converting an X-ray into an electric signal include
semiconductor elements such as CdTe. In the X-ray de-
tection means 130, in each X-ray detection element con-
stituting the X-ray line sensor, an electron-hole pair is
generated by the reached X-ray photons, the energy of
a detection signal obtained by amplifying the charge
thereof is compared with the predetermined threshold
level, and the number of times the threshold level has
been exceeded or has not been exceeded within a pre-
determined time is outputted as a photon counting
number (the number of detected photons) of the X-ray
detection element in the energy region defined by the
threshold level. Note that, instead of the number of times
the energy of the detection signal has exceeded the pre-
determined threshold level, an integral charge amount,
which is obtained by integrating the charge amount of
the detection signal whose energy has exceeded or has
not exceeded the predetermined threshold level with the
predetermined time, may be outputted as an integral
charge amount of the X-ray detection element in the en-
ergy region defined by the threshold level. Hereinafter,
a case where the output is the photon counting number
will be described as an example.
[0016] The X-ray detection means 130 is configured
to be able to set a predetermined threshold level for the
number corresponding to the number of energy regions
to discriminate the photon by energy thereof in photon
counting. In a case of two energy regions, for example,
the X-ray detection means 130 is configured so that, as
shown in Fig. 2(a), two threshold levels (a threshold level
Vth1 on the low energy side and a threshold level Vth2
on the high-energy side,) can be set, and the photon
counting number exceeding each threshold level is suc-
cessively taken into the memory. Then, a high-energy X-
ray transmission image can be generated based on the
photon counting number exceeding the threshold level
Vth2 on the high-energy side in each X-ray detection el-
ement, and a low-energy X-ray transmission image can
be generated based on the number obtained by subtract-
ing the photon counting number exceeding the threshold
level Vth2 on the high-energy side from the photon count-
ing number exceeding the threshold level Vth1 on the
low-energy side in each detection element. Note that the
energy regions for photon counting may be set to be par-
tially overlapped to generate two or more X-ray transmis-
sion images, in which, for example, a high-energy X-ray
transmission image is generated in the same way as
above, and, instead of a low energy X-ray transmission
image, a low-energy + high-energy X-ray transmission
image is generated based on the photon counting
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number exceeding the threshold level Vth1 on the low-
energy side.
[0017] In a case of two energy regions for photon
counting, the threshold level setting method is not limited
to the method shown in Fig. 2(a). Any method may be
adopted, for example, such as a method of setting a low-
energy region for photon counting as an energy region
lower than the threshold level Vth1 as shown in Fig. 2(b),
or the like. Moreover, as shown in Figs. 2(c) and (d), one
energy region for photon counting may be set so as to
be a region exceeding or not exceeding a certain thresh-
old level Vth. Furthermore, three or more energy regions
for photon counting may be set, and the setting method
is arbitrary. For example, in a case of setting four energy
regions, four energy regions may be set consecutively
with three threshold levels Vth1 to Vth3 as boundaries
as shown in Fig. 2(e), or four energy regions may be set
intermittently by providing six threshold levels Vth1 to
Vth6 as shown in Fig. 2(f). X-ray transmission images
can be obtained in multiple stages by increasing the en-
ergy regions for photon counting, enabling finer image
processing.
[0018] The threshold level setting means 140 refers to
the storage means 141, in which the measuring object
W and the threshold level thereof are directly or indirectly
associated and stored, and keeps the threshold level for
the measuring object W specified by the inputted infor-
mation so that the X-ray detection means 130 can refer
to and set the threshold level as the predetermined
threshold level. The association between the measuring
object W and the threshold level thereof is stored in the
storage means 141 as a table in which, for example, the
association between the measuring object W as an index
and the threshold level is recorded. The storage means
141 may be fixedly provided as a hard disk or a RAM in
the apparatus or may be detachably provided as a mem-
ory card or the like. The threshold level setting means
140 also displays, for example, an input interface for se-
lecting the measuring object W on the display means 150
such as a display or the like so that a user of the apparatus
can input the information specifying the measuring object
W.
[0019] Fig. 3 shows one example of a table in a case
where one or two threshold level(s) are set for each
measuring object W. On the table, one or two appropriate
threshold level(s) are recorded for each measuring object
W, taking into consideration the physical properties of
the measuring object W. The measuring object W here
is not limited to the measuring object itself, but may be
set by being categorized appropriately by the name of
the commodity, the name of the foreign matter desired
to be detected, the type and material of the measuring
object or foreign matter, or the like. Moreover, the meas-
uring object W may be set as a set of the measuring
object and the name of the foreign matter desired to be
detected. Then, the user is presented with a menu for
selecting the measuring object W, which is the table in-
dex, and the user selects and inputs the measuring object

W by using the input means 160 such as a mouse, a
keyboard, a touch panel, a barcode reader, or the like.
Subsequently, the threshold level setting means 140
reads threshold levels 1 and 2 for the selected measuring
object W from the table and keeps the threshold levels
so that the X-ray detection means 130 can refer to the
threshold levels as predetermined threshold levels. At
this time, the threshold levels do not have to be displayed
on the selection menu presented to the user.
[0020] The configuration for associating the measuring
object W and the threshold level in the table is not limited
to the configuration shown in Fig. 3 and may be arbitrarily
determined according to a method of inputting the infor-
mation specifying the measuring object W. For example,
in a case of presenting the measuring object W to the
user to be selected and inputted as in the case of Fig. 3,
in addition to the method of constituting with one table
as shown in Fig. 3, it is also possible to adopt a method
of constituting with two tables as shown in Figs. 4(a) and
(b). Specifically, one table is constituted by a set of the
measuring object W and a threshold number as shown
in Fig. 4(a), the other table is constituted by a set of a
threshold number and a threshold level as shown in Fig.
4(b), and the measuring object W and the threshold level
are indirectly associated by relating both tables with the
threshold number. Furthermore, in a case of inputting the
information specifying the measuring object W by reading
a barcode or QR code (registered trademark) with a bar-
code reader or by directly inputting the commodity
number with the keyboard, by making the index in the
table shown in Fig. 3 a number or a commodity number
corresponding to the code indicating the measuring ob-
ject W instead of the measuring object W, the measuring
object W corresponding to the code or the commodity
number and a threshold level can be associated.
[0021] The inspection means 170 inspects the meas-
uring object based on the number of photons detected
by the X-ray detection means 130 for each of one or more
energy region(s). For example, an X-ray transmission
image is generated based on the number of photons de-
tected by the X-ray detection means 130 for each of the
two energy regions shown in Fig. 2(a), and predeter-
mined processing such as calculating a difference be-
tween the images can be performed to generate an im-
age, in which the measuring object W and the foreign
matter contained therein are visualized with high con-
trast. The generated image is displayed on, for example,
the display means 150. Note that the result of the inspec-
tion itself does not necessarily have to be the output tar-
get, and, for example, a control signal of a sorter may be
outputted based on the result of the inspection.
[0022] Note that the inspection means 170 may inspect
the measuring object based on an amount corresponding
to the number of photons detected by the X-ray detection
means 130 for each of one or more energy region(s). For
example, in the X-ray detection means 130, the energy
of a detection signal, which is obtained by amplifying a
charge of an electron-hole pair generated by the X-ray
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photons reached each X-ray detection element consti-
tuting the X-ray line sensor, is compared with the prede-
termined threshold level, and the charge amount, which
is obtained by integrating the charge amount of the de-
tection signal exceeded or not exceeded the threshold
level with a predetermined time, is outputted as an inte-
gral charge amount of the X-ray detection element in the
energy region defined by the threshold level. In a case
of setting two threshold levels as shown in Fig. 2(a), the
integral charge amounts exceeding the respective
threshold levels are successively taken into the memory.
Then, a high-energy X-ray transmission image can be
generated based on the integral charge amount exceed-
ing the threshold level Vth2 on the high-energy side in
each X-ray detection element. A low-energy X-ray trans-
mission image can also be generated based on the
charge amount obtained by subtracting the integral
charge amount exceeding the threshold level Vth2 on
the high-energy side from the integral charge amount
exceeding the threshold level Vth1 on the low-energy
side in each detection element.
[0023] Note that the inspection method performed by
the inspection means 170 may be different for each
measuring object W. For example, image processing
conditions (e.g., a coefficient for each photon counting
number and a calculation formula such as addition, sub-
traction, or the like) are recorded in advance in associa-
tion with the measuring object W further in the table
stored in the storage means 141, and the inspection
method for the measuring object W selected and inputted
in the threshold level setting means 140 may be executed
with reference to the table at the time of execution of the
processing by the inspection means 170. By adopting a
different inspection method for each measuring object W
in this way, for example, even in a case where there is a
measuring object W requiring special image processing
in order to generate an image with high contrast, an im-
age with high contrast can be obtained by simple setting.
[0024] Moreover, the inspection of the measuring ob-
ject does not necessarily have to be performed by the
image generation. For example, the inspection of the
measuring object may be performed by internally and
directly calculating a difference between or comparing
output data for each energy region (such as the number
of photons for each detection element).
[0025] According to the X-ray inspection apparatus
100 of the present invention described above, since an
optimal threshold level can be set according to the phys-
ical properties of the measuring object itself and the for-
eign matter that may be contained therein, it is possible
to generate a clear image with high contrast between the
measuring object and the foreign matter, enabling accu-
rate inspection of the measuring object regardless of the
physical properties of the measuring object and the like.
Furthermore, since it is necessary to only select the
measuring object W in order to set the threshold level,
even a user who is not familiar with the principle of X-ray
inspection or the like can perform the setting quickly and

correctly.
[0026] Note that the present invention is not limited to
the above embodiments. The embodiments described
above are examples, and anything having substantially
the same configuration as the technical idea described
in the claims of the present invention and exerting the
same operational effects are included in the technical
scope of the present invention. For example, although
the case where the line sensor is exemplified as the X-
ray sensor, the X-ray sensor may be an area sensor or
may adopt a time delay integration (TDI) sensor or a time-
delayed summation (TDS) sensor to improve the contrast
or the S/N ratio.

Reference Signs List

[0027]

100 X-ray inspection apparatus
110 X-ray emission means
120 Conveyance means
130 X-ray detection means
140 Threshold level setting means
141 Storage means
150 Display means
160 Input means
170 Inspection means
W Measuring object

Claims

1. An X-ray inspection apparatus comprising:

an X-ray emission means for emitting an X-ray
to a measuring object;
an X-ray detection means for detecting an X-ray
photon transmitted through the measuring ob-
ject by discriminating energy possessed by the
X-ray photon into one or more energy region(s)
in accordance with a predetermined threshold
level;
a storage means for storing the measuring ob-
ject and the threshold level which are directly or
indirectly associated;
a threshold level setting means for referring to
the storage means to keep a threshold level for
the measuring object specified by inputted infor-
mation so that the X-ray detection means can
refer to the threshold level as the predetermined
threshold level; and
an inspection means for inspecting the measur-
ing object based on a number of photons or an
amount corresponding to the number of the pho-
tons detected by the X-ray detection means for
each of the one or more energy region(s).

2. The X-ray inspection apparatus according to claim
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1, wherein the inspection means generates an X-ray
transmission image for each of the one or more en-
ergy region(s) based on the number of the photons
or the amount corresponding to the number of the
photons detected by the X-ray detection means for
each of the one or more energy region(s), and out-
puts, as an inspection result of the measuring object,
an image obtained by performing predetermined
processing on each X-ray transmission image.

3. The X-ray inspection apparatus according to claim
1, wherein the storage means further stores infor-
mation, which indicates an inspection method of the
measuring object in the inspection means, in asso-
ciation with the measuring object, and
the inspection means refers to the storage means
and inspects the measuring object by an inspection
method for the measuring object specified by infor-
mation inputted into the threshold level setting
means.

4. The X-ray inspection apparatus according to any one
of claims 1 to 3, wherein the amount corresponding
to the number of the photons is a charge amount.

9 10 
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