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(57) To provide a drug solution administration device
which prevents a push-out mechanism such as a plunger
that pushes out a drug solution from having trouble mov-
ing relative to a container such as a cylindrical body, and
to provide a method for controlling a drug solution ad-
ministration device.

In a drug solution administration device 100 accord-
ing to the present invention, when a predetermined time
has passed after a command to stop an operation of a
motor 136, a processing unit 134a of a first control unit
134 commands a drive mechanism 131 to move a
push-out mechanism 143 and to shift a position of a seal-
ing member 149 relative to a containing space of a drug
solution storage unit 141.
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Description

Technical Field

[0001] The present invention relates to a drug solution
administration device used for in vivo administration of a
drug solution and relates to a method for controlling a
drug solution administration device.

Background Art

[0002] In the related art, as a device for administering
a drug solution such as insulin, there is known a portable
administration device which enables continuous admin-
istration of a drug solution while being attached to the
skin of a patient of interest or a subject.
[0003] In this drug solution administration device, a cy-
lindrical body such as a syringe and a plunger form a
space that contains a drug solution. Moving the plunger
inside the cylinder pushes out the drug solution inside
the cylinder and introduces the drug solution in vivo
through a tube or the like connected to the cylinder (refer
to Patent Literature 1).

Citation List

Patent Literature

[0004] Patent Literature 1: JP 2002-136594 A

Summary of Invention

Technical Problem

[0005] In the drug solution administration device dis-
closed in Patent Literature 1, a seal (a sealing member)
such as rubber is provided in a portion of the plunger
which is to be brought into contact with the cylindrical
body, or at a leading end of the plunger, in order to prevent
leakage of the drug solution from a base end of the cy-
lindrical body. However, when a liquid feed is stopped
and the seal is left to stand for a long time, the seal may
stick to an inner wall of the cylinder and cause difficulty
in moving the plunger when the liquid feed is resumed.
Alternatively, sticking of the seal may be erroneously de-
tected as clogging in a flow path of the drug solution.
Furthermore, when the sticking is resolved, an accumu-
lated pressing force acts on the plunger at once, which
may cause an unintended quantity of liquid feed.
[0006] An object of the present invention is to provide
a drug solution administration device which prevents a
push-out mechanism such as a plunger that pushes out
a drug solution from having trouble moving relative to a
container such as a cylindrical body, and relates to a
method for controlling a drug solution administration de-
vice.

Solution to Problem

[0007] A drug solution administration device according
to the present invention includes: an injection unit that
injects a drug solution in vivo; a container provided with
a containing space communicated with the injection unit
and configured to contain the drug solution which is to
be fed to the injection unit; a push-out mechanism at least
a part of which moves back and forth inside the containing
space and which allows the drug solution stored inside
the containing space to flow into the injection unit; a seal-
ing member attached to the push-out mechanism and
pressed against a wall surface of the containing space
to prevent leakage of the drug solution inside the con-
taining space from the push-out mechanism; a drive
mechanism that generates a drive force for moving the
push-out mechanism back and forth; and a control unit
that commands the drive mechanism to start an operation
and to stop the operation. When a predetermined time
has passed after the command to stop the operation of
the drive mechanism, the control unit controls the drive
mechanism to move the push-out mechanism and to shift
a position of the sealing member relative to the wall sur-
face of the containing space.
[0008] A method for controlling a drug solution admin-
istration device according to the present invention in-
cludes: a container provided with a containing space
which contains a drug solution; a sealing member
pressed against a wall surface of the containing space
to prevent leakage of the drug solution inside the con-
taining space; a drive mechanism that generates a drive
force for moving the sealing member back and forth; and
a control unit that commands the drive mechanism to
start an operation and to stop the operation. When a pre-
determined time has passed after the command to stop
the operation of the drive mechanism, the control unit
controls the drive mechanism to move the sealing mem-
ber and to shift a position of the sealing member relative
to the wall surface of the containing space.

Advantageous Effects of Invention

[0009] According to a drug solution administration de-
vice and a method for controlling a drug solution admin-
istration device according to the present invention, when
a predetermined time has passed after a command to
stop an operation of a drive mechanism, the drive mech-
anism is commanded to shift a position of a sealing mem-
ber relative to a wall surface of a containing space. Ac-
cordingly, it is possible to prevent the sealing member
from sticking to an inner wall of a container and to prevent
troubles such as difficulty in moving the push-out mech-
anism, an erroneous detection of clogging, and an unin-
tended quantity of liquid feed.

Brief Description of Drawings

[0010]

1 2 
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Fig. 1 is a schematic view of a drug solution admin-
istration device according to an embodiment of the
present invention.
Fig. 2 is an exploded perspective view of a liquid-
feed body of the drug solution administration device.
Fig. 3 is a plan view of an injection unit of the drug
solution administration device.
Fig. 4 illustrates enlarged sectional views taken
along line 4-4 of Fig. 3. Fig. 4(A) illustrates a state
before introducing a cannula in vivo, while Fig. 4(B)
illustrates a state after introducing the cannula in vivo
with a puncture tool. Fig. 4(C) illustrates a state in
which the puncture tool is removed and the cannula
stays in vivo.
Fig. 5 is a schematic plan view illustrating a structure
of each unit in the liquid-feed body of the drug solu-
tion administration device according to the embodi-
ment.
Fig. 6 is a perspective view illustrating a blocking
member included in a rotation detection unit that de-
tects rotation of a motor included in a drive mecha-
nism.
Fig. 7 illustrates cross-sectional views taken along
line 7-7 of Fig. 5. Fig. 7(A) illustrates a state before
connecting the injection unit and a liquid-feed unit,
while Fig. 7(B) illustrates a state after connecting the
injection unit and the liquid-feed unit.
Fig. 8 is a block diagram illustrating an arrangement
of a control system in the drug solution administration
device.
Fig. 9 is a flowchart illustrating movement of a push-
out mechanism relative to a drug solution storage
unit in order to prevent sticking in the drug solution
administration device according to the embodiment.

Description of Embodiments

[0011] Hereinafter, embodiments of the present inven-
tion will be described with reference to the accompanying
drawings. Note that the following description does not
limit the technical scope or the term meanings disclosed
in the claims. Furthermore, dimensional ratios of the
drawings are exaggerated for illustration purpose and
may differ from actual ratios.
[0012] With reference to Fig. 1 to Fig. 9, a drug solution
administration device according to a first embodiment
will now be described in detail. Fig. 1 to Fig. 8 are views
for describing an arrangement of each unit of the drug
solution administration device according to this embod-
iment.
[0013] The drug solution administration device accord-
ing to the present embodiment is a portable insulin ad-
ministration device 100 that feeds insulin as a drug so-
lution in a diabetic patient or a user in vivo. Hereinafter,
the drug solution administration device is described as
the insulin administration device 100.
[0014] As illustrated in Fig. 1, the insulin administration
device 100 includes a liquid-feed body 10 and a remote

controller 20. The liquid-feed body 10 feeds insulin or a
drug solution in vivo. The remote controller 20 instructs
the liquid-feed body 10 to perform various operations. An
arrangement of each unit of the insulin administration
device 100 will now be described in detail.
[0015] As illustrated in Fig. 2, the liquid-feed body 10
includes an injection unit 11 and a liquid-feed unit 12.
The injection unit 11 to be attached to a user in vivo is
provided with, for example, a cannula 113 which stays
in the user in vivo. The liquid-feed unit 12 is provided with
a reusable liquid-feed unit 13 and a disposable liquid-
feed unit 14. The reusable liquid-feed unit 13 includes,
for example, a drive mechanism 131 which generates a
drive force to drive members necessary for a liquid feed.
The disposable liquid-feed unit 14 includes, for example,
a drug solution storage unit 141 filled with insulin and a
push-out mechanism 143, to be described, which is used
for feeding the drug solution filled in the drug solution
storage unit 141.
[0016] The injection unit 11 and the liquid-feed unit 12
are configured to be connected to and/or separated from
each other. For example, when the user takes a bath,
while keeping the injection unit 11 attached in vivo, the
user separates the liquid-feed unit 12 that includes the
drug solution storage unit 141 filled with insulin and elec-
trical and mechanical structures from the injection unit
11. This operation prevents warming of the insulin inside
the drug solution storage unit 141 and prevents adhesion
of liquid to the electrical and mechanical structures inside
the liquid-feed unit 12 so as not to make the structures
wet.
[0017] Furthermore, the reusable liquid-feed unit 13
and the disposable liquid-feed unit 14 are configured to
be connected to and/or separated from each other. After
a predetermined period of time, when the insulin or the
like inside the drug solution storage unit 141 is used up,
the reusable liquid-feed unit 13 and the disposable liquid-
feed unit 14 may be separated, and the disposable liquid-
feed unit 14 may be disposed of and changed to a new
one. On the other hand, the reusable liquid-feed unit 13
is provided with relatively expensive components which
are changed less frequently than those mounted on the
disposable liquid-feed unit 14. For example, a motor 136
and a gear group 137 to be described are mounted on
the reusable liquid-feed unit 13. In this manner, compo-
nents which are to be discarded after use for a predeter-
mined period and components which are relatively ex-
pensive are mounted on different housings. Mounting the
relatively expensive components on the reusable liquid-
feed unit 13 for reuse enables reduction of manufacturing
costs of the device and costs associated with the use.
Each arrangement will now be described.
[0018] First, the injection unit 11 will be described. As
illustrated in Fig. 2, for example, the injection unit 11 in-
cludes an injection body (also referred to as "cradle")
111, a stick-on unit 112, the cannula 113, a support 114,
and a magnet 115 (see Fig. 3). The stick-on unit 112
allows the injection body 111 to stick to the user in vivo.
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The cannula 113 protrudes from the injection body 111
and is to stay in vivo. The support 114 is mounted on the
injection body 111 and supports the cannula 113. The
magnet 115 is used to detect connection between the
injection unit 11 and the liquid-feed unit 12.
[0019] As illustrated in Fig. 2, the injection body 111
includes a flat plate-shaped placement portion 111a and
a vertical wall 111b formed by standing a part of the pe-
ripheral edge of the placement portion 111a. As illustrat-
ed in Figs. 4(A) to 4(C), the placement portion 111a is
provided with an insertion hole 111c which enables in-
sertion of the cannula 113.
[0020] Furthermore, as illustrated in Fig. 2, the vertical
wall 111b is provided with a protrusion 111d protruding
toward the opposite surface and a through-hole 111e as
engagement units that maintain a mechanical connection
with a second housing 145 of the disposable liquid-feed
unit 14 which is to be described. Sliding the second hous-
ing 145 of the disposable liquid-feed unit 14 relative to
the injection body 111 to connect the second housing
145 to the injection body 111 causes the protrusion 111d
to fit in a slot 145c formed outside the second housing
145. In addition, a hook 145d formed in the second hous-
ing 145 is caught in the through-hole 111e. Note that the
shapes of the engagement units are not limited to the
above example as long as the injection body 111 and the
second housing 145 of the disposable liquid-feed unit 14
are configured to be connected to and/or separated from
each other.
[0021] As illustrated in Fig. 3 and Figs. 4(A) to 4(C),
the stick-on unit 112 includes a substantially rectangular
sheet-like member. In the placement portion 111a of the
injection body 111 of the stick-on unit 112, adhesion is
granted to a surface where the vertical wall 111b stands
up and to the opposite surface. Taking advantage of the
adhesiveness, the stick-on unit 112 enables the injection
unit 11 to stick to the user in vivo. Note that the adhesive
surface of the stick-on unit 112 which is to be attached
in vivo may employ, for example, detachable release pa-
per that covers and protects the stick-on unit 112 so as
to prevent inadvertent sticking of the stick-on unit 112.
[0022] The cannula 113 is inserted in vivo and used
for in vivo introduction of the drug solution such as insulin
from the drug solution storage unit 141. As illustrated in
Fig. 4(A), the cannula 113 includes a cylindrical portion
and a truncated conical portion continuously formed on
the cylindrical portion. The cylindrical portion and the
truncated conical portion are provided with an inner cavity
which enables a flow of insulin. With such a shape, the
cannula 113 is shaped like what is called a funnel. It is a
matter of course that the shape of the cannula 113 is not
limited to the above example as long as the cannula 113
enables in vivo introduction of the drug solution from the
drug solution storage unit 141.
[0023] As illustrated in Fig. 4, the support 114 includes
a bottom 114a, a connection port 114b, a cap 114c, a lid
114d, and a seal 114e. The bottom 114a supports the
cannula 113. The connection port 114b includes an inner

cavity into which a liquid-feed tube 142 (see Fig. 6) of
the disposable liquid-feed unit 14 is inserted. The cap
114c is to be attached to the connection port 114b to
cover the connection port 114b. The lid 114d is attached
to an upper surface of the bottom 114a (a surface oppo-
site to a surface of the bottom 114a which is placed on
the injection body 111). The seal 114e is provided be-
tween the bottom 114a and the lid 114d.
[0024] The bottom 114a is a base of the support 114,
having a substantially cylindrical shape in this embodi-
ment. As illustrated in Fig. 4(C), for example, the bottom
114a includes an internal space 114f in which the cannula
113 is placed. The internal space 114f is shaped like a
funnel according to the shape of the cannula 113 and
supports the cannula 113.
[0025] In the bottom 114a, as illustrated in Fig. 4(A),
for example, the connection port 114b extends in a di-
rection intersecting with an axis of the cylindrical portion
included in the cannula 113. The inner cavity of the con-
nection port 114b is communicated with the internal
space 114f of the bottom 114a.
[0026] It is preferred that the cap 114c should enable
insertion of the liquid-feed tube 142 of the disposable
liquid-feed unit 14 to be described and that the cap 114c
should include a material which keeps the liquid-feed
tube 142 and the connection port 114b in a liquid-tight
manner. An example of such a material includes rubber.
[0027] As illustrated in Fig. 4(C), the lid 114d has a
function of pressing the seal 114e. The lid 114d is pro-
vided with a through-hole which is coaxial with an axial
direction of the cannula 113 and which enables insertion
of a needle N of a puncture tool M to be described.
[0028] The seal 114e is configured to be punctured
with the needle N of the puncture tool M and is configured
to prevent insulin from leaking out of the through-hole of
the lid 114d after the puncture tool M is removed. An
example of the material of the seal 114e includes rubber.
The puncture tool M in each of Figs. 4(A) and 4(B) is
illustrated simply.
[0029] The cannula 113 stays in vivo by the puncture
tool M provided with, for example, the needle N which is
to be inserted into the inner cavity of the cannula 113
supported by the support 114, and a biasing member
(not illustrated) which applies a biasing force to the sup-
port 114 and the needle N in a direction in which the
needle N and the cannula 113 protrude from the place-
ment portion 111a.
[0030] Specifically, first, a user attaches the injection
body 111 to his/her body surface with the stick-on unit
112. Next, the user inserts the needle N from the through-
hole formed in the lid 114d of the support 114 and at-
taches the support 114 to the puncture tool M to insert
the needle N through the inner cavity of the cannula 113.
Next, as illustrated in Fig. 4(A), the user attaches the
puncture tool M to the placement portion 111a. Next, as
illustrated in Fig. 4(B), due to the biasing force of the
biasing member included in the puncture tool M, the sup-
port 114 and the needle N are injected in the direction in
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which the needle N and the cannula 113 protrude from
the placement portion 111a. The support 114 herein is
fixed to the placement portion 111a by a latching mech-
anism (not illustrated). Next, as illustrated in Fig. 4(C),
while attaching the support 114 to the placement portion
111a, the user detaches the puncture tool M including
the needle N from the placement portion 111a. Accord-
ingly, the cannula 113 stays in vivo. Note that the punc-
ture tool M to which the support 114 is attached may be
stored while being attached to the injection body 111,
and the puncture tool M may be independently detached
after being fixed by the latching mechanism of the support
114.
[0031] Herein, the cannula 113 and the support 114
correspond to a circulation unit provided with a first flow
path which allows a flow of the drug solution.
[0032] The magnet 115 is used to detect connection
between the liquid-feed unit 12 and the injection unit 11
when the liquid-feed unit 12 is fitted in the injection unit
11. As described later, the disposable liquid-feed unit 14
included in the liquid-feed unit 12 is provided with a fitting
detection unit 139 used for detecting fitting between the
liquid-feed unit 12 and the injection unit 11 together with
the magnet 115. In this embodiment, the fitting detection
unit 139 includes a reed switch and is placed in a first
housing 135 of the reusable liquid-feed unit 13 to be de-
scribed. The reed switch is arranged above the magnet
115 when the liquid-feed unit 12 is attached to the injec-
tion unit 11. In the reed switch, metal plates are provided
inside a glass tube, being separated from each other.
When the magnet 115 is arranged above or close to the
reed switch, the metal plates come into contact with each
other. The fitting detection unit 139 is electrically con-
nected to a first control unit 134 to be described. Accord-
ingly, the fitting detection unit 139 detects whether the
liquid-feed unit 12 is attached to the injection unit 11 by
detecting contact between the metal plates of the fitting
detection unit 139. The fitting detection unit 139 is not
limited to the above arrangement as long as the fitting
detection unit 139 is configured to detect whether the
liquid-feed unit 12 is fitted in the injection unit 11. For
example, a push type switch may be appropriately em-
ployed as the fitting detection unit 139.
[0033] Next, the reusable liquid-feed unit 13 will be de-
scribed. As illustrated in Figs. 2 and 5, the reusable liquid-
feed unit 13 includes the drive mechanism 131, a rotation
detection unit 132, a first communication unit 133, the
first control unit 134, the first housing 135, and the fitting
detection unit 139. The drive mechanism 131 drives
members necessary for a liquid feed. The rotation detec-
tion unit 132 detects rotation of the drive mechanism 131.
The first communication unit 133 communicates with the
remote controller 20. The first control unit 134 controls,
for example, the drive mechanism 131 and the first com-
munication unit 133. The first housing 135 holds these
members. The fitting detection unit 139 is used to detect
fitting of the liquid-feed unit 12 with respect to the injection
unit 11. In Fig. 5, a section surrounded by the dotted line

X represents components to be attached to the reusable
liquid-feed unit 13, and a section surrounded by the dot-
and-dash line Y represents components to be attached
to the disposable liquid-feed unit 14. Furthermore, Fig. 5
does not illustrate the first housing 135 for simplicity sake.
[0034] As illustrated in Fig. 5, for example, the drive
mechanism 131 includes the motor 136 and the gear
group 137. The motor 136 is provided with an output shaft
that causes rotation by electric power from a battery 144
of the disposable liquid-feed unit 14. The gear group 137
reduces the speed of rotation caused by the motor 136
and transmits the rotation to the push-out mechanism
143 of the disposable liquid-feed unit 14.
[0035] In the output shaft, the motor 136 generates a
drive force, as rotational motion, necessary for moving a
slide 146 of the push-out mechanism 143. A stepping
motor is employed as the motor 136 in this embodiment.
Stepping motors are preferable from a viewpoint of safe-
ness and the like, because stepping motors stop rotation
at the time of a short circuit. A specific aspect of the motor
136 is not limited to the above example as long as the
motor 136 is configured to generate a drive force by ro-
tation and has a size mountable on the portable insulin
administration device 100. Besides a stepping motor, the
motor 136 may be, for example, a DC motor or an AC
motor.
[0036] The gear group 137 is used to transmit the pow-
er of rotation generated from the motor 136 to the push-
out mechanism 143 that presses the drug solution stor-
age unit 141. As illustrated in Fig. 5, the gear group 137
includes a first gear 137a connected to the motor 136,
and a second, a third, and a fourth gear 137b, 137c, and
137d which mesh with adjacent gears.
[0037] The first gear 137a is provided with one kind of
teeth that meshes with adjacent gears. In regard to the
second, third, and fourth gears 137b, 137c, and 137d,
two kinds of teeth that mesh with adjacent gears are ar-
ranged in an axial direction in which the gears rotate.
[0038] The second gear 137b is arranged adjacent to
the first gear 137a and the third gear 137c in a direction
intersecting with a rotating shaft of the first gear 137a
(vertical direction in Fig. 5).
[0039] The third gear 137c is arranged adjacent to the
second gear 137b and the fourth gear 137d in the direc-
tion intersecting with the rotating shaft of the first gear
137a (vertical direction in Fig. 5).
[0040] The fourth gear 137d is arranged adjacent to
the third gear 137c and a fifth gear 148 of the disposable
liquid-feed unit 14 in the direction intersecting with the
rotating shaft of the first gear 137a (vertical direction in
Fig. 5).
[0041] The gear group 137 and the fifth gear 148 in-
clude spur gears. The number of gears and the like are
not limited to the above example as long as the power
generated by the rotation of the motor 136 is transmitted
to the push-out mechanism 143. Furthermore, in the gear
group 137 and the fifth gear 148, the number of gears
and teeth or the like are set in such a manner that torque
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from the motor 136 is reduced to a preset value. However,
specifications such as the number of gears and teeth are
not limited to the above example as long as a desired
reduction gear ratio is achieved within a given space. Still
further, in this embodiment, rotational directions of an
input gear corresponding to the first gear 137a and an
output gear corresponding to the fifth gear 148 may be
the same or different. A material and arrangement of the
gear group 137 are not particularly limited as long as the
gear group 137 enables transmission of an output from
the output shaft 136a of the motor 136 to the push-out
mechanism 143. Examples of the material include metals
and resin materials such as plastic.
[0042] The motor 136 is connected to the first gear
137a of the gear group 137 through a coil spring (not
illustrated).
[0043] As illustrated in Fig. 5, the rotation detection unit
132 includes an optical sensor provided with a blocking
member 132a arranged in a portion of the first gear 137a
close to the motor 136, and a light emitting unit 132b and
a light receiving unit 132c that face each other across
the blocking member 132a.
[0044] As illustrated in Fig. 6, the blocking member
132a is provided with a plurality of substantially sector
forms similar to blades of an electric fan at an interval of
a certain angle in a circumferential direction of the first
gear 137a. When detection light emitted from the light
emitting unit 132b of the optical sensor passes through
portions without the blades of the blocking member 132a,
the light receiving unit 132c receives the detection light
S. Reversely, when the detection light S from the light
emitting unit 132b is blocked by the blades of the blocking
member 132a, the light receiving unit 132c does not re-
ceive the detection light S. Since the blades of the block-
ing member 132a is provided at a regular interval, the
number of rotations of the output shaft of the motor 136
is detected based on a time interval (frequency) at which
the detection light S is received. Since a reduction gear
ratio obtained by the gear group 137 and the fifth gear
148 and a pitch of a feed screw 147 of the push-out mech-
anism 143 are fixed (not variable), a quantity of drug-
solution feed is calculated by detecting the number of
rotations of the output shaft 136a of the motor 136.
[0045] Although the blocking member 132a is provided
with three fan-shaped blades in Fig. 6, for example, the
shape and the number of the blades are not limited to
those illustrated in Fig. 6 as long as the blades switch
between blocking and passing of the detection light S. In
this embodiment, the rotation detection unit 132 detects
the number of rotations of the output shaft of the motor
136 to obtain a quantity of liquid feed, but a method of
detecting a quantity of liquid feed is not limited thereto.
For example, a quantity of liquid feed may also be ob-
tained by a control signal sent to the motor 136. Although
the optical sensor is used herein for detecting the number
of rotations, the present invention is not limited to the
optical sensor as long as the number of rotations of the
motor is detected. Besides the optical sensor, the present

invention may employ, for example, a magnetic sensor.
[0046] The first communication unit 133 includes elec-
tronic devices necessary for communication with the re-
mote controller 20. As described later, the remote con-
troller 20 is provided with a second communication unit
202 which transmits and receives information to and from
the first communication unit 133 of the reusable liquid-
feed unit 13, using Bluetooth (registered trademark) Low
Energy (BLE) communication or short-range wireless
communication.
[0047] As illustrated in Fig. 8, the first control unit 134
includes a processing unit 134a (corresponding to a con-
trol unit), a memory unit 134b, and a date-time control
unit 134c. The first control unit 134 includes a known
microcomputer and controls the whole components that
operate in the liquid-feed unit 12.
[0048] The processing unit 134a performs arithmetic
operations and commands necessary for operations of,
for example, the motor 136, the first communication unit
133, and the rotation detection unit 132 included in the
drive mechanism 131. As one of the commands, the
processing unit 134a commands the motor 136 included
in the drive mechanism 131 to start rotation of a liquid
feed and to stop the rotation. The processing unit 134a
includes, for example, a CPU.
[0049] The memory unit 134b stores, for example, an
output of the number of rotations of the motor 136 from
the rotation detection unit 132, instructions for the motor
136 to start rotation or to stop the rotation and the time
of the instructions, and stores information associated with
attachment and detachment between the liquid-feed unit
12 and the injection unit 11. The memory unit 134b in-
cludes, for example, a RAM and a ROM.
[0050] The date-time control unit 134c is used when
time information is required, for example, in recording
the time when the number of rotations of the motor 136
is detected and the time when the motor 136 is instructed
to start rotation or to stop the rotation. The date-time con-
trol unit 134c includes, for example, a real time clock.
[0051] As illustrated in Fig. 2, the first housing 135 in-
cludes an upper surface 135a and a side wall 135b. The
upper surface 135a covers components such as the drive
mechanism 131, the rotation detection unit 132, the first
communication unit 133, and the first control unit 134.
The side wall 135b is formed by standing a part of the
peripheral edge of the upper surface 135a. To the upper
surface 135a, for example, the drive mechanism 131, the
rotation detection unit 132, the first communication unit
133, and the first control unit 134 are attached operative-
ly.
[0052] In addition, the first housing 135 includes a pro-
jection (not illustrated) which projects inward from an in-
ner surface of the side wall 135b and which allows the
reusable liquid-feed unit 13 to be connected to and/or
separated from the disposable liquid-feed unit 14. In this
embodiment, the first housing 135 is a component includ-
ing resin such as plastic, but the present invention is not
limited thereto as long as the first housing 135 has a
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certain degree of strength and the like. Since the fitting
detection unit 139 is described in the description of the
magnet 115 of the injection unit 11, details of the fitting
detection unit 139 will be omitted here.
[0053] Next, the disposable liquid-feed unit 14 will be
described. As illustrated in Fig. 5, the disposable liquid-
feed unit 14 includes the drug solution storage unit 141
(corresponding to a container), the liquid-feed tube 142,
the push-out mechanism 143, the battery 144, and the
second housing 145. The drug solution storage unit 141
is filled with insulin. The liquid-feed tube 142 communi-
cates the inner cavity of the connection port 114b pro-
vided in the injection unit 11 and the drug solution storage
unit 141. The push-out mechanism 143 is mechanically
connected to the drive mechanism 131 to push out the
insulin inside the drug solution storage unit 141 to the
liquid-feed tube 142. The battery 144 supplies electric
power to, for example, the drive mechanism 131. The
second housing 145 holds these members.
[0054] The drug solution storage unit 141 has a cylin-
drical shape. The liquid-feed tube 142 is connected to
one end of the drug solution storage unit 141. The other
end of the drug solution storage unit 141 is provided with
an opening 141a. The slide 146 of the push-out mecha-
nism 143 to be described is inserted into the drug solution
storage unit 141 from the opening 141a, and insulin is
stored in a space partitioned by the drug solution storage
unit 141 and the slide 146.
[0055] As illustrated in Figs. 7(A) and 7(B), in this em-
bodiment, the liquid-feed tube 142 includes a metallic
thin tube having a sharp leading end. When the liquid-
feed unit 12 is slid and fitted in the injection unit 11 as
illustrated in Fig. 7 (A), the sharp leading end of the liquid-
feed tube 142 penetrates through the cap 114c of the
injection unit 11 as illustrated in Fig. 7 (B), being inserted
into and connected to the inner cavity of the connection
port 114b. The liquid-feed tube 142 is communicated with
the internal space of the support 114 and the cannula
113. Furthermore, the liquid-feed tube 142 is connectable
and/or separable from the support 114 and the cannula
113, corresponding to a circulation unit provided with a
second flow path which allows a flow of the drug solution
from the drug solution storage unit 141.
[0056] As illustrated in Fig. 5, the push-out mechanism
143 includes the slide 146, the feed screw 147, and the
fifth gear 148. The slide 146 moves back and forth inside
the internal space of the drug solution storage unit 141.
The feed screw 147 engages with a female screw 146d
formed in the slide 146 and moves the slide 146 back
and forth. The fifth gear 148 meshes with the fourth gear
137d of the drive mechanism 131 and is to be connected
to the feed screw 147.
[0057] As illustrated in Fig. 5, the slide 146 includes a
push-out member 146a, a feed plate 146b, and a con-
necting plate 146c. The push-out member 146a moves
back and forth inside the drug solution storage unit 141
while maintaining sealing performance so that the drug
solution does not leak toward the slide 146. The feed

plate 146b is provided with the female screw 146d that
meshes with the feed screw 147. The connecting plate
146c connects the push-out member 146a and the feed
plate 146b.
[0058] The push-out member 146a is inserted through
the opening 141a of the drug solution storage unit 141
and forms a space that contains the drug solution in the
internal space of the drug solution storage unit 141. The
sealing member 149 is attached to an outer surface of
the push-out member 146a, and in order not to allow
leakage of the drug solution from between the push-out
member 146a and a cylindrical inner wall of the drug so-
lution storage unit 141, the sealing member 149 is fitted
in the cylindrical inner wall and moves back and forth in
the horizontal direction of Fig. 5 along the inner wall. The
containing space (internal space of the drug solution stor-
age unit 141) that contains the drug solution changes in
size (volume) depending on the position of the push-out
member 146a in the drug solution storage unit 141. The
push-out member 146a is also referred to as a plunger
or a pusher. The sealing member 149 is also referred to
as a seal. In this embodiment, the sealing member 149
is formed into an O-ring, but the present invention is not
limited thereto as long as the sealing member 149 ena-
bles prevention of leakage of the drug solution inside the
drug solution storage unit 141 from the push-out member
146a.
[0059] The feed plate 146b having a plate shape is
provided with a hole. This hole is provided with the female
screw 146d that meshes with a male screw 147a of the
feed screw 147.
[0060] The connecting plate 146c connects the push-
out member 146a and the feed plate 146b with two plates.
However, the shape of the connecting plate 146c is not
limited to this example as long as the connecting plate
146c connects the push-out member 146a and the feed
plate 146b together and causes those members to move
in an integrated manner. Besides this example, the con-
necting plate 146c may have a hollow form which is fitted,
for example, in the cylindrical inner wall of the drug so-
lution storage unit 141 in the entire circumference.
[0061] The feed screw 147 has a typical male screw
shape, and a part of the feed screw 147 meshes with the
female screw 146d of the feed plate 146b. The head of
the feed screw 147 is provided with, for example, a cross-
shaped slot that meshes with a part of the fifth gear 148
to be described.
[0062] The fifth gear 148 is arranged at a position
where the fifth gear 148 meshes with the fourth gear 137d
while the reusable liquid-feed unit 13 and the disposable
liquid-feed unit 14 are connected to each other in the
second housing 145.
[0063] The fifth gear 148 includes, as illustrated in Fig.
5, gear teeth and a bit that meshes (engages) with the
slot on the head of the feed screw 147. The bit is provided
at an end of a rotating shaft or the center of rotation of
the gear.
[0064] The bit of the fifth gear 148 is similar in shape
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to a leading end of a driver (also referred to as a screw-
driver or a turnscrew) that fastens a typical screw. With
such an arrangement, the bit of the fifth gear 148 meshes
with the recessed slot on the head of the feed screw 147
and transmits power caused by rotation of the fifth gear
148.
[0065] Since the teeth and the rotating shaft of the fifth
gear 148 are similar in shape to known ones, this em-
bodiment will not give a description of their shapes.
[0066] The feed screw 147 and the fifth gear 148 are
rotatably attached to the second housing 145.
[0067] When the fifth gear 148 rotates along with rota-
tion of the fourth gear 137d included in the drive mech-
anism 131, the feed screw 147 rotates. The feed plate
146b is restricted from rotating in a rotational direction of
the feed screw 147, and along with the rotation of the
feed screw 147, the feed plate 146b moves along a spiral
axis of the male screw of the feed screw 147. The push-
out member 146a connected to the feed plate 146b
through the connecting plate 146c moves inside the drug
solution storage unit 141 along with the movement of the
feed plate 146b. Movement of the push-out member 146a
in a direction in which the push-out member 146a is
pushed into the drug solution storage unit 141 (a direction
in which the volume of the containing space decreases)
causes the insulin inside the containing space formed by
the drug solution storage unit 141 and the push-out mem-
ber 146a to be fed to the liquid-feed tube 142.
[0068] When the reusable liquid-feed unit 13 and the
disposable liquid-feed unit 14 are connected to each oth-
er, the battery 144 is electrically connected to the motor
136, the rotation detection unit 132, the first communica-
tion unit 133, and the first control unit 134 in the reusable
liquid-feed unit 13 and supplies electric power to each
unit. In this embodiment, the battery 144 includes two
batteries connected in series. Note that the number of
batteries and a connection method such as serial or par-
allel connection are not particularly limited to this exam-
ple as long as electric power is fed to each unit.
[0069] As illustrated in Fig. 2, the second housing 145
includes a bottom surface 145a and a side wall 145b. On
the bottom surface 145a, for example, the drug solution
storage unit 141, the liquid-feed tube 142, the push-out
mechanism 143, and the battery 144 are placed. The
side wall 145b is formed by standing the peripheral edge
of the bottom surface 145a.
[0070] The second housing 145 is configured to be
connected to and/or separated from the injection body
111. Specifically, in this embodiment, as illustrated in Fig.
2, the side wall 145b is provided with the slot 145c and
the hook 145d. The slot 145c is fitted in the protrusion
111d formed in the injection body 111. The hook 145d is
caught in the through-hole 111e formed in the injection
body 111. Sliding the second housing 145 into the injec-
tion body 111 causes the protrusion 111d of the injection
body 111 to fit in the slot 145c of the second housing 145
and causes the hook 145d of the second housing 145 to
be caught in the through-hole 111e of the injection body

111. Accordingly, the second housing 145 is connected
to the injection body 111.
[0071] The second housing 145 includes a recess (not
illustrated) that engages with the projection provided on
the side wall 135b of the first housing 135. This arrange-
ment enables connection and/or separation of the sec-
ond housing 145 to and from the first housing 135. Con-
nection between the first housing 135 and the second
housing 145 causes the drive mechanism 131 mounted
on the first housing 135 to be mechanically connected to
the push-out mechanism 143 mounted on the second
housing 145. In addition, the motor 136, the rotation de-
tection unit 132, the first communication unit 133, and
the first control unit 134 mounted on the first housing 135
are electrically connected to the battery 144 mounted on
the second housing 145.
[0072] In this embodiment, the second housing 145 is
a component including resin such as plastic, but the
present invention is not limited thereto, similarly to the
first housing 135, as long as the second housing 145 has
a certain degree of strength and the like.
[0073] Next, the remote controller 20 will be described.
As illustrated in Fig. 1, the remote controller 20 includes
a remote controller body 201, the second communication
unit 202, a second control unit 203, a monitor 204 (cor-
responding to an alarm unit), a button 205, and a battery
206. The second communication unit 202 enables wire-
less communication with the first communication unit
133. The second control unit 203 controls the overall in-
sulin administration device 100. The monitor 204 is pro-
vided in the remote controller body 201. The button 205
receives instructions from a user. The battery 206 sup-
plies electric power to each unit of the remote controller
20.
[0074] The remote controller body 201 has a size that
enables the user to hold the remote controller 20 by one
hand, and the remote controller body 201 is a relatively
light component including resin such as plastic.
[0075] The second communication unit 202 includes
electronic devices necessary for communication with the
first communication unit 133 of the liquid-feed body 10.
The second communication unit 202 in this embodiment
uses Bluetooth (registered trademark) Low Energy (BLE)
communication or technology called short-range wire-
less communication that enables communication on low
electric power. Using such technology, the second com-
munication unit 202 transmits and receives information
to and from the liquid-feed body 10. However, a commu-
nication method is not limited to BLE as long as the sec-
ond communication unit 202 enables wireless commu-
nication with the liquid-feed body 10.
[0076] As illustrated in Fig. 8, the second control unit
203 includes a processing unit 203a and a memory unit
203b. The second control unit 203 includes a known mi-
crocomputer and controls the whole components that op-
erate in the remote controller 20. The processing unit
203a performs arithmetic operations and commands
necessary for operations of, for example, the second
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communication unit 202 and the monitor 204. The
processing unit 203a includes, for example, a CPU.
[0077] The memory unit 203b stores, for example, pro-
grams necessary for controlling the second communica-
tion unit 202 and the monitor 204. The memory unit 203b
includes, for example, a RAM and a ROM. For example,
when the memory unit 203b includes a RAM and a ROM,
the processing unit 203a reads various programs
prestored in the ROM into the RAM and executes the
programs and causes operations such as a liquid feed.
The monitor 204, the button 205, and the battery 206 are
similar to known ones in arrangement. Accordingly, illus-
tration in Fig. 8 and description of those members are
omitted here.
[0078] Next, exemplary applications of the insulin ad-
ministration device 100 will be described.
[0079] Prior to use of the insulin administration device
100, first, a user fits the injection unit 11 in vivo and places
the cannula 113 in vivo, using the puncture tool M as
described above.
[0080] Furthermore, prior to use of the insulin admin-
istration device 100, the user connects the reusable liq-
uid-feed unit 13 and the disposable liquid-feed unit 14 in
an integrated manner to form the liquid-feed unit 12. The
user then operates the remote controller 20 and instructs
priming (first priming) to fill insulin in the liquid-feed tube
142 of the disposable liquid-feed unit 14. Upon reception
of the instruction from the remote controller 20, the first
control unit 134 causes the drive mechanism 131 to move
the slide 146 of the push-out mechanism 143 by a pre-
determined quantity. Accordingly, the insulin contained
inside the drug solution storage unit 141 is fed to the
liquid-feed tube 142, and the liquid-feed tube 142 is filled
with the insulin.
[0081] Next, the liquid-feed unit 12 is fitted in the injec-
tion unit 11 and both members are connected to each
other.
[0082] Next, the user operates the remote controller
20 and instructs priming (second priming) to fill the insulin
in the inner cavity of the cannula 113.
[0083] Next, the user operates the remote controller
20 and feeds the insulin in vivo by selecting liquid-feed
mode from, for example, the basal mode in which insulin
is constantly fed in a fixed quantity and the bolus mode
in which a quantity of insulin fed per unit time is increased
temporarily.
[0084] Hereinafter described is movement of the push-
out mechanism 143 relative to the drug solution storage
unit 141 in order to prevent the sealing member 149 from
sticking to the inner wall of the drug solution storage unit
141. Fig. 9 is a flowchart illustrating movement of the
push-out mechanism relative to the drug solution storage
unit in order to prevent sticking.
[0085] As described above, the memory unit 134b
records information associated with, for example, the
number of rotations of the motor 136 and a command to
start rotation or to stop the rotation of the motor 136. The
processing unit 134a refers to the memory unit 134b and

determines whether a predetermined time, for example,
one hour has passed after the command to stop the ro-
tation of the motor 136 (ST1).
[0086] If the sealing member 149 such as an O-ring is
kept in close contact with the inner wall of the drug solu-
tion storage unit 141 for a long time, the sealing member
149 may stick to the inner wall of the drug solution storage
unit 141 due to, for example, adhesiveness of the mem-
ber. Accordingly, the push-out mechanism 143 with the
sealing member 149 attached thereto is required to pre-
vent the sticking by moving the sealing member 149 rel-
ative to the drug solution storage unit 141. When a pre-
determined time has passed after the command to stop
the rotation of the motor 136 (ST1: YES), the processing
unit 134a determines whether the injection unit 11 is de-
tached from the liquid-feed unit 12 (ST2). This process
is to prevent the drug solution inside the drug solution
storage unit 141 from being fed in vivo by the relative
movement of the push-out mechanism 143.
[0087] In a case where the liquid-feed unit 12 is not
detached from the injection unit 11 (ST2: YES), the
processing unit 134a alarms the user to detach the liquid-
feed unit 12 from the injection unit 11 through, for exam-
ple, the monitor 204 (ST3).
[0088] In a case where the liquid-feed unit 12 is de-
tached from the injection unit 11 (ST2: NO), the process-
ing unit 134a controls the motor 136 to rotate in a direction
opposite to a direction of drug-solution feed (ST4). This
operation causes the liquid-feed tube 142 to take in air.
The processing unit 134a controls the rotation of the mo-
tor 136 so that a quantity of air to be taken in (air intake
quantity) does not reach a capacity of the drug solution
storage unit 141. In other words, the processing unit 134a
controls the rotation of the motor 136 so that an air intake
quantity is limited to about a volume of the flow path of
the liquid-feed tube 142.
[0089] The processing unit 134a then rotates the motor
136 in the same direction as the direction of drug-solution
feed (ST5). The rotation of the motor 136 herein rotates,
for example, to such an extent that the push-out member
146a is moved back to the position before the movement
of the push-out member 146a due to rotation of the motor
136 in the negative direction. Accordingly, the sealing
member 149 attached to the outer surface of the push-
out member 146a moves relative to the inner wall of the
drug solution storage unit 141 and is prevented from
sticking to the inner wall.
[0090] Upon completion of the rotation of the motor
136, the rotation detection unit 132 detects the end of
rotation of the motor 136 and writes the time in the mem-
ory unit 134b (ST6). Since the rotation detection unit 132
writes data into the memory unit 134b when the motor
136 operates or stops rotation, it is possible to obtain an
elapsed time based on the start-stop time of the motor
136.
[0091] Next, effects of this embodiment will be de-
scribed. In this embodiment, when a predetermined time
has passed after the command to stop the operation of
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the motor 136, the processing unit 134a of the first control
unit 134 commands the motor 136 to rotate in the direc-
tion opposite to the direction of drug-solution feed, and
further, to rotate in the same direction as a direction in
which the drug solution is rotated. Such an operation
causes a shift in position of the sealing member 149 rel-
ative to the drug solution storage unit 141. When the seal-
ing member 149 attached to the push-out member 146a
is left standing without moving the push-out member
146a for a predetermined time, the sealing member 149
sticks to the inner wall of the drug solution storage unit
141, which may cause difficulty in resuming the operation
of the push-out member 146a afterward. Accordingly, as
described above, driving the motor 136 to move the push-
out mechanism 143 that includes the push-out member
146a prevents sticking of the sealing member 149 and
avoids difficulty in resuming the operation of the push-
out mechanism 143 to which the sealing member 149 is
attached.
[0092] The injection unit 11 and the liquid-feed unit 12
including the drug solution storage unit 141 are config-
ured to be connected to and/or separated from each oth-
er. When a predetermined time has passed after the com-
mand to stop the operation of the motor 136 and when
the processing unit 134a of the first control unit 134 de-
tects, through the fitting detection unit 139, that the liquid-
feed unit 12 is separated from the injection unit 11, the
processing unit 134a commands the motor 136 to move
the push-out mechanism 143. This command makes it
possible to prevent the drug solution from being fed in
vivo when the push-out mechanism 143 is operated to
prevent the sealing member 149 from sticking to the drug
solution storage unit 141.
[0093] When a predetermined time has passed after
the command to stop the operation of the motor 136, the
processing unit 134a of the first control unit 134 rotatably
drives the motor 136 in the same rotational direction as
the direction of drug-solution feed. Accordingly, it is pos-
sible to prevent the sealing member 149 from sticking to
the inner wall of the drug solution storage unit 141 without
a special operation.
[0094] In addition, the processing unit 134a of the first
control unit 134 enables reduction of the drug solution
discharged from the liquid-feed tube 142 to the outside
by rotating the motor 136 in the negative direction before
rotating the motor 136 in the positive direction.
[0095] Furthermore, the processing unit 134a of the
first control unit 134 controls the air intake quantity from
the liquid-feed tube 142 which depends on the movement
of the push-out member 146a to be equal to or less than
the volume of the liquid-feed tube 142. Accordingly, even
when the motor 136 is rotated in the negative direction,
it is possible to prevent a fluid such as air from flowing
into the internal space of the drug solution storage unit
141.
[0096] Note that this embodiment is not limited to the
aforementioned embodiment and may employ various
modifications within the scope of the claims. In the em-

bodiment, when a predetermined time has passed after
the command to stop the operation of the motor 136, the
motor 136 is rotated in the negative direction and the
motor 136 is then rotated in the positive direction. How-
ever, the present invention is not limited to this example.
Besides the above example, the motor 136 may rotate
in either direction, positive or negative as long as the
sealing member 149 attached to the push-out member
146a moves relative to the drug solution storage unit 141.
Furthermore, when the liquid-feed unit 12 is not detached
from the injection unit 11, a user is alarmed by a display
on the monitor 204, but the present invention is not limited
to this example. Besides the above example, a user may
be alarmed by a sound as well as a display. Alternatively,
a user may be alarmed by a sound independently. Still
further, although it depends on a drug solution to be ad-
ministered, determination of whether the injection unit 11
is detached from the liquid-feed unit 12 (ST2) may be
omitted.
[0097] The embodiment illustrates the drug solution
administration device as a device for administering insu-
lin, but the present invention is not limited thereto. As a
drug solution to be administered, the present invention
may employ various other drug solutions such as anal-
gesics, anti-cancer drugs, HIV drugs, iron chelating
agents, and therapeutic agents for pulmonary hyperten-
sion.
[0098] This application is based on JP 2016-197536 A
filed on October 5, 2016, the contents of which are incor-
porated by reference in their entirety.

Reference Signs List

[0099]

10 LIQUID-FEED BODY
11 INJECTION UNIT
113 CANNULA (CIRCULATION UNIT PROVIDED
WITH FIRST FLOW PATH)
114 SUPPORT (CIRCULATION UNIT PROVIDED
WITH FIRST FLOW PATH)
12 LIQUID-FEED UNIT
13 REUSABLE LIQUID-FEED UNIT
14 DISPOSABLE LIQUID-FEED UNIT
100 INSULIN ADMINISTRATION DEVICE (DRUG
SOLUTION ADMINISTRATION DEVICE)
131 DRIVE MECHANISM
132 ROTATION DETECTION UNIT (DETECTION
UNIT)
132a BLOCKING MEMBER
132b LIGHT EMITTING UNIT
132c LIGHT RECEIVING UNIT
134 FIRST CONTROL UNIT
134a PROCESSING UNIT (CONTROL UNIT)
136 MOTOR
139 FITTING DETECTION UNIT
141 DRUG SOLUTION STORAGE UNIT (CON-
TAINER)
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142 LIQUID-FEED TUBE (CIRCULATION UNIT
PROVIDED WITH SECOND FLOW PATH)
143 PUSH-OUT MECHANISM
149 SEALING MEMBER

Claims

1. A drug solution administration device comprising:

an injection unit that injects a drug solution in
vivo;
a container provided with a containing space
communicated with the injection unit and con-
figured to contain the drug solution which is to
be fed to the injection unit;
a push-out mechanism at least a part of which
moves back and forth inside the containing
space and which allows the drug solution stored
inside the containing space to flow into the in-
jection unit;
a sealing member attached to the push-out
mechanism and pressed against a wall surface
of the containing space to prevent leakage of
the drug solution inside the containing space
from the push-out mechanism;
a drive mechanism that generates a drive force
for moving the push-out mechanism back and
forth; and
a control unit that commands the drive mecha-
nism to start an operation and to stop the oper-
ation,
wherein, when a predetermined time has
passed after the command to stop the operation
of the drive mechanism, the control unit controls
the drive mechanism to move the push-out
mechanism and to shift a position of the sealing
member relative to the wall surface of the con-
taining space.

2. The drug solution administration device according
to claim 1,
wherein the injection unit and the container are con-
figured to be connected to and/or separated from
each other,
the drug solution administration device further com-
prises a fitting detection unit that detects fitting of the
container to the injection unit, and
the control unit commands the drive mechanism to
start an operation when a predetermined time has
passed after the command to stop the operation and
when the fitting detection unit detects separation be-
tween the injection unit and the container.

3. The drug solution administration device according
to claim 1 or 2, wherein the drive mechanism includes
a motor that generates the drive force, and the con-
trol unit rotates the motor in the same direction as a

direction in which the drug solution is fed when a
predetermined time has passed after the command
to stop the operation of the drive mechanism.

4. The drug solution administration device according
to claim 3, wherein, before rotating the motor in the
same direction as the direction in which the drug so-
lution is fed, the control unit rotates the motor in a
direction opposite to the direction.

5. The drug solution administration device according
to claim 4,
wherein the injection unit includes a first flow path
which allows the drug solution to flow,
the drug solution administration device further com-
prises a circulation unit which is arranged between
the injection unit and the container and which in-
cludes a second flow path communicated with the
first flow path, and
the control unit rotates the motor in the opposite di-
rection to obtain an air intake quantity equal to or
less than a volume of the second flow path.

6. A method for controlling a drug solution administra-
tion device, the drug solution administration device
comprising:

a container provided with a containing space
which contains a drug solution;
a sealing member pressed against a wall sur-
face of the containing space to prevent leakage
of the drug solution inside the containing space;
a drive mechanism that generates a drive force
for moving the sealing member back and forth;
and
a control unit that commands the drive mecha-
nism to start an operation and to stop the oper-
ation,
wherein, when a predetermined time has
passed after the command to stop the operation
of the drive mechanism, the control unit controls
the drive mechanism to move the sealing mem-
ber and to shift a position of the sealing member
relative to the wall surface of the containing
space.
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