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(54) SYNTHETIC RESIN CONTAINER LID

(57) A synthetic resin container lid (2) has a shape
including a body (4), which is mounted on a mouth-neck
portion (56) of a container by locking a locking means
(26) to a locked means (58) of the mouth-neck portion
(56), and an upper lid (6) coupled to the body (4) via a
hinge means (32). The synthetic resin container lid (2) is
improved so that the entire container lid (2) is fully and
easily detached from the mouth-neck portion of the con-
tainer.

The axial depth of an annular or arcuate groove (46)
formed in a hanging wall (10) of the body (4) and extend-
ing in a circumferential direction is changed as required.
At least in a second break region (B) and a third break
region (C), a circumferential breakable line (53) extend-
ing continuously in the circumferential direction along an
axially lower end part of the groove (46) is formed in the
hanging wall (10).
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Description

Technical Field

[0001] This invention relates to a synthetic resin con-
tainer lid of a shape including a body to be mounted on
a mouth-neck portion of a container, and an upper lid
coupled to the body via a hinge means, the synthetic
resin container lid being configured such that after the
contents of the container are consumed, the entire con-
tainer lid can be detached from the container.

Background Art

[0002] As is well known, a container lid of a shape,
which includes a body to be mounted on a mouth-neck
portion of a container, and an upper lid coupled to the
body, and which has been molded from a suitable syn-
thetic resin such as polypropylene or polyethylene, has
been widely put to practical use as a container lid for a
container accommodating a liquid seasoning or the like.
The body has a circular closing wall, and a cylindrical
hanging wall hanging down from the peripheral edge of
the closing wall, and a locking means is formed in a lower
end part of the inner peripheral surface of the hanging
wall. The locking means is generally composed of an
annular ridge extending continuously in a circumferential
direction, or a plurality of arcuate ridges extending in the
circumferential direction at intervals in the circumferential
direction. The upper lid is coupled to an upper end part
of the outer peripheral surface of the hanging wall of the
body via a hinge means, and is pivotable between a clos-
ing position where the upper lid covers the closing wall
of the body, and an opening position where the upper lid
exposes the closing wall of the body. Such a container
lid is mounted on the mouth-neck portion of the container
by fitting the body onto the mouth-neck portion of the
container, and locking the locking means formed in the
hanging wall to a locking jaw formed on an outer periph-
eral surface of the mouth-neck portion of the container.
[0003] From the viewpoint of so-called segregated
waste collection, it is desired that after the contents of
the container are consumed, the entire container lid be
detached from the mouth-neck portion of the container.
Patent Document 1 cited below discloses a container lid
improved so that the entire container lid can be detached
from a mouth-neck portion of a container without the need
to use a special tool or the like. In such a container lid, a
hanging wall of a body of the container lid is formed with
an axial breakable line located downstream of a hinge in
a clockwise direction as viewed from above, and is also
formed with an arcuate groove which is opened in an
upper surface of the hanging wall and which extends in
the circumferential direction from the axial breakable line
toward an upstream side in the clockwise direction past
the hinge means. The axial depth of the arcuate groove
is sufficiently great, and a thin wall is allowed to remain
below the arcuate groove. When the container lid is to

be detached from the mouth-neck portion of the container
after consumption of the contents of the container, the
upper lid brought to the opening position is forced down-
ward or upward to break the axial breakable line, where-
after the upper lid is forced toward the upstream side in
the clockwise direction (namely, forced counterclock-
wise) to break the thin wall retained below the arcuate
groove. By so doing, the hanging wall of the body is
brought into a state where only a thin-walled part radially
inward of the arcuate groove is allowed to remain partly
in the circumferential direction. By moving an upper lid
upward, for example, to force the hanging wall upward,
therefore, a lower end part of the hanging wall is elasti-
cally deformed radially outwardly to disengage the lock-
ing means formed in the hanging wall upwardly from the
locking jaw formed in the mouth-neck portion of the con-
tainer. As a result, the body (namely, the entire container
lid) can be detached, together with the upper lid, from
the mouth-neck portion of the container.

Prior Art Documents

Patent Documents

[0004] Patent Document 1: JP-A-2008-213924

Summary of the Invention

Problems to be solved by the invention

[0005] The container lid disclosed in Patent Document
1 mentioned above can be detached from the mouth-
neck portion of the container without the need to use a
special tool or the like after the contents of the container
are consumed. However, this container lid has not yet
been sufficiently satisfactory, and has posed the follow-
ing problem: Assume that the axial breakable line is bro-
ken, and then the thin wall allowed to remain below the
arcuate groove is broken, as stated above. Even there-
after, it is likely that the detachment of the entire container
lid from the mouth-neck portion of the container cannot
be performed sufficiently easily, partly because the lock-
ing means formed in the hanging wall remains locked to
the locking jaw formed in the mouth-neck portion of the
container all over the circumferential direction.
[0006] The present invention has been accomplished
in the light of the above facts. Its main technical challenge
is to provide a novel and improved container lid which
can be detached sufficiently easily from a mouth-neck
portion of a container and which is of a shape including
a body and an upper lid coupled to the body via a hinge
means.

Means for solving the problems

[0007] Upon in-depth studies, the present inventors
have found that the above main technical challenge can
be solved by changing the axial depth of the annular or
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arcuate groove extending in the circumferential direction
as required, and forming a circumferential breakable line
along an axially lower end part of the groove.
[0008] That is, according to the present invention, there
is provided, as a container lid for solving the above main
technical challenge, a synthetic resin container lid which
includes a body and an upper lid, and in which the body
has a circular closing wall, and a cylindrical hanging wall
hanging down from the peripheral edge of the closing
wall, a locking means is formed in a lower end part of the
inner peripheral surface of the hanging wall, and the up-
per lid is coupled to an upper end part of the outer pe-
ripheral surface of the hanging wall of the body via a
hinge means, and is pivotable between a closing position
where the upper lid covers the closing wall of the body,
and an opening position where the upper lid exposes the
closing wall of the body,
wherein an annular or arcuate groove opened in an upper
surface of the hanging wall and extending in a circum-
ferential direction is formed in the hanging wall of the
body,
an axial breakable line extending axially in a part radially
outward of the groove in the hanging wall is disposed in
a region which is downstream of the hinge means in a
clockwise direction and where the groove is formed,
the axial depth of the groove is great, and the axial re-
maining thickness of the hanging wall is small or zero, in
a first break region extending in the circumferential di-
rection from the axial breakable line toward an upstream
side in the clockwise direction past the hinge means as
far as a predetermined position; in a second break region
following the first break region and extending in the cir-
cumferential direction toward the upstream side in the
clockwise direction, the axial depth of the groove gradu-
ally decreases, while the axial remaining thickness of the
hanging wall gradually increases; and in a third break
region following the second break region and extending
in the circumferential direction toward the upstream side
in the clockwise direction, the axial depth of the groove
is small, while the axial remaining thickness of the hang-
ing wall is great,
at least in the second break region and the third break
region, a circumferential breakable line extending con-
tinuously in the circumferential direction along an axially
lower end part of the groove is formed in the hanging
wall, and
in the first break region, the axially lower end of the groove
is located below the locking means in the axial direction,
whereas in the third break region, the circumferentially
breakable line is located above the locking means in the
axial direction.
[0009] Preferably, the first break region extends in the
circumferential direction over an angular range of 40 to
100 degrees, the second break region extends over an
angular range of 10 to 30 degrees, and the third break
region extends over an angular range of 140 to 300 de-
grees. It is preferred that the axial remaining thickness
in the first break region be 0 to 1.0 mm, that the axial

remaining thickness in the second break region be 0.6
mm or more, and that the axial remaining thickness in
the third break region be 4.0 mm or more. Preferably, the
axial remaining thickness sharply increases at the bound-
ary between the first break region and the second break
region. It is advantageous that upstream of the third break
region in the clockwise direction, there be a non-break
region where the axial depth of the groove is even smaller
and the axial remaining thickness of the hanging wall is
even larger. In the second break region, the axial remain-
ing thickness preferably changes along an oblique line
extending axially upwardly at an inclination angle of 20
to 60 degrees toward the upstream side in the clockwise
direction.

Effects of the Invention

[0010] With the container lid of the present invention,
when the container lid is to be detached from the mouth-
neck portion of the container, the upper lid placed at the
opening position is forced upward or downward to break
the axial breakable line, and then the upper lid is moved
toward the upstream side in the clockwise (i.e., counter-
clockwise) as viewed from above. By so doing, the cir-
cumferential breakable line extending continuously in the
circumferential direction is broken. In the third break re-
gion, therefore, the locking means located below the cir-
cumferential breakable line in the axial direction is dis-
engaged from the locking jaw of the mouth-neck portion
of the container. Hence, by moving the upper lid upward,
for example, the entire container lid can be detached from
the mouth-neck portion of the container sufficiently eas-
ily.

Brief Description of the Drawings

[0011]

[Fig. 1] is a side view showing a preferred embodi-
ment of a synthetic resin container lid, configured in
accordance with the present invention, in a state
molded within a forming mold.
[Fig. 2] is a sectional view of the synthetic resin con-
tainer lid shown in Fig. 1, with an upper lid being
brought to a closing position.
[Fig. 3] is a plan view of the synthetic resin container
lid shown in Fig. 1.
[Fig. 4] is a bottom view of the synthetic resin con-
tainer lid shown in Fig. 1.
[Fig. 5] is a side view of the synthetic resin container
lid shown in Fig. 1, with an upper lid being omitted.
[Fig. 6] is a partial sectional view taken on line VI-VI
in Fig. 3.
[Fig. 7] is a partial sectional view taken on line VII-
VII in Fig. 3.
[Fig. 8] is a partial sectional view taken on line VIII-
VIII in Fig. 3.
[Fig. 9] is a partial sectional view taken on line IX-IX
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in Fig. 3.
[Fig. 10] is a partial sectional view taken on line X-X
in Fig. 3.
[Fig. 11] is a partial sectional view taken on line XI-
XI in Fig. 3.
[Fig. 12] is a partial sectional view taken on line XII-
XII in Fig. 3.
[Fig. 13] is a partial sectional view taken on line XIII-
XIII in Fig. 3.
[Fig. 14] is a partial sectional view taken on line XIV-
XIV in Fig. 3.
[Fig. 15] is a partial schematic view showing a thin-
walled portion formed in a body of the synthetic resin
container lid shown in Fig. 3.

Mode for Carrying Out the Invention

[0012] The present invention will now be described in
further detail by reference to the accompanying drawings
showing a preferred embodiment of a synthetic resin con-
tainer lid configured in accordance with the present in-
vention.
[0013] With reference to Figs. 1 to 4, a container lid
entirely indicated at a numeral 2 includes a body 4 and
an upper lid 6. Such a container lid 2 can be advanta-
geously formed by injection- or compression-molding a
suitable synthetic resin, such as polypropylene or poly-
ethylene, integrally as a whole.
[0014] Mainly by reference to Fig. 2, the body 4 has a
closing wall 8 circular when viewed from above, and a
hanging wall 10 hanging down substantially vertically
from the peripheral edge of the closing wall 8. The closing
wall 8 is composed of a central part 8a extending sub-
stantially horizontally, an intermediate part 8b of an in-
verted frusto-conical cylindrical shape extending from the
central part 8a radially outwardly in an upwardly inclined
manner, and an outer peripheral part 8c following the
intermediate part 8b and extending radially outwardly in
a substantially horizontal manner. The intermediate part
8b of the closing wall 8 is formed with a breakable line
14 defining a removal region 12 (reference to Figs. 3 and
4 is requested). As will be clearly understood by reference
to Figs. 3 and 4, the removal region 12 in the illustrated
embodiment is composed of a deformed quadrilateral
part located on one side in a radial direction, and a de-
formed triangular part extending from the deformed
quadrilateral part to the other side in the radial direction.
As will be clearly understood by reference to Fig. 2, the
breakable line 14 is composed of so-called scores formed
by locally decreasing the thickness. On an upper surface
of the removal region 12, an arrow-shaped protrusion 15
is formed. A coupling column 16 which extends upward
is disposed on one side of the upper surface of the de-
formed triangular part of the removal region 12, and a
pull ring 18 is coupled to the upper end of the coupling
column 16. A cylindrical sealing piece 20 which hangs
down is formed on a lower surface of the outer peripheral
part 8c of the closing wall 8. On the other hand, a nearly

cylindrical guide tube 22 which extends upward is formed
on an upper surface of the outer peripheral part 8c of the
closing wall 8. As will be clearly understood by reference
to Figs. 2 and 3, the guide tube 22 is not concentric in
the closing wall 8, but is rendered eccentric somewhat
leftward in Figs. 2 and 3. A leading end part of the guide
tube 22 is protruded radially outwardly in an arcuate form.
The outer peripheral part 8c of the closing wall 8 is further
formed with an annular locking piece 24 protruding radi-
ally outwardly in an upwardly inclined manner radially
outwardly of the guide tube 22. A locking means 26 is
disposed in a lower end part of the inner peripheral sur-
face of the hanging wall 10. In the illustrated embodiment,
the locking means 26 is composed of a plurality of arcuate
ridges extending in the circumferential direction at inter-
vals in the circumferential direction. If desired, the locking
means 26 can be constituted by an annular ridge extend-
ing continuously in the circumferential direction. As will
be clearly understood by reference to Figs. 1 and 3, at a
predetermined angular site of the hanging wall 10 (a site
on a side diametrically opposite to a hinge means to be
described later), a notch 25 extending arcuately is formed
in an upper part of the hanging wall 10. Below the notch
25, a shallow concavity 27 extending arcuately is formed
on the outer peripheral surface of the hanging wall 10.
[0015] Further by reference to Figs. 1 to 4, the upper
lid 6 is composed of a circular top panel wall 28 and a
skirt wall 30 handing down from the periphery of the top
panel wall 28 (in a state where the upper lid 6 is located
at a closing position shown in Fig. 2). At a predetermined
angular site, a lower end part of the skirt wall 30 is piv-
otably coupled to the outer peripheral surface of the hang-
ing wall 10 of the body 4 via a hinge means 32 which
itself may be in a well-known suitable form, and is pivot-
ally moved to open and close between the closing posi-
tion shown in Fig. 2 and an opening position at which the
upper lid is pivoted, for example, at an angle of the order
of 100 degrees from the closing position. When the upper
lid 6 is brought to the closing position, the closing wall 8
of the body 4 is covered with the upper lid 6. When the
upper lid 6 is brought to the opening position, the closing
wall 8 of the body 4 is exposed. A protruding piece 34
protruding radially outwardly is disposed at a site diamet-
rically opposite to the hinge means 32 in the lower end
part of the outer peripheral surface of the skirt wall 30.
When the upper lid 6 is pivotally moved to open or close,
a finger can be hooked on the protruding piece 34. Fur-
ther, a thin-walled arcuate protruding piece 35 protruding
downward is formed at a site diametrically opposite to
the hinge means 32 on the lower surface of the skirt wall
30. An annular locking ridge 36 is disposed at the lower
end of the inner peripheral surface of the skirt wall 30,
and an annular contact ridge 38 located above the an-
nular locking ridge 36 is also disposed on the inner pe-
ripheral surface of the skirt wall 30. Two annular sealing
pieces 40 and 42 protruding downward are disposed on
the inner surface of the top panel wall 28. The two annular
sealing pieces 40 and 42 are rendered somewhat eccen-
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tric leftward in Fig. 2 and rightward in Fig. 3 with respect
to the center of the top panel wall 28, in correspondence
with the eccentricity of the guide tube 22 in the body 4.
Two annular shallow grooves 44, 44 are formed in a re-
gion between the two annular sealing pieces 40 and 42
in the inner surface of the top panel wall 28. As will be
clearly understood by reference to Fig. 2, when the upper
lid 6 is placed at the closing position, the annular locking
ridge 36 of the upper lid 6 is locked to the outer peripheral
surface to lower surface of the annular locking piece 24
of the body 4, the annular contact ridge 38 of the upper
lid 6 is brought into contact with the upper end of the
annular locking piece 24 of the body 4, the protruding
piece 35 of the upper lid 6 is positioned within the notch
25 of the body 4, and the annular sealing pieces 40 and
42 of the upper lid 6 are brought into intimate contact
with, or proximity to, the inner peripheral surface and out-
er peripheral surface of the guide tube 22 of the body 4.
[0016] The foregoing features in the illustrated contain-
er lid configured in accordance with the present invention
do not constitute the novel characteristics of the present
invention, but may themselves be in well-known forms,
and they show a typical example of the container lid to
which the present invention is applied. Thus, detailed de-
scriptions of these features will be omitted herein.
[0017] Referring to Fig. 3, it is important that an annular
or arcuate groove 46, which is opened in the upper sur-
face of the hanging wall 10 (in other words, which extends
downward from the upper surface of the hanging wall 10)
and which extends in the circumferential direction in Fig.
3 (accordingly, when viewed from above), be formed in
the hanging wall 10 of the body 4. In the illustrated em-
bodiment, the groove 46 is annular. If desired, the groove
46 can be formed into an arcuate shape extending from
a starting point, which is located downstream of the hinge
means 32 in the clockwise direction and downstream of
an axial breakable line (to be described later) in the clock-
wise direction, toward the upstream side in the clockwise
direction past the hinge means 32. In this case, it is ad-
vantageous for the groove 46 to extend continuously over
an angle of 300 to 360 degrees. It is important that an
axial breakable line 48 extending axially in a part radially
outward of the groove 46 in the hanging wall 10 be dis-
posed in a region which is downstream of the hinge
means 32 in the clockwise direction and where the groove
46 is formed (the term "clockwise direction" used herein
refers to the clockwise direction in Fig. 3, in other words,
as viewed from above). The axial breakable line 48 is
located near the hinge means 32, and extends axially
from the upper end to the lower end of the hanging wall
10. As will be understood by reference to Figs. 4 and 14,
the locking ridges constituting the locking means 26 are
not present at the angular position where the axial break-
able line 48 is formed. Moreover, the axially upper end
position of a concave site 26a formed between the locking
ridges is somewhat above the axially upper end position
of a concave site 26c formed between the locking ridges
in a third break region to be described later (this position-

ing is schematically shown in Fig. 14).
[0018] The groove 46 will be described in further detail.
It is important for the groove 46 that in a first break region
indicated by a symbol A in Fig. 3, the groove 46 is deep,
and the axial remaining thickness of the hanging wall 10
is small or zero; in a second break region indicated by a
symbol B in Fig. 3, the groove 46 becomes gradually
shallow toward the upstream side in the clockwise direc-
tion, and the axial remaining thickness of the hanging
wall 10 gradually increases; in a third break region indi-
cated by a symbol C in Fig. 3, the groove 46 is shallow,
and the axial remaining thickness of the hanging wall 10
is great; in the first break region A, the axially lower end
of the groove 46 is located axially below the locking
means 26; and in the third break region C, the axially
lower end of the groove 46 is located axially above the
locking means 26. Importantly, the first break region A
extends in the circumferential direction from the axial
breakable line 48 toward the upstream side in the clock-
wise direction past the hinge means 32 as far as a re-
quired position, preferably over an angular range of 40
to 100 degrees; the second break region B follows the
first break region A and extends toward the upstream
side in the clockwise direction, preferably over an angular
range of 10 to 30 degrees; and the third break region C
follows the second break region B and extends in the
circumferential direction toward the upstream side in the
clockwise direction, preferably over an angular range of
140 to 300 degrees. In the illustrated embodiment, as
clearly understandable by reference to Figs. 5 and 6, in
the first break region A, with the exception of regions
indicated by symbols A’ and A" in Fig. 3, namely, the
region located circumferentially centrally of the hinge
means 32 and the region located at the upstream end of
the first break region A in the clockwise direction, the
depth of the groove 46 is markedly great, and the axial
remaining thickness At of the hanging wall 10 is markedly
small, for example, 0 to 0.2 mm. If desired, it is possible
to make the remaining thickness At of the hanging wall
10 zero, namely, to define the groove 46 in such a manner
as to penetrate the hanging wall 10 in the axial direction.
In the region indicated by the symbol A’ in the first break
region A, as shown in Figs. 5 and 7, the depth of the
groove 46 is sufficiently large, while the axial remaining
thickness A’t of the hanging wall 10 is sufficiently small,
for example, 0.2 to 1.0 mm, and slightly larger than the
above thickness At. In the region indicated by the symbol
A" in the first break region A as well, as shown in Figs.
5 and 8, the depth of the groove 46 is sufficiently large,
while the axial remaining thickness A"t of the hanging
wall 10 is sufficiently small, for example, 0.1 to 0.5 mm,
and slightly larger than the above thickness At. In the
region A’ and the region A", the axial remaining thick-
nesses of the hanging wall 10 need not necessarily be
slightly increased to A’t and A"t, respectively, and if de-
sired, even in the regions A’ and A", the remaining thick-
ness of the hanging wall 10 can be made At. As will be
clearly understood by reference to Figs. 5 to 8, in the first
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break region A, the axially lower end of the groove 46 is
located below the locking means 26.
[0019] In the illustrated embodiment, as will be under-
stood by reference to Fig. 5, at the boundary between
the first break region A and the second break region B,
the depth of the groove 46 sharply decreases, and the
axial remaining thickness of the hanging wall 10 sharply
increases to Bt which preferably is 0.6 mm or more (thus,
the axial remaining thickness Bt in the second break re-
gion B is 0.6 mm or more). The circumferential position
of the boundary between the first break region A and the
second break region B is symmetrical to the circumfer-
ential position of the axial breakable line 48 with respect
to the central line extending in a right and left direction
in Fig. 3. In the second break region B, as will be under-
stood by reference to Figs. 9 and 10 along with Fig. 5,
the depth of the groove 46 is gradually decreased toward
the upstream side in the clockwise direction, and the axial
remaining thickness of the hanging wall 10 is gradually
increased from Bt to Ct. The increase in the axial remain-
ing thickness of the hanging wall 10 from Bt to Ct pref-
erably changes along an oblique line inclined upward at
an inclination angle of 20 to 60 degrees toward the up-
stream side in the clockwise direction. The lower end of
the groove 46 in the third break region C is located above
the locking means 26. It is advantageous, therefore, that
the axial remaining thickness Ct of the hanging wall 10
be 4.0 mm or more.
[0020] As will be understood by reference to Figs. 10
and 11, in the third break region C, the depth Ct of the
groove 46 does not change, but is maintained constant.
In the illustrated embodiment, a non-break region D is
present upstream of the third break region C in the clock-
wise direction. As illustrated in Fig. 12, in the non-break
region D, the depth of the groove 46 is further decreased,
and the axial remaining thickness Dt of the hanging wall
10 is further increased. Advantageously, the non-break
region D is present over an angular range of 5 to 20 de-
grees, and the axial remaining thickness Dt of the hang-
ing wall 10 is of the order of 5.0 to 9.0 mm. Furthermore,
an additional non-break region E is present upstream of
the non-break region D in the clockwise direction. In the
additional non-break region E, as shown in Fig. 13, the
depth of the groove 46 is rendered larger than its depth
in the non-break region D, but is sufficiently small, and
the axial remaining thickness Et of the hanging wall 10
is sufficiently large. The additional non-break region E is
present over an angular range of 10 to 50 degrees, and
the axial remaining thickness Et of the hanging wall 10
may be substantially the same as the axial remaining
thickness Ct of the hanging wall 10 in the third break
region C. In a region F present between the additional
non-break region E and the axial breakable line 48, the
groove 46 is markedly deep, and the axial remaining
thickness Ft of the hanging wall 10 may be substantially
the same as the axial remaining thickness At of the hang-
ing wall 10 in the first break region A. If desired, in the
additional non-break region E and/or the region F, the

groove 46 may be omitted, so that the groove 46 can be
in an arcuate form, rather than an annular form extending
over 360 degrees.
[0021] By reference to Figs. 3, 5 and 14, the axial
breakable line 48 can be constituted by locally reducing
the wall thickness of a part radially outward of the groove
46 in the hanging wall 10. In the illustrated embodiment,
the axial breakable line 48 is constituted by forming an
axially extending recessed line 50 in each of the inner
and outer surfaces of the part radially outward of the
groove 46 in the hanging wall 10, and further forming a
notch 52 in the axially upper end part. Since the axial
breakable line 48 is constituted by the recessed lines 50
and the notch 52, the visibility of the axial breakable line
48 becomes satisfactory. As will be described later,
moreover, when the axial breakable line 48 is broken,
axial breakage along the valley part of the recessed line
50 can be performed reliably. If desired, it is also possible
to constitute the axial breakable line 48, for example, by
forming a plurality of slits (cuts) at axial intervals in the
part radially outward of the groove 46 in the hanging wall
10.
[0022] In the hanging wall 10 of the body 4, it is impor-
tant that a circumferential breakable line 53 extending
continuously in the circumferential direction along an ax-
ially lower end part of the groove 46 be further formed at
least in the second break region B and the third break
region C. In the illustrated embodiment, the circumferen-
tial breakable line 53 extending continuously in the cir-
cumferential direction from the lower end of the axial
breakable line 48 is composed of a part in the hanging
wall 10 where the axial remaining thickness At allowed
to remain at the lower end of the groove 46 in the first
break region A is sufficiently small, and a thin-walled por-
tion 54 defined by locally increasing the inner diameter
of the hanging wall 10 in the second break region B and
the third break region C. The thin-walled portion 54 is
further composed of a thin-walled portion 54a and a thin-
walled portion 54b. In further detail, as will be clearly un-
derstandable by reference to Figs. 4 and 15, in the sec-
ond break region B, the locking ridge constituting the lock-
ing means 26 does not exist, but a concave site 26b
formed between the locking ridges is located. In the con-
cave site 26b, there is formed the thin-walled portion (a
site where the inner diameter is locally decreased) 54a
extending along an axially lower end part of the groove
46 inclined upward toward the upstream side in the clock-
wise direction. As will be understood by reference to Fig.
10 along with Fig. 15, a recessed groove defining the
thin-walled portion 54a has a rectangular cross-sectional
shape. To proceed smoothly with the breakage (as will
be described in detail later) over the first break region A
and the second break region B, the thin-walled portion
54a is preferably extended slightly as far as an upstream
end part of the first break region A in the clockwise di-
rection. In the third break region C, the thin-walled portion
54b is formed which follows the upper end part of the
thin-walled portion 54a and extends along the axially low-
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er end part of the groove 46 in the circumferential direc-
tion toward the upstream side in the clockwise direction.
In the third break region C, the axially lower end of the
groove 46 extends substantially horizontally, so that the
thin-walled portion 54b also extends substantially hori-
zontally. As will be clearly illustrated in Figs. 10 and 11,
the cross-sectional shape of a recessed groove defining
the thin-walled portion 54b is nearly crescent. As will be
clearly understandable by reference to Figs. 4 and 11, in
the third break region C, the locking ridge constituting
the locking means 26 is not present, and the axially upper
end positions of the concave sites 26c formed between
the locking ridges are located below the thin-walled por-
tion 54b. The radial thicknesses of sites radially inward
of the groove 46 of the hanging wall 10 in the thin-walled
portion 54a and thin-walled portion 54b constituting the
thin-walled portion 54 are preferably of the order of 0.05
to 0.5 mm.
[0023] Fig. 2 shows the container lid 2 constituted in
accordance with the present invention, and also a mouth-
neck portion of a container to which the container lid 2 is
applied. A mouth-neck portion 56 of a container which
can be formed from a suitable synthetic resin or glass is
in a cylindrical shape having an open upper surface, and
a locked ridge 58 is formed in an upper end part of its
outer peripheral surface. The outer peripheral surface of
the mouth-neck portion 56 is further formed with a support
ring 60 (the support ring 60 is utilized when the container
is transported) located below the locked ridge 58.
[0024] After contents are accommodated within the
container, the container lid 2 is mounted on the mouth-
neck portion 56 to seal the mouth-neck portion 56. For
this sealing, the container lid 2 with the upper lid 6 brought
to the closing position is fitted onto the mouth-neck por-
tion 56, and forced downward, whereby the body 4 is
elastically deformed, and the locking means 26 formed
on the inner peripheral surface of the hanging wall 10 is
locked below the locked ridge 58 of the mouth-neck por-
tion 56. In consuming the contents of the container, it is
a first step to pivotally move the upper lid 6 to the opening
position, thereby exposing the closing wall 8 of the body
4. Then, a finger is hooked on the pull ring 18 of the body
4, and the pull ring 18 is forced upward to break the break-
able line 14 and remove the removal region 12 from the
closing wall 8, thus creating a discharge opening. There-
after, the container is appropriately tilted to be capable
of discharging the contents of the container through the
discharge opening.
[0025] After the contents of the container are con-
sumed, the entire container lid 2 is detached from the
mouth-neck portion 56 for so-called segregated collec-
tion of wastes. On this occasion, the upper lid 6 placed
at the opening position is gripped and, in the illustrated
embodiment, forced downward at the site of formation of
the axial breakable line 48 to break the axial breakable
line 48. Then, the upper lid 6 is forced toward the up-
stream side in the clockwise direction to break the cir-
cumferential breakable line 53. On this occasion, in the

first break region A, the part of the sufficiently small thick-
ness At allowed to remain below the groove 46 in the
hanging wall 10 is broken. As a result, the part radially
outward of the groove 46 all over the axial direction of
the hanging wall 10 is separated from the part radially
inward of the groove 46 and moved radially outwardly.
At the boundary between the first break region A and the
second break region B, the axial remaining thickness
sharply increases, so that the breakage of the hanging
wall 10 is smoothly shifted from the first break region A
to the second break region B. In the second break region
B, the thin-walled portion 54a, more detailedly, the upper
edge part of the thin-walled portion 54a is broken, as
indicated by a dashed double-dotted line in Fig. 15.
Hence, axially below the above broken part of the thin-
walled portion 54a, the entire hanging wall 10 is moved
radially outwardly and, axially above the above broken
part of the thin-walled portion 54a, the part radially out-
ward of the groove 46 is moved radially outwardly. Then,
in the third break region C, the thin-walled portion 54b,
more detailedly, a vertically nearly middle part of the thin-
walled portion 54b is broken, as indicated by the dashed
double-dotted line in Fig. 15. Hence, axially below the
above broken part of the thin-walled portion 54b, the en-
tire hanging wall 10 is moved radially outwardly and, ax-
ially above the above broken part of the thin-walled por-
tion 54b, the part radially outward of the groove 46 is
moved radially outwardly. In the third break region C, the
thin-walled portion 54b is located above the locking
means 26. In the third break region C, therefore, the lock-
ing means 26 is also moved radially outwardly, and sep-
arated from the mouth-neck portion 56 of the container.
Thereafter, the upper lid 6 is forced upward, whereby the
entire container lid 2 can be detached from the mouth-
neck portion 56 sufficiently easily. In the non-break region
D located upstream of the third break region C in the
clockwise direction, a thin-walled portion is not disposed,
and the depth of the groove 46 is small. Accordingly,
breakage does not proceed.

Explanations of Letters or Numerals

[0026]

2: Container lid
4: Body
6: Upper lid
8: Closing wall
10: Hanging wall
26: Locking means
28: Top panel wall
30: Skirt wall
32: Hinge means
46: Groove
48: Axial breakable line
53: Circumferential breakable line
54: Thin-walled portion
54a: Thin-walled portion
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54b: Thin-walled portion
56: Mouth-neck portion of container
58: Locked ridge
A: First break region
B: Second break region
C: Third break region
D: Non-break region

Claims

1. A synthetic resin container lid which includes a body
and an upper lid, and in which the body has a circular
closing wall, and a cylindrical hanging wall hanging
down from a peripheral edge of the closing wall, a
locking means is formed in a lower end part of an
inner peripheral surface of the hanging wall, and the
upper lid is coupled to an upper end part of an outer
peripheral surface of the hanging wall of the body
via a hinge means, and is pivotable between a clos-
ing position where the upper lid covers the closing
wall of the body, and an opening position where the
upper lid exposes the closing wall of the body,
wherein an annular or arcuate groove opened in an
upper surface of the hanging wall and extending in
a circumferential direction is formed in the hanging
wall of the body,
an axial breakable line extending axially in a part
radially outward of the groove in the hanging wall is
disposed in a region which is downstream of the
hinge means in a clockwise direction and where the
groove is formed,
an axial depth of the groove is great, and an axial
remaining thickness of the hanging wall is small or
zero, in a first break region extending in the circum-
ferential direction from the axial breakable line to-
ward an upstream side in the clockwise direction past
the hinge means as far as a predetermined position;
in a second break region following the first break
region and extending in the circumferential direction
toward the upstream side in the clockwise direction,
the axial depth of the groove gradually decreases,
while the axial remaining thickness of the hanging
wall gradually increases; and in a third break region
following the second break region and extending in
the circumferential direction toward the upstream
side in the clockwise direction, the axial depth of the
groove is small, while the axial remaining thickness
of the hanging wall is great,
at least in the second break region and the third break
region, a circumferential breakable line extending
continuously in the circumferential direction along an
axially lower end part of the groove is formed in the
hanging wall, and
in the first break region, an axially lower end of the
groove is located below the locking means in the
axial direction, whereas in the third break region, the
circumferential breakable line is located above the

locking means in the axial direction.

2. The synthetic resin container lid according to claim
1, wherein the first break region extends in the cir-
cumferential direction over an angular range of 40
to 100 degrees, the second break region extends
over an angular range of 10 to 30 degrees, and the
third break region extends over an angular range of
140 to 300 degrees.

3. The synthetic resin container lid according to claim
1 or 2, wherein the axial remaining thickness in the
first break region is 0 to 1.0 mm, the axial remaining
thickness in the second break region is 0.6 mm or
more, and the axial remaining thickness in the third
break region is 4.0 mm or more.

4. The synthetic resin container lid according to any
one of claims 1 to 3, wherein the axial remaining
thickness sharply increases at a boundary between
the first break region and the second break region.

5. The synthetic resin container lid according to any
one of claims 1 to 4, wherein upstream of the third
break region in the clockwise direction, there is a
non-break region where the axial depth of the groove
is even smaller and the axial remaining thickness of
the hanging wall is even larger.

6. The synthetic resin container lid according to any
one of claims 1 to 5, wherein in the second break
region, the axial remaining thickness changes along
an oblique line extending axially upwardly at an in-
clination angle of 20 to 60 degrees toward the up-
stream side in the clockwise direction.
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