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(57) A molded pulp container (10) is provided by a
simple and easy method, the molded pulp container (10)
including a synthetic resin layer (12) on both of its inner
and outer surfaces, and being configured such that the
formation of blisters is reduced after the container is heat-
ed in a microwave oven, thereby keeping the outer ap-
pearance of the molded pulp container (10) beautiful. The
molded pulp container (10) further includes a container
body (11), and a synthetic resin layer-free area (13a) on

a partial area of the container body (11). Since, when the
container is heated, e.g., in a microwave oven, the mois-
ture contained in the container body (11) evaporates
through the synthetic resin layer-free area (13a), it is pos-
sible to easily reduce the formation of blisters on the por-
tion of the molded pulp container (10) on which the syn-
thetic resin layer (12) has been formed, thereby prevent-
ing the deterioration of the outer appearance of the mold-
ed pulp container (10).
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Description

TECHNICAL FIELD

[0001] The present invention relates to a molded pulp
container, and a method for manufacturing the molded
pulp container, particularly to a molded pulp container
including, on its inner and outer surfaces, a synthetic res-
in layer formed by coating its inner and outer surfaces
with a synthetic resin, and a method for manufacturing
the molded pulp container.

BACKGROUND ART

[0002] Plastic containers each formed by molding a
synthetic resin material into a predetermined shape, and
paper containers each formed by bending a blank made
of paperboard, and bonding it together with an adhesive
are known as containers in which, e.g., food is received.
Because such plastic and paper containers are light-
weight, inexpensive, and disposable ones, they are wide-
ly used. However, it is impossible to dispose of plastic
containers as burnable garbage. Also, it is difficult for
paper containers to maintain its bonded state due to the
heat of its contents.
[0003] In order to overcome such problems, molded
pulp containers are also used which are formed by mold-
ing, as a raw material, wood pulp, or pulp obtained from
reed or sugarcane, into a predetermined shape. Unlike
plastic containers, it is possible to dispose of molded pulp
containers as burnable garbage. Also, unlike paper con-
tainers, since molded pulp containers comprises an in-
tegral member which is not in the bonded state, there is
no concern that the bonded parts of the molded pulp con-
tainers come unstuck.
[0004] Such a molded pulp container is inferior in water
resistance to plastic containers. Also, when the surface
of such a molded pulp container is rubbed, paper dust
deriving from its raw material may occur. In order to over-
come such problems, as disclosed in the below-identified
Patent Document 1, as for a molded pulp container in
which contents containing a lot of moisture, such as food,
are received, generally a waterproof layer laminating
thermoplastic films is formed on the inner surface of the
molded pulp container. In order to form such a waterproof
layer on the inner surface of a molded pulp container in
this way, generally as in Patent Document 1, the molded
pulp container is placed onto a mold in which a large
number of sucking holes are formed; a thermoplastic film
is supplied between the mold and a heater disposed
above the mold; and the thermoplastic film heated by the
heater is sucked toward, and welded to, the inner surface
of the molded pulp container by the sucking forces of the
sucking holes of the mold.
[0005] Though such a sucking method takes advan-
tage of the air permeability which the molded pulp con-
tainer itself has, when a waterproof layer is formed on
the inner surface of the container, the air permeability of

the container is lost. Therefore, if a waterproof layer is
formed on the outer surface of the container as well so
as to further increase the water resistance of the contain-
er and further reduce the occurrence of paper dust, it is
impossible to use such a sucking method. Though it is
possible to form a waterproof layer on the outer surface
of the molded pulp container by another method, for ex-
ample, by bonding a film thereto by hand, such a method
requires a lot of time and increases manufacturing costs.
[0006] Instead of bonding films to the inner and outer
surfaces of the molded pulp container, it is possible to
apply a synthetic resin to the inner and outer surfaces of
the molded pulp container. If this method is used, it is
possible to simultaneously form a synthetic resin film on
the inner and outer surfaces of the molded pulp container.
[0007] However, because a lot of moisture deriving
from the manufacturing method of the container tends to
remain in the molded pulp container to which a synthetic
resin has not been applied yet, after a synthetic resin is
applied to, and solidifies on, the inner and outer surfaces
of the molded pulp container, while the molded pulp con-
tainer is heated in a microwave oven with food received
in the container, the moisture in the molded pulp contain-
er evaporates as water vapor, thereby forming air bub-
bles (so-called blisters) between the molded pulp con-
tainer and the synthetic resin coating. This deteriorates
the outer appearance of the molded pulp container. Even
if, before a synthetic resin is applied to the molded pulp
container, the molded pulp container is fully dried to re-
move moisture from the container, when the inner and
outer surfaces of the molded pulp container are coated
with, as a synthetic resin, a synthetic resin solution con-
stituted by an aqueous solvent such as a synthetic resin
emulsion, the moisture contained in the synthetic resin
solution infiltrates into the container body. Since, after
the synthetic resin solidifies in this state, a lot of moisture
remains in the molded pulp container, while the molded
pulp container is heated in a microwave oven with food
received in the container, as in the above case, the mois-
ture in the molded pulp container evaporates as water
vapor, thereby forming blisters between the molded pulp
container and the synthetic resin coating. This deterio-
rates the outer appearance of the molded pulp container.
[0008] For a molded pulp container in which food is
received, and to which a top seal comprising a sealant
film is attached along a flange at the upper portion of the
side wall of the molded pulp container so as to seal the
food, blisters formed on the flange of the molded pulp
container when heated in a microwave oven could cause
the top seal of the container to be opened in an unintend-
ed manner, as a result of which its contents may leak out
of the container, and a user’s hand may get burned by
the leaked contents. In order to prevent the formation of
such blisters, a method as disclosed in the below-iden-
tified Patent Document 2 is used, the method comprising
making the moisture permeability of a layer formed on
the inner surface of the molded pulp container differ from
the moisture permeability of a layer formed on the outer
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surface of the molded pulp container. However, since it
is necessary to make the thicknesses of the layers on
the inner and outer surfaces of the molded pulp container
differ from each other so as to realize the above differ-
ence in moisture permeability, such a method requires a
lot of time and increases manufacturing costs.

PRIOR ART DOCUMENTS

PATENT DOCUMENTS

[0009]

Patent document 1: Japanese Unexamined Patent
Application Publication No. 2012-158160
Patent document 2: Japanese Unexamined Patent
Application Publication No. 2001-114247

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0010] It is an object of the present invention to over-
come the above-described problems, namely, to provide,
by a simple and easy method, a molded pulp container
including a synthetic resin layer on both of its inner and
outer surfaces, and configured such that the formation
of blisters is reduced after the container is heated in a
microwave oven, thereby keeping the outer appearance
of the molded pulp container good.

MEANS FOR SOLVING THE PROBLEMS

[0011] In order to achieve the above object, the present
invention provides a molded pulp container comprising:
a container body made of molded pulp; and a synthetic
resin layer formed by coating an inner surface and an
outer surface of the container body with a synthetic resin;
wherein at least one of the inner surface and the outer
surface of the container body has at least one synthetic
resin layer-free area which is free of the synthetic resin
layer.
[0012] With this arrangement, since moisture can
evaporate through the synthetic resin layer-free area of
the molded pulp container when heated, e.g., in a micro-
wave oven, it is possible to reduce the formation of blis-
ters on the portion of the molded pulp container on which
the synthetic resin layer has been formed, thereby pre-
venting the deterioration of the outer appearance of the
molded pulp container.
[0013] In the molded pulp container of the present in-
vention, the container body may include at least a bottom;
and a side wall extending upwardly from the bottom, and
synthetic resin layer-free area may be disposed on a por-
tion of the side wall. The molded pulp container having
such a structure is suitable for receiving contents, and
thus can be used for various purposes.
[0014] In the molded pulp container of the present in-

vention, the side wall may include, at an upper end of the
side wall, a substantially flat flange, and the synthetic
resin layer-free area may be disposed on a portion of the
flange. With this arrangement, since moisture can evap-
orate through the synthetic resin layer-free area of the
flange, it is possible to effectively evaporate the moisture
of the flange through the synthetic resin layer-free area
when the molded pulp container is heated, e.g., in a mi-
crowave oven.
[0015] In the molded pulp container of the present in-
vention, the synthetic resin layer-free area may be dis-
posed on an outer side surface of the flange. With this
arrangement, since the synthetic resin layer-free area is
disposed on the outer side surface of the flange, and
moisture can evaporate through this outer side surface,
when a top seal comprising a sealant film is attached to
the container along the flange so as to seal the molded
pulp container, the synthetic resin layer-free area does
not affect the top seal, and the moisture of the flange can
evaporate through the synthetic resin layer-free area
when the molded pulp container is heated, e.g., in a mi-
crowave oven.
[0016] In the molded pulp container of the present in-
vention, a surface area of the synthetic resin layer-free
area is 1% or more and 10% or less, more preferably, 5
% or more and 10% or less of a surface area of the flange.
With this arrangement, since most of the surface area of
the flange is covered with the synthetic resin layer, it is
possible to reduce the occurrence of paper dust.
[0017] In the molded pulp container of the present in-
vention, the container body may be one of at least two
container body portions continuously connected together
so as to constitute a container body forming member, the
container body being cut from the container body forming
member along at least one cut surface such that the cut
surface defines the synthetic resin layer-free area. With
this arrangement, since moisture evaporates through the
cut surface when the molded pulp container is heated,
e.g., in a microwave oven, it is possible to reduce the
formation of blisters on the portion of the molded pulp
container on which the synthetic resin layer has been
formed, thereby preventing the deterioration of the outer
appearance of the molded pulp container.
[0018] In order to achieve the above object, the present
invention also provides a method for manufacturing
molded pulp containers, the method comprising the steps
of: preparing a container body forming member compris-
ing a plurality of container body portions made of molded
pulp and continuously connected together at least one
continuously connecting portion; coating an inner surface
and an outer surface of the container body forming mem-
ber with a synthetic resin so as to form a synthetic resin
layer on the inner surface and the outer surface of the
container body forming member; and cutting, at the at
least one continuously connecting portion, the container
body forming member so as to separate the plurality of
molded pulp container body portions from each other.
Since the molded pulp containers manufactured by this
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method each includes at least one cut surface functioning
as a synthetic resin layer-free area through which mois-
ture can evaporate, it is possible to reduce the formation
of blisters on the portion of the molded pulp container on
which a synthetic resin layer has been formed by a simple
and easy method, thereby preventing the deterioration
of the outer appearance of the molded pulp container.
[0019] In order to achieve the above object, the present
invention also provides a method for manufacturing a
molded pulp container, the method comprising the steps
of: preparing a container body made of molded pulp; and
forming a synthetic resin layer on an inner surface and
an outer surface of the container body by coating the
inner surface and the outer surface of the container body
with a synthetic resin, wherein the step of forming the
synthetic resin layer further comprises masking at least
one portion of at least one of the inner surface and the
outer surface of the container body so as to form a syn-
thetic resin layer-free area which is free of the synthetic
resin layer, on the at least one portion. Since at least a
partial area of the inner and outer surfaces of the molded
pulp container manufactured by this method functions as
a synthetic resin layer-free area through which moisture
can evaporate, it is possible to reduce the formation of
blisters on the portion of the molded pulp container on
which a synthetic resin layer has been formed by a simple
and easy method, thereby preventing the deterioration
of the outer appearance of the molded pulp container.
[0020] In order to achieve the above object, the present
invention also provides a method for manufacturing a
molded pulp container, the method comprising the steps
of: preparing a container body made of molded pulp; and
forming a synthetic resin layer on an inner surface and
an outer surface of the container body by coating the
inner surface and the outer surface of the container body
with a synthetic resin, wherein the step of forming the
synthetic resin layer further comprises removing the syn-
thetic resin layer from at least one portion of at least one
of the inner surface and the outer surface of the container
body. Since at least a partial area of the inner and outer
surfaces of the molded pulp container manufactured by
this method functions as a synthetic resin layer-free area
through which moisture can evaporate, it is possible to
reduce the formation of blisters on the portion of the mold-
ed pulp container on which a synthetic resin layer has
been formed by a simple and easy method, thereby pre-
venting the deterioration of the outer appearance of the
molded pulp container.

EFFECTS OF THE INVENTION

[0021] According to the present invention, it is possible
to provide, by a simple and easy method, a molded pulp
container configured such that the formation of blisters
is reduced on the molded pulp container after heated in
a microwave oven, thereby keeping the outer appear-
ance of the molded pulp container good.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a vertical sectional view of a molded pulp
container according to a first embodiment of the
present invention.
Figs. 2A to 2C are schematic diagrams illustrating a
method for manufacturing the molded pulp container
of the first embodiment.
Figs. 3A to 3D are schematic diagrams illustrating a
different method for manufacturing the molded pulp
container of the first embodiment.
Fig. 4 is a vertical sectional view of a molded pulp
container according to a second embodiment of the
present invention.
Figs. 5A to 5C are schematic diagrams illustrating a
method for manufacturing the molded pulp container
of the second embodiment.
Fig. 6A and 6B are schematic diagrams illustrating
a dipping method.

BEST MODE FOR CARRYING OUT THE INVENTION

[0023] The embodiments of the present invention are
described below with reference to the drawings. Each
drawing illustrates the embodiment of the present inven-
tion schematically, and the shown shape, ratio, thick-
ness, etc. may not precisely reflect the contents of the
present invention.
[0024] Fig. 1 is a vertical sectional view of a molded
pulp container 10 according to the first embodiment of
the present invention. As illustrated in Fig. 1, the molded
pulp container 10 of the first embodiment includes a mold-
ed pulp container body 11 made of a non-wood material
obtained from reed or sugarcane, and constituted by a
bottom, and a side wall extending upwardly from the bot-
tom. The molded pulp container 10 further includes a
synthetic resin layer 12 and a flange 13.
[0025] The synthetic resin layer 12 is formed on the
entire area of the inner and outer surfaces of the container
body 11, except the outer side surface of the flange 13.
The synthetic resin layer 12 prevents the moisture of any
contents of the molded pulp container 10 that contain
moisture, such as food, from infiltrating into the container
body 11. The synthetic resin layer 12 also reduces paper
dust from the container body 11.
[0026] The resin used for the synthetic resin layer 12
is not particularly limited, and may be an acrylic resin, a
styrene-acrylic resin, an ethylene-vinyl acetate resin, a
styrene-butadiene rubber resin, a polyvinyl alcohol resin,
a vinylidene chloride resin, a wax resin, a fluororesin, a
silicone resin, or a copolymer or a combination of two or
more of these resins. Among them, a synthetic resin
emulsion or a water-soluble resin in which an aqueous
solvent can be used is preferable.
[0027] Since the synthetic resin layer 12 is not formed
on the outer side surface 13a of the flange 13 of the mold-
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ed pulp container 10, when the molded pulp container
10 is used as a food (e.g., frozen food) receiving contain-
er, and is heated in a microwave oven, the moisture in
the container body 11 is discharged as water vapor
through the outer side surface 13a. This reduces the for-
mation of blisters on the molded pulp container 10 when
heated in a microwave oven. Especially if the molded
pulp container 10 is sealed along its flange 13 by a sealant
film, blisters formed on the flange 13 of the molded pulp
container 10 when heated in a microwave oven could
cause the top seal of the container 10 to be opened in
an unintended manner, as a result of which its contents
may leak out of the container, and a user’s hand may get
burned by the leaked contents. According to the present
invention, it is possible to reduce the formation of such
blisters on the flange 13, since the outer side surface 13a
of the flange 13 has a portion coated with no synthetic
resin (this portion is hereinafter referred to as the "syn-
thetic resin layer-free area 13a").
[0028] The synthetic resin layer-free area 13a, which
is formed on the flange 13 in this embodiment, preferably
accounts for 1 % or more and 10% or less of the surface
area of the flange 13. In this case, since most of the sur-
face area of the flange 13 is coated with the synthetic
resin layer 12; it is possible to sufficiently reduce the in-
filtration of moisture of the contents of the container 10
such as food into the container body 11, and also reduce
paper dust, while also reducing, in a balanced manner,
the formation of blisters, and preventing the deterioration
of the outer appearance of the container.
[0029] Figs. 2A to 2C schematically illustrate a method
for manufacturing a plurality of molded pulp containers
10 according to the first embodiment of the present in-
vention.
[0030] First, as illustrated in Fig. 2A, a container body
forming member 11’ is prepared which comprises at least
two container body portions made of molded pulp and
continuously connected together at an continuously con-
necting portion. The number and the arrangement of the
container body portions of the container body forming
member is not limited provided it comprises a plurality of
container body portions. For example, the container body
forming member 11’ may comprise four container body
portions arranged in a single row and each continuously
connected to the adjacent container body portion(s), or
comprise eight container body portions arranged in four
rows and two columns, and each continuously connected
to the adjacent container body portions.
[0031] The container body forming member 11’ can be
prepared by a known method for molding pulp. For ex-
ample, such a method may comprise the steps of pre-
paring a pulp suspension; forming a molded pulp product
from the pulp suspension by dipping a mesh mold into
the pulp suspension, and lifting it from the pulp suspen-
sion; and heating and pressing the thus-obtained molded
pulp product into the container body forming member 11’
by use of a first press mold disposed under the mesh
mold, and a second press mold disposed on the opposite

side of the molded pulp product from the first press mold.
[0032] The thus-obtained container body forming
member 11’ comprises a plurality of molded pulp con-
tainer body portions each including a bottom, a side wall
extending upwardly from the bottom, the side wall includ-
ing a substantially flat flange disposed at the upper end
of the side wall. The flanges of each adjacent pair of
container body portions are integrally connected together
so as to constitute the above-described continuously
connecting portion, so that the container body portions
are continuously connected together through the contin-
uously connecting portion.
[0033] Next, as illustrated in Fig. 2B, a synthetic resin
is applied to both the inner and outer surfaces of the
container body forming member 11’ to form a synthetic
resin layer 12’ on the inner and outer surfaces thereof.
The coating method for forming the synthetic resin layer
12’ is not particularly limited, and may be a spray method,
a brush coating method, or a dipping method. By forming
the synthetic resin layer 12’, the container body forming
member now comprises molded pulp container portions
to be formed into the molded pulp containers 10.
[0034] Next, as illustrated in Fig. 2C, the container
body forming member 11’ is cut by an appropriate means
such as a cutter C, at the centers of the respective con-
tinuously connecting portions through which the adjacent
molded pulp container portions are continuously con-
nected together, so that the molded pulp container por-
tions are separated from each other into the molded pulp
containers 10. At the same time, the outer edges of the
flanges at both ends of the container body forming mem-
ber 11’ are also cut by an appropriate means such as the
cutter C. As a result thereof, the flange 13 of each molded
pulp container 10 has at least one cut surface constituting
a synthetic resin layer-free area 13a, i.e., an area free of
the synthetic resin layer 12. Molded pulp containers 10
according to the first embodiment of the present invention
are thus obtained by the above-described steps.
[0035] Figs. 3A to 3D schematically illustrate a different
method for manufacturing the molded pulp container 10
according to the first embodiment of the present inven-
tion.
[0036] First, as illustrated in Fig. 3A, a container body
11 made of molded pulp is prepared. The container body
11 can be prepared mainly by either one of the following
known methods (1) and (2):

Method (1): The container body 11 is obtained by
preparing the above-described container body form-
ing member, which is molded by a known method,
and comprises at least two container body portion
continuously connected together through the contin-
uously connecting portion, and by cutting it at the
continuously connecting portion to separate the at
least two container body portions from each other;
and
Method (2): The container body 11 is formed inde-
pendently by a known method.
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[0037] Next, as illustrated in Figs. 3B and 3C, a syn-
thetic resin layer 12 is formed on the inner and outer
surfaces of the container body 11 by coating the inner
and outer surfaces of the container body 11 with a syn-
thetic resin. The synthetic resin layer 12 can be formed
thereon by a known method. The step of forming the syn-
thetic resin layer 12 further comprises forming a synthetic
resin layer-free area (or areas), which is free of the syn-
thetic resin layer 12, on a portion (or portions) of the inner
and/or outer surface of the container body (in the example
shown, a synthetic resin layer-free area (or areas) is
formed on the outer side surface of the flange 13).
[0038] The step of forming the synthetic resin layer-
free area(s) may comprise, for example, masking, with
a masking element or elements M, a portion or portions
of the inner and/or outer surfaces of the container body,
before forming the synthetic resin layer (in the example
shown, portions of the outer side surface of the flange
13 are masked), thereby preventing, when a synthetic
resin layer is formed on the container body, the synthetic
resin layer from being formed on the area(s) of the con-
tainer body masked with the masking element(s) M. The
masked area(s) becomes the synthetic resin layer-free
area(s).
[0039] As illustrated in Fig. 3D, by removing the mask-
ing element(s) M after forming the synthetic resin layer,
the area(s) of the container from which the masking el-
ement(s) has been removed (in the example shown, por-
tions of the outer side surface of the flange 13) becomes
the synthetic resin layer-free area(s). In this way, the
molded pulp container 10 according to the first embodi-
ment of the present invention is obtained.
[0040] Fig. 4 is a vertical sectional view of a molded
pulp container 20 according to the second embodiment
of the present invention. As illustrated in Fig. 4, the mold-
ed pulp container 20 includes, as with the molded pulp
container of the first embodiment of the present invention,
a molded pulp container body 21 made of a non-wood
material obtained from reed or sugarcane, and constitut-
ed by a bottom, and a side wall extending upwardly from
the bottom, the side wall including a flange; and a syn-
thetic resin layer 22.
[0041] The synthetic resin layer 22 is formed on the
entire area of the inner and outer surfaces of the container
body 21, except a portion or portions 23a of the down-
wardly facing surface of the flange 23 that are free of the
synthetic resin layer 22 (the portion(s) 23a is hereinafter
referred to as the "removed portion(s) 23a"). The re-
moved portion(s) 23a functions as a synthetic resin layer-
free area(s) 23a of the molded pulp container 20. Since,
as with the molded pulp container 10 of the first embod-
iment of the present invention, the water vapor generated
in the molded pulp container 20 when heated in a micro-
wave oven is discharged through the synthetic resin lay-
er-free area(s) 23a, it is possible to reduce the formation
of blisters on the molded pulp container 20 when heated
in a microwave oven. Especially if the molded pulp con-
tainer 20 is sealed along its flange 23 by a sealant film,

blisters formed on the flange 23 of the molded pulp con-
tainer 20 when heated in a microwave oven could cause
the top seal of the container 20 to be opened in an unin-
tended manner, as a result of which its contents may leak
out of the container, and a user’s hand may get burned
by the leaked contents. According to the present inven-
tion, it is possible to reduce the formation of such blisters
on the flange 23, since the downwardly facing surface of
the flange 23 includes a synthetic resin layer-free area
(or areas) 23a.
[0042] Figs. 5A to 5C schematically illustrate a method
for manufacturing the molded pulp container 20 accord-
ing to the second embodiment of the present invention.
[0043] First, as illustrated in Fig. 5A, a container body
21 made of molded pulp is prepared. As described above,
the container body 21 may be one of container bodies
separated from each other by cutting a container body
forming member, or may be formed independently by
molding pulp.
[0044] Next, as illustrated in Fig. 5B, a synthetic resin
layer 22 is formed on the inner and outer surfaces of the
container body 21 by coating the inner and outer surfaces
of the container body 21 with a synthetic resin. Any of
the above-described methods can be used to form the
synthetic resin layer 22. The step of forming the synthetic
resin layer 22 further comprises, as illustrated in Fig. 5C,
forming a synthetic resin layer-free area (or areas) 23a
on a portion or portions of the inner and/or outer surface
of the container body (in the example shown, synthetic
resin layer-free areas are formed on portions of the down-
wardly facing surface of the flange 23). The step of form-
ing the synthetic resin layer-free area(s) comprises re-
moving the synthetic resin layer from a portion (or por-
tions) of the inner and/or outer surface of the container
body (in the example shown, from portions of the down-
wardly facing surfaces of the flanges 23), by, for example,
a laser marker L.

EXAMPLES

[0045] The contents of the present invention are further
clarified below by comparing Examples 1 to 3 and Com-
parative Example 1. The inventor of the present invention
prepared molded pulp containers for Examples 1 to 3
and Comparative Example 1 as described below.

<Example 1>

[0046] A container body forming member was pre-
pared which comprises a plurality of continuously con-
nected container body portions made of molded pulp and
each constituted by a bottom, and a side wall extending
upwardly from the bottom, the side wall including a flange
disposed on the upper end of the side wall, and having
a substantially flat shape over the entire circumference
of the flange. The adjacent container body portions were
formed with the opposed flanges continuously connected
together. The size of each container body portion was

9 10 



EP 3 524 537 A1

7

5

10

15

20

25

30

35

40

45

50

55

set as follows:

Container body: length 20 cm (including the flange)
X width 15 cm (including the flange) X height 5 cm
Container body’s receiving portion: length 17.5 cm
X width 12.5 cm X height 5 cm
Flange’s width: 1.5 cm (including the connecting por-
tion)
Container body portion’s sectional thickness: about
1 mm

[0047] Next, the inner and outer surfaces of the con-
tainer body forming member 11’ were coated with a syn-
thetic resin by a dipping method, i.e., by, as illustrated in
Fig. 6A, dipping the whole of the container body forming
member 11’ into a coating solution bath B containing a
synthetic resin solution S, and pulling it up out of the
coating solution bath B, so that a synthetic resin layer
was formed on the inner and outer surfaces thereof. As
illustrated in Fig. 6B, the surplus synthetic resin solution
S which had adhered to the container body forming mem-
ber 11’ was removed by inclining, at an appropriate angle,
the container body forming member 11’ after pulled up
out of the synthetic resin solution S. As the synthetic resin
solution used herein, a synthetic resin diluted with water
was used, the synthetic resin being made by SAIDEN
CHEMICAL INDUSTRY, and being called "saibinorl EK-
61" (styrene-acrylic copolymer (acrylic resin component:
55% by mass, styrene resin component: 45% by mass),
solid content concentration: 40% by mass). The synthetic
resin layer after dried had a thickness of about 60 mm.
[0048] Thereafter, the container body forming member
on which the synthetic resin layer had been formed was
cut, at the center (continuously connecting portion) of the
opposed flanges (on each adjacent pair of container body
portions) through which the opposed flanges had been
continuously connected, into molded pulp containers
separated from each other. Each of the separated mold-
ed pulp containers had no synthetic resin layer on the
cut outer side surface portions of the flange correspond-
ing to the cut continuously connecting portions. The
molded pulp container of Example 1 according to the
present invention is one of the molded pulp containers
obtained by the above steps.

<Example 2>

[0049] A container body forming member identical to
that of Example 1 was prepared, which comprises a plu-
rality of container body portions made of molded pulp
and continuously connected together. Unlike Example 1,
before forming a synthetic resin layer on the container
body forming member, the container body forming mem-
ber was cut, at its continuously connecting portions, into
container bodies separated from each other (one of the
separated container bodies was used in the following
steps). Next, after attaching a commercially available
masking tape having a width of 1 cm to the outer side

surface of the flange of the container body such that the
masking tape would be vertically folded at its widthwise
center line over the entire circumference of the flange,
the inner and outer surfaces of the container body were
coated with a synthetic resin by a dipping method, i.e.,
by dipping the whole of the container body into a coating
solution bath containing a synthetic resin solution, and
pulling it up out of the coating solution bath, so that a
synthetic resin layer was on the inner and outer surfaces
thereof. In this way, a molded pulp container including a
synthetic resin layer was obtained. The synthetic resin
solution and the thickness of the synthetic resin layer
after dried in Example 2 were identical to those in Exam-
ple 1. Thereafter, by removing the masking tape from the
molded pulp container, a synthetic resin layer-free area
was formed on the molded pulp container. The molded
pulp container of Example 2 according to the present
invention was obtained by the above steps.

<Example 3>

[0050] A container body forming member identical to
that of Example 1 was prepared, which comprises a plu-
rality of container body portions made of molded pulp
and continuously connected together. Unlike Example 1,
before forming a synthetic resin layer on the container
body forming member, the container body forming mem-
ber was cut, at its continuously connecting portions, into
container bodies separated from each other (one of the
separated container bodies was used in the following
steps). Next, the inner and outer surfaces of the container
body were coated with a synthetic resin by a dipping
method, i.e., by dipping the whole of the container body
into a coating solution bath containing a synthetic resin
solution, and pulling it up out of the coating solution bath,
so that a synthetic resin layer was formed on the inner
and outer surfaces thereof. In this way, a molded pulp
container including a synthetic resin layer was obtained.
The synthetic resin solution and the thickness of the syn-
thetic resin layer after dried in Example 3 were identical
to those in Example 1. Thereafter, by removing, with a
commercially available laser marker, the synthetic resin
layer from a partial area of the downwardly facing surface
of the flange of the molded pulp container, a synthetic
resin layer-free area was formed on the above partial
area of the flange. The molded pulp container of Example
3 according to the present invention was obtained by the
above steps.

<Comparative Example 1>

[0051] A container body forming member identical to
that of Example 1 was prepared, which comprises a plu-
rality of container body portions made of molded pulp
and continuously connected together. Unlike Example 1,
before forming a synthetic resin layer on the container
body forming member, the container body forming mem-
ber was cut, at its continuously connecting portions, into
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container bodies separated from each other (one of the
separated container bodies was used in the following
step). Next, the inner and outer surfaces of the container
body were coated with a synthetic resin by a dipping
method, i.e., by dipping the whole of the container body
into a coating solution bath containing a synthetic resin
solution, and pulling it up out of the coating solution bath,
so that a synthetic resin layer was formed on the inner
and outer surfaces thereof. In this way, a molded pulp
container including a synthetic resin layer was obtained.
The synthetic resin solution and the thickness of the syn-
thetic resin layer after dried in Comparative Example 1
were identical to those in Example 1. The molded pulp
container of Comparative Example 1, which includes a
synthetic resin layer on the entire surface of the container
body, and thus does not include a synthetic resin layer-
free area, was obtained by the above steps.
[0052] After pouring, in the molded pulp container of
each of Examples 1 to 3 and Comparative Example 1,
water accounting for 70% of the maximum receiving ca-
pacity of the container, a sealant film (Mitsui Chemicals
Tohcello, Inc., product name: ABF-65C, film thickness:
30 mm) was cut into the size of length 20 cm X width 15
cm, and the molded pulp container was sealed by the
sealant film (top seal) with the flanges of the container
completely covered by the top seal. Thereafter, the
sealed molded pulp container of each of Examples 1 to
3 and Comparative Example 1 was kept in a freezer, and
frozen until the water in the container completely
changed into ice. Thereafter, the molded pulp container
thereof after frozen was taken out of the freezer, and was
heated for 5 minutes and 20 seconds in a microwave
oven (manufactured by TOSHIBA, model No. ER-C7)
with an output of 600 watts. By observing the respective
molded pulp containers of Examples 1 to 3 and Compar-
ative Example 1 after heating them, the molded pulp con-
tainer(s) in which no blisters were formed on the flange,
and of which the outer appearance did not deteriorate
was (were) evaluated as [O]; and the molded pulp con-
tainer(s) in which blisters were formed on the flange, and
of which the outer appearance deteriorated was (were)
evaluated as [X]. This result is shown in Table 1. As can
be seen from Table 1, for all of the molded pulp containers
of Examples 1 to 3, when the containers are heated, e.g.,
in a microwave, it is possible to prevent or reduce the
formation of blisters, thereby preventing the deterioration
of the outer appearances of the containers.

<Table 1>

Evaluation

Example 1 s

Example 2 s

Example 3 s

Comparative Example 1 X

[0053] The above-described embodiments and Exam-
ples are merely examples in every respect, and the
present invention is not limited to the above embodiments
and Examples. The scope of the present invention is in-
dicated by the claims, and should be understood to in-
clude all modifications and variations within the scope of
the claims.
[0054] For example, a synthetic resin layer-free area
is formed on the flange in each embodiment, but may be
formed on the area of the container other than the flange,
e.g., on the side wall or the bottom. Also, the method for
forming a synthetic resin layer-free area is not limited to
the methods of the embodiments. For example, a syn-
thetic resin layer-free area may be formed without using
a masking element by forming a synthetic resin layer on
a partial area of the outer surface of the container body
with an appropriate method, such as spray or brush coat-
ing, such that the remaining area of the outer surface of
the container body becomes the synthetic resin layer-
free area. While, in each embodiment, the container body
comprises a bottom, and a side wall to which a flange is
connected, the container body is not limited to such a
shape. For example, the container body may include no
flange, or have a curved surface shape such that the
boundary between the bottom and the side wall cannot
be defined or distinguished clearly. The container body
has a single receiving space in each embodiment, but
may have a plurality of receiving spaces separated by a
partition or partitions. Also, the container body may have
any shape in plane view, such as a circular shape, an
oval shape, or a polygonal shape.

DESCRIPTION OF REFERENCE NUMERALS

[0055]

10: molded pulp container of the first embodiment
11: container body
12: synthetic resin layer
13: flange
13a: flange’s outer side surface (synthetic resin layer-

free area)
20: molded pulp container of the second embodi-

ment
21: container body
22: synthetic resin layer
23: flange
23a: removed portion (synthetic resin layer-free area)
11’: container body forming member
12’: synthetic resin layer
C: cutter
M: masking element
L: laser marker
S: synthetic resin solution
B: coating solution bath
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Claims

1. A molded pulp container comprising:

a container body made of molded pulp; and
a synthetic resin layer formed by coating an in-
ner surface and an outer surface of the container
body with a synthetic resin;
wherein at least one of the inner surface and the
outer surface of the container body has at least
one synthetic resin layer-free area which is free
of the synthetic resin layer.

2. The molded pulp container according to claim 1,
wherein the container body includes at least a bot-
tom; and a side wall extending upwardly from the
bottom, and
wherein the synthetic resin layer-free area is dis-
posed on a portion of the side wall.

3. The molded pulp container according to claim 2,
wherein the side wall includes, at an upper end of
the side wall, a substantially flat flange,
wherein the synthetic resin layer-free area is dis-
posed on a portion of the flange.

4. The molded pulp container according to claim 3,
wherein the synthetic resin layer-free area is dis-
posed on an outer side surface of the flange.

5. The molded pulp container according to claim 4,
wherein a surface area of the synthetic resin layer-
free area is 1% or more and 10% or less of a surface
area of the flange.

6. The molded pulp container according to any of
claims 1 to 5, wherein the container body is one of
at least two container body portions connected to-
gether so as to constitute a container body forming
member, the container body being cut from the con-
tainer body forming member along at least one cut
surface such that the cut surface defines the syn-
thetic resin layer-free area.

7. A method for manufacturing molded pulp containers,
the method comprising the steps of:

preparing a container body forming member
comprising a plurality of container body portions
made of molded pulp and connected together
at at least one connecting portion;
coating an inner surface and an outer surface
of the container body forming member with a
synthetic resin so as to form a synthetic resin
layer on the inner surface and the outer surface
of the container body forming member; and
cutting, at the at least one connecting portion,
the container body forming member so as to

separate the plurality of molded pulp container
body portions from each other.

8. A method for manufacturing a molded pulp contain-
er, the method comprising the steps of:

preparing a container body made of molded
pulp; and
forming a synthetic resin layer on an inner sur-
face and an outer surface of the container body
by coating the inner surface and the outer sur-
face of the container body with a synthetic resin,
wherein the step of forming the synthetic resin
layer further comprises masking at least one
portion of at least one of the inner surface and
the outer surface of the container body so as to
form a synthetic resin layer-free area which is
free of the synthetic resin layer, on the at least
one portion.

9. A method for manufacturing a molded pulp contain-
er, the method comprising the steps of:

preparing a container body made of molded
pulp; and
forming a synthetic resin layer on an inner sur-
face and an outer surface of the container body
by coating the inner surface and the outer sur-
face of the container body with a synthetic resin,
wherein the step of forming the synthetic resin
layer further comprises removing the synthetic
resin layer from at least one portion of at least
one of the inner surface and the outer surface
of the container body.
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