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(54) WIRELESS COMMUNICATION SYSTEM, NETWORK DEVICE, AND WIRELESS 
COMMUNICATION METHOD

(57) A radio communication method includes a step
in which a MeNB (210) transmits a bearer setup instruc-
tion to establish a bearer including a first tunnel and a
second tunnel based on a setup request, and a step in
which a CN-UP (300) establishes the first tunnel and the

second tunnel based on the bearer setup instruction. The
CN-UP (300) sets the same identifiers to a TEID on the
CN-UP (300) side of the first tunnel and a TEID on the
CN-UP (300) side of the second tunnel.
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Description

[Technical Field]

[0001] The present invention relates to a radio com-
munication system which includes a master radio base
station and a secondary radio base station, a network
device, and a radio communication method.

[Background Art]

[0002] 3rd Generation Partnership Project (3GPP)
specifies, with the aim of further speeding Long Term
Evolution (LTE), LTE-Advanced (hereinbelow, the LTE
includes the LTE-Advanced) . The 3GPP is also discuss-
ing a specification for the new radio (NR) and the next
generation system (NGS), which are called 5G (5th gen-
eration mobile communication system), for example.
[0003] In the discussion for a specification for this next
generation system, there has been proposed the flow-
based QoS (Quality of Service) framework (for example,
Non-Patent Literature 1). Specifically, based on the Flow
Priority Indicator (FPI) indicating a degree of priority of
an IP flow, scheduling and priority control of the IP flow
are performed on an EPS bearer (NGS bearer), which is
a logical communication path established in the system.
[0004] In addition, in LTE, Dual Connectivity (DC)
where user device (UE) performs communication via a
Master Cell Group (MCG) and a Secondary Cell Group
(SCG) is defined (for example, Non-Patent Literature 2).
In the DC, tunnels (for example, GTP tunnels) are re-
spectively established between an MeNB constituting the
MCG and a network device (Serving Gateway (SGW))
on the core network, and between the SGW and an SeNB
constituting the SCG. In the meantime, an EPS bearer
using the established tunnel is established.
[0005] Specifically, regarding the connection of the NR
to the core network, a configuration where one of the
MeNB and the SeNB is connected to LTE and the other
is connected to the NR has been discussed. In the case
of connecting to the NextGen Core (NGC) network, a
tunnel to a functional entity that provides a user plane
called a CN-UP is established instead of a tunnel to the
SGW.

[Prior Art Document]

[Non-Patent Document]

[0006] Non-Patent Document 1: 3GPP TR 23.799
V1.0.2 Section 8.2 "Interim Agreements on Key Issue #2:
QoS framework", 3rd Generation Partnership Project;
Technical Specification Group Services and System As-
pects; Study on Architecture for Next Generation System
(Release 14), 3GPP, October 2016
[0007] Non-Patent Document 2: TS 36.300 V13.4.0
Section 6.5 "Dual Connectivity", 3rd Generation Partner-
ship Project; Technical Specification Group Radio Ac-

cess Network; Evolved Universal Terrestrial Radio Ac-
cess (E-UTRA) and Evolved Universal Terrestrial Radio
Access Network (E-UTRAN); Overall description; Stage
2 (Release 13), 3GPP, June 2016

[Summary of the Invention]

[0008] When the flow-based QoS control is introduced,
the QoS control is performed for every IP flows as de-
scribed above. The EPS bearer includes a data radio
bearer (DRB) and core network bearers (specifically, an
S1 bearer and an S5/S8 bearer). Although the conven-
tional bearer-based QoS control involves one-to-one cor-
respondence between the data radio bearer and the core
network bearers based on the QoS level, the flow-based
QoS control does not involve such one-to-one corre-
spondence.
[0009] Thus, for execution of the Dual Connectivity
(DC), a network device on the core network, i.e., a func-
tional entity providing a control plane called a CN-CP has
a problem that there is no way to know whether to estab-
lish a PDN tunnel and a core network bearer (S1 bearer)
between the SeNB and a functional entity providing a
user plane called a CN-UP.
[0010] In the conventional bearer-based QoS control,
since the one-to-one correspondence exists between the
data radio bearer and the core network bearers, a net-
work device (mobility management entity (MME)) is ca-
pable of knowing that a tunnel and a core network bearer
(S1 bearer) should be established between the SeNB
and the SGW for execution of the DC.
[0011] Even if the flow-based QoS control is intro-
duced, the above-mentioned problem may be solved by
just adding a sequence for the MeNB and the CN-CP to
establish a tunnel and a core network bearer between
the SeNB and the CN-UP, as a matter of course. How-
ever, this would complicate the sequence and necessi-
tate changing the existing sequence drastically.
[0012] Hence, the present invention has been made in
view of the above situation, and an objective thereof is
to provide a radio communication system, a network de-
vice, and a radio communication method that can imple-
ment the Dual Connectivity (DC) without complicating
the sequence even with the flow-based QoS control.

[Means for Solving the Problems]

[0013] A radio communication system according to an
aspect of the present invention includes: a master radio
base station configured to perform radio communications
with user device and control radio communications be-
tween the user device and a secondary radio base sta-
tion; and a network device configured to establish a bear-
er that includes a first tunnel to the master radio base
station and a second tunnel to the secondary radio base
station.
[0014] The master radio base station includes a bearer
controller that receives a setup request of the bearer and,
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based on the setup request, transmits a bearer setup
instruction to establish the bearer using the first tunnel
and the second tunnel. The network device includes a
tunnel setup section that establishes the first tunnel and
the second tunnel based on the bearer setup instruction.
[0015] The tunnel setup section sets the same identi-
fiers to a first tunnel endpoint identifier on a network de-
vice side of the first tunnel and a second tunnel endpoint
identifier on a network device side of the second tunnel.
[0016] A network device according to an aspect of the
present invention is configured to perform radio commu-
nications with user device and establish a bearer that
includes a first tunnel to a master radio base station,
which controls radio communications between the user
device and a secondary radio base station, and a second
tunnel to the secondary radio base station. The network
device includes a tunnel setup section that establishes
the first tunnel and the second tunnel based on a bearer
setup instruction to establish the bearer using the first
tunnel and the second tunnel. The tunnel setup section
sets the same identifiers to a first tunnel endpoint iden-
tifier on a network device side of the first tunnel and a
second tunnel endpoint identifier on a network device
side of the second tunnel.
[0017] A radio communication method according to an
aspect of the present invention is executed by using a
master radio base station that performs radio communi-
cations with user device and controls radio communica-
tions between the user device and a secondary radio
base station, and a network device that establishes a
bearer that includes a first tunnel to the master radio base
station and a second tunnel to the secondary radio base
station. The radio communication method includes the
steps of: receiving a setup request of the bearer and,
based on the setup request, transmitting a bearer setup
instruction to establish the bearer using the first tunnel
and the second tunnel, by the master radio base station,
and establishing the first tunnel and the second tunnel
by the network device based on the bearer setup instruc-
tion. In the step of establishing the first tunnel and the
second tunnel, the same identifiers are set to a first tunnel
endpoint identifier on a network device side of the first
tunnel and a second tunnel endpoint identifier on a net-
work device side of the second tunnel.

[Brief Description of the Drawings]

[0018]

Fig. 1 is an overall schematic configuration diagram
of a radio communication system 10.
Fig. 2 is a diagram illustrating a configuration of bear-
ers and tunnels established in the radio communi-
cation system 10.
Fig. 3 is a diagram illustrating an example of showing
a configuration of an EPS bearer (NGS bearer).
Fig. 4 is a functional block configuration diagram of
an MeNB 210.

Fig. 5 is a functional block configuration diagram of
an SeNB 220.
Fig. 6 is a functional block configuration diagram of
a CN-UP 300.
Fig. 7 is a diagram illustrating a basic sequence for
establishing an EPS bearer (NGS bearer) in the radio
communication system 10.
Fig. 8 is a diagram illustrating a sequence for adding
a PDN tunnel (second tunnel) under the lead of the
core network.
Fig. 9 is a diagram illustrating a sequence for adding
a PDN tunnel (second tunnel) under the lead of a
radio access network.
Fig. 10 is a diagram illustrating a sequence for re-
leasing a PDN tunnel (second tunnel) under the lead
of the radio access network.
Fig. 11 is a diagram illustrating a sequence for re-
leasing a PDN tunnel (second tunnel) under the lead
of the core network.
Fig. 12 is a diagram illustrating a sequence (user
plane based) for adding a PDN tunnel (second tun-
nel) under the lead of the core network.
Fig. 13 is a diagram illustrating an example of a hard-
ware structure of the MeNB 210, the SeNB 220, and
the CN-UP 300.

[Modes for Carrying Out the Invention]

[0019] Next, an embodiment of the present invention
will be described based on the drawings. Note that the
same or similar reference signs denote the same or sim-
ilar functions and structures, and descriptions thereof are
omitted as appropriate.

(1) Overall Schematic Configuration of Radio Communi-
cation System

[0020] Fig. 1 is an overall schematic configuration di-
agram of a radio communication system 10 according to
the present embodiment. The radio communication sys-
tem 10 conforms to "5G", which is the succeeding system
of Long Term Evolution (LTE). Note that the radio com-
munication system 10 may be referred to as FRA (future
radio access), the next generation system (NGS), or the
5G system (5GS) for example.
[0021] As illustrated in Fig. 1, the radio communication
system 10 includes user device 100 (hereinafter, UE
100), a master radio base station 210 (hereinafter, MeNB
210), a secondary radio base station 220 (hereinafter,
SeNB 220), a core network user plane function 300 (here-
inafter, CN-UP 300), and core network control plane func-
tions 400, 410 (hereinafter, CN-CP 400, CN-CP 410).
[0022] The UE 100 performs radio communications
with the MeNB 210 and the SeNB 220. Specifically, the
UE 100 supports the Dual Connectivity (DC) defined in
the 3rd Generation Partnership Project (3GPP). The UE
100 performs radio communications via a Master Cell
Group (MCG), which is a group of cells formed by the
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MeNB 210, and a Secondary Cell Group (SCG), which
is a group of cells formed by the SeNB 220. In addition,
the MeNB 210 and the SeNB 220 construct a radio ac-
cess network.
[0023] As described above, the MeNB 210 performs
radio communications with the UE 100. In addition, the
MeNB 210 controls radio communications between the
UE 100 and the SeNB 220. The MeNB 210 is connected
with the SeNB 220 via an X2 interface.
[0024] As described above, also the SeNB 220 per-
forms radio communications with the UE 100. Specifical-
ly, the SeNB 220 performs radio communications with
the UE 100 based on the control by the MeNB 210.
[0025] The CN-UP 300, CN-CP 400, and CN-CP 410
form the core network of the radio communication system
10. The CN-UP 300 is connected with the MeNB 210 and
the SeNB 220 via S1 interfaces . Note that the CN-UP
300 may be called a User Plane Function.
[0026] In addition, the CN-CP 400 is connected with
the MeNB 210 via an S1 interface. Note that the CN-CP
400 may be separated to an Access and Mobility Man-
agement Function (AMF) and a Session Management
Function (SMF) and may be called an AMF/SMF.
[0027] The CN-UP 300 provides a user plane function
of the radio communication system 10. In the present
embodiment, the CN-UP 300 constitutes a network de-
vice. The CN-CP 400 and the CN-CP 410 provide a con-
trol plane function of the radio communication system 10.
[0028] In other words, in the core network of the radio
communication system 10, a configuration (CUPS: C/U
plane separation) is employed in which the control plane
function for controlling the UE 100, the MeNB 210, the
SeNB 220, and the like, and the user plane function for
transmitting and receiving user data and the like are
clearly separated.
[0029] The CN-CP 400 is provided in the visited net-
work (VPLMN) of the UE 100. The CN-CP 410 is provided
in the home network (HPLMN) of the UE 100. Note that
the CN-CP 410 may be called a Session Management
Function (SMF).
[0030] Each of the CN-UP 300 and CN-CPs 400, 410
may include a mobility management entity (MME), a
Serving Gateway (SGW), a PDN gateway (PGW), a traf-
fic detection function (TDF), and the like.
[0031] The CN-UP 300 is connected to an external net-
work 20. Although a typical example of the external net-
work 20 is the Internet, the type of the external network
20 is not particularly limited. The external network 20 may
be a private network provided by the operator or the like
of the radio communication system 10.

(2) Configuration of Bearers and Tunnels

[0032] Fig. 2 is a diagram illustrating a configuration of
bearers and tunnels established in the radio communi-
cation system 10. As illustrated in Fig. 2, a PDN tunnel
30 is established between one CN-UP 300, which pro-
vides a function comparable to that of an SGW, and the

other CN-UP 300, which provides a function comparable
to that of a PGW (S5/S8 interface) . Note that the S5/S8
interface may be called an N9 interface.
[0033] In the present embodiment, the PDN tunnel 30
is a tunnel conforming to the GPRS Tunneling Protocol
(GTP), for example. An S5/S8 bearer is established be-
tween the CN-UP 300 (SGW) and the CN-UP 300 (PGW)
by using the PDN tunnel 30.
[0034] A PDN tunnel 41 (first tunnel) is established be-
tween the MeNB 210 and the CN-UP 300 (SGW) (S1-U
interface) . In addition, a PDN tunnel 42 (second tunnel)
is established between the SeNB 220 and the CN-UP
300 (SGW) (S1-U interface). Note that the S1-U interface
may be called an NG3 interface. Noted that the S1-U
interface may be called an N3 interface.
[0035] As with the PDN tunnel 30, the PDN tunnel 41
and the PDN tunnel 42 are also a tunnel conforming to
the GTP. An S1 bearer is established between the MeNB
210 and the CN-UP 300 (SGW) by using the PDN tunnel
41. In addition, an S1 bearer is established between the
SeNB 220 and the CN-UP 300 (SGW) by using the PDN
tunnel 42.
[0036] At the PDN tunnel 41, a tunnel endpoint identi-
fier 51 (hereinafter, TEID 51) and a tunnel endpoint iden-
tifier 52 (hereinafter, TEID 52) are set. The TEID 51 iden-
tifies an endpoint on the CN-UP 300 side of the PDN
tunnel 41. The TEID 52 identifies an endpoint on the
MeNB 210 side of the PDN tunnel 41.
[0037] Likewise, at the PDN tunnel 42, a TEID 53 and
a TEID 54 are set. The TEID 53 identifies an endpoint
on the CN-UP 300 side of the PDN tunnel 42. The TEID
54 identifies an endpoint on the SeNB 220 side of the
PDN tunnel 42.
[0038] Although a unique identifier can be set to each
of the TEID 51 to the TEID 54, the same identifiers (in
the present embodiment, TEID = 1 for the sake of con-
venience) are set to the TEID 51 and the TEID 53 in the
present embodiment. Specifically, in the present embod-
iment, the same identifiers (TEID = 1) are set to the TEID
51 (first tunnel endpoint identifier) on the CN-UP 300 (net-
work device) side of the PDN tunnel 41 and the TEID 53
(second tunnel endpoint identifier) on the CN-UP 300
side of the PDN tunnel 42.
[0039] A unique identifier is set to each of the TEID 52
and the TEID 54. For example, TEID = x is set to the
TEID 52, and TEID = y is set to the TEID 54.
[0040] In addition, data radio bearers (DRBs) are es-
tablished between the UE 100 and the MeNB 210 and
between the UE 100 and the SeNB 220, respectively.
Specifically, an MCG bearer is established between the
UE 100 and the MeNB 210, and an SCG bearer is es-
tablished between the UE 100 and the SeNB 220.
[0041] The bearers (EPS bearer (NGS bearer)) estab-
lished in the radio communication system 10 include the
DRBs and core network bearers. Specifically, the core
network bearers include the S1 bearers and the S5/S8
bearer. Note that the EPS bearer may be called the NGS
bearer.
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[0042] Although unique identifiers (Bearer ID) can be
set to the DRBs and the core network bearers, in the
present embodiment, the same identifiers are set to the
DRBs and the core network bearers (here, Bearer ID =
aaa for the sake of convenience). In other words, in the
present embodiment, the single identifier (Bearer ID) is
set to the bearers (EPS bearer) . Note that the Bearer ID
may be called a PDU session ID.
[0043] In the radio communication system 10, the
above described EPS bearer, that is, the EPS bearer to
which the same Bearer IDs are set is used for scheduling
of multiple IP flows 61, 62. Specifically, the IP flows 61,
62 are transmitted via the EPS bearer.
[0044] In Fig. 2, IP flows in a downlink direction are
illustrated. In the present embodiment, descriptions will
be mainly provided for processing of IP flows in the down-
link direction hereinafter.
[0045] Processing conforming to a protocol in the radio
communication system 10 is performed on IP packets in
the downlink direction (DL packets) arrived at the CN-UP
300 via the external network 20, and thus-processed IP
packets are transmitted as IP flows.
[0046] The type of the IP flow 61 and the type of the
IP flow 62 are different. Specifically, the degree of priority
of dealing with the IP flow 61 in the radio communication
system 10 and the degree of priority of dealing with the
IP flow 62 in the radio communication system 10 are dif-
ferent. In other words, in the radio communication system
10, the priority control using a flow priority identifier (FPI),
which indicates a degree of priority of an IP flow trans-
mitted via the EPS bearer is performed. Noted that the
FPI may be called a QoS Flow Identity (QFI).
[0047] Specifically, different FPIs are assigned respec-
tively to the IP flow 61 and the IP flow 62. Here, FPI = 1
with the high priority is assigned to the IP flow 61, while
FPI = 2 with the lower priority than that of FPI = 1 is
assigned to the IP flow 62.
[0048] In the CN-UPs 300, the IP flow 61 (FPI = 1) is
scheduled, or routed, to the PDN tunnel 41 based on the
control by the MeNB 210 and the CN-CP 400. In the
meantime, in the CN-UPs 300, the IP flow 62 (FPI = 2)
is routed to the PDN tunnel 42.
[0049] Fig. 3 is a diagram illustrating an example of
showing a configuration of the EPS bearer (NGS
bearer) . Specifically, Fig. 3 illustrates the configuration
of the EPS bearer (NGS bearer) to which a single Bearer
ID is set as illustrated in Fig. 2. In the example in Fig. 3,
three FPIs (FPI1, FPI2, FPI3) with different degrees of
priority are defined. Note that the EPS bearer (NGS bear-
er) may be called a PDU session.
[0050] As illustrated in Fig. 3, the NGS bearer has two
NG3 tunnels (corresponding to the PDN tunnels 41, 42
illustrated in Fig. 2) (see the parts indicated with #leg 1,
leg 2 in Fig. 3). In addition, the same identifiers (for ex-
ample, TEID = 1 as described above) are set to NG3
SGW TEIDs (corresponding to the TEIDs 51, 53 illustrat-
ed in Fig. 2).
[0051] An IP flow with FPI = 1, 2 are scheduled to the

NG3 tunnel of #leg 1. An IP flow with FPI = 3 is scheduled
to the NG3 tunnel of #leg 2.
[0052] In addition, the DRBs and the FPIs are associ-
ated with each other one-to-one in the present embodi-
ment. Specifically, as illustrated in Fig. 3, a DRB 1 is
associated with FPI = 1, a DRB 2 with FPI = 2, and a
DRB 3 with FPI = 3. Note that the DRBs 1 to 3 are data
radio bearers (MCG bearer or SCG bearer) established
via either one of the MeNB 210 and the SeNB 220.

(3) Functional Block Configuration of Radio Communi-
cation System

[0053] Next, descriptions will be provided for the func-
tional block configuration of the radio communication sys-
tem 10. Specifically, the functional block configurations
of the MeNB 210, the SeNB 220, and the CN-UP 300 will
be described.

(3.1) MeNB 210

[0054] Fig. 4 is a functional block configuration diagram
of the MeNB 210. As illustrated in Fig. 4, the MeNB 210
includes a tunnel setup section 211, a bearer controller
213, a bearer setup section 215, and a communication
controller 217.
[0055] The tunnel setup section 211 establishes the
PDN tunnel 41 (see Fig. 2). Specifically, the tunnel setup
section 211 establishes the PDN tunnel 41 having the
TEID 51 and the TEID 52 based on a request from the
bearer controller 213.
[0056] The bearer controller 213 controls establishing
and releasing a bearer that is established via the MeNB
210 and the SeNB 220. Specifically, the bearer controller
213 receives a request of establishing a bearer (EPS
bearer) from the CN-CP 400. Based on the setup request,
the bearer controller 213 transmits a bearer setup instruc-
tion to the CN-CP 400.
[0057] To be more specific, the bearer controller 213
receives an E-RAB setup request (setup request) and
transmits an E-RAB setup response (bearer setup in-
struction). The E-RAB setup response indicates the set-
up of the EPS bearer using the PDN tunnel 41 and the
PDN tunnel 42 and includes Bearer IDs and TEIDs.
[0058] In addition, the bearer controller 213 controls
setup of the EPS bearer that passes through the SeNB
220. Specifically, the bearer controller 213 determines
the TEID 53 and the TEID 54 of the PDN tunnel 42 and
instructs the SeNB 220 to use the PDN tunnel 42 to es-
tablish the S1 bearer and the DRB (SCG bearer) .
[0059] The bearer setup section 215 establishes the
EPS bearer passing through the MeNB 210 based on
the control by the bearer controller 213.
[0060] Specifically, the bearer setup section 215 es-
tablishes the S1 bearer by using the PDN tunnel 41. Fur-
ther, the bearer setup section 215 establishes the EPS
bearer including the DRB (MCG bearer) and the estab-
lished S1 bearer.
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[0061] As described above, the bearer setup section
215 sets the same identifiers to the DRB and the S1 bear-
er. Specifically, the bearer setup section 215 sets the
same identifiers (aaa) to the Bearer ID of the established
EPS bearer.
[0062] The communication controller 217 controls
communications between the MeNB 210 and the CN-UP
300. Specifically, based on the instructions from the tun-
nel setup section 211 and the bearer setup section 215,
the communication controller 217 performs setup of the
PDN tunnel 41 and the EPS bearer using the PDN tunnel
41, and control of the IP flows that passed through the
bearer.
[0063] In addition, the communication controller 217
controls the communications of the SeNB 220. Specifi-
cally, based on the instruction from the bearer controller
213, the communication controller 217 controls the SeNB
220 for the setup of the PDN tunnel 42 and the commu-
nications (such as the later-described SeNB addition) re-
quired for the setup of the S1 bearer and the DRB (SCG
bearer) using the PDN tunnel 42.

(3.2) SeNB 220

[0064] Fig. 5 is a functional block configuration diagram
of the SeNB 220. As illustrated in Fig. 5, the SeNB 220
includes a tunnel setup section 221 and a communication
controller 223.
[0065] The tunnel setup section 221 establishes the
PDN tunnel 42. Specifically, the tunnel setup section 221
establishes the PDN tunnel 42 and also establishes the
TEID 53 and the TEID 54 based on the instruction from
the MeNB 210.
[0066] The communication controller 223 controls
communications of the SeNB 220 based on the instruc-
tion from the MeNB 210. Specifically, the communication
controller 223 performs setup of the S1 bearer and the
DRB (SCG bearer) using the PDN tunnel 42 and control
of the IP flows that passed through the bearer.

(3.3) CN-UP 300

[0067] Fig. 6 is a functional block configuration diagram
of the CN-UP 300. As illustrated in Fig. 6, each CN-UP
300 includes a tunnel setup section 310, a bearer setup
section 320, and a communication controller 330. As il-
lustrated in Fig. 2, each CN-UP 300 may include a func-
tion (device) that corresponds to the SGW or the PGW.
Otherwise, a CN-UP 300 may implement the function
corresponding to the SGW and the PGW as one device.
[0068] The tunnel setup section 310 establishes the
PDN tunnel 41 and the PDN tunnel 42. In addition, the
CN-UP 300 establishes the PDN tunnel 30 between the
CN-UP 300 (SGW) and the CN-UP 300 (PGW). Note
that, in a case where the function corresponding to the
SGW and the PGW is implemented in one device, the
PDN tunnel 30 does not need to be established.
[0069] Specifically, the tunnel setup section 310 estab-

lishes the PDN tunnel 41 (first tunnel) and the PDN tunnel
42 (second tunnel) based on a Session Modification Re-
quest (bearer setup instruction) transmitted from the CN-
CP 400. In the present embodiment, the bearer setup
instruction is comparable to the E-RAB setup response,
which is transmitted by the MeNB 210, and the Session
Modification Request, which is transmitted by the CN-CP
400.
[0070] The tunnel setup section 310 sets the same
identifiers (TEID = 1) to the TEID 51, which is the TEID
(first tunnel endpoint identifier) on the CN-UP 300 side
of the PDN tunnel 41, and the TEID 53, which is the TEID
(second tunnel endpoint identifier) on the CN-UP 300
side of the PDN tunnel 42.
[0071] The bearer setup section 320 establishes the
EPS bearer based on the instructions from the MeNB
210 and the CN-CP 400. Specifically, the bearer setup
section 320 establishes the EPS bearer including the
PDN tunnel 41 and the PDN tunnel 42. As described
above, the bearer setup section 320 sets the same iden-
tifiers (aaa) to the Bearer ID of the EPS bearer.
[0072] The communication controller 330 controls
communications between the MeNB 210 and the CN-UP
300, communications between the SeNB 220 and the
CN-UP 300, and communications between the CN-UP
300 (SGW) and the CN-UP 300 (PGW).
[0073] Specifically, the communication controller 330
respectively schedules IP flows with different FPIs (flow
priority identifiers) to the PDN tunnel 41 and the PDN
tunnel 42. Specifically, the communication controller 330
schedules the IP flows in the downlink direction to the
PDN tunnel 41 and the PDN tunnel 42, the IP flows being
received through the S5/S8 bearer using the PDN tunnel
30.
[0074] Note that, when the function comparable to the
SGW and the PGW is implemented as one device, the
communication controller 330 schedules the received IP
flows in the downlink direction to the PDN tunnel 41 or
the PDN tunnel 42 without letting the IP flows pass
through the S5/S8 bearer using the PDN tunnel 30.
[0075] To be more specific, the communication con-
troller 330 schedules the IP flow 61 to which FPI = 1 is
assigned to the S1 bearer using the PDN tunnel 41. Fur-
ther, the communication controller 330 schedules the IP
flow 62 to which FPI = 2 is assigned to the S1 bearer
using the PDN tunnel 42.
[0076] Note that the communication controller 330
schedules also an IP flow to which another FPI is as-
signed to either one of the PDN tunnel 41 and the PDN
tunnel 42.

(4) Operation of Radio Communication System

[0077] Next, descriptions will be provided for operation
of the above-described radio communication system 10.
Specifically, descriptions will be provided for operation
of the radio communication system 10 related to setup
of the EPS bearer (NGS bearer), addition of the PDN
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tunnels, and release of the PDN tunnels.

(4.1) Basic Sequence

[0078] Fig. 7 is a diagram illustrating a basic sequence
for establishing the EPS bearer (NGS bearer) in the radio
communication system 10. The basic sequence illustrat-
ed in Fig. 7 is based on a control plane (C plane) . "Based
on the C plane" means that a radio base station (MeNB
210) starts setup operation with a message on the C
plane as a trigger.
[0079] The basic sequence is applied in the state
where no PDN tunnel such as attach of the UE 100 to
the radio access network is established.
[0080] As illustrated in Fig. 7, the CN-CP 400 provided
in the VPLMN transmits a Session Establishment Re-
quest to the CN-UP 300 and also transmits a Create Ses-
sion Request to the CN-CP 410 provided in the HPLMN,
and thereby establishing a session (S1 to S3).
[0081] Here, the Session Establishment Request in-
cludes: information that indicates the necessity of estab-
lishing the EPS bearer (E-RAB) corresponding to multiple
FPIs (FPI = 1, 2) ; the TEID value (TEID = 1) of the PDN
tunnel on the CN-UP 300 side; and the ID (Bearer ID =
aaa) of the EPS bearer. In addition, the Create Session
Request also includes the Bearer ID.
[0082] Note that the specific setup contents of the FPIs
are determined by referring to a subscriber profile of the
UE 100, for example.
[0083] The CN-CP 400 transmits the E-RAB setup re-
quest to the MeNB 210 and performs setup required for
performing the Dual Connectivity (DC) with the SeNB
220 (S4 to S8). Note that the E-RAB setup request may
be called an N2 PDU session request.
[0084] Specifically, the CN-CP 400 requests setup of
the same Bearer IDs (Bearer ID = aaa) to the EPS bearer
by using the E-RAB setup request. In addition, the CN-
CP 400 notifies the MeNB 210 of the existence of the
multiple FPIs (FPI = 1, 2) and the value of the TEID (TEID
= 1) set for the PDN tunnel on the CN-UP 300 side, by
using the E-RAB setup request.
[0085] Based on the E-RAB setup request, the MeNB
210 establishes the DRBs, which correspond to the IP
flow 61 with FPI = 1 (see Fig. 2) and the IP flow 62 with
FPI = 2, in the sequence S5 to S8. Specifically, the MeNB
210 establishes the MCG bearer to which the IP flow 61
is scheduled and the SCG bearer to which the IP flow 62
is allocated. In addition, the MeNB 210 establishes the
S1 bearers by using the PDN tunnel 41 (see Fig. 2) and
the PDN 42.
[0086] Once the above-described setup is completed,
the MeNB 210 transmits the E-RAB setup response to
the CN-CP 400 (S9). The E-RAB setup response in-
cludes the Bearer ID of the EPS bearer, the value of the
TEID 52 (TEID = x) to which the IP flow 61 with FPI = 1
is scheduled, and the value of the TEID 54 (TEID = y) to
which the IP flow 62 with FPI = 2 is scheduled. Note that
the E-RAB setup response may be called an N2 PDU

session request ACK (same as below).
[0087] The CN-CP 400 transmits the Session Modifi-
cation Request to the CN-UP 300 based on the received
E-RAB setup response (S10) . As with the E-RAB setup
response, the Session Modification Request includes the
Bearer ID and the TEIDs (x, y).
[0088] The CN-UP 300 establishes the EPS bearer
based on the received Session Modification Request.
Specifically, the CN-UP 300 establishes the EPS bearer
by using the PDN tunnel 41 and the PDN tunnel 42. The
EPS bearer includes the DRBs, the S1 bearers, and the
S5/S8 bearer as described above, and the same Bearer
IDs (aaa) are set for the EPS bearer.
[0089] As a result, the EPS bearer using the PDN tun-
nels as illustrated in Fig. 2 is established, and the IP pack-
ets in the downlink direction as the IP flows are transmit-
ted to the UE 100 through the EPS bearer.

(4.2) Addition of Tunnel

[0090] Next, descriptions will be provided for a se-
quence for adding a PDN tunnel in the state in which the
EPS bearer is established.
[0091] Specifically, descriptions will be provided for a
sequence for further adding a PDN tunnel for a new FPI
(FPI = 3) between the SeNB 220 and the CN-UP 300 in
the state in which the EPS bearer is established. This
sequence is also based on the control plane (C plane).

(4.2.1) Addition Led by Core Network

[0092] Fig. 8 is a diagram illustrating a sequence for
adding a PDN tunnel under the lead of the core network.
As illustrated in Fig. 8, the CN-CP 400 receives a Modify
Bearer Request from the CN-CP 410 and transmits the
E-RAB setup request to the MeNB 210 (S0, S1). The
Modify Bearer Request and the E-RAB setup request
include the Bearer ID (aaa) and the value of TEID (TEID
= 1) on the CN-UP 300 side of the PDN tunnel to which
an IP flow with FPI = 3 is scheduled.
[0093] Based on the received E-RAB setup request,
the MeNB 210 establishes the PDN tunnel to which the
IP flow is scheduled (S2 to S5).
[0094] Here, in the state where the IP flow with FPI =
1, 2 is scheduled in the PDN tunnel 41 (in which the TEID
on the MeNB 210 side = x) terminated to the MeNB 210,
the MeNB 210 newly establishes the PDN tunnel 42 (in
which the TEID of the SeNB 220 = y) terminated to the
SeNB 220, and determines to schedule the IP flow with
FPI = 3 to the PDN tunnel 42.
[0095] As described above, the MeNB 210 is capable
of determining correspondence between a PDN tunnel
and an FPI, that is, determining whether to use the DRB
and the S1 bearer that pass through the SeNB 220. Note
that, until the determination of correspondence between
the PDN tunnel and the IP flow with FPI = 3 is made,
when receiving the IP flow with FPI = 3, the CN-UP 300
may schedule the IP flow to the default DRB (such as
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the MCG bearer) and the S1 bearer that are designated
in advance.
[0096] The MeNB 210 performs processing that is sub-
stantially the same as the basic sequence illustrated in
Fig. 7, and transmits the E-RAB setup response to the
CN-CP 400 (S6). Thereafter, as with the basic sequence,
the Session Modification Request is transmitted to the
CN-UP 300. Then, based on the correspondence be-
tween the new PDN tunnel (PDN tunnel 42) and the FPI
(FPI = 3), the IP packets in the downlink direction are
transmitted as an IP flow to the UE 100 (S6b, 6c, and S8).

(4.2.2) Addition Led by Radio Access Network

[0097] Fig. 9 illustrates a sequence for adding a PDN
tunnel under the lead of the radio access network. In this
sequence, the radio access network, which is specifically
the MeNB 210, detects the necessity of scheduling the
IP flow with FPI = 3 and adds a PDN tunnel for the new
FPI (FPI = 3). Here, determination is made that the PDN
tunnel 42 (in which the TEID of the SeNB 220 = y) ter-
minated to the SeNB 220 is newly established, and the
IP flow with FPI = 3 is scheduled to the PDN tunnel 42.
[0098] As illustrated in Fig. 9, the MeNB 210 performs
establishment of the DRB (SCG bearer) passing through
the SeNB 220, the PDN tunnel 42, and the S1 bearer
using the PDN tunnel 42 (S1 to S7). Specifically, the
MeNB 210 performs transmission and reception of com-
mands with the UE 100 and the SeNB 220 in order to
allow the UE 100 to perform the Dual Connectivity (DC) .
[0099] To be more specific, the MeNB 210 performs
transmission and reception of commands related to ad-
dition of the SeNB 220 with the SeNB 220 (S1, S2, S5,
S7), and also performs transmission and reception of
commands in a radio resource control (RRC) layer with
the UE 100 in order to perform the DC (S3, S4).
[0100] In addition, the UE 100 performs a random ac-
cess (RA) procedure with the SeNB 220 based on the
control by the MeNB 210 (S6).
[0101] Once the sequence up to S7 is completed, the
MeNB 210 forwards the IP flow with FPI = 3 to the SeNB
220 (S8).
[0102] The SeNB 220 establishes the PDN tunnel 42
and the S1 bearer using the PDN tunnel 42 based on an
existing Path Update procedure (in the frame in Fig. 9)
(S9 to S12). Note that the E-RAB Modification Indica-
tion/Confirmation may be called different names using
the designation of PDU session.
[0103] Once the sequence up to S12 is completed, IP
packets in the downlink direction are transmitted as an
IP flow to the UE 100 based on the correspondence be-
tween the new PDN tunnel (PDN tunnel 42) and the FPI
(FPI = 3) (S13).
[0104] Note that, since the TEID on the CN-UP 300
side is kept, the E-RAB Modification Confirmation need
not include the TEID (TEID = 1) on the CN-UP 300 side.

(4.3) Release of Tunnel

[0105] Next, descriptions will be provided for a se-
quence for releasing a PDN tunnel in the state where the
EPS bearer is set.
[0106] Specifically, descriptions will be provided for a
sequence for releasing the PDN tunnel (PDN tunnel 42),
which is for FPI = 3 and established between the SeNB
220 and the CN-UP 300, and combining the IP flow with
FPI = 3 with the PDN tunnel (PDN tunnel 41) for FPI =
1, 2. This sequence is also based on the control plane
(C plane).

(4.3.1) Release Led by Radio Access Network

[0107] Fig. 10 illustrates a sequence for releasing a
PDN tunnel under the lead of the radio access network.
The sequence illustrated in Fig. 10 is similar to the se-
quence for adding a PDN tunnel illustrated in Fig. 9. Since
the sequence illustrated in Fig. 10 is for releasing a PDN
tunnel, an SeNB Modification Request/SeNB Modifica-
tion Request Acknowledge is transmitted and received
instead of the SeNB Addition Request/SeNB Addition
Request Acknowledge.
[0108] As described above, although the commands
transmitted and received by the devices are the same as
those in the sequence for adding a PDN tunnel, in this
sequence, the Dual Connectivity (DC) is stopped by can-
celling the SeNB 220 (S1 to S7). After performing Data
Forwarding from the SeNB 220 to the MeNB 210 for a
while (S8), this Data Forwarding is stopped by forwarding
an End Marker Packet (S11).
[0109] In addition, contents of the commands are dif-
ferent from those in the sequence for adding a PDN tun-
nel, and Fig. 10 illustrates that the IP flows of all the FPIs
(FPI = 1 to 3) are scheduled to the PDN tunnel in which
TRID = x is set, that is, the PDN tunnel 41 (S9, S10).

(4.3.2) Release Led by Core Network

[0110] Fig. 11 illustrates a sequence for releasing a
PDN tunnel under the lead of the core network. When
releasing a PDN tunnel under the lead of the core net-
work, commands of an S1-AP layer are used (see the
frame in Fig. 11).
[0111] As illustrated in Fig. 11, the CN-CP 400 re-
quests the MeNB 210 to release the PDN tunnel for FPI
= 3 (PDN tunnel 42) by using an E-RAB RELEASE COM-
MAND, which is the command of the S1-AP layer (S1).
[0112] The E-RAB RELEASE COMMAND includes an
ID (Bearer ID) of a bearer of the PDN tunnel to be re-
leased, and a reason of the release. Note that the E-RAB
RELEASE COMMAND may be called an N2 Resource
release request.
[0113] The MeNB 210 performs processing of releas-
ing the DRB (SCG bearer) between the UE 100 and the
SeNB 220 (S2) in the RRC layer (S2). Note that, although
it is not illustrated, the MeNB 210 performs processing
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of releasing the DRB (SCG bearer) with the SeNB 220.
[0114] In addition, the MeNB 210 transmits an E-RAB
RELEASE COMPLETE, which is a command of the S1-
AP layer, to the CN-CP 400 (S3).
[0115] The E-RAB RELEASE COMPLETE includes
the ID (Bearer ID) of the bearer of the released PDN
tunnel (at the success and the failure in releasing the
PDN tunnel). Also, the E-RAB RELEASE COMPLETE
includes a reason of the failure (at the failure in releasing
the PDN tunnel). Note that the E-RAB RELEASE COM-
PLETE may be called an N2 Resource release ACK.
[0116] The CN-CP 400 notifies the CN-UP 300 of the
release of the PDN tunnel and the combination of the IP
flow with FPI = 3 with the PDN tunnel (PDN tunnel 41)
for FPI = 1, 2 (S4) . Thereafter, the CN-UP 300 performs
release and the like of the PDN tunnel 42 based on the
notification.

(4.4) Modification

[0117] Although the sequences illustrated in the
above-described Fig. 8 and Fig. 9 are based on the con-
trol plane (C plane), they may be based on a user plane
(U plane) and a PDN tunnel may be added thereto.
[0118] Fig. 12 illustrates a sequence (user plane
based) for adding a PDN tunnel under the lead of the
core network. As illustrated in Fig. 12, the sequence is
started when the MeNB 210 receives packets of the user
plane (S0). The sequence of S1 to S8 is the same as the
sequence illustrated in Fig. 9, which is for adding a PDN
tunnel under the lead of the radio access network.
[0119] In addition, although the sequence illustrated in
S9 to S12 is the same as that in Fig. 9; contents of the
E-RAB Modification Indication and the Bearer Modifica-
tion are different. With this, a Path Update procedure,
that is, addition of a PDN tunnel led by the core network
based on the U plane is made.
[0120] Specifically, the E-RAB Modification Indication
and the Bearer Modification include the FPI (FPI = 3) and
the TEID of the SeNB 220 of the PDN tunnel 42 to be
added.

(5) Advantageous Effect

[0121] According to the embodiments described
above, the following advantageous effect can be ob-
tained. Specifically, based on the setup request (for ex-
ample, the E-RAB setup request) of the bearer (EPS
bearer), the bearer controller 213 of the MeNB 210 trans-
mits the bearer setup instruction (E-RAB setup re-
sponse), which is for setting the EPS bearer (NGS bear-
er) using the PDN tunnel 41 and the PDN tunnel 42, to
the CN-CP 400. Then, the CN-CP 400 transmits the Ses-
sion Modification Request (bearer setup instruction) to
the CN-UP 300 based on the E-RAB setup response.
[0122] In addition, the tunnel setup section 310 of the
CN-UP 300 establishes the PDN tunnel 41 and the PDN
tunnel 42 based on the bearer setup instruction. At that

time, the tunnel setup section 310 sets the same identi-
fiers (TEID = 1) to the TEID 51 (first tunnel endpoint iden-
tifier) on the CN-UP 300 (network device) side of the PDN
tunnel 41, and the TEID 53 (second tunnel endpoint iden-
tifier) on the CN-UP 300 side of the PDN tunnel 42.
[0123] Thus, as in the present embodiment, even in
the case where the IP flow-based QoS control is intro-
duced and, unlike the conventional bearer-based QoS
control, no one-to-one correspondence between a data
radio bearer (DRB) and core network bearers (S1 bear-
ers and S5/S8 bearer) exists, the same values are set
as the TEID 51 and the TEID 53 on the CN-UP 300 side.
With this, even when it is unclear whether the Dual Con-
nectivity (DC) starts, the CN-CP 400 can effectively notify
the MeNB 210 of the value of the TEID 53 of the PDN
tunnel 42 set for the SeNB 220.
[0124] In other words, according to the radio commu-
nication system 10, no additional procedure for notifying
the MeNB 210 of the value of the TEID 53 is needed,
whereby the sequence never becomes complicated even
when performing the DC. In other words, according to
the radio communication system 10, even with the flow-
based QoS control, the DC can be implemented without
complicating the sequence.
[0125] In the present embodiment, the bearer setup
section 215 of the MeNB 210 sets the same identifiers
to the data radio bearer (DRB) and the core network bear-
ers (S1 bearers and S5/S8 bearer) . In other words, the
single identifier (Bearer ID = aaa) is set to the EPS bearer,
which includes the DRBs, S1 bearers, and the S5/S8
bearer.
[0126] Thus, as with the above-described TEID, even
when it is unclear whether the Dual Connectivity (DC)
starts, the CN-CP 400 can effectively notify the MeNB
210 of the value of the Bearer ID.
[0127] In addition, in the case of applying the flow-
based QoS control as in the present embodiment, unlike
the conventional bearer-based QoS control, there is no
need of the one-to-one correspondence between the da-
ta radio bearer (DRB) and the core network bearers (S1
bearers and S5/S8 bearer), and necessity of identifying
multiple EPS bearers is low. To be more specific, the
necessity of identifying multiple EPS bearers is low in the
case of applying the flow-based QoS control because an
IP flow is scheduled to the PDN tunnel and the DRBs
(MCG bearer and the SCG bearer) associated with the
value of the FPI.
[0128] In the present embodiment, in the radio com-
munication system 10 (specifically, a range of network
including devices managed by the same CN-CPs 400),
setting the single identifier (Bearer ID) enables imple-
menting the flow-based QoS control while continuously
using the management scheme (such as a sequence for
setup/release) of an existing bearer.
[0129] In the present embodiment, the communication
controller 330 of the CN-UP 300 is capable of respectively
scheduling the IP flows having different FPIs to the PDN
tunnel 41 and the PDN tunnel 42. For example, the IP
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flow (IP flow 61) with FPI = 1 is scheduled to the PDN
tunnel 41 and the IP flow (IP flow 62) with FPI = 2 is
scheduled to the PDN tunnel 42.
[0130] Thus, different PDN tunnels can be used de-
pending on the values of the FPIs. This can increase the
possibility of surely processing the IP flow with the high
priority.

(6) Other Embodiments

[0131] Although the details of the present invention
have been disclosed along with the embodiments as
above, the present invention is not limited to the above
descriptions. It is apparent to those skilled in the art that
various modifications and improvements thereto are pos-
sible.
[0132] For example, in the above-described embodi-
ment, the same values are set as the TEID 51 and the
TEID 53 on the CN-UP 300 side and the single identifier
(Bearer ID = aaa) is set to the EPS bearer including the
DRBs, the S1 bearers, and the S5/S8 bearer. However,
among these identifiers, the Bearer ID is not necessarily
required to be set as the single identifier. Or alternatively,
it is also good that the Bearer ID is set as the single
identifier while the TEID 51 and the TEID 53 are not set
as the same values.
[0133] Although the names such as the CN-CP and
the CN-UP are used in the above-described embodi-
ments, they may be called other names; for example, the
CN-CP may be called a mobility management entity
(MME), and the CN-UP may be called an SGW/a PGW.
Depending on the details of functions assignation of the
CN-CP and the CN-UP, the CN-CP on the HPLMN side
may be replaced with the CN-UP.
[0134] In addition, the block diagrams (Figs. 4 to 6)
used for explaining the above embodiments illustrate a
functional block diagram. These functional blocks (con-
stituent sections) are implemented by an arbitrary com-
bination of hardware and/or software. In addition, the
method of implementing each functional block is not par-
ticularly limited. In other words, functional blocks may be
implemented either by a single device formed of physical
and/or logical combinations, or by multiple devices
formed by connecting directly and/or indirectly (for ex-
ample with wires and/or wirelessly) two or more devices
physically and/or logically separated.
[0135] Moreover, each of the MeNB 210, the SeNB
220, and the CN-UP 300 described above may function
as a computer that performs processing of the radio com-
munication method according to the present invention.
Fig. 13 is a diagram illustrating an example of a hardware
structure of each of the MeNB 210, the SeNB 220, and
the CN-UP 300. As illustrated in Fig. 13, the MeNB 210,
the SeNB 220, and the CN-UP 300 may be configured
as a computer device including a processor 1001, a mem-
ory 1002, a storage 1003, a communication device 1004,
an input device 1005, an output device 1006, a bus 1007,
and the like.

[0136] Each of the functional blocks of the MeNB 210,
the SeNB 220, and the CN-UP 300 (see Figs. 4 to 6) is
implemented by a hardware element of any of those com-
puter devices or a combination of the hardware elements.
[0137] The processor 1001, for example, controls the
entire computer, running an operating system. The proc-
essor 1001 may be formed of a central processing unit
(CPU) including an interface with peripheral devices, a
control device, a computation device, a register, and the
like.
[0138] The memory 1002 is a computer-readable re-
cording medium, which may be formed of at least one of,
for example, ROM (read only memory), EPROM (eras-
able programmable ROM), EEPROM (electrically eras-
able programmable ROM), RAM (random access mem-
ory), and the like. The memory 1002 may be called a
register, a cache, a main memory, or the like. The mem-
ory 1002 is capable of storing a program (program
codes), and a software module, and the like that can ex-
ecute a method according to the embodiments described
above.
[0139] The storage 1003 is a computer-readable re-
cording medium, which may be formed of at least one of,
for example, an optical disc such as a CD-ROM (Compact
Disc ROM), a hard disk drive, a flexible disk, a magneto-
optical disk (for example, a Compact Disc, a Digital Ver-
satile Disc, a Blu-ray (registered trade mark) Disc), a
smart card, a flash memory (for example, a card, a stick,
a key drive), a floppy (registered trade mark) disk, a mag-
netic strip, and the like. The storage 1003 may be called
an auxiliary storage device. The above described record-
ing medium may be, for example, a database, a server,
or another suitable medium including the memory 1002
and/or the storage 1003.
[0140] The communication device 1004 is hardware (a
transmission reception device) for communication be-
tween computers via a wired and/or wireless network,
and is also called, for example, a network device, a net-
work controller, a network card, a communication module
or the like.
[0141] The input device 1005 is an input device (for
example, a keyboard, a mouse, a microphone, a switch,
a button, a sensor, or the like) that receives an input from
the outside. The output device 1006 is an output device
(for example, a display, a speaker, an LED lamp, or the
like) that performs output to the outside. Note that the
input device 1005 and the output device 1006 may be
combined into a single unit (for example, a touch panel).
[0142] In addition, the devices such as the processor
1001 and the memory 1002 are connected to each other
with the bus 1007 to communicate information. The bus
1007 may be formed of a single bus or formed of multiple
different buses depending on the devices.
[0143] In addition, the method of communicating infor-
mation is not limited to the embodiments described
above, but other methods can be used. For example, the
communication of information may be implemented with
physical layer signaling (for example, downlink control
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information (DCI), uplink control information (UCI)), up-
per layer signaling (for example, RRC signaling, medium
access control (MAC) signaling, broadcast information
(master information block (MIB)), system information
block (SIB)), or other signals, or combinations of these.
RRC signaling may be called an RRC message, and may
be, for example, an RRC Connection Setup message,
an RRC Connection Reconfiguration message, or the
like.
[0144] Moreover, inputted or outputted information
may be stored in a specific location (for example, a mem-
ory), or may be managed with a management table. In-
putted or outputted information can be overwritten or up-
dated, or additional information can be added to it. Out-
putted information may be deleted. Inputted information
may be transferred to another device.
[0145] The sequences, flowcharts, and the like in the
embodiments described above may be rearranged in or-
der unless it causes a contradiction.
[0146] In addition, a certain operation performed by
the MeNB 210, the SeNB 220, and the CN-UP 300 in the
above-described embodiments is performed by another
network node (device) in some cases. Moreover, the
functions of the MeNB 210, the SeNB 220, and the CN-
UP 300 may be provided by a combination of other mul-
tiple network nodes.
[0147] Note that the terms used in the descriptions of
this specification and/or terms necessary to understand
this specification may be replaced with terms having the
same or similar meanings. For example, when there is a
description concerned, a channel and/or a symbol may
be a signal, or a signal may be a message. In addition,
the terms "system" and "network" may be used inter-
changeably.
[0148] Moreover, parameters and the like may be ex-
pressed by absolute values, by relative values from spec-
ified values, or by other associated information. For ex-
ample, radio resources may be instructed by an index.
[0149] The MeNB 210 and the SeNB 220 (base sta-
tions) can accommodate one or more (for example,
three) cells (also called sectors). When a base station
has multiple cells, the entire coverage area of the base
station can be divided into multiple smaller areas. Each
smaller area can also provide communication services
using a subsystem of the base station (for example, an
indoor small base station RRH: remote radio head).
[0150] The term "cell" or "sector" means part or the
whole of the coverage area provided by a base station
and/or a subsystem of the base station that provide com-
munication services in this coverage. Further, the terms
"base station", "eNB", "cell", and "sector" can be used
interchangeably in this specification. In some cases, a
base station is also called terms such as a fixed station,
a NodeB, an eNodeB (eNB), an access point, a femtocell,
and a small cell.
[0151] The UE 100 is also called in some cases by
those skilled in the art, a subscriber station, a mobile unit,
a subscriber unit, a wireless unit, a remote unit, a mobile

device, a wireless device, a wireless communication de-
vice, a remote device, a mobile subscriber station, an
access terminal, a mobile terminal, a wireless terminal,
a remote terminal, a handset, a user agent, a mobile cli-
ent, a client, or some other suitable terms.
[0152] "The expression "based on" used in this spec-
ification does not mean "based only on" unless explicitly
stated otherwise . In other words, the expression "based
on" means both "based only on" and "based at least on".
[0153] In addition, the terms "including", "comprising",
and other variations thereof are intended to be compre-
hensive as with "comprise". Moreover, the term "or" used
in this specification or the scope of claims is intended not
to be exclusive disjunction.
[0154] Any reference of the elements using names
such as "first", "second", and the like used in this speci-
fication does not limit the amount or the order of these
elements in general. These names can be used in this
specification as a convenient way of discriminating two
or more elements. Thus, referring to a first element and
a second element does not mean that only the two ele-
ments can be employed in the specification or that the
first element should precede the second element in some
form.
[0155] In the entirety of this specification, for example,
when articles such as a, an, and the in English are added
in translation, these articles also mean to include plurality
as long as the context does not clearly indicate the sin-
gularity.
[0156] Although the embodiments of the present in-
vention have been described as above, it should not be
understood that the descriptions and the drawings that
constitute part of this disclosure limit the present inven-
tion. From this disclosure, various alternative embodi-
ments, examples, and operation techniques will be easily
found by those skilled in the art.
[0157] Note that the entire contents of Japanese Pat-
ent Application No. 2016-199102 (filed on October 7,
2016) are incorporated in this specification by reference.

[Industrial Applicability]

[0158] The radio communication system, the network
device, and the radio communication method described
above make it possible to implement Dual Connectivity
(DC) without complicating the sequence even with a flow-
based QoS control.

[Reference Signs List]

[0159]

10 radio communication system
20 external network
30 PDN tunnel
41, 42 PDN tunnel
51 to 54 TEID
61, 62 IP flow
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100 UE
210 MeNB
211 tunnel setup section
213 bearer setup instruction section
215 bearer setup section
217 communication controller
220 SeNB
221 tunnel setup section
223 communication controller
300 CN-UP
310 tunnel setup section
320 bearer setup section
330 communication controller
400, 410 CN-CP
1001 processor
1002 memory
1003 storage
1004 communication device
1005 input device
1006 output device
1007 bus

Claims

1. A radio communication system comprising:

a master radio base station configured to per-
form radio communications with user device and
control radio communications between the user
device and a secondary radio base station; and
a network device configured to establish a bear-
er that includes a first tunnel to the master radio
base station and a second tunnel to the second-
ary radio base station, wherein
the master radio base station includes a bearer
controller that receives a setup request of the
bearer and, based on the setup request, trans-
mits a bearer setup instruction to establish the
bearer using the first tunnel and the second tun-
nel,
the network device includes a tunnel setup sec-
tion that establishes the first tunnel and the sec-
ond tunnel based on the bearer setup instruc-
tion, and
the tunnel setup section sets same identifiers to
a first tunnel endpoint identifier on a network de-
vice side of the first tunnel and a second tunnel
endpoint identifier on a network device side of
the second tunnel.

2. The radio communication system according to claim
1, wherein
the bearer includes at least

data radio bearers established between the user
device and the master radio base station, and
between the user device and the secondary ra-

dio base station, and
core network bearers established between the
master radio base station and the network de-
vice, and between the secondary radio base sta-
tion and the network device, and

the master radio base station includes a bearer setup
section that sets same identifiers to the data radio
bearers and the core network bearers.

3. The radio communication system according to claim
1, wherein
priority control which uses a flow priority identifier
that indicates a degree of priority of each IP flow
transmitted via the bearer is performed in the radio
communication system, and
the network device includes a communication con-
troller that schedules IP flows with the different flow
priority identifiers to the first tunnel and the second
tunnel, respectively.

4. A network device configured to perform radio com-
munications with user device and establish a bearer
that includes a first tunnel to a master radio base
station which controls radio communications be-
tween the user device and a secondary radio base
station, and a second tunnel to the secondary radio
base station, comprising:

a tunnel setup section that establishes the first
tunnel and the second tunnel based on a bearer
setup instruction to establish the bearer using
the first tunnel and the second tunnel, wherein
the tunnel setup section sets same identifiers to
a first tunnel endpoint identifier on a network de-
vice side of the first tunnel and a second tunnel
endpoint identifier on a network device side of
the second tunnel.

5. A radio communication method to be executed by
using
a master radio base station that performs radio com-
munications with user device and controls radio com-
munications between the user device and a second-
ary radio base station, and
a network device that establishes a bearer that in-
cludes a first tunnel to the master radio base station
and a second tunnel to the secondary radio base
station, the method comprising the steps of:

receiving a setup request of the bearer and,
based on the setup request, transmitting a bear-
er setup instruction to establish the bearer using
the first tunnel and the second tunnel, by the
master radio base station, and
establishing the first tunnel and the second tun-
nel by the network device based on the bearer
setup instruction, wherein
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in the step of establishing the first tunnel and the
second tunnel, same identifiers are set to a first
tunnel endpoint identifier on a network device
side of the first tunnel and a second tunnel end-
point identifier on a network device side of the
second tunnel.
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