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(54) DISPLAY DEVICE

(57) A display device according to an embodiment
of the present invention comprises: a display unit config-
ured to display a first partial image of an omnidirectional
image on a main screen and display a second partial
image on a sub-screen, the second partial image having
the same viewpoint as the first partial image and including
the first partial image; a user input interface unit config-
ured to receive a viewpoint movement command for the
sub-screen; and a controller configured to display a third
partial image corresponding to a viewpoint moved from
a viewpoint of the second partial image on the
sub-screen, based on the received viewpoint movement
command, and to perform control so that a viewpoint of
the first partial image displayed on the main screen is
maintained when the viewpoint is moved to the third par-
tial image.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application claims the priority benefit of Ap-
plication No. PCT/KR2017/006620, filed on June 23,
2017, all of which are hereby incorporated by reference
as if fully set forth herein.

TECHNICAL FIELD

[0002] The present invention relates to a display device
for providing a plurality of partial images included in an
omnidirectional image on one screen by using a sub-
screen such as picture-in-picture (PIP).

BACKGROUND ART

[0003] In recent years, technologies capable of omni-
directionally capturing an image by using an omnidirec-
tional camera and providing the captured image to a user
have been introduced. A representative example is a
capturing device called a 360-degree camera, a mobile
terminal or a display device that displays an image cap-
tured by the 360-degree camera, or the like.
[0004] Severe distortion occurs when an entire region
of an omnidirectionally captured image is displayed on
one screen. Therefore, it is general that an image of a
partial region corresponding to a specific viewpoint in the
omnidirectionally captured image is displayed, and when
there is a user operation, the viewpoint is moved and an
image of another region is displayed.
[0005] As described above, in the case of displaying
an image of a partial region in the omnidirectional cap-
tured image, a user cannot view an image of another
region together. Additionally, when the user moves the
viewpoint so as to view an image of another region, it
may be difficult to smoothly view the image while the
viewpoint is moved to a desired region.
[0006] In the case of viewing an image omnidirection-
ally captured through a large-screen display device such
as a TV, an effective viewing environment can be pro-
vided due to a large screen, as compared with a mobile
terminal such as a smartphone. Additionally, since the
TV has a large screen, methods for more effectively pro-
viding a user with an omnidirectionally captured image
by using the large screen can be implemented.
[0007] Meanwhile, the display device may provide not
only a main screen for outputting an image on the entire
region of the display but also a sub-screen (for example,
picture-in-picture (PIP)) for outputting an image by using
a partial region of the display. Such a sub-screen can be
displayed when a zoom function is performed or when
multiple channels are provided. The sub-screen may dis-
play the same image as the main screen, or may display
different images from the main screen. There is a need
for a scheme for more effectively providing an omnidi-
rectional image to a user by using such a sub-screen.

DISCLOSURE OF THE INVENTION

TECHNICAL PROBLEM

[0008] Embodiments of the present invention provide
a display device capable of providing a more effective
viewing environment when a user views an omnidirec-
tional image by using a main screen and a sub-screen
displayed on a display unit.

TECHNICAL SOLUTION

[0009] A display device according to an embodiment
of the present invention includes: a display unit config-
ured to display a first partial image of an omnidirectional
image on a main screen and display a second partial
image on a sub-screen, the second partial image having
the same viewpoint as the first partial image and including
the first partial image; a user input interface unit config-
ured to receive a viewpoint movement command for the
sub-screen; and a controller configured to display a third
partial image corresponding to a viewpoint moved from
a viewpoint of the second partial image on the sub-
screen, based on the received viewpoint movement com-
mand, and to perform control so that a viewpoint of the
first partial image displayed on the main screen is main-
tained when the viewpoint is moved to the third partial
image.
[0010] The controller may be configured to: receive a
selection request for selecting the third partial image dis-
played on the sub-screen according to the viewpoint
movement command, and change, in response to the
received selection request, the first partial image dis-
played on the main screen to a fourth partial image having
the same viewpoint as the third partial image and includ-
ed in the third partial image, and display the fourth partial
image.
[0011] According to an embodiment, the display device
may further include a memory configured to store an orig-
inal image of the omnidirectional image, wherein the con-
troller may be configured to generate a distorted image
for displaying an entire region of the omnidirectional im-
age on the display unit, the first partial image may be
acquired from the original image stored in the memory,
and the second partial image may be acquired from the
distorted image.
[0012] The controller may be configured to: display the
second partial image on the sub-screen in response to
a zoom function execution request for the omnidirectional
image; and display, on the second partial image, a region
guide indicating a region corresponding to the first partial
image of the second partial image.
[0013] The controller may be configured to: receive a
zoom-in request or a zoom-out request for the fourth par-
tial image displayed on the main screen; display an en-
larged image or a reduced image of the fourth partial
image on the main screen in response to the received
request; and adjust a size of the region guide in corre-
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spondence to a region of the enlarged image or the re-
duced image.
[0014] According to an embodiment, the second partial
image may correspond to the omnidirectional image, and
the controller may be configured to: receive a request for
moving the region guide and move and display a position
of the region guide based on the received request; and
display a partial image corresponding to the removed
position of the region guide on the main screen.
[0015] The controller may be configured to: receive a
zoom command for a partial region of the first partial im-
age displayed on the main screen; acquire an enlarged
or reduced image of an image of the partial region in
response to the received zoom command; and display
the sub-screen including the acquired image at a position
corresponding to the partial region.
[0016] The controller may be configured to: receive a
movement request for moving a display position of the
sub-screen; move and display a position of the sub-
screen based on the received movement request; and
display an enlarged or reduced image of a region corre-
sponding to the moved position on the sub-screen.
[0017] The controller may be configured to: acquire an
enlarged or reduced image for an image of a region cor-
responding to the partial region in an image of an opposite
side of the first partial image of the omnidirectional image
in response to the received zoom command; and display
the sub-screen including the acquired image at a position
corresponding to the partial region.
[0018] The position of the partial region may corre-
spond to a display position of a pointer corresponding to
a movement of a remote control device.
[0019] A display device according to an embodiment
of the present invention includes: a memory configured
to store an original image of an omnidirectional image; a
display unit configured to display a first partial image of
the omnidirectional image on a main screen and display
a second partial image on a sub-screen, the second par-
tial image having the same viewpoint as the first partial
image and including the first partial image; and a control-
ler configured to generate a distorted image for displaying
an entire region of the omnidirectional image on one
screen through the display unit, wherein the first partial
image is acquired from the original image, and the second
partial image is acquired from the distorted image.

ADVANTAGEOUS EFFECTS

[0020] According to various embodiments of the
present invention, a display device can display a partial
image of an omnidirectional image on a main screen and
a sub-screen, and move and display only a partial image
of the sub-screen when the viewpoint of the omnidirec-
tional image is moved. Accordingly, a user can smoothly
view the omnidirectional image through the partial image
displayed on the main screen even when the viewpoint
for the omnidirectional image is moved.
[0021] In addition, since only the partial image of the

sub-screen can be moved and displayed, the display de-
vice can provide partial images of a plurality of viewpoints
of the omnidirectional image to the user on one screen.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

Fig. 1 is a block diagram illustrating a configuration
of a display device according to an embodiment of
the present invention.
Fig. 2 is a block diagram illustrating a remote control
device according to an embodiment of the present
invention.
Fig. 3 is a view illustrating an actual configuration of
a remote control device according to an embodiment
of the present invention.
Fig. 4 is a view of utilizing a remote control device
according to an embodiment of the present inven-
tion.
Fig. 5 is a flowchart of an omnidirectional image dis-
playing method of a display device, according to an
embodiment of the present invention.
Figs. 6A and 6B are views illustrating an example in
which partial images included in an omnidirectional
image are displayed on a main screen and a sub-
screen of a display device.
Figs. 7A to 7D are exemplary views illustrating the
omnidirectional image displaying method illustrated
in Fig. 5.
Fig. 8 is a flowchart of an omnidirectional image dis-
playing method of a display device, according to an-
other embodiment of the present invention.
Figs. 9A to 9C are exemplary views illustrating the
omnidirectional image displaying method illustrated
in Fig. 8.
Figs. 10A to 10C are exemplary views illustrating the
omnidirectional image displaying method illustrated
in Fig. 8.
Figs. 11A and 11B are exemplary views illustrating
the omnidirectional image displaying method illus-
trated in Fig. 8.
Figs. 12A and 12B are exemplary views illustrating
the omnidirectional image displaying method illus-
trated in Fig. 8.
Fig. 13 is a flowchart of an omnidirectional image
displaying method of a display device, according to
further another embodiment of the present invention.
Figs. 14A to 14D are exemplary views illustrating the
omnidirectional image displaying method illustrated
in Fig. 13.
Figs. 15A to 15D are exemplary views illustrating the
omnidirectional image displaying method illustrated
in Fig. 13.
Figs. 16A and 16B are exemplary views illustrating
the omnidirectional image displaying method illus-
trated in Fig. 13.
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BEST MODE

[0023] Hereinafter, embodiments relating to the
present invention will be described in detail with refer-
ence to the accompanying drawings. The suffixes "mod-
ule" and "unit" for components used in the description
below are assigned or mixed in consideration of easiness
in writing the specification and do not have distinctive
meanings or roles by themselves.
[0024] Fig. 1 is a block diagram illustrating a configu-
ration of a display device according to an embodiment
of the present invention.
[0025] Referring to Fig. 1, the display device 100 may
be implemented with a TV, a monitor, a projector, or a
device including the same.
[0026] A display device 100 can include a broadcast
reception unit 130, an external device interface unit 135,
a memory 140, a user input interface unit 150, a controller
170, a display unit 180, an audio output unit 185, and a
power supply unit 190.
[0027] The broadcast reception unit 130 can include a
tuner 131, a demodulation unit 132, and a network inter-
face unit 133.
[0028] The tuner 131 can select a specific broadcast
channel according to a channel selection command. The
tuner 131 can receive broadcast signals for the selected
specific broadcast channel.
[0029] The demodulation unit 132 can divide the re-
ceived broadcast signals into video signals, audio sig-
nals, and broadcast program related data signals and
restore the divided video signals, audio signals, and data
signals to an output available form.
[0030] The network interface unit 133 can provide an
interface for connecting the display device 100 to a
wired/wireless network including internet network. The
network interface unit 133 can transmit or receive data
to or from another user or another electronic device
through an accessed network or another network linked
to the accessed network.
[0031] Additionally, some content data stored in the
display device 100 can be transmitted to a user or an
electronic device, which is selected from other users or
other electronic devices pre-registered in the display de-
vice 100.
[0032] The network interface unit 133 can access a
predetermined webpage through an accessed network
or another network linked to the accessed network. That
is, it can transmit or receive data to or from a correspond-
ing server by accessing a predetermined webpage
through network.
[0033] Then, the network interface unit 133 can receive
contents or data provided from a content provider or a
network operator. That is, the network interface unit 133
can receive contents such as movies, advertisements,
games, VODs, and broadcast signals, which are provid-
ed from a content provider or a network provider, through
network and information relating thereto.
[0034] Additionally, the network interface unit 133 can

receive firmware update information and update files pro-
vided from a network operator and transmit data to an
internet or content provider or a network operator.
[0035] The network interface unit 133 can select and
receive a desired application among applications open
to the air, through network.
[0036] The external device interface unit 135 can re-
ceive an application or an application list in an adjacent
external device and deliver it to the controller 170 or the
memory 140.
[0037] The external device interface unit 135 can pro-
vide a connection path between the display device 100
and an external device. The external device interface unit
135 can receive at least one of image and audio output
from an external device that is wirelessly or wiredly con-
nected to the display device 100 and deliver it to the con-
troller 170.
[0038] An external device connectable to the external
device interface unit 135 can be one of a set-top box, a
Blu-ray player, a DVD player, a game console, a sound
bar, a smartphone, a PC, a USB Memory, and a home
theater system but this is just exemplary.
[0039] The memory 140 can store signal-processed
image, voice, or data signals stored by a program in order
for each signal processing and control in the controller
170.
[0040] Additionally, the memory 140 can perform a
function for temporarily store image, voice, or data sig-
nals output from the external device interface unit 135 or
the network interface unit 133 and can store information
on a predetermined image through a channel memory
function.
[0041] The memory 140 can store an application or an
application list inputted from the external device interface
unit 135 or the network interface unit 133.
[0042] The display device 100 can play content files
(for example, video files, still image files, music files, doc-
ument files, application files, and so on) stored in the
memory 140 and provide them to a user.
[0043] The user input interface unit 150 can deliver sig-
nals inputted from a user to the controller 170 or deliver
signals from the controller 170 to a user. For example,
the user input interface unit 150 can receive or process
control signals such as power on/off, channel selection,
and screen setting from the remote control device 200
or transmit control signals from the controller 170 to the
remote control device 200 according to various commu-
nication methods such as Bluetooth, Ultra Wideband
(UWB), ZigBee, Radio Frequency (RF), and IR.
[0044] Additionally, the user input interface unit 150
can deliver, to the controller 170, control signals inputted
from local keys (not shown) such as a power key, a chan-
nel key, a volume key, and a setting key.
[0045] Image signals that are image-processed in the
controller 170 can be inputted to the display unit 180 and
displayed as an image corresponding to corresponding
image signals. Additionally, image signals that are im-
age-processed in the controller 170 can be inputted to
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an external output device through the external device
interface unit 135.
[0046] Voice signals processed in the controller 170
can be output to the audio output unit 185. Additionally,
voice signals processed in the controller 170 can be in-
putted to an external output device through the external
device interface unit 135.
[0047] Besides that, the controller 170 can control
overall operations in the display device 100.
[0048] Additionally, the controller 170 can control the
display device 100 by a user command or internal pro-
gram inputted through the user input interface unit 150
and download a desired application or application list into
the display device 100 in access to network.
[0049] The controller 170 can output channel informa-
tion selected by a user together with processed image
or voice signals through the display unit 180 or the audio
output unit 185.
[0050] Additionally, according to an external device im-
age playback command received through the user input
interface unit 150, the controller 170 can output image
signals or voice signals of an external device such as a
camera or a camcorder, which are inputted through the
external device interface unit 135, through the display
unit 180 or the audio output unit 185.
[0051] Moreover, the controller 170 can control the dis-
play unit 180 to display images and control broadcast
images inputted through the tuner 131, external input im-
ages inputted through the external device interface unit
135, images inputted through the network interface unit,
or images stored in the memory 140 to be displayed on
the display unit 180. In this case, an image displayed on
the display unit 180 can be a still image or video and also
can be a 2D image or a 3D image.
[0052] Additionally, the controller 170 can play content
stored in the display device 100, received broadcast con-
tent, and external input content inputted from the outside,
and the content can be in various formats such as broad-
cast images, external input images, audio files, still im-
ages, accessed web screens, and document files.
[0053] The display unit 180 can convert image signals,
data signals, or OSD signals, which are processed in the
controller 170, or images signals or data signals, which
are received in the external device interface unit 135, into
R, G, and B signals to generate driving signals.
[0054] Furthermore, the display device 100 shown in
Fig. 1 is just one embodiment of the present invention
and thus, some of the components shown can be inte-
grated, added, or omitted according to the specification
of the actually implemented display device 100.
[0055] That is, if necessary, two or more components
can be integrated into one component or one component
can be divided into two or more components and config-
ured. Additionally, a function performed by each block is
to describe an embodiment of the present invention and
its specific operation or device does not limit the scope
of the present invention.
[0056] According to another embodiment of the

present invention, unlike Fig. 1, the display device 100
can receive images through the network interface unit
133 or the external device interface unit 135 and play
them without including the tuner 131 and the demodula-
tion unit 132.
[0057] For example, the display device 100 can be di-
vided into an image processing device such as a set-top
box for receiving broadcast signals or contents according
to various network services and a content playback de-
vice for playing contents inputted from the image
processing device.
[0058] In this case, an operating method of a display
device according to an embodiment of the present inven-
tion described below can be performed by one of the
display device described with reference to Fig. 1, an im-
age processing device such as the separated set-top
box, and a content playback device including the display
unit 180 and the audio output unit 185.
[0059] Then, referring to Figs. 2 and 3, a remote control
device is described according to an embodiment of the
present invention.
[0060] Fig. 2 is a block diagram illustrating a remote
control device according to an embodiment of the present
invention and Fig. 3 is a view illustrating an actual con-
figuration of a remote control device according to an em-
bodiment of the present invention.
[0061] First, referring to Fig. 2, a remote control device
200 can include a fingerprint recognition unit 210, a wire-
less communication unit 220, a user input unit 230, a
sensor unit 240, an output unit 250, a power supply unit
260, a memory 270, a controller 280, and a voice acqui-
sition unit 290.
[0062] Referring to Fig. 2, the wireless communication
unit 225 transmits/receives signals to/from an arbitrary
any one of display devices according to the above-men-
tioned embodiments of the present invention.
[0063] The remote control device 200 can include an
RF module 221 for transmitting/receiving signals to/from
the display device 100 according to the RF communica-
tion standards and an IR module 223 for transmitting/re-
ceiving signals to/from the display device 100 according
to the IR communication standards. Additionally, the re-
mote control device 200 can include a Bluetooth module
225 for transmitting/receiving signals to/from the display
device 100 according to the Bluetooth communication
standards. Additionally, the remote control device 200
can include an NFC module 227 for transmitting/receiv-
ing signals to/from the display device 100 according to
the Near Field Communication (NFC) communication
standards and a WLAN module 229 for transmitting/re-
ceiving signals to/from the display device 100 according
to the Wireless LAN (WLAN) communication standards.
[0064] Additionally, the remote control device 200 can
transmit signals containing information on a movement
of the remote control device 200 to the display device
100 through the wireless communication unit 220.
[0065] Moreover, the remote control device 200 can
receive signals transmitted from the display device 100
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through the RF module 221 and if necessary, can trans-
mit a command on power on/off, channel change, and
volume change to the display device 100 through the IR
module 223.
[0066] The user input unit 230 can be configured with
a keypad button, a touch pad, or a touch screen. A user
can manipulate the user input unit 230 to input a com-
mand relating to the display device 100 to the remote
control device 200. If the user input unit 230 includes a
hard key button, a user can input a command relating to
the display device 100 to the remote control device 200
through the push operation of the hard key button. This
will be described with reference to Fig. 3.
[0067] Referring to Fig. 3, the remote control device
200 can include a plurality of buttons. The plurality of
buttons can include a fingerprint recognition button 212,
a power button 231, a home button 232, a live button
233, an external input button 234, a voice adjustment
button 235, a voice recognition button 236, a channel
change button 237, a check button 238, and a back button
239.
[0068] The fingerprint recognition button 212 can be a
button for recognizing a user’s fingerprint. According to
an embodiment of the present invention, the fingerprint
recognition button 212 can perform a push operation and
receive a push operation and a fingerprint recognition
operation. The power button 231 can be button for turning
on/off the power of the display device 100. The power
button 231 can be button for moving to the home screen
of the display device 100. The live button 233 can be a
button for displaying live broadcast programs. The exter-
nal input button 234 can be button for receiving an ex-
ternal input connected to the display device 100. The
voice adjustment button 235 can be button for adjusting
the size of a volume output from the display device 100.
The voice recognition button 236 can be a button for re-
ceiving user’s voice and recognizing the received voice.
The channel change button 237 can be a button for re-
ceiving broadcast signals of a specific broadcast chan-
nel. The check button 238 can be a button for selecting
a specific function and the back button 239 can be a
button for returning to a previous screen.
[0069] Again, Fig. 2 is described.
[0070] If the user input unit 230 includes a touch
screen, a user can touch a soft key of the touch screen
to input a command relating to the display device 100 to
the remote control device 200. Additionally, the user input
unit 230 can include various kinds of input means ma-
nipulated by a user, for example, a scroll key and a jog
key, and this embodiment does not limit the scope of the
present invention.
[0071] The sensor unit 240 can include a gyro sensor
241 or an acceleration sensor 243 and the gyro sensor
241 can sense information on a movement of the remote
control device 200.
[0072] For example, the gyro sensor 241 can sense
information on an operation of the remote control device
200 on the basis of x, y, and z axes and the acceleration

sensor 243 can sense information on a movement speed
of the remote control device 200. Moreover, the remote
control device 200 can further include a distance meas-
urement sensor and sense a distance with respect to the
display unit 180 of the display device 100.
[0073] The output unit 250 can output image or voice
signals corresponding to a manipulation of the user input
unit 235 or corresponding to signals transmitted from the
display device 100. A user can recognize whether the
user input unit 235 is manipulated or the display device
100 is controlled through the output unit 250.
[0074] For example, the output unit 250 can include an
LED module 251 for flashing, a vibration module 253 for
generating vibration, a sound output module 255 for out-
putting sound, or a display module 257 for outputting an
image, if the user input unit 235 is manipulated or signals
are transmitted/received to/from the display device 100
through the wireless communication unit 225.
[0075] Additionally, the power supply unit 260 supplies
power to the remote control device 200 and if the remote
control device 200 does not move for a predetermined
time, stops the power supply, so that power waste can
be reduced. The power supply unit 260 can resume the
power supply if a predetermined key provided at the re-
mote control device 200 is manipulated.
[0076] The memory 270 can store various kinds of pro-
grams and application data necessary for a control or
operation of the remote control device 200. If the remote
control device 200 transmits/receives signals wirelessly
through the display device 100 and the RF module 221,
the remote control device 200 and the display device 100
transmits/receives signals through a predetermined fre-
quency band.
[0077] The controller 280 of the remote control device
200 can store, in the memory 270, information on a fre-
quency band for transmitting/receiving signals to/from
the display device 100 paired with the remote control
device 200 and refer to it.
[0078] The controller 280 controls general matters re-
lating to a control of the remote control device 200. The
controller 280 can transmit a signal corresponding to a
predetermined key manipulation of the user input unit
235 or a signal corresponding to a movement of the re-
mote control device 200 sensed by the sensor unit 240
to the display device 100 through the wireless commu-
nication unit 225.
[0079] Additionally, the voice acquisition unit 290 of
the remote control device 200 can obtain voice.
[0080] The voice acquisition unit 290 can include at
least one microphone 291 and obtain voice through the
microphone 291.
[0081] Then, Fig. 4 is described.
[0082] Fig. 4 is a view of utilizing a remote control de-
vice according to an embodiment of the present inven-
tion.
[0083] Fig. 4 illustrates that a pointer 205 correspond-
ing to the remote control device 200 is displayed on the
display unit 180.
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[0084] A user can move or rotate the remote control
device 200 vertically or horizontally. The pointer 205 dis-
played on the display unit 180 of the display device 100
corresponds to a movement of the remote control device
200. Since the corresponding pointer 205 is moved and
displayed according to a movement on a 3D space as
show in the drawing, the remote control device 200 can
be referred to as a spatial remote controller.
[0085] Fig. 4 illustrates that if a user moves the remote
control device 200, the pointer 205 displayed on the dis-
play unit 180 of the display device 100 is moved to the
left in correspondence thereto.
[0086] Information on a movement of the remote con-
trol device 200 detected through a sensor of the remote
control device 200 is transmitted to the display device
100. The display device 100 can calculate the coordi-
nates of the pointer 205 from the information on the move-
ment of the remote control device 200. The display device
100 can display the pointer 205 to match the calculated
coordinates.
[0087] Fig. 4 illustrates that while a specific button in
the remote control device 200 is pressed, a user moves
the remote control device 200 away from the display unit
180. Thus, a selection area in the display unit 180 cor-
responding to the pointer 205 can be zoomed in and dis-
played largely.
[0088] On the other hand, if a user moves the remote
control device 200 close to the display unit 180, a selec-
tion area in the display unit 180 corresponding to the
pointer 205 can be zoomed out and displayed reduced.
[0089] On the other hand, if the remote control device
200 is away from the display unit 180, a selection area
can be zoomed out and if the remote control device 200
is close to the display unit 180, a selection area can be
zoomed in.
[0090] Additionally, if a specific button in the remote
control device 200 is pressed, the recognition of a vertical
or horizontal movement can be excluded. That is, if the
remote control device 200 is moved away from or close
to the display unit 180, the up, down, left, or right move-
ment cannot be recognized and only the back and forth
movement can be recognized. While a specific button in
the remote control device 200 is not pressed, only the
pointer 205 is moved according to the up, down, left or
right movement of the remote control device 200.
[0091] Moreover, the moving speed or moving direc-
tion of the pointer 205 can correspond to the moving
speed or moving direction of the remote control device
200.
[0092] Furthermore, a pointer in this specification
means an object displayed on the display unit 180 in cor-
respondence to an operation of the remote control device
200. Accordingly, besides an arrow form displayed as
the pointer 205 in the drawing, various forms of objects
are possible. For example, the above concept includes
a point, a cursor, a prompt, and a thick outline. Then, the
pointer 205 can be displayed in correspondence to one
point of a horizontal axis and a vertical axis on the display

unit 180 and also can be displayed in correspondence
to a plurality of points such as a line and a surface.
[0093] Hereinafter, an omnidirectional image display-
ing method of a display device, according to an embod-
iment of the present invention, will be described.
[0094] Fig. 5 is a flowchart of an omnidirectional image
displaying method of a display device, according to an
embodiment of the present invention.
[0095] In the present specification, the omnidirectional
image is defined as an image captured by using an om-
nidirectional photographing camera (for example, a 360-
degree camera), in which all spherical regions around
the camera are photographed.
[0096] Referring to Fig. 5, a display device 100 may
display a first partial image of an omnidirectional image
through a main screen of a display unit 180 (S100). The
main screen may refer to a screen displayed in the entire
region of the display unit 180. Meanwhile, a sub-screen
may refer to a screen displayed in a partial region of the
display unit 180. For example, the sub-screen may be
implemented by a picture-in-picture (PIP), but is not lim-
ited thereto.
[0097] The first partial image may refer to an image of
a partial region corresponding to a specific viewpoint in
the omnidirectional image. According to an embodiment,
the first partial image may refer to an image of the entire
region of the omnidirectional image. Since the omnidi-
rectional image is an image in which all spherical regions
are photographed, when the first partial image is an im-
age of the entire region of the omnidirectional image,
distortion may occur in the first partial image displayed
on the display unit 180 generally having a rectangular
shape. On the other hand, when the first partial image is
an image of a partial region of the omnidirectional image,
distortion may not occur in the first partial image dis-
played on the display unit 180.
[0098] The display device 100 may display the second
partial image corresponding to the first partial image on
the sub-screen (SI10).
[0099] According to an embodiment, the controller 170
of the display device 100 may display the sub-screen in
a circular shape so as to indicate that the image being
currently provided is the omnidirectional image. That is,
since the distorted second partial image is displayed on
the circular sub-screen, is displayed, it can be more ef-
fectively shown that the currently displayed image is the
omnidirectional image.
[0100] Steps S100 and S110 will be described with ref-
erence to Figs. 6A and 6B.
[0101] Figs. 6A and 6B are views illustrating an exam-
ple in which partial images included in an omnidirectional
image are displayed on the main screen and the sub-
screen of a display device.
[0102] Referring to Figs. 6A and 6B, an omnidirectional
photographing camera can photograph an entire spher-
ical region 400 and generate an omni-directional image
based on the photographing result. The controller 170
may display a first partial image 501 including a partial

11 12 



EP 3 525 453 A1

8

5

10

15

20

25

30

35

40

45

50

55

region 401 corresponding to a specific viewpoint in the
entire region 400 of the omnidirectional image on the
main screen of the display unit 180.
[0103] In addition, the controller 170 may display the
second partial image 502 corresponding to the first partial
image 501 on the sub-screen of the display unit 180. The
second partial image 502 may correspond to the same
viewpoint as that of the first partial image 501 and may
include the first partial image 501. The sub-screen may
be implemented in a circular shape, and the second par-
tial image 502 may be distorted. Meanwhile, the first par-
tial image 501 displayed on the main screen may not be
distorted.
[0104] Regarding the distortion of the partial image,
the original image of the omnidirectional image stored in
the memory 140 of the display device 100 corresponds
to an image without distortion. Therefore, the controller
170 may extract the first partial image 501 (that is, the
image without distortion) corresponding to the partial re-
gion 401 from the original image of the omnidirectional
image stored in the memory 140, and may display the
extracted first partial image 501 on the main screen.
[0105] Meanwhile, in the case where the controller 170
displays the entire region 400 of the omnidirectional im-
age on the display unit 180, as the entire region 400 is
displayed on the flat display unit 180, the image displayed
on the display unit 180 may be distorted. Accordingly,
the controller 170 may generate a distorted image for the
omnidirectional image. That is, the distorted image may
be an image for displaying the entire region of the omni-
directional image on one screen of the display unit 180.
As the second partial image 502 is extracted from the
distorted image and displayed, the second partial image
502 may be distorted.
[0106] That is, the user can intuitively grasp that the
image displayed on the display unit 180 is the omni-di-
rectional image through the sub-screen on which the dis-
torted second partial image 502 is displayed.
[0107] Fig. 5 is described again.
[0108] In order to move the viewpoint of the second
partial image, the display device 100 may receive a view-
point movement command for the sub-screen (S120).
[0109] For example, the controller 170 may receive the
viewpoint movement command for the sub-screen from
the remote control device 200 through the user input in-
terface unit 150. The viewpoint movement command may
be generated in response to an input of a direction button
included in the remote control device 200 or a movement
of the remote control device 200.
[0110] The display device 100 may display a third par-
tial image corresponding to the viewpoint moved accord-
ing to the received viewpoint movement command
through the sub-screen (S130).
[0111] The controller 170 may move the viewpoint of
the second partial image based on the received viewpoint
movement command. As the viewpoint is moved, the par-
tial image displayed on the sub-screen may also be
moved. According to an embodiment, the controller 170

may use the effect of rotation of the circular sub-screen
like a sphere to more effectively display the moving of
the partial image included in the omnidirectional image.
[0112] At this time, even if the image of the sub-screen
is changed from the second partial image to the third
partial image according to the viewpoint movement com-
mand, the first partial image displayed on the main screen
may not be changed. Therefore, the user can search an-
other partial image while viewing the first partial image
displayed on the main screen.
[0113] The display device 100 may display a fourth par-
tial image corresponding to the third partial image on the
main screen (S140).
[0114] In operation S130, the controller 170 may
change the partial image displayed on the sub-screen to
the third partial image, display the third partial image, and
receive a request for selecting the third partial image
through the user input interface unit 150. In response to
the received selection request, the controller 170 may
change the first partial image displayed on the main
screen to the fourth partial image corresponding to the
third partial image, and display the fourth partial image.
[0115] That is, according to the embodiment illustrated
in operations S130 and S140, the user can search an-
other partial image while viewing the first partial image
of the forward direction image on the main screen and
simultaneously moving the viewpoint of the partial image
displayed on the sub-screen. Therefore, the user can
smoothly view the partial image through the main screen
even while moving the viewpoint of the omnidirectional
image.
[0116] A specific example of the omnidirectional image
displaying method illustrated in Fig. 5 will be described
with reference to Figs. 7A to 7D.
[0117] Figs. 7A to 7D are exemplary views illustrating
the omnidirectional image displaying method illustrated
in Fig. 5.
[0118] Referring to Fig. 7A, the controller 170 may dis-
play the first partial image 501 of the omnidirectional im-
age on the main screen of the display unit 180 and display
the second partial image 501 corresponding to the first
partial image 501 on the sub-screen of the display unit
180.
[0119] According to an embodiment, the controller 170
may display a viewpoint move button 610 for moving the
viewpoint of the partial image displayed on the main
screen. When the viewpoint move button 610 is selected
by the pointer 205 of the remote control device 200, the
viewpoint of the partial image displayed on the main
screen may be moved up, down, left, or right correspond-
ing to the selected viewpoint move button 610.
[0120] Referring to Figs. 7B and 7C, the controller 170
may receive the viewpoint movement command for the
second partial image displayed on the sub-screen.
[0121] The controller 170 may receive the viewpoint
movement command from the remote control device 200.
As illustrated in Fig. 5, the viewpoint movement com-
mand may be generated in response to the input of the
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direction button included in the remote control device 200
or the movement of the remote control device 200.
[0122] The controller 170 may move the viewpoint of
the second partial image displayed on the sub-screen
up, down, left, or right based on the received viewpoint
movement command. For example, when the viewpoint
movement command is a command for moving the view-
point to the left side, the controller 170 may move the
viewpoint of the first partial image (the viewpoint of the
second partial image is also the same) of the entire region
400 of the omnidirectional image to the left side. The
controller 170 may display the third partial image 503
corresponding to the region 403 centered on the moved
viewpoint through the sub-screen of the display unit 180.
Like the second partial image 502, distortion may occur
in the third partial image 503 and the third partial image
503. The user can search the third partial image 503 cor-
responding to another region 403 while continuously
viewing the first partial image 501, based on the displayed
third partial image 503.
[0123] Referring to Fig. 7D, the controller 170 may re-
ceive a selection input for the third partial image 503. The
selection input may also be received from the remote
control device 200.
[0124] The controller 170 may change the first partial
image 501 displayed on the main screen to the fourth
partial image 504 corresponding to the third partial image
503 in response to the received selection input, and dis-
play the fourth partial image 504. The fourth partial image
504 may have the same viewpoint as that of the third
partial image 503. In addition, the fourth partial image
504 may represent the same region as the third partial
image 503, or may represent a region included in the
third partial image 503. The fourth partial image 504 may
be displayed in a form without distortion, like the first par-
tial image 501.
[0125] Fig. 8 is a flowchart of an omnidirectional image
displaying method of a display device, according to an-
other embodiment of the present invention.
[0126] The display device 100 may support a zoom
function. The zoom function may include a first zoom
function for displaying an enlarged or reduced image on
the entire region of the main screen of the display unit
180 and a second zoom function for displaying an en-
larged or reduced image on the partial region of the main
screen. The zoom function described with reference to
Fig. 8 may correspond to the first zoom function. Mean-
while, the zoom function described later in Fig. 13 may
correspond to the second zoom function.
[0127] Referring to Fig. 8, the display device 100 may
display the first partial image of the omnidirectional image
on the main screen (S200). Since operation S200 is sub-
stantially the same as operation S100 of Fig. 5, a de-
scription thereof will be omitted.
[0128] The display device 100 may receive a zoom
function execution request for the omnidirectional image
(S210). In response to the received zoom function exe-
cution request, the display device 100 may display the

second partial image including the first partial image on
the sub-screen (S220).
[0129] Similar to that described above with reference
to Fig. 5, the second partial image may be an image in-
cluding the first partial image, and distortion may exist in
the second partial image. The sub-screen displayed at
this time may be displayed in a circular shape as de-
scribed above with reference to Fig. 5, or may be dis-
played in a rectangular shape. When the sub-screen is
displayed in a rectangular shape, a distorted image in-
cluding the entire region of the omnidirectional image
may be displayed on the sub-screen.
[0130] In addition, a region guide indicating a region
of the first partial image displayed on the current main
screen may be further displayed on the second partial
image displayed on the sub-screen. The region guide
may be resized in response to a zoom-in or zoom-out
request for the omnidirectional image. For example, the
size of the region guide may be reduced at the time of
receiving the zoom-in request, and the size of the region
guide may be increased at the time of receiving the zoom-
out request.
[0131] The display device 100 may select the third par-
tial image to be zoomed, based on the displayed sub-
screen (S230), and may display the fourth partial image
included in the selected third partial image on the main
screen (S240).
[0132] Similar to operations S120 and S130 in Fig. 5,
the controller 170 may display the partial image corre-
sponding to the moved viewpoint on the sub-screen
based on the viewpoint movement command for the sub-
screen.
[0133] The controller 170 may move the viewpoint of
the second partial image based on the viewpoint move-
ment command. As the viewpoint is moved, the partial
image displayed on the sub-screen may be changed. As
described above with reference to Fig. 5, the controller
170 may more effectively display the change of the partial
image included in the omnidirectional image by using the
effect of rotation of the sub-screen.
[0134] When the partial image of the sub-screen is
changed, the first partial image displayed on the main
screen may be changed corresponding to the partial im-
age of the sub-screen. According to an embodiment, the
first partial image may not be changed.
[0135] Various embodiments related to operations
S230 and S240 will be described later with reference to
Figs. 9A to 12B.
[0136] The display device 100 may perform the zoom
function on the fourth partial image displayed on the main
screen, and may change and display the fourth partial
image based on the result of performing the zoom func-
tion (S250).
[0137] When the zoom-in request is received from the
remote control device 200 or the like, the controller 170
may enlarge and display the fourth partial image, and
when the zoom-out request is received, the controller
170 may reduce and display the fourth partial image.
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[0138] When the fourth partial image is enlarged, an
image of part of an edge region of the previously dis-
played fourth partial image may not be displayed on the
main screen. Meanwhile, when the fourth partial image
is reduced, an image of a partial region continuous with
a region of the previously displayed fourth partial image
and an edge region of the fourth partial image may be
further displayed on the main screen.
[0139] Various embodiments of the omnidirectional im-
age displaying method illustrated in Fig. 8 will be de-
scribed with reference to Figs. 9A to 12B.
[0140] Figs. 9A to 9C are exemplary views illustrating
the omnidirectional image displaying method illustrated
in Fig. 8.
[0141] Referring to FIG. 9A, the controller 170 may dis-
play the first partial image 501 of the omnidirectional im-
age on the display unit 180.
[0142] The controller 170 may receive the zoom func-
tion execution request for the omni-directional image
through the remote control device 200 or the like. The
controller 170 may display the second partial image 502
on the sub-screen in response to the received zoom func-
tion execution request. As described above, the sub-
screen may be displayed in a PIP form.
[0143] A region corresponding to the second partial
image 502 may include a region corresponding to the
first partial image 501. In addition, as described above
with reference to Figs. 6A and 6B, distortion may exist in
the second partial image 502.
[0144] The controller 170 may display the region guide
620 indicating the region of the first partial image 501
displayed through the current main screen on the second
partial image 502 included in the sub-screen. Based on
the displayed region guide 620, the user can grasp the
position and size of the first partial image 501 displayed
on the main screen in the second partial image 502.
[0145] In addition, the controller 170 may further dis-
play an enlargement/reduction bar 621 indicating the de-
gree of enlargement or reduction of the first partial image
501 displayed on the main screen. The user can grasp
the degree of enlargement or reduction of the first partial
image 501 based on the enlargement/reduction bar 621.
According to an embodiment, the controller 170 may re-
ceive the zoom-in request or the zoom-out request for
the first partial image 501 through the enlargement/re-
duction bar 621, and may perform the enlargement or
reduction operation on the first partial image 501 based
on the received request.
[0146] Referring to Figs. 9A and 9B, the controller 170
may receive the viewpoint movement command for the
second partial image 502 displayed on the sub-screen.
Based on the received viewpoint movement command,
the controller 170 may move the viewpoint of the partial
image displayed on the sub-screen up, down, left, or right.
[0147] For example, when the user intends to display
the partial image of the opposite viewpoint (or the 180-
degree moved viewpoint) from the viewpoint of the sec-
ond partial image 502 on the sub-screen, and the user

can input the direction button of the remote control device
200 a plurality of times, or can input the direction button
of the remote control device 200 continuously for a pre-
determined time. Alternatively, the remote control device
200 may be moved for a predetermined time in a specific
direction. Therefore, the controller 170 may display the
third partial image 511 corresponding to the image of the
opposite side of the second partial image 502 on the sub-
screen.
[0148] In addition, in the case of the embodiment illus-
trated in Figs. 9A to 9C, when the partial image displayed
on the sub-screen is changed, the partial image dis-
played on the main screen may also be automatically
changed. That is, the controller 170 may automatically
change the first partial image 501 displayed on the main
screen to the fourth partial image 510 included in the third
partial image 511.
[0149] Referring to Fig. 9C, the controller 170 may re-
ceive the zoom-in request for the fourth partial image
510. For example, the controller 170 may receive the
zoom-in request from the remote control device 200 ac-
cording to the input of the zoom-in button included in the
remote control device 200. Alternatively, the controller
170 may receive the zoom-in request through the en-
largement/reduction bar 621.
[0150] The controller 170 may display the enlarged
fourth partial image 512 on the main screen in response
to the received zoom-in request. The enlarged fourth par-
tial image 512 may include part of the fourth partial image
510 illustrated in Fig. 9B. In addition, the controller 170
may adjust the size of the region guide 620 so as to cor-
respond to the region of the enlarged fourth partial image
512. When the partial image is enlarged by the zoom-in
request, the size of the region guide 620 displayed on
the sub-screen may be reduced.
[0151] Figs. 10A to 10C are exemplary views illustrat-
ing the omnidirectional image displaying method illustrat-
ed in Fig. 8.
[0152] Regarding the embodiments illustrated in Figs.
10A to 12B, the controller 170 may display the sub-screen
in response to the zoom function execution request and
display the function buttons 622 to 624 for providing the
modes related to the viewpoint move of the sub-screen.
For example, the embodiment illustrated in Figs. 10A to
10C may correspond to the case where the first function
button 622 is selected, and the embodiment illustrated
in Figs. 11A and 11B may correspond to the case where
the second function button 623 is selected. In addition,
the embodiment illustrated in Figs. 12A and 12B may
correspond to the case where the third function button
624 is selected.
[0153] Referring to Figs. 10A and 10B, when the first
function button 622 is selected, the controller 170 may
not change the viewpoint of the first partial image 501
displayed on the main screen when the viewpoint of the
second partial image 502 displayed on the sub-screen
is moved. That is, even if the second partial image 502
displayed on the sub-screen is changed to the third partial
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image 503 according to the viewpoint movement com-
mand, the first partial image 501 displayed on the main
screen may not be changed.
[0154] Referring to Figs. 10B and 10C, the controller
170 may receive the input of selecting the third partial
image 503 to be displayed on the sub-screen, change
the first partial image 501 displayed on the main screen
to the fourth partial image included in the third partial
image 503 in response to the received input, and display
the fourth partial image. After that, the controller 170 may
display the enlarged fourth partial image 506 in response
to the zoom-in request for the fourth partial image. As
the enlarged fourth partial image 506 is displayed, the
size of the region guide 620 displayed on the sub-screen
may be reduced.
[0155] According to an embodiment, the controller 170
may first receive the zoom-in request before receiving
the input of selecting the third partial image 503 to be
displayed on the sub-screen. In this case, the controller
170 may adjust the size of the region guide 620 based
on the received zoom-in request, and may immediately
display the enlarged fourth partial image 506 when the
input of selecting the third partial image 503 is received.
[0156] That is, in the case of the embodiment illustrated
in Figs. 10A to 10C, the partial image displayed on the
main screen may be maintained until the partial image
to be displayed on the sub-screen is selected or the
zoom-in request is received.
[0157] Figs. 11A and 11B are exemplary views illus-
trating the omnidirectional image displaying method il-
lustrated in Fig. 8.
[0158] Referring to Figs. 11A and 11B, when the sec-
ond function button 623 is selected, the controller 170
may change the second partial image 502 displayed on
the sub-screen to the third partial image 511 correspond-
ing to the opposite region of the second partial image
502 and display the third partial image 511. That is, the
controller 170 may move the viewpoint of the partial im-
age displayed on the current sub-screen to the viewpoint
of the image of the opposite side at a time through the
second function button 623.
[0159] In addition, the controller 170 may automatically
change the first partial image 501 displayed on the main
screen to the fourth partial image 510 included in the third
partial image 511. According to an embodiment, when
both the first function button 622 and the second function
button 623 are selected, the controller 170 may not au-
tomatically change the first partial image 501 displayed
on the main screen to the fourth partial image 510. When
the input of selecting the third partial image 511 displayed
on the sub-screen, the controller 170 may change the
first partial image 501 to the fourth partial image 510.
[0160] The controller 170 may enlarge or reduce the
fourth partial image 510 based on the zoom-in request
or the zoom-out request for the fourth partial image 510.
[0161] That is, according to the embodiment illustrated
in Figs. 11A and 11B, it is possible to solve user incon-
venience that has to continuously input the remote con-

trol device 200 a plurality of number of times or for a
predetermined time so as to change the image displayed
on the main screen and the sub-screen to the image of
the opposite side and display the image of the opposite
side.
[0162] Figs. 12A and 12B are exemplary views illus-
trating the omnidirectional image displaying method il-
lustrated in Fig. 8.
[0163] Referring to Figs. 12A and 12B, when the third
function button 624 is selected, the controller 170 may
display the omnidirectional image 500 corresponding to
the entire region on the sub-screen. At this time, the sub-
screen may be displayed in a planar form.
[0164] The controller 170 may receive the request for
moving the region guide 620 displayed on the sub-
screen, and may move the position of the region guide
620 based on the received request. The first partial image
501 displayed on the main screen may be changed cor-
responding to the position of the region guide 620.
[0165] The controller 170 may receive the zoom-out
request for the first partial image 501. The controller 170
may display the reduced first partial image 507 on the
main screen in response to the received zoom-out re-
quest. Additionally, the controller 170 may adjust the size
of the region guide 620 in correspondence to the reduced
first partial image 507. For example, when the reduced
first partial image 507 is displayed in response to the
zoom-out request, the size of the region guide 620 will
increase.
[0166] Fig. 13 is a flowchart of an omnidirectional im-
age displaying method of a display device, according to
further another embodiment of the present invention.
[0167] Referring to Fig. 13, the display device 100 may
display the first partial image of the omnidirectional image
on the main screen (S300). Since operation S300 is sub-
stantially the same as operation S100 of Fig. 5, a de-
scription thereof will be omitted.
[0168] The display device 100 may receive the zoom
command for the partial region of the omnidirectional im-
age (S310).
[0169] For example, the controller 170 may receive the
zoom command for the partial region of the first partial
image displayed on the main screen. The partial region
may correspond to the position of the pointer 205 and
may have a predetermined size.
[0170] The zoom command may be the zoom-in com-
mand for enlarging the image included in the partial re-
gion, or the zoom-out command for reducing the image
included in the partial region.
[0171] The display device 100 may display the en-
larged or reduced image of the partial region on the sub-
screen in response to the received zoom command
(S320).
[0172] For example, the enlarged or reduced image
displayed on the sub-screen may be the enlarged or re-
duced image corresponding to the partial region of the
partial image displayed on the main screen. According
to an embodiment, the enlarged or reduced image dis-
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played on the sub-screen may be the enlarged or reduced
image of the image displayed at the position correspond-
ing to the partial region in the partial image corresponding
to the opposite side of the partial image displayed on the
main screen.
[0173] Embodiments related to the omnidirectional im-
age displaying method illustrated in Fig. 13 will be de-
scribed with reference to Figs. 14A to 16B.
[0174] Figs. 14A to 14D are exemplary views illustrat-
ing the omnidirectional image displaying method illustrat-
ed in Fig. 13.
[0175] Referring to Figs. 14A to 14C, the controller 170
may receive the zoom-in command for the partial region
of the first partial image 501 displayed on the main
screen. The partial region may correspond to the position
of the pointer 205 and may have a predetermined size.
[0176] In response to the received zoom-in command,
the controller 170 may acquire the enlarged image of the
image of the partial region 430 within the region 401 cor-
responding to the first partial image 501 in the entire re-
gion 400 of the omnidirectional image. For example, the
controller 170 may extract the image corresponding to
the partial region 430 from the original data of the omni-
directional image stored in the memory 140, that is, the
data of the omnidirectional image without distortion. The
controller 170 may acquire the enlarged image by en-
larging the extracted image. Therefore, even when dis-
tortion exists in the partial image of the omnidirectional
image currently displayed on the main screen of the dis-
play unit 180, distortion may not exist in the enlarged
image.
[0177] In Figs. 14A to 14C, the partial region 430 is
illustrated as having a circular shape, but the shape of
the partial region 430 may be variously implemented.
[0178] The controller 170 may display the enlarged im-
age 530 of the partial region through the sub-screen on
the first partial image 501 displayed through the main
screen. In this case, the enlarged image 530 may be
displayed at the position corresponding to the partial re-
gion.
[0179] Although not illustrated, the controller 170 may
receive the movement request for moving the display po-
sition of the sub-screen from the remote control device
200. The movement request may be generated in re-
sponse to the input of the direction button included in the
remote control device 200 or the movement of the remote
control device 200. The controller 170 may move the po-
sition of the sub-screen based on the received movement
request and display the moved sub-screen. In this case,
the enlarged image 530 displayed on the sub-screen may
be changed to the enlarged image of the region corre-
sponding to the position of the sub-screen.
[0180] Referring to Fig. 14D, according to an embod-
iment, the controller 170 may receive the zoom-in com-
mand or the zoom-out command for the first partial image
501 displayed on the main screen. For example, when
the controller 170 receives the zoom-out command, the
controller 170 may display the reduced image of the first

partial image 501 displayed on the main screen while
maintaining the enlarged image 530 displayed on the
sub-screen. As illustrated in Fig. 14D, when the first par-
tial image 501 is maximally reduced, the omnidirectional
image 500 corresponding to the entire region may be
displayed on the main screen.
[0181] Figs. 15A to 15D are exemplary views illustrat-
ing the omnidirectional image displaying method illustrat-
ed in Fig. 13.
[0182] Referring to Figs. 15A and 15B, when the con-
troller 170 receives the zoom-in command for the partial
region of the main screen, the controller 170 may obtain
the enlarged image of the image included in the region
431 corresponding to the opposite side of the first partial
image 501 displayed on the main screen and correspond-
ing to the partial region.
[0183] The controller 170 may display the acquired en-
larged image 531 on the sub-screen. The enlarged image
531 may be displayed at the position corresponding to
the partial region.
[0184] The controller 170 may receive the movement
request for moving the position of the sub-screen, and
may move the position of the sub-screen based on the
received movement request. In this case, the enlarged
image 531 displayed on the sub-screen may also be
changed based on the moved position.
[0185] That is, the user can view the enlarged or re-
duced image of the part of the image of the opposite side
of the partial image displayed on the main screen through
the sub-screen.
[0186] Referring to Figs. 15C and 15D, the controller
170 may fix the position of the sub-screen to a predeter-
mined position of the display unit 180. That is, unlike the
embodiment illustrated in Fig. 15B, the controller 170
may display the enlarged image 531 at a fixed position,
not a position corresponding to the partial region. There-
fore, the user can more smoothly view the first partial
image 501 displayed on the main screen.
[0187] Additionally, the controller 170 may display the
partial image corresponding to the opposite side of the
first partial image 501 through the sub-screen. For ex-
ample, based on the enlarged image 531 illustrated in
Fig. 15C, the controller 170 may receive the display re-
quest for the partial image corresponding to the opposite
side. Based on the received display request, the control-
ler 170 may display the partial image 510 corresponding
to the opposite side of the first partial image 501 on the
sub-screen.
[0188] Figs. 16A and 16B are exemplary views illus-
trating the omnidirectional image displaying method il-
lustrated in Fig. 13.
[0189] Referring to Figs. 16A and 16B, the controller
170 may display the omnidirectional image 500 corre-
sponding to the entire region on the display unit 180. In
this case, as described above, distortion may exist in the
omnidirectional image 500 displayed on the display unit
180.
[0190] The controller 170 may receive the zoom com-
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mand (for example, the zoom-in command) for the partial
region of the displayed omnidirectional images 500. The
controller 170 may display the enlarged image 532 on
the sub-screen in response to the received zoom-in com-
mand. When the image included in the partial region is
enlarged, the controller 170 may not acquire the enlarged
image from the image displayed on the display unit 180.
That is, the controller 170 may extract the image corre-
sponding to the partial region from the original data of
the omnidirectional image stored in the memory 140, and
acquire the enlarged image from the extracted image.
Therefore, distortion may not exist in the enlarged image
532 displayed on the sub-screen.
[0191] According to the embodiments illustrated in
Figs. 13 to 16B, the user can more effectively view the
omnidirectional image by using the zoom function for a
desired partial region of the omnidirectional image. In
particular, the user can use the zoom function to view
the image of another region, which is not displayed on
the main screen, through the sub-screen.
[0192] According to an embodiment, the above-de-
scribed method can also be embodied as processor-
readable codes on a program-recorded medium. Exam-
ples of the processor-readable medium include ROM,
RAM, CD-ROM, a magnetic tape, a floppy disk, an optical
data storage device, and the like. If desired, the proces-
sor-readable medium may be realized in the form of a
carrier wave (for example, a transmission over the Inter-
net).
[0193] The display device described above is not lim-
ited to the configurations and the methods of the embod-
iments described above, and all or some of the embod-
iments may be selectively combined so that various mod-
ifications can be made.

Claims

1. A display device comprising:

a display unit configured to display a first partial
image of an omnidirectional image on a main
screen and display a second partial image on a
sub-screen, the second partial image having the
same viewpoint as the first partial image and
including the first partial image;
a user input interface unit configured to receive
a viewpoint movement command for the sub-
screen; and
a controller configured to display a third partial
image corresponding to a viewpoint moved from
a viewpoint of the second partial image on the
sub-screen, based on the received viewpoint
movement command, and to perform control so
that a viewpoint of the first partial image dis-
played on the main screen is maintained when
the viewpoint is moved to the third partial image.

2. The display device according to claim 1, wherein the
controller is configured to:

receive a selection request for selecting the third
partial image displayed on the sub-screen ac-
cording to the viewpoint movement command,
and
change, in response to the received selection
request, the first partial image displayed on the
main screen to a fourth partial image having the
same viewpoint as the third partial image and
included in the third partial image, and display
the fourth partial image.

3. The display device according to claim 1, further com-
prising a memory configured to store an original im-
age of the omnidirectional image,
wherein the controller is configured to generate a
distorted image for displaying an entire region of the
omnidirectional image on the display unit,
the first partial image is acquired from the original
image stored in the memory, and
the second partial image is acquired from the dis-
torted image.

4. The display device according to claim 1, wherein the
controller is configured to:

display the second partial image on the sub-
screen in response to a zoom function execution
request for the omnidirectional image; and
display, on the second partial image, a region
guide indicating a region corresponding to the
first partial image of the second partial image.

5. The display device according to claim 4, wherein the
controller is configured to:

receive a zoom-in request or a zoom-out request
for the fourth partial image displayed on the main
screen;
display an enlarged image or a reduced image
of the fourth partial image on the main screen in
response to the received request; and
adjust a size of the region guide in correspond-
ence to a region of the enlarged image or the
reduced image.

6. The display device according to claim 4, wherein the
second partial image corresponds to the omnidirec-
tional image, and
the controller is configured to:

receive a request for moving the region guide
and move and display a position of the region
guide based on the received request; and
display a partial image corresponding to the
moved position of the region guide on the main
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screen.

7. The display device according to claim 1, wherein the
controller is configured to:

receive a zoom command for a partial region of
the first partial image displayed on the main
screen;
acquire an enlarged or reduced image of an im-
age of the partial region in response to the re-
ceived zoom command; and
display the sub-screen including the acquired
image at a position corresponding to the partial
region.

8. The display device according to claim 7, wherein the
controller is configured to:

receive a movement request for moving a dis-
play position of the sub-screen;
move and display a position of the sub-screen
based on the received movement request; and
display an enlarged or reduced image of a region
corresponding to the moved position on the sub-
screen.

9. The display device according to claim 7, wherein the
controller is configured to:

acquire an enlarged or reduced image for an
image of a region corresponding to the partial
region in an image of an opposite side of the first
partial image of the omnidirectional image in re-
sponse to the received zoom command; and
display the sub-screen including the acquired
image at a position corresponding to the partial
region.

10. The display device according to claim 7, wherein the
position of the partial region corresponds to a display
position of a pointer corresponding to a movement
of a remote control device.

11. A display device comprising:

a memory configured to store an original image
of an omnidirectional image;
a display unit configured to display a first partial
image of the omnidirectional image on a main
screen and display a second partial image on a
sub-screen, the second partial image having the
same viewpoint as the first partial image and
including the first partial image; and
a controller configured to generate a distorted
image for displaying an entire region of the om-
nidirectional image on one screen through the
display unit,
wherein the first partial image is acquired from

the original image, and the second partial image
is acquired from the distorted image.

12. The display device according to claim 11, wherein
the controller is configured to:

receive a viewpoint movement command for the
sub-screen; and
display a third partial image corresponding to a
viewpoint moved from a viewpoint of the second
partial image through the sub-screen, based on
the received viewpoint movement command.

13. The display device according to claim 12, wherein
the controller is configured to:

receive a selection request for selecting the third
partial image;
in response to the received selection request,
change the first partial image displayed on the
main screen to a fourth partial image having the
same viewpoint as that of the third partial image
and included in the third partial image, and dis-
play the fourth partial image; and
wherein the third partial image is acquired from
the distorted image, and the fourth partial image
is acquired from the original image.

14. The display device according to claim 11, wherein
the controller is configured to:

display the second partial image on the sub-
screen in response to a zoom function execution
request for the omnidirectional image; and
display, on the second partial image, a region
guide indicating a region corresponding to the
first partial image of the second partial image.

15. The display device according to claim 14, wherein
the controller is configured to:

receive a zoom-in request or a zoom-out request
for the first partial image displayed on the main
screen;
display an enlarged or reduced image of the first
partial image on the main screen in response to
the received request; and
adjust a size of the region guide in correspond-
ence to a region of the enlarged image or the
reduced image.

16. The display device according to claim 14, wherein
the second partial image corresponds to the distort-
ed image, and
the controller is configured to:

receive a request for moving the region guide;
move and display a position of the region guide
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in response to the received request;
acquire a partial image corresponding to the
moved position of the region guide from the orig-
inal image; and
display the acquired partial image on the main
screen.

17. The display device according to claim 14, wherein
the controller is configured to:

display an enlargement/reduction bar indicating
a degree of enlargement or reduction of the first
partial image; and
receive a zoom-in request or a zoom-out request
for the first partial image through the enlarge-
ment/reduction bar.

18. The display device according to claim 11, wherein
the controller is configured to:

receive a zoom command for a partial region of
the first partial image displayed on the main
screen;
acquire an enlarged or reduced image of the par-
tial region in response to the received zoom
command; and
display the sub-screen including the acquired
image at a position corresponding to the partial
region.

19. The display device according to claim 18, wherein
the controller is configured to:

receive a movement request for moving a dis-
play position of the sub screen;
move and display a position of the sub-screen
based on the received movement request; and
display an enlarged or reduced image of a region
corresponding to the moved position on the sub-
screen.

20. The display device according to claim 18, wherein
the position of the partial region corresponds to a
display position of a pointer corresponding to a
movement of a remote control device.
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