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(57) A board inspecting apparatus include a meas-
uring section, a processing section and a display section.
The measuring section obtains measurement data for at
least a portion of a board. The processing section com-
pares the measurement data and reference data of the
board, based on a plurality of selection feature objects,
and herein, compares associated selection feature ob-
jects, to perform distortion compensation for the board,
and inspects the board with distortion compensation. The
display section distinguishably displays a first area cor-
responding to such an area that the distortion compen-
sation has succeeded and a second area corresponding
to such an area that the distortion compensation has
failed. The processing section compares a number of
recognizable effective feature objects with a reference
number, and determine the distortion compensation as
failed in case that the number of the recognizable effec-
tive feature objects is less than the reference number.
Thus, user’s convenience may be improved, a user may
easily recover failure of distortion compensation, and ac-
curate and valid distortion compensation may be availa-
ble.
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Description

[Technical Field]

[0001] The present invention relates to a board in-
specting apparatus and a method of compensating board
distortion using the same. More particularly, the present
invention relates to a board inspecting apparatus inspect-
ing an area in which distortion is compensated and a
method of compensating board distortion using the
same.

[Background Art]

[0002] In general, at least one printed circuit board
(PCB) is provided in an electronic device, and various
circuit components such as a circuit pattern, a connection
pad portion, and a driving chip electrically connected to
the connection pad portion are mounted on the printed
circuit board.
[0003] In general, a board inspecting apparatus is used
to verify that the above various circuit components are
properly formed or placed on the printed circuit board.
[0004] A conventional board inspecting apparatus sets
a predetermined inspection area and inspects whether
solder is properly formed or specific circuit components
are properly installed in the inspection area. In a conven-
tional method of setting the inspection area, an area in
which a circuit component should theoretically exist is
merely set as an inspection area.
[0005] The inspection area should be precisely set to
a desired location so that measurement may be per-
formed properly. However, since a measurement target
such as a printed circuit board may have distortions such
as bending and twisting of a board, a conventional in-
spection area cannot be accurately set at a desired po-
sition, and there is a problem that a certain difference
occurs between an image acquired by a camera of an
image-capturing part and a position where the circuit
component theoretically exists. Therefore, it is necessary
to set an inspection area in which distortion of the meas-
urement target as the above is compensated appropri-
ately.
[0006] Conventionally, in order to set an inspection ar-
ea in which distortion of a measurement target is appro-
priately compensated, there has been made an attempt
to acquire and compare reference data and measure-
ment data for the measurement area set on the board
and compensate the same to thereby set an accurate
inspection area, for example, in Korean Patent No.
10-1132779 of the applicant. However, when the refer-
ence data and the measurement data are not properly
compared or incorrect compensation is done, accurate
distortion compensation may not be obtained.

[Disclosure]

[Technical Problem]

[0007] Accordingly, the present invention provides a
board inspecting apparatus improving user’s conven-
ience, capable of easily correcting failure of distortion
compensation, and capable of allowing accurate and val-
id distortion compensation.
[0008] In addition, the present invention also provides
a method of compensating board distortion using the
above-mentioned board inspecting apparatus.

[Technical Solution]

[0009] According to an exemplary embodiment of the
present invention, a board inspecting apparatus include
a measuring section, a processing section and a display
section. The measuring section obtains measurement
data for at least a portion of a board. The processing
section compares the measurement data of the board
and previously obtained reference data of the board,
based on a plurality of selection feature objects set on
the board, wherein the processing section compares se-
lection feature objects of the measurement data and as-
sociated selection feature objects of the reference data,
to perform distortion compensation for the board, and
inspects the board in which distortion is compensated.
The display section, after the distortion compensation of
the board is performed, distinguishably displays a first
area corresponding to such an area that the distortion
compensation has succeeded and a second area corre-
sponding to such an area that the distortion compensa-
tion has failed. The processing section, when performing
the distortion compensation of the board, compares a
number of effective feature objects that are recognizable
among the selection feature objects set for distortion
compensation of the board with a reference number that
is predetermined, and determine the distortion compen-
sation as failed in case that the number of the recogniz-
able effective feature objects is less than the reference
number.
[0010] In one embodiment, the processing section may
set a compensation unit, which is a basic unit for per-
forming the distortion compensation, and the display sec-
tion may display the first area and the second area for
each compensation unit. For example, the compensation
unit may be set based on at least one of each panel form-
ing an array on the board, a field of view image-captured
by an image-capturing part of the measuring section and
an area input by a user.
[0011] In one embodiment, the board inspecting appa-
ratus may further include an input section for inputting
substitute feature objects. The input section may further
receive at least one of the substitute feature objects from
the user such that the number of the recognizable effec-
tive feature objects in the second area is greater than or
equal to the reference number. The processing section
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may construct modified selection feature objects by
changing at least one of the selection feature objects into
the substitute feature object, and re-perform distortion
compensation for the second area based on the modified
selection feature objects.
[0012] According to an exemplary embodiment of the
present invention, a method of compensating board dis-
tortion, as a board inspection method by using a board
inspecting apparatus that inspects a board as an inspec-
tion target in which distortion is compensated by perform-
ing distortion compensation of the board, includes com-
paring measurement data of the board and previously
obtained reference data of the board, based on a plurality
of selection feature objects set on the board, wherein
selection feature objects of the measurement data are
compared with associated selection feature objects of
the reference data, to perform distortion compensation
for the board, and distinguishably displaying a first area
corresponding to such an area that the distortion com-
pensation has succeeded and a second area corre-
sponding to such an area that the distortion compensa-
tion has failed. When performing the distortion compen-
sation of the board, a number of effective feature objects
that are recognizable among the selection feature objects
set for distortion compensation of the board is compared
with a reference number that is predetermined, and the
distortion compensation is determined as failed in case
that the number of the recognizable effective feature ob-
jects is less than the reference number.
[0013] In one embodiment, after distinguishably dis-
playing the first area and the second area, the method
may further include constructing modified selection fea-
ture objects by changing a portion of the selection feature
objects to another feature object such that the number
of the recognizable effective feature objects in the second
area is greater than or equal to the reference number.
[0014] According to an exemplary embodiment of the
present invention, a computer readable non-transitory re-
cording medium recording a program implementing the
method may be provided.

[Advantageous Effects]

[0015] According to the present invention, in inspecting
the board with distortion compensation by performing dis-
tortion compensation of an inspection target board, after
the distortion compensation of the board is performed, a
first area corresponding to such an area that the distortion
compensation has succeeded and a second area corre-
sponding to such an area that the distortion compensa-
tion has failed are distinguishably displayed, and the dis-
tortion compensation is determined as failed and dis-
played in case that the number of effective feature objects
that are recognizable is less than a reference number,
thereby improving user’s convenience, easily recovering
the failure of the distortion compensation, and allowing
accurate and valid distortion compensation.
[0016] In addition, the compensation unit for the dis-

tortion compensation may be established in various
ways, and the first area and the second area are dis-
played for each compensation unit, so that a user may
conveniently check failure of distortion compensation for
each compensation unit.
[0017] Also, at least a portion of the feature objects
may be modified so that the second area not meeting the
compensation criteria may meet the compensation crite-
ria, and the distortion compensation is performed again,
thereby allowing accurate and valid distortion compen-
sation.

[Description of Drawings]

[0018]

FIG. 1 is a conceptual view of a board inspecting
apparatus according to an exemplary embodiment
of the present invention.
FIG. 2 is a conceptual view for explaining an example
that the display section in Fig. 1 displays a first area
and a second area.
FIG. 3 is a flow chart showing a method of compen-
sating board distortion according to an exemplary
embodiment of the present invention.
FIG. 4 is a flow chart for explaining processes ac-
cording to existence or non-existence of the second
region in FIG. 3.

[Mode for Invention]

[0019] The present invention is described more fully
hereinafter with reference to the accompanying draw-
ings, in which example embodiments of the present in-
vention are shown. The present invention may, however,
be embodied in many different forms and should not be
construed as limited to the example embodiments set
forth herein. Rather, these example embodiments are
provided so that this disclosure will be thorough and com-
plete, and will fully convey the scope of the present in-
vention to those skilled in the art. In the drawings, the
sizes and relative sizes of layers and regions may be
exaggerated for clarity.
[0020] It will be understood that, although the terms
first, second, etc. may be used herein to describe various
elements, these elements should not be limited by these
terms. These terms are only used to distinguish one el-
ement from another element. For example, a first element
discussed below could be termed a second element, and
similarly, a second element may also be termed a first
element, without departing from the teachings of the
present invention.
[0021] The terminology used herein is for the purpose
of describing particular example embodiments only and
is not intended to be limiting of the present invention. As
used herein, the singular forms "a," "an" and "the" are
intended to include the plural forms as well, unless the
context clearly indicates otherwise. It will be further un-
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derstood that the terms "comprises" and/or "comprising,"
when used in this specification, specify the presence of
stated features, integers, steps, operations, elements,
components, and/or groups thereof but do not preclude
the presence or addition of one or more other features,
integers, steps, operations, elements, components,
and/or groups thereof.
[0022] Unless otherwise defined, all terms (including
technical and scientific terms) used herein have the same
meaning as commonly understood by one of ordinary
skill in the art to which this invention belongs.
[0023] It will be further understood that terms, such as
those defined in commonly used dictionaries, should be
interpreted as having a meaning that is consistent with
their meaning in the context of the relevant art and will
not be interpreted in an idealized or overly formal sense
unless expressly so defined herein. The terms used in
the present application are defined as follows.
[0024] A feature object indicates at least a portion of a
specific object formed on a board with having a prede-
termined shape. For example, the feature object may in-
clude a fiducial, a hole pattern, a curved circuit pattern,
and the like, which are formed on a board.
[0025] The feature object is used specifically as fol-
lows.

1) candidate feature objects: all or individual of rec-
ognizable or recognized feature objects
2) selection feature objects: more than a reference
number of feature objects selected for distortion
compensation
3) effective feature objects: feature objects that are
recognizable in a specific area among selection fea-
ture objects and can be utilized for distortion com-
pensation in the specific area
4) non-eligible feature objects: feature objects that
are not recognizable in a specific area among selec-
tion feature objects and cannot be utilized for distor-
tion compensation in the specific area
5) substitute feature objects: feature objects newly
selected from candidate feature objects in order to
replace non-eligible feature objects
6) modified selection feature objects: more than a
reference number of feature objects that are newly
constructed by replacing non-eligible feature objects
with substitute feature objects

[0026] The present invention may be illustrated as be-
ing implemented in a suitable computing environment.
In addition, various methods according to the present
invention may be provided as a recording medium that
records a computer-software for implementing the meth-
ods.
[0027] The recording medium typically includes a va-
riety of computer readable media, and may be provided
as any available media that can be accessed by a com-
puter. Further, the recording medium includes volatile or
non-volatile media, removable or non-removable media,

etc. For example, the recording medium may include all
the media implemented in any method or technology for
storage of information such as computer readable in-
structions, data structures, program modules or other da-
ta. In addition, the recording medium includes, but is not
limited to, RAM, ROM, EEPROM, flash memory or other
memory technology, CD-ROM, digital versatile disks
(DVD) or other optical disk storage, magnetic cassettes,
magnetic tape, magnetic disk storage or other magnetic
storage devices, or any other medium which can be used
to store the desired information and which can be ac-
cessed by a computer.
[0028] Hereinafter, exemplary embodiments of the
present invention will be described in detail with refer-
ence to the accompanying drawings.
[0029] FIG. 1 is a conceptual view of a board inspecting
apparatus according to an exemplary embodiment of the
present invention.
[0030] Referring to FIG. 1, a board inspecting appara-
tus 100 according to an embodiment of the present in-
vention includes a measuring section 110, a processing
section 120, and a display section 130.
[0031] The measuring section 110 obtains measure-
ment data for at least a portion of the board 10.
[0032] The board 10 may be placed on a stage 20 and
the stage 20 may be transferred to a predetermined po-
sition by control of the processing section 120 described
later or by control of an externally provided transfer ap-
paratus.
[0033] The measurement data may include a real pho-
tographed image of the board 10 or related data.
[0034] In one embodiment, the measuring section 110
may include a first illumination part 112, a second illumi-
nation part 114, and an image-capturing part 116, and
the measurement data may include a captured image
obtained at the image-capturing part 116.
[0035] The first illumination part 112 may provide non-
patterned illumination. The non-patterned illumination
may be, for example, an illumination to obtain a plane
image of the two-dimensional shape of the measurement
target formed on the board 10. The plane image may
include at least one information of color, brightness or
brightness, and saturation of the measurement target.
[0036] In one embodiment, the first illumination part
112 may include a plurality of illumination units arranged
in a circular shape on the basis of the measurement tar-
get, which is a measurement object, when viewed in a
plane view, to irradiate light. For example, the first illumi-
nation part 112 may include a light source that emits white
light or monochromatic light of a predetermined color,
and may irradiate a plurality of different color lights such
as red, green, and blue at different inclination angles. In
the first illumination part 112, a plurality of LEDs may be
continuously arranged so as to respectively have a ring
shape.
[0037] The second illumination part 114 may provide
pattern illumination. The pattern illumination may be, for
example, an illumination for acquiring a pattern image
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from which a three-dimensional shape of the measure-
ment target may be extracted. In one embodiment, the
second illumination part 114 may include a plurality of
pattern illumination units arranged to obliquely irradiate
grating pattern light in different directions toward the
measurement target. For example, the second illumina-
tion part 114 may illuminate the grating pattern light form-
ing a grating pattern for obtaining three-dimensional
shape information of the measurement target, obliquely
based on a normal line perpendicular to the plane of the
measurement target. Also, the second illumination part
114 may be disposed apart from each other along the
circumferential direction about the measurement target,
or may be arranged at each vertex of a polygon in which
the measurement target is centered. The second illumi-
nation part 114 may be alternately arranged at regular
intervals in a position to divide a circumference. The pat-
tern illumination units of the second illumination part 114
may be provided with M (M is a natural number greater
than or equal to 2), and for example, may be provided
with various numbers of 2, 4, or 8.
[0038] In one embodiment, each pattern illumination
unit of the second illumination part 114 may illuminate
the grating pattern light N times toward the measurement
target (N is a natural number greater than or equal to 2).
In order to illuminate phase-shifted grating pattern light,
the pattern illumination unit may transfer grating pattern
N times, by using a pattern image employing a digital
light processing (DLP) method using a digital micromirror
display (DMD), or a pattern image of a liquid crystal dis-
play device, and may transfer grating pattern by using a
pattern image of various display method. Alternatively,
the grating pattern may be physically transferred N times
by using a grating transfer mechanism.
[0039] The image-capturing part 116 may obtain a two-
dimensional plane image of the measurement target
based on the non-patterned illumination of the first illu-
mination part 112, and may obtain a pattern image of the
measurement target based on the patterned illumination
of the second illumination part 114. From the pattern im-
age, a three-dimensional shape of the measurement tar-
get may be calculated, for example, by applying a method
such as a bucket algorithm. On the other hand, the image-
capturing part 116 may be provided with K (K is a natural
number greater than or equal to 1), and may be arranged
at various angles based on a normal line perpendicular
to the plane of the measurement target. Also, the second
illumination part 114 of the measuring section 110 may
be provided with L (L is a natural number greater than or
equal to 1), so that the measuring section 110 may in-
clude various types such as 1: K, L: 1, L: K, and the like
between the second illumination part 114 and the image-
capturing part 116.
[0040] The measurement data may include a captured
image such as a two-dimensional plane image obtained
from the image-capturing part 116. In addition, the board
10 may be inspected using the two-dimensional plane
image and/or the pattern image.

[0041] The processing section 120 performs distortion
compensation of the board 10 by comparing the meas-
urement data of the board 10 with previously obtained
reference data of the board 10, based on a plurality of
feature objects set on the board 10. In addition, the
processing section 120 may perform various inspections
for the board 10 with distortion compensation. For exam-
ple, the processing section 120 may include a computer
or a central processing part of a computer, and may in-
clude a control device performing a similar function.
[0042] Particularly, since there may be distortion in the
inspection area set for the inspection of the board 10, a
predetermined feature object is established on the board
in order to set the inspection area with distortion com-
pensation, and the compensation may be performed by
judging distortion of the inspection area based on the
feature object. In this case, the feature object is a refer-
ence for comparing the measurement data of the board
10 and the previously obtained reference data of the
board, and distortion compensation may be performed
by comparing the feature object of the measurement data
and the feature object of the reference data for associated
feature objects.
[0043] In one embodiment, between known reference
data or reference data taught according to a teaching
mode and the measurement data such as a captured
image, the distortion of the board is determined from the
change of the feature object caused by the distortion of
the board 10, and then more accurate inspection may be
performed by setting the inspection area with distortion
compensation. For example, changes in the feature ob-
ject may include changes in shape, changes in size,
changes in a distance between the feature objects,
changes in a geometry between the feature objects, and
so on.
[0044] The establishment of the selection feature ob-
ject may be done by user input via an input section de-
scribed below or automatically by the processing section
120.
[0045] The distortion of the board 10 may occur in var-
ious forms due to various causes. For example, the board
10 may include distortion being such as bent, twisted,
curved, rugged, etc., which are formed locally or globally
due to the cause of manufacturing or handling. In one
embodiment, the distortion compensation of the board
10 may include warpage compensation of the board.
[0046] The reference data may be a theoretical plane
image for the board 10.
[0047] In one embodiment, the reference data may be
obtained from CAD information or gerber information,
which record the shape for the board 10. The CAD infor-
mation or gerber information includes design reference
information of the board, and generally includes layout
information about pads, circuit patterns, circular patterns,
and so on.
[0048] In another embodiment, the reference data may
be obtained from teaching information obtained by a
teaching mode. In the teaching mode, for example, board
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information is searched in the database, and in case that
board information is not available as a search result of
the database, teaching of a bare board is performed.
Then, the teaching of the bare board is completed and
when board information such as pad and wiring informa-
tion of the bare board is calculated, the board information
is stored in the database. That is, the design reference
information of a printed circuit board may be obtained by
teaching the bare board of the printed circuit board in the
teaching mode, and the reference data may be obtained
by acquiring the teaching information through the teach-
ing mode.
[0049] The reference data may be obtained in ad-
vance, and the measurement data may be distorted com-
pared with the reference data due to bending, twisting,
etc. of the board. Thus, by comparing the reference data
with the measurement data, distortion compensation of
the board 10 may be performed and the board 10 with
distortion compensation may be inspected.
[0050] In this case, the processing section 120 may
select a plurality of selection feature objects greater than
the reference number among many candidate feature
objects existing on the board 10, and use the selection
feature objects as a basis of the comparison. The can-
didate feature objects may include a fiducial, a hole pat-
tern, a corner portion of a curved circuit pattern and the
like, which are formed on the board 10. By comparing
the reference data with the measurement data based on
the coordinates of the center point of the hole pattern or
the coordinates of the corner point of the curved circuit
pattern, a conversion relationship between the reference
data and the measurement data, which represents the
distortion of the measurement data for the reference da-
ta, may be obtained.
[0051] The display section 130 displays an image for
inspection of the board 10. For example, the display sec-
tion 130 may include a display device such as a monitor
connected to the processing section 120. A user may
perform an inspection of the board 10 using various vid-
eos and selection options displayed in the display section
130.
[0052] The processing section 120 compares the
number of effective feature objects that are recognizable
among the selection feature objects established for dis-
tortion compensation of the board 10 with a preset ref-
erence number when performing distortion compensa-
tion of the board 10, and in case that the number of the
recognizable effective feature objects is less than the ref-
erence number, the distortion compensation is deter-
mined as failed.
[0053] In case that the number of the effective feature
objects that are recognizable in the processing section
120 is less than a predetermined reference number, the
basic data for acquiring the conversion relationship be-
tween the reference data and the measurement data is
insufficient, so that the conversion relationship may not
be acquired, or the conversion relationship may be inac-
curate, and in such a case, the distortion compensation

may be regarded as failed.
[0054] On the other hand, when performing the distor-
tion compensation of the board 10, the distortion com-
pensation may be regarded as successful in case that
the number of the effective feature objects that are rec-
ognizable among the selection feature objects set for the
distortion compensation of the board 10 is equal to or
greater than the reference number.
[0055] The number of effective feature objects that are
recognizable in the processing section 120 may be re-
duced by various causes. For example, when the board
10 is contaminated such as a foreign matter attached to
a specific position of the board 10, the recognition rate
of the feature object of the foreign matter attached portion
is lowered, so that the number of effective feature objects
may be below a reference number. In addition, when ven-
dors are different, the boards 10 produced according to
the vendors may be somewhat different, in which case
the number of the effective feature objects that are rec-
ognizable may be below the reference number for a par-
ticular vendor.
[0056] The display section 130 distinguishably display-
ing an area that the distortion compensation has suc-
ceeded and an area that the distortion compensation has
failed, after the distortion compensation of the board 10
is performed.
[0057] FIG. 2 is a conceptual view for explaining an
example that the display section in FIG. 1 displays a first
area and a second area.
[0058] Referring to FIGS. 1 and 2, the display section
130 displays a board image 10a corresponding to the
board 10. The display section 130 distinguishably dis-
plays a first area AR1 corresponding to such an area that
the distortion compensation has succeeded and a sec-
ond area AR2 corresponding to such an area that the
distortion compensation has failed. In one embodiment,
in FIG. 2, the second area AR2 is displayed to be em-
phasized relative to the first area AR1.
[0059] In another embodiment, the first area AR1 and
the second area AR2 may be displayed in different colors.
For example, the first area AR1 and the second area AR2
may be displayed distinguishably in different colors, such
as green and red, respectively.
[0060] Alternatively, the first area AR1 and the second
area AR2 may be displayed distinguishably by various
methods such as different line widths, different back-
ground colors, reversed images, etc.
[0061] In one embodiment, the processing section 120
may set a compensation unit CU, which is a basic unit
for performing the distortion compensation. Herein, the
display section 130 may display the first area AR1 and
the second area AR2 by the compensation unit CU.
[0062] For example, the compensation unit CU may
be established by at least one of each panel forming an
array on the board 10, a field of view image-captured by
the image-capturing part 116 of the measuring section
110 and an area input by a user. In FIG. 2, the compen-
sation unit CU is set for each panel PN forming a 333
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array. Accordingly, the processing section 120 may de-
termine whether the distortion compensation is appropri-
ate for each panel PN, and the display section 130 dis-
plays the panel PN corresponding to one among the first
area AR1 and the second area AR2 for each panel PN.
[0063] Meanwhile, before distinguishably displaying
the first area AR1 and the second area AR2, or at the
same time, the display section 130 may display an ideal
image of the board 10, which is in case that all the dis-
tortion compensations are successful, so that the com-
pensation result may be easily grasped in comparison
with the case that the distortion compensation is suc-
cessful.
[0064] A user may easily check the first area AR1 and
the second area AR2 distinguishably displayed in the dis-
play section 130. When the second area AR2 exists, the
cause of the compensation failure may be found and
solved such that the number of the recognizable effective
feature objects in the second area AR2 may be greater
than or equal to the reference number.
[0065] In one embodiment, the processing section 120
may automatically change at least one of the selection
feature objects. For example, when the number of the
recognizable effective feature objects among the selec-
tion feature objects in a specific area is insufficient, the
processing section 120 may perform modification such
as excluding non-eligible feature objects from the selec-
tion feature objects that are not well recognized in the
associated area, and selecting and adding other substi-
tute feature objects, to thereby construct modified selec-
tion feature objects. The processing section 120 may per-
form distortion compensation again for the second area
AR2 based on the modified selection feature objects.
[0066] For example, when the board image 10a for the
board 10 includes the panels PN forming an array, and
compensation of each panel PN is performed by a com-
pensation unit of each panel PN, when the panels PN
are the same kind of panels, the same selection feature
objects may be set for each panel PN. However, after
the compensation is performed, when a foreign matter
is attached to any one feature object of a specific panel
and the feature object is not recognized, another substi-
tute feature object is newly selected and added instead
of the associated non-eligible feature object, thereby re-
covering failure of the distortion compensation of the spe-
cific panel.
[0067] In one embodiment, the board inspecting appa-
ratus 100 may further include an input section 140.
[0068] The input section 140 receives inputs of the fea-
ture objects. For example, the input section 140 may in-
clude at least one of a computer keyboard, a mouse, a
touchpad, and a touch panel.
[0069] The input section 140 may further receive at
least one substitute feature object from a user such that
the number of the recognizable effective feature objects
in the second area AR2 is greater than or equal to the
reference number. For example, due to the cause of for-
eign matter attachment as described above, there is a

case that effective feature objects that are recognizable
in other areas are non-eligible feature objects that are
not recognizable in a specific area, so that the number
of the recognizable effective feature objects is insuffi-
cient. In this case, the processing section 120 may make
changes such as excluding non-eligible feature objects
that are not well recognized in the specific area and add-
ing substitute feature objects input from a user through
the input section. Herein, the processing section 130 may
modify at least one of the selection feature objects to
construct modified selection feature objects, and perform
distortion compensation again for the second area AR2
based on the modified selection feature objects.
[0070] Hereinafter, a method of compensating board
distortion using the board inspecting apparatus 100 will
be described in more detail with reference to the draw-
ings.
[0071] FIG. 3 is a flow chart showing a method of com-
pensating board distortion according to an exemplary
embodiment of the present invention.
[0072] Referring to FIGS. 1 to 3, in order to perform
distortion compensation of the board 10 according to an
embodiment of the present invention, first, distortion
compensation of the board 10 is performed based on a
plurality of selection feature objects set on the board 10
in step of S110.
[0073] Particularly, the measurement data of the board
10 is compared with the previously obtained reference
data of the board, based on a plurality of selection feature
objects set on the board 10, and herein, the selection
feature objects of the measurement data and the selec-
tion feature objects of the reference data are compared
for the associated selection feature objects, to perform
distortion compensation of the board 10.
[0074] When performing the distortion compensation,
the number of recognizable effective feature objects is
compared with the reference number.
[0075] Particularly, the number of effective feature ob-
jects that are recognizable among the selection feature
objects set for the distortion compensation of the board
is compared with a preset reference number, to judge
whether the number of the recognizable effective feature
objects is greater than or equal to the reference number.
[0076] Thereafter, in the image for inspection of the
board, a first area corresponding to such an area that the
distortion compensation has succeeded and a second
area corresponding to such an area that the distortion
compensation has failed are distinguishably displayed in
step of S120.
[0077] In one embodiment, the first area AR1 and the
second area AR2 may be displayed in different colors,
and for example, the first area AR1 and the second area
AR2 may be displayed distinguishably in different colors
such as green color and red color, respectively.
[0078] Alternatively, the first area AR1 and the second
area AR2 may be displayed distinguishably by various
methods such as different line widths, different back-
ground colors, reversed images, etc.
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[0079] Thus, a user may easily check the area where
the number of the recognizable effective feature objects
is less than the reference number, and when the second
area AR2 exists, the user may perform a process of ad-
ditional distortion compensation again.
[0080] FIG. 4 is a flow chart for explaining processes
according to existence or non-existence of the second
region in FIG. 3.
[0081] Referring to FIGS. 2 to 4, after comparing the
number of effective feature objects that are recognizable
with the reference number and displaying the result in
step of S120, different processes may be performed de-
pending on the presence or absence of the second area
AR2 in which the number of the recognizable effective
feature objects is less than the reference number.
[0082] After checking the presence or absence of the
second area AR2 in step of S130, when the second area
AR2 is present (Yes), at least one of the selection feature
objects may be modified so that the number of the rec-
ognizable effective feature objects in the second area
AR2 is greater than or equal to the reference number in
step of S140.
[0083] In one embodiment, at least one substitute fea-
ture object is additionally input from a user through the
input section 140 to modify at least one of the selection
feature objects to construct a modified selection feature
objects in step of S150, and based on the modified se-
lection feature objects, the distortion compensation for
the second area AR2 may be performed again. Herein,
the distortion compensation may be performed again for
the entire board 10, but the distortion compensation may
be performed only for the second area AR2.
[0084] On the other hand, after checking the presence
or absence of the second area AR2 in step of S130, when
the second area AR2 is absent (No), it is determined that
the distortion compensation of the board 10 is successful,
and inspection areas of the board 10 with distortion com-
pensation may be inspected in step of S150.
[0085] Meanwhile, as a result of checking the exist-
ence of the second area AR2 in step of S130 even after
changing the selection feature objects by excluding the
non-eligible feature object, when the second area AR2
still exists, at least one of the selection feature objects
may be continuously modified so that the number of the
recognizable effective feature objects in the second area
AR2 is greater than or equal to the reference number.
Herein, the reference number of modification times to
modify the selection feature objects or the reference time
to be elapsed may be established in advance. When the
second area AR2 still exists although the selection fea-
ture objects are modified by the reference number of
modification times and/or for the reference time, the dis-
tortion compensation process may be terminated auto-
matically with the distortion compensation completed for
the first area AR1 and without any further trial to perform
distortion compensation for the second area AR2. Alter-
natively, regardless of the reference number of modifi-
cation times and/or the reference time, the distortion

compensation process may be forced to end according
to a termination instruction entered by a user via the input
section 140.
[0086] In case that the distortion compensation proc-
ess is terminated with including the second area AR2,
the second area AR2 may be determined to be defective
without further inspection and may not perform the sub-
sequent inspection process after the distortion compen-
sation (for example, a panel corresponding to the second
area AR2 is determined to be defective), or the inspection
process may be performed without the distortion com-
pensation process.
[0087] Meanwhile, the board inspecting apparatus 100
and the method of compensating board distortion using
the same may be provided as an apparatus supporting
distortion compensation of an inspection target board,
which includes a predetermined interface type.
[0088] According to the board inspecting apparatus
and the method of compensating board distortion, in in-
specting the board with distortion compensation by per-
forming distortion compensation of an inspection target
board, after the distortion compensation of the board is
performed, a first area corresponding to such an area
that the distortion compensation has succeeded and a
second area corresponding to such an area that the dis-
tortion compensation has failed are distinguishably dis-
played, and the distortion compensation is determined
as failed and displayed in case that the number of effec-
tive feature objects that are recognizable is less than a
reference number, thereby improving user’s conven-
ience, easily recovering the failure of the distortion com-
pensation, and allowing accurate and valid distortion
compensation.
[0089] In addition, the compensation unit for the dis-
tortion compensation may be established in various
ways, and the first area and the second area are dis-
played for each compensation unit, so that a user may
conveniently check failure of distortion compensation for
each compensation unit.
[0090] Also, at least a portion of the feature objects
may be modified so that the second area not meeting the
compensation criteria may meet the compensation crite-
ria, and the distortion compensation is performed again,
thereby allowing accurate and valid distortion compen-
sation.
[0091] It will be apparent to those skilled in the art that
various modifications and variations may be made in the
present invention without departing from the spirit or
scope of the invention. Thus, it is intended that the
present invention cover the modifications and variations
of this invention provided they come within the scope of
the appended claims and their equivalents.

Claims

1. A board inspecting apparatus, comprising:
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a measuring section obtaining measurement
data for at least a portion of a board;
a processing section comparing the measure-
ment data of the board and previously obtained
reference data of the board, based on a plurality
of selection feature objects set on the board,
wherein the processing section compares se-
lection feature objects of the measurement data
and associated selection feature objects of the
reference data, to perform distortion compensa-
tion for the board, and inspects the board in
which distortion is compensated; and
a display section, after the distortion compensa-
tion of the board is performed, distinguishably
displaying a first area corresponding to such an
area that the distortion compensation has suc-
ceeded and a second area corresponding to
such an area that the distortion compensation
has failed;
wherein the processing section, when perform-
ing the distortion compensation of the board,
compares a number of effective feature objects
that are recognizable among the selection fea-
ture objects set for distortion compensation of
the board with a reference number that is pre-
determined, and determine the distortion com-
pensation as failed in case that the number of
the recognizable effective feature objects is less
than the reference number.

2. The board inspecting apparatus of claim 1, wherein
the processing section sets a compensation unit,
which is a basic unit for performing the distortion
compensation, and
wherein the display section displays the first area
and the second area for each compensation unit.

3. The board inspecting apparatus of claim 2, wherein
the compensation unit is set based on at least one
of each panel forming an array on the board, a field
of view image-captured by an image-capturing part
of the measuring section and an area input by a user.

4. The board inspecting apparatus of claim 1, further
comprising an input section for inputting substitute
feature objects,
wherein the input section further receives at least
one of the substitute feature objects from the user
such that the number of the recognizable effective
feature objects in the second area is greater than or
equal to the reference number, and
wherein the processing section constructs modified
selection feature objects by changing at least one of
the selection feature objects into the substitute fea-
ture object, and re-performs distortion compensation
for the second area based on the modified selection
feature objects.

5. A method of compensating board distortion, as a
board inspection method by using a board inspecting
apparatus that inspects a board as an inspection tar-
get in which distortion is compensated by performing
distortion compensation of the board, the method
comprising:

comparing measurement data of the board and
previously obtained reference data of the board,
based on a plurality of selection feature objects
set on the board, wherein selection feature ob-
jects of the measurement data are compared
with associated selection feature objects of the
reference data, to perform distortion compensa-
tion for the board; and
distinguishably displaying a first area corre-
sponding to such an area that the distortion com-
pensation has succeeded and a second area
corresponding to such an area that the distortion
compensation has failed;
when performing the distortion compensation of
the board, wherein a number of effective feature
objects that are recognizable among the selec-
tion feature objects set for distortion compensa-
tion of the board is compared with a reference
number that is predetermined, and the distortion
compensation is determined as failed in case
that the number of the recognizable effective
feature objects is less than the reference
number.

6. The method of claim 5,
after distinguishably displaying the first area and the
second area,
further comprising constructing modified selection
feature objects by changing a portion of the selection
feature objects to another feature object such that
the number of the recognizable effective feature ob-
jects in the second area is greater than or equal to
the reference number.

7. A computer readable non-transitory recording medi-
um recording a program implementing the method
of any one of claims 5 and 6.
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