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(54) LENS DRIVING DEVICE, AND CAMERA MODULE AND OPTICAL DEVICE COMPRISING SAME

(57) An embodiment of the present invention com-
prises: a housing; a bobbin disposed inside the housing;
a first coil disposed on an outer circumferential surface
of the bobbin; a magnet disposed on a side part of the
housing to correspond to the first coil; a base disposed
under the housing; a second coil, disposed on a lateral
surface of the base, for generating an induced voltage
by interacting with the first coil; and first to fourth elastic
members coupled to the bobbin and the housing, and
spaced apart from an upper surface of the base, wherein

each of the first and second elastic members comprises:
a first bonding part for bonding the first coil, and a first
connection terminal for electrical connection to the out-
side; each of the third and fourth elastic members com-
prises: a second bonding part for bonding the second
coil, and a second connection terminal for an electrical
connection to the outside; and the second bonding part
and the second connection terminal are disposed on dif-
ferent outer surfaces of the base.
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Description

[Technical Field]

[0001] Embodiments relate to a lens moving apparatus
and to a camera module and an optical device including
the same.

[Background Art]

[0002] It is difficult to apply the technology of a voice
coil motor (VCM) used in a conventional camera module
to an ultra-small camera module while still realizing low
power consumption thereof, and thus research has been
actively conducted in relation thereto.
[0003] There is increasing demand for, and production
of, electronic products such as smart phones and cellular
phones equipped with cameras. Cameras for cellular
phones have been increasing in resolution and decreas-
ing in size, and accordingly, an actuator therefor is also
becoming smaller, larger in diameter, and more multi-
functional. In order to realize a high-resolution cellular
phone camera, improvement in the performance of the
cellular phone camera and additional functions, such as
auto-focusing, shutter shaking prevention, and zooming
in and out, are required.

[Disclosure]

[Technical Problem]

[0004] Embodiments provide a lens moving apparatus,
which is capable of preventing an electrical short be-
tween a second coil and a cover member and is capable
of increasing coupling force between the cover member
and a housing using an adhesive member, and a camera
module and an optical device including the same.
[0005] Embodiments provide a lens moving apparatus,
which is capable of preventing disconnection of the sec-
ond coil for generating an inductive voltage and is capa-
ble of securing a resistance value of the second coil for
temperature compensation, and a camera module and
an optical device including the same.

[Technical Solution]

[0006] A lens moving apparatus according to an em-
bodiment includes a housing, a bobbin disposed in the
housing, a first coil disposed on an outer circumferential
surface of the bobbin, a magnet disposed on a side por-
tion of the housing, the magnet being disposed corre-
sponding to the first coil, a base disposed under the hous-
ing, a second coil disposed on an outer surface of the
base, the second coil being configured to generate an
inductive voltage due to interaction with the first coil, and
first to fourth elastic members coupled to the bobbin and
the housing, the first to fourth elastic members being dis-
posed so as to be spaced apart from each other on an

upper surface of the base, wherein each of the first and
second elastic members includes a first bonding portion
for bonding to the first coil and a first connection terminal
for electric connection to the outside, each of the third
and fourth elastic members includes a second bonding
portion for bonding to the second coil and a second con-
nection terminal for electric connection to the outside,
and the second bonding portion and the second connec-
tion terminal are disposed on different outer surfaces of
the base.
[0007] The base may include side portions and a cor-
ner portion disposed between two adjacent ones of the
side portions, and each of the second bonding portion
and the second connection terminal may be disposed on
a corresponding one of outer surfaces of two side por-
tions adjacent to the corner portion.
[0008] Each of the first to fourth elastic members may
include an inner frame coupled to the bobbin, an outer
frame coupled to the housing, and a connection portion
connecting the inner frame and the outer frame to each
other, the first bonding portion may be disposed at the
inner frame, and the second bonding portion and the first
and second connection terminals may be disposed at the
outer frame.
[0009] Each of the second bonding portion and the first
and second connection terminals may be bent and ex-
tend from the outer frame toward the base and may be
disposed on the outer surface of the base.
[0010] The base may have a groove formed in the outer
surface thereof to allow the second coil to be disposed
therein, and the second bonding portion may be disposed
on a region of the outer surface of the base, which is
located above the groove.
[0011] The first and second connection terminals may
extend to another region of the outer surface of the base,
which is located below the groove.
[0012] The base may have first indented portions
formed in the outer surface thereof to allow the first and
second connection terminals to be respectively disposed
therein, and the base may have a second indented por-
tion formed in the outer surface thereof to allow the sec-
ond bonding portion to be disposed therein.
[0013] The first connection terminal of each of the first
and second elastic members may be disposed on a first
outer surface of the base, the second connection terminal
of each of the third and fourth elastic members may be
disposed on a second outer surface of the base, and the
first outer surface of the base and the second outer sur-
face of the base may be located opposite each other.
[0014] The lens moving apparatus may further include
a cover member including an upper plate and side plates
connected to the upper plate, the cover member being
coupled to the housing, and a sealing member disposed
between each of the side plates of the cover member
and the housing. The housing may include side portions
disposed at positions corresponding to the side plates of
the cover member and an outer protruding portion formed
at an outer surface of each of the side portions, and the
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outer protruding portion may protrude from the outer sur-
face of each of the side portions in a direction from an
inner surface of each of the side portions toward the outer
surface thereof and may protrude from the lower end of
each of the side portions toward the base.
[0015] The housing may include an indented portion
formed in an outer surface of the outer protruding portion
to allow the sealing member to be injected therein, and
an inner protruding portion provided on an inner surface
of the outer protruding portion at a position corresponding
to the indented portion.

[Advantageous Effects]

[0016] Embodiments may prevent an electrical short
between the second coil and the cover member and may
increase coupling force between the cover member and
the housing using an adhesive member.
[0017] In addition, embodiments may prevent discon-
nection of the second coil, may secure a resistance value
of the second coil for temperature compensation, and
may improve productibility of a mold for forming the base
and injection moldability thereof.

[Description of Drawings]

[0018]

FIG. 1 illustrates a perspective view of a lens moving
apparatus according to an embodiment.
FIG. 2 illustrates an exploded perspective view of
the lens moving apparatus shown in FIG. 1.
FIG. 3 illustrates an assembled perspective view of
the lens moving apparatus excluding a cover mem-
ber of FIG. 1.
FIG. 4a is a first perspective view of the bobbin
shown in FIG. 1.
FIG. 4b is a coupled perspective view of the bobbin
and the first coil shown in FIG. 1.
FIG. 5 illustrates a perspective view of the housing
shown in FIG. 1.
FIG. 6 illustrates a coupled perspective view of the
housing and the magnet.
FIG. 7 illustrates a coupled view of the bobbin, the
first coil, an upper elastic member, a lower elastic
member, a base and a second coil.
FIG. 8 illustrates an exploded perspective view of
the base, to which the second coil is coupled, and
the lower elastic member.
FIG. 9 illustrates a coupled perspective view of the
second coil, the base and the lower elastic member
shown in FIG. 8.
FIG. 10 illustrates the arrangement of a second
bonding portion and a connection terminal, which
are disposed at the base.
FIG. 11 illustrates a bottom perspective view of the
lens moving apparatus shown in FIG. 2 from which
the illustration of the base and the magnet is omitted.

FIG. 12 is a plan view illustrating the arrangement
relationship between the connection electrodes and
the second coil.
FIG. 13 illustrates a cross-sectional view of the lens
moving apparatus taken in the direction CD in FIG. 1.
FIG. 14 illustrates a cross-sectional view of the lens
moving apparatus taken in the direction AB in FIG. 2.
FIG. 15 illustrates a cross-sectional view of the lens
moving apparatus taken in the direction EF in FIG. 1.
FIG. 16a illustrates a first side view of the lens moving
apparatus shown in FIG. 1.
FIG. 16b illustrates a second side view of the lens
moving apparatus shown in FIG. 1.
FIG. 17 shows mutual inductance depending on the
spacing distance between the first coil and the sec-
ond coil.
FIG. 19 illustrates a cross-sectional view of a lens
moving apparatus according to a further embodi-
ment.
FIG. 20 illustrates an exploded perspective view of
a camera module according to an embodiment.
FIG. 21 is a perspective view of a lens moving ap-
paratus according to another embodiment.
FIG. 22 is an exploded perspective view of the lens
moving apparatus shown in FIG. 21.
FIG. 23 is a perspective view of the lens moving ap-
paratus shown in FIG. 21 from which the illustration
of a cover member is omitted.
FIG. 24a is a first perspective view of the bobbin
shown in FIG. 22.
FIG. 24b is a second perspective view of the bobbin
shown in FIG. 22.
FIG. 24c is a coupled perspective view of the bobbin
and the coil.
FIG. 25a is a first perspective view of the housing
shown in FIG. 22.
FIG. 25b is a second perspective view of the housing
shown in FIG. 22.
FIG. 25c is a coupled perspective view of the housing
and the magnet.
FIG. 26 illustrates the upper elastic member shown
in FIG. 22.
FIG. 27 illustrates the lower elastic member shown
in FIG. 22.
FIG. 28 illustrates an exploded perspective view of
the base and the lower elastic member shown in FIG.
22.
FIG. 29 illustrates a coupled perspective view of the
base and the lower elastic member shown in FIG. 28.
FIG. 30a illustrates an enlarged view of the first con-
nection terminal shown in FIG. 9.
FIG. 30b illustrates a cross-sectional view of the first
connection terminal taken in the direction AB in FIG.
30a.
FIG. 31 illustrates a cross-sectional view of another
example of the first connection terminal shown in
FIG. 30a.
FIG. 32 illustrates a first connection terminal accord-
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ing to another embodiment.
FIG. 33 illustrates a perspective view of a camera
module according to an embodiment.
FIG. 34 illustrates the holder, the image sensor and
the circuit board shown in FIG. 33.
FIG. 35 illustrates a soldering portion of the camera
module shown in FIG. 33.
FIG. 36 illustrates a perspective view of a portable
terminal according to an embodiment.
FIG. 37 illustrates the configuration of the portable
terminal shown in FIG. 36.

[Mode for Invention]

[0019] Hereinafter, embodiments will become appar-
ent with reference to the attached drawings and the de-
scription related thereto. In the description of the embod-
iments, it will be understood that when an element, such
as a layer (film), a region, a pattern or a structure, is
referred to as being "on" or "under" another element, such
as a substrate, a layer (film), a region, a pad or a pattern,
the term "on" or "under" means that the element is "di-
rectly" on or under another element or is "indirectly"
formed such that an intervening element may also be
present. In addition, it will also be understood that the
criteria of "on" or "under" is on the basis of the drawings.
In addition, the same reference numerals will denote the
same elements via the description of the drawings.
[0020] Hereinafter, a lens moving apparatus according
to the embodiments will be described with reference to
the accompanying drawings. For convenience of de-
scription, the lens moving apparatus according to the em-
bodiments will be described using a Cartesian coordinate
system (x, y, z), but may be described using any other
coordinate system, and the embodiments are not limited
as to the coordinate system. In the drawings, an x-axis
and a y-axis are directions perpendicular to a z-axis,
which is an optical-axis direction. The z-axis direction,
which is the optical-axis (OA) direction, may be referred
to as a "first direction", the x-axis direction may be re-
ferred to as a "second direction", and the y-axis direction
may be referred to as a "third direction".
[0021] A "hand-tremor compensation device" used in
a small-sized camera module mounted in a mobile de-
vice, such as a smartphone or a tablet PC, is a device
configured to prevent the outline of a captured image
from being blurred due to vibration caused by the shaking
of a user’s hand when the image is captured.
[0022] In addition, an "auto-focusing device" is a de-
vice for automatically focusing an image of a subject on
the surface of an image sensor. The hand-tremor com-
pensation device and the auto-focusing device may be
configured in various manners. A lens moving apparatus
according to the embodiments may perform an auto-fo-
cusing operation by moving a lens in the first direction.
[0023] FIG. 1 illustrates a perspective view of a lens
moving apparatus 100 according to an embodiment, FIG.
2 illustrates an exploded perspective view of the lens

moving apparatus 100 shown in FIG. 1, and FIG. 3 illus-
trates an assembled perspective view of the lens moving
apparatus 100 excluding a cover member 300 of FIG. 1.
[0024] Referring to FIGs. 1 to 3, the lens moving ap-
paratus 100 includes a bobbin 110, a first coil 120, a
magnet 130, a housing 140, an upper elastic member
150, a lower elastic member 160, a second coil 170, a
base 210, and a cover member 300.
[0025] First, the cover member 300 will be described.
[0026] The cover member 300 accommodates the
bobbin 110, the first coil 120, the magnet 130, the housing
140, the upper elastic member 150, the lower elastic
member 160, and the second coil 170 in an accommo-
dating space defined between the cover member and the
base 210.
[0027] The cover member 300 may take the form of a
box having an open bottom, an upper plate 301 and side
plates 302, and the lower ends of the side plates 302a
to 302d of the cover member 302 may be coupled to
outer protruding portions 40 of the housing 140. The up-
per plate of the cover member 300 may have a polygonal
shape, for example, a rectangular shape, an octagonal
shape, or the like.
[0028] The cover member 300 may have a hollow re-
gion formed in the upper plate 301 thereof to expose a
lens (not illustrated), which is coupled to the bobbin 110,
to external light. In addition, the hollow region in the cover
member 300 may be additionally provided with a window
formed of a light-transmitting material in order to prevent
foreign substances, such as dust or moisture, from en-
tering the inside of a camera module.
[0029] The cover member 300 may be formed of a non-
magnetic material such as SUS in order to prevent the
cover member from adhering to the magnet 130, but may
be formed of a magnetic material to serve as a yoke.
[0030] Next, the bobbin 110 will be described.
[0031] FIG. 4a is a first perspective view of the bobbin
110 shown in FIG. 1, and FIG. 4b is a coupled perspective
view of the bobbin 110 and the first coil 120 shown in
FIG. 1.
[0032] Referring to FIGs. 4a and 4b, the bobbin 110 is
located inside the housing 140 and is movable in the first
direction via electromagnetic interaction between the coil
120 and the magnet 130.
[0033] A lens (not illustrated) may be directly coupled
to an inner circumferential surface 110a of the bobbin
110, without limitation thereto. For example, the bobbin
110 may include a lens barrel (not illustrated) in which at
least one lens is provided, and the lens barrel may be
coupled inside the bobbin 110 in any of various manners.
[0034] The bobbin 110 may have a hollow region for
mounting the lens or the lens barrel. The hollow region
of the bobbin 110 may have the same shape as the lens
or lens barrel to be mounted therein, and may have, for
example, a circular shape, an elliptical shape, or a po-
lygonal shape, without limitation thereto.
[0035] The bobbin 110 may include at least one cou-
pling recess or coupling protrusion 113, which is dis-

5 6 



EP 3 525 040 A1

5

5

10

15

20

25

30

35

40

45

50

55

posed on the upper surface thereof and is coupled and
secured to an inner frame 151 of the upper elastic mem-
ber 150, and at least one coupling protrusion 117, which
is disposed on the lower surface thereof and is coupled
and secured to an inner frame 161 of the lower elastic
member 160.
[0036] The bobbin 110 may have an upper avoidance
groove 112a formed in a region of the upper surface
thereof corresponding to or aligned with a frame connec-
tion portion 153 of the upper elastic member 150. In ad-
dition, the bobbin 110 may have a lower avoidance
groove 112b formed in a region of the lower surface there-
of corresponding to or aligned with a connection portion
163 of the lower elastic member 160. When the bobbin
110 moves in the first direction, spatial interference be-
tween the connection portions 153 and 163 of the upper
and lower elastic members 150 and 160 and the bobbin
110 may be prevented by the upper avoidance groove
112a and the lower avoidance groove 112b in the bobbin
110, and thus the connection portions 153 and 163 of
the upper and lower elastic members 150 and 160 may
be elastically deformed more easily.
[0037] In another embodiment, the connection portion
of the upper elastic member and the bobbin are designed
so as to avoid interference therebetween, in which case
the upper avoidance groove and/or the lower avoidance
groove in the bobbin may not be provided.
[0038] The bobbin 110 may have at least one groove
105 formed in the outer circumferential surface 110b
thereof, in which the first coil 120 is disposed.
[0039] The first coil 120 may be placed or seated in
the groove 105 in the bobbin 110. Alternatively, the first
coil 120 may be directly wound in the groove 105 in the
bobbin 110 so as to rotate in a clockwise or counterclock-
wise direction about the optical axis OA.
[0040] The shape and number of grooves 105 in the
bobbin 110 may correspond to the shape and number of
coils disposed on the outer circumferential surface of the
bobbin 110. In another embodiment, the bobbin 110 may
not have a coil seating groove, and the first coil 120 may
be directly wound around and secured to the outer cir-
cumferential surface of the bobbin 110 having no groove.
[0041] Next, the first coil will be described.
[0042] The first coil 120 is disposed on the outer cir-
cumferential surface 110b of the bobbin 110 and elec-
tromagnetically interacts with the magnet 130 disposed
on the housing 140.
[0043] A driving signal may be applied to the first coil
120 in order to generate an electromagnetic force due to
the electromagnetic interaction between the first coil 120
and the magnet 130. The driving signal applied to the
first coil may include an alternating current signal, or may
include an alternating current signal and a direct current
signal. For example, the alternating current signal may
be a sinusoidal signal or a pulse signal (e.g. a PWM
signal) .
[0044] The bobbin 110, which is elastically supported
by the upper and lower elastic members 150 and 160,

may be moved in the first direction by the electromagnetic
force due to the electromagnetic interaction between the
first coil 120 and the magnet 130. The movement of the
bobbin 110 in the first direction may be controlled by con-
trolling the electromagnetic force, whereby an auto-fo-
cusing function may be performed.
[0045] The first coil 120 may be wound around the out-
er circumferential surface 110b of the bobbin 110 so as
to rotate in a clockwise or counterclockwise direction
about the optical axis. For example, the first coil 120 may
be disposed in or wound around the groove 105 formed
in the outer circumferential surface 110b of the bobbin
110.
[0046] For example, the first coil 120 may have a
closed loop shape, e.g. a ring shape.
[0047] In another embodiment, the first coil 120 may
be implemented in the form of a coil ring that is wound
in a clockwise or counterclockwise direction about an axis
perpendicular to the optical axis, and the number of coil
rings may be the same as the number of magnets 130,
without limitation thereto.
[0048] The first coil 120 may be electrically connected
to at least one of the upper elastic member 150 or the
lower elastic member 160. The driving signal may be
applied to the first coil 120 through at least one of the
upper elastic member 150 or the lower elastic member
160.
[0049] Next, the housing 140 will be described.
[0050] FIG. 5 illustrates a perspective view of the hous-
ing 140 shown in FIG. 1, and FIG. 6 illustrates a coupled
perspective view of the housing 140 and the magnet 130.
[0051] Referring to FIGs. 5 and 6, the housing 140 sup-
ports the magnet 130 and accommodates the bobbin 110
therein so as to allow the bobbin 110 to be moved in the
first direction.
[0052] The housing 140 may have a hollow column
shape overall, and may include first side portions 141
and second side portions 142, which form a hollow region
therein.
[0053] For example, the housing 140 may include the
side portions 141 and 142, which form a polygonal (e.g.
rectangular or octagonal) or circular hollow region there-
in. The upper surfaces of the side portions 141 and 142
may define the upper surface of the housing 140.
[0054] For example, the housing 140 may include first
side portions 141, which are spaced apart from each oth-
er, and second side portions 142, which are spaced apart
from each other.
[0055] For example, the first side portions 141 of the
housing 140 may be disposed at positions corresponding
to the side plates of the cover member 300.
[0056] For example, the length of each of the first side
portions 141 of the housing 140 may be greater than the
length of each of the second side portions 142. For ex-
ample, the first side portions 141 of the housing 140 may
correspond to the sides of the housing 140, and the sec-
ond side portions 142 of the housing 140 may correspond
to the corners of the housing 140.
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[0057] The first side portion 141 of the housing 140
may be referred to as a "side portion", and the second
side portion 142 of the housing 140 may be referred to
as a "corner portion".
[0058] The magnet 130 may be disposed or installed
on the first side portions 141 of the housing 140. For
example, each of the first side portions 141 of the housing
140 may be provided therein with a groove 141a, in which
the magnet 130 is seated, disposed or secured. As illus-
trated in FIG. 5, the groove 141a for the magnet is formed
through the first side portion, without limitation thereto.
The groove 141a may be formed such that it is recessed
from the outer surface of the first side portion.
[0059] The housing 140 may include a first stopper
143, which protrudes from the upper surface thereof.
[0060] The first stopper 143 of the housing 140 func-
tions to prevent collision between the cover member 300
and the housing 140. The first stopper 143 may prevent
the upper surface of the housing 140 from directly collid-
ing with the upper inner surface of the cover member 300
due to external shocks.
[0061] In addition, the housing 140 may include an up-
per frame support protrusion 144, which is formed on the
upper surface thereof so as to be coupled with an outer
frame 152 of the upper elastic member 150. The housing
140 may include a lower frame support protrusion (not
illustrated), which is formed on the lower surface thereof
so as to be coupled with an outer frame 162 of the lower
elastic member 160.
[0062] In addition, the housing 140 may have a lower
guide recess 148, which is formed in each of the lower
portions of the second side portions 141 and 142 thereof.
A guide member 216 of the base 210 may be inserted
into, fastened into or coupled to the lower guide recess
148. The lower guide recess 148 of the housing 140 and
the guide member 216 of the base 210 may be coupled
to each other via an adhesive member 12 (refer to FIG.
11), whereby the housing 140 may be coupled to the
base 210.
[0063] The lower ends 25 (refer to FIG. 6) of the first
side portions 141 of the housing 140, which is coupled
to the base 210, may be in contact with the edges of the
upper surfaces of the upper end portions 210b of the
base 210.
[0064] The housing 140 may include outer protruding
portions 40, which are formed on the outer surfaces 35
of the first side portions 141. The outer protruding por-
tions 40 of the housing 140 may extend from the lower
ends of the first side portions 141 of the housing 140
toward the lower end of the base 210.
[0065] The outer protruding portions 40 of the housing
140 may be disposed so as to correspond to straight
portions 170a (refer to FIG. 12) of the second coil 170
disposed on the base 210.
[0066] The outer protruding portions 40 of the housing
140 may overlap the straight portions 170a of the coil
170 in a direction perpendicular to the optical axis OA.
[0067] For example, the outer protruding portions 40

of the housing 140 may face the straight portions 170a
of the second coil 170, which is disposed on the base
210, in a first horizontal direction 15a (refer to FIG. 12).
[0068] The entire region of the straight portions 170a
of the second coil 170 disposed on the base 210 may
overlap the outer protruding portions 40 of the housing
140 in the first horizontal direction 15a (refer to FIG. 12).
[0069] For example, the length L1 of each of the outer
protruding portions 40 of the housing 140 in a second
horizontal direction may be longer than or equal to the
length of each of the straight portions 170a of the second
coil 170 in the second horizontal direction 15b (refer to
FIG. 12).
[0070] The outer protruding portions 40 of the housing
140 may be located further outwards than the straight
portions 170a of the second coil 170.
[0071] Further, the outer protruding portions 40 of the
housing 140 may overlap the side plates 302a to 302d
of the cover member 300 in the optical-axis direction.
[0072] Still further, the outer protruding portions 40 of
the housing 140 may not overlap the magnet 130 in the
optical-axis direction, without limitation thereto. For ex-
ample, the outer protruding portions 40 of the housing
140 may at least partially overlap the magnet 130 in the
optical-axis direction.
[0073] The lower ends 25 of the first side portions 141
of the housing 140 overlap the second coil 170 disposed
on the base 210 in the optical-axis direction, but the outer
protruding portions 40 of the housing 140 do not overlap
the straight portions 170a of the second coil 170, which
is disposed on the base 210, in the optical-axis direction.
[0074] An adhesive member or a sealing member 18a
and 18b (refer to FIGs. 16a and 16b) may be disposed
between the outer protruding portions 40 of the housing
140 and the side plates 302a to 302d of the cover member
300 in order to couple the housing 140 and the cover
member 300 to each other and to prevent introduction of
external foreign substances.
[0075] The outer protruding portions 40 may protrude
from the outer surfaces of the first side portions 141 of
the housing 140 in the direction from the inner surfaces
of the first side portions 141 toward the outer surfaces
thereof, and may protrude from the lower ends of the first
side portions 141 in the direction from the housing 140
toward the base 210.
[0076] The outer protruding portions 40 of the housing
140 protrude in the direction from the inner surfaces of
the first side portions 141 of the housing 140 toward the
outer surfaces 35 of the first side portions 141, and
stepped portions are formed between the inner surfaces
of the outer protruding portions 40 and the inner surfaces
of the first side portions 141 of the housing 140. Thus, it
is possible to secure a space in which the second coil
170 is disposed, to prevent spatial interference between
the cover member 300 and the second coil 170, and to
protect the second coil 170.
[0077] In the process of winding the second coil 170
around the base 210, a portion of the second coil 170
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may be exposed to the outside of a groove 201 in the
base 210. In the case in which the outer protruding por-
tions 40 are not provided, a portion of the second coil
170, which is exposed to the outside of the groove 201,
may be damaged by the lower ends of the side plates
302a to 302d of the cover member 300, leading to an
electrical disconnection of the second coil 170.
[0078] Further, if the housing 140 does not include the
outer protruding portions 40 and if the lower end of the
cover member extends to the lower end of the base 210,
the gap between the cover member 300 and the housing
140 is increased, and thus the sealing member is not
evenly spread in the space between the cover member
300 and the housing 140 and does not exhibit a secure
sealing effect, which may incur introduction of external
foreign substances into the cover member.
[0079] In the embodiment, since the outer protruding
portions 40 are formed on the outer surfaces of the side
portions of the housing 140, it is possible to prevent the
second coil 170 from being damaged by the cover mem-
ber 300 and to prevent an electrical short between the
second coil 170 and the cover member 300.
[0080] In addition, in the embodiment, since the space
between the outer protruding portions 40 and the cover
member 300 is filled with the adhesive member or the
sealing member 18a and 18b (refer to FIGs. 16a and
16b), it is possible to increase coupling force between
the housing 140 and the cover member 300 and to pre-
vent introduction of foreign substances into the cover
member.
[0081] A lower end portion 210a (refer to FIG. 8) of the
base 210, which is located below the groove 201, may
include protruding regions 211, which protrude from the
inner surface of the base 210 further outwards than the
outer surface of an upper end portion 210b (refer to FIG.
8) of the base 210, which is located above the groove
201. The outer protruding portions 40 of the housing 140
may overlap the protruding regions 211 of the lower end
portion 210a of the base 210 in the optical-axis direction,
and the lower ends of the outer protruding portions 40
may be disposed adjacent to the protruding regions 211
of the lower end portions 210a of the base 210.
[0082] The outer protruding portions 40 of the housing
140 may be provided therein with indented portions 41,
into which the adhesive member or the sealing member
18a and 18b (refer to FIGs. 16a and 16b) is injected in
order to couple the housing 140 and the cover member
300 to each other and to prevent introduction of external
foreign substances into the cover member 300.
[0083] The indented portions 41 may be located so as
to contact the boundary surfaces between the outer pro-
truding portions 40 and the outer surfaces of the first side
portions of the housing 140. For example, each of the
indented portions 41 may be disposed at the upper end
or in the middle of the upper portion of a respective one
of the outer protruding portions 40, and may include an
opening 40a (refer to FIG. 15), which is open to the upper
surface of a respective one of the outer protruding por-

tions 40.
[0084] In addition, the outer protruding portions 40 of
the housing 140 may be provided with inner protruding
portions 42, which protrude from the inner surfaces of
the outer protruding portions 40 in the direction from the
outer surfaces of the outer protruding portions 40 toward
the inner surfaces thereof so as to correspond to the in-
dented portions 41.
[0085] For example, the inner protruding portions 42
may be formed so as to have the same size or shape as
the indented portions 41, and the height that the inner
protruding portions 42 protrude from the inner surfaces
of the outer protruding portions 40 may be the same as
the depth that the indented portions 41 are indented, with-
out limitation thereto.
[0086] When the indented portions 41 are formed in
the outer protruding portions 40 having a uniform thick-
ness, the regions of the outer protruding portions 40, in
which the indented portions 41 are formed, are reduced
in thickness, which may lower the durability of the outer
protruding portions 40. Therefore, in the embodiment,
the inner protruding portions 42 are formed on the inner
surfaces of the outer protruding portions 40 so as to cor-
respond to the indented portions 41, thereby preventing
deterioration in the durability of the outer protruding por-
tions 40.
[0087] FIG. 15 illustrates a cross-sectional view of the
lens moving apparatus 100 taken in the direction EF in
FIG. 1, FIG. 16a illustrates a first side view of the lens
moving apparatus 100 shown in FIG. 1, and FIG. 16b
illustrates a second side view of the lens moving appa-
ratus 100 shown in FIG. 1.
[0088] Referring to FIGs. 15, 16a and 16b, the side
plates 302a to 302d of the cover member 300 may be
configured to expose connection terminals 164-1 to
164-4, second bonding portions 16a and 16b and the
outer protruding portions 40.
[0089] For example, each of the side plates 302a to
302d of the cover member 300 may include a first region
S1, through which the connection terminals 164-1 to
164-4, the second bonding portions 16a and 16b and the
outer protruding portions 40 are exposed, and a second
region S2, which is the remaining region other than the
first region S1.
[0090] In addition, the first region S1 may include a
third region S3, through which the outer protruding por-
tions 40 are exposed, a fourth region S4, through which
the connection terminals 164-1 to 164-4 are exposed,
and a fifth region S5, through which the second bonding
portions 16a and 16b are exposed.
[0091] The lower end of the first region S1 of the cover
member 300 may be located above the outer protruding
portions 40, and the lower end of the second region S2
of the cover member 300 may extend to a region below
the lower end of the first region S1. For example, the
lower end of the second region S2 of the cover member
300 may extend to the lower end portion 210a of the base
210.
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[0092] For example, the lower end of the fourth region
S4 may be located above the lower end of the third region
S3, and the lower end of the fifth region S5 and the lower
end of the third region S3 may be located at the same
height as each other.
[0093] In order to facilitate the coupling between the
side plates 302a to 302d of the cover member 300 and
the outer protruding portions 40 of the housing 140 and
to increase coupling force therebetween, the lower end
of the first region S1 of each of the side plates 302a to
302d of the cover member 300 may face the upper end
of a respective one of the outer protruding portions 40 or
may be aligned therewith in the optical-axis direction, and
the lower end of the second region S2 of each of the side
plates 302a to 302d of the cover member 300 may face
the corner portion of the upper surface of the lower end
portion 210a of the base 210 or may be aligned therewith
in the optical-axis direction.
[0094] The lower ends of the outer protruding portions
40 and the corner portions of the upper surface of the
lower end portion 210a of the base 210 may be in contact
with each other, without limitation thereto. In another em-
bodiment, the lower ends of the outer protruding portions
40 and the corner portions of the upper surface of the
lower end portion 210a of the base 210 may be spaced
apart from each other.
[0095] The lower end of the second region S2 of each
of the side plates 302a to 302d of the cover member 300
and the upper surface of the lower end portion 210a of
the base 210 may be spaced apart from each other, with-
out limitation thereto. In another embodiment, the lower
end of the second region S2 of each of the side plates
302a to 302d of the cover member 300 and the upper
surface of the lower end portion 210a of the base 210
may be in contact with each other.
[0096] For example, the outer surface of the lower end
portion 210a of the base 210, the outer surface of each
of the outer protruding portions 40 of the housing 140
and the third region S3 of each of the side plates of the
cover member 300 may be located on the same plane
as one another, with limitation thereto.
[0097] A space may be present between the opening
40a of the indented portion 41 formed in each of the outer
protruding portions 40 of the housing 140 and the lower
end of the first region S1 of each of the side plates 302a
to 302d of the cover member 300. An adhesive member
or a sealing member may be injected through the open-
ings 40a of the indented portions 41. The adhesive mem-
ber or the sealing member 18a and 18b, as illustrated in
FIGs. 16a and 16b, may be disposed between the inner
surface of the cover member 300, which is adjacent to
the lower end of the first region S1 of each of the side
plates 302a to 302d of the cover member 300, and a
corresponding region of the outer surface of each of the
first side portions of the housing 140.
[0098] Next, the magnet 130 will be described.
[0099] At the initial position of the AF driving unit, e.g.
the initial position of the bobbin 110, the magnet 130 may

be disposed at the side portion of the housing 140 so as
to correspond to or to be aligned with the first coil 120.
Here, the initial position of the bobbin 110 may be the
initial position of the AF driving unit when power is not
applied to the first coil 120, or may be a position at which
the AF driving unit is located when the upper and lower
elastic members 150 and 160 are elastically deformed
only by the weight of the AF driving unit.
[0100] Alternatively, the initial position of the bobbin
110 may be a position at which the AF driving unit is
located when gravity acts in the direction from the bobbin
110 toward the base 210 or in the direction from the base
210 toward the bobbin 110.
[0101] The AF driving unit may include the bobbin 110
and components installed to the bobbin 110.
[0102] For example, the magnet 130 may be disposed
in the groove 141a in the housing 140 so as to overlap
the first coil 120 in the second direction or in the third
direction.
[0103] In another embodiment, the groove 141a may
not be formed in the first side portions 141 of the housing
140, and the magnet 130 may be disposed on any one
of the outer surface and the inner surface of each of the
first side portions 141 of the housing 140.
[0104] The magnet 130 may have a shape correspond-
ing to the shape of each of the first side portions 141 of
the housing 140, for example, may have a rectangular
parallelepiped shape, without limitation thereto.
[0105] The magnet 130 may be a monopolar-magnet-
ized magnet or a bipolar-magnetized magnet, which is
disposed such that the surface thereof that faces the first
coil 120 is an S pole and the opposite surface thereof is
an N pole. However, the disclosure is not limited thereto,
and the poles of the magnet may be reversed.
[0106] In the embodiment, four magnets 130 are pro-
vided. However, the disclosure is not limited thereto, and
at least two magnets 130 may be provided. The surface
of each of the magnets 130 that faces the first coil 120
may be formed in the shape of a planar surface, without
limitation thereto. The surface of each of the magnets
130 that faces the first coil 120 may be formed in the
shape of a curved surface.
[0107] Next, the upper elastic member 150 and the
lower elastic member 160 will be described.
[0108] FIG. 7 illustrates a coupled view of the bobbin
110, the first coil 120, the upper elastic member 150, the
lower elastic member 160, the base 210 and the second
coil 170, FIG. 8 illustrates an exploded perspective view
of the base 210, to which the second coil 170 is coupled,
and the lower elastic member 160, FIG. 9 illustrates a
coupled perspective view of the second coil 170, the base
210 and the lower elastic member 160 shown in FIG. 8,
FIG. 10 illustrates the arrangement of the second bond-
ing portion 16a and the connection terminal 164-3, which
are disposed at the base 210, FIG. 11 illustrates a bottom
perspective view of the lens moving apparatus shown in
FIG. 2 from which the illustration of the base 210 and the
magnets 130-1 to 130-4 is omitted, and FIG. 14 illustrates
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a cross-sectional view of the lens moving apparatus tak-
en in the direction AB in FIG. 2.
[0109] Referring to FIGs. 7 to 11 and 14, the upper
elastic member 150 and the lower elastic member 160
are coupled to the bobbin 110 and the housing 140 and
elastically support the bobbin 110.
[0110] For example, the upper elastic member 150
may be coupled to the upper portion (the upper surface
or the upper end) of the bobbin 110 and to the upper
portion (the upper surface or the upper end) of the hous-
ing 140.
[0111] The lower elastic member 160 may be coupled
to the lower portion (the lower surface or the lower end)
of the bobbin 110 and to the lower portion (the lower
surface or the lower end) of the housing 140.
[0112] The upper elastic member 150 shown in FIG. 7
is not divided into a plurality of elastic members. Howev-
er, the disclosure is not limited thereto. In another em-
bodiment, the upper elastic member 150 may include a
plurality of elastic members, which are spaced apart from
each other.
[0113] The upper elastic member 150 may include a
first inner frame 151, which is coupled to the upper portion
of the bobbin 110, a first outer frame 152, which is coupled
to the upper portion of the housing 140, and a first con-
nection portion 153, which connects the first inner frame
151 and the second outer frame 152 to each other.
[0114] The upper elastic member 150 may be provided
in the first inner frame 151 thereof with a through-hole
151a, into which an upper support protrusion 113 of the
bobbin 110 is coupled, and may be provided in the first
outer frame 152 thereof with a through-hole 152a, into
which an upper frame support protrusion 144 of the hous-
ing 140 is coupled.
[0115] The lower elastic member 160 may include
elastic members, which are divided or separated into two
or more segments. For example, the elastic members
may be referred to as springs or lower springs.
[0116] For example, the lower elastic member 160 may
include first to fourth elastic members 160-1 to 160-4,
which are spaced apart from each other, and the first to
fourth elastic members 160-1 to 160-4 may be electrically
disconnected from each other.
[0117] For example, the first coil 120 may be electri-
cally connected to any two of the elastic members 160-1
to 160-2 of the lower elastic member 160, and the second
coil 170 may be electrically connected to the remaining
two of the elastic members 160-1 to 160-2.
[0118] Each of the first to fourth elastic members 160-1
to 160-4 may include a second inner frame 161, which
is coupled to the lower portion of the bobbin 110, a second
outer frame 162, which is coupled to the lower portion of
the housing 140, and a second connection portion 163,
which connects the second inner frame 161 and the sec-
ond outer frame 162 to each other.
[0119] The lower elastic member 160 may be provided
in the second inner frame 161 thereof with a through-
hole 161a, into which a lower support protrusion 117 of

the bobbin 110 is coupled, and may be provided in the
second outer frame 162 thereof with a through-hole 162a,
into which a lower frame support protrusion of the housing
140 is coupled.
[0120] For example, the first coil 120 may be bonded
to the inner frames of any two of the elastic members
160-1 to 160-4.
[0121] For example, the second coil 170 may be bond-
ed to the outer frames of the remaining two of the elastic
members 160-1 to 160-4.
[0122] Each of the upper elastic member 150 and the
lower elastic member 160 may be embodied as a leaf
spring, without limitation thereto. Each of the upper elas-
tic member 150 and the lower elastic member 160 may
be embodied as a coil spring, a suspension wire, or the
like.
[0123] Each of the first and second connection portions
153 and 163 may be bent or curved at least once so as
to form a predetermined pattern. The upward and/or
downward movement of the bobbin 110 in the first direc-
tion may be flexibly (or elastically) supported by positional
change or fine deformation of the first and second con-
nection portions 153 and 163.
[0124] In order to prevent oscillation while the bobbin
1110 moves, a damper may be disposed between the
first connection portion 153 of the upper elastic member
150 and the upper surface of the bobbin 110. Alterna-
tively, a damper (not illustrated) may also be disposed
between the second connection portion 163 of the lower
elastic member 160 and the lower surface of the bobbin
110.
[0125] Alternatively, a damper may be applied to the
coupling portion between the upper elastic member 150
and each of the bobbin 110 and the housing 140 or to
the coupling portion between the lower elastic member
160 and each of the bobbin 110 and the housing 140.
For example, the damper may be gel-type silicon.
[0126] For example, the first to fourth elastic members
160-1 to 160-4 may be disposed so as to be separated
or spaced apart from each other on the first side portions
141 of the housing 140.
[0127] The first and second elastic members 160-1 and
160-2 may be provided at one ends of the second inner
frames 161 thereof with first bonding portions 15a and
15b, to which opposite ends of the first coil 120 are bond-
ed.
[0128] The reason why the first bonding portions 15a
and 15b are provided at the second inner frames is that
the second inner frames 161 are located closer to the
bobbin 110 than the second outer frames 163, whereby
bonding to the first coil 120 is further facilitated. For ex-
ample, each of the first bonding portions 15a and 15b
may be provided with a groove for guiding the first coil
120.
[0129] The third and fourth elastic members 160-3 and
160-4 may be provided at the second outer frames 163
thereof with second bonding portions 16a and 16b, to
which opposite ends of the second coil 170 are bonded.
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[0130] The reason why the second bonding portions
16a and 16b are provided at the second outer frames
163 is that the second outer frames 163 are located closer
to the outer surface of the base 210 than the second inner
frames 161, whereby bonding to the second coil 170 is
further facilitated.
[0131] One end of the second coil 170 may be bonded
to the second bonding portion 16a of the third elastic
member 160-3 and the opposite end of the second coil
170 may be bonded to the second bonding portion 16b
of the fourth elastic member 160-4 by an adhesive mem-
ber such as solder 20 (refer to FIG. 10).
[0132] The first coil 120 is connected to the first bond-
ing portions 15a and 15b, which are provided at the sec-
ond inner frame 161 of the lower elastic member 160,
and the second coil 170 is connected to the second bond-
ing portions 16a and 16b, which are provided at the sec-
ond outer frame 163 of the lower elastic member 160,
thereby reducing the distance between the two points for
bonding and consequently further facilitating bonding.
[0133] The first bonding portions 15a and 15b of the
lower elastic members 160 may be provided at one ends
of the second inner frames of the elastic members (e.g.
160-1 and 160-2), which face each other in the second
direction or in the third direction). However, the disclosure
is not limited thereto.
[0134] The second bonding portions 16a and 16b may
be connected to the outer surfaces of the second outer
frames 163 of the third and fourth elastic members 160-3
and 160-4, and may be bent and extend in the direction
from the second outer frame 163 toward the base 210.
[0135] For example, the second bonding portion 16a
may be bent in the direction from the second outer frame
163 of the third elastic member 160-3 toward the base
210, and the second bonding portion 16b may be bent
in the direction from the second outer frame 163 of the
fourth elastic member 160-4 toward the base 210.
[0136] The reason why the second bonding portions
16a and 16b are bent and extend in the direction from
the second outer frame 163 toward the base 210 is to
reduce the spacing distance from the second coil 170
disposed on the outer surface of the base 210, thereby
facilitating bonding between the second bonding portions
16a and 16b and the second coil 170.
[0137] In the first and second bonding portions 15a,
15b, 16a and 16b described above, the term "bonding
portion" may be referred to as a pad portion, a connection
terminal portion, a solder portion, or an electrode portion.
[0138] The first to fourth elastic members 160-1 to
160-4 may include connection terminals 164-1 to 164-4,
respectively, each of which is connected to the outer sur-
face of the second outer frame 162 and is bent and ex-
tends in the direction from the second outer frame 163
toward the base 210.
[0139] Each of the connection terminals 164-1 to 164-4
of the first to fourth elastic members 160-1 to 160-4 may
be bent in the direction from the second outer frame 162
toward the base 210. The connection terminals 164-1 to

164-4 may be disposed so as to be spaced apart from
each other.
[0140] Each of the connection terminals 164-1 to 164-4
of the first to fourth elastic members 160-1 to 160-4 may
be disposed, seated or inserted into a corresponding one
of first indented portions 205a to 205d formed in the base
210.
[0141] For example, the first connection terminals
164-1 and 164-2 of the first and second elastic members
160-1 and 160-2 may be disposed at a first outer surface
of the base 210 so as to be in contact with the first outer
surface.
[0142] The second connection terminals 164-3 and
164-4 of the third and fourth elastic members 160-3 and
160-4 may be disposed at a second outer surface of the
base 210 so as to be in contact with the second outer
surface. For example, the first outer surface and the sec-
ond outer surface of the base 210 may face each other
or may be disposed opposite each other.
[0143] In addition, the second bonding portion 16a of
the third elastic member 160-3 may be disposed at a third
outer surface of the base 210 so as to be in contact with
the third outer surface. The second bonding portion 16b
of the fourth elastic member 160-4 may be disposed at
a fourth outer surface of the base 210. The third outer
surface and the fourth outer surface of the base 210 may
face each other or may be disposed opposite each other.
[0144] The connection terminals 164-1 to 164-4 of the
first to fourth elastic members 160-1 to 160-4 may be
exposed from the base 210, and the connection terminals
164-1 to 164-4 may be electrically disconnected from
each other.
[0145] For example, the inner surface of each of the
connection terminals 164-1 to 164-4 disposed in the first
indented portions 205a to 205d may be in contact with
one surface (e.g. the lower surface) of a corresponding
one of the first indented portions 205a to 205d.
[0146] The outer surface of each of the connection ter-
minals 164-1 to 164-4 disposed in the first indented por-
tions 205a to 205d may be exposed from the outer sur-
face of the base 210, and the lower end of each of the
connection terminals 164-1 to 164-4 may be exposed
from the lower surface of the base 210.
[0147] The lower ends of the second bonding portions
16a and 16b may be disposed above the groove 201 in
the base 210, and the lower end of each of the connection
terminals 164-1 to 164-4 may extend to a region below
the groove 201 in the base 210. For example, on the
basis of the outer frame 151 of the upper elastic member
150, the length of each of the connection terminals 164-1
to 164-4 in the optical-axis direction may be greater than
the length of each of the second bonding portions 16a
and 16b in the optical-axis direction.
[0148] The depth of each of the first indented portions
205a to 205d may be greater than the thickness of each
of the connection terminals 164-1 to 164-4, and the outer
surface of each of the connection terminals 164-1 to
164-4 disposed in the first indented portions 205a to 205d
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may not protrude to the outside of the first indented por-
tions 205a to 205d.
[0149] In order to receive power or signals from the
outside, the connection terminals 164-1 to 164-4 may be
electrically connected to external wires or to external el-
ements using a conductive member, e.g. using soldering
or the like.
[0150] In the case in which solders bonded to the con-
nection terminals 164-1 to 164-4 protrude to the outside
of the outer surface of the base 210, the solders bonded
to the connection terminals 164-1 to 164-4 and the cover
300 may contact or collide each other, leading to an elec-
trical short or disconnection. In the embodiment, the first
indented portions 205a to 205d are formed with a suffi-
cient depth to prevent the solders bonded to the connec-
tion terminals 164-1 to 164-4 from protruding to the out-
side of the outer surface of the base 210, thereby pre-
venting the above-mentioned electrical short or discon-
nection.
[0151] In the case in which the first and second coils
120 and 170 are directly bonded to the connection ter-
minals 164-1 to 164-4 using first solders, when soldering
is performed on the connection terminals 164-1 to 164-4
for electric connection to the outside, the first solders may
melt, and thus the first and second coils 120 and 170
may be electrically disconnected.
[0152] In the embodiment, since the first and second
bonding portions 15a, 15b, 16a and 16d, to which the
first and second coils are bonded, and the connection
terminals 164-1 to 164-4, which are electrically connect-
ed to the outside, are additionally provided at the lower
elastic member 160, it is possible to prevent electrical
disconnection of the first and second coils 120 and 170
when soldering is performed on the connection terminals.
[0153] In the connection terminals 164-1 to 164-4 de-
scribed above, the term "connection terminal" may be
referred to as a pad portion, a bonding portion, a solder
portion, or an electrode portion.
[0154] A driving signal for driving the first coil 120 may
be supplied to the first and second connection terminals
164-1 and 164-2 of the first and second elastic members
160-1 and 160-2, at which the first bonding portions 15a
and 15b are provided, and the inductive voltage of the
second coil 170 may be output to the outside via the third
and fourth connection terminals 164-3 and 164-4 of the
third and fourth elastic members 160-3 and 160-4, at
which the second bonding portions 16a and 16b are pro-
vided.
[0155] The base 210 may be coupled to the housing
140, and may form an accommodating space together
with the cover member 300 to accommodate the bobbin
110 and the housing 140. The base 210 may have therein
a hollow region corresponding to the hollow region in the
bobbin 110 and/or the hollow region in the housing 140,
and may have a shape that matches or corresponds to
the shape of the cover member 300, for example, a rec-
tangular shape.
[0156] The base 210 may include a guide member 216

(refer to FIG. 8), which protrudes a predetermined height
in an upward direction from each of the four corner por-
tions thereof. The guide member 216 may be formed in
the shape of a polyprism that protrudes from the upper
surface of the base 210 so as to be perpendicular to the
upper surface of the base 210. However, the disclosure
is not limited thereto.
[0157] The guide member 216 may be inserted, fas-
tened or coupled to the lower guide recess 148 in the
housing 140 using the adhesive member 12 (refer to FIG.
11) such as epoxy or silicon.
[0158] The second coil 170 may be disposed below
the lower elastic member 160 and may be disposed so
as to be wound around the outer surface of the base 210
in a clockwise or counterclockwise direction about the
optical axis.
[0159] For example, the first coil 120 may have a
closed loop shape, e.g. a ring shape.
[0160] For example, the base 210 may be provided in
the outer surface thereof with a groove 201.
[0161] For example, the groove 201 in the base 210
may have a structure that is indented from the outer sur-
face of the base 210. The groove 201 may be spaced
apart from the upper surface and the lower surface of the
base 210. The reason for this is to prevent the second
coil 170, which is disposed in or wound around the groove
201 in the base 201, from being separated from the base
210.
[0162] The length of the second coil 170 in the optical-
axis direction, which is wound around the groove 201 in
the base 210, may be less than the length thereof in a
direction that is oriented from the inner circumferential
surface of the base 210 toward the outer circumferential
surface of the base 210 and that is perpendicular to the
optical axis. Thereby, it is possible to reduce the height
or length of the lens moving apparatus 100 in the optical-
axis direction.
[0163] The base 210 may include first side portions
218a corresponding to or aligned with the first side por-
tions 141 of the housing 140 and second side portions
218b corresponding to or aligned with the second side
portions 142 of the housing 140. The first side portions
218a of the base 210 may have flat outer surfaces, and
the second side portions 218b of the base 210 may have
curved outer surfaces.
[0164] Each of the second side portions 218b of the
base 210 may connect two adjacent second side portions
to each other, and may be located at the corner of the
base. For example, the second side portions 218b may
be referred to as corner portions.
[0165] The groove 201 in the base 210 may have a
structure that is indented from the outer surfaces of the
first side portions 218a and the second side portions 218b
and may have a ring shape.
[0166] At least one of the first side portions 218a of the
base 210 may be provided in the outer surface thereof
with the first indented portions 205a to 205d, which cor-
respond to the first to fourth connection terminals 164-1
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to 164-4 of the first to fourth elastic members 160-1 to
160-4.
[0167] In addition, at least another one of the first side
portions 218a of the base 210 may be provided in the
outer surface thereof with second indented portions 13a,
in which the second bonding portions 16a and 16b are
disposed.
[0168] For example, the first indented portions 205a to
205d may be formed in the outer surfaces of the first side
portions of the base 210, which face each other, so as
to be spaced apart from each other, and the second in-
dented portions 13a may be formed in the outer surfaces
of the first side portions of the base 210, in which the first
indented portions 205a to 205d are not formed. However,
the disclosure is not limited thereto.
[0169] For example, the first indented portions 205a to
205d may be formed in the outer surfaces of two first side
portions of the base 210, which do not face each other,
depending on the arrangement of the first to fourth con-
nection terminals 164-1 to 164-4.
[0170] For example, each of the first indented portions
205a to 205d and the second indented portions 13a may
include an upper opening, which is open to the upper
surface of the base 210, and a lower opening, which is
open to the lower surface of the base 210.
[0171] The distance that the first indented portions
205a to 205d are indented in the outer surface of the
base 210 and the distance that the second indented por-
tions 13a are indented in the outer surface of the base
210 may be less than the distance that the groove 201
is recessed in the side surface of the base 210. For ex-
ample, the depth that the first indented portions 205a to
205d are indented in the outer surface of the base 210
and the depth that the second indented portions 13a are
indented in the outer surface of the base 210 may be less
than the depth that the groove 201 is recessed.
[0172] Thereby, the first to fourth connection terminals
164-1 to 164-4 of the lower elastic member 160, which
are disposed in the first indented portions 205a to 205d
in the base 210, may be spaced apart from the second
coil 170, which is disposed in the groove 201 in the base
210. Accordingly, it is possible to prevent spatial interfer-
ence between the first to fourth connection terminals
164-1 to 164-4 and the second coil 170.
[0173] The second coil 170 and the connection elec-
trodes 164-1 to 164-4 are disposed at the outer surfaces
of the side portions 218a and 218b of the base 210, and
the connection electrodes 164-1 to 164-4 extend to a
region below the groove 201 in which the second coil 170
is disposed. Thus, in the case in which the second coil
170 and the connection electrodes 164-1 to 164-4 are
disposed so as to overlap each other in the optical-axis
direction and in a direction perpendicular to the optical
axis, there may occur spatial interference therebetween.
[0174] In this case, if the groove 201, in which the sec-
ond coil 170 is disposed, is formed to be deeper, spatial
interference between the second coil 170 and the con-
nection electrodes 164-1 to 164-4 may be avoided. How-

ever, it is not easy to form the base 210 having a deeper
groove 201 through injection molding, and the length of
the second coil 170, which is wound around the groove
201 having a greater depth, is decreased, whereby a
predetermined resistance value of the second coil 170
cannot be secured.
[0175] The inductive voltage of the second coil 170
may be changed depending on a change in ambient tem-
perature, and the change in the inductive voltage may
cause erroneous operation of the AF driving unit. In order
to secure the accurate operation of the AF driving unit,
temperature compensation is required. In order to facil-
itate the temperature compensation, the resistance value
of the second coil 170 needs to be greater than or equal
to a preset resistance value (e.g. 30 Ω).
[0176] FIG. 12 is a plan view illustrating the arrange-
ment relationship between the connection electrodes
164-1 to 164-4 and the second coil 170, and FIG. 13
illustrates a cross-sectional view of the lens moving ap-
paratus 100 taken in the direction CD in FIG. 1.
[0177] Referring to FIGs. 12 and 13, the second coil
170, which is disposed at the outer surface of the base
210, may take the form of a ring having a straight portion
and a curved portion. In the second coil 170, a portion
having a straight line shape is referred to as a "straight
portion", and a portion having a curved line shape is re-
ferred to as a "curved portion".
[0178] For example, a first portion 170a of the second
coil 170, which is disposed in the groove 210 formed in
the first side portion 218a of the base 210, may have a
straight line shape, and a second portion 170b of the
second coil 171, which is disposed in the groove 210
formed in the second side portion 218a of the base 210,
may have a curved line shape. For example, the first
portion 170a of the second coil 170 may be a straight
portion, and the second portion 170b thereof may be a
curved portion.
[0179] For example, the depth of the groove 201
formed in the first side portion 218a of the base 210 may
be uniform and may be less than the depth of the groove
210 formed in the second side portion 218a.
[0180] The straight portion of the second coil 170 may
be located between two connection terminals 164-1 and
164-2 or 164-3 and 164-4, which are disposed at the
outer surface of any one of the first side portions 218a
of the base 210.
[0181] Each of the first to fourth connection terminals
164-1 to 164-4 may be disposed so as to overlap the
second portion 170b of the second coil 170 in a first hor-
izontal direction 15a.
[0182] For example, the first horizontal direction 15a
may be a direction that is perpendicular to the outer sur-
face of the first side portion 218a of the base 210, at
which the connection terminals 164-1 to 164-4 are dis-
posed.
[0183] Further, the connection terminals 164-1 and
164-2 or 164-3 and 164-4, which are disposed at the
outer surface of any one of the first side portions 218a
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of the base 210 may be disposed so as to overlap the
first portion 170a of the second coil 170, which is dis-
posed at the any one of the first side portions 218a of the
base 210 in a second horizontal direction 15b.
[0184] For example, the second horizontal direction
15b may be a direction that is perpendicular to the optical
axis OA and that is parallel to the outer surface of the
any one of the first side portions 218a of the base 210.
[0185] For example, the first portion 170a of the second
coil 210 disposed at the base 210 may be disposed be-
tween two connection terminals 164-1 and 164-2 or
164-3 and 164-4, which are disposed at the outer surface
of the any one of the first side portions 218a of the base
210.
[0186] The connection terminals 164-1 and 164-2 or
164-3 and 164-4, which are disposed at the outer surface
of any one of the first side portions 218a of the base 210,
are disposed so as to overlap the second portion 170b
of the second coil 170 in the first horizontal direction 15a.
Thus, although the connection terminals 164-1 and 164-2
or 164-3 and 164-4, which are disposed at the outer sur-
face of any one of the first side portions 218a of the base
210, and the first portion 170a of the second coil 170
overlap each other in the second horizontal direction 15b,
the connection terminals 164-1 and 164-2 or 164-3 and
164-4 and the second coil 170 may be disposed without
spatial interference therebetween.
[0187] Therefore, in the embodiment, the depth of the
groove 201, which is formed in the outer surface of the
base 210 in order to avoid special interference between
the connection terminals and the second coil, may be
reduced, the resistance value of the second coil 170 dis-
posed in the groove 210 may be increased, and product-
ibility of a mold for forming the base 210 and injection
moldability thereof may be easily secured.
[0188] In addition, the second bonding portions 16a
and 16b of the third and fourth elastic members 160-3
and 160-4 may overlap the second portion 170b of the
second coil 170 in the first horizontal direction 15a, and
may overlap the first portion 170a of the second coil 160
in the second horizontal direction. However, the disclo-
sure is not limited thereto.
[0189] Referring to FIGs. 9 and 12, a first spacing dis-
tance D1 may be less than a second spacing distance
D2 (D1 < D2).
[0190] The first spacing distance D1 may be a distance
between a reference line 501, which passes through a
center 401 of the base 210 and is parallel to the optical
axis OA, and the second coil 170, which is disposed in
the groove 201 in the base 210. For example, the first
spacing distance D1 may be a distance between the cent-
er 401 of the base 210 and the second portion 170b of
the second coil 170.
[0191] The second spacing distance D2 may be a dis-
tance between the reference line 501 and the connection
terminals 164-1 to 164-4, which are disposed in the first
indented portions 205a to 205d.
[0192] The connection terminals 164-1 to 164-4 of the

lower elastic member 160, which are disposed in the first
indented portions 205a to 205d, and the second coil 170,
which is disposed in the groove 201, may be spaced apart
from each other in order to prevent electrical contact ther-
ebetween.
[0193] A portion of the lower end of the side plate of
the cover member 300 and the protruding region 211 of
the lower end portion 210a of the base 210 may face
each other so as to correspond to each other in the op-
tical-axis direction. For example, a portion of the lower
end of the side plate of the cover member 300 may over-
lap the protruding region 211 of the lower end portion
210a of the base 210 in the optical-axis (OA) direction.
At this time, the protruding region 211 of the lower end
portion 210a of the base 210 and the lower end of the
side plate of the cover member 300 may be spaced apart
from each other, with limitation thereto.
[0194] Referring to FIGs. 8 and 10, each of the third
and fourth elastic members 160-3 and 160-4 may include
a second bonding portion 16a and 16b and a connection
terminal 164-3 and 164-4.
[0195] The second bonding portion 16a and 16b and
the connection terminal 164-3 and 164-4 of each of the
third and fourth elastic members 160-3 and 160-4 may
be disposed at different outer surfaces of the base 210.
[0196] For example, each of the second bonding por-
tion 16a and the connection terminal 164-3 of the third
elastic member 160-3 may be disposed at a correspond-
ing one of the outer surfaces of two first side portions,
which are adjacent to any one of the second side portions
(or the corner portions) of the base 210.
[0197] In addition, for example, each of the second
bonding portion 16a and the connection terminal 164-3
of the fourth elastic member 160-4 may be disposed at
a corresponding one of the outer surfaces of two first side
portions, which are adjacent to another one of the second
side portions of the base 210.
[0198] The reason why the second bonding portion 16a
and 16b and the connection terminal 164-3 and 164-4
are disposed at the outer surfaces of different first side
portions of the base 210 is to prevent heat generated
while the soldering process for electrical connection is
performed on the connection terminal 164-3 and 164-4
from being transferred to the solder bonded to the second
bonding portion 16a and 16b, thereby preventing the sec-
ond bonding portion 16a and 16b and the second coil
170 from being electrically disconnected from each other.
[0199] In order to realize electrical connection to the
outside, the connection terminals 164-1 to 164-4 may
extend from the second outer frames 162 of the elastic
members 160-1 to 160-4 to the second coil 170 or to a
region below the groove 201 in the base 210.
[0200] Meanwhile, in order to facilitate the electrical
connection of the second coil 170, the second bonding
portions 16a and 16b may be disposed at predetermined
regions of the outer side portions of the base 210, which
are located above the groove 201 in the base 210.
[0201] Referring to FIG. 11, in each of the third and
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fourth elastic members 160-3 and 160-4, the first width
W1 of the first region 162-1 of the second outer frame
162 may be greater than the second width W2 of the
second region 162-2 of the second outer frame 162 and
the third width W3 of the third region 162-3 (W1 > W2
and W1 > W3).
[0202] The second region 162-2 may be a region to
which the connection terminal 162-2 is connected, the
third region 162-3 may be a region to which the second
bonding portion 16b is connected, and the first region
162-1 may be a region that connects the second region
162-2 and the third region 162-3 to each other.
[0203] It is possible to increase an area for dissipating
heat generated while the soldering process is performed
on the connection terminal 164-4 by increasing the area
of the first region 162-1. Accordingly, it is possible to pre-
vent heat generated while the soldering process is per-
formed on the connection terminal 164-4 from being
transferred to the second bonding portion 16b and to pre-
vent electrical disconnection between the second bond-
ing portion 16b and the second coil 170.
[0204] Further, in order to support the housing 140 and
the bobbin 110 in equilibrium, the inner frame, the outer
frame and the connection portion of any one of the first
to fourth elastic members 160-1 to 160-4 may have the
same shape as the inner frames, the outer frames and
the connection portions of the remaining ones of the first
to fourth elastic members 160-1 to 160-4. The first to
fourth elastic members 160-1 to 160-4 may be arranged
symmetrical to each other about the optical axis.
[0205] In order to achieve balanced support, for exam-
ple, in each of the first and second elastic members 160-1
and 160-2, the fourth width of the fourth region of the
second outer frame 162 may be greater than the fifth
width of the fifth region of the second outer frame 162
and the sixth width of the sixth region.
[0206] The fourth region of each of the first and second
elastic members 160-1 and 160-2 may be a region cor-
responding to the first region 162-1 of each of the third
and fourth elastic members, the fifth region of each of
the first and second elastic members may be a region
corresponding to the second region 162-2 of each of the
third and fourth elastic members, and the sixth region of
each of the first and second elastic members may be a
region corresponding to the third region 162-3 of each of
the third and fourth elastic members.
[0207] Referring to FIG. 8, the base 210 may be pro-
vided in the outer surface of each of the first side portions
218a thereof with a third indented portion 17a, which cor-
responds to the inner protruding portion 42 of the housing
140.
[0208] For example, the third indented portion 17a,
which is formed in the outer surface of each of the first
side portions 218a of the base 210, may be disposed
between the two first indented portions 205a and 205b,
which are spaced apart from each other.
[0209] Each of the third indented portions 17a may be
disposed between the two first indented portions, which

are formed in a corresponding one of the outer surfaces
of the base 210.
[0210] For example, each of the third indented portions
17a may include an upper opening, which is open to the
upper surface of the base 210, and a lower opening,
which is open to the groove 201, so that the inner pro-
truding portions 42 of the housing 140 may be easily dis-
posed or seated in the third indented portions 17a.
[0211] FIG. 17 shows mutual inductance depending
on the spacing distance between the first coil and the
second coil.
[0212] FIG. 17 shows a change in the mutual induct-
ance between the first coil and the second coil depending
on the upward movement of the first coil mounted to the
bobbin in the structure in which the first coil, which is an
AF driving coil, is disposed above the second coil, which
is a sensing coil.
[0213] Referring to FIG. 17, in the case in which the
spacing distance between the first coil and the second
coil is less than 100 mm, the linearity of a change in the
mutual inductance between the first coil and the second
coil depending on a change in the displacement of the
bobbin is sharply deteriorated. Since the inductive volt-
age induced in the second coil is proportional to the mu-
tual inductance between the first coil and the second coil,
in the case in which the spacing distance between the
first coil and the second coil is less than 100 mm, the
linearity of a change in the inductive voltage of the second
coil depending on the displacement of the bobbin is
sharply deteriorated.
[0214] Thus, in the structure in which the first coil,
which is an AF driving coil, is disposed above the second
coil, which is a sensing coil, in order to secure the linearity
of the inductive voltage of the second coil, the spacing
distance between the first coil and the second coil when
the bobbin is located at the uppermost position needs to
be 100 mm or greater. Thus, there is a limitation in de-
signing the arrangement of the first coil and the second
coil, and the overall thickness of the lens moving appa-
ratus may be increased.
[0215] On the other hand, in the embodiment, since
the second coil 170 is disposed at the base 210, which
is located below the first coil 120, when the bobbin 110
moves upwards, the first coil 120 and the second coil 170
are separated from each other. Thus, so long as the spac-
ing distance between the first coil 120 and the second
coil 170 is about 100 mm when the bobbin 110 is located
at an initial position in the unidirectional driving system
or when the bobbin 110 is located at the lowermost po-
sition in the bidirectional driving system, the linearity of
the inductive voltage of the second coil is automatically
maintained even when the bobbin 110 moves upwards.
Therefore, a limitation in designing the arrangement of
the driving coil and the sensing coil 170 may be alleviated,
and the thickness of the lens moving apparatus may be
reduced.
[0216] In the case in which the second coil 170 is dis-
posed at the upper surface of the base 210, the base 210
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needs to be formed to have a sufficient thickness in order
to prevent interference with the lower elastic member.
However, in the embodiment, since the second coil 170
is disposed at the side surface of the base 210, the thick-
ness of the base 210 may be reduced.
[0217] In addition, since the second coil 170 is dis-
posed so as to be wound around the side surface of the
base 210, the length per turn of the second coil may be
increased. Therefore, compared with the structure in
which the second coil is disposed with the same winding
number at the upper surface of the base 210, the mag-
nitude of the inductive voltage of the second coil 170 may
be increased.
[0218] In addition, the winding number of the second
coil 170, which is wound around the base 210, may be
greater than the winding number of the first coil 120,
which is wound around the bobbin 110, without limitation
thereto. In another embodiment, the winding number of
the second coil 170, which is wound around the base
210, may be less than or equal to the winding number of
the first coil 120, which is wound around the bobbin 110.
[0219] In general, in order to perform autofocus (AF)
feedback control, a position sensor for sensing the dis-
placement of the AF driving unit and an additional power
connection structure for driving the position sensor are
required, which leads to an increase in the price of the
lens moving apparatus and a complicated manufacturing
process.
[0220] Further, the linear section (hereinafter referred
to as a "first linear section") in the graph, which shows
the moving distance of the bobbin and the magnetic flux
of the magnet sensed by the position sensor, is restricted
by the positional relationship between the magnet and
the position sensor.
[0221] In the embodiment, since an additional position
sensor for sensing the displacement of the bobbin 110
is not required, it is possible to reduce the manufacturing
costs of the lens moving apparatus and to facilitate the
manufacturing process thereof.
[0222] In addition, since the mutual induction between
the first coil 120 and the second coil 170 is used, the
linear section in the graph related to the moving distance
of the bobbin 110 and the inductive voltage due to the
mutual induction may be increased further than the
above-described first linear section. Therefore, accord-
ing to the embodiment, it is possible to secure a wide
range of linearity, to lower a defect rate in the process,
and to perform the AF feedback control more accurately.
[0223] FIG. 18 illustrates a cross-sectional view of a
lens moving apparatus 100-1 according to another em-
bodiment.
[0224] The lens moving apparatus 100-1 shown in FIG.
18 may further include a magnetic member 172, which
is disposed on a second coil 171 in order to increase the
magnitude of the inductive voltage generated in the sec-
ond coil 171. The magnetic member 172 may be referred
to as a "magnetic body".
[0225] The magnetic member 171 and the second coil

171 may have a ring shape and may have the same di-
ameter as each other. As illustrated in FIG. 12, the width
of the magnetic member 171 and the width of the second
coil 172 may be the same as each other. However, the
disclosure is not limited thereto. In another embodiment,
the width of the magnetic member 171 may be greater
than the width of the second coil 172.
[0226] The magnetic member 171 and the second coil
172 may be disposed in a groove 201. The lower surface
of the magnetic member 171 may be in contact with the
upper surface of the second coil 172.
[0227] In another embodiment, the magnetic member
172 may be disposed under the second coil 171.
[0228] The magnetic member 171 may be a ferrite core
having a magnetic property. For example, the ferrite core
may be MnZn or NiZn. The MnZn-based ferrite core may
be used for low frequency applications, and the NiZn-
based ferrite core may be used for high frequency appli-
cations. In another embodiment, the magnetic member
171 may be substituted with an iron core.
[0229] FIG. 19 illustrates a cross-sectional view of a
lens moving apparatus 100-2 according to a further em-
bodiment.
[0230] Referring to FIG. 19, a magnetic member 171
may be disposed at the outside of a second coil 171. The
inner surface of the magnetic member 171 may be in
contact with the outer surface of the second coil. In an-
other embodiment, the second coil may be disposed at
the outside of the magnetic member, and the outer sur-
face of the magnetic member may be in contact with the
inner surface of the second coil.
[0231] FIG. 20 illustrates an exploded perspective view
of a camera module 200 according to an embodiment.
[0232] Referring to FIG. 20, the camera module may
include a lens or a lens barrel 400, a lens driving device
100, an adhesive member 612, a filter 610, a first holder
600, a second holder 800, an image sensor 810, a motion
sensor 820, a controller 830, and a connector 840.
[0233] The lens or the lens barrel 400 may be mounted
in the bobbin 110 of the lens moving apparatus 100.
[0234] The first holder 600 may be disposed under the
base 210 of the lens moving apparatus 100. The filter
610 may be mounted on the first holder 600, and the first
holder 600 may include a protruding portion 500 on which
the filter 610 is seated.
[0235] The adhesive member 612 may couple or at-
tach the base 210 of the lens moving apparatus 100 to
the first holder 600. The adhesive member 612 may also
serve to prevent foreign substances from being intro-
duced into the lens moving apparatus 100 in addition to
the adhesive role described above.
[0236] For example, the adhesive member 612 may
be an epoxy, a thermosetting adhesive, an ultraviolet cur-
able adhesive, or the like.
[0237] The filter 610 may serve to block the light within
a specific frequency band of the light that passes through
the lens barrel 400 from being incident on the image sen-
sor 810. The filter 610 may be an infrared-light blocking
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filter, without limitation thereto. Here, the filter 610 may
be disposed parallel to the x-y plane.
[0238] A hollow region may be formed in a portion of
the first holder 600 on which the filter 610 is mounted so
that the light, which has passed through the filter 610,
may be incident on the image sensor 810.
[0239] The second holder 800 may be disposed under
the first holder 600, and the image sensor 810 may be
mounted on the second holder 800. The image sensor
810 is an element on which the light, which has passed
through the filter 610, is incident so that an image includ-
ing the light is formed.
[0240] The second holder 800 may include, for exam-
ple, various circuits, elements, and a controller for con-
verting the image formed on the image sensor 810 into
an electric signal and transmitting the electric signal to
an external device.
[0241] The second holder 800 may be implemented
as a circuit board on which the image sensor may be
mounted and a circuit pattern may be formed and to which
various elements are coupled.
[0242] The image sensor 810 may receive the image
included in the light incident through the lens moving ap-
paratus 100, and may convert the received image into
an electric signal.
[0243] The filter 610 and the image sensor 810 may
be spaced apart from each other so as to face each other
in the first direction.
[0244] The motion sensor 820 may be mounted on the
second holder 800, and may be electrically connected to
the controller 830 through the circuit pattern provided on
the second holder 800.
[0245] The motion sensor 820 outputs rotational an-
gular velocity information based on the motion of the cam-
era module 200. The motion sensor 820 may be imple-
mented as a two-axis or three-axis gyro sensor, or an
angular velocity sensor.
[0246] The controller 830 may be mounted on the sec-
ond holder 800, and may be electrically connected to the
first coil 120 and the second coil 170 of the lens moving
apparatus 100. For example, the second holder 800 may
be electrically connected to the connection terminals
164-1 to 164-4 of the lens moving apparatus 100.
[0247] The controller 830 may output a driving signal
to the first coil 120 of the lens moving apparatus 100, and
may receive the inductive voltage of the second coil 170.
[0248] The connector 840 may be electrically connect-
ed to the second holder 800, and may include a port for
electrical connection to an external device.
[0249] FIG. 21 is a perspective view of a lens moving
apparatus 1100 according to another embodiment, FIG.
22 is an exploded perspective view of the lens moving
apparatus 1100 shown in FIG. 21, and FIG. 23 is a per-
spective view of the lens moving apparatus 1100 shown
in FIG. 21 from which the illustration of a cover member
2300 is omitted.
[0250] Referring to FIGs. 21 to 23, the lens moving
apparatus 1100 may include a bobbin 1110, a coil 1120,

a magnet 1130, a housing 1140, an upper elastic member
1150, and a lower elastic member 1160.
[0251] In addition, the lens moving apparatus 1100
may further include a cover member 1300 and a base
1210.
[0252] The cover member 1300 accommodates the
other components 1110, 1120, 1130, 1140, 1150 and
1160 in an accommodating space defined between the
cover member and the base 1210.
[0253] The cover member 1300 may take the form of
a box having an open bottom, an upper plate 1301 and
side plates 1302, and the lower ends of the side plates
1302 of the cover member 1300 may be coupled to the
upper portion of the base 1210. The upper plate 1301 of
the cover member 1300 may have a polygonal shape,
for example, a rectangular shape, an octagonal shape,
or the like.
[0254] The cover member 1300 may have a hollow re-
gion formed in the upper plate thereof to expose a lens
(not illustrated), which is coupled to the bobbin 1110, to
external light. In addition, the hollow region in the cover
member 1300 may be additionally provided with a win-
dow formed of a light-transmitting material in order to
prevent foreign substances, such as dust or moisture,
from entering the inside of a camera module.
[0255] The cover member 1300 may be formed of a
nonmagnetic material such as SUS in order to prevent
the cover member from adhering to the magnet 1130,
but may be formed of a magnetic material to serve as a
yoke.
[0256] Next, the bobbin 1110 will be described.
[0257] The bobbin 1110 is located inside the housing
1140 and is movable in the first direction (e.g. the Z-axis
direction) via electromagnetic interaction between the
coil 1120 and the magnet 1130.
[0258] FIG. 24a is a first perspective view of the bobbin
110 shown in FIG. 22, FIG. 24b is a second perspective
view of the bobbin 1110 shown in FIG. 22, and FIG. 24c
is a coupled perspective view of the bobbin 1110 and the
coil 1120.
[0259] Referring to FIGs. 24a and 24b, a lens (not il-
lustrated) may be directly coupled to an inner circumfer-
ential surface 1110a of the bobbin 1110, without limitation
thereto. For example, the bobbin 1110 may include a
lens barrel (not illustrated) in which at least one lens is
provided, and the lens barrel may be coupled inside the
bobbin 1110 in any of various manners.
[0260] The bobbin 1110 may have a hollow region for
mounting the lens or the lens barrel. The hollow region
of the bobbin 1110 may have the same shape as the lens
or lens barrel to be mounted therein, and may have, for
example, a circular shape, an elliptical shape, or a po-
lygonal shape, without limitation thereto.
[0261] The bobbin 1110 may include at least one upper
support protrusion 1113, which is disposed on the upper
surface thereof and is coupled and secured to an inner
frame 1151 of the upper elastic member 1150, and at
least one lower support protrusion 1114, which is dis-
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posed on the lower surface thereof and is coupled and
secured to an inner frame 1161 of the lower elastic mem-
ber 1160.
[0262] The bobbin 1110 may have an upper avoidance
groove 1112 formed in a region of the upper surface
thereof corresponding to or aligned with a connection
portion 1153 of the upper elastic member 1150. In addi-
tion, the bobbin 1110 may have a lower avoidance groove
1118 formed in a region of the lower surface thereof cor-
responding to or aligned with a connection portion 1163
of the lower elastic member 1160.
[0263] When the bobbin 1110 moves in the first direc-
tion, spatial interference between the connection por-
tions 1153 and 1163 of the upper and lower elastic mem-
bers 1150 and 1160 and the bobbin 1110 may be pre-
vented by the upper avoidance groove 1112 and the low-
er avoidance groove 1118 in the bobbin 1110, and thus
the connection portions 1153 and 1163 of the upper and
lower elastic members 1150 and 1160 may be elastically
deformed easily.
[0264] Alternatively, in another embodiment, the con-
nection portion of the upper elastic member and the bob-
bin are designed so as to avoid interference therebe-
tween, in which case the upper avoidance groove and/or
the lower avoidance groove in the bobbin may not be
provided.
[0265] The bobbin 1110 may have at least one groove
1116 formed in the outer circumferential surface 1110b
thereof, and the coil 1120 may be disposed or seated in
the groove 1116 in the bobbin 1110. For example, as
illustrated in FIG. 24a, the groove 1116 may take the form
of a ring that rotates about the optical axis, without limi-
tation thereto.
[0266] The shape and number of grooves 1116 may
correspond to the shape and number of coils disposed
on the outer circumferential surface 1110b of the bobbin
1110. In another embodiment, the bobbin 1110 may not
have a coil seating groove, and the coil 1120 may be
directly wound around and secured to the outer circum-
ferential surface 1110b of the bobbin 1110.
[0267] Next, the coil 1120 will be described.
[0268] The coil 1120 is disposed on the outer circum-
ferential surface 110b of the bobbin 1110 and electro-
magnetically interacts with the magnet 1130 disposed on
the housing 1140.
[0269] A driving signal may be applied to the coil 1120
in order to generate an electromagnetic force due to the
electromagnetic interaction between the coil and the
magnet 1130. The driving signal applied to the coil may
include at least one of a direct current signal or an alter-
nating current signal. For example, the driving signal may
have the form of voltage or current.
[0270] For example, the driving signal may be direct
current or alternating current, or may include direct cur-
rent and alternating current. For example, the alternating
current signal may be a sinusoidal signal or a pulse signal
(e.g. a PWM signal).
[0271] An AF driving unit, which is elastically supported

by the upper and lower elastic members 1150 and 1160,
may be moved in the first direction by the electromagnetic
force due to the electromagnetic interaction between the
coil 120 and the magnet 1130. The movement of the bob-
bin 1110 in the first direction may be controlled by con-
trolling the electromagnetic force, whereby an autofocus-
ing function may be performed.
[0272] The AF driving unit that is the same as in the
embodiment shown in FIG. 1 may be used. For example,
the AF driving unit may include a bobbin 110 and a coil
120. In addition, the AF driving unit may further include,
for example, a lens (not illustrated) mounted on the bob-
bin 110.
[0273] Referring to FIG. 24c, the coil 1120 may have
a closed loop shape, e.g. a ring shape.
[0274] For example, the coil 1120 may be wound
around the outer circumferential surface 1110b of the
bobbin 1110 so as to rotate in a clockwise or counter-
clockwise direction about the optical axis.
[0275] For example, the coil 1120 may be disposed in
or wound around the groove 1116 formed in the outer
circumferential surface 1110b of the bobbin 1110.
[0276] For example, the coil 1120 may be implemented
in the form of a ring that surrounds the outer circumfer-
ential surface 1110b of the bobbin 110 in a clockwise or
counterclockwise direction about the optical axis. As il-
lustrated in FIG. 24a, the coil 1120 may be formed in the
shape of a single ring.
[0277] In another embodiment, the coil 1120 may be
implemented in the form of a coil ring that is wound in a
clockwise or counterclockwise direction about an axis
perpendicular to the optical axis, and the number of coil
rings may be the same as the number of magnets 1130,
without limitation thereto.
[0278] The coil 1120 may be electrically connected to
at least one of the upper elastic member 1150 or the
lower elastic member 1160. For example, the coil 1120
may be electrically connected to lower springs 1160-1
and 1160-2, and the driving signal may be applied to the
coil 1120 through the lower springs 1160-1 and 1160-2.
[0279] Next, the housing 1140 will be described.
[0280] FIG. 25a is a first perspective view of the hous-
ing 1140 shown in FIG. 22, FIG. 25b is a second per-
spective view of the housing 1140 shown in FIG. 22, and
FIG. 25c is a coupled perspective view of the housing
1140 and the magnet.
[0281] Referring to FIGs. 25a to 25c, the housing 1140
supports the magnet 1130 and accommodates the AF
driving unit, e.g. the bobbin 110 therein, so as to allow
the bobbin 1110 to be moved in the first direction.
[0282] The housing 1140 may have a hollow column
shape overall, and may include a plurality of side portions
1141 and 1142, which form a hollow region therein.
[0283] For example, the housing 1140 may include the
side portions 1141 and 1142, which form a polygonal
(e.g. rectangular or octagonal) or circular hollow region
therein. The upper surfaces of the side portions 1141 and
1142 may define the upper surface of the housing 1140.
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[0284] For example, the housing 1140 may include first
side portions 1141, which are spaced apart from each
other, and second side portions 1142, which are spaced
apart from each other. Each of the second side portions
1142 may be disposed between two adjacent ones of the
fist side portions.
[0285] For example, the length of each of the first side
portions 1141 of the housing 1140 may be greater than
the length of each of the second side portions 1142. For
example, the first side portions 1141 of the housing 1140
may correspond to the sides of the housing 1140, and
may be referred to as "side portions".
[0286] The second side portions 1142 of the housing
1140 may correspond to the corners of the housing 1140,
and may be referred to as "corner portions".
[0287] The magnet 1130 may be disposed or installed
on the first side portions 1141 of the housing 1140. For
example, each of the first side portions 1141 of the hous-
ing 1140 may be provided therein with a groove 1014, in
which the magnet 1130 is seated, disposed or secured.
As illustrated in FIG. 25a, the groove 1014 for the magnet
is formed through the first side portion, without limitation
thereto. The groove 1014 may be formed such that it is
recessed in the first side portion.
[0288] The housing 1140 may include a first stopper
1143, which protrudes from the upper surface thereof.
[0289] The first stopper 1143 of the housing 1140 func-
tions to prevent collision between the cover member
1300 and the housing 1140. The first stopper 1143 may
prevent the upper surface of the housing 1140 from di-
rectly colliding with the upper inner surface of the cover
member 1300 due to external shocks.
[0290] In addition, the housing 1140 may include an
upper frame support protrusion 1144, which is formed on
the upper surface thereof so as to be coupled with an
outer frame 1152 of the upper elastic member 1150. The
housing 1140 may include a lower frame support protru-
sion 1147, which is formed on the lower surface thereof
so as to be coupled with an outer frame 1162 of the lower
elastic member 1160.
[0291] In addition, the housing 1140 may have a lower
guide recess 1148, which is formed in each of the lower
portions of the second side portions 1142 thereof. A guide
member 1216 of the base 1210 may be inserted into,
fastened into or coupled to the lower guide recess 1148.
The lower guide recess 1148 of the housing 1140 and
the guide member 1216 of the base 1210 may be coupled
to each other via an adhesive member (not illustrated),
whereby the housing 1140 may be coupled to the base
1210.
[0292] Next, the magnet 1130 will be described.
[0293] Referring to FIG. 25c, the magnet 1130 may be
disposed on the side portions of the housing 1140. For
example, the magnet 1130 may be disposed on the first
side portions 1141 of the housing 1140, without limitation
thereto. In another embodiment, the magnet may be dis-
posed on the second side portions of the housing 1140.
[0294] At the initial position of the AF driving unit, e.g.

the initial position of the bobbin 1110, the magnet 1130
disposed on the housing 1140 may overlap at least a
portion of the coil 1120 in a direction perpendicular to the
optical axis. The initial position of the AF driving unit may
be the same as in the embodiment described above with
reference to FIG. 1.
[0295] For example, the magnet 1130 may be dis-
posed in the groove 1014 in the first side portions 1141
of the housing 1140 so as to overlap the coil 1120 in the
second direction or in the third direction.
[0296] In another embodiment, the groove 1014 may
not be formed in the first side portions 1141 of the housing
1140, and the magnet 1130 may be disposed on any one
of the outer surface and the inner surface of each of the
first side portions 1141 of the housing 1140.
[0297] The magnet 1130 may have a shape corre-
sponding to the shape of each of the first side portions
1141 of the housing 1140, for example, may have a rec-
tangular parallelepiped shape, without limitation thereto.
[0298] The magnet 1130 may be a monopolar-mag-
netized magnet or a bipolar-magnetized magnet, which
is disposed such that a first surface thereof that faces
the coil 1120 is an S pole and a second surface thereof
that is opposite the first surface is an N pole. However,
the disclosure is not limited thereto, and the poles of the
magnet may be reversed.
[0299] The magnet 1130 may be provided in a plural
number. For example, the magnet 1130 may include first
to fourth magnets 1130-1 to 1130-4. Although, in the em-
bodiment, the number of magnets 1130 is four, the dis-
closure is not limited thereto. At least two magnets 130
may be provided. The surface of each of the magnets
1130 that faces the coil 1120 may be formed in the shape
of a planar surface, without limitation thereto. The surface
of each of the magnets 1130 that faces the coil 1120 may
be formed in the shape of a curved surface.
[0300] Next, the upper elastic member 1150 and the
lower elastic member 1160 will be described.
[0301] FIG. 26 illustrates the upper elastic member
1150 shown in FIG. 22, and FIG. 27 illustrates the lower
elastic member 1160 shown in FIG. 22.
[0302] The upper elastic member 1150 and the lower
elastic member 1160 are coupled to the bobbin 1110 and
the housing 1140 and elastically support the bobbin
1110.
[0303] For example, the upper elastic member 1150
may be coupled to the upper portion, the upper surface
or the upper end of the bobbin 1110 and to the upper
portion, the upper surface or the upper end of the housing
1140. The lower elastic member 1160 may be coupled
to the lower portion, the lower surface or the lower end
of the bobbin 1110 and to the lower portion, the lower
surface or the lower end of the housing 1140.
[0304] The upper elastic member 1150 shown in FIG.
26 is implemented as an upper spring having an integrat-
ed structure. However, the disclosure is not limited there-
to. In another embodiment, the upper elastic member
may include a plurality of upper springs, which are spaced
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or separated apart from each other.
[0305] Referring to FIG. 27, the lower elastic member
1160 may include first and second lower springs 1160-1
and 1160-2, which are spaced apart from each other.
The first and second lower springs 1160-1 and 1160-2
may be electrically disconnected from each other.
[0306] Each of the upper elastic member 1150 and the
lower elastic member 1160 may be embodied as a leaf
spring, without limitation thereto. Each of the upper elas-
tic member 1150 and the lower elastic member 1160 may
be embodied as a coil spring, a suspension wire, or the
like.
[0307] The upper elastic member 1150 may include a
first inner frame 1151, which is coupled to an upper sup-
port protrusion 1113 of the bobbin 1110, a first outer
frame 1152, which is coupled to an upper frame support
protrusion 1144 of the housing 1140, and a first connec-
tion portion 1153, which connects the first inner frame
1151 and the first outer frame 1152 to each other.
[0308] For example, the upper elastic member 1150
may be provided in the first inner frame 1151 thereof with
a through-hole 1151a, into which the upper support pro-
trusion 1113 of the bobbin 1110 is coupled, and may be
provided in the first outer frame 1152 thereof with a
through-hole 1152a, into which the upper frame support
protrusion 1144 of the housing 1140 is coupled.
[0309] Each of the first and second lower springs
1160-1 and 1160-2 may include a second inner frame
1161, which is coupled to a lower support protrusion 1114
of the bobbin 1110, a second outer frame 1162, which is
coupled to a lower frame support protrusion 1147 of the
housing 1140, and a second connection portion 1163,
which connects the second inner frame 1161 and the
second outer frame 1162 to each other.
[0310] For example, each of the first and second lower
springs 1160-1 and 1160-2 may be provided in the sec-
ond inner frame 1161 thereof with a through-hole 1161a,
into which the lower support protrusion 1114 of the bobbin
1110 is coupled, and may be provided in the second outer
frame 1162 thereof with a through-hole 1162a, into which
the lower frame support protrusion 1147 of the housing
1140 is coupled.
[0311] Each of the first and second connection portions
1153 and 1163 may be bent or curved at least once so
as to form a predetermined pattern. The upward and/or
downward movement of the bobbin 1110 in the first di-
rection may be flexibly (or elastically) supported by po-
sitional change or fine deformation of the first and second
connection portions 1153 and 1163.
[0312] The coil 1120 may be coupled to the second
inner frames 1161 of the first and second lower springs
1160-1 and 1160-2, and may be electrically connected
to the first and second lower springs 1160-1 and 1160-2.
[0313] For example, a first bonding portion 1016a, to
which one end of the coil 120 is bonded, may be provided
on the upper surface of one end of the second inner frame
1161 of the first lower spring 1160-1, and a second bond-
ing portion 1016b, to which the opposite end of the coil

1120 is bonded, may be provided on the upper surface
of one end of the second inner frame 1161 of the second
lower spring 1160-2.
[0314] In addition, a first guide recess 1017a for guid-
ing one end of the coil 1120 may be formed in one side
surface of one end of the second inner frame 1161 of the
first lower spring 1160-1. The first guide recess 1017a
may be located adjacent to the first bonding portion
1016a.
[0315] In addition, a second guide recess 1017b for
guiding one end of the coil 1120 may be formed in one
side surface of one end of the second inner frame 1161
of the second lower spring 1160-2. The second guide
recess 1017b may be located adjacent to the second
bonding portion 1016b.
[0316] The coil 1120 may be bonded to the first and
second bonding portions 1016a and 1016b using a con-
ductive adhesive member such as solder.
[0317] In order to prevent oscillation while the bobbin
1110 moves, a damper may be disposed between the
first connection portion 1153 of the upper elastic member
1150 and the upper surface of the bobbin 1110. Alterna-
tively, a damper (not illustrated) may also be disposed
between the second connection portion 1163 of the lower
elastic member 1160 and the lower surface of the bobbin
1110.
[0318] Alternatively, a damper may be applied to the
coupling portion between the upper elastic member 1150
and each of the bobbin 1110 and the housing 1140 or to
the coupling portion between the lower elastic member
1160 and each of the bobbin 1110 and the housing 1140.
For example, the damper may be gel-type silicon.
[0319] In the embodiment, since the coil 120 is con-
nected to the first and second bonding portions 1016a
and 1016b, which are provided at the second inner
frames 1161 of the lower springs 1160-1 and 1160-2, it
is possible to reduce the distance between the coil 1120
and the first and second bonding portions 1016a and
1016b of the lower springs 1160-1 and 1160-2 for bond-
ing to the coil 1120 and consequently to further facilitate
the bonding. In the first and second bonding portions
1016a and 1016b described above, the term "bonding
portion" may be referred to as a pad portion, a connection
terminal, a solder portion, or an electrode portion.
[0320] FIG. 28 illustrates an exploded perspective view
of the base 1210 and the lower elastic member 1160
shown in FIG. 22, and FIG. 29 illustrates a coupled per-
spective view of the base 1210 and the lower elastic
member 1160 shown in FIG. 28.
[0321] Referring to FIGs. 28 and 29, each of the first
and second lower springs 1160-1 and 1160-4 may be
disposed on the upper surface of the base 1210.
[0322] The first and second lower springs 1160-1 and
1160-2 may include first and second connection termi-
nals 1164-1 and 1164-2, respectively, for electric con-
nection to the outside. In the first and second connection
terminals 1164-1 and 1164-2, the term "connection ter-
minal" may be referred to as a pad portion, a bonding
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portion, a solder portion, or an electrode portion.
[0323] For example, each of the first and second con-
nection terminals 1164-1 and 1164-2 may be connected
to the outer surface of the second outer frame 1163 of a
corresponding one of the first and second lower springs
1160-1 and 1160-1, and may be bent and extent toward
the base 1210.
[0324] For example, one end of the first connection
terminal 1164-1 may be connected to the outer surface
of the second outer frame 1163 of the first lower spring
1160-1, and the opposite end thereof may extend toward
the lower surface of the base 1210.
[0325] In addition, one end of the second connection
terminal 1164-2 may be connected to the outer surface
of the second outer frame 1163 of the second lower
spring 1160-2, and the opposite end thereof may extend
toward the lower surface of the base 1210.
[0326] The first and second connection terminals
1164-1 and 1164-2 of the first and second lower springs
1160-1 and 1160-2 may be disposed on the first outer
surface of the base 1210 so as to be spaced apart from
each other, and may be in contact with the first outer
surface of the base 1210.
[0327] For example, the first and second connection
terminals 1164-1 and 1164-2 may be disposed on any
one of the outer surfaces of the base 1210. The reason
for this is to facilitate the soldering process for electric
connection to the outside. However, the disclosure is not
limited thereto. In another embodiment, the first and sec-
ond connection terminals of the first and second lower
springs may be disposed on two different outer surfaces
of the base 1210.
[0328] The base 1210 may be coupled to the housing
1140, and may form an accommodating space together
with the cover member 1300 to accommodate the bobbin
1110 and the housing 1140. The base 1210 may have
therein a hollow region corresponding to the hollow re-
gion in the bobbin 1110 and/or the hollow region in the
housing 1140. The base 1210 may have a shape that
matches or corresponds to the shape of the cover mem-
ber 1300, for example, a rectangular shape.
[0329] The base 1210 may include a guide member
1216, which protrudes a predetermined height in an up-
ward direction from each of the four corner portions there-
of. For example, the guide member 1216 may be formed
in the shape of a polyprism that protrudes from the upper
surface of the base 1210 so as to be perpendicular to
the upper surface of the base 1210. However, the dis-
closure is not limited thereto.
[0330] The guide member 1216 may be inserted, fas-
tened or coupled to the lower guide recess 1148 in the
housing 1140 using an adhesive member (not illustrated)
such as epoxy or silicon.
[0331] The base 1210 may include first side portions
1218a corresponding to or aligned with the first side por-
tions 1141 of the housing 1140 and second side portions
1218b corresponding to or aligned with the second side
portions 1142 of the housing 1140. The first side portions

1218a of the base 1210 may have flat outer surfaces,
and the second side portions 1218b of the base 1210
may have curved outer surfaces.
[0332] Each of the second side portions 1218b of the
base 1210 may connect two adjacent first side portions
1218a to each other, and may be located at the corner
of the base. For example, the first side portions 1218a
of the base 1210 may be referred to as "side portions"
of the base 1210, and the second side portions 1218b
may be referred to as corner portions. For example, the
guide member 1216 may be disposed at the second side
portions 1218b of the base 1210.
[0333] The base 1210 may be provided in the outer
surface thereof with first and second indented portions
1205a and 1205b, which correspond to the first and sec-
ond connection terminals 1164-1 and 1164-2 of the first
and second lower springs 1160-1 and 1160-2.
[0334] For example, the first and second indented por-
tions 1205a and 1205b may be formed in the outer sur-
face of at least one of the first side portions 1218a of the
base 1210.
[0335] For example, the first and second indented por-
tions 1205a and 1205b may be disposed on the outer
surface of any one of the first side portions 1218a of the
base 1210 so as to be spaced apart from each other.
[0336] For example, each of the first and second in-
dented portions 1205a and 1205b may include an upper
opening, which is open to the upper surface of the base
1210, and a lower opening, which is open to the lower
surface of the base 1210.
[0337] For example, the inner surface of each of the
first and second connection terminals 1164-1 and 1164-2
may be in contact with one surface (e.g. the bottom sur-
face) of a corresponding one of the first and second in-
dented portions 1205a and 1205b.
[0338] The outer surfaces of the first and second con-
nection terminals 1164-1 and 1164-2, which are disposed
in the first and second indented portions 1205a and
1205b, may be exposed from the outer surface of the
base 1210.
[0339] Further, the lower end of each of the first and
second connection terminals 1164-1 and 1164-2 may be
exposed from the lower surface of the base 1210. How-
ever, the disclosure is not limited thereto. In another em-
bodiment, the lower end of each of the first and second
connection terminals may not be exposed from the lower
surface of the base 1210.
[0340] In order to receive power or signals from the
outside, the first and second connection terminals 1164-1
and 1164-2 may be electrically connected to external
wires or to external elements using a conductive mem-
ber, e.g. using soldering or the like.
[0341] In the case in which solders bonded to the first
and second connection terminals 1164-1 and 1164-2 pro-
trude to the outside of the outer surface of the base 1210,
the solders bonded to the first and second connection
terminals 1164-1 and 1164-2 and the inner surface of the
cover member 1300 may contact or collide each other,
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leading to an electrical short or disconnection. In the em-
bodiment, the first and second indented portions 1205a
and 1205b are formed with a sufficient depth to prevent
the solders bonded to the first and second connection
terminals 1164-1 and 1164-2 from protruding to the out-
side of the outer surface of the base 1210, thereby pre-
venting the above-mentioned electrical short or discon-
nection.
[0342] In addition, a stepped portion 1210b may be
formed at the lower end of the outer surface of the base
1210. The stepped portion 1210b may be in contact with
the lower ends of the side plates 1302 of the cover mem-
ber 1300 and may guide the cover member 1300. Here,
the stepped portion 1210b of the base 1210 and the lower
ends of the side plates of the cover member 1300 may
be adhered to each other and sealed by an adhesive or
the like.
[0343] The base 1210 may include protruding portions
1211, which protrude from the upper surface thereof in
the optical-axis direction, and the protruding portions of
the base 1210 may guide the first and second connection
portions 1163 of the lower springs 1160-1 and 1160-2.
[0344] Referring to FIG. 21, any one of the side plates
1302 of the cover member 1300 may include recesses
1303a and 1303b, through which the first and second
connection terminals 1164-1 and 1164-2 disposed at the
base 1210 are exposed.
[0345] Each of the upper spring 1150 and the first and
second lower springs 1160-1 and 1160-2 may include a
first conductive layer 1051 (refer to FIG. 31), which is
formed of a conductive metal material or an alloy.
[0346] For example, the first conductive layer 1051
may be stainless-based metal, or may be an alloy that
includes at least one of nickel (Ni), copper (Cu), tin (Sn),
aluminum (Al), or gold (Au).
[0347] In addition, each of the first and second lower
springs 1160-1 and 1160-2, which include the first and
second connection terminals 1164-1 and 1164-2, may
further include a first conductive layer 1051 (refer to FIG.
31) and a second conductive layer 1052 (refer to FIG.
31) disposed on the first conductive layer 1051.
[0348] For example, the second conductive layer 1052
may be a plating layer, and the plating layer may include
at least one of nickel (Ni), copper (Cu), tin (Sn), or gold
(Au). The plating layer may serve to facilitate soldering
to the lower springs 1160-1 and 1160-2 and to prevent
corrosion of the first and second lower springs 1160-1
and 1160-2.
[0349] FIG. 30a illustrates an enlarged view of the first
connection terminal 1164-1 shown in FIG. 9, and FIG.
30b illustrates a cross-sectional view of the first connec-
tion terminal 1164-1 taken in the direction AB in FIG. 30a.
[0350] Referring to FIGs. 30a and 30b, each of the first
and second lower springs 1160-1 and 1160-2 may in-
clude only a first conductive layer 1051.
[0351] The first connection terminal 1164-1 may in-
clude an uneven portion 1025, which is formed on the
surface, e.g. the outer surface 1024 thereof.

[0352] The uneven portion 1025 may include a plurality
of concave portions 1025-1 to 1025-m (where m is a nat-
ural number greater than 1), which are spaced apart from
each other. In addition, the uneven portion 1025 may
include a convex portion 1025-2, which is located be-
tween two adjacent concave portions.
[0353] Each of the concave portions 1025-1 to 1025-
m (where m is a natural number greater than 1) may have
a straight line shape, without limitation thereto.
[0354] For example, each of the concave portions
1025-1 to 1025-m (where m is a natural number greater
than 1) may have the shape of a straight line that has a
length in the optical-axis direction that is greater than a
width, and may be arranged in a width direction.
[0355] At least one of the concave portions 1025-1 to
1025-m (where m is a natural number greater than 1)
may include a bottom 1025a and a side wall 1025b. The
side wall 1025b may be an inclined surface that is inclined
with respect to the bottom. For example, the side wall
1025b may be a curved surface, without limitation there-
to.
[0356] The concave portions 1025-1 to 1025-m (where
m is a natural number greater than 1) may take the form
of a recess that does not penetrate the first connection
terminal 1164-1. In the case in which the concave por-
tions 1025-1 to 1025-m (where m is a natural number
greater than 1) takes the form of a through-hole, the du-
rability of the first connection terminal 1164-1 is lowered,
and the bonding by soldering is not facilitated.
[0357] The first length L1 of each of the concave por-
tions 1025-1 to 1025-m (where m is a natural number
greater than 1) in the optical-axis direction may be differ-
ent from the width K1 of each of the concave portions
1025-1 to 1025-m (where m is a natural number greater
than 1). Here, the width K1 of each of the concave por-
tions 1025-1 to 1025-m (where m is a natural number
greater than 1) may be a second length of each of the
concave portions 1025-1 to 1025-m (where m is a natural
number greater than 1) in a direction perpendicular to
the optical axis.
[0358] For example, the first length L1 may be greater
than the second length K1 (L1 > K1), without limitation
thereto. In another embodiment, the first length may be
less than the second length.
[0359] The second length K1 of each of the concave
portions 1025-1 to 1025-m (where m is a natural number
greater than 1) may be gradually decreased from the
upper end of each of the concave portions to the lower
end thereof.
[0360] For example, the first length L1 may range from
0.5 mm to 0.9 mm. Alternatively, in another embodiment,
the first length L1 may range from 0.6 mm to 0.7 mm.
[0361] For example, the second length K1 may range
from 0.05 mm to 0.09 mm. Alternatively, in another em-
bodiment, the second length K1 may range from 0.06
mm to 0.08 mm.
[0362] The depth D2 of each of the concave portions
1025-1 to 1025-m (where m is a natural number greater

39 40 



EP 3 525 040 A1

22

5

10

15

20

25

30

35

40

45

50

55

than 1) may range from 20% to 70% of the thickness D1
of the first connection terminal 164-1. For example, D2
may be a depth from the outer surface 1024 of the first
connection terminal 1164-1 to the bottom of each of the
concave portions 1025-1 to 1025-m (where m is a natural
number greater than 1).
[0363] For example, the bottom of each of the concave
portions 1025-1 to 1025-m (where m is a natural number
greater than 1) may be the lowest portion of each of the
concave portions 1025-1 to 1025-m (where m is a natural
number greater than 1). Further, the thickness D1 of the
first connection terminal 1164-1 may be a thickness of
the first conductive layer 1051 of each of the first and
second lower springs 1164-1 and 1164-2.
[0364] In the case in which D2 is less than 20% of D1,
the depth of the concave portions 1025-1 to 1025-m
(where m is a natural number greater than 1) is small,
which leads to a decrease in the contact area with the
solder and minor improvement of solderability.
[0365] On the other hand, in the case in which D2 is
greater than 70% of D1, the depth of the concave portions
is too large, which leads to deterioration in the durability
of the first connection terminal 1164-1, deformation or
damage to the first connection terminal 1164-1 during
the soldering, and deterioration in the solderability.
[0366] Further, in order to secure improvement of the
solderability and the durability of the first connection ter-
minal simultaneously, the depth D2 of each of the con-
cave portions 1025-1 to 1025-m (where m is a natural
number greater than 1) may range from 30% to 50% of
the thickness D1 of the first connection terminal 164-1.
[0367] For example, the length L of the first connection
terminal 164-1 in a direction perpendicular to the optical
axis may range from 0.1 mm to 1 mm, without limitation
thereto. For example, L may range from 0.1 mm to 0.8
mm. Further, for example, L may be 0.75 mm.
[0368] D1 may range from 0.01 mm to 0.09 mm, with-
out limitation thereto. For example, D1 may range from
0.03 mm to 0.06 mm.
[0369] Further, the spacing distance K2 between two
adjacent concave portions may be equal to or less than
the second length K1 of the concave portions (K2 ≤ K1),
without limitation thereto.
[0370] In another embodiment, the spacing distance
K2 between two adjacent concave portions may be great-
er than the second length K1 of the concave portions (K2
> K1).
[0371] As illustrated in FIG. 30a, the lower ends of the
concave portions 1025-1 to 1025-m (where m is a natural
number greater than 1) may be in contact with the lower
end of the first connection terminal 1164-1. Thereby, it
is possible to increase coupling force between the first
connection terminal 1164-1 of the lens moving apparatus
1100 and an external element, such as a circuit board of
a camera module, using soldering.
[0372] As illustrated in FIG. 30a, the upper ends of the
concave portions 1025-1 to 1025-m (where m is a natural
number greater than 1) are spaced apart from the upper

end of the first connection terminal 1164-1. However, the
disclosure is not limited thereto. In another embodiment,
the upper end of each of the concave portions 1025-1 to
1025-m (where m is a natural number greater than 1)
may be in contact with the upper end of the first connec-
tion terminal 1164-1. Here, the upper end of the first con-
nection terminal 1164-1 may be a boundary portion be-
tween the first connection terminal 1164-1 and the sec-
ond outer frame 1162 of the first lower spring 1160-1.
[0373] The concave portions 1025-1 to 1025-m (where
m is a natural number greater than 1) shown in FIGs. 30a
and 30b may be formed through selective etching. The
surfaces of the concave portions 1025-1 to 1025-m
(where m is a natural number greater than 1), which are
etching surfaces, e.g. the bottom 1025a and the side wall
1025b of each of the concave portions, are rougher than
the surfaces of the second inner frame 1161, the con-
nection portion 1163 and the second outer frame 1162
of the first lower spring 1160-1.
[0374] Since the surface roughness of the concave
portions 1025-1 to 1025-m (where m is a natural number
greater than 1) is larger than the surface roughness of
the second inner frame 1161, the connection portion
1163 and the second outer frame 1162 of the first lower
spring 1160-1, the solderability may be improved. For
example, the surface roughness may be an arithmetic
mean value of each of the parameters (e.g. the center
line average height, the maximum height, peak to valley
height, or the like), which represent the surface rough-
ness of each of the segments obtained from the surface
of an object (hereinafter referred to as an "object sur-
face"). For example, the surface roughness may conform
to the surface roughness defined and listed in the Korean
Industrial Standards (KS) or the surface roughness de-
fined and listed in the DIN ISO, without limitation thereto.
[0375] FIG. 31 illustrates a cross-sectional view of an-
other example 1164-1a of the first connection terminal
shown in FIG. 30a.
[0376] The first lower spring, which includes the first
connection terminal 1164-1a shown in FIG. 31, may in-
clude a first conductive layer 1051 and a second conduc-
tive layer 1052 disposed on the first conductive layer
1051.
[0377] The second conductive layer 1052 may be a
plating layer, and may be disposed on the surface of the
first lower spring 1161-1.
[0378] For example, the second conductive layer 1052
may be disposed in a region of the outer surface 1024
of the first connection terminal 1164-1, which is located
between the adjacent ones of the concave portions
1025-1 to 1025-m (where m is a natural number greater
than 1), and in the concave portions 1025-1 to 1025-m
(where m is a natural number greater than 1).
[0379] The second conductive layer 1052 may include
concave portions 1026-1 and 1026-2, which are disposed
so as to correspond to the concave portions 1025-1 to
1025-m (where m is a natural number greater than 1).
[0380] For example, a first region S11 of the second
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conductive layer 1052, which is disposed in the concave
portions 1025-1 to 1025-m (where m is a natural number
greater than 1), may have a structure that is indented
from the surface of the second conductive layer 1052,
e.g. from an upper surface 1052a of the second conduc-
tive layer 1052.
[0381] The thickness P1 of the first region S11 of the
second conductive layer 1052, which is disposed in each
of the concave portions 1025-1 to 1025-m (where m is a
natural number greater than 1), may be less than the
depth of the center of a corresponding concave portion.
[0382] For example, the thickness P1 of the first region
S11 may be less than the depth of the center of each of
the concave portions 1025-1 to 1025-m (where m is a
natural number greater than 1).
[0383] For example, the thickness P1 of the first region
S11 of the second conductive layer 1052 may be grad-
ually increased from the edge thereof to the center there-
of.
[0384] The thickness of the first region S1 of the second
conductive layer 1052, which corresponds to the center
of each of the concave portions, may be different from
the thickness P2 of the second region S21 of the second
conductive layer 1052, which is located between adja-
cent ones of the concave portions 1025-1 to 1025-m
(where m is a natural number greater than 1).
[0385] For example, the thickness of the center of the
first region S11 of the second conductive layer 52 may
be greater than the thickness P2 of the second region
S21 of the second conductive layer 52.
[0386] Since the surface roughness of the concave
portions 1025-1 to 1025-m (where m is a natural number
greater than 1) is larger than the surface roughness of
the second inner frame 1161, the connection portion
1163 and the second outer frame 1162 of the first lower
spring 1160-1, the thickness of the first region S11, which
is formed in the concave portions 1025-1 to 1025-m
(where m is a natural number greater than 1), may be
greater than the thickness of the second region S21, and
thus solderability and wettability may be improved.
[0387] The thickness P1 of the first region S11 of the
second conductive layer 1052 may be less than the depth
D2 of the concave portions 1025-1 to 1025-m (where m
is a natural number greater than 1) (P1 < D2). The reason
for this is to cause the first region S11 of the second
conductive layer 52 to include a recess. Since the second
conductive layer 1052 includes a recess, the contact area
with the solder during the soldering may be increased,
and thus solderability and wettability may be improved,
thereby increasing coupling force between the first con-
nection terminal 1164-1 of the lens moving apparatus
1100 and an external element, such as a circuit board of
a camera module.
[0388] The second connection terminal 1164-2 may
have the same structure as the first connection terminal
1164-1, as described with reference to FIGs. 30a, 30b
and 31.
[0389] FIG. 32 illustrates a first connection terminal

1164-1’ according to another embodiment.
[0390] Referring to FIG. 32, the first connection termi-
nal 1164-1’ may include a plurality of concave portions
1031-1 to 1031-n (where n is a natural number greater
than 1), and each of the concave portions 1031-1 to 1031-
n (where n is a natural number greater than 1) may take
the form of a dot. In the embodiment shown in FIG. 32,
each of the concave portions takes the form of a circular
dot. However, the disclosure is not limited thereto. Each
of the concave portions may be formed in a polygonal
shape, an elliptical shape, or the like.
[0391] For example, the concave portions 1031-1 to
1031-n (where n is a natural number greater than 1) may
be arranged in the form of a matrix having rows and col-
umns.
[0392] The first spacing distance K3 between two ad-
jacent concave portions in a row direction may be con-
stant, and the second spacing distance K4 between two
adjacent concave portions in a column direction may be
constant. The diameters R1 of the concave portions
1031-1 to 1031-n (where n is a natural number greater
than 1) may be the same as each other.
[0393] For example, the diameters R1 of the concave
portions 1031-1 to 1031-n (where n is a natural number
greater than 1) may be the same as each other.
[0394] For example, the diameter R1 of each of the
concave portions 1031-1 to 1031-n (where n is a natural
number greater than 1) may range from 0.05 mm to 0.09
mm. Alternatively, in another embodiment, the diameter
R1 of each of the concave portions may range, for ex-
ample, from 0.06 mm to 0.08 mm.
[0395] The reason for arranging the concave portions
with a constant spacing distance is to cause a solder to
be evenly applied to the first connection terminal 1164-1’,
thereby increasing coupling force between the first con-
nection terminal 1164-1’ and an external element, such
as a circuit board of a camera module.
[0396] In another embodiment, the diameter of at least
one of the concave portions may be different from the
diameters of the remaining ones of the concave portions,
and the concave portions may be arranged irregularly or
randomly.
[0397] The cross-section taken in the direction AB in
FIG. 32 may be the same as illustrated in FIGs. 30b and
31, and the description made with reference to FIGs. 30b
and 31 may be applied to the embodiment shown in FIG.
32.
[0398] The automatic soldering process, which per-
forms soldering using equipment, may cause more sol-
dering defects than the manual soldering process. Since
the first and second connection terminals 1164-1,
1164-2, 1164-1a and 1164-1’ according to the embodi-
ment have excellent solderability, soldering defects may
be decreased even when the automatic soldering proc-
ess is performed.
[0399] Each of the first and second connection termi-
nals 1164-1 and 1164-2 of the first and second lower
springs 1160-1 shown in FIGs. 28 and 29 is formed in-
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tegrally with the second inner frame 1161, the second
outer frame 1162 and the connection portion 1163. How-
ever, the disclosure is not limited thereto.
[0400] In another embodiment, each of the first and
second lower springs may include only the second inner
frame 1161, the second outer frame 1162 and the con-
nection portion 1163, and each of the first and second
connection terminals may be separately disposed on the
outer surface of the base 1210.
[0401] In this case, one end of each of the first and
second connection terminals, which are disposed on the
outer surface of the base 1210, may be coupled or bond-
ed to the second outer frame of a corresponding one of
the first and second lower springs using a conductive
adhesive member, e.g. using soldering.
[0402] In another embodiment, the description of the
first connection terminals 1164-1, 1164-1a and 1164-1’
shown in FIGs. 30a to 32 may be applied to the first and
second connection terminals 164-1 and 164-2 shown in
FIG. 8.
[0403] FIG. 33 illustrates a perspective view of a cam-
era module according to an embodiment, FIG. 34 illus-
trates a holder 1305, an image sensor 1310 and a circuit
board 1400 shown in FIG. 33, and FIG. 35 illustrates a
soldering portion 1041 of the camera module shown in
FIG. 33.
[0404] Referring to FIG. 33, the camera module in-
cludes a lens moving apparatus 1100, a holder 1305, an
image sensor 1310, a circuit board 1400, and first and
second soldering portions 1041 and 1042.
[0405] The holder 1305 may be disposed under the
base 1210 of the lens moving apparatus 1100.
[0406] The circuit board 1400 is disposed under the
holder 1300. The image sensor 1310 may be disposed
on the circuit board 1400. The image sensor 1310 may
receive the image included in the light incident through
the lens moving apparatus 1100, and may convert the
received image into an electric signal.
[0407] Various circuits and elements may be provided
on the circuit board 1400 in order to convert the image
formed on the image sensor 1310 into an electric signal
and to transmit the electric signal to an external device.
[0408] The camera module may further include a con-
troller disposed on the circuit board 1400.
[0409] The controller may include a driver for supplying
a driving signal for driving the coil 1120 to first and second
pads 1035a and 1035b of the circuit board 1400, and a
sensing unit for generating control signals for controlling
pixels of the image sensor and converting an image sig-
nal sensed by the image sensor into a digital signal.
[0410] The camera module may further include a filter
(not illustrated) disposed between the lens moving ap-
paratus 1100 and the image sensor 1310. The filter may
be installed to the holder 1305 so as to face the image
sensor 3110 in the optical-axis direction, and the holder
1305 may include a protruding portion (not illustrated) on
which the filter is seated. Here, the filter may serve to
block the light within a specific frequency band of the light

that passes through the lens from being incident on the
image sensor 1310. For example, the filter may be an
infrared-light blocking filter, without limitation thereto.
[0411] The camera module may further include a mo-
tion sensor, which outputs rotational angular velocity in-
formation based on the motion of the camera module.
[0412] In addition, the camera module may further in-
clude a connector, which is electrically connected to the
circuit board 1400 and which includes a port for electrical
connection to an external device.
[0413] The holder 1305 may be secured to the lower
surface of the base 1210 of the lens moving apparatus
1100, and may have therein a hollow region through
which the pixels of the image sensor are exposed.
[0414] As illustrated in FIG. 34, at least one side sur-
face of the holder 1305 may be bent so as to expose the
first and second pads 1035a and 1035b provided on the
upper surface of the circuit board 400.
[0415] The circuit board 1400 may be secured to the
lower end of the holder 1305, and the first and second
pads 1035a and 1035b may be provided on the upper
surface of the circuit board 1400. The first and second
pads 1035a and 1035b of the circuit board 1400 may be
disposed at positions corresponding to the first and sec-
ond connection terminals 1164-1 and 1164-2 of the lens
moving apparatus 1100.
[0416] Referring to FIG. 35, the first soldering portion
1041 couples or bonds the first connection terminal
1164-1 of the lens moving apparatus 1100 and the first
pad 1035a of the circuit board 1400 to each other.
[0417] For example, the first soldering portion 1041
may be injected into at least one of the concave portions
1025-1 to 1025-m or 1026-1 and 1026-2 of the first con-
nection terminal 164-1.
[0418] For example, the first soldering portion 1041
may be completely or partially injected into the concave
portions 1025-1 to 1025-m or 1026-1 and 1026-2 of the
first connection terminal 164-1.
[0419] Further, the first soldering portion 1041 may
cover the upper surface of the first pad 1035a of the circuit
board 1400.
[0420] In addition, the second soldering portion 1042
couples or bonds the second connection terminal 1164-2
of the lens moving apparatus 1100 and the second pad
1035b of the circuit board 1400 to each other.
[0421] For example, the second soldering portion 1042
may be injected into at least one of the concave portions
1025-1 to 1025-m or 1026-1 and 1026-2 of the second
connection terminal 164-2.
[0422] For example, the second soldering portion 1042
may be completely or partially injected into the concave
portions 1025-1 to 1025-m or 1026-1 and 1026-2 of the
second connection terminal 1164-2.
[0423] Further, the second soldering portion 1042 may
cover the upper surface of the second pad 1035b of the
circuit board 1400.
[0424] Since the first and second soldering portions
1041 and 1042 are injected into the concave portions
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1025-1 to 1025-m or 1026-1 and 1026-2 provided in the
first and second connection terminals 1164-1, 1164-2
and 1164-1 of the lens moving apparatus 1100, the con-
tact area between the first and second soldering portions
1041 and 1042 and the first and second connection ter-
minals 1164-1, 1164-2 and 1164-1a is increased. There-
fore, the embodiment is capable of improving solderabil-
ity and wettability and increasing coupling force between
the first and second connection terminals 1164-1, 1164-2
and 1164-1a and the first and second pads 1035a and
1035b of the circuit board 4100.
[0425] In addition, the lens moving apparatus 100 ac-
cording to the embodiment may be included in an optical
instrument for the purpose of forming an image of an
object in a space using reflection, refraction, absorption,
interference, or diffraction, which are characteristics of
light, for the purpose of increasing visibility, for the pur-
pose of recording and reproduction of an image by a lens,
for the purpose of optical measurement or image prop-
agation or transmission, or the like. For example, the op-
tical instrument according to the embodiment may in-
clude a smart phone and a portable terminal equipped
with a camera.
[0426] FIG. 36 illustrates a perspective view of a port-
able terminal 200A according to an embodiment, and
FIG. 37 illustrates the configuration of the portable ter-
minal shown in FIG. 36.
[0427] Referring to FIGs. 36 and 37, the portable ter-
minal 200A (hereinafter referred to as a "terminal") may
include a body 850, a wireless communication unit 710,
an A/V input unit 720, a sensing unit 740, an input/output
unit 750, a memory unit 760, an interface unit 770, a
controller 780, and a power supply unit 790.
[0428] The body 850 shown in FIG. 36 has a bar shape,
without limitation thereto. The body 850 may be any of
various types, such as a slide type, a folder type, a swing
type, or a swivel type, in which two or more sub-bodies
are coupled so as to be movable relative to each other.
[0429] The body 850 may include a case (e.g. a casing,
a housing or a cover), which forms the external appear-
ance thereof. For example, the body 850 may be divided
into a front case 851 and a rear case 852. Various elec-
tronic components of the terminal may be embedded in
the space formed between the front case 851 and the
rear case 852.
[0430] The wireless communication unit 710 may in-
clude one or more modules that enable wireless commu-
nication between the terminal 200A and a wireless com-
munication system or between the terminal 200A and the
network in which the terminal 200A is located. For exam-
ple, the wireless communication unit 710 may include a
broadcast receiving module 711, a mobile communica-
tion module 712, a wireless Internet module 713, a near
field communication module 714, and a location informa-
tion module 715.
[0431] The audio/video (A/V) input unit 720 may serve
to input an audio signal or a video signal, and may include
a camera 721 and a microphone 722, for example.

[0432] The camera 721 may include the camera mod-
ule according to the embodiment shown in FIG. 20 or
FIG. 33.
[0433] The sensing unit 740 may sense the current
state of the terminal 200A, such as the opened/closed
state of the terminal 200A, the position of the terminal
200A, the presence or absence of a user touch, the ori-
entation of the terminal 200A, or the acceleration/decel-
eration of the terminal 200A, and may generate a sensing
signal for controlling the operation of the terminal 200A.
For example, when the terminal 200A takes the form of
a slide phone, the sensing unit may sense whether the
slide phone is opened or closed. In addition, the sensing
unit functions to sense whether or not the power supply
unit 790 supplies power or whether or not the interface
unit 770 is connected to an external device, for example.
[0434] The input/output unit 750 serves to generate
input or output that is visual, auditory, tactile, or the like.
The input/output unit 750 may generate input data for
controlling the operation of the terminal 200A and may
also display information processed by the terminal 200A.
[0435] The input/output unit 750 may include a keypad
unit 730, a display panel 751, a sound output module
752, and a touchscreen panel 753. The keypad unit 730
may generate input data based on input to a keypad.
[0436] The display panel 751 may include a plurality
of pixels, the color of which changes in response to an
electric signal. For example, the display panel 751 may
include at least one of a liquid crystal display, a thin-film-
transistor liquid crystal display, an organic light-emitting
diode, a flexible display, or a 3-dimensional (3D) display.
[0437] The sound output module 752 may output audio
data received from the wireless communication unit 710
in a call signal reception mode, a call mode, a recording
mode, a voice recognition mode, a broadcast reception
mode, or the like, or may output audio data stored in the
memory unit 760.
[0438] The touchscreen panel 753 may convert a
change in capacitance caused by a user touch on a spe-
cific area of the touchscreen into an electric input signal.
[0439] The memory unit 760 may store a program for
processing and controlling the controller 780 and may
temporarily store input/output data (e.g. a telephone di-
rectory, a message, audio, a still image, a photograph,
or a moving image). For example, the memory unit 760
may store an image captured by the camera 721, for
example, a photograph or a moving image.
[0440] The interface unit 770 serves as a path for con-
nection to an external device connected to the terminal
200A. The interface unit 770 receives data from an ex-
ternal device, receives power to transmit the power to
each element in the terminal 200A, or allows data in the
terminal 200A to be transmitted to an external device.
For example, the interface unit 770 may include a
wired/wireless headset port, an external charger port, a
wired/wireless data port, a memory card port, a port for
connecting a device equipped with an identification mod-
ule, an audio input/output (I/O) port, a video input/output
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(I/O) port, and an earphone port.
[0441] The controller 780 may control the overall op-
eration of the terminal 200A. For example, the controller
780 may perform a related control operation and process
for a voice call, data communication, a video call, and
the like.
[0442] The controller 780 may include a multimedia
module 781 for multimedia playback. The multimedia
module 781 may be implemented in the controller 180,
or may be implemented separately from the controller
780.
[0443] The controller 780 may perform a pattern rec-
ognition process for recognizing handwriting input or
drawing input performed on the touchscreen as charac-
ters and images, respectively.
[0444] The power supply unit 790 may receive external
power or internal power under the control of the controller
780, and may supply the power required for the operation
of respective elements.
[0445] The above described features, configurations,
effects, and the like are included in at least one of the
embodiments of the disclosure, and should not be limited
to only one embodiment. In addition, the features, con-
figurations, effects, and the like as illustrated in each em-
bodiment may be implemented with regard to other em-
bodiments as they are combined with one another or
modified by those skilled in the art. Thus, content related
to these combinations and modifications should be con-
strued as falling within the scope of the invention.

[Industrial Applicability]

[0446] Embodiments may be used in a lens moving
apparatus, which is capable of preventing an electrical
short between a second coil and a cover member and is
capable of increasing coupling force between the cover
member and a housing using an adhesive member, and
a camera module and an optical device including the
same.

Claims

1. A lens moving apparatus comprising:

a housing;
a bobbin disposed in the housing;
a first coil disposed on an outer circumferential
surface of the bobbin;
a magnet disposed on a side portion of the hous-
ing, the magnet being disposed corresponding
to the first coil;
a base disposed under the housing;
a second coil disposed on an outer surface of
the base, the second coil being configured to
generate an inductive voltage due to interaction
with the first coil; and
first to fourth elastic members coupled to the

bobbin and the housing, the first to fourth elastic
members being disposed so as to be spaced
apart from each other on an upper surface of
the base,
wherein each of the first and second elastic
members comprises a first bonding portion for
bonding to the first coil and a first connection
terminal for electric connection to an outside,
wherein each of the third and fourth elastic mem-
bers comprises a second bonding portion for
bonding to the second coil and a second con-
nection terminal for electric connection to an out-
side, and
wherein the second bonding portion and the sec-
ond connection terminal are disposed on differ-
ent outer surfaces of the base.

2. The lens moving apparatus according to claim 1,
wherein the base comprises side portions and a cor-
ner portion disposed between two adjacent ones of
the side portions, and
wherein each of the second bonding portion and the
second connection terminal is disposed on a corre-
sponding one of outer surfaces of two side portions
adjacent to the corner portion.

3. The lens moving apparatus according to claim 1,
wherein each of the first to fourth elastic members
comprises:

an inner frame coupled to the bobbin;
an outer frame coupled to the housing; and
a connection portion connecting the inner frame
and the outer frame to each other,
wherein the first bonding portion is disposed at
the inner frame, and
wherein the second bonding portion and the first
and second connection terminals are disposed
at the outer frame.

4. The lens moving apparatus according to claim 3,
wherein each of the second bonding portion and the
first and second connection terminals is bent and
extends from the outer frame toward the base and
is disposed on the outer surface of the base.

5. The lens moving apparatus according to claim 4,
wherein the base has a groove formed in the outer
surface thereof to allow the second coil to be dis-
posed therein, and
wherein the second bonding portion is disposed on
a region of the outer surface of the base, which is
located above the groove.

6. The lens moving apparatus according to claim 5,
wherein the first and second connection terminals
extend to another region of the outer surface of the
base, which is located below the groove.
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7. The lens moving apparatus according to claim 5,
wherein the base has first indented portions formed
in the outer surface thereof to allow the first and sec-
ond connection terminals to be respectively dis-
posed therein, and
wherein the base has a second indented portion
formed in the outer surface thereof to allow the sec-
ond bonding portion to be disposed therein.

8. The lens moving apparatus according to claim 4,
wherein the first connection terminal of each of the
first and second elastic members is disposed on a
first outer surface of the base,
wherein the second connection terminal of each of
the third and fourth elastic members is disposed on
a second outer surface of the base, and
wherein the first outer surface of the base and the
second outer surface of the base are located oppo-
site each other.

9. The lens moving apparatus according to claim 1, fur-
ther comprising:

a cover member comprising an upper plate and
side plates connected to the upper plate, the
cover member being coupled to the housing;
and
a sealing member disposed between each of
the side plates of the cover member and the
housing,
wherein the housing comprises side portions
disposed at positions corresponding to the side
plates of the cover member and an outer pro-
truding portion formed at an outer surface of
each of the side portions, and
wherein the outer protruding portion protrudes
from the outer surface of each of the side por-
tions in a direction from an inner surface of each
of the side portions toward the outer surface
thereof and protrudes from a lower end of each
of the side portions toward the base.

10. The lens moving apparatus according to claim 1,
wherein the housing comprises:

an indented portion formed in an outer surface
of the outer protruding portion to allow the seal-
ing member to be injected therein; and
an inner protruding portion provided on an inner
surface of the outer protruding portion at a po-
sition corresponding to the indented portion.
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