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(54) CAMERA MODULE AND CAMERA MODULE MANUFACTURING METHOD

(57) The present embodiment provides a camera
module comprising: a lens barrel containing at least one
lens; a front body which contains the lens barrel, and
which comprises a flange portion formed to extend from
a side surface thereof in a direction perpendicular to an
optical axis; a substrate portion spaced from the lens
barrel in the optical axis direction and arranged behind
the front body; a rear body coupled to the flange portion
so as to contain the substrate portion; a thermal bonding

portion arranged between the flange portion and the rear
body such that the front body and the rear body are cou-
pled; and a gasket spaced from the thermal bonding por-
tion and arranged between the front body and the rear
body so as to contact the front body and the rear body,
wherein the front surface of the flange portion, which is
positioned to correspond to the thermal bonding portion,
comprises a planar surface.
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Description

[Technical Field]

[0001] The present embodiment relates to a camera
module and camera module manufacturing method.

[Background Art]

[0002] The following description provides background
information for the present exemplary embodiment and
does not describe the prior art.
[0003] Camera modules that photograph a subject as
a photo or movie can be combined with various devices
and apparatuses. Particularly, due to the advancement
and automation of vehicle parts, automobiles in which
camera modules are combined are introduced to the mar-
ket. The camera modules are used in the automobiles
as being installed inside the front and rear surveillance
cameras, a black box and the like.
[0004] Since most of these camera modules protrude
outside the automobiles, durability and waterproofness
(airtightness) must be secured. Furthermore, heat dissi-
pation property must be secured to prevent damage
caused by deterioration.
[0005] The housing of the camera module for a vehicle
generally has a combined form of a front body wherein
a lens barrel is located and a rear body wherein electronic
parts such as a substrate portion, that is a printed circuit
board (PCB), and an image sensor are disposed. The
housing of the camera module for a vehicle is made of
metal or plastic. In the case of a metal material, since the
price is high (about ten times that of plastic) and the cover
and the body are screw-coupled, there is a problem in
that a space for installing the printed circuit board is in-
sufficient.
[0006] On the other hand, the plastic material has a
low material cost, and since the front body and the rear
body are thermally bonded together, it is advantageous
in that a wide space for accommodating the parts can be
secured. Therefore, recently research on a housing using
a plastic material has been actively carried out. However,
in the case of a plastic housing, there is a problem that
condensation occurs in the thermal bonding portion of
the cover and the body, and expensive electronic com-
ponents are broken down due to internal moisture infil-
tration.
[0007] On the other hand, a camera module for a ve-
hicle is manufactured by combining a front body on which
a lens barrel is mounted and a rear body in which an
electronic part (for example, a substrate unit) is accom-
modated. The front body and the rear body, which are
external members, are generally formed of a metal ma-
terial. Therefore, when combining the front body and the
rear body, a screw coupling method is used. The screw
coupling method requires a screw coupling space for fas-
tening the screw to the front body and the rear body.
[0008] Therefore, there is a problem that the space for

accommodating the substrate unit in the rear body is in-
sufficient. Further, when a metal material is used, there
is a problem that the material cost (about 10 times that
of plastic) increases.

[Disclosure]

[Technical problem]

[0009] The first embodiment of the present invention
is to provide a camera module capable of sufficiently se-
curing an internal space in which electronic parts are ac-
commodated and capable of protecting electronic parts
by preventing moisture infiltration from the outside and
dewing, and to provide a method of manufacturing meth-
od thereof.
[0010] The present second embodiment intends to
provide a camera module that can maximally secure a
space for accommodating electronic components therein
and further ensure the airtightness of the internal space
thereby providing a waterproof camera module.

[Technical Solution]

[0011] The present embodiment provides a camera
module comprising: a lens barrel accommodating at least
one lens; a front body accommodating the lens barrel,
comprising a flange portion formed by extending from a
side surface thereof in a direction perpendicular to an
optical axis; a substrate portion spaced apart from the
lens barrel along the optical axis direction and disposed
at the rear side of the front body; a rear body combined
to the flange portion, accommodating the substrate por-
tion; a thermal bonding portion disposed between the
flange portion and the rear body to combine the front
body and the rear body; and a gasket spaced apart from
the thermal bonding portion and disposed between the
front body and the rear body and in contact with the front
body and the rear body, wherein the front surface of the
flange portion positioned corresponding to the thermal
bonding portion comprises a planar surface.
[0012] A step having a lower end more inwardly re-
cessed than the upper end is located in the flange portion,
and the gasket can cover the lower end of the step.
[0013] The rear body is disposed with a gasket support
portion protruding into the rear body, and the gasket can
be pressed by the gasket support portion.
[0014] A thermal bonding groove for accommodating
the thermal bonding portion may be disposed on the pla-
nar surface.
[0015] The thermal bonding portion is formed by laser
welding, and the shortest distance between the surface
of the gasket and a laser irradiating portion irradiated with
a laser in the thermal bonding portion may be 2 mm or
more.
[0016] The front body and the rear body may comprise
a plastic material.
[0017] The front body and the rear body may comprise
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a plastic material mixed with carbon or metal.
[0018] The gasket is ring-shaped and may be made of
a rubber material.
[0019] A method of manufacturing a camera module
according to the first embodiment comprises the steps
of: combining a front body and a gasket; accommodating
a substrate portion in a rear body; aligning the front body
and the rear body in close contact with each other; and
thermal bonding of the front body and the rear body to
manufacture a camera module, wherein the camera
module comprising: a lens barrel accommodating at least
one lens; a front body accommodating the lens barrel,
comprising a flange portion formed by extending from a
side surface thereof in a direction perpendicular to an
optical axis; a substrate portion spaced apart from the
lens barrel along the optical axis direction and disposed
at the rear side of the front body; a rear body combined
to the flange portion, accommodating the substrate por-
tion; a thermal bonding portion disposed between the
flange portion and the rear body to combine the front
body and the rear body; and a gasket spaced apart from
the thermal bonding portion and disposed between the
front body and the rear body and in contact with the front
body and the rear body, wherein the front surface of the
flange portion positioned corresponding to the thermal
bonding portion comprises a planar surface.
[0020] A camera module of the second embodiment
comprises: a lens barrel accommodating at least one
lens; a front body to which the lens barrel is coupled; a
rear body having a front opening and an inner space
formed by a rear surface and a sidewall portion extending
forward from the rear surface, and combined with the
front body so as to close the front opening by the front
body; a substrate unit accommodated in an inner space
of the rear body; and a gasket, with the front surface
thereof in contact with the a rear surface of the front body,
with the rear surface thereof in contact with the front sur-
face of the sidewall portion of the rear body, and inter-
posed between the front body and the rear body, wherein
the rear body comprises a first rib extending forward at
a portion of a front surface of the sidewall portion and the
front body comprises a first rib groove wherein a first rib
is accommodated in a rear surface, and the front body
and the rear body can be combined by thermal bonding
of the first rib and the first rib groove.
[0021] A front portion of the first rib is accommodated
in the first rib groove and thermally bonded thereto, and
an inner side surface of the rear portion of the first rib
can be in contact with an outer side surface of the gasket.
[0022] The sidewall portion comprises a first sidewall
and a second sidewall; and a first corner sidewall con-
necting the first sidewall and the second sidewall, where-
in the first rib extends forward at the first corner sidewall
and may be curved along the first corner sidewall.
[0023] The gasket comprises a first side and a second
side; an outer side surface of the first corner portion is
curved corresponding to the first rib so as to be in contact
with an inner side surface of a rear portion of the first rib;

and the first side and the outer side surface of the second
side may be exposed towards the outside.
[0024] One side of the first gasket corner portion of the
first corner portion is connected to a first connecting por-
tion extending inwardly from the first side, and the other
side of the first gasket corner portion may be connected
to a second connecting portion extending inwardly from
the second side.
[0025] The first connecting portion and the second con-
necting portion may be curved inwardly.
[0026] The material of the front body and the rear body
may comprise plastics.
[0027] The material of the front body and the rear body
may comprise plastics mixed with carbon or metal.
[0028] A laser may be irradiated on the front surface
of the rib so that the rib and the rib groove are thermally
bonded.
[0029] The shortest distance between the gasket and
the portion irradiated with the laser on the front surface
of the rib may be 2 mm or more.
[0030] The substrate unit may comprise at least one
substrate; a shield can accommodating the substrate;
and an image sensor mounted on the substrate in align-
ment with an optical axis direction of the lens barrel.

[Advantageous Effects]

[0031] According to the first embodiment, since the
front body and the rear body made of plastics are com-
bined by thermal bonding, the internal space can be wide
enough to accommodate sufficient electronic parts. Fur-
thermore, since a gasket interposed and compressed be-
tween the front body and the rear body is further included,
it is possible to prevent moisture infiltration and dewing.
Further, since a safety distance is secured between the
surface of the gasket and the thermal bonding portion, it
is possible to prevent the gasket from being damaged by
deterioration upon thermal bonding.
[0032] According to the second embodiment, since the
rear body and the front body are combined by thermal
bonding, an additional space for screw-coupling is not
required. In addition, since the partial thermal bonding is
applied, the inner space of the rear body can be maxi-
mally secured. Furthermore, the airtightness is secured
by the arrangement structure of the gasket, thereby en-
hancing the waterproof property.

[Description of Drawings]

[0033]

Fig. 1 is a perspective view showing a camera mod-
ule of a first embodiment.

Fig. 2 is an exploded perspective view showing the
camera module of the first embodiment.

Fig. 3 is a vertical cross-sectional view showing a
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camera housing of the first embodiment.

Fig. 4 is a vertical cross-sectional view showing the
thermal bonding process of the camera housing of
the first embodiment.

Fig. 5 is an exploded perspective view showing a
substrate portion, a shield can, and a connector of
the first embodiment.

Figs. 6 to 8 are conceptual views showing a method
of manufacturing the camera housing of the first em-
bodiment.

Fig. 9 is a flowchart showing a method of manufac-
turing the camera housing of the first embodiment.

Fig. 10 is a perspective view showing a camera mod-
ule of a second embodiment.

Fig. 11 is an exploded perspective view showing the
camera module of the second embodiment.

Fig. 12 is an exploded perspective view showing a
lens barrel, a front body, and a gasket of the camera
module of the second embodiment.

Fig. 13 is a perspective view of the front body and
the gasket of the second embodiment as viewed
from the rear.

Fig. 14 is an exploded perspective view showing a
substrate unit of the camera module of the second
embodiment.

Fig. 15 is a perspective view showing a rear body of
the second embodiment.

Fig. 16 is a cross-sectional view showing the com-
bined state of the front body, the rear body, and the
gasket of the second embodiment

Fig. 17 is a cross-sectional view showing a rear body
of a comparative example and the rear body of the
second embodiment.

[Best Mode]

[0034] Hereinafter, some embodiments of the present
invention will be described with reference to exemplary
drawings. In describing the reference symbols of the
components in the drawings, the same components are
denoted by the same reference numerals whenever pos-
sible, even if they are shown on other drawings. In the
following description of the embodiments of the present
invention, a detailed description of known functions and
configurations incorporated herein will be omitted when
it may hinder the understanding of the embodiments of

the present invention.
[0035] In describing the components of the embodi-
ment of the present invention, terms such as first, second,
A, B, (a), and (b) may be used. These terms are merely
intended to distinguish the components from other com-
ponents, and the terms do not limit the nature, order or
sequence of the components. When a component is de-
scribed as being "connected," "coupled," or "jointed" to
another component, the component may be directly con-
nected, coupled, or jointed to the other component, how-
ever, it should be understood that another element may
be "connected," "coupled" or "jointed" between compo-
nents.
[0036] Hereinafter, the "up-down direction" is defined
as the X-axis direction shown in the drawing. In this case,
the "upper direction" is the arrow direction of the X-axis.
The "left-to-right direction" is defined as the Y-axis direc-
tion shown in the drawing. In this case, the "left side" is
the arrow direction of the Y-axis. Also, the "front-to-rear
direction" is defined as the Z-axis direction shown in the
drawing. In this case, the "rear direction" is the arrow
direction of the Z axis. Also, the "optical axis direction" is
defined as the optical axis direction of the lens barrel 100.
On the other hand, the "optical axis direction" can be
mixedly used in combination with the "front-to-rear direc-
tion," Z-axis direction, and the like.
[0037] Hereinafter, a camera module 1000 and a cam-
era housing 1100 of the first embodiment will be de-
scribed with reference to the drawings. Fig. 1 is a per-
spective view showing the camera module 1000 of the
first embodiment; Fig. 2 is an exploded perspective view
showing the camera module 1000 of the first embodi-
ment; Fig. 3 is a vertical cross-sectional view showing
the camera housing 1100 of the first embodiment; Fig. 4
is a vertical cross-sectional view showing the laser ther-
mal bonding process of the camera housing 1100 of the
first embodiment; and Fig. 5 is an exploded perspective
view showing a substrate portion 500, a shield can 600,
and a connector 700 of the first embodiment.
[0038] A camera module 1000 according to the first
embodiment may comprise a lens barrel 100, a front body
200, a gasket 300, an image sensor 400, a substrate
portion 500, a shield can 600, a connector 700, and a
rear body 800. The camera housing 1100 according to
the present invention may comprise a front body 200, a
gasket 300, and a rear body 800.
[0039] The lens barrel 100 may be positioned on the
front body 200 which will be described later. The lens
barrel 100 may be located in a lens barrel accommodat-
ing portion 210 of the front body 200. The lens barrel 100
may be positioned in a lens barrel hole 211 of the lens
barrel receiving portion 210. The lens barrel 100 can be
accommodated in the lens barrel hole 211 of the lens
barrel accommodating portion 210. The lens barrel 100
may be screw-coupled or bonded to the lens barrel ac-
commodating portion 210. At least one lens can be ac-
commodated in the lens barrel 100. Therefore, the lens
barrel 100 may have an optical axis. The light passing

5 6 



EP 3 525 444 A1

5

5

10

15

20

25

30

35

40

45

50

55

through the lens barrel 100 can be irradiated to the image
sensor 400 described later.
[0040] The front body 200 may be a component of the
camera housing 1100 as an exterior material. The front
body 200 may be positioned above the rear body 800,
which will be described later. The front body 200 may
cover an opening 810 of the rear body 800. The front
body 200 may comprise a plastic material. The front body
200 may comprise a plastic material mixed with carbon
or metal. The front body 200 may comprise a laser-trans-
missible plastic material or a plastic material mixed with
laser-transmissible carbon or metal. Adding carbon or
metal to plastics can improve heat dissipation, durability,
and electromagnetic shielding. However, if the ratio of
carbon or metal is too high, the thermal bonding may not
be performed well and therefore the ratio of plastic to
carbon or metal should be properly trade-off. The front
body 200 and the rear body 800 can be combined to-
gether by thermal bonding. In this case, thermal bonding
can be achieved by laser welding under pressure.
[0041] The lens barrel 100 may be positioned in the
front body 200. The gasket 300 may be positioned in the
front body 200. The front body 200 may comprise a lens
barrel accommodating portion 210, a planar surface 220,
and a flange portion 230. The lens barrel accommodating
portion 210, the planar surface 220, and the flange por-
tion 230 may be integrally formed.
[0042] The lens barrel accommodating portion 210
may be provided with a lens barrel hole 211. The lens
barrel accommodating portion 210 may have a hollow
cylindrical shape, and a lens barrel hole 211 may be
formed at the center thereof. The lens barrel 100 can be
positioned and fixed to the lens barrel hole 211. A planar
surface 220 may be positioned at the rear portion of the
lens barrel accommodating portion 210. The lens barrel
accommodating portion 210 and the planar surface 220
may be integrally formed of plastics or a plastic injection
molded material mixed with carbon or metal.
[0043] The planar surface 220 may be located at the
rear end of the lens barrel accommodating portion 210.
The planar surface 220 may be disposed at a position
corresponding to a thermal bonding portion 830, which
will be described later. The planar surface 220 may have
a square plate shape and the lens barrel hole 211 ex-
tending from the lens barrel accommodating portion 210
may be formed at the center. That is, the lens barrel hole
211 can penetrate the lens barrel accommodating portion
210 and the planar surface 220. The planar surface 220
may be located in front of the rear body 800 which will
be described later. In this case, the planar surface 220
can cover the rear body 800 and block the opening 810
of the rear body 800. In this case, the inner space of the
rear body 800 can communicate with the lens barrel hole
211 through the opening 810. However, the shape of the
planar surface 220 is not limited to the plate shape de-
scribed above. That is, as for the form of the planar sur-
face 220, any form can be applied as long as it covers
the rear body 800 and can communicate with the lens

barrel hole 211. Thus, the planar surface 220 may be
referred to as a "cover member."
[0044] The planar surface 220 may comprise a thermal
bonding groove 221. The thermal bonding groove 221
may be formed along the outer circumference of the rear
surface of the planar surface 220. The thermal bonding
groove 221 may be a portion in contact with a thermal
bonding portion 830 of the rear body 800, which will be
described later. Therefore, the shape of the thermal
bonding groove 221 may be the same as or similar to the
thermal bonding portion 830. The thermal bonding por-
tion 830 can be accommodated in the thermal bonding
groove 221. The inner side surface of the thermal bonding
groove 221 and the outer side surface of the thermal
bonding portion 830 can be in contact with each other.
In this state, the front body 200 and the rear body 800
can be combined by laser welding, which will be de-
scribed later.
[0045] The flange portion 230 may be located below
the planar surface 220. The flange portion 230 may be
hollow and may have a shape of a tetrahedron with a low
height and may have a lens barrel hole 211 penetrating
the center thereof. That is, the lens barrel hole 211 can
sequentially pass through the lens barrel accommodat-
ing portion 210, the planar surface 220, and the flange
portion 230. That is, the lens barrel hole 211 may be
formed in the form of a core in the front body 200. In this
case, the inner space of the rear body 800 can commu-
nicate with the lens barrel hole 211 through the opening
810. The flange portion 230 may comprise a step. The
flange portion 230 may have a step having a lower end
(rear end) more inwardly recessed than the upper end
(front end).
[0046] The flange portion 230 may be insertingly cou-
pled to the gasket 300. In this case, the flange portion
230 can penetrate the ring-shaped gasket 300 and the
gasket 300 can be positioned along the side surface of
the flange portion 230. Further, the gasket 300 may be
positioned at the rear end of the step of the flange portion
230. In this case, the gasket 300 may be located along
the side circumference of the rear end of the step of the
flange portion 230. That is, the gasket 300 may cover the
rear end of the step of the flange portion 230. Further,
the upper surface of the gasket 300 can be in contact
with the lower surface of the front end.
[0047] The gasket 300 may be a component of the
camera housing 1100. The gasket 300 may be an elastic
material. The gasket 300 may be made of a rubber ma-
terial. The gasket 300 can be insertingly coupled to the
flange portion 230 in a rectangular ring shape. In this
case, the flange portion 230 can penetrate the gasket
300. Further, the gasket 300 may be located at the rear
end of the step of the flange portion 230. In this case, the
front surface of the gasket 300 can be in contact with the
rear surface of the front end of the step of the flange
portion 230. The gasket 300 may be inserted into the
inner space of the rear body 800 when the front cover
200 and the rear body 800 are combined. In this case,
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the rear surface of the gasket 300 may be supported by
being in contact with the gasket support portion 840 of
the front body 800, which will be described later.
[0048] The front surface of the gasket 300 after the
front body 200 and the rear body 800 are combined is in
contact with the rear surface of the front end of the step
of the flange portion 230 and the rear surface of the gas-
ket 300 is supported by the gasket support portion 840,
and the outer side surface of the gasket 300 is in contact
with the inner side surface of the body 800, and the inner
side surface of the gasket 300 is in contact with the outer
side surface of the rear end of the step of the flange 230.
Accordingly, the gasket 300 can seal the rear body 800.
Further, the front cover 200 and the rear body 800 are
combined with each other in the front-to-rear direction,
so that the gasket 300 can be pressed especially by the
combining pressure of the gasket support portion 840
and the front end of the step of the flange portion 230.
As a result, the sealing performance of the gasket 300
can be enhanced.
[0049] The image sensor 400 may be accommodated
in the inner space of the rear body 800. The image sensor
400 may be mounted on the substrate portion 500 which
will be described later. The image sensor 400 may be
positioned on the front surface of a first substrate 510
located in the front portion of the substrate portion 500.
The image sensor 400 may be positioned so that its op-
tical axis is aligned with the lens barrel 100. Thus, the
image sensor 400 can acquire the light that has passed
through the lens barrel 100. In this case, the image sensor
400 can output the irradiated light as an image. The im-
age sensor 400 may be a charge coupled device (CCD),
metal oxide semiconductor (MOS), CPD, and CID. How-
ever, the type of the image sensor 400 is not limited there-
to.
[0050] The substrate portion 500 can be accommodat-
ed in the inner space of the rear body 800. The substrate
portion 500 may be positioned in the inner space of the
rear body 800 by screw-coupling the front body 200 or
the rear body 800 together. The substrate portion 500
may be positioned in the inner space of the rear body
800 by being adhered to the front body 200 or the rear
body 800. The substrate portion 500 can be placed in
the inner space of the rear body 800 by covering the
shield can 600 which will be described later. The image
sensor 400 may be mounted on the front end of the sub-
strate portion 500. The connector 700 can be mounted
on the rear end of the substrate portion 500. The sub-
strate portion 500 comprises a first substrate 510, a third
substrate 530, and a second substrate 520 interconnect-
ing the first substrate 510 and the third substrate 530.
[0051] The first substrate 510 may be spaced apart
from the third substrate 530 and may be located at the
forefront portion of the substrate portion 500. The first
substrate 510 may be connected to the third substrate
530 by the second substrate 520. The image sensor 400
may be mounted on the upper surface of the first sub-
strate 510. The first substrate 510 may be covered by a

shield can 600. In this case, the four sides of the first
substrate 510 can contact the inner side surface of the
shield can 600. The first substrate 510 can be supported
by a first substrate support 611 of a side can 610 which
will be described later. The upper portion of the first sub-
strate 510 may be supported by being in contact with the
first substrate support portion 611. The first substrate 510
may be fixed to the rear portion of the front body 200 by
screw-coupling. The first substrate 510 may be support-
ed by being adhered to the rear portion of the front body
200. The image sensor 400 may be mounted on the front
surface of the first substrate 510. At least a portion of the
corners of the first substrate 510 may be formed with a
screw groove 511 cut-off in the form of an arc or a circle.
The screw (not shown) may penetrating through the
screw groove 511 so as to fix the first substrate 510 to
the rear portion of the front body 200. The first substrate
510 can be fixed to the front body 200 by the combining
pressure of the screw. The first substrate 510 may be a
printed circuit board (PCB) in the form of a square plate.
The first substrate 510 may electronically control the
camera module 1000. A ground terminal (not shown) may
be positioned on at least a portion of four sides of the
first substrate 510. As a result, the remaining electromag-
netic force of the first substrate 510 can escape to the
outside through the shield can 600.
[0052] The second substrate 520 may be positioned
between the first substrate 510 and the third substrate
530 to interconnect the first substrate 510 and the third
substrate 530. In order to electronically control the cam-
era module 1000, a substrate having a predetermined
area or more is required, however, the cross-section of
the inner space of the rear body 800 is smaller than that
due to the design requirements of a vehicle camera.
Therefore, stacking of a plurality of substrates such as
the first substrate 510 and the third substrate 530 of the
present invention is common, and a connecting substrate
such as a second substrate 520 is provided for electrical
interconnection of the plurality of substrates. Meanwhile,
since the front body 200 and the rear body 800 of the
present invention are combined by laser welding, not by
screw-combining, an internal space wherein the sub-
strate portion 500 is to be built can be maximally provided.
The second substrate 520 may be a flexible printed circuit
board (FPCB) in the form of a square plate erected in the
front-to-rear direction. As a result, a curved first substrate
connection portion 521 may be positioned on the front
side of the second substrate 520, and a curved third sub-
strate connection portion 522 may be positioned on the
rear side of the second substrate 520. The first substrate
connection portion 521 may be electrically connected to
a side located below the first substrate 510. In this case,
the terminal of the first substrate connection portion 521
and the terminal disposed on the lower side of the first
substrate 510 may be electrically connected by soldering.
The third substrate connection portion 522 may be elec-
trically connected to a side located below the third sub-
strate 530. In this case, the terminal of the third substrate

9 10 



EP 3 525 444 A1

7

5

10

15

20

25

30

35

40

45

50

55

connection portion 522 and the terminal disposed at the
lower side of the third substrate 530 may be electrically
connected by soldering. The second substrate 520 may
be located outside (below) a second substrate holding
portion 612 of the side can 610 which will be described
later. Therefore, the internal movement of the second
substrate 520 can be restricted by the second substrate
holding portion 612.
[0053] The third substrate 530 may be spaced apart
from the first substrate 510 and may be located at the
rear end of the substrate portion 500. The third substrate
530 may be connected to the first substrate 510 through
the second substrate 520. A connector 700 to be de-
scribed later may be mounted on the lower surface of the
third substrate 530. The third substrate 530 can be cov-
ered by the shield can 600. In this case, the four sides
of the third substrate 530 can be in contact with the inner
side surface of the shield can 600. The third substrate
530 can be fixed to the side can 610 by a third substrate
protrusion 531 being inserted into a third substrate hold-
ing groove 613 of the side can 610 which will be described
later. The third substrate protrusion 531 may be in the
form of a protrusion extending outward from the right and
left side surfaces of the first substrate 510. The third sub-
strate protrusion 531 may be inserted into the third sub-
strate locking hole 613 to apply a supporting force to the
third substrate 530. The third substrate 530 may be a
printed circuit board (PCB) in the form of a square plate.
The third substrate 530 may electronically control the
camera module 1000. A grounding end (not shown) may
be positioned on at least a portion of the four sides of the
third substrate 530. As a result, the residual electromag-
netic force of the third substrate 530 can escape to the
outside through the shield can 600.
[0054] The shield can 600 can be accommodated in
the inner space of the rear body 800. In this case, the
outer side surface of the shield can 600 can be in contact
with the inner side surface of the rear body 800. The
substrate portion 500 can be accommodated inside the
shield can 600. The image sensor 400 mounted on the
substrate portion 500 may be positioned at the top end
portion of the shield can 600. The connector 700 pene-
trating the rear surface of the shield can 600 may be
positioned at a rear portion of the shield can 600. The
shield can 600 may be in the form of a block with an open
front. As a result, the light transmitted through the lens
barrel 100 can be irradiated to the image sensor 400.
The shield can 600 may be formed of a metal material.
More specifically, the shield can 600 may be formed of
a metal plate. In this case, the shield can 600 may block
electromagnetic interference (EMI). That is, the shield
can 600 may prevent the electromagnetic waves gener-
ated from the outside from entering into the substrate
portion 500. As described above, since the substrate por-
tion 500 is grounded to the shield can 600, the remaining
electromagnetic force remaining on the substrate portion
500 can escape to the outside through the shield can
600. As a result, the substrate portion 500 can be main-

tained in an electromagnetically stable state. However,
the material of the shield can 600 is not limited thereto.
The shield can 600 may comprise a side can 610 and a
rear can 620. In this case, the side can 610 and the rear
can 620 can be assembled. However, the side can 610
and the rear can 620 may be integrally formed (not
shown).
[0055] The side can 610 may be accommodated in the
inner space of the rear body 800. In this case, the outer
side surface of the side can 610 may be in contact with
the inner side surface of the rear body 800. The rear can
620 may be positioned at rear of the side can 610. The
substrate portion 500 can be accommodated inside the
side can 610. The side can 610 may be a hollow rectan-
gular parallelepiped. The front and rear sides of the side
can 610 may be open. As a result, the side can 610 may
form the side surface of the shield can 600. The first sub-
strate support portion 611 protruding inward can be po-
sitioned at the inner side of the upper side of the side can
610. The first substrate support portion 611 may support
the first substrate 510 by being contacted with the upper
portion of the rear surface of the first substrate 510. The
second substrate holding portion 612 may be positioned
on a surface portion of the side can 610 that is located
under the second substrate holding portion 610. The sec-
ond substrate holding portion 612 may have a smaller
cross-sectional area than the other surface of the side
can 610. That is, the second substrate holding portion
612 may be a flat bar. And the second substrate 520 may
be positioned outside (lower direction) of the second sub-
strate holding portion 612. As a result, when the second
substrate 520 moves upward due to an external force at
an unexpected time, it can be braked by being caught by
the second substrate holding portion 612. A third sub-
strate holding hole 613 and a rear can holding hole 614
may be formed on the left and right side surfaces of the
side can 610. The shape of the third substrate holding
hole 613 may correspond to the shape of the third sub-
strate protrusion 531 described above. Therefore, the
third substrate protrusion 531 can be inserted into the
third substrate holding hole 613. As a result, the third
substrate 530 can be fixed to the side can 610. The po-
sition of the third substrate holding hole 613 is lower than
the position of the first substrate support portion 611 and
may be located at the rear direction of the first substrate
510 and the third substrate 530. The shape of the rear
can holding hole 614 may correspond to the shape of the
rear can protrusion 621 which will be described later.
Therefore, the rear can protrusion 621 can be inserted
into the rear can holding hole 614. As a result, the rear
can 620 may be assembled to the side can 610 and fixed
to the rear of the side can 610. The third substrate holding
hole 613 and the rear can holding hole 614 may be inte-
grally formed.
[0056] The rear can 620 can be accommodated in the
inner space of the rear body 800. In this case, the outer
side surface of the rear can 620 may be in contact with
the inner side surface of the rear body 800. The side can
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610 may be positioned in front of the rear can 620. The
connector 700 penetrating the rear surface of the rear
can 620 may be positioned at the rear side of the rear
can 620. A connector through hole 622 may be formed
on the rear surface of the rear can 620, and the connector
700 may penetrate the rear surface of the rear can 620
through the connector through hole 622. The rear can
620 may have a flat plate and side surfaces extending
forward from each of its four sides respectively. There-
fore, the front portion and the front and rear edges of the
rear can 620 may be open. the rear can protrusion 621
extending inwardly may be formed at the upper center
of the left and right side surfaces of the rear can 620. The
rear can protrusion 621 can be inserted into the rear can
holding hole 614. Therefore, the side surface of the rear
can 620 can be fixed to the side can 610 to cover the
rear end portion of the side can 610. As a result, the rear
can 620 may form the rear surface of the shield can 600.
[0057] The connector 700 can be accommodated in
the inner space of the rear body 800. The connector 700
may be mounted on the base portion 500. The connector
700 may be mounted on the rear surface of the third
substrate 530. The connector 700 may have a cylindrical
shape and a terminal may be positioned on the front sur-
face thereof. The terminal of the connector 700 may be
soldered to the terminal formed on the rear surface of
the third substrate 530 and combined thereto. The con-
nector 700 can penetrate the rear can 620 through the
connector through hole 622. The connector 700 pene-
trating through the rear can 620 may be accommodated
in a connector accommodating portion 850 of the rear
body 800 which will be described later. The connector
700 may be electrically connected to a cable (not shown).
The cable may be a conductive line interconnecting an
external electronic device and the camera module 1000.
Accordingly, the image signal output from the camera
module 1000 can be transmitted to the external electronic
device through the cable. Accordingly, the image signal
captured by the camera module 1000 may be stored by
the external electronic device or displayed. In addition,
the external electronic device may supply power to the
camera module 1000 through the cable. In addition, the
external electronic device can control the camera module
1000 by sending a control signal to the camera module
1000 through the cable.
[0058] The rear body 800 may be a component of the
camera housing 1100 as an exterior material. The rear
body 800 may be positioned at the rear side of the front
body 200 which will be described later. The rear body
800 may be in the form of a hollow rectangular parallel-
epiped having an open front side defined by a sidewall
820 extending forward from the rear surface. The open-
ing 810 of the rear body 800 can be covered by the front
body 200. However, the lens barrel hole 211 of the front
body 200 can communicate with the inner space of the
rear body 800. The rear body 800 may comprise a plastic
material. The rear body 800 may comprise a plastic ma-
terial mixed with carbon or metal. The rear body 800 may

comprise a laser absorbing plastic material or a plastic
material mixed with laser absorbing carbon or metal. The
rear body 800 and the front body 200 can be combined
together by thermal bonding. In this case, thermal bond-
ing can be achieved by laser welding under pressure.
[0059] The lower portion of the front body 200 can be
accommodated in the inner space of the rear body 800.
That is, a portion of the front body 200 can be inserted
into the inner space of the rear body 800. In this case,
the flange portion 230 of the front body 200 can be in-
serted. The inner side surface of the gasket 300 is in
contact with the flange portion 230 and the outer side
surface of the gasket 300 is in contact with the front inner
side surface of the sidewall 820 of the rear body 800. As
a result, the inner space of the rear body 800 can be
sealed by the gasket 300.
[0060] A thermal bonding portion 830 protruding up-
ward along the sidewall 820 may be located inside the
front surface of the sidewall 820 of the rear body 800.
The thermal bonding portion 830 may have a rectangular
parallelepiped shape along the circumference of the side-
wall 820. The thermal bonding portion 830 may have a
shape corresponding to a thermal bonding groove 221.
Therefore, the thermal bonding portion 830 can be ac-
commodated in the thermal bonding groove 221 when
the rear body 800 and the front body 200 are combined.
[0061] The rear body 800 may be provided with a gas-
ket support portion 840 protruding into the rear body 800.
The gasket support portion 840 protruding inward may
be located on the sidewall 820 of the rear body 800. The
gasket support portion 840 may be in the form of a step.
The gasket support portion 840 may be in contact with
the rear surface of the gasket 300 so as to support the
gasket 300. The front surface of the gasket 300 is in con-
tact with the rear surface of the front end of the step of
the flange portion 230, and the rear surface of the gasket
300 is in contact with the front surface of the gasket sup-
port portion 840. As described above, the rear body 800
and the front body 200 can be combined under a pres-
surized state. As a result, the gasket 300 at the time of
combining can be pressed by the gasket support portion
840 and the front end of the step of the flange portion
230. In this case, expansion pressure is generated in the
gasket 300 in the up, down, left, and right directions by
the front and rear pressing. Since the inner side surface
of the gasket 300 is in contact with the flange portion 230
and the outer side surface of the gasket 300 is in contact
with the inner side surface of the front portion of the side-
wall 820, thereby enhancing the adhesion strength of the
gasket 300. As a result, the sealing ability of the gasket
300 may be improved.
[0062] The connector accommodating portion 850
may be positioned on the rear surface of the rear body
800. The connector accommodating portion 850 may be
in the form of a hollow rectangular parallelepiped extend-
ing rearward from the rear surface of the rear body 800.
The connector 700 can be accommodated in the con-
nector accommodating portion 850 and protected from
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external force.
[0063] A laser irradiation unit 860 may be positioned
on the thermal bonding portion 830 of the rear body 800.
As will be described later, the laser welder 900 may irra-
diate laser light from the front direction towards the rear
direction. In this case, the laser light is transmitted
through the planar surface 220 and irradiated to the ther-
mal bonding portion 830. The laser irradiation unit 860
is a point at which the laser light transmitted through the
planar surface 220 at the thermal bonding portion 830
reaches first. If the position of the laser irradiation unit
860 is specified in more detail, it may be a widthwise
central point in front of the thermal bonding portion 830.
Further, the laser welder 900 described hereinafter irra-
diates a laser beam while moving along the thermal bond-
ing portion 830 so that it may be a widthwise central point
of the thermal bonding portion 830 that is being posi-
tioned along the thermal bonding portion 830 at the front
surface of the thermal bonding portion 830. The laser
beam irradiated on the laser irradiation unit 860 heats
the thermal bonding portion 830 and fuses the thermal
bonding portion 830 and at least a portion of the planar
surface 220 opposing the thermal bonding portion 830.
In this embodiment, the thermal bonding portion 830 and
the thermal bonding groove 221 may be used. This ther-
mal bonding starts from a point opposite to the laser ir-
radiation unit 860 in the thermal bonding portion 830 and
the laser irradiation unit 860 in the thermal bonding
groove 221.
[0064] On the other hand, in laser welding, when a la-
ser beam is irradiated to a transmitting material (planar
surface 220 in the present invention, more specifically,
thermal bonding groove 221), laser light is transmitted
through an absorbing material (thermal bonding portion
830 in the present invention), thereby generating heat.
In this case, as the thermal bonding heat of the absorbing
material heats and melts the surface of the light trans-
missive material, both of the light transmissive material
and the light absorbing material are thermally bonded
together. Further, when the above process is performed
under a pressurized condition, the thermal bonding
strength is increased.
[0065] Heat generated in the laser irradiation unit 860
during the laser welding process can be transferred to
the neighboring gasket 300. The gasket 300 is made of
an elastic rubber material and is poor in heat resistance.
As a result, there may be a problem in that the gasket
300 is damaged by deterioration, thereby degrading the
sealing performance. In order to solve such a problem,
in the present invention, the shortest distance a (see Fig.
4) between the surface of the laser irradiation unit 860
and the gasket 300 may be 2 mm or more. That is, the
step of the thermal bonding portion 830 is secured so as
to prevent the gasket 300 from being damaged by dete-
rioration.
[0066] Hereinafter, a manufacturing method of a cam-
era module 1000 of the first embodiment will be described
with reference to the drawings. Figs. 6, 7, and 8 are con-

ceptual views showing the manufacturing method of the
camera module according to the first embodiment, and
Fig. 9 is a flowchart showing a manufacturing method of
the camera module according to the first embodiment.
[0067] The manufacturing method of the camera mod-
ule 1000 according to the present embodiment compris-
es the steps of: S1, combining the front body 200 and
the gasket 300; S2, accommodating the substrate portion
500 in the rear body 800; S3, aligning the front body 200
and the rear body 800, and achieving close contact ther-
ebetween; and S4, fusing the front body 200 and the rear
body 800 so as to form a camera module 1000.
[0068] Fig. 6 is a conceptual diagram showing a first
step S1. In the first step S1, the gasket 300 is combined
to the flange portion 230 by insertingly combining the
gasket 300 into the cover 200. More specifically, the gas-
ket 300 can be inserted into the rear end of the step of
the flange portion 230. In this case, the gasket 300 may
enter the flange portion 230 from the rear direction to-
wards the front direction. As a result, the flange portion
230 is penetratingly inserted through the gasket 300, and
the gasket 300 can be positioned along the circumfer-
ence of the rear end of the step of the flange portion 230.
Therefore, the inner side surface of the gasket 300 can
be in contact with the outer side surface of the flange
portion 230. The front surface of the gasket 300 may be
in contact with the rear surface of the front end of the
step of the flange portion 230.
[0069] The second step S2 is a step of accommodating
the substrate portion 500 in the rear body 800 and may
install the substrate portion 500 in the inner space of the
rear body 800. In this case, the substrate portion 500 can
be insertingly combined with the rear body 800. In addi-
tion, the substrate portion 500 can be bonded to the rear
body 800. In addition, the rear body 800 wherein the sub-
strate portion 500 is closely contacted can be manufac-
tured by insertion molding of the substrate portion 500.
Meanwhile, in the alternative embodiment of the present
embodiment, the substrate portion 500 may be screw-
combined to the front body 200. In this case, the second
step S2 may be a step of coupling the substrate portion
500 to the front body 200.
[0070] Fig. 7 is a conceptual diagram showing the third
step S3. The third step S3 is a step of aligning and con-
tacting the front body 200 and the rear body 800 to each
other. First, the thermal bonding groove 221 of the front
body 200 and the thermal bonding portion 830 of the rear
body 800 are aligned so as to oppose each other. There-
after, the front body 200 and/or the rear body 800 are
moved in the front-to-rear direction so that the thermal
bonding portion 830 of the rear body 800 is inserted into
the thermal bonding groove 221 of the front body 200 so
as be insertingly combined. As a result, the front body
200 can cover the opening 810 of the rear body 800. The
thermal bonding portion 830 can be in contact with the
thermal bonding groove 221. The outer side surface of
the gasket 300 may be in contact with the inner side sur-
face of the side surface 820 of the rear body 800. The
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rear surface of the gasket 300 may be in contact with the
gasket support portion 840 of the rear body 800. In this
case, the gasket 300 is influenced by the combining pres-
sure of the front body 200 and the rear body 800. That
is, the gasket 300 can be pressed by the front end of the
step of the flange portion 230 of the planar surface 220
and the gasket support portion 840.
[0071] Fig. 8 is a conceptual diagram showing the
fourth step S4. In the fourth step S4, the front body 200
and the rear body 800 are laser-welded. The laser welder
900 can emit a high power diode laser (HPDL). The laser
welder 900 can emit the laser beam towards the down-
ward direction from the upper side. The laser welder 900
can emit a laser beam in front of the front body 200. The
laser welder 900 can emit a laser beam while moving
along the thermal bonding portion 830. The laser light
can be transmitted through the front body 200 and irra-
diated to the laser irradiation unit 860 of the thermal bond-
ing portion 830. Therefore, the thermal bonding portion
830 and the planar surface 220 opposing to each other
(in this embodiment, the thermal bonding groove 221)
can be thermally bonded.
[0072] Hereinafter, a camera module 2000 of the sec-
ond embodiment will be described with reference to the
drawings. Fig. 10 is a perspective view showing the cam-
era module of the second embodiment; Fig. 11 is an ex-
ploded perspective view showing the camera module of
the second embodiment; Fig. 12 is an exploded perspec-
tive view showing a lens barrel, a front body, and a gasket
of the camera module of the second embodiment; Fig.
13 is a perspective view of the front body and the gasket
of the second embodiment as viewed from the rear; Fig.
14 is an exploded perspective view showing a substrate
unit of the camera module of the second embodiment;
Fig. 15 is a perspective view showing a rear body of the
second embodiment; Fig. 16 is a cross-sectional view
showing the combined state of the front body, the rear
body, and the gasket of the second embodiment; and
Fig. 17 is a cross-sectional view showing a rear body of
a comparative example and the rear body of the second
embodiment.
[0073] The camera module 2000 according to the sec-
ond embodiment may comprise a lens barrel 2100, a
front body 2200, a gasket 2300, a substrate unit 2400,
and a rear body 2500.
[0074] The lens barrel 2100 can accommodate at least
one lens. The lens barrel 2100 may have an optical axis.
In this case, the lenses may be aligned by screw-com-
bined or adhered to the lens barrel 2100. When there are
a plurality of lenses, the lenses can be spaced apart and
aligned along the front-to-rear direction. Therefore, the
lens barrel 2100 may have an optical axis. The lens barrel
2100 may be located in the front body 2200. The lens
barrel 2100 can be fixedly coupled with a lens barrel hold-
er 2210 of the front body 2200. In this case, the lens
barrel 2100 can be inserted backward into the lens barrel
holder 2210. In addition, the lens barrel 2100 may close
the lens barrel holder hole 2211 of the lens barrel holder

2210. In this case, the outer side surface of the lens barrel
2100 can be in contact with the lens barrel holder hole
2211. In this case, the lens barrel 2100 can be screw-
combined or adhered to the lens barrel holder hole 2211.
However, in this alternative embodiment (not shown), the
lens barrel 2100 may be omitted. In this case, at least
one lens can be screw-combined or bonded to the lens
barrel holder hole 2211 directly. Light that has passed
through the lens barrel 2100 can be irradiated to an image
sensor 2400 which will be described later.
[0075] The front body 2200 can be combined with the
lens barrel 2100 as described above. The front body 2200
may be disposed in front of the rear body 2500. The front
body 2200 can be combined with the rear body 2500. In
this case, the front body 2200 can cover an opening 2510
of the rear body 2500. The front body 2200 may comprise
a plastic material. The front body 2200 may comprise a
plastic material mixed with carbon or metal. The front
body 2200 may comprise a plastic material mixed with a
laser-transmissive plastic material or laser-transmissive
carbon or metal. Adding carbon or metal to plastics can
improve heat dissipation property, durability, and elec-
tromagnetic shielding property. However, if the ratio of
carbon or metal is too high, thermal bonding may not be
performed well. Accordingly, when the material of the
front body 2200 is selected, the ratio of plastic to carbon
or metal can be properly trade-off. The front body 2200
and the rear body 2500 can be combined together by
thermal bonding. In this case, thermal bonding can be
achieved by laser welding under pressure. A gasket 2300
may be disposed at rear of the front body 2200. In this
case, the rear surface of the front body 2200 and the front
surface of the gasket 2300 can be in contact with each
other. The front body 2200 may comprise a lens barrel
holder 2210, a flange portion 2220, and a gasket holder
2230. In this case, the lens barrel holder 2210, the flange
portion 2220, and the gasket holder 2230 may be inte-
grally formed.
[0076] The lens barrel holder 2210 may have a hollow
cylindrical shape, and a lens barrel hole 2211 may be
formed therein. The lens barrel 2100 may be disposed
and fixed to the lens barrel holder 2210. In this case, the
outer side surface of the lens barrel 2100 and the inner
side surface of the lens barrel hole 2211 may be in contact
with and fixed to each other. A flange portion 2220 may
be disposed at the rear side of the lens barrel holder 2210.
[0077] The flange portion 2220 may be shaped to ex-
tend outwardly from the rear of the lens barrel accom-
modating portion 2210. The flange portion 2220 can be
penetrated by the lens barrel hole 2211. The lens barrel
hole 2211 may be formed at the center of the flange por-
tion 2220. That is, the lens barrel hole 2211 can be ex-
tended up to the flange portion 2220. The flange portion
2220 may be in the form of a plate. The flange portion
2220 may be in the form of a square plate. The flange
portion 2220 may be disposed in front of the rear body
2500. The flange portion 2220 may close an opening
2590 of the rear body 2500 in the shape of a block. The
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gasket holder 2230 may be disposed at the rear side of
the flange portion 2220. The shape of the flange portion
2220 is not limited to the plate shape described above.
That is, the flange portion 2220 may have any shape as
long as it covers the rear body 2500 and being penetrated
by the lens barrel hole 2211. Thus, the flange portion
2220 may be referred to as a "cover member."
[0078] A first, a second, a third, and a fourth rib grooves
2221, 2222, 2223, and 2224 may be formed at the rear
surface of the flange portion 2200. The first, second, third,
and fourth rib grooves 2221, 2222, 2223, and 2224 may
be slots forwardly recessed from the rear surface of the
flange portion 2200. The first, second, third, and fourth
rib grooves 2221, 2222, 2223, and 2224 may be disposed
outside the rear surface of the flange portion 2200. The
first, second, third, and fourth rib grooves 2221, 2222,
2223, and 2224 may be disposed at corner portions of
the flange portion 2200. Each of the first, second, third,
and fourth rib grooves 2221, 2222, 2223, and 2224 may
accommodate first, second, third, and fourth ribs 2550,
2560, 2570, and 2580, respectively. Accordingly, each
of the first, second, third, and fourth rib grooves 2221,
2222, 2223, and 2224 may have the shape correspond-
ing to the first, second, third, and fourth ribs 2550, 2560,
2570, and 2580, respectively. The front body 2200 and
the rear body 2500 can be combined by thermal bonding
between the first, second, third and fourth rib grooves
2221, 2222, 2223, and 2224 and the first, second, third
and fourth ribs 2550, 2560, 2570, and 2580, respectively.
More particularly, the front body 2200 and the rear body
2500 can be combined by thermal bonding between the
first, second, third and fourth rib grooves 2221, 2222,
2223, and 2224 and the front portions of the first, second,
third, and fourth ribs 2550, 2560, 2570, and 2580, re-
spectively.
[0079] The lens barrel hole 2211 may be formed in the
center of the flange portion 2200. A gasket holder 2230
in the form of a rectangular ring protruding rearward along
the circumference of the lens barrel hole 2211 may be
disposed at the rear surface of the flange portion 2200
outside the lens barrel hole 2211. The light transmitted
through the lens barrel 2100 passes successively
through the lens barrel hole 2211 and the inner side of
the gasket holder 2230 and may be irradiated to an image
sensor 2410 mounted on a first substrate 2430 of the
substrate unit 2400 which will be described later.
[0080] The gasket holder 2230 may be located on the
rear side of the flange portion 2200. The gasket holder
2230 may be in the form of a hollow rectangular ring
protruding rearward from the rear surface of the flange
portion 2200. The lens barrel hole 2211 may be disposed
inside the gasket holder 2230. The gasket 2300, which
will be described later, can be combined to the gasket
holder 2230. In this case, the gasket holder 2230 can
penetrate the gasket 2300.
[0081] The outer side surface of the gasket holder 2230
and the inner side surface of the gasket 2300 can be in
contact with each other when the front body 2200 and

the gasket 2300 are combined. Further, the rear surface
of the flange portion 2220 and the upper surface of the
gasket 2300 can be in contact with each other. In this
case, the first, the second, the third, and the fourth rib
grooves 2221, 2222, 2223, and 2224 may be disposed
outside the gasket 2300.
[0082] The gasket 2300 may be an elastic material.
The gasket 2300 may be made of rubber. The gasket
2300 may be interposed between the front body 2200
and the rear body 2500. Therefore, the camera module
2000 of the second embodiment can maintain the air-
tightness (waterproof property) of the inner space of the
rear body 2500 by the gasket 2300. As a result, the sub-
strate unit 2400 installed inside the rear body 2500 can
be protected.
[0083] The gasket 2300 may have the shape of a rec-
tangular ring comprising a first, a second, a third, and a
fourth sides 2310, 2320, 2330, and 2340 and a first, a
second, a third, and a fourth corner portions 2311, 2321,
2331, and 2341 which respectively connecting the four
sides. In this case, the first, the second, the third and the
fourth sides 2310, 2320, 2330, and 2340 and the first,
the second, the third and the fourth corner portions 2311,
2321, 2331, and 2341 which respectively connecting the
four sides, can be interconnected by a first, a second, a
third, a fourth, a fifth, a sixth, a seventh, and an eighth
link portions 2312, 2313, 2322, 2323, 2332, 2333, 2342,
and 2334.
[0084] The first and the second sides 2310 and 2320
may be disposed on the upper side and the left side of
the gasket 2300. The first and the second sides 2310
and 2320 may be inclined with respect to each other. The
first and second sides 2310 and 2320 may be disposed
at right angles to each other. The first gasket corner por-
tion 2311 may be disposed between the first side 2310
and the second side 2320 to form a corner. Therefore,
the first gasket corner portion 2311 can be curved or bent.
The first gasket corner portion 2311 may be curved or
bent outward. The first gasket corner portion 2311 may
be connected to the first side 2310 by the first link portion
2312. The first gasket corner portion 2311 may be con-
nected to the second side 2320 by the second link portion
2313. The first and the second link portions 2312 and
2313 may be curved or bent inward. More specifically,
the first gasket corner portion 2311 is curved or bent out-
ward, and the portion extending to the right side from the
first gasket corner portion 2311 can be connected to the
first side 2310 by the second link portion 2312 extending
inward from the first side 2310, and the portion extending
downward from the first gasket corner portion 2311 can
be connected to the second side 2320 by the second link
portion 2313 extending inward from the second side
2320. Furthermore, the first link portion 2312 and the
second link portion 2313 may be curved or bent inward.
As a result, the first corner portion 2311 can be disposed
inwardly at one corner of the gasket 2300 in the shape
of a square ring. In this case, a rear portion of a first rib
2550, which will be described later, may be disposed in
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a space defined by the first corner portion 2311 and the
first and the second link portions 2312 and 2313 extend-
ing inward. The outer side surface of the first corner por-
tion 2311 and the inner side surface of the rear portion
of the first rib 2550 can be in contact with each other.
Thus, the outer side surface of the first corner portion
2311 and the inner side surface of the rear portion of the
first rib 2550 can be curved or bent corresponding to each
other. When the front body 2200 and the rear body 2500
are combined, the first corner portion 2311 is covered by
the first rib 2550 and the outer side surface the first and
the second sides 2310 and 2320 can be exposed to the
outside.
[0085] The second and the third sides 2320 and 2330
may be disposed on the left and the lower sides of the
gasket 2300. The second and the third sides 2320 and
2330 may be disposed to be inclined with respect to each
other. The second and the third sides 2320 and 2330
may be disposed at right angles to each other. The sec-
ond gasket corner portion 2321 may be disposed be-
tween the second and the third sides 2320 and 2330 to
form a corner. Therefore, the second gasket corner por-
tion 2321 can be curved or bent. The second gasket cor-
ner portion 2321 may be curved or bent outward. And
the second gasket corner portion 2321 may be connected
to the second side 2320 by the third link portion 2322.
The second gasket corner portion 2321 may be connect-
ed to the third side 2330 by the fourth link portion 2313.
The third and the fourth link portions 2322 and 2323 may
be curved or bent inward. The second gasket corner por-
tion 2321 is curved or bent outward, and the portion ex-
tending upward from the second gasket corner portion
2321 can be connected to the second side 2320 by the
second link portion 2322 extending inward from the sec-
ond side 2320, and the portion extending to the right side
of the second gasket corner portion 2321 can be con-
nected to the third side 2330 by the fourth link portion
2323 extending inward from the second side portion
2320. Further, the third link portion 2322 and the fourth
link portion 2323 may be curved or bent inward. As a
result, the second corner portion 2321 can be disposed
inwardly from one corner of the gasket 2300 in the form
of a square ring. In this case, a rear portion of a second
rib 2560, which will be described later, may be disposed
in a space formed by the second corner portion 2321
which is recessed inward and the third and the fourth link
portions 2322 and 2323 which are extended inward. The
outer side surface of the second corner portion 2321 and
the inner side surface of the rear portion of the second
rib 2560 can be in contact with each other. Therefore,
the outer side surface of the second corner portion 2321
and the inner side surface of the rear portion of the second
rib 2560 can be curved or bent corresponding to each
other. When the front body 2200 and the rear body 2500
are combined, the second corner portion 2321 is covered
by the second rib 2560, and the outer side surfaces of
the second and the third sides 2320 and 2330 can be
exposed to the outside.

[0086] The third and the fourth sides 2330 and 2340
may be disposed on the lower side and the right side of
the gasket 2300. The third and the fourth sides 2330 and
2340 may be disposed to be inclined with respect to each
other. The third and the fourth sides 2330 and 2340 may
be disposed at right angles to each other. The third gasket
corner portion 2331 may be disposed between the third
and the fourth sides 2330 and 2340 to form a corner.
Therefore, the third gasket corner portion 2331 can be
curved or bent. The third gasket corner portion 2331 may
be curved or bent outward. The third gasket corner por-
tion 2331 may be connected to the third side 2330 by the
fifth link portion 2332. The third gasket corner portion
2331 may be connected to the fourth side 2340 by the
sixth link portion 2333. The fifth and the sixth link portions
2332 and 2333 may be curved or bent inward. More spe-
cifically, the third gasket corner portion 2331 is curved or
bent outward, and the portion extending to the left in the
third gasket corner portion 2331 can be connected to the
third side 2330 by the fifth link portion 2330 extending
inward from the third side 2330, and the portion of the
third gasket corner portion 2331 extending upward may
be connected to the fourth side 2340 by the sixth link
portion 2333 extending inward from the third side 2330.
Further, the fifth link portion 2332 and the sixth link portion
2333 may be curved or bent inward. As a result, the third
corner portion 2331 can be disposed inwardly at one cor-
ner of the gasket 2300 in the shape of a square ring. In
this case, a rear portion of the third rib 2570, which will
be described later, may be disposed in a space formed
by the third corner portion 2331 which is recessed inward
and the fifth and the sixth link portions 2332 and 2333
extending inward. The outer side surface of the third cor-
ner portion 2331 and the inner side surface of the rear
portion of the third rib 2570 can be in contact with each
other. Accordingly, the outer side surface of the third cor-
ner portion 2331 and the inner side surface of the rear
portion of the third rib 2570 can be curved or bent corre-
sponding to each other. The third corner portion 2331 is
covered by the third rib 2570 when the front body 2200
and the rear body 2500 are combined, and the outer side
surfaces of the third and the fourth sides 2330 and 2340
can be exposed to the outside.
[0087] The first and the fourth sides 2310 and 2340
may be disposed on the upper side and the right side of
the gasket 2300. The first and the fourth sides 2310 and
2340 may be disposed to be inclined with respect to each
other. The first and the fourth sides 2310 and 2340 may
be disposed at right angles to each other. The fourth gas-
ket corner portion 2341 may be disposed between the
first and the fourth sides 2310 and 2340 to form a corner.
Therefore, the fourth gasket corner portion 2341 can be
curved or bent. The fourth gasket corner portion 2341
may be curved or bent outward. The fourth gasket corner
portion 2341 may be connected to the first side 2310 by
the eighth link portion 2343. The fourth gasket corner
portion 2341 may be connected to the fourth side 2340
by a seventh connecting portion 2342. The seventh and
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the eighth link portions 2342 and 2334 may be curved or
bent inward. More specifically, the fourth gasket corner
portion 2341 is curved or bent outward, and the portion
extending forward at the fourth gasket corner portion
2341 may be connected to the fourth side 2340 by the
seventh link portion 2342 extending inward from the
fourth side 2340, and a portion extending to the left in
the fourth gasket corner portion 2341 may be connected
to the first side 2310 by the eighth link portion 2343 ex-
tending inward from the fourth side 2340. Furthermore,
the seventh link portion 2342 and the eighth link portion
2343 may be curved or bent inward. As a result, the fourth
corner portion 2341 can be disposed inwardly at one cor-
ner of the gasket 2300 in the shape of a square ring. In
this case, a rear portion of the fourth rib 2580, which will
be described later, may be disposed in a space formed
by the fourth corner portion 2341 which is inwardly in-
serted and the seventh and the eighth link portions 2342
and 2334 extending inward. The outer side surface of
the fourth corner portion 2341 and the inner side surface
of the rear portion of the fourth rib 2580 can be in contact
with each other. Accordingly, the outer side surface of
the fourth corner portion 2341 and the inner side surface
of the rear portion of the fourth rib 2580 can be curved
or bent correspondingly. In summary of the above de-
scription, when the front body 2200 and the rear body
2500 are combined, the fourth corner portion 2341 is cov-
ered by the fourth rib 2580, and the outer side surfaces
of the first and the second sides 2310 and 2340 can be
exposed to the outside.
[0088] The upper surface of the gasket 2300 can be in
contact with the bottom surface of the front body 2200.
The upper surface of the gasket 2300 can be in contact
with the bottom surface of the flange portion 2220. The
bottom surface of the gasket 2300 can be in contact with
the upper surface of the sidewall portion 2501 of the rear
body 2500. The bottom surface of the gasket 2300 may
be in contact with a first, a second, a third, and a fourth
sidewalls 2510, 2520, 2530, and 2540 and the upper sur-
faces of the first, the second, the third, and the fourth
corner sidewalls 2511, 2521, 2531, and 2541. Accord-
ingly, the gasket 2300 can receive the compressive force
along the front-to-rear direction when the front body 2200
and the rear body 2500 are combined. As a result, air-
tightness provided by the gasket 2300 can be improved.
[0089] In summary of the above description, the inner
side surface of the gasket 2300 can be in contact with
the outer side surface of the gasket holder 2230. The
outer side surfaces of the first, the second, the third, and
the fourth corner portions 2311, 2321, 2331, and 2341
of the gasket 2300 may be in contact with the inner side
surfaces of the rear portions of the first, the second, the
third, and the fourth ribs 2550, 2560, 2570, and 2580. It
can be in contact with the. The outer side surfaces of the
first, the second, the third, and the fourth corner portions
2311, 2321, 2331, and 2341 of the gasket 2300 are cov-
ered by the first, the second, the third, and the fourth ribs
2550, 2560, 2570, and 2580 so that they may not be

exposed to the outside. The outer side surfaces of the
first, second, third, and fourth sides 2310, 2320, 2330,
and 2340 of the gasket 2300 may be exposed to the
outside.
[0090] The substrate unit 2400 can be accommodated
in the inner space of the rear body 2500. The substrate
unit 2400 may be positioned in the inner space of the
rear body 2500 by screw-combining the front body 2200.
The substrate unit 2400 may be positioned in the inner
space of the rear body 2500 by bonding with the front
body 2200 or the rear body 2500. The substrate unit 2400
comprises an image sensor 2410, a first substrate 2420,
a second substrate 2430, a third substrate 2440, a side
can 2450, a rear can 2460 and a connector 2470.
[0091] The image sensor 2410 may be accommodated
in the inner space of the rear body 2500. The image sen-
sor 2410 may be mounted on the first substrate 2420
which will be described later. The image sensor 2410
may be located on the front surface of the first substrate
2420 located above the substrate unit 2400. The image
sensor 2410 may be disposed such that the optical axis
thereof coincides with the lens barrel 2100. Thus, the
image sensor 2410 can receive the light that has passed
through the lens barrel 2100. In this case, the image sen-
sor 2410 can output the irradiated light as an image. The
image sensor 2410 may be a charge coupled device
(CCD), a metal oxide semi-conductor (MOS), a CPD, and
a CID. However, the type of the image sensor 2410 is
not limited thereto.
[0092] The substrate unit 2400 may comprise at least
one substrate. In the second embodiment, a total of three
substrates a first, a second, and a third substrates 2420,
2430, and 2440 are included.
[0093] The first substrate 2420 may be spaced apart
from the third substrate 2440 and positioned at the top
of the substrate unit 2400. The first substrate 2420 may
be connected to the third substrate 2440 by the second
substrate 2430. The image sensor 2410 may be mounted
on the front surface of the first substrate 2420. The first
substrate 2420 can be covered by a shield can. In this
case, the four sides of the first substrate 2420 can be in
contact with the inner side surface of the shield can. The
first substrate 2420 may be supported by a first substrate
support 2451 of the side can 2450 which will be described
later. The upper portion of the first substrate 2420 may
be supported by being in contact with the first substrate
supporting portion 2451. The first substrate 2420 may be
fixed to the rear portion of the front body 2200 by screw-
combining. At least a portion of the corners of the first
substrate 2420 may be formed with a screw groove 2421
recessed in an arc or a circular shape. The screw 2422
may penetrating through the screw groove 2421 to fix
the first substrate 2420 to the rear portion of the front
body 2200. The first substrate 2420 can be fixed to the
front body 2200 by the combining pressure of the screw.
The first substrate 2420 may be a printed circuit board
(PCB) in the form of a square plate. The first substrate
2420 can electronically control the camera module 2000.
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At least a portion of four sides of the first substrate 2420
may have a ground terminal (not shown) in contact with
the shield can. As a result, the residual electromagnetic
force of the first substrate 2420 can escape to the outside
through the shield can.
[0094] The second substrate 2430 may be positioned
between the first substrate 2420 and the third substrate
2440 to interconnect the first substrate 2420 and the third
substrate 2440. A substrate of a certain area or more is
required for electronic control of the camera module
2000, however, cross-section of the inner space of the
rear body 2500 is smaller than that of the rear body 2500
due to the design requirements of a vehicle camera.
Therefore, stacking of a plurality of substrates such as
the first substrate 2420 and the third substrate 2440 of
the present invention is common, and a connecting sub-
strate such as a second substrate 2430 is provided for
electrical interconnection of the plurality of substrates.
Meanwhile, since the front body 2200 and the rear body
2500 of the present invention are combined by laser weld-
ing, not by screw-combining, an internal space wherein
the substrate unit 2400 is to be built can be maximally
provided. The second substrate 2430 may be a flexible
printed circuit board (FPCB) in the form of a square plate
erected in the front-to-rear direction. As a result, a curved
first substrate connection portion 2431 may be disposed
on the front side of the second substrate 2430, and a
curved third substrate connection portion 2432 may be
disposed on the rear side of the second substrate 2430.
The first substrate connection portion 2431 may be elec-
trically connected to a side located below the first sub-
strate 2420. In this case, the terminal of the first substrate
connection portion 2431 and the terminal disposed on
the lower side of the first substrate 2420 may be electri-
cally connected by soldering. The third substrate con-
nection portion 2432 may be electrically connected to a
side located below the third substrate 2440. In this case,
the terminal of the third substrate connection portion
2432 and the terminal disposed at the lower side of the
third substrate 2440 may be electrically connected by
soldering. The second substrate 2430 may be located
outside (below) a second substrate holding portion 2452
of the side can 2450 which will be described later. There-
fore, the internal movement of the second substrate 2430
can be restricted by the second substrate holding portion
2452.
[0095] The third substrate 2440 may be spaced apart
from the first substrate 2420 and may be located at the
lower end of the substrate unit 2400. The third substrate
2440 may be connected to the first substrate 2410
through the second substrate 2430. A connector 2470 to
be described later may be mounted on the lower surface
of the third substrate 2440. The third substrate 2440 can
be covered by the shield can. In this case, the four sides
of the third substrate 2440 can be in contact with the inner
side surface of the shield can. The third substrate 2440
can be fixed to the side can 2450 by a third substrate
protrusion 2441 being inserted into a third substrate hold-

ing groove 2453 of the side can 2450 which will be de-
scribed later. The third substrate protrusion 2441 may be
in the form of a protrusion extending outward from the
right and left side surfaces of the third substrate 2440.
The third substrate protrusion 2441 may be inserted into
the third substrate locking hole 2453 to apply a supporting
force to the third substrate 2440. The third substrate 2440
may be a printed circuit board (PCB) in the form of a
square plate. The third substrate 2440 may electronically
control the camera module 2000. The third substrate pro-
trusion 2441 may perform the function of a grounding
terminal. As a result, the residual electromagnetic force
of the third substrate 2440 can escape to the outside
through the shield can.
[0096] The shield can may be accommodated in the
inner space of the rear body 2500. In this case, the outer
side surface of the shield can is in contact with the inner
side surface of the rear body 2500. Inside the shield can,
an image sensor 2410, a first, a second, and a third sub-
strates 2420, 2430, and 2440 and a connector 2470 may
be accommodated. The image sensor 2410 mounted on
the first substrate 2420 may be located on the uppermost
side of the inside of the shield can. The connector 2470
penetrating the lower surface of the shield can may be
positioned at the rear portion of the shield can. The shield
can may be in the form of a block with an open front. As
a result, the light transmitted through the lens barrel 2100
can be irradiated to the image sensor 2410. The shield
can may be formed of a metal material. More specifically,
the shield can may be formed of a metal plate. In this
case, the shield can may block electromagnetic interfer-
ence (EMI). That is, the shield can may prevent the elec-
tromagnetic waves generated from the outside from en-
tering into the substrate unit. Since the first and the third
substrates 2420 and 2440 are grounded to the shield can
and the second substrate 2430 is electrically connected
to the first and the third substrates 2420 and 2440 as
described above, The residual electromagnetic force re-
maining on the first, the second, and the third substrates
2420, 2430, and 2440 can escape to the outside through
the shield can. However, the material of the shield can
is not limited thereto. The shield can may comprise a side
can 2450 and a rear can 2460. In this case, the side can
2450 and the rear can 2460 can be assembled. However,
in a modified example (not shown) of this embodiment,
the side can and the rear can may be integrally formed.
[0097] The side can 2450 may be accommodated in
the inner space of the rear body 2500. In this case, the
outer side surface of the side can 2450 may be in contact
with the inner side surface of the rear body 2500. The
rear can 2460 may be positioned at rear of the side can
2450. The first, the second, and the third substrates 2420,
2430, and 2440 can be accommodated inside the side
can 2450. The side can 2450 may be a hollow rectangular
parallelepiped. The front and rear sides of the side can
2450 may be open. As a result, the side can 2450 may
form the side surface of the shield can. The first substrate
support portion 2451 protruding inward can be positioned
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at the inner side surface of the upper side of the side can
2450. The first substrate support portion 2451 may sup-
port the first substrate 2420 by being contacted with the
upper portion of the rear surface of the first substrate
2420. The second substrate holding portion 2452 may
be positioned on a surface portion of the lower side of
the side can 2450. The second substrate holding portion
2452 may have a smaller cross-sectional area than the
other surface of the side can 2450. That is, the second
substrate holding portion 2452 may be a flat bar. The
second substrate 2430 may be positioned outside (down-
ward) of the second substrate holding portion 2452. As
a result, when the second substrate 2430 moves upward
due to an unexpected external force, it can be braked as
being stopped by the second substrate holding portion
2452. A third substrate holding hole 2453 and a rear can
holding hole 2454 may be formed on the left and right
side surfaces of the side can 2450. The shape of the third
substrate holding hole 2453 may correspond to the shape
of the third substrate protrusion 2441 described above.
Therefore, the third substrate protrusion 2441 can be in-
serted into the third substrate holding hole 2453. As a
result, the third substrate 2440 can be fixed to the side
can 2450. The position of the third substrate holding hole
2453 is lower than the position of the first substrate sup-
port portion 2451, therefore the third substrate 2440 can
be located at the rear direction of the first substrate 2420.
The shape of the rear can holding hole 2454 may corre-
spond to the shape of the rear can protrusion 2461 which
will be described later. Therefore, the rear can protruding
portion 2461 can be inserted into the rear can holding
hole 2454. As a result, the rear can 2460 can be assem-
bled to the side can 2450 and fixed to the rear of the side
can 2450. The third substrate holding hole 2453 and the
rear can holding hole 2454 may be integrally formed.
[0098] The rear can 2460 can be accommodated in
the inner space of the rear body 2500. In this case, the
outer side surface of the rear can 2460 may be in contact
with the inner side surface of the rear body 2500. The
side can 2450 may be positioned in front of the rear can
2460. A connector 2470 that penetrates through the rear
surface of the rear can 2460 can be positioned behind
the rear can 2460. A connector through hole 2462 may
be formed on the rear surface of the rear can 2460 and
the connector 2470 may penetrate the rear surface of
the rear can 2460 through the connector through hole
2462. The rear can 2460 may have a flat plate and side
surfaces extending forward from each of its four sides.
Therefore, the front side portion and the corners of the
rear can 2460 may be open along the front-to-rear direc-
tion. A rear can protrusion 2461 extending inwardly may
be formed at the upper center of the left and right sides
of the rear can 2460. The rear can protrusion 2461 can
be inserted into the rear can holding hole 2454. Thus,
the side of the rear can 2460 may be fixed to the side
can 2450 to cover the rear end of the side can 2450. As
a result, the rear can 2460 may form the rear surface of
the shield can.

[0099] The connector 2470 can be accommodated in
the inner space of the rear body 2500. The connector
2460 may be mounted on the third substrate 2440. The
connector 2470 may be mounted on the rear surface of
the third substrate 2440. The connector 2470 may have
a cylindrical shape and a terminal may be located on the
front surface thereof. The terminal of the connector 2470
may be soldered to the terminal formed on the rear sur-
face of the third substrate 2440. The connector 2470 can
penetrate the rear can 2460 through the connector
through hole 2462. The connector 2470 penetrating the
rear can 2460 can be accommodated in a connector ac-
commodating portion 2592 of the rear body 2500 which
will be described later. The connector 2470 may be elec-
trically connected to a cable (not shown). The cable may
be a conductive line interconnecting an external electron-
ic device and the camera module 2000. Accordingly, the
image signal output from the camera module 2000 can
be transmitted to the external electronic device via the
cable. Accordingly, the image signal captured by the
camera module 2000 may be stored in the external elec-
tronic device or displayed. In addition, the external elec-
tronic device can supply power to the camera module
2000 through the cable. In addition, the external elec-
tronic device can control the camera module 2000 by
sending a control signal to the camera module 2000
through the cable.
[0100] The rear body 2500 may be disposed at the rear
side of the front body 2200. The rear body 2500 may
comprise a rear surface and a sidewall portion extending
forward from the rear surface. The front side of the rear
body 2500 is open as being defined by the rear surface
and sidewall portions, and an inner space 2590 can be
formed. The front opening of the rear body 2500 can be
closed by the front body 2200. In this case, the lens barrel
hole 2211 of the front body 2200 can communicate with
the inner space 2590 of the rear body 2500. As a result,
the light transmitted through the lens barrel 2100 can be
irradiated to the image sensor 2410 located inside the
inner space 2590 of the rear body 2500 after passing
through the lens barrel hole 2211. The rear body 2500
may comprise a plastic material. The rear body 2500 may
comprise a plastic material mixed with carbon or metal.
The rear body 2500 may comprise a laser absorbent plas-
tic material or a plastic material mixed with laser absorb-
ing carbon or metal. The rear body 2500 and the front
body 2200 can be combined. The first, the second, the
third, and the fourth ribs 2550, 2560, 2570, and 2580 of
the rear body 2500 are accommodated inside the first,
the second, the third, and the fourth rib grooves 2221,
2222, 2223, and 2224 of the front body 2200, and ther-
mally bonded together so that the rear body 2500 and
the front body 2200 can be combined with each other. In
this case, the gasket 2300 may be interposed between
the rear body 2500 and the front body 2200. As a result,
the inner space 2590 of the rear body 2500 can be sealed.
[0101] The sidewall portion may be formed in a shape
wherein a front opening is formed by extending forward
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from the square plate-like rear surface of the rear body
2500. The sidewall portion may comprise: a first, a sec-
ond, a third, and a fourth sidewalls 2510, 2520, 2530,
and 2540; a first, a second, a third, and a fourth corner
sidewalls 2511, 2521, 2531, and 2541; and a first, a sec-
ond, a third, and a fourth ribs 2550, 2560, 2570, and 2580.
[0102] The first, the second, the third, and the fourth
sidewalls 2510, 2520, 2530, and 2540 may be connected
to each other by the first, the second, the third, and the
fourth corner sidewalls 2511, 2521, 2531, and 2541.
Each of the first, the second, the third, and the fourth ribs
2550, 2560, 2570, and 2580 may have a shape forwardly
protruded from the front surfaces of the first, the second,
the third, and the fourth corner sidewalls 2511, 2521,
2531, and 2541, respectively. In this case, the first, the
second, the third and the fourth ribs 2550, 2560, 2570
and 2580 may be curved or bent along the first, the sec-
ond, the third and the fourth corner sidewalls 2511, 2521,
2531, and 2541.
[0103] The first sidewall 2510 may be disposed above
the sidewall portion. The second sidewall 2520 may be
disposed on the left side of the sidewall portion. The first
and the second sidewalls 2510 and 2520 may be inclin-
edly disposed with respect to each other. The first and
the second sidewalls 2510 and 2520 may be disposed
perpendicular to each other. The first and the second
sidewalls 2510 and 2520 may be interconnected by a
first corner sidewall 2511. Thus, the first corner sidewall
2511 may be in the form of a sidewall bent outward or
curved. The first rib 2550 may be formed forwardly pro-
truded from the front surface of the first corner sidewall
2511.
[0104] The first rib 2550 is formed on the first corner
sidewall 2511 so that the portion of the first corner side-
wall 2511 where the gasket 2300 can be supported is
eliminated. Also, the first corner sidewall 2511 needs to
be reinforced for structural strength and thermal bonding.
Accordingly, the first corner sidewall 2511 may comprise
a first reinforcing portion 2512. The first reinforcing por-
tion 2512 may be a reinforcing structure which is dis-
posed on the inner side of the first corner sidewall 2511.
Accordingly, the first corner sidewall 2511 may have a
wall thicker than the first and the second sidewalls 2510
and 2520 by the thickness of the first reinforced portion
2512. The first reinforcing portion 2512 may have the
same length along the front-to-rear direction with respect
to the sidewall portion. The front surface of the first rein-
forcing portion 2512 may have a shape corresponding
to the rear surface of the first gasket corner portion 2311
and the first and the second link portions 2312 and 2313
of the gasket 2300. Therefore, the front surface of the
first reinforcing portion 2512 and the rear surface of the
first gasket corner portion 2311 and the first and the sec-
ond link portions 2312 and 2313 of the gasket 2300 can
be in contact with each other. As a result, the front surface
of the first corner sidewall 2511 can also be in contact
with the rear surface of the gasket 2300 to support the
gasket 2300.

[0105] The front portion of the first rib 2550 can be ac-
commodated in the first rib groove 2221. The rear portion
of the first rib 2550 is not accommodated in the first rib
groove 2221 and can be exposed to the outside. The
inner side surface of the first rib 2550 may be curved or
bent so as to correspond to the outer side surface of the
first gasket corner portion 2311 of the gasket 2300. Ac-
cordingly, the inner side surface of the first rib 2550 can
be in contact with the first gasket corner portion 2311.
Therefore, the first gasket corner portion 2311 can be
covered by the rear portion of the first rib 2550. As a
result, the first gasket corner portion 2311 may not be
exposed to the outside.
[0106] The second sidewall 2520 may be disposed on
the left side of the sidewall portion. The third sidewall
2530 may be disposed below the sidewall portion. The
second and the third sidewalls 2520 and 2530 may be
inclinedly disposed with respect to each other. The sec-
ond and the third sidewalls 2520 and 2530 may be dis-
posed perpendicular to each other. The second and the
third sidewalls 2520 and 2530 may be interconnected by
the second corner sidewall 2521. Thus, the second cor-
ner sidewall 2521 may be in the form of a sidewall bent
outward or curved. The second rib 2560 may be forwardly
protruded from the front surface of the second corner
sidewall 2521.
[0107] The second rib 2560 is formed on the second
corner sidewall 2521 so that the portion of the second
corner sidewall 2521 where the gasket 2300 can be sup-
ported is eliminated. Also, the second corner sidewall
2521 needs to be reinforced for structural strength and
thermal bonding. Accordingly, the second corner side-
wall 2521 may comprise a second reinforcing portion
2522. The second reinforcing portion 2522 may be a re-
inforcing structure which is disposed on the inner side of
the second corner sidewall 2521. Accordingly, the sec-
ond corner sidewall 2521 may have a wall thicker than
the second and the third sidewalls 2520 and 2530 by the
thickness of the second reinforced portion 2522. The sec-
ond reinforcing portion 2522 may have the same length
along the front-to-rear direction with respect to the side-
wall portion. The front surface of the second reinforcing
portion 2522 may have a shape corresponding to the rear
surface of the second gasket corner portion 2321 and
the third and the fourth link portions 2322 and 2323 of
the gasket 2300. The front surface of the second rein-
forcing portion 2522 and the rear surface of the second
gasket corner portion 2321 and the third and the fourth
link portions 2322 and 2323 of the gasket 2300 can be
in contact with each other. As a result, the front surface
of the second corner sidewall 2521 can also be in contact
with the rear surface of the gasket 2300 to support the
gasket 2300.
[0108] The front portion of the second rib 2560 can be
accommodated in the second rib groove 2222. The rear
portion of the second rib 2560 is not accommodated in
the second rib groove 2222 and can be exposed to the
outside. The inner side surface of the second rib 2560
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may be curved or bent so as to correspond to the outer
side surface of the second gasket corner portion 2321 of
the gasket 2300. Accordingly, the inner side surface of
the second rib 2560 can be in contact with the second
gasket corner portion 2321. Therefore, the second gas-
ket corner portion 2321 can be covered by the rear portion
of the second rib 2560. As a result, the second gasket
corner portion 2321 may not be exposed to the outside.
[0109] The third sidewall 2530 may be disposed below
the sidewall portion. The fourth sidewall 2540 may be
disposed below the sidewall portion. The third and the
fourth sidewalls 2530 and 2540 may be inclinedly dis-
posed with respect to each other. The third and the fourth
sidewalls 2530 and 2540 may be disposed perpendicular
to each other. The third and the fourth sidewalls 2530
and 2540 may be interconnected by the third corner side-
wall 2531. Thus, the third corner sidewall 2531 may be
in the form of a sidewall bent outward or curved. The third
rib 2570 may be forwardly protruded from the front sur-
face of the third corner sidewall 2531.
[0110] The third ribs 2570 are formed on the third cor-
ner sidewall 2531 so that the portion of the third corner
sidewall 2531 where the gasket 2300 can be supported
is eliminated. Also, the third corner sidewall 2531 needs
to be reinforced for structural strength and thermal bond-
ing. Therefore, the third corner sidewall 2531 may com-
prise a third reinforcing portion 2532. The third reinforcing
portion 2532 may be a reinforcing structure which is dis-
posed on the inner side of the third corner sidewall 2531.
Therefore, the third corner sidewall 2531 may have a
thicker wall than the third and the fourth sidewalls 2530
and 2540 by the thickness of the third reinforcing portion
2532. The third reinforcing portion 2532 may have the
same length along the front-to-rear direction with respect
to the sidewall portion. The front surface of the third re-
inforcing portion 2532 may have a shape corresponding
to the rear surface of the third gasket corner portion 2331
and the fifth and the sixth link portions 2332 and 2333 of
the gasket 2300. The third gasket corner portion 2331 of
the gasket 2300 and the rear surfaces of the fifth and the
sixth link portions 2332 and 2333 can be in contact with
each other, respectively. As a result, the front side sur-
face of the third corner sidewall 2531 can also be in con-
tact with the rear surface of the gasket 2300 to support
the gasket 2300.
[0111] The front portion of the third rib 2570 can be
accommodated in the third rib groove 2223. The rear
portion of the third rib 2570 is not accommodated in the
third rib groove 2223 and can be exposed to the outside.
The inner side surface of the third rib 2570 may be curved
or bent so as to correspond to the outer side surface of
the third gasket corner portion 2331 of the gasket 2300.
Therefore, the inner side surface of the third rib 2570 can
be in contact with the third gasket corner portion 2331.
The third gasket corner portion 2331 can be covered by
the rear portion of the third rib 2570. As a result, the third
gasket corner portion 2331 may not be exposed to the
outside.

[0112] The first sidewall 2510 may be disposed above
the sidewall portion. The fourth sidewall 2540 may be
disposed on the right side of the sidewall portion. The
first and the fourth sidewalls 2510 and 2540 may be in-
clinedly disposed with respect to each other. The first
and the fourth sidewalls 2510 and 2540 may be disposed
perpendicular to each other. The first and the fourth side-
walls 2510 and 2540 may be interconnected by the fourth
corner sidewall 2541. Thus, the fourth corner sidewall
2541 may be in the form of a sidewall bent outward or
curved. The fourth rib 2580 may be forwardly protruded
from the front surface of the fourth corner sidewall 2541.
[0113] The fourth ribs 2580 are formed on the fourth
corner sidewall 2541 so that the portion of the fourth cor-
ner sidewall 2541 where the gasket 2300 can be sup-
ported is eliminated. In addition, the fourth corner side-
wall 2541 needs to be reinforced for structural strength
and thermal bonding. Accordingly, the fourth corner side-
wall 2541 may comprise a fourth reinforcing portion 2542.
The fourth reinforcing portion 2542 may be disposed on
the inner side of the fourth corner sidewall 2541 so as to
be reinforced. Accordingly, the fourth corner sidewall
2541 may have a wall thicker than the first and the fourth
sidewalls 2510 and 2540 by the thickness of the fourth
reinforcing portion 2542. The fourth reinforcing portion
2542 may have the same length along the front-to-rear
direction with respect to the sidewall portion. The front
surface of the fourth reinforcing portion 2542 may have
a shape corresponding to the rear surface of the fourth
gasket corner portion 2341 and the seventh and the
eighth connecting portions 2342 and 2343 of the gasket
2300. The front surface of the fourth reinforcing portion
2542 and the rear surface of the fourth gasket corner
portion 2341 of the gasket 2300 and the rear surfaces of
the seventh and the eighth link portions 2342 and 2343
can be in contact with each other, respectively. As a re-
sult, the front surface of the fourth corner sidewall 2541
can also be in contact with the rear surface of the gasket
2300 to support the gasket 2300.
[0114] The front portion of the fourth rib 2580 can be
accommodated in the fourth rib groove 2224. The rear
portion of the fourth rib 2580 is not accommodated in the
fourth rib groove 2224 and can be exposed to the outside.
The inner side surface of the fourth rib 2580 may be
curved or bent so as to correspond to the outer side sur-
face of the fourth gasket corner portion 2341 of the gasket
2300. Therefore, the inner side surface of the fourth rib
2580 can be in contact with the fourth gasket corner por-
tion 2341. The fourth gasket corner portion 2341 can be
covered by the rear portion of the fourth rib 2580. As a
result, the fourth gasket corner portion 2341 may not be
exposed to the outside.
[0115] The front portions of the first, the second, the
third, and the fourth ribs 2550, 2560, 2570, and 2580 may
be accommodated in the first, the second, the third, and
the fourth rib grooves 2221, 2222, 2223, and 2224. The
front body 2200 comprises a laser-transmissible plastic
material, and the rear body 2500 may comprise a laser-
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absorbing plastic material. Therefore, when the laser
beam is irradiated from the front of the front body 2200
towards the rear, the front portions of the first, the second,
the third, and the fourth ribs 2550, 2560, 2570, and 2580
and the first, the second, the third, and the fourth rib
grooves 2221, 2222, 2223, and 2224 can be thermally
bonded. The front body 2200 and the rear body 2500 can
be combined by such partial thermal bonding.
[0116] The portions irradiated with the laser beams in
the first, the second, the third and the fourth ribs 2550,
2560, 2570, and 2580 may be the front surfaces of the
first, the second, the third, and the fourth ribs 2550, 2560,
2570, and 2580. Further, it may be a widthwise center
point on the front surface of the first, the second, the third,
and the fourth ribs 2550, 2560, 2570, and 2580. On the
other hand, the heat generated in the first, the second,
the third, and the fourth ribs 2550, 2560, 2570, and 2580
during the laser welding process may be transferred to
the neighboring gasket 2300. The gasket 2300 is made
of an elastic rubber material and has poor heat resist-
ance. As a result, there may be a problem in that the
gasket 2300 is damaged by deterioration, and the sealing
property is degraded. In order to solve such a problem,
in the second embodiment, the shortest distance be-
tween the surface of the gasket 2300 and the portions of
the first, the second, the third, and the fourth ribs 2550,
2560, 2570, and 2580 where the laser is irradiated may
be 2 mm or more. That is, the forward distances from the
first, the second, the third, and the fourth ribs 2550, 2560,
2570, and 2580 are secured to prevent the gasket 2300
from being damaged by deterioration.
[0117] The connector accommodating portion 2592
can be located on the rear surface of the rear body 2500.
The connector accommodating portion 2592 may be in
the form of a hollow rectangular parallelepiped rearward-
ly extending from the rear surface of the rear body 2500.
The connector accommodating portion 2592 may ac-
commodate the connector 2470 to protect from an exter-
nal force.
[0118] Hereinafter, effects of the camera module 2000
of the present embodiment will be described. Since the
front body 2200 and the rear body 2500 of the camera
module 2000 of the present embodiment are combined
by thermal bonding, the inner space 2590 of the rear
body 2500 can be more widely secured when compared
with a general camera module 2000 that is screw-com-
bined.
[0119] Further, by applying the partial thermal bonding
scheme through partial arrangement of the first, the sec-
ond, the third, and the fourth ribs 2550, 2560, 2570, and
2580, the wider inner space 2590 of the rear body 2500
can be secured. Furthermore, airtightness (waterproof)
and durability can be secured through the arrangement
of the gasket 2300 and the first, the second, the third,
and the fourth ribs 2550, 2560, 2570, and 2580.
[0120] More specifically, the first, the second, the third,
and the fourth ribs 2550, 2560, 2570, and 2580 of the
second embodiment may be partially disposed at the

front surfaces of the first, the second, the third and the
fourth corner sidewalls 2511, 2521, 2531, and 2541. On
the contrary, the integrated rib R of the comparative ex-
ample is disposed in the shape of a rectangular along
the front surface of the sidewall portion. Therefore, the
rear body 2500 of the second embodiment can secure
an additional space S located inside the first, the second,
the third, and the fourth sidewalls 2510, 2520, 2530, and
2540. Therefore, the camera module 2000 of the second
embodiment can provide a wide internal space in which
the board unit 2400 can be installed.
[0121] Further, in the second embodiment, the gasket
2300 is disposed between the front body 2200 and the
rear body 2500. In this case, the front surface of the gas-
ket 2300 can be in contact with the rear surface of the
flange portion 2220 of the front body 2200. The rear sur-
face of the gasket 2300 can be in contact with the front
surface of the sidewall of the rear body 2500. As a result,
the gasket 2300 is compressed by the combining pres-
sure of the front body 2200 and the rear body 2500 to
improve airtightness (waterproofness).
[0122] In addition, the first, the second, the third, and
the fourth corner portions 2311, 2321, 2331, and 2341
of the gasket 2300 may be disposed inside the first, the
second, the third, and the fourth ribs 2550, 2560, 2570,
and 2580. In this case, the outer side surfaces of the first,
the second, the third, and the fourth corner portions 2311,
2321, 2331, and 2341 are in contact with the inner side
surfaces of the first, the second, the third, and the fourth
ribs 2550, 2560, 2570, and 2580. Accordingly, the first,
the second, the third, and the fourth corner portions 2311,
2321, 2331, and 2341 are covered by the first, the sec-
ond, the third, and the fourth ribs 2550, 2560, 2570, and
2580 so that they may not be exposed to the outside. In
the gasket 2300, the first, the second, the third, and the
fourth corner portions 2311, 2321, 2331, and 2341 may
be abraded as a portion where friction due to external
force easily tends to occur, so it needs attention. In the
camera module 2000 of the second embodiment, the
first, the second, the third, and the fourth corner portions
2311, 2321, 2331, and 2341 which are vulnerable to an
external force are covered by the first, the second, the
third, and the fourth ribs 2550, 2560, 2570, and 2580 so
that the loss of the gasket 2300 is minimized.
[0123] The first, the second, the third, and the fourth
ribs 2550, 2560, 2570, and 2580 to which the laser weld-
ing is performed are disposed on the first, the second,
the third and the fourth corner sidewalls 2511, 2521,
2531, and 2541 of the rear body 2500, so that the four
corner side portions of the front body 2200 and the rear
body 2500 are tightly coupled. As a result, the front body
2200 may not be easily separated from the rear body
2500. More specifically, due to the thermal bonding be-
tween the first, the second, the third, and the fourth ribs
2550, 2560, 2570, and 2580 disposed on the first, the
second, the third and the fourth corner sidewalls 2511,
2521, 2531, and 2541 of the rear body 2500, and the
first, the second, the third, and the fourth rib grooves
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2221, 2222, 2223, and 2224 disposed on the flange por-
tion 2220 of the front body 2200, the entire front surface
of the first, the second, the third, and the fourth sidewalls
2510, 2520, 2530, and 2540 and the flange portion 2220
of the front body 2200 receives a combining force in a
direction in which the front body 2200 and the rear body
2500 are combined. As a result, the durability of the cam-
era module 2000 is enhanced.
[0124] In the above, to have been described as all the
components that make up the embodiments of the
present invention may operate in combination, or com-
bined into one, but the invention is not necessarily limited
to these examples. That is, if the object in the scope of
the present invention, may be that all of the components
are selectively operates in conjunction with more than
one. In addition, terms such as "inclusive and", "is con-
figured" or "have" described above is because, which
means that unless there is a particular of stated that, the
component can be embedded, except for the different
components it should not be construed to further include
other components. All terms, including technical and sci-
entific terms, have the same meaning as commonly un-
derstood by one of ordinary skill in the art to which this
invention belongs, unless otherwise defined. Commonly
used terms, such as predefined terms, should be inter-
preted to be consistent with the contextual meanings of
the related art, and are not to be construed as ideal or
excessively formalistic, unless expressly defined to the
contrary.
[0125] The above description is only to those described
as the technical idea of the present invention by way of
example, those skilled in the art that various modifica-
tions, additions and substitutions will be possible without
departing from the essential characteristics of the present
invention. Accordingly, the disclosed invention embodi-
ments is for illustrative and not intended to limit the tech-
nical idea of the present invention, not by such an em-
bodiment is the technical scope of the present invention
is not limited. The scope of protection of the invention is
to be interpreted by the following claims, all spirits within
a scope equivalent will be construed as included in the
scope of the present invention.

Claims

1. A camera module comprising:

a lens barrel accommodating at least one lens;
a front body accommodating the lens barrel,
comprising a flange portion formed by extending
from a side surface thereof in a direction per-
pendicular to an optical axis;
a substrate portion spaced apart from the lens
barrel along the optical axis direction and dis-
posed at the rear side of the front body;
a rear body combined to the flange portion, ac-
commodating the substrate portion;

a thermal bonding portion disposed between the
flange portion and the rear body to combine the
front body and the rear body; and
a gasket spaced apart from the thermal bonding
portion and disposed between the front body
and the rear body and in contact with the front
body and the rear body,
wherein the front surface of the flange portion
positioned corresponding to the thermal bond-
ing portion comprises a planar surface.

2. The camera module according to claim 1, wherein a
step having a lower end more inwardly recessed than
an upper end is located in the flange portion, and
wherein the gasket covers the lower end of the step.

3. The camera module according to claim 1, wherein
the rear body is disposed with a gasket support por-
tion protruding into the rear body, and
wherein the gasket is pressed by the gasket support
portion.

4. The camera module according to claim 1, wherein a
thermal bonding groove for accommodating the ther-
mal bonding portion is disposed on the planar sur-
face.

5. The camera module according to claim 1, wherein
the thermal bonding portion is formed by laser weld-
ing, and
wherein the shortest distance between the surface
of the gasket and a laser irradiating portion irradiated
with a laser in the thermal bonding portion is 2 mm
or more.

6. The camera module according to claim 1, wherein
the front body and the rear body comprise a plastic
material.

7. The camera module according to claim 1, wherein
the front body and the rear body comprise a plastic
material mixed with carbon or metal.

8. The camera module according to claim 1, wherein
the gasket is ring-shaped and made of a rubber ma-
terial.

9. The camera module according to claim 8, wherein
the gasket is rectangular-shaped.

10. A camera module manufacturing method comprising
the steps of:

combining a front body and a gasket;
accommodating a substrate portion in a rear
body;
aligning the front body and the rear body in close
contact with each other; and
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thermal bonding of the front body and the rear
body to manufacture a camera module,
wherein the camera module comprises:

a lens barrel accommodating at least one
lens;
the front body accommodating the lens bar-
rel, comprising a flange portion formed by
extending from a side surface thereof in a
direction perpendicular to an optical axis;
the substrate portion spaced apart from the
lens barrel along the optical axis direction
and disposed at the rear side of the front
body;
the rear body combined to the flange por-
tion, accommodating the substrate portion;
a thermal bonding portion disposed be-
tween the flange portion and the rear body
to combine the front body and the rear body;
and
a gasket spaced apart from the thermal
bonding portion and disposed between the
front body and the rear body and in contact
with the front body and the rear body, and
wherein the front surface of the flange por-
tion positioned corresponding to the thermal
bonding portion comprises a planar surface.
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