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(54) METHOD AND DEVICE FOR MANAGING NETWORK SLICE INSTANCE

(57) Embodiments of this application provide a meth-
od and an apparatus for managing a network slice in-
stance. The method includes: receiving, by a first network
device, an update request message sent by a transmit
end, where the update request message is used to re-
quest to update a first network function of the first network
slice to a second network function; sending, by the first
network device, a first configuration request message to
a second network device based on the update request
message; receiving, by the first network device, a con-

figuration response message sent by the second network
device based on the first configuration request message;
and sending, by the first network device, an update re-
sponse message to the transmit end based on the con-
figuration response message. According to the method
and the apparatus for managing a network slice provided
in the embodiments of this application, a network function
for providing a service for a network slice instance can
be modified and upgraded, thereby updating the network
slice instance, and improving user experience.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201610959009.4, filed with the Chi-
nese Patent Office on November 3, 2016 and entitled
"METHOD AND APPARATUS FOR MANAGING NET-
WORK SLICE INSTANCE", which is incorporated herein
by reference in its entirety.

TECHNICAL FIELD

[0002] Embodiments of this application relate to the
communications field, and more specifically, to a method
and an apparatus for managing a network slice instance
in the communications field.

BACKGROUND

[0003] With rapid development of mobile communica-
tions, digitalized transformation has swept through al-
most all conventional industries. However, a convention-
al cellular network architecture can provide only uniform
network services, and has a difficulty in meeting extreme-
ly differentiated communication requirements caused by
the digitalized transformation tide, including a function-
ality difference and a performance difference.
[0004] In a next-generation mobile network, a commu-
nications network is further abstracted into a network
slice (network slicing) based on a logic function. The net-
work slice is a combination of logical network functions
supporting a communication service requirement of a
particular case. For example, in a 5th Generation (the
5th generation, 5G) network, an enhanced mobile broad-
band (enhanced mobile broadband, eMBB) network
slice, a massive machine type communication (massive
machine type communication, mMTC) network slice, an
ultra reliable machine type communication (ultra reliable
machine type communication, uMTC) network slice, and
the like may be customized based on a service require-
ment. An entire 5G system may include a large quantity
of network slice instances meeting different connection
capabilities. One of basic capabilities of the 5G network
is that an all-in-one network platform supports different
functions and QoS connection communication services
by using dynamic and secure network slice instances.
[0005] However, an existing network management so-
lution does not support management of a network slice
instance. Managing a network slice instance, especially
updating a network slice instance, is a problem that ur-
gently needs to be resolved.

SUMMARY

[0006] Embodiments of this application provide a
method and an apparatus for managing a network slice
instance, to manage a network slice instance.
[0007] According to a first aspect, a method for man-
aging a network slice instance is provided. The method

includes the following steps: receiving, by a first network
device, an update request message sent by a transmit
end, where the update request message carries identifi-
cation information of a first network slice instance, and
the update request message is used to request to update
a first network function of the first network slice instance
to a second network function; sending, by the first net-
work device, a first configuration request message to a
second network device based on the update request
message, where the first configuration request message
is used to request to configure the second network func-
tion for the first network slice instance; receiving, by the
first network device, a configuration response message
sent by the second network device based on the first
configuration request message, where the configuration
response message is used to indicate that the second
network function has been configured; and sending, by
the first network device, an update response message
to the transmit end based on the configuration response
message, where the update response message is used
to indicate that the first network function has been updat-
ed to the second network function.
[0008] In this embodiment of this application, the first
network device receives the update request message
sent by the transmit end, determines, based on the up-
date request message, that the first network function of
the first network slice instance needs to be updated to
the second network function, sends the first configuration
request message to the second network device to re-
quest the second network device to configure the second
network function, then receives the configuration re-
sponse message sent by the second network device, and
sends the update response message to the transmit end,
to indicate that the update has been completed. There-
fore, according to the method for managing a network
slice instance provided in this embodiment of this appli-
cation, a network function for providing a service for a
network slice instance can be modified and upgraded,
thereby updating the network slice instance, and improv-
ing user experience.
[0009] It should be understood that, the transmit end
may be an operator, a third-party customer, a service
related application, or any entity that possibly sends a
request to an NSM&O within service provider domain.
This is not limited in this embodiment of this application.
[0010] In a first possible implementation of the first as-
pect, before the sending, by the first network device, a
first configuration request message to a second network
device based on the update request message, the meth-
od further includes: determining, by the first network de-
vice when the first network function is a shared network
function, at least one second network slice instance shar-
ing the first network function with the first network slice
instance. The sending, by the first network device, a first
configuration request message to a second network de-
vice based on the update request message includes:
sending, by the first network device, the first configuration
request message to the second network device when the
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first network function is allowed to be updated to the sec-
ond network function for all or some of the at least one
second network slice instance, where the configuration
request message is further used to request to configure
the second network function for the all or some second
network slice instances for which the first network func-
tion is allowed to be updated.
[0011] It should be understood that, when the first net-
work function is a shared network function, there may
alternatively be other different implementations. For ex-
ample, if the first network function is allowed to be up-
dated for the at least one second network slice instance,
the NSM&O may directly return an update response mes-
sage to the transmit end, to indicate an update failure.
Alternatively, when the first network function is not al-
lowed to be updated for all second network slice instanc-
es sharing the first network function, an update response
message is returned to the transmit end, to indicate an
update failure. This is not limited in this embodiment of
this application.
[0012] With reference to the foregoing possible imple-
mentation of the first aspect, in a second possible imple-
mentation of the first aspect, before the sending, by the
first network device, a first configuration request mes-
sage to a second network device based on the update
request message, the method further includes: sending,
by the first network device, a modification request mes-
sage to at least one of the second network device, a third
network device, and a fourth network device when a third
network function dependent on the first network function
exists in the first network slice instance, where the mod-
ification request message is used to request to modify
the third network function.
[0013] It should be understood that, dependency may
exist between network functions. After a network function
is updated, whether configuration modification needs to
be correspondingly performed on another network func-
tion on which the network function is dependent needs
to be determined. Specifically, in this embodiment of this
application, the NSM&O may first determine whether a
third network function dependent on the first network
function exists in the first network slice instance. If the
third network function exists, the NSM&O may modify
the third network function, thereby avoiding impact of the
update of the first network function on the third network
function.
[0014] With reference to the foregoing possible imple-
mentation of the first aspect, in a third possible imple-
mentation of the first aspect, before the sending, by the
first network device, a modification request message to
at least one of the second network device, a third network
device, and a fourth network device, the method further
includes: determining, by the first network device when
the third network function is a shared network function,
at least one third network slice instance sharing the third
network function. The sending, by the first network de-
vice, a modification request message to at least one of
the second network device, a third network device, and

a fourth network device includes: sending, by the first
network device, the modification request message to at
least one of the second network device, the third network
device, and the fourth network device when the third net-
work function is allowed to be modified for all of the at
least one third network slice instance.
[0015] Specifically, if the third network function is a
shared network function, before modifying the third net-
work function, the NSM&O may first determine whether
the third network function is allowed to be modified for
the at least one third network slice instance sharing the
third network function, and then modify the third network
function when the modification is allowed for all third net-
work slice instances. It should be understood that, wheth-
er the third network function needs to be modified may
be determined based on an actual situation. This is not
limited in this embodiment of this application.
[0016] With reference to the foregoing possible imple-
mentations of the first aspect, in a fourth possible imple-
mentation of the first aspect, before the sending, by the
first network device, a first configuration request mes-
sage to a second network device based on the update
request message, the method further includes: sending,
by the first network device, a creation request message
to the third network device when no available second
network function exists and the second network function
is a virtualized network function, where the creation re-
quest message is used to request to create the second
network function, and the creation request message car-
ries a parameter of the second network function; and
receiving, by the first network device, a first response
message sent by the third network device based on the
creation request message, where the first response mes-
sage is used to indicate that the second network function
has been created. The sending, by the first network de-
vice, a first configuration request message to a second
network device based on the update request message
includes: sending, by the first network device, the first
configuration request message to the second network
device based on the first response message.
[0017] Specifically, after receiving the update request
message sent by the transmit end, the NSM&O may first
determine whether an available second network function
exists. If a second network function meeting a require-
ment exists, the NSM&O may directly send the first con-
figuration request message to an EM, to request the EM
to configure the second network function for the first net-
work slice instance. If no second network function meet-
ing a requirement exists, two cases need to be consid-
ered: If the second network function is a physical network
function, the NSM&O may also directly send the first con-
figuration request message to the EM, to directly config-
ure the second network function. If the second network
function is a virtualized network function, the NSM&O
determines that the second network function needs to be
created.
[0018] With reference to the foregoing possible imple-
mentation of the first aspect, in a fifth possible implemen-
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tation of the first aspect, before the receiving, by the first
network device, a first response message sent by the
third network device based on the creation request mes-
sage, the method further includes: receiving, by the first
network device, a second response message sent by the
third network device based on the creation request mes-
sage, where the second response message is used to
indicate that the second network function is allowed to
be created; sending, by the first network device, a re-
source request message to the fourth network device
based on the second response message, where the re-
source request message is used to request to allocate a
resource to the second network function; receiving, by
the first network device, a third response message sent
by the fourth network device based on the resource re-
quest message, where the third response message is
used to indicate that the resource has been allocated to
the second network function; and sending, by the first
network device, a first notification message to the third
network device, where the first notification message is
used to inform that the resource has been allocated to
the second network function. The receiving, by the first
network device, a first response message sent by the
third network device based on the creation request mes-
sage includes: receiving, by the first network device, the
first response message sent by the third network device
based on the first notification message.
[0019] With reference to the foregoing possible imple-
mentations of the first aspect, in a sixth possible imple-
mentation of the first aspect, after the first network device
updates the first network function to the second network
function, the method further includes: deleting, by the
first network device, the first network function for the first
network slice instance.
[0020] With reference to the foregoing possible imple-
mentation of the first aspect, in a seventh possible im-
plementation of the first aspect, the deleting, by the first
network device, the first network function for the first net-
work slice instance includes: sending, by the first network
device, a third configuration request message to at least
one of the second network device, the third network de-
vice, and the fourth network device if the first network
function is a shared network function, and the first net-
work function is not allowed to be updated for at least
one second network slice instance sharing the first net-
work function, where the third configuration request mes-
sage is used to request to configure that the first network
function no longer provides a service for a network slice
instance for which the first network function is allowed to
be updated; or sending, by the first network device, a
fourth configuration request message to at least one of
the second network device, the third network device, and
the fourth network device if the first network function is
a virtualized network function and the first network func-
tion is generated by a fifth network device, where the
fourth configuration request message is used to request
to configure that the first network function no longer pro-
vides a service for a network slice instance for which the

first network function is allowed to be updated.
[0021] With reference to the foregoing possible imple-
mentation of the first aspect, in an eighth possible imple-
mentation of the first aspect, the deleting, by the first net-
work device, the first network function for the first network
slice instance includes: if the first network function is a
virtualized network function, the first network function is
a shared network function, the first network function is
allowed to be updated for all second network slice in-
stances sharing the first network function, and the first
network function is not generated by the NM, sending,
by the first network device, a first termination request
message to the second network device, where the first
termination request message is used to request to ter-
minate management of the first network function; receiv-
ing, by the first network device, a first termination ac-
knowledgment message sent by the second network de-
vice based on the first termination request message;
sending, by the first network device, a second termination
request message to the third network device based on
the first termination acknowledgment message, where
the second termination request message is used to re-
quest to terminate the first network function; and receiv-
ing, by the first network device, a second termination ac-
knowledgment message sent by the third network device
based on the second termination request message.
[0022] With reference to the foregoing possible imple-
mentation of the first aspect, in a ninth possible imple-
mentation of the first aspect, after the receiving, by the
first network device, a second termination acknowledg-
ment message sent by the third network device based
on the second termination request message, the method
further includes: sending, by the first network device, a
third termination request message to the fourth network
device based on the second termination acknowledg-
ment message, where the third termination request mes-
sage is used to request to delete a network resource and
a network connection related to the first network function;
and receiving, by the first network device, a third termi-
nation acknowledgment message sent by the fourth net-
work device based on the third termination request mes-
sage.
[0023] With reference to the foregoing possible imple-
mentations of the first aspect, in a tenth possible imple-
mentation of the first aspect, before the sending, by the
first network device, a first configuration request mes-
sage to a second network device based on the update
request message, the method further includes: sending,
by the first network device, a reservation request mes-
sage to the second network device or the fourth network
device based on the update request message, where the
reservation request message is used to request to re-
serve a resource for the second network function; and
receiving, by the first network device, a reservation re-
sponse message sent by the second network device or
the fourth network device based on the reservation re-
quest message, where the reservation response mes-
sage is used to indicate whether the resource has been

5 6 



EP 3 525 396 A1

5

5

10

15

20

25

30

35

40

45

50

55

successfully reserved for the second network function.
The sending, by the first network device, a first configu-
ration request message to a second network device
based on the update request message includes: sending,
by the first network device, the first configuration request
message to the second network device based on the
update request message when the reservation response
message indicates that the resource has been success-
fully reserved for the second network function.
[0024] Specifically, before requesting the EM to con-
figure the second network function, the NSM&O may first
reserve a network resource, that is, request the EM or a
VIM to reserve a resource for the second network func-
tion. If the second network function is a physical network
function, the NSM&O may send the reservation request
message to the EM, to request the EM to reserve a phys-
ical resource. If the second network function is a virtual-
ized network function, the NSM&O may send the reser-
vation request message to the VIM, to request the VIM
to reserve a virtual resource. After the NSM&O receives
the reservation response message sent by the EM or the
VIM, if the reservation response message indicates that
the resource has been successfully reserved, the
NSM&O may send the first configuration request mes-
sage to the EM, or if the reservation response message
indicates a resource reservation failure, the NSM&O may
directly send the update response message to the trans-
mit end, where the update response message is used to
indicate a network function update failure, and the update
response message may further indicate a reason for the
update failure, for example, insufficient resources.
[0025] Optionally, before the NSM&O sends the res-
ervation request message to the EM or the VIM, the
NSM&O may first send a query request to the EM, a
VNFM, and the VIM, to query a running status of a net-
work function and a network resource occupation status,
and determine, based on a query result, whether to re-
serve a resource. This is not limited in this embodiment
of this application.
[0026] With reference to the foregoing possible imple-
mentations of the first aspect, in an eleventh possible
implementation of the first aspect, before the sending,
by the first network device, a first configuration request
message to a second network device based on the up-
date request message, the method further includes:
sending, by the first network device, a first query request
message to a storage device, where the first query re-
quest message is used to query validity of the update
request message, and the first query request message
carries an identifier of the transmit end; and receiving,
by the first network device, a first query response mes-
sage sent by the storage device based on the first query
request message, where the first query response mes-
sage is used to indicate whether the update request mes-
sage is valid. The sending, by the first network device, a
first configuration request message to a second network
device based on the update request message includes:
sending, by the first network device, the first configuration

request message to the second network device when the
update request message is valid.
[0027] Specifically, when a network slice instance is
created or during user initialization, the storage device
stores subscription information related to a user and a
correspondence between the network slice instance and
the user. Therefore, before receiving the update request
message sent by the transmit end, the NSM&O may first
send the first query request message to the storage de-
vice, to query whether the update request message is
valid, and then send the first configuration request mes-
sage to the EM when the update request message is
valid. In this way, an unauthorized user can be prevented
from maliciously updating a network slice instance, and
security of managing a network slice instance can be
improved.
[0028] With reference to the foregoing possible imple-
mentations of the first aspect, in a twelfth possible imple-
mentation of the first aspect, after the receiving, by the
first network device, a configuration response message
sent by the second network device based on the first
configuration request message, the method further in-
cludes: sending, by the first network device, an update
notification message to the storage device, where the
update notification message carries updated information
of the first network slice instance; and receiving, by the
first network device, a storage success message sent by
the storage device based on the update notification mes-
sage.
[0029] With reference to the foregoing possible imple-
mentations of the first aspect, in a thirteenth possible
implementation of the first aspect, before the sending,
by the first network device, a first configuration request
message to a second network device based on the up-
date request message, the method further includes:
sending, by a first network device, a second notification
message to the fifth network device, where the second
notification message is used to inform that the second
network function is to be configured; and receiving, by
the first network device, a third response message sent
by the fifth network device based on the second notifica-
tion message.
[0030] Specifically, for a management architecture in-
cluding the NM, both the NSM&O and the NM can man-
age a physical network function and a virtualized network
function. Therefore, to avoid a configuration conflict, the
NSM&O and the NM need to coordinate. The NSM&O
may send the second notification message to the NM to
inform of a to-be-configured network function, and per-
form configuration after receiving the third response mes-
sage fed back by the NM.
[0031] With reference to the foregoing possible imple-
mentations of the first aspect, in a fourteenth possible
implementation of the first aspect, before the sending,
by a first network device, a second notification message
to the third network device, the method further includes:
sending, by the first network device, a second query re-
quest message to the fifth network device, where the
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second query request message is used to request to que-
ry an existing virtualized network function; and receiving,
by the first network device, a second query response
message sent by the fifth network device based on the
second query request message, where the second query
response message is used to feed back configuration
information of the existing virtualized network function.
The sending, by a first network device, a second notifi-
cation message to the fifth network device includes:
sending, by the first network device, the second notifica-
tion message to the fifth network device based on the
second query response message.
[0032] Specifically, the NSM&O may query the NM for
a network function generated by the NM, where the net-
work function is mainly a virtualized network function.
This is because a physical network function may be di-
rectly managed by the NSM&O, but some configurations
of a virtualized network function may be stored only in
the NM and the NFVO does not store all configurations.
Therefore, the NSM&O needs to query the NM for an
existing network function, and performs configuration
based on a feedback of the NM, thereby avoiding con-
flicting with the NM.
[0033] With reference to the foregoing possible imple-
mentations of the first aspect, in a fifteenth possible im-
plementation of the first aspect, after the receiving, by
the first network device, a configuration response mes-
sage sent by the second network device based on the
first configuration request message, the method further
includes: sending, by the first network device, network
function configuration information to the fifth network de-
vice, where the network function configuration informa-
tion carries a configuration parameter of the second net-
work function.
[0034] According to a second aspect, another method
for managing a network slice instance is provided. The
method includes: receiving, by a second network device,
a first configuration request message sent by a first net-
work device, where the first configuration request mes-
sage is used to request to configure the second network
function for the first network slice instance; configuring,
by the second network device, the second network func-
tion based on the first configuration request message;
and sending, by the second network device, a configu-
ration response message to the first network device,
where the configuration response message is used to
indicate that the second network function has been con-
figured.
[0035] In a first possible implementation of the second
aspect, before the receiving, by a second network device,
a first configuration request message sent by a first net-
work device, the method further includes: receiving, by
the second network device, a reservation request mes-
sage sent by the first network device, where the reser-
vation request message is used to request the second
network device to reserve a resource for the second net-
work function; reserving, by the second network device,
a resource for the second network function based on the

reservation request message; and sending, by the sec-
ond network device, a reservation response message to
the first network device, where the reservation response
message is used to indicate that the resource has been
successfully reserved for the second network device.
[0036] With reference to the foregoing possible imple-
mentation of the second aspect, in a second possible
implementation of the second aspect, after the sending,
by the second network device, a configuration response
message to the first network device, the method further
includes: if a first network function is a shared network
function and the first network function is allowed to be
updated for all second network slice instances sharing
the first network function, receiving, by the second net-
work device, a first termination request message sent by
the first network device, where the first termination re-
quest message is used to request to terminate manage-
ment of the first network function; deleting, by the second
network device, a management object of the first network
function based on the first termination request message;
and sending, by the second network device, a first ter-
mination acknowledgment message to the first network
device.
[0037] With reference to the foregoing possible imple-
mentation of the second aspect, in a third possible im-
plementation of the second aspect, the method further
includes: when a third network function dependent on
the first network function exists in the first network slice
instance, receiving, by the second network device, a
modification request message sent by the first network
device, where the modification request message is used
to request to modify the third network function; and mod-
ifying, by the second network device, the third network
function based on the modification request message.
[0038] According to a third aspect, another method for
managing a network slice instance is provided. The meth-
od includes: receiving, by a third network device, a cre-
ation request message sent by a first network device,
where the creation request message is used to request
to create a second network function, and the creation
request message carries a parameter of the second net-
work function; creating, by the third network device, the
second network function based on the creation request
message; and sending, by the third network device, a
first response message to the first network device, where
the first response message is used to indicate that the
second network function has been created.
[0039] In a first possible implementation of the third
aspect, the creating, by the third network device, the sec-
ond network function based on the creation request mes-
sage includes: sending, by the third network device, a
second response message to the first network device
based on the creation request message, where the sec-
ond response message is used to indicate that the sec-
ond network function is allowed to be created; receiving,
by the third network device, a first notification message
sent by the first network device, where the first notification
message is used to inform that a resource has been al-
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located to the second network function; and configuring,
by the third network device, the second network function
based on the first notification message.
[0040] With reference to the foregoing possible imple-
mentation of the third aspect, in a second possible im-
plementation of the third aspect, after the sending, by the
third network device, a first response message to the first
network device, the method further includes: if a first net-
work function is a virtualized network function, the first
network function is a shared network function, and the
first network function is not allowed to be updated for at
least one second network slice instance sharing the first
network function, receiving, by the third network device,
a third configuration request message sent by the first
network device, where the third configuration request
message is used to request to configure that the first
network function no longer provides a service for a net-
work slice instance for which the first network function is
allowed to be updated; and configuring, by the third net-
work device, the first network function based on the third
configuration request message.
[0041] With reference to the foregoing possible imple-
mentation of the third aspect, in a third possible imple-
mentation of the third aspect, the method further in-
cludes: receiving, by the third network device, a second
termination request message sent by the first network
device, where the second termination request message
is used to request to terminate the first network function;
terminating, by the third network device, the first network
function based on the second termination request mes-
sage; and sending, by the third network device, a second
termination acknowledgment message to the first net-
work device.
[0042] According to a fourth aspect, another method
for managing a network slice instance is provided. The
method includes: receiving, by a fifth network device, a
second notification message sent by a first network de-
vice, where the second notification message is used to
inform that a second network function of a first network
slice instance is to be configured; determining, by the
fifth network device based on the second notification
message, that the first network device is allowed to con-
figure the first network function; and sending, by the fifth
network device, a third response message to the first
network device.
[0043] In a first possible implementation of the fourth
aspect, before the receiving, by a fifth network device, a
second notification message sent by a first network de-
vice, the method further includes: receiving, by the fifth
network device, a second query request message sent
by the first network device, where the second query re-
quest message is used to request to query an existing
virtualized network function; and sending, by the fifth net-
work device, a second query response message to the
first network device based on the second query request
message, where the second query response message
is used to feed back configuration information of the ex-
isting virtualized network function. The receiving, by a

fifth network device, a second notification message sent
by a first network device includes: receiving, by the fifth
network device, the second notification message sent by
the first network device based on the second query re-
sponse message.
[0044] With reference to the foregoing possible imple-
mentation of the fourth aspect, in a second possible im-
plementation of the fourth aspect, after the sending, by
the fifth network device, a third response message to the
first network device, the method further includes: receiv-
ing, by the fifth network device, network function config-
uration information sent by the first network device,
where the network function configuration information car-
ries a configuration parameter of the second network
function.
[0045] According to a fifth aspect, an apparatus for
managing a network slice instance is provided. The ap-
paratus is configured to perform the method according
to the first aspect or any possible implementation of the
first aspect. Specifically, the apparatus includes units
configured to perform the method according to the first
aspect or any possible implementation of the first aspect.
[0046] According to a sixth aspect, another apparatus
for managing a network slice instance is provided. The
apparatus is configured to perform the method according
to the second aspect or any possible implementation of
the second aspect. Specifically, the apparatus includes
units configured to perform the method according to the
second aspect or any possible implementation of the sec-
ond aspect.
[0047] According to a seventh aspect, another appa-
ratus for managing a network slice instance is provided.
The apparatus is configured to perform the method ac-
cording to the third aspect or any possible implementa-
tion of the third aspect. Specifically, the apparatus in-
cludes units configured to perform the method according
to the third aspect or any possible implementation of the
third aspect.
[0048] According to an eighth aspect, another appara-
tus for managing a network slice instance is provided.
The apparatus is configured to perform the method ac-
cording to the fourth aspect or any possible implemen-
tation of the fourth aspect. Specifically, the apparatus
includes units configured to perform the method accord-
ing to the fourth aspect or any possible implementation
of the fourth aspect.
[0049] According to a ninth aspect, an apparatus for
managing a network slice instance is provided. The ap-
paratus includes a transceiver, a memory, a processor,
and a bus system. The transceiver, the memory, and the
processor are connected to each other by using the bus
system. The memory is configured to store an instruction.
The processor is configured to execute the instruction
stored in the memory to control the transceiver to receive
a signal and/or send a signal. In addition, when the proc-
essor executes the instruction stored in the memory, the
execution causes the processor to perform the method
according to the first aspect or any possible implemen-
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tation of the first aspect.
[0050] According to a tenth aspect, an apparatus for
managing a network slice instance is provided. The ap-
paratus includes a transceiver, a memory, a processor,
and a bus system. The transceiver, the memory, and the
processor are connected to each other by using the bus
system. The memory is configured to store an instruction.
The processor is configured to execute the instruction
stored in the memory to control the transceiver to receive
a signal and/or send a signal. In addition, when the proc-
essor executes the instruction stored in the memory, the
execution causes the processor to perform the method
according to the second aspect or any possible imple-
mentation of the second aspect.
[0051] According to an eleventh aspect, an apparatus
for managing a network slice instance is provided. The
apparatus includes a transceiver, a memory, a proces-
sor, and a bus system. The transceiver, the memory, and
the processor are connected to each other by using the
bus system. The memory is configured to store an in-
struction. The processor is configured to execute the in-
struction stored in the memory to control the transceiver
to receive a signal and/or send a signal. In addition, when
the processor executes the instruction stored in the mem-
ory, the execution causes the processor to perform the
method according to the third aspect or any possible im-
plementation of the third aspect.
[0052] According to a twelfth aspect, an apparatus for
managing a network slice instance is provided. The ap-
paratus includes a transceiver, a memory, a processor,
and a bus system. The transceiver, the memory, and the
processor are connected to each other by using the bus
system. The memory is configured to store an instruction.
The processor is configured to execute the instruction
stored in the memory to control the transceiver to receive
a signal and/or send a signal. In addition, when the proc-
essor executes the instruction stored in the memory, the
execution causes the processor to perform the method
according to the fourth aspect or any possible implemen-
tation of the fourth aspect.
[0053] According to a thirteenth aspect, a system for
managing a network slice instance is provided. The sys-
tem includes the apparatus according to the fifth aspect
or any possible implementation of the fifth aspect, the
apparatus according to the sixth aspect or any possible
implementation of the sixth aspect, the apparatus accord-
ing to the seventh aspect or any possible implementation
of the seventh aspect, and the apparatus according to
the eighth aspect or any possible implementation of the
eighth aspect; or
the system includes the apparatus according to the ninth
aspect or any possible implementation of the ninth as-
pect, the apparatus according to the tenth aspect or any
possible implementation of the tenth aspect, the appa-
ratus according to the eleventh aspect or any possible
implementation of the eleventh aspect, and the appara-
tus according to the twelfth aspect or any possible im-
plementation of the twelfth aspect.

[0054] According to a fourteenth aspect, a computer
readable medium is provided, configured to store a com-
puter program, where the computer program includes an
instruction used to perform the method according to the
first aspect or any possible implementation of the first
aspect.
[0055] According to a fifteenth aspect, a computer
readable medium is provided, configured to store a com-
puter program, where the computer program includes an
instruction used to perform the method according to the
second aspect or any possible implementation of the sec-
ond aspect.
[0056] According to a sixteenth aspect, a computer
readable medium is provided, configured to store a com-
puter program, where the computer program includes an
instruction used to perform the method according to the
third aspect or any possible implementation of the third
aspect.
[0057] According to a seventeenth aspect, a computer
readable medium is provided, configured to store a com-
puter program, where the computer program includes an
instruction used to perform the method according to the
fourth aspect or any possible implementation of the fourth
aspect.

BRIEF DESCRIPTION OF DRAWINGS

[0058]

FIG. 1 is a schematic diagram of a network manage-
ment architecture in the prior art;
FIG. 2 is an architectural diagram of an NSM&O ac-
cording to an embodiment of this application;
FIG. 3 is a schematic diagram of a network manage-
ment architecture to which an embodiment of this
application is applied;
FIG. 4 is a schematic diagram of another network
management architecture to which an embodiment
of this application is applied;
FIG. 5 is a schematic diagram of another network
management architecture to which an embodiment
of this application is applied;
FIG. 6 is a schematic diagram of another network
management architecture to which an embodiment
of this application is applied;
FIG. 7 is a schematic flowchart of a method for man-
aging a network slice instance according to an em-
bodiment of this application;
FIG. 8 is a hierarchical structure diagram of an
NSM&O according to an embodiment of this appli-
cation;
FIG. 9 is a schematic diagram of updating a network
function according to the embodiment of this appli-
cation;
FIG. 10 is another schematic diagram of updating a
network function according to the embodiment of this
application;
FIG. 11 is another schematic diagram of updating a
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network function according to the embodiment of this
application;
FIG. 12A and FIG. 12B are a schematic flowchart of
another method for managing a network slice in-
stance according to an embodiment of this applica-
tion;
FIG. 13A and FIG. 13B are a schematic flowchart of
another method for managing a network slice in-
stance according to an embodiment of this applica-
tion;
FIG. 14A and FIG. 14B are a schematic flowchart of
another method for managing a network slice in-
stance according to an embodiment of this applica-
tion;
FIG. 15A and FIG. 15B are a schematic flowchart of
another method for managing a network slice in-
stance according to an embodiment of this applica-
tion;
FIG. 16 is a schematic block diagram of an apparatus
for managing a network slice instance according to
an embodiment of this application;
FIG. 17 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application;
FIG. 18 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application;
FIG. 19 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application;
FIG. 20 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application;
FIG. 21 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application;
FIG. 22 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application; and
FIG. 23 is a schematic block diagram of another ap-
paratus for managing a network slice instance ac-
cording to an embodiment of this application.

DESCRIPTION OF EMBODIMENTS

[0059] The following describes the technical solutions
in the embodiments of this application with reference to
the accompanying drawings in the embodiments of this
application.
[0060] It should be understood that the technical solu-
tions of the embodiments of this application may be ap-
plied to various communications systems, such as a Glo-
bal System for Mobile Communications (Global System
for Mobile communications, GSM), a Code Division Mul-
tiple Access (Code Division Multiple Access, CDMA) sys-
tem, a Wideband Code Division Multiple Access (Wide-
band Code Division Multiple Access, WCDMA) system,
a general packet radio service (general packet radio serv-

ice, GPRS), a Long Term Evolution (Long Term Evolu-
tion, LTE) system, an LTE frequency division duplex (fre-
quency division duplex, FDD) system, an LTE time divi-
sion duplex (time division duplex, TDD), a Universal Mo-
bile Telecommunications System (Universal Mobile Tel-
ecommunications System, UMTS), a Worldwide Interop-
erability for Microwave Access (Worldwide Interoperabil-
ity for Microwave Access, WiMAX) communications sys-
tem, and a future 5G communications system.
[0061] The embodiments of this application relate to a
network slicing technology. The network slicing technol-
ogy is to logically abstract a network into one or more
network slices isolated from each other, where each net-
work slice includes a series of logical network functions,
to meet diversified requirements of different service types
in a targeted manner. For example, in a 5th Generation
(the 5th generation, 5G) network, as an on-demand net-
working mode, network slicing provides an operator with
a new service that can be adjusted based on a changing
user requirement and that can quickly meet a novel ap-
plication requirement.
[0062] The network slicing technology abstracts a 5G
network physical infrastructure resource into a plurality
of mutually independent parallel network slice instances
based on a scenario requirement. Customized tailoring
of a network function and orchestration and management
of the corresponding network function are performed on
each network slice based on a requirement of a service
scenario and a service model. A network slice instance
may be considered as an instantiated 5G network. Ac-
cording to such a network structure, an operator is al-
lowed to provide a network for a user as a service, and
can freely combine entity networks according to indica-
tors such as a rate, a capacity, coverage, a delay, relia-
bility, security, and availability, so as to meet require-
ments of different users.
[0063] In the network slicing technology, network slice
lifecycle management is a key issue that needs to be
considered. The network slice lifecycle management in-
cludes creation, combination, update, deletion, and the
like of network slice instances. For the creation, combi-
nation, and update of the network slice instances, a net-
work device needs to determine an available network
resource for each network slice instance, and configure
a particular network function and a parameter for the net-
work slice instance. For deletion of the network slice in-
stances, the network device needs to release those par-
ticular network functions and network resources.
[0064] It should be noted that terms such as "network
management architecture", "network system", and "sys-
tem" are interchangeable. For ease of understanding,
some terms appearing in this specification are described
first.
[0065] Network slice: The concept network slice refers
to a logical network customized on physical or virtual net-
work infrastructures based on different service require-
ments.
[0066] Network slice instance: An network slice in-
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stance is a logical network that is truly running.
[0067] Network slice template: An network slice tem-
plate is a mode of generating a network slice instance,
and is used to provide a reference for generating a net-
work slice instance. The network slice template specifies
how a network slice instance should be generated. For
example, the network slice module may indicate network
functions included in a network slice, a key performance
indicator (key performance indicators, KPI) that should
be achieved, and the like.
[0068] Network function: A network function is a
processing function in a network, and defines function-
ality behavior and interfaces. The network function may
be implemented on dedicated hardware, implemented
by running software on dedicated hardware, or imple-
mented in a form of a virtualized function on a universal
hardware platform. Therefore, from a perspective of im-
plementation, network functions may be classified into a
physical network function and a virtualized network func-
tion. From a perspective of use, network functions may
be classified into a dedicated network function and a
shared network function. Specifically, a plurality of net-
work slice instances may independently use different net-
work functions, where such a network function is referred
to as a dedicated network function, or may share a same
network function, where such a network function is re-
ferred to as a shared network function.
[0069] For ease of understanding the embodiments of
this application, a network management architecture in
FIG. 1 is first described. FIG. 1 shows a network man-
agement architecture 100. In an example, the network
management architecture 100 in FIG. 1 may be a network
management architecture of a 3GPP public land mobile
network (public land mobile network, PLMN) integrating
a network function virtualization (network function virtu-
alized, NFV) management and orchestration (manage-
ment and orchestration, MANO) module. Specifically, the
network management architecture 100 further includes
modules managing a physical network function and a
virtualized network function. The following sequentially
describes modules in the network management architec-
ture 100.
[0070] Physical network function (physical network
function, PNF) module: It is a fixed network function pro-
vided by a physical device. For example, the physical
network function module may be a network element (net-
work element, NE) in a conventional 3GPP network man-
agement architecture, namely, a physical network ele-
ment. For example, the NE may be a base station, a
mobility management entity (mobility management enti-
ty, MME), a serving gateway (serving gateway, SGW),
or the like.
[0071] Virtualized network function (virtualized net-
work function, VNF) module: It may be a minimum virtu-
alized unit that can perform monitoring and management
in the network management architecture. There is a com-
munications interface between the VFN and an NFVI
module described below. Based on the NFVI, the VNF

module may create a virtualized network function and
configure some parameters, to implement a network
function.
[0072] Element manager (element manager, EM): It is
a network module configured to manage a network ele-
ment. The EM not only may be configured to manage a
physical network function (that is, the PNF module) but
also may be configured to manage a virtualized network
function (that is, the VNF module).
[0073] Domain manager (domain manager, DM): It is
a management system module that manages a range
wider than that of the EM. The DM can manage one or
more EMs. For example, the DM may be a management
system of a manufacturer.
[0074] It should be noted that the EM and the DM are
different in definition. The EM directly manages network
devices of a same type. For example, the EM manages
a series of base stations. The DM manages a network
device belonging to an operator (vendor), and provides
a domain management function. The DM manages a wid-
er range than the EM. Usually, an EM device is configured
to configure a network function. However, in the embod-
iments of this application, a possibility that the DM per-
forms a procedure that is performed by the EM is not
excluded.
[0075] Network manager (network manager, NM): It is
a management module on a network layer, mainly pro-
viding related functions such as a network management
function and switching between management devices.
For example, the NM may be responsible for network
resource distribution, configuration, control, monitoring,
and the like. The NM is supported by the EM or the DM.
[0076] Network function virtualized infrastructure (net-
work function virtualized infrastructure, NFVI) module: It
is configured to deploy a virtualized network function
(VNF), may be a set of running environments including
software and hardware, and includes a virtualization lay-
er, an abstract hardware resource, and the like.
[0077] NFV-MANO system module: An interface exists
between the NFV-MANO system module and each of the
NFVI module, the VNF module, the EM module, and the
NM module, to manage a virtualized network function on
the network layer. The NFV-MANO system module in-
cludes the following three modules:

a network function virtualization orchestrator (net-
work function virtualization orchestrator, NFVO)
module, configured to manage a network service and
a VNF lifecycle, and optimize a network resource
from global angles of the NFVI;
a virtualized network function manager (virtualized
network function manager, VNFM) module, config-
ured to manage the VNF module on the network lay-
er; and
a virtualized infrastructure manager (virtualized in-
frastructure manager, VIM), having an interface with
either the NFVI or the VNF, and configured to man-
age calculation, storage, network resource alloca-
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tion, and the like of the NFVI.

[0078] It can be learned from the foregoing descrip-
tions of the network management architecture 100 that,
although the physical network function and the virtualized
network function can be managed in the network man-
agement architecture 100 in FIG. 1, a network slice can-
not be managed and orchestrated in the network man-
agement architecture 100. Therefore, the network man-
agement architecture 100 in FIG. 1 cannot meet an ap-
plication requirement of a network slicing technology in
a future communications system, to be specific, a net-
work slice cannot be flexibly managed and orchestrated.
To reduce deployment costs and the like, a physical net-
work element and a virtualized network element may co-
exist for a long term and flexibly constitute a network
slice. Therefore, a network management system is re-
quired, to orchestrate and manage physical and virtual
network functions or network resources, to apply a net-
work slice.
[0079] In the embodiments of this application, a net-
work slice manager and orchestrator (network slice man-
ager and orchestrator, NSM&O) module is introduced
into the network management architecture 100, and the
NSM&O manages a network slice instance creation proc-
ess, to automatically create a network slice instance,
thereby improving efficiency of managing the network
slice instance.
[0080] The following describes a network manage-
ment architecture in the embodiments of this application.
Based on the existing network management architecture
100, the NSM&O module is introduced in the embodi-
ments of this application. A schematic structural diagram
of the NSM&O module is shown in FIG. 2, and main func-
tions of the NSM&O module include any one of the fol-
lowing:

service conversion: receiving, through an interface
(for example, an application programming interface
(Application Programming Interface, API)), service
description information sent by a transmit end de-
vice, and converting the service description informa-
tion into a network requirement;
network slice designing: which describes composi-
tion of a network slice based on a service conversion
result, and for example, may be designing a network
slice template (network slice descriptor, NSLD);
a network slice management policy: which is a man-
agement policy of designing a network slice, and for
example, may be a policy such as network slice in-
stantiation, network slice creation, network slice
scaling, network slice update, network slice termina-
tion, or network slice deletion;
network slice orchestration: used to specifically de-
termine a network function included in a network
slice instance and a used network resource; and
monitoring: used to detect and report a status pa-
rameter of a network slice instance, where, for ex-

ample, a key performance indicator (key perform-
ance indicators, KPI) parameter of the network slice
instance may be monitored.

[0081] The foregoing transmit end device is a device
sending a request to the NSM&O module. For example,
the transmit end device may be an operator, a third-party
customer, a communications service related application,
or any other physical device that possibly sends a request
to the NSM&O.
[0082] Optionally, the network management architec-
ture in the embodiments of this application may further
include a storage device. The storage device may be
configured to record information about a generated net-
work slice instance.
[0083] Four network management architectures ap-
plied in the embodiments of this application are respec-
tively described in FIG. 3 to FIG. 6. Each of the four net-
work management architectures includes an NSM&O
module. For ease of distinguishing, the network manage-
ment architectures in FIG. 3 to FIG. 6 are sequentially
referred to as a network management architecture 300,
a network management architecture 400, a network man-
agement architecture 500, and a network management
architecture 600 below.
[0084] FIG. 3 shows a network management architec-
ture 300 to which an embodiment of this application is
applied. As shown in FIG. 3, the network management
architecture 300 is a network management architecture
obtained through improvement and modification based
on the network management architecture 100. The net-
work management architecture 300 does not include an
NM module. Instead, the NSM&O module performs a
function that is performed by the NM module in the net-
work management architecture 100. In other words, in
addition to the function shown in FIG. 2, the NSM&O
module may further include all functions of the NM mod-
ule. The NSM&O module may interact with an EM
through a communications interface, to manage a net-
work function corresponding to a network slice instance.
The managing a network function includes managing a
PNF module and a VNF module. The NSM&O module
may further receive status information of the VNF module
from an NFVO module through a communications inter-
face, and send an instruction to the NFVO through the
communications interface.
[0085] For the network management architecture 300,
the NSM&O module can directly manage a physical net-
work function, and can implement, by using the NFVO
module, resource orchestration and management of an
NFVI module and generation of a VNF.
[0086] FIG. 4 shows another network management ar-
chitecture 400 to which an embodiment of this application
is applied. As shown in FIG. 4, the network management
architecture 400 is a network management architecture
obtained through improvement and modification based
on the network management architecture 100. A differ-
ence between the network management architecture 400
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and the network management architecture 300 lies in
that the network management architecture 300 does not
include an entity of an NFVO module. A function of the
NFVO module is implemented by the NSM&O module.
In other words, functions of the NSM&O module further
include orchestration and management of a virtual net-
work resource and management of a VNF lifecycle.
There is a communications interface between the
NSM&O module and a VNFM module. In FIG. 4, the in-
terface may be referred to as an NG1 interface. There is
a communications interface between the NSM&O mod-
ule and a VIM module. In FIG. 4, the interface may be
referred to as an NG2 interface.
[0087] The NSM&O module and the VNFM module
may perform the following interaction through the NG1
interface: NFVI resource authorization, reservation, allo-
cation, releasing, and the like for supporting a VNF; que-
rying information about a running status, for example,
querying a VNF instance; VNF initialization update, scal-
ing, termination, and the like; and transmitting an event,
status information, and the like related to the VNF.
[0088] The NSM&O module and the VIM module may
perform the following interaction through the NG2 inter-
face: NFVI resource reservation, allocation, releasing,
and the like; VNF software image (image) increasing,
deletion, update, and the like; and transmitting configu-
ration information, an event, a measurement result, an
upgrade record, and the like related to the NFVI.
[0089] For the network management architecture 400,
in addition to directly managing a physical network func-
tion, the NSM&O module may further manage a virtual-
ized network function and a VNF lifecycle, thereby or-
chestrating and managing all physical and virtual network
resources and functions, and optimizing resources from
global angles.
[0090] FIG. 5 shows another network management ar-
chitecture 500 to which an embodiment of this application
is applied. As shown in FIG. 5, an NM module is reserved
in the network management architecture 500, and the
NSM&O module and the NM module are mutually inde-
pendent. In addition, there is a communications interface
between the NSM&O module and the NM module. In
FIG. 5, the communications interface may be referred to
as an NG3 interface. There is also a communications
interface between the NSM&O module and an NFVO
module. In FIG. 5, the communications interface may be
referred to as an NG4 interface. There is also a commu-
nications interface between the NSM&O module and an
EM module. In FIG. 5, the communications interface may
be referred to as an NG5 interface.
[0091] The NSM&O module and the NM module may
perform the following interaction through the NG3 inter-
face: transmitting negotiation information between the
NSM&O module and the NM module, for example, the
NSM&O module queries a VNF that is already generated
by the NM module, the NM module feeds back informa-
tion about the generated VNF to the NSM&O module and
confirms that the NSM&O module is allowed to modify

the information about the VNF, the NSM&O module no-
tifies the NM module of PNFs/VNFs that need to be mod-
ified, and the NSM&O module notifies the NM module of
specific modification content of the PNFs/VNFs.
[0092] The NSM&O module and the NFVO module
may perform the following interaction through the NG4
interface: participating, by the NSM&O module, in VNF
lifecycle management through the NG4 interface, for ex-
ample, instructing the NFVO module to generate, update,
and delete a VNF; querying, by the NSM&O module, the
NFVO module for running information of a VNF and an
NFVI; feeding back, by the NFVO module, the running
information of the VNF and the NFVI to the NSM&O mod-
ule; performing policy management, where the NSM&O
module may send a policy to the NFVO module, to specify
a VNF deployment requirement; and managing, by the
NSM&O module, a VNF package through the NG4 inter-
face.
[0093] The NSM&O module and the EM module may
perform the following interaction through the NG5 inter-
face: communicating, by the NSM&O module, with the
EM module through the NG5 interface, to manage a PNF
and a VNF (if the EM supports management of the VNF).
[0094] For the network management architecture 500,
the NSM&O module interacts with each physical module
in FIG. 1 through a new communications interface. The
NSM&O module may orchestrate and manage a virtual
resource and participate in VNF lifecycle management
by using the NFVO module. The NSM&O module and
the NM module both can directly manage a PNF. In ad-
dition, the NSM&O module and the NM module both can
manage a VNF by using the NFVO module or the EM
module. Therefore, for management of the PNF and the
VNF, the NSM&O module and the NM module may co-
ordinate through communication.
[0095] FIG. 6 shows another network management ar-
chitecture 600 to which an embodiment of this application
is applied. As shown in FIG. 6, an NM module is also
maintained in the network management architecture 600.
An NSM&O module and the NM module are also mutually
independent. A difference between the network manage-
ment architecture 600 and the network management ar-
chitecture 500 lies in that the network management ar-
chitecture 600 does not include an entity of an NFVO
module. A function of the NFVO module is implemented
by the NSM&O module. In other words, functions of the
NSM&O module further include orchestration and man-
agement of a virtual network resource and management
of a VNF lifecycle. There is a communications interface
between the NSM&O module and a VNFM module. In
FIG. 6, the communications interface may be referred to
as an NG1 interface. There is a communications interface
between the NSM&O module and a VIM module. In FIG.
6, the communications interface may be referred to as
an NG2 interface. There is a communications interface
between the NSM&O module and an EM module. In FIG.
6, the communications interface may be referred to as
an NG5 interface. For specific functions of the NG1 in-
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terface, the NG2 interface, and the NG5 interface, refer
to same or similar content in FIG. 4 and FIG. 5. For brev-
ity, details are not described herein again.
[0096] For the network management architecture 600,
the NSM&O module interacts with each physical module
in FIG. 1 through a new communications interface. The
NSM&O module may orchestrate and manage a virtual
resource and participate in VNF lifecycle management
by using the NFVO module. The NSM&O module and
the NM module both can directly manage a PNF. There-
fore, for management of the PNF, the NSM&O module
and the NM module may coordinate through communi-
cation. In addition, because the NSM&O module is inte-
grated with the function of the NSFO module, the NSM&O
module can further directly orchestrate and manage a
virtual network resource and participate in VNF lifecycle
management. The NM module does not manage a virtual
network resource and a VNF.
[0097] A person skilled in the art can understand that,
examples in FIG. 3 to FIG. 6 are only to help a person
skilled in the art understand the embodiments of this ap-
plication, rather than limit the embodiments of this appli-
cation to specific values or specific scenarios in the ex-
amples. Apparently, a person skilled in the art may make
various equivalent modifications or changes based on
the examples in FIG. 3 to FIG. 6. Such modifications or
changes shall also fall within the scope of the embodi-
ments of this application.
[0098] In addition, it should be noted that the functional
modules and units introduced above are considered from
a perspective of the functions of the functional modules
and units. During actual application, the foregoing func-
tional modules may exist alone physically, or two or more
devices may be integrated into one unit. Any equivalent
variation or replacement readily figured out by a person
of ordinary skill in the art within the technical scope dis-
closed by this application shall fall within the protection
scope of this application.
[0099] It should be understood that, a first network de-
vice mentioned in this specification may be a device
(which is briefly referred to as an "NSM&O" below) in-
cluding the NSM&O module, a second network device
may be a device (which is briefly referred to as an "EM"
below) including the EM module, a third network device
may be a device (which is briefly referred to as a "VNFM"
below) including the VNFM module or a device (which is
briefly referred to as an "NFVO" below) including the
NFVO module, a fourth network device may be a device
(which is briefly referred to as a "VIM" below) including
the VIM module, and a fifth network device may be a
device (which is briefly referred to as an "NM" below)
including the NM module. In a process in which a system
manages a network slice instance, the first network de-
vice, the second network device, the third network de-
vice, the fourth network device, and the fifth network de-
vice may implement respective corresponding functions,
thereby flexibly managing the network slice instance.
[0100] It should be understood that, the first network

device, the second network device, the third network de-
vice, the fourth network device, and the fifth network de-
vice may be specifically network management devices,
configured to monitor, manage, and maintain a network
element during network operation and maintenance, but
this is not limited in the embodiments of this application.
[0101] For ease of understanding, the embodiments
of this application are described below by using the
NSM&O, the EM, the VNFM (or the NFVO), the VIM, and
the NM as execution bodies. However, this is not limited
in the embodiments of this application.
[0102] FIG. 7 shows a method for managing a network
slice instance 700 according to an embodiment of this
application. The method 700 may be applied to the net-
work management architecture 300 shown in FIG. 3, the
network management architecture 400 shown in FIG. 4,
the network management architecture 500 shown in FIG.
5, and the network management architecture 600 shown
in FIG. 6. This is not limited in this embodiment of this
application.
[0103] S701. A transmit end sends an update request
message to an NSM&O, where the update request mes-
sage carries identification information of a first network
slice instance, and the update request message is used
to request to update a first network function of the first
network slice instance to a second network function; and
the NSM&O receives the update request message.
[0104] S702. The NSM&O sends a first configuration
request message to an EM based on the update request
message, where the first configuration request message
is used to request to configure the second network func-
tion for the first network slice instance; and the EM re-
ceives the first configuration request message.
[0105] S703. The EM configures the second network
function for the first network slice instance based on the
first configuration request message.
[0106] S704. The EM sends a configuration response
message to the NSM&O, where the configuration re-
sponse message is used to indicate that the second net-
work function has been configured; and the NSM&O re-
ceives the configuration response message.
[0107] S705. The NSM&O sends an update response
message to the transmit end based on the configuration
response message, where the update response mes-
sage is used to indicate that the first network function
has been updated to the second network function.
[0108] Specifically, in S701, the transmit end may send
the update request message to the NSM&O through an
application programming interface (application program-
ming interface, API), where the update request message
is used to request to update the first network function of
the first network slice instance. It should be understood
that, the update request message may carry two param-
eters: A first parameter may be used to indicate a network
function that needs to be updated, that is, the first network
function, and may be specifically a name or other iden-
tification information of the first network function. A sec-
ond parameter may be used to indicate an updated net-
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work function, that is, the second network function. The
NSM&O may obtain a new-version template of the sec-
ond network function by querying a database, or may
update the first network function to the second network
function by updating a network slice instance template,
for example, directly updating a current network slice
template v1 to a network slice template v2, where all or
some network functions of v1 and v2 are different.
[0109] In S702, after receiving the update request mes-
sage, the NSM&O sends the first configuration request
message to the EM, to request to configure the updated
network function, so that the updated network function
can provide a service for the first network slice instance.
Specifically, network functions may be classified into a
shared network function and a dedicated network func-
tion depending on whether a network function can be
shared by a plurality of network slice instances. If the
second network function is a shared network function,
the first configuration request message may include the
following configuration parameters: (1) a network slice
related parameter, for example, an identifier of the first
network slice instance, a type of the first network slice
instance, information about other network functions in-
cluded in the first network slice instance, or a parameter
that needs to be detected and reported in the first network
slice instance; and (2) a conventional running parameter,
for example, an MMEC or an MME Pool. If the second
network function is a dedicated network function, the first
configuration request message may include the following
configuration parameters: (1) a network slice related pa-
rameter, for example, an identifier of the first network
slice instance, a type of the first network slice instance,
or a parameter that needs to be monitored and reported
in the first network slice instance; and (2) a conventional
running parameter, for example, an IP address of a gate-
way or a tunnel ID.
[0110] In S703, the EM configures a function parame-
ter of the second network function based on the first con-
figuration request message, for example, modifies a pag-
ing area paging area or an MME group.
[0111] In this embodiment of this application, the
NSM&O receives the update request message sent by
the transmit end, determines, based on the update re-
quest message, that the first network function of the first
network slice instance needs to be updated to the second
network function, sends the first configuration request
message to the EM to request the EM to configure the
second network function, then receives the configuration
response message sent by the EM, and sends the update
response message to the transmit end, to indicate that
the update has been completed. Therefore, according to
the method for managing a network slice instance pro-
vided in this embodiment of this application, a network
function for providing a service for a network slice in-
stance can be modified and upgraded, thereby updating
the network slice instance, and improving user experi-
ence.
[0112] It should be understood that, the transmit end

may be an operator, a third-party customer, a service
related application, or any entity that possibly sends a
request to the NSM&O within service provider domain.
This is not limited in this embodiment of this application.
[0113] In an optional embodiment, the transmit end
may be an NSM&O management device. As shown in
FIG. 8, the NSM&O management device may manage a
first NSM&O, a second NSM&O, and a third NSM&O. In
this architecture, the NSM&O may be at least one of the
first NSM&O, the second NSM&O, and the third NSM&O.
That is, the NSM&O management device may manage
each NSM&O and send an update request message to
each NSM&O, to request each NSM&O to update a net-
work slice instance managed by the NSM&O. Specifical-
ly, a process in which the first NSM&O, the second
NSM&O, and the third NSM&O separately update the
network slice instances managed by the first NSM&O,
the second NSM&O, and the third NSM&O is the method
700. The three NSM&Os may separately perform updat-
ing in sequence, or may perform updating in parallel. This
is not limited in this embodiment of this application.
[0114] In an implementation, the NSM&O manage-
ment device is a general control orchestrator, and man-
ages an NSM&O in each domain. For example, a network
slice instance may include a core network slice sub-in-
stance and an access network slice sub-instance. Alter-
natively, a network slice instance may be divided into a
plurality of slice sub-instances provided by different op-
erator devices. Each network slice sub-instance is man-
aged by an NSM&O in each domain. After receiving the
update request message, the NSM&O management de-
vice may determine which network slice sub-instances
need to be updated, and then directly instruct NSM&Os
corresponding to the network slice sub-instances to per-
form updating.
[0115] In an optional embodiment, before step S702
of sending, by the NSM&O, a first configuration request
message to an EM based on the update request mes-
sage, the method further includes: determining, by the
NSM&O based on the update request message, whether
an available second network function exists; sending, by
the NSM&O, a creation request message to a VNFM or
an NFVO if no available second network function exists
and the second network function is a virtualized network
function, where the creation request message is used to
request to create the second network function, and the
creation request message carries a parameter of the sec-
ond network function; correspondingly, receiving, by the
VNFM or the NFVO, the creation request message; cre-
ating, by the VNFM or the NFVO, the second network
function based on the creation request message, and
sending a first response message to the NSM&O, where
the first response message is used to indicate that the
second network function has been created; and corre-
spondingly, receiving, by the NSM&O, the first response
message. Step S702 of sending, by the NSM&O, a first
configuration request message to an EM based on the
update request message includes: sending, by the
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NSM&O, the first configuration request message to the
EM based on the first response message.
[0116] Specifically, after receiving the update request
message sent by the transmit end, the NSM&O may first
determine whether an available second network function
exists. If a second network function meeting a require-
ment exists, the NSM&O may directly send the first con-
figuration request message to the EM, to request the EM
to configure the second network function for the first net-
work slice instance. If no second network function meet-
ing a requirement exists, two cases need to be consid-
ered: If the second network function is a physical network
function, the NSM&O may also directly send the first con-
figuration request message to the EM, to directly config-
ure the second network function. If the second network
function is a virtualized network function, the NSM&O
determines that the second network function needs to be
created.
[0117] After determining the second network function
that needs to be created, the NSM&O sends the creation
request message to the VNFM or the NFVO, to request
the VNFM or the NFVO to create the second network
function. The VNFM or the NFVO receives the creation
request message, creates the second network function,
and sends the first response message to the NSM&O,
to indicate that the second network function has been
created. The NSM&O sends the first configuration re-
quest message to the EM based on the first response
message, to request to configure the newly created sec-
ond network function.
[0118] It should be understood that, for a case in which
the second network function is a shared network function,
the configuration parameters in the first configuration re-
quest message may further include an identifier of the
second network function used to indicate that the newly
generated shared network function currently serves only
the first network slice instance, and may be shared with
another network slice instance in future. This is not limited
in this embodiment of this application.
[0119] It should further be understood that, a method
used by the NSM&O to send the creation request mes-
sage to the NFVO may be applied to the network man-
agement architecture 300 shown in FIG. 3 or the network
management architecture 500 shown in FIG. 5, and a
method used by the NSM&O to send the creation request
message to the VNFM may be applied to the network
management architecture 400 shown in FIG. 4 or the
network management architecture 600 shown in FIG. 6.
[0120] It should be noted that, for a management ar-
chitecture including the NFVO, the NSM&O may send
the creation request message to the NFVO, and the
NFVO interacts with the VNFM and a VIM based on the
creation request message, to create the second network
function. For a management architecture including no
NFVO, the NSM&O may send the creation request mes-
sage to the VNFM. Because the VNFM can perform pa-
rameter checking and processing only on a related net-
work function, the NSM&O further needs to request a

VIM to allocate a network resource to the second network
function, thereby configuring the second network func-
tion.
[0121] In an optional embodiment, before the NSM&O
receives the first response message sent by the VNFM
based on the creation request message, the method fur-
ther includes: receiving, by the NSM&O, a second re-
sponse message sent by the VNFM based on the crea-
tion request message, where the second response mes-
sage is used to indicate that the second network function
is allowed to be created; sending, by the NSM&O, a re-
source request message to the VIM based on the second
response message, where the resource request mes-
sage is used to request to allocate a resource to the sec-
ond network function; correspondingly, receiving, by the
VIM, the resource request message; allocating, by the
VIM, a resource to the second network function, and
sending a third response message to the NSM&O, where
the third response message is used to indicate that the
resource has been allocated to the second network func-
tion; correspondingly, receiving, by the NSM&O, the third
response message, and sending, by the NSM&O, a first
notification message to the VNFM, where the first notifi-
cation message is used to inform that the resource has
been allocated to the second network function; corre-
spondingly, receiving, by the VNFM, the first notification
message; and configuring, by the VNFM, a deployment
parameter of the second network function, and sending
the first response message to the NSM&O. Correspond-
ingly, the NSM&O receives the first response message.
[0122] Specifically, for the management architecture
including no NFVO, the NSM&O may send the creation
request message to the VNFM. The VNFM first sends
the second response message to the NSM&O based on
the creation request message, to indicate that the second
network function is allowed to be created. Then, the
NSM&O sends the resource request message to the VIM,
to request the VIM to allocate a network resource to the
second network function. After the network resource has
been allocated, the VNFM configures a related parame-
ter, and sends the first response message to the NSM&O,
to indicate that the second network function has been
created.
[0123] It should be understood that, after the VNFM
configures the parameter of the second network function,
the VNFM may further send an addition request message
to the EM, to request the EM to add the second network
function, to become a managed device of the second
network function, but this is not limited in this embodiment
of this application.
[0124] In an optional embodiment, before step S702
of sending, by the NSM&O, a first configuration request
message to an EM based on the update request mes-
sage, the method further includes: sending, by the
NSM&O, a reservation request message to the EM or
the VIM based on the update request message, where
the reservation request message is used to request to
reserve a resource for the second network function; cor-
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respondingly, receiving, by the EM or the VIM, the res-
ervation request message, reserving, by the EM or the
VIM, a resource for the second network function based
on the reservation request message, and sending a res-
ervation response message to the NSM&O, where the
reservation response message is used to indicate wheth-
er the resource has been successfully reserved for the
second network function; and receiving, by the NSM&O,
the reservation response message. Step S702 of send-
ing, by the NSM&O, a first configuration request message
to an EM based on the update request message includes:
sending, by the NSM&O, the first configuration request
message to the EM based on the update request mes-
sage when the reservation response message indicates
that the resource has been successfully reserved for the
second network function.
[0125] Specifically, before requesting the EM to con-
figure the second network function, the NSM&O may first
reserve a network resource, that is, request the EM or
the VIM to reserve a resource for the second network
function. If the second network function is a physical net-
work function, the NSM&O may send the reservation re-
quest message to the EM, to request the EM to reserve
a physical resource. If the second network function is a
virtualized network function, the NSM&O may send the
reservation request message to the VIM, to request the
VIM to reserve a virtual resource. After the NSM&O re-
ceives the reservation response message sent by the
EM or the VIM, if the reservation response message in-
dicates that the resource has been successfully re-
served, the NSM&O may send the first configuration re-
quest message to the EM, or if the reservation response
message indicates a resource reservation failure, the
NSM&O may directly send the update response mes-
sage to the transmit end, where the update response
message is used to indicate a network function update
failure, and the update response message may further
indicate a reason for the update failure, for example, in-
sufficient resources.
[0126] Optionally, before the NSM&O sends the res-
ervation request message to the EM or the VIM, the
NSM&O may first send a query request to the EM, the
VNFM, and the VIM, to query a running status of a net-
work function and a network resource occupation status,
and determine, based on a query result, whether to re-
serve a resource. This is not limited in this embodiment
of this application.
[0127] In an optional embodiment, before step S702
of sending, by the NSM&O, a first configuration request
message to an EM based on the update request mes-
sage, the method further includes: determining, by the
NSM&O based on the update request message, whether
the first network function is a shared network function; if
the first network function is a shared network function,
determining, by the NSM&O, at least one second network
slice instance sharing the first network function with the
first network slice instance; and determining, by the
NSM&O, whether the first network function is allowed to

be updated for each of the at least one second network
slice instance. Step S702 of sending, by the NSM&O, a
first configuration request message to an EM based on
the update request message includes: sending, by the
NSM&O, the first configuration request message to the
EM if the first network function is allowed to be updated
to the second network function for all or some of the at
least one second network slice instance, where the con-
figuration request message is further used to request to
configure the second network function for the all or some
second network slice instances for which the first network
function is allowed to be updated.
[0128] Specifically, the NSM&O may first determine
whether the first network function is a shared network
function or a dedicated network function. If the first net-
work function is a dedicated network function, to be spe-
cific, provides a service only for the first network slice
instance, the NSM&O may directly determine that the
first network function needs to be updated, and configure
the second network function. If the first network function
is a shared network function, before updating the first
network function, the NSM&O needs to consider whether
the first network function is allowed to be updated for
another network slice sharing the first network function.
Therefore, when it is determined that the first network
function is a shared network function, the NSM&O may
first determine the at least one second network slice in-
stance sharing the first network function with the first net-
work slice instance, determine whether the first network
function is allowed to be updated for the at least one
second network slice instance, and configure the second
network function based on an actual situation. In conclu-
sion, specific implementations may be divided into the
following several cases:

(1) The first network function is a shared network
function, and the first network function is allowed to
be updated for all second network slice instances
sharing the first network function. In this case, the
NSM&O may directly configure the second network
function for all network slices sharing the first net-
work function. As shown in FIG. 9, the NSM&O may
update the first network function shared by the first
network slice instance and the second network slice
instance to the second network function.
(2) The first network function is a shared network
function, and the first network function is allowed to
be updated for some second network slice instances
sharing the first network function, but the first net-
work function is not allowed to be updated for other
second network slice instances. In this case, the
NSM&O may configure the second network function
only for the second network slice instances for which
update is allowed, may still use the first network func-
tion to provide a service for those network slice in-
stances for which the first network function is not
allowed to be updated. As shown in FIG. 10, the first
network function is not allowed to be updated for the
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second network slice instance. In this case, the
NSM&O may update only the first network function
of the first network slice instance to the second net-
work function.
(3) The first network function is a dedicated network
function or the first network is a shared network func-
tion, but the first network function is allowed to be
updated for none of the second network slice in-
stances sharing the first network function. In the two
cases, the NSM&O may configure the second net-
work function only for the first network slice instance.
As shown in FIG. 11, the NSM&O updates the first
network function of the first network slice into the
second network function. Because the first network
function is a dedicated network function, this does
not affect the second network slice instance.

[0129] It should be understood that, when the first net-
work function is a shared network function, there may
alternatively be other different implementations. For ex-
ample, if the first network function is not allowed to be
updated for the at least one second network slice in-
stance, the NSM&O may directly return an update re-
sponse message to the transmit end, to indicate an up-
date failure. Alternatively, when the first network function
is allowed to be updated for none of the second network
slice instances sharing the first network function, the
NSM&O returns an update response message to the
transmit end, to indicate an update failure. This is not
limited in this embodiment of this application.
[0130] In an optional embodiment, after the NSM&O
updates the first network function to the second network
function, the method further includes: deleting, by the
NSM&O, the first network function for the first network
slice instance.
[0131] Specifically, after the NSM&O determines that
the second network function has been configured, the
NSM&O may delete the original first network function. It
should be understood that, herein, it only means that the
first network function is deleted for the first network slice
instance. Existence of the first network function depends
on attributes of the first network function, to be specific,
whether the first network function is a physical network
function or a virtualized network function and whether
the first network function is a shared network function or
a dedicated network function.
[0132] In an optional embodiment, the deleting, by the
NSM&O, the first network function for the first network
slice instance includes: sending, by the NSM&O, a sec-
ond configuration request message to the EM if the first
network function is a physical network function, where
the second configuration request message is used to re-
quest to configure that the first network function no longer
provides a service for a network slice instance for which
the first network function is allowed to be updated; or if
the first network function is a virtualized network function,
the first network function is a shared network function,
and the first network function is not allowed to be updated

for at least one second network slice instance sharing
the first network function, sending, by the NSM&O, a third
configuration request message to at least one of the EM,
the VNFM, and the VIM, where the third configuration
request message is used to request to configure that the
first network function no longer provides a service for a
network slice instance for which the first network function
is allowed to be updated; or if the first network function
is a virtualized network function, and the first network
function is generated by the NM, sending, by the NSM&O,
a fourth configuration request message to at least one
the EM, the VNFM, and the VIM, where the fourth con-
figuration request message is used to request to config-
ure that the first network function no longer provides a
service for a network slice instance for which the first
network function is allowed to be updated.
[0133] It should be understood that, because the phys-
ical network function is a physical device, and cannot be
deleted, when the first network function is a physical net-
work function, the NSM&O may configure that the first
network function no longer provides a service for the first
network slice instance, to delete the first network function
of the first network slice instance. When the first network
function is a virtualized network function, the NSM&O
may delete the first network function that is no longer
needed. Therefore, determining needs to be performed
based on a plurality of conditions.
[0134] Specifically, the deletion of the first network
function may include the following several cases:

(1) The first network function is a physical network
function. The NSM&O may request to configure that
the first network function no longer provides a service
for a network slice instance for which the first network
function is allowed to be updated. It should be un-
derstood that, the network slice instance for which
the first network function is allowed to be updated
includes the first network slice instance.
(2) The first network function is a virtualized network
function, and the first network function is not allowed
to be updated for the at least one second network
slice instance sharing the first network function. In
this case, it indicates that the first network function
is still needed, and cannot be directly deleted. The
NSM&O may request to configure that the first net-
work function no longer provides a service for a net-
work slice instance for which the first network func-
tion is allowed to be updated. It should be understood
that, if the update is allowed for none of the at least
one second network slice instance, the network slice
instance for which the first network function is al-
lowed to be updated is only the first network slice
instance. If the update is not allowed for some of the
at least one second network slice instance, the net-
work slice instance for which the first network func-
tion is allowed to be updated includes the first net-
work slice instance and the second network slice in-
stances for which the first network function is allowed
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to be updated.
(3) The first network function is a virtualized network
function, and the first network function is generated
by the NM. In this case, the first network function
cannot be deleted, and it also needs to configure that
the first network function no longer provides a service
for a network slice instance for which the first network
function is allowed to be updated.
(4) The first network function is a virtualized network
function, the first network function is allowed to be
updated for all second network slice instances shar-
ing the first network function, and the first network
function is not generated by the NM. In this case, the
first network function can be deleted.

[0135] In an optional embodiment, the deleting, by the
NSM&O, the first network function for the first network
slice instance includes: if the first network function is a
virtualized network function, the first network function is
a shared network function, the first network function is
allowed to be updated for all second network slice in-
stances sharing the first network function, and the first
network function is not generated by the NM, sending,
by the NSM&O, a first termination request message to
the EM, where the first termination request message is
used to request to terminate management of the first net-
work function; correspondingly, receiving, by the EM, the
first termination request message; deleting, by the EM,
a management object of the first network function based
on the first termination request message, and sending a
first termination acknowledgment message to the
NSM&O; correspondingly, receiving, by the NSM&O, the
first termination acknowledgment message; sending, by
the NSM&O, a second termination request message to
the VNFM based on the first termination acknowledg-
ment message, where the second termination request
message is used to request to terminate the first network
function; correspondingly, receiving, by the VNFM, the
second termination request message; terminating, by the
VNFM, the first network function based on the second
termination request message, and sending a second ter-
mination acknowledgment message to the NSM&O; and
correspondingly, receiving, by the NSM&O, the second
termination acknowledgment message.
[0136] Specifically, the NSM&O may send the termi-
nation request messages to the EM and the VNFM, to
be specific, send the first termination request message
to the EM to request to terminate management of the first
network function and send the second termination re-
quest message to the VNFM to request to terminate the
first network function, thereby deleting the first network
function.
[0137] It should be understood that, for the manage-
ment architecture including the NFVO, the NSM&O may
send the second termination acknowledgment message
to the NFVO, so that the NFVO, the VNFM, and the VIM
perform a subsequent deletion operation. This is not lim-
ited in this embodiment of this application.

[0138] In an optional embodiment, after the receiving,
by the NSM&O, the second termination acknowledgment
message sent by the VNFM based on the second termi-
nation request message, the method further includes:
sending, by the NSM&O, a third termination request mes-
sage to the VIM based on the second termination ac-
knowledgment message, where the third termination re-
quest message is used to request to delete a network
resource and a network connection related to the first
network function; and receiving, by the NSM&O, a third
termination acknowledgment message sent by the VIM
based on the third termination request message.
[0139] Specifically, for the management architecture
including no NFVO, the NSM&O further needs to send a
third termination request message to the VIM, to request
the VIM to delete the network resource and the network
connection related to the first network function.
[0140] In an optional embodiment, before the sending,
by the NSM&O, a first configuration request message to
an EM based on the update request message, the meth-
od further includes: determining, by the NSM&O, whether
a third network function dependent on the first network
function exists in the first network slice instance; and if
the third network function exists, sending, by the
NSM&O, a modification request message to at least one
of the EM, the VNFM, and the VIM, where the modifica-
tion request message is used to request to modify the
third network function.
[0141] It should be understood that, dependency may
exist between network functions. After a network function
is updated, whether configuration modification needs to
be correspondingly performed on another network func-
tion on which the network function is dependent needs
to be determined. For example, a connection manage-
ment (connection management, SM) function has a func-
tion of selecting a gateway (gateway, GW) to establish
a data plane connection. When a version and a charac-
teristic of a gateway changes, the SM needs to be notified
of a specific change, so that when establishing the data
plane connection, the SM can master new GW informa-
tion. Therefore, another network function dependent on
an updated network function is referred to as a depend-
ency network function. For example, the GW is an up-
dated network function, and the SM is a dependency net-
work function.
[0142] Specifically, in this embodiment of this applica-
tion, the NSM&O may first determine whether a third net-
work function dependent on the first network function ex-
ists in the first network slice instance. If the third network
function exists, the NSM&O may modify the third network
function, thereby avoiding impact of the update of the
first network function on the third network function.
[0143] In an optional embodiment, before the sending,
by the NSM&O, a modification request message to at
least one of the EM, the VNFM, and the VIM, the method
further includes: if the third network function exists, de-
termining, by the NSM&O, whether the third network
function is a shared network function; if the third network
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function is a shared network function, determining, by
the NSM&O, at least one third network slice instance
sharing the third network function; and determining, by
the NSM&O, whether the third network function is al-
lowed to be modified for each of the at least one third
network slice instance. The sending, by the NSM&O, a
modification request message to at least one of the EM,
the VNFM, and the VIM includes: sending, by the
NSM&O, the modification request message to at least
one of the EM, the VNFM, and the VIM when the third
network function is allowed to be modified for all third
network slice instances sharing the third network func-
tion.
[0144] Specifically, if the third network function is a
shared network function, before modifying the third net-
work function, the NSM&O may first determine whether
the third network function is allowed to be modified for
the at least one third network slice instance sharing the
third network function, and then modify the third network
function when the modification is allowed for all third net-
work slice instances. It should be understood that, wheth-
er the third network function needs to be modified may
be determined based on an actual situation. This is not
limited in this embodiment of this application.
[0145] In an optional embodiment, before the sending,
by the NSM&O, a first configuration request message to
an EM based on the update request message, the meth-
od further includes: sending, by the NSM&O, a first query
request message to a storage device, where the first que-
ry request message is used to query validity of the update
request message, and the first query request message
carries an identifier of the transmit end; correspondingly,
receiving, by the storage device, the first query request
message; performing, by the storage device, query, and
sending a first query response message to the NSM&O,
where the first query response message is used to indi-
cate whether the update request message is valid; and
correspondingly, receiving, by the NSM&O, the first que-
ry response message. The sending, by the NSM&O, a
first configuration request message to an EM based on
the update request message includes: sending, by the
NSM&O, the first configuration request message to the
EM when the update request message is valid.
[0146] Specifically, when a network slice instance is
created or during user initialization, the storage device
stores subscription information related to a user and a
correspondence between the network slice instance and
the user. Therefore, before receiving the update request
message sent by the transmit end, the NSM&O may first
send the first query request message to the storage de-
vice, to query whether the update request message is
valid, and then send the first configuration request mes-
sage to the EM when the update request message is
valid.
[0147] In this way, an unauthorized user can be pre-
vented from maliciously updating a network slice in-
stance, and security of managing a network slice in-
stance can be improved.

[0148] In an optional embodiment, after the NSM&O
receives the configuration response message sent by
the EM based on the first configuration request message,
the method further includes:
sending, by the NSM&O, an update notification message
to the storage device, where the update notification mes-
sage carries updated information of the first network slice
instance; correspondingly, receiving, by the storage de-
vice, the update notification message; storing, by the
storage device, update information of the first network
slice instance, and sending a storage success message
to the NSM&O; and correspondingly, receiving, by the
NSM&O, the storage success message.
[0149] In an optional embodiment, before the sending,
by the NSM&O, a first configuration request message to
an EM based on the update request message, the meth-
od further includes: sending, by the NSM&O, a second
notification message to the NM, where the second noti-
fication message is used to inform that the second net-
work function is to be configured; correspondingly, re-
ceiving, by the NM, the second notification message, and
sending a third response message to the NSM&O based
on the second notification message; and corresponding-
ly, receiving, by the NSM&O, the third response mes-
sage.
[0150] Specifically, for a management architecture in-
cluding the NM, both the NSM&O and the NM can man-
age a physical network function and a virtualized network
function. Therefore, to avoid a configuration conflict, the
NSM&O and the NM need to coordinate. The NSM&O
may send the second notification message to the NM, to
inform of a to-be-configured network function, and per-
form configuration after receiving the third response mes-
sage fed back by the NM.
[0151] In an optional embodiment, before the sending,
by the NSM&O, a second notification message to the
VNFM, the method further includes: sending, by the
NSM&O, a second query request message to the NM,
where the second query request message is used to re-
quest to query an existing virtualized network function;
correspondingly, receiving, by the NM, the second query
request message; performing, by the NM, query based
on the second query request message, and sending a
second query response message to the NSM&O, where
the second query response message is used to feed back
configuration information of the existing virtualized net-
work function; and correspondingly, receiving, by the
NSM&O, the second query response message. The
sending, by the NSM&O, a second notification message
to the NM includes: sending, by the NSM&O, the second
notification message to the NM based on the second que-
ry response message.
[0152] Specifically, the NSM&O may query the NM for
a network function generated by the NM, where the net-
work function is mainly a virtualized network function.
This is because a physical network function may be di-
rectly managed by the NSM&O, but some configurations
of a virtualized network function may be stored only in
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the NM and the NFVO does not store all configurations.
Therefore, the NSM&O needs to query the NM for an
existing network function, and performs configuration
based on a feedback of the NM, thereby avoiding con-
flicting with the NM.
[0153] In an optional embodiment, after the NSM&O
receives the configuration response message sent by
the EM based on the first configuration request message,
the method further includes: sending, by the NSM&O,
network function configuration information to the NM,
where the network function configuration information car-
ries a configuration parameter of the second network
function.
[0154] Specifically, after configuring the second net-
work function, the NSM&O may send, to the NM, the
network function configuration information carrying the
configuration parameter of the second network function,
so that the NM learns of modifications that are made by
the NSM&O.
[0155] FIG. 12A and FIG. 12B show another method
1000 for managing a network slice instance according to
an embodiment of this application. The method 1000 may
be applied to the network management architecture 300
shown in FIG. 3, but this is not limited in this embodiment
of this application.
[0156] In S1001, a transmit end sends an update re-
quest message to the NSM&O, where the update request
message carries identification information of a first net-
work slice instance, information about a first network
function, and information about a second network func-
tion, and the update request message is used to request
to update the first network function of the first network
slice instance to the second network function; and the
NSM&O receives the update request message.
[0157] In S1002, the NSM&O determines, based on
the update request message, whether the first network
function is a shared network function, and when the first
network function is a shared network function, deter-
mines at least one second network slice instance that
shares the first network function and that is different from
the first network slice instance; and the NSM&O deter-
mines whether another network function dependent on
the first network function exists in the first network slice.
[0158] In S1003, the NSM&O sends a first query re-
quest message to a storage device, where the first query
request message is used to request to query whether the
update request message is valid; and the storage device
receives the first query request message.
[0159] In S1004, the storage device performs query
and returns a first query response message to the
NSM&O; and the NSM&O receives the first query re-
sponse message.
[0160] In S1005, if the first query response message
indicates that the update request message is invalid, the
NSM&O sends an update response message to the
transmit end, where the update response message is
used to indicate an update failure, and further, the update
response message may carry a reason for the update

failure, to be specific, there is no permission.
[0161] It should be understood that, if S1005 is per-
formed, an entire update procedure ends.
[0162] Optionally, in S1006, if the first query response
message indicates that the update request message is
valid, the NSM&O determines whether the second net-
work function that is updated to is a physical network
function or a virtualized network function; and if the sec-
ond network function is a physical network function, the
NSM&O sends a reservation request message to the EM,
to request the EM to reserve a physical resource for the
second network function; or if the second network func-
tion is a virtualized network function, the NSM&O sends
a reservation request message to the NFVO, to request
the NFVO to reserve a virtual resource for the second
network function. The EM or the NFVO receives the res-
ervation request message, reserves a network resource
based on an actual situation, and feeds back a reserva-
tion result to the NSM&O.
[0163] It should be understood that, when the NFVO
receives the reservation request message, the NFVO
may instruct a VIM to reserve a resource. This is not a
key point in this embodiment of this application, and
therefore is not reflected in the figure, but this step exists.
It should further be understood that, subsequent interac-
tion among the NFVO, a VNFM, and the VIM exists by
default, and details are not further described in this em-
bodiment of this application.
[0164] In S1007, based on the reservation result of the
EM or the NFVO, if determining a reservation failure, the
NSM&O sends an update response message to the
transmit end, where the update response message is
used to indicate an update failure, and further, the update
response message may carry a reason for the update
failure, to be specific, there is no resource.
[0165] It should be understood that, if S1007 is per-
formed, an entire update procedure ends.
[0166] Optionally, in S1008, when the reservation re-
sult of the EM or the NFVO indicates that a resource has
been successfully reserved, the NSM&O sends a modi-
fication request message to the EM and/or the NFVO,
where the modification request message is used to re-
quest to modify another network function dependent on
the first network function; and the EM and/or the NFVO
receives the modification request message, and modifies
a configuration of a related network function.
[0167] In S1009, after a dependency network function
has been modified, the NSM&O determines whether a
second network function exists. Optionally, the NSM&O
may query the EM and the NFVO for an allowance status
of a current network function, to determine whether a
second network function meeting a requirement exists.
[0168] In S1010, if the second network function exists
and is a virtualized network function, the NSM&O sends
a first configuration request message to the NFVO, to
request to configure that the second network function
provides a service for the first network slice instance; and
the NFVO receives the first configuration request mes-
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sage.
[0169] In S1011, the NFVO performs configuration
based on the first configuration request message, and
sends a configuration response message to the NSM&O.
[0170] It should be understood that, if the second net-
work function has been configured, S1019 may be di-
rectly performed.
[0171] Optionally, in S1012, the second network func-
tion does not exist and is a virtualized network function,
the NSM&O sends a creation request message to the
NFVO, to request to create the second network function
for the first network slice instance; and the NFVO re-
ceives the creation request message.
[0172] In S1013, the NFVO creates the second net-
work function based on the creation request message.
[0173] In S1014, the NFVO sends an addition request
message to the EM, where the addition request message
is used to request to add the EM as a management device
of the second network function; and the EM receives the
addition request message.
[0174] In S1015, the NFVO sends a first response
message to the NSM&O, where the first response mes-
sage is used to indicate that the second network function
has been created; and the NSM&O receives the first re-
sponse message.
[0175] In S1016, the NSM&O sends a first configura-
tion request message to the EM, to request to configure
the second network function; and the EM receives the
first configuration request message.
[0176] In S1017, the EM performs configuration and
sends a configuration response message to the NSM&O.
[0177] It should be understood that, if the second net-
work function is a physical network function, S1015 and
S1016 may be directly performed to configure the second
network function.
[0178] In S1018, after configuring the second network
function, the NSM&O sends a connection relationship
update request message to the EM and the NFVO, to
request to update a connection relationship between net-
work functions of the first network slice instance; and the
EM and the NFVO receive the connection relationship
update request message, and perform configuration up-
date. Optionally, the connection relationship between the
network functions may be presented in a form of a dia-
gram.
[0179] Specifically, the NSM&O may configure a phys-
ical network function or a virtualized network function by
using the EM, and configure a virtualized network func-
tion by using the NFVO, so that network functions can
be connected. Configuration content may include an In-
ternet Protocol (internet protocol, IP) address, a tunnel
ID (identity), and the like. This is not limited in this em-
bodiment of this application.
[0180] In S1019, the NSM&O sends a second config-
uration request message to the EM, where the second
configuration request message is used to request to con-
figure that the first network function no longer provides
a service for the first network slice instance; and the EM

receives the second configuration request message and
performs configuration.
[0181] It should be understood that, if the first network
function is a shared network function, the second config-
uration request message is further used to request to
configure that the first network function no longer pro-
vides a service for all network slice instances for which
the first network function is allowed to be updated. How-
ever, this is not limited in this embodiment of this appli-
cation.
[0182] Optionally, in S1020, if the first network function
is a virtualized network function, the NSM&O further
needs to send the second configuration request message
to the NFVO.
[0183] It should be understood that, the foregoing
steps are described only for a case in which the first net-
work function is a physical network function or a case in
which the first network function is a virtualized network
function but cannot be deleted. When the first network
function is a virtualized network function and can be de-
leted, the first network function may be deleted by using
the following steps, but this is not limited in this embod-
iment of this application.
[0184] Optionally, in S1021, the NSM&O sends a first
termination request message to the EM, to request to
terminate management of the first network function; and
the EM receives the first termination request message
sent by the NSM&O.
[0185] In S1022, the EM deletes a management object
of the first network function based on the first termination
request message, and sends a first termination acknowl-
edgment message to the NSM&O; and the NSM&O re-
ceives the first termination acknowledgment message.
[0186] In S1023, the NSM&O sends a second termi-
nation request message to the NFVO based on the first
termination acknowledgment message, to request to ter-
minate the first network function; and the NFVO receives
the first termination acknowledgment message.
[0187] In S1024, the NFVO terminates the first network
function.
[0188] In S1025, the NFVO sends a second termina-
tion acknowledgment message to the NSM&O, and the
NSM&O receives the second termination acknowledg-
ment message.
[0189] In S1026, the NSM&O sends an update notifi-
cation message to the storage device, where the update
notification message carries updated information of the
first network slice instance; and the storage device re-
ceives the update notification message.
[0190] In S1027, the storage device performs storage
based on the update notification message.
[0191] In S1028, the storage device sends a storage
success message to the NSM&O, and the NSM&O re-
ceives the storage success message.
[0192] In S1029, the NSM&O sends an update re-
sponse message to the transmit end, where the update
response message is used to indicate an update suc-
cess; and the transmit end receives the update response
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message.
[0193] It should be understood that, sequence num-
bers of the foregoing processes do not indicate an exe-
cution sequence, and an execution sequence of the proc-
esses shall be determined based on functions and inter-
nal logic thereof, and shall constitute no limitation on an
implementation process of the embodiments of this ap-
plication.
[0194] FIG. 13A and FIG. 13B show another method
1100 for managing a network slice instance according to
an embodiment of this application. The method 1100 may
be applied to the network management architecture 400
shown in FIG. 4, but this is not limited in this embodiment
of this application.
[0195] It should be understood that, the network man-
agement architecture 400 includes no NFVO. Therefore,
the NSM&O may directly interact with the VNFM and the
VIM. S1101 to S1105 are the same as S1001 to S1005
in the method 1000, and details are not described herein
again.
[0196] In S1106, if the second network function is a
physical network function, the NSM&O sends a reserva-
tion request message to the EM, to request to reserve a
physical resource for the second network function; or if
the second network function is a virtualized network func-
tion, the NSM&O sends a reservation request message
to the VIM, to request to reserve a virtual resource for
the second network function.
[0197] S1107 is the same as S1007. If a reservation
failure is determined, an update response message is
sent to the transmit end, where the update response mes-
sage is used to indicate an update failure.
[0198] In S1108, the NSM&O sends a modification re-
quest message to the EM, the VNFM, and the VIM, where
the modification request message is used to request to
modify another network function dependent on the first
network function.
[0199] S1109 is the same as S1009, to check whether
the second network function exists.
[0200] In S1110, if the second network function does
not exist, and the second network function is a virtualized
network function, the NSM&O sends a creation request
message to the VNFM, to request to create the second
network function for the first network slice instance. The
VNFM receives the creation request message.
[0201] In S1111, the VNFM checks and processes a
parameter based on the creation request message.
[0202] In S1112, the VNFM sends a second response
message to the NSM&O, to indicate that the second net-
work function is allowed to be created; and the NSM&O
receives the second response message.
[0203] In S1113, the NSM&O sends a resource re-
quest message to the VIM, to request the VIM to allocate
a resource to the second network function; and the VIM
receives the resource request message.
[0204] In S1114, the VIM allocates a resource to the
second network function based on the resource request
message.

[0205] In S1115, the VIM sends a third response mes-
sage to the NSM&O, to indicate that the resource has
been allocated; and the NSM&O receives the third re-
sponse message.
[0206] In S1116, the NSM&O sends a first notification
message to the VNFM based on the third response mes-
sage, to inform that the resource has been allocated; and
the VNFM receives the first notification message.
[0207] In S1117, the VNFM sends an addition request
to the EM based on the first notification message, to re-
quest the EM to add a management device for the second
network function.
[0208] In S1118, the VNFM sends a first response
message to the NSM&O, to indicate that the second net-
work function has been created.
[0209] In S1119, the NSM&O sends a first configura-
tion request message to the EM, the VNFM, or the VIM,
to request to configure the second network function; and
the EM, the VNFM, or the VIM receives the first config-
uration request message and performs configuration.
[0210] In S1120, the EM, the VNFM, or the VIM sends
a configuration response message to the NSM&O; and
the NSM&O receives the configuration response mes-
sage returned by the EM, the VNFM, or the VIM.
[0211] In S1121, the NSM&O sends a connection di-
agram update request message to the EM, the VNFM,
and the VIM, to request to update a connection diagram
between network functions of the first network slice in-
stance; and the EM, the VNFM, and the VIM receive the
connection diagram update request message, and per-
form configuration update.
[0212] In S1122, if the second network function is a
physical network function, the NSM&O sends a second
configuration request message to the EM, to request to
configure that the second network function no longer pro-
vides a service for the first network slice instance; or if
the first network function is a virtualized network function
but cannot be deleted, the NSM&O sends the second
configuration request message to the EM, the VNFM,
and the VIM.
[0213] Optionally, if the second network function is a
virtualized network function and can be deleted, S1123
to S1130 are performed. It should be understood that, in
S1123 to S1130, S1123 to S1127 are the same as S1021
to S1025, and details are not described herein again.
[0214] In S1128, the NSM&O sends a third termination
request message to the VIM, where the third termination
request message is used to request to delete a connec-
tion to the second network function and to release a re-
source of the second network function; and the VIM re-
ceives the third termination request message sent by the
NSM&O.
[0215] In S1129, the VIM deletes the connection to the
second network function based on the third termination
request message, and releases the resource of the sec-
ond network function.
[0216] In S1130, the VIM sends a third termination ac-
knowledgment message to the NSM&O, and the NSM&O
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receives the third termination acknowledgment mes-
sage.
[0217] S1131 to S1134 are the same as S1026 to
S1029, and details are not described herein again.
[0218] It should be understood that, sequence num-
bers of the foregoing processes do not indicate an exe-
cution sequence, and an execution sequence of the proc-
esses shall be determined based on functions and inter-
nal logic thereof, and shall constitute no limitation on an
implementation process of the embodiments of this ap-
plication.
[0219] FIG. 14A and FIG. 14B show another method
1200 for managing a network slice instance according to
an embodiment of this application. The method 1200 may
be applied to the network management architecture 500
shown in FIG. 5, but this is not limited in this embodiment
of this application.
[0220] It should be understood that, because the net-
work management architecture 500 includes the NM,
both the NSM&O and the NM can manage a physical
network function and a virtualized network function.
Therefore, to avoid a configuration conflict, the NSM&O
and the NM need to coordinate. S1201 to S1207 are the
same as S1001 to S1007, and details are not described
herein again.
[0221] In S1208, the NSM&O sends a second query
request message to the NM, to request to query an ex-
isting virtualized network function; and the NM receives
the second query request message.
[0222] In S1209, the NM performs query based on the
second query request message, and sends a second
query response message to the NSM&O, where the sec-
ond query response message is used to feed back con-
figuration information of the existing virtualized network
function; and the NSM&O receives the second query re-
sponse message.
[0223] In S1210, the NSM&O sends a second notifica-
tion message to the NM based on the second query re-
sponse message, to inform that the second network func-
tion is to be configured; and the NM receives the second
notification message.
[0224] In S1211, the NM sends a third response mes-
sage to the NSM&O based on the second notification
message, and the NSM&O receives the third response
message.
[0225] S1212 to S1229 are the same as S1008 to
S1025, and details are not described herein again.
[0226] In S1230, the NSM&O sends network function
configuration information to the NM, where the network
function configuration information carries a configuration
parameter of the second network function; and the NM
receives the network function configuration information.
[0227] S1231 to S1234 are the same as S1026 to
S1029, and details are not described herein again.
[0228] It should be understood that, sequence num-
bers of the foregoing processes do not indicate an exe-
cution sequence, and an execution sequence of the proc-
esses shall be determined based on functions and inter-

nal logic thereof, and shall constitute no limitation on an
implementation process of the embodiments of this ap-
plication.
[0229] FIG. 15A and FIG. 15B show another method
1300 for managing a network slice instance according to
an embodiment of this application. The method 1300 may
be applied to the network management architecture 600
shown in FIG. 6, but this is not limited in this embodiment
of this application.
[0230] S1301 to S1307 are the same as S1101 to
S1107, and details are not described herein again. S1308
and S1309 are the same as S1210 and S1211, and de-
tails are not described herein again. S1310 to S1332 are
the same as S1108 to S1130, and details are not de-
scribed herein again. S1333 to S1337 are the same as
S1230 to S1234, and details are not described herein
again.
[0231] It should be understood that, sequence num-
bers of the foregoing processes do not indicate an exe-
cution sequence, and an execution sequence of the proc-
esses shall be determined based on functions and inter-
nal logic thereof, and shall constitute no limitation on an
implementation process of the embodiments of this ap-
plication.
[0232] The method for managing a network slice in-
stance according to the embodiments of this application
is described in detail above with reference to FIG. 1 to
FIG. 15, and an apparatus for managing a network slice
instance according to the embodiments of this application
is described in detail below with reference to FIG. 16 to
FIG. 23.
[0233] FIG. 16 shows an apparatus 1400 for managing
a network slice instance according to an embodiment of
this application. The apparatus 1400 includes:

a receiving unit 1401, configured to receive an up-
date request message sent by a transmit end, where
the update request message carries identification in-
formation of a first network slice instance, and the
update request message is used to request to update
a first network function of the first network slice in-
stance to a second network function; and
a sending unit 1402, configured to send a first con-
figuration request message to a second network de-
vice based on the update request message, where
the first configuration request message is used to
request to configure the second network function for
the first network slice instance.

[0234] The receiving unit 1401 is further configured to
receive a configuration response message sent by the
second network device based on the first configuration
request message, where the configuration response
message is used to indicate that the second network
function has been configured.
[0235] The sending unit 1402 is further configured to
send an update response message to the transmit end
based on the configuration response message, where
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the update response message is used to indicate that
the first network function has been updated to the second
network function.
[0236] It should be understood that the apparatus 1400
herein is embodied in the form of functional units. The
term "unit" herein may refer to an application-specific in-
tegrated circuit (application specific integrated circuit,
ASIC), an electronic circuit, a processor configured to
execute one or more software or firmware programs (for
example, a shared processor, a dedicated processor, or
a group processor), a memory, a combined logic circuit,
and/or another proper component that supports the de-
scribed functions. In an optional example, a person
skilled in the art may understand that the apparatus 1400
may be the first network device in the foregoing embod-
iments, and the apparatus 1400 may be configured to
perform the procedures and/or steps corresponding to
the first network device in the foregoing method embod-
iments. To avoid repetition, details are not described
herein again.
[0237] FIG. 17 shows another apparatus 1500 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 1500 includes:

a receiving unit 1501, configured to receive a first
configuration request message sent by a first net-
work device, where the first configuration request
message is used to request to configure the second
network function for the first network slice instance;
a configuration unit 1502, configured to configure the
second network function based on the first configu-
ration request message; and
a sending unit 1503, configured to send a configu-
ration response message to the first network device,
where the configuration response message is used
to indicate that the second network function has been
configured.

[0238] It should be understood that the apparatus 1500
herein is embodied in the form of functional units. The
term "unit" herein may refer to an application-specific in-
tegrated circuit (application specific integrated circuit,
ASIC), an electronic circuit, a processor configured to
execute one or more software or firmware programs (for
example, a shared processor, a dedicated processor, or
a group processor), a memory, a combined logic circuit,
and/or another proper component that supports the de-
scribed functions. In an optional example, a person
skilled in the art may understand that the apparatus 1500
may be the second network device in the foregoing em-
bodiments, and the apparatus 1500 may be configured
to perform the procedures and/or steps corresponding
to the second network device in the foregoing method
embodiments. To avoid repetition, details are not de-
scribed herein again.
[0239] FIG. 18 shows another apparatus 1600 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 1600 includes:

a receiving unit 1601, configured to receive a crea-
tion request message sent by a first network device,
where the creation request message is used to re-
quest to create a second network function, and the
creation request message carries a parameter of the
second network function;
a creation unit 1602, configured to create the second
network function based on the creation request mes-
sage; and
a sending unit 1603, configured to send a first re-
sponse message to the first network device, where
the first response message is used to indicate that
the second network function has been created.

[0240] It should be understood that the apparatus 1600
herein is embodied in the form of functional units. The
term "unit" herein may refer to an application-specific in-
tegrated circuit (application specific integrated circuit,
ASIC), an electronic circuit, a processor configured to
execute one or more software or firmware programs (for
example, a shared processor, a dedicated processor, or
a group processor), a memory, a combined logic circuit,
and/or another proper component that supports the de-
scribed functions. In an optional example, a person
skilled in the art may understand that the apparatus 1600
may be the third network device in the foregoing embod-
iments, and the apparatus 1600 may be configured to
perform the procedures and/or steps corresponding to
the third network device in the foregoing method embod-
iments. To avoid repetition, details are not described
herein again.
[0241] FIG. 19 shows another apparatus 1700 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 1700 includes:

a receiving unit 1701, configured to receive a second
notification message sent by a first network device,
where the second notification message is used to
inform that a second network function of a first net-
work slice instance is to be configured;
a determining unit 1702, configured to determine,
based on the second notification message, that the
first network device is allowed to configure the first
network function; and
a sending unit 1703, configured to send a third re-
sponse message to the first network device.

[0242] It should be understood that the apparatus 1700
herein is embodied in the form of functional units. The
term "unit" herein may refer to an application-specific in-
tegrated circuit (application specific integrated circuit,
ASIC), an electronic circuit, a processor configured to
execute one or more software or firmware programs (for
example, a shared processor, a dedicated processor, or
a group processor), a memory, a combined logic circuit,
and/or another proper component that supports the de-
scribed functions. In an optional example, a person
skilled in the art may understand that the apparatus 1700

45 46 



EP 3 525 396 A1

25

5

10

15

20

25

30

35

40

45

50

55

may be the fifth network device in the foregoing embod-
iments, and the apparatus 1700 may be configured to
perform the procedures and/or steps corresponding to
the fifth network device in the foregoing method embod-
iments. To avoid repetition, details are not described
herein again.
[0243] FIG. 20 shows another apparatus 1800 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 1800 includes a
processor 1810, a transceiver 1820, a memory 1830, and
a bus system 1840. The processor 1810, the transceiver
1820, and the memory 1830 are connected to each other
by using the bus system 1840. The memory 1830 is con-
figured to store an instruction. The processor 1810 is
configured to execute the instruction stored in the mem-
ory 1830, to control the transceiver 1820 to send a signal
and/or receive a signal.
[0244] The transceiver 1820 is configured to receive
an update request message sent by a transmit end,
where the update request message carries identification
information of a first network slice instance, and the up-
date request message is used to request to update a first
network function of the first network slice instance to a
second network function; send a first configuration re-
quest message to a second network device based on the
update request message received by the transceiver,
where the first configuration request message is used to
request to configure the second network function for the
first network slice instance; receive, by using the trans-
ceiver, a configuration response message sent by the
second network device based on the first configuration
request message, where the configuration response
message is used to indicate that the second network
function has been configured; and send an update re-
sponse message to the transmit end based on the con-
figuration response message received by the transceiv-
er, where the update response message is used to indi-
cate that the first network function has been updated to
the second network function.
[0245] It should be understood that the apparatus 1800
may be specifically the first network device in the fore-
going embodiments, and may be configured to perform
the steps and/or procedures corresponding to the first
network device in the foregoing method embodiments.
Optionally, the memory 1830 may include a read-only
memory and a random access memory, and provide an
instruction and data to the processor. Apart of the mem-
ory may further include a non-volatile random access
memory. For example, the memory may further store de-
vice type information. The processor 1810 may be con-
figured to execute the instruction stored in the memory,
and when the processor 1810 executes the instruction
stored in the memory, the processor 1810 is configured
to perform steps and/or procedures of the method em-
bodiment corresponding to the first network device.
[0246] FIG. 21 shows another apparatus 1900 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 1900 includes a

processor 1910, a transceiver 1920, a memory 1930, and
a bus system 1940. The processor 1910, the transceiver
1920, and the memory 1930 are connected to each other
by using the bus system 1940. The memory 1930 is con-
figured to store an instruction. The processor 1910 is
configured to execute the instruction stored in the mem-
ory 1930, to control the transceiver 1920 to send a signal
and/or receive a signal.
[0247] The transceiver 1920 is configured to receive a
first configuration request message sent by a first net-
work device, where the first configuration request mes-
sage is used to request to configure the second network
function for the first network slice instance. The processor
1910 is configured to configure the second network func-
tion based on the first configuration request message
received by the transceiver 1920. The transceiver 1920
is further configured to send a configuration response
message to the first network device, where the configu-
ration response message is used to indicate that the sec-
ond network function has been configured.
[0248] It should be understood that the apparatus 1900
may be specifically the second network device in the fore-
going embodiments, and may be configured to perform
the steps and/or procedures corresponding to the second
network device in the foregoing method embodiments.
Optionally, the memory 1930 may include a read-only
memory and a random access memory, and provide an
instruction and data to the processor. Apart of the mem-
ory may further include a non-volatile random access
memory. For example, the memory may further store de-
vice type information. The processor 1910 may be con-
figured to execute the instruction stored in the memory,
and when the processor 1310 executes the instruction
stored in the memory, the processor 1310 is configured
to perform steps and/or procedures of the method em-
bodiment corresponding to the second network device.
[0249] FIG. 22 shows another apparatus 2000 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 2000 includes a
processor 2010, a transceiver 2020, a memory 2030, and
a bus system 2040. The processor 2010, the transceiver
2020, and the memory 2030 are connected to each other
by using the bus system 2040. The memory 2030 is con-
figured to store an instruction. The processor 2010 is
configured to execute the instruction stored in the mem-
ory 2030, to control the transceiver 2020 to send a signal
and/or receive a signal.
[0250] The transceiver 2020 is configured to receive a
creation request message sent by a first network device,
where the creation request message is used to request
to create a second network function, and the creation
request message carries a parameter of the second net-
work function. The processor 2010 is configured to create
the second network function based on the creation re-
quest message. The transceiver 2020 is further config-
ured to send a first response message to the first network
device, where the first response message is used to in-
dicate that the second network function has been creat-
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ed.
[0251] It should be understood that the apparatus 2000
may be specifically the third network device in the fore-
going embodiments, and may be configured to perform
steps and/or procedures corresponding to the third net-
work device in the foregoing method embodiments. Op-
tionally, the memory 2030 may include a read-only mem-
ory and a random access memory, and provide an in-
struction and data to the processor. Apart of the memory
may further include a non-volatile random access mem-
ory. For example, the memory may further store device
type information. The processor 2010 may be configured
to execute the instruction stored in the memory, and when
the processor 1310 executes the instruction stored in the
memory, the processor 1310 is configured to perform
steps and/or procedures in the method embodiment cor-
responding to the third network device.
[0252] FIG. 23 shows another apparatus 2100 for man-
aging a network slice instance according to an embodi-
ment of this application. The apparatus 2100 includes a
processor 2110, a transceiver 2120, a memory 2130, and
a bus system 2140. The processor 2110, the transceiver
2120, and the memory 2130 are connected to each other
by using the bus system 2140. The memory 2130 is con-
figured to store an instruction. The processor 2110 is
configured to execute the instruction stored in the mem-
ory 2130, to control the transceiver 2120 to send a signal
and/or receive a signal.
[0253] The transceiver 2120 is configured to receive a
second notification message sent by a first network de-
vice, where the second notification message is used to
inform that a second network function of a first network
slice instance is to be configured. The processor 2110 is
configured to determine, based on the second notification
message, that the first network device is allowed to con-
figure the first network function. The transceiver 2120 is
further configured to send a third response message to
the first network device.
[0254] It should be understood that the apparatus 2100
may be specifically the fifth network device in the fore-
going embodiments, and may be configured to perform
the steps and/or procedures corresponding to the fifth
network device in the foregoing method embodiments.
Optionally, the memory 2130 may include a read-only
memory and a random access memory, and provide an
instruction and data to the processor. Apart of the mem-
ory may further include a non-volatile random access
memory. For example, the memory may further store de-
vice type information. The processor 2110 may be con-
figured to execute the instruction stored in the memory,
and when the processor 1310 executes the instruction
stored in the memory, the processor 1310 is configured
to perform steps and/or procedures of the method em-
bodiment corresponding to the fifth network device.
[0255] It should be understood that, in the embodi-
ments of this application, the processor in the foregoing
apparatus may be a central processing unit (central
processing unit, CPU), the processor may be another

general-purpose processor, a digital signal processor
(DSP), an application-specific integrated circuit (ASIC),
a field programmable gate array (FPGA), or another pro-
grammable logic device, a discrete gate, a transistor logic
device, a discrete hardware component, or the like. The
general-purpose processor may be a microprocessor or
the processor may be any conventional processor or the
like.
[0256] In an implementation process, steps in the fore-
going methods can be implemented by using a hardware
integrated logic circuit in the processor, or by using in-
structions in a form of software. The steps of the method
disclosed with reference to the embodiments of this ap-
plication may be directly performed by a hardware proc-
essor, or may be performed by using a combination of
hardware in the processor and a software unit. A software
unit may be located in a mature storage medium in the
art, such as a random access memory, a flash memory,
a read-only memory, a programmable read-only memo-
ry, an electrically erasable programmable memory, or a
register. The storage medium is located in the memory,
and a processor reads instructions in the memory and
completes the steps in the foregoing methods in combi-
nation with hardware of the processor. To avoid repeti-
tion, details are not described herein again.
[0257] A person of ordinary skill in the art may be aware
that, in combination with the examples described in the
embodiments disclosed in this specification, method
steps and units may be implemented by electronic hard-
ware, computer software, or a combination thereof. To
clearly describe the interchangeability between the hard-
ware and the software, the foregoing has generally de-
scribed steps and compositions of each embodiment
based on functions. Whether the functions are performed
by hardware or software depends on particular applica-
tions and design constraint conditions of the technical
solutions. A person of ordinary skill in the art may use
different methods to implement the described functions
for each particular application, but it should not be con-
sidered that the implementation goes beyond the scope
of this application.
[0258] It may be clearly understood by a person skilled
in the art that, for the purpose of convenient and brief
description, for a detailed working process of the forego-
ing system, apparatus, and unit, reference may be made
to a corresponding process in the foregoing method em-
bodiments, and details are not described herein again.
[0259] In the several embodiments provided in this ap-
plication, it should be understood that the disclosed sys-
tem, apparatus, and method may be implemented in oth-
er manners. For example, the described apparatus em-
bodiment is merely an example. For example, the unit
division is merely logical function division and may be
other division in actual implementation. For example, a
plurality of units or components may be combined or in-
tegrated into another system, or some features may be
ignored or not performed. In addition, the displayed or
discussed mutual couplings or direct couplings or com-
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munications connections may be implemented through
some interfaces, indirect couplings or communication
connections between the apparatuses or units, electrical
connections, mechanical connections, or connections in
other forms.
[0260] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, may be located
in one position, or may be distributed on a plurality of
network units. Some or all of the units may be selected
based on actual needs to achieve the objectives of the
solutions of the embodiments of this application.
[0261] The term "and/or" in this specification describes
only an association relationship for describing associated
objects and represents that three relationships may exist.
For example, A and/or B may represent the following
three cases: Only A exists, both A and B exist, and only
B exists. In addition, the character "/" in this specification
generally indicates an "or" relationship between the as-
sociated objects.
[0262] In addition, the function units in the embodi-
ments of this application may be integrated into one
processing unit, or each of the units may exist alone phys-
ically, or two or more units are integrated into one unit.
The integrated unit may be implemented in a form of hard-
ware, or may be implemented in a form of a software
functional unit.
[0263] When the integrated unit is implemented in the
form of a software functional unit and sold or used as an
independent product, the integrated unit may be stored
in a computer-readable storage medium. Based on such
an understanding, the technical solutions of this applica-
tion essentially, or the part contributing to the prior art,
or all or some of the technical solutions may be imple-
mented in a form of a software product. The computer
software product is stored in a storage medium and in-
cludes several instructions for instructing a computer de-
vice (which may be a personal computer, a server, a net-
work device, or the like) to perform all or some of the
steps of the methods described in the embodiments of
this application. The foregoing storage medium includes:
any medium that can store program code, such as a USB
flash drive, a removable hard disk, a read-only memory
(read-only memory, ROM), a random access memory
(random access memory, RAM), a magnetic disk, or an
optical disc.
[0264] The foregoing descriptions are merely specific
implementations of this application, but are not intended
to limit the protection scope of this application. Any equiv-
alent modification or replacement readily figured out by
a person skilled in the art within the technical scope dis-
closed in this application shall fall within the protection
scope of this application. Therefore, the protection scope
of this application shall be subject to the protection scope
of the claims.

Claims

1. A method for managing a network slice instance,
comprising:

receiving, by a first network device, an update
request message sent by a transmit end, where-
in the update request message carries identifi-
cation information of a first network slice in-
stance, and the update request message is used
to request to update a first network function of
the first network slice instance to a second net-
work function;
sending, by the first network device, a first con-
figuration request message to a second network
device based on the update request message,
wherein the first configuration request message
is used to request to configure the second net-
work function for the first network slice instance;
receiving, by the first network device, a config-
uration response message sent by the second
network device based on the first configuration
request message, wherein the configuration re-
sponse message is used to indicate that the sec-
ond network function has been configured; and
sending, by the first network device, an update
response message to the transmit end based
on the configuration response message, where-
in the update response message is used to in-
dicate that the first network function has been
updated to the second network function.

2. The method according to claim 1, wherein before the
sending, by the first network device, a first configu-
ration request message to a second network device
based on the update request message, the method
further comprises:

determining, by the first network device when
the first network function is a shared network
function, at least one second network slice in-
stance sharing the first network function with the
first network slice instance; and
the sending, by the first network device, a first
configuration request message to a second net-
work device based on the update request mes-
sage comprises:
sending, by the first network device, the first con-
figuration request message to the second net-
work device when the first network function is
allowed to be updated to the second network
function for all or some of the at least one second
network slice instance, wherein the configura-
tion request message is further used to request
to configure the second network function for the
all or some second network slice instances for
which the first network function is allowed to be
updated.
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3. The method according to claim 1 or 2, wherein before
the sending, by the first network device, a first con-
figuration request message to a second network de-
vice based on the update request message, the
method further comprises:
sending, by the first network device, a modification
request message to at least one of the second net-
work device, a third network device, and a fourth
network device when a third network function de-
pendent on the first network function exists in the
first network slice instance, wherein the modification
request message is used to request to modify the
third network function.

4. The method according to claim 3, wherein before the
sending, by the first network device, a modification
request message to at least one of the second net-
work device, a third network device, and a fourth
network device, the method further comprises:

determining, by the first network device when
the third network function is a shared network
function, at least one third network slice instance
sharing the third network function; and
the sending, by the first network device, a mod-
ification request message to at least one of the
second network device, a third network device,
and a fourth network device comprises:
sending, by the first network device, the modifi-
cation request message to at least one of the
second network device, the third network de-
vice, and the fourth network device when the
third network function is allowed to be modified
for all of the at least one third network slice in-
stance.

5. The method according to any one of claims 1 to 4,
wherein before the sending, by the first network de-
vice, a first configuration request message to a sec-
ond network device based on the update request
message, the method further comprises:

sending, by the first network device, a creation
request message to the third network device
when no available second network function ex-
ists and the second network function is a virtu-
alized network function, wherein the creation re-
quest message is used to request to create the
second network function, and the creation re-
quest message carries a parameter of the sec-
ond network function; and
receiving, by the first network device, a first re-
sponse message sent by the third network de-
vice based on the creation request message,
wherein the first response message is used to
indicate that the second network function has
been created; and
the sending, by the first network device, a first

configuration request message to a second net-
work device based on the update request mes-
sage comprises:
sending, by the first network device, the first con-
figuration request message to the second net-
work device based on the first response mes-
sage.

6. The method according to claim 5, wherein before the
receiving, by the first network device, a first response
message sent by the third network device based on
the creation request message, the method further
comprises:

receiving, by the first network device, a second
response message sent by the third network de-
vice based on the creation request message,
wherein the second response message is used
to indicate that the second network function is
allowed to be created;
sending, by the first network device, a resource
request message to the fourth network device
based on the second response message,
wherein the resource request message is used
to request to allocate a resource to the second
network function;
receiving, by the first network device, a third re-
sponse message sent by the fourth network de-
vice based on the resource request message,
wherein the third response message is used to
indicate that the resource has been allocated to
the second network function; and
sending, by the first network device, a first noti-
fication message to the third network device,
wherein the first notification message is used to
inform that the resource has been allocated to
the second network function; and
the receiving, by the first network device, a first
response message sent by the third network de-
vice based on the creation request message
comprises:
receiving, by the first network device, the first
response message sent by the third network de-
vice based on the first notification message.

7. The method according to any one of claims 1 to 6,
wherein after the first network device updates the
first network function to the second network function,
the method further comprises:
deleting, by the first network device, the first network
function for the first network slice instance.

8. The method according to claim 7, wherein the delet-
ing, by the first network device, the first network func-
tion for the first network slice instance comprises:

sending, by the first network device, a third con-
figuration request message to at least one of the
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second network device, the third network de-
vice, and the fourth network device if the first
network function is a shared network function,
and the first network function is not allowed to
be updated for at least one second network slice
instance sharing the first network function,
wherein the third configuration request message
is used to request to configure that the first net-
work function no longer provides a service for a
network slice instance for which the first network
function is allowed to be updated; or
sending, by the first network device, a fourth
configuration request message to at least one
of the second network device, the third network
device, and the fourth network device if the first
network function is a virtualized network function
and the first network function is generated by a
fifth network device, wherein the fourth config-
uration request message is used to request to
configure that the first network function no longer
provides a service for a network slice instance
for which the first network function is allowed to
be updated.

9. The method according to claim 7, wherein the delet-
ing, by the first network device, the first network func-
tion for the first network slice instance comprises:

if the first network function is a virtualized net-
work function, the first network function is a
shared network function, the first network func-
tion is allowed to be updated for all second net-
work slice instances sharing the first network
function, and the first network function is not
generated by the NM, sending, by the first net-
work device, a first termination request message
to the second network device, wherein the first
termination request message is used to request
to terminate management of the first network
function;
receiving, by the first network device, a first ter-
mination acknowledgment message sent by the
second network device based on the first termi-
nation request message;
sending, by the first network device, a second
termination request message to the third net-
work device based on the first termination ac-
knowledgment message, wherein the second
termination request message is used to request
to terminate the first network function; and
receiving, by the first network device, a second
termination acknowledgment message sent by
the third network device based on the second
termination request message.

10. The method according to any one of claims 1 to 9,
wherein before the sending, by the first network de-
vice, a first configuration request message to a sec-

ond network device based on the update request
message, the method further comprises:

sending, by the first network device, a reserva-
tion request message to the second network de-
vice or the fourth network device based on the
update request message, wherein the reserva-
tion request message is used to request to re-
serve a resource for the second network func-
tion; and
receiving, by the first network device, a reserva-
tion response message sent by the second net-
work device or the fourth network device based
on the reservation request message, wherein
the reservation response message is used to
indicate whether the resource has been suc-
cessfully reserved for the second network func-
tion; and
the sending, by the first network device, a first
configuration request message to a second net-
work device based on the update request mes-
sage comprises:
sending, by the first network device, the first con-
figuration request message to the second net-
work device based on the update request mes-
sage when the reservation response message
indicates that the resource has been success-
fully reserved for the second network function.

11. The method according to any one of claims 1 to 10,
wherein before the sending, by the first network de-
vice, a first configuration request message to a sec-
ond network device based on the update request
message, the method further comprises:

sending, by the first network device, a first query
request message to a storage device, wherein
the first query request message is used to query
validity of the update request message, and the
first query request message carries an identifier
of the transmit end; and
receiving, by the first network device, a first que-
ry response message sent by the storage device
based on the first query request message,
wherein the first query response message is
used to indicate whether the update request
message is valid; and
the sending, by the first network device, a first
configuration request message to a second net-
work device based on the update request mes-
sage comprises:
sending, by the first network device, the first con-
figuration request message to the second net-
work device when the update request message
is valid.

12. The method according to any one of claims 1 to 11,
wherein after the receiving, by the first network de-
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vice, a configuration response message sent by the
second network device based on the first configura-
tion request message, the method further compris-
es:

sending, by the first network device, an update
notification message to the storage device,
wherein the update notification message carries
updated information of the first network slice in-
stance; and
receiving, by the first network device, a storage
success message sent by the storage device
based on the update notification message.

13. A method for managing a network slice instance,
comprising:

receiving, by a second network device, a first
configuration request message sent by a first
network device, wherein the first configuration
request message is used to request to configure
the second network function for the first network
slice instance;
configuring, by the second network device, the
second network function based on the first con-
figuration request message; and
sending, by the second network device, a con-
figuration response message to the first network
device, wherein the configuration response
message is used to indicate that the second net-
work function has been configured.

14. A method for managing a network slice instance,
comprising:

receiving, by a third network device, a creation
request message sent by a first network device,
wherein the creation request message is used
to request to create a second network function,
and the creation request message carries a pa-
rameter of the second network function;
creating, by the third network device, the second
network function based on the creation request
message; and
sending, by the third network device, a first re-
sponse message to the first network device,
wherein the first response message is used to
indicate that the second network function has
been created.

15. A method for managing a network slice instance,
comprising:

receiving, by a fifth network device, a second
notification message sent by a first network de-
vice, wherein the second notification message
is used to inform that a second network function
of a first network slice instance is to be config-

ured;
determining, by the fifth network device based
on the second notification message, that the first
network device is allowed to configure the first
network function; and
sending, by the fifth network device, a third re-
sponse message to the first network device.

16. An apparatus for managing a network slice instance,
comprising:

a transceiver;
a memory, configured to store an instruction;
and
a processor, connected to the memory and the
transceiver, and configured to execute the in-
struction stored in the memory, to perform the
following steps when executing the instruction:

receiving, by using the transceiver, an up-
date request message sent by a transmit
end, wherein the update request message
carries identification information of a first
network slice instance, and the update re-
quest message is used to request to update
a first network function of the first network
slice instance to a second network function;
sending a first configuration request mes-
sage to a second network device based on
the update request message received by
the transceiver, wherein the first configura-
tion request message is used to request to
configure the second network function for
the first network slice instance;
receiving, by using the transceiver, a con-
figuration response message sent by the
second network device based on the first
configuration request message, wherein
the configuration response message is
used to indicate that the second network
function has been configured; and
sending an update response message to
the transmit end based on the configuration
response message received by the trans-
ceiver, wherein the update response mes-
sage is used to indicate that the first network
function has been updated to the second
network function.

17. The apparatus according to claim 16, wherein the
processor is specifically configured to:

before the first configuration request message
is sent to the second network device based on
the update request message received by the
transceiver, determine, when the first network
function is a shared network function, at least
one second network slice instance sharing the

57 58 



EP 3 525 396 A1

31

5

10

15

20

25

30

35

40

45

50

55

first network function with the first network slice
instance; and
the transceiver is specifically configured to:
send the first configuration request message to
the second network device when the first net-
work function is allowed to be updated to the
second network function for all or some of the
at least one second network slice instance,
wherein the configuration request message is
further used to request to configure the second
network function for the all or some second net-
work slice instances for which the first network
function is allowed to be updated.

18. The apparatus according to claim 16 or 17, wherein
the transceiver is specifically configured to:

before sending the first configuration request
message to the second network device based
on the update request message received by the
transceiver, send a modification request mes-
sage to at least one of the second network de-
vice, a third network device, and a fourth network
device when a third network function dependent
on the first network function exists in the first
network slice instance, wherein the modification
request message is used to request to modify
the third network function.

19. The apparatus according to claim 18, wherein the
processor is specifically configured to:

before the modification request message is sent
to at least one of the second network device, a
third network device, and a fourth network de-
vice, determine, when the third network function
is a shared network function, at least one third
network slice instance sharing the third network
function; and
the transceiver is specifically configured to:
send the modification request message to at
least one of the second network device, the third
network device, and the fourth network device
when the third network function is allowed to be
modified for all of the at least one third network
slice instance.

20. The apparatus according to any one of claims 16 to
19, wherein the transceiver is specifically configured
to:

before sending the first configuration request
message to the second network device based
on the update request message received by the
transceiver, send a creation request message
to the third network device when no available
second network function exists and the second
network function is a virtualized network func-

tion, wherein the creation request message is
used to request to create the second network
function, and the creation request message car-
ries a parameter of the second network function;
receive a first response message sent by the
third network device based on the creation re-
quest message, wherein the first response mes-
sage is used to indicate that the second network
function has been created; and
send the first configuration request message to
the second network device based on the first
response message.

21. The apparatus according to claim 20, wherein the
transceiver is specifically configured to:

before receiving the first response message
sent by the third network device based on the
creation request message, receive a second re-
sponse message sent by the third network de-
vice based on the creation request message,
wherein the second response message is used
to indicate that the second network function is
allowed to be created;
send a resource request message to the fourth
network device based on the second response
message, wherein the resource request mes-
sage is used to request to allocate a resource
to the second network function;
receive a third response message sent by the
fourth network device based on the resource re-
quest message, wherein the third response
message is used to indicate that the resource
has been allocated to the second network func-
tion;
send a first notification message to the third net-
work device, wherein the first notification mes-
sage is used to inform that the resource has
been allocated to the second network function;
and
receive the first response message sent by the
third network device based on the first notifica-
tion message.

22. The apparatus according to any one of claims 16 to
21, wherein the processor is specifically configured
to:
after the first network function is updated to the sec-
ond network function, delete the first network func-
tion for the first network slice instance.

23. The apparatus according to claim 22, wherein the
transceiver is further configured to:

send a third configuration request message to
at least one of the second network device, the
third network device, and the fourth network de-
vice if the first network function is a shared net-

59 60 



EP 3 525 396 A1

32

5

10

15

20

25

30

35

40

45

50

55

work function, and the first network function is
not allowed to be updated for at least one second
network slice instance sharing the first network
function, wherein the third configuration request
message is used to request to configure that the
first network function no longer provides a serv-
ice for a network slice instance for which the first
network function is allowed to be updated; or
send a fourth configuration request message to
at least one of the second network device, the
third network device, and the fourth network de-
vice if the first network function is a virtualized
network function and the first network function
is generated by a fifth network device, wherein
the fourth configuration request message is
used to request to configure that the first network
function no longer provides a service for a net-
work slice instance for which the first network
function is allowed to be updated.

24. The apparatus according to claim 23, wherein the
transceiver is further configured to:

if the first network function is a virtualized net-
work function, the first network function is a
shared network function, the first network func-
tion is allowed to be updated for all second net-
work slice instances sharing the first network
function, and the first network function is not
generated by the NM, send a first termination
request message to the second network device,
wherein the first termination request message
is used to request to terminate management of
the first network function;
receive a first termination acknowledgment
message sent by the second network device
based on the first termination request message;
send a second termination request message to
the third network device based on the first ter-
mination acknowledgment message, wherein
the second termination request message is
used to request to terminate the first network
function; and
receive a second termination acknowledgment
message sent by the third network device based
on the second termination request message.

25. The apparatus according to any one of claims 16 to
24, wherein the transceiver is further configured to:

before sending the first configuration request
message to the second network device based
on the update request message received by the
transceiver, send a reservation request mes-
sage to the second network device or the fourth
network device based on the update request
message, wherein the reservation request mes-
sage is used to request to reserve a resource

for the second network function;
receive a reservation response message sent
by the second network device or the fourth net-
work device based on the reservation request
message, wherein the reservation response
message is used to indicate whether the re-
source has been successfully reserved for the
second network function; and
send the first configuration request message to
the second network device based on the update
request message when the reservation re-
sponse message indicates that the resource has
been successfully reserved for the second net-
work function.

26. The apparatus according to any one of claims 16 to
25, wherein the transceiver is further configured to:

before sending the first configuration request
message to the second network device based
on the update request message received by the
transceiver, send a first query request message
to a storage device, wherein the first query re-
quest message is used to query validity of the
update request message, and the first query re-
quest message carries an identifier of the trans-
mit end;
receive a first query response message sent by
the storage device based on the first query re-
quest message, wherein the first query re-
sponse message is used to indicate whether the
update request message is valid; and
send the first configuration request message to
the second network device when the update re-
quest message is valid.

27. The apparatus according to any one of claims 16 to
26, wherein the transceiver is further configured to:

after the configuration response message sent
by the second network device is received based
on the first configuration request message, send
an update notification message to the storage
device, wherein the update notification message
carries updated information of the first network
slice instance; and
receive a storage success message sent by the
storage device based on the update notification
message.

28. An apparatus for managing a network slice instance,
comprising:

a transceiver;
a memory, configured to store an instruction;
and
a processor, connected to the memory and the
transceiver, and configured to execute the in-
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struction stored in the memory, to perform the
following steps when executing the instruction:

receiving, by using the transceiver, a first
configuration request message sent by a
first network device, wherein the first con-
figuration request message is used to re-
quest to configure the second network func-
tion for the first network slice instance;
configuring the second network function
based on the first configuration request
message received by the transceiver; and
sending, by using the transceiver, a config-
uration response message to the first net-
work device, wherein the configuration re-
sponse message is used to indicate that the
second network function has been config-
ured.

29. An apparatus for managing a network slice instance,
comprising:

a transceiver;
a memory, configured to store an instruction;
and
a processor, connected to the memory and the
transceiver, and configured to execute the in-
struction stored in the memory, to perform the
following steps when executing the instruction:

receiving, by using the transceiver, a crea-
tion request message sent by a first network
device, wherein the creation request mes-
sage is used to request to create a second
network function, and the creation request
message carries a parameter of the second
network function;
creating the second network function based
on the creation request message; and
sending, by using the transceiver, a first re-
sponse message to the first network device,
wherein the first response message is used
to indicate that the second network function
has been created.

30. An apparatus for managing a network slice instance,
comprising:

a transceiver;
a memory, configured to store an instruction;
and
a processor, connected to the memory and the
transceiver, and configured to execute the in-
struction stored in the memory, to perform the
following steps when executing the instruction:

receiving, by using the transceiver, a sec-
ond notification message sent by a first net-

work device, wherein the second notifica-
tion message is used to inform that a second
network function of a first network slice in-
stance is to be configured;
determining, based on the second notifica-
tion message, that the first network device
is allowed to configure the first network func-
tion; and
sending, by using the transceiver, a third
response message to the first network de-
vice.
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