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(54) RADIO COMMUNICATION SYSTEM AND RADIO COMMUNICATION METHOD

(57) A radio communication system includes a radio
apparatus and a signal processing apparatus that func-
tion as a base station, and the radio apparatus includes
a channel estimation unit that, on the basis of a radio
signal transmitted from a terminal apparatus, estimates
channel information relating to a radio transmission path
between the radio apparatus and the terminal apparatus;
a demodulation unit that performs soft-decision demod-

ulation of the radio signal on the basis of the channel
information estimated by the channel estimation unit; a
decoding unit that decodes a log likelihood ratio obtained
by the soft-decision demodulation and outputs a result
of an error detection code obtained by the decoding; and
a transmission control unit that, on the basis of the error
detection code result, controls transmission, to the signal
processing apparatus, of data obtained by the decoding.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a radio com-
munication system and a radio communication method.
[0002] Priority is claimed on Japanese Patent Applica-
tion No. 2016-220516, filed November 11, 2016, the con-
tent of which is incorporated herein by reference.

BACKGROUND ART

[0003] Conventionally, in order to raise the flexibility of
base station installation in radio communication systems,
particularly mobile communication systems, configura-
tions in which the functions of a base station are distrib-
uted between two apparatuses, namely, a BBU (Base
Band Unit) and an RRH (Remote Radio Head), and the
BBU and RRH are physically separated, have been con-
sidered. As one mode for functional splitting schemes
between a BBU and an RRH, a functional splitting
scheme in which the functions of the MAC (Media Access
Control) layer and higher are performed by a BBU and
the functions of the physical layer are performed by
RRHs, as shown in FIG. 5, has been considered (see,
e.g., Non-Patent Document 1). This functional splitting
scheme is called a MAC-PHY splitting scheme or an L2
C-RAN (Layer 2 Centralized/Cloud-Radio Access Net-
work) scheme.
[0004] Additionally, in a mobile communication sys-
tem, the area covered by a single RRH is referred to as
a cell, and in general, the coverage areas of multiple ad-
jacent cells overlap. For this reason, when a terminal
apparatus is located near a cell edge, there is a problem
in that the radio signals being exchanged between the
terminal apparatus and a desired RRH can encounter
interference from radio signals exchanged between the
terminal apparatus and the RRH of an adjacent cell,
thereby significantly reducing the radio transmission rate.
As a means for solving such a problem, CoMP (Coordi-
nated Multi-Point transmission/reception) technology, in
which adjacent RRHs cooperate with each other to com-
municate with a terminal apparatus located near the cell
edges, as shown, for example, in FIG. 6, has been con-
sidered (see, e.g., Non-Patent Document 2).
[0005] In FIG. 6, there are two cooperating RRHs, but
there may be two or more RRHs. The possibility of in-
stalling RRHs at a high density and having multiple RRHs
constantly performing CoMP with respect to multiple ter-
minal apparatuses, regardless of whether or not the ter-
minal apparatuses are located at the cell edges, thereby
increasing the system capacity, has been considered for
use in future mobile communication systems. CoMP
techniques includes a technique known as selective com-
bining, in which, among the reception signals from the
multiple cooperating RRHs, the reception signal having
the highest reception quality is selected (see, e.g., Non-
Patent Document 3). In this case, the reception quality

refers, for example, to the received signal power, the re-
ceived SNR (Signal to Noise Ratio), or the received SINR
(Signal to Interference plus Noise Ratio). This selective
combining may be applied to CoMP in BBUs and RRHs
using a MAC-PHY split functional splitting scheme.
[0006] FIG. 7 is a diagram showing an example of a
system configuration of a radio communication system
1000 that performs uplink selectively combined signal
transmission with a conventional MAC-PHY split. The
radio communication system 1000 includes a terminal
apparatus 91, multiple RRHs 92-1 and 92-2, and a BBU
93. The RRHs 92-1 and the 92-2 are provided with similar
structures, so the RRH 92-1 will be explained as an ex-
ample.
[0007] The RRH 92-1 includes an RF (Radio Frequen-
cy) reception unit 921-1, a channel estimation unit 922-1,
a demodulation unit 923-1, and a decoding unit 924-1.
The BBU 93 includes a selective combining unit 931.
[0008] The RF reception unit 921-1 receives signals
transmitted from the terminal apparatus 91. Of the re-
ceived signals, the RF reception unit 921-1 outputs ref-
erence signals to the channel estimation unit 922-1, and
outputs data signals to the demodulation unit 923-1. The
reference signals are signals for extracting channel in-
formation regarding the radio transmission path, and in-
clude signals that are known between the terminal ap-
paratus and the RRHs. The data signals are signals that
are to be transmitted to the BBU, including a series of
signal bits.
[0009] The channel estimation unit 922-1 estimates
the channel information and measures the reception
quality on the radio transmission path on the basis of the
reference signals output from the RF reception unit
921-1. The channel estimation unit 922-1 outputs the
channel information estimation result and the reception
quality measurement result to the demodulation unit
923-1. The demodulation unit 923-1 uses the channel
information estimation result and the reception quality
measurement result output from the channel estimation
unit 922-1 to obtain LLR (Log Likelihood Ratio) values
(soft decision values) by performing equalization and
soft-decision demodulation on the received data signals.
The demodulation unit 923-1 outputs the obtained LLR
values (soft decision values) and the reception quality
measurement result (information on the reception qual-
ity) to the decoding unit 924-1.
[0010] The decoding unit 924-1 decodes the LLR val-
ues output from the demodulation unit 923-1 to restore
bit data (hard decision values). It is to be noted that during
this decoding step, an error detection code called a CRC
(Cyclic Redundancy Check) is used to determine wheth-
er or not errors are included in the decoded bit data. Each
RRH 92 transmits the decoded bit data and the informa-
tion on the reception quality (hereinafter referred to as
"reception quality information") measured by the channel
estimation unit 922 to the BBU 93.
[0011] The selective combining unit 931 of the BBU 93
compares the reception quality information transmitted
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from each RRH 92, selects the bit data of the RRH 92
having the higher reception quality, and discards the bit
data transmitted from the other RRH 92.

Prior Art Documents

Non-Patent Documents

[0012]

Non-Patent Document 1: Yasuhiko MATSUNAGA,
"Radio Access Network Architecture Evolution to-
ward 5G", IEICE Technical Report, vol. 114, no. 254,
RCS2014-172, pp. 89-94, October 2014
Non-Patent Document 2: Hidekazu TAOKA et al.,
"MIMO and Coordinated Multipoint Transmis-
sion/Reception Technology in LTE-Advanced", NTT
DOCOMO Technical Journal, vol. 18, no. 2, pp.
22-30.
Non-Patent Document 3: Institute of Electronics, In-
formation and Communication Engineers "Knowl-
edge Base", Group 4 (mobile/radio) - Part 1, Chapter
6, pp. 1-9, November 2010

SUMMARY OF INVENTION

Problems to be solved by the Invention

[0013] For cases in which there are multiple RRHs 92
constantly performing CoMP with respect to multiple ter-
minal apparatuses regardless of whether or not the ter-
minal apparatuses are located at cell edges, in conven-
tional uplink selective combining techniques with a MAC-
PHY split, decoded bit data is transmitted from all coop-
erating RRHs 92 to the BBU 93. Nevertheless, in the
BBU 93, only the bit data having the highest reception
quality is selected from among the bit data transmitted
from all of the cooperating RRHs 92. In such conventional
uplink selective combining techniques with a MAC-PHY
split, there was a problem in that the total transmission
data volume between the multiple RRHs and the BBU is
made unnecessarily large.
[0014] In view of the abovementioned circumstances,
the present invention has the purpose of providing a tech-
nology that can reduce the total transmission data vol-
ume between multiple RRHs and a BBU.

Means for Solving the Problems

[0015] An aspect of the present invention is a radio
communication system including a radio apparatus and
a signal processing apparatus that function as a base
station, the radio apparatus including: a channel estima-
tion unit that, on the basis of a radio signal transmitted
from a terminal apparatus, estimates channel information
relating to a radio transmission path between the radio
apparatus and the terminal apparatus; a demodulation
unit that performs soft-decision demodulation of the radio

signal on the basis of the channel information estimated
by the channel estimation unit; a decoding unit that de-
codes a log likelihood ratio obtained by the soft-decision
demodulation and outputs a result of an error detection
code obtained by the decoding; and a transmission con-
trol unit that, on the basis of the result of the error detec-
tion code, controls transmission, to the signal processing
apparatus, of data obtained by the decoding.
[0016] In the above-mentioned radio communication
system, the transmission control unit may, when the re-
sult of the error detection code indicates that there is an
error, discard the data without transmission to the signal
processing apparatus, and when the result of the error
detection code indicates that there is no error, transmit
the data to the signal processing apparatus.
[0017] In the above-mentioned radio communication
system, the signal processing apparatus may include a
selective combining unit that receives the data transmit-
ted from the radio apparatus, and when a single set of
data has been received, selects the data, and when mul-
tiple sets of data have been received, selects one of the
multiple sets of data in accordance with predetermined
conditions.
[0018] In the above-mentioned radio communication
system, the transmission control unit, when the result of
the error detection code indicates that there is an error,
may discard the data without transmission to the signal
processing apparatus, and notify the signal processing
apparatus that the data will not be transmitted to the sig-
nal processing apparatus.
[0019] In the above-mentioned radio communication
system, the selective combining unit may, when multiple
sets of data have been received, select the first-received
set of data and discard the other sets of data.
[0020] An aspect of the present invention is a radio
communication method in a radio communication system
including a radio apparatus and a signal processing ap-
paratus that function as a base station, the radio com-
munication method including a channel estimation step
wherein the radio apparatus, on the basis of a radio signal
transmitted from a terminal apparatus, estimates channel
information relating to a radio transmission path between
the radio apparatus and the terminal apparatus; a de-
modulation step wherein the radio apparatus performs
soft-decision demodulation of the radio signal on the ba-
sis of the channel information estimated in the channel
estimation step; a decoding step wherein the radio ap-
paratus decodes a log likelihood ratio obtained by the
soft-decision demodulation and outputs a result of an er-
ror detection code obtained by the decoding; and a trans-
mission control step wherein the radio apparatus, on the
basis of the result of the error detection code, controls
transmission, to the signal processing apparatus, of data
obtained by the decoding.

Advantageous Effect of the Invention

[0021] With the present invention, it becomes possible

3 4 



EP 3 525 357 A1

4

5

10

15

20

25

30

35

40

45

50

55

to reduce the total transmission data volume between
multiple RRHs and a BBU.

BRIEF DESCRIPTION OF DRAWINGS

[0022]

FIG. 1 is a configuration diagram showing the system
configuration of a radio communication system 100
according to a first embodiment.
FIG. 2 is a configuration diagram showing the system
configuration of the radio communication system
100 according to the first embodiment.
FIG. 3 is a configuration diagram showing the system
configuration of a radio communication system 100a
according to a second embodiment.
FIG. 4 is a configuration diagram showing the system
configuration of a radio communication system 100b
according to a fifth embodiment.
FIG. 5 is a diagram showing an example of a MAC-
PHY split functional splitting scheme.
FIG. 6 is a diagram showing a system configuration
using CoMP technology.
FIG. 7 is a diagram showing an example of a system
configuration of a radio communication system that
performs uplink selectively combined signal trans-
mission in a conventional MAC-PHY split.

MODES FOR CARRYING OUT THE INVENTION

[0023] Hereinbelow, embodiments of the present in-
vention will be explained with reference to the drawings.

(First Embodiment)

[0024] FIG. 1 is a configuration diagram showing a sys-
tem configuration of a radio communication system 100
according to the first embodiment. The radio communi-
cation system 100 includes a terminal apparatus 10, mul-
tiple RRHs (radio apparatuses) 20-1 and 20-2, and a BBU
(signal processing apparatus) 30. It is to be noted that in
the following description, when making no particular dis-
tinction between the RRHs 20-1 and 20-2, they will be
described as RRHs 20. The RRHs 20 and the BBU 30
function as a base station. The RRHs 20-1 and 20-2 and
the BBU 30 are communicably connected by wire (for
example, optical fiber or coaxial cable). Since the RRHs
20-1 and 20-2 have similar structures, the RRH 20-1 will
be explained as an example.
[0025] The RRH 20-1 includes an RF reception unit
201-1, a channel estimation unit 202-1, a demodulation
unit 203-1, a decoding unit 204-1, and a transmission
control unit 205-1.
[0026] The RF reception unit 201-1 receives signals
(radio signals) transmitted from the terminal apparatus
10. Of the received signals, the RF reception unit 201-1
outputs reference signals to the channel estimation unit
202-1, and outputs data signals to the demodulation unit

203-1.
[0027] The channel estimation unit 202-1 takes, as in-
puts, the reference signals output from the RF reception
unit 201-1. The channel estimation unit 202-1 estimates
the channel information and measures the reception
quality on the radio transmission path on the basis of the
input reference signals. The channel estimation unit
202-1 outputs the estimated channel information result
and the reception quality measurement result to the de-
modulation unit 203-1.
[0028] The demodulation unit 203-1 takes, as inputs,
the data signals output from the RF reception unit 201-1
and the channel information estimation result and the
reception quality measurement result output from the
channel estimation unit 202-1. The demodulation unit
203-1 uses the input channel information estimation re-
sult and reception quality measurement result to obtain
LLR values (soft decision values) by performing equali-
zation and soft-decision demodulation on the input data
signals. The demodulation unit 203-1 outputs the ob-
tained LLR values (soft decision values) and the recep-
tion quality measurement result to the decoding unit
204-1.
[0029] The decoding unit 204-1 takes, as inputs, the
LLR values (soft decision values) and the reception qual-
ity measurement result output from the demodulation unit
203-1. The decoding unit 204-1 restores bit data by de-
coding the input LLR values. It is to be noted that during
the decoding process in the decoding unit 204-1, an error
detection code called a CRC is used to determine wheth-
er or not the decoded bit data includes an error. The
decoding unit 204-1 outputs, to the transmission control
unit 205-1, the CRC result indicating whether or not the
restored bit data includes an error, the restored bit data,
and the reception quality measurement result.
[0030] The transmission control unit 205-1 takes, as
inputs, the CRC result, the restored bit data, and the re-
ception quality measurement result output from the de-
coding unit 204-1. The transmission control unit 205-1
controls the transmission of the bit data in accordance
with the input CRC result. Specifically, if the CRC result
indicates that there is no error, then the transmission con-
trol unit 205-1 transmits the bit data and the reception
quality measurement result to the BBU 30. On the other
hand, if the CRC result indicates that there is an error,
then the transmission control unit 205-1 discards the bit
data and the reception quality measurement result.
[0031] If, as shown in FIG. 1, the decoding unit 204-1
in the RRH 20-1 outputs, to the transmission control unit
205-1, a CRC result indicating that there is no error, and
the decoding unit 204-2 in the RRH 20-2 outputs, to the
transmission control unit 205-2, a CRC result indicating
that there is an error, then the transmission control unit
205-1 in the RRH 20-1 transmits, to the BBU 30, the bit
data and the reception quality measurement result output
from the decoding unit 204-1, and the transmission con-
trol unit 205-2 in the RRH 20-2 discards the bit data and
the reception quality measurement result output from the
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decoding unit 204-2.
[0032] Additionally, if, as shown in FIG. 2, the decoding
unit 204-1 in the RRH 20-1 outputs, to the transmission
control unit 205-1, a CRC result indicating that there is
no error, and the decoding unit 204-2 in the RRH 20-2
outputs, to the transmission control unit 205-2, a CRC
result indicating that there is no error, then the transmis-
sion control unit 205-1 in the RRH 20-1 transmits, to the
BBU 30, the bit data and the reception quality measure-
ment result output from the decoding unit 204-1, and the
transmission control unit 205-2 in the RRH 20-2 trans-
mits, to the BBU 30, the bit data and the reception quality
measurement result output from the decoding unit 204-2.
[0033] The BBU 30 includes a selective combining unit
301. The selective combining unit 301 receives the bit
data and the reception quality measurement results
transmitted from the RRHs 20. The selective combining
unit 301 selects a single set of bit data from among the
received bit data. Specifically, if a single set of bit data
has been received (the case of FIG. 1), then the selective
combining unit 301 selects the received bit data. On the
other hand, if multiple sets of bit data have been received
(the case of FIG. 2), then the selective combining unit
301 selects one of the multiple sets of bit data in accord-
ance with predetermined conditions. For example, the
selective combining unit 301 selects one arbitrary set of
bit data from among the received bit data, and discards
the other sets of bit data. In this case, the method for
selecting one arbitrary set of bit data may involve the
selective combining unit 301, for example, comparing re-
ception quality measurement results (reception quality
information) and selecting the bit data having the higher
reception quality.
[0034] With the radio communication system 100 con-
figured in the above manner, in an RRH 20, a determi-
nation is made as to whether or not bit data will be trans-
mitted to the BBU 30 depending on whether or not there
is an error in the bit data. Furthermore, only bit data not
including an error is transmitted from the RRH 20 to the
BBU 30. Therefore, unnecessary bit data is not transmit-
ted to the BBU 30. For this reason, it becomes possible
to reduce the total transmission data volume between
the multiple RRHs 20 and the BBU 30.

(Second Embodiment)

[0035] FIG. 3 is a configuration diagram showing a sys-
tem configuration of a radio communication system 100a
according to the second embodiment. The radio commu-
nication system 100a includes a terminal apparatus 10,
multiple RRHs 20a-1 and 20a-2, and a BBU 30a. It is to
be noted that in the following description, when making
no particular distinction between the RRHs 20a-1 and
20a-2, they will be described as RRHs 20a. The RRHs
20a and the BBU 30a function as a base station. The
RRHs 20a-1 and 20a-2 and the BBU 30a are communi-
cably connected by wire (for example, optical fiber or
coaxial cable). Since the RRHs 20a-1 and 20a-2 have

similar structures, the RRH 20a-1 will be explained as an
example.
[0036] The RRH 20a-1 includes an RF reception unit
201-1, a channel estimation unit 202-1, a demodulation
unit 203-1, a decoding unit 204-1, and a transmission
control unit 205a-1.
[0037] The structure of the RRH 20a-1 differs from that
of the RRH 20-1 in that a transmission control unit 205a-
1 is provided instead of the transmission control unit
205-1. The structure of the RRH 20a-1 is otherwise the
same as that of the RRH 20-1. For this reason, the de-
scription of the RRH 20a-1 overall will be omitted, and
the transmission control unit 205a-1 will be described.
[0038] The transmission control unit 205a-1 takes, as
inputs, the CRC result, the restored bit data, and the re-
ception quality measurement result output from the de-
coding unit 204-1. The transmission control unit 205a-1
controls the transmission of the bit data depending on
the input CRC result. Specifically, if the CRC result indi-
cates that there is no error, then the transmission control
unit 205a-1 transmits the bit data and the reception qual-
ity measurement result to the BBU 30a. On the other
hand, if the CRC result indicates that there is an error,
then the transmission control unit 205a-1 discards the bit
data and the reception quality measurement result, and
also generates a notification message indicating that the
bit data and the reception quality measurement result will
not be transmitted, and transmits the generated notifica-
tion message to the BBU 30a.
[0039] If, as shown in FIG. 3, the decoding unit 204-1
in the RRH 20a-1 outputs, to the transmission control
unit 205a-1, a CRC result indicating that there is no error,
and the decoding unit 204-2 in the RRH 20a-2 outputs,
to the transmission control unit 205a-2, a CRC result in-
dicating that there is an error, then the transmission con-
trol unit 205a-1 in the RRH 20a-1 transmits, to the BBU
30a, the bit data and the reception quality measurement
result output from the decoding unit 204-1, and the trans-
mission control unit 205a-2 in the RRH 20a-2 discards
the bit data and the reception quality measurement result
output from the decoding unit 204-2, and also generates
a notification message and transmits the generated no-
tification message to the BBU 30a.
[0040] The BBU 30a includes a selective combining
unit 301a. The selective combining unit 301a receives
the bit data and the reception quality measurement re-
sults transmitted from the RRHs 20a. The selective com-
bining unit 301a receives the bit data transmitted from
the RRHs 20a and selects one set of bit data from among
the received bit data. Specifically, if there is just a single
set of received bit data, then the selective combining unit
301a selects the received bit data. On the other hand, if
there are multiple sets of received bit data, then the se-
lective combining unit 301a selects one arbitrary set of
bit data from among the received bit data, and discards
the other sets of bit data. Additionally, the selective com-
bining unit 301a receives notification messages trans-
mitted from the RRHs 20a.
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[0041] With the radio communication system 100a
configured in the above manner, it is possible to obtain
advantageous effects similar to those of the first embod-
iment.
[0042] Additionally, with the radio communication sys-
tem 100a, the RRHs 20a that have determined that there
is an error in the bit data transmit, to the BBU 30a, noti-
fication messages indicating that the bit data and the re-
ception quality measurement results will not be transmit-
ted. As a result thereof, the BBU 30a can recognize
whether or not information has been received from all of
the cooperating RRHs 20a, thereby allowing for a reduc-
tion in the time spent in waiting for reception.

(Third Embodiment)

[0043] In the first embodiment, a configuration in
which, if the selective combining unit 301 receives mul-
tiple sets of bit data, one arbitrary set of bit data is selected
(for example, on the basis of reception quality informa-
tion) from among the multiple received sets of bit data
was described. In the third embodiment, if the selective
combining unit 301 receives multiple sets of bit data, then
the first-received set of bit data is selected from among
the multiple sets of bit data, and the other sets of bit data
are discarded. In the third embodiment, the structure is
otherwise the same as that of the first embodiment.
[0044] With the radio communication system 100 ac-
cording to the third embodiment configured in the above
manner, it is possible to obtain advantageous effects sim-
ilar to those of the first embodiment.

(Fourth Embodiment)

[0045] In the second embodiment, a configuration in
which, if the selective combining unit 301a receives mul-
tiple sets of bit data, one arbitrary set of bit data is selected
(for example, on the basis of reception quality informa-
tion) from among the multiple received sets of bit data
was described. In the fourth embodiment, if the selective
combining unit 301a receives multiple sets of bit data,
the first-received set of bit data is selected from among
the multiple sets of bit data, and the other sets of bit data
are discarded. In the fourth embodiment, the structure is
otherwise the same as that of the second embodiment.
[0046] With the radio communication system 100a ac-
cording to the fourth embodiment configured in the above
manner, it is possible to obtain advantageous effects sim-
ilar to those of the second embodiment.

(Fifth Embodiment)

[0047] FIG. 4 is a configuration diagram showing a sys-
tem configuration of a radio communication system 100b
according to the fifth embodiment. The radio communi-
cation system 100b includes a terminal apparatus 10b,
multiple RRHs 20b-1 and 20b-2, and a BBU 30.
[0048] In the fifth embodiment, the terminal apparatus

10b and the RRHs 20b are provided with multiple anten-
nas, and MIMO (Multiple-Input Multiple-Output) trans-
missions are performed between the terminal apparatus
10b and the RRHs 20b. When the radio communication
system 100b is configured in this manner, the RRH 20b-
1 includes multiple RF reception units 201-1-1 to 201-1-
n (where n is an integer greater than or equal to 2), a
channel estimation unit 202b-1, a demodulation unit
203-1, a decoding unit 204-1, and a transmission control
unit 205-1.
[0049] Each of the multiple RF reception units 201-1-1
to 201-1-n is connected to one channel estimation unit
202b-1. The channel estimation unit 202b-1 estimates
the channel information and measures the reception
quality on the radio transmission path for the signals re-
ceived by each of the RF reception units 201-1-1 to
201-1-n. It is to be noted that the channel estimation unit
202b-1 may calculate a total reception quality measure-
ment result and output the calculated total received re-
ception quality measurement result to the demodulation
unit 203-1, or may output the average received reception
quality measurement result to the demodulation unit
203-1. The operations in the demodulation unit 203-1,
the decoding unit 204-1, and the transmission control
unit 205-1 are similar to those in the functional units hav-
ing the same names in the first embodiment.
[0050] With the radio communication system 100b
configured in the above manner, it is possible to obtain
advantageous effects similar to those of the first embod-
iment.
[0051] Additionally, with the radio communication sys-
tem 100b, it becomes possible to reduce the transmission
data volume between the RRHs 20b and the BBU 30
even for MIMO transmission.

(Sixth Embodiment)

[0052] In the sixth embodiment, the terminal apparatus
10 and the RRHs 20a according to the second embodi-
ment are provided with multiple antennas, and MIMO
transmissions are performed between the terminal ap-
paratus 10 and the RRHs 20a. When the radio commu-
nication system 100a is configured in this manner, the
RRHs 20a differ from the RRHs 20a in the second em-
bodiment in that multiple RF reception units 201 are pro-
vided. The structure is otherwise the same as that of the
RRHs 20a in the second embodiment. Additionally, the
terminal apparatus 10 and the BBU 30a perform the same
processes as the terminal apparatus 10 and the BBU 30a
in the second embodiment.
[0053] With the radio communication system 100a ac-
cording to the sixth embodiment configured in the above
manner, it is possible to obtain advantageous effects sim-
ilar to those of the second embodiment.
[0054] Additionally, with the radio communication sys-
tem 100a according to the sixth embodiment, it becomes
possible to reduce the transmission data volume be-
tween the RRHs 20a and the BBU 30 even for MIMO
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transmission.

(Seventh Embodiment)

[0055] In the seventh embodiment, the terminal appa-
ratus 10 and the RRHs 20 according to the third embod-
iment are provided with multiple antennas, and MIMO
transmissions are performed between the terminal ap-
paratus 10 and the RRHs 20. When the radio communi-
cation system 100 is configured in this manner, the RRHs
20 differ from the RRHs 20 in the third embodiment in
that multiple RF reception units 201 are provided. The
structure is otherwise the same as that of the RRHs 20
in the third embodiment. Additionally, the terminal appa-
ratus 10 and the BBU 30 perform the same processes
as the terminal apparatus 10 and the BBU 30 in the third
embodiment.
[0056] With the radio communication system 100 ac-
cording to the seventh embodiment configured in the
above manner, it is possible to obtain advantageous ef-
fects similar to those of the third embodiment.
[0057] Additionally, with the radio communication sys-
tem 100 according to the seventh embodiment, it be-
comes possible to reduce the transmission data volume
between the RRHs 20 and the BBU 30 even for MIMO
transmission.

(Eighth Embodiment)

[0058] In the eighth embodiment, the terminal appara-
tus 10 and the RRHs 20a according to the fourth embod-
iment are provided with multiple antennas, and MIMO
transmissions are performed between the terminal ap-
paratus 10 and the RRHs 20a. When the radio commu-
nication system 100a is configured in this manner, the
RRHs 20a differ from the RRHs 20a in the fourth embod-
iment in that multiple RF reception units 201 are provided.
The structure is otherwise the same as that of the RRHs
20a in the fourth embodiment. Additionally, the terminal
apparatus 10 and the BBU 30a perform the same proc-
esses as the terminal apparatus 10 and the BBU 30a in
the fourth embodiment.
[0059] With the radio communication system 100a ac-
cording to the eighth embodiment configured in the above
manner, it is possible to obtain advantageous effects sim-
ilar to those of the fourth embodiment.
[0060] Additionally, with the radio communication sys-
tem 100a according to the eighth embodiment, it be-
comes possible to reduce the transmission data volume
between the RRHs 20a and the BBU 30a even for MIMO
transmission.
[0061] Hereinbelow, examples of modifications that
are common to all of the embodiments will be explained.
Although the RRHs 20 and BBU 30 of the first embodi-
ment will be described as an example here, the RRHs
20 may be replaced with the RRHs 20a or the RRHs 20b,
and the BBU 30 may be replaced with the BBU 30a.
[0062] In each of the above-described embodiments,

it is possible for there to be multiple terminal apparatuses
10. Additionally, it is possible for there to be three or more
RRHs 20.
[0063] The RRHs 20 and the BBU 30 need not be lim-
ited to being connected by a point-to-point connection,
and they may be networked.
[0064] The BBU 30 may be configured so as to trans-
mit, to all cooperating RRHs 20, a message providing
notification that reception has been completed when the
signals (for example, bit data and reception quality infor-
mation, or a notification message) received from one of
the RRHs 20 have been received without error.
[0065] All or some of the RRHs 20, the RRHs 20a, and
the RRHs 20b, and the BBU 30 and the BBU 30a in the
aforementioned embodiments may be realized in a com-
puter. For example, it is possible to realize the RRHs and
the BBU by recording programs for respectively realizing
the constituent elements of the RRHs and the BBU in
computer-readable recording media, loading the pro-
grams recorded on these recording media in a computer
system, and running the programs. It is to be noted that
the "computer system" mentioned here includes OSs
(Operating Systems) and hardware such as peripheral
devices. Additionally, the "computer-readable recording
media" refer to portable media such as flexible disks,
magneto-optic disks, ROM (Read-Only Memory) and CD
(Compact Disc)-ROMs, and also to storage apparatuses,
such as hard disks, installed internally in the computer
system. Furthermore, the "computer-readable recording
media" may include those that dynamically hold the pro-
grams for a short time, such as communication cables
when the programs are transmitted over a network such
as the internet or over a communication line such as a
telephone line, and in this case, they may include those
that hold the programs for a certain period of time, such
as volatile memories inside a computer system used as
a server or a client. Additionally, these programs may be
for the purpose of realizing some of the aforementioned
constituent elements, and furthermore, the aforemen-
tioned constituent elements may be able to be realized
by being combined with programs that are already re-
corded in the computer system, or may be realized by
using hardware such as PLDs (Programmable Logic De-
vices) or FPGAs (Field Programmable Gate Arrays).
[0066] As described above, embodiments of the
present invention have been explained in detail by refer-
ring to the drawings, but the specific structures are not
limited to those in these embodiments, and designs and
the like within a range not departing from the gist of the
present invention are included.

INDUSTRIAL APPLICABILITY

[0067] The present invention is applicable, for exam-
ple, to radio communications. With the present invention,
it is possible to reduce the transmission data volume be-
tween multiple RRHs and a BBU.
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Description of Reference Symbols

[0068]

10, 10b, 91 ... terminal apparatus
20, 20-1, 20-2, 20a, 20a-1, 20a-2, 20b, 20b-1, 20b-
2, 92-1, 92-2 ... RRH
30, 30a, 93 ... BBU
201-1, 201-2, 201-1-1 to 201-1-n, 201-2-1 to 201-2-
n, 921-1, 921-2 ... RF reception unit
202-1, 202-2, 202b-1, 202b-2, 922-1, 922-2 ... chan-
nel estimation unit
203-1, 203-2, 923-1, 923-2 ... demodulation unit
204-1, 204-2, 924-1, 924-2 ... decoding unit
205-1, 205-2, 205a-1, 205a-2 ... transmission con-
trol unit
301, 301a ... selective combining unit

Claims

1. A radio communication system comprising a radio
apparatus and a signal processing apparatus that
function as a base station,
the radio apparatus comprising:

a channel estimation unit that, on the basis of a
radio signal transmitted from a terminal appara-
tus, estimates channel information relating to a
radio transmission path between the radio ap-
paratus and the terminal apparatus;
a demodulation unit that performs soft-decision
demodulation of the radio signal on the basis of
the channel information estimated by the chan-
nel estimation unit;
a decoding unit that decodes a log likelihood ra-
tio obtained by the soft-decision demodulation
and outputs a result of an error detection code
obtained by the decoding; and
a transmission control unit that, on the basis of
the result of the error detection code, controls
transmission, to the signal processing appara-
tus, of data obtained by the decoding.

2. The radio communication system according to claim
1, wherein the transmission control unit, when the
result of the error detection code indicates that there
is an error, discards the data without transmission
to the signal processing apparatus, and when the
result of the error detection code indicates that there
is no error, transmits the data to the signal processing
apparatus.

3. The radio communication system according to claim
1 or 2, wherein the signal processing apparatus com-
prises a selective combining unit that receives the
data transmitted from the radio apparatus, and when
a single set of data has been received, selects the

data, and when multiple sets of data have been re-
ceived, selects one of the multiple sets of data in
accordance with predetermined conditions.

4. The radio communication system according to any
one of claims 1 to 3, wherein the transmission control
unit, when the result of the error detection code in-
dicates that there is an error, discards the data with-
out transmission to the signal processing apparatus,
and notifies the signal processing apparatus that the
data will not be transmitted to the signal processing
apparatus.

5. The radio communication system according to claim
3, wherein the selective combining unit, when mul-
tiple sets of data have been received, selects the
first-received set of data and discards the other sets
of data.

6. A radio communication method in a radio communi-
cation system comprising a radio apparatus and a
signal processing apparatus that function as a base
station, the radio communication method compris-
ing:

a channel estimation step wherein the radio ap-
paratus, on the basis of a radio signal transmit-
ted from a terminal apparatus, estimates chan-
nel information relating to a radio transmission
path between the radio apparatus and the ter-
minal apparatus;
a demodulation step wherein the radio appara-
tus performs soft-decision demodulation of the
radio signal on the basis of the channel informa-
tion estimated in the channel estimation step;
a decoding step wherein the radio apparatus de-
codes a log likelihood ratio obtained by the soft-
decision demodulation and outputs a result of
an error detection code obtained by the decod-
ing; and
a transmission control step wherein the radio
apparatus, on the basis of the result of the error
detection code, controls transmission, to the sig-
nal processing apparatus, of data obtained by
the decoding.
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