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(54) WORKING MACHINE

(57) A working machine (1) includes a hydraulic
pump (18, 19), a first traveling device (3R) configured to
be driven by a first traveling hydraulic actuator (MR), a
second traveling device (3L) configured to be driven by
a second traveling hydraulic actuator (ML), a first output
tube (41) configured to connect a first output port (P1) of
the hydraulic pump (18, 19) to the first traveling hydraulic
actuator (MR), a second output tube (42) configured to
connect a second output port (P2) of the hydraulic pump
(18, 19) to the second traveling hydraulic actuator (ML),
a first operation device (44R) configured to operate the
first traveling device (3R), a second operation device
(44L) configured to operate the second traveling device
(3L), and a correction mechanism (60A, 60B, 60C) con-
figured to equalize a driving force of the first traveling
hydraulic actuator (MR) and another driving force of the
second traveling hydraulic actuator (ML) when the first
operation device (44R) and the second operation device
(44L) are operated each at same operation extents to
perform a straight-traveling operation.
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Description

[TECHNICAL FIELD]

[0001] The present invention relates to a working ma-
chine such as a backhoe.

[BACKGROUND ART]

[0002] The working machines disclosed in Patent Doc-
uments 1 and 2 are conventionally known.
[0003] Each of the working machines disclosed in Pat-
ent Documents 1 and 2 has a traveling independent
valve. This traveling independent valve is configured to
be switched between a confluent position and a supply
position, the confluent position allowing the pressured
fluids from the variable displacement hydraulic pumps of
the split flow type to be confluent with each other, the
supply position allowing the pressured fluids from the var-
iable displacement hydraulic pumps to be independently
supplied to both of the right-traveling hydraulic actuator
configured to drive the right traveling device and the left-
traveling hydraulic actuator configured to drive the left
traveling device, and thus the switching of the traveling
independent valve improves the steering performance,
that is, the traveling performance of the working machine.
[0004] In the working machines disclosed in Patent
Documents 1 and 2, the configuration is such that the
right traveling device (the right-traveling hydraulic actu-
ator) is operated by the right operation device and the
left traveling device (the left-traveling hydraulic actuator)
is operated by the left operation device, and in the case
where the right control device and the left control device
are operated simultaneously by the same operation
amount, the working machines travel straight ahead.
[0005] In addition, in the working machine disclosed in
Patent Document 1, the right fluid tube configured to sup-
ply the hydraulic fluid to the right-traveling hydraulic ac-
tuator and the left fluid tube configured to supply the hy-
draulic fluid to the left-traveling hydraulic actuator are
connected by a bypass fluid tube, and the bypass fluid
tube is provided with a traveling bypass valve. The
traveling bypass valve is configured to be switched be-
tween a first position, a second position, and a blocking
position, the first position allowing the pressured fluid to
flow from the right-traveling hydraulic actuator side to the
left-traveling hydraulic actuator side, the second position
allowing the pressured fluid to flow from the left-traveling
hydraulic actuator side to the right-traveling hydraulic ac-
tuator side, the blocking position blocking the bypass fluid
tube. In this manner, according to the work machine dis-
closed in Patent Document 1, in the case where the left
turn or the right turn is performed under the situation
where the vehicle is, for example, traveling on a downhill
slope, the traveling bypass valve is switched to the first
position or the second position, the hydraulic fluid to be
supplied to one of the right fluid tube and the left fluid
tube, which is arranged on the inner side, is released to

the other one of the fluid tubes, and thereby the traveling
performance is improved.
[0006] In addition, according to the technique dis-
closed in Patent Document 2, in the case where the right
control device and the left control device are operated
approximately to the maximum operation amount (to the
full stroke), the direction switching valve for the left
traveling device and the direction switching valve for the
right traveling device are provided with the mechanisms
configured to connect the supply fluid tube for the right-
traveling hydraulic actuator and the supply fluid tube for
the left-traveling hydraulic actuator to each other via the
throttles. In this manner, in the technique disclosed in
Patent Document 2, improvement in the straight-drivea-
bility of traveling at the full speed traveling is provided.

[RELATED ART DOCUMENTS]

[PATENT DOCUMENTS]

[0007]

[Patent Document 1] Japanese Patent Publication
No. 5480847
[Patent Document 2] Japanese Patent Publication
No. 5528276

[DISCLOSURE OF THE INVENTION]

[PROBLEMS TO BE SOLVED BY THE INVENTION]

[0008] However, the technique disclosed in Patent
Document 1 does not take the straight-driveability at the
time of straight-traveling operation into consideration. In
addition, in the technique disclosed in Patent Document
2, although the improvement of the straight-driveability
is taken into consideration on the case where the right
operation device and the left operation device are oper-
ated approximately to the maximum operation amount
(to the full stroke), the straight-driveability is not taken
into consideration on the intermediate operation (the con-
trol device is operated in a range from the neutral position
to a predetermined position equal to or less than a posi-
tion of the maximum operation).
[0009] In consideration of the problems mentioned
above, the present invention intends to provide a working
machine configured to improve the straight-driveability
of traveling in the intermediate operation of the working
machine.

[MEANS OF SOLVING THE PROBLEMS]

[0010] A working machine according to one aspect of
the present invention includes a hydraulic pump, a first
traveling device configured to be driven by a first traveling
hydraulic actuator, a second traveling device configured
to be driven by a second traveling hydraulic actuator, a
first output tube configured to connect a first output port

1 2 



EP 3 524 825 A1

3

5

10

15

20

25

30

35

40

45

50

55

of the hydraulic pump to the first traveling hydraulic ac-
tuator, a second output tube configured to connect a sec-
ond output port of the hydraulic pump to the second
traveling hydraulic actuator, a first operation device con-
figured to operate the first traveling device, a second op-
eration device configured to operate the second traveling
device, and a correction mechanism configured to equal-
ize a driving force of the first traveling hydraulic actuator
and another driving force of the second traveling hydrau-
lic actuator when the first operation device and the sec-
ond operation device are operated each at same opera-
tion extents to perform a straight-traveling operation.

[EFFECTS OF THE INVENTION]

[0011] According to the present invention, the traveling
straightness in the intermediate operation of a working
machine is improved.

[BRIEF DESCRIPTION OF THE DRAWINGS]

[0012]

FIG. 1 is a schematic view illustrating a configuration
of a hydraulic system according to a first embodiment
of the present invention.
FIG. 2 is a schematic view illustrating a hydraulic
circuit of the hydraulic system according to the first
embodiment.
FIG. 3 is a view illustrating a detailed hydraulic circuit
around a traveling independent valve according to
the first embodiment.
FIG. 4 is a view illustrating a hydraulic circuit relating
to a right traveling control valve, a first dozer control
valve, a turn control valve, an arm control valve, a
swing control valve, and a first SP control valve ac-
cording to the first embodiment.
FIG. 5 is a view illustrating a hydraulic circuit relating
to a left traveling control valve, a first dozer control
valve, a turn control valve, an arm control valve, a
swing control valve, and a first SP control valve ac-
cording to the first embodiment.
FIG. 6 is a view illustrating a hydraulic circuit for
traveling according to the first embodiment.
FIG. 7 is a view illustrating a hydraulic circuit for
traveling according to a second embodiment of the
present invention.
FIG. 8 is a view illustrating a hydraulic circuit for
traveling according to a third embodiment of the
present invention.
FIG. 9 is an overall side view illustrating a working
machine according to the embodiments.

[BEST MODE FOR CARRYING OUT THE INVENTION]

[0013] Hereinafter, embodiments of the present inven-
tion will be described with reference to the drawings.

(First Embodiment)

[0014] FIG. 9 is a schematic side view showing an over-
all configuration of a working machine 1 according to the
present embodiment. In the present embodiment, a back-
hoe that is a swiveling working machine is exemplified
as the working machine 1.
[0015] The overall configuration of the working ma-
chine 1 will be described at first.
[0016] As shown in FIG. 9, the working machine 1 in-
cludes a machine body (a turn base) 2, a first traveling
device 3R, a second traveling device 3L, and a working
device 4. A cabin 5 is mounted on the machine body 2.
In a room of the cabin 5, an operator seat (a seat) 6 on
which a driver (an operator) is seated is provided.
[0017] In the explanation of the present embodiment,
the front side of the operator seated on the operator seat
6 of the working machine 1 (the direction indicated by
the arrowed line A1 in FIG. 9) corresponds to the front,
the rear side of the operator (the direction indicated by
the arrowed line A2 in FIG. 9) corresponds to the rear,
the left side of the operator (the front surface side of FIG.
9) corresponds to the left, and the right side of the oper-
ator (the back surface side of FIG. 9) corresponds to the
right. In addition, the horizontal direction which is a di-
rection orthogonal to the front-rear direction K1 will be
described as the machine width direction in the explana-
tion.
[0018] As shown in FIG. 9, the first traveling device 3R
is provided on the right side with respect to the machine
body 2, and the second traveling device 3L is provided
on the left side with respect to the machine body 2. In
the present embodiment, each of the first traveling device
3R and the second traveling device 3L is a crawler type
traveling mechanisms (a crawler traveling device). The
first traveling device 3R and the second traveling device
3L are respectively driven by traveling motors MR and
ML each of which is constituted of a traveling hydraulic
actuator. A dozer device 7 is attached to each of the front
portions of the first traveling device 3R and the second
traveling device 3L. The dozer device 7 stretches and
shortens the dozer cylinder C1 to move upward and
downward (raise and lower the blade).
[0019] The machine body 2 is supported on a traveling
frame so as to be turnable around a vertical axis (an axis
extending upward and downward) via a turn bearing 8.
The machine body 2 is driven to be turned by a turning
motor MT constituted of a hydraulic motor (a hydraulic
actuator). The machine body 2 has a weight 10 and a
base plate (hereinafter referred to as a turning base plate)
9 which is turned around a vertical axis. The turning base
plate is formed of a steel plate or the like, and is coupled
to the turn bearing 8. The weight 10 is provided in the
rear portion of the machine body 2. A prime mover E1 is
mounted on the rear portion of the machine body 2. The
prime mover E1 is constituted of an engine. The prime
mover E1 may be constituted of an electric motor or of a
hybrid type having the engine and the electric motor.
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[0020] The machine body 2 has a support bracket 13
in the front portion thereof, being arranged slightly right-
ward from the center in the machine width direction. A
swing bracket 14 is attached to the support bracket 13
so as to be swingable about a vertical axis. A working
device 4 is attached to the swing bracket 14.
[0021] The working device 4 has a boom 15, an arm
16, and a bucket (a working tool) 17. The base portion
of the boom 15 is pivotally attached to the swing bracket
14 so as to be rotatable about a horizontal axis (an axis
extending in the machine width direction). In this manner,
the boom 15 is configured to be swung upward and down-
ward. The arm 16 is pivotally attached to the tip end side
of the boom 15 so as to be rotatable about the horizontal
axis. In this manner, the arm 16 is configured to be swung
forward and backward or upward and downward. The
bucket 17 is provided on the tip end side of the arm 16
so as to perform a shoveling operation and a dumping
operation. Instead of or in addition to the bucket 17, the
working machine 1 is configured to mount another work-
ing tool (a hydraulic attachment) which is configured to
be driven by the hydraulic actuator. Examples of other
working tools include a hydraulic breaker, a hydraulic
crusher, an angle bloom, an earth auger, a pallet fork, a
sweeper, a mower, and a snow blower.
[0022] The swing bracket 14 is configured to be swung
by the stretching and shortening of a swing cylinder C2
provided in the machine body 2. The boom 15 is config-
ured to be swung by the stretching and shortening of the
boom cylinder C3. The arm 16 is configured to be swung
by the stretching and shortening of the arm cylinder C4.
The bucket 17 is capable of performing the shoveling
operation and the dumping operation due to the stretch-
ing and shortening of a bucket cylinder (a working tool
cylinder) C5. The working hydraulic actuators such as
the dozer cylinder C1, the swing cylinder C2, the boom
cylinder C3, the arm cylinder C4, the bucket cylinder C5
are each constituted of the hydraulic cylinders.
[0023] Next, a hydraulic system of the working ma-
chine will be described below.
[0024] As shown in FIG. 1, the hydraulic system of the
working machine includes a valve device CV configured
to control the various types of hydraulic actuators ML,
MR, MT, and C1 to C5, a main pump (a first hydraulic
pump) 18 configured to supply the operation fluid to op-
erate the various types of hydraulic actuators ML, MR,
MT, and C1 to C5, and a sub pump (a second hydraulic
pump) 19 configured to supply the signal pressured fluid
such as a pilot pressure and a detection signal.
[0025] The first hydraulic pump 18 and the second hy-
draulic pump 19 are driven by the engine E1 mounted
on the turning base plate 9. The first hydraulic pump 18
is constituted of a variable displacement axial pump of
swash plate type having the function of a uniform flow-
rate double pump configured to output uniform amounts
of the pressured fluids from two output ports P1 and P2
independent from each other. More specifically, the first
hydraulic pump 18 employs a hydraulic pump of split flow

type having a mechanism configured to alternately output
the pressured fluid from one piston/cylinder barrel kit to
an output groove formed inside and outside the valve
plate. The second hydraulic pump 19 is constituted of a
gear pump of a constant displacement type. Meanwhile,
the output port P1 of the first hydraulic pump 18 from
which the pressured fluid is outputted is referred to as a
first pressured fluid output port PI, and the output port P2
of the first hydraulic pump 18 is referred to as a second
pressured fluid output port P2.
[0026] The valve device CV is constituted by arranging
the control valves V1 to V11 configured to control the
various types of the hydraulic actuators ML, MR, MT, and
C1 to C5, and inlet blocks for taking the pressured fluid
in one direction. In the present embodiment, the valve
device CV is constituted by sequentially arranging a first
SP control valve V1 for controlling the hydraulic attach-
ment, a swing control valve V2 for controlling the swing
cylinder C2, an arm control valve V3 for controlling the
arm cylinder C4, a turn control valve V4 for controlling
the turn motor MT, a first dozer control valve V5 for con-
trolling the dozer cylinder C1, a right traveling control
valve V6 for controlling the first traveling hydraulic actu-
ator (a traveling motor MR) of the first traveling device
3R, an inlet block for taking the pressured fluid, a left
traveling control valve V7 for controlling the second
traveling hydraulic actuator (a traveling motor ML) of the
second traveling device 3L, a second dozer control valve
V8 for controlling the dozer cylinder C1, a boom control
valve V9 for controlling the boom cylinder C3, a bucket
control valve V10 for controlling the bucket cylinder C5,
a second SP control valve V11 for controlling another
hydraulic attachment and by connecting the valves and
the inlet blocks to each other.
[0027] As shown in FIG. 2, FIG. 4, and FIG. 5, the con-
trol valves V1 to V11 include direction switching valves
DV1 to DV 11 and a pressure compensation valve V12
in the valve body. The directional control valves DV1 to
DV11 switch the direction of the pressured fluid with re-
spect to the hydraulic actuators ML, MR, MT, and C1 to
C5 which are control targets, and the pressure compen-
sation valve V12 is arranged on a downstream side from
the directional control valves DV1 to DV11 in the pres-
sured fluid supply and on an upper stream side from the
hydraulic actuators ML, MR, MT, and C1 to C5 in the
pressured fluid supply.
[0028] The direction switching valves DV1 to DV11 of
the control valves V1 to V11 and the traveling independ-
ent valve V13 are constituted of the switching valves of
direct-acting spool type and of the switching valves of
pilot operation type that is switched by the pilot pressure.
In addition, the directional control valves DV1 to DV11
of the control valves V1 to V11 are configured to move
the spools in proportion to the operation amount of the
operation means for operating the directional control
valves DV1 to DV11, and supplies the pressured fluid of
an amount proportional to a movement amount of the
spools to the hydraulic actuators ML, MR, MT, C1 to C5
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which are the control targets. In addition, the direction
switching valve DV5 of the first dozer control valve V5
and the direction switching valve DV8 of the second dozer
control valve V8 are simultaneously operated by a single
operating member such as a dozer lever for operating
the dozer device 7.
[0029] The valve device CV incorporates a traveling
independent valve V13, a PPS signal shuttle valve V14,
a PLS signal shuttle valve V15, a traveling bypass valve
V16, and a relief valve V17.
[0030] A first output tube 41 is connected to the first
output port P1 of the first hydraulic pump 18, and a second
output tube 42 is connected to the second output port
P2. The first output tube 41 is connected to the direction
switching valves DV1 to DV6. The second output tube
42 is connected to the direction switching valves DV7 to
DV11. The first output tube 41 and the second output
tube 42 are mutually connected to each other via a com-
munication tube 32 crossing the traveling independent
valve V13. Meanwhile, a drain fluid tube 33 for returning
the pressured fluid to the tank 21 is provided striding over
from the first SP control valve V1 to the second control
valve V11.
[0031] The traveling independent valve V13 is consti-
tuted of a pilot operation switching valve configured to
be switched by the pilot pressure. The traveling inde-
pendent valve V13 is configured to be switched between
a confluent position 22 and an independent supply posi-
tion 23, the confluent position 22 allowing the pressured
fluid to flow through the communication tube 32, the in-
dependent supply position 23 blocking the pressured flu-
id from flowing through the communication tube 32, and
is pushed by a spring toward a direction to be switched
to the confluent position 22. Thus, when the traveling
independent valve V13 is switched to the confluent po-
sition 22, the outputted fluid from the first output port P1
and the outputted fluid from the second output port P2
are confluent with each other, and are respectively sup-
plied to the direction switching valves DV1 to DV11 of
the control valves V1 to V11.
[0032] When the traveling independent valve V13 is
switched to the independent supply position 23, the out-
putted fluid from the first output port P1 is supplied to the
direction switching valve DV6 of the right traveling control
valve V6, the direction switching valve DV5 of the first
dozer control valve V5, the direction switching valve DV4
of the first dozer control valve V5, the direction control
valve DV3 of the arm control valve V3, the direction con-
trol valve DV2 of the swing control valve V2, and the
direction control valve DV1 of the first SP control valve
V1, and the pressured fluid from the second output port
P2 is supplied to the direction switching valve DV7 of the
left traveling control valve V7, the direction switching
valve DV8 of the second dozer control valve V8, the di-
rection switching valve DV9 of the boom control valve
V9, the direction switching valve DV10 of the bucket con-
trol valve V10, and the direction switching valve DV11 of
the second SP control valve V11.

[0033] A third output tube 43 is connected to the sec-
ond hydraulic pump 19. A first detection fluid tube 34a
and a second detection fluid tube 34b are connected to
the third output tube 43. The first detection fluid tube 34a
is connected to the direction switching valves DV8, DV7,
DV6, and DV5 and to the drain fluid tube 33. A first signal
fluid tube 35a is connected to the first detection fluid tube
34a on the upstream side of the direction switching valve
DV8, and the first signal fluid tube 35a is connected to
one of the pressure receiving portions 24 of the traveling
independent valve V13.
[0034] The second detection fluid tube 34b is connect-
ed to the direction switching valves DV11, DV10, DV9,
DV4, DV3, DV2, and DV1 and to the drain fluid tube 33.
A second signal fluid tube 35b is connected to the second
detection fluid tube 34b on the upstream side of the di-
rection switching valve DV11 of the second SP control
valve V11, and the second signal fluid tube 35b is con-
nected to the other one of the pressure receiving portions
25 of the traveling independent valve V13.
[0035] As described above, according to the traveling
independent valve V13, in the case where the direction
switching valves DV1 to DV11 of the control valves V1
to V11 are in the neutral positions, is can be said that the
traveling independent valve V13 is held at the confluent
position 22 by the force of the spring. And, when any one
of the direction switching valves DV6, DV7, DV5, and
DV8 of the right traveling control valve V6, the left
traveling control valve V7, the first dozer control valve
V5, and the second dozer control valve V8 is operated
from the neutral position, the fluid pressures are gener-
ated in the first detection fluid tube 34a and the first signal
fluid tube 35a so that the traveling independent valve V13
is switched from the confluent position 22 to the inde-
pendent supply position 23.
[0036] In addition, when any one of the direction control
valves DV11, DV10, DV9, DV4, DV3, DV2, DV1 of the
second SP control valve V11, the bucket control valve
V10, the boom control valve V9, the turn control valve
V4, the arm control valve V3, the swing control valve V2,
and the first SP control valve V1 is operated from the
neutral position, the fluid pressures are generated in the
second detection fluid tube 34b and the second signal
fluid tube 35b so that the traveling independent valve V13
is switched from the independent supply position 23 to
the confluent position 22.
[0037] The relief valve V17 of the system is shared with
the first output tube 41 and the second output tube 42.
That is, the starting end of the first relief fluid tube 39a is
connected to the first output tube 41, the starting end of
the second relief fluid tube 39b is connected to the second
output tube 42, the terminal ends of the first relief fluid
tube 39a and second relief fluid tube 39b are mutually
connected to each other, a drain tube communicating
with the tank 21 is connected to the terminal ends of the
first relief fluid tube 39a and second relief fluid tube 39b,
and a relief valve V17 is interposed in the drain tube. In
addition, the check valves V23 are interposed in the relief
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fluid tube 39a and the relief fluid tubes 39b. Meanwhile,
the relief valves may be provided individually for each of
the first output tube 41 and the second output tube 42.
[0038] Meanwhile, the hydraulic system of the working
machine 1 according to the present embodiment includes
a load sensing system. The load sensing system is a
system configured to control the output flow rate of the
first hydraulic pump 18 on the basis of the differential
pressure between the discharge pressure of the first hy-
draulic pump 18 and the maximum load pressure of the
traveling hydraulic actuators (the first traveling hydraulic
actuators MR and ML) and the working hydraulic actua-
tors (the dozer cylinder C1, the swing cylinder C2, the
boom cylinder C3, the arm cylinder C4, and the bucket
cylinder C5). More specifically, the load sensing system
includes a pressure compensation valve V12 provided
in each of the control valve V1 to V11, a regulator 20 for
controlling a swash plate of the first hydraulic pump 18,
a first unload valve V18 and a second unload valve V19,
a PPS signal shuttle valve V14, and a PLS signal shuttle
valve V15. In addition, the load sensing system employs
a load sensing system of after-orifice type in which the
pressure compensation valve V12 is arranged on the
downstream side of the pressured fluid supply to the di-
rection switching valves DV1 to DV11.
[0039] The load sensing system includes a PPS signal
transmitting means for transmitting the output pressure
of the first hydraulic pump 18 as the PPS signal pressure
to the regulator 20 and includes a PLS signal transmitting
means for transmitting the maximum load pressure, as
the PLS signal pressure, of the load pressures of the
control valves V1 to V11 to the regulator 20.
[0040] The PPS signal transmitting means has a PPS
signal shuttle valve V14. As shown in FIG. 3, an input
port 26 of the PPS signal shuttle valve V14 is connected
to the first output tube 41, an input port 27 of the PPS
signal shuttle valve V14 is connected to the second out-
put tube 42, the output port 28 of the PPS signal shuttle
valve V14 is connected to the regulator 20. Thus, when
the traveling independent valve V13 is in the confluence
position 22, the first output tube 41 and the second output
tube 42 of the first hydraulic pump 18 are in the same
pressure, and the output pressure of the first hydraulic
pump 18 is supplied from the opened one of the input
ports 26 and 27 of the PPS signal shuttle valve V14 to
the regulator 20.
[0041] In addition, when the traveling independent
valve V13 is in the independent supply position 23, the
higher one of the pressures of the first output tube 41
and the second output tube 42 is supplied to the regulator
20 via the PPS signal shuttle valve V14, or when the
pressure of the first output tube 41 and the pressure of
the second output tube 42 are equal to each other, the
output pressure of the first hydraulic pump 18 is supplied
from the opened one of the input ports 26 and 27 of the
PPS signal shuttle valve V14 to the regulator 20.
[0042] The PLS signal transmission means has a PLS
signal transmission fluid tube 46 for transmitting the load

pressures of the control valves V1 to V11 and includes
a PLS signal shuttle valve V 15. The PLS signal trans-
mission fluid tube 46 is connected to the pressure com-
pensation valve V12 in the control valves V1 to V11. In
addition, the PLS signal transmission fluid tube 46 cross-
es the traveling independent valve V13 in the inlet block.
[0043] The PLS signal transmission fluid tube 46 in-
cludes a first line 46a and a second line 46b. The first
line 46a is a line connected to one of the input ports 29
of the traveling independent valve V13 and the shuttle
valve V15 and extending from the PLS signal shuttle
valve V15 to the first SP control valve V1. The second
line 46b is a line connected to the other one of the input
ports 30 of the traveling independent valve V13 and the
PLS signal shuttle valve V15 and extending from the PLS
signal shuttle valve V15 to the second SP control valve
V11. When the traveling independent valve V13 is in the
independent supply position 23, the first line 46a and the
second line 46b are separated from each other, and when
the traveling independent valve V13 is in the confluent
position 22, the first line 46a and the second line 46b are
connected to each other. Meanwhile, the output port 31
of the PLS signal shuttle valve V15 is connected to the
regulator 20. Thus, when the traveling independent valve
V13 is in the confluent position 22, the maximum load
pressure of the hydraulic actuators controlled by each of
the control valves V1 to V11 of the valve device CV is
supplied to the regulator 20 from the opened one of the
input ports 29 and 30 of the PLS signal shuttle valve V15.
In addition, when the traveling independent valve V13 is
in the independent supply position 23, the higher one of
the pressures of the first line 46a and the second line 46b
is supplied to the regulator 20, or when the pressure of
the first line 46a and the pressure of the second line 46b
are equal to each other, the pressure is supplied to the
regulator 20 through the opened one of the input ports
29 and 30 of the PLS signal shuttle valve V15.
[0044] As described above, when the traveling inde-
pendent valve V13 is set to the confluence position 22
by the PPS signal shuttle valve V14 and the PLS signal
shuttle valve V15, the maximum load pressure of the hy-
draulic actuators ML, MR, and C3 to C5 and the output
pressure of the hydraulic pump 18 can be transmitted to
the regulator 20, and when the traveling independent
valve V13 is in the independent supply position 23, the
higher one of the load pressure of the travel motor MR
of the first traveling device 3R and the load pressure of
the hydraulic motor ML of the second traveling device 3L
can be transmitted to the regulator 20, and the higher
one of the output pressures of the first output port P1 and
the second output port P2 can be transmitted to the reg-
ulator 20.
[0045] As shown in FIG. 6, the hydraulic system in-
cludes a first operation device 44R for operating the first
traveling device 3R and a second operation device 44L
for operating the second traveling device 3L. The first
operation device 44R has a right traveling operation valve
V26 for adjusting the pilot pressure in accordance with
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the operation of the traveling lever 36R. The second op-
eration device 44L has a left traveling operation valve
V27 for adjusting the pilot pressure according to the op-
eration of the traveling lever 36L. The right traveling op-
eration valve V26 is constituted of a pilot valve for oper-
ating the first traveling device 3R, that is, the direction
switching valve DV6 of the traveling control valve V6.
The direction switching valve DV6 is a valve for control-
ling the pressured fluid to be supplied to the traveling
motor MR. The direction switching valve DV6 is, for ex-
ample, constituted of a three-position switching valve
configured to be switched between a first position 70a,
a second position 70b, and a neutral position 70c be-
tween the first position 70a and the second position 70b.
When the pilot pressure adjusted by the right traveling
operating valve V26 is applied to one of the pressure
receiving portion 37a and the pressure receiving portion
37b in the direction switching valve DV6, the direction
switching valve DV6 is switched from the neutral position
70c to the first position 70a or the second position 70b,
and thereby the pressured fluid is supplied to the traveling
motor MR.
[0046] The left traveling operation valve V27 is consti-
tuted of a pilot valve for operating the second traveling
device 3L, that is, the direction switching valve DV7 of
the traveling control valve V7. The direction switching
valve DV7 is a valve for controlling the pressured fluid to
be supplied to the traveling motor ML. The direction
switching valve DV7 is, for example, constituted of a
three-position switching valve configured to be switched
between a first position 70a, a second position 70b, and
a neutral position 70c between the first position 70a and
the second position 70b. When the pilot pressure adjust-
ed by the left traveling operating valve V27 is applied to
one of the pressure receiving portion 37a and the pres-
sure receiving portion 37b in the direction switching valve
DV7, the direction switching valve DV7 is switched from
the neutral position 70c to the first position 70a or the
second position 70b, and thereby the pressured fluid is
supplied to the traveling motor ML.
[0047] The hydraulic system is provided with a con-
necting fluid tube 72 for communicating the direction
switching valve DV6 and the direction switching valve
DV7 with each other in the case where the direction
switching valve DV6 is in the first position 70a and the
direction switching valve DV7 is in the first position 71a.
In addition, the hydraulic system is provided with a cou-
pling fluid tube 73 for communicating the direction switch-
ing valve DV6 and the direction switching valve DV7 with
each other in the case where the direction switching valve
DV6 is in the second position 70b and the direction
switching valve DV7 is in the second position 71b. Each
of the coupling fluid tubes 72 and 73 is provided with a
throttle portion 74.
[0048] The traveling bypass valve V 16 is constituted
of a hydraulic switching valve configured to be switched
by the pilot pressure of the right traveling operation valve
V26 and the left traveling operation valve V27. The

traveling bypass valve V16 is constituted of a switching
valve of direct-acting spool type. The traveling bypass
valve V16 is provided in the middle portion of the guide
fluid tube 47 that connects the first output tube 41 and
the second output tube 42 in parallel. That is, the traveling
bypass valve V16 is provided in parallel with the traveling
independent valve V13 between the first output tube 41
and the second output tube 42.
[0049] The traveling bypass valve V16 is configured to
be switched between a blocking position (the neutral po-
sition) 48a, a first allowing position 48b, and a second
allowing position 48c, the blocking position 48a blocking
flow of the pressured fluid in the guide fluid tube 47, the
first allowing position 48b allowing the pressured fluid on
the second output tube 42 side to flow to the first output
tube 41 through the guide fluid tube 47 and the check
valve 51, the second allowing position 48c allowing the
pressured fluid on the first output tube 41 side to flow to
the second output tube 42 through the guide fluid tube
47 and the check valve 52.
[0050] The pressure receiving portions 38a of the
traveling bypass valve V16 is connected to a first trans-
mission fluid tube 55a connected to the right traveling
operation valve V26, and the pressure receiving portion
38b of the traveling bypass valve V16 is connected to a
second transmission fluid tube 55b connected to the left
traveling operation valve V26. In this manner, in the case
where the travel lever 36R is operated without operating
the travel lever 36L (or when the operation amount of the
travel lever 36R is larger than the operation amount of
the travel lever 36L by a predetermined amount or more),
the pilot pressure is applied to the pressure receiving
portion 38a through the first transmission fluid tube 55a,
and the traveling bypass valve V16 is switched to the first
allowing position 48b. In addition, when the traveling le-
ver 36L is operated without operating the traveling lever
36R (or the operation amount of the traveling lever 36L
is larger than the operation amount of the traveling lever
36R by a predetermined amount or more), the pilot pres-
sure is applied to the pressure receiving portion 38b
through the second transmission fluid tube 55b, and the
traveling bypass valve V16 is switched to the second
allowing position 48c.
[0051] According to the above, by fully tilting the
traveling levers 36R and 36L in one way in the front-rear
direction (by moving the traveling lever 36L and the
traveling lever 36R in one way in the full stroke), the pilot
pressure from the traveling operation valves V26 and V27
is applied to the pressure receiving portions 37a of the
direction switching valves DV6 and DV7 of the traveling
control valves V6 and V7, the direction switching valves
DV6 and DV7 are switched from the neutral positions
70c and 71c to one of the switching positions 70a and
71a, and the pressured fluid is supplied to the traveling
motors ML and MR. In this manner, in the case where
the traveling lever 36L and the traveling lever 36R are
moved in one direction in the full stroke, the direction
switching valve DV6 and the direction switching valve
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DV7 are communicated with each other by the coupling
fluid tube 72, and thereby the pressured fluids to be sup-
plied to the traveling motors ML and MR are equalized
to improve the traveling straightness of the working ma-
chine 1.
[0052] In addition, by fully tilting the traveling levers
36R and 36L in the other way in the front-rear direction
(by moving the traveling lever 36L and the traveling lever
36R in the other way in the full stroke), the pilot pressures
from the traveling operation valves V26 and V27 are ap-
plied to the pressure receiving portions 37a of the direc-
tion switching valves DV6 and DV7 of the traveling control
valves V6 and V7, the direction switching valves DV6
and DV7 are switched from the neutral positions 70c and
71c to one of the switching positions 70b and 71b, and
the pressured fluid is supplied to the traveling motors ML
and MR. In this manner, in the case where the traveling
lever 36L and the traveling lever 36R are moved in the
other direction in the full stroke, the direction switching
valve DV6 and the direction switching valve DV7 are com-
municated with each other by the coupling fluid tube 73,
and thereby the pressured fluids to be supplied to the
traveling motors ML and MR are equalized to improve
the traveling straightness of the working machine 1.
[0053] In addition, by tilting the traveling levers 36R
and 36L one way or the other way in the front-rear direc-
tion by the same operation amount and by switching the
direction switching valves DV6 and DV7, the pressured
fluids are supplied to the traveling motors ML and MR,
and thereby the work machine 1 can be caused to travel
straight ahead.
[0054] For example, in the case of turning left from a
straight traveling state, the right traveling operation valve
V26 is operated so as to increase the revolution of the
hydraulic motor MR of the first traveling device 3R. In
that case, since the pilot pressure to be outputted from
the right traveling operation valve V26 is higher than the
pilot pressure to be outputted from the left traveling op-
eration valve V27, the traveling bypass valve V16 is
switched to the first allowing position 48b, and thereby
the output fluid from the second output port P2 Flows
from the second output tube 42 to the first output tube
41 through the guide fluid tube 47. Thus, in the case of
the left turn, the pressured fluid supply system to the hy-
draulic motor MR of the first traveling device 3R is kept
at a high pressure, and the flow rate of the first hydraulic
pump 18 can be controlled on the basis of the PLS signal
pressure from the right side and the PPS signal pressure.
Thus, for example, even in a case of the traveling oper-
ation in which the pressured fluid supply system to the
hydraulic motor ML of the first traveling device 3L tends
to be pressured to be higher than the pressured fluid
supply system to the hydraulic motor MR of the first
traveling device 3R such as the left turn from the forward
traveling advancing downward on a downhill, the turning
can be preferably performed with the pressured fluid sup-
ply system to the hydraulic motor MR of the first traveling
device 3R kept at a high pressure.

[0055] In addition, In the case of the right turn, the
traveling bypass valve V16 is switched to the second
allowing position 48c, and the output fluid from the first
output port P1 flows from the first output tube 41 to the
second output tube 42 through the guide fluid tube 47.
In this manner, in the case of the right turn, the pressured
fluid supply system to the hydraulic motor ML of the sec-
ond traveling device 3L is kept at a high pressure, and
the flow rate of the first hydraulic pump 18 can be con-
trolled on the basis of the PLS signal pressure from the
left side and the PPS signal pressure. Thus, for example,
even in a case of the traveling operation in which the
pressured fluid supply system to the hydraulic motor MR
of the first traveling device 3R tends to be pressured to
be higher than the pressured fluid supply system to the
hydraulic motor ML of the first traveling device 3L such
as the right turn from the forward traveling advancing
downward on a downhill, the right turning can be prefer-
ably performed.
[0056] As shown in FIG. 2 and FIG. 3, the working ma-
chine (the hydraulic system) 1 is provided with a correc-
tion mechanism 60A. The correction mechanism 60A is
configured to equalize both of the driving force of the
traveling motor MR (the first traveling hydraulic actuator)
and the driving force of the traveling motor ML (the sec-
ond traveling hydraulic actuator) in performing the
straight traveling operation in which the first operation
device 44R and the second operation device 44 are op-
erated in the same operation amount. For example, in
the case where the first traveling device 3R and the sec-
ond traveling device 3L are operated simultaneously to
perform the straight traveling, the correcting mechanism
60A corrects the pressure of the operating fluid (the pres-
sured fluid) to be supplied to the traveling motor MR and
the pressure of the operating fluid (the pressured fluid)
to be supplied to the traveling motor ML.
[0057] The correcting mechanism 60A is configured to
connect the first line 46a capable of transmitting the load
pressure of the traveling motor MR and the second line
46b capable of transmitting the load pressure of the
traveling motor ML at the time of straight traveling, where-
by the traveling straightness of the working machine 1 is
improved. In particular, the correction mechanism 60A
has a signal bypass fluid tube 61 and a first correction
switching valve 62. The signal bypass fluid tube 61 is a
fluid tube that bypasses the first line 46a and the second
line 46b, one end side is connected to the vicinity of the
input port 29 of the PLS signal shuttle valve V15, and the
other end side is connected to the vicinity of the input
port 30 of the PLS signal shuttle valve V15. The signal
bypass fluid tube 61 is provided with a throttle portion 63
for reducing a flow rate of the pressured fluid.
[0058] The first correction switching valve 62 is a
switching valve provided in the middle portion of the sig-
nal bypass fluid tube 61, is switched to the communicat-
ing position 62a in the straight traveling operation and in
the traveling neutral state (when neither the traveling le-
vers 36R and 36L are operated), the communicating po-
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sition 62a allowing the signal bypass fluid tube 61 to be
communicated, and is switched to the blocking position
62b in the right turning operation and in the left turning
operation (or when the operation amount of either one
of the traveling levers 36R and 36L is larger than the
operation amount of the other by a predetermined
amount), the blocking position 62b blocking the signal
bypass fluid tube 61. In particular, the first correction
switching valve 62 is configured to be switched in syn-
chronization with the switching of the traveling bypass
valve V16, and the spool of the first correction switching
valve 62 and the spool of the traveling bypass valve V16
are integrally formed. In the case where the traveling by-
pass valve V16 is in the blocking position 48a, the first
correction switching valve 62 is switched to the commu-
nicating position 62a, in the case where the traveling by-
pass valve V16 is in the first allowing position 48b, the
first correction switching valve 62 is switched to the first
blocking position 62b1, and in the case where the
traveling bypass valve V16 is in the second allowing po-
sition 48c, the first correction switching valve 62 is
switched to the second blocking position 62b2.
[0059] As described above, in the case where the
traveling levers 36R and 36L are operated with substan-
tially the same operation amount in the section from the
neutral position to the predetermined position less than
the full operation (in the intermediate operational region)
and thereby the working machine 1 is operated to travel
straight, the first correction switching valve 62 is in the
communicating position 62a when the spool of the
traveling bypass valve V16 is in the neutral position (in
the blocking position). Thus, the first line 46a for the PLS
signal and the second line 46b for the PLS signal are
communicated with each other through the signal bypass
fluid tube 61, the pilot pressure for the PLS signal is made
constant, and the pressured fluid to be supplied to the
traveling motor MR and the pressured fluid to be supplied
to the traveling motor ML are corrected so that the driving
force of the traveling motor MR and the driving force of
the traveling motor ML are substantially equal. Thus, the
pressures of the fluid tubes are corrected to improve the
traveling straightness of the working machine 1 even
when there are a capacity difference of the fluid tube, a
spool area difference, a leakage difference, and the like
between the fluid tube extending from the first output port
P1 of the first hydraulic pump 18 to the traveling motor
MR through the first output tube 41 and the fluid tube
extending from the second output port P2 to the traveling
motor ML through the second output tube 42. That is, it
is possible to improve the traveling straightness at the
time of the intermediate operation of the working machine
1 (the traveling straightness of the working machine 1 of
the case where the traveling levers 36R and 36L are op-
erated in the straight traveling operation in the interme-
diate operation area). Here, in the case where fine ad-
justment is performed in the situation where the traveling
levers 36R and 36L are being operated in the straight
traveling operation, the unload leakage controls by the

first unload valve V18 and the second unload valve V19
are equalized in both of the controls.

(Second Embodiment)

[0060] FIG. 7 shows a correction mechanism 60B ac-
cording to a second embodiment of the present invention.
It should be noted that the descriptions of the configura-
tions same as those of the first embodiment will be omit-
ted.
[0061] The correction mechanism 60B is configured to
connect the first output tube 41 and the second output
tube 42 to each other separately from the traveling inde-
pendent valve V13, the first output tube 41 being con-
nected to the first output port P1 of the first hydraulic
pump 18, the second output tube 42 being connected to
the second output port P2 of the first hydraulic pump 18,
and thereby the traveling straightness of the working ma-
chine is improved.
[0062] In particular, the correction mechanism 60B in-
cludes an output bypass fluid tube 65 and a second cor-
rection switching valve 66. The discharge bypass fluid
tube 65 is a fluid tube connecting the first output tube 41
and the second output tube 42 to each other, one end
side of the discharge bypass fluid tube 65 is connected
to one side (the first output tube 41 side) of the traveling
bypass valve V16 in the guide fluid tube 47, and the other
end side is connected to the other side (the second output
tube 42 side) of the traveling bypass valve V16. The out-
put bypass fluid tube 65 is provided with a throttle portion
67 for reducing the flow rate of pressured fluid.
[0063] The second correction switching valve 66 is a
switching valve provided in the middle portion of the out-
put bypass oil path 65, is switched to the communicating
position 66a in the straight traveling operation and in the
traveling neutral state (when neither the traveling levers
36R and 36L are operated), the communicating position
66a allowing the signal bypass fluid tube 65 to be com-
municated, and is switched to the blocking position 66b
in the right turning operation and in the left turning oper-
ation (or when the operation amount of either one of the
traveling levers 36R and 36L is larger than the operation
amount of the other by a predetermined amount), the
blocking position 66b blocking the signal bypass fluid
tube 65. In particular, the second correction switching
valve 66 is configured to be switched in synchronization
with the switching of the traveling bypass valve V16, and
the spool of the second correction switching valve 66 and
the spool of the traveling bypass valve V16 are integrally
formed. In the case where the traveling bypass valve V16
is in the blocking position 48a, the second correction
switching valve 66 is switched to the communicating po-
sition 66a, in the case where the traveling bypass valve
V16 is in the first allowing position 48b, the second cor-
rection switching valve 66 is switched to the first blocking
position 66b1, and in the case where the traveling bypass
valve V16 is in the second allowing position 48c, the sec-
ond correction switching valve 66 is switched to the sec-
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ond blocking position 66b2.
[0064] As described above, in the case where the
traveling levers 36R and 36L are operated with substan-
tially the same operation amount in the section from the
neutral position to the predetermined position less than
the full operation (in the intermediate operational region)
and thereby the working machine 1 is operated to travel
straight, the second correction switching valve 66 is in
the communicating position 66a when the spool of the
traveling bypass valve V16 is in the neutral position (in
the blocking position). Thus, the first output tube 41 and
the second output tube 42 are communicated with each
other through the output bypass fluid tube 65, the pres-
sures of the first output tube 41 and the second output
tube 42 are made constant. In this manner, the pressure
of the operation fluid to be supplied to the traveling motor
MR and the pressure of the operation fluid to be supplied
to the traveling motor ML are corrected to equalize the
driving force of the traveling motor MR and the driving
force of the traveling motor ML even when there are a
flow rate difference of the fluid tube, a displacement dif-
ference between the traveling motors MR and ML, a
spoor area difference, a leakage difference, and the like
between the fluid tube extending from the first output port
P1 of the first hydraulic pump 18 to the traveling motor
MR through the first output tube 41 and the fluid tube
extending from the second output port P2 to the traveling
motor ML through the second output tube 42, and thereby
the traveling straightness of the working machine 1 is
improved.

(Third Embodiment)

[0065] FIG. 8 shows a correction mechanism 60C ac-
cording to a third embodiment of the present invention.
It should be noted that the descriptions of the configura-
tions same as those of the first embodiment and the sec-
ond embodiment will be omitted.
[0066] The correction mechanism 60C connects the
first line 46a and the second line 46b to each other at the
time of straight traveling and connects the first output
tube 41 and the second output tube 42 to each other,
thereby improving the traveling straightness of the work-
ing machine 1. In particular, the correction mechanism
60C has a signal bypass fluid tube 61, an output bypass
fluid tube 65, and a third correction switching valve 68.
The signal bypass fluid tube 61A is provided with a throttle
portion 63, and the discharge bypass fluid tube 65 is pro-
vided with a throttle portion 67.
[0067] The third correction switching valve 68 is a
switching valve provided in the middle portion of the out-
put bypass fluid tube 65, is switched to the communicat-
ing position 68a in the straight traveling operation and in
the traveling neutral state (when neither the traveling le-
vers 36R and 36L are operated), the communicating po-
sition 62a allowing both of the signal bypass fluid tube
61 and the output bypass fluid tube 65 to be communi-
cated, and is switched to the blocking position 68b in the

right turning operation and in the left turning operation
(or when the operation amount of either one of the
traveling levers 36R and 36L is larger than the operation
amount of the other by a predetermined amount), the
blocking position 68b blocking both of the signal bypass
fluid tube 61 and the output bypass fluid tube 65. In par-
ticular, the third correction switching valve 68 is config-
ured to be switched in synchronization with the switching
of the traveling bypass valve V16, and the spool of the
third correction switching valve 68 and the spool of the
traveling bypass valve V16 are integrally formed. In the
case where the traveling bypass valve V16 is in the block-
ing position 48a, the third correction switching valve 68
is switched to the communicating position 68a, and in
the case where the traveling bypass valve V16 is in the
first allowing position 48b, the third correction switching
valve 68 is switched to the first blocking position 68b1,
and further in the case where the traveling bypass valve
V16 is in the second allowing position 48c, the third cor-
rection switching valve 68 is switched to the second
blocking position 68b2.
[0068] As described above, in the case where the
traveling levers 36R and 36L are operated with substan-
tially the same operation amount from the neutral position
in the intermediate operational region and thereby the
working machine 1 is operated to travel straight, the third
correction switching valve 68 is in the communicating
position 68a when the spool of the traveling bypass valve
V16 is in the neutral position (in the blocking position).
Thus, not only the first line 46a for the PLS signal and
the second line 46b for the PLS signal are communicated
with each other through the signal bypass fluid tube 61,
but also the first output tube 41 and the second output
tube 42 are communicated with each other by the output
bypass fluid tube 65. In this manner, the driving force of
the traveling motor MR and the driving force of the
traveling motor ML can be provided equally, thereby the
traveling straightness of the working machine 1 is im-
proved.
[0069] In the above description, the embodiment of the
present invention has been explained. However, all the
features of the embodiment disclosed in this application
should be considered just as examples, and the embod-
iment does not restrict the present invention accordingly.
A scope of the present invention is shown not in the
above-described embodiment but in claims, and is in-
tended to include all modifications within and equivalent
to a scope of the claims. For example, the traveling by-
pass valve V16 is switched by the pilot fluid from the
traveling operation valves V26 and V27; however, the
operations of the traveling levers 36R and 36L may be
detected by the detection device, and then the traveling
bypass valve V16 may be electrically switched on the
basis of the detected signal. That is, the travel operation
valves V26 and V27 may be constituted of sensors con-
figured to detect the operations of the traveling levers
36R and 36L, and the traveling bypass valve V16 may
be constituted of an electromagnetic switching valve con-
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figured to be switched on the basis of the sensors. In
addition, the first correction switching valve 62, the sec-
ond correction switching valve 66, and the third correction
switching valve 68 may also be constituted of the elec-
tromagnetic switching valves that are configured to be
electrically switched. In that case, either one of the
traveling bypass valve V16 and the correction switching
valve (the first correction switching valve 62, the second
correction switching valve 66) may be constituted of the
electromagnetic switching valve, or both of the traveling
bypass valve V16 and the correction switching valve may
be constituted of the electromagnetic switching valve.

[DESCRIPTION OF THE REFERENCE NUMERAL]

[0070]

1 Working machine
3R First traveling device
3L Second traveling device
22 Confluent position
23 Independent supply position
41 First output tube
42 Second output tube
44R First operation device
44L Second operation device
46a First line
46b Second line
47 Guide fluid tube
48a Blocking position (Neutral position)
48b First allowing position
48c second allowing position
60A Correction mechanism
60B Correction mechanism
60C Correction mechanism
61 Signal bypass fluid tube
62 First correction switching valve
62a Communicating position
62b Blocking position
62b1 First blocking position
62b2 Second blocking position
63 Throttle portion
65 Output bypass fluid tube
66 Second correction switching valve
66a Communicating position
66b Blocking position
67 Throttle portion
68 Third correction switching valve
MR Traveling motor (First traveling hydraulic actua-

tor)
ML Traveling motor (Second traveling hydraulic ac-

tuator)
V13 Traveling independent valve
V16 Traveling bypass valve

Claims

1. A working machine (1) comprising:

a hydraulic pump (18, 19);
a first traveling device (3R) configured to be driv-
en by a first traveling hydraulic actuator (MR);
a second traveling device (3L) configured to be
driven by a second traveling hydraulic actuator
(ML);
a first output tube (41) configured to connect a
first output port (P1) of the hydraulic pump (18,
19) to the first traveling hydraulic actuator (MR);
a second output tube (42) configured to connect
a second output port (P2) of the hydraulic pump
(18, 19) to the second traveling hydraulic actu-
ator (ML);
a first operation device (44R) configured to op-
erate the first traveling device (3R);
a second operation device (44L) configured to
operate the second traveling device (3L); and
a correction mechanism (60A, 60B, 60C) con-
figured to equalize a driving force of the first
traveling hydraulic actuator (MR) and another
driving force of the second traveling hydraulic
actuator (ML) when the first operation device
(44R) and the second operation device (44L)
are operated each at same operation extents to
perform a straight-traveling operation.

2. The working machine (1) according to claim 1, com-
prising
a traveling bypass valve (V16) configured to be
switched between:

a blocking position (66b) blocking, in the
straight-traveling operation, supply of a pres-
sured fluid between the first output tube (41) and
the second output tube (42);
a first switching position (70a, 70b, 71a, 71b), in
a right-turning operation, allowing the pressured
fluid to flow from the second output tube (42) to
the first output tube (41) and blocking the pres-
sured fluid from flowing from the first output tube
(41) to the second output tube (42); and
a second switching position (70a, 70b, 71a,
71b), in a left-turning operation, allowing the
pressured fluid to flow from the first output tube
(41) to the second output tube (42) and blocking
the pressured fluid from flowing from the second
output tube (42) to the first output tube (41).

3. The working machine (1) according to claim 1 or 2,
comprising:

a working device (4) configured to be driven by
an working hydraulic actuator (C1, C2, C3, C4,
C5); and
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a traveling independent valve (V13) configured
to be switched between:

a confluent position (22) allowing the pres-
sured fluid from the first output port (P1) and
the pressured fluid from the second output
port (P2) to be confluent with each other and
allowing the pressured fluids to be supplied
to the first traveling hydraulic actuator (MR),
the second traveling hydraulic actuator
(ML), and the working hydraulic actuator
(C1, C2, C3, C4, C5); and
an independent supply position (23) inde-
pendently allowing the pressured fluid from
the first output port (P1) to be supplied to
the first traveling hydraulic actuator (MR)
and independently allowing the pressured
fluid from the second output port (P2) to be
supplied to the second traveling hydraulic
actuator (ML).

4. The working machine (1) according to claim 3, com-
prising:

a load sensing system configured to control an
output flow rate of the hydraulic pump (18, 19)
based on a differential pressure between a high-
est load pressure of the second traveling hy-
draulic actuator (ML) and the working hydraulic
actuator (C1, C2, C3, C4, C5) and an output
pressure of the hydraulic pump (18, 19),
wherein the correction mechanism (60A, 60B,
60C) is configured to connect a first line (46a)
to a second line (46b) in the straight-traveling
operation,

the first line (46a) being configured to trans-
mit a load pressure of the first traveling hy-
draulic actuator (MR),
the second line (46b) being configured to
transmit a load pressure of the second
traveling hydraulic actuator (ML).

5. The working machine (1) according to claim 4,
wherein the correction mechanism (60A, 60B, 60C)
includes:

a signal bypass fluid tube (61) connecting the
first line (46a) to the second line (46b); and
a first correction switching valve (62) arranged
on the signal bypass fluid tube (61) and config-
ured to be switched between a communicating
position (66a) and a blocking position (66b),
the communicating position (66a) allowing the
signal bypass fluid tube (61) to be opened in the
straight-traveling operation,
the blocking position (66b) allowing the signal
bypass fluid tube (61) to be closed in the right-

turning operation and the left-turning operation.

6. The working machine (1) according to claim 2, com-
prising
a load sensing system configured to control an out-
put flow rate of the hydraulic pump (18, 19) based
on a differential pressure between a highest load
pressure of the second traveling hydraulic actuator
(ML) and the working hydraulic actuator (C1, C2, C3,
C4, C5) and an output pressure of the hydraulic
pump (18, 19),
wherein the correction mechanism (60A, 60B, 60C)
includes:

a signal bypass fluid tube (61) connecting a first
line (46a) to a second line (46b),

the first line (46a) being configured to trans-
mit a load pressure of the first traveling hy-
draulic actuator (MR),
the second line (46b) being configured to
transmit a load pressure of the second
traveling hydraulic actuator (ML); and

a first correction switching valve (62)arranged
on the signal bypass fluid tube (61) and config-
ured to be switched between a communicating
position (66a) and a blocking position (66b),

the communicating position (66a) allowing
the signal bypass fluid tube (61) to be
opened in the straight-traveling operation,
the blocking position (66b) allowing the sig-
nal bypass fluid tube (61) to be closed in the
right-turning operation and the left-turning
operation,

wherein a spool of the traveling bypass valve (V16)
and a spool of the first correction switching valve (62)
are integrally provided.

7. The working machine (1) according to claim 5 or 6,
wherein the signal bypass fluid tube (61) includes
a throttle portion (63) configured to reduce a flow
rate of the pressured fluid.

8. The working machine (1) according to any one of
claims 1 to 7,
wherein the correction mechanism (60A, 60B, 60C)
is configured to connect the first output tube (41) to
the second output tube (42) in the straight-traveling
operation.

9. The working machine (1) according to claim 8,
wherein the correction mechanism (60A, 60B, 60C)
includes:

an output bypass fluid tube (65) connecting the
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first output tube (41) to the second output tube
(42); and
a second correction switching valve (66) ar-
ranged on the output bypass fluid tube (65) and
configured to be switched between a communi-
cating position (66a) and a blocking position
(66b),

the communicating position (66a) allowing
the output bypass fluid tube (65) to be
opened in the straight-traveling operation,
the blocking position (66b) allowing the out-
put bypass fluid tube (65) to be closed in
the right-turning operation and the left-turn-
ing operation.

10. The working machine (1) according to claim 2,
wherein the correction mechanism (60A, 60B, 60C)
includes:

an output bypass fluid tube (65) connecting the
first output tube (41) to the second output tube
(42); and
a second correction switching valve (66) ar-
ranged on the output bypass fluid tube (65) and
configured to be switched between a communi-
cating position (66a) and a blocking position
(66b),

the communicating position (66a) allowing
the output bypass fluid tube (65) to be
opened in the straight-traveling operation,
the blocking position (66b) allowing the out-
put bypass fluid tube (65) to be closed in
the right-turning operation and the left-turn-
ing operation,

and wherein a spool of the traveling bypass valve
(V16) and a spool of the second correction switching
valve (66) are integrally provided.

11. The working machine (1) according to claim 4,
wherein the correction mechanism (60A, 60B, 60C)
includes:

a signal bypass fluid tube (61) connecting the
first line (46a) to the second line (46b);
an output bypass fluid tube (65) connecting the
first output tube (41) to the second output tube
(42); and
a third correction switching valve (68) arranged
on the signal bypass fluid tube (61) and the out-
put bypass fluid tube (65) and configured to be
switched between a communicating position
(66a) and a blocking position (66b),
the communicating position (66a) allowing the
signal bypass fluid tube (61) and the output by-
pass fluid tube (65) to be opened in the straight-

traveling operation,
the blocking position (66b) allowing the signal
bypass fluid tube (61) and the output bypass flu-
id tube (65) to be closed in the right-turning op-
eration and the left-turning operation.

12. The working machine (1) according to any one of
claims 9 to 11
wherein the output bypass fluid tube (65) includes
a throttle portion (67) configured to reduce a flow
rate of the pressured fluid.
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