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(54) LIGHT TRANSMITTING SOLAR CELL AND PREPARATION METHOD THEREOF

(57) The present disclosure discloses a light-trans-
mitting solar cell and a preparation method thereof. The
light-transmitting solar cell includes: a substrate; a plu-
rality of first electrodes; a plurality of light absorbing mod-
ules, each of the light absorbing modules corresponding
to each of the first electrodes one to one, and a first ter-
minal of the first electrode corresponding to a first termi-
nal of each of the light absorbing modules extending out
by a preset length to form a conductively connected ter-
minal; the light absorbing module coating an area of the
corresponding first electrode except for the conductively
connected terminal; and a plurality of light-transmitting
second electrodes arranged on the light absorbing mod-

ules at intervals and filled between two adjacent first elec-
trodes and between two adjacent light absorbing mod-
ules, each of the second electrodes corresponding to
each of the first electrodes one to one. By arranging a
plurality of first electrodes, a plurality of light absorbing
modules and a plurality of second electrodes on the sub-
strate at intervals, and by filling a light-transmitting sec-
ond electrode into a divided region between the first elec-
trode and the light absorbing module, light rays may pass
through the second electrode of the divided region and
the substrate, such that the solar cell has the function of
light transmission.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of
photovoltaic cell processing, and more particularly, to a
light-transmitting solar cell and a preparation method
thereof.

BACKGROUND

[0002] CIGS (short for solar thin-film cell CuInxGa(1-
x)Se2, mainly made up of Cu, In, Ga and Se) photovoltaic
cell is high in power generation efficiency, mature in fab-
rication technology, and thus is one of mainstream pho-
tovoltaic cells at present. In the CIGS photovoltaic cell,
glass is mainly used as a substrate, and on the glass
there are plated with a molybdenum (Mo) layer, a CIGS
layer, a cadmium sulfide (CdS) layer, and a transparent
conductive oxide (TCO) layer, wherein the TCO layer is
a light receiving face.
[0003] Currently, the photovoltaic cells not only are
used in power stations for power generation, but also are
demanded for making a glass curtain wall. When making
the glass curtain wall, not only requirements for power
generation need to be taken into account, but also re-
quirements for aesthetic sense and light transmission
need to be taken into account.
[0004] The existing CIGS photovoltaic cells generally
are black, are impossible for light transmission, and thus
cannot satisfy actual demands.

SUMMARY

[0005] An objective of the present disclosure is to pro-
vide a light-transmitting solar cell and a preparation meth-
od thereof to solve the problems in the prior art, to enable
the cell to transmit light, and to satisfy actual demands.
[0006] In one aspect, the present disclosure provides
a light-transmitting solar cell, which includes:

a substrate;
a plurality of first electrodes arranged on the sub-
strate at intervals;
a plurality of light absorbing modules arranged on
the first electrodes at intervals, each of the light ab-
sorbing modules corresponding to each of the first
electrodes one to one, and a first terminal of the first
electrode corresponding to a first terminal of each of
the light absorbing modules extending out by a pre-
set length to form a conductively connected terminal;
the light absorbing module coating an area of the
corresponding first electrode except for the conduc-
tively connected terminal; and a plurality of light-
transmitting second electrodes arranged on the light
absorbing modules at intervals and filled between
two adjacent first electrodes and between two adja-
cent light absorbing modules, each of the second

electrodes corresponding to each of the first elec-
trodes one to one.

[0007] Preferably, the preset length is greater than 0
mm and less than or equal to 100mm.
[0008] Preferably, an interval of two adjacent second
electrodes is positioned above the first electrode.
[0009] Preferably, the interval of the two adjacent sec-
ond electrodes extends downward, passes through the
light absorbing module above the first electrode and ex-
tends to an upper surface of the first electrode.
[0010] Preferably, an opening between two adjacent
light absorbing modules is partially overlapped with an
opening between two adjacent first electrodes.
[0011] Preferably, the substrate includes substrate
glass, the first electrode includes a molybdenum layer,
the light absorbing module includes a copper indium gal-
lium selenium (CIGS) layer and a cadmium sulfide layer,
and the second electrode includes a transparent conduc-
tive oxide (TCO) layer.
[0012] In another aspect, the present disclosure also
provides a method for preparing a light-transmitting solar
cell, which includes:

forming a first electrode layer on a substrate;
dividing the first electrode layer into a plurality of first
electrodes distributed at intervals;
forming a light absorbing layer on the first electrode;
dividing the light absorbing layer into a plurality of
light absorbing modules corresponding to each of
the first electrodes one to one, and the formed light
absorbing module coating an area of the correspond-
ing first electrode except for a conductively connect-
ed terminal;
forming a light-transmitting second electrode layer
on the light absorbing module, between two adjacent
first electrodes and between two adjacent light ab-
sorbing modules; and
dividing the second electrode layer into a plurality of
spaced second electrodes.

[0013] Preferably, dividing the light absorbing layer in-
to a plurality of light absorbing modules corresponding
to each of the first electrodes one to one, and the formed
light absorbing module coating an area of the corre-
sponding first electrode except for a conductively con-
nected terminal specifically include:

dividing the light absorbing layer at a location corre-
sponding to an interval between the first electrodes,
and a portion of the divided light absorbing layer cor-
responding to each of the first electrodes including:
a first portion positioned on the corresponding first
electrode and a second portion coating a first side
of the corresponding first electrode, the first side be-
ing a side opposite to a side where the first electrode
is provided with the conductively connected terminal;
and
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removing the light absorbing layer on the conduc-
tively connected terminal of each first electrode to
form the light absorbing module.

[0014] Preferably, the division is implemented by etch-
ing using laser or an etching knife.
[0015] Preferably, the substrate includes substrate
glass, the first electrode includes a molybdenum layer,
the light absorbing module includes a copper indium gal-
lium selenium (CIGS) layer and a cadmium sulfide layer,
and the second electrode includes a transparent conduc-
tive oxide (TCO) layer.
[0016] According to the light-transmitting solar cell and
the preparation method thereof provided by the present
disclosure, by arranging a plurality of first electrodes, a
plurality of light absorbing modules and a plurality of sec-
ond electrodes on the substrate at intervals, and by filling
a light-transmitting second electrode into a divided region
between the first electrode and the light absorbing mod-
ule, light rays may pass through the second electrode of
the divided region and the substrate, such that the solar
cell has the function of light transmission, and the actual
demands for light transmission and so on may be satis-
fied.

BRIEF DESCRIPTION OF THE DRAWING

[0017]

FIG. 1 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 2 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 3 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 4 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 5 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 6 is a schematic structural diagram of a prepa-
ration process of a light-transmitting solar cell ac-
cording to an embodiment of the present disclosure;
FIG. 7 is a schematic structural diagram of a light-
transmitting solar cell according to an embodiment
of the present disclosure; and
FIG. 8 is a schematic flow chart of a method for pre-
paring a light-transmitting solar cell according to an
embodiment of the present disclosure.

[0018] Reference numbers in the attached drawings:
1-substrate, 2-first electrode, 21-first terminal, 22-second
terminal, 23-conductively connected terminal, 3-light ab-
sorbing module, 4-second electrode, 5-first electrode lay-

er, 6-light absorbing layer, and 7-second electrode layer.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0019] The embodiments of the disclosure will be de-
scribed in detail as below. Examples of the embodiments
are as shown in drawings, in which same or similar ref-
erence numbers always represent same or similar ele-
ments or elements with same or similar functions. The
embodiments described with reference to the drawings
are exemplary, just used for explaining the disclosure,
not for limiting the disclosure.

Embodiment I

[0020] As shown in FIG. 7, an embodiment of the
present disclosure provides a light-transmitting solar cell,
which includes: a substrate 1;
a plurality of first electrodes 2 arranged on the substrate
1 at intervals;
a plurality of light absorbing modules 3 arranged on the
first electrodes 2 at intervals, wherein each of the light
absorbing modules 3 corresponds to each of the first
electrodes 2 one to one, and a first terminal of the first
electrode 2 corresponding to a first terminal of each of
the light absorbing modules 3 extends out by a preset
length to form a conductively connected terminal 23; the
light absorbing module 3 coating an area of the corre-
sponding first electrode 2 except for the conductively con-
nected terminal 23; and a plurality of light-transmitting
second electrodes 4 arranged on the light absorbing
modules 3 at intervals and filled between two adjacent
first electrodes 2 and between two adjacent light absorb-
ing modules 3, each of the second electrodes 4 corre-
sponding to each of the first electrodes 2 one to one.
[0021] As shown in FIG. 7, the first terminal 21 is the
left edge of the first electrode 2, whereas the second
terminal 22 is the right edge of the first electrode 2. The
conductively connected terminal 23 is arranged above
the first terminal 21 of the first electrode 2, that is, the
light absorbing modules 3 above the left edge of the first
electrode 2 are completely removed to form the conduc-
tively connected terminal 23. Preferably, the preset
length is greater than 0 mm and less than or equal to
100mm. The second electrode 4 is filled into the conduc-
tively connected terminal 23, the first electrode 2 below
and the second electrode 4 on the left come into contact
to be conductive by means of the conductively connected
terminal 23, and so on, such that power generation re-
gions (including the first electrode 2 and the second elec-
trode 4) are connected in series. The light absorbing mod-
ule 3 coats the second terminal 22 of the first electrode
2, that is, the right edge and the upper surface of the first
electrode 2, such that the light absorbing module 3 insu-
lates the first electrode 2 from the second electrode 4 to
prevent from producing a short circuit due to a fact that
the first electrode 2 and the second electrode 4 come
into contact to be conductive.
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[0022] Preferably, an opening between two adjacent
light absorbing modules 3 is partially overlapped with an
opening between two adjacent first electrodes 2. The
opening is an opening at the interval, and the two open-
ings are partially overlapped with the purpose of allowing
each of the first electrodes 2 to be corresponding to the
light absorbing module 3 one to one. The power gener-
ation regions are connected in series, whereas a distance
from the right edge of the light absorbing module 3 to the
left edge of the first electrode 2 on the right of the light
absorbing module 3 generally is set to be 5mm, and those
skilled in the art may realize that the distance is not spe-
cifically limited but is flexibly set according to actual
needs.
[0023] In the light-transmitting solar cell provided by
the present disclosure, by arranging a plurality of first
electrodes 2, a plurality of light absorbing modules 3 and
a plurality of second electrodes 4 on the substrate 1 at
intervals, and by filling a light-transmitting second elec-
trode 4 into a divided region between the first electrode
2 and the light absorbing module 3, light rays may pass
through the second electrode 4 of the divided region and
the substrate 1, that is, a light transmitting region is
formed between two adjacent first electrodes 2, between
two adjacent light absorbing modules 3 and at the con-
ductively connected terminal 23, such that the solar cell
has the function of light transmission, and the actual de-
mands for light transmission and so on may be satisfied.
[0024] Preferably, an interval of two adjacent second
electrodes 4 is positioned above the first electrode 2.
Preferably, the interval of the two adjacent second elec-
trodes 4 extends downward, passes through the light ab-
sorbing module 3 above the first electrode 2 and extends
to an upper surface of the first electrode 2. By way of
such an arrangement, it is ensured that the second elec-
trodes 4 are insulated, meanwhile, in consideration of
actual operation convenience, the interval may be formed
by completely removing the light absorbing modules 3
above a part of the first electrodes 2 and the second
electrodes 4.
[0025] Preferably, the substrate 1 includes substrate
glass, the first electrode 2 includes a molybdenum layer,
the light absorbing module 3 includes a copper indium
gallium selenium (CIGS) layer and a cadmium sulfide
layer, and the second electrode 4 includes a transparent
conductive oxide (TCO) layer.

Embodiment II

[0026] As shown in FIG. 8, or referring to FIG. 1-FIG.
7, another embodiment of the present disclosure also
provides a method for preparing a light-transmitting solar
cell, which includes:

Step S801: forming a first electrode layer 5 on a sub-
strate 1;
Step S802: dividing the first electrode layer 5 into a
plurality of first electrodes 2 distributed at intervals;

Step S803: forming a light absorbing layer 6 on the
first electrode 2, wherein the light absorbing layer 6
may be formed by way of film coating;
Step S804: dividing the light absorbing layer 6 into
a plurality of light absorbing modules 3 correspond-
ing to each of the first electrodes 2 one to one, and
the formed light absorbing module 3 coating an area
of the corresponding first electrode 2 except for a
conductively connected terminal 23;
Step S805: forming a light-transmitting second elec-
trode layer 7 on the light absorbing module 3, be-
tween two adjacent first electrodes 2 and between
two adjacent light absorbing modules 3; and
Step S806: dividing the second electrode layer 7 into
a plurality of spaced second electrodes 4.

[0027] Preferably, Step S804 of dividing the light ab-
sorbing layer 6 into a plurality of light absorbing modules
3 corresponding to each of the first electrodes 2 one to
one, and the formed light absorbing module 3 coating an
area of the corresponding first electrode 2 except for a
conductively connected terminal 23 specifically include:

dividing the light absorbing layer 6 at a location cor-
responding to an interval between the first electrodes
2, and a portion of the divided light absorbing layer
6 corresponding to each of the first electrodes 2 in-
cluding: a first portion positioned on the correspond-
ing first electrode 2 and a second portion coating a
first side of the corresponding first electrode 2, the
first side being a side opposite to a side where the
first electrode 2 is provided with the conductively
connected terminal 23; and
removing the light absorbing layer 6 on the conduc-
tively connected terminal 23 of each first electrode
2 to form the light absorbing module 3.

[0028] Preferably, the division is implemented by etch-
ing using laser or an etching knife. Etching using an etch-
ing knife generally refers to removing each film layer by
means of mechanical tools such as a scraper.
[0029] Preferably, the substrate 1 includes substrate
glass, the first electrode 2 includes a molybdenum layer,
the light absorbing module 3 includes a copper indium
gallium selenium (CIGS) thin-film solar cell layer and a
cadmium sulfide layer, and the second electrode 4 in-
cludes a transparent conductive oxide (TCO) layer. Pref-
erably, the second electrode 4 also may be an indium tin
oxide (ITO) semiconductor transparent conductive film
layer.
[0030] A light transmitting region is formed by removing
the portion between two first electrodes 2 and removing
the portion between two light absorbing modules 3
(namely, by dividing) to make preparations for filling the
second electrode 4. Removing the light absorbing mod-
ule 3 above the first terminal 21 of each first electrode 2
is in order to form the conductively connected terminal
23, namely, to form the molybdenum layer serving as a
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connection point for series connection between the pow-
er generation regions. The first side of the first electrode
2 is the upper portion and the right edge of the location
where the second terminal 22 of the first electrode 2 is.
The TCO layer is selected and used as the second elec-
trode 4 due to its better light permeability and electrical
conductivity.
[0031] The solar cell prepared by using the method for
preparing a light-transmitting solar cell provided by the
present disclosure has the function of light transmission,
and thus satisfies actual demands for light transmission
and power generation or the like, and is simple and con-
venient in technology, and is lower in cost.
[0032] The above embodiments as shown in the draw-
ings illustrate the structure, the features and the effects
of the light-transmitting solar cell in detail, and the above
embodiments are merely preferred embodiments of the
present disclosure. However, the present disclosure
does not limit the scope of implementation according to
what is shown in the figures. Any modifications made in
accordance with the conception of the present disclosure
or equivalent embodiments revised as equivalent chang-
es shall fall within the scope of protection of the present
disclosure as long as they are within the spirit of the spec-
ification and the spirit covered by the drawings.

Claims

1. A light-transmitting solar cell, comprising:

a substrate (1);
a plurality of first electrodes (2) arranged on the
substrate (1) at intervals;
a plurality of light absorbing modules (3) ar-
ranged on the first electrodes (2) at intervals,
each of the light absorbing modules (3) corre-
sponding to each of the first electrodes (2) one
to one, and a first terminal of the first electrode
(2) corresponding to a first terminal of each of
the light absorbing modules (3) extending out
by a preset length to form a conductively con-
nected terminal (23); the light absorbing module
(3) coating an area of the corresponding first
electrode (2) except for the conductively con-
nected terminal (23); and
a plurality of light-transmitting second elec-
trodes (4) arranged on the light absorbing mod-
ules (3) at intervals and filled between two ad-
jacent first electrodes (2) and between two ad-
jacent light absorbing modules (3), each of the
second electrodes (4) corresponding to each of
the first electrodes (2) one to one.

2. The light-transmitting solar cell according to claim 1,
wherein the preset length is greater than 0 mm and
less than or equal to 100mm.

3. The light-transmitting solar cell according to claim 1,
wherein an interval of two adjacent second elec-
trodes (4) is positioned above the first electrode (2).

4. The light-transmitting solar cell according to claim 3,
wherein the interval of the two adjacent second elec-
trodes (4) extends downward, passes through the
light absorbing module (3) above the first electrode
(2) and extends to an upper surface of the first elec-
trode (2).

5. The light-transmitting solar cell according to claim 1,
wherein an opening between two adjacent light ab-
sorbing modules (3) is partially overlapped with an
opening between two adjacent first electrodes (2).

6. The light-transmitting solar cell according to claim 1,
wherein the substrate (1) comprises substrate glass,
the first electrode (2) comprises a molybdenum lay-
er, the light absorbing module (3) comprises a cop-
per indium gallium selenium (CIGS) layer and a cad-
mium sulfide layer, and the second electrode (4)
comprises a transparent conductive oxide (TCO)
layer.

7. A method for preparing a light-transmitting solar cell,
comprising:

forming a first electrode layer (5) on a substrate
(1);
dividing the first electrode layer (5) into a plurality
of first electrodes (2) distributed at intervals;
forming a light absorbing layer (6) on the first
electrode (2);
dividing the light absorbing layer (6) into a plu-
rality of light absorbing modules (3) correspond-
ing to each of the first electrodes (2) one to one,
and the formed light absorbing module coating
an area of the corresponding first electrode (2)
except for a conductively connected terminal
(23);
forming a light-transmitting second electrode
layer (7) on the light absorbing module, between
two adjacent first electrodes (2) and between
two adjacent light absorbing modules (3); and
dividing the second electrode layer (7) into a plu-
rality of spaced second electrodes (4).

8. The preparation method according to claim 7, where-
in the dividing the light absorbing layer (6) into a plu-
rality of light absorbing modules (3) corresponding
to each of the first electrodes (2) one to one, and the
formed light absorbing module coating an area of
the corresponding first electrode (2) except for a con-
ductively connected terminal (23) specifically com-
prise:

dividing the light absorbing layer (6) at a location

7 8 



EP 3 525 242 A1

6

5

10

15

20

25

30

35

40

45

50

55

corresponding to an interval between the first
electrodes (2), and a portion of the divided light
absorbing layer (6) corresponding to each of the
first electrodes (2) comprising: a first portion po-
sitioned on the corresponding first electrode (2)
and a second portion coating a first side of the
corresponding first electrode (2), the first side
being a side opposite to a side where the first
electrode (2) is provided with the conductively
connected terminal (23); and
removing the light absorbing layer (6) on the
conductively connected terminal (23) of each
first electrode (2) to form the light absorbing
module.

9. The preparation method according to claim 7, where-
in the division is implemented by etching using laser
or an etching knife.

10. The preparation method according to claim 7, where-
in the substrate (1) comprises substrate glass, the
first electrode (2) comprises a molybdenum layer,
the light absorbing module comprises a copper indi-
um gallium selenium (CIGS) layer and a cadmium
sulfide layer, and the second electrode comprises a
transparent conductive oxide (TCO) layer.
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