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(54) INPUT/OUTPUT DEVICE AND INFORMATION PROCESSING SYSTEM

(57) An input/output device (10) having a web brows-
er (12) installed therein includes a content acquisition
unit (20) that acquires content of a function screen (1200)
and content of an information setting screen (1000,
1100); an information setting screen control unit (22) that
accepts setting information required for generating a job
setting from a user via the information setting screen
(1000, 1100) that is displayed by the web browser (12)
using the acquired content of the information setting
screen and stores the accepted setting information re-
quired for generating the job setting in a web storage (28)

of the web browser (12); a function screen control unit
(24) that uses the acquired content of the function screen
to generate the job setting based on the setting informa-
tion stored in the web storage (28) and displays the gen-
erated job setting on the function screen (1200) that is
displayed by the web browser (12); and a job execution
unit (26) that executes a job using a function specific to
the input/output device (10) according to the generated
job setting in response to an instruction accepted from
the user via the function screen (1200).
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an input/output
device and an information processing system.

2. Description of the Related Art

[0002] Services are known that enable cooperation be-
tween a document input/output device, such as a multi-
function peripheral (MFP), and a computer system that
provides an external storage service offering a storage
area via a network (hereinafter referred to as a device
cooperation service). A "scan to storage service" is an
example of such a device cooperation service that is used
to deliver image data scanned by an application of a mul-
tifunction peripheral to a preset external storage service.
[0003] For example, an application for implementing a
function of transmitting scanned image data to a preset
destination may be installed in an image forming appa-
ratus. Also, online storage services and other cloud serv-
ices are known that are designed to accept image data
over a network, such as the Internet, and implement a
predetermined process with respect to the image data
(see e.g., Japanese Unexamined Patent Publication No.
2014-130570).
[0004] In order to implement a device cooperation
service, an application to be installed in an input/output
device, such as a multifunction peripheral, has to be de-
veloped. However, development of an application to be
installed in an input/output device, such as a multifunction
peripheral, is quite difficult for a developer because it
requires implementations relating to functions specific to
the input/output device, such as a scan function and a
print function, for example.

SUMMARY OF THE INVENTION

[0005] An aspect of the present invention is directed
to providing a technique for facilitating development of
an application that uses a function specific to an input/out-
put device.
[0006] According to one embodiment of the present
invention, an input/output device having a web browser
installed therein is provided that includes a content ac-
quisition unit configured to acquire content of a function
screen for accepting a request relating to a function spe-
cific to the input/output device from a user and content
of an information setting screen for accepting setting in-
formation required for generating a job setting from the
user, an information setting screen control unit config-
ured to accept the setting information required for gen-
erating the job setting from the user via the information
setting screen that is displayed by the web browser using
the acquired content of the information setting screen

and store the accepted setting information required for
generating the job setting in a web storage of the web
browser, a function screen control unit configured to use
the acquired content of the function screen to generate
the job setting based on the setting information stored in
the web storage and display the generated job setting on
the function screen that is displayed by the web browser,
and a job execution unit configured to execute a job using
the function specific to the input/output device according
to the generated job setting in response to an instruction
accepted from the user via the function screen.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIG. 1 is a diagram illustrating an example configu-
ration of an information processing system accord-
ing to an embodiment of the present invention;
FIG. 2 is a diagram illustrating an example hardware
configuration of a computer according to an embod-
iment of the present invention;
FIG. 3 is a diagram illustrating an example hardware
configuration of a multifunction peripheral according
to an embodiment of the present invention;
FIG. 4 is a diagram illustrating an example functional
configuration of the information processing system
according to an embodiment of the present inven-
tion;
FIG. 5 is a diagram illustrating example screen tran-
sitions of a web application;
FIG. 6 is a diagram illustrating example setting val-
ues passed to a scan screen;
FIG. 7 is a sequence chart illustrating example proc-
ess operations of a scan upload process according
to an embodiment of the present invention;
FIG. 8 is a diagram illustrating an example of a scan
screen that has an additional setting item;
FIG. 9 is a diagram illustrating example setting items
that may be passed to the scan screen with the ad-
ditional setting item;
FIG. 10 is a diagram illustrating example setting
items relating to an error message that may be
passed to the scan screen;
FIG. 11 is a diagram illustrating an example error
screen;
FIG. 12 is a sequence chart illustrating example
process operations of the scan upload process when
an upload job fails;
FIG. 13 is a diagram illustrating example setting
items relating to setting exclusions that may be
passed to the scan screen;
FIG. 14 is a diagram illustrating another example the
scan screen that reflects settings relating to display;
FIG. 15 is diagram illustrating example setting items
relating to display that may be passed to the scan
screen;
FIG. 16 is a diagram illustrating an example setting
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for immediately executing a job passed to the scan
screen; and
FIG. 17 is a sequence chart illustrating example
process operations of the scan upload process when
a job is to be immediately executed.

DESCRIPTION OF THE PREFERRED EMBODI-
MENTS

[0008] In the following, embodiments of the present
invention are described with reference to the accompa-
nying drawings. Note that in the embodiments described
below, a scan upload process of uploading scanned im-
aged data obtained by a multifunction peripheral (MFP)
to an upload destination server apparatus is illustrated
as an example of a device cooperation service.

<System Configuration>

[0009] FIG. 1 is a diagram illustrating an example con-
figuration of an information processing system 1 accord-
ing to an embodiment of the present invention. The in-
formation processing system 1 includes an MFP 10, a
web server apparatus 14, and an upload destination serv-
er apparatus 16 that are connected to each other via a
network N1, such as the Internet.
[0010] The MFP 10 is an example of an input/output
device that has a web browser 12 installed therein. Note
that the input/output device having the web browser 12
installed therein may be an image forming apparatus,
such as a multifunction peripheral (MFP), a scanner, a
printer, a facsimile machine, a projector, or a digital white-
board, or some other type of electronic device having the
web browser 12 installed therein.
[0011] The web server apparatus 14 is an example of
a content providing apparatus that provides web page
screen data (content) to the web browser 12 of the MFP
10 via the network N1. The upload destination server
apparatus 16 is an example of an upload destination for
uploading an image scanned by the MFP 10. The upload
destination server apparatus 16 provides various servic-
es such as a cloud service.
[0012] Note that the network N1 of the information
processing system 1 of FIG. 1 may be a wired commu-
nication network or a wireless communication network.
Also, note that FIG. 1 merely illustrates one example con-
figuration of the information processing system 1. In other
examples, the web server apparatus 14 may be config-
ured by a plurality of computers. Also, the upload desti-
nation server apparatus 16 may be configured by a plu-
rality of computers, for example.

<Hardware Configuration>

<<Computer>>

[0013] The web server apparatus 14 and the upload
destination server apparatus 16 may be implemented by

a computer having a hardware configuration as illustrated
in FIG. 2, for example. FIG. 2 is a diagram illustrating an
example hardware configuration diagram of a computer
500 according to an embodiment of the present invention.
[0014] In FIG. 2, the computer 500 includes an input
device 501, a display device 502, an external I/F (inter-
face) 503, a RAM (random access memory) 504, a ROM
(read-only memory) 505, a CPU (central processing unit)
506, a communication I/F 507, a HDD (hard disk drive)
508 that are connected to each other via a bus B. Note
that in some embodiments, the input device 501 and the
display device 502 may be connected and used as nec-
essary.
[0015] The input device 501 may include a keyboard,
a mouse, and/or a touch panel, for example, and is used
by a user to input an operation signal. The display device
502 may include a display for displaying processing re-
sults of processes executed by the computer 500, for
example.
[0016] The communication I/F 507 is an interface con-
necting the computer 500 to various networks. In this
way, the computer 500 can perform data communication
via the communication I/F 507.
[0017] The HDD 508 is an example of a nonvolatile
storage device that stores programs and data. The stored
programs and data include an OS corresponding to basic
software for controlling the entire computer 500 and ap-
plication software (hereinafter simply referred to as "ap-
plication") that provides various functions on the OS.
Note that in some embodiments, the computer 500 may
use a drive device that uses a flash memory as a storage
medium, such as an SDD (solid state drive), instead of
the HDD 508, for example.
[0018] The external I/F 503 is an interface with an ex-
ternal device. The external device may include a record-
ing medium 503a, for example. In this way, the computer
500 can read and/or write data from/to the recording me-
dium 503a via the external I/F 503. The recording medium
503a may be a flexible disk, a CD, a DVD, an SD memory
card, a USB memory, or the like.
[0019] The ROM 505 is an example of a nonvolatile
semiconductor memory (storage device) that can hold
programs and data even when the power is turned off.
The ROM 505 stores programs and data such as a basic
input-output system (BIOS) that is executed when the
computer 500 is started, OS settings, network settings,
and the like. The RAM 504 is an example of a volatile
semiconductor memory (storage device) that temporarily
holds programs and data.
[0020] The CPU 506 is a computing device that imple-
ments functions of the computer 500 and performs over-
all control of the computer 500 by loading a program
and/or data from a storage device, such as the ROM 505
or the HDD 508, into the RAM 504, and executing rele-
vant processes.
[0021] The web server apparatus 14 and the upload
destination server apparatus 16 may use the computer
500 having the hardware configuration as illustrated in
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FIG. 2 to implement various processes as described be-
low, for example.

<<<MFP>>

[0022] The MFP 10 of FIG. 1 may be implemented by
a computer having a hardware configuration as illustrated
in FIG. 3, for example. FIG. 3 is diagram illustrating an
example hardware configuration of the MFP 10 according
to the present embodiment. In FIG. 3, the MFP 10 in-
cludes a controller 601, an operation panel 602, an ex-
ternal I/F 603, a communication I/F 604, a printer 605,
and a scanner 606.
[0023] The controller 601 includes a CPU 611, a RAM
612, a ROM 613, an NVRAM 614, and an HDD 615. The
ROM 613 stores various programs and data. The RAM
612 temporarily holds programs and data. The NVRAM
614 may store setting information and the like. The HDD
615 may store various programs and data.
[0024] The CPU 611 implements functions of the MFP
10 and performs overall control of the MFP 10 by loading
a program, data, and/or setting information from a stor-
age device, such as the ROM 613, the NVRAM 614,
and/or the HDD 615, into the RAM 612, and executing
relevant processes.
[0025] The operation panel 602 includes an input unit
that accepts an input from a user and a display unit that
displays information. The external I/F 603 is an interface
with an external device. The external device may be a
recording medium 603a, for example. In this way, the
MFP 20 can read and/or write data from/to the recording
medium 603a via the external I/F 603. The recording me-
dium 603a may be an IC card, a flexible disk, a CD, a
DVD, an SD memory card, or a USB memory, for exam-
ple.
[0026] The communication I/F 604 is an interface con-
necting the MFP 10 to the network N1. In this way, the
MFP 10 can perform data communication via the com-
munication I/F 604. The printer 605 is a device for printing
print data on a print medium, such as paper. The scanner
606 is a device for scanning a document to acquire image
data (electronic data) of the document.

<Functional Configuration>

[0027] In the following, the functional configuration of
the information processing system 1 according to the
present embodiment will be described.
[0028] FIG. 4 is a diagram illustrating an example func-
tional configuration of the information processing system
1 according to an embodiment of the present invention.
[0029] The web server apparatus 14 in the information
processing system 1 includes a screen data providing
unit 30 and a screen data storage unit 32. The screen
data storage unit 32 stores screen data of an application
screen and screen data of a scan screen as described
below. The screen data providing unit 30 provides the
screen data of the application screen or the screen data

of the scan screen stored in the screen data storage unit
32 in response to a screen acquisition request from the
MFP 10.
[0030] The MFP 10 in the information processing sys-
tem 1 includes a screen data acquisition unit 20, an ap-
plication screen control unit 22, a function screen control
unit 24, a job execution unit 26, and a web storage 28.
[0031] The screen data acquisition unit 20 acquires
screen data of an application screen or screen data of a
scan screen from the web server apparatus 14. Note that
the screen data of the application screen or the screen
data of the scan screen is an example of a web application
that is run on the web browser 12 installed in the MFP
10. The screen data of the application screen or the
screen data of the scan screen may be described in
HTML (Hypertext Markup Language) and JavaScript
(registered trademark), for example.
[0032] The application screen control unit 22, the func-
tion screen control unit 24, and the job execution unit 26
may each be implemented by the CPU 611 executing a
web application on the web browser 12 installed in the
MFP 10, for example. The application screen control unit
22 displays an application screen on the operation panel
602 based on the screen data of the application screen.
[0033] The application screen is an example of an in-
formation setting screen that accepts setting information
required for generating a job setting from a user. Exam-
ples of such setting information include a selection of a
delivery destination folder and a file name setting. The
scan screen is an example of a function screen that ac-
cepts a request relating to a function specific to the in-
put/output device from a user. Examples of such a re-
quest include a change request for changing a scan set-
ting or an execution request for executing a scan upload
process. The scan screen also requests the job execution
unit 26 to execute a scan upload process.
[0034] The application screen control unit 22 stores
the selected delivery destination folder and the file name
setting (setting values) accepted from the user via the
application screen in the web storage 28. The web stor-
age 28 may also be referred to as a local storage and is
a mechanism for storing data in the user’s local environ-
ment, such as the web browser 12.
[0035] The function screen control unit 24 generates
a job setting for a scan upload process based on the
setting values acquired from the web storage 28 and dis-
plays the job setting on the scan screen. The function
screen control unit 24 changes the job setting in response
to a change request accepted from the user. Upon ac-
cepting an execution request to execute the scan upload
process from the user, the function screen control unit
24 requests the job execution unit 26 to execute the scan
upload process according to the job setting.
[0036] In turn, the job execution unit 26 scans a doc-
ument using the scanner 606 and uploads the scanned
image data of the document to the delivery destination
folder of the upload destination server apparatus 16 ac-
cording to the job setting.
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<Process>

[0037] In the following, process operations of the infor-
mation processing system 1 according to the present em-
bodiment will be described.

<<Web Application Screen Transitions>>

[0038] FIG. 5 is a diagram illustrating example screen
transitions of a web application. In FIG. 5, application
screens 1000 and 1100 are example screens displayed
by screen data "app.html", and a scan screen 1200 is an
example screen displayed by screen data "scan.html".
[0039] Screen data of the application screens 1000
and 1100 are developed by a web application developer,
for example. A web application according to the present
embodiment scans a document using the scanner 606
and uploads a file containing the scanned image data of
the document to the upload destination server apparatus
16 in response to a request from a user.
[0040] The application screen 1000 is an example
screen for enabling a user to select a delivery destination
folder of the upload destination server apparatus 16.
When the user presses a file name setting button 1001
of the application screen 1000, the application screen
1000 is switched to the application screen 1100. The ap-
plication screen 1100 is an example of a screen for setting
the file name of image data to be scanned. When the
user presses a delivery destination determination button
1101 of the application screen 1100, the application
screen 1100 is switched to the scan screen 1200.
[0041] The scan screen 1200 is used by the web ap-
plication developer and the like. The scan screen 1200
displays the current scan setting and also accepts a scan
setting change request from the user. Note that when a
return button 1202 of the scan screen 1200 is pressed
by the user, the scan screen 1200 is switched back to
the application screen 1100. Also, when a return button
1102 of the application screen 1100 is pressed by the
user, the application screen 1100 is switched back to the
application screen 1000.
[0042] When a start button 1201 of the scan screen
1200 is pressed by the user, the MFP 10 starts executing
a scan upload process according to the scan setting dis-
played on the scan screen 1200.
[0043] Note that the application screens 1000 and
1100 illustrated in FIG. 5 are example screens for select-
ing a delivery destination folder or setting a file name.
The application screens 1000 and 1100 contain process
components that are not difficult to implement for the web
application developer. On the other hand, the scan
screen 1200, which is for specifying a scan setting and
executing a scan upload process, is quite difficult to im-
plement for the web application developer that is not fa-
miliar with the applications installed in the MFP 10. For
example, to develop the scan screen 1200, the web ap-
plication developer needs to be able to determine wheth-
er the MFP 10 is capable of implementing a particular

scan setting and know what will be displayed during ex-
ecution of a scan process.
[0044] As described above with respect to FIG. 5, ac-
cording to an aspect of the present embodiment, process
components that are difficult to develop for a developer
that is not familiar with the application of the MFP 10 are
extracted and provided to the user as the scan screen
1200. In the present embodiment, the application
screens 1000 and 1100 that are not difficult for the web
application developer to develop are developed, and set-
ting values input to the application screens 1000 and
1100 are passed to the scan screen 1200 via the web
storage 28.
[0045] The scan screen 1200 enables execution of a
job using a function specific to the MFP 10 according to
the setting values passed from the application screens
1000 and 1100. As can be appreciated from the above,
according to an aspect of the present embodiment, even
a developer that is not familiar with technical details spe-
cific to the MFP 10 can easily develop a web application
for the MFP 10.
[0046] FIG. 6 illustrates example setting values that
are passed to the scan screen 1200 via the web storage
28. Specifically, FIG. 6 illustrates default scan settings,
upload settings, and an application URL as example set-
ting values passed to the scan screen 1200. Note that
when no change is made to the scan settings via the scan
screen 1200, the MFP 10 executes a scan job according
to the default scan settings.
[0047] The upload settings include the delivery desti-
nation folder selected via the application screen 1000
and the file name set up via the application screen 1100.
The MFP 10 uploads a file containing scanned image
data to a URL specified in the upload settings based on
the header and the body specified in the upload settings.
[0048] The application URL includes the URL of the
application screen 1000 or 1100 so that the scan screen
1200 can be switched back to the application screen 1000
or 1100 after a scan job is executed or when no scan job
is executed.
[0049] Note that although the scan screen 1200 ac-
quires the setting values for the scan setting via the web
storage 28 in the above-described embodiment, the
present invention is not limited thereto. In some embod-
iments, the scan screen 1200 may acquire the setting
values from an index database, for example. In this case,
the scan screen 1200 may acquire the setting values
from the index database using a query. By acquiring the
setting values using a query, the acquired setting values
may also be passed to another scan screen 1200 that is
hosted in another domain, for example.
[0050] In the case of using the web storage 28, when
a plurality of web applications implement the scan screen
1200, the same key may be used as the key of the web
storage 28. Thus, in some embodiments, a suffix of the
key of the web storage 28 may be specified in a query
as follows, for example.
[0051] URL to access Scan Screen 1200:
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scan.html?keySuffix=hoge
[0052] Key of Web Storage 28:
default-scan-settings_hoge

<<Process Operations>>

[0053] FIG. 7 is a sequence chart illustrating example
process operations of a scan upload process according
to an embodiment of the present invention.
[0054] In step S11, the user operates the MFP 10 to
start a web application. Then, in step S12, the screen
data acquisition unit 20 of the MFP 10 sends a screen
acquisition request for acquiring screen data of the ap-
plication screens 1000 and 1100 to the web server ap-
paratus 14 and acquires the screen data of the applica-
tion screens 1000 and 1100 from the screen data pro-
viding unit 30 of the web server apparatus 14.
[0055] Then, in step S13, the application screen control
unit 22 of the MFP 10 displays the application screen
1000 or 1100 on the operation panel 602 using the ac-
quired screen data. In step S14, the user selects a de-
livery destination folder of the upload destination server
apparatus 16 via the application screen 1000. Also, the
user sets up a file name of image data to be scanned via
the application screen 1100.
[0056] When the user presses the delivery destination
determination button 1101 of the application screen 1100
in step S15, the process proceeds to step S16. In step
S16, the application screen control unit 22 of the MFP
10 stores the selected delivery destination folder and the
file name setting (setting values) accepted from the user
in step S14 in the web storage 28 as setting information
for a job setting.
[0057] In step S17, the screen data acquisition unit 20
of the MFP 10 sends a screen acquisition request for
acquiring screen data of the scan screen 1200 to the web
server apparatus 14 and acquires screen data of the scan
screen 1200 from the screen data providing unit 30 of
the web server device 14. Then, the process proceeds
to step S18, in which the function screen control unit 24
of the MFP 10 displays the scan screen 1200 including
the job setting based on the setting information stored in
the web storage 28 on the operation panel 602 using the
acquired screen data.
[0058] In step S19, the user can make a change re-
quest for changing the job setting via the scan screen
1200. In step S20, the function screen control unit 24
accepts an execution request for executing a scan upload
process from the user.
[0059] Then, in step S21, the function screen control
unit 24 requests the job execution unit 26 to execute the
scan upload process according to the job setting. In turn,
the job execution unit 26 scans a document using the
scanner 606 according to the job setting.
[0060] In step S22, the job execution unit 26 uploads
the scanned image data of the document to the delivery
destination folder of the upload destination server appa-
ratus 16. Then, in step S23, the screen data acquisition

unit 20 acquires the screen data of the application
screens 1000 and 1100 from the screen data providing
unit 30 of the Web server apparatus 14, and displays the
application screen 1000 or 1100 on the operation panel
602.
[0061] Note that in some embodiments, the request
destination of the screen acquisition request for the
screen data of the scan screen 1200 (host of the screen
data) in step S17 may be different from the request des-
tination of the screen acquisition request for the screen
data of the application screens 1000 and 1100 in step
S12. Note, however, that in this case, setting values can-
not be passed to the scan screen 1200 via the web stor-
age 28.
[0062] Also, in some embodiments, the upload desti-
nation of the scanned image data uploaded in step S22
may be the same as the request destination of the screen
acquisition request for the screen data of the scan screen
1200. Also, in step S23, the scan screen 1200 may be
displayed on the operation panel 602 instead of the ap-
plication screen 1000 or 1100, for example.
[0063] FIG. 8 is a diagram illustrating another example
of the scan screen 1200 that has an additional setting
item. In the scan screen 1200 illustrated in FIG. 8, "OCR"
is added as a setting item specific to the web application.
[0064] FIG. 9 illustrates example setting items that may
be passed to the scan screen 1200 having the additional
setting item. In the example illustrated in FIG. 9, the set-
ting item "OCR" is added to the setting items illustrated
in FIG. 6.
[0065] The default scan settings illustrated in FIG. 9
include a "key" for identifying a setting item, a "label" for
displaying the setting item, a "defaultValue" specifying
the default value for the setting item, and "items" speci-
fying options for the setting item.
[0066] The default scan settings as illustrated in FIG.
9 may be passed from the application screen control unit
22 to the function screen control unit 24 via the web stor-
age 28, for example. The function screen control unit 24
may then display the setting items of the default scan
settings of FIG. 9 on the scan screen 1200 as the job
setting, for example.
[0067] Note that in some embodiments, an icon image
may be displayed on the scan screen 1200 by passing
a URL of an "icon" that is included in the default scan
settings, for example. Also, in some embodiments, the
setting value for the additional setting item may be
passed as a separate key from the key of the web storage
28 used for passing the default scan settings, for exam-
ple.
[0068] In the upload settings illustrated in FIG. 9, the
character string "ocr" identifying the "key" of the addition-
al setting item is specified within double curly braces "{{}}"
as "{{ocr}}", and in this way, the setting value can be used
upon uploading a corresponding file, for example. Note
that although the setting item "orc" is enclosed in double
curly braces "{{}}" in the example illustrated in FIG. 9,
some other notation may alternatively be used. Also, set-
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ting items other than the additional setting item may be
specified in the double curly braces "{{}}", including a
"key" that can be designated via the scan screen 1200
by default, for example.
[0069] Also, according to an aspect of the present em-
bodiment, an error message to be displayed when an
error occurs during execution of an upload job in step
S22 may be set up as illustrated in FIG. 10, for example.
[0070] FIG. 10 is a diagram illustrating example setting
items relating to an error message to be displayed that
may be passed to the scan screen 1200. In FIG. 10, the
setting items relating to an error message to be displayed
when an error occurs in job execution include a "key",
"values", and a "message".
[0071] In FIG. 10, the "key" specifies the hierarchical
structure of a JSON format error response up to the "val-
ue". The "key" illustrated in FIG. 10 specifies keys of the
hierarchical structure separated by a dot ("."). Note that
a notation other than the dot (".") may also be used to
specify the "key". When an array is included in the JSON
error response, a number, such as "0", may be used to
specify an element of the array, for example. Note that
an element of the above array may also be specified us-
ing some other character string, for example.
[0072] When the value of the above "key" corresponds
to a character string specified in the "values", a message
specified in the "message" described below is to be dis-
played. The "message" specifies the message to be dis-
played on the operation panel 602 when conditions spec-
ified by the "key" and "values" are satisfied.
[0073] FIG. 11 illustrates an example of an error screen
that is displayed when an error occurs. The error screen
of FIG. 11 displays the error message specified in the
"message" of the second element of the setting items
illustrated in FIG. 10 (i.e., the error message to be dis-
played when conditions specified by the "key" and "value"
of the second element are satisfied).
[0074] FIG. 12 is a sequence chart illustrating example
process operations of the scan upload process when an
upload job fails. Note that process steps S11 to S19 of
the scan upload process of FIG. 12 are substantially iden-
tical to those of FIG. 7, and as such, illustrations of steps
S11 to S19 are omitted in FIG. 12.
[0075] In step S20, the function screen control unit 24
accepts an execution request for executing a scan upload
process from the user. Then, in step S21, the function
screen control unit 24 requests the job execution unit 26
to execute the scan upload process according to the job
setting. In turn, the job execution unit 26 scans a docu-
ment using the scanner 606 according to the job setting.
[0076] In step S22, the job execution unit 26 attempts
to execute the job of uploading the scanned image data
of the document to the delivery destination folder of the
upload destination server apparatus 16, but fails to suc-
cessfully execute the job and receives an error message
from the upload destination server apparatus 16.
[0077] Then, in step S31, the function screen control
unit 24 acquires the setting items relating to an error mes-

sage to be displayed when an error occurs in job execu-
tion as illustrated in FIG. 10 as error message settings.
For example, the function screen control unit 24 may de-
termine that the received error message matches the
conditions of the second element of the setting items of
FIG. 10. In this case, the function screen control unit 24
may display the error screen including the error message
"No authority to upload." as illustrated in FIG. 11, for ex-
ample.
[0078] Also, according to an aspect of the present em-
bodiment, setting exclusion information, such as that il-
lustrated in FIG. 13 may be set up with respect to the
scan upload process.
[0079] FIG. 13 illustrates example setting items relat-
ing to setting exclusions that may be passed to the scan
screen 1200. The setting exclusion information illustrated
in FIG. 13 includes "exclusion" and "format". The "exclu-
sion" specifies a condition for exclusion. The "format"
specifies a setting value that is to be changed when the
condition specified by the "exclusion" is satisfied.
[0080] For example, according to the setting exclusion
information of FIG. 13, in a case where the setting value
of "scanColor" is initially set to "auto_color", if the setting
value of "ocr" is changed to "Japanese", the setting value
of "scanColor" is changed to "grayscale". Also, in a case
where the setting value of "ocr" is initially set to "Japa-
nese", if the setting value of "scanColor" is changed to
"auto_color", the setting value of "ocr" is changed to
"false".
[0081] FIG. 14 is a diagram illustrating another exam-
ple of the scan screen 1200 that reflects settings relating
to display. FIG. 15 illustrates example setting items re-
lating to display that may be passed to the scan screen
1200. FIG. 15 illustrates default scan settings including
setting items "display", "disable", and "items" as setting
items relating to display to be passed to the scan screen
1200.
[0082] The "display" is a flag for specifying whether to
display a corresponding setting item. The "disable" is a
flag for specifying whether the setting value of a corre-
sponding setting item can be changed. The "items" limits
setting value options for a corresponding setting item.
[0083] For example, the default scan settings illustrat-
ed in FIG. 15 specifies that the scan color mode that can
be selected is limited to "auto-_color" or "grayscale", the
setting relating to the document side to be scanned can-
not be changed, and the setting relating to the scan res-
olution should not be displayed.
[0084] FIG. 16 illustrates an example setting for imme-
diately executing a job passed that is to the scan screen
1200. FIG. 17 is a sequence chart illustrating example
process operations of the scan upload process in the
case where a job is to be immediately executed. Note
that the scan upload process of FIG. 17 includes process
steps that may be substantially identical to the process
steps of FIG. 7, and as such, overlapping descriptions of
such process steps may be omitted as appropriate.
[0085] The processes of steps S41 to S46 of FIG. 17

11 12 



EP 3 346 685 A1

8

5

10

15

20

25

30

35

40

45

50

55

may be substantially identical to the processes of steps
S11 to S16 of FIG. 7, and as such, descriptions thereof
are omitted. In step S47, the screen data acquisition unit
20 of the MFP 10 sends a screen acquisition request for
acquiring screen data of the scan screen 1200 to the web
server apparatus 14 and acquires the screen data of the
scan screen 1200 from the screen data providing unit 30
of the web server apparatus 14. In the present example,
based on the setting for immediately executing a job as
illustrated in FIG. 16, for example, the function screen
control unit 24 immediately proceeds to step S48 to ex-
ecute a process of scanning a document using the scan-
ner 606 without displaying the scan screen 1200 on the
operation panel 602. Note that processes of steps S49
and S50 following step S48 of FIG. 17 may be substan-
tially identical to those of steps S22 and S23 of FIG. 7.
[0086] Further, in some embodiments, when the scan
screen 1200 is switched back to the application screen
1000 or 1100, the application screen control unit 22 may
acquire the setting values stored in the web storage 28
and reflect the acquired setting values in the application
screen 1000 or 1100. For example, when the user wishes
to change the file name setting before executing a scan
job after the screen has been switched to the scan screen
1200, the setting values passed to the scan screen 1200
may be retained even when the screen is switched back
to the application screen 1100. In this way, the user ex-
perience may be improved and user satisfaction may in-
crease, for example.
[0087] Also, in some embodiments, the application
screen 1000 or 1100 may be configured to enable the
user to change an operation to be performed after exe-
cution of a scan job, such as not retaining setting values
after execution of the scan job or deleting the file after
printing. In this case, for example, after the scan job has
been executed via the scan screen 1200, a query may
be used to pass a flag indicating that execution of the
scan job has been completed to the web storage 28 or
the application screen 1000 or 1100. In this way, detailed
control of the web application may be enabled.
[0088] Although the present invention has been de-
scribed above with reference to certain illustrative em-
bodiments, the present invention is not limited to these
embodiments, and numerous variations and modifica-
tions may be made without departing from the scope of
the present invention.

Claims

1. An input/output device (10) having a web browser
(12) installed therein, the input/output device (10)
comprising:

a content acquisition unit (20) configured to ac-
quire content of a function screen (1200) for ac-
cepting a request relating to a function specific
to the input/output device (10) from a user and

content of an information setting screen (1000,
1100) for accepting setting information required
for generating a job setting from the user;
an information setting screen control unit (22)
configured to accept the setting information re-
quired for generating the job setting from the us-
er via the information setting screen (1000,
1100) that is displayed by the web browser (12)
using the acquired content of the information
setting screen and store the accepted setting
information required for generating the job set-
ting in a web storage (28) of the web browser
(12);
a function screen control unit (24) configured to
use the acquired content of the function screen
to generate the job setting based on the setting
information stored in the web storage (28) and
display the generated job setting on the function
screen (1200) that is displayed by the web
browser (12); and
a job execution unit (26) configured to execute
a job using the function specific to the input/out-
put device (10) according to the generated job
setting in response to an instruction accepted
from the user via the function screen (1200).

2. The input/output device (10) according to claim 1,
wherein
the function screen control unit (24) accepts a
change request for changing the generated job set-
ting that is displayed on the function screen (1200)
from the user.

3. The input/output device (10) according to claim 1 or
2, wherein
the information setting screen control unit (22) stores
the setting information required for generating the
job setting in an index database instead of the web
storage (28); and
the function screen control unit (24) acquires the set-
ting information required for generating the job set-
ting from the index database using a query.

4. The input/output device (10) according to claim 1 or
2, wherein
the function screen control unit (24) specifies a suffix
of a key of the web storage (28) in a query when
acquiring the setting information stored in the web
storage (28).

5. A computer-readable medium storing a program to
be executed by an input/output device (10) having a
web browser (12) installed therein, the program,
when executed, causing the input/output device (10)
to implement processes of
acquiring content of a function screen (1200) for ac-
cepting a request relating to a function specific to the
input/output device (10) from a user and content of
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an information setting screen (1000, 1100) for ac-
cepting setting information required for generating a
job setting from the user;
accepting the setting information required for gener-
ating the job setting from the user via the information
setting screen (1000, 1100) that is displayed by the
web browser (12) using the acquired content of the
information setting screen and storing the accepted
setting information required for generating the job
setting in a web storage (28) of the web browser (12);
generating the job setting based on the setting infor-
mation stored in the web storage (28) using the ac-
quired content of the function screen and displaying
the generated job setting on the function screen
(1200) that is displayed by the web browser (12); and
executing a job using the function specific to the in-
put/output device (10) according to the generated
job setting in response to an instruction accepted
from the user via the function screen (1200).

6. An information processing system (1) comprising a
content providing apparatus (14) and an input/output
device (10) having a web browser (12) installed
therein, wherein
the input/output device (10) includes
a content acquisition unit (20) configured to acquire
from the content providing apparatus (14), content
of a function screen (1200) for accepting a request
relating to a function specific to the input/output de-
vice (10) from a user and content of an information
setting screen (1000, 1100) for accepting setting in-
formation required for generating a job setting from
the user;
an information setting screen control unit (22) con-
figured to accept the setting information required for
generating the job setting from the user via the in-
formation setting screen (1000, 1100) that is dis-
played by the web browser (12) using the acquired
content of the information setting screen and store
the accepted setting information required for gener-
ating the job setting in a web storage (28) of the web
browser (12);
a function screen control unit (24) configured to use
the acquired content of the function screen to gen-
erate the job setting based on the setting information
stored in the web storage (28) and display the gen-
erated job setting on the function screen (1200) that
is displayed by the web browser (12); and
a job execution unit (26) configured to execute a job
using the function specific to the input/output device
(10) according to the generated job setting in re-
sponse to an instruction accepted from the user via
the function screen (1200).
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