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(54) DEVICE AND METHOD OF MANAGING DATA OF DISTRIBUTED ANTENNA SYSTEM

(57) The inventive concept relate to a device and
method of managing data of a distributed antenna sys-
tem, and more particularly, to a data management device
to efficiently update firmware of devices constituting a
distributed antenna system, and a method of the same.
According to an embodiment of the inventive concept, a
data management device of a distributed antenna system
includes an unpackaging unit, when a package file which
is generated by packaging firmware files of a plurality of
devices constituting a distributed antenna system is in-

put, configured to unpackage the package file; a control
unit configured to determine a device requiring firmware
update by comparing version information of the package
file with version information of a firmware file of each of
the devices included in the unpackaged package file; and
a transmission unit configured to transmit a latest version
of a firmware file to a device corresponding to a top node
of the device requiring firmware update according to a
result of the determination of the control unit.
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Description

BACKGROUND

1. Field

[0001] One or more embodiments relate to a device
and method of managing data of a distributed antenna
system, and more particularly, to a data management
device to efficiently update firmware of devices consti-
tuting a distributed antenna system, and a method of the
same.

2. Description of the Related Art

[0002] Generally, with the development of mobile com-
munication, users’ usage patterns and demands are also
diversified so that users want to communicate with each
other without restriction of time and space. However, an
output of radio waves is limited in a base station, and the
base station is installed by each zone or area. A shadow
area exists due to a location of the base station or a to-
pography. In order to solve this problem, a distributed
antenna system capable of obtaining a predetermined
effect at an inexpensive price is provided. The distributed
antenna system is installed in an area where radio waves
are not received or where radio waves are weak, such
as inside buildings, underground buildings, subways,
tunnels, and apartment complexes in a residential area.
[0003] The distributed antenna system has been uti-
lized in coverage expansion of a base station to extend
services to a shadow area where signals of the base
station are difficult to reach due to landmarks between
base stations constituting a wireless communication
service network.
[0004] In the distributed antenna system, a BTS Inter-
face Unit (BIU) connected to a base station and a remote
unit are connected to each other by an optical cable. The
BIU converts RF signals of various bands received from
the base station into an optical signal to transmit the same
to the remote unit, and converts the optical signal re-
ceived from the remote unit into an RF signal to transmit
the same to the base station. The remote unit includes
a Remote Optical Unit (ROU) and a Remote Digital unit
(RDU). The remote unit converts the optical signal re-
ceived from the BIU into a digital signal and an RF signal,
combines RF signals of various bands into one signal by
using a multiplexer, and transmits the signal to a mobile
terminal through one antenna.
[0005] Meanwhile, each device (e.g., BIU, ROU, RDU,
etc.) of the distributed antenna system needs periodic
firmware update. Conventionally, each of devices includ-
ed in the distributed antenna system has been updated.
However, as the number of the devices included in the
distributed antenna system increases due to an increase
in a service bandwidth, it is difficult to individually update
the devices. Therefore, there is a need for an alternative
to efficiently update firmware of each device of the dis-

tributed antenna system.

SUMMARY

[0006] One or more embodiments include a data man-
agement device of a distributed antenna system capable
of efficiently updating firmware of devices constituting
the distributed antenna system.
[0007] According to an example embodiment, a data
management device of a distributed antenna system, the
data management device comprising: an unpackaging
unit, when a package file which is generated by packag-
ing firmware files of a plurality of devices constituting a
distributed antenna system is input, configured to un-
package the package file; a control unit configured to
determine a device requiring firmware update by com-
paring version information of the package file with version
information of a firmware file of each of the devices in-
cluded in the unpackaged package file; and a transmis-
sion unit configured to transmit a latest version of a
firmware file to a device corresponding to a top node of
the device requiring firmware update according to a result
of the determination of the control unit.
[0008] In an embodiment, the control unit is configured
to determine that a device having a version of a firmware
file lower than a version of the package file is the device
requiring firmware update, based on the version informa-
tion of the package file and the version information of the
firmware file of each of the devices.
[0009] In an embodiment, the package file comprises
a latest version of a firmware file designated by a user
together with the firmware files of the devices constituting
the distributed antenna system, and the version informa-
tion of the package file is version information of the latest
version of the firmware file.
[0010] In an embodiment, the plurality of devices com-
prise at least one of a BTS Interface Unit (BIU), a Main
Drive BTS Unit (MDBU), a Remote Optical Unit (ROU),
and a Remote Digital Unit (RDU).
[0011] In an embodiment, the BIU is configured to re-
tain identification information about the existing ROU
connected to a lower node of the BIU and transmit a latest
firmware file to a new ROU when the new ROU is con-
nected to the lower node of the BIU.
[0012] In an embodiment, the new ROU is configured
to transmit its identification information to the BIU when
the new ROU is connected to the BIU, wherein the iden-
tification information includes an address, an ID, and
manufacturer information of the new ROU.
[0013] In an embodiment, the BIU, when the identifi-
cation information is input from the new ROU, is config-
ured to compare the retained identification information
with the input identification information to determine a
type of the new ROU connected to the BIU, and transmit
a latest firmware file corresponding to the determined
type of the new ROU to the address of the new ROU.
[0014] In an embodiment, the ROU is configured to
retain identification information about the existing RDU
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connected to a lower node of the ROU and transmit a
latest firmware file to a new RDU when the new RDU is
connected to the lower node of the ROU.
[0015] In an embodiment, the new RDU is configured
to transmit its identification information to the ROU when
the new RDU is connected to the ROU, wherein the iden-
tification information includes an address, an ID, and
manufacturer information of the new RDU.
[0016] In an embodiment, the ROU, when the identifi-
cation information is input from the new RDU, is config-
ured to compare the retained identification information
with the input identification information to determine a
type of the new RDU connected to the ROU, and transmit
a latest firmware file corresponding to the determined
type of the new RDU to the address of the new RDU.
[0017] In an embodiment, the transmission unit is con-
figured to transmit the firmware file of the latest version
together with information on the device requiring the
firmware update through a device corresponding to the
top node in sequence.
[0018] In an embodiment, the data management de-
vice further comprising: a storage unit configured to store
a result of the update by the latest version of the firmware
file received from the control unit after the latest version
of the firmware file is transmitted to the device requiring
the firmware update.
[0019] In an embodiment, the control unit is configured
to transmit the update result including at least one of iden-
tification information of the device to which a firmware
file needs to be transmitted, a firmware file name,
firmware file version information, an update time, and
information on whether update is successful received
from the device requiring firmware update.
[0020] According to an example embodiment, a meth-
od of managing data of a distributed antenna system, the
method comprising: unpackaging the package file when
a package file, which is generated by packaging firmware
files of a plurality of devices constituting a distributed an-
tenna system, is input; comparing version information of
the package file with version information of the firmware
file of each of the devices included in the unpackaged
package file; determining a device requiring firmware up-
date according to a result of the comparing; and trans-
mitting a latest version of a firmware file to a device cor-
responding to a top node of the device requiring firmware
update, according to a result of the determining.
[0021] In an embodiment, the determining of the device
requiring firmware update comprises determining that a
device having a version of a firmware file lower than a
version of the package file is the device requiring
firmware update, based on the version information of the
package file and the version information of the firmware
file of each of the devices.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] These and/or other aspects will become appar-
ent and more readily appreciated from the following de-

scription of the embodiments, taken in conjunction with
the accompanying drawings in which:

FIG. 1 is a configuration diagram of a distributed an-
tenna system according to an embodiment of the
inventive concept;
FIG. 2 is a configuration diagram of a data manage-
ment device according to an embodiment of the in-
ventive concept;
FIG. 3 is an exemplary view of a firmware update
procedure of a distributed antenna system, accord-
ing to an embodiment of the inventive concept;
FIG. 4 is an exemplary view of a process of installing
a new device in a distributed antenna system, ac-
cording to an embodiment of the inventive concept;
and
FIG. 5 is a flowchart of an operation of a data man-
agement device according to an embodiment of the
inventive concept.

DETAILED DESCRIPTION

[0023] The inventive concept may be variously modi-
fied and have various example embodiments, so that
specific example embodiments will be illustrated in the
drawings and described in the detailed description. How-
ever, this does not limit the inventive concept to specific
example embodiments, and it should be understood that
the inventive concept covers all the modifications, equiv-
alents and replacements included within the idea and
technical scope of the inventive concept.
[0024] In describing the inventive concept, in the fol-
lowing description, a detailed explanation of known re-
lated technologies may be omitted to avoid unnecessarily
obscuring the subject matter of the inventive concept. In
addition, numeral figures (for example, 1, 2, and the like)
used during describing the specification are just identifi-
cation symbols for distinguishing one element from an-
other element.
[0025] Further, in the specification, if it is described that
one component is "connected" or "accesses" the other
component, it is understood that the one component may
be directly connected to or may directly access the other
component but unless explicitly described to the contrary,
another component may be "connected" or "access" be-
tween the components.
[0026] In addition, terms including "unit", "er", "or",
"module", and the like disclosed in the specification mean
a unit that processes at least one function or operation
and this may be implemented by hardware or software
such as a processor, a micro processor, a micro control-
ler, a central processing unit (CPU), a graphics process-
ing unit (GPU), an accelerated Processing unit (APU), a
digital signal processor (DSP), an application specific in-
tegrated circuit (ASIC), and a field programmable gate
array (FPGA) or a combination of hardware and software.
Furthermore, the terms may be implemented in a form
coupled to a memory that stores data necessary for
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processing at least one function or operation.
[0027] Moreover, it is intended to clarify that compo-
nents in the specification are distinguished in terms of
primary functions of the components. That is, two or more
components to be described below may be provided to
be combined to one component or one component may
be provided to be divided into two or more components
for each more subdivided function. In addition, each of
the respective components to be described below may
additionally perform some or all functions among func-
tions which other components take charge of in addition
to a primary function which each component takes
charge of and some functions among the primary func-
tions which the respective components take charge of
are exclusively charged by other components to be per-
formed, of course.
[0028] Hereinafter, example embodiments of the in-
ventive concept will be described in detail.
[0029] FIG. 1 is a configuration diagram of a distributed
antenna system 100 according to an embodiment of the
inventive concept.
[0030] Referring to FIG. 1, the distributed antenna sys-
tem 100 according to an embodiment may include a data
management device 110 connected to the distributed an-
tenna system 100 through a network 120 to manage data
of the distributed antenna system 100, a base station
160, a plurality of BTS Interface Units BIUs 130-1 to 130-
n (n is a natural number), a plurality of Remote Optical
Units (ROUs) 140-1 to 140-m (m is a natural number),
and a plurality of Remote Digital Units (RDUs) 150-1 to
150-t (t is a natural number).
[0031] FIG. 1 shows that the plurality of ROUs 140-1
to 140-m are connected to only the first BIU 130-1 and
the plurality of RDUs 150-1 to 150-t are connected to
only the first ROU 140-1, for convenience of description.
However, the plurality of ROUs may also be connected
to the second to nth BIUs 130-2 to 130-n, and the plurality
of RDUs 150-1 to 150-t may also be connected to the
second to mth ROUs 140-2 to 140-m, respectively.
[0032] Each BIU, for example, the first BIU 130-1 is
connected to the plurality of ROUs 140-1 to 140-m. The
first BIU 130-1 may convert an RF signal received from
the base station 160 on a downlink into an optical signal
and transmit the converted optical signal to each ROU
(for example, the first ROU 140-1), and may convert an
optical signal received from each ROU (e.g., the first ROU
140-1) on an uplink to the RF signal and transmit the RF
signal to the base station 160. Furthermore, each BIU,
for example, the first BIU 130-1 may convert a transmis-
sion signal from the base station 160 into an optical signal
and separate the converted optical signal for each fre-
quency band.
[0033] The plurality of ROUs 140-1 to 140-m may be
installed in each building or each floor of each building
to amplify and output signals received from the plurality
of BIUs 130-1 to 130-n. Each ROU, for example, the first
ROU 140-1 may convert an optical signal received from
the first BIU 130-1 into a digital signal and output the

digital signal to the first RDU 150-1. The first ROU 140-1
and the plurality of RDUs 150-1 to 150-t are illustrated
as separate devices in FIG. 1 for convenience of descrip-
tion. However, the first ROU 140-1 may include the plu-
rality of RDUs 150-1 to 150-t.
[0034] The plurality of RDUs 150-1 to 150-t may be
installed in each of the plurality of ROUs 140-1 to 140-
m, for example, the first ROU 140-1 to convert a digital
signal received from the first ROU into an analog signal,
and to amplify and output the analog signal. Each RDU,
for example, the first RDU 150-1 may convert the digital
signal received from the first ROU 140-1 into an analog
signal, and may amplify and output the analog signal.
Furthermore, the plurality of RDUs 150-1 to 150-t may
receive an uplink signal received from a terminal (not
shown), convert the uplink signal into a digital signal, and
transmit the digital signal to each of the plurality of ROUs
140-1 to 140-m, for example, the first ROU 140-1. The
data management device 110 may be connected to de-
vices (e.g., the plurality of BIUs 130-1 to 130-n) consti-
tuting the distributed antenna system 100 through the
network 120.
[0035] The data management device 110 may manage
data such as software and firmware installed in each de-
vice of the distributed antenna system 100 to which the
data management device 110 is connected. Further-
more, the data management device 110 may update a
version of firmware installed in each device of the distrib-
uted antenna system 100. A detailed structure and op-
eration of the data management device 110 for updating
the version of the firmware installed in each device of the
distributed antenna system 100 will be described in more
detail with reference to FIGS. 2 to 4.
[0036] FIG. 2 is a configuration diagram of the data
management device 110 according to an embodiment of
the inventive concept.
[0037] Referring to FIGS. 1 and 2, the data manage-
ment device 110 may include an unpackaging unit 210,
a control unit 220, a transmission unit 230, and a storage
unit 240.
[0038] First, when a package file P.File designated by
a user is input, the unpackaging unit 210 may unpackage
the input package file P.File. The package file P.File may
be a file in which a latest version of a firmware file des-
ignated by a user and firmware files of devices (e.g., the
plurality of BIUs 130-1 to 130-n, the ROUs 140-1 to 140-
m, the RDUs 150-1 to 150-t, etc.) included in the distrib-
uted antenna system 100 are packaged together. In ad-
dition, each of the firmware files may include version in-
formation of corresponding firmware. The unpackaging
unit 210 may output a first firmware file D.File including
a firmware file of each of, for example, the plurality of
devices 130-1 to 130-n, 140-1 to 140-m, and 150-1 to
150-t constituting the distributed antenna system 100 in-
cluded in the package file P.File and a second firmware
file U.File including the latest version of the firmware file
designated by a user, by unpackaging the package file
P.File. Here, firmware version information of the package
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file P.File may be the same as firmware version informa-
tion of the second firmware file U.File.
[0039] When the first firmware file D.File and the sec-
ond firmware file U.File are input from the unpackaging
unit 210, the control unit 220 may compare the firmware
version information of the second firmware file U.File with
firmware version information of each of a plurality of de-
vices included in the first firmware file D.File. As a result
of the comparison, the controller 220 may determine that
a device having a version lower than a version of the
second firmware file U.File is a device to be updated.
The control unit 220 may output information ID about the
device to be updated and the second firmware file U.File
according to a result of the determination.
[0040] When the information ID about the device to be
updated and the second firmware file U.File are input
from the control unit 220, the transmission unit 230 may
transmit the second firmware file U.File to a top node
(e.g., the first BIU 130-1) of the device to be updated.
Furthermore, the transmission unit 230 may first transmit
the information ID about the device to be updated togeth-
er with the second firmware file U.File to the top node
(e.g., the first BIU 130-1) of the device to be updated.
For example, when the first ROU 140-1 connected to the
first BIU 130-1 is the device to be updated, the transmis-
sion unit 230 may transmit the information ID about the
device to be updated (e.g., information about the first
ROU 140-1) together with the second firmware file U.File
to the first BIU 130-1, which is an upper node of the first
ROU 140-1. Thereafter, the first BIU 130-1 may transmit
the second firmware file U.File to the first ROU 140-1,
and the first ROU 140-1 may update firmware using the
received second firmware file U.File. This firmware up-
date process will be described in more detail with refer-
ence to FIG. 3.
[0041] In the specification, the ’upper node’ may refer
to a node (or unit) connected relatively adjacent to the
data management device 110 or the base station 160 in
the distributed antenna system 100, and the ’top node’
may refer to a node (or unit) that is connected closest to
the data management device 110 or the base station 160
in the distributed antenna system 100.
[0042] In the specification, a ’lower node’ may refer to
a node on the opposite side of the ’upper node’, and a
’bottom node’ may refer to a node on the opposite side
of the ’top node’.
[0043] When firmware of each device to be updated is
updated, the storage unit 240 may receive a result of the
update from the control unit 220 and store the update
result. The update result may include a firmware file
name, a firmware file version, identification information
of the device to be updated, an update time, and infor-
mation on whether update is successful. For example,
when the first BIU 130-1 is the device to be updated, the
first BIU 130-1 may transmit information on whether
firmware update is successful to the control unit 220
through the transmission unit 230 after firmware is up-
dated. Then, the control unit 220 may output the update

result including identification information of the device to
be updated (e.g., identification information of the first BIU
130-1), a firmware file version (e.g., v8.02), information
on whether update is successful, a firmware file name,
and an update time.
[0044] FIG. 3 is an exemplary view of a firmware up-
date procedure of the distributed antenna system 100,
according to an embodiment of the inventive concept.
[0045] The update procedure to be described later be-
low may be performed by each of the devices of the dis-
tributed antenna system 100 described with reference to
FIGS. 1 and 2 and detailed components included in the
data management device 110. However, the update pro-
cedure will be collectively referred to as being performed
in each of the devices of the distributed antenna system
100 and the data management device 110 for conven-
ience of understanding and explanation.
[0046] Referring to FIGS. 1 to 3, when the package file
P.File is input by a user, the data management device
110 may unpackage the package file P.File and retain
information on a latest version of firmware file (e.g.,
v8.02) based on the second firmware file U.File included
in the package file. Thereafter, the device to be updated
may be determined by comparing a version of the second
firmware file U.File with a firmware file version of each
of the devices constituting the distributed antenna system
100 included in the first firmware file D.File. That is, the
data management device 110 may determine a device
(e.g., the second BIU 130-2, the nth BIU 130-n, the sec-
ond ROU 140-2, and the second RDU 150-2) having a
firmware file version (e.g., v8.01) lower than the version
of the second firmware file U.File. Then, the data man-
agement device 110 may transmit the information ID
about the device to be updated together with the second
firmware file U.File to the top node connected to the de-
vice to be updated. That is, as shown in FIG. 3, when the
device to be updated is determined to be the second
ROU 140-2, the second RDU 150-2, the second BIU
130-2, and the nth BIU 130-n, the data management de-
vice 110 may transmit the second firmware file U.File to
the second BIU 130-2 and the nth BIU 130-n, and may
transmit the information ID about the device to be updat-
ed (e.g., information about the second ROU 140-2 and
the second RDU 150-2) together with the second
firmware file U.File to the first BIU 130-1. That is, for the
overall firmware update of the distributed antenna system
100, the second firmware file U.File and the information
ID about the device to be updated may be transmitted to
a device that needs to transmit the second firmware file
U.File to a lower node of the device.
[0047] According to an embodiment, even if there is
no need to transmit the second firmware file U.File to the
lower node, the second firmware file U.File and the in-
formation ID about the device to be updated may be
transmitted together. Here, the information ID about the
device to be updated may be used to confirm whether
the device is a device to be updated before updating the
device to be updated.
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[0048] Thereafter, the second BIU 130-2 and the nth

BIU 130-n may update firmware to a latest version of
firmware using the second firmware file U.File, and the
first BIU 130-1 may transmit the second firmware file
U.File to the device to be updated connected to the lower
node. That is, the first BIU 130-1 may transmit the second
firmware file U.File to the second ROU 140-2, and may
transmit the information ID about the device to be updat-
ed (e.g., information about the second RDU 150-2) to-
gether with the second firmware file U.File to the first
ROU(140-1) which is connected to the second RDU
150-2 which is the device to be updated.
[0049] When the second firmware file U.File is input
from the first BIU 130-1, the second ROU 140-2 may
update firmware to a latest version of firmware using the
second firmware file U.File. Also, the first ROU 140-1
may transmit the second firmware file U.File to the sec-
ond RDU 150-2. When the second firmware file U.File is
input from the first ROU 140-1, the second RDU 150-2
may update firmware to a latest version of firmware using
the second firmware file U.File.
[0050] Although a plurality of devices are connected
to the first BIU 130-1 and the first ROU 140-1 as described
above, a plurality of ROUs may be connected to each of
the second to nth BIUs 130-2 to 130-n, and a plurality of
RDUs may be connected to each of the second to nth

ROUs 140-2 to 140-n. Furthermore, it will be understood
by those of ordinary skill in the art that the update method
of each device is the same as the update method de-
scribed above.
[0051] FIG. 4 is an exemplary view of a process of in-
stalling a new device in the distributed antenna system
100, according to an embodiment of the inventive con-
cept.
[0052] Referring to FIGS. 1 to 4, the plurality of ROUs
may be connected to a lower node of each BIU (e.g., the
first BIU 130-1). A user may connect a new ROU (e.g.,
the mth ROU 140-m) to the lower node of each BIU (e.g.,
the first BIU 130-1). Furthermore, the new ROU may also
be connected to the lower nodes of the second BIU 130-2
to the nth BIU 130-n. Hereinafter, for convenience of un-
derstanding and explanation, the new ROU (e.g., the mth

ROU 140-m) is connected to the lower node of the first
BIU 130-1.
[0053] First, when the new ROU (e.g., the mth ROU
140-m) is connected to the lower node of the first BIU
130-1, the mth ROU 140-m may transmit first identifica-
tion information IoD1 to the first BIU 130-1. The first iden-
tification information IoD1 may include an address, an
ID, manufacturer information, and the like of the mth ROU.
When the first identification information IoD1 is input from
the mth ROU 140-m, the first BIU 130-1 may compare
the first identification information IoD1 with identification
information of existing ROUs (e.g., the first ROU 140-1)
that are retained in the first BIU 130-1 and determine a
type of the mth ROU 140-m connected to the first BIU
130-1. The type of the mth ROU 140-m may be deter-
mined using the manufacturer information and ID of the

mth ROU 140-m. As a result of the determination of the
type of the mth ROU 140-m, the first BIU 130-1 may trans-
mit a latest firmware file F/W File corresponding to the
type of the mth ROU 140-m to the address of the mth

ROU 140-m. When the latest firmware file F/W File is
input, the mth ROU 140-m may update firmware to a latest
version of firmware using the latest firmware file F/W File.
[0054] A plurality of RDUs may be connected to a lower
node of each ROU (e.g., the first ROU 140-1). A user
may connect a new RDU (e.g., the kth RDU 150-t) to the
lower node of each ROU (e.g., the first ROU 140-1). The
new RDU may also be connected to the lower nodes of
the second ROU 140-2 to the mth ROU 140-m. Herein-
after, for convenience of understanding and explanation,
the new RDU (e.g., the kth RDU 150-t) is connected to
the lower node of the first ROU 140-1.
[0055] First, when the new RDU (e.g., the kth RDU 150-
t) is connected to the lower node of the first ROU 140-1,
the kth RDU 150-t may transmit second identification in-
formation IoD2 to the first ROU. The second identification
information IoD2 may include an address, an ID, manu-
facturer information, and the like of the kth RDU. When
the second identification information IoD2 is input from
the kth RDU 150-t, the first ROU 140-1 may compare the
second identification information IoD2 with identification
information of existing RDUs (e.g., the first RDU 150-1)
that are retained in the first ROU 140-1 and determine a
type of the kth RDU 150-t connected to the first ROU
140-1. Here, the type of the kth RDU 150-t may be de-
termined using the manufacturer information and ID of
the kth RDU 150-t. As a result of the determination of the
type of the kth RDU 150-t, the first ROU 140-1 may trans-
mit a latest firmware file F/W File corresponding to the
type of the kth RDU 150-t to an address of the kth RDU
150-t. When the latest firmware file F/W File is input, the
kth RDU 150-t may update the firmware to a latest version
of firmware using the latest firmware file F/W File.
[0056] FIG. 5 is a flowchart of an operation of a data
management device 110 according to an embodiment of
the inventive concept.
[0057] A method of managing data of the data man-
agement device 110 according to an embodiment will be
described in detail later below with reference to FIG. 5.
[0058] Referring to FIGS. 1 to 5, in operation S510,
when the package file P.File is input by a user, the data
management device 110 may obtain the first firmware
file D.file and the second firmware file U.File by unpack-
aging the input package file P.File. The first firmware file
D.File may include a firmware file for each of the devices
constituting the distributed antenna system 100. The sec-
ond firmware file U.File may include a latest version of a
firmware file designated by a user. Firmware version in-
formation of the package file P.File may be the same as
firmware version information of the second firmware file
U.File.
[0059] In operation S520, the data management de-
vice 110 may compare version information of the pack-
agne file P. File(i.e., version information of the second
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firmware file U.File) with firmware file version information
of each of the devices constituting the distributed antenna
system 100 included in the first firmware file D.File. That
is, if there are a total of 30 devices connected to the dis-
tributed antenna system 100, the data management de-
vice 110 may compare the version information of the sec-
ond firmware file U.File with 30 firmware file version in-
formation included in the first firmware file D.File.
[0060] In operation S530, the data management de-
vice 110 may determine devices that require update ac-
cording to a result of the comparison in operation S520.
For example, if versions of firmware files of 10 devices
from among 30 devices connected to the distributed an-
tenna system 100 are lower than that of the second
firmware file U.File, the data management device 110
may determine whether the corresponding 10 devices
are devices that require update.
[0061] Thereafter, in operation S540, the data man-
agement device 110 may transmit the second firmware
file U.File such that a device that requires update of a
firmware file is updated, and may transmit information ID
about the device that requires update to the top node
connected to the data management device 110. For ex-
ample, when a firmware file of the second ROU 140-2
requires update, the data management device 110 may
transmit information ID about the second ROU 140-2 to-
gether with the second firmware file U.File to the first BIU
130-1.
[0062] A data management device of a distributed an-
tenna system according to an embodiment of the inven-
tive concept may more efficiently update firmware of de-
vices constituting the distributed antenna system, there-
by reducing cost and time required for firmware update.
[0063] In addition, the data management device of the
distributed antenna system according to an embodiment
of the inventive concept may collectively update firmware
of all devices included in the distributed antenna system
without a missing device.
[0064] While one or more embodiments have been de-
scribed with reference to the figures, it will be understood
by those of ordinary skill in the art that various changes
in form and details may be made therein without depart-
ing from the spirit and scope of the disclosure as defined
by the following claims.

Claims

1. A data management device of a distributed antenna
system, the data management device comprising:

an unpackaging unit, when a package file which
is generated by packaging firmware files of a
plurality of devices constituting a distributed an-
tenna system is input, configured to unpackage
the package file;
a control unit configured to determine a device
requiring firmware update by comparing version

information of the package file with version in-
formation of a firmware file of each of the devices
included in the unpackaged package file; and
a transmission unit configured to transmit a lat-
est version of a firmware file to a device corre-
sponding to a top node of the device requiring
firmware update according to a result of the de-
termination of the control unit.

2. The data management device of claim 1, wherein
the control unit is configured to determine that a de-
vice having a version of a firmware file lower than a
version of the package file is the device requiring
firmware update, based on the version information
of the package file and the version information of the
firmware file of each of the devices.

3. The data management device of claim 2, wherein
the package file comprises a latest version of a
firmware file designated by a user together with the
firmware files of the devices constituting the distrib-
uted antenna system, and
the version information of the package file is version
information of the latest version of the firmware file.

4. The data management device of claim 1, wherein
the plurality of devices comprise at least one of a
BTS Interface Unit (BIU), a Main Drive BTS Unit (MD-
BU), a Remote Optical Unit (ROU), and a Remote
Digital Unit (RDU).

5. The data management device of claim 4, wherein
the BIU is configured to retain identification informa-
tion about the existing ROU connected to a lower
node of the BIU and transmit a latest firmware file to
a new ROU when the new ROU is connected to the
lower node of the BIU.

6. The data management device of claim 5, wherein
the new ROU is configured to transmit its identifica-
tion information to the BIU when the new ROU is
connected to the BIU, wherein
the identification information includes an address,
an ID, and manufacturer information of the new
ROU.

7. The data management device of claim 6, wherein
the BIU, when the identification information is input
from the new ROU, is configured to compare the
retained identification information with the input iden-
tification information to determine a type of the new
ROU connected to the BIU, and transmit a latest
firmware file corresponding to the determined type
of the new ROU to the address of the new ROU.

8. The data management device of claim 4, wherein
the ROU is configured to retain identification infor-
mation about the existing RDU connected to a lower
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node of the ROU and transmit a latest firmware file
to a new RDU when the new RDU is connected to
the lower node of the ROU.

9. The data management device of claim 8, wherein
the new RDU is configured to transmit its identifica-
tion information to the ROU when the new RDU is
connected to the ROU, wherein
the identification information includes an address,
an ID, and manufacturer information of the new RDU.

10. The data management device of claim 9, wherein
the ROU, when the identification information is input
from the new RDU, is configured to compare the re-
tained identification information with the input iden-
tification information to determine a type of the new
RDU connected to the ROU, and transmit a latest
firmware file corresponding to the determined type
of the new RDU to the address of the new RDU.

11. The data management device of claim 1, wherein
the transmission unit is configured to transmit the
firmware file of the latest version together with infor-
mation on the device requiring the firmware update
through a device corresponding to the top node in
sequence.

12. The data management device of claim 1, further
comprising:

a storage unit configured to store a result of the
update by the latest version of the firmware file
received from the control unit after the latest ver-
sion of the firmware file is transmitted to the de-
vice requiring the firmware update.

13. The data management device of claim 12, wherein
the control unit is configured to transmit the update
result including at least one of identification informa-
tion of the device to which a firmware file needs to
be transmitted, a firmware file name, firmware file
version information, an update time, and information
on whether update is successful received from the
device requiring firmware update.

14. A method of managing data of a distributed antenna
system, the method comprising:

unpackaging the package file when a package
file, which is generated by packaging firmware
files of a plurality of devices constituting a dis-
tributed antenna system, is input;
comparing version information of the package
file with version information of the firmware file
of each of the devices included in the unpack-
aged package file;
determining a device requiring firmware update
according to a result of the comparing; and

transmitting a latest version of a firmware file to
a device corresponding to a top node of the de-
vice requiring firmware update, according to a
result of the determining.

15. The method of claim 14, wherein
the determining of the device requiring firmware up-
date comprises determining that a device having a
version of a firmware file lower than a version of the
package file is the device requiring firmware update,
based on the version information of the package file
and the version information of the firmware file of
each of the devices.
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