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(54) MOVABLE CORE-TYPE RECIPROCATING MOTOR AND RECIPROCATING COMPRESSOR 
HAVING THE SAME

(57) A movable core-type reciprocating motor ac-
cording to the present invention includes: a stator includ-
ing an inner stator and an outer stator, a magnet coil
wound between the inner stator and the outer stator; a
magnet fixed to at least one of the inner stator and the
outer stator so as to be at least partially positioned within

a range of the air gap; and a mover including a movable
core disposed in the air gap and made of a magnetic
material to perform a reciprocation movement with re-
spect to the stator and the magnet and a connection
member made of a non-magnetic material and config-
ured to support the movable core.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a movable
core-type reciprocating motor and a reciprocating com-
pressor having the same.

2. Background of the Invention

[0002] A motor is a device that converts electrical en-
ergy into mechanical energy and obtains rotational or
reciprocating force. Such a motor may be classified into
an AC motor and a DC motor depending on the power
applied.
[0003] The motor includes a stator and a mover or a
rotor. The mover having a magnet is rotated or recipro-
cated according to a direction of a flux generated when
a current flows in a coil provided in the stator.
[0004] The motor may be classified into a rotating mo-
tor or a reciprocating motor depending on the movement
mode of the mover. In relation to the rotating motor, a
flux is formed in the stator by the power applied to the
magnet coil and the mover rotates with respect to the
stator by this flux, but in relation to the reciprocating mo-
tor, the mover reciprocates linearly with respect to the
stator.
[0005] The reciprocating motor, which usually modifies
the flux of a motor having a three-dimensional structure
into a plate shape, is a kind of motor that linearly moves
according to the change of the magnetic field of a planar
stator, where a planar mover is also placed on the top of
the planar stator.
[0006] Recently, a stator is formed into a cylindrical
shape having an inner stator and an outer stator. A mag-
net coil for generating an induction magnetic field is
wound on either the inner stator or the outer stator and
magnets are arranged in a mover, with magnet poles
arranged along the axial direction of the stator. Thus, a
reciprocating motor for a compressor is being introduced
that allows the mover to reciprocate in an air gap between
the inner stator and the outer stator.
[0007] Such reciprocating motors for compressors are
disclosed in Korean Patent No. 10-0492612 (hereinafter
referred to as prior art 1) and Korean Patent No.
10-0539813 (hereinafter referred to as prior art 2).
[0008] In the prior art 1 and the prior art 2, a plurality
of iron cores formed of thin plates are radially laminated
on a magnet coil formed in an annular shape to form a
cylindrical outer stator or inner stator.
[0009] The reciprocating motor is provided with me-
chanical resonance springs made of compression coil
springs on both sides of the mover in order to stably re-
ciprocate the mover.
[0010] Accordingly, when the mover moves in the for-
ward and backward direction along the flux direction of

the power source applied to the magnet coil, the mechan-
ical resonance spring provided in the moving direction of
the mover is compressed, and then, when the mover
moves in the opposite direction, the mechanical reso-
nance spring, which accumulates the repulsive force, re-
peats the process of pushing out the mover.
[0011] However, in the conventional reciprocating mo-
tor, the mover is supported by a mechanical resonance
spring formed of a compression coil spring, but since the
compression coil spring has its own resonance, there is
a problem in that a certain section may not be used as
an operation frequency even within an operation frequen-
cy of a certain section.
[0012] Further, in the conventional reciprocating mo-
tor, as a mechanical resonance spring made of a com-
pression coil spring is installed, a mechanical stress lim-
itation and a restriction such as vibration distance occur
due to the characteristics of the compression coil spring.
As a result, since the resonance spring must secure a
certain diameter and length, there was a limitation in re-
ducing the transverse length of the reciprocating motor.
[0013] Further, in the conventional reciprocating mo-
tor, as a mechanical resonance spring made of a com-
pression coil spring is installed, since a spring support
member for fixing both ends of the compression coil
spring must be provided in the mover and the stator, re-
spectively. Therefore, the mechanism structure of the
motor becomes complicated and a plurality of resonance
springs must be installed at both sides of the front and
rear of the mover, so that there is a problem that the
assembling process becomes difficult.
[0014] In addition, in the conventional reciprocating
motor, as the mover including the magnet between the
outer stator and the inner stator is arranged to be recip-
rocatable, air gaps are formed on the outer and inner
sides of the mover, respectively, so that the total air gap
is increased to lower the motor efficiency.
[0015] In addition, in the conventional reciprocating
motor, since a magnet and the magnet frame supporting
the magnet have a large thickness, the weight of the en-
tire mover increases, and this increases the power con-
sumption and also increases the air gap between the
outer and inner stators. As a result, there is a problem
that the motor efficiency is lowered further.
[0016] Further, as described above, in the convention-
al reciprocating motor, since the magnet is included in
the mover, in order to prevent the magnet from being
detached from the magnet frame during the reciprocating
motion of the mover, it is necessary to form a coating
layer by wrapping the magnet and the magnet frame with
a non-magnetic material or a nonconductive material,
such as a fiber and a resin. Therefore, the magnetic air
gap has to be increased by the thickness of the coating
layer, and the motor efficiency is further lowered by the
magnitude of the increased magnetic gap.
[0017] In addition, the reciprocating compressor using
the reciprocating motor as described above still has a
problem in the reciprocating motor described above, and
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thus has a limitation in miniaturizing the reciprocating
compressor.

SUMMARY OF THE INVENTION

[0018] Therefore, an aspect of the detailed description
is to provide a reciprocating motor capable of using all
the resonance frequencies within the operation frequen-
cy.
[0019] Another aspect of the detailed description pro-
vides a reciprocating motor capable of miniaturizing the
size of the motor in the axial and radial directions.
[0020] Another aspect of the detailed description pro-
vides a reciprocating motor capable of increasing the mo-
tor efficiency by reducing the power consumption through
the weight reduction of the mover, and allowing high-
speed operation by increasing the operation frequency.
[0021] Another aspect of the detailed description pro-
vides a reciprocating motor capable of increasing the mo-
tor output by increasing the magnitude of the magnet
while maintaining the size of the mover.
[0022] Another aspect of the detailed description pro-
vides a reciprocating motor in which the length of the
mover is reduced and the magnetic air gap due to the
tolerance is kept minimally.
[0023] Another aspect of the detailed description pro-
vides a reciprocating motor in which the movable core is
exposed to an air gap to further reduce the magnetic air
gap between the magnet and the stator and the movable
core.
[0024] Another aspect of the detailed description pro-
vides a reciprocating motor capable of maximizing the
stiffness of a motor spring by a reduced magnetic air gap.
[0025] Another aspect of the detailed description pro-
vides a reciprocating motor in which a movable core is
not released during reciprocation movement of a mover
even when a separate coating layer is not provided for
fixing the movable core.
[0026] Another aspect of the detailed description pro-
vides a reciprocating motor for reducing manufacturing
cost with an easily manufactured stator and mover.
[0027] Another aspect of the detailed description pro-
vides a miniaturized and light reciprocating compressor
with the reduced size of a reciprocating motor.
[0028] Another aspect of the detailed description pro-
vides a reciprocating motor in which as a mover of a
reciprocating motor, a piston, and a muffler are integrally
formed to increase workability and coupling force, it is
advantageous for tolerance management, and as air gap
is made uniform, the eccentricity of the mover is kept
minimally.
[0029] To achieve these and other advantages and in
accordance with the purpose of this specification, as em-
bodied and broadly described herein, there is provided
a movable core-type reciprocating motor including: a sta-
tor including an inner stator and an outer stator, wherein
one sides of an axial direction of the inner stator and the
outer stator are connected to each other and the other

sides of the axial direction are spaced from each other
to form an air gap; a magnet coil disposed between the
inner stator and the outer stator; a magnet fixed to at
least one of the inner stator and the outer stator so as to
be at least partially positioned within a range of the air
gap; and a mover including a movable core disposed in
the air gap and made of a magnetic material to perform
a reciprocation movement with respect to the stator and
the magnet and a connection member made of a non-
magnetic material and configured to support the movable
core.
[0030] Accordingly, the motor efficiency may be im-
proved by reducing power consumption through the re-
duced weight of the mover, and as the movable core is
exposed to the air gap, the magnetic air gap of the mov-
able core, the magnet, and the stator may be kept to a
minimum.
[0031] Also, the connection member has a filling
groove formed to be recessed to the inner surface in the
inner circumferential surface or the outer circumferential
surface, and the movable core is at least partially filled
in the filling groove. Accordingly, as the coupling force
between the movable core and the connection member
is improved, the movable core may be prevented from
being detached from the connection member during the
reciprocation movement of the mover, and as the thick-
ness of the mover is reduced to reduce the size of the
air gap, the magnetic spring stiffness of the mover may
be increased.
[0032] And, it penetrates the connection member so
as to be exposed to the inner and outer sides of the con-
nection member and is fixed. Accordingly, the air gap
may become further smaller by the thickness of the omit-
ted connection member, and the magnetic spring stiff-
ness of the mover may be further increased in proportion
to the size of the reduced air gap.
[0033] Also, the exposed surface exposed to the inner
or outer side of the connection member is disposed on
a straight line with the inner circumferential surface or
the outer circumferential surface of the connection mem-
ber. Accordingly, it is possible to prevent the movable
core from colliding with the stator or the magnet during
the reciprocation movement process of the mover.
[0034] In addition, the movable core and the connec-
tion member are integrally formed through insert injec-
tion. Accordingly, work for fixing the movable core to the
connection member may be omitted, which improves the
workability and improves the coupling force between the
movable core and the connection member, so that it is
advantageous for tolerance management.
[0035] Also, the connection member may include a
glass fiber. Accordingly, the stiffness of the connection
member may be ensured, and the eddy current loss in
the mover may be reduced.
[0036] In addition, the movable core is formed by ra-
dially laminating a first segment arranged in parallel to a
reciprocating direction of the movable core along a cir-
cumferential direction of the connection member. Ac-
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cordingly, eddy current may be reduced.
[0037] Moreover, the first segment may include a fixing
protrusion protruding toward the inner side of the con-
nection member on at least one side surface contacting
the connection member. Accordingly, the coupling force
between the first segment and the connection member
is increased, so that the first segment may be stably main-
tained in the fixed state without being detached from the
connection member.
[0038] Further, at least one hole is perforated in the
first segment. Accordingly, since the weight of the first
segment is reduced, the weight of the mover as a whole
may be reduced.
[0039] Moreover, in the first segment, the length of the
exposed surface exposed to the inner or outer of the con-
nection member is formed to be shorter than the length
of the contact surface contacting the connection member.
Accordingly, even when no fixing protrusion or fixing
groove is formed in the first segment, the coupling force
between the first segment and the connection member
increases, so that the first segment may be stably main-
tained in the fixed state without being detached from the
connection member.
[0040] In addition, the first segment may have a pro-
trusion part protruding in parallel with the lamination di-
rection and a recessed groove part. Accordingly, when
a plurality of first segments are laminated, the protrusion
part may be inserted to the groove part during the lami-
nation, so that the laminating operation is facilitated and
the coupling force between the plurality of first segments
is secured. As a result, the laminated shape may not be
disturbed and the laminated state may be firmly main-
tained.
[0041] The movable core is formed by laminating a
second segment arranged in parallel with a circumferen-
tial direction of the connection member in a reciprocating
direction of the movable core. At least one lamination
hole is perforated in the second segment and the con-
nection member has a lamination protrusion formed in
parallel with the lamination direction of the second seg-
ment. The second segment is laminated while the lami-
nation protrusion is inserted into the lamination hole. Ac-
cordingly, as the weight of the second segment is re-
duced, the weight of the mover as a whole may be re-
duced. The lamination of the second segment may be
made easier, and also the coupling force between the
second segment and the connection member may be
improved.
[0042] Further, the second segment has a protrusion
part protruding in parallel to the lamination direction and
a recessed groove part. Accordingly, when a plurality of
second segments are laminated, the protrusion part may
be inserted into the groove part during the lamination, so
that the lamination operation may be easily performed.
[0043] In addition, the movable core is formed by lam-
inating second segments, which are connected continu-
ously to allow the arc-shaped second segments to be
circular, in a reciprocating direction of the movable core.

Accordingly, since the second segments of the entire cir-
cumferential direction are laminated at once, the worka-
bility may be improved and the coupling force between
the second segments may be ensured, so that the struc-
tural strength of the movable core may be improved.
[0044] In addition, the movable core is formed by wind-
ing a second segment band, where the arc-shaped sec-
ond segments are connected continuously, on the con-
nection member. Accordingly, the second segment band,
which is a length material, may be manufactured through
an operation such as punching, and the second segment
may be laminated by a desired thickness by merely wind-
ing it on the connection member, so that workability may
be improved.
[0045] There is also provided a reciprocating compres-
sor including: a case having an inner space; a recipro-
cating motor is an inner space of the case, where a mover
performs a reciprocation movement; a piston coupled to
the reciprocating motor to perform a reciprocation move-
ment together; a cylinder into which the piston is inserted
to form a compression space; a suction valve configured
to open and close a suction side of the compression
space; and a discharge valve configured to open and
close a discharge side of the compression space. The
reciprocating motor includes the movable core-type re-
ciprocating motor. Accordingly, as a miniaturized, light-
weight reciprocating motor is provided, the reciprocating
compressor may be miniaturized and lightweight.
[0046] In addition, the connection member and the pis-
ton are integrally formed through insert injection. Accord-
ingly, since the coupling force between the mover and
the piston is ensured, and the process of connecting the
mover and the piston with bolts or the like is omitted,
workability may be increased, and since omission of parts
such as bolts reduces the load on the mover and piston,
the efficiency of the motor may be further improved and
noise and vibration due to omission of the assembly part
may be reduced.
[0047] In addition, the piston has a muffler on the inner
side, and the muffler is attached to the outer surface of
the connection member by a fusion bonding method or
a bonding method through dielectric heating. According-
ly, since the coupling force between the mover and the
piston and the muffler is further secured and the process
for connecting the mover and the muffler with bolts is
omitted, workability may be increased, and since the muf-
fler and the piston and the mover are integrally formed,
it is advantageous for tolerance management. In addi-
tion, since the air gap is uniform due to advantageous
tolerance management and the mover reduces the ec-
centricity from the stator and magnet to a minimum, the
mover may not rotate and may perform a reciprocation
movement on a straight line.
[0048] According to the present invention, by resonat-
ing the mover with the magnetic resonance spring, it is
possible to prevent the use frequency from being limited
within the operation frequency of a certain section, so
that the efficiency of the motor may be improved.
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[0049] According to the present invention, by resonat-
ing the mover with the magnetic resonance spring, it is
possible to reduce the number of parts for resonating the
mover and further reduce the lateral length of the motor.
[0050] According to the present invention, by resonat-
ing the mover with the magnetic resonance spring, it is
possible to prevent the mover from being eccentric due
to the lateral force of the resonance spring, thereby re-
ducing friction loss and noise.
[0051] According to the present invention, the weight
of the mover may be reduced by coupling the magnet to
the end of the stator and this may increase the efficiency
of the motor by lowering the power consumption. The
operation frequency may be increased for high-speed
operation.
[0052] According to the present invention, the movable
core may be exposed to an air gap to further reduce the
magnetic air gap between the magnet and the stator and
the movable core.
[0053] According to the present invention, the stator
and the mover may be manufactured easily to reduce
manufacturing cost.
[0054] According to the present invention, as the re-
ciprocating motor is provided, the reciprocating compres-
sor may be miniaturized and lightweight.
[0055] According to the present invention, it is possible
to obtain the effect of improving the efficiency of the com-
pressor and reducing the noise.
[0056] According to the present invention, as a mover
of a reciprocating motor, a piston, and a muffler are in-
tegrally formed to increase workability and coupling
force, it is advantageous for tolerance management, and
as air gap is made uniform, the eccentricity of the mover
is kept minimally. Furthermore, it is apparent that various
effects understood by the respective constitutions shown
in the specific embodiments of the present invention may
be obtained.

BRIEF DESCRIPTION OF THE DRAWINGS

[0057] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate exemplary embodiments and together
with the description serve to explain the principles of the
invention.
[0058] In the drawings:

FIG. 1 is a schematic cross-sectional view of a mov-
able core-type reciprocating motor according to an
embodiment of the present invention;
FIG. 2 is a cross-sectional view taken from a part of
a stator and a mover in FIG. 1;
FIGS. 3 and 4 are schematic views for explaining
the operation of a movable core-type reciprocating
motor according to an embodiment of the present
invention;
FIG. 5 is a schematic cross-sectional view of a mov-

able core-type reciprocating motor according to an-
other embodiment of the present invention;
FIG. 6 is a perspective view showing an example of
a mover, which is a component of the present inven-
tion;
FIG. 7 is a partial perspective view showing an ex-
ample of a mover, which is a component of the
present invention;
FIG. 8 is a perspective view showing another exam-
ple of a mover, which is a component of the present
invention;
FIG. 9 is a perspective view showing another exam-
ple of a mover, which is a component of the present
invention;
FIG. 10 is a perspective view showing an example
of a first segment, which is a component of the
present invention;
FIG. 11 is a perspective view showing another ex-
ample of a first segment, which is a component of
the present invention;
FIGS. 12 and 13 are perspective views showing an-
other example of a mover, which is a component of
the present invention;
FIG. 14 is a perspective view showing another ex-
ample of a first segment, which is a component of
the present invention;
FIG. 15 is a cross-sectional view showing a laminat-
ed state of a first segment, which is a component of
the present invention;
FIG. 16 is a conceptual diagram illustrating a process
in which a first segment, which is a component of
the present invention, is radially laminated;
FIGS. 17 and 18 are cross-sectional views showing
another example of a mover, which is a component
of the present invention;
FIG. 19 is a perspective view showing another ex-
ample of a mover, which is a component of the
present invention;
FIG. 20 is a partial perspective view showing another
example of a mover, which is a component of the
present invention;
FIG. 21 is a perspective view showing another ex-
ample of a mover, which is a component of the
present invention;
FIG. 22 is a perspective view showing another ex-
ample of a mover, which is a component of the
present invention;
FIG. 23 is an exploded perspective view of a second
segment and a connection member, which are com-
ponents of the present invention;
FIG. 24 is a perspective view showing another ex-
ample of a second segment, which is a component
of the present invention;
FIG. 25 is a cross-sectional view showing a laminat-
ed state of a second segment, which is a component
of the present invention;
FIG. 26 is a view showing an example of a second
segment band constituting a movable core, which is

7 8 



EP 3 346 584 A1

6

5

10

15

20

25

30

35

40

45

50

55

a component of the present invention;
FIG. 27 is a view showing another example of a sec-
ond segment band constituting a movable core,
which is a component of the present invention;
FIG. 28 is a view showing an example of a second
segment ring constituting a movable core, which is
a component of the present invention;
FIG. 29 is a perspective view showing a state in
which a movable core, which is a component of the
present invention, is formed by winding a second
segment band;
FIG. 30 is a longitudinal sectional view of a recipro-
cating compressor including a movable core-type re-
ciprocating motor according to an embodiment of the
present invention;
FIG. 31 is a cross-sectional view showing a mover
of a reciprocating compressor and a piston according
to another embodiment of the present invention;
FIG. 32 is a cross-sectional view showing a mover
of a reciprocating compressor and a piston according
to another embodiment of the present invention; and
FIG. 33 is a cross-sectional view showing a mover
of a reciprocating compressor, a piston, and a muffler
according to another embodiment of the present in-
vention.

DETAILED DESCRIPTION OF THE INVENTION

[0059] Hereinafter, specific embodiments of the
present invention will be described in detail with refer-
ence to the drawings. However, the spirit of the present
invention is not limited to the embodiments shown below,
and those skilled in the art of the present invention may
easily realize other embodiments included in the scope
of the present invention by adding, modifying, deleting,
adding, and the like, elements included in the scope of
the present invention and understand that they are also
included within the scope of the present invention.
[0060] In relation to the drawings attached to the fol-
lowing embodiments, in order to facilitate the understand-
ing of the present invention within the scope that the ideas
of the present invention are not undermined even in the
embodiments of the same ideas of the present invention,
different drawings may be expressed for each drawing
in the representation of a minute portion, and a specific
portion may not be displayed or may be exaggerated
according to the drawings.
[0061] FIG. 1 is a cross-sectional view schematically
illustrating a movable core-type reciprocating motor ac-
cording to an embodiment of the present invention, and
FIG. 2 is a cross-sectional view of a portion of a stator
and a mover of FIG. 1.
[0062] Referring to FIGS. 1 and 2, a movable core-type
reciprocating motor according to an embodiment of the
present invention may include a stator 100, a magnet coil
200, a magnet 300, and a mover 400.
[0063] First, the stator 100 includes an inner stator 110
and an outer stator 120 having one side connected to

the inner stator 110 and the other side spaced at the
outer side of a radial direction of the inner stator 110 to
form an air gap 130 with the other side of the inner stator
110.
[0064] At this time, the inner stator 110 and the outer
stator 120 constituting the stator 100 may be made of a
magnetic material or a conductive material.
[0065] In addition, the inner stator 110 according to this
embodiment radially laminates a single piece of core,
and the outer stator 120 radially laminates a core block
with the laminated core on the outer circumferential sur-
face of the inner stator 110. At this time, the inner stator
110 and the outer stator 120 are contacted only at one
end in the axial direction, and are spaced apart from the
other end to form one air gap.
[0066] Meanwhile, the magnet coil 200 may be wound
between the inner stator 110 and the outer stator 120, or
may be accommodated in a wound state.
[0067] In this embodiment, the magnet coil 200 may
be connected to the inner stator 110 while being wound
on the inner stator 110 and may be separately wound
and then fixed between the inner stator 110 and the outer
stator 120.
[0068] In the former case, after the magnet coil 200 is
wound on the inner stator 110, the outer stator 120 may
be fixed to the inner stator 110. On the other hand, in the
latter case, the inner stator 110 may be formed by radially
laminating a plurality of inner core blocks 110a on the
inner circumferential surface of the wound magnet coil
200, and the outer stator 120 may also be formed by
radially laminating a plurality of outer core blocks 120a
on the outer circumferential surface of the magnet coil
200 in a wound state.
[0069] At this time, the inner stator 110 may form a
hollow 101 by the radially laminated inner core block
110a, and the hollow 101 is used as a space later in which
the piston and the cylinder are disposed.
[0070] As another example, the inner core block 110a
and the outer core block 120a may be integrally formed

in a ’  ’ shape, and then inserted into the magnet coil
200 to be laminated. In addition, the outer core block
120a may be radially laminated on the outer circumfer-
ential surface of the magnet coil 200 after radially lami-
nating the inner core block 110a on the inner circumfer-
ential surface of the magnet coil 200. In the latter case,
the operation of integrally connecting one side of the inner
core block 110a and one side of the outer core block
120a while disposing the outer core block 120a on the
outer circumferential surface of the magnet coil 200 may
be performed at the same time.
[0071] Referring to FIG. 2 again, the magnet coil 200
is accommodated between the inner stator 110 and the
outer stator 120 and a space 140 communicated with the
air gap 130 may be formed.
[0072] In addition, the winding grooves 111 and 121
may be formed on at least one of the inner stator 110
and the outer stator 120 to be concave toward the inner
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surface, thereby forming the space 140 on the facing
surface.
[0073] At this time, the size of the space 140 or the
winding grooves 111 and 121 may be formed in propor-
tion to the amount of the wound magnet coil 200.
[0074] For example, as shown in FIGS. 1 to 4, the wind-
ing grooves 111 and 121 may be formed on both sides
of the inner stator 110 and the outer stator 120.
[0075] As another example, as shown in FIG. 5, no
winding groove is formed in the inner stator 110, and the
winding groove 121 may be formed only in the outer stator
120.
[0076] Although not shown in the drawing, as another
example, a winding groove may not be formed in the
outer stator 120, and a winding groove may be formed
only in the inner stator 110.
[0077] When the winding grooves 111 and 121 are
formed as described above, the space 140 for accom-
modating the magnet coil 200 is provided, so that the
connection between the magnet coil 200 and the inner
and outer stators 110 and 120 may be facilitated. By the
winding groove 121, the yoke part 123 having a relatively
thin thickness compared to the pole part 124 to which
the magnet 300 is fixed may be formed at the inner stator
110 and the outer stator 120.
[0078] As described above, in at least one of the inner
stator 110 and the outer stator 120, the yoke part 123
forming a magnetic path and the pole part 124 extending
wider than the width of the yoke part 123 and having the
magnet 300 fixed may be formed.
[0079] At this time, the pole part 124 may be equal to
or slightly longer than the length of the fixed magnet 300.
[0080] By the combination of the yoke part 123 and the
pole part 124 as described above, the stiffness of the
magnetic spring, the alpha value (the thrust constant of
the motor), and the change rate of the alpha value may
be defined, and the yoke part 123 and the pole part 124
may have a length or form defined in a variety of ranges
depending on the design of the product to which the re-
ciprocating motor is applied.
[0081] On the other hand, as described above, the
magnet 300 may be fixed to at least one of the outer
circumferential surface of the inner stator 110 laminated
on each of the inner circumferential surface and the outer
circumferential surface of the magnet coil 200 in a cylin-
drical shape, or the inner circumferential surfaces of the
outer stator 120.
[0082] At this time, the magnet 300 may be spaced
apart from the magnet coil 200 in a reciprocating direction
of the mover 400 described later. That is, the magnet 300
and the magnet coil 200 may be arranged so as not to
overlap each other in the radial direction of the stator 100.
[0083] In the conventional case, the magnet 300 and
the magnet coil 200 have to overlap in the radial direction
of the stator 100, and the diameter of the motor has to
be increased accordingly. On the other hand, according
to the present invention, since the magnet 300 and the
magnet coil 200 are spaced apart from each other in the

reciprocating direction of the mover 400, the diameter of
the motor may be reduced compared to the related art.
[0084] In addition, the magnet 300 may be formed such
that different magnet poles are arranged in the recipro-
cating direction of the mover 400.
[0085] For example, the magnet 300 may be a 2-pole
magnet having the N pole and the S pole with the same
length on both sides.
[0086] In addition, in relation to the magnet 300, at least
a part of the cross section in the axial direction may have
an arc shape. Here, ’axial direction’ means the recipro-
cating direction of the mover 400.
[0087] In this embodiment, the magnet 300 may be
cylindrical.
[0088] As another example, when viewed in the axial
direction, the magnet 300 may have an arc-shaped cross
section, and when provided in plurality, may be spaced
apart from each other along the circumferential direction
of the outer circumferential surface of the inner stator 110
or the inner circumferential surface of the outer stator
120.
[0089] At this time, the magnet 300 is exposed to the
air gap 130.
[0090] On the other hand, magnet fixing surfaces 115
and 125 where the magnet 300 is fixed may be formed
on the facing surfaces of the inner stator 110 and the
outer stator 120 that form the air gap 130.
[0091] The magnet fixing surfaces 115 and 125 may
be formed corresponding to the shape of the inner sur-
face or the outer surface of the magnet 300.
[0092] For example, in the case that the magnet 300
is fixed to the outer stator 120, when the outer surface
of the magnet 300 is curved, the magnet fixing surface
125 of the outer stator 120 is also formed as a curved
surface, and when the outer surface of the magnet 300
is flat, the magnet fixing surface 125 of the outer stator
120 may also be formed as a flat surface.
[0093] As another example, in the case that the magnet
300 is fixed to the inner stator 110, when the inner surface
of the magnet 300 is curved, the magnet fixing surface
115 of the inner stator 110 is also formed as a curved
surface, and when the inner surface of the magnet 300
is flat, the magnet fixing surface 115 of the inner stator
110 may also be formed as a flat surface.
[0094] For reference, when the outer or inner surface
of the magnet 300 is a curved surface, the outer circum-
ferential surface of the inner stator 110 or the inner cir-
cumferential surface of the outer stator 120 may be cir-
cular.
[0095] In addition, when the outer surface or the inner
surface of the magnet 300 is flat, the outer surface of the
inner stator 110 or the inner surface of the outer stator
120 may have a polygonal shape.
[0096] As shown in FIGS. 1 to 4, the magnet 300 may
be fixed to the outer stator 120. In addition, as shown in
FIG. 5, the magnet 300 may be fixed to the inner stator
110.
[0097] Although not shown in the drawing, as another
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example, the magnet 300 may be fixed to both the inner
stator 110 and the outer stator 120.
[0098] The mover 400 is disposed in the air gap 130
where the magnet 300 is exposed and is made of a mag-
netic material and performs a reciprocation movement
with respect to the stator 100 and the magnet 300.
[0099] At this time, the mover 400 is spaced apart from
the magnet coil 200 in the reciprocating direction of the
mover 400, so that the gap between the magnet coil 200
and the mover 400 may vary according to the reciproca-
tion movement of the mover 400. That is, the mover 400
and the magnet coil 200 may be arranged so as not to
overlap each other in the radial direction of the stator 100.
[0100] In the conventional case, the mover 400 and
the magnet coil 200 have to overlap in the radial direction
of the stator 100, and the diameter of the motor has to
be increased accordingly. On the other hand, according
to the present invention, since the mover 400 and the
magnet coil 200 are spaced apart from each other in the
reciprocating direction of the mover 400, the diameter of
the motor may be reduced compared to the related art.
[0101] In this embodiment, in relation to the mover 400,
at least a part of the cross section in the axial direction
may have an arc shape.
[0102] That is, the mover 400 may be formed to have
a hollow cylindrical shape to be inserted into the cylindri-
cal air gap 130 formed between the cylindrical inner stator
110 and outer stator 120, or when viewed in the axial
direction, may be provided in plurality and may be spaced
apart from each other in the circumferential direction.
[0103] The mover 400 may include a movable core 410
disposed in the air gap 130 and made of a magnetic ma-
terial and for performing a reciprocation movement with
respect to the stator 100 and the magnet 300, and a hol-
low connection member 420 made of a non-magnetic
material and for supporting the movable core 410 so as
to allow the movable core 410 to be exposed to the air
gap 130 toward the magnet 300.
[0104] For example, the connection member 420 may
be provided in a cylindrical shape, and the movable core
410 may be fixed to an inner surface or an outer surface
of the connection member 420. In addition, the connec-
tion member 420 may be formed of a non-magnetic ma-
terial so as not to affect the flux flow.
[0105] As described above, when the movable core
410 is fixed to the connection member 420 to be exposed
to the air gap 130, the magnetic air gap between the
magnet 300 and the movable core 410 may be mini-
mized.
[0106] In this embodiment, the mover 400 is inserted
with an interval between the outer surface of the inner
stator 110 or the outer stator 120 exposed to the air gap
130 and the magnet 300, and for this, the size of the
mover 400 should be smaller than the size of the air gap
130.
[0107] That is, the inner circumferential surface of the
mover 400 may be formed to have a larger diameter than
the outer circumferential surface of the inner stator 110,

and the outer circumferential surface of the mover 400
may be formed to have a smaller diameter than the inner
circumferential surface of the outer stator 120.
[0108] The reciprocating motor according to this em-
bodiment performs a reciprocation movement by the re-
ciprocating direction centering force generated between
the stator 100 having the magnet coil 200, the magnet
300, and the mover 400. The reciprocating direction
centering force refers to the force that the magnetic en-
ergy (magnetic potential energy, magnetic resistance) is
stored toward the low side when the mover 400 moves
within the magnetic field, and this force forms a magnetic
spring.
[0109] Therefore, in this embodiment, when the mover
400 performs a reciprocation movement by the magnetic
force of the magnet coil 200 and the magnet 300, the
mover 400 accumulates a force to return to the center
direction by a magnetic spring, and this force accumu-
lated in this magnetic spring causes the mover 400 to
resonate and continue to make a reciprocation move-
ment.
[0110] Hereinafter, the operation principle of the mov-
able core-type reciprocating motor according to this em-
bodiment will be described in more detail.
[0111] First, an alternating flux is formed between the
inner stator 110 and the outer stator 120 when an AC
current is applied to the magnet coil 200 of the recipro-
cating motor. In this case, the mover 400 moves in both
directions along the flux direction and continuously per-
forms a reciprocation movement.
[0112] At this time, inside the reciprocating motor, a
magnetic spring is formed between the mover 400 and
the stator 100 and the magnet 300, thereby inducing a
resonance motion of the mover 400.
[0113] FIGS. 3 and 4 are schematic views for explain-
ing the operation of a movable core-type reciprocating
motor according to an embodiment of the present inven-
tion.
[0114] For example, as shown in FIG. 3, in the state
that the magnet 300 is fixed to the outer stator 120 and
the flux by the magnet 300 flows in the clockwise direction
in the drawing, when an AC current is applied to the mag-
net coil 200, the flux caused by the magnet coil 200 flows
clockwise in the drawing, and the mover 400 moves in
the right direction of the drawing (see arrow M1) where
the flux by the magnet coil 200 and the flux by the magnet
300 are increased.
[0115] At this time, between the mover 400 and the
stator 100 and the magnet 300, a reciprocating centering
force F1 to restore to the left direction of the drawing
where magnetic energy (i.e., magnetic potential energy
or magnetic resistance) is low is accumulated.
[0116] In this state, as shown in FIG. 4, when the di-
rection of the current applied to the magnet coil 200 is
changed, the flux by the magnet coil 200 flows counter-
clockwise in the drawing, and the flux by the magnet coil
200 and the flux by the magnet 300 are increased in the
opposite direction to the previous direction, that is, left-
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ward in the drawing.
[0117] At this time, the mover 400 is moved in the left
direction of the drawing (see the arrow M2) by the accu-
mulated reciprocating centering force F1 and the mag-
netic force of the fluxes of the magnet coil 200 and the
magnet 300.
[0118] In this process, the mover 400 is further moved
to the left side of the drawing through the center of the
magnet 300 by the inertial force and the magnetic force.
[0119] At this time, in the same manner, between the
mover 400 and the stator 100 and the magnet 300, a
reciprocating centering force F2 to restore to the center-
ing direction of the magnet 300 where the magnetic en-
ergy is low, that is, the right direction of the drawing, is
accumulated.
[0120] Again, as shown in FIG. 3, when the direction
of the current applied to the magnet coil 200 is changed,
by the accumulated reciprocating centering force F2 and
the magnetic force due to the fluxes of the magnet coil
200 and the magnet 300, the mover 400 moves toward
the direction of the center of the magnet 300. At this time,
too, the mover 400 moves further to the right direction of
the drawing through the center of the magnet 300 due to
the inertia force and the magnetic force, and the recip-
rocating centering force F1 to return toward the center
direction of the magnet 300 where magnetic energy is
low, that is, the left direction of the drawing, is accumu-
lated between the mover 400 and the stator 100 and the
magnet 300. In this way, the mover 400 continuously
repeats a reciprocation movement that alternately moves
between the right and left sides of the drawing, such as
in a mechanical resonance spring.
[0121] Hereinafter, although not shown in the drawing,
the resonance movement of the mover 400 will be de-
scribed in the case that the magnet 300 is fixed to the
inner stator 110.
[0122] In the state that the magnet 300 is fixed to the
inner stator 110 and the flux by the magnet 300 flows in
the counterclockwise direction, when an AC current is
applied to the magnet coil 200 and the flux caused by
the magnet coil 200 flows clockwise, and the mover 400
moves in the left direction of the drawing where the flux
by the magnet coil 200 and the flux by the magnet 300
are increased.
[0123] At this time, the reciprocating centering force is
accumulated in the right direction.
[0124] In this state, when the direction of the current
applied to the magnet coil 200 is changed, the flux by the
magnet coil 200 flows counterclockwise, and the mover
400 moves in the right direction of the drawing where the
flux by the magnet coil 200 and the flux by the magnet
300 are increased.
[0125] At this time, the mover 400 is moved in the cent-
er direction of the magnet 300 by the reciprocating center-
ing force F1 accumulated in the right direction and the
magnetic force by the fluxes of the magnet coil 200 and
the magnet 300.
[0126] In this process, the mover 400 is further moved

to the right direction of the drawing through the center of
the magnet 300 by the inertial force and the magnetic
force.
[0127] At this time, in the same manner, a reciprocating
centering force to return to the left direction may be ac-
cumulated between the mover 400 and the stator 100
and the magnet 300, and in this way, even when the
magnet 300 is fixed to the inner stator 110, the mover
400 continuously repeats a reciprocation movement that
alternately moves between the right and left sides of the
drawing, as in a mechanical resonance spring.
[0128] FIG. 6 is a perspective view showing an exam-
ple of a mover, which is a component of the present in-
vention. FIG. 7 is a partially cutaway perspective view
showing an example of a mover, which is a component
of the present invention. FIG. 8 is a perspective view
showing another example of a mover, which is a compo-
nent of the present invention.
[0129] Referring to FIGS. 6 to 8, the movable core 410
may be fixed to the inner circumferential surface 425 of
the connection member 420 so as to be exposed to the
inner surface of the connection member 420, or to the
outer circumferential surface 426 of the connection mem-
ber 420 so as to be exposed to the outside of the con-
nection member 420.
[0130] As described above, the connection member
420 forms the hollow 428 and has the inner circumfer-
ential surface 425 and the outer circumferential surface
426.
[0131] Accordingly, the movable core 410 may be fixed
to the inner circumferential surface 425 or the outer cir-
cumferential surface 426 of the connection member 420.
[0132] For example, when the magnet 300 is fixed to
the inner stator 110, the movable core 410 may be fixed
to the inner circumferential surface 425 of the connection
member 420 so as to face the magnet 300.
[0133] As another example, when the magnet 300 is
fixed to the outer stator 120, the movable core 410 may
be fixed to the outer circumferential surface 426 of the
connection member 420 so as to face the magnet 300.
[0134] As described above, when the movable core
410 is exposed to the inner or outer side of the connection
member 420, the magnetic air gap between the magnet
300 and the movable core 410 may be minimized. Gen-
erally, the magnetic spring stiffness of a motor is maxi-
mized as the air gap is smaller. Therefore, the motor
spring stiffness may be increased in proportion to the
reduced magnetic air gap.
[0135] In addition, unlike the prior art, the present in-
vention does not need to cover the movable core 410
with a coating layer such as a fiber or a resin in order to
prevent the movable core 410 from being separated, so
that the structure is simple and is easily manufactured.
[0136] According to the present invention, even when
the coating layer is removed, the fixing force of the mov-
able core 410 is secured so that the movable core 410
may not be separated from the connection member 420.
[0137] In addition, in the case of the present invention,
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the weight of the mover 400 may be reduced to a mini-
mum, thereby increasing the operation frequency and
enabling high-speed operation.
[0138] In addition, according to the present invention,
the magnetic spring stiffness required may be lowered
compared to the prior art, and the cost may be reduced.
[0139] In this embodiment, the connection member
420 forms filling grooves 421, 422 recessed inwardly on
the inner circumferential surface 425 or the outer circum-
ferential surface 426, and at least a portion of the movable
core 410 may be filled and fixed to the filling grooves 421
and 422.
[0140] The movable core 410 may be attached and
fixed to on one side surface of the inner circumferential
surface 425 or the outer circumferential surface 426 of
the connection member 420, but part or all of the movable
core 410 may be filled in and fixed at the filling grooves
421 and 422.
[0141] However, even when the entire movable core
410 is filled in the connection member 420, the surface
facing the magnet 300 is exposed to the air gap 130.
[0142] When part or all of the movable core 410 is filled
in the connection member 420 as described above, the
coupling force between the movable core 410 and the
connection member 420 is improved, and it is possible
to prevent the movable core 410 from being detached
from the connection member 420 during the reciprocation
movement process of the mover 400.
[0143] In addition, when part or all of the movable core
410 is filled in the connection member 420, the thickness
of the mover 400 is reduced, so that the size of the air
gap 130 where the mover 400 is disposed may be re-
duced. Accordingly, the magnetic spring stiffness of the
mover 400 may be increased in proportion to the size of
the reduced air gap 130.
[0144] Also, when part or all of the movable core 410
is filled in the connection member 420, at least one pro-
trusion protruding toward the inner surface of the con-
nection member 420 may be formed in the filled portion.
When the protrusion is formed as described above, the
coupling force between the movable core 410 and the
connection member 420 is increased, so that the mova-
ble core 410 may stably maintain the filled state without
being detached from the connection member 420.
[0145] In this embodiment, a plurality of the movable
core 410 may be provided, and may be spaced apart
from each other along the circumferential direction of the
connection member 420.
[0146] As an example, the movable core 410 may have
an arc-shaped cross-section when viewed from the axial
direction. In this case, when each movable core 410 is
spaced along the circumferential direction on the inner
circumferential surface 425 or the outer circumferential
surface 426 of the connection member 420, the movable
cores 410 are generally cylindrical.
[0147] As described above, when a plurality of mova-
ble cores 410 are provided and are spaced apart along
the circumferential direction of the connection member

420, a joint part 423 is formed between the movable core
410 and the axial direction, so that the structural strength
of the connection member 420 may be improved, and
the movable core 410 may also be seated and supported
on the connection member 420 more stably by the joint
part 423.
[0148] In addition, the movable core 410 may be more
easily inserted into the filling grooves 421 and 422 formed
in the inner circumferential surface 425 or the outer cir-
cumferential surface 426 of the connection member 420,
thereby improving the workability.
[0149] As another example, the movable core 410 may
be provided as a single body, and in this case, the mov-
able core 410 may have a cylindrical form with a hollow.
[0150] When the movable core 410 is spaced along
the circumferential direction of the connection member
420 and the magnet 300 is also spaced apart from the
stator 100 along the circumferential direction, the number
of the magnets 300 and the number of the movable cores
410 may be the same.
[0151] In addition, the number of the magnets 300 may
be N times (N is a natural number) the number of the
movable cores 410, and the number of the movable cores
410 may be N times (N is a natural number) the number
of the magnets 300.
[0152] For example, when the number of the magnets
300 is 12, the number of the movable cores 410 may be 6.
[0153] When the number of the magnets 300 and the
number of the movable cores 410 are set as described
above, since eccentricity does not occur in mover 400,
the mover 400 may perform a reciprocation movement
while maintaining a straight line without rotating in any
direction.
[0154] FIG. 9 is a perspective view showing another
example of a mover, which is a component of the present
invention.
[0155] Referring to FIG. 9, the movable core 410 may
be fixed through the connection member 420 so as to be
exposed to the inner and outer sides of the connection
member 420.
[0156] In such a case, a hole 424 through which the
movable core 410 passes may be formed in the connec-
tion member 420.
[0157] As described above, when the movable core
410 is exposed to the inner or outer side of the connection
member 420, both sides of the movable core 410 are
exposed to the air gap 130 in the radial direction.
[0158] Therefore, the magnetic air gap of the mover
400, the magnet 300, and the stator 100 may be further
reduced by the thickness of the omitted connection mem-
ber 420, and the magnetic spring stiffness of the mover
400 may be increased in proportion to the size of the
reduced air gap 130.
[0159] In this embodiment, in relation to the movable
core 410, the exposed surface 411 exposed to the inner
or outer side of the connection member 420 may be po-
sitioned on a straight line with the inner circumferential
surface 425 or the outer circumferential surface 426 of
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the connection member 420.
[0160] That is, when the movable core 410 is filled in
the inner circumferential surface 425 or the outer circum-
ferential surface 426 of the connection member 420, the
exposed surface 411 of the movable core 410 may not
be protruded or recessed than the inner circumferential
surface 425 or the outer circumferential surface 426 of
the connection member 420, and may be formed on a
straight line with the inner circumferential surface 425 or
the outer circumferential surface 426.
[0161] As described above, when the exposed surface
411 of the movable core 410 is positioned on a straight
line with the inner circumferential surface 425 or the outer
circumferential surface 426 of the connection member
420, the movable core 410 may be more stably fixed to
the connection member 420. In addition, it is possible to
prevent the movable core 410 from colliding with the sta-
tor 100 or the magnet 300 during the reciprocation move-
ment process of the mover 400.
[0162] On the other hand, when the movable core 410
penetrates the connection member 420, the radial thick-
ness of the connection member 420 is formed to be equal
to the radial thickness of the movable core 410, so that
the inner and outer exposed surfaces 411 of the movable
core 410 may not be protruded or recessed than the inner
circumferential surface 425 and the outer circumferential
surface 426 of the connection member 420 and may be
formed on a straight line with the inner circumferential
surface 425 and the outer circumferential surface 426.
[0163] In this embodiment, the movable core 410 and
the connection member 420 may be integrally formed
through insert injection.
[0164] That is, after the movable core 410 is manufac-
tured first, when the connection member 420 is molded
through injection, the movable core 410 is inserted into
the mold and integrally molded with the connection mem-
ber 420.
[0165] In this case, the operation of fixing the movable
core 410 to the connection member 420 may be omitted,
and workability may be enhanced.
[0166] In addition, the coupling force between the mov-
able core 410 and the connection member 420 is im-
proved, so that the movable core 410 may be prevented
from being detached from the connection member 420.
[0167] In the above example, although it has been stat-
ed that the movable core 410 and the connection member
420 are integrally formed through insert injection, the
scope of the present invention is not limited thereto, and
the movable core 410 and the connection member 420
may be integrally formed by various cocuring methods.
[0168] In addition, the movable core 410 and the con-
nection member 420 may be separately manufactured,
and may be formed as a single body through a separate
assembly or attachment process.
[0169] In this embodiment, the material of the connec-
tion member 420 may include glass fiber.
[0170] For example, the connection member 420 may
be made of glass fiber only. As another example, the

connection member 420 may be made of a mixture of
glass fiber and plastic.
[0171] Since glass fiber is a non-magnetic and non-
conductive material, when the connection member 420
is made of a material including glass fiber, the stiffness
of the connection member 420 may be ensured and the
eddy loss in the mover 400 may be reduced. In addition,
injection molding of the connection member 420 is pos-
sible.
[0172] At this time, the glass fiber may be integrally
fixed to the movable core 410 through heating and curing
processes.
[0173] Referring again to FIGS. 6 to 9, the movable
core 410 may be formed by radially laminating a first seg-
ment 410a disposed in parallel with the reciprocating di-
rection of the movable core 410 along the circumferential
direction of the connection member 420.
[0174] As an example, the first segment 410a may
have the form of a thin square pin.
[0175] The first segment 410a may be radially laminat-
ed on the inner circumferential surface 425 or the outer
circumferential surface 426 of the connection member
420.
[0176] In addition, the first segment 410a may be ra-
dially laminated on the entire inner circumferential sur-
face 425 or outer circumferential surface 426 of the con-
nection member 420 or may be formed on only a partial
section.
[0177] In the latter case, the first segment unit where
a plurality of first segments 410a are sequentially lami-
nated may be spaced apart at regular intervals along the
circumferential direction of the connection member 420.
[0178] Also, in this embodiment, the first segment 410a
may be disposed corresponding to the inner core block
110a and the outer core block 120a.
[0179] As described above, when the movable core
410 is configured by radially laminating the plurality of
first segments 410a, the eddy current may be reduced.
[0180] FIG. 10 is a perspective view showing an ex-
ample of a first segment, which is a component of the
present invention, and FIG. 11 is a perspective view
showing another example of a first segment, which is a
component of the present invention.
[0181] Referring to FIGS. 10 and 11, the first segment
410a may include a fixing protrusion 411a protruding to-
ward the inner side of the connection member 420 on at
least one side surface contacting the connection member
420.
[0182] For example, the fixing protrusion 411a may be
formed parallel to the reciprocating direction of the mover
400 on both sides of the first segment 410a.
[0183] At this time, a fixing groove into which the fixing
protrusion 411a is inserted may be formed in the fixing
protrusion 411a.
[0184] As another example, the concave fixing
grooves 418a may be formed on both sides of the first
segment 410a, and a fixing protrusion inserted into the
fixing groove 418a of the first segment 410a may be
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formed on the connection member 420.
[0185] When the fixing protrusion 411a or the fixing
groove 418a is formed in the first segment 410a as de-
scribed above, the coupling force between the first seg-
ment 410a and the connection member 420 increases,
so that the first segment 410a may stably maintain the
fixed state without being separated from the connection
member 420.
[0186] Referring again to FIG. 10, at least one hole
412a may be perforated in the first segment 410a.
[0187] At this time, a protrusion may be formed on the
connection member 420 to be inserted into the hole 412a
along the circumferential direction.
[0188] When the hole 412a is formed as described
above, the weight of the first segment 410a is reduced,
so that the weight of the mover 400 may be reduced
overall.
[0189] Also, as the protrusion formed in the circumfer-
ential direction in the connection member 420 is inserted
into the hole 412a, the alignment of the first segment
410a may be made automatically, and furthermore, the
coupling force between the first segment 410a and the
connection member 420 may be improved.
[0190] Further, even when the first segment 410a and
the connection member 420 are injection molded, a part
of the plastic constituting the connection member 420
penetrates through the hole 412a, so that the coupling
force between the first segment 410a and the connection
member 420 may be further improved.
[0191] FIGS. 12 and 13 are perspective views showing
another example of a mover, which is a component of
the present invention.
[0192] Referring to FIGS. 12 and 13, in relation to the
first segment 410a, the length D1 of the exposed surface
413a exposed to the inner or outer side of the connection
member 420 may be shorter than the length D2 of the
contact surface 414a contacting the connection member
420.
[0193] At this time, when the lengths D1 and D2 of the
exposed surface 413a and the contact surface 414a of
the first segment 410a are different from each other, an
inclined surface 415a is formed on both sides of the first
segment 410a.
[0194] As above, when the length D1 of the exposed
surface 413a exposed to the inner or outer side of the
connection member 420 is shorter than the length D2 of
the contact surface 414a contacting the connection mem-
ber 420, even when no fixing protrusion or fixing groove
is formed in the first segment 410a, the coupling force
between the first segment 410a and the connection mem-
ber 420 increases, so that the first segment 410a may
not be separated from the connection member 420 and
may stably maintain the fixed state.
[0195] FIG. 14 is a perspective view showing another
example of a first segment, which is a component of the
present invention, and FIG. 15 is a cross-sectional view
showing a state in which a first segment is laminated,
which is a component of the present invention.

[0196] Referring to FIGS. 14 and 15, the first segment
410a may form a protrusion part 416a protruding in par-
allel with the lamination direction and a recessed groove
part 417a.
[0197] For example, the protrusion part 416a and the
groove part 417a may be formed by laminating and
punching the first segments 410a.
[0198] In addition, the first segment 410a may have

various shapes of recesses and protrusions ( ).
[0199] As described above, when the protrusion part
416a and the groove part 417a are formed in the first
segment 410a, a plurality of first segments 410a are lam-
inated while the protrusion part 416a is inserted into the
groove part 417a so that the lamination operation may
be easily performed.
[0200] Further, even after laminating of the first seg-
ments 410a is completed, when a state in which the pro-
trusion part 416a is inserted into the groove part 417a is
maintained, the coupling force between the plurality of
first segments 410a is secured, so that the laminated
shape may not be disturbed and the laminated state may
be firmly maintained.
[0201] FIG. 16 is a conceptual diagram illustrating a
process in which a first segment, which is a component
of the present invention, is radially laminated.
[0202] Referring to FIG. 16, in relation to the first seg-
ments 410a, a radial lamination may be accomplished
through a method of performing processing after being
laminated on a straight line. Therefore, the operation of
radiating the first segment 410a may be performed more
easily.
[0203] At this time, when the protrusion part 416a and
the groove part 417a described above are formed in the
first segment 410a, it is easy to perform lamination on a
straight line, and since the coupling force between the
plurality of first segments 410a is secured, the operation
of processing the first segment 410a laminated on a
straight line to have a certain curvature may easily pro-
ceed.
[0204] FIGS. 17 and 18 are cross-sectional views
showing another example of a mover, which is a compo-
nent of the present invention.
[0205] Referring to FIG. 17, in relation to the movable
core 410, an adhesive may be applied to the exposed
surface exposed to the inner or outer side of the connec-
tion member 420 to connect the plurality of laminated
first segments 410a.
[0206] When the first segments 410a are connected
to each other through the adhesive, the coupling force
between the first segments 410a may be secured.
[0207] On the other hand, after the one-segment 410a
is laminated on a straight line, even in the case that radial
lamination of the first segment 410a is performed through
a method of performing processing to have a curvature,
after an adhesive is applied to the inner surface of the
plurality of laminated first segments 410a to form an ad-
hesive layer 412, when performing processing to have a
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curvature, since the curvature forming operation pro-
ceeds in a state in which the coupling force between the
first segments 410a is secured, as a result, the operation
of radially laminating the first segment 410a may be per-
formed more easily.
[0208] In addition, referring to FIG. 18, in relation to
the movable core 410, the plurality of laminated first seg-
ments 410a may be connected by welding the exposed
surfaces exposed to the inner or outer of the connection
member 420.
[0209] When the first segments 410a are connected
to each other through the welding, the coupling force be-
tween the first segments 410a may be secured.
[0210] On the other hand, after the one-segment 410a
is laminated on a straight line, even in the case that radial
lamination of the first segment 410a is performed through
a method of performing processing to have a curvature,
after the plurality of laminated first segments 410a are
welded to form a welding part 413, when performing
processing to have a curvature, since the curvature form-
ing operation proceeds in a state in which the coupling
force between the first segments 410a is secured, as a
result, the operation of radially laminating the first seg-
ment 410a may be performed more easily.
[0211] FIG. 19 is a perspective view showing another
example of a mover, which is a component of the present
invention. FIG. 20 is a partially cutaway perspective view
showing another example of a mover, which is a compo-
nent of the present invention. FIGS. 21 and 22 are per-
spective views showing another example of a mover,
which is a component of the present invention.
[0212] Referring again to FIGS. 19 to 22, the movable
core 410 may be formed by laminating a second segment
410b disposed in parallel with the circumferential direc-
tion of the connection member 420 in the reciprocating
direction of the movable core 410.
[0213] For example, the second segment 410b may
be at least partially arc shaped and may have a thinner
thickness.
[0214] The second segment 410b may be laminated
on the inner circumferential surface or the outer circum-
ferential surface of the connection member 420 in the
reciprocating direction of the mover 400.
[0215] In addition, the second segment 410b may be
formed on the entire inner circumferential surface or outer
circumferential surface of the connection member 420,
or may be formed on only a partial section.
[0216] In the latter case, the second segment units in
which the plurality of second segments 410b are contin-
uously laminated may be spaced apart at regular inter-
vals along the circumferential direction of the connection
member 420.
[0217] As another example, the second segment 410b
may be circular.
[0218] As described above, when the movable core
410 is configured by laminating the plurality of first seg-
ments 410a, the eddy current may be reduced.
[0219] FIG. 23 is an exploded perspective view of a

second segment and a connection member, which are
components of the present invention.
[0220] Referring to FIG. 23, at least one lamination
hole 411b is perforated in the second segment 410b, and
a lamination protrusion 427 is formed on the connection
member 420 in parallel with the lamination direction of
the second segment 410b. While the lamination protru-
sion 427 is inserted in the lamination hole 411b, the lam-
ination of the second segments 410b may be achieved.
[0221] First, when the lamination hole 411b is perfo-
rated on the second segment 410b as described above,
the weight of the second segment 410b becomes lighter,
so that the weight of the mover 400 may be reduced as
a whole.
[0222] In addition, the second segment 410b may be
more easily laminated, and the coupling force between
the second segment 410b and the connection member
420 may be improved.
[0223] Further, even when the second segment 410b
and the connection member 420 are injection molded, a
part of the plastic constituting the connection member
420 penetrates through the lamination hole 411b, so that
the coupling force between the second segment 410b
and the connection member 420 may be further im-
proved.
[0224] FIG. 24 is a perspective view showing another
example of a second segment, which is a component of
the present invention, and FIG. 25 is a cross-sectional
view showing a state in which a second segment is lam-
inated, which is a component of the present invention.
[0225] Referring to FIGS. 24 to 25, the second seg-
ment 410b may form a protrusion part 412b protruding
in parallel with the lamination direction and a recessed
groove part 413b.
[0226] For example, the protrusion part 412b and the
groove part 413b may be formed by laminating and
punching the second segments 410b.
[0227] In addition, the second segment 410b may have

various shapes of recesses and protrusions ( ).
[0228] As described above, when the protrusion part
412b and the groove part 413b are formed in the second
segment 410b, a plurality of second segments 410b are
laminated while the protrusion part 412b is inserted into
the groove part 413b so that the lamination operation
may be easily performed.
[0229] Further, even after laminating of the second
segments 410b is completed, when a state in which the
protrusion part 412b is inserted into the groove part 413b
is maintained, the coupling force between the plurality of
first segments 410a is secured, so that the laminated
shape may not be disturbed and the laminated state may
be firmly maintained.
[0230] FIG. 26 is a view showing an example of a sec-
ond segment band constituting a movable core, which is
a component of the present invention, and FIG. 27 is a
view showing another example of a second segment
band constituting a movable core, which is a component
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of the present invention, and FIG. 28 is a view showing
an example of a second segment ring constituting a mov-
able core, which is a component of the present invention.
[0231] Referring to FIGS. 26 and 27, the movable core
410 may be formed by laminating the second segment
ring 410c connected in series to allow the second seg-
ment 410b having an arc shape to be circular in the re-
ciprocating direction of the mover 400.
[0232] At this time, in relation to the second segment
410b constituting the second segment ring 410c, the
length of the inner circumferential surface is formed to
be less than the length of the outer circumferential sur-
face. Accordingly, a connection part 412c where both
outer circumferential end parts contact with each other
is formed, and a cutout part 411c may be formed between
the respective second segments 410b.
[0233] As described above, when the movable core
410 is configured by laminating the circular second seg-
ment rings 410c, the gap between the second segments
410b is secured by the cutout part 411c, and the worka-
bility of forming the movable core by laminating the sec-
ond segment rings 410c may be improved.
[0234] Further, the coupling force between the second
segments 410b may be secured, so that the structural
strength of the movable core 410 may be improved.
[0235] In this embodiment, the second segment ring
410c may be provided by cutting the second segment
band 410d where the second segment 410b is connected
continuously, and then connecting both end parts to form
a closed curve.
[0236] As described above, when the second segment
ring 410c is manufactured with the second segment band
410d, the second segment band 410d, which is a length
material, may be manufactured easily through punching
or the like, so that workability may be improved and ma-
terial cost may be reduced.
[0237] FIG. 29 is a perspective view showing a state
in which a movable core, which is a component of the
present invention, is formed by winding a second seg-
ment band.
[0238] Referring to FIG. 29, the movable core 410 may
be formed by winding the second segment band 410d,
where the second segments 410b having an arc shape
are connected in series, on the connection member 420.
[0239] At this time, in relation to the second segment
410b constituting the second segment band 410d, the
length of the inner circumferential surface is formed to
be less than the length of the outer circumferential sur-
face. Accordingly, a connection part 412d where both
outer circumferential end parts contact with each other
is formed, and a cutout part 411d may be formed between
the respective second segments 410b.
[0240] As described above, when the movable core
410 is configured by winding the second segment 410d
on the connection member 420, the second segment
410d, which is a length material, may be manufactured
easily by punching or the like, and the second segment
410b may be laminated by a desired thickness by merely

winding the connection member 420, so that workability
may be improved.
[0241] Further, the coupling force between the second
segments 410b may be also secured, so that the struc-
tural strength of the movable core 410 may be improved.
[0242] FIG. 30 is a longitudinal sectional view of a re-
ciprocating compressor including a movable core-type
reciprocating motor according to an embodiment of the
present invention.
[0243] Referring to FIG. 30, a reciprocating compres-
sor 1 includes a case 10 having an inner space, a recip-
rocating motor 20 disposed in an inner space, where a
mover 400 performs a reciprocation movement, a piston
30 coupled to the mover 400 of the reciprocating motor
20 to perform a reciprocation movement together, a cyl-
inder 40 into which the piston 30 is inserted to form a
compression space 42, a suction valve 31 configured to
open and close a suction side of the compression space
42, and a discharge valve 41 configured to open and
close a discharge side of the compression space 42.
[0244] That is, a suction pipe 11 is connected to the
inner space of the sealed case 10, and one side of the
suction pipe 11 is connected to a discharge pipe 12 for
guiding a refrigerant, which is compressed in the com-
pression space 42 of the cylinder 40 to be described later,
to a refrigeration cycle. As a result, the inner space of
the case 10 may be filled with a suctioned refrigerant to
form a suction pressure, and the refrigerant discharged
from the compression space 42 may be discharged to
the outside of the case 10 through the discharge pipe 12
toward the condenser.
[0245] Also, a frame 50 is installed in the inner space
of the case 10, and the reciprocating motor 20 for gen-
erating a reciprocating force and inducing a resonance
motion of the piston 30 to be described later at the same
time is fixedly coupled to one side surface of the frame 50.
[0246] The compression space 42 is provided on the
inside of the reciprocating motor 20 to coupled to the
cylinder 40 inserted in the frame 50, and the piston 30
reciprocably inserted into the cylinder 40 to change the
volume of the compression space 42 and thus to com-
press the refrigerant is coupled to the cylinder 40.
[0247] A suction valve 31 for opening and closing the
suction passage of the piston 30 is coupled to the front
section of the piston 30 and a discharge valve 41 for
opening and closing the compression space 42 of the
cylinder 40 is accommodated in a discharge cover 60
and is detachably coupled to the front section of the cyl-
inder 40.
[0248] Then, the discharge cover 60 is fixedly coupled
to the cylinder 40 with the discharge space 61 provided
therein. The discharge valve 41 and a valve spring 43
for supporting the discharge valve 41 may be accommo-
dated in the discharge space 61 of the discharge cover
60, and the inlet of a gas bearing for lubricating between
the cylinder 40 and the piston 30 may be accommodated.
[0249] The gas bearing (not shown) may be composed
of a gas communication path formed between the inner
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circumferential surface of the frame 50 and the outer cir-
cumferential surface of the cylinder 40, and a plurality of
fine gas holes penetrating from the middle of the gas
communication path to the inner circumferential surface
of the cylinder 40.
[0250] Here, since the reciprocating motor 20 is formed
to have the same configuration as that of FIGS. 1 to 29
described above, this will refer to the reciprocating motor
described above.
[0251] In this embodiment, the inner stator 110 and the
outer stator 120 are fixed to the frame 50, and the mover
400 is connected to the piston 30. Accordingly, when the
mover 400 performs a reciprocation movement with re-
spect to the stator 100 and the magnet 300, the piston
30 inserted into the cylinder 40 may perform a recipro-
cation movement with the mover 400 in both directions.
[0252] In the reciprocating compressor 1 according to
the above embodiment, when an AC current is applied
to the magnet coil 200 of the reciprocating motor 20, an
alternating flux is formed between the stator 100 and the
magnet 300 and the mover 400, and in the direction in
which the flux by the magnet coil 200 and the flux by the
magnet 300 are increased, the mover 400 and the piston
30 connected thereto are continuously moved to perform
a reciprocation movement.
[0253] At this time, a reciprocating centering force to
restore to the direction where the magnetic energy is low
is accumulated between the mover 400 and the stator
100 of the reciprocating motor and the magnet 300.
[0254] In this state, when the direction of the current
applied to the magnet coil 200 is changed, the mover 400
and the piston 30 connected thereto move in opposite
directions due to the accumulated reciprocating center-
ing force and the magnetic force by fluxes of the magnet
coil 200 and the magnet 300, and at this time, a recipro-
cating centering force to restore to the direction where
the magnetic energy is low is accumulated between the
mover 400 and the stator 100 of the reciprocating motor
and the magnet 300.
[0255] In this way, the mover 400 and the piston 30
continuously repeat a reciprocation movement that
moves alternately between the right and left sides of the
drawing, such as in a mechanical resonance spring.
[0256] At this time, while the mover 400 performs a
reciprocation movement in the reciprocating motor, a
magnetic resonance spring is formed between the mover
400 and the stator 100 and the magnet 300 thereby in-
ducing the resonance movement of the mover 400 and
the piston 30. Therefore, the piston 30 may compress
the refrigerant while overcoming the gas force generated
in the compression space 42.
[0257] The reciprocating compressor according to this
embodiment has the action effect according to the recip-
rocating motor of FIGS. 1 to 29 described above. There-
fore, this refers to the reciprocating motor described
above.
[0258] The reciprocating compressor of the this em-
bodiment includes a reciprocating motor which is re-

duced in size and weight so that it may be made compact
and light in weight. Therefore, the installation of the com-
pressor is easy, and maintenance and repair are also
advantageous.
[0259] In addition, a reciprocating motor manufactured
easily and with improved structural stiffness is provided,
so that in the same manner, the compressor may be eas-
ily manufactured and its structural stiffness may be im-
proved.
[0260] Also, by reducing the weight of the mover and
minimizing the magnetic air gap of the mover, stator and
magnet, since the motor operates at high speed and the
motor efficiency is improved, the efficiency of the com-
pressor is also increased.
[0261] FIG. 31 is a cross-sectional view showing a
mover and a piston of a reciprocating compressor ac-
cording to another embodiment of the present invention,
and FIG. 32 is a cross-sectional view showing a mover
and a piston of a reciprocating compressor according to
another embodiment of the present invention.
[0262] Referring to FIG. 31, the connection member
420 includes a first connection member 420a connected
to the movable core 410 and a second connection mem-
ber 420b connecting the first connection member 420a
and the piston 30.
[0263] As described above, when the connection
member 420 is composed of the first connection member
420a and the second connection member 420b, after
connecting the first connection member 420a and the
movable core 410 and connecting the second connection
member 420b and the piston 30, the piston 30 and the
movable core 410 may be integrally connected by a proc-
ess of connecting the first and second connection mem-
bers 420a and 420b.
[0264] Therefore, compared with the method of directly
connecting the piston 30 to the connection member 420
connected to the movable core 410, the movable core
410 and the piston 30 may be connected more easily.
[0265] In this embodiment, the first connection mem-
ber 420a and the second connection member 420b may
be made of different materials.
[0266] For example, the first connection member 420a
may be made of glass fiber, and the second connection
member 420b may be made of plastic or a mixture of
glass fiber and plastic.
[0267] Since the glass fiber is a non-magnetic and non-
conductive material, when the first connection member
420a is made of a material including glass fiber, the stiff-
ness of the connection member 420 may be ensured and
the eddy loss in the mover 400 may be reduced. At this
time, the glass fiber may be integrally fixed to the movable
core 410 through heating and curing processes.
[0268] Further, when the second connection member
420b is formed of a material including plastic, the second
connection member 420b and the piston 30 may be in-
jection-molded integrally, and when the second connec-
tion member 420b is formed of a mixed material of plastic
and glass fiber, injection molding may be performed and
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the stiffness of the second connection member 420b may
be ensured like the first connection member 420a.
[0269] In addition, referring to FIG. 32, the connection
member 420 and the piston 30 may be integrally formed
through insert injection.
[0270] For example, the connection member 420 may
be made of plastic or a mixture of plastic and glass fiber.
[0271] In the conventional case, the magnet 300 is pro-
vided in the mover 400, making it difficult to manufacture
the magnet together with the piston due to the problems
of magnetic force and magnetism.
[0272] On the other hand, in the case of the present
invention, since the magnet 300 is fixed to the stator 100
and only the movable core 410 is provided in the mover
400, the piston 30 and the mover 400 may be injection-
molded integrally.
[0273] At this time, a flange 32 may be formed at the
rear end of the piston 30 opposite to the front end where
the suction valve 31 is formed. Insert injection is per-
formed to allow the flange 32 to be filled in the connection
member 420 so that the piston 30 and the mover 400
may be integrally formed.
[0274] When the piston 30 and the mover 400 are in-
tegrally injection molded as described above, the cou-
pling force between the mover 400 and the piston 30 may
be secured, and the process for connecting the mover
400 and the piston 30 with bolts or the like may be omitted,
so that workability may be enhanced. In addition, as com-
ponents such as bolts are omitted to reduce loads applied
to the mover 400 and the piston 30, the efficiency of the
motor is further improved, and noise and vibration due
to omission of the assembly portion are reduced.
[0275] FIG. 33 is a cross-sectional view showing a
mover of a reciprocating compressor, a piston, and a
muffler according to another embodiment of the present
invention.
[0276] Referring to FIG. 33, the piston 30 has a muffler
70 in its inner side, and the muffler 70 is attached to the
outer surface of the connection member 420 in a fusion
or bonding manner through dielectric heating.
[0277] Generally, the muffler 70 connected to the pis-
ton 30 to reduce noise generated from the refrigerant
suctioned through the suction pipe 11 is installed at the
compressor 1. The refrigerant suctioned through the suc-
tion pipe 11 flows into the piston 30 through the muffler
70. For example, in the process that the refrigerant pass-
es through the muffler 70, the flow noise of the refrigerant
may be reduced.
[0278] As described above, when the muffler 70 is at-
tached to the connection member 420, as components
such as bolts are omitted to reduce loads applied to the
mover 400, the efficiency of the motor is further improved,
and noise and vibration due to omission of the assembly
portion are reduced.
[0279] At this time, the flange 71 may be formed at the
rear end of the muffler 70, and the flange 71 may be
attached to the outer surface of the connection member
420.

[0280] As another example, insert injection is per-
formed to allow the flange 71 formed at the rear end of
the muffler 70 to be filled in the connection member 420
so that the piston 30 and the muffler 70 are integrally
formed with the mover 400 .
[0281] When the muffler 70, the piston 30, and the mov-
er 400 are integrally injection molded as described
above, the coupling force between the mover 400, the
piston 30, and the muffler 70 may be secured, and the
process for connecting the mover 400 and the muffler 70
with bolts or the like may be omitted, so that workability
may be enhanced. Further, since the muffler 70, the pis-
ton 30, and the mover 400 are integrally formed, it is
advantageous in tolerance management. In addition,
since the air gap is uniform due to advantageous toler-
ance management and the mover 400 reduces the ec-
centricity from the stator 100 and magnet 300 to a mini-
mum, the mover 400 may not rotate and may perform a
reciprocation movement on a straight line.
[0282] The aforementioned embodiments may be im-
plemented by applying a linear motor having a single air
gap as one end of an outer stator and one end of an inner
stator in an axial direction on the basis of a coil are con-
nected to each other. However, the aforementioned em-
bodiments may be also implemented by applying a linear
motor having two or more air gaps as two ends of an
outer stator and two ends of an inner stator in an axial
direction on the basis of a coil are separated from each
other, each air gap provided with a magnet. In this case,
the basic configuration and effects are the same as those
of the aforementioned embodiments. Therefore, detailed
descriptions thereof will be omitted.

Claims

1. A movable core-type reciprocating motor, the motor
comprising:

a stator (100) comprising an inner stator (110)
and an outer stator (120) ;
a magnet coil (200) disposed between the inner
stator (110) and the outer stator (120);
a magnet (300) fixed to at least one of the inner
stator (110) and the outer stator (120) so as to
be at least partially positioned within a range of
the air gap (130); and
a mover (400) configured to perform a recipro-
cation movement with respect to the stator (100)
and the magnet (300),
characterized in that the mover (400) compris-
ing a movable core (410) disposed in the air gap
(130) and made of a magnetic material and a
connection member (420) made of a non-mag-
netic material and configured to support the
movable core (410).

2. The motor of claim 1, wherein a groove (422) or a
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hole (424) is formed in the connection member (420),
and the movable core (410) is insertedly coupled to
the groove (422) or the hole (424) of the connection
member (420),
wherein at least one side of an inner circumferential
surface and an outer circumferential surface of the
movable core (410) is exposed through the groove
(422) or the hole (424).

3. The motor of claim 1 or 2, wherein the movable core
(410) is provided in plurality and is spaced along a
circumferential direction of the connection member
(420).

4. The motor of one of claims 1 to 3, wherein an ex-
posed surface exposed to an inner or outer side of
the connection member (420) is disposed on a
straight line with the inner circumferential surface or
the outer circumferential surface of the connection
member (420) of the movable core (410).

5. The motor of one of claims 1 to 4, wherein the mov-
able core (410) comprises a plurality of first seg-
ments (410a) arranged in an axial direction,
wherein the plurality of first segments (410a) are ra-
dially laminated along the circumferential direction
of the connection member (420).

6. The motor of claim 5, wherein the first segment com-
prises a fixing protrusion (411a) or fixing groove
(418a) formed on at least one side surface contacting
the connection member (420).

7. The motor of claim 5, wherein at least one hole
(412a) is formed in the first segment,
wherein a part of the connection member (420) is
inserted into the hole (412a).

8. The motor of claim 5, wherein the lengths (D1, D2)
of both side surfaces in a radial direction are differ-
ently formed in the first segment.

9. The motor of one of claims 1 to 4, wherein the mov-
able core (410) comprises a plurality of second seg-
ments (410b) arranged in a circumferential direction,
wherein the plurality of second segments (410b) are
laminated in an axial direction.

10. The motor of claim 9, wherein the plurality of second
segments (410b) are each formed in an arc shape,
wherein the plurality of second segments (410b) are
spaced a predetermined interval from each other
along a circumferential direction.

11. The motor of claim 9, wherein at least one lamination
hole (411b) is formed in the second segment (410b),
wherein a lamination protrusion (427) provided on
the connection member (420) is inserted into the

lamination hole.

12. The motor of claim 9, wherein the plurality of second
segments (410b) are each formed in an arc shape,
wherein the plurality of second segments (410b) are
connected in a circumferential direction to form a cir-
cular second segment ring (410c).

13. The motor of claim 9, wherein the plurality of second
segments (410b) are formed in an arc shape,
wherein the plurality of second segments (410b) are
connected to have both ends and form a second seg-
ment band (410d) wound in a circumferential direc-
tion.

14. A reciprocating compressor comprising:

a case (10) having an inner space;
a movable core-type reciprocating motor of one
of claims 1 to 13disposed in an inner space of
the case;
a piston (30) coupled to the mover (400) of the
reciprocating motor to perform a reciprocation
movement together;
a cylinder (40) into which the piston (30) is in-
serted to form a compression space (42);
a suction valve (31) configured to open and
close a suction side of the compression space;
and
a discharge valve (41) configured to open and
close a discharge side of the compression
space.

15. The reciprocating compressor of claim 14, wherein
the connection member (420) comprises:

a first connection member (420a) connected to
the movable core; and
a second connection member (420b) connect-
ing the first connection member and the piston,
wherein the first connection member and the
second connection member are made of differ-
ent materials.
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