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(54) COMBINED DEBRIDER AND COAGULATOR

(57) A medical apparatus, including an insertion tube
that includes an outer tube having a proximal end and a
distal end configured for insertion into a body cavity, with
a radial cutting window opening through a wall of the
outer tube in proximity to the distal end. The insertion
tube also includes an inner tube, contained in and con-
figured to rotate within the outer tube and including a

cutting blade that traverses the radial cutting window
opening as the inner tube rotates. The medical apparatus
further includes a conductive element disposed over an
outer surface of the distal end of the insertion tube, and
a conductor running along the insertion tube from the
proximal to the distal end and coupled to provide energy
to the conductive element.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates generally to inva-
sive medical probes, and specifically to an invasive med-
ical probe configured to perform therapies within the na-
sal cavity and the paranasal sinuses.

BACKGROUND OF THE INVENTION

[0002] Functional endoscopic sinus surgery (FESS) is
a common type of surgery used to treat chronic sinusitis.
In a typical FESS procedure, anatomical structures are
typically removed or modified in order to access the open-
ings into the paranasal sinus. For example, during a
FESS procedure, one or more rigid surgical instruments
(e.g., a rigid endoscope) can be inserted into a nostril in
order to perform operations such as removing bone and
mucosal tissue from the nasal cavity and the openings
into the paranasal sinuses, and enlarging such openings
to improve sinus drainage and to mitigate sinusitis symp-
toms. Other types of tissue that can be treated during
FESS surgery include polyps and bony growths.
[0003] Documents incorporated by reference in the
present patent application are to be considered an inte-
gral part of the application except that to the extent any
terms are defined in these incorporated documents in a
manner that conflicts with the definitions made explicitly
or implicitly in the present specification, only the defini-
tions in the present specification should be considered.
[0004] The description above is presented as a general
overview of related art in this field and should not be
construed as an admission that any of the information it
contains constitutes prior art against the present patent
application.

SUMMARY OF THE INVENTION

[0005] There is provided, in accordance with an em-
bodiment of the present invention, a medical apparatus,
including an insertion tube including an outer tube having
a proximal end and a distal end configured for insertion
into a body cavity, with a radial cutting window opening
through a wall of the outer tube in proximity to the distal
end, and an inner tube, contained in and configured to
rotate within the outer tube and including a cutting blade
that traverses the radial cutting window opening as the
inner tube rotates. The medical apparatus also includes
a conductive element disposed over an outer surface of
the distal end of the insertion tube, and a conductor run-
ning along the insertion tube from the proximal to the
distal end and coupled to provide energy to the conduc-
tive element.
[0006] In some embodiments, the outer surface of the
distal end includes the outer surface of the outer tube. In
additional embodiments, the outer surface of the distal
end includes the outer surface of the inner tube. In em-

bodiments where the outer surface of the distal end in-
cludes the outer surface of the inner tube, the conductor
can be configured to provide the energy to the conductive
element when the cutting blade closes the radial cutting
window.
[0007] In further embodiments, the cutting blade in-
cludes a first cutting blade, and the medical apparatus
includes a second cutting blade disposed on an edge of
the radial cutting window opening. In some embodi-
ments, the second cutting blade includes a set of grasp-
ing teeth configured to grasp body cavity tissue. In sup-
plemental embodiments, the conductive element cam be
disposed over the second cutting blade.
[0008] In additional embodiments, the distal end in-
cludes an outer tube distal end, wherein the inner tube
has an inner tube distal end and an inner tube proximal
end, and including a radial suction window opening
through a wall of the inner tube in proximity to the inner
tube distal end, the radial suction window opening being
configured to traverse the radial cutting window opening
at specific angles of rotation, and wherein the inner tube
proximal end is coupled to a suction device configured
to extract debris via the radial suction window opening.
In embodiments where the medical apparatus includes
a radial suction window opening, the cutting blade may
be disposed on an edge of the radial suction window
opening.
[0009] In further embodiments, the medical apparatus
may include input devices that independently control the
rotation of the inner tube and the provision of the energy
to the conductive element in order to vary a ratio of cutting
and heating times. In supplemental embodiments, the
body cavity may be selected from a group consisting of
a nasal cavity and a paranasal sinus. In some embodi-
ments, the energy includes radio-frequency energy.
[0010] There is also provided, in accordance with an
embodiment of the present invention, a method, including
providing an insertion tube configured for insertion into
a body cavity and including an outer tube having a prox-
imal end and a distal end and an inner tube contained in
and configured to rotate within the outer tube, configur-
ing, in the outer tube, a radial cutting window opening
through a wall of the outer tube in proximity to the distal
end, positioning, in the inner tube, a cutting blade that
traverses the radial cutting window as the inner tube ro-
tates, providing a conductive element disposed over an
outer surface of the distal end of the outer tube, and pro-
viding a conductor running along the insertion tube from
the proximal to the distal end and coupled to provide en-
ergy to the conductive element.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] The disclosure is herein described, by way of
example only, with reference to the accompanying draw-
ings, wherein:

Figure 1 is a schematic pictorial illustration of a med-

1 2 



EP 3 345 557 A1

3

5

10

15

20

25

30

35

40

45

50

55

ical system configured to perform a procedure using
a medical probe that combines a debrider and a co-
agulator, in accordance with an embodiment of the
present invention;
Figure 2 is a schematic sectional view of the medical
probe, in accordance with an embodiment of the
present invention;
Figures 3 and 4 are schematic sectional views of a
distal end of the medical probe, in accordance with
an embodiment of the present invention; and
Figures 5 and 6 are schematic detail views showing
the distal end of the medical probe in a nasal cavity
during a medical procedure, in accordance with an
embodiment of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS

OVERVIEW

[0012] Various therapeutic procedures such as func-
tional endoscopic sinus surgery (FESS) typically use one
or more invasive medical probes that are inserted into a
cavity in a patient’s body. Examples of invasive medical
probes that are used in FESS procedures include debri-
ders (also known as shavers and cutters) that are con-
figured to cut bone and tissue, and coagulators that are
configured to perform coagulation of soft tissue and he-
mostasis of blood vessels.
[0013] Embodiments of the present invention combine
the functionality of a debrider and a coagulator into a
single medical probe. As described hereinbelow, the
medical probe comprises an insertion tube that compris-
es an outer tube having a proximal end and a distal end
configured for insertion into a body cavity, and a radial
cutting window opening through a wall of the outer tube
in proximity to the distal end. The insertion tube also com-
prises an inner tube that is contained in the outer tube
and configured to rotate within the outer tube. The inner
tube comprises a cutting blade that traverses the radial
cutting window opening as the inner tube rotates, thereby
cutting (i.e., "debriding") any bone and tissue protruding
into the radial cutting window opening.
[0014] In embodiments of the present invention, the
medical probe further comprises a conductive element
that is disposed over an outer surface of the distal end
of the insertion tube. In some embodiments, the conduc-
tive element is disposed over an outer surface of the outer
tube, and the medical probe comprises a conductor that
runs along the outer tube from the proximal to the distal
end and that is coupled to provide energy (e.g., radio-
frequency energy) to the conductive element. Upon re-
ceiving the energy, the conductive element is configured
to inject the energy into a body cavity during a medical
procedure in order to coagulate fluid in the body cavity.
[0015] The medical probe may also comprise an addi-
tional cutting blade disposed along an edge of the radial
cutting window opening. In some embodiments, the ad-
ditional cutting blade may comprise a set of grasping

teeth configured to grasp body cavity tissue during the
medical procedure. In embodiments where the conduc-
tive element is disposed over the outer surface of the
outer tube, the conductive element may also be disposed
over the additional cutting blade and coupled to the con-
ductor, thereby enabling the additional cutting blade to
perform coagulation.
[0016] In some embodiments, a distal end of the inner
tube may comprise a radial suction window opening that
is configured to traverse the radial cutting window open-
ing as the inner tube rotates. When the inner tube is cou-
pled to a suction device (also referred to herein as a suc-
tion module) at its proximal end, the medical probe can
be configured to extract, via the radial suction window
opening, debris (e.g., body cavity tissue and coagulated
blood) during the medical procedure.
[0017] In further embodiments, the medical probe can
be configured to restrict conveyance of the energy to the
distal end to times when the inner tube is positioned at
specific angles of rotation relative to the outer tube. For
example, in embodiments where the conductive element
is disposed over the outer tube, the medical probe can
be configured to restrict conveyance of the energy to the
conductive element to times when the radial cutting win-
dow opening and the radial suction window openings are
aligned, thereby enabling suction in the inner tube to ex-
tract coagulated debris. In additional embodiments, the
rotation of the inner tube and the energy conveyed to the
conductive element can each be controlled independent-
ly, thereby enabling an operator to vary the ratio of deb-
riding and coagulation times.

SYSTEM DESCRIPTION

[0018] Figure 1 is a schematic pictorial illustration of a
medical system 20 comprising a medical probe 22 that
combines the functionality of a debrider and a coagulator
and a control console 26, in accordance with an embod-
iment of the present invention. In the example shown in
Figure, 1, medical system 20 can be used for minimally
invasive catheter-based sinus surgery on a patient 28.
[0019] Medical probe 22 comprises a handle 30 that
an operator 32 can grasp and manipulate in order to insert
a distal end 34 of an insertion tube 35 into a lumen, such
as a nasal cavity or a paranasal sinus, of patient 28. In
embodiments of the present invention, insertion tube 35
comprises an outer tube 36 and an inner tube that is
contained in and configured to rotate within the outer
tube. The inner tube is described hereinbelow in the de-
scription referencing Figures 3 and 4.
[0020] Medical probe 22 typically comprises a position
sensor (not shown) that generates a signal indicating a
current location of distal end 34 in patient 28. In operation,
control console 26 can receive the signal and register
the indicated location to a pre-acquired image (e.g., a
computerized tomography image) in order to generate a
real-time image 38. In some embodiments, control con-
sole 26 can generate real-time image 38 by overlaying,
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on the pre-acquired image, an icon indicating a current
registered location of distal end 34. Control console 26
can present the real-time image as information regarding
the procedure on a display 40.
[0021] Examples of position sensors include magnetic
field based position sensors and impedance based po-
sition sensors. Magnetic position tracking techniques are
described, for example, in U.S. Patents 5,391,199 and
6,690,963 referenced above, and in in U.S. Patents
5,443,489, 6,788,967, 5,558,091, 6,172,499 and
6,177,792, whose disclosures are incorporated herein
by reference. Impedance-based position tracking tech-
niques are described, for example, in U.S. Patents
5,983,126, 6,456,864 and 5,944,022, whose disclosures
are incorporated herein by reference.
[0022] Display 40 is assumed, by way of example, to
comprise a flat panel display such as a liquid crystal dis-
play, a light emitting diode display, an organic light-emit-
ting diode display or a plasma display. However, other
display devices can also be employed to implement em-
bodiments of the present invention. In some embodi-
ments, display 40 may comprise a touchscreen that can
be configured to accept inputs from operator 32, in ad-
dition to presenting image 38.
[0023] Based on the signals received from medical
probe 22 and other components of medical system 20,
control console 26 drives display 40 to update image 38
to present a current position of distal end 34 in the pa-
tient’s body, as well as status information and guidance
regarding the procedure that is in progress. In some em-
bodiments, operator 32 can manipulate image 38 using
one or more input devices 42. In embodiments, where
display 40 comprises a touchscreen display, operator 32
can manipulate image 38 via the touchscreen display.
[0024] Figure 2 is a schematic sectional view of med-
ical probe 22, in accordance with an embodiment of the
present invention. Outer tube 36 comprises a radial cut-
ting window opening 50 in proximity to distal end 34. In
embodiments of the present invention, probe 22 com-
prises a conductive element 52 that is disposed over the
distal end of insertion tube 35. In some embodiments,
conductive element 52 is disposed over an outer surface
54 of outer tube 36. Outer surface 54 typically comprises
an isolating polymer such as Teflon™ or polyurethane,
and conductive element 52 typically comprises a thin lay-
er of metal (e.g., gold) that is configured to inject energy
into patient 28 in order to perform coagulation.
[0025] Medical probe 22 also comprises a conductor
56, typically in the form of one or more conducting wires.
In embodiments where conductive element 52 is dis-
posed over outer tube 36, conductor 56 runs along the
outer tube from a proximal end 58 of the outer tube to
distal end 34. Handle 30 comprises a coagulation module
60 that is coupled to conductor 56 at proximal end 58,
and the conductor is coupled to conductive element 52
at distal end 34. Coagulation module 60 conveys energy
(e.g., radio-frequency energy) to conductive element 52,
and is configured to monitor and control coagulation pa-

rameters such as the level and the duration of the energy
conveyed to the conductive element. Conductive ele-
ment 52 injects the conveyed energy into a body cavity
(e.g., a nasal cavity and/or a paranasal sinus) of patient
28 in order to generate heat that can be used to coagulate
fluid (e.g., blood) in the body cavity.
[0026] Distal end 34 comprises an outer blade 62 dis-
posed along one or more edges of radial cutting window
opening 50. In the configuration shown in Figure 2, outer
blade 62 may comprise a set of grasping teeth that can
be used to grasp tissue in a body cavity during a medical
procedure. In some embodiments, outer blade 62 may
be coated with conductive element 52, thereby enabling
the grasping teeth to perform coagulation during the med-
ical procedure.
[0027] Handle 30 also comprises a motor 64 and a
suction module 66. Details and operation of motor 64 and
suction module 66 are described hereinbelow in the de-
scription referencing Figures 3 and 4. While the config-
uration in Figure 2 shows handle components (i.e., co-
agulation module 60, motor 64 and suction module 66)
in handle 30 receiving electrical energy from a cable 68,
powering the handle components from any other electri-
cal energy source is considered to be within the spirit and
scope of the present invention. For example, the handle
may comprise a battery that conveys the electrical energy
to the modules in the handle.
[0028] Figures 3 and 4 are schematic sectional views
of distal end 34 comprising inner tube 70 contained within
outer tube 36, in accordance with an embodiment of the
present invention. A proximal end of inner tube 70 is cou-
pled to motor 64 that is configured to rotate the inner tube
within outer tube 36 as indicated by an arrow 72, and a
distal end of inner tube 70 comprises a cutting blade 74
that traverses radial cutting window opening 50 as motor
64 rotates the inner tube within outer tube 36, as shown
in Figures 3 and 4. In operation, any debris produced as
a result of coagulation (i.e., as a result of heat generated
by conductive element 52) or cutting (i.e., by cutting blade
74) can be extracted upon the debris being produced.
[0029] In the configuration shown in Figure 3, the distal
end of inner tube 70 comprises a radial suction window
opening 76 and cutting blade 74 is disposed along an
edge of the radial suction window opening. In operation,
as motor 64 rotates inner tube 70, radial suction window
opening 76 traverses radial cutting window opening 50
at specific angles of rotation, as motor 64 rotates the
inner tube within outer tube 36. Additionally, distal end
34 can be coupled to suction module 66 so that debris
(e.g., tissue and/or coagulated blood) can be extracted
from a body cavity when radial suction window opening
76 is aligned with radial cutting window opening 50, as
shown in Figure 3.
[0030] In some embodiments, conductive element 52
is disposed over an outer surface (not shown) of inner
tube 70. In these embodiments, conductor 56 can run
from a proximal end of inner tube 70 to distal end 34, and
medical system 20 can be configured to restrict convey-
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ance of energy to conductive element 52 to times when
radial suction window opening 76 is opposite radial cut-
ting window opening 50, i.e., when rotation of cutting
blade 74 closes radial cutting window 50, as shown in
Figure 4. In operation, as motor 64 rotates inner tube 70,
coagulation module 60 can pulse, e.g., when cutting
blade 74 closes radial cutting window 50, the energy con-
veyed to the conductive element disposed over the inner
tube.
[0031] Figures 5 and 6 are schematic detail views
showing distal end 34 in contact with sinus tissue 80 in
a sinus cavity 82 during a medical procedure, in accord-
ance with an embodiment of the present invention. In
Figure 5, operator 32 positions distal end 34 in sinus cav-
ity 82 so that the grasping teeth of outer blade 62 grasp
sinus tissue 80. During the medical procedure cutting
blade 74 removes some of the sinus tissue, as shown in
Figure 6. Additionally, heat generated by conductive el-
ement 52 can coagulate blood or fluid in sinus cavity 82,
and any debris 84 (e.g., blood coagulated by the conduc-
tive element and/or sinus tissue cut by cutting blade 74)
can be removed from the sinus cavity via radial suction
window opening 76.
[0032] In embodiments of the present invention, oper-
ator 32 can use input devices 42 (or any other type of
input devices such as pedal switches or buttons on han-
dle 30) to separately control coagulation module 60, mo-
tor 64 and suction module 66. This enables operator 32
to control the flow of energy from coagulation module 60
to conductive element 52 in order to vary the times of
coagulation, and to control the flow of energy to motor
64 in order vary the cutting times and the speed of cutting
blade 74 (i.e., by controlling the rotation of inner tube 70).
[0033] In additional embodiments, medical system 20
can be configured to independently control the rotation
of the inner tube and the energy conveyed to the con-
ductive element. For example, control console 26 may
comprise a first given input device 42 that operator 32
can manipulate in order to control motor 64 and a second
given input device 42 that operator 32 can manipulate in
order to control coagulation module 60. In alternative em-
bodiments, medical system 20 may comprise other types
of input devices (e.g., pedal switches) that operator 32
can manipulate in order to independently control motor
64 and coagulation module 60. By enabling operator 32
to independently control motor 64 and coagulation mod-
ule 60, medical system 20 enables operator 32 to vary
the ratio of debriding (i.e., cutting tissue using cutting
blade 74) and coagulation (i.e., using conductive element
52 to heat blood in sinus cavity 82) times.
[0034] It will be appreciated that the embodiments de-
scribed above are cited by way of example, and that the
present invention is not limited to what has been partic-
ularly shown and described hereinabove. Rather, the
scope of the present invention includes both combina-
tions and subcombinations of the various features de-
scribed hereinabove, as well as variations and modifica-
tions thereof which would occur to persons skilled in the

art upon reading the foregoing description and which are
not disclosed in the prior art.

Claims

1. A medical apparatus, comprising:

an insertion tube comprising:

an outer tube having a proximal end and a
distal end configured for insertion into a
body cavity, with a radial cutting window
opening through a wall of the outer tube in
proximity to the distal end, and
an inner tube, contained in and configured
to rotate within the outer tube and compris-
ing a cutting blade that traverses the radial
cutting window opening as the inner tube
rotates;

a conductive element disposed over an outer
surface of the distal end of the insertion tube; and
a conductor running along the insertion tube
from the proximal to the distal end and coupled
to provide energy to the conductive element.

2. The medical apparatus according to claim 1, wherein
the cutting blade comprises a first cutting blade, and
comprising a second cutting blade disposed on an
edge of the radial cutting window opening.

3. The medical apparatus according to claim 1, wherein
the distal end comprises an outer tube distal end,
wherein the inner tube has an inner tube distal end
and an inner tube proximal end, and comprising a
radial suction window opening through a wall of the
inner tube in proximity to the inner tube distal end,
the radial suction window opening being configured
to traverse the radial cutting window opening at spe-
cific angles of rotation, and wherein the inner tube
proximal end is coupled to a suction device config-
ured to extract debris via the radial suction window
opening.

4. The medical apparatus according to claim 3, wherein
the cutting blade is disposed on an edge of the radial
suction window opening.

5. The medical apparatus according to claim 1, and
comprising input devices that independently control
the rotation of the inner tube and the provision of the
energy to the conductive element in order to vary a
ratio of cutting and heating times.

6. A method, comprising:

providing an insertion tube configured for inser-
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tion into a body cavity and comprising an outer
tube having a proximal end and a distal end and
an inner tube contained in and configured to ro-
tate within the outer tube;
configuring, in the outer tube, a radial cutting
window opening through a wall of the outer tube
in proximity to the distal end;
positioning, in the inner tube, a cutting blade that
traverses the radial cutting window as the inner
tube rotates;
providing a conductive element disposed over
an outer surface of the distal end of the outer
tube; and
providing a conductor running along the inser-
tion tube from the proximal to the distal end and
coupled to provide energy to the conductive el-
ement.

7. The medical apparatus according to claim 1 or the
method according to claim 6, wherein the outer sur-
face of the distal end comprises the outer surface of
the outer tube.

8. The medical apparatus according to claim 1 or the
method according to claim 6, wherein the outer sur-
face of the distal end comprises the outer surface of
the inner tube.

9. The medical apparatus or the method according to
claim 8, wherein the conductor provides the energy
to the conductive element when the cutting blade
closes the radial cutting window.

10. The method according to claim 6, wherein the cutting
blade comprises a first cutting blade, and comprising
disposing a second cutting blade on an edge of the
radial cutting window opening.

11. The medical apparatus according to claim 2 or the
method according to claim 10, wherein the second
cutting blade comprises a set of grasping teeth con-
figured to grasp body cavity tissue.

12. The medical apparatus according to claim 2, wherein
the conductive element is disposed over the second
cutting blade.

13. The method according to claim 10, and comprising
disposing the conductive element over the second
cutting blade.

14. The method according to claim 6, wherein the distal
end comprises an outer tube distal end, wherein the
inner tube has an inner tube distal end and an inner
tube proximal end, and comprising providing a radial
suction window opening through a wall of the inner
tube in proximity to the inner tube distal end, the ra-
dial suction window opening being configured to

traverse the radial cutting window opening at specific
angles of rotation, and providing, at the inner tube
proximal end, a coupling for a suction device config-
ured to extract debris via the radial suction window
opening.

15. The method according to claim 14, and comprising
disposing the cutting blade on an edge of the radial
suction window opening.

16. The method according to claim 6, and comprising
independently controlling, using one or more input
devices, the rotation of the inner tube and the provi-
sion of the energy to the conductive element in order
to vary a ratio of cutting and heating times.

17. The medical apparatus according to claim 1 or the
method according to claim 6, wherein the body cavity
is selected from a group consisting of a nasal cavity
and a paranasal sinus.

18. The medical apparatus according to claim 1 or the
method according to claim 6, wherein the energy
comprises radio-frequency energy.
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