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(54) ASSEMBLY COMPRISING A PRINTED CIRCUIT BOARD AND A COIL SPRING

(57) An assembly comprising: a printed circuit board
(2), and a coil spring (4) developing along a longitudinal
axis (x-x) and consisting of a wire (6) that defines a spring
body (8) having an inner cavity (10). At a first end of the
spring (4), the wire (6) forms a fitting portion (12) that, by

becoming elastically deformed, is adapted for fitting into
an aperture (14) of the printed circuit board (2), so as to
removably secure the spring (4) to the printed circuit
board (2).
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Description

Technical field

[0001] The present invention relates to an assembly
comprising a printed circuit board and a coil spring.

Background art

[0002] In the electronics industry, it is known to mount
a spring to a printed circuit board (PCB) in order to create
various components, such as keys, push-buttons, etc.
The spring is intended to operate between the key and
the printed circuit board.
[0003] It is known to join the spring to the circuit board
by soldering. However, this type of connection suffers
from some drawbacks, such as, for example, execution
difficulty and long execution times. Moreover, the sol-
dered spring cannot be removed from the circuit board.
[0004] Other types of connection require the presence
of a fixing member whereon the spring is mounted; the
fixing member is then mounted to the printed circuit
board. Such a solution is expensive and complex, since
it requires an additional component for joining together
the spring and the circuit.

Summary of the invention

[0005] It is one object of the present invention to pro-
vide an assembly comprising a printed circuit board and
a coil spring which can overcome this and other draw-
backs of the prior art, while at the same time being simple
and economical to manufacture.
[0006] According to the present invention, this and oth-
er objects are achieved through an assembly comprising
a printed circuit board and a coil spring made in accord-
ance with the appended independent claim.
[0007] A further aspect of the invention concerns the
making of a capacitive key including such an assembly.
[0008] It is to be understood that the appended claims
are an integral part of the technical teachings provided
in the following detailed description of the invention. In
particular, the appended dependent claims define some
preferred embodiments of the present invention, which
include some optional technical features.

Brief description of the drawings

[0009] Further features and advantages of the present
invention will become apparent from the following de-
tailed description, which is supplied by way of non-limiting
example with reference to the annexed drawings, where-
in:

- Figure 1 is a perspective view of an assembly in a
non-assembled condition, made in accordance with
an illustrative embodiment of the present invention;

- Figure 2 shows a detail of Figure 1;

- Figure 3 is a perspective view of the assembly of
Figure 1 in an assembled condition;

- Figure 4 is a partial perspective view of an assembly
in a non-assembled condition, made in accordance
with a further illustrative embodiment of the present
invention.

Detailed description of the invention

[0010] With reference to the drawings, there is shown
an assembly comprising:

- a printed circuit board 2, and
- a coil spring 4 developing along a longitudinal axis

x-x and consisting of a wire 6 that defines a spring
body 8 having an inner cavity 10.

[0011] At a first end of spring 4, wire 6 forms a fitting
portion 12 that, by becoming elastically deformed, is con-
figured for fitting into an aperture 14 of printed circuit
board 2, so as to removably secure spring 4 to printed
circuit board 2.
[0012] Thus, assembling is effected in a simple, quick
and removable manner. Furthermore, the assembly is
compact and inexpensive, because no additional inter-
mediate elements are required for fastening spring 4 to
printed circuit board 2.
[0013] Preferably, with reference to a plane perpendic-
ular to the longitudinal axis x-x, wire 6 does not intersect
the inner part of spring body 8. In other words, in a pro-
jection of spring 4 on a plane perpendicular to the longi-
tudinal axis x-x, no part of wire 6 is located in a more
internal position relative to spring body 8. Spring body 8
is formed by the coils of coil spring 4.
[0014] Preferably, aperture 14 is a slot. Preferably, ap-
erture 14, in particular the slot, is a through opening, i.e.
it goes through both faces of printed circuit board 2.
[0015] Printed circuit board 2 (PCB) may be of a per
se known type, e.g. an electronic board, etc. According
to some possible variant embodiments, the assembly
comprises a support layer for supporting an electric/elec-
tronic circuit whereon spring 4 is mounted, in accordance
with the present description. The support layer includes
aperture or slot 14. One or more electric/electronic com-
ponents constituting said electric/electronic circuit are
mounted on the support layer.
[0016] Coil spring 4 is preferably cylindrical, in partic-
ular it has a linear behaviour. Spring body 8 comprises,
as is known, a plurality of coils. In this example, the coils
are all substantially equal, and spring body 8 is cylindrical.
Therefore, cavity 10 is also substantially cylindrical. As
an alternative, spring 4, in particular spring body 8, may
have different shapes, such as a truncated conical shape.
Furthermore, a spring 4 having a non-linear behaviour
may be used, e.g. a progressive spring, etc. Spring 4 is
preferably made of electrically conductive material, e.g.
metal or metal alloy.
[0017] Spring 4 has two ends, one of which comprises
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fitting portion 12. Fitting portion 12, formed by wire 6 that
forms spring body 8 as well, is in a distal position relative
to spring body 8. In particular, fitting portion 12 is sub-
stantially parallel to the longitudinal axis x-x.
[0018] Fitting portion 12 is configured for mounting
spring 4 to printed circuit board 2 in a removable manner.
Fitting portion 12 is configured for being inserted into and
removed from aperture 14, in particular the slot, by ap-
plying a force that causes it to become elastically de-
formed, so that it can be inserted into and removed from
aperture 14. Fitting portion 12 is therefore elastically de-
formable. It is thus possible to assemble and disassem-
ble spring 4 and printed circuit board 2 by simply pushing
and pulling spring 4 onto/from printed circuit board 2 and
by applying the necessary force for deforming fitting por-
tion 12. Therefore, no tools or other elements need to be
used.
[0019] Preferably, fitting portion 12 has a hook-like
shape. In particular, fitting portion 12 comprises a wider
portion 16, located in a distal position (i.e. farther from
spring body 8), and a narrower portion, located in a prox-
imal position. In particular, the narrower portion compris-
es two first tracts 18, 20 of wire 6, preferably parallel to
each other, and in particular parallel to the longitudinal
axis x-x. Wider portion 16 is, therefore, a wire tract con-
necting the two first tracts 18, 20. In particular, wider por-
tion 16 is curved. Conveniently, wider portion 16 com-
prises two shoulders 17, 19, located farther away com-
pared to the two first tracts 18, 20. In the illustrated var-
iant, shoulders 17, 19 define the width of wider portion
16, and the two first tracts 18, 20 define the width of the
narrower portion.
[0020] The width of wider portion 16 slightly exceeds
the length of the slot, so that wider portion 16 will become
deformed to go through the slot upon exertion of a me-
chanical force, for the purpose of mounting or dismount-
ing spring 4 onto/from printed circuit board 2.
[0021] Conveniently, fitting portion 12 comprises a final
tract 22 of wire 6, said final tract 22 being configured to
limit the insertion of fitting portion 12 into aperture 14. In
fact, with reference to Figure 3, when fitting portion 12 is
in aperture 14 (in particular the slot), final tract 22 pro-
trudes from printed circuit board 2 on the side whereon
spring 4 is located. Moreover, final tract 22 may also act
as a gripping portion for a user, who, by gripping final
tract 22, can elastically deform fitting portion 12 to pro-
mote the extraction or insertion thereof from/into aperture
14.
[0022] Preferably, fitting portion 12 lies in a plane, in
particular said plane being substantially parallel to the
longitudinal axis x-x. In particular, the wire tracts desig-
nated by numerals 16, 18, 20, and preferably also the
elements designated by numerals 17, 19, 22, lie in that
plane. With reference to the preferred example illustrated
herein, said plane is tangent to spring body 8.
[0023] When viewing spring 4 in a plane perpendicular
to the longitudinal axis x-x, spring body 8 defines cavity
10, and fitting portion 12 and the final parts of wire 6 do

not fall within spring body 8, i.e. within cavity 10. As afore-
said, a final part of wire 6 forms fitting portion 12. There-
fore, cavity 10 is an empty channel that runs through
spring 4 parallel to the longitudinal axis x-x.
[0024] In accordance with a preferred variant, with ref-
erence to a plane perpendicular to the longitudinal axis
x-x, fitting portion 12 is tangent to spring body 8. In Figure
2, the dashed lines L1, L2 schematically indicate the inner
profile and, respectively, the outer profile of the projection
of spring body 8 on printed circuit board 2. As can be
seen, fitting portion 12 protrudes tangentially outwards
from outer profile L2 of spring body 8. In fact, aperture
14, in particular the slot, also protrudes outwards relative
to the projection of spring body 8 on printed circuit board
2.
[0025] Preferably, printed circuit board 2 is electrically
connected to spring 4 when the latter 4 is mounted to
printed circuit board 2. For example, fitting portion 12
and/or one or more coils are adapted for coming in con-
tact with an electrically conductive portion, e.g. a metal
portion, of printed circuit board 2.
[0026] Preferably, with reference to Figure 4, printed
circuit board 2 includes an illuminating element 24 capa-
ble of emitting light and located within spring body 8, with
reference to a plane perpendicular to the longitudinal axis
x-x. Illuminating element 24 may be per se known, and
preferably including a LED, or a bulb. The light beam
emitted by illuminating element 24 can pass through cav-
ity 10 without encountering any obstacle. Illuminating el-
ement 24 is therefore located near/at the first end of
spring 4. This ensures very good visibility of the light emit-
ted by said illuminating element 24 from the second end
of spring 4. Preferably, illuminating element 24 is sub-
stantially coaxial to the longitudinal axis x-x. In accord-
ance with the preferred variant, the LED is soldered to
printed circuit board 2. As far as the assembling steps
are concerned, after the LED has been soldered to print-
ed circuit board 2, spring 4 is mounted to said printed
circuit board 2. In accordance with one possible alterna-
tive variant, illuminating element 24 can be removably
secured to printed circuit board 2.
[0027] This assembly is advantageous in that it can be
associated with a capacitive key, a switch or a button to
provide visual feedback for the action executed thereon
by the user, e.g. when it is touched or pressed.
[0028] In accordance with a further aspect of the in-
vention, a capacitive key is provided comprising:

- an assembly according to the invention, wherein
printed circuit board 2 is electrically connected to
spring 4;

- an external layer of material having at least partially
insulating properties, wherein the external layer is to
be touched by a user and is located, e.g. mounted,
at a second end of spring 4.

[0029] Therefore spring 4, which is made of electrically
conductive material, acts as a first armature of a capac-
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itor. When the user touches the external layer, the ca-
pacity of said capacitor will change, thus allowing a con-
trol unit to determine the presence of a part of the user’s
body on the external layer, so that predefined actions
can be executed in response to that touch. The operation
of a capacitive key will not be described any further, since
it is per se known.
[0030] Advantageously, the material of the external
layer is an insulating material, e.g. plastic or glass. The
external layer serves to avoid any contact between the
part of the user’s body, e.g. a finger, and spring 4.
[0031] According to a particular variant, the external
layer comprises an at least partially transparent portion,
so that illuminating element 24, when it is emitting light,
can be seen by the user through said at least partially
transparent portion. Said capacitive key can be integrat-
ed into a control panel, which may possibly include other
control elements, such as knobs, keys, displays, indica-
tors, etc. The control panel may, for example, be mounted
on a household appliance, such as a washing machine,
an oven, a refrigerator, etc. It is therefore possible to pro-
vide visual feedback about an operating condition of the
system with which the capacitive key is associated. Mere-
ly by way of example, the light emitted by illuminating
element 24 may indicate the on or standby condition of
the system (e.g. the household appliance), or it may in-
dicate that a certain operation is being executed, a mal-
functioning or faulty condition, or other conditions, ac-
cording to the case.
[0032] Of course, without prejudice to the principle of
the invention, the forms of embodiment and the imple-
mentation details may be extensively varied from those
described and illustrated herein by way of non-limiting
example, without however departing from the scope of
the invention as set out in the appended claims.

Claims

1. An assembly comprising:

- a printed circuit board (2), and
- a coil spring (4) developing along a longitudinal
axis (x-x) and consisting of a wire (6) that defines
a spring body (8) having an inner cavity (10);

characterized in that, at a first end of the spring (4),
the wire (6) forms a fitting portion (12) that, by be-
coming elastically deformed, is adapted for fitting into
an aperture (14) of the printed circuit board (2), so
as to removably secure the spring (4) to the printed
circuit board (2).

2. Assembly according to claim 1, wherein, with refer-
ence to a plane perpendicular to the longitudinal axis
(x-x), the wire (6) does not intersect the inner part of
the spring body (8).

3. Assembly according to claim 2, wherein the printed
circuit board (2) includes an illuminating element (24)
adapted for emitting light and located within the
spring body (8), with reference to a plane perpendic-
ular to the longitudinal axis (x-x).

4. Assembly according to any one of the preceding
claims, wherein the spring (4) has a cylindrical body.

5. Assembly according to any one of the preceding
claims, wherein the aperture (14) is a slot.

6. Assembly according to any one of the preceding
claims, wherein the fitting portion (12) has a hook-
like shape, and comprises: a wider portion (16), lo-
cated in a distal position, and a narrower portion,
located in a proximal position.

7. Assembly according to any one of the preceding
claims, wherein the fitting portion (12) comprises a
final tract (22) of the wire (6), said final tract (22)
being configured to limit the insertion of the fitting
portion (12) into the aperture (14).

8. Assembly according to any one of the preceding
claims, wherein, with reference to a plane perpen-
dicular to the longitudinal axis (x-x), the fitting portion
(12) is tangent to the spring body (8).

9. Assembly according to any one of the preceding
claims, wherein the spring (4) is made of electrically
conductive material, and the printed circuit board (2)
is electrically connected to the spring (4) when the
latter (4) is mounted to the printed circuit board (2).

10. A capacitive key, comprising:

- an assembly according to claim 9;
- an external layer of material having at least
partially insulating properties, wherein said ex-
ternal layer is adapted to be touched by a user
and is located at a second end of the spring (4).

11. Key according to claim 10, wherein the assembly is
made also in accordance with claim 3 and the exter-
nal layer comprises an at least partially transparent
portion, so that the illuminating element (24), when
it is emitting light, can be seen by the user through
said at least partially transparent portion.
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