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(54) RECHARGEBLE BATTERY PACK

(57) A rechargeable battery pack (1) includes a plu-
rality of cell modules (10) connected to each other via
bus bars (12), each cell module (10) including a plurality
unit cells (11) with electrode terminals connected to the
bus bars (12), a plurality of spacers (20) between the cell
modules (10), first and second plates (31, 32) coupled
to opposite sides of the spacers (20), the first and second
plates (31, 32) being configured to support the cell mod-
ules (10) therebetween, and flow paths (P) between the
unit cells (11) in a length direction of the unit cells (11),
the flow paths (P) being between side surfaces of the
spacers (20) and side surfaces of the unit cells (11), and
being further partially set by sides of the bus bars (12).
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Description

FIELD OF THE INVENTION

[0001] The described technology relates generally to
a rechargeable battery pack in which a plurality of unit
cells are forced air-cooled.

DESCRIPTION OF THE RELATED ART

[0002] A rechargeable battery is a battery repeatedly
charged and discharged, unlike a primary battery. A low-
capacity rechargeable battery is used for small portable
electronic devices, e.g., a mobile phone, a notebook
computer, and a camcorder, and a large-capacity re-
chargeable battery is used as a power supply for driving
a motor, e.g., an electric bike, a scooter, an electric ve-
hicle, a fork lift, or the like.
[0003] The rechargeable battery may be used in a sin-
gle unit cell state. However, in order to implement large
capacity, the rechargeable battery may be used in a re-
chargeable battery pack state, in which a plurality of unit
cells are connected in parallel or in series to each other.
For example, the rechargeable battery pack may have a
structure in which connectors connecting the plurality of
unit cells in series or in parallel to each other are used
and a current is led from one side connector.

SUMMARY

[0004] The described technology has been made in an
effort to provide a rechargeable battery pack in which
heat in a plurality of unit cells charged and discharged
with high power is radiated by a forced air-cooling meth-
od.
[0005] An exemplary embodiment provides a re-
chargeable battery pack including a plurality of cell mod-
ules connected to each other via bus bars, each cell mod-
ule including a plurality unit cells with electrode terminals
connected to the bus bars, a plurality of spacers between
the cell modules, first and second plates coupled to op-
posite sides of the spacers, the first and second plates
being configured to support the cell modules therebe-
tween, and flow paths between the unit cells in a length
direction of the unit cells, the flow paths being between
side surfaces of the spacers and side surfaces of the unit
cells, and being further partially set or configured by sides
of the bus bars.
[0006] The bus bar may be fixed to a first fastening
hole of the spacer by a fastening member.
[0007] The spacer may include expansion parts
formed in a shape corresponding to a space between
four unit cells adjacent to each other in the length direc-
tion, and narrow width parts formed in a shape corre-
sponding to a space between two unit cells adjacent to
each other in the expansion parts in the length direction,
and the first fastening hole is provided in the expansion
part in the length direction.

[0008] In the flow paths, a stair structure formed in an
outer circumferential direction of the unit cell at inner sur-
faces of the expansion parts and the narrow width parts
may be extended in the length direction.
[0009] The first and second plates may include lattice
members supporting the electrode terminals of the cell
module and forming air vent holes connected to the flow
paths.
[0010] The first and second plates may further include
plate members fastened to second fastening holes by
the fastening member.
[0011] The bus bar may include cell connection parts
extended in a direction intersecting with the length direc-
tion so as to connect the electrode terminals of the cell
module to each other, and module connection parts pro-
truding toward one side of the cell connection part inter-
secting with an extension direction of the cell connection
part and fastened to the first fastening hole of the spacer
to thereby connect cell modules adjacent to each other.
[0012] The cell connection part may connect the unit
cells in parallel to each other in the cell module, and the
module connection part may connect the cell modules
adjacent to each other in series or in parallel to each
other.
[0013] A pair of bus bars adjacent to each other may
be disposed so as to face each other, a pair of cell con-
nection parts may be disposed in parallel to each other,
and a pair of module connection parts may be overlapped
with each other and fastened to the first fastening hole
by the fastening member.
[0014] The cell connection parts may be disposed be-
tween the expansion parts in the vicinity of the flow paths
to cover the narrow width parts.
[0015] The rechargeable battery pack may further in-
clude a pair of end plates disposed at both outermost
ends of the cell modules, wherein the pair of end plates
and the spacers are assembled with each other by fas-
tening nuts to bolts penetrating assembling holes provid-
ed at both sides.
[0016] The first and second plates may include cell re-
ception parts receiving the electrode terminals of the cell
module, and air vent holes formed between four cell re-
ception parts adjacent to each other and connected to
the flow paths.
[0017] The cell reception parts may include support
protrusions supporting outer edges of the electrode ter-
minals of the cell module, and exposure holes formed
between four support protrusions adjacent to each other
to expose the electrode terminals.
[0018] The air vent hole may be formed in protrusion
part protruding upwardly from the support protrusion to
receive outer side surfaces of the unit cells
[0019] The spacer may be coupled to some of the pro-
trusion parts of the first and second plates, and the flow
path may be set by connecting the air vent holes of the
other protrusion parts to each other between the unit
cells.
[0020] The spacer may include large diameter parts
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formed at both ends and coupled to the protrusion parts
and a small diameter part formed between the large di-
ameter parts.
[0021] The bus bar may include cell connection parts
extended in a direction intersecting with the length direc-
tion so as to connect the electrode terminals of the cell
module in two rows, and module connection parts pro-
truding toward one side of the cell connection part inter-
secting with an extension direction of the cell connection
part to connect another cell connection part adjacent
thereto.
[0022] In the cell connection part, through-holes may
be formed in spaces corresponding to spaces between
the unit cells to thereby set the flow paths.
[0023] In the bus bar, retraction grooves may be further
formed in spaces corresponding to spaces between two
unit cells adjacent to each other to thereby further set the
flow paths.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024] Features will become apparent to those of or-
dinary skill in the art by describing in detail exemplary
embodiments with reference to the attached drawings,
in which:

FIG. 1 illustrates a perspective view of a recharge-
able battery pack according to a first exemplary em-
bodiment.

FIG. 2 illustrates a plan view showing a state in which
cell modules, spacers, and end plates used in the
rechargeable battery pack of FIG. 1 are assembled
with each other.

FIG. 3 illustrates an exploded perspective view of
the cell module and the spacer used in the recharge-
able battery pack of FIG. 1.

FIG. 4 illustrates an exploded perspective view of
the cell module in FIG. 3.

FIG. 5 illustrates a plan view of a bottom plate used
in the rechargeable battery pack of FIG. 1.

FIG. 6 illustrates a plan view of the rechargeable
battery pack of FIG. 1.

FIG. 7 illustrates a partial perspective view of a re-
chargeable battery pack according to a second ex-
emplary embodiment.

FIG. 8 illustrates a partially assembled perspective
view of the rechargeable battery pack of FIG. 7.

FIG. 9 illustrates a partially assembled perspective
view of a bottom plate, a top plate, and spacers used
in the rechargeable battery pack of FIG. 7.

Fig. 10 illustrates a partial perspective view of the
bottom plate used in the rechargeable battery pack
of FIG. 7.

DETAILED DESCRIPTION

[0025] Example embodiments will now be described
more fully hereinafter with reference to the accompany-
ing drawings; however, they may be embodied in differ-
ent forms and should not be construed as limited to the
embodiments set forth herein. Rather, these embodi-
ments are provided so that this disclosure will be thor-
ough and complete, and will fully convey exemplary im-
plementations to those skilled in the art.
[0026] In the drawing figures, the dimensions of layers
and regions may be exaggerated for clarity of illustration.
It will also be understood that when a layer or element is
referred to as being "on" another layer or substrate, it
can be directly on the other layer or substrate, or inter-
vening layers may also be present. In addition, it will also
be understood that when a layer is referred to as being
"between" two layers, it can be the only layer between
the two layers, or one or more intervening layers may
also be present. Like reference numerals refer to like
elements throughout.
[0027] FIG. 1 is a perspective view of a rechargeable
battery pack according to a first exemplary embodiment,
and FIG. 2 is a plan view showing a state in which cell
modules, spacers, and end plates used in the recharge-
able battery pack of FIG. 1 are assembled with each oth-
er.
[0028] Referring to FIGS. 1-2, a rechargeable battery
pack 1 according to the first exemplary embodiment may
include cell modules 10, spacers 20 disposed between
the cell modules 10, a first plate 31, i.e., atop plate 31,
and a second plate 32, i.e., a bottom plate 32. The first
and second plates 31 and 32 may be coupled to opposite
ends of the spacers 20 to support opposite ends of the
cell modules 10. For example, the cell modules 10 and
the spacers 20 may be alternately arranged on the bottom
plate 32, and may be covered by the first plate 31, such
that the coupling between the spacers 20 and the first
and second plates 31, 32 provides sufficient support to
the cell modules 10.
[0029] Each cell module 10 may include a plurality of
unit cells 11 formed as rechargeable batteries, and may
be formed by connecting electrode terminals of the unit
cells 11 using bus bars 12. For example, the unit cell 11
in the first exemplary embodiment may be a general cy-
lindrical rechargeable battery repeatedly charged and
discharged. In another example, although not shown, the
unit cell 11 may be configured as an angular recharge-
able battery. For example, although not shown, each unit
cell 11 includes an electrode assembly formed by stack-
ing or winding a cathode and an anode while interposing
a separator therebetween, a case embedding an elec-
trolyte and the electrode assembly, and a cap assembly
coupled to the case in an air-tight structure to thereby be
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electrically connected to the electrode assembly.
[0030] Each spacer 20 may be positioned between two
cell modules 10, and may set, e.g., define, a flow path P
along the cell modules 10. For example, as illustrated in
FIG. 2, the spacer 20 may, e.g., directly, contact each
unit cell 11 of the cell module 10, and may further define
the flow path P, i.e., a space, between the spacer 20 and
each unit cell 11 of the cell module 10, e.g., small portions
of the spacer 20 may be spaced apart from an outer sur-
face of the unit cells 11 to define the flow path P along
the unit cells 11. A heat medium, e.g., a heat transfer
fluid, flows in the flow path P along a length direction,
e.g., z axis direction, of the unit cell 11 between the unit
cells 11, e.g., along an entire length of the unit cells 11.
As illustrated in FIG. 2, the flow path P is set between a
side surface of the spacer 20 and side surfaces of the
unit cells 11, and is partially further set by at least one
side of the bus bar 12. That is, when viewed in the x-y
plane of FIG. 2, the flow path P may be partitioned and
set per the unit cell 11.
[0031] For example, the flow path P may flow a heat
medium, e.g., air, forcibly blown by an air blower. There-
fore, the flow path P may effectively cool the unit cells 11
by removing heat radiated from the unit cells 11 that are
charged and discharged with high power. For conven-
ience, in the first exemplary embodiment, a coupling
structure of the rechargeable battery pack 1 and the air
blower will be omitted.
[0032] FIG. 3 is an exploded perspective view of the
cell modules 10 and the spacers 20 of the rechargeable
battery pack 1. Referring to FIGS. 2 and 3, the recharge-
able battery pack 1 may be formed by installing a pair of
end plates 21 (for convenience, a single end plate 21 at
one side is shown) at two ends spaced apart from each
other in a direction (x direction) in which the cell modules
10 are sequentially disposed. The spacers 20 and the
cell modules 10 may be alternately disposed between
the pair of end plates 21 along the x axis direction.
[0033] FIG. 4 is an exploded perspective view of the
cell module 10. Referring to FIG. 4, the cell module 10
is formed by connecting electrode terminals 13 of, e.g.,
five, cylindrical unit cells 11 to each other using the bus
bar 12. A pair of bus bars 12 may be disposed at upper
and lower portions of one cell module 10. That is, a first
bus bar 121 is welded to cathode terminals 131 of the
unit cells 11 at an upper portion of the cell module 10,
and a second bus bar 122 is coupled to anode terminals
132 thereof at a lower portion of the cell module 10.
Therefore, five unit cells 11 are connected in parallel to
each other in the cell module 10.
[0034] The bus bars 12, i.e., the first and second bus
bars 121 and 122, are fixed to first fastening holes H1 of
the spacer 20 by fastening members S (FIG. 3). There-
fore, the cell module 10 and the spacer 20 are coupled
to each other via the bus bar 12. The first bus bar 121
includes a cell connection part 211 and a module con-
nection part 212, and the second bus bar 122 includes
a cell connection part 221 and a module connection part

222.
[0035] Referring to FIGS. 3 and 4, in the first bus bar
121, the cell connection part 211 is extended on top of
the unit cells 11 in a direction (y axis direction) intersect-
ing with the length direction (z axis direction) of the unit
cells 11 to thereby electrically connect the cathode ter-
minals 131 of the unit cells 11 in parallel to each other.
The module connection part 212 protrudes toward one
side (in an x axis direction) of the cell connection part
211 intersecting with the extension direction (y axis di-
rection) of the cell connection part 211 to thereby be fas-
tened to the first fastening hole H1 provided at the upper
portion of the spacer 20, and connects a pair of cell mod-
ules 10 adjacent to each other in series or in parallel to
each other.
[0036] In the second bus bar 122, the cell connection
part 221 is extended on the bottom of the unit cells 11 in
the direction (y axis direction) intersecting with the length
direction (z axis direction) of the unit cells 11 to thereby
electrically connect the anode terminals 132 of the unit
cells 11 in parallel to each other. The module connection
part 222 protrudes toward one side (in the x axis direction)
of the cell connection part 221 in the extension direction
(y axis direction) of the cell connection part 221. Although
not shown, the module connection part 222 is fastened
to the first fastening hole provided in a lower portion of
the spacer 20 to thereby connect a pair of cell modules
10 adjacent to each other in series or in parallel to each
other.
[0037] The cell connection parts 211 and 221 are dis-
posed between expansion parts 201 in the vicinity of the
flow path P to cover narrow width parts 202. That is, the
first and second bus bars 121 and 122 connect the unit
cells 11 while partially setting the flow path P, e.g., a width
of the connection part 211 along the x-axis may be small-
er than a diameter of a unit cell 11 along the x-axis. There-
fore, the first and second bus bars 121 and 122 may
maximally secure an area of a portion to which current
may flow while not blocking or minimally blocking the flow
path P in which the heat medium flows. That is, the unit
cells 11 may be charged and discharged with high power.
[0038] Referring to FIG. 4, the first and second bus
bars 121 and 122 are disposed so as to face each other
and to be spaced apart from each other along the z axis
direction. For example, as illustrated in FIGS. 2-3, a pair
of adjacent cell connection parts 211 along the x-axis
may be parallel to each other, and their respective mod-
ule connection parts 212 extend toward each other to
overlap each other. As such, two module connection
parts 212 of adjacent cell modules 10 are fastened to the
same first fastening holes H1 by the fastening member
S. In this case, two cell modules 10 adjacent to each
other are connected in series to each other.
[0039] Referring to FIG. 3, the spacer 20 includes the
expansion parts 201 formed in a shape corresponding
to a space between four unit cells 11 adjacent to each
other in the length direction (z axis direction), and the
narrow width part 202 formed in a shape corresponding
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to a space between two unit cells 11 adjacent to each
other in the expansion part 201 in the length direction (z
axis direction). For example, as illustrated in FIG. 2, the
expansion part 201 fills a space between four unit cells
11 adjacent to each other in the x and y axes, and the
narrow width part 202 fills a space between two unit cells
11 adjacent to each other along the x-axis. For example,
as further illustrated in FIG. 2, the expansion parts 201
and the narrow width parts 202 alternate along the y-axis
between two adjacent cell modules 10. For example, as
illustrated in FIG. 3, the expansion parts 201 and the
narrow width parts 202 may be integral, e.g., continuous,
with each other, and may extend along the z-axis along
an entire length, e.g., height, of the unit cells 11.
[0040] The first fastening hole H1 is formed in the ex-
pansion part 201 of the spacer 20 in the length direction
(z axis direction) of the spacer 20, e.g., the first fastening
hole H1 may extend through an entire length of the spacer
20 in the z axis direction. The first fastening hole H1 may
allow the module connection parts 212 and 222 of the
bus bar 12 to be fixed to the expansion part 201 by the
fastening member S.
[0041] A stair structure 203 is formed at inner surfaces
of the expansion part 201 and the narrow width part 202
to extend in the length direction (z axis direction) of the
spacer 20. For example, as illustrated in FIG. 2, the stair
structure 203 refers to portions of the spacer 20 that di-
rectly contact the unit cells 11, e.g., one such portion is
circled by a dashed line in FIG. 2, so the flow path P is
defined between such portions of the stair structure 203.
Therefore, the flow path P is set between the expansion
part 201 and the side surface of the unit cell 11 and be-
tween the narrow width part 202 and the side surface of
the unit cell 11.
[0042] The flow path P is formed in the length direction
(z axis direction) so as to form a stair structure in an outer
circumferential direction of the unit cell 11. Therefore, the
forcibly blown heat medium may effectively radiate heat
from the unit cells 11 charged and discharged with high
power through the flow path P.
[0043] In addition, since the expansion part 201 and
the narrow width part 202 support the side surfaces of
the unit cells 11 through the stair structure 203, the unit
cells 11 may be protected from vibration and impact
transferred from the outside, and flows of the unit cells
11 may be prevented. Although not shown, a perforation
structure (penetrating in the x axis direction) may be
formed in the expansion part 201 and the narrow width
part 202 of the spacer 20. In this case, it is possible to
implement lightness of the rechargeable battery pack.
[0044] Referring to FIGS. 5 and 6, the bottom plate 32
and the top plate 31 include lattice members 321 and
311 coupled to bottom and top surfaces of the spacer
20, respectively, to support the anode terminals 132 and
the cathode terminals 131 of the unit cells 11 in the cell
module 10, respectively. The lattice members 321 and
311 form, e.g., define, air vent holes connected to, e.g.,
in fluid communication with, the flow path P. For example,

the bottom plate 32 and the top plate 31 may be made
of a synthetic resin, which is an electric insulating mate-
rial.
[0045] The bottom plate 32 and the top plate 31 may
further include plate members 322 and 312 fastened to
second fastening holes H2 of the spacer 20 by the fas-
tening members S. For example, some of the expansion
parts 201 of the spacer 20 may include the first fastening
holes H1 connected to the bus bars 12, and other expan-
sion parts 201 of the spacer 20 may include the second
fastening holes H2 connected to the bottom and top
plates 31 and 32 (FIG. 3). In another example, the first
and second fastening holes H1 and H2 may overlap.
[0046] The plate members 322 and 312 are formed by
connecting the lattice members 321 and 311 adjacent to
each other at portions corresponding in their location to
the second fastening holes H2 provided at both of the
upper and lower portions of the spacer 20 to each other.
Since the plate members 322 and 312 are formed so as
to correspond to the expansion parts 201 as described
above, fastening force of the fastening member S may
be increased, and the flow path P may be minimally
blocked.
[0047] A pair of end plates 21 and the spacers 20 may
be primarily assembled with each other by inserting bolts
23 into assembling holes H3, as illustrated in FIG. 3. The
assembling holes H3 may be formed on lateral sides of
the end plates 21 and of the spacers 20, so the assem-
bling holes H3 extend in the x axis direction at first and
second sides of the rechargeable battery pack 1, i.e., the
first and second sides of the rechargeable battery pack
1 may be spaced apart from each other along the y axis
direction and may include the cell modules10 therebe-
tween. Nuts 24 may be coupled to end portions of the
inserted bolt 23, as illustrated in FIG. 3.
[0048] The rechargeable battery pack 1 is completed
by disposing the bottom plate 32 and the top plate 31 at
lower and upper portions of the cell module 10, the spacer
20, and the end plate 21 in a primarily assembled state,
respectively, and fixing the plate members 322 and 312
to the second fastening holes H2 with the fastening mem-
bers S. In this case, since the lattice members 321 and
311 and the plate members 322 and 312 of the bottom
plate 32 and the top plate 31 support the upper and lower
portions of the unit cells 11, the unit cells 11 may be
further effectively protected from vibration and impact
transferred from the outside.
[0049] Hereinafter, a second exemplary embodiment
will be described with reference to FIGS. 7-9. For con-
venience, descriptions of the same configurations as
those in the first exemplary embodiment will be omitted.
[0050] FIG. 7 is a partial perspective view of a re-
chargeable battery pack according to a second exem-
plary embodiment, FIG. 8 is a partially assembled per-
spective view of the rechargeable battery pack of FIG.
7, and FIG. 9 is a partially assembled perspective view
of a bottom plate, a top plate, and spacers used in the
rechargeable battery pack of FIG. 7.
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[0051] Referring to FIGS. 7 to 9, in a rechargeable bat-
tery pack 2, a bottom plate 42 and a top plate 41 include
cell reception parts 421 and 411 receiving electrode ter-
minals of a cell module 60 and air vent holes 422 and
412 formed between four cell reception parts 421 and
411 to thereby be connected to flow paths P2.
[0052] The cell module 60 may include a plurality of,
e.g., ten, unit cells 11 in two rows, and a bus bar 70
connecting the unit cells 11 in parallel to each other in
two rows. For convenience, the bus bar 70 shown at an
upper portion of the cell module 60 will be described by
way of example, but the same bus bar 70 may be provided
at a lower portion of the cell module 60 as in the first
exemplary embodiment. That is, the bus bar 70 connects
the unit cells 11 in parallel to each other in the cell module
60, and different bus bars 70 adjacent to each other con-
nect the cell modules 60 in parallel or in series to each
other.
[0053] For example, the bus bar 70 includes a cell con-
nection part 71 extended in a direction (x axis direction)
intersecting with a length direction (z axis direction) so
as to connect the electrode terminals of the cell module
60 to each other in two rows, and module connection
parts 72 protruding toward one side (in a y axis direction)
of the cell connection part intersecting with the extension
direction (an x axis direction) of the cell connection part
71 to connect another cell connection part 71 adjacent
thereto.
[0054] The cell connection part 71 includes through-
holes 73 formed in spaces corresponding in their location
to spaces between the unit cells 11 to set the flow path
P2. In addition, the bus bar 70 further includes retraction
grooves 74 formed at a space corresponding in its loca-
tion to a space between two unit cells 11 to further set
the flow path P2. The module connection part 72 is
formed at a side of the bus bar 70 opposite to a side
including the retraction grooves 74, and may include pen-
etration holes 721 formed therein to thereby be electri-
cally connect to a module connection part 72 of a bus
bar 70 adjacent thereto by a fastening member (not
shown) in a state in they are overlapped with each other.
[0055] FIG. 10 is a partial perspective view of the bot-
tom plate used in the rechargeable battery pack of FIG.
7. For convenience, referring to the bottom plate 42, the
cell reception part 421 includes support protrusions 423
supporting outer edges of the electrode terminals of the
cell module 10 and exposure holes 424 formed between
support protrusions 423 adjacent to each other to expose
the electrode terminals.
[0056] Referring to FIGS. 9 and 10, the air vent holes
422 of the bottom plate 42 are formed in protrusion parts
425 protruding toward upper portions of the support pro-
trusions 423 to receive outer side surfaces of the unit
cells 11. The air vent holes 412 of the top plate 41 are
formed in protrusion parts 415 protruding downwardly to
receive outer side surfaces of the unit cells 11.
[0057] Spacers 50 are coupled to some of the protru-
sion parts 415 and 425 of the top plate 41 and the bottom

plate 42 and assembled with the top plate 41 and the
bottom plate 42 receiving the unit cells 11 to form the
rechargeable battery pack 2. The flow paths P2 are set
by connecting the air vent holes 412 and 422 of the pro-
trusion parts 415 and 425 to which the spacers 50 are
not coupled among the protrusion parts 415 and 425 be-
tween the unit cells 11.
[0058] Unlike the flow paths P of the first exemplary
embodiment, the flow paths P2 of the second exemplary
embodiment are further connected in circumferential di-
rections of the unit cells 11 and are further set between
the support protrusions 423 and the unit cells 11 and
paths connected to the exposure holes 424. Therefore,
heat radiation performance of the unit cell 11 may be
further improved, and the rechargeable battery pack 2
may be further lightened.
[0059] As illustrated in FIG. 9, the spacer 50 includes
large diameter parts 51 formed at both ends so as to be
coupled to the protrusion parts 415 and 425 and a small
diameter part 52 formed between the large diameter
parts 51 and having a diameter smaller than that of the
large diameter part 51. That is, the spacer 50 is coupled
to the protrusion parts 415 and 425 at grooves formed
at ends of the large diameter parts 51. In this case, the
unit cells 11 may be spaced apart from the top plate 41
and the bottom plate 42 to thereby be protected from
external vibration and impact.
[0060] By way of summary and review, when using a
plurality of unit cells in a rechargeable battery pack, a
rechargeable battery pack should have a structure ca-
pable of effectively removing heat generated at the time
of charging and discharging the rechargeable battery
pack, while also corresponding to high power and being
capable of effectively fixing the unit cells to minimize vi-
bration. However, a natural air-cooling rechargeable bat-
tery pack structure has low heat radiation performance
for unit cells, and it may be difficult to correspond to high
power. A water-cooling rechargeable battery pack struc-
ture has excellent heat radiation performance for unit
cells, but its cost may be increased due to a complicated
structure and additional devices.
[0061] In contrast, according to example embodi-
ments, a rechargeable battery pack includes spacers be-
tween unit cells of a cell module that also define flow
paths, and one side of the bus bars further partially sets
the flow paths. As such, heat medium may forcibly flow
in the length direction of the unit cells along the flow paths,
such that heat from the unit cells may be effectively re-
moved.
[0062] In addition, since the bus bar may connect the
unit cells to each other while setting the flow path, the
area of the bus bar may be maximally secured. That is,
the unit cells may be charged and discharged with high
power. As such, the rechargeable battery pack may cor-
respond to high power and be capable of effectively fixing
the unit cells in order to correspond to impact and vibra-
tion.
[0063] Example embodiments have been disclosed
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herein, and although specific terms are employed, they
are used and are to be interpreted in a generic and de-
scriptive sense only and not for purpose of limitation. In
some instances, as would be apparent to one of ordinary
skill in the art as of the filing of the present application,
features, characteristics, and/or elements described in
connection with a particular embodiment may be used
singly or in combination with features, characteristics,
and/or elements described in connection with other em-
bodiments unless otherwise specifically indicated. Ac-
cordingly, it will be understood by those of skill in the art
that various changes in form and details may be made
without departing from the scope of the present invention
as set forth in the following claims.

Claims

1. A rechargeable battery pack (1), comprising:

a plurality of cell modules (10) connected to each
other via bus bars (12), each cell module (10)
including a plurality unit cells (11) with electrode
terminals connected to the bus bars (12);
a plurality of spacers (20) between the cell mod-
ules (10);
first and second plates (31, 32) coupled to op-
posite sides of the spacers (20), the first and
second plates (31, 32) being configured to sup-
port the cell modules (10) therebetween; and
flow paths (P) between the unit cells (11) in a
length direction of the unit cells (11), the flow
paths (P) being between side surfaces of the
spacers (20) and side surfaces of the unit cells
(11), and being further partially set by sides of
the bus bars (12).

2. The rechargeable battery pack (1) as claimed in
claim 1, wherein the bus bar (12) is fixed to a first
fastening hole (H1) of the spacer (20) by a fastening
member (S).

3. The rechargeable battery pack (1) as claimed in
claim 2, wherein the first and second plates (41, 42)
include:

cell reception parts (421) receiving the electrode
terminals of the cell module (10); and
air vent holes (422) between four cell reception
parts (421) adjacent to each other and connect-
ed to the flow paths (P2).

4. The rechargeable battery pack (1) as claimed in
claim 3, wherein the cell reception parts (421) in-
clude:

support protrusions (423) supporting outer edg-
es of the electrode terminals of the cell module

(60); and
exposure holes (424) between four support pro-
trusions (423) adjacent to each other to expose
the electrode terminals.

5. The rechargeable battery pack (1) as claimed in
claim 4, wherein the air vent holes (422) penetrate
through protrusion parts (425) protruding upwardly
from the support protrusion (423) to receive outer
side surfaces of the unit cells (11).

6. The rechargeable battery pack (1) as claimed in
claim 5, wherein the spacers (50):

are coupled to some of the protrusion parts (425)
of the first and second plates (41, 42), and the
flow paths (P2) are set by connecting the air vent
holes (422) of the other protrusion parts (425)
to each other between the unit cells (11), and/or
include large diameter parts (51) at opposite
ends and coupled to the protrusion parts (425)
and a small diameter part (52) between the large
diameter parts (51).

7. The rechargeable battery pack (1) as claimed in
claim 5, wherein the bus bar (70) includes:

cell connection parts (71) extended in a direction
intersecting with the length direction and con-
necting the electrode terminals of the cell mod-
ule (60) in two rows; and
module connection parts (72) protruding toward
one side of the cell connection part (71) and in-
tersecting the cell connection part (71) to con-
nect an adjacent cell connection part.

8. The rechargeable battery pack (1) as claimed in
claim 6, wherein the cell connection part (71) in-
cludes through-holes in spaces corresponding to
spaces between the unit cells (11).

9. The rechargeable battery pack (1) as claimed in
claim 7, wherein the bus bar (70) includes retraction
grooves (74) defining spaces corresponding to spac-
es between two unit cells (11) adjacent to each other.
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