
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

34
6 

73
9

A
1

TEPZZ¥¥467¥9A_T
(11) EP 3 346 739 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
11.07.2018 Bulletin 2018/28

(21) Application number: 18155192.0

(22) Date of filing: 09.05.2012

(51) Int Cl.:
H04W 4/80 (2018.01) G06F 9/48 (2006.01)

H04L 29/06 (2006.01) H04L 29/08 (2006.01)

H04W 4/20 (2018.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 09.05.2011 US 201161484190 P
28.09.2011 US 201113247781

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
12167370.1 / 2 523 475

(71) Applicant: Google LLC
Mountain View, CA 94043 (US)

(72) Inventors:  
• Parks, Jason

Austin, TX Texas 78703 (US)

• Pelly, Nicholas Julian
San Francisco, CA California 94114 (US)

• Hamilton, Jeffrey William
Austin, TX Texas 78723 (US)

• Hamilton, Robert William
London, EC1M 3LL (GB)

• Hooft, Maarten W
Menlo Park, CA California 94025 (US)

(74) Representative: Clark, Jonathan Lister
Venner Shipley LLP 
200 Aldersgate
London EC1A 4HD (GB)

Remarks: 
This application was filed on 05-02-2018 as a 
divisional application to the application mentioned 
under INID code 62.

(54) ZERO-CLICK SHARING OF APPLICATION CONTEXT ACROSS DEVICES

(57) A first client device performs a handoff operation
to a second client device by transmitting application in-
formation, associated with a first application, to the sec-
ond client device when the first client device is positioned
within a predefined proximity of the second client device.
The first application has a first client device user interface
state when the handoff operation is performed. In re-
sponse to receiving the application information from the
first client device or system, the second client device or
system executes a second application corresponding to
the first application with an initial user interface state cor-
responding to the first client device user interface state.
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Description

TECHNICAL FIELD

[0001] The disclosed embodiments relate generally to
wireless communication and more particularly to trans-
ferring use of one or more applications between two de-
vices through wireless communication connections.

BACKGROUND

[0002] A user with multiple devices, such as one or
more smart phones, tablets, laptop computers or the like,
may want to switch from using one device to another
while continuing to work with or access the same appli-
cation or content. For example, the user may want to
transfer from one device to another in order to use the
device best suited for a given task. For example, it is easy
to read email from a smart phone but difficult to reply due
to the size limitations on the phone keyboard. A user may
start a draft of a message on a phone, but prefer to finish
the draft using a tablet, which has a larger keyboard. In
another example, a user starts playback of a video using
a tablet or smart phone, but would prefer to continuing
viewing the video on a device with a larger screen such
as a television or laptop computer. In yet another exam-
ple, a user may start a phone call using a landline tele-
phone but want to continue the phone call using a mobile
phone using a cellular connection, or vice versa.

SUMMARY

[0003] In some embodiments, a distributed system
comprising a first client device or system under control
of a respective user and a second client device or system
perform a method that includes the first client device or
system executing first application. The method further
includes the first client device or system performing a
handoff operation that comprises transmitting application
information, associated with the first application, to the
second device or system when the first client device or
system is positioned within a predefined proximity of the
second client device or system. The first application has
a first client device user interface state when the handoff
operation is performed. In response to receiving the ap-
plication information from the first client device or system,
the second client device or system executes a second
application corresponding to the first application with an
initial user interface state corresponding to the first client
device user interface state.
[0004] In some embodiments, a distributed system
comprising a first client device or system under control
of a respective user and a second client device or system
perform a method that includes the first client device or
system executing first application. The method further
includes the first client device or system performing a
handoff operation that comprises transmitting application
information, associated with the first application, to the

second device or system when the first client device or
system is positioned within a predefined proximity of the
second client device or system. The first application has
a first client device user interface state when the handoff
operation is performed. Furthermore, the first client de-
vice or system receives from another client device or sys-
tem application information associated with a third appli-
cation, and in response, executes a second application
corresponding to the third application with an initial user
interface state corresponding to a user interface state of
the other client device or system.
[0005] In some embodiments, a non-transitory compu-
ter readable storage medium stores one or more pro-
grams for execution by one or more processors of a client
device or system, the one or more programs comprising
instructions that, when executed by the one or more proc-
essors, cause the client device or system to perform the
above described method.
[0006] Furthermore, in some embodiments, a plurality
of client devices store the same one or more programs,
or operationally equivalent programs, and are configured
to either transmit application information, or receive ap-
plication information, in a respective handoff operation.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] For a better understanding of the disclosed em-
bodiments, reference should be made to the Description
of Embodiments below, in conjunction with the following
drawings in which like reference numerals refer to cor-
responding parts throughout the figures.

Figure 1 is a block diagram of a system for enabling
transferring application state across devices accord-
ing to one embodiment.
Figure 2 is a block diagram illustrating of a client
device or system, in accordance with some embod-
iments.
Figures 3A-3C include a flow chart illustrating a
method of operation of a client device or system, for
transmitting the application state of a respective ap-
plication to another client device or system, in ac-
cordance with some embodiments.
Figures 4A-4C include a flow chart illustrating a
method of facilitating transitioning use of an applica-
tion by a user from a first client device or system to
a second device or system, in accordance with some
embodiments.
Figures 5A-5C include a flow chart illustrating a
method of transmitting the application states of a plu-
rality of actively running applications from a first client
device or system to a second client device or system,
in accordance with some embodiments.
Figure 6 includes a flow chart illustrating a method
of transmitting the application state of an actively run-
ning application from a first client device or system
to a second client device or system, in accordance
with some embodiments.
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DESCRIPTION OF EMBODIMENTS

[0008] It will be understood that, although the terms
"first," "second," etc. may be used herein to describe var-
ious elements, these elements should not be limited by
these terms. These terms are only used to distinguish
one element from another. For example, a first applica-
tion could be termed a second application, and, similarly,
a second application could be termed a first application,
without changing the meaning of the description, so long
as all occurrences of the "first application" are renamed
consistently and all occurrences of the second applica-
tion are renamed consistently. The first application and
the second application are both application, but they are
not the same application.
[0009] The terminology used herein is for the purpose
of describing particular embodiments only and is not in-
tended to be limiting of the claims. As used in the de-
scription of the embodiments and the appended claims,
the singular forms "a", "an" and "the" are intended to in-
clude the plural forms as well, unless the context clearly
indicates otherwise. It will also be understood that the
term "and/or" as used herein refers to and encompasses
any and all possible combinations of one or more of the
associated listed items. It will be further understood that
the terms "comprises" and/or "comprising," when used
in this specification, specify the presence of stated fea-
tures, integers, steps, operations, elements, and/or com-
ponents, but do not preclude the presence or addition of
one or more other features, integers, steps, operations,
elements, components, and/or groups thereof.
[0010] As used herein, the term "if’ may be construed
to mean "when" or "upon" or "in response to
determining" or "in accordance with a
determination" or "in response to detecting," that a stat-
ed condition precedent is true, depending on the context.
Similarly, the phrase "if it is determined [that a stated con-
dition precedent is true]" or "if [a stated condition prece-
dent is true]" or "when [a stated condition precedent is
true]" may be construed to mean "upon
determining" or "in response to determining" or "in ac-
cordance with a determination" or "upon detecting" or "in
response to detecting" that the stated condition prece-
dent is true, depending on the context.
[0011] Reference will now be made in detail to various
embodiments, examples of which are illustrated in the
accompanying drawings. In the following detailed de-
scription, numerous specific details are set forth in order
to provide a thorough understanding of the described em-
bodiments. However, some embodiments may be prac-
ticed without these specific details. In other instances,
well-known methods, procedures, components, and cir-
cuits have not been described in detail so as not to un-
necessarily obscure aspects of the embodiments.
[0012] Fig. 1 is a block diagram illustrating a distributed
system 100 having two or more client devices or systems
102 (hereinafter called clients 102). The distributed sys-
tem 100 typically further includes one or more commu-

nication networks 120 and a plurality of application serv-
ers or server systems such as one or more messaging
servers 130 and one or more multimedia servers 140.
[0013] In some embodiments, each of the clients 102-1
and 102-2 has a near field communication (NFC) module
104 for handling NFC communications, a network mod-
ule 106 for handling network communications, an appli-
cation transfer module 108 discussed in more detail be-
low, and one or more application programs 110, 112,
114. NFC modules 104-1 and 104-2 enable NFC com-
munication between NFC-enabled devices. In some em-
bodiments, the applications on a client 102 include one
or more messaging applications 110, one or more mul-
timedia applications 112 and optionally other applica-
tions 114 as well. As described in more detail below, in
some implementations, when a user brings two clients
102 into close proximity (e.g., within NFC communication
distance of each other, which typically means within 10
cm of each other, but optionally means within 5 cm or
4cm), the application state of one or more applications
(e.g., the active or foreground application) on one of the
clients (e.g., client 102-1) is transferred to the other client
(e.g., client 102-2).
[0014] Messaging server 130 includes one or more
messaging server applications 131, a messaging data-
base 133 that stores messaging account information 135
for multiple users of a messaging service supported by
server 130, and optionally other databases 137 as well.
For example, messaging server 130 may be a Gmail
server, an email server other than a Gmail server, or an
instant messaging server. Multimedia server 140 in-
cludes one or more multimedia server applications 141,
one or more multimedia databases 143, including multi-
media account information 145, and optionally other da-
tabases 147 as well. Examples of multimedia server 140
include a YouTube server, online radio servers, and so-
cial gaming servers.
[0015] In some implements, a user reading an email
message using a client-side messaging application
110-1 (e.g., Gmail) on his mobile cell phone (client 102-1)
may instead want to reply to the message on a nearby
desktop computer (client 102-2) that has a larger key-
board and a bigger display screen. To do this, the user
brings his mobile cell phone 102-1 into close proximity
with computer 102-2. Both clients 102 have NFC mod-
ules 104. NFC module 104-1 in client 102-1 detects the
presence of computer 104-2, and a NFC communication
connection is established between mobile phone 102-1
and computer 102-2. The current state of messaging ap-
plication 110-1, in this example comprising the user’s ac-
count identifier (e.g., username@domainname.com)
and message identifier is transmitted over the NFC con-
nection to computer 102-2. Optionally, messaging appli-
cation 110-1 in client 102-1 also communicates with mes-
saging server 130 over communications networks 120
to ensure that server 130 has the most recent status with
respect to the message currently displayed by client
102-1. Computer 102-2 receives the current state of mes-
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saging application 102-1 from the phone 102-1, and in
response, messaging application 110-2 in computer
102-2 downloads a copy of the email message from mes-
saging server 130 via communication networks 120.
From the user’s point of view, as soon as he sits down
in front of the display of computer 102-2, the same email
message he was reading on phone 102-1 is now dis-
played on the display screen of computer 102-2 and he
can start typing his reply using the keyboard of computer
102-2.
[0016] Figure 2 is a block diagram illustrating a client
device or system (client) 102 in accordance with some
embodiments. Client 102 typically includes one or more
processors 202 (also called processing units or CPU(s)),
memory 204, a near field communication (NFC) trans-
ceiver (transmitter and receiver) 206, one or more net-
work or other communication interfaces 208, a user in-
terface 205 (typically including comprising a display de-
vice and a keyboard, mouse, touchpad, touchscreen or
other input device), and one or more communication bus-
es 209 for interconnecting these components. The com-
munication buses 209 optionally include circuitry (some-
times called a chipset) that interconnects and controls
communications between system components. Memory
204 typically includes high-speed random access mem-
ory, such as DRAM, SRAM, DDR RAM or other random
access solid state memory devices; and optionally in-
cludes non-volatile memory, such as one or more mag-
netic disk storage devices, optical disk storage devices,
flash memory devices, or other non-volatile solid state
storage devices. Memory 204 optionally includes one or
more storage devices remotely located from the CPU(s)
202. Memory 204, or alternatively the non-volatile mem-
ory device(s) within memory 203, comprises a non-tran-
sitory computer readable storage medium. In some em-
bodiments, memory 204 or alternatively the non-transi-
tory computer readable storage medium stores the fol-
lowing programs and/or modules for execution by the
one or more processors 202 and data structures, or a
subset thereof:

an Operating System 210 that includes procedures
for handling various basic system services and for
performing hardware dependent tasks;
a network communications module (or instructions)
106 that is used for connecting client 102 to other
computers (e.g., messaging server 130 or multime-
dia server 140) via one or more network interfaces
208 (wired or wireless) and one or more communi-
cation networks 120 (Figure 1), such as the Internet,
other wide area networks, local area networks, met-
ropolitan area networks, and so on;
a near field communications module 104 for con-
necting client 102 to other clients, devices or systems
via NFC transceiver 206, using near field communi-
cations;
an application registration module 212, which main-
tains application registration information 214 for one

or more applications that are registered for sharing
their application state with other client devices or sys-
tems information; for example, application registra-
tion information 214 may include information for a
messaging application 110 that is registered to share
its application state with another device (e.g., client
102-2) upon detection of a triggering condition;
an application transfer module 108, for transferring
the application state of one or more applications
(e.g., applications registered with application regis-
tration module 212 to share application state) to an-
other device (e.g., client 102-2) upon detection of a
triggering condition; and
one or more applications 110, 112, 114, such as a
messaging application 1120, browser or multimedia
application 112, and optionally one or more other
applications 114.

[0017] In some implementations, near field communi-
cations module 104 includes an NFC detection module
220 and an NFC communication module 222. NFC de-
tection module 220 detects the presence of another NFC-
enabled device or system within a predefined proximity
and notifies client 102 upon detecting the presence of
another NFC-enabled device or system within the pre-
defined proximity. The predefined proximity is typically
the proximity required to successfully establish an NFC
communication channel (also called an NFC connection)
between two devices, or to successfully conduct NFC
communications. While environmental conditions can af-
fect the ability to form an NFC connection, the predefined
proximity is typically no greater than 10 cm, and in some
implementations requires the two devices to be within 5
cm or 4cm of each other. NFC communication module
222 handles communications between client 102 and
other device via NFC transceiver 206, such as the trans-
mission or receipt of application state, or application state
information, for one or more applications.
[0018] In some implementations, application registra-
tion information 214 includes, for each registered appli-
cation one or more of: an application program identifier,
a mime type, and information (e.g., a procedure name,
reference to an API, or the like) that enables application
transfer application to obtain the application state of the
registered application. Optionally, application registra-
tion information 214 is maintained by client 102 as a
searchable database, table or list.
[0019] In some implementations, a respective applica-
tion program stores its own application state information
during execution, and thus the application state is updat-
ed from time to time. Depending on the type of the ap-
plications running, the information type and the size of
the application state (e.g., the amount of memory re-
quired to store the application state) may be different
from one application to another, and may be stored either
locally (i.e., on client 102) or remotely, such as on a re-
motely located server.
[0020] In some embodiments, messaging application
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110 locally stores messaging application state informa-
tion 224, as well as a user identifier or account name
226. The user identifier or account name 226 indicates
the user or account for which messages or other infor-
mation is being displayed by messaging application 110.
Depending on the current application context of messag-
ing application 110, messaging application state infor-
mation 224 includes at least one of: the identifier of a
message and the format of the message currently viewed
or worked on by the user, information identifying a list of
messages currently displayed by client 102, information
identifying a list of conversations (sometimes called mes-
sage threads) currently displayed by client 102, informa-
tion identifying a contact for which contract information
is currently displayed by client, etc. Messaging applica-
tion state information 248 may be saved either locally at
client 102, or remotely on a messaging server.
[0021] In some embodiments, browser or multimedia
application 112 locally stores browser application state
information 228. In some implementations, browser ap-
plication state information 228 is or includes the URL of
a document currently being viewed, and is saved locally
at client 102. Optionally, browser application state infor-
mation 228 is or includes additional information, such as
one or more of: document position, playback position,
user entered content or modifications to the displayed
document, etc.
[0022] Optionally, other applications 114, if provided,
store application state information 230 of various types,
depending on the type of application.
[0023] Each of the above-identified modules, applica-
tions or programs corresponds to a set of instructions,
executable by the one or more processors of client 102,
for performing a function described above. The above
identified modules, applications or programs (i.e., sets
of instructions) need not be implemented as separate
software programs, procedures or modules, and thus
various subsets of these modules may be combined or
otherwise rearranged in various embodiments. In some
embodiments, memory 203 optionally stores a subset of
the modules and data structures identified above. Fur-
thermore, memory 203 may stores additional modules
and data structures not described above.
[0024] Figures 3A-3C include a flow chart illustrating
a method 300 of operation of a client device or system
(hereinafter called a client, for ease for reference) ac-
cording to some embodiments. Method 300 is performed
by a first client, such as client 102-1 described above
with reference to Figures 1 and 2 . Registration informa-
tion (e.g., 214, Figure 2) for a respective application (e.g.,
messaging application 110, browser/multimedia applica-
tion 112) indicating that the respective application is reg-
istered for sharing application state (e.g., messaging ap-
plication state 224 or browser application state 228) with
other devices is retained in memory (302). The applica-
tion state of the respective application is stored either in
memory of client 102 or in memory of a server at a remote
location from the client (304). During execution of the

respective application, the application state is dynami-
cally updated and stored in memory, as needed.
[0025] A transfer triggering condition for transferring
application state of the respective application to another
device client (e.g., from first client 102-1 to second client
102-2, Figure 1) is detected (306). The triggering condi-
tion is presence of another device (e.g., second client
102-2) within a predefined proximity of first client 102-1
(308). This is sometimes herein called a "zero-click" trig-
gering condition, for "zero-click" sharing. As noted above,
the predefined proximity is typically the proximity required
to successfully establish an NFC communication channel
(also called an NFC connection) between two devices,
or to successfully conduct NFC communications. In var-
ious implementations, the predefined proximity is no
greater than 10 centimeters, 5 centimeters, or 4 centim-
eters. In some implementations, in addition to detecting
the NFC field of another device, a "bump" must be de-
tected (e.g., using one or more accelerometers in client
102-1), including that the two client devices have physi-
cally touched. In some implementations, the user need
not take any action other than bringing the two devices
within the predefined proximity, and hence this is some-
times called "zero-click" sharing.
[0026] In some implementations, the triggering condi-
tion further includes successfully establishing a near field
communication connection between first client 102-1 and
second client 102-2 (310). Optionally, first client 102-1
may need to transmit user authentication information to
successfully establish the near field communication con-
nection with second client 102-2.
[0027] Upon detecting the triggering condition, client
102-1 determines, in accordance with the stored regis-
tration information (214, Figure 2), that a respective ap-
plication (e.g., the application running in the foreground
of client 102-1) is registered for application state sharing
(312), and transmits the application state of the respec-
tive application to second client 102-2 (314). For ease of
explaining method 300, it shall be assumed that the only
application for which an application state is to be trans-
mitted to another device is the foreground application, if
any, where the foreground application is the application
running in a topmost or foreground application window
of first client 102-1. However, in some implementations,
described in more detail below with reference to Figures
5A-5C , application state for more than one application
is transmitted by first client 102-1 to second client 102-2.
[0028] Optionally, the respective application (at client
102-1) is notified that the application state has been
transmitted to client 102-2 upon completion of the trans-
mission (316). In some embodiments, client 102-1 may
optionally change the application state of the respective
application in response to the notification (e.g., at the end
of the transmission of the application state) (318). For
example, in the case where the respective application is
a browser application, the browser application may ter-
minate after receiving notification that the application
state has been transmitted. In another example, where
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the respective application is an email application, after
receiving notification of that the application state has
been transmitted to another client, the draft message or
the message being reviewed is closed, because it is as-
sumed that the user will resume use of the email appli-
cation at client 102-2. In yet another example, where the
respective application is a multimedia player, playback
of a video/audio by first client 102-1 is stopped after the
multimedia player state is sent and notification thereof is
provided to the multimedia player.
[0029] In some implementations, the respective appli-
cation is a foreground application, executing in a fore-
ground application window of client 102-1 (322, Figure
3B ; 332, Figure 3C). Typically in client devices such as
mobile phones or tablet computers, there is only one fore-
ground application. In some implementations, the appli-
cation state of the respective application includes at least
one of the group consisting of: one or more unsent mes-
sage drafts, state information for an ongoing telephone
call, a playback position for video content, a playback
position for audio content, a message account identifier,
a message identifier for an unsent message draft, a mes-
sage identifier for a currently viewed message, a mime
type associated with the respective application (324). A
playback position is typically a timestamp and/or frame
number. The message identifier can be the message
identifier for an unsent message draft, or for a message
currently being viewed in the foreground at client 102-1.
In some implementations, a copy of the application state
from the respective application is requested (334) (e.g.,
application transfer module 108 requests the application
state from a respective application, and then transfers
that application state to second client 102-2).
[0030] Optionally, when the application state of the re-
spective application is stored remotely (e.g., for an online
application), a copy of the application state from the re-
spective application is requested from a respective serv-
er and downloaded to first client 102-1, which then trans-
fers it to second client 102-1. Alternatively, when the ap-
plication state of the respective application is stored re-
motely (e.g., for an online application), a copy of the ap-
plication state from the respective application is request-
ed by second client 102-2 from a respective server and
is downloaded directly second client 102-2.
[0031] In some embodiments, at least a portion of the
application state is transmitted to second client 102-2
using near field communication (336). Furthermore, in
some implementations, at least another portion of the
application state is transmitted using wireless communi-
cation other than near field communication, such as Blue-
tooth communication or WiFi communication (338). In an
exemplary implementation, in which transmitting the ap-
plication state would exceed a threshold amount of time
(e.g., 0.5 seconds), a portion of the application state is
transferred by NFC and a remaining portion is transferred
using another wireless communication channel. In yet
other implementations, the application state is entirely
transmitted using a near field communication connection

between the first client device or system and the second
device or system (340).
[0032] Method 300 is typically governed by instructions
that are stored in a non-transitory computer readable
storage medium in a respective client 102-1 and that are
executed by one or more processors of a respective client
device or system 102. Each of the operations shown in
Figures 3A-3C typically corresponds to computer read-
able instructions which are stored in a computer memory
or non-transitory computer readable storage medium in
a respective client 102-1 and which are executed by one
or more processors of the respective client 102-1. The
non-transitory computer readable storage medium in-
cludes one or more memory devices of client 102-1, as
described above with respect to Figure 2 . The computer
readable instructions stored on the non-transitory com-
puter readable storage medium of client 102-1 are typi-
cally source code, assembly language code or object
code.
[0033] Additionally, it should be noted that details of
other processes described herein with respect to meth-
ods 400, 500 and 600 (e.g., Figures 4A-4C , 5A-5C and
6, respectively) are also applicable in an analogous man-
ner to method 300 described above with respect to Fig-
ures 3A-3C. For example, triggering conditions, and state
information transferred may have one or more of the char-
acteristics of the various the methods described herein
with reference to methods 400, 500 and 600. For brevity,
these details are not repeated here.
[0034] Attention is now directed to a method 400 of
transitioning use of an application by a user from one
client device (e.g., first client 102-1) to another (e.g., sec-
ond client 102-2), as illustrated by the flow chart in Fig-
ures 4A-4C . At first client 102-1 which is under control
of a respective user, registration information of applica-
tions registered to share application information with oth-
er devices or systems is optionally retained in memory
of client first 102-1 (402). See application registration in-
formation 214, Figure 2. A first application is actively run-
ning on first client 102-1(404). As described above, the
application state of the actively running application is typ-
ically stored by first client 102-1.
[0035] While the first application is running, client
102-1 performs a handoff operation (406). In some em-
bodiments, the handoff operation is performed by or un-
der the control of application transfer module 108 (Figure
2). The handoff operation begins when client 102-1 de-
tects that it is positioned within a predefined proximity of
a second device (414). Alternately stated, the handoff
operation begins when client 102-1 detects proximity of
the second client. In some implementations, such prox-
imity is detected by NFC detection module 220 (Figure
2). As described above, proximity of the second client is
typically detected when the second client is within 10 cm,
5 cm or 4 cm of first client 102-1 (416).
[0036] In some implementations, as part of the handoff
operation (406), client 102-1 requests from the actively
running application (first application) a copy of its current
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application state (418). Alternatively, application transfer
module 108 directly accesses state information for the
actively running application. Client 102-1 transmits ap-
plication information (e.g., the aforementioned state in-
formation) associated with the first application to client
102-2 (420).
[0037] At second client 102-2, registration information
of applications registered to share application informa-
tion with other devices or systems is optionally retained
(412). Second client 102-2 also detects proximity of the
first client 1021, when the two devices are within a pre-
defined proximity (422). As part of the handoff operation
described above, second client 102-2 receives the ap-
plication information from client 102-1 (424). In response
to receiving application information from first client 102-1,
second client 102-2 executes a second application cor-
responding to the first application with an initial user in-
terface state corresponding to the first client device user
interface state (426). In some embodiments, second cli-
ent 102-2 is under control of the same user who controls
first client 102-1. Unless otherwise stated, however, the
handoff operation 406 is performed whether the first and
second clients are under control of the same user or not.
[0038] In some embodiments, the handoff operation
occurs when the second device or system is physically
touched by the first device or system. For example, an
accelerometer can be used in one or both devices to
detect the touch/bump, which is used to ensure that the
handoff is in response to an intentional act, and thus avoid
accidental handoffs.
[0039] Referring now to Figure 4B, as noted above,
second client 102-2 receives application state informa-
tion from first client 102-1(424). Examples of the appli-
cation state information received include the mime type
of the first application and/or content of the first applica-
tion. In some embodiments, client 102-2 stores the re-
ceived application state information and passes the re-
ceived state information to the second application (430).
In some embodiments where a second application cor-
responding to the mime type does not exist on client
102-2, the user having control of second client 102-2 is
prompted to download the second application corre-
sponding to the first application (432). Furthermore, sec-
ond client 102-2 downloads the respective second appli-
cation (e.g., from a host server via communications net-
works 120) in response to user instruction (434). Second
client 102-2 executes a second application correspond-
ing to the first application with an initial user interface
state corresponding to the first client device user inter-
face state (426). For example, the second application is
an application that can process content of the same type
(e.g., MIME type) as the first application.
[0040] In some embodiments, if the second application
corresponding to the first application is not already exe-
cuting as a foreground application in second client 102-2,
in response to receiving application information from first
client 102-1, second client 102-2 executes the second
application corresponding to the first application as the

foreground application (440). In some embodiments
where the second application is not actively running when
the handoff operation is performed, second client 102-2
automatically starts executing the second application
within a predefined time period (442). For example, the
predefined time period is 0.5 seconds such that the start-
ing of the second application is not noticeable to the user.
[0041] In some implementations, the first application
and second application are instances of two distinct ap-
plications of a same application type (450). In other im-
plementations, the first application and second applica-
tion are two instances of a same application (452). In yet
other implementations, the first application and second
application are applications that both handle the same
content type(s) (e.g., MIME type or types), but are op-
tionally different types of applications (e.g., a reader/play-
er vs. an editor).
[0042] In one example, the first application and second
application are both email applications (454) (e.g., two
distinct email applications, or two instances of the same
email application). Note, when both applications of email
applications, it is typically required that both clients 102
are under control of the same user or entity to protect the
confidential information that may be contained in the
email account of the user or entity.
[0043] In another example, the first application and
second application are both multimedia players (456). In
yet another example, the first application and second ap-
plication are communication applications for audio or au-
dio/visual communication (458).
[0044] In some embodiments for cases where the first
application and second application are both email appli-
cations, the first client device user interface state com-
prises display of a particular message or conversation
thread, and the initial user interface state corresponding
to the first client device user interface state comprises
display of said particular message or conversation
thread. In another example, the first client device user
interface state comprises display of an unsent draft mes-
sage, and the initial user interface state corresponding
to the first client device user interface state comprises
display of said unsent draft message. In yet another ex-
ample, the first client device user interface state compris-
es display of a first list of conversations corresponding
to a user-specified search query, and the initial user in-
terface state corresponding to the first client device user
interface state comprises display of a second list of con-
versations corresponding to the user-specified search
query. In some implementations, the first and second lists
are either the same, or one is shorter than the other when
one of the client devices has a smaller display than the
other client device.
[0045] In some embodiments for cases where the first
application and second application are both multimedia
applications, the first client device user interface state
comprises playback of a first multimedia item at a first
playback position and the initial user interface state cor-
responding to the first client device user interface state
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comprises playback of the first multimedia item at a sec-
ond playback position corresponding to the first playback
position. In some embodiments, the second playback po-
sition has a predefined offset with respect to the first play-
back position. For example, the initial user interface state
at the second client device may be earlier in the playback
than the first client device user interface state by a pre-
defined offset (e.g., 0.5 to 3.0 seconds earlier), in order
to ensure that the handoff does not cause the user to
miss any content.
[0046] In some embodiments, for cases where the first
application and second application are both communica-
tion applications for audio or audio/visual communica-
tion, the initial user interface state of the second client
corresponds to a communication connection by the sec-
ond client to a same destination as a communication con-
nection by the first client when the handoff operation is
performed.
[0047] In some embodiments, the application content
that is transmitted as part of the application state is se-
lected from the group consisting of a URL, contact infor-
mation for a respective address book entry, information
identifying a displayed map, information identifying a dis-
played map and set of directions for traveling between
two locations. For example, second client 102-2, in re-
sponse to receiving the application state from the first
client 102-1, uses the mime type included in the received
application state to determine whether the second client
has a second application corresponding to the first ap-
plication. If it is determined that it does not have the sec-
ond application with a matching mime type, second client
102-2 displays a prompt to download a respective second
application corresponding to the mime type, downloads
the respective second application in response to user
instruction, and executes the second application.
[0048] Referring to Figure 4C, first client 102-1 not only
can hand off application information (sometimes herein
called state information) for a respective application to
another client (e.g., client 102-2), as represented by op-
eration 406), but it can also receive application informa-
tion from another client during a handoff operation (470).
For example, after a time after the above described hand-
off operation 406, the user may want to transfer the state
of the same application or another application back to
first client 102-1. Typically, first application 102-1 will
have no actively running application, or no application
running in the foreground, when it receives a handoff
operation. However, in other implementations, various
other mechanisms may be used to determine whether
first client 102-1 should accept application information
from another client.
[0049] The second handoff operation, like the one de-
scribed above, is typically performed in response to de-
tecting a triggering operation. Triggering conditions are
described above, and therefore that description is not
repeated here. In this second handoff operation, first cli-
ent 102-1 receives from another client device of system
application information (e.g., state information) for a third

application (472). For example, the received application
information includes a mime type and application content
and/or state information. Such information is described
above, and thus is not repeated here. Typically, the re-
ceived application information is stored by first client
102-1 and passed to a respective application (e.g., a
fourth application) corresponding to the third application
(474). In some implementations, the respective applica-
tion to be used is determined in accordance with the mime
type specified in the received application information.
The respective application (e.g., fourth application) cor-
responding to the third application is executed by the first
client device, with an initial user interface corresponding
to the user interface at the other client device or system
from which the application information was received
(476).
[0050] Method 400 is typically be governed by instruc-
tions that are stored in a non-transitory computer read-
able storage medium in a respective client 102-1 and that
are executed by one or more processors of a respective
client device or system 102. Each of the operations
shown in Figures 4A-4C typically corresponds to com-
puter readable instructions which are stored in a compu-
ter memory or non-transitory computer readable storage
medium in a respective client 102-1 and which are exe-
cuted by one or more processors of the respective client
102-1. The non-transitory computer readable storage
medium includes one or more memory devices of client
102-1, as described above with respect to Figure 2. The
computer readable instructions stored on the non-tran-
sitory computer readable storage medium of client 102-1
are typically source code, assembly language code or
object code.
[0051] Additionally, it should be noted that details of
other processes described herein with respect to meth-
ods 300, 500 and 600 (e.g., Figures 3A-3C, 5A-5C and
6, respectively) are also applicable in an analogous man-
ner to method 400 described above with respect to Fig-
ures 4A-4C. For example, triggering conditions, and state
information transferred may have one or more of the char-
acteristics of the various the methods described herein
with reference to methods 300, 500 and 600. For brevity,
these details are not repeated here.
[0052] Figures 5A-5C include a flow chart illustrating
a method 500 of operation of a client device or system
(hereinafter called a client for ease for reference) accord-
ing to some embodiments. Method 500 is performed by
a client device or system, such as first client 102-1 de-
scribed above with reference to Figures 1 and 2. First
client 102-1 executes a plurality of actively running ap-
plications with one or multiple checkpoints, each check-
point identifying an execution breakpoint at which the re-
spective application can be suspended and subsequent-
ly resumed (502). The application state of the respective
application for each respective application of the plurality
of actively running applications corresponding to a check-
point of the respective application is dynamically stored
either in memory of the client or in memory of a server
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at a remote location from the client (504). A transfer trig-
gering condition for transferring application state of the
actively running applications to another device client
(e.g., from first client 102-1 to second client 102-2, Figure
1) is detected (506). Optionally, client 102-optionally
waits for the plurality of actively running applications to
enter their respective checkpoints and suspends execu-
tion of the plurality of actively running applications (508,
511). Alternatively, in some implementations, upon de-
tecting the triggering condition, first client 102-1 sus-
pends a respective actively running application of the plu-
rality of actively running applications when the respective
actively running application reaches a checkpoint of the
respective actively running application (509).
[0053] The stored application state of the plurality of
actively running applications is transmitted to client 102-2
(512). In some embodiments, each of the actively running
applications is notified that the application state has been
transmitted to the second client device (514).
[0054] Referring to Figure 5B, in some embodiments,
detecting the transfer triggering condition (506) includes
detecting presence of another client device or system
(e.g., second client 102-2) within a predefined proximity
of first client 102-1 (308). Furthermore, as described
above, in some embodiments, the predefined proximity
is the proximity required to successfully establish an NFC
channel (also called an NFC connection) between two
devices, or to successfully conduct NFC communications
(507). In some implementations, detecting the transfer
triggering condition includes establishing an NFC chan-
nel (310). In some embodiments, the transfer triggering
condition includes an instruction by a user (e.g., pressing
a button or object on a touch sensitive display) of the first
client device or system (526). However, in many imple-
mentations, no user action other than bringing the two
devices close to each other is required.
[0055] Referring to Figure 5C, in some embodiments,
first client 102-1 starts transmitting the stored application
state of the plurality of actively running applications only
after detecting the suspension of the plurality of active
applications (528). Alternatively, in some embodiments,
first client 102-1 transmits the stored application state of
an application to the second device or system after de-
tecting the suspension of the respective active applica-
tion without waiting for the suspension of the other still
actively running applications (530). In some embodi-
ments (not shown in Figures 5A-5C), first client 102-1
transmits the stored application state of the plurality of
actively running applications after a predefined number
of applications have been suspended.
[0056] In some embodiments, to minimize the delay of
transferring the application state from first client 102-1 to
second client 102-2, the transfer triggering condition
comprises detecting the NFC field of the second device
without forming a NFC connection. In some embodi-
ments, first client 102-1 establishes a NFC connection
with second client 102-2 either after having suspended
the plurality of actively running applications, or while in

the process of suspending execution of the plurality of
actively running applications.
[0057] In some implementations, first client 102-1
transmits user authentication information as part of the
application state transmitted to second client 102-2 (532).
[0058] As described above, in some embodiments, at
least a portion of the application state is transmitted to
second client 102-2 using near field communication
(336). Furthermore, in some implementations, at least
another portion of the application state is transmitted us-
ing wireless communication other than near field com-
munication, such as Bluetooth communication or WiFi
communication (338). In yet other implementations, the
application state is entirely transmitted using a near field
communication connection between the first client device
or system and the second device or system (340).
[0059] Method 500 is typically be governed by instruc-
tions that are stored in a non-transitory computer read-
able storage medium in a respective client 102-1 and that
are executed by one or more processors of a respective
client device or system 102. Each of the operations
shown in Figures 5A-5C typically corresponds to com-
puter readable instructions which are stored in a compu-
ter memory or non-transitory computer readable storage
medium in a respective client 102-1 and which are exe-
cuted by one or more processors of the respective client
102-1. The non-transitory computer readable storage
medium includes one or more memory devices of client
102-1, as described above with respect to Figure 2. The
computer readable instructions stored on the non-tran-
sitory computer readable storage medium of client 102-1
are typically source code, assembly language code or
object code.
[0060] Additionally, it should be noted that details of
other processes described herein with respect to meth-
ods 300, 400 and 600 (e.g., Figures 3A-3C, 4A-4C and
6, respectively) are also applicable in an analogous man-
ner to method 500 described above with respect to Fig-
ures 5A-5C. For example, triggering conditions, and state
information transferred may have one or more of the char-
acteristics of the various the methods described herein
with reference to methods 300, 400 and 600. For brevity,
these details are not repeated here.
[0061] Figure 6 includes a flow chart illustrating a meth-
od 600 of operation of a client device or system according
to some embodiments. Method 600 is performed by a
client device or system, such as client device or system
102-1 described above with reference to Figures 1 and
2. Client 102-1 executes an actively running application
having one or more checkpoints, each checkpoint iden-
tifying an execution breakpoint at which the actively run-
ning application can be suspended and subsequently re-
sumed (602). The application state of the respective ac-
tively running application corresponding to a checkpoint
of the respective application is dynamically stored either
in memory of the client or in memory of a server at a
remote location from the client (604). A transfer triggering
condition for transferring application state of the respec-
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tive application to another device client (e.g., from client
102-1 to client 102-2, Figure 1) is detected (606). In some
embodiments, the transfer triggering condition includes
presence of the second client device or system within a
predefined proximity of the first client device or system
(306, see also above description with reference to Figure
5B). Furthermore, in some embodiments, the predefined
proximity is a predefined proximity for near field commu-
nication (308, Figure 5B, described above with reference
to Figure 5B). In some embodiments, the transfer trig-
gering condition includes an instruction by a user (e.g.,
pressing a button or object on a touch sensitive display)
of the first client device or system (526, described above
with reference to Figure 5B).
[0062] Method 600 is typically be governed by instruc-
tions that are stored in a non-transitory computer read-
able storage medium in a respective client 102-1 and that
are executed by one or more processors of a respective
client device or system 102. Each of the operations
shown in Figure 6 typically corresponds to computer
readable instructions which are stored in a computer
memory or non-transitory computer readable storage
medium in a respective client 102-1 and which are exe-
cuted by one or more processors of the respective client
102-1. The non-transitory computer readable storage
medium includes one or more memory devices of client
102-1, as described above with respect to Figure 2. The
computer readable instructions stored on the non-tran-
sitory computer readable storage medium of client 102-1
are typically source code, assembly language code or
object code.
[0063] Additionally, it should be noted that details of
other processes described herein with respect to meth-
ods 300, 400 and 500 (e.g., Figures 3A-3C, 4A-4C and
5A-5C, respectively) are also applicable in an analogous
manner to method 600 described above with respect to
Figure 6. For example, triggering conditions, and state
information transferred may have one or more of the char-
acteristics of the various the methods described herein
with reference to methods 300, 400 and 500. For brevity,
these details are not repeated here.
[0064] The foregoing description, for purpose of expla-
nation, has been described with reference to specific em-
bodiments. However, the illustrative discussions above
are not intended to be exhaustive or to limit the invention
to the precise forms disclosed. Many modifications and
variations are possible in view of the above teachings.
The embodiments were chosen and described in order
to best explain the principles of the invention and its prac-
tical applications, to thereby enable others skilled in the
art to best utilize the invention and various embodiments
with various modifications as are suited to the particular
use contemplated.
[0065] The specification includes the following claus-
es:

1. A method of facilitating transitioning use of an ap-
plication by a user from a first client device or system

to a second device or system, comprising:

at the first client device or system under control
of a respective user:

executing a first application;
performing a handoff operation, compris-
ing: when the first client device or system is
positioned within a predefined proximity of
the second client device or system, trans-
mitting application information, associated
with the first application, to the second de-
vice or system;
wherein the first application has a first client
device user interface state when the hand-
off operation is performed;

at the first client device or system, in response
to receiving application information associated
with a second application from another client de-
vice or system:

executing a third application corresponding
to the second application with an initial user
interface state corresponding to a user in-
terface state of the other client device or
system.

2. The method of clause 1, wherein executing the
third application, in response to receiving the appli-
cation information associated with a second appli-
cation, includes transitioning from a system state in
which the third application corresponding to the sec-
ond application is not executing as a foreground ap-
plication to a system state in which the third applica-
tion corresponding to the second application is exe-
cuting as the foreground application.

3. The method of any preceding clause, wherein the
other client device or system is under control of the
respective user.

4. The method of any preceding clause, wherein the
predefined proximity is no greater than four centim-
eters.

5. The method of any of clauses 1-4, wherein the
second application and third application are two in-
stances of a same application, or are two distinct
applications of a same application type.

6. The method of any of clauses 1-4, wherein the
second application and third application are both
email applications.

7. The method of clause 6, wherein the initial user
interface state comprises display of a particular mes-
sage or conversation thread, and the user interface
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state of the other client device or system correspond-
ing to the initial user interface state comprises dis-
play of said particular message or conversation
thread.

8. The method of clause 6, wherein the initial user
interface state comprises display of an unsent draft
message, and the user interface state of the other
client device or system corresponding to the initial
user interface state comprises display of said unsent
draft message.

9. The method of clause 6, wherein the initial user
interface state comprises display of a first list of con-
versations corresponding to a user-specified search
query, and the user interface state of the other client
device or system corresponding to the initial user
interface state comprises display of a second list of
conversations corresponding to the user-specified
search query.

10. The method of any of clauses 1-4, wherein the
second application and third application are multi-
media players, wherein the initial user interface state
comprises playback of a first multimedia item at a
first playback position and the user interface state of
the other client device or system corresponding to
the initial user interface state comprises playback of
the first multimedia item at a second playback posi-
tion corresponding to and having a predefined offset
with respect to the first playback position.

11. The method of any of clauses 1-4, wherein the
second application and third application are commu-
nication applications for audio or audio/visual com-
munication, and the initial user interface state of the
first client deice or system and the user interface
state of the other client device or system both cor-
respond to respective communication connections
to a same destination.

12. A first client device or system, comprising:

one or more communication interfaces, includ-
ing a near field communication transceiver;
one or more processors; and
memory storing one or more programs for exe-
cution by the one or more processors, the one
or more programs comprising instructions to:

at the first client device or system under con-
trol of a respective user:

execute a first application;
perform a handoff operation, compris-
ing:

when the first client device or sys-

tem is positioned within a prede-
fined proximity of a second client
device or system, transmitting ap-
plication information, associated
with the first application, to the sec-
ond device or system,
wherein the first application has a
first client device user interface
state when the handoff operation
is performed;

at the first client device or system, in re-
sponse to receiving application information
associated with a second application from
another first client device or system:

execute a third application correspond-
ing to the second application with an
initial user interface state correspond-
ing to a user interface state of the other
client device or system.

13. The client device or system of clause 12, the one
or more programs further comprising instructions to
perform the method of any of clauses 2-11.

14. A non-transitory computer readable storage me-
dium storing one or more programs for execution by
one or more processors of a first client device or
system, the one or more programs comprising in-
structions to:

execute a first application;
perform a handoff operation, comprising:

when the first client device or system is po-
sitioned within a predefined proximity of the
second client device or system, transmitting
application information, associated with the
first application, to the second device or sys-
tem;

wherein the first application has a first client de-
vice user interface state when the handoff op-
eration is performed;
in response to receiving application information
associated with a second application from an-
other client device or system:

execute a third application corresponding
to the second application with an initial user
interface state corresponding to a user in-
terface state of the other client device or
system.

15. The non-transitory computer readable storage
medium of clause 14, the one or more programs fur-
ther comprising instructions to perform the method
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of any of clauses 2-11.

Claims

1. A computer-implemented method, comprising:

establishing, at a first client device, a communi-
cation link with a second client device; receiving,
at the first client device, application information
associated with a first application executing at
the second client device, the second client de-
vice having a user interface state of the first ap-
plication, at least a portion of the application in-
formation being received via the communication
link; and
executing, at the first client device, a second ap-
plication corresponding to the first application,
the second application having an initial user in-
terface state corresponding to the user interface
state of the first application at the second client
device;
wherein executing the second application in-
cludes transitioning from a system state in which
the second application is not executing as a fore-
ground application to a system state in which
the second application is executing as the fore-
ground application.

2. The method of claim 1, wherein executing the sec-
ond application includes beginning to execute the
second application when the second application is
not actively running at the first client device when
the first client device receives the application infor-
mation.

3. The method of claim 1 or claim 2, wherein the com-
munication link is established with the second client
device when the second client device enters a pre-
defined proximity of the first client device.

4. The method of any preceding claim, wherein the ap-
plication information is received at the first client de-
vice in response to detecting a "bump" indicating
physical contact between the first and second client
devices.

5. The method of claim 1 or claim 2, wherein the com-
munication link is established with the second client
device in response to detecting a "bump" indicating
physical contact between the first and second client
devices.

6. The method of any preceding claim, wherein the
communication link comprises a Near Field Commu-
nication link.

7. The method of any preceding claim, further compris-

ing, when the second application is not executing at
the first client device when the first client device re-
ceives the application information, launching the
second application upon receipt of the application
information.

8. The method of any preceding claim, further compris-
ing:

receiving, at the first client device, additional ap-
plication information associated with a third ap-
plication executing at the second client device;
and
executing, at the first client device, a fourth ap-
plication corresponding to the third application,
the fourth application having an initial user inter-
face state corresponding to the user interface
state of the third application at the second client
device.

9. The method of any preceding claim, wherein estab-
lishing the communication link includes transmitting,
from the first client device, user authentication infor-
mation to the second client device.

10. A computer-implemented method, comprising:

detecting, at a first client device, a transfer trig-
gering condition for transferring an application
state to a second client device; and
initiating, at the first client device and in re-
sponse to detection of the transfer triggering
condition, a transfer of application information
to the second client device, the application in-
formation being associated with a first applica-
tion executing at the first client device, the first
client device having a user interface state of the
first application,
wherein receipt of the application information at
the second client device causes the second cli-
ent device to transition from a system state in
which a second application corresponding to the
first application is not executing as a foreground
application to a system state in which the second
application is executing as the foreground ap-
plication.

11. The method of claim 10, further comprising notifying
the first application that the application information
has been transmitted to the second client device.

12. The method of claim 11, further comprising changing
the user interface state of the first application in re-
sponse to the notifying.

13. The method of claim 12, wherein changing the user
interface state of the first application comprises ter-
minating execution of the first application.
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14. The method of any one of claims 10 to 13, wherein
initiating the transfer of application information to the
second client device comprises transferring, from
the first client device, the application information to
the second client device and, optionally, wherein
transferring the application information to the second
client device comprises transferring a portion of the
application information via Near Field Communica-
tion and another portion of the application informa-
tion via wireless communication other than Near
Field Communication.

15. The method of any one of claims 10 to 13, wherein
initiating the transfer of application information to the
second client device comprises providing, from the
first client device, a command to a remote server to
transfer the application information to the second cli-
ent device and, optionally, wherein initiating the
transfer of application information to the second cli-
ent device further comprises providing, from the first
client device, at least a portion of the application in-
formation to the second client device.
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