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(54) METHOD AND TEST SYSTEM FOR MOBILE NETWORK TESTING AS WELL AS A NETWORK 
TESTING SYSTEM

(57) A method for mobile network testing is de-
scribed, wherein at least one testing device (12) is used
that is configured to be connected to the mobile network.
A predefined set of test procedures is run on the at least
one testing device (12) for generating at least one heat
map assigned to the mobile network. The test results of
the test procedures are evaluated via a machine learning
model. The machine learning model is trained to com-
plete missing information on an already present heat map
based on the test results obtained. Further, a test system
(10), a method for mobile network testing and a network
testing system (20) are described.
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Description

[0001] The invention relates to a method for mobile
network testing as well as a test system for mobile net-
work testing. Further, the invention relates to a network
testing system.
[0002] Nowadays, telecommunication networks as
well as network communication itself increase so that
testing of mobile networks becomes more and more im-
portant. So far, operators have to run certain drive testing
campaigns with special testing equipment in order to test
the mobile network(s). The drive testing campaigns sim-
ulate the behavior of mobile subscribers within the mobile
network(s) under test wherein the behavior relates to
calls, web browsing and/or video playing.
[0003] While running the drive testing campaigns, the
special testing equipment records network measure-
ments wherein the data recorded is later used to create
a so-called heat map of the mobile network being a graph-
ical representation of the measured data. For instance,
the different network measurements are used to gener-
ate coverage maps of certain areas that indicate the re-
spective network coverage in the respective areas.
[0004] In the state of the art, several testing campaigns
have to be run in order to obtain the desired information
or rather to obtain sufficient data to generate the heat
map without any empty areas. Thus, a lot of efforts are
required in order to generate the graphical representation
(heat map) with valid and complete data or rather infor-
mation.
[0005] Accordingly, it is an object of the invention to
provide a simpler and cost-efficient possibility to obtain
the data or rather information required so that mobile
network testing can be improved.
[0006] The invention provides a method for mobile net-
work testing by using at least one testing device config-
ured to be connected to the mobile network, comprising
the following steps:

- Running a predefined set of test procedures on the
at least one testing device for generating at least one
heat map assigned to the mobile network,

- Evaluating the test results of the test procedures via
a machine learning model, and

- Training the machine learning model to complete
missing information on an already present heat map
based on the test results obtained.

[0007] Further, the invention provides a test system for
mobile network testing, comprising at least one testing
device and a processing unit configured to run a machine
learning model to be trained, wherein the processing unit
is configured to receive test results of a set of test pro-
cedures run on the at least one testing device and to
evaluate the test results via the machine learning model,
and wherein the processing unit is configured to train the

machine learning model to complete missing information
on an already present heat map based on the test results
obtained.
[0008] The invention is based on the finding that the
network testing can be simplified and accelerated by us-
ing deep learning models such as a machine learning
model in order to predict heat map information that can
be used to complete missing information on an already
present heat map generated by a single test or a less
number of test procedures compared to the number of
test procedures run in the state of the art. Thus, the time
spent for mobile network testing is reduced significantly
once the machine learning model has been trained as
defined above.
[0009] The training of the machine learning model re-
lates to an unsupervised learning or a semi-supervised
learning as the data related to the test results (training
data) is directly used for training purposes without any
labeling, namely without classification or categorization.
[0010] Generally, the machine learning model can be
trained such that empty areas of an incomplete heat map
are filled with respective information. The respective in-
formation used to complete the incomplete heat map is
derived from the training. Accordingly, the respective ma-
chine learning model is trained to infer a mathematical
model, for instance a function, to describe hidden struc-
ture from the unlabeled data inputted.
[0011] The heat map is generally assigned to network
characteristics such as network key performance indica-
tor(s) that are also called KPIs.
[0012] According to an aspect, the test procedures run-
ning on the at least one testing device simulate the be-
havior of participants of the mobile network, in particular
wherein calls, web browsing, video playing and/or down-
loads are simulated. Hence, the test procedures used for
generating data that are evaluated for training purposes
correspond to the drive testing campaigns that are run
in the state of the art every time a mobile network is test-
ed. However, the time spent as well as the efforts are
reduced due to the fact that the test procedures are only
run once in order to train the machine learning model.
The behavior of the participants of the mobile network
correspond to the typical behavior of the mobile subscrib-
ers mentioned earlier.
[0013] Further, the training of the machine learning
model may be based on inputting valid and complete
heat map information obtained from the test results.
Thus, regular test procedures are run during the training
step of the respective machine learning model such that
valid and complete heat map information can be used
for evaluating purposes in order to train the machine
learning model appropriately. Thus, the machine learning
model is trained to recognize relationships between dif-
ferent information and/or data obtained, in particular net-
work key performance indicator(s), wherein the respec-
tive relationships can be used to complete missing infor-
mation on an already present heat map being incomplete
once the machine learning model has been trained.
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[0014] For instance, the valid and complete heat map
information comprises network characteristics such as
network key performance indicator(s), in particular
wherein the network characteristics correspond to cov-
erage information, information regarding covered net-
works, throughput network information, bandwidth infor-
mation, signal strength information, interference informa-
tion and/or latency information. Depending on the heat
map to be used, the different network characteristics are
used during the test procedures for evaluating and train-
ing purposes. In fact, the test procedures may relate to
a certain network parameter (network characteristics)
being of interest.
[0015] Generally, a heat map is generated to illustrate
a certain network parameter (network characteristics)
being of interest.
[0016] The machine learning model can be trained to
provide several network parameters (network character-
istics) even though the respective one was not measured
due to relationships between different network parame-
ters (network characteristics), in particular the network
key performance indicator(s).
[0017] The heat map already present may relate to a
certain network parameter (network characteristics).
However, the machine learning model trained is able to
complete missing information, for instance regarding an-
other network parameter (network characteristics). Thus,
the missing information may correspond to a different
network parameter (network characteristics) compared
to the already present heat map illustrating a certain net-
work parameter (network characteristics).
[0018] Moreover, the missing information may relate
to empty areas within the already present heat map so
that (empty) areas of the map, assigned to the same net-
work parameter (network characteristics), are completed
by the machine learning model trained.
[0019] According to another aspect, the at least one
testing device records network characteristics obtained
from different network measurements. Thus, the at least
one testing device used for mobile network testing is con-
figured to measure and record the respective network
parameter (network characteristics) in order to be able
to train the machine learning model appropriately. Due
to the different network measurements, the machine
learning model is enabled to provide missing information
regarding other network parameter (network character-
istics).
[0020] Moreover, the training of the machine learning
model may take geolocation information and/or time in-
formation into account. Hence, the data measured, in
particular the network parameter (network characteris-
tics), is provided with a timestamp and/or the respective
geolocation information, for instance topographical infor-
mation and or the respective position. This information
may also be taken into account for training the machine
learning model.
[0021] According to an embodiment, the test results
are evaluated on the testing device itself. Alternatively or

additionally, the test results may be forwarded to a sep-
arate evaluation unit that evaluates the test results. For
instance, the separate evaluation unit may be a server
being connected to the mobile network and/or the at least
one testing device. Hence, the evaluation may be done
internally or externally. This may depend on the compu-
tational power of the respective device.
[0022] In general, the testing device and/or the evalu-
ation unit may comprise a network interface wherein the
network interface is a wired one or a wireless one. How-
ever, the network interface is configured to connect the
respective device or rather unit with the network(s) to be
tested.
[0023] Another aspect provides that the machine
learning model is provided by generative adversarial net-
works and/or a derivative of generative adversarial net-
works. Generally, generative adversarial networks
(GANs) are assigned to the class of artificial intelligence
algorithms used in unsupervised machine learning. The
networks are implemented by a system of two neural
networks contesting with each other in a zero-sum game
framework. Hence, one network generates candidates
and the other one evaluates the generated ones.
[0024] Generally, the test system may be configured
to perform a method as described above.
[0025] Further, the invention also provides a method
for mobile network testing by using at least one testing
device configured to be connected to a mobile network,
comprising the following steps:

- Providing a network testing system configured to
complete missing information on an already present
heat map by running a machine learning model
trained,

- Performing a single test by using the at least one
testing device,

- Evaluating the test result of the single test, wherein
the test result corresponds to a heat map with miss-
ing information, and

- Obtaining a valid and complete heat map from the
network testing system, wherein the missing infor-
mation was completed by the machine learning mod-
el trained.

[0026] Thus, the heat map with regard to the network
parameter of interest (network characteristics of interest)
is obtained in an easy and cost-efficient manner as the
machine learning model trained previously is used to
complete the missing information within the heat map
that may occur due to the fact that only a single test was
performed with the at least one testing device. However,
the testing is done fast as only a single (real) test is per-
formed. Accordingly, the number of tests can be reduced
significantly once the machine learning model has been
trained.
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[0027] The machine learning model was trained to rec-
ognize relationships between the data and/or information
obtained by the single test, in particular among the dif-
ferent network parameter(s) such as network key per-
formance indicator(s), in order to complete the missing
information within the heat map. Hence, the machine
learning model being trained is configured to fill empty
areas of the incomplete heat map with the respective
information due to the training performed previously.
[0028] In addition, the machine learning model was
trained to provide heat map information regarding anoth-
er network parameter by evaluating the test results of the
single test performed so that the overall testing time can
be further reduced. Thus, the missing information may
also relate to data concerning at least another network
parameter, in particular another network key perform-
ance indicator.
[0029] In general, two or more tests can be performed
in order to improve the heat map provided that has to be
completed by the machine learning model trained. In oth-
er words, the amount of missing information is reduced
by increasing the number of tests performed by using the
at least one testing device.
[0030] The testing device used may correspond to the
one that was used for training the machine learning mod-
el.
[0031] Particularly, the machine learning model used
is trained by a method as defined above.
[0032] Further, the invention provides a network test-
ing system for outputting a valid and complete heat map,
comprising a processing unit configured to run a machine
learning model, wherein the machine learning model is
trained by a method as mentioned above and/or wherein
the network testing system is configured to perform a
method as mentioned above.
[0033] Accordingly, the advantages mentioned above
are obtained by the respective network testing system.
[0034] Further, the processing unit comprises gener-
ative adversarial networks and/or a derivative of gener-
ative adversarial networks. As mentioned above, the
generative adversarial networks (GAN) are assigned to
the class of artificial intelligence algorithms used in un-
supervised machine learning. The networks are imple-
mented by a system of two neural networks contesting
with each other in a zero-sum game framework. Hence,
one network generates candidates and the other one
evaluates them.
[0035] The invention will now be described with refer-
ence to the enclosed drawings and the respective de-
scription. In the drawings,

- Figure 1 schematically shows a test system for mo-
bile network testing according to the invention,

- Figure 2 shows a flowchart of a method for mobile
network testing according to the invention by using
the test system of Figure 1,

- Figure 3 schematically shows a network testing sys-
tem according to the invention,

- Figure 4 shows a flowchart illustrating a method for
mobile network testing according to the invention by
using the network testing system of Figure 3, and

- Figure 5 shows a schematic overview illustrating a
test system for mobile network testing according to
the invention and a network testing system according
to the invention.

[0036] The detailed description set forth below in con-
nection with the appended drawings, where like numerals
reference like elements, is intended as a description of
various embodiments of the disclosed subject matter and
is not intended to represent the only embodiments. Each
embodiment described in this disclosure is provided
merely as an example or illustration and should not be
construed as preferred or advantageous over other em-
bodiments. The illustrative examples provided herein are
not intended to be exhaustive or to limit the claimed sub-
ject matter to the precise forms disclosed.
[0037] In Figure 1, a test system 10 for a mobile net-
work testing is shown that comprises at least one testing
device 12 as well as a processing unit 14 that is config-
ured to run a machine learning model to be trained as
will be described later with reference to Figure 2.
[0038] In the shown embodiment, the processing unit
14 is provided in a separately formed analyzing device
16.
[0039] The analyzing device 16, in particular the
processing unit 14, is connected to the at least one testing
device 12, for instance via a cable or in a wireless manner
as indicated in the embodiment of Figure 1, such that the
processing unit 14 receives test results of a set of test
procedures run on the at least one testing device 12 for
obtaining information of the network under test to which
the at least one testing device 12 is connected. The at
least one testing device 12 is connected to the network
under test via an appropriate network interface 18 pro-
vided by an antenna unit or a cable connection, for in-
stance.
[0040] The processing unit 14 is generally configured
to evaluate the test results received from the at least one
testing device 12 wherein the appropriate machine learn-
ing model is used for evaluating purposes.
[0041] Generally, the machine learning model may be
established by generative adversarial networks and/or a
derivative thereof. Generative adversarial networks
(GANs) are assigned to the class of artificial intelligence
algorithms used in unsupervised machine learning.
[0042] The networks are implemented by a system of
two neural networks contesting with each other in a zero-
sum game framework. Hence, one network generates
candidates and the other one evaluates them.
[0043] As also illustrated in Figure 2, the test system
10, in particular the processing unit 14, is configured to

5 6 



EP 3 525 508 A1

5

5

10

15

20

25

30

35

40

45

50

55

train the machine learning model appropriately as will be
described hereinafter.
[0044] For the training purpose, a predefined set of test
procedures runs on the at least one testing device 12 for
generating at least one heat map assigned to the mobile
network under test. The heat map may relate to a certain
network parameter (network characteristics) being of in-
terest which was obtained from a certain network meas-
urement.
[0045] In general, several network characteristics (pa-
rameters) may be recorded by the at least one testing
device 12 wherein these network characteristics (param-
eters) are obtained from different network measurements
performed.
[0046] The network characteristics (parameters) may
correspond to network key performance indicator(s)
which are also called KPI(s).
[0047] In the shown embodiment, the analyzing device
16, in particular the processing unit 14, connected to the
at least one testing device 12 receives the respective test
results for evaluating purposes via the machine learning
model to be trained. Hence, the analyzing device 16 cor-
responds to a separate evaluation unit with respect to
the testing device 12, for instance a server.
[0048] The machine learning model is trained such that
it is able to complete missing information on an already
present heat map based on the results obtained by rec-
ognizing relationships and/or correlations between dif-
ferent data and/or information of the appropriate data as-
signed to the test results, namely the network parameters
(characteristics) or rather the network key performance
indicator(s).
[0049] The test procedures run on the at least one test-
ing device 12 simulate the behavior of participants of the
mobile network(s) under test. For instance, calls, web
browsing, video playing and/or downloads are simulated
appropriately which correspond to the typical behavior
of network subscribers.
[0050] For the training purposes, the machine learning
model receives valid and complete heat map information
obtained from the test results that are assigned to the
predefined set of test procedures run on the at least one
testing device 12.
[0051] Depending on the heat map being of interest,
the heat map information illustrated may relate to cover-
age information, information regarding covered net-
works, throughput network information, bandwidth infor-
mation, signal strength information, interference informa-
tion and/or latency information. Thus, the heat map in-
formation generally corresponds to network parameters
(network characteristics).
[0052] In addition to the network characteristics ob-
tained, the training of the machine learning model may
also take geolocation information and/or time information
into account for training the machine learning model in a
more accurate manner. Hence, topographic information
may be encompassed. The time information ensures that
time stamps are used for the respective information or

rather data obtained during the testing.
[0053] In contrast to the shown embodiment, the test
results may also be evaluated on the testing device 12
itself that may comprise the processing unit 14 as indi-
cated by the dashed lines. Hence, the processing unit 14
may be integrated in the testing device 12. However, the
testing device 12 itself requires a certain computational
power for being enabled to run or rather train the machine
learning model directly.
[0054] In Figure 3, a network testing system 20 is
shown that comprises a testing device 22 as well as the
processing unit 14 being established in an analyzing de-
vice 16.
[0055] Generally, the processing unit 14 is configured
to run the machine learning model that has been trained
previously as described above. Thus, the analyzing de-
vice 16 corresponds to the one shown in Figure 1 as the
respective machine learning model provided by the
processing unit 14 was trained appropriately.
[0056] Further, the testing device 22 of the network
testing system 20 may also correspond to the testing
device 12 shown in Figure 1 so that the same measuring
equipment is used for training and measuring purposes.
[0057] In general, the network testing system 20 is con-
figured to perform a method for mobile network testing
as illustrated in Figure 4.
[0058] Thus, the network testing system 20 is generally
configured to complete missing information on an already
present heat map by running the machine learning model
trained.
[0059] For mobile network testing purposes, a single
test is sufficient to be performed by using the at least one
testing device 12, 22 as the machine learning model is
trained appropriately. Then, the test results of the single
test performed are evaluated by the processing unit 14,
in particular the machine learning model. The test result
obtained by the single test corresponds to a heat map
with missing information. For instance, the heat map pro-
vided comprises empty areas and/or the heat map only
covers a certain network parameter.
[0060] This test result is forwarded to the processing
unit 14, in particular the machine learning model already
trained, such that a valid and complete heat map is out-
putted by the network testing system 20, in particular the
processing unit 14, as the missing information is com-
pleted by the machine learning model trained which runs
on the processing unit 14.
[0061] The missing information may relate to empty
areas on the heat map generated which are filled appro-
priately due to the machine learning model trained. More-
over, the missing information may relate to at least one
different network characteristics (parameter) which was
not directly measured by the single test. However, the
machine learning model may be enabled to output a heat
map with regard to at least one other network parameter
as the one measured by the single test as it refers to the
relations of the respective network parameter(s), in par-
ticular the network key performance indicator(s).
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[0062] In general, a valid and complete heat map is
obtained from the network testing system 20 even though
a single test or a less number of tests were performed
resulting in an incomplete heat map since the missing
information is provided by the machine learning model
trained used for evaluating the test results of the single
test or the reduced number of test scenarios run on the
at least one testing device 12.
[0063] As mentioned with regard to the test system 10,
the at least one testing device 12, 22 may comprise the
processing unit 14 so that the machine learning model
is run on the at least one testing device 12, 22 itself.
[0064] Accordingly, the network testing can be simpli-
fied due to the fact that the machine learning model has
to be trained only once. As soon as the machine learning
model has been trained appropriately, the network test-
ing can be simplified significantly as only a single test
has to be done in order to obtain information that can be
completed appropriately by the machine learning model
trained.
[0065] Therefore, the number of test procedures to be
performed for mobile network testing is reduced signifi-
cantly which saves time and efforts. Thus, the testing
costs can be reduced.
[0066] In Figure 5, a complete overview is shown that
illustrates the test system 10 at the training stage and
the network testing system 20 at the inference stage.
[0067] As indicated in Figure 5, several test procedures
are run on at least one testing device 12 or on several
testing devices 12 for collecting test data used as training
data for the machine learning model that is trained in a
training process appropriately.
[0068] As shown for the training stage, the training
process relates to inputting valid and complete heat map
information obtained from the test data, namely the test
results of the respective test procedures.
[0069] Once the machine learning model is trained, a
single test is sufficient to complete the missing informa-
tion as the machine learning model is enabled to predict
the missing information appropriately. This is indicated
on the right side of Figure 5, namely at the inference
stage.
[0070] Accordingly, it is no more necessary to perform
the several test campaigns with a large number of tests
in order to obtain the data required as they can be mod-
eled.

Claims

1. A method for mobile network testing by using at least
one testing device (12) configured to be connected
to the mobile network, comprising the following
steps:

- Running a predefined set of test procedures
on the at least one testing device (12) for gen-
erating at least one heat map assigned to the

mobile network,
- Evaluating the test results of the test proce-
dures via a machine learning model, and
- Training the machine learning model to com-
plete missing information on an already present
heat map based on the test results obtained.

2. The method according to claim 1, wherein the test
procedures running on the at least one testing device
(12) simulate the behavior of participants of the mo-
bile network, in particular wherein calls, web brows-
ing, video playing and/or downloads are simulated.

3. The method according to claim 1 or 2, wherein the
training of the machine learning model is based on
inputting valid and complete heat map information
obtained from the test results.

4. The method according to claim 3, wherein the valid
and complete heat map information comprises net-
work characteristics, in particular wherein the net-
work characteristics correspond to coverage infor-
mation, information regarding covered networks,
throughput network information, bandwidth informa-
tion, signal strength information, interference infor-
mation and/or latency information.

5. The method according to any of the preceding
claims, wherein the at least one testing device (12)
records network characteristics obtained from differ-
ent network measurements.

6. The method according to any of the preceding
claims, wherein the training of the machine learning
model takes geolocation information and/or time in-
formation into account.

7. The method according to any of the preceding
claims, wherein the test results are evaluated on the
testing device (12) itself and/or wherein the test re-
sults are forwarded to a separate evaluation unit (16)
that evaluates the test results.

8. The method according to any of the preceding
claims, wherein the machine learning model is pro-
vided by generative adversarial networks and/or a
derivative of generative adversarial networks.

9. A test system (10) for mobile network testing, com-
prising at least one testing device (12) and a process-
ing unit (14) configured to run a machine learning
model to be trained, wherein the processing unit (14)
is configured to receive test results of a set of test
procedures run on the at least one testing device
(12) and to evaluate the test results via the machine
learning model, and wherein the processing unit (14)
is configured to train the machine learning model to
complete missing information on an already present
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heat map based on the test results obtained.

10. The test system (10) according to claim 9, wherein
the test system (10) is configured to perform a meth-
od according to any of the claims 1 to 8.

11. The test system (10) according to claim 9 or 10,
wherein the machine learning model is provided by
generative adversarial networks and/or a derivative
of generative adversarial networks.

12. A method for mobile network testing by using at least
one testing device (12, 22) configured to be connect-
ed to a mobile network, comprising the following
steps:

- Providing a network testing system (20) con-
figured to complete missing information on an
already present heat map by running a machine
learning model trained,
- Performing a single test by using the at least
one testing device (12, 22),
- Evaluating the test result of the single test,
wherein the test result corresponds to a heat
map with missing information, and
- Obtaining a valid and complete heat map from
the network testing system (20), wherein the
missing information was completed by the ma-
chine learning model trained.

13. The method according to claim 12, wherein the ma-
chine learning model is provided by generative ad-
versarial networks and/or a derivative of generative
adversarial networks.

14. A network testing system (20) for outputting a valid
and complete heat map, comprising a processing
unit (14) configured to run a machine learning model,
wherein the machine learning model is trained by a
method according to any of the claims 1 to 8 and/or
wherein the network testing system (20) is config-
ured to perform a method according to claim 12 or 13.

15. The network testing system (20) according to claim
14, wherein the processing unit (14) comprises gen-
erative adversarial networks and/or a derivative of
generative adversarial networks.
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