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(54) METHOD AND TEST SYSTEM FOR MOBILE NETWORK TESTING AS WELL AS PREDICTION 
SYSTEM

(57) A method for mobile network testing is described
wherein at least one testing device (12) is used that is
configured to be connected to a mobile network. A pre-
defined set of test procedures is run on the at least one
testing device (12) in order to obtain test results assigned
to at least one test parameter. The test results of the test
procedures are evaluated via a machine learning model.
The machine learning model is trained to predict output
parameters assigned to the quality of a service based on
the test results obtained. Further, a test system (10), a
method for mobile network testing as well as a prediction
system (20) are described.
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Description

[0001] The invention relates to a method for mobile
network testing, a test system for mobile network testing
as well as a prediction system for predicting output pa-
rameters assigned to the quality of at least one service.
[0002] Nowadays, telecommunication networks as
well as network communication itself increase so that
testing of mobile networks becomes more and more im-
portant. So far, operators have to run certain drive testing
campaigns with special testing equipment in order to test
the mobile network(s). The drive testing campaigns sim-
ulate the behavior of mobile subscribers within the mobile
network(s) under test wherein the behavior relates to
calls, web browsing and/or video playing.
[0003] While running the drive testing campaigns, the
special testing equipment records network measure-
ments wherein the data recorded is used to determine
the quality of the network for certain services used within
the network, in particular the quality of experience of the
mobile subscribers with regard to the respective services
used.
[0004] In the state of the art, several testing campaigns
have to be run in order to obtain the desired information
or rather to obtain sufficient data to evaluate the quality
of several services, in particular the quality of experience
of the mobile subscribers with regard to the several serv-
ices. Thus, a lot of efforts are required in order to obtain
the data or rather information required to test a mobile
network sufficiently.
[0005] Accordingly, it is an object of the invention to
provide a simpler and cost-efficient possibility to obtain
the data or rather information required in an easier man-
ner so that mobile network testing can be improved.
[0006] The invention provides a method for mobile net-
work testing by using at least one testing device config-
ured to be connected to a mobile network, comprising
the following steps:

- Running a predefined set of test procedures on the
at least one testing device in order to obtain test re-
sults assigned to at least one test parameter,

- Evaluating the test results of the test procedures via
a machine learning model, and

- Training the machine learning model to predict out-
put parameters assigned to the quality of a service
based on the test results obtained.

[0007] The invention further provides a test system for
mobile network testing, comprising at least one testing
device and a processing unit configured to run a machine
learning model to be trained, wherein the processing unit
is configured to receive test results of a set of test pro-
cedures run on the at least one testing device and to
evaluate the test results via the machine learning model,
and wherein the processing unit is configured to train the

machine learning model to predict output parameters as-
signed to the quality of a service based on the test results
obtained.
[0008] The invention is based on the finding that the
network testing can be simplified by using deep learning
models such as a machine learning model in order to
predict output parameters assigned to the quality of a
certain service. Hence, the time spent for mobile network
testing can be reduced significantly once the machine
learning model has been trained.
[0009] The training of the machine learning model may
correspond to a supervised learning as the machine
learning is done with labeled training data that may con-
sist of a set of training examples corresponding to the
respective test results obtained. Each training example
may correspond to a pair consisting of a certain input
object (input parameter) as well as a desired output pa-
rameter that is also called supervisory signal, namely a
parameter indicating the quality of the service (output
parameter). The supervised learning algorithm used by
the machine learning model analyzes the training data
and generates an inferred mathematical model, for in-
stance a function, which can be used for mapping new
examples that go beyond the training examples.
[0010] In general, the quality of the service (QoS) de-
fined by the output parameters of the machine learning
model may relate to the quality of experience of the net-
work participants (users of the network under test) when
using the respective network service. For instance, the
quality of the service (QoS) is standardized by IEEE
802.1 p.
[0011] The (network) service may generally relate to
an application requiring data from the network to be test-
ed such as a mobile application running on a mobile end
device, for instance a messaging service, a social media
service and/or a service related to a video platform.
[0012] According to an aspect, the test procedures run-
ning on the at least one testing device simulate the be-
havior of participants of the mobile network, in particular
wherein calls, web browsing, video playing and/or down-
loads are simulated. Hence, the test procedures used for
generating data evaluated for training purposes corre-
spond to the drive testing campaigns that are run in the
state of the art every time when the quality of a certain
service has to be tested. However, the time spent as well
as the efforts can be reduced due to the fact that the test
procedures only have to run to train the machine learning
model. Once the machine learning model has been
trained appropriately, the testing campaigns to be run
can be reduced significantly.
[0013] The behavior of the participants of the mobile
network correspond to the mobile subscribers behavior
mentioned earlier.
[0014] Another aspect provides that the training of the
machine learning model is based on the at least one test
parameter, in particular a series of test parameters, to-
gether with the resulting output parameters assigned to
the quality of a respective service. The at least one test
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parameter as well as the resulting output parameter cor-
respond to a pair consisting of a certain input parameter
as well as a desired output parameter, namely a param-
eter indicating the quality of the service (QoS). Accord-
ingly, a supervised learning is provided.
[0015] In fact, a certain service may be tested by a
respective test procedure. A series of test parameters
may be obtained as test results of the several test pro-
cedures which are used as input parameters for the ma-
chine learning model. Together with the test parameters,
the resulting output parameters assigned to the qualities
of the respective services tested are inputted for training
purposes such that the machine learning model is ena-
bled to generate the respective mathematical model, for
instance function, used for mapping new examples going
beyond the training examples.
[0016] Furthermore, the machine learning model may
be trained to predict the quality of several services based
on the at least one test parameter. Hence, the machine
learning model, as soon as it is trained, is enabled to
predict the quality of several services even though it re-
ceives the at least one test parameter of only one test
procedure. Thus, the time and the efforts required for
testing the mobile network with regard to the qualities of
several services can be reduced appropriately once the
machine learning model is trained.
[0017] For instance, the machine learning model is
trained to predict the quality of at least one mobile net-
work application. Thus, the mobile network application
may correspond to popular internet services that are run-
ning on mobile user devices (end devices). The popular
internet services may relate to messaging services, so-
cial media services and/or services providing videos.
[0018] As mentioned earlier, the machine learning
trained is configured to predict the quality of the several
different services (mobile network applications) without
the need of running or rather using the respective appli-
cation itself for evaluating the respective quality.
[0019] Another aspect provides that the test parame-
ters are investigated over time and/or wherein geograph-
ical information is taken into account. Thus, the training,
in particular the test parameters used for the training,
comprise time and/or geographical information. Hence,
a timestamp for the respective test parameters may be
provided. Moreover, topographical information as well as
the position can be taken into account by the machine
learning model.
[0020] For instance, the at least one test parameter
corresponds to at least one network key performance
indicator (KPI), in particular network key performance in-
dicators assigned to availability, health and/or perform-
ance. These network key performance indicators are the
indicators typically used in telecommunication services.
The availability, health and/or performance may also be
called accessibility, retainability and/or quality. The ac-
cessibility or rather availability relates to the availability
of the certain service, for instance if a user is enabled to
set up a call and/or access certain resources such as

downlink and/or uplink resources. The retainability or
rather health corresponds to the ability to keep the es-
tablished connection whereas the quality or rather per-
formance deals with the quality of the connection estab-
lished.
[0021] According to an embodiment, the at least one
test parameter corresponds to a hypertext transfer pro-
tocol (http), a video test and/or a file transfer protocol
(ftp), and/or wherein the at least one network key per-
formance indicator corresponds to latency, round trip
time, jitter, bandwidth, throughput, failure rate, signal lev-
el and/or rebuffering. The different network key perform-
ance indicators being important depend on the respective
test parameter (test scenario applied). Generally, certain
network key performance indicators effect almost all
services whereas other network key performance indi-
cators are only relevant for certain services. Accordingly,
the network key performance indicators being relevant
depend on the respective test parameter (test scenario
applied).
[0022] Another aspect provides that the test results are
evaluated on the testing device itself and/or wherein the
test results are forwarded to a separate evaluation unit
that evaluates the test results. For instance, the separate
evaluation unit may be a server that is connected to the
mobile network and/or the at least one testing device.
Hence, the evaluation may be done internally or exter-
nally wherein this depends on the computational power
of the respective device.
[0023] According to another aspect, the machine
learning model is provided by a neural network, in par-
ticular a recurrent neural network. A recurrent neural net-
work (RNN) corresponds to an artificial neural network
having connections between different units that form a
directed cycle. This means, the different units are inter-
connected with each other such that a dynamic temporal
behavior is provided by the neural network. In contrast
to feed forward neural networks, the connections of the
recurrent neural network form a cycle.
[0024] Generally, recurrent neural networks may com-
prise a direct feedback, an indirect feedback and/or a
lateral feedback depending on the connections between
the respective units.
[0025] According to an aspect, the test system is gen-
erally configured to perform a method as described
above. Hence, the advantages related to the method also
apply for the test system.
[0026] Moreover, the invention provides a method for
mobile network testing by using at least one testing de-
vice configured to be connected to a mobile network,
comprising the following steps:

- Providing a prediction system configured to predict
output parameters assigned to the quality of a serv-
ice by running a machine learning model trained,

- Performing a single test on the at least one testing
device,
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- Forwarding the test result of the single test and the
at least one test parameter assigned to the test re-
sults to the prediction system for evaluating the test
result, and

- Obtaining a prediction regarding the quality of at
least one service from the prediction system, in par-
ticular wherein predictions regarding the quality of
at least one service or several services are obtained
from the prediction system.

[0027] Hence, the quality of a service (QoS) can be
predicted appropriately even though a single test is run
such that it is not necessary to run several test campaigns
in order to obtain information regarding the quality of the
respective service.
[0028] Particularly, the service of which the quality is
predicted is different to the service being tested by the
single test performed on the at least one testing device
due to the machine learning model trained. Thus, the
quality of a service can be predicted by running a test
(procedure) corresponding to a different service com-
pared to the one the quality of which is predicted.
[0029] Generally, the prediction system is configured
to predict the quality of several services based on the
test parameters obtained, in particular the test parame-
ters of the single test. This can be done as the machine
learning model is trained previously in an appropriate
manner. Thus, the time spent for mobile network testing
with regard to the quality of services using the mobile
network as well as the efforts related thereto can be re-
duced appropriately.
[0030] In fact, one test procedure (single test proce-
dure) performed is enough for predicting the outcome of
the other test procedures due to the machine learning
model trained. Accordingly, the respective service used
for testing the mobile network is not run.
[0031] The RNN ensures that the respective test se-
quences simulated by the machine learning model can
be translated among each other to predict the respective
output parameters regarding the respective qualities of
services (QoS).
[0032] The test procedure may be run by using the
application programming interface (API). Thus, it is not
necessary to run the real application, but to make use of it.
[0033] Particularly, the machine learning model used
is trained by a method as defined above.
[0034] According to an aspect, the prediction system
outputs a prediction regarding the quality of at least one
mobile application. The at least one mobile (network) ap-
plication may relate to an application that runs on a mobile
end device (user end device) such as a mobile phone.
Hence, the application may correspond to a messaging
service, a video service and/or a social network service
which generally up- and/or downloads data regarding pic-
tures, videos and/or texts.
[0035] The invention further provides a prediction sys-
tem for predicting output parameters assigned to the

quality of at least one service, comprising a processing
unit configured to run a machine learning model, wherein
the machine learning model is trained by a method as
described above and/or wherein the prediction system
is configured to perform a method as mentioned above.
Hence, the prediction system can be used to perform
mobile network testing with regard to the quality of dif-
ferent services used within the mobile network in a time-
efficient manner as only a single test is necessary for
obtaining information regarding the quality of several
services due to the machine learning model trained ap-
propriately.
[0036] The respective test result of the single test is
inputted into the machine learning model trained that out-
puts the output parameters of the other several services
so that it is no more necessary to perform these appro-
priate tests. The quality of experience with respect to the
different services can be predicted easily and in a time
efficient manner so that the costs are reduced significant-
ly.
[0037] The invention will now be described with refer-
ence to the enclosed drawings and the respective de-
scription. In the drawings,

- Figure 1 schematically shows a test system for a
mobile network testing according to the invention,

- Figure 2 shows a flowchart of a method for mobile
network testing according to the invention by using
the test system of Figure 1,

- Figure 3 schematically shows a prediction system
according to the invention,

- Figure 4 shows a flowchart illustrating a method for
mobile network testing by using the prediction sys-
tem of Figure 3, and

- Figure 5 shows a schematic overview illustrating a
test system for mobile network testing according to
the invention and a prediction system according to
the invention.

[0038] The detailed description set forth below in con-
nection with the appended drawings, where like numerals
reference like elements, is intended as a description of
various embodiments of the disclosed subject matter and
is not intended to represent the only embodiments. Each
embodiment described in this disclosure is provided
merely as an example or illustration and should not be
construed as preferred or advantageous over other em-
bodiments. The illustrative examples provided herein are
not intended to be exhaustive or to limit the claimed sub-
ject matter to the precise forms disclosed.
[0039] In Figure 1, a test system 10 for a mobile net-
work testing is shown that comprises at least one testing
device 12 as well as a processing unit 14 that is config-
ured to run a machine learning model to be trained as
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will be described later with reference to Figure 2.
[0040] In the shown embodiment, the processing unit
14 is provided in a separately formed analyzing device
16.
[0041] The analyzing device 16, in particular the
processing unit 14, is connected to the at least one testing
device 12, for instance via a cable or in a wireless manner
as indicated in the embodiment of Figure 1, such that the
processing unit 14 receives test results of a set of test
procedures run on the at least one testing device 12 for
obtaining information of the network under test to which
the at least one testing device 12 is connected. The at
least one testing device 12 is connected to the network
under test via an appropriate network interface 18 pro-
vided by an antenna unit or a cable connection, for in-
stance.
[0042] The processing unit 14 is generally configured
to evaluate the test results received from the at least one
testing device 12 wherein the appropriate machine learn-
ing model is used for evaluating purposes.
[0043] Generally, the machine learning model may be
established by a recurrent neural network. A recurrent
neural network (RNN) corresponds to an artificial neural
network having connections between different units that
form a directed cycle. This means, the different units are
interconnected with each other such that a dynamic tem-
poral behavior is provided by the neural network. In con-
trast to feed forward neural networks, the connections of
the recurrent neural network form a cycle.
[0044] Recurrent neural networks may comprise a di-
rect feedback, an indirect feedback and/or a lateral feed-
back depending on the connections between the respec-
tive units.
[0045] As also illustrated in Figure 2, the test system
10, in particular the processing unit 14, is configured to
train the machine learning model appropriately as will be
described hereinafter.
[0046] For the training purpose, a predefined set of test
procedures runs on the at least one testing device 12 in
order to obtain test results assigned to at least one test
parameter, in particular wherein the test results are as-
signed to a series of test parameters. For instance, the
at least one test parameter is a hypertext transfer proto-
col, a video test and/or a file transfer protocol.
[0047] The test parameter may correspond to at least
one network key performance indicator (KPI), for in-
stance network key performance indicators assigned to
availability, health and/or performance.
[0048] In general, several test parameters or rather
network key performance indicators may be recorded by
the at least one testing device 12 during the test proce-
dures or rather test scenarios applied.
[0049] The at least one test parameter may correspond
to at least one specific network key performance indica-
tor, in particular to several network key performance in-
dicators. The different network key performance indica-
tors being important depend on the respective test pa-
rameter (test scenario applied). Generally, certain net-

work key performance indicators effect almost all serv-
ices whereas other network key performance indicators
are only relevant for certain services. Accordingly, the
network key performance indicators being relevant de-
pend on the respective test parameter (test scenario ap-
plied).
[0050] For instance, the at least one network key per-
formance indicator may correspond to latency, round trip
time, jitter, bandwidth, throughput, failure rate, signal lev-
el and/or rebuffering.
[0051] In the shown embodiment, the analyzing device
16, in particular the processing unit 14, connected to the
at least one testing device 12 receives the respective test
results, namely the test parameter(s) or rather the cor-
responding network key performance indicator(s), for
evaluating purposes via the machine learning model to
be trained. Hence, the analyzing device 16 corresponds
to a separate evaluation unit with respect to the testing
device 12, for instance a server.
[0052] The machine learning model is trained such that
it is able to predict output parameters assigned to the
quality of a service (QoS) based on the test results ob-
tained by recognizing relationships and/or correlations
between different data and/or information of the test pa-
rameter(s) or rather the corresponding network key per-
formance indicator(s).
[0053] In general, the test procedures run on the at
least one testing device 12 simulate the behavior of par-
ticipants of the mobile network(s) under test with regard
to at least one service, for instance a mobile network
application. Thus, calls, web browsing, video playing
and/or downloads are simulated appropriately which cor-
respond to the typical behavior of network subscribers.
[0054] The test procedures are run to obtain informa-
tion regarding the quality of the respective service where-
in the information is provided by corresponding output
parameters that are assigned to the quality of the respec-
tive service.
[0055] For the training of the machine learning model,
the at least one test parameter, in particular a series of
test parameters, together with the resulting output pa-
rameters assigned to the quality of the respective service
are used as input parameters for the machine learning
model. As mentioned above, the test parameters are as-
signed to the predefined set of test procedures run on
the at least one testing device 12.
[0056] Accordingly, a supervised learning is provided
as the machine learning is done with labeled training data
that consist of sets of training examples used as input
parameters, namely the at least one test parameter or
rather the corresponding network key performance indi-
cator(s) as well as the output parameters assigned to the
quality of the respective service.
[0057] In addition to the test parameter(s) or rather the
network key performance indicator(s), the training of the
machine learning model may also take geolocation infor-
mation and/or time information into account for training
the machine learning model in a more accurate manner.
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Hence, topographic information may be encompassed.
The time information ensures that time stamps are used
for the respective information or rather data obtained dur-
ing the testing.
[0058] In general, the machine learning model is
trained to predict the quality of several services based
on the at least one test parameter as will be described
later with reference to Figures 3 and 4.
[0059] In contrast to the shown embodiment, the test
results may also be evaluated on the testing device 12
itself that may comprise the processing unit 14 as indi-
cated by the dashed lines. Hence, the processing unit 14
may be integrated in the testing device 12. However, the
testing device 12 itself requires a certain computational
power for being enabled to run or rather train the machine
learning model directly.
[0060] In Figure 3, a prediction system 20 is shown
that comprises a testing device 22 as well as the process-
ing unit 14 being established in an analyzing device 16.
[0061] Generally, the processing unit 14 is configured
to run the machine learning model that has been trained
previously as described above. Thus, the analyzing de-
vice 16 corresponds to the one shown in Figure 1 as the
respective machine learning model provided by the
processing unit 14 was trained appropriately.
[0062] Further, the testing device 22 of the prediction
system 20 may also correspond to the testing device 12
shown in Figure 1 so that the same measuring equipment
is used for training and measuring purposes.
[0063] In general, the prediction system 20 is config-
ured to perform a method for mobile network testing as
illustrated in Figure 4.
[0064] Thus, the prediction system 20 is generally con-
figured to provide a prediction regarding the quality of at
least one service by running the machine learning model
trained previously, in particular wherein predictions re-
garding the quality of several services are obtained from
the prediction system 20.
[0065] For mobile network testing purposes, a single
test is sufficient to be performed by using the at least one
testing device 12, 22 as the machine learning model is
trained appropriately. Then, the test results of the single
test performed is evaluated by the processing unit 14, in
particular the machine learning model. The test result
obtained by the single test corresponds to a the quality
of a single service, for instance a certain mobile applica-
tion.
[0066] This respective test result is forwarded to the
processing unit 14, in particular the machine learning
model already trained, such that a prediction regarding
the quality of a different service is outputted by the pre-
diction system 20, in particular the processing unit 14.
[0067] The machine learning model receives the at
least one test parameter of the single test or the corre-
sponding network key performance indicator(s) wherein
the machine learning model was trained to predict the
respective output parameters assigned to the quality of
other services even though these services were not test-

ed by the single test.
[0068] In general, the prediction system 20 is enabled
to provide information (output parameters related to the
quality) of different services even though a single test
was performed that relates to a certain service as the
machine learning model trained uses the test parame-
ter(s) or rather the network key performance indicator(s)
for evaluating purposes.
[0069] As mentioned with regard to the test system 10,
the at least one testing device 12, 22 may comprise the
processing unit 14 so that the machine learning model
is run on the at least one testing device 12, 22 itself.
[0070] Accordingly, the network testing can be simpli-
fied due to the fact that the machine learning model has
to be trained only once. As soon as the machine learning
model has been trained appropriately, the network test-
ing can be simplified significantly as only a single test
has to be done in order to obtain information with regard
to different services not tested (output parameters of sev-
eral services, in particular mobile network applications)
from the machine learning model trained.
[0071] Thus, the number of test procedures to be per-
formed for mobile network testing can be reduced signif-
icantly which saves time and efforts so that the testing
costs are reduced.
[0072] Generally, the quality of the service may corre-
spond to the quality of experience.
[0073] The machine learning model provided by the
recurrent neural network (RNN) is configured to predict
the outcome of a test measurement sequence (test pro-
cedure) based on another test measurement sequence
(test procedure). Thus, a single test measurement se-
quence (test procedure) is sufficient to predict the out-
comes of several test measurement sequences (test pro-
cedures) when the machine learning model is trained.
[0074] For instance, the machine learning model re-
ceives the test results of a hypertext transfer protocol
download test (http download test) wherein the machine
learning model is configured to predict the results of a
video test occurring at the same time and the same lo-
cation (time information as well as geographic informa-
tion are taken into account) without performing the video
test.
[0075] In Figure 5, a complete overview is shown that
illustrates the test system 10 at the training stage and
the prediction system 20 at the inference stage.
[0076] As indicated in Figure 5, several test procedures
are run on at least one testing device 12 or on several
testing devices 12 for collecting test data used as training
data for the machine learning model that is trained in a
training process appropriately.
[0077] As shown for the training stage, the training
process relates to inputting test parameter(s) or rather
network key performance indicator(s) obtained from the
test data, namely the test results of the respective test
procedures, as well as the corresponding output param-
eters assigned to the quality of the respective service(s).
Hence, pairs of information are used for the training cor-
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responding to the supervised learning.
[0078] Once the machine learning model is trained, a
single test is sufficient to provide information regarding
other services as the machine learning model is enabled
to predict the test results of test procedures with regard
to other services appropriately based on the network key
performance indicator(s) obtained from the single test.
This is indicated on the right side of Figure 5, namely at
the inference stage.
[0079] Accordingly, it is no more necessary to perform
the several test campaigns with a large number of tests
in order to obtain output parameters assigned to the qual-
ity of several services.

Claims

1. A method for mobile network testing by using at least
one testing device (12) configured to be connected
to a mobile network, comprising the following steps:

- Running a predefined set of test procedures
on the at least one testing device (12) in order
to obtain test results assigned to at least one
test parameter,
- Evaluating the test results of the test proce-
dures via a machine learning model, and
- Training the machine learning model to predict
output parameters assigned to the quality of a
service based on the test results obtained.

2. The method according to claim 1, wherein the test
procedures running on the at least one testing device
(12) simulate the behavior of participants of the mo-
bile network, in particular wherein calls, web brows-
ing, video playing and/or downloads are simulated.

3. The method according to claim 1 or 2, wherein the
training of the machine learning model is based on
the at least one test parameter, in particular a series
of test parameters, together with the resulting output
parameters assigned to the quality of a respective
service.

4. The method according to any of the preceding
claims, wherein the machine learning model is
trained to predict the quality of several services
based on the at least one test parameter.

5. The method according to any of the preceding
claims, wherein the machine learning model is
trained to predict the quality of at least one mobile
network application.

6. The method according to any of the preceding
claims, wherein the test parameters are investigated
over time and/or wherein geographical information
is taken into account.

7. The method according to any of the preceding
claims, wherein the at least one test parameter cor-
responds to at least one network key performance
indicator, in particular network key performance in-
dicators assigned to availability, health and/or per-
formance.

8. The method according to any of the preceding
claims, wherein the at least one test parameter cor-
responds to a hypertext transfer protocol, a video
test and/or a file transfer protocol, and/or wherein
the at least one network key performance indicator
corresponds to latency, round trip time, jitter, band-
width, throughput, failure rate, signal level and/or re-
buffering.

9. The method according to any of the preceding
claims, wherein the test results are evaluated on the
testing device (12) itself and/or wherein the test re-
sults are forwarded to a separate evaluation unit (16)
that evaluates the test results.

10. The method according to any of the preceding
claims, wherein the machine learning model is pro-
vided by a neural network, in particular a recurrent
neural network.

11. A test system (10) for mobile network testing, com-
prising at least one testing device (12) and a process-
ing unit (14) configured to run a machine learning
model to be trained, wherein the processing unit (14)
is configured to receive test results of a set of test
procedures run on the at least one testing device
(12) and to evaluate the test results via the machine
learning model, and wherein the processing unit (14)
is configured to train the machine learning model to
predict output parameters assigned to the quality of
a service based on the test results obtained.

12. The test system (10) according to claim 11, wherein
the test system (10) is configured to perform a meth-
od according to any of the claims 1 to 10.

13. A method for mobile network testing by using at least
one testing device (12, 22) configured to be connect-
ed to a mobile network, comprising the following
steps:

- Providing a prediction system (20) configured
to predict output parameters assigned to the
quality of a service by running a machine learn-
ing model trained,
- Performing a single test on the at least one
testing device (12, 22),
- Forwarding the test result of the single test and
the at least one test parameter assigned to the
test results to the prediction system (20) for eval-
uating the test result, and
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- Obtaining a prediction regarding the quality of
at least one service from the prediction system
(20), in particular wherein predictions regarding
the quality of at least one service or several serv-
ices are obtained from the prediction system
(20).

14. The method according to claim 13, wherein the pre-
diction system (20) outputs a prediction regarding
the quality of at least one mobile application.

15. A prediction system (20) for predicting output param-
eters assigned to the quality of at least one service,
comprising a processing unit (14) configured to run
a machine learning model, wherein the machine
learning model is trained by a method according to
any of the claims 1 to 10 and/or wherein the predic-
tion system (20) is configured to perform a method
according to claim 13 or 14.
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